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@  Devices  for  sealing  and  isolating  analyser  gas  sample  flow. 

(jj?)  A  device  for  sealing  and  isolating  analyser  gas  sample  flow 
in  an  aspirated  sampling  system  is  provided  with  a  drainage 
channel  (34,  36)  surrounding  the  or  each  gas  sample  inlet  (24, 
26)  to  isolate  the  inlet  in  the  plane  of  a  sealing  surface  (12)  of  a 
flange  manifold  plate  (10)  from  a  pressurised  air  supply  channel 
(14)  in  the  sealing  surface  (12),  and  to  intercept  leakage  from 
the  air  supply  channel  (14).  The  drainage  channel  (34,  36)  is 
connected  to  a  cavity  (40)  via  a  constricted  flow  path  (38)  to 
reduce  leakage  pressure,  and  the  cavity  (40)  is  vented  (44)  to 
the  exterior. 
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Description 

DEVICES  FOR  SEALING  AND  ISOLATING  ANALYSER  GAS  SAMPLE  FLOW 

This  invention  relates  to  devices  for  sealing  and 
isolating  analyser  gas  sample  flow  in  systems  having 
aspirators.  5 

The  control  of  combustion  systems  is  often 
dependent  upon  the  accurate  monitoring  and  ana- 
lysing  of  process  gases  such  as  combustion  flue 
gases.  Known  sampling  systems  for  measuring 
concentrations  of  oxygen,  carbon  monoxide  and  10 
other  combustibles  include  forced  or  pressurised 
type  systems,  and  aspirated  or  vacuum  type  sys- 
tems.  In  pressurised  systems,  small  amounts  of 
leakage  between  the  system  and  the  environment 
are  not  critical  as  leakage  is  vented  to  atmosphere  15 
due  to  the  higher  sampling  system  pressure.  In 
aspirated  systems,  however,  leakage  between  the 
sampling  system  and  environment  or  supply  air  and 
sampled  gas  channels  causes  the  higher  pressure 
air  to  flow  into  the  sampled  gas.  This  inflow  of  air  20 
increases  the  oxygen  content  of  the  sample  and 
thereby  results  in  an  erroneous  measurement. 

The  aspirators  in  one  known  arrangement,  such 
as  that  disclosed  in  US  Patent  No.  US-A-4  134  289, 
as  well  as  the  various  inlet  and  outlet  lines  25 
associated  therewith,  are  all  enclosed  in  a  heated 
block  to  maintain  the  temperature  well  above  the 
dew  point  of  any  sampled  gases  or  supply  air  in 
order  to  prevent  condensation.  In  the  case  of  such 
high  temperature  analysing,  in  which  temperatures  30 
may  exceed  450°F  (232°C),  metal,  ceramic  and 
asbestos  materials  are  employed  to  form  analyser 
block  parts.  Reference  is  directed  to  US  Patent  No. 
US-A-4  134  289  for  further  details  of  this  arrange- 
ment.  35 

The  formation  of  fluid  flow  passages  in  the  block, 
particularly  serpentine  sinusoidally  extending  chan- 
nels  used  to  assure  sufficient  residence  time  to  heat 
the  fluid  flows,  can  be  facilitated  by  machining  or 
otherwise  forming  surface  grooves  in  a  sealing  face  40 
of  a  flat  plate,  such  as  a  manifold  flange,  and  joining 
the  flange  together  with  a  seal  plate  or  the  like  so 
that  the  adjacent  surfaces  establish  distinct,  separ- 
ate  flow  paths.  To  assure  adequate  sealing  between 
mating  parts,  however,  such  parts  must  be  ma-  45 
chined  to  close  tolerances,  be  formed  with  micro- 
smooth  finishes  and  precision  flatness,  and  then  be 
joined  under  high  clamping  loads  uniformly  dis- 
tributed  over  the  mated  surfaces.  In  operation  small 
leakages  may  nevertheless  occur  due  to  deviations  50 
from  design  specifications,  or  imperfections  in  the 
sealing  surfaces  such  as  scratches  or  burrs,  or  dirt 
or  particles  which  will  sometimes  get  between  the 
sealing  surfaces,  or  even  due  to  thermal  distortion. 

According  to  the  present  invention  there  is  55 
provided  a  device  for  sealing  and  isolating  analyser 
gas  sample  flow  in  a  system  having  an  aspirator,  the 
aspirator  having  gas  sample  inlet  means  for  drawing 
a  sample  gas  flow  therein  and  supply  air  inlet  means, 
and  wherein  the  device  comprises:  a  plurality  of  60 
plate  members  joined  together  into  a  rigid  structure, 
the  plate  members  having  sealing  surfaces,  at  least 
one  of  the  plate  members  including  flow  channel 

means  formed  in  the  respective  sealing  surface  for 
passing  fluid  flow  along  the  sealing  surface,  the  flow 
channel  means  including  an  air  supply  passage  for 
passing  air  to  the  supply  air  inlet  means  of  the 
aspirator,  the  flow  channel  means  further  including  a 
sample  gas  passage  for  passing  gas  to  be  sampled 
to  the  gas  sample  inlet  means  of  the  aspirator,  at 
least  a  portion  of  the  air  supply  passage  and  a 
portion  of  the  sample  gas  passage  being  formed  on 
the  sealing  surface  at  locations  spaced  from  each 
other,  and  the  flow  channel  means  further  including 
a  drain  passage  surrounding  said  portion  of  the 
sample  gas  passage;  at  least  one  of  the  plate 
members  including  a  cavity;  at  least  one  of  the  plate 
members  including  restrictive  passage  means  in 
fluid  communication  between  the  drain  passage  and 
the  cavity  to  provide  a  pressure  drop  for  fluid 
passing  from  the  drain  passage  to  the  cavity;  and 
outlet  means  for  exhausting  fluid  from  the  cavity  to 
the  atmosphere. 

From  another  aspect,  the  present  invention 
provides  a  device  for  sealing  and  isolating  analyser 
gas  sample  flow,  the  device  including  a  flange 
manifold  which  is  provided  with  a  drain  channel 
circuit  interposed  on  the  sealing  face  between  a 
supply  air  flow  channel  to  the  aspirator  and  sample 
air  flow  inlets  or  flow  passages;  the  drain  channel 
circuit  intercepts  any  leakage  passing  from  the 
higher  pressure  air  supply  towards  the  sample  air 
flow  inlets,  the  drain  channel  circuit  being  connected 
to  large  cavities  that,  in  turn,  are  vented  to 
atmosphere.  The  drain  channel  circuit  is  sized  so  as 
to  reduce  the  high  air  supply  pressure  to  zero. 

A  device  according  to  a  preferred  embodiment  of 
the  invention  (to  be  described  in  greater  detail 
hereinafter)  advantageously  accommodates  leakage 
while  protecting  the  integrity  of  a  gas  sample  being 
analysed. 

The  invention  will  now  be  described,  by  way  of 
illustrative  and  non-limiting  example,  with  reference 
to  the  accompanying  drawings,  in  which  like  ref- 
erence  numerals  designate  like  or  corresponding 
parts,  and  in  which: 

Figure  1  is  a  flow  diagram  which  schematically 
illustrates  aspirated  flow  paths  of  a  gas  analyser  and 
means  for  isolating  the  aspirated  flow  paths  from 
leakage  from  the  supply  air  flow  path  and  ambient  air 
in  accordance  with  an  embodiment  of  the  invention; 

Figure  2  is  an  enlarged  schematic  sectional  view 
illustrating  the  isolation  of  the  sample  gas  inlets  from 
the  air  supply  passage  at  the  same  plane  of  the 
sealing  surface  and  the  communication  of  the 
sample  gas  and  air  supply  passage  with  the  aspirator 
in  accordance  with  another  embodiment;  and 

Figure  3  is  a  perspective  view  of  a  flange  manifold 
embodying  the  invention. 

Referring  to  the  drawings  in  detail,  Figure  1 
provides  a  schematic  illustration  of  the  flow  paths  of 
an  aspirated  analyser  block  embodying  the  princi- 
ples  of  the  invention. 

In  Figure  1,  a  flange  manifold  plate  10  is  provided 
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vith  a  sealing  face  12  having  a  series  of  flow  paths  or 
;hannels  for  conducting  fluid  therealong.  A  first  flow 
ihannel  14  formed  in  the  sealing  face  12  provides  a 
)athway  for  the  passage  of  supply  air  along  the 
surface  of  the  sealing  face  to  an  opening  16  which 
;ommunicates  with  a  subsurface  channel  18  formed 
vithin  the  flange  manifold  plate  10  below  the  surface 
3f  the  sealing  face  12.  The  subsurface  channel  18,  in 
urn,  communicates  with  the  drive  inlet  connection 
)f  an  aspirator  20.  The  aspirator  20  includes  a 
discharge  outlet  channel  22. 

Two  sample  gas  inlet  openings  24,  26  are  provided 
it  the  sealing  face  12.  The  sample  gas  inlet  openings 
24,  26  communicate  with  two  respective  subsurface 
tow  channels  28,  30.  The  subsurface  flow  channels 
28,  30  communicate  with  one  or  more  inlets  32  (only 
one  of  which  is  shown  in  Figure  1  )  to  the  aspirator 
20. 

The  channel  means  formed  within  the  surface  of 
the  sealing  face  12  further  include  drain  passage 
channels  34,  36  which  surround  the  sample  gas  inlet 
openings  24,  26.  The  drain  passage  channels 
sommunicate  with  a  restricted  flow  channel  38  which 
in  turn  discharges  into  a  cavity  40  formed  within  the 
sealing  face  12.  The  cavity  40  is  connected  to  a  vent 
channel  44  which  is  designed  to  discharge  to 
atmosphere  via  an  opening  in  the  edge  of  the  flange 
manifold  plate  10.  The  air  supply  first  flow  channel  14 
includes  a  section  46  formed  sinusoidally  within  the 
sealing  face  12  to  delay  the  transport  time  of  supply 
air  (in  other  words  to  extend  the  transport  path)  to 
the  aspirator  thereby  to  ensure  that  any  air  supply  is 
properly  heated  by  well-known  means  (not  shown) 
to  prevent  condensation.  It  should  be  understood 
that  the  flow  lines  shown  in  Figure  1  in  dotted  form 
represent  channels  which  are  not  formed  in  the 
surface  of  the  sealing  face  12  but  are  subsurface 
channels  or  components. 

Figure  2  illustrates  a  schematic  cross  section  of  a 
portion  of  the  flange  manifold  plate  10,  a  sealing 
plate  50  and  a  seal  48  joined  together  into  a  rigid 
structure  by  well-known  means  (not  shown)  such  as 
by  bolting  the  sealing  plate  50  to  the  flange  manifold 
plate  10  with  the  seal  48  interposed  therebetween. 
The  seal  48  can  be  of  the  type  of  seal  typically  used 
for  high  temperature  applications,  for  example,  a 
crushed  gasket  composed  of  graphite. 

Referring  now  to  Figure  3,  there  is  shown  a 
perspective  view  of  preferred  embodiment  of  the 
flange  manifold  plate  10. 

As  best  seen  in  Figures  2  and  3,  the  drain  passage 
channels  34,  36  have  V-shaped  cross-sections  and 
are  open  to  the  surface  of  the  sealing  face  12.  The 
drain  passage  channels  34,  36  could  alternatively  be 
formed  with  a  generally  U-shaped  cross-section.  In 
the  embodiment  of  Figure  3,  the  aspirator  (not 
shown)  is  a  separate  component  partially  housed  in 
the  flange  manifold  plate  10  by  being  threadably 
engaged  therewith. 

In  operation,  supply  air  at  a  pressure  of  about  35 
to  60  p.s.i.g.  (241  to  414  kPa.g.)  is  provided  to  the 
aspirator  20  via  the  first  flow  channel  14  and  the 
subsurface  flow  channel  28  to  establish  a  negative 
pressure  at  the  inlet  32  to  induce  a  gas  sample  to 
flow  under  a  negative  pressure  of  up  to  2.5  inch 

(63.5mm)  H2O  (vacuum)  to  tne  aspirator  zv  via  tne 
inlet  32  and  through  a  gas  analyser  (not  shown)  such 
as  an  oxygen  analyser  or  combustibles  detector.  The 
mixture  of  the  sample  gas  and  the  supply  air  is 

5  discharged  via  the  discharge  outlet  channel  22, 
typically  back  to  the  system. 

In  the  event  that  the  sealing  face  12  is  not  fully 
sealed,  for  example,  due  to  the  problems  referred  to 
previously  with  reference  to  the  prior  proposed 

10  arrangements,  air  from  the  air  supply  source  may 
tend  to  traverse  the  sealing  face  12  and  pass  into 
one  or  more  of  the  sample  gas  inlet  openings  24,  26. 
However,  since  the  inlet  openings  are  surrounded  by 
the  drain  passage  channels  34,  36,  the  channels  tend 

15  to  intercept  any  such  leakage  flow  and  direct  the 
flow  to  the  cavity  40  via  the  restricted  flow  channel 
38.  The  restricted  flow  channel  38  is  sized  so  as  to 
cause  a  full  drop  in  supply  air  pressure  to  ambient 
pressure  conditions  as  the  intercepted  air  is  passed 

20  to  the  cavity  40  and  ultimately  vented  to  atmosphere 
via  the  vent  channel  44  and  an  outlet  52  formed  along 
an  external  surface  of  the  flange  manifold  plate  10. 

Certain  modifications  may  be  made  to  the  ar- 
rangements  previously  described.  As  an  example, 

25  individual  sample  gas  channels  may  be  utilised  to 
direct  sample  gas  to  the  aspirator  as  shown  in 
Figure  2  or  the  channels  can  be  combined  into  a 
single  line  as  schematically  illustrated  in  Figure  1.  In 
addition,  separate  drain  channels  can  be  provided 

30  for  each  of  the  sample  gas  inlets  for  direct 
communication  with  the  cavity  40.  Alternatively, 
more  than  one  cavity  can  be  utilised.  Further,  it  may 
be  possible  to  abut  directly  the  sealing  surface  of  the 
flange  manifold  plate  with  a  surface  of  the  sealing 

35  plate  without  the  use  of  an  intervening  sealing 
gasket. 

40  Claims 

1  .  A  device  for  sealing  and  isolating  analyser  gas 
sample  flow  in  a  system  having  an  aspirator  (20),  the 

45  aspirator  (20)  having  gas  sample  inlet  means  (32)  for 
drawing  a  sample  gas  flow  therein  and  supply  air 
inlet  means  (18),  and  wherein  the  device  comprises: 
a  plurality  of  plate  members  (10,  50)  joined  together 
into  a  rigid  structure,  the  plate  members  (10,  50) 

50  having  sealing  surfaces  (12),  at  least  one  (10)  of  the 
plate  members  including  flow  channel  means  formed 
in  the  respective  sealing  surface  (12)  for  passing 
fluid  flow  along  the  sealing  surface  (12),  the  flow 
channel  means  including  an  air  supply  passage  (14) 

55  for  passing  air  to  the  supply  air  inlet  means  (18)  of 
the  aspirator  (20),  the  flow  channel  means  further 
including  a  sample  gas  passage  (28)  for  passing  gas 
to  be  sampled  to  the  gas  sample  inlet  means  (32)  of 
the  aspirator  (20),  at  least  a  portion  of  the  air  supply 

60  passage  (14)  and  a  portion  of  the  sample  gas 
passage  (28)  being  formed  on  the  sealing  surface 
(12)  at  locations  spaced  from  each  other,  and  the 
flow  channel  means  further  including  a  drain  pas- 
sage  (34)  surrounding  said  portion  of  the  sample  gas 

65  passage  (28)  ;  at  least  one  (10)  of  the  plate  members 
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including  a  cavity  (40);  at  least  one  (10)  of  the  plate 
members  including  restrictive  passage  means  (38) 
in  fluid  communication  between  the  drain  passage 
(34)  and  the  cavity  (40)  to  provide  a  pressure  drop 
for  fluid  passing  from  the  drain  passage  (34)  to  the 
cavity  (40);  and  outlet  means  (52)  for  exhausting 
fluid  from  the  cavity  (40)  to  the  atmosphere. 

2.  A  device  according  to  claim  1,  wherein  said 
portion  of  the  sample  gas  passage  (28)  comprises 
an  opening  (24)  in  the  sealing  surface  (12). 

3.  A  device  according  to  claim  1,  wherein  said 
portion  of  the  sample  gas  passage  comprises  a 
plurality  of  openings  (24,  26)  in  the  sealing  surface 
(12),  and  the  drain  passage  includes  two  drain 
channels  (34,  36),  one  of  each  of  the  two  drain 
channels  (34,  36)  surrounding  a  respective  one  of 
the  openings  (24,  26). 

4.  A  device  according  to  claim  1  ,  claim  2  or  claim  3, 

wherein  the  drain  passage  (34)  comprises  a 
V-shaped  channel. 

5.  A  device  according  to  any  one  of  the  preceding 
claims,  including  seal  means  (48)  for  sealingly 

5  engaging  the  sealing  surfaces  (12)  of  the  plate 
members  (10,  50)  together. 

6.  A  device  according  to  claim  5,  wherein  the  seal 
means  comprises  a  gasket  (48)  interposed  between 
the  sealing  surfaces  (12). 

10  7.  A  device  according  to  any  one  of  the  preceding 
claims,  wherein  the  outlet  means  comprises  an 
outlet  (52)  formed  along  an  external  surface  of  the 
plate  member  (10)  which  includes  the  flow  channel 
means. 

15  8.  A  device  according  to  any  one  of  the  preceding 
claims,  wherein  only  one  (10)  of  the  plate  members 
includes  the  flow  channel  means. 
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