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Cell  culture  tank. 

dium  and  a  separating  region  within  which  the  adher- 
ent  carriers  are  separated  from  the  culture  medium. 

©  Here  is  disclosed  a  cell  culture  tank  comprising 
a  cylindrical  screen  mounted  upright  within  the  cell 
culture  tank  and  having  upper  and  lower  openings 
through  which  culture  medium  flows,  a  pipe  for  sup- 
ply  of  oxygen  or  oxygen  containing  gas  and  an 

5!  agitator  adapted  to  produce  a  flow  of  the  culture 
^medium,  both  the  pipe  and  the  agitator  being  pro- 
^Sfvided  within  the  cylindrical  screen,  wherein  the  agi- 
2tetor  drives  the  culture  medium  to  flow  downward 

through  the  lower  opening  of  the  cylindrical  screen, 
Wthen  to  flow  upward  into  a  space  defined  between 

FIG.  2 

V 

M  
CO the  cylindrical  screen  and  the  inner  wall  of  the  cell 

culture  tank,  and  a  relationship  between  an  ascend- 
®ing  velocity  of  the  culture  medium  and  a  sinking 
^velocity  of  the  adherent  carriers  produces  in  the 
111  space  between  the  cylindrical  screen  and  the  inner 

wall  of  the  cell  culture  tank  a  floating  region  within 
which  the  adherent  carriers  float  in  the  culture  me- 
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CELL  CULTURE  TANK 

carriers  53  floating  therein  within  this  region  59. 
The  culture  medium  is  supplied  or  drawn  off 
through  a  conduit  55.  Reference  numeral  54  des- 
ignates  a  conduit  used  to  supply  oxygen  or  air  into 

5  the  region  59.  Agitator  vanes  56,  57  are  driven  by 
an  electromotor  58  and  serve  to  agitate  the  culture 
medium  within  the  regions  59,  60,  respectively. 

According  to  this  prior  invention  of  the  inven- 
tors,  the  supply  of  oxygen  or  air  is  made  only  to 

70  the  region  59  isolated  by  the  filter  52  so  that  the 
cells  floating  outside  this  region  59  are  free  from 
any  mechanical  damage  by  a  shearing  force  devel- 
oped  due  to  turbulent  flow  and  the  quantity  of 
culture  medium  adequately  supplied  with  oxygen  in 

75  this  region  59  permeates  through  the  entire  side 
wall  of  the  filter  52  into  the  culture  medium  outside 
said  region  59.  Such  arrangement  enables  not  only 
a  high  density  cell  culture  to  be  easily  achieved  but 
also  continuous  culture  to  be  maintained  for  a  long 

20  period. 
However,  even  such  improvement  remains  dis- 

advantageous  in  that  the  agitator  vane  57  provided 
in  the  region  60  causes  a  shearing  force  which 
may  directly  damage  the  cells  floating  therein. 

25 

SUMMARY  OF  THE  INVENTION: 

It  is  the  object  of  the  present  invention  to 
30  provide  a  cell  culture  tank  for  a  high  density  cell 

culture  so  improved  as  to  supply  culture  medium 
with  an  adequate  quantity  of  oxygen  to  be  con- 
sumed  by  cells  without  any  mechanical  damage  to 
these  cells. 

35  The  object  as  set  forth  just  above  is  achieved, 
in  accordance  with  the  present  invention,  by  a  cell 
culture  tank  comprising  a  cylindrical  screen  moun- 
ted  upright  within  a  cell  culture  tank  and  having 
upper  and  lower  openings  through  which  culture 

40  medium  flows,  a  pipe  for  supply  of  oxygen  or 
oxygen  containing  gas  and  an  agitator  adapted  to 
produce  a  flow  of  the  culture  medium,  both  said 
pipe  and  said  agitator  being  provided  within  said 
cylindrical  screen,  so  that  a  space  defined  between 

45  the  cylindrical  screen  and  the  inner  wall  of  the  cell 
culture  tank  vertically  consists  of  a  floating  region 
within  which  adherent  carriers  float  in  the  culture 
medium  and  a  separating  region  within  which  said 
adherent  carriers  are  separated  from  the  culture 

so  medium. 
As  an  alternative  arrangement  of  the  present 

invention,  it  is  contemplated  that  there  are  provided 
a  filter  extending  in  the  upper  opening  of  the  cylin- 
drical  screen  and  between  said  cylindrical  screen 
and  the  inner  wall  of  the  cell  culture  tank  so  as  to 

BACKGROUND  OF  THE  INVENTION: 

The  present  invention  relates  to  a  cell  culture 
tank  for  culture  and  growth  of  target  cells  utilizing 
adherent  cells  requiring  adherent  carriers. 

Mass  cell  culture  is  a  technique  essential  to  the 
industrial  production  of  the  biological  medicines,  for 
example,  anti-viral  drug  such  as  virus,  vaccine  and 
interferon,  or  hormones.  Particularly,  production  of 
monoclonal  antibody  for  the  purpose  of  producing 
specific  proteins  had  been  impossible  in  practice 
until  mass  culture  of  hybridoma  cells  has  recently 
been  achieved  by  hybridization  of  antibody  produc- 
ing  cell  and  myeloma  cell. 

The  cell  culture  using  adherent  cell  which  re- 
quires  adherent  carrier  has  conventionally  depen- 
ded  on  various  techniques  such  as  those  utilizing 
roller  bottle,  multiplate  and  microcarrier.  Among 
them,  the  typical  technique  of  mass  culture  has 
been  the  microcarrier  method  in  which  the  cell 
culture  is  performed  with  the  microcarriers  floating 
in  culture  medium. 

However,  the  microcarrier  method  of  prior  art 
has  been  disadvantageous  in  that  the  oxygen  sup- 
ply  is  too  limited  to  maintain  a  high  density  cell 
culture,  since  the  oxygen  supply  depends  on  the 
surface  airing  in  such  microcarrier  method  of  prior 
art. 

To  overcome  such  problems,  various  solutions 
have  been  disclosed,  for  example,  in  Japanese 
Patent  Disclosure  No.  1987-122581,  in  accordance 
with  which  oxygen  or  oxygen  containing  gas  is 
supplied  from  the  bottom  of  the  culture  tank  di- 
rectly  into  the  culture  medium.  However,  such  di- 
rect  supply  of  oxygen  or  oxygen  containing  gas 
into  the  culture  medium  in  which  the  adherent 
carriers  carrying  the  cells  adhering  thereto  float  has 
often  raised  problems  that  an  intense  turbulent  flow 
is  developed  in  the  culture  medium  and  the  cells 
are  damaged  by  a  shearing  force  of  this  turbulent 
flow  and  that  the  adherent  carriers  are  driven  up- 
ward  by  air  bubbles,  then  adhere  to  the  inner  wall  ' 

of  the  culture  tank  at  the  upper  part  thereof  and  the 
associated  means  such  as  sensors,  and  finally 
cease  to  float,  interfering  with  the  desired  culture. 

In  view  of  these  problems,  the  inventors  pro- 
posed  the  solution  in  Japanese  Patent  Application 
No.  1987-336366,  of  which  the  representative  em- 
bodiment  is  shown  by  Fig.  6  of  the  accompanying 
drawing.  Referring  to  Fig.6,  there  is  provided  within 
a  culture  tank  51  a  cylindrical  filter  52  adapted  to 
pass  culture  medium  therethrough  but  to  block 
adherent  carriers  53  with  cells  adhering  thereto.  A 
region  59  surrounded  by  said  filter  52  is  filled  only 
with  the  culture  medium  and  none  of  the  adherent 
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These  and  other  objects  as  well  as  advantages 
of  the  present  invention  will  become  clear  by  the 
following  description  of  preferred  embodiments  of 
the  present  invention  with  reference  to  the  accom- 

5  panying  drawings,  wherein: 
Figs.  1  and  2  are  sectional  and  perspective 

views,  respectively,  showing  a  first  embodiment  of 
the  cell  culture  tank  constructed  in  accordance  with 
the  present  invention; 

10  Fig.  3  is  a  sectional  view  showing  a  second 
embodiment  of  the  present  invention,  in  which  the 
filter  is  rotatable; 

Fig.  4  is  a  sectional  view  showing  a  third 
embodiment  of  the  present  invention,  in  which  the 

75  filter  is  vibrated; 
Fig.  5  is  a  sectional  view  showing  a  fourth 

embodiment  of  the  present  invention  in  which  there 
is  provided  a  disc-like  filter  between  the  cylindrical 
screen  and  the  inner  wall  of  the  culture  tank;  and 

20  Fig.  6  is  a  perspective  view  showing  the  cell 
culture  tank  disclosed  in  Japanese  Patent  Applica- 
tion  No.  1  987-336366  of  the  inventors. 

pass  the  culture  medium  therethrough  but  to  block 
the  adherent  carriers,  and  vibration  or  rotation 
means  to  avoid  a  possible  filter  clogging. 

It  is  also  possible  within  a  scope  of  the  inven- 
tion  to  connect  the  cylindrical  screen  with  the  agi- 
tator  so  that  the  cylindrical  screen  also  may  be 
rotated  together  with  the  agitator  and  thereby  de- 
velop  a  rotating  flow  of  the  culture  medium. 

Now  a  manner  in  which  the  cell  culture  tank  of 
this  invention  operates  will  be  discussed. 

According  to  the  present  invention,  the  supply 
of  oxygen  or  oxygen  containing  gas  into  the  culture 
medium  is  made  within  the  region  isolated  by  the 
cylindrical  screen  and  the  quantity  of  culture  me- 
dium  thus  supplied  with  oxygen  or  oxygen  contain- 
ing  gas  flows  downward  under  action  of  the  agitator 
through  the  lower  opening  of  the  cylindrical  screen 
and  then  upwardly  into  the  region  defined  by  the 
cylindrical  screen  and  the  inner  wall  of  the  cell 
culture  tank. 

During  this  upward  flowing,  the  adherent  car- 
riers  are  separated  from  the  culture  medium  and 
only  the  culture  medium  flows  through  the  upper 
opening  of  the  cylindrical  screen  into  the  latter. 

Then,  an  effect  provided  by  the  present  inven- 
tion  will  be  considered. 

Within  the  cylindrical  screen,  both  the  supply 
of  oxygen  or  oxygen  containing  gas  and  the  pres- 
ence  of  the  agitator  vane  cause  no  mechanical 
damage  to  the  cells,  because  the  quantity  of  cul- 
ture  medium  contains  none  of  the  adherent  car- 
riers.  This  enables  a  large  quantity  of  oxygen  con- 
sumed  by  the  cells  to  be  supplied  into  the  culture 
medium  and  thereby  facilitates  the  high  density 
cell  culture.  Thus,  use  of  circulating  means  permits 
a  continuous  culture  to  be  maintained  for  a  long 
period. 

Upward  flow  of  the  culture  medium  is  effec- 
tively  agitated  only  by  flowing  of  the  culture  me- 
dium  itself  and  thereby  avoid  development  of  a 
shearing  force  directly  exerted  on  the  cells  which 
would  occur  when  a  direct  mechanical  agitation  is 
employed. 

According  to  the  present  invention,  the  cell 
culture  can  be  achieved  within  the  culture  tank 
which  is  extremely  simplified  but  provided  with  the 
unique  filter  permitting  the  flow  of  culture  medium 
to  be  accelerated  to  the  maximum.  In  addition,  the 
culture  medium  agitator  provided  within  the  cylin- 
drical  screen  is  controllable  to  accommodate  a 
wide  variation  of  the  culture  condition.  Further,  suit- 
able  means  to  avoid  filter  clogging  may  be  pro- 
vided  to  maintain  continuous  culture  for  a  long 
period. 

25 
DESCRIPTION  OF  THE  INVENTION: 

(Embodiment  1) 
30 

Referring  to  Figs.  1  and  2,  a  cylindrical  screen 
4  having  upper  and  lower  openings  2,  3  is  mounted 
upright  within  a  cell  culture  tank  1  .  The  opening  2 
is  provided  with  a  filter  9  therein  adapted  to  pass 

35  culture  medium  therethrough  but  to  block  adherent 
carriers  while  the  opening  3  is  grid-like  and  only 
the  culture  medium  flows  therethrough.  As  the  filter 
9  provided  in  the  opening  2,  a  wide-meshed  filter 
preferably  made  of  material  which  is  not  gas-ab- 

40  sorptive,  e.g.,  glass,  sintered  metal,  ceramics,  pa- 
per,  plastics  and  stainless  meshes  is  used. 

Said  filter  9  may  also  be  film  such  as  ultrafil- 
tration  film  adapted  to  pass  compounds  of  rela- 
tively  low  molecular  weights,  for  example,  nutrient, 

45  or  waste  product  or  metabolism  product  from  cells 
but  to  block  compounds  of  relatively  high  molecu- 
lar  weights  (e.g.,  1,000  or  higher,  preferably  5,000 
or  higher). 

An  agitator  6  including  a  screw  vane  5  is 
50  rotated  within  the  cylindrical  screen  4  to  develop  a 

downward  flow  of  the  culture  medium. 
The  culture  tank  1  is  filled  up  to  a  liquid  level  8 

with  the  culture  medium  so  that  a  space  defined 
between  the  cylindrical  screen  4  and  the  inner  wall 

55  of  the  culture  tank  1  may  be  filled  up  to  a  level 
sufficiently  high  to  provide  a  floating  region  "A" 
within  which  the  adherent  carriers  7  float  in  the 
culture  medium  and  a  separating  region  "B"  within 

BRIEF  DESCRIPTION  OF  THE  DRAWING: 
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lower  opening  3  of  the  cylindrical  screen  4  and 
then  to  flow  upward  into  the  region  "A"  defined 
between  the  cylindrical  screen  4  and  the  inner  wall 
of  the  culture  tank  1  . 

5  The  adherent  carriers  7  float  upward  as  the 
culture  medium  flows  upward,  but,  when  a  pre- 
determined  level  is  reached,  a  sinking  velocity  of 
the  adherent  carriers  exceeds  an  ascending  ve- 
locity  of  the  culture  medium,  resulting  in  that  the 

10  adherent  carriers  are  dynamically  separated  from 
the  culture  medium  and  only  the  latter  flows 
through  the  upper  opening  2  of  the  cylindrical 
screen  4  thereinto. 

Thus,  the  adherent  carriers  for  the  target  cells 
75  remain  within  the  floating  region  "A"  and  continue 

their  contribution  to  the  cell  culture. 
In  this  way,  supply  of  oxygen  or  oxygen  con- 

taining  gas  into  the  culture  medium  occurs  within 
the  cylindrical  screen  4  through  the  nozzle  12 

20  located  above  the  agitator  vane  5,  namely,  into  the 
quantity  of  culture  medium  containing  therein  no 
adherent  carriers  7,  so  the  cells  are  conveniently 
free  from  any  mechanical  damage  by  a  shearing 
force  developed  due  to  a  turbulent  flow  produced 

25  as  oxygen  is  supplied  into  the  culture  medium. 
The  medium  outlet  13  for  circulation  opens 

within  the  cylindrical  screen  4  and,  therefore,  no 
filter  is  necessary  to  prevent  the  adherent  carriers 
from  flowing  out.  Such  arrangement  that  no  filter  is 

30  provided  on  the  forward  end  of  the  medium  outlet 
13  is  advantageous  in  that  the  culture  medium  can 
be  circulated  without  bothering  about  clogging  of 
the  filter  with  the  adherent  carriers. 

It  should  be  understood  that,  in  Fig.  2,  the  cell 
35  culture  tank  is  shown  as  having  the  filter  being 

removed,  and  that  the  adherent  carriers  7  may  be 
those  using  microcapsules. 

which  the  adherent  carriers  are  separated  from  the 
culture  medium. 

In  the  ceil  culture  tank  of  the  present  invention, 
target  ceils  are  cultivated  while  they  float  in  the 
culture  medium.  The  culture  medium  is  composed 
of  aqueous  medium,  substantially  being  water,  ad- 
ded  with  various  additive  ingredients  conventionally 
used  for  the  cell  culture,  for  example,  various  types 
of  inorganic  salt,  vitamin,  coenzyme,  glucose,  ami- 
no  acid  and  antibody.  The  culture  medium  may 
also  contain  serum  and  it  is  also  possible  to  use  as 
the  culture  medium  so-called  chemically  defined 
medium  which  contains  no  serum. 

There  is  provided  within  the  cylindrical  screen 
4  an  oxygen  supply  pipe  10  for  supply  of  oxygen 
or  oxygen  containing  gas  and  this  pipe  10  supplies 
oxygen  or  oxygen  containing  gas  through  a  nozzle 
12  mounted  on  a  forward  end  of  the  pipe  into  the 
culture  medium. 

Above  the  liquid  level  8  of  the  culture  tank  1  , 
there  is  formed  a  gaseous  region  15  and  there  are 
provided  also  above  the  liquid  level  8  an  inlet  11 
and  an  outlet  13  for  circulation  of  the  culture  me- 
dium.  The  forward  end  of  the  outlet  13  opens 
above  the  screw  vane  5  provided  within  the  cylin- 
drical  screen  4. 

It  should  be  noted  that  the  medium  outlet  13 
requires  no  filter  mounted  on  the  forward  end 
thereof  when  said  outlet  13  opens  within  the  cylin- 
drical  screen  but  requires  such  filter  when  the 
outlet  13  otherwise  opens. 

The  medium  inlet  1  1  shown  has  no  filter  on  its 
forward  end. 

While  there  are  separately  provided  the  me- 
dium  outlet  13  and  the  medium  inlet  11  according 
to  this  embodiment,  the  medium  inlet  and  the  me- 
dium  outlet  may  be  implemented  as  a  single  cir- 
culating  pipe. 

Reference  numeral  14  designates  a  gas  ex- 
haust  pipe  adapted  to  exhaust  cell  metabolism  gas 
from  the  gaseous  region  "C"  formed  as  a  result  of 
oxygen  supply  between  the  liquid  level  8  and  the 
top  wail  of  the  culture  tank  1  to  the  exterior. 

There  is  provided  within  the  exhaust  pipe  a 
filter  for  filtration  of  contaminating  bacteria. 

A  manner  in  which  the  first  embodiment  op- 
erates  will  be  explained. 

Oxygen  is  supplied  through  the  nozzle  12  on 
the  forward  end  of  the  oxygen  supply  pipe  10  into 
the  culture  medium  and  solved  therein,  and  then  a 
quantity  of  oxygen  which  has  not  been  solved  in 
the  culture  medium  is  exhausted  together  with  the 
cell  metabolism  gas  from  the  gaseous  region  "C" 
defined  above  the  liquid  level  8  of  the  culture 
medium  through  the  exhaust  pipe  14  to  the  ex- 
terior.  The  culture  medium  now  containing  an  ade- 
quate  quantity  of  oxygen  solved  therein  is  driven 
by  the  agitator  6  to  flow  downward  through  the 

40  (Embodiment  2) 

Fig.  3  shows  the  second  embodiment  of  the 
present  invention,  in  which  the  filter  is  rotatable 
within  the  cell  culture  tank.  Specifically,  there  is 

45  provided  within  the  culture  tank  1  around  the  upper 
opening  2  of  the  cylindrical  screen  4  a  cylindrical 
filter  9  adapted  to  pass  the  culture  medium  thereth- 
rough  but  to  block  the  adherent  carriers  7.  The 
culture  tank  1  is  provided  at  its  upper  portion  with 

so  an  electromotor  15  of  which  a  drive  shaft  16  is 
provided,  in  turn,  on  its  lower  end  with  a  pinion 
gear  17  adapted  to  be  engaged  with  a  ring  gear  18 
mounted  around  the  filter  9,  so  that  the  electromo- 
tor  15  rotatably  drives  the  filter  9. 

55  It  is  also  contemplated  that  the  means  to  rotate 
the  filter  9  utilizes  a  driving  force  provided  from  the 
electromotor  for  the  agitator  vane  5. 

While  such  arrangement  increases  a  possibility 
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that  the  adherent  carriers  may  adhere  to  the  filter, 
this  adhesion  force  is  very  weak  and  the  adherent 
carriers  are  easily  released  from  the  filter  as  the 
latter  is  rotated. 

Claims 

1.  A  cell  culture  tank  comprising  a  cylindrical 
screen  mounted  upright  within  a  cell  culture  tank 
and  having  upper  and  lower  openings  through 
which  culture  medium  flows,  a  pipe  for  supply  of 
oxygen  or  oxygen  containing  gas  and  an  agitator 
adapted  to  produce  a  flow  of  the  culture  medium, 
both  said  pipe  and  said  agitator  being  provided 
within  said  cylindrical  screen,  so  that  a  space  de- 
fined  between  the  cylindrical  screen  and  the  inner 
wall  of  the  cell  culture  tank  vertically  consists  of  a 
floating  region  within  which  adherent  carriers  float 
in  the  culture  medium  and  a  separating  region 
within  which  said  adherent  carriers  are  separated 
from  the  culture  medium. 

2.  A  cell  culture  tank  as  recited  in  Claim  1, 
wherein  the  upper  opening  of  the  cylindrical  screen 
is  provided  with  a  filter  adapted  to  pass  the  culture 
medium  therethrough  but  to  block  the  adherent 
carriers. 

3.  A  cell  culture  tank  as  recited  in  Claim  2, 
wherein  the  upper  opening  of  the  cylindricai  screen 
is  provided  with  a  cylindrical  filter. 

4.  A  cell  culture  tank  as  recited  in  Claim  3, 
wherein  said  cylindrical  filter  is  rotatable. 

5.  A  cell  culture  tank  as  recited  in  Claim  3, 
wherein  said  cylindrical  filter  is  vibrated  by  an 
oscillator. 

6.  A  cell  culture  tank  as  recited  in  Claim  1, 
wherein  there  is  provided  between  the  cylindrical 
screen  and  the  inner  wall  of  the  ceil  culture  tank  a 
disc-like  filter  adapted  to  pass  the  culture  medium 
therethrough  but  to  block  the  adherent  carriers. 

7.  A  cell  culture  tank  as  recited  in  Claim  6, 
wherein  said  disc-like  filter  is  rotatable. 

8.  A  cell  culture  tank  as  recited  in  Claim  6, 
wherein  said  disc-like  filter  is  vibrated  by  an  oscilla- 
tor. 

9.  A  cell  culture  tank  as  recited  in  any  one  of 
Claims  1  through  8,  wherein  a  circulating  pipe  is 
provided  within  the  cylindrical  screen  to  circulate 
the  culture  medium. 

10.  A  cell  culture  tank  as  recited  in  any  one  of 
Claims  1  through  8,  wherein  the  agitator  comprises 
a  helical  vane. 

11.  A  cell  culture  tank  as  recited  in  Claim  1, 
wherein  the  cylindrical  screen  is  coupled  to  the 
agitator  so  as  to  rotate  the  cylindrical  screen  also 
together  with  the  agitator. 

(Embodiment  3) 

Fig.  4  shows  the  third  embodiment  of  the 
present  invention,  in  which  the  filter  9  is  intention-  w 
ally  vibrated. 

The  purpose  of  vibrating  the  filter  is  same  just 
as  the  purpose  of  rotating  the  filter  in  the  second 
embodiment,  namely,  to  release  the  adherent  car- 
riers  from  the  filter.  To  this  end,  the  culture  tank  1  75 
is  provided  at  its  upper  portion  with  a  mechanical 
or  electrical  oscillator  19  having  an  actuator  lever 
20  of  which  a  lower  end  bears  against  the  filter  so 
that  the  oscillator  19  may  vibrate  the  filter  9. 

20 

(Embodiment  4) 

Fig.  5  shows  the  fourth  embodiment  of  the 
present  invention,  in  which  there  is  provided  be-  25 
tween  the  cylindrical  screen  4  and  the  inner  wall  of 
the  culture  tank  1  a  disc-like  filter  21.  In  this  em- 
bodiment,  the  floating  area  A  within  which  the  ad- 
herent  carriers  7  float  in  the  culture  medium  and 
the  separating  region  B  within  which  the  adherent  30 
carriers  7  are  separated  from  the  culture  medium 
are  implemented  as  separate  devices. 

(Embodiment  5)  35 

In  accordance  with  the  fifth  embodiment  of  the 
present  invention,  which  is  not  shown  in  the  ac- 
companying  drawings,  the  agitator  is  coupled  to 
the  cylindrical  screen  so  as  to  rotate  the  cylindrical  40 
screen  also  together  with  the  agitator  and  thereby  a 
rotating  flow  is  developed  in  addition  to  the  as- 
cending  flow  in  the  culture  medium  around  the 
cylindrical  screen  for  further  effective  agitation. 

As  will  be  apparent  from  the  foregoing  descrip-  45 
tion,  the  present  invention,  when  applied  to  the  cell 
culture  tank,  achieves  the  high  density  cell  culture 
by  supplying  an  adequate  quantity  of  oxygen  to  be 
consumed  by  the  target  cells  without  any  damage 
to  the  cells.  50 

While  the  invention  has  been  particularly 
shown  and  described  with  reference  to  preferred 
embodiments  thereof,  it  will  be  understood  by 
those  skilled  in  the  art  that  the  foregoing  and  other 
changes  in  form  and  details  can  be  made  therein  55 
without  departing  from  the  spirit  and  scope  of  the 
invention. 
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