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(54) Method and system to measure noise inserted mm-waves

(57) The present invention relates to a radiometer for
detecting electromagnetic signals in the microwave and
millimetre wave range. The radiometer comprises an an-
tenna operable to receive the electromagnetic signals,
an internal noise signal generator operable to receive a
control signal and to generate and output a calibration

noise signal depending on the control signal, and a cou-
pler operable to couple the received electromagnetic sig-
nal with the calibration noise signal and to output a cou-
pled electromagnetic signal. Furthermore, the internal
noise signal generator is activated based on the control
signal.
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Description

Field of the invention

[0001] The stabilisation of mm-wave passive imaging
systems, also called radiometer, is the focus of this paper
and helps to optimize the detection of hidden obstacles
under clothes or in a way that they cannot be seen by
the eye. Therefore the system is preferably part of secu-
rity measurements at e.g. airports, bus stations or public
buildings.
[0002] The system can also be used for spectroscopic
analysis of a substance or for probing in medicine or bi-
ology to differ for example between tumours and healthy
tissue. Astronomy can be considered as another field of
the invention, whereby the surface radiation of the earth,
the radiation of space objects like for example stars or
meteorites or the cosmic background radiation can be
measured.

Background of the invention

[0003] The Crookes radiometer is an early-model in-
frared-radiation and light-detector. A variant type of this
is the Nichols radiometer that operates on a different prin-
ciple, and is more sensitive than the Crookes type. These
two models are very early versions of mm-wave radiom-
eters.
[0004] To obtain a high quality mm-wave radiometric
picture, a very stable mm-wave imaging system is need-
ed. There are some well known stabilisation methods,
developed in 1960’s for radio astronomy. One solution
is to stabilize the mm-wave imaging system by adding a
well known noise-signal, like e.g. a noise insertion radi-
ometer.
[0005] A noise insertion radiometer consists of a
Dicke-radiometer wherein a switch switches between a
mm-wave antenna signal and an internal noise signal.

Summary of the invention

[0006] The present invention describes a radiometer
for detecting electromagnetic signals in the microwave
and millimetre wave range, which comprises an antenna
operable to receive the electromagnetic signals, an in-
ternal noise signal generator operable to receive a control
signal and to generate and output a calibration noise sig-
nal depending on the control signal, and a coupler oper-
able to couple the received electromagnetic signal with
the calibration noise signal and to output a coupled elec-
tromagnetic signal. Thereby the internal noise signal gen-
erator is activated based on the control signal.
[0007] Favourably, the radiometer comprises a detec-
tor operable to receive and process the coupled electro-
magnetic signal and to output a temperature value based
on the coupled electromagnetic signal.
Favourably, the radiometer comprises a logic circuit op-
erable to receive, process and send data from and to the

detector and to send the control signal to the internal
noise signal generator.
Favourably, the control signal is a square wave signal.
Favourably, the control signal is a pulse-width modulated
signal.
Favourably, the radiometer comprises an antenna noise
signal generator operable to generate and output an an-
tenna noise signal which is coupled to the received elec-
tromagnetic signal before the calibration noise signal is
coupled to the received electromagnetic signal.
Favourably, the control signal comprises a signal level
for calibrating the radiometer and a signal level for meas-
uring the received electromagnetic signals, wherein the
time length of the signal level for measuring the received
electromagnetic signals is longer than the time length of
the signal level for calibrating the radiometer.
[0008] The present invention also relates to a method
for detecting electromagnetic signals in the microwave
and millimetre wave range, which comprises the steps
of receiving the electromagnetic signals via an antenna,
generating a calibration noise signal depending on a con-
trol signal, and coupling the electromagnetic signal with
the calibration noise signal. Thereby the generation of
the calibration noise signal is activated based on the con-
trol signal.
[0009] Favourably, the method comprises the step of
outputting a coupled electromagnetic signal, after cou-
pling the electromagnetic signal with the calibration noise
signal. Favourably, the method comprises the step of re-
ceiving and processing the coupled electromagnetic sig-
nal by a detector and outputting a temperature value
based on the coupled electromagnetic signal.
[0010] Favourably, the method comprises the step of
receiving, processing and sending data from and to the
detector and sending the control signal to a noise signal
generator to control the generation of the calibration
noise signal.
Favourably, the control signal is a square wave signal.
Favourably, the control signal is a pulse-width modulated
signal.
Favourably, the method comprises the step of generating
and outputting an antenna noise signal by an antenna
noise signal generator, whereby said antenna noise sig-
nal is coupled to the received electromagnetic signal be-
fore the calibration noise signal is coupled to the received
electromagnetic signal.
Favourably, the control signal comprises a signal level
for calibrating the radiometer and a signal level for meas-
uring the received electromagnetic signals, wherein the
time length of the signal level for measuring the received
electromagnetic signals is longer than the time length of
the signal level for calibrating the radiometer.
[0011] The object of the present invention is to reduce
the costs of a mm-wave imaging system, which is
achieved by a reduction of components that cause a re-
duction of MMIC chip size or a reduction of external
waveguide components.
[0012] With the invention, a RF switch for very high
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frequencies is no longer needed. This reduces the cost
of MMIC’s by reducing the chip size or by reducing ex-
ternal waveguide components.
[0013] The main advantages of the present invention
are that the system costs less due to the reduced com-
ponents (reduction of chip size or of external compo-
nents) and that no impedance mismatch occurs due to
the removed RF switch.

Description of the figures

[0014] The embodiments of the present invention de-
scribed by the present invention will become clearer in
view of the following figures, wherein

Fig. 1 shows a block diagram of a radiometer as an
example of the present invention,

Fig. 2 shows a block diagram of another radiometer
being an embodiment of the present invention,

Fig. 3 shows a signal diagram describing the control
signal for the internal noise signal generator,

Fig. 4 shows a gain vs. time diagram describing the
drift curve of a radiometer,

Fig. 5 shows a block diagram of an antenna coupled
to an internal noise source,

Fig. 6 shows a block diagram of another radiometer
being a first alternative embodiment of the present
invention, and

Fig. 7 shows a block diagram of another radiometer
being a second alternative embodiment of the
present invention.

Detailed description of the invention

[0015] The present invention relates to a novel design
in wavelength imaging systems and is working in the
range between infrared and microwave radiation; pref-
erably in the Terahertz radiation range of about 3 THz to
300 GHz, thus within a wavelength range of about 100Pm
to 1000Pm. In the following, the system can refer to a
microwave or millimeter wave radiometer or a radiometric
sensor or just "radiometer".
[0016] A radiometric sensor is a device for the detec-
tion and measurement of electromagnetic energy which
is noise-like in character, said device preferably compris-
es an antenna, a receiver and an output indicator. The
electromagnetic energy can originate from a natural or
an artificial source, which can be either broadband or of
the resonant line type in the frequency domain.
[0017] A radiometric sensor is frequently referred to
as a temperature measuring device, since the output in-
dicator is calibrated in degrees Kelvin. Higher tempera-

tures might be related to more incident radiation power.
Generally, the term "radiometer" denotes an infrared ra-
diation detector, yet it also comprises detectors operating
on any electromagnetic wavelength, e.g. spectroradiom-
eter.
[0018] Figure 1 shows a block diagram of a radiometer
10 which comprises an antenna 1, a coupler 2, an am-
plifier 3, a detector 4, a logic circuit 5, a switch 6 and a
noise source 7.
[0019] The antenna 1 is operable to receive electro-
magnetic signals according to the above-mentioned
range and sends these signals to the coupler 2. The an-
tenna 1 can be a horn antenna.
[0020] The coupler 2 is operable to receive the signal
from the antenna 1 and via the switch 6 the noise signal
from the noise source 7 and output a combined signal
thereof. The coupler 2 can be a directional coupler. The
combination of the signals is performed by for example
adding the amplitudes of the two signals. The combined
signal can either consist of the antenna signal or of both
the antenna signal and the noise signal.
[0021] The amplifier 3 is operable to receive and am-
plify the combined signal from the coupler 2 and output
an amplified signal thereof. The amplification can be
manually instructed, predetermined or automatically set
based on the received combined signal.
[0022] The detector 4 is operable to receive and proc-
ess the amplified signal from the amplifier 3, detect the
received electromagnetic waves based on the amplified
signal and output and display corresponding results and
data on a monitor. The detector 4 can be a detector diode
presenting a specific value which reflects the received
intensity of a specific wavelength.
[0023] The logic circuit 5 is operable to receive the am-
plified signal, the data and/or the value from the detector
4 and adjust and output a control signal to the switch 6
depending on the amplified signal, the data and/or the
value of the detector 4. The logic circuit 5 also ensures
that the detector and the switch are synchronized, so that
the detector actually measures only a specific signal; ei-
ther the antenna signal or the combined signal of the
antenna signal and the noise signal. In another example,
the logic circuit 5 merely indicates to the detector 4 which
signal is currently measured.
[0024] The switch 6 is operable to receive the control
signal and based on the control signal block or let the
noise signal from the noise source 7 pass through to the
coupler 2. Thus, in the "on"-state the switch 6 connects
the noise source 7 with the coupler 2 and in the "off"-
state the switch 6 preferably disconnects the noise
source 7 or connects the coupler 2 with the ground. The
switch is preferably a RF switch like a PIN diode.
[0025] The noise source 7 is operable to generate a
noise signal and output the noise signal to the switch.
Thereby the noise source 7 continuously generates the
noise signal without being switched off during the recep-
tion, the processing and/or the measurement of the re-
ceived electromagnetic signal.
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[0026] All devices within the radiometer 10 which are
connected to each other as mentioned above are pref-
erably impedance matched, so that no attenuation of the
signals due to the reflection occurs. In case attenuation
is wanted for example when a signal is too strong, the
impedance can be adjusted accordingly. This fact applies
to all devices described in the respective figures of the
present invention.
[0027] Figure 2 shows a block diagram of another ra-
diometer 20 which comprises an antenna 1, a coupler
22, an amplifier 23, a detector 24, a logic circuit 25 and
a noise source 27.
[0028] The antenna 1 is operable to receive electro-
magnetic signals according to the above-mentioned
range and sends these signals to the coupler 22. The
antenna 1 can be a horn antenna.
[0029] The coupler 22 is operable to receive the signal
from the antenna 1 and the noise signal from the noise
source 27 simultaneously and output a combined signal
thereof. The coupler 22 can be a directional coupler or a
mixer or any other kind of processing device capable to
combine the two signals in a specific way. The combina-
tion of the signals is performed by for example adding
the amplitudes of the two signals.
[0030] The amplifier 23 is operable to receive and am-
plify the combined signal from the coupler 22 and output
an amplified signal thereof. The amplification can be
manually instructed, predetermined or automatically set
based on the received combined signal.
[0031] The detector 24 is operable to receive and proc-
ess the amplified signal from the amplifier 23, detect the
received electromagnetic waves based on the amplified
signal and output and display corresponding results and
data on a monitor. The detector 24 can be a detector
diode presenting a specific value which reflects the re-
ceived intensity of a specific wavelength. The detector is
preferably a temperature meter which responses to the
difference between the first and second level of the re-
ceived amplified signal. The first level is based on the
measure antenna signal and the second level is based
on the combination of the antenna signal and the noise
signal. According to Figure 5, the first level could base
on the combination of antenna signal and antenna noise
signal.
[0032] The logic circuit 25 is operable to receive the
amplified signal, the data and/or the value from the de-
tector 24 and adjust and output a control signal to the
noise source 27 depending on the amplified signal, the
data and/or the value of the detector 24. The logic circuit
25 is preferably a control circuit which overviews, proc-
esses and interacts with all devices of the radiometer.
The logic circuit 5 preferably ensures that the detector
and the switch are synchronized, so that the detector
actually measures only a specific signal; either the an-
tenna signal or the combined signal of the antenna signal
and the noise signal. In another example, the logic circuit
5 merely indicates to the detector 4 which signal is cur-
rently measured.

[0033] The noise source 27 is operable to receive the
control signal from the logic circuit 25, generate a noise
signal based on the control signal and output the noise
signal. The control signal can turn the generation of the
noise signal of the noise source 27 on and off. The noise
source 27 can be a noise diode, which is preferably in-
tegrated in the coupler 22, whereby the power of the noise
diode is controlled by the control signal. Preferably, the
noise source 27 can switch between cold and warm noise
sources and thus provide a noise source range which
corresponds to a temperature range of about 40 to 300K.
The temperature of the noise source 27 is controlled by
the control signal and depends on the temperature meas-
ured or to be measured by the antenna 1.
[0034] Eventually, all devices in Figure 2 are similar to
the devices in Figure 1, except that the noise diode is
directly connected into the signal path of the directional
coupler instead of interconnecting an RF switch. The reg-
ulation of the inserted noise power by the noise diode is
no longer controlled by switching the RF switch on and
off. This regulation is done by supplying the noise diode
by a square wave signal or a pulse-width modulated sig-
nal, supplied by the control logic of the radiometer.
[0035] It is emphasized that instead of an amplifier 23
and a detector 24, any other kind of radio receiver like a
tuned radio frequency receiver as shown in Figure 6, a
super heterodyne receiver with and without input signal
amplifier can be used. Furthermore, any Dicke-radiom-
eter can be equipped with said noise source 27 to replace
the switch commonly known as Dicke-switch.
[0036] Using this design, cost reduction can be
achieved by reducing the number of components used,
resulting in reduction of chip size or reduction of external
waveguide components.
[0037] One of the key features of the invention is thus
to control the strength of the inserted noise signal in an
mm wave imaging system using the noise diode.
[0038] Figure 3 shows a signal diagram describing the
two different control signals S1 and S2 generated by the
logic circuit 5 or 25 for the switch 6 or for the internal
noise signal generator 27.
[0039] Both control signals S1 and S2 are periodic
square wave signals comprising the period time lengths
TP1 and TP2, whereby the two periods TP1 and TP2 are
favourably equal in length. The signals S1 and S2 re-
spectively comprise the upper limit with U1 volts and the
lower limit with zero volts, whereby U1 is bigger than zero
volts. Of course, S1 and S2 comprise a plurality of periods
like TP1, respectively.
[0040] The signal S1 comprises within its periods TP1
and TP2 the calibration time TCal 1,1 and the measurement
time TM 1,1 and the calibration time TCal 1,2 and the meas-
urement time TM 1,2, respectively. In Figure 3, the cali-
bration time TCal 1,1 is equal to the measurement time
TM 1,1 and the calibration time TCal 1,2 is equal to the
measurement time TM 1,2.
[0041] The signal S2 comprises within its periods TP1
and TP2 the calibration time TCal 2,1 and the measurement
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time TM 2,1 and the calibration time TCal 2,2 and the meas-
urement time TM 2,2, respectively. In Figure 3, the cali-
bration time TCal 2,1 is shorter than the measurement time
TM 2,1 and the calibration time TCal 2,2 is shorter than the
measurement time TM 2,2.
[0042] During the calibration time, the noise signal is
combined with the antenna signal as described in Figure
1 or 2, while during the measurement time, the noise
signal is not combined with antenna signal and only the
antenna signal is received and processed in the radiom-
eter. The switching is preferably not constant, meaning
that the length of the measurement time should be longer
than the length of the calibration time. In this way the
results are better and more stable and reliable and less
time is used for calibration. Thus, preferably signal S2 is
used as control signal than signal S1.
[0043] As soon as the gradient of the drift curve is high,
more calibration time is required; in case the gradient of
the drift curve is low, less calibration time is required.
This description is clearer in view of the gain vs. time
diagram in Figure 4, wherein the first derivative g(t1) at
the time t1 of the drift curve function is steeper than the
first derivative g(t2) at the time t2. The steeper the first
derivative of the function, the larger the drift and the more
calibration time is required.
[0044] In case TP1 and TP2 are not equal, either the
calibration time TCal 1,1 and the calibration time TCal 1,2
are equally long or the measurement time TM 1,1 and the
measurement time TM 1,2 are equally long or none of
them is equal to each other. In case TP1 and TP2 are
equal in length, the calibration time TCal 1,1 and the cali-
bration time TCal 1,2 are equally long and at the same
time the measurement time TM 1,1 and the measurement
time TM 1,2 are equally long.
[0045] In another example, also the upper limit U1
and/or the lower limit of one period might be different to
the upper limit U1 and/or the lower limit of another period.
The lower limit is also not restricted to zero volts.
[0046] In other examples, the signals S1 and S2 can
be delta signals or signals with different or equal steep
slopes of a saw tooth generator or pulse-width modulated
signals.
[0047] Figure 4 shows a gain vs. time diagram describ-
ing the drift function of a radiometer. The x-axis is the
time axis and the y-axis is the gain axis. The graph of the
drift function is a hyperbole, wherein the left-handed
limes goes to positive infinity in the y-direction approach-
ing a line parallel to the y-axis. The right-handed limes
goes to positive infinity in the x-direction approaching a
line parallel to the x-axis.
[0048] The sensitivity of a radiometer like regarding
the minimum detectable signal is determined by the am-
plitude of the fluctuations present at the output indicator
in the absence of a signal.
One source for fluctuations lies within the noise wave-
form. This fluctuation can be reduced by reducing the
post-detection bandwidth or by longer integrating the ob-
served antenna signal.

Another source of fluctuations which occur at the receiver
output is attributable to receiver gain instabilities. This
fluctuation can be reduced by reducing the RF input tem-
perature unbalance which is achievable by addition of
noise to the signal port of the radiometer as shown in
Figure 5, use of a low temperature comparison source,
introduction of gain modulation and furthermore.
[0049] According to the graph, the longer the radiom-
eter measures the antenna signal, the less steep the
slope of the first derivate will be and the less drift will
occur in the radiometer; thus less calibration will be re-
quired to reset the radiometer.
[0050] Figure 5 shows a block diagram of an antenna
1a which comprises an antenna 1 coupled to an internal
noise source 51 via a coupler 52.
[0051] In the shown example, the noise signal of the
internal noise source 51 is never turned off by a switch
or a control signal and is thus continuously combined
with the signal of the antenna 1 by the coupler 52. The
antenna 1 corresponds to the antenna 1 described in
Figure 1 and the coupler 52 can correspond to the coupler
2 of Figure 1 or the coupler 22 of Figure 2. The noise
source 51 corresponds to the noise source 7 of Figure
1, whereby the noise signal can be a predetermined sig-
nal which is periodically or continuously generated.
[0052] For specific purposes, the antenna 1 in the Fig-
ures 1 and 2 can be replaced by the antenna 1a. Espe-
cially, in case the temperature based on the received
antenna signal is calculated in a different way.
[0053] Figure 6 shows a block diagram of another ra-
diometer 30, wherein the radiometer 30 comprises an
antenna 1a, a coupler 62, an amplifier 33, an envelope
detector 34, a video amplifier 35, a phase detector 36,
an integrator 37, a display 38, a logic circuit 65 and a
noise source 67.
[0054] The amplifier 33, the envelope detector 34 and
the video amplifier are part of an amplifier apparatus 63
which is similar to the amplifier 3 or 23 shown in Figure
1 and 2, respectively.
[0055] The phase detector 36, the integrator 37 and
the display 38 are part of a detector apparatus 64 which
is similar to the detector 4 or 24 shown in Figure 1 and
2, respectively.
[0056] As mentioned above, there are different kind of
radio receivers which can be used instead of the amplifier
apparatus 63 and the detector apparatus 64.
[0057] The antenna 1a corresponds to the antenna 1a
of Figure 5, the coupler 62 corresponds to the coupler
22 of Figure 2, the logic circuit 65 corresponds to the
logic circuit 25 of Figure 2 and the noise source 67 cor-
responds to the noise source 27 of Figure 2.
[0058] The amplifier 33 is similar to the amplifier 3 or
23 of Figure 1 and 2, respectively.
[0059] The envelope detector 34 is an electronic circuit
that takes a high-frequency signal as input like the am-
plified signal, and provides an output which is the outline
or "envelope" of the original signal. The envelope detec-
tor 34 in a simple setup preferably comprises a diode, a
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capacitor and a resistor. The capacitor in the circuit stores
up charge on the rising edge, and releases it slowly
through the resistor when the signal falls. The diode in
series ensures current does not flow backward to the
input to the circuit.
[0060] The video amplifier 35 deals with video signals,
has varying bandwidths depending on the received video
signal and eventually amplifies the signal of the envelope
detector 34.
[0061] The phase detector 36 is a frequency mixer or
analog multiplier circuit that generates a voltage signal
which represents the difference in phase between two
signal inputs received from the video amplifier 35 and
from the logic device 65.
[0062] The integrator 37 integrates the input signals
received from the phase detector 36 and outputs the sig-
nals to the display 38.
[0063] The display 38 shows the results of the integra-
tor 37, the phase detector 36, the envelope detector 34
and/or just the received electromagnetic signal from the
antenna 1a within a diagram. Or the temperature value
of the received electromagnetic signal can be shown.
[0064] Figure 7 shows a block diagram of another ra-
diometer 40, wherein the radiometer 40 comprises an
antenna 1, a coupler 72, an amplifier 41, a separately
connectable calibrated attenuator 42, a detector 43, a
synchronous detector 44, a feedback amplifier 45, a
pulse-width modulator 46, a display 47, a logic circuit 75
and a noise source 77.
[0065] The antenna 1 and the coupler 72 correspond
to the antenna 1 and to the coupler 22 of the above men-
tioned figures, respectively.
[0066] The logic circuit 75, the noise source 77 and
the display 47 are similar to the logic circuit 25, the noise
source 27 and the display 38 of the above mentioned
figures, respectively.
[0067] The amplifier 41 is operable to amplify the com-
bined signal of the coupler 72 and output the signal to an
adjustment device.
[0068] The calibrated attenuator 42 is part of the ad-
justment device comprising said calibrated attenuator, a
wire without resistor parallel to the attenuator 42 and two
switches as respective input and output of the adjustment
device. The two switches either connect simultaneously
to the calibrated attenuator 42 or alternatively to the wire;
thus a signal either passes through the wire or through
the attenuator. When the attenuator is switched in, the
amount of calibrated noise signal is automatically adjust-
ed for a zero detector output by a null-seeking feedback
circuit within pulse width modulator 46. When the atten-
uated combined signal energy equals the unattenuated
noise signal energy, zero-balance occurs. Preferably,
when the noise source 77 is turned on for example for
calibration, the signal passes through the attenuator 42.
[0069] The detector 43 is operable to receive the signal
of the adjustment device and output an error signal input
to the synchronous detector 44.
[0070] The synchronous detector 44 is operable to out-

put signals to the feedback amplifier, which are later ap-
plied as input to the pulse-width modulator 46 to control
the width of the pulses thereof.
[0071] The feedback amplifier 45 is operable to amplify
the output signal of the synchronous detector 44 and out-
put an amplified feedback signal.
[0072] The pulse-width modulator 46 is operable to re-
ceive and process the amplified feedback signal and out-
put pulses as the result thereof to the logic circuit 75
and/or to the display 47. The duty cycle of the modulator
46 is proportional to the amount of noise signal energy
needed to balance the circuit, thus the modulator derives
an average DC voltage. The DC output can be used as
a relative value in a temperature comparison mode of
operation without calibration.
[0073] The display 47 is preferably a temperature dis-
play and operable to present the results of the pulse-
width modulator 46 in a visual form.
[0074] The logic circuit 75 synchronously operates the
switches of the adjustment device, the synchronous de-
tector 44 and the noise source 77. Furthermore, the logic
circuit receives the signals of the pulse-width modulator
46 and sends them to the noise source 77.
[0075] The noise source 77 is turned on or off by the
logic device 75 depending on whether the received an-
tenna signal should be combined with the noise signal
for calibration reasons or not. The signal of the pulse-
width modulator 46 is capable to set the temperature of
the noise source 77 based on the average DC voltage.

Claims

1. A radiometer (20) for detecting electromagnetic sig-
nals in the microwave and millimetre wave range
comprising
an antenna (1) operable to receive the electromag-
netic signals,
an internal noise signal generator (27) operable to
receive a control signal and to generate and output
a calibration noise signal depending on the control
signal, and
a coupler (22) operable to couple the received elec-
tromagnetic signal with the calibration noise signal
and to output a coupled electromagnetic signal,
whereby the internal noise signal generator (27) is
activated based on the control signal.

2. A radiometer according to claim 1,
comprising a detector (24) operable to receive and
process the coupled electromagnetic signal and to
output a temperature value based on the coupled
electromagnetic signal.

3. A radiometer according to claim 2,
comprising a logic circuit (25) operable to receive,
process and send data from and to the detector (24)
and to send the control signal to the internal noise
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signal generator (27).

4. A radiometer according to one of the above-men-
tioned claims,
wherein the control signal is a square wave signal.

5. A radiometer according to one of the claims 1 to 3,
wherein the control signal is a pulse-width modulated
signal.

6. A radiometer according to one of the above-men-
tioned claims,
comprising an antenne noise signal generator (51)
operable to generate and output an antenna noise
signal which is coupled to the received electromag-
netic signal before the calibration noise signal is cou-
pled to the received electromagnetic signal.

7. A radiometer according to one of the above-men-
tioned claims,
wherein the control signal comprises a signal level
for calibrating the radiometer (20) and a signal level
for measuring the received electromagnetic signals,
wherein the time length of the signal level for meas-
uring the received electromagnetic signals is longer
than the time length of the signal level for calibrating
the radiometer.

8. A method for detecting electromagnetic signals in
the microwave and millimetre wave range,
comprising the steps of
receiving the electromagnetic signals via an antenna
(1),
generating a calibration noise signal depending on
a control signal, and
coupling the electromagnetic signal with the calibra-
tion noise signal,
whereby the generation of the calibration noise sig-
nal is activated based on the control signal.

9. A method according to claim 8,
comprising the step of
outputting a coupled electromagnetic signal, after
coupling the electromagnetic signal with the calibra-
tion noise signal.

10. A method according to claim 9,
comprising the step of
receiving and processing the coupled electromag-
netic signal by a detector (24) and
outputting a temperature value based on the coupled
electromagnetic signal.

11. A method according to claim 10,
comprising the step of
receiving, processing and sending data from and to
the detector and
sending the control signal to a noise signal generator

to control the generation of the calibration noise sig-
nal.

12. A method according to one of the claims 8 to 11,
wherein the control signal is a square wave signal.

13. A method according to one of the claims 8 to 11,
wherein the control signal is a pulse-width modulated
signal.

14. A method according to one of the claims 8 to 13,
comprising the step of
generating and outputting an antenna noise signal
by an antenna noise signal generator, whereby said
antenna noise signal is coupled to the received elec-
tromagnetic signal before the calibration noise signal
is coupled to the received electromagnetic signal.

15. A method according to one of the claims 8 to 14,
wherein the control signal comprises a signal level
for calibrating the radiometer and a signal level for
measuring the received electromagnetic signals,
wherein the time length of the signal level for meas-
uring the received electromagnetic signals is longer
than the time length of the signal level for calibrating
the radiometer.
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