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©  Self-sealing  guidewire  and  catheter  introducer. 

©  A  self-sealing  catheter  and  guidewire  introducer 
has  a  self-sealing  gasket  adapted  to  effect  a  seal 
when  a  catheter  or  guidewire  extends  through  the 
gasket  as  well  as  when  neither  extends  through  the 
gasket. 
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SELF-SEALING  GUIDEWIRE  AND  CATHETER  INTRODUCER 

not  unduly  inhibit  axial  as  well  as  rotary  movement 
of  the  catheter  or  the  guidewire.  It  is  among  the 
general  objects  of  the  invention  to  provide  such  an 
improved  gasketed  introducer. 

FIELD  OF  THE  INVENTION 

This  invention  relates  to  improvements  in  he- 
mostasis  catheter  introducers  used  in  the  insertion  5 
and  removal  of  catheters  and  guidewires  from  a 
patient's  blood  vessel.  More  particularly,  the  inven- 
tion  relates  to  an  introducer  having  a  self-sealing 
gasket  which  prevents  back  bleeding  with  inserted 
devices  such  as  relatively  slender  guidewires  as  io 
well  as  more  substantial  diameter  catheters. 

SUMMARY  OF  THE  INVENTION 

The  self-sealing  gasket  is  molded  in  a  single 
piece  from  a  resilient  material,  preferably  from  a 
high  durometer  elastomer  to  have  a  predetermined 
thickness.  The  outer  half  thickness  of  the  gasket 
has  a  central  hole,  slightly  smaller  in  diameter  than 
the  diameter  of  the  guidewire  that  will  be  received 
in  the  device,  and  which  will  form  a  seal  about  the 
guidewire.  The  inner  half  thickness  of  the  gasket  is 
provided  with  a  plurality  of  radially  extending  slots 
which  extend  to  a  depth  of  the  middle  of  the 
thickness  of  the  gasket.  The  combination  of  the 
slits  and  the  central  hole  define  an  arrangement 
which  is  effective  to  make  a  seal  against  a 
guidewire  as  well  as  with  a  much  larger  diameter 
catheter  and  without  unduly  inhibiting  movement  of 
either  of  the  guidewire  or  catheter  through  the 
gasket.  The  arrangement  defines  a  number  of  flaps 
which  normally  close  the  central  aperture  in  the 
absence  of  a  guidewire  or  a  catheter.  When  a 
guidewire  is  inserted  into  the  device,  the  flaps 
spread  apart  and  a  seal  is  made  against  the 
guidewire  by  the  periphery  of  the  central  hole  in 
the  outer  face  of  the  gasket.  When  a  larger  diam- 
eter  catheter  is  inserted  through  the  device,  the 
resilience  of  the  gasket  enables  the  hole  to  enlarge. 
Restriction  on  the  movement  of  the  catheter,  how- 
ever,  is  minimized  because  the  inner  or  distal  half 
thickness  of  the  gasket,  being  slit,  readily  yields 
and  presents  no  significant  constricting  force  about 
the  catheter.  The  constricting,  sealing  force  about 
the  catheter  is  provided  only  by  the  outer  half 
thickness  of  the  gasket. 

It  is  among  the  general  objects  of  the  invention 
to  provide  an  improved  self-sealing  gasket  in  a 
catheter  introducer. 

A  further  object  of  the  invention  is  to  provide  a 
catheter  introducer  having  a  self-sealing  gasket 
adapted  to  effect  a  seal  with  a  guidewire  as  well  as 
with  a  catheter  but  without  unduly  restricting  the 
ability  of  the  guidewire  or  catheter  to  be  manipu- 
lated  therethrough. 

BACKGROUND  OF  THE  INVENTION 
15 

U.S.  Patent  4,424,833  (Spector  et  al.)  discloses 
a  catheter  introducer  having  a  self-sealing  gasket 
adapted  to  maintain  a  seal  and  prevent  back  bleed- 
ing  both  when  the  catheter  is  in  place  through  the  20 
introducer  as  well  as  when  the  catheter  is  removed. 
The  Spector  et  al.  device  also  includes  a  side  entry 
port  through  which  liquids  may  be  introduced  or 
through  which  the  device  may  be  aspirated.  The 
device  is  effective  to  provide  a  self-sealing  gasket  25 
that  maintains  its  seal  over  a  relatively  wide  range 
of  pressures  to  include  not  only  the  normal  positive 
pressure  of  the  patient's  blood  but  also  the  re- 
duced  pressure  which  results  from  aspirations 
through  the  side  port.  The  device  also  displays  the  30 
desirable  feature  that  its  self-sealing  function  is 
achieved  without  unduly  inhibiting  axial  and  rotary 
movement  of  the  catheter  as  it  passes  through  the 
seal. 

Although  the  foregoing  device  maintains  an  ef-  35 
fective  seal  with  a  catheter  passing  through  it  as 
well  as  when  the  catheter  is  not  present,  it  is 
somewhat  limited  in  the  range  of  diameters  of 
devices  that  can  be  passed  through  it  while  main- 
taining  a  seal.  In  particular,  guidewires,  which  typi-  40 
cally  are  used  in  association  with  catheters,  are  of 
significantly  smaller  diameter  than  the  catheters 
and  when  passed  through  the  gasket,  do  not  main- 
tain  an  effective  seal  with  the  gasket.  The 
guidewires.  however,  are  sufficiently  large  to  break  45 
the  seal  which  permits  blood  to  leak  out  of  the 
proximal  end  of  the  device.  Therefore,  it  would  be 
desirable  to  provide  a  device  having  a  self-sealing 
structure  that  is  effective  to  provide  a  seal  when  a 
catheter  as  well  as  when  a  guidewire  extends  50 
through  the  introducer.  Moreover,  such  a  device 
also  should  be  effective  to  maintain  the  seal  when 
neither  the  guidewire  nor  catheter  are  in  place  as 
well  as  during  aspiration  and  over  a  relatively  wide 
range  of  pressures.  Further,  such  a  device  should 

DESCRIPTION  OF  THE  DRAWINGS 
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within  the  outer  bore  30.  The  cap  16  includes  an 
outer  peripheral  collar  32  which  engages  the  outer 
end  of  the  housing  to  determine  and  limit  precisely 
the  extent  to  which  the  inner  end  of  the  cap  16 

5  extends  into  the  outer  bore  30.  The  outer  end  of 
the  end  cap  16  may  include  an  extension  34  and  a 
tapered  inlet  opening  36  may  be  formed  through 
the  end  cap.  The  inlet  36  is  tapered  to  enable  a 
conventional  luer  connector  to  be  attached,  if  de- 

w  sired. 
As  shown  in  FIG.  1,  the  self-sealing  gasket  14 

is  retained  between  the  end  cap  16  and  the  shoul- 
der  28  of  the  housing.  The  shoulder  28  preferably 
is  provided  with  a  circular  ridge  38  and  an  identical 

w  ridge  40  is  formed  on  the  facing  inner  surface  of 
the  inner  end  of  the  end  cap  16.  When  the  end  cap 
16  is  fully  seated,  as  determined  by  engagement  of 
the  collar  32  with  the  end  of  the  housing  12,  the 
ridges  38,  40  engage  and  effect  a  firm  grip  on  the 

20  gasket  1  4. 
As  shown  in  enlarged  detail  in  FIGS.  2-5,  the 

gasket  14  may  be  considered  as  having  an  outer 
half  thickness  42  and  an  inner  half  thickness  44. 
The  outer  half  thickness  42  is  formed  with  a  central 

25  aperture  46  which  extends  only  to  a  depth  of  about 
the  half  thickness  of  the  gasket  14.  The  inner  half 
thickness  of  the  gasket  is  formed  with  a  plurality 
(preferably  three)  radially  extending  slits  48  which 
extend  slightly  greater  than  the  half  thickness  of 

30  the  gasket  14.  The  slits  48  define  three  approxi- 
mately  triangularly  shaped  flaps  49  that  overlap  the 
central  aperture  46.  The  diameter  of  the  central 
aperture  46  is  selected  so  that  it  will  effect  a  seal 
with  the  guidewires  with  which  the  device  may  be 

35  used.  The  radially  extending  slits  48,  on  the  inner 
face  of  the  gasket  14  should  extend  radially  a 
distance  that  is  slightly  greater  than  the  maximun 
diameter  of  catheter  with  which  the  device  is  to  be 
used.  By  way  of  example,  for  a  maximum  catheter 

40  diameter  of  the  order  of  .104"  (8  French)  the  disk- 
shaped  gasket  may  be  .31  o"  in  diameter  and  .070" 
thick.  The  central  aperture  46  may  be  approxi- 
mately  .029"  diameter,  that  diameter  being  adapted 
to  effect  a  seal  with  conventional  size  guidewires  of 

45  the  order  of  .035"  to  about  .038".  The  central 
aperture  depth  is  about  035". 

The  length  of  the  radial  slits  is  important  in  that 
if  the  slits  48  are  too  long,  the  flaps  49  will  tend  to 
fold  in  a  manner  that  increases  the  drag  of  the 

50  guidewire  and/or  catheter  but  if  the  slits  are  too 
short,  the  resulting  flaps  are  too  stiff  and  will  un- 
duly  restrict  movement  of  the  guidewire  and  cath- 
eter.  We  have  found  that  for  a  gasket  as  described 
above  a  radial  length  of  about  .075"  for  the  slits  48 

55  is  ideal  to  accept  catheters  of  5  French  to  9  French 
size. 

It  is  very  desirable  that  the  gasket  14  be  mol- 
ded  from  a  comparatively  hard,  low  friction  resilient 

The  foregoing  and  other  objects  and  advan- 
tages  of  the  invention  will  be  appreciated  more 
fully  from  the  following  further  description  thereof, 
with  reference  to  the  accompanying  drawings 
wherein: 

FIG.  1  is  an  illustration  of  the  invention  as 
embodied  in  the  housing  of  catheter  introducer 
broken  away  in  section  to  illustrate  the  internal 
structure  of  the  device; 

FIG.  2  is  an  enlarged  sectional  illustration  of 
the  one-piece  self-sealing  valve  element  of  the 
present  invention; 

FIG.  3  is  an  illustration  of  the  self-sealing 
valve  member  as  viewed  from  the  left  (proximal) 
face  of  FIG.  2; 

FIG.  4  is  an  illustration  of  the  device  having 
a  catheter  extending  through  the  introducer  with 
the  gasket  deformed  to  receive  the  catheter  in  self- 
sealing  configuration;  and 

FIG.  5  is  an  illustration  of  the  device  similar 
to  FIG.  4  with  a  guidewire  extending  therethrough. 

DESCRIPTION  OF  THE  ILLUSTRATIVE  EMBODI- 
MENT 

FIG.  1  shows  a  catheter  introducer  incorporat- 
ing  the  present  invention.  The  introducer  includes 
an  introducer  tube  10  which  is  connected  to  and 
extends  from  a  housing  12.  The  one-piece  molded 
self-sealing  gasket,  indicated  generally  by  the  ref- 
erence  character  14  is  mounted  in  the  valve  hous- 
ing  12  as  described  more  fully  below.  The  gasket 
14  is  retained  firmly  in  place  in  the  housing  12  by- 
an  end  cap  16.  The  housing  12  preferably  is  pro- 
vided  with  a  side  port  1  8. 

The  introducer  tube  10  may  be  formed  from  a 
flubrinated  plastic  and  is  formed  separately  with  an 
enlarged  head  portion  20.  The  housing  12  prefer- 
ably  is  molded  directly  onto  the  headed  end  of  the 
introducer  tube  10  and  is  locked  securely  and 
integrally  with  the  introducer  tube  10  by  engage- 
ment  with  the  head  portion  20.  The  housing  12  is 
formed  with  a  hollow  interior  22  which  forms  a 
forwardly  tapering  confiquration  indicated  at  24, 
which  merges  smoothly  with  the  tapering  inlet  and 
of  the  head  portion  20  of  the  introducer  tube  10. 
The  side  port  18  is  molded  integrally  with  the 
housing  to  provide  a  means  to  communicate  di- 
rectly  with  the  hollow  interior  22  of  the  housing  12. 

The  hollow  interior  22  of  the  housing  12  de- 
fines  a  cylindrical  bore  26  which  terminates  in  an 
enlarged  diameter  shoulder  28.  The  shoulder  28 
terminates  in  an  enlarged  diameter  outer  bore  30 
which  receives  the  end  cap  16.  The  end  cap  16 
has  an  inner  portion  dimensioned  to  fit  snugly 
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material,  such  as  a  high  durometer  silicone  rubber 
having  a  hardness  of  at  least  35  A  and  preferably 
between  35  A  and  60  A  and  most  preferably  near 
50  A  on  the  Shore  A  Scale.  The  gasket  preferably 
is  lubricated  with  a  silicone  oil. 

FIG.  4  illustrates  the  configuration  of  the  gasket 
14  with  a  catheter  50  extending  therethrough.  As 
can  be  seen,  the  catheter  50  forces  enlargement  of 
the  central  aperture  46  in  the  outer  half  thickness 
42  of  the  gasket  14,  and  it  is  that  portion  of  the 
gasket  that  provides  the  constricting  and  sealing 
force.  That  force  is  not  too  great  to  adversely 
impair  catheter  movement  because  it  is  affected 
only  by  half  of  the  thickness  of  the  gasket,  the 
inner  half  thickness  of  the  gasket  44  being  slit  and 
providing  no  substantial  constricting  force. 

FIG.  5  illustrates  the  manner  in  which  the  gas- 
ket  14  effects  a  seal  about  a  guidewire  52.  The 
seal  is  effected  by  the  periphery  of  the  central 
aperture  46  which  is  slightly  smaller  in  diameter 
than  the  diameter  of  the  guidewire  51.  The  flaps  49 
formed  on  the  inner  half  thickness  44  of  the  gasket 
14  and  defined  by  the  portion  of  the  radial  slits  48 
that  overlap  the  central  aperture  46,  separate  as 
shown,  to  permit  free  movement  of  the  guidewire 
52.  As  mentioned  above,  the  stiffness  of  the  ma- 
terial,  as  measured  by  the  Shore  A  Scale,  is  no 
less  than  about  35  A  and  preferably  is  of  the  order 
of  50  A.  When  both  the  catheter  and  the  guidewire 
are  removed,  the  flaps  49  close  thereby  providing 
a  seal  to  prevent  back  bleeding. 

In  using  the  device,  the  introducer  tube  10  is 
inserted  into  a  patient's  blood  vessel,  typically  per- 
cutaneously.  Once  the  introducer  is  in  place  it  may 
be  sutured  to  the  patient's  skin  to  secure  it.  There- 
after,  guidewires  and  catheters  may  be  introduced 
through  the  self-sealing  gasket  14  in  housing  12 
and  catheter  changes  may  be  made  as  desired. 
When  using  angiographic  procedures  or  other  sur- 
gical  techniques  in  which  the  physician  must  be 
able  to  feel  obstructions  to  the  advancing  catheter 
or  guidewire  tip  by  feeling  resistance  at  the  proxi- 
mal  end  of  the  catheter,  the  resistance  offered  by 
the  valve  14  of  the  present  invention  does  not 
significantly  impair  the  physician's  feel.  The  side 
port  18,  of  course,  may  be  used  in  the  manner  in 
which  side  ports  are  normally  used,  such  as  to 
infuse  medicine,  intravenous  nourishment  or  to  take 
blood  pressure  measurements.  The  side  port  may 
be  aspirated  to  withdraw  blood  samples  if  desired, 
and  in  aspiration,  the  device  is  quite  satisfactory. 

.  The  gasket  is  easy  to  make  and  assemble  in 
the  introducer  body. 

It  should  be  understood  that  the  foregoing  de- 
scription  of  the  invention  is  intended  merely  to  be 
illustrative  thereof  and  that  other  modifications  and 
embodiments  may  be  apparent  to  those  skilled  in 
the  art  without  departing  from  its  spirit. 

Claims 

1.  An  introducer  adapted  to  be  inserted  into  a 
patient's  blood  vessel  comprising: 

5  a  housing  having  an  introducer  sheath  extending 
from  an  end  of  the  housing,  the  sheath  being 
adapted  to  be  inserted  into  a  patient's  blood  ves- 
sel,  the  housing  having  an  opening  at  the  other 
end; 

10  a  self-sealing  one  piece  gasket  mounted  in  the 
housing  and  being  exposed  at  the  opening,  the 
gasket  having  a  central  aperture  in  its  outwardly 
facing  surface,  the  aperture  depth  being  substan- 
tially  equal  to  one-half  the  thickness  of  the  gasket, 

75  the  inwardly  facing  surface  of  the  gasket  being 
formed  with  at  least  three  radially  extending  slits, 
the  depth  of  the  slits  being  equal  to  or  greater  than 
one-half  of  the  thickness  of  the  gasket,  the  central 
region  of  the  slits  overlapping  the  central  aperture 

20  and  defining  a  plurality  of  flaps  normally  closing 
the  aperture; 
the  radius  of  the  central  aperture  being  substan- 
tially  smaller  than  the  radius  defined  by  each  of  the 
slits. 

25  2.  A  device  as  defined  in  claim  1  wherein  the 
central  aperture  is  approximately  .029  diameter 
and  the  radial  slits  are  approximately  .075"  in  ra- 

■  dius. 
3.  A  device  as  defined  in  claims  1  or  2  wherein 

30  the  gasket  is  formed  from  a  molded  elastomeric 
material  having  a  Shore  A  durometer  of  between 
about  35  A  and  60  A. 

4.  A  device  as  defined  in  claim  3  wherein  the 
gasket  is  about  .070  thick. 

35  5.  A  device  as  defined  in  claim  1  wherein  the 
housing  includes  an  inner  bore  and  an  outer  bore, 
the  outer  bore  being  larger  than  the  inner  bore  and 
defining  a  shoulder  at  the  juncture  of  the  inner  bore 
and  the  outer  bore,  the  gasket  having  a  diameter 

40  corresponding  substantially  to  that  of  the  outer 
bore; 
the  gasket  being  secured  in  the  housing  by  a  cap 
receivable  in  the  outer  bore  of  the  housing  and 
being  adapted  to  tightly  compress  the  periphery  of 

45  the  gasket  against  the  shoulder. 

50 

55 
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