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©  Probe  cover  for  use  in  tympanic  thermometer. 
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©  A  clean  probe  cover  (1)  for  use  in  a  tympanic 
thermometer  (2)  capable  of  easily  and  surely  cover- 
ing  a  probe  (3)  and  being  prevented  from  becoming 
bulky  is  provided.  A  film  member  (4)  for  covering 
said  probe  (3)  of  the  tympanic  thermometer  (2)  is 
put  on  a  flexible  cardboard  member  (5)  with  an 
opening  (6)  for  passing  said  probe  (3)  therethrough 
opened  at  a  center  thereof  to  adhere  them  to  each 
other  at  end  edge  portions  (7)  thereof. 
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BACKGROUND  OF  THE  INVENTION 

Field  of  the  Invention 

The  present  invention  relates  to  a  disposable 
probe  cover  as  stated  in  the  preamble  of  claim  1 
and  used  in  a  tympanic  thermometer  utilizing  an 
infrared  thermometer. 

Description  of  the  Prior  Art 

The  so-called  contact-type  clinical  thermometer 
has  been  widely  used  as  means  for  measuring  the 
body  heat  of  the  human  body.  However,  recently,  a 
tympanic  thermometer  utilizing  an  infrared  ther- 
mometer  has  been  used  in  place  of  said  clinical 
thermometer.  This  tympanic  thermometer  is  adapt- 
ed  to  insert  a  probe  provided  with  a  speculum  into 
an  ear  hole  and  detect  infrared  rays  from  an  ear- 
drum  and  the  external  ear  passage  by  means  of  a 
sensor,  whereby  measuring  the  body  heat  on  the 
basis  of  a  quantity  of  said  infrared  rays.  The  body 
heat  can  be  measured  within  about  3  seconds. 

With  everyone  of  the  above  described  ther- 
mometers,  it  is  required  that  the  contact  of  the 
thermometer  with  the  body  is  sanitary,  but  in  par- 
ticular,  the  above  described  tympanic  thermometer 
is  adapted  to  insert  said  probe  into  the  ear  hole,  so 
that  it  is  desired  that  said  speculum,  which  is  a 
transmissive  portion  of  infrared  rays,  is  not  soiled 
or  covered  with  earwax  and  the  like.  Because,  if 
said  earwax  and  the  like  is  adhered  to  the  specu- 
lum  formed  at  a  front  end  of  the  probe  or  within  the 
probe,  said  quantity  of  transmitted  infrared  rays  is 
reduced  or  fluctuated  so  that  an  accurate  measure- 
ment  of  temperature  is  difficult  to  obtain. 

So,  in  the  above  described  tympanic  thermom- 
eter,  a  disposable  probe  cover  has  been  put  on  the 
probe  in  order  to  protect  the  speculum.  Fig.  8 
shows  the  conventional  probe  cover.  A  probe  cover 
30  shown  in  Fig.  8  (A)  comprises  a  cover  member 
31  made  of  polyethylene  (PE)  and  a  PE  film  32 
thermally  welded  to  a  front  end  of  said  cover 
member  31  (refer  to  for  example  Japanese  Patent 
Application  Laid-Open  No.  Sho  61-263438).  In  addi- 
tion,  a  probe  cover  40  shown  in  Fig.  8(B)  com- 
prises  a  frame  member  41  made  of  PE  and  the  like 
and  a  PE  film  42,  which  is  formed  in  a  bag  shape 
50  that  a  front  end  portion  thereof  may  be  flat  as 
far  as  possible,  thermally  welded  to  said  frame 
member  41  (refer  to  for  example  Japanese  Patent 
Application  Laid-Open  No.  Hei  3-133425). 

However,  the  above  described  conventional 
probe  covers  have  been  all  bulky  and  it  has  been 
required  to  prepare  also  a  housing  case  large-sized 
so  much  as  that. 

So,  a  probe  cover  adapted  to  stick  a  film 
member  to  a  pasteboard  having  an  opening  for 

passing  a  probe  therethrough  under  the  condition 
that  four  corners  thereof  are  temporarily  mounted 
and  place  said  pasteboard  on  an  installing  table 
with  said  film  member  as  an  upper  surface  fol- 

5  lowed  by  inserting  said  probe  into  said  opening  to 
put  the  film  member  on  the  probe  with  cancelling 
the  temporary  mounting  of  the  film  member  on  the 
pasteboard  is  thought  of. 

However,  in  this  case,  difficult  points  are  wor- 
io  ried  in  that  for  example  it  is  difficult  to  simulta- 

neously  and  uniformly  cancel  the  temporary 
mounting  at  four  corners  and  adhesives  for  the 
temporary  mounting  are  carelessly  adhered  here 
and  there. 

75 
SUMMARY  OF  THE  INVENTION 

The  present  invention  has  been  achieved  in 
view  of  such  the  actual  circumstance  and  it  is  an 

20  object  of  the  present  invention  to  provide  a  clean 
probe  cover  for  use  in  a  tympanic  thermometer 
capable  of  easily  and  surely  covering  a  probe  and 
thus  being  prevented  from  becoming  bulky. 

In  order  to  achieve  the  above  described  object, 
25  a  probe  cover  according  to  the  present  invention  is 

constructed  in  accordance  with  the  characterizing 
portion  of  claim  1  . 

According  to  one  embodiment  of  the  invention, 
a  film  member  for  covering  a  probe  of  a  tympanic 

30  thermometer  is  put  on  a  flexible  cardboard  member 
with  an  opening  for  passing  said  probe  thereth- 
rough  and  positioned  at  a  center  thereof  to  adhere 
them  to  each  other  at  end  edge  portions  thereof. 

According  to  a  second  embodiment,  a  film 
35  member  for  covering  a  probe  of  a  tympanic  ther- 

mometer  is  put  on  a  flexible  cardboard  member 
formed  cross-radially  with  an  opening  for  passing 
said  probe  therethrough  opened  at  a  center  thereof 
to  adhere  them  to  each  other  at  four  points  of  the 

40  respective  radial  end  edge  portions  thereof. 
According  to  a  third  embodiment,  a  film  mem- 

ber  for  covering  a  probe  of  a  tympanic  thermom- 
eter  is  put  on  a  flexible  cardboard  member  formed 
radially  in  three  directions  with  an  opening  for 

45  passing  said  probe  therethrough  opened  at  a  cen- 
ter  thereof  to  adhere  them  to  each  other  at  three 
points  of  the  respective  radial  end  edge  portions 
thereof. 

According  to  a  fourth  embodiment,  a  film  mem- 
50  ber  for  covering  a  probe  of  a  tympanic  thermom- 

eter  is  put  on  a  flexible  cardboard  member  formed 
in  a  seed  leaf-shaped  form  extending  in  two  direc- 
tions  with  an  opening  for  passing  said  probe  there- 
through  opened  at  a  center  thereof  to  adhere  them 

55  to  each  other  at  two  points  of  the  respective  radial 
end  edge  portions  thereof. 

The  film  member  is  transparent  and  said  card- 
board  member  is  colored. 
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In  the  first  embodiment,  upon  placing  the 
probe  cover  for  use  in  a  tympanic  thermometer  on 
an  installing  table  with  said  film  member  as  an 
upper  surface  and  inserting  the  probe  through  said 
opening  opened  at  said  center  of  said  cardboard 
member  to  be  pushed  down,  the  probe  is  fallen  out 
of  the  opening  of  the  cardboard  member  downward 
with  being  covered  with  the  film  member,  said  end 
edge  portions  of  the  cardboard  member  being  pul- 
led  by  the  film  member  to  be  bent  inward,  the 
probe  being  tightly  engaged  in  the  opening  of  the 
cardboard  member,  and  thus  the  probe  being  held 
under  the  condition  that  the  probe  is  stably  cov- 
ered  with  the  film  member. 

Since  the  end  edge  portions  of  the  cardboard 
member  are  bent  inward  under  the  condition  that 
the  probe  is  covered  with  the  film  member  in  the 
above  described  manner,  the  probe  can  be  well 
visually  confirmed  and  easily  inserted  into  the  ear 
hole. 

In  addition,  the  test  mirror  cover  can  be  easily 
removed  from  the  probe  by  a  repelling  power  due 
to  a  flexibility  of  the  cardboard  member. 

In  the  second  embodiment,  since  the  card- 
board  member  is  formed  cross-radially  and  thus 
not  only  the  same  flexibility  can  be  kept  but  also  a 
thickness  of  the  cardboard  member  can  be  in- 
creased,  the  test  mirror  cover  can  be  stably  moun- 
ted  on  the  probe. 

In  the  third  embodiment,  since  the  cardboard 
member  is  formed  radially  in  three  directions,  the 
probe  cover  can  be  more  easily  bent. 

In  the  fourth  embodiment,  since  the  cardboard 
member  is  formed  in  a  seed  leaf-shaped  form 
extending  in  two  directions,  the  members  can  be 
saved. 

Since  the  cardboard  member  is  colored,  the 
discrimination  of  the  right  side  from  the  back  side 
and  the  confirmation  of  the  opening  can  be  easily 
achieved. 

BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

Fig.  1  is  a  plan  view  showing  a  probe  cover  for 
use  in  a  tympanic  thermometer  according  to  a 
first  embodiment  of  the  invention; 
Fig.  2  is  a  diagram  showing  the  provision  of  said 
first  embodiment  of  said  probe  cover  for  use  in 
a  tympanic  thermometer; 
Fig.  3  is  a  diagram  showing  the  insertion  of  the 
first  embodiment  of  the  probe  cover  into  an  ear 
hole; 
Fig.  4  is  a  diagram  showing  the  manufacturing 
steps  of  the  first  embodiment  of  the  probe  cover 
for  use  in  a  tympanic  thermometer; 
Fig.  5  is  a  plan  view  showing  a  second  embodi- 
ment  of  a  probe  cover  for  use  in  a  tympanic 
thermometer  according  to  the  invention; 

Fig.  6  is  a  plan  view  showing  a  third  embodi- 
ment  of  a  probe  cover  for  use  in  a  tympanic 
thermometer  according  to  the  invention; 
Fig.  7  is  a  plan  view  showing  a  fourth  embodi- 

5  ment  of  a  probe  cover  for  use  in  a  tympanic 
thermometer  according  to  the  invention;  and 
Fig.  8  (A)  is  a  sectional  view  showing  one 
example  of  a  conventional  probe  cover  and 
Fig.  8  (B)  is  a  sectional  view  showing  another 

io  example  of  a  conventional  probe  cover. 

DETAILED  DESCRIPTION  OF  THE  PREFERRED 
EMBODIMENTS 

is  The  preferred  embodiments  of  the  present  in- 
vention  will  be  below  in  detail  described  with  refer- 
ence  to  the  drawings. 

Fig.  1  shows  a  first  preferred  embodiment. 
Referring  to  Fig.  1,  in  a  probe  cover  1  for  use  in  a 

20  tympanic  thermometer  2  (hereinafter  referred  to  as 
probe  cover),  a  film  member  4  for  covering  a  probe 
3  of  the  tympanic  thermometer  2  (refer  to  Fig.  2)  is 
put  on  a  flexible  cardboard  member  5  with  an 
opening  6  for  passing  said  probe  3  therethrough 

25  opened  at  a  center  thereof  to  thermally  weld  them 
to  each  other  at  four  points  7,  ...  of  end  edge 
portions  thereof,  whereby  being  formed  in  a  regular 
square  shape. 

Said  film  member  4  is  made  of  a  transparent 
30  polyethylene  film,  polypropylene  film  and  the  like 

superior  in  infrared  transmissivity  having  a  thick- 
ness  of  about  10  to  20  urn  and  said  cardboard 
member  5  is  made  of  the  same  materials  as  in  the 
film  member  4  but  colored  and  having  a  thickness 

35  of  about  100  to  200  urn  so  that  an  assembly  may 
not  be  bulky  but  thin  under  the  condition  that  they 
are  put  one  upon  another.  Since  the  cardboard 
member  5  is  colored,  a  position  of  said  opening  6 
and  the  front  side  or  the  back  side  can  be  clearly 

40  confirmed  and  thus  the  workability  in  the  provision 
can  be  still  more  improved. 

In  order  to  provide  said  test  mirror  cover  1  on 
the  probe  3  of  said  tympanic  thermometer  2  (refer 
to  Fig.  2),  upon  placing  the  probe  cover  1  for  use 

45  in  a  tympanic  thermometer  on  an  installing  table  8 
provided  with  a  receiving  hole  9  for  passing  the 
probe  3  therethrough  formed  at  a  center  thereof 
with  making  said  receiving  hole  9  corresponding  to 
said  opening  6  and  said  film  member  4  as  an 

50  upper  surface  and  inserting  the  probe  3  into  the 
opening  6  from  above  to  be  pushed  down,  the 
probe  3  is  fallen  out  of  the  opening  6  of  said 
cardboard  member  5  downward  with  being  covered 
with  the  film  member  4,  said  four  points  7,  ...  of 

55  said  end  edge  portions  of  the  cardboard  member  5 
being  pulled  by  the  film  member  4  to  be  bent 
inwardly,  and  a  circumferential  groove  3a  formed  in 
a  base  portion  of  the  probe  3  being  tightly  engaged 

3 
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in  the  opening  6  of  the  cardboard  member  5.  Thus, 
the  probe  3  is  covered  with  the  film  member  4  and 
said  covered  condition  can  be  stably  kept  by 
means  of  the  cardboard  member  5.  Even  if  the 
probe  3  is  pulled  up,  the  covered  condition  is  kept 
as  it  is  and  the  condition  that  a  temperature  can  be 
measured  is  kept. 

Since  the  respective  end  edges  of  the  regular 
square  cardboard  member  5  are  bent  inward  under 
the  condition  that  the  probe  3  is  covered  with  the 
film  member  4  in  the  above  described  manner,  the 
probe  3  can  be  well  visually  confirmed  and  easily 
inserted  into  an  ear  hole  10. 

Since  the  probe  3  is  covered  with  the  film 
member  4  under  the  condition  that  the  probe  3  is 
inserted  into  said  ear  hole  10,  the  probe  3  is  not 
brought  into  immediate  contact  with  the  ear  hole  10 
and  thus  can  be  kept  clean.  As  the  result,  the  body 
heat  can  be  measured  immediately  after  introduc- 
ing  merely  infrared  rays  into  the  probe  3  through 
the  film  member  4.  Accordingly,  the  clean  mea- 
surement  of  the  body  heat  can  be  always  carried 
out  efficiently  by  exchanging  the  film  member  4 
every  time.  In  addition,  in  order  to  remove  the 
probe  cover  1,  a  circular  receiving  seat  2a  put  on 
the  probe  3  is  pushed  out  by  operating  a  lever  and 
the  like.  At  his  time,  since  the  cardboard  member 
of  the  probe  cover  is  flexible,  the  probe  cover  1 
can  be  simply  removed  by  a  repelling  power. 

Such  the  probe  cover  1  can  be  easily  obtained 
by  putting  the  band-shaped  film  member  4  upon 
the  band-shaped  cardboard  member  5  provided 
with  the  opening  6,  ...  formed  at  regular  intervals 
and  thermally  welding  them  to  each  other  at  places 
marked  with  "X"  followed  by  cutting  at  places 
shown  by  two-dot  chain  lines.  In  addition,  sewing 
teeth  may  be  formed  at  said  places  shown  by  said 
two-dot  chain  lines  to  make  the  separation  easy. 

Fig.  5  shows  a  second  preferred  embodiment 
in  which  the  cardboard  member  5  is  formed  in  a 
four-leaf  shape  extending  cross-radially  to  be  easily 
bent  at  branched  portions  5a,  ...  thereof  when  it  is 
to  be  provided,  whereby  improving  the  provision  in 
workability.  In  addition,  if  a  thickness  of  for  exam- 
ple  about  200  urn  is  given  to  the  cardboard  mem- 
ber  5  due  to  a  still  more  easy  bendability,  said 
circumferential  groove  3a  of  the  probe  3  can  be 
more  stably  and  tightly  engaged  in  the  opening  6 
and  the  probe  3  can  be  covered  with  the  film 
member  4  with  having  a  sufficient  tension.  In  addi- 
tion,  the  cardboard  member  5  may  be  provided 
with  a  holding  portion  5b  protruded  therefrom,  as 
shown  in  a  two-dot  chain  line,  so  that  the  probe  3 
may  be  installed  without  contacting  with  the  film 
member  4. 

Fig.  6  shows  a  third  preferred  embodiment  in 
which  the  cardboard  member  5  is  formed  in  a 
honewort  shape  extending  radially  in  three  direc- 

tions  to  be  still  more  easily  bent.  In  addition,  in  this 
case,  the  film  member  4  is  formed  in  a  regular 
triangle-shape. 

Fig.  7  shows  a  fourth  preferred  embodiment  in 
5  which  the  cardboard  member  5  is  formed  in  a  seed 

leaf-shaped  form  extending  in  two  directions  to 
save  the  members  and  reduce  the  cost. 

In  addition,  it  goes  without  saying  that  the 
cardboard  member  5  may  be  made  of  papers  and 

io  the  like  and  flexible  thin  materials  can  be  suitably 
used  for  the  cardboard  member  5  in  the  above 
described  respective  preferred  embodiments. 

As  above  described,  according  to  the  first  em- 
bodiment,  since  the  film  member  for  covering  the 

is  probe  of  the  tympanic  thermometer  is  put  on  the 
flexible  cardboard  member  with  the  opening  for 
passing  the  probe  therethrough  opened  at  the  cen- 
ter  thereof  to  adhere  them  to  each  other  at  end 
edge  portions  thereof,  the  size  is  not  increased, 

20  and,  in  the  installation,  the  probe  can  be  tightly 
engaged  in  the  opening  of  the  cardboard  member 
to  keep  the  condition  that  the  probe  is  stably 
covered  with  the  film  member.  Since  the  respective 
end  edges  of  the  cardboard  member  are  bent 

25  inward  under  the  condition  that  the  probe  is  cov- 
ered  with  the  film  member,  the  probe  can  be  well 
visually  confirmed  and  easily  inserted  into  the  ear 
hole.  And,  when  the  probe  is  to  be  inserted  into  the 
ear  hole,  the  film  member  is  adhered  to  the  card- 

30  board  member  and  thus  the  clean  measurement  of 
body  heat  can  be  achieved  without  soiling  the  ear 
hole  with  adhesives  by  exchanging  the  probe  every 
time. 

According  to  the  second  embodiment,  since 
35  the  cardboard  member  is  formed  cross-radially  and 

thus  not  only  the  flexibility  can  be  secured  to 
improve  the  installing  workability  but  also  the  thick- 
ness  of  the  cardboard  member  can  be  increased, 
the  probe  cover  can  be  stably  mounted  on  the 

40  probe. 
According  to  the  third  embodiment,  since  the 

cardboard  member  is  formed  radially  in  three  di- 
rections,  the  probe  cover  can  be  more  easily  bent 
and  thus  the  installing  workability  can  be  improved. 

45  According  to  the  fourth  embodiment,  since  the 
cardboard  member  is  formed  in  a  seed  leaf-shaped 
form  extending  in  two  directions,  the  members  can 
be  saved  and  thus  the  cost  can  be  reduced. 

Since  the  cardboard  member  is  colored,  the 
50  discrimination  of  the  front  side  from  the  back  side 

and  the  confirmation  of  the  opening  can  be  easily 
achieved. 

Claims 
55 

1.  A  probe  cover  (1)  for  use  in  a  tympanic  ther- 
mometer  (2),  characterized  by 

4 
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-  a  flexible  cardboard  member  (5)  with  an  13.  The  probe  cover  as  claimed  in  one  of  the 
opening  (6)  in  its  center  portion  into  claims  1  to  12,  characterized  in  that  the 
which  a  probe  (3)  of  said  tympanic  ther-  cardboard  member  (5)  is  made  from  plastics 
mometer  (2)  can  be  inserted,  and  or  paper. 

-  a  film  member  (4)  covering  one  side  of  5 
said  cardboard  member  (5),  said  film  14.  The  probe  cover  as  claimed  in  one  of  the 
member  (4)  is  adhered  to  the  cardboard  claims  1  to  13,  characterized  in  that  the 
member  (5)  at  end  edge  portions  thereof.  cardboard  member  (5)  is  made  from  polyethyl- 

ene  or  polypropylene. 
2.  The  probe  cover  as  claimed  in  claim  1,  char-  10 

acterized  in  that  the  cardboard  member  (5)  is  15.  The  probe  cover  as  claimed  in  one  of  the 
square-shaped.  claims  1  to  14,  characterized  in  that  the 

cardboard  member  (5)  has  a  thickness  of 
3.  The  probe  cover  as  claimed  in  claim  1,  char-  about  100  to  200  urn. 

acterized  in  that  the  cardboard  member  (5)  is  is 
formed  cross-radially.  16.  The  probe  cover  as  claimed  in  one  of  the 

claims  1  to  15,  characterized  in  that  the  film 
4.  The  probe  cover  as  claimed  in  claim  1,  char-  member  (4)  and  cardboard  member  (5)  are 

acterized  in  that  the  cardboard  member  (5)  thermally  welded  together, 
has  three  equidistant  and  radially  extending  20 
arms  (5a).  17.  The  probe  cover  as  claimed  in  one  of  the 

claims  1  to  16,  characterized  in  that  the 
5.  The  probe  cover  as  claimed  in  claim  1  ,  char-  cardboard  member  (5)  is  provided  with  a  hold- 

acterized  in  that  the  cardboard  member  (5)  ing  portion  (5b)  extending  in  the  plane  of  said 
has  two  arms  (5a)  extending  in  opposite  direc-  25  cardboard  member  (5). 
tions  to  each  other. 

6.  The  probe  cover  as  claimed  in  claims  2,  3  or 
5,  characterized  in  that  the  film  member  (4) 
is  square-shaped.  30 

7.  The  probe  cover  as  claimed  in  claim  4,  char- 
acterized  in  that  the  film  member  (4)  is 
formed  in  a  regular  triangle-shape. 

35 
8.  The  probe  cover  as  claimed  in  one  of  the 

claims  1  to  7,  characterized  in  that  the  film 
member  (4)  is  transparent. 

9.  The  probe  cover  as  claimed  in  one  of  the  40 
claims  1  to  8,  characterized  in  that  the  film 
member  (4)  is  made  from  stretchable  material. 

10.  The  probe  cover  as  claimed  in  one  of  the 
claims  1  to  9,  characterized  in  that  the  ma-  45 
terial  of  the  film  member  (4)  is  polyethylene  or 
polypropylene. 

11.  The  probe  cover  as  claimed  in  one  of  the 
claims  1  to  10,  characterized  in  that  the  film  so 
member  (4)  has  a  thickness  of  about  10  to  20 
urn. 

12.  The  probe  cover  as  claimed  in  one  of  the 
claims  1  to  11,  characterized  in  that  the  55 
cardboard  member  (5)  is  colored. 

-  a  flexible  cardboard  member  (5)  with  an 
opening  (6)  in  its  center  portion  into 
which  a  probe  (3)  of  said  tympanic  ther- 
mometer  (2)  can  be  inserted,  and 

-  a  film  member  (4)  covering  one  side  of  5 
said  cardboard  member  (5),  said  film 
member  (4)  is  adhered  to  the  cardboard 
member  (5)  at  end  edge  portions  thereof. 

2.  The  probe  cover  as  claimed  in  claim  1,  char-  10 
acterized  in  that  the  cardboard  member  (5)  is 
square-shaped. 

3.  The  probe  cover  as  claimed  in  claim  1,  char- 
acterized  in  that  the  cardboard  member  (5)  is  is 
formed  cross-radially. 

4.  The  probe  cover  as  claimed  in  claim  1,  char- 
acterized  in  that  the  cardboard  member  (5) 
has  three  equidistant  and  radially  extending  20 
arms  (5a). 

5.  The  probe  cover  as  claimed  in  claim  1,  char- 
acterized  in  that  the  cardboard  member  (5) 
has  two  arms  (5a)  extending  in  opposite  direc-  25 
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