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©  Data  transmission  with  improved  message  format. 

©  In  a  voiceband  data  multipoint  network,  each 
tributary  modem  transmits,  in  a  trailer  which  follows 
the  user  data,  a  tributary  modem  identification,  a 
sequence  number  which  advances  for  each  start-up 
and  a  checksum.  The  observation  at  the  receiver  of 
a  gap  in  the  series  of  sequence  numbers  in  mes- 
sages  determined  to  have  originated  from  a  particu- 
lar  tributary  modem  is  used  to  accurately  compute  a 
missed  message  rate  for  that  modem. 
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DATA  TRANSMISSION  WITH  IMPROVED  MESSAGE  FORMAT 

Background  of  the  Invention 

The  present  invention  relates  to  data  commu- 
nications. 

In  data  communications  arrangements,  such  as 
voiceband  multipoint  networks,  the  so-called  user 
data  transmitted  from  one  modem  to  another  is 
preceded  by  a  header  which  contains  signals,  or 
information,  used  by  the  modems  themselves, 
herein  referred  to  as  "modem-to-modem  data". 
The  modem-to-modem  data  in  the  header  may 
include,  for  example,  a)  an  address  or  other  iden- 
tification  of  the  transmitting  modem  used  in  mul- 
tipoint  applications  for  so-called  coefficient  "jam 
setting"  or  to  maintain  various  diagnostic  param- 
eters  on  a  per-tributary-modem  basis  or  b)  a  chec- 
ksum  used  in  the  receiver  to  determine  whether  the 
address,  sequence  number  or  other  header  data 
was  correctly  recovered. 

FIG.  1  shows  a  multipoint  voiceband  data 
communications  system  in  which  the  present  in- 
vention  is  illustratively  implemented; 

FIG.  2  is  a  block  diagram  showing  the  ar- 
5  chitecture  of  the  modems  used  in  the  system  of 

FIG.  1; 
FIG.  3  shows  a  message  format  in  which  the 

modem-to-modem  data  is  contained  in  a  header  as 
in  the  prior  art; 

w  '  FIG.  4  shows  a  second  message  format  of 
the  type  used  in  accordance  with  the  present  in- 
vention; 

FIGS.  5  and  6,  when  arranged  with  FIG.  5 
above  FIG.  6,  show  a  flowchart  of  operations  per- 

75  formed  in  a  tributary  modem  in  the  system  of  FIG. 
1;  and 

FIGS.  7  and  8,  when  arranged  with  FIG.  7 
above  FIG.  8,  show  a  flowchart  of  operations  per- 
formed  in  the  control  modem  in  the  system  of  FIG. 

20  1. 

Summary  of  the  Invention 

In  accordance  with  the  present  invention,  it  has 
been  recognized  that  in  some  applications  it  is 
possible  and  advantageous  to  provide  modem-to- 
modem  data  in  a  trailer  that  follows  the  user  data 
rather  than  providing  it  in  a  header  ahead  of  the 
user  data  as  is  done  in  the  prior  art.  A  particular 
advantage  of  this  approach  is  that  it  minimizes  the 
so-called  RS-CS  delay,  this  being  the  time  between 
when  the  data  processing/communication  equip- 
ment  associated  with  a  tributary  modem  raises  its 
request-to-send  (RS)  lead-indicating  to  the  modem 
that  it  wishes  to  transmit  a  message-and  the  time 
that  the  modem  responds  by  raising  its  clear-to- 
send  (CS)  lead-indicating  that  the  modem  is  ready 
to  transmit  that  data. 

Moreover,  providing  modem-to-modem  data  in 
a  trailer  can  enhance  the  diagnostic  capabilities  of 
a  modem  network.  For  example,  the  trailer  may 
conclude  with  a  checksum  taken  over  not  only  the 
modem-to-modem  data  therein,  but  also  the  user 
data  which  precedes  the  trailer.  As  taught  in  my 
aforementioned  co-pending  U.S.  patent  application, 
having  such  a  checksum  makes  it  possible  for,  say, 
the  control  modem  in  a  multipoint  network  to  main- 
tain  an  accurate  diagnostic  parameter  referred  to 
as  the  "missing  message  rate". 

Brief  Description  of  the  Drawing 

In  the  drawing, 

Detailed  Description 
25 

FIG.  1  depicts  a  multipoint  voiceband  data 
communications  system,  or  network,  in  which  the 
present  invention  is  used.  In  particular,  a  computer 
2  communicates  on  a  time-shared  basis  with  a 

30  plurality  of  data  terminals  3a,  3b  3n.  A  control 
modem  10  is  associated  with  computer  2.  Tributary 
modems  4a,  4b,...4n  are  associated  with  terminals 
3a,  3b  3n,  respectively.  The  system  communi- 
cates  data  on  a  full-duplex  basis.  Thus,  computer  2 

35  transmits  information  to  the  various  terminals  on  a 
broadcast  basis  via  modem  10,  the  outbound  path 
1  1  of  a  four-wire  multipoint  private  voiceband  tele- 
phone  line,  and  the  various  modems  4a,  4b,...,4n. 
An  individual  one  of  the  terminals  3a,  3b  3n 

40  transmits  information  to  computer  2  via  its  asso- 
ciated  modem,  the  inbound  path  12  of  the  mul- 
tipoint  private  voiceband  telephone  line,  and 
modem  10. 

Modems  4a,  4b,...,4n  and  10  provide  several 
45  functions.  One  is  to  modulate  the  data  to  be  com- 

municated  into,  and  to  demodulate  it  out  of,  the 
passband  of  paths  1  1  and  1  2.  Another  is  to  correct 
for  distortion  and  other  channel  irregularities  which 
may  cause,  for  example,  intersymbol  interference. 

50  In  carrying  out  the  latter  function,  the  modems 
of  FIG.  1  use  so-called  "receive"  equalization  for 
so-called  "outbound"  communications  from  control 
modem  10  to  the  tributary  modems  4a,  4b  4n 
over  path  11.  Here,  the  receiver  portion  of  each 
tributary  modem  includes  an  adaptive  equalizer 
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through  which  the  received  line  signal  is  passed. 
The  equalizer  is  realized  in  the  form  of  a  transver- 
sal  filter,  whose  so-called  "tap"  coefficients  are 
adapted  to  the  characteristics  of  the  channel  in 
question,  thereby  enabling  the  equalizer  to  remove 
most  of  the  channel-induced  distortion. 

Receive  equalization  is  also  typically  used  in 
multipoint  networks  for  communications  in  the  oth- 
sr,  "inbound",  direction.  (As  will  be  discussed 
shortly,  however,  tributary-to-control  communica- 
tions  in  the  network  of  FIG.  1  is  carried  out  using 
so-called  "transmit"  equalization.)  Although  gen- 
erally  satisfactory,  receive  equalization  engenders  a 
significant  RS-CS  delay  at  the  tributary  modems, 
that  delay  being  the  time  between  when  the  termi- 
nal  associated  with  a  particular  tributary  modem 
raises  its  request-to-send  (RS)  lead-indicating  that 
it  wishes  to  communicate  a  message  to  computer 
2-and  the  time  that  the  modem  responds  by  rais- 
ing  its  clear-to-send  (CS)  lead-indicating  that  the 
tributary  modem  is  ready  to  transmit  that  data.  The 
source  of  receive  equalization's  relatively  large  RS- 
CS  delay  is  the  fact  that  before  transmission  of 
data  from  a  particular  tributary  modem  can  begin,  a 
set  of  coefficients  appropriate  for  communications 
with  the  tributary  modem  must  be  provided  in  the 
control  modem  receiver  equalizer,  and  a  certain 
amount  of  time  is  required  to  do  this. 

For  example,  during  the  RS-CS  interval  the 
tributary  modem  may  send  to  the  control  modem  a 
training  data  sequence-thereby  enabling  the  con- 
trol  modem  to  "re-learn"  the  channel  for  each 
transmission—  prior  to  the  transmission  of  user  data. 
The  RS-CS  delay  is  thus  at  least  as  large  as  the 
time  required  to  transmit  the  training  sequence. 
Alternatively,  the  control  modem  may  store  the 
coefficients,  once  learned,  for  the  channel  from 
each  tributary  and  then,  when  an  inbound  message 
arrives,  load  the  appropriate  coefficient  set  into  the 
equalizer.  Although  this  stored  coefficient  approach 
obviates  the  need  to  wait  for  the  equalizer  to  re- 
leam  the  channel,  it  nonetheless  engenders  a  non- 
insignificant  RS-CS  delay  as  well,  because  the 
tributary  modem  must  identify  itself  to  the  control 
modem  in  order  for  the  latter  to  load  in  the  proper 
set  of  coefficients.  Since  the  channel  will  not  have 
been  equalized  at  that  point  in  time,  the  tributary 
modem  must  transmit  its  identity  at  a  relatively 
slow  data  rate  so  that  it  can  be  recovered  at  the 
control  modem  without  equalization. 

(One  possible  receive  equalization  approach 
that  does  not  engender  any  significant  RS-CS  de- 
lay  relies  on  the  fact  that  in  virtually  all  multipoint 
applications,  the  data  terminal  or  other  data  pro- 
cessing  equipment  associated  with  the  tributary 
modems  does  not  attempt  to  communicate  inbound 
messages  to  the  computer  or  other  equipment  as- 
sociated  with  the  control  modem  unless  the  latter 

polls  it.  It  is  thus  possible  to  have  the  control 
modem  monitor  the  outgoing  polls  at  the 
computer/modem  interface  and  determine  the  iden- 
tity  of  the  polled  tributary  from  the  address  con- 

5  tained  in  each  poll.  Armed  with  this  knowledge,  the 
control  modem  could  immediately  retrieve  the  ap- 
propriate  set  of  previously  learned  coefficients  and, 
again,  load  them  into  the  equalizer  without  having 
to  receive  a  low-speed  address  from  the  tributary 

70  modem.  A  drawback  of  this  approach,  however,  is 
the  fact  that  it  necessitates  customization  of  the 
modem  to  take  account  of  the  particular  data  trans- 
mission  protocol  being  used  by  the  data  process- 
ing  equipment.) 

75  In  order  to  minimize  the  RS-CS  delay,  then,  the 
system  of  FIG.  1  uses  so-called  transmit  equaliza- 
tion.  As  with  receive  equalization,  transmit  equaliza- 
tion  initially  entails  the  provision  of  an  adaptive 
equalizer  in  the  receiver  portion  of  the  control 

20  modem.  However,  once  the  set  of  coefficients  that 
will  equalize  the  channel  from  a  particular  tributary 
modem-say  modem  4a-to  the  control  modem  10 
has  been  determined  in  modem  10,  the  values  of 
those  coefficients  are  communicated  to  modem  4a. 

25  Modem  4a,  in  turn,  thereafter  uses  the  coefficients 
to  pre-distort  its  transmitted  line  signal,  in  a  sense 
anticipating  the  distortion  that  will  be  introduced  by 
the  channel.  The  signal  received  from  modem  4a 
by  modem  10  is  thus  relatively  distortion-free. 

30  Modems  4a,  4b,...,4n  and  10  illustratively  share 
a  common  architecture,  which  architecture  is 
shown  in  FIG.  2.  In  particular,  each  modem  op- 
erates  under  the  control  of  a  microprocessor  21 
which  communicates  with  a  number  of  peripheral 

35  devices  via  a  system  of  address,  data  and  control 
leads  indicated  generically  at  30.  The  peripheral 
devices  include  front  panel  circuitry  23,  ROM  26, 
and  RAM  27  and  signal  processing  module  28.  The 
latter  performs  the  real-time  functions  of,  for  exam- 

40  pie,  a)  coding  and  modulating  the  user  data,  the 
latter  being  supplied  to  the  modem  on  the  send 
data  (SD)  lead  of  RS-232  interface  32  and  being 
delivered  by  the  modem  to  the  multipoint  private 
line  and  b)  decoding  and  demodulation  of  line 

45  signals  presented  to  the  modem  from  the  mul- 
tipoint  private  line,  the  recovered  data  thereupon 
being  presented  to  the  user  on  the  received  data 
(RD)  lead.  In  performing  the  above-mentioned 
modulation  function,  in  particular,  module  28  repre- 

50  sents  the  user  data  and  modem-to-modem  data 
using  a  predetermined  alphabet  of  quadrature  am- 
plitude  modulated  (QAM)  signal  points  in  a  two- 
dimensional  signal  space.  Signal  processing  mod- 
ule  28  further  performs  the  aforementioned  transmit 

55  and  receive  equalization  functions.  Among  the  oth- 
er  leads  extending  to  and  from  interface  32  are  the 
aforementioned  RS  and  CS  leads  and  a  receiver 
ready  (RR)  lead  which,  when  active,  indicates  the 

3 
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Dresence  of  valid  received  data  on  the  RD  lead. 
Module  28  is  illustratively  realized  as  an  ensemble 
3f  appropriately  programmed  digital  signal  process- 
ng  chips. 

FIG.  3  shows  a  message  format  that  could  be 
used  for  communications  from  one  of  tributary 
modems  4a,  4b,...,4n  of  FIG.  1  to  control  modem 
10.  This  format  could  be  used  once  the  control 
data  set  receive  equalizer  had  been  trained  and  the 
resulting  coefficient  values  would  have  been  com- 
municated  to  the  tributary  modem  as  described 
above.  In  particular,  the  message  includes  a  start- 
up  sequence  comprised  of  a  predetermined  inter- 
val  of  a  "double-dotting"  signal  of  the  form  A.A.-A,- 
A,....  Here  A  is  illustratively  a  predetermined 
quadrature  amplitude  modulated  (QAM)  signal 
point  in  the  two-dimensional  signal  space  that  is 
not  a  member  of  the  aforementioned  alphabet  used 
to  convey  the  user  and  modem-to-modem  data. 
The  function  of  the  double-dotting  signal  is  to  allow 
the  receiver  in  the  control  modem  to  acquire  cer- 
tain  signal  parameters  necessary  to  ensure  proper 
demodulation  of  the  following  data  symbols,  such 
parameters  including,  for  example,  the  receiver 
gain  setting,  the  baud  sampling  phase  and  the 
carrier  phase  angle.  This  start-up  sequence  is  fol- 
lowed  by  a  predetermined  synchronization  signal, 
SYNCA,  which  illustratively  consists  of  the  se- 
quence  A,A,A  transmitted  after  a  -A.-A  of  the  start- 
up  sequence.  The  function  of  SYNCA  is  to  delimit 
the  end  of  the  start-up  sequence  and  the  beginning 
of  a  header  sequence,  also  referred  to  herein  sim- 
ply  as  a  header. 

The  header  sequence  is  comprised  of  three 
pieces  of  modem-to-modem  information:  a  tributary 
identification  TRID,  a  sequence  number  SN  and  an 
error-checking  code  word-illustratively  a  checksum 
CKSUM.  Tributary  identification  TRID  uniquely 
identifies  the  particular  transmitting  tributary 
modem  and  sequence  number  SN  is  a  number  that 
is  advanced  by  unity  in  each  successive  message 
transmitted  by  the  tributary  modem  in  question. 
Checksum  CKSUM  is  a  checksum  computed  over 
TRID  and  SN  and  is  used  in  the  control  modem  as 
information  enabling  the  control  modem  to  deter- 
mine  that  it  has  correctly  recovered  TRID  and  SN. 
The  checksum  is  followed  by  the  user  data  repre- 
sented  by  a  stream  of  QAM  symbols  taken  from 
the  aforementioned  alphabet. 

The  format  of  FIG.  3  is  characteristic  of  the 
prior  art  formats  in  that  places  the  modem-to- 
modem  data  ahead  of  the  user  data.  FIG.  4  shows 
an  alternative  message  format  embodying  the  prin- 
ciples  of  the  invention.  Specifically,  the  format  of 
FIG.  4  provides  the  following  in  a  trailer  which 
follows  the  user  data:  TRID,  SN  and  a  "global" 
checksum  GCKSUM,  the  latter  being  a  function  of 
not  only  TRID  and  SN,  but  also  the  user  data  as 

well. 
In  particular,  the  message  format  of  FIG.  4 

includes  a  start-up  sequence  again  comprised  of  a 
predetermined  interval  of  a  "double-dotting"  signal, 

5  followed  by  synchronization  signal,  SYNCA,  the 
user  data,  again  represented  by  a  stream  of  QAM 
symbols  taken  from  the  aforementioned  alphabet, 
and  a  second  synchronization  signal  SYNCB.  The 
latter  delimits  the  end  of  user  data  and  must  be  a 

to  signal  which  has  a  very  small  probability  of  being 
interpreted  as  user  data.  Illustratively,  SYNCB  is  a 
sequence  of  QAM  signal  points  which  are  not  part 
of  the  aforementioned  alphabet  used  to  represent 
user  data  and  which  may  be  different  from  the 

75  aforementioned  signal  points  "A"  and  "-A".  SYNCB 
is  followed  by  the  aforementioned  trailer.  (SYNCB 
is  excluded  from  the  checksum  because  this  elimi- 
nates  a  possible  source  of  complexity  and  main- 
taining  a  correct  checksum  in  the  face  of  transmis- 

20  sion  errors  which  may  cause  a  symbol  carrying 
user  data  to  be  erroneously  interpreted  as  one  of 
the  signal  points  which  comprise  SYNCB.) 

There  are  at  least  two  advantages  to  providing 
this  modem-to-modem  data  in  a  trailer,  in  accor- 

25  dance  with  the  invention,  rather  than  in  a  header  as 
in  the  prior  art. 

Firstly,  the  tributary  modem  RS-CS  delay  can 
be  made  significantly  shorter  than  if  such  informa- 
tion  were  to  be  conveyed  in  a  header.  This  is,  of 

30  course,  a  consequence  of  the  fact  that  the  header 
precedes  the  user  data  and  thus  the  modem  can- 
not  begin  to  transmit  the  latter  until  it  has  transmit- 
ted  the  former.  Providing  the  information  in  a  trail- 
er,  however,  advantageously  eliminates  this  source 

35  of  delay  because  placing  the  modem-to-modem 
data  following  the  user  data  allows  certain  time 
delays  inherent  in  the  operation  of  multipoint  pol- 
ling  networks  to  be  exploited. 

Assume,  for  example,  that  computer  2  is  cur- 
40  rently  receiving  a  message  from  terminal  3a  via 

their  respective  associated  modems.  Upon  receipt 
of  SYNCB  of  that  message,  control  modem  10 
makes  lead  RR  inactive.  Computer  2,  upon  observ- 
ing  this  or  other  indicium  of  the  end  of  user  data 

45  from  terminal  3a,  can  begin  to  poll  another  termi- 
nal,  say  terminal  3b,  even  though  the  trailer  of  the 
message  from  terminal  3a  is  still  being  received. 
The  still  incoming  trailer  and  the  new  outgoing  poll 
to  terminal  3b  thus  overlap  in  time.  (They  do  not 

so  collide,  however,  because  the  control  and  tributary 
modems  communicate  over  full-duplex  channels.) 

In  addition,  it  may  appear  that  the  trailer  from 
modem  4a  could  potentially  collide  with  the  start- 
up  sequence  from  modem  4b,  since  the  terminal 

55  associated  with  the  latter  is  being  polled  while  the 
trailer  from  modem  4a  is  still  arriving.  Indeed,  if 
terminal  4b  raised  its  RS  lead  while  the  trailer  from 
4a  were  still  being  transmitted,  a  collision  would,  in 

4 
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fact,  occur.  However,  there  are  sources  of  delay 
associated  with  the  transmission  of  each  polling 
sequence,  for  example,  propagation  delay  through 
the  transmitter  of  control  modem  10  and  the  re- 
ceiver  of  tributary  modem  4b.  These  delays  engen- 
der  a  minimum  time  interval  between  the  time  the 
last  bit  of  a  poll  sequence  is  supplied  by  computer 
2  to  control  modem  10,  and  the  time  that  same  bit 
appears  at  the  RD  lead  of  modem  4b,  the  latter 
time  being  the  earliest  possible  time  that  terminal 
3b  could  raise  its  RS  lead  in  response  to  the  poll, 
thus  causing  modem  4b  to  initiate  a  start-up  se- 
quence.  In  practice,  this  minimum  time  interval  is 
considerably  longer  than  the  time  necessary  to 
transmit  SYNCB  and  the  trailer,  and  so  the  hy- 
pothetical  collision  does  not  occur. 

In  summary,  then,  placing  the  modem-to- 
modem  information  in  a  trailer,  rather  than  in  a 
header,  exploits  these  inherent  delays,  allowing  the 
time  used  in  transmitting  modem-to-modem  data  to 
overlap  in  time  with  outbound  polling  sequences. 

A  second  advantage  in  this  particular  applica- 
tion  to  having  the  modem-to-modem  data  in  a 
trailer  is  that  since  GCKSUM  is  provided  subse- 
quent  to  the  user  data  and  can  thus  be  taken  over 
that  data  as  well  as  TRID  and  SN,  the  control 
modem  is  able  to  determine  that  not  only  TRID  and 
SN  were  correctly  recovered,  but  that  the  user  data 
was  correctly  recovered  as  well.  As  discussed  in 
the  above-mentioned  co-pending  U.S.  patent  ap- 
plication,  this,  in  turn,  allows  the  control  modem  to 
keep  an  accurate  measure  of  a  tributary  modem 
performance  parameter  referred  to  herein  as  the 
"missed  message  rate".  This  parameter  indicates 
the  percentage  of  entire  messages  which  were  not 
received  error-free.  (With  the  format  of  FIG.  3,  by 
contrast,  the  control  modem  would  only  be  able  to 
measure  the  so-called  missed  start-up  rate,  this 
being  an  indication  only  of  how  many  headers  were 
not  received  error-free.) 

The  flowchart  of  FIGS.  5-6  depicts  the  oper- 
ations  performed  in  an  individual  one  of  tributary 
modems  3a,  3b  3n  in  creating  a  message  of  the 
type  shown  in  FIG.  4.  Depending  on  the  particular 
implementation,  any  of  the  various  steps  of  the 
flowchart  may  be  performed  within  microprocessor 
21  ,  signal  processing  module  28  or  some  combina- 
tion,  as  desired.  (The  modem  performs  many  other 
functions  which,  because  they  do  not  relate  to  the 
message  creation  function,  are  not  shown  in  the 
FIGS.) 

When  the  modem  is,  for  example,  first  turned 
on,  it  performs  a  number  of  initialization  functions, 
as  indicated  at  511.  These  functions  include  turning 
off  its  line  signal,  i.e.,  the  signal  on  path  12,  turning 
off,  or  lowering,  its  CS  lead,  initializing  to  zero  the 
k-bit  sequence  number  variable  SN  and  interrogat- 
ing  front  panel  circuitry  23  to  determine  tributary 

identification  TRID.  (The  notation  SN  <  --  0  within 
block  511  and  elsewhere  in  the  FIGS,  means 
"assign  the  value  0  to  SN".) 

At  this  point,  control  passes  to  block  512,  from 
5  which  it  exits  when  lead  RS  extending  from  EIA 

interface  32  is  raised,  or  turned  on,  by  the  asso- 
ciated  data  terminal.  Once  this  occurs,  the  modem 
initializes  to  zero  a  p-bit  checksum  variable 
GCKSUM  at  block  513,  and  then  transmits  double- 

io  dotting  and  SYNCA,  as  indicated  at  514  and  516, 
respectively.  The  modem  is  now  ready  to  transmit 
user  data  so  it  raises  its  CS  lead,  as  indicated  at 
518.  It  then  enters  a  loop  during  which  the  user 
data  is  transmitted. 

15  In  particular,  as  indicated  at  521,  the  modem 
generates  a  binary  word  TSYM  indentifying  which 
particular  symbol  in  the  predetermined  data  sym- 
bol  constellation  is  to  be  next  transmitted.  The 
value  of  TSYM  is  arrived  at  by  performing  such 

20  tasks  as  taking  a  predetermined  number  of  user- 
supplied  data  bits  from  lead  SD,  scrambling  and 
differential  and/or  convolutional  coding.  The  value 
GCKSUM,  which  is  illustratively  a  simple  additive 
checksum  (although  other  error-checking  codes 

25  could  be  used  instead),  is  thereupon  updated  at 
block  522  by  simply  adding  to  it,  modulo  2P,  the 
value  of  TSYM.  The  value  of  TSYM  is  then  mapped 
into  a  particular  channel  symbol,  which  is  there- 
upon  transmitted,  as  indicated  at  525.  As  long  as  it 

30  is  determined  at  block  528  that  the  RS  lead  is  still 
active,  the  modem  waits  at  block  531  for  a  period 
equal-  to  the  symbol  interval  TSym.  and  then  returns 
to  block  521  to  process  further  user  data. 

Once  it  has  been  determined  that  the  RS  lead 
35  has  been  lowered,  the  modem  lowers  the  CS  lead 

and  transmits  SYNCB,  as  indicated  at  532  and  534, 
respectively.  As  previously  mentioned,  SYNCB  is 
comprised  of  a  sequence  of  QAM  signal  points 
which  are  not  used  to  represent  user  data.  The 

40  QAM  coordinate  values  of  the  SYNCB  signal  points 
are  stored  as  an  array  in  ROM  26,  where  they  are 
denoted  SYNCB[1],  SYNCB[2],...,SYNCB[m].  SN  is 
then  incremented  at  block  537. 

Continuing  at  block  539,  assembly  of  the  mes- 
45  sage  trailer  begins  by  first  updating  the  value  of 

GCKSUM  by  adding  to  it,  modulo  2P  the  values  of 
SN  and  TRID.  The  stream  of  bits  formed  by  con- 
catenating  TRID,  SN  and  GCKSUM  is  thereupon 
divided  into  blocks  which  are  then  mapped  into  M 

so  individual  channel  symbols,  illustratively  without 
scrambling,  differential  encoding  or  other  such  pro- 
cessing.  (If  convenient  in  particular  implementation, 
such  processing  could,  alternatively,  be  per- 
formed.)  As  indicated  at  541  and  542,  those  chan- 

55  nel  symbols  are  thereupon  transmitted,  followed,  in 
conventional  fashion  by  a  stream  of  padding  sym- 
bols  (not  shown  in  FIGS.  3  and  4),  whose  presence 
ensures  that  the  so-called  postcursors  of  the  pre- 

5 
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iously  transmitted  symbols  are  not  terminated  pre- 
naturely.  (It  may  be  noted  that  the  stream  of 
sadding  symbols,  which  might  be  characterized  as 
i  kind  of  trailer  in  general  sense,  is  fundamentally 
iifferent  from  the  trailer  of  the  present  invention  in 
hat  the  padding  symbols  are  non-information-bear- 
ng.  The  data  in  the  trailer  of  the  present  invention, 
)y  contrast,  is,  in  fact,  information-bearing.  Specifi- 
cally,  it  will  often,  although  perhaps  not  always,  be 
he  case  that  the  trailer  information  identifies  one  or 
•nore  characteristics  of  the  message  being  commu- 
licated,  such  as  the  source  of  the  message  (e.g., 
miD);  the  position  of  the  message  in  the  overall 
string  of  messages  communicated  from  that 
nodem  (SN);  or  a  numerical  value  derived  from  the 
/alues  of  the  bits  that  comprise  the  message 
GCKSUM).) 

Finally,  as  indicated  at  544,  the  modem  again 
:urns  off  its  line  signal  and  control  returns  to  block 
512. 

The  flowchart  of  FIGS.  7-8  depicts  the  oper- 
ations  performed  in  a  control  modem  10  in  pro- 
:essing  a  message  of  the  type  shown  in  FIG.  4 
-eceived  from  a  particular  tributary  modem.  Again, 
depending  on  the  particular  implementation,  any  of 
the  various  steps  of  the  flowchart  may  be  per- 
formed  within  microprocessor  21,  signal  processing 
module  28  or  some  combination,  as  desired.  (And 
also  again,  it  will  be  appreciated  that  the  modem 
performs  many  other  functions  which,  because 
they  do  not  relate  to  the  message  processing  func- 
tion,  are  not  shown  in  the  FIGS. 

As  indicated  at  912,  the  modem  begins  by 
initializing  to  zero  three  arrays,  PREVFLAG[], 
MCOUNTf]  and  MMCOUNT[]  whose  use  will  be 
explained  in  the  sequel.  The  modem  thereupon 
"arms"  itself  for  a  start-up  by  performing  a  number 
of  actions  at  block  914.  These  include  lowering  the 
RR  lead  and  setting  the  RD  lead  to  the  "mark",  or 
idle,  state.  Control  then  passes  to  block  917  from 
which  it  exits  when  line  signal  energy  is  detected. 
Acting  on  the  assumption  that  this  initial  portion  of 
the  line  signal  is  a  double-dotting  signal,  the 
modem  proceeds  to  perform  a  number  of  start-up 
functions,  as  indicated  at  block  924.  These  func- 
tions  principally  comprise  the  acquisition  of  the 
aforementioned  signal  parameters  such  as  receiver 
gain  setting,  baud  sampling  phase  and  carrier 
phase  angle.  At  a  predetermined  time  after  line 
signal  energy  is  detected,  it  is  presumed  that  these 
parameters  have  been  determined  with  sufficient 
accuracy  to  allow  for  the  accurate  demodulation  of 
what  follows,  beginning  with  any  remaining  double- 
dotting  signal  points  and  SYNCA. 

In  order  to  detect  the  presence  of  SYNCA,  the 
modem  begins,  as  indicated  at  926  b  initializing  a 
variable  COUNTA  to  zero.  It  is  thereupon  deter- 
mined  at  927  whether  SYNCA  has,  in  fact,  arrived. 

It  does  this  by  examining  tne  most  recently  de- 
modulated  signal  point  and  determining  whether  it, 
in  combination  with  the  four  previously  demodu- 
lated  signal  points,  comprises  the  sequence  -A,- 

5  A,A,A,A.  If  it  does,  SYNCA  has  arrived  and  control 
passes  to  block  936,  at  which  point  lead  RR  is 
raised,  indicating  to  computer  2  the  start  of  user 
data.  If,  on  the  other  hand,  SYNCA  has  not  yet 
arrived,  the  variable  COUNTA  is  incremented  at 

ro  929  and  its  value  is  then  tested  at  931  .  If  it  is  found 
that  COUNTA  now  exceeds  a  predetermined  limit 
UMITA-whose  value  is  chosen  taking  into  account 
the  predefined  length  of  the  double-dotting  signal- 
it  is  assumed  that,  as  the  result  of  noise  or  other 

is  channel  disturbances.  SYNCA  has  been  missed 
and  that  user  data  has  begun.  It  is  likely  that  the 
initial  part  of  the  subsequent  block  of  user  data  has 
already  passed.  Control  nonetheless  passes  to 
block  936.  The  (higher-level)  data  communications 

io  protocol  being  used  by  computer  2  and  terminals 
3a,3b  3n  will  detect  the  corrupted  block  and  deal 
with  the  situation  by,  for  example,  requesting  a 
retransmission.  Finally,  if  COUNTA  is  less  than 
LIMITA,  the  modem  waits  at  block  934  for  a  period 

25  equal  to  TSYm  and  then  returns  to  block  927. 
Following  block  936,  a  variable  RCKSUM  is 

initialized  to  zero  at  block  938,  this  variable  holding 
the  value  of  the  checksum  of  the  received  symbols 
as  accumulated  up  to  any  particular  point  in  time. 

30  The  first  received  signal  point  is  then  sliced  at 
block  941  using  an  "expanded"  signal  constellation 
which  includes  not  only  the  alphabet  of  allowable 
user-data-bearing  data  symbols  but  also  the  afore- 
mentioned  symbols  which  made  up  SYNCB.The 

35  sliced  signal  point,  RSYM,  is  then  examined  at 
block  944  to  determined  whether  it  is  one  of  those 
SYNCB  symbols.  If  it  is  not,  control  passes  to 
block  946  at  which  the  value  of  RCKSUM  is  up- 
dated  by  the  value  of  RSYM.  The  data  bits  repre- 

40  sented  by  RSYM  are  thereupon  recovered  at  block 
947-the  processing  at  that  block  encompassing 
such  steps  as  equalization,  demodulation,  differen- 
tial  and/or  trellis  decoding,  and  descrambling-and 
the  recovered  bits  are  delivered  to  the  user  on  lead 

45  RD.  The  modem  then  waits  a  period  equal  to  TSYm 
at  block  948.  As  long  as  line  signal  is  still  present, 
as  determined  at  block  949,  processing  returns  to 
block  941. 

Returning,  now  to  block  944,  if,  contrary  to  the 
50  previous  assumption,  it  is  determined  that  RSYM  is 

a  SYNCB  symbol,  processing  proceeds  at  block 
951.  Here  we  take  into  account  the  fact  that  we 
may,  in  fact,  not  actually  be  in  the  process  of 
receiving  SYNCB  but,  rather,  have  received  a  user- 

55  data-bearing  symbol  which  was,  for  example,  cor- 
rupted  in  the  channel  and  now  appears  as  a 
SYNCB  symbol.  In  order  to  minimize  the  effects  of 
such  corruption  in  the  recovered  data  delivered  to 
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the  user,  the  modem  identifies  the  symbol  in  the 
transmitted  constellation  closest  to  RSYM  and,  as 
will  be  seen,  proceeds  to  deliver  to  the  user  the 
data  that  the  "remapped"  symbol  represents.  If  it 
turns  out  that  the  transmitted  symbol  was,  in  fact, 
user-originated,  so  much  the  better.  If,  on  the  other 
hand,  a  SYNCB  symbol  was  actually  transmitted, 
there  is  no  real  harm  done  in  having  remapped  it 
because  in  typical  data  communications  arrange- 
ments,  computer  2  will  have  already  recognized 
the  end  of  the  user  data  block  and  will  ignore  the 
data  represented  by  the  remapped  symbol. 

At  block  953,  the  remapped  symbol  is  there- 
upon  processed  as  at  block  947  to  recover  the  user 
data  bits.  Processing  then  proceeds  at  block  955  at 
which  it  is  determined  whether  the  unmapped  re- 
ceived  symbol  in  combination  with  the  symbols 
received  immediately  before  it  comprise  SYNCB.  If 
they  do  not,  processing  proceeds  to  block  948  as 
aforesaid.  Otherwise,  it  is  assumed  that  SYNCB 
has  arrived  and,  at  block  981  ,  RD  is  set  to  "mark", 
lead  RR  is  lowered  and  trailer  processing  pro- 
ceeds. 

Specifically,  the  trailer  is  illustratively  carried 
by  M  data  symbols,  as  previously  mentioned, 
which  are  processed  at  block  961  to  recover  the 
bits  in  the  trailer.  These  bits  are  thereupon  grouped 
into  words  corresponding  to  TRID,  SN  and 
GCKSUM.  Inasmuch  as  the  values  of  these  words 
as  recovered  may,,  through,  for  example,  channel 
disturbances,  be  different  from  their  values  as 
transmitted,  they  are  here  denominated  RTRID, 
RSN  and  RGCKSUM,  respectively. 

The  running  checksum  RCKSUM  that  was  be- 
ing  updated  at  block  946  during  the  receipt  of  user 
data  is  not  further  updated  at  block  964  to  include 
the  values  of  RTRID  and  RSN.  If  the  message  was 
received  error-free,  then  RCKSUM  should  be  equal 
to  RGCKSUM.  Indeed,  the  values  of  these  two 
variables  are  now  compared  at  block  966. 

If  RCKSUM  and  RGCKSUM  are  not  equal,  then 
one  or  more  errors  occurred  during  the  transmis- 
sion  of  user  data,  SYNCB,  TRID,  SN  or  GCKSUM. 
The  modem  thereupon  enters  block  983,  from 
which  it  exits  and  returns  to  block  914  when  line 
signal  is  no  longer  present. 

If,  on  the  other  hand  RCKSUM  and  RGCKSUM 
are  equal,  then  the  message  is  assumed  to  have 
been  recovered  error-free.  Thus  the  values  of 
RTRID  and  RSN  are  assumed  valid  and  we  can 
proceed  to  perform  missed  message  rate  process- 
ing. 

In  carrying  out  that  processing,  control  modem 
10  maintains  the  aforementioned  three  arrays 
PREVFLAGfJ,  MCOUNT[]  and  MMCOUNTfJ  as  well 
as  a  fourth  array  PREVSN[],  with  the  ith  element  of 
each  array  being  associated  with  the  ith  one  of 
tributary  modems  4a,4b  4n.  In  particular, 

PREVFLAGfJ]  has  the  value  "0"  if  no  error-free 
message  has  yet  been  received  from  the  ith  tribu- 
tary  modem  and  "i"  otherwise;  MCOUNT[i]  con- 
tains  the  total  number  of  messages  received  from 

5  the  i,h  tributary  modem,  that  number  being  inferred 
from  the  missed  message  processing  about  to  be 
described;  MMCOUNTfi]  contains  the  number  of 
missed  messages  from  the  ith  tributary  modem, 
that  number  again  being  inferred  from  the  missed 

70  message  processing;  and  PREVSN[i]  is  the  value 
of  the  sequence  number  RSN  contained  in  the  last 

"  error-free  message  received  from  the  i,h  tributary 
modem. 

Beginning  at  block  968,  the  value  of 
75  PREVFLAGfRTRID]  is  checked.  If  it  is  "0",  indicat- 

ing  that  this  is  the  first  error-free  message  received 
from  the  tributary  modem  identified  by  RTRID, 
there  is,  in  general,  no  basis  for  knowing  whether 
any  previous  messages  from  that  tributary  modem 

20  were  missed.  At  this  time,  then,  the  modem  simply 
sets  PREVFLAGfRTRID]  to  "1"  and  records  the 
current  value  of  RSN  in  PREVSN[RTRID]  at  blocks 
969  and  978,  respectively,  and  then  proceeds  to 
block  983  to  await  the  loss  of  line  signal  at  the  end 

25  of  the  current  message. 
If,  on  the  other  hand,  the  value  of  PREVFLAG- 

fRTRID]  is  "1",  indicating  that  a  previous  error-free 
message  was  received  from  the  tributary  modem 
identified  by  RTRID,  processing  proceeds  to  block 

30  971.  Here  the  difference  between  RSNfRTRID]  and 
PREVSN[RTRID],  denoted  D,  is  computed  (taking 
into  account  the  wraparound  of  RSN[RTRID],  which 
can  only  take  on  2k  different  values).  Since  the 
sequence  numbers  transmitted  from  a  particular 

35  tributary  modem  illustratively  advance  by  unity  for 
each  successive  transmitted  message,  the  value  of 
D  represents  the  number  of  messages  that  were 
transmitted-including  the  current  message-since 
the  last  error-free  message  was  received  from  that 

40  tributary  modem.  In  addition,  the  quantity  (D  -  1) 
represents  the  number  of  intervening  non-error-free 
messages  which  have  occurred  since  the  last  error- 
free  message  was  received.  For  example,  assume 
RSN  from  the  RTRIDth  tributary  modem  is  12  and 

45  PREVSNfRTRID]  is  8.  Thus,  D  =  4,  from  which  we 
learn  that  a)  the  currently  received  message  is  the 
4th  one  transmitted  by  the  RTRID"1  tributary 
modem  since  control  modem  10  last  received  an 
error-free  message  from  that  particular  tributary 

so  modem  and  b)  the  three  intervening  messages 
contained  one  or  more  errors. 

In  view  of  the  foregoing,  the  modem  thus  pro- 
ceeds  to  update  the  values  of  MCOUNTfRTRID] 
and  MMCOUNT[RTRID]  by  adding  D  to  the  former 

55  at  block  973  and  the  quantity  (D  -  1  )  to  the  latter  at 
block  975.  Processing  then  proceeds  to  blocks  978 
and  983  as  before. 

Given  the  values  of  MMCOUNTfRTRID]  and 
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MCOUNTfRTRID],  control  modem  10  is  thus  able  in  the  signal  space  which  is  other  than  one  of  the 
to  report  the  current  value  of  the  missed  message  predetermined  points. 
rate  of  the  RTRID"1  tributary  to  the  user  on  demand 
(such  as  in  response  to  a  request  entered  via  the 
modem  front  panel),  that  rate  being,  of  course,  the  5 
ratio  of  MMCOUNTfRTRID]  to  MCOUNTfRTRID]. 

The  foregoing  is  merely  illustrative  of  the  prin- 
ciples  of  the  invention.  For  example,  as  suggested 
above,  the  invention  is  not  limited  to  the  inclusion 
of  particular  modem-to-modem  data  in  the  trailer,  w 
such  as  TRID,  SN  or  GCKSUM.  Other  pieces  of 
modem-to-modem  data  can  be  used  in  addition  to, 
or  instead  of,  those  just  mentioned  as  is  desired  for 
a  particular  application. 

It  will  thus  be  appreciated  that  those  skilled  in  rs 
the  art  will  be  able  to  device  numerous  arrange- 
ments  which,  although  not  explicitly  shown  or  de- 
scribed  herein,  embody  the  principles  of  the  inven- 
tion  and  are  thus  within  its  spirit  and  scope. 

20 

Claims 

1  .  A  first  moden  (4a)  including  means  for  creat- 
ing  messages  to  be  communicated  to  a  second  25 
modem  (10),  each  message  including  user  data 
supplied  to  the  first  modem,  and  means  for  com- 
municating  the  messages  to  the  second  modem, 
characterized  in  that  each  message  further  includes 
a  trailer  which  follows  the  user  data  and  which  30 
contains  information-bearing  data  generated  from 
within  the  first  modem. 

2.  A  modem  as  claimed  in  claim  1  wherein  the 
information-bearing  data  includes  data  identifying 
the  first  modem.  35 

3.  A  modem  as  claimed  in  claim  1  or  2  wherein 
the  information-bearing  data  includes  a  sequence 
number  that  is  advanced  for  every  N  messages 
transmitted  by  the  first  modem,  N  being  a  pre- 
determined  number.  40 

4.  A  modem  as  claimed  in  claim  1,  2  or  3 
wherein  the  information-bearing  data  includes  an 
error-checking  code  word. 

5.  A  modem  as  claimed  in  claim  4  wherein  the 
error-checking  code  word  is  a  checksum.  45 

6.  A  modem  as  claimed  in  claim  4  or  5  wherein 
the  error-checking  code  word  is  a  function  of  both 
the  user  data  and  at  least  a  predetermined  portion 
of  the  data  in  the  trailer. 

7.  A  modem  as  claimed  in  any  preceding  claim  50 
wherein  the  communicating  means  is  adapted  to 
communicate  the  user  data  and  the  trailer  using 
predetermined  points  from  a  predetermined  signal 
space,  and  to  communicate  a  synchronization  sig- 
nal  between  the  user  data  and  the  trailer,  the  55 
synchronization  signal  including  at  least  a  first  point 
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