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Description

BACKGROUND OF THE INVENTION

Field of the Invention

[0001] The present invention relates to a biological
sample container and, more particularly, to a biological
fluid collection container having at least one fill-line indi-
cator.

Description of Related Art

[0002] Biological sample containers have historically
been used for the collection of specimens, such as blood
and other bodily fluids, for the purpose of, for example,
performing diagnostic tests. In many cases, a predeter-
mined volume of specimen is required to perform a spe-
cific test, and such containers are often utilized to facili-
tate collection of a precise test-specific specimen vol-
ume, for example, with a fluid collection container such
as a blood collection tube. In some such sample contain-
ers, a pie-measured additive, such as a preservative or
anticoagulant, is deposited into the container to preserve
or otherwise prepare the sample. Accordingly, it is im-
portant that the amount of fluid sample collected within
the container correspond to the volume of additive within
the container and/or the desired test volume.
[0003] Traditional methods of measuring specimen
volume have included placing an adhesive label on the
exterior surface of the sample container at a precise lo-
cation. This allows medical personnel to measure the
specimen volume by aligning the amount of liquid within
the container with a designation on the label, or the upper
or lower edge of the label This method, however, can
have significant drawbacks. Complicated machinery is
necessary to properly align the label on the exterior of
the sample container. Errors in label placement can
cause inaccurate fill volumes and consequently inaccu-
rate corresponding test results, especially where sample
to additive ratios are to be properly managed and main-
tained. Sample containers having misaligned labels are
typically discarded as defective products and contribute
to increased costs. In addition, labels affixed to the ex-
terior of a sample container can become damaged
through routine procedures, and can be easily covered
over by additional patient or sample collection indicia.
[0004] US 2003/0059347 discloses a collection con-
tainer with a fill-line indicator on its outer surface.

SUMMARY OF THE INVENTION

[0005] Consequently, there is a need for an improved
sample container that allows medical personnel to visu-
ally obtain a precise volume of specimen and/or a com-
bined expected volume of specimen with a reagent
present in the container.
[0006] According to an aspect of the present invention,

a specimen collection container assembly comprises a
first opening, a first closed bottom, and a first sidewall
extending circumferentially between the first opening and
the first closed bottom. This first tubular member is ca-
pable of receiving a specimen sample therein. The con-
tainer assembly further comprises a second tubular con-
tainer having a second opening, a second closed bottom,
and a second sidewall extending circumferentially be-
tween the second opening and the second closed bot-
tom. The first tubular member is disposed within the sec-
ond tubular member. A fill-tine indicator is positioned on
the second side-wall. This fill-line indicator comprises an
upper line and a lower line spaced a predetermined dis-
tance from each other.
In the following, it is referred to the first tubular member
also as the inner tubular member and to the second tu-
bular member also as the outer tubular member.
[0007] According to another aspect of the present in-
vention, a biological specimen collection container as-
sembly comprises a first tubular member having a first
opening, a first closed bottom, and a first sidewall ex-
tending circumferentially between the first opening and
the first closed bottom. This first tubular member is ca-
pable of receiving a specimen sample therein. The con-
tainer assembly further comprises a second tubular
member having a second opening, a second closed bot-
tom, and a second sidewall extending circumferentially
between the second opening and the second closed bot-
tom. This second sidewall has an inner and outer surface
and a fill-line indicator integral with an inner surface of
the second sidewall. The fill-line indicator comprises an
upper line and a lower line spaced a predetermined dis-
tance from each other and the first tubular member is
disposed within the second tubular member.
[0008] According to the present invention, the speci-
men collection container assembly comprises a tubular
member having an opening, a closed bottom, and a side-
wall extending circumferentially between the opening
and the closed bottom. The tubular members is capable
of receiving a specimen sample therein. A fill-line indica-
tor is positioned on an inner surface of the sidewall. The
fill-line indicator comprises an upper line and a lower line
spaced a predetermined distance from each other
[0009] According to yet another aspect of the present
invention, a method of making a specimen collection con-
tainer comprises molding a first tubular member having
a first opening, a first closed bottom, and a first sidewall
extending circumferentially between the first opening and
the first closed bottom. The first tubular member has a
predetermines volume for receiving a specimen sample
therein. The method further comprises molding a second
tubular member having a second opening, a second
closed bottom, and a second sidewall, extending circum-
ferentially between the second opening and the second
closed bottom, providing a fill-line indicator on the second
sidewall wherein this fill-line indicator comprises an upper
line and a lower line spaced a predetermined distance
from each other and positioning the first tubular member
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within the second tubular member.
[0010] According to another aspect of the present in-
vention, a method of making specimen collection con-
tainer comprises molding a tubular member having a first
end, a second end, and a sidewall extending circumfer-
entially between the first end and the second end. The
tubular member has a predetermined volume for receiv-
ing a specimen sample therein. The second end may be
a closed bottom of the tube or it may be an open end to
form a double open ended tube. In this embodiment, the
two openings may be closed by separate closures. The
method further comprises providing a fill-line indicator on
an inner surface of the sidewall. This fill-line indicator
comprises an upper line and a lower line spaced a pre-
determined distance from each other
[0011] According to a further aspect of the present in-
vention, the fill-line indicator comprises an upper and low-
er line extending at least partially circumferentially about
a portion of the second sidewall and spaced a predeter-
mined distance form each other and wherein the upper
line defines a maximum expected fill volume and the low-
er line defines a minimum expected fill volume and
wherein the spacing between the upper and lower line
defines a range of volumes of the expected fill volume of
the collection container.
[0012] The fill-line indicator can comprise a visual in-
dicia applied to the second sidewall of the second tubular
member. Alternatively, the fill-line indicator can be
formed integrally with the molding material from which
the tubular members are formed, to form a textured sur-
face on the second sidewall of the second tubular mem-
ber. This textured surface is capable of diffusing light
and/or forming an opaque surface on the container and
can be formed on one of the tubes during an injection
molding process.
[0013] Further details and advantages will be under-
stood from the following description of the preferred em-
bodiments, taken with the accompanying drawings,
wherein like reference numerals represent like elements
throughout.

BRIEF DESCRIPTION OF THE DRAWINGS

[0014]

FIG. 1 is a perspective view of a container having a
single wide band fill-line indicator not part of the in-
vention;
Fig. 2 is a perspective view of a container hawing a
pair of fill-line indicators according to an aspect of
the invention;
FIG. 3 is a perspective view of a container having a
single fill-line indicator showing a minimum expected
fill volume not part of the invention;
FIG. 4 shows a cross-sectional view of the wide band
fill-line of FIG. 1 formed on an inner surface of a
second tube according to an embodiment not part
of the invention;

FIG. 5 shows a cross-sectional view of the pair of
fill-line indicators of FIG. 2 formed on an inner surface
of a second tube according to the first embodiments
of the invention;
FIG. 6 shows a cross-sectional view of the thin line
fill-line of FIG. 3 formed on an inner surface of a
second tube according to an embodiment not part
of the invention;
FIG. 7 shows a cross-sectional view of the wide band
fill-line of FIG. 1 formed on an inner surface of a first
tube according to an embodiment not part of the in-
vention;
FIG. 8 shows a cross-sectional view of the pair of
fill-line indicators of FIG. 2 formed on an inner surface
of a first tube according to an embodiment part of
the invention;
FIG. 9 shows a cross-sectional view of the thin line
fill-line of FIG. 3 formed on an inner surface of a first
tube according to an embodiment not part of the in-
vention;
FIG. 10 shows a cross-sectional view of the wide
band fill-line of FIG. 1 formed on an outer surface of
a first tube according to an embodiment not part of
the invention;
FIG. 11 shows a cross-sectional view of the pair of
fill-line indicators of FIG. 2 formed on an outer sur-
face of a first tube according to an embodiment not
part of the invention;
FIG. 12 shows a cross-sectional view of the thin line
fill-line of FIG. 3 formed on an outer surface of a first
tube according to an embodiment not part of the in-
vention;
FIG. 13 shows a cross-sectional view of the wide
band fill-line of FIG. 1 formed on an inner surface of
a single tube according to an embodiment not part
of the invention;
FIG. 14 shows a cross-sectional view of the pair of
fill-line indicators of FIG. 2 formed on an inner surface
of a single tube according to the invention;
FIG. 15 shows a cross-sectional view of the thin line
fill-line, of FIG. 3 formed on an inner surface of a
single tube according to an embodiment not part of
the invention; and
FIG. 16 shows a perspective view of a double-open
ended tube according to another embodiment not
part of the invention.

DETAILED DESCRIPTION OF THE INTENTION

[0015] For purposes of the description hereinafter,
spatial or directional terms shall relate to the invention
as it is oriented in the drawing figures. However, it is to
be understood that the invention may assume various
alternative variations, except were expressly specified to
the contrary. It is also to be understood that the specific
components illustrated in the attached drawings, and de-
scribed in the following specification, are simply exem-
plary embodiments of the invention. Hence, specific di-
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mensions and other physical characteristics related to
the embodiments disclosed herein are not to be consid-
ered as limiting.
[0016] Reference is now made to FIGS. 1-3 which
show a perspective view of a collection container, gen-
erally indicated as 10, such as a biological fluid specimen
collection container. The container 10, comprises a tu-
bular member having an opening 12, a closed bottom
14, and a sidewall 16 extending circumferentially be-
tween the opening 12 and the closed bottom 14 to form
a tube. The container 10 has a predetermined internal
volume capable of receiving a specimen sample therein.
A fill-line indicator, generally indicated as 18, is posi-
tioned on the sidewall 16. This fill-line indicators 18 com-
prises an upper line 34 and a lower line 36 spaced a
predetermined distance 38 from each other. While con-
tainer 10 is described in certain embodiments herein in
the form of a biological fluid collection container such as
a blood collection tube, and in particular, an evacuated
blood collection tube, it is contemplated that embodi-
ments of the invention can be directed to any biological
sample container.
[0017] The container 10 of FIGS. 1-3 have an inner
surface 20 and an outer surface 22. Blood, urine, and/or
other bodily fluids may be collected within the container
assembly 10 for subsequent testing procedures. The
container 10 may comprise, for example, glass or a pol-
ymeric composition, such as polypropylene, nylon, pol-
ystyrene, cyclic olefin copolymer polyethylene teraptha-
late and/or polyethylene. The container may have any
suitable length L and any suitable width W (or diameter)
consistent with its intended use. In one embodiment, the
container 10 represents a collection tube having an ex-
pected fill capacity of from about 1 to about 7 milliliters
(ml), such as about 2.7 ml. In another embodiment, the
container can have an expected fill capacity of about 1.8
ml.
[0018] The container 10 comprises a fill-line indicator
18 integrally formed with the sidewall 16 that corresponds
to a desired or expected specimen fill capacity. In some
embodiments, the desired specimen fill capacity may in-
clude only the specimen. In other embodiments, the de-
sired specific fill capacity may include the specimen and
the additive. The expected fill volume can be defined as
only the volume of the biological fluid, such as blood en-
tering the container or the volume of biological fluid plus
an additive such as a reagent. In other cases, the ex-
pected fill volume can include the volume of the biological
fluid plus a separator (gel or mechanical) and/or the vol-
ume of the biological fluid plus a separator and an addi-
tive.
[0019] The fill-line indicator 18 can indicate a desired
minimum expected fill volume and can correspond to the
meniscus of a liquid specimen contained within container
assembly 10. The fill-fine indicator 18 can be disposed
continuously about the circumference of the sidewall of
the container 10 or alternatively, the fill-line indicator 18
can extend at least partially circumferentially about a por-

tion of the sidewall 16.
[0020] In embodiments disclosed herein, the fill-line in-
dicator 18 provides the container with an indication as to
the expected fill volume for a container 10 when the con-
tainer 10 is positioned vertically, in this case, upright, i.e.,
in a closure-up position- In this manner, the fill-line vol-
ume indicator 18 provides a confirmation as to whether
an amount of sample within the container 10 is the de-
sired or expected fill volume for the container 10. Such
a fill-line indicator 18 is particularly helpful for sample
collection containers, such as for determining whether
the amount of sample within a container matches the
particular predetermined draw volume for the specific col-
lection container. In other embodiments, the fill-line vol-
ume indicator 18 provides an indication as to the desired
or expected fill volume for a container when the container
is positioned in a non-vertical position. For example,
blood collection containers typically include a negative
pressure or vacuum within the interior thereof. A pierce-
able closure 24 is used to cap the containers 10 and
maintain this negative pressure therein, In use, a blood
collection needle accesses a patient’s blood vessel and
is placed in fluid communication with the interior of the
blood collection container 10. The negative pressure
within the container 10 draws a blood sample from the
blood vessel, through the needle and into the interior of
the collection container. Eventually, the pressure within
the collection container 10 is equilibrated with the blood
pressure, at which time no additional sample is drawn
into the collection container. Accordingly, the interior of
the collection container 10 may include a negative pres-
sure to provide sufficient vacuum within the collection
container 10 to ensure that a predetermined volume of
blood is drawn into the container based on that vacuum.
[0021] Further, sample containers 10 may incorporate
specific reagents therein, associated with a desired test
to be performed on the sample. One example of a reagent
includes a citrate. The amount of reagent may be partic-
ularly tailored to the specific expected fill volume of sam-
ple for the container. If the amount of simple drawn into
the container 10 does not match the specific expected
fill volume of the specimen sample and reagent, the re-
agent may not properly react with the sample, thereby
possibly providing inaccurate testing results. The fill-line
indicator 18 provides a mechanism to facilitate ensuring
that the proper volume of sample for reacting with the
reagent in the container is collected within the container
10. For example, long-term storage of evacuated collec-
tion containers can result in reduced vacuum therein,
thereby reducing the draw volume for the container 10.
Moreover, during an initial blood draw, the needle may
include air therein which is displaced into the first collec-
tion container used in the draw. Such air may decrease
the overall fill volume for the container 10, such that an
insufficient amount of blood is drawn into the container
for the reagent contained therein. By providing the fill-
line indicator 18, the user can confirm that the appropriate
amount of sample expected for that container 10 has in
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fact been collected within the container 10 immediately
after the blood draw. Moreover, by providing the fill-line
indicator 18 integral with the container itself, the expected
fill volume is effectively set and is incorporated directly
with the container: without the chance of misalignment
of a separate label identifying the intended or expected
fill volume.
[0022] Still further, the fill-line indicator 18 can provide
confirmation to a lab technician as to whether the volume
contained within a container 10 is the expected fill vol-
ume, particularly for a specific type of container. This
indication may also be useful for confirming whether a
sample has already been removed from the container 10
for analysis.
[0023] In one embodiment the fill-line indicator 18 rep-
resents a portion of sidewall 16 that has a different profile,
surface, texture, etc., and therefore is adapted to diffuse
light passing through the sidewall 15 differently than the
remaining portion of sidewall 16 defining container 10.
[0024] The fill-line indicator 18 may be formed by a
variety of techniques. For example, the fill-line indicator
18 can comprise a ridge that is raised from the sidewall
16 of the assembly, extending circumferentially about the
container 10. The ridge can extend from the surface of
the sidewall 16. In another embodiment, the ridge can
be recessed into the side wall 16 to form a groove. The
height of such a ridge and/or the depth of such a groove
may be any desired amount, so long as the dimensions
of the ridge and/or the groove provide a unique identifier
to the human eye (or some other indication) which differ-
entiates the ridge and/or groove from the sidewall 16 to
represent the fill-line indicator. In a further embodiment,
the fill-line indicator 18 can comprise a colored band that
is distinct from the color of the sidewall 16. In such an
embodiment, sidewall 16 may be a generally transparent
material, with a separate colored band sprayed, sten-
ciled, or otherwise applied to the inner or outer surface
of sidewall 16 to form the fill-line indicator 18.
[0025] Preferably, the fill-line indicator 18 may be
formed during an injection molding process for forming
the container 10. In such a process, a mold core member
cooperates with a mold cavity and plastic material is in-
jected into the cavity between the core and the cavity to
form the tubular member. The fill-line indicator 18 is
formed by providing a roughened or textured surface at
least partially circumventing a perimeter of the core mem-
ber. Accordingly, during the molding process, this rough-
ened surface is imparted to the inner surface of the side-
wall 16 of the container 10. Providing the roughened or
textured surface on the core member, as opposed to the
cavity member of the injection molding device provides
the advantage that it is easier to eject the tube off of the
core. If a textured or roughened surface were provided
in the cavity, such as to provide the fill-line indicator 18
on an outer surface of the sidewall 16, then there is a
chance that the tube may become stuck within the cavity.
As stated above, it is easier to eject the tube from the
core than it is to remove a tube from within a cavity.

[0026] In yet another embodiment, the fill-line indicator
18 may comprise a region of the sidewall 16 that has
been modified by a surface treatment to impart a distinct
visual appearance and/or texture as compared to the re-
mainder of the sidewall 16. In such an embodiment, the
region forming fill-liue indicator 18 may have a translu-
cent or opaque property, with the remainder of the side
wall 16 exhibiting a highly polished transparent appear-
ance. For example, the region of sidewall 16 defining fill-
line indicator 22 may be modified by electrical discharge
machining, etching, or other similar process to impart a
textured appearance as compared to the remainder of
the side wall 16. In one embodiment, a portion of side
wall 16 intended to define fill-line indicator 18 is rough-
ened to define an array of peaks and valleys. For exam-
ple, the roughened portion of sidewall may be formed by
an electrical discharge machining process so as to form
an electrical discharge machining finish. The finished part
then is compared visually with a visual standard, such
as the Charmilles Technologies Company visual surface
standard (Charmilles Technology Company, Lincoln-
shire, IL). Using this standard practice, the roughened
surface defines a finish of, for example, 1.6 to 12.5 mi-
crons and more preferably, a finish of 4.5 to 12.5 microns.
Additionally, the roughened surface may be cross-refer-
enced visually to a Charmilles finish number, such as
between 24 and 42, and, more preferably, between 30
and 42. Such a surface provides fill-line indicator 18 with
a finish which is distinct from the remainder of sidewall
16, such as a polished surface. Accordingly, the surface
defining fill-line indicator 18 diffuses light differently than
the remainder of sidewall 16. In this manner, when a liquid
sample is contained within container 10, a clear visual
indication is observed when the sample is filled to a level
at fill-line indicator 18, due to the difference in light dif-
fused through the side wall 16. It is contemplated that
certain finishes for fill-line indicator 18 may provide an
enlarging effect to the sample when the meniscus of a
fluid level is at the fill-line indicator 18, providing an ap-
parent indication of reaching such level of containment
[0027] The thickness or length of the fill-line indicator
18 along sidewall 16 defining the length of container 10
may be any desired length, provided that, in one embod-
iment, such length represents the suitable range of vol-
ume for a specific test when the fluid meniscus of a sam-
ple contained within container 10 is aligned therewith.
[0028] FIG. 1 shows a fill-line indicator 18 wherein this
fill-line indicator 18 comprises single wide band or line
26 extending at least partially circumferentially about a
portion of the sidewall 16. This single band 26 has a first
predetermined width 28 defined by an upper boundary
30 and a lower boundary 32. The upper boundary 30
defines a maximum expected fill volume. The lower
boundary 32 defines a minimum expected fill volume.
The second predetermined width 28 defines a range of
volumes for the expected fill volume of the collection con-
tainer 10.
[0029] FIG. 2 shows a fill-line indicator 18 according
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to an aspect of the invention wherein this fill-line indicator
18 comprises an upper line 34 and lower line 36 extend-
ing at least partially circumferentially about a portion of
the sidewall 16. The upper line 34 and lower line 36 are
spaced a predetermined distance 38 from each other.
The upper line 34 defines a maximum expected fill vol-
ume. The lower line 36 defines a minimum expected fill
volume. The predetermined distance 38 between the up-
per 34 and lower line 36 defines a range of volume of the
expected fill volume of the collection container 10.
[0030] FIG. 3 shows a fill-line indicator 18 wherein this
fill-line indicator 18 comprises a single thin line 40 ex-
tending at least partially circumferentially about a portion
of the sidewall 16. This single line 40 has a second pre-
determined width 42 corresponding to a minimum volume
of the expected fill volume of the collection container.
[0031] As noted above, specific reagents may be in-
cluded within container 10. Fill-line indicator 18 may
therefore be associated with a specific volume of sample
contained within the container to properly react with such
a reagent. Accordingly, in embodiments of the invention,
container 10 may include an additive, such as sodium
citrate, tri-potassium ethylenediamine tetra-acstate (K3
EDTA), lithium heparin, or the like, which may be added
into container 10 in a liquid format, a spray-dried format,
or some other format
[0032] As shown in FIGS. 4-12, the container assembly
10 can comprise a dual tube-in-tube configuration. This
type of configuration comprises a first tubular member
44 having a first opening 46, a first closed bottom 48, and
a first sidewall 49 extending circumferentially between
the first opening 46 and the first closed bottom 48. The
first tubular member 44 is capable of receiving a speci-
men sample therein The container further comprises a
second tubular member 52 having a second opening 54,
a second closed bottom 56, and a second sidewall 57
extending circumferentially between the second opening
54 and the second closed bottom 56. The first tubular
member 44 is disposed within the second tubular mem-
ber 52. A fill-line indicator 18 is positioned on the second
sidewall. This fill-line indicator 18 comprises an upper
line 34 and a lower line 36 spaced a predetermined dis-
tance 38 from each other. The first tubular member 44
or the inner tube 42, in this instance, has an axial length
that is less than the second tubular member 52 or outer
tube. As a result, a closure 24 can be inserted into the
tops of the container assembly for secure sealing en-
gagement with portions of both the first and second tu-
bular members 44, 52. The outer surface 51 of the first
tubular member 44 and the inner surface 58 of the second
tubular member 52 may be dimensioned to substantially
nest with one another and may be structured in a manner
to prevent foreign matter (such as biological sample) from
entering any space that may exist between the inner sur-
face 58 of the second tubular member 52 and the outer
surface 51 of the first tubular member 44. Such a tube-
in-tube configuration is described in detail in U.S. Patent
No. 6,910,597 to Iskra.

[0033] In a tube-in-tube configuration, differing mate-
rials may be used for each of the tubes, for example, one
tube may comprise glass and another tube may comprise
a polymeric composition to provide improved liquid and
vapor resistance. Alternatively, both tubes may be
formed from a polymeric composition wherein one of the
nested containers may be formed from a material that,
for example, exhibits desirable gas barrier characteris-
tics, and the other of the containers may be formed from
a material that, for example, provides a moisture barrier.
The inner container is formed from a material that has a
proper surface for the specified clinical performance of
the material being stored in the container assembly. Ma-
terials exhibiting desirable gas barrier characteristics in-
clude: acrylic polymers and copolymers, including acry-
lonitrile-butadiene-styrene (ABS), styrene-acrylonitrile
(SAN); ethylene vinyl alcohol (EVA); polyesters; polyeth-
ylene terephthalate (PET); polyethylene terephthalate
glycol (PETG); polyethylene terephthalate naphthalene
(PETN); polyethylene naphthalene (PEN); and engi-
neered thermoplastics, including polycarbonate and
blends thereof. Materials that exhibit desirable moisture
or vapor barrier characteristics include: polyolefins, in-
cluding polyethylene, polypropylene and copolymers
thereof, cyclic olefin copolymers and chloro- and fluoro-
polymers, including polyvinylidene chloride (PVDC), pol-
yvinylidene fluoride (PVDF), polyvinyl fluoride (PVF), and
chlorotrifluoroethylene (CTFE or ACLAR). In one embod-
iment, the inner or first tubular member 44 is formed from
polypropylene (PP), and the outer or second tubular
member 52 is formed from PET.
[0034] The first and second tubular members 44, 52
may be fabricated separately such as by an injection
molding technique, as discussed in detail above, and
subsequently joined. Alternatively, the tubular members
can be dually extruded.
[0035] According to a first embodiment as shown in
FIGS. 4-6, the fill-line indicator 18 can be formed on an
inner surface 58 of the second or outer tubular member
52. FIG. 4 shows the fill-line indicator as a wide band
indicator 26, wherein the indicator 26 is integrally formed
with the inner surface 58 of the second tubular member
52 having a first predetermined width 28 defining a range
for the expected fill volume for the container. FIG. 5
shows the fill-line indicator as an upper line 34 and a
lower line 36, according to an aspect of the invention,
wherein these lines are integrally formed with the inner
surface 58 of the second tubular member to define a
range of volume 38 indicating the expected fill volume of
the container 10. FIG. 6 shows the fill-line indicator as a
single thin line 40, wherein this line 40 is positioned on
an inner surface 58 of the second tubular member 52.
This single thin line 40 has a second predetermined width
42 which indicates the minimum expected fill-line for the
container. As discussed in detail above, it is preferable
to place this fill-line indicator on an inner surface of a tube
when injection molding, as processing and removal of
the molded tube having the indicator thereon is easier.
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Also, it is preferable to place the fill-line indicator on the
outer tube when using, for example, an outer tube formed
from polyethylene terephthalate, as the opacity of the fill-
line provides a greater contrast with this type of material,
than with the inner tube such as when such tube is formed
from a polypropylene material.
[0036] It is further contemplated that such tube-in-tube
container configurations may further include an outer
roughened or textured surface on the inner tube to permit
air to escape from the space between the containers dur-
ing assembly of the inner tube within the outer tube, such
as the enlarged textured top portion shown and described
in the above-mentioned and incorporated U.S. Patent
No. 6,910,597. Such a roughened or textured surface at
the enlarged top portion of the inner tube is separate and
distinct from the textured surface representing the fill-line
indicator such as fill-line indicators 26, 34, 36, 40, which
also represents a roughened or textured surface, but is
spaced from the top portion of the inner tube and is di-
rectly tied to the fill volume of the container, and not in-
tended to function as an assembly feature for escape of
air. The location of the indicator is also positioned with
respect to the desired draw volume (of blood) and the
amount of reagent, wherein the amount of reagent is cho-
sen for the specific draw volume, and the location of the
fill-line indicator 18 correlates to the amount ofdraw vol-
ume and reagent
[0037] According to a second embodiment, as shown
in FIGS. 7-9, the fill-line indicator 18 can be formed on
an inner surface 50 of the first or inner tubular member
44. FIG. 7 shows the fill-line indicator as a wide band
indicator 26, according to a first aspect of the invention,
wherein the indicator 26 is integrally formed with the inner
surface 50 of the first tubular member 44 having a first
predetermined width 28 defining a range for the expected
fill volume for the container. FIG. 8 shows the fill-line in-
dicator as an upper line 34 and a lower line 36, according
to the invention, wherein these lines are integrally formed
with the inner surface 50 of the first tubular member 44
to define a range of volume 38 indicating the expected
fill volume of the container 10. FIG. 9 shows the fill-line
indicator as a single thin line 40, according to a third as-
pect of the invention wherein the line is positioned integral
with inner surface 50 of the first tubular member 44. This
single thin line 40 has a second predetermined width 42
which indicates the minimum expected fill-line for the
container.
[0038] According to a third embodiment, as shown in
FIGS. 10-12, the fill-line indicator 18 can be formed on
an outer surface 51 of the first or inner tubular member
44. FIG. 10 shows the fill-line indicator as a wide band
indicator 26, wherein the indicator 26 is integrally formed
with the outer surface 51 of the first tubular member 44
having a first predetermined width 28 defining a range
for the expected fill volume for the container. FIG. 11
shows the fill-line indicator as an upper line 34 and a
lower line 36, wherein these lines are integrally formed
with the outer surface 51 of the first tubular member 44

to define a range of volume 38 indicating the expected
fill volume of the container 10. FIG. 12 shows the fill-line
indicator as a single thin line 40, wherein the line is po-
sitioned integral with outer surface 50 of the first tubular
member 44. This single thin line 40 has a second prede-
termined width 42 which indicates the minimum expected
fill-line for the container.
[0039] As shown in FIGS. 13-15, the fill-line indicator
18 can be used with other types of containers besides
the tube-in-tube configurations. For example the fill-line
indicator 18 can be used with a single tubular member
60. As shown in FIG. 13, the fill-line indicator 18 can be
formed on an inner surface 61 of the tubular member 60
as a wide band indicator 26, wherein the indicator 26 is
integrally formed with the inner surface 61 of the tubular
member 60 and the indicator has a first predetermined
width 28 defining a range for the expected fill volume for
the container. FIG. 14 shows the fill-line indicator as an
upper line 34 and a lower line 36, according to an aspect
of the invention, wherein these lines are integrally formed
with the inner surface 61 of the tubular member 60 to
define a range of volume 38 indicating the expected fill
volume of the container 10. FIG. 15 shows the fill-line
indicator as a single thin line 40, wherein this line 40 is
positioned on an inner surface 61 of the tubular member
60. This single thin line 40 has a second predetermined
width 42 which indicates the minimum expected fill-line
for the container.
[0040] Although the previously discussed embodi-
ments have been directed to closed end tubular contain-
ers, the use of a fill-line indicator 18 may be used on
double-ended open tubes, such as shown in FIG. 16. In
this embodiment, the container assembly comprises a
tubular member having a first end 70, a second end 72,
and a sidewall 74 extending circumferentially between
the first end 70 and the second end 72. The fill-line indi-
cator 18 comprises an upper line 34 and a lower line 36
spaced a predetermined distance 38 from each other.
The first end 70 and second end 72 may be closed by
closures 24- Although FIG. 16 shows the fill-line indicator
26, the fill-line indicator 18 may comprises any of the fill-
line indicator designs 26, 32, 34, 40.
[0041] While specific embodiments of the invention
have been described in detail, it will be appreciated by
those skilled in the art that various modifications and al-
ternatives to those details could be developed in light of
the overall teachings of the disclosure. For example,
while the fill-lines are described above such that they are
parallel with the circumference of the open end of the
container or container assembly, the fill-line may be dis-
posed on the container or assembly at an angle such that
the volume of a sample can be recognized when the con-
tainer or assembly is at an angle. In addition, while the
fill-lines described above are positioned such that it sur-
rounds the entire circumference of the container or as-
sembly, in some embodiments, the fill-line(s) may sur-
round only a portion of the container or assembly and/or
may be situated in segments (e.g., broken line(s)). More-
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over, while the embodiments describe the inclusion of
fill-line(s) on a container or assembly in the form of one
more tubes, additional types of container structures (such
as collection bags) may employ one or more of the de-
scribed fill-line features.

Claims

1. A biological specimen collection container assembly
(10) comprising:

an outer tubular member (60, 52) having a first
end (12, 54), a second end (14, 56),
and a sidewall (16, 57) extending circumferen-
tially between said first end (12, 54) and said
second end (14, 56), wherein said sidewall (16,
57) has an inner surface (58, 61) and an outer
surface, said outer tubular member (60, 52) ca-
pable of
receiving a specimen sample therein, wherein
the container assembly (10) comprises a fill-line
indicator (18) positioned on an inner surface (61,
58) of
said sidewall (16, 57), said fill-line indicator (18)
comprising an upper line (34) and
a lower line (36), wherein the upper line (34) and
the lower line (36) are spaced a predetermined
distance (38) from each other.

2. A biological specimen collection container assembly
(10) according to claim 1 comprising:

an inner tubular member (44) having an opening
(46);
a closed bottom (48), and a sidewall (49) ex-
tending circumferentially between said opening
(46) and said second closed bottom (48), said
inner tubular member (44) capable of receiving
a specimen sample therein;
said inner tubular member (44) disposed within
said outer tubular member (52, 60).

3. The container assembly of claim 1 wherein the fill-
line indicator comprises a line (26, 36, 40) extending
at least partially circumferentially about a portion of
said inner surface (58, 61) of said outer sidewall (16,
57), said line having a predetermined width (42) cor-
responding to a minimum volume of the expected fill
volume of said collection container.

4. The container assembly of claim 1 wherein said fill-
line indicator (18) is a textured surface capable of
diffusing light and is formed integrally with said inner
surface (58,61) of said outer sidewall (16, 57).

5. The container assembly of claim 1 wherein said min-
imum expected fill volume corresponds with one of

a biological specimen sample to be received within
said container (10) or a biological specimen sample
and a reagent present within the container (10).

6. The container assembly of claim 1 wherein the inner
tubular member (44) defines an internal volume and
the container assembly (10) further includes a
pierceable closure (24) wherein the pressure of the
internal volume is reduced with respect to atmos-
phere.

7. A method of making a specimen collection container
(10) comprising:

molding a tubular member having an opening
(12), a closed bottom (14), and a sidewall (16)
extending circumferentially between said open-
ing (12) and said closed bottom (14), said tubular
member having a predetermined volume for re-
ceiving a specimen sample therein, wherein the
method comprises providing a fill-line indicator
(18) on an inner surface of said sidewall (16),
said fill-line indicator (18) comprising an upper
line (34) and a lower line (36), wherein
the upper line (34) and the lower line (36) are
spaced a predetermined distance (38) from
each other.

Patentansprüche

1. Behälteranordnung (10) zum Sammeln biologischer
Proben, mit:

einem äußeren rohrförmigen Element (60, 52)
mit einem ersten Ende (12, 54), einem zweiten
Ende (14, 56) und einer Seitenwand (16, 57),
welche sich umfangsmäßig zwischen dem ers-
ten Ende (12, 54) und dem zweiten Ende (14,
56) erstreckt, wobei die Seitenwand (16, 57) ei-
ne Innenfläche (58, 61) und eine Außenfläche
aufweist, wobei das äußere rohrförmige Ele-
ment (60, 52) geeignet ist, eine Probe aufzuneh-
men, wobei die Behälteranordnung (10) einen
Füllstandsindikator (18) aufweist, der auf der In-
nenfläche (61, 58) der Seitenwand (16, 57) vor-
gesehen ist, wobei der Füllstandsindikator (18)
eine obere Linie (34) und eine untere Linie (36)
aufweist, wobei die obere Linie (34) und die un-
tere Linie (36) um eine bestimmte Entfernung
(38) voneinander beabstandet sind.

2. Behälteranordnung (10) zum Sammeln biologischer
Proben nach Anspruch 1, mit:

ein inneres rohrförmiges Element (44) mit einer
Öffnung (46);
einem geschlossenen Boden (48) und einer Sei-
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tenwand (49), die sich umfangsmäßig zwischen
der Öffnung (46) und dem zweiten geschlosse-
nen Boden (48) erstreckt, wobei das innere rohr-
förmige Element (44) geeignet ist, eine Probe
aufzunehmen,
wobei das innere rohrförmige Element (44) in
dem äußeren rohrförmigen Element (52, 60) an-
geordnet ist.

3. Behälteranordnung nach Anspruch 1, bei welcher
der Füllstandsindikator eine Linie (26, 36, 40) auf-
weist, welche sich zumindest teilweise umfangsmä-
ßig um einen Bereich der Innenfläche (58, 61) der
äußeren Seitenwand (16, 57) erstreckt, wobei diese
Linie eine vorbestimmte Breite (42) aufweist, welche
einem Mindestvolumen des erwarteten Füllvolu-
mens des Sammelbehälters entspricht.

4. Behälteranordnung nach Anspruch 1, bei welcher
der Füllstandsindikator (18) eine texturierte Fläche
ist, die geeignet ist, Licht zu streuen, und die einstü-
ckig mit der Innenfläche (58, 61) der äußeren Sei-
tenwand (16, 57) ausgebildet ist.

5. Behälteranordnung nach Anspruch 1, bei welcher
das erwartete Mindestfüllvolumen entweder einer in
dem Behälter (10) aufzunehmenden biologischen
Probe oder einer biologischen Probe und einem in
dem Behälter (10) vorhandenen Reagenz ent-
spricht.

6. Behälteranordnung nach Anspruch 1, bei welcher
das innere rohrförmige Element (44) ein Innenvolu-
men begrenzt und die Behälteranordnung (10) fer-
ner einen durchstechbaren Verschluss (24) auf-
weist, wobei der Druck des Innenvolumens gegen-
über dem Umgebungsdruck verringert ist.

7. Verfahren zur Herstellung eines Probensammelbe-
hälters (10) mit den Schritten:

Formen eines rohrförmigen Elements mit einer
Öffnung (12), einem geschlossenen Boden (14)
und einer Seitenwand (16), die sich umfangs-
mäßig zwischen der Öffnung (12) und dem ge-
schlossenen Boden (14) erstreckt, wobei das
rohrförmige Element ein vorbestimmtes Volu-
men zur Aufnahme einer Probe aufweist, wobei
das Verfahren aufweist: das Vorsehen eines
Füllstandsindikators (18) an der Innenfläche der
Seitenwand (16), wobei der Füllstandsindikator
(18) eine obere Linie (34) und eine untere Linie
(36) aufweist, wobei die obere Linie (34) und die
untere Linie (36) um eine bestimmte Entfernung
(38) voneinander beabstandet sind.

Revendications

1. Ensemble récipient de collecte d’échantillon biologi-
que (10) comprenant : un élément tubulaire extérieur
(60, 52) ayant une première extrémité (12, 54), une
seconde extrémité (14, 56) et une paroi latérale (16,
57) s’étendant circonférentiellement entre ladite pre-
mière extrémité (12, 54) et ladite seconde extrémité
(14, 56), dans lequel ladite paroi latérale (16, 57) a
une surface intérieure (58, 61) et une surface exté-
rieure, ledit élément tubulaire extérieur (60, 52) ca-
pable de recevoir un échantillon de prélèvement en
son intérieur, l’ensemble récipient (10) comprenant
un indicateur de remplissage (18) est positionné sur
une surface intérieure (61, 58) de ladite paroi latérale
(16, 57), ledit indicateur de remplissage (18) com-
prenant une ligne supérieure (34) et une ligne infé-
rieure (36) dans laquelle la ligne supérieure (34) et
la ligne inférieure (36) sont espacées l’une de l’autre
d’une distance prédéterminée (38).

2. Ensemble récipient de collecte d’échantillon biologi-
que (10) selon la revendication 1, comprenant :

un élément tubulaire intérieur (44) ayant une
ouverture (46) ;
un fond fermé (48), et une paroi latérale (49)
s’étendant circonférentiellement entre ladite
ouverture (46) et ledit second fond fermé (48),
ledit élément tubulaire (44) étant capable de re-
cevoir un échantillon de prélèvement en son
intérieur ;
ledit élément tubulaire intérieur (44) disposé à
l’intérieur dudit élément tubulaire extérieur (52,
60).

3. Ensemble récipient selon la revendication 1, dans
lequel ledit indicateur de remplissage comprend une
ligne (26, 36, 40) s’étendant au moins partiellement
circonférentiellement autour d’une partie de ladite
surface intérieure (58, 61) de ladite paroi latérale ex-
térieure (16, 57), ladite ligne ayant une largeur pré-
déterminée (42) correspondant à un volume minimal
du volume de remplissage attendu dudit récipient de
collecte.

4. Ensemble récipient selon la revendication 1, dans
lequel ledit indicateur de remplissage (18) est une
surface texturée capable de diffuser de la lumière et
fait partie intégrante de ladite surface intérieure (58,
61) de ladite paroi latérale extérieure (16, 57).

5. Ensemble récipient selon la revendication 1, dans
lequel ledit volume de remplissage minimal attendu
correspond à l’un d’un échantillon de prélèvement
biologique destiné à être reçu à l’intérieur dudit ré-
cipient (10) ou d’un échantillon de prélèvement bio-
logique et d’un réactif présent à l’intérieur du réci-
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pient (10).

6. Ensemble récipient selon la revendication 1, dans
lequel l’élément tubulaire intérieur (44) définit un vo-
lume interne et l’ensemble récipient (10) comprend
en outre une fermeture pouvant être percée (24)
dans lequel la pression du volume interne est réduite
relativement à l’atmosphère.

7. Procédé de fabrication d’un récipient de collecte
d’échantillon (10) comprenant :

le moulage d’un élément tubulaire ayant une
ouverture (12), un fond fermé (14), et une paroi
latérale (16) s’étendant circonférentiellement
entre ladite ouverture (12) et ledit fond fermé
(14), ledit élément tubulaire ayant un volume
prédéterminé destiné à recevoir un échantillon
de prélèvement en son intérieur, dans lequel le
procédé comprend la fourniture d’un indicateur
de remplissage (18) sur une surface intérieure
de ladite paroi latérale (16), ledit indicateur de
remplissage (18) comprenant une ligne supé-
rieure (34) et une ligne inférieure (36) dans le-
quel la ligne supérieure (34) et la ligne inférieure
(36) sont espacées l’une de l’autre d’une distan-
ce prédéterminée (38).
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