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©  Recording  medium  reproducing  device  with  automatic  volume  control. 

©  A  recording  medium  (e.g.  compact  disk)  repro- 
duction  device  with  an  automatic  volume  control 
(7,10),  retrieves  the  current  reproducing  level  in  re- 
sponse  to  a  reproducing  level  memory  command 
and  maintains  this  in  memory  in  a  location  cor- 
responding  to  discriminating  information  for  a  given 
recording  medium.  During  reproduction  the  stored 
reproduction  level  corresponding  to  a  given  record- 
ing  medium  to  be  played  is  read  out  and  set  based 
on  the  discriminating  information. 
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RECORDING  MEDIUM  REPRODUCING  DEVICE  WITH  AUTOMATIC  VOLUME  CONTROL 

vention  will  be  described  in  detail  as  follows,  with 
reference  to  the  drawings. 

Fig.  1  is  a  schematic  block  diagram  showing  a 
multi-disk  player  with  automatic  volume  control  as 

5  an  example  of  the  recording  medium  reproduction 
device  with  automatic  volume  control  of  the  present 
invention.  In  the  figure,  a  magazine  1  arranges  and 
houses  six  disks  D1  =  D6,  for  example,  one  after 
another  with  a  predetermined  pitch.  Six  trays  (not 

io  shown)  which  carry  disks  are  provided  in  a  manner 
so  that  they  are  freely  projectable  and  retractable 
with  respect  to  the  main  body  of  the  magazine. 
The  magazine  1  is  freely  attachable  and  detacha- 
ble  on  a  predetermined  mounting  part  of  the  player 

75  main  body.  One  of  the  six  disks  Di  to  D6  placed  on 
the  six  respective  trays  provided  in  the  magazine  1 
is  retrieved  by  a  disk  retrieval  and  transport 

.mechanism  2,  and  then  carried  onto  a  turntable  4 
fixed  to  the  rotary  shaft  of  a  spindle  motor  3  where 

20  it  is  clamped. 
The  disk  retrieval  and  transport  mechanism  2 

has  a  thrusting  member  which  thrusts  out  a  tray  in 
the  magazine  1  and  moves  a  disk  on  the  tray  to 
the  turntable  4.  A  clamping  mechanism  which 

25  clamps  the  disk  when  it  is  moved  by  the  thrusting 
mechanism  onto  the  turntable  4,  and  a  moving 
plate  which  changes  the  relative  position  in  the 
arranging  direction  of  the  housed  disks  of  the 
thrusting  member  with  respect  to  the  magazine  1 

30  are  also  provided  in  the  disk  retrieval  and  transport 
mechanism.  In  addition,  a  sensor  which  detects  the 
position  of  the  moving  plate,  action  of  the  clamping 
mechanism  and  the  like  is  disposed  in  the  disk 
retrieval  and  transport  mechanism. 

35  In  the  disk  retrieval  and  transport  mechanism  2 
the  moving  plate  and  the  thrusting  member  are 
driven  by  motors  Ma  and  Mb,  respectively.  Selec- 
tion  of  a  disk  is  made  possible  by  changing  the 
position  of  the  thrusting  member  through  shifting  of 

40  the  moving  plate.  The  specific  structures  of  the 
magazine  1  and  the  disk  retrieval  and  transport 
mechanism  2  are  disclosed  in  detail  in  Japanese 
Patent  Laid  Open,  Gazette  No.  62-14369. 

Recorded  information  in  a  disk  rotated  by  the 
45  spindle  motor  3  is  read  by  a  pickup  5,  and  after  the 

RF  signal  which  is  read  therefrom  is  demodulated 
in  a  demodulation  and  correction  circuit  6  and 
subjected  to  processing  such  as  error  correction,  it 
is  supplied  to  an  electronic  volume  control  device  7 

50  which  is  a  level  adjusting  means.  An  audio  signal 
whose  reproduction  level  is  set  in  the  electronic 
volume  7  is  reproduced  by  a  speaker  9  through  an 
amplifier  8.  The  volume  of  a  reproduced  signal 
issued  from  the  speaker  9  is  determined  by  the 
reproduction  level  set  in  the  electronic  volume  de- 

The  present  invention  relates  to  a  recording 
medium  reproduction  device  with  automatic  volume 
control,  and  more  particularly,  to  a  disk  recording 
medium  reproduction  device  with  automatic  volume 
control. 

A  multi-disk  player,  for  example,  which  is  ca- 
pable  of  executing  continuous  reproduction  of  mu- 
sic  from  a  plurality  of  disks,  is  known,  wherein  the 
reproduction  of  music  is  programmed  in  an  order 
selected  and  specified  in  advance,  or  is  executed 
in  a  random  fashion  so  that  music  is  played  by 
making  musical  selections  in  accordance  with  ran- 
dom  numbers  or  the  like,  by  previously  setting  the 
volume  for  a  plurality  disks  housed  in  a  magazine. 

The  recording  level  of  disks  may  not  be  the 
same  so  that  when  the  reproduction  level  is  kept 
fixed,  it  results  in  a  variation  of  the  volume  in 
response  to  the  recording  level  of  each  disk.  Here- 
tofore,  in  the  multi-disk  player  the  reproduction 
level  is  kept  fixed  unless  the  user  adjusts  it  so  that 
the  reproduction  level  remains  the  same  even 
when  the  disk  is  changed.  Therefore,  when  the 
recording  level  is  different  for  each  disk  housed  in 
the  magazine,  the  sound  volume  changes  every 
time  the  disk  is  changed  which  is  uncomfortable  for 
the  listener.  Furthermore,  in  order  to  avoid  such 
discomfort,  the  user  had  to  manually  adjust  the 
sound  volume  for  each  disk  change. 

In  view  of  the  foregoing,  it  is  the  object  of  the 
present  invention  to  provide  a  recording  medium 
reproduction  device  with  automatic  volume  control 
which  is  capable  of  automatically  setting  the  vol- 
ume  for  each  recording  medium  during  reproduc- 
tion. 

A  recording  medium  reproduction  device  with 
automatic  volume  control  according  to  the  present 
invention  retrieves  the  current  reproduction  level  in 
response  to  a  reproduction  level  memory  com- 
mand  and  maintains  that  level  in  memory  in  a 
location  corresponding  to  discriminating  information 
for  a  recording  medium,  and  during  reproduction 
the  stored  reproduction  level  corresponding  to  a 
recording  medium  to  be  played  is  read  out  and  set 
based  on  the  discriminating  information. 

Fig.  1  is  a  schematic  block  diagram  showing 
a  multi-disk  player  with  automatic  volume  control  in 
accordance  with  the  present  invention; 

Figs.  2  and  3  are  flow  charts  showing  the 
procedure  for  setting  the  volume  in  the  multi-disk 
player  of  Fig.  1;  and 

Fig.  4  is  a  flow  chart  showing  the  procedure 
for  volume  setting  for  the  single-disk  player. 

The  preferred  embodiment  of  the  present  in- 
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processing  is  performed  to  stop  playing  (step  S14), 
and  then  returns  to  step  S11.  If  it  is  found  to  be 
playing,  a  determination  is  made  whether  or  not  a 
change  of  a  disk  was  specified  by  the  indication  of 

5  a  disk  number  "1"  to  "6"  by  means  of  the  disk 
number  keys  11c  (step  S15),  and  retrieves  the 
specified  disk  number  in  the  case  of  a  direct 
change  (step  S16). 

Subsequently,  it  is  determined  whether  or  not 
w  the  specified  disk  number  coincides  with  the  cur- 

rent  disk  number,  namely,  whether  or  not  the 
specified  disk  is  the  same  one  which  is  currently 
being  played  (step  S17).  When  the  specified  disk 
differs  from  the  disk  currently  being  played,  it  is 

75  determined  whether  or  not  the  reproduction  level  of 
the  specified  disk  is  stored  in  the  memory  12  (step 
S18).  If  it  is  found  that  it  was  already  stored,  the 
reproduction  level  of  the  disk  is  read  out  of  the 
memory  12  and  set,  based  on  the  specified  disk 

20  number  (step  S19),  and  the  device  proceeds  to 
play  that  disk  (step  S20).  When  it  is  determined  in 
step  S17  that  the  specified  disk  is  the  same  as  that 
which  is  currently  being  played,  or  when  it  is 
determined  in  step  S18  that  the  reproduction  level 

25  of  the  specified  disk  is  not  stored  in  the  memory 
12,  the  device  proceeds  as  is  to  step  S20,  and 
starts  playing  with  the  current  reproduction  level 
maintained  as  it  is. 

In  step  S15  when  it  is  determined  that  there  is 
30  no  direct  change  specification,  a  determination  is 

made  whether  or  not  the  music  being  reproduced 
is  completed  (step  S21).  If  the  music  being  repro- 
duced  has  not  yet  completed,  it  returns  to  step 
S11.  When  it  is  found  that  the  music  being  repro- 

35  duced  has  ended,  a  determination  is  made  whether 
or  not  it  is  programmed  playing  (step  S22),  and  if  it 
is  determined  to  be  programmed  playing,  the  disk 
number  for  the  next  step  is  called  up  (step  S23), 
and  then  proceeds  to  step  S17  to  determine  wheth- 

40  er  or  not  the  disk  to  be  played  next  is  the  same  as 
that  currently  being  played.  Following  this,  steps 
S18  to  S20  described  above  will  be  executed. 

In  step  S22,  when  it  is  determined  that  it  is  not 
programmed  playing,  a  determination  is  made 

45  whether  or  not  it  is  random  playing  (step  S24),  and 
if  it  is  determined  to  be  random  playing,  the  disk 
number  to  be  randomly  played  next  is  called  up 
(step  S25),  and  then  proceeds  to  step  S17  to 
determine  whether  or  not  the  disk  to  be  played 

so  next  is  the  same  as  that  currently  being  played. 
Following  this,  actions  for  steps  S18  to  S20  de- 
scribed  above  will  be  executed. 

When  a  determination  is  made  in  step  S24  that 
the  device  is  not  in  a  random  play  mode,  a  deter- 

55  mination  is  made  whether  or  not  the  music  of  the 
disk  now  being  played  is  completed  (step  S26), 
and  if  it  is  found  that  it  is  not  completed  yet,  the 
device  returns  to  step  S1  1  .  When  music  of  the  disk 

vice  7.  Setting  of  the  reproduction  level  is  carried 
out  in  a  controller  10. 

The  controller  10  consists  of  a  microcomputer 
which  controls  the  electronic  volume  device  7  in 
order  to  adjust  the  reproduction  level  in  response 
to  activation  of  a  volume  up/down  key  11a  in  a 
control  unit  11.  In  addition,  when  a  reproduction 
level  memory  command  is  issued  as  a  result  of 
activation  of  a  memory  key  11b,  the  reproduction 
level  at  that  time  is  retrieved  from  the  electronic 
volume  device  7,  and  stored  in  a  memory  such  as 
a  RAM,  which  corresponds  to  discriminating  in- 
formation  of  a  disk  such  as  disk  number  (which  is 
input  through  a  disk  number  key  11c)  which  shows 
the  order  in  which  the  disks  are  housed  in  the 
magazine  1.  During  reproduction,  the  controller  10 
reads  the  reproduction  level  corresponding  to  the 
disk  to  be  played  from  the  memory  12  based  on 
the  disk  number,  and  controls  the  electronic  vol- 
ume  device  7  so  that  the  signal  which  is  output 
coincides  with  the  reproduction  level  which  was 
read  out.  Furthermore,  the  controller  10  executes 
various  controls  required  for  continuous  playing, 
programmed  playing  or  random  playing,  and  also 
controls  the  motors  Ma  and  Mb  discussed  pre- 
viously  via  driving  circuits  13  and  14. 

Next,  the  procedure  performed  by  the  proces- 
sor  of  the  controller  10  for  storing  the  reproduction 
level  will  be  described  with  reference  to  the  flow 
chart  in  Fig.  2. 

When  the  processor  detects  activation  of  the 
volume  up/down  key  11a  of  the  control  part  11 
(step  S1),  it  controls  the  electronic  volume  device  7 
in  order  to  raise  or  lower  the  reproduction  level 
(step  S2).  Next,  when  activation  of  the  memory  key 
11b  to  issue  a  reproduction  level  memory  com- 
mand  is  detected  (step  S3),  confirmation  that  there 
was  an  input  through  the  volume  up/down  key  11a 
is  performed  (step  S4).  If  confirmed,  then  the  re- 
production  level  at  that  the  time  is  stored  in  the 
memory  12  at  a  location  corresponding  to  the  disk 
number  (step  S5).  Here,  it  is  assumed  that  the  disk 
numbers  have  been  specified  beforehand  by  the 
disk  number  keys  11c  "1"  to  "6"  prior  to  the 
setting  of  the  reproduction  level. 

Next,  referring  to  the  flow  chart  in  Fig.  3,  the 
procedure  for  automatically  setting  the  volume 
based  on  the  reproduction  level,  which  has  been 
stored  for  each  disk  according  to  the  procedure  set 
forth  above,  will  be  described. 

The  processor  first  determines  whether  or  not 
the  magazine  1  is  loaded  (step  S11),  and  if  it  is 
found  that  it  is  not  loaded,  clears  the  memory  in 
which  the  reproduction  level  is  to  be  stored  (step 
S12),  and  returns  to  step  S11.  If,  on  the  other  hand, 
the  magazine  1  is  loaded,  a  determination  is  made 
whether  or  not  the  device  is  playing  (step  S13), 
and  if  it  is  found  that  the  device  is  not  playing, 
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for  use  as  discriminating  information  for  the  cas- 
sette  tape. 

Furthermore,  in  each  of  the  embodiments  in 
the  foregoing,  it  is  assumed  that  the  reproduction 

5  level  is  stored  corresponding  to  the  discriminating 
information  of  each  recording  medium.  However,  it 
is  also  possible  to  store  the  recording  level  along 
with  the  program  for  each  playing  program. 

As  described  in  the  foregoing,  according  to  the 
ro  recording  medium  reproduction  device  with  auto- 

matic  volume  control  of  the  present  invention,  it  is 
possible  to  set  the  volume  automatically  for  each 
recording  medium,  by  retrieving  the  current  re- 
production  level  in  response  to  a  reproduction  level 

rs  memory  command,  and  maintaining  it  stored  in  a 
location  corresponding  to  discriminating  information 
for  recording  medium,  and  during  reproduction 
reading  and  setting  the  stored  reproduction  level 
corresponding  to  the  recording  medium  to  be 

20  played  based  on  the  discriminating  information. 
Therefore,  the  nuisance  to  the  user  of  having  to 
adjust  the  volume  every  time  the  recording  me- 
dium  is  changed,  can  be  eliminated,  and  the  de- 
vice  becomes  very  convenient  to  use. 

25  In  particular,  in  a  recording  medium  reproduc- 
tion  device  with  automatic  volume  control  for  play- 
ing  music  by  automatically  changing  the  recording 
medium,  when  the  recording  level  is  different  from 
one  recording  medium  to  another,  discomfort  dur- 

30  ing  listening  due  to  a  change  in  the  volume  which 
occurs  at  every  change  of  the  recording  medium 
can  be  eliminated,  by  setting  the  reproduction  level 
for  each  recording  medium  in  advance. 

currently  being  played  ends,  the  number  of  next 
disk  to  be  played  is  retrieved  (step  S27),  then  the 
device  proceeds  to  step  S17  to  determine  whether 
or  not  the  disk  to  be  played  next  is  the  same  as 
that  currently  being  played.  After  these  steps, 
steps  S18  to  S20  described  above  will  be  ex- 
ecuted. 

In  this  manner,  the  present  invention  eliminates 
the  nuisance  for  the  user  in  adjusting  the  volume 
every  time  he  changes  a  disk,  by  setting  reproduc- 
tion  level  for  each  disk  and  storing  it  in  advance  in 
a  location  in  memory  corresponding  to  the  disk 
number,  and  during  reproduction  selecting  the 
stored  reproduction  level  based  on  the  disk  number 
thereby  automatically  setting  the  volume  for  each 
disk.  Accordingly,  when  the  recording  level  is  dif- 
ferent  for  each  disk  housed  in  the  magazine  1,  for 
example,  reproduction  can  be  executed  with  con- 
stant  volume  without  the  need  to  adjust  the  volume 
at  every  disk  change,  by  setting  and  storing  the 
reproduction  level  of  each  disk  in  advance.  There- 
fore,  any  discomfort  the  listener  might  experience 
due  to  volume  change  at  each  disk  change  can  be 
eliminated.  In  addition,  in  dubbing  a  disk,  there  is 
no  need  to  fine-tune  the  recording  level  at  every 
disk  change.  On  the  contrary,  effective  reproduc- 
tion  of  music  can  be  enjoyed  because  a  volume 
suitable  to  the  program  contents  can  be  set  auto- 
matically  by  arbitrarily  varying  the  reproduction  lev- 
els  in  response  to  the  program  contents  of  the 
disks. 

It  should  be  noted  that  although  the  present 
invention  has  been  described  in  conjunction  with  a 
multi-disk  player,  it  can  be  applied  also  to  a  single- 
disk  player.  In  the  case  of  the  single-disk  player, 
one  needs  only  to  use  TOC  (Table  of  Contents) 
information  read  from  each  disk  as  discriminating 
information,  and  store  the  reproduction  level  and 
TOC  information  as  a  pair  for  each  disk.  During 
reproduction,  the  device  proceeds  as  shown  in  Fig. 
4.  Namely,  after  executing  setup  processing  for  the 
loaded  disks  (step  S31),  reading  the  TOC  informa- 
tion  of  the  disks  (step  S32),  it  determines  whether 
or  not  the  reproduction  level  of  the  disk  discrimi- 
nated  by  the  TOC  information  read  out,  is  stored 
(step  S33).  When  it  is  stored,  the  stored  reproduc- 
tion  level  is  read  out  and  set  based  on  the  TOC 
information  (step  S34),  and  then  the  device  pro- 
ceeds  to  subsequent  search  and  play  operations. 
When  the  reproduction  level  for  a  disk  to  be  played 
is  not  stored,  it  proceeds  to  search  and  play  oper- 
ations  with  the  reproduction  level  that  is  set  in  the 
electronic  volume  device  7  at  that  time. 

Moreover,  the  recording  medium  reproduction 
device  with  automatic  volume  control  is  not  limited 
to  disk  players,  and  may  be  applied  to  tape  decks. 
In  the  case  of  a  tape  deck,  a  bar  code,  for  exam- 
ple,  may  be  disposed  on  each  side  of  the  cassette 

35 
Claims 

1.  A  device  for  reproducing  information  from  a 
recording  medium  also  having  discriminating  in- 

40  formation  with  automatic  volume  control  compris- 
ing: 
level  adjusting  means  for  adjusting  the  reproduc- 
tion  level  of  a  signal  read  from  said  recording 
medium; 

45  memory  means; 
memory  control  means  for  retrieving  a  current  re- 
production  level  of  said  level  adjusting  means  in 
response  to  a  reproduction  level  memory  com- 
mand,  and  storing  said  current  reproduction  level  in 

so  said  memory  means  in  a  location  corresponding  to 
said  discriminating  information  for  said  recording 
medium;  and 
level  setting  means  for  setting  said  reproduction 
level  of  said  level  adjusting  means  to  said  stored 

55  current  reproduction  level  which  corresponds  to  a 
recording  medium  to  be  played  by  reading  said 
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stored  current  reproduction  level  from  said  memory 
means  based  on  said  discriminating  information 
during  reproduction. 

2.  A  recording  medium  reproducing  device  as 
recited  in  Claim  1,  wherein  said  recording  medium  5 
reproducing  device  is  a  disk  player. 

3.  A  recording  medium  reproducing  device  as 
recited  in  Claim  2,  wherein  said  disk  player  is  a 
multi-disk  player. 

4.  A  recording  medium  reproducing  device  as  m 
recited  in  Claim  3,  wherein  said  discriminating  in- 
formation  is  a  number  designating  one  of  a  plurality 
of  disks  loaded  in  said  multi-disk  player. 

5.  A  recording  medium  reproducing  device  as 
recited  in  Claim  2,  wherein  said  disk  player  is  a  is 
single  disk  player,  and  said  discriminating  informa- 
tion  is  table  of  contents  data  read  from  a  disk 
loaded  therein. 

5.  A  recording  medium  reproducing  device  as 
recited  in  Claim  1,  wherein  said  recording  medium  20 
reproducing  device  is  a  tape  deck. 

6.  A  recording  medium  reproducing  device  as 
recited  in  Claim  1  ,  wherein  said  level  setting  means 
sets  said  reproduction  level  of  said  level  adjusting 
means  to  a  previously  set  reproduction  level  when  25 
the  reproduction  level  for  a  recording  medium  to 
be  played  has  not  been  stored  in  said  memory 
means. 

7.  A  recording  medium  reproducing  device  with 
automatic  volume  control  comprising:  30 
level  adjusting  means  for  adjusting  the  reproduc- 
tion  level  of  a  signal  read  from  said  recording 
medium; 
memory  means; 
memory  control  means  for  retrieving  a  current  re-  35 
production  level  of  said  level  adjusting  means  in 
response  to  a  reproduction  level  memory  com- 
mand,  and  storing  said  current  reproduction  level  in 
said  memory  means  in  a  location  corresponding  to 
discriminating  information  for  said  recording  me-  40 
dium;  and 
level  setting  means  for  setting  said  reproduction 
level  of  said  level  adjusting  means  to  said  stored 
current  reproduction  level  which  corresponds  to  a 
selection  on  said  recording  medium  to  be  played  45 
by  reading  said  stored  current  reproduction  level 
from  said  memory  means  based  on  said  dis- 
criminating  information  during  reproduction. 
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