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©  Exhaust  gas  stream  accelerator  for  internal  combustion  engine  and  suction  type  air  cooling 
mechanism  for  internal  combustion  engine  using  the  same  accelerator. 

©  An  exhaust  gas  stream  accelerator  for  an  inter- 
nal  combustion  engine  represented  by  a  gasoline  or 
Diesel  engine  accelerates  an  exhaust  gas  stream 
exhausted  from  the  engine,  and  a  mechanism  for 
forcibly  air  cooling  an  internal  combustion  engine  by 
the  accelerator,  has  an  acceleration  unit  provided  in 
an  exhaust  gas  conduit  connected  at  one  end  to  the 
exhaust  gas  system  of  the  engine  and  opened  at  the 
other  with  the  atmosphere  to  convert  the  energy  of 
the  exhaust  gas  stream  into  velocity  by  passing  it 
through  the  acceleration  unit  to  remarkably  acceler- 
ate  the  velocity  of  the  exhaust  gas  stream  to  reduce 
its  back  pressure,  to  stabilize  its  rotating  speed,  to 
increase  the  torque,  to  perform  other  effects,  thereby 

^   improving  the  performance  and  the  efficiency  of  the 
internal  combustion  engine,  and  simultaneously  suck 

<v>  the  air  by  means  of  high  negative  pressure  gen- 
Oerated  by  the  high  speed  acceleration  to  forcibly  air 
CO  cool  the  internal  combustion  engine  by  the  negative 

pressure  air  stream. 
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EXHAUST  GAS  STREAM  ACCELERATOR  FOR  INTERNAL  COMBUSTION  ENGINE  AND  SUCTION  TYPE  AIR 
COOLING  MECHANISM  FOR  INTERNAL  COMBUSTION  ENGINE  USING  THE  SAME  ACCELERATOR 

FIELD  OF  THE  INVENTION 

This  invention  relates  to  an  accelerator  for  ac- 
celerating  an  exhaust  gas  stream  in  an  internal 
combustion  engine  and  an  air  cooling  mechanism 
for  forcibly  cooling  an  inner  core  directly  with  suc- 
tion  atmospheric  air  by  means  of  said  accelerator. 

DESCRIPTION  OF  THE  PRIOR  ART 

Gas  produced  by  combustion  in  an  internal 
combustion  engine  is  exhausted  into  the  atmo- 
sphere  through  an  exhaust  gas  conduit.  The  ve- 
locity  of  an  exhaust  gas  stream  is  high  over  a  sonic 
velocity,  such  as  650  to  800  m/sec.  immediately 
after  the  exhaust  gas  is  exhausted  from  a  cylinder, 
but  rapidly  attenuated  and  stabilized  at  approx.  200 
m/sec. 

In  a  gasoline  engine  for  an  automobile,  for 
example,  a  catalyst,  a  silencer  and  the  like  are 
provided  in  necessity  for  an  exhaust  gas  pollution 
remedy  and  a  noise  countermeasure,  and  an  ex- 
haust  gas  stream  is  exhausted  by  thereby  deceler- 
ating  the  velocity. 

As  a  result,  a  back  pressure  becomes  exces- 
sive  in  an  exhaust  gas  conduit,  resulting  in  a  de- 
crease  in  an  engine  efficiency,  a  rise  in  exhaust 
gas  temperature,  thereby  damaging  the  exhaust 
gas  conduit  or  affecting  adverse  influence  of  high 
temperature  to  the  periphery  of  an  exhaust  section. 

The  present  inventor  has  studies  to  except 
solutions  of  the  above-described  problems  and  fur- 
ther  several  problems  of  an  internal  combustion 
engine  in  terms  of  controlling  an  exhaust  gas 
stream.  The  several  problems  include  an  instability 
of  rotation  of  a  high  speed  engine  for  a  conven- 
tional  automobile  at  the  time  of  low  speed  rotation, 
exhaust  of  high  temperature  exhaust  gas  stream,  a 
decrease  in  charging  efficiency  due  to  the  resis- 
tance  of  a  catalyst  and  a  silencer,  and  a  remark- 
able  increase  in  exhaust  of  detrimental  components 
at  the  time  of  real  traveling  even  if  the  exhaust  of 
the  detriments  is  restricted  at  an  idling  time,  etc. 

As  a  result  of  the  above-mentioned  studies,  it 
has  been  confirmed  that  significant  effects  are  pre- 
sented  in  various  fields  by  accelerating  the  velocity 
of  exhaust  gas  by  a  suitable  method.  The  suitable 
method  contains,  for  example,  a  contrivance  of 
directly  accelerating  an  exhaust  gas  stream  without 
depending  upon  a  motor  drive  for  consuming  an 

engine  output  or  an  elimination  of  a  decrease  again 
in  the  velocity  of  the  accelerated  exhaust  gas 
stream. 

An  internal  combustion  engine  which  employs 
5  an  air  cooling  type  is  known,  and  frequently  used 

for  small  size  and  small  heat  generation.  As  the 
size  of  the  engine  is  increased,  a  liquid  cooling 
type  engine  using  coolant,  such  as  water  is  mostly 
employed.  However,  the  boiling  temperature  of  the 

10  liquid  is  lower  than  the  heating  temperature  of  the 
engine.  Since  the  heating  temperature  of  the  en- 
gine  has  small  difference  from  the  ambient  tem- 
perature  when  the  engine  is  rotated,  if  a  load  is 
increased  or  the  engine  is  continuously  rotated  at  a 

rs  high  speed,  the  coolant  immediately  arrives  at  the 
boiling  point  to  cause  the  engine  to  feasibly  over- 
heat.  Other  disadvantages  of  the  liquid  cooling  type 
engine  include  a  complicated  structure,  necessity 
of  sealing  for  preventing  liquid  from  leaking  at 

20  temperature  change  of  approx.  100  degrees  C, 
necessity  of  managing  coolant  quantity,  and  com- 
ponents  to  be  complicated  for  maintenance. 

However,  means  for  lowering  the  coolant  liquid 
temperature  in  the  liquid  cooling  type  engine  is  a 

25  radiator,  in  which  heat  exchange  from  the  air  oc- 
curs.  The  mean  atmospheric  temperature  is  ap- 
prox.  20  *  C,  or  approx.  50  °  C  under  the  most  se- 
vere  condition.  This  is  much  lower  than  the  boiling 
point  of  the  coolant  in  the  conventional  cooling 

30  type,  and  there  is  a  possibility  of  infinitive  availabil- 
ity.  The  present  inventor  has  advanced  studies  and 
developments  of  technique  from  this  standpoint  by 
air  cooling  directly  the  inner  core  of  an  engine. 

As  a  result,  it  is  discovered  that  the  system  of 
35  directly  cooling  the  inner  core  of  an  engine  not  by 

natural  cooling  type  like  a  conventional  air  cooling 
but  forcibly  air  cooling  is  excellent,  thereby  com- 
pleting  a  suction  type  air  cooling  system.  This 
system  has  a  feature  of  directly  introducing  at- 

40  mospheric  air  to  a  section  corresponding  to  the 
jacket  of  a  liquid  cooling  engine  to  air  cool  the 
engine  to  form  negative  pressure  or  vacuum  by  the 
energy  of  exhaust  gas  stream.  Therefore,  when  the 
exhaust  gas  energy  is  low,  suction  negative  pres- 

45  sure  is  low,  and  the  suction  negative  pressure  is 
increased  by  following  to  the  increase  in  the  ex- 
haust  gas  energy. 

Further,  the  present  invention  has  discovered 
in  the  progress  of  studies  and  tests  for  the  suction 

so  type  forcibly  air  cooling  system  of  the  present 
invention  the  fact  that,  in  order  to  efficiently  and 
effectively  form  the  negative  pressure,  the  mount- 
ing  position  of  a  negative  pressure  generator,  the 
structure  of  the  negative  pressure  generator  and 
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:he  process  of  negative  pressure  air  stream  are 
mportant,  thereby  necessarily  enhancing  remark- 
ably  the  velocity  of  negative  pressure  air  stream. 
Wore  specifically,  suction  energy  is  extremely  in- 
creased  by  accelerating  extremely  the  negative 
aressure  air  stream.  According  to  the  experiments, 
t  is  accelerated  to  the  stage  of  obtaining  a  velocity 
sxceeding  a  sonic  velocity  at  the  time  of  operating 
an  engine  at  a  high  speed. 

SUMMARY  OF  THE  INVENTION 

Accordingly,  a  primary  object  of  this  invention 
is  to  provide  an  exhaust  gas  stream  accelerator  for 
an  internal  combustion  engine  in  which  the  exhaust 
gas  stream  is  self-accelerated  to  accelerate  the 
sxhaust  gas  stream  at  a  velocity  faster  than  a 
normal  velocity,  thereby  reducing  a  back  pressure, 
controlling  a  load  to  solve  the  above-mentioned 
various  problems. 

Further,  another  object  of  this  invention  is  to 
provide  a  suction  type  air  cooling  mechanism  for 
sufficiently  forcibly  air  cooling  by  negative  pressure 
air  stream  accelerated  at  a  high  velocity  by  using 
said  accelerator. 

The  above  object  of  the  invention  can  be 
achieved  by  an  exhaust  gas  stream  accelerator  for 
an  internal  combustion  engine  having  an  exhaust 
gas  conduit  for  exhausting  exhaust  gas  stream 
exhausted  from  the  combustion  chamber  of  the 
internal  combustion  engine  into  the  atmosphere 
comprising  one  or  more  stages  of  acceleVation 
units  for  self-accelerating  the  velocity  of  an  exhaust 
gas  stream  at  the  downstream  of  the  exhaust  gas 
conduit  applied  with  resistance  of  f  the  exhaust  gas 
conduit  itself  and/or  load  resistance  of  a  catalyst,  a 
silencer  or  the  like  provided  in  the  exhaust  gas 
conduit. 

The  exhaust  gas  conduit  includes  an  exhaust 
pipe  called  in  an  automotive  engine,  an  accelera- 
tion  unit  provided  at  the  lowermost  downstream  of 
the  exhaust  system  to  self-accelerate  the  exhaust 
gas  stream  by  passing  it  through  the  acceleration 
unit  even  without  aid  of  power. 

The  other  object  of  the  invention  can  be  also 
achieved  by  a  suction  type  air  cooling  mechanism 
for  an  internal  combustion  engine  composed  to  air 
cool  an  engine  body  by  introducing  the  atmo- 
spheric  air  sucked  by  a  negative  pressure  gener- 
ator  provided  in  an  exhaust  gas  system  to  the 
engine  body  comprising  at  least  one  stage  of  ac- 
celeration  unit  reduced  in  its  passage  sectional 
area  and  provided  in  the  flowing  direction  of  ex- 
haust  gas  stream  in  the  exhaust  gas  system,  an  air 
inlet  port  provided  in  the  vicinity  of  each  accelera- 
tion  unit,  in  such  a  manner  that  the  rear  volume 

from  the  acceleration  unit  is  increased,  and  a  duct 
provided  in  a  casing  covered  thereon  to  be  con- 
nected  at  the  rear  end  thereof  to  the  casing  for 
exhausting  the  engine  cooled  atmospheric  air. 

5  The  air  inlet  is  provided  at  the  rear  of  one  or 
more  stages  of  acceleration  units,  and  it  is  most 
preferable  to  uniformly  provide  a  plurality  of  open- 
ings  circumferentially. 

The  negative  pressure  generator  is  provided  in 
w  the  engine  exhaust  gas  system,  and  positioned 

generally  at  the  downstream  having  small  rear  re- 
sistance,  and  at  the  downstream  from  a  muffler,  if 
the  muffler  is  provided,  and  particularly  at  the 
lowermost  downstream  at  the  belt.  This  is  because 

75  it  prevents  the  accelerated  negative  pressure  air 
stream  from  again  receiving  resistance  by  the  muf- 
fler  to  decelerate  the  velocity  of  the  negative  air 
stream  to  decrease  the  suction  energy. 

The  negative  pressure  generators  are  com- 
20  posed  of  multiple  stages.  For  example,  in  case  of 

three  stages,  first,  second  and  third  negative  pres- 
sure  generators  are  sequentially  disposed  longitu- 
dinally  from  the  upstream  side.  Since  the  volume 
of  the  suction  atmospheric  air  introduced  through 

25  the  duct  is  added  immediately  after  the  respective 
acceleration  units,  the  volumes  of  the  first  accelera- 
tion  unit  is  larger  than  the  second  acceleration  unit, 
the-  third  acceleration  unit  is  sequentially  larger  in 
volume  than  the  second  acceleration  unit,  thereby 

30  setting  a  plurality  of  stages  of  suction  acceleration 
streams. 

The  acceleration  units  described  above  are 
formed  by  providing  throats  in  the  exhaust  gas 
passage.  The  throat  may  be  formed,  for  example, 

35  in  a  venturi  tube  structure  in  which  the  sectional 
area  of  the  exhaust  gas  stream  passage  is  altered, 
a  structure  in  which  the  passage  sectional  area  is 
not  altered,  but  acceleration  is  generated  in  accor- 
dance  with  the  shape  of  an  intermediate,  or  a 

40  combination  of  them.  One  or  more  throats  are 
formed  along  the  exhaust  gas  stream. 

BRIEF  DESCRIPTION  OF  THE  DRAWINGS 
45 

Fig.  1  is  an  explanatory  view  of  an  entire 
internal  combustion  engine  having  an  exhaust  gas 
stream  accelerator  for  an  internal  combustion  en- 

50  gine; 
Fig.  2  is  a  schematic  view  showing  an  inter- 

nal  combustion  engine  and  two  types  of  accelera- 
tors  selectively  combined  with  the  internal  combus- 
tion  engine; 

55  Fig.  3  is  a  partial  sectional  view  of  first 
example  of  an  acceleration  unit  throat; 

Fig.  4  is  a  sectional  view  of  a  second  exam- 
ple  of  an  acceleration  unit  throat; 
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Fig.  5  is  a  partial  front  view  of  Fig.  4; 
Fig.  6  is  a  partial  sectional  view  of  third 

sxampie  of  an  acceleration  unit; 
Fig.  7  is  a  partial  front  view  of  the  third 

sxampie; 
Fig.  8  is  a  concept  view  of  an  entire  suction 

type  air  cooling  mechanism; 
Fig.  9  is  a  sectional  view  of  an  engine  body; 
Fig.  10  is  an  exploded  perspective  view  of 

an  accelerator; 
Fig.  11  is  a  side  explanatory  view  of  the 

accelerator 
Fig.  12  is  a  longitudinal  sectional  view  of  the 

accelerator. 

DESCRIPTION  OF  THE  PREFERRED  EMBODI- 
MENTS 

This  invention  will  be  described  in  detail  with 
reference  to  the  drawings.  Fig.  1  shows  an  internal 
combustion  engine  having  an  accelerator  of  this 
invention.  Numeral  1  denotes  an  internal  combus- 
tion  engine  body,  numeral  2  denotes  an  exhaust 
gas  conduit,  numeral  3  denotes  an  acceleration  unit 
in  which  loads  4,  such  as  a  catalyst  4i  ,  a  silencer 
42  are  provided  in  the  exhaust  gas  conduit  2,  and 
provided  at  the  rear  of  the  loads.  It  avoids  the 
defect  that,  when  the  accelerator  is  disposed  be- 
fore  the  load  of  an  intermediate  stream,  acceler- 
ated  exhaust  gas  stream  is  again  decelerated  by 
the  loads. 

The  accelerator  is  schematically  shown  in  Fig. 
2,  and  selected  in  various  structures  as  shown  in 
detail  in  Figs.  3  to  7 

First  type  is  an  acceleration  unit  3  having  a 
sole  throat  5  in  a  direction  of  an  exhaust  gas 
stream  line,  the  throat  5  is  gradually  reduced  in  the 
sectional  area  of  an  exhaust  gas  passage  6,  and 
formed  of  a  throttle  tube  7  for  converting  kinetic 
energy  of  the  exhaust  gas  stream  into  a  velocity. 

As  shown  in  detail  in  Fig.  3,  a  structure  for 
sucking  in  vacuum  the  air  is  also  formed  in  the 
acceleration  unit  3,  air  inlets  81,  82,  83  are  formed 
immediately  after  first,  second  and  third  throats  5i  , 
52,  53.  Thus,  when  the  exhaust  gas  stream  is 
accelerated,  the  air  is  simultaneously  accelerated 
to  be  sucked  at  three  stages  by  the  strong  negative 
pressure  formed  as  a  result  of  the  acceleration. 
The  throats  are  increased  in  volumes  sequentially 
by  double,  and  so  formed  that  the  exhaust  gas 
stream  is  exhausted  smoothly  together  with  the 
sucked  air  stream  from  a  tail  tube  9.  The  inlets  81 
to  83  are  preferably  formed  with  an  angle  9  so  as 
to  accelerate  the  introduction  of  the  air.  Numeral  1  0 
denotes  a  casing. 

The  air  stream  introduced  by  means  of  the 

negative  pressure  may  be  utilized  for  various  utili- 
ties.  For  example,  when  the  accelerated  exhaust 
gas  stream  and  the  air  stream  are  collided  at  an 
extremely  high  speed,  detrimental  components, 

5  such  as  CO,  NOx  contained  in  the  exhaust  gas  can 
be  significantly  reduced.  This  is  considered  from 
the  result  that,  vigorous  turbulence  is  generated  by 
the  collision  so  that  the  components  in  the  exhaust 
gas  are  chemically  reacted  with  the  air.  In  this 

70  case,  it  is  recognized  a  phenomenon  that  a  large 
quantity  of  water  is  produced.  The  other  utility 
includes  the  use  of  suction  air  stream,  for  example, 
to  air  cool  an  engine  or  to  drive  a  turbo-super- 
charger. 

75  An  acceleration  unit  3  shown  in  Fig.  4  is  of 
type  in  which  suitable  number  of  acceleration  units 
11  of  blade  sectional  shape  are  interposed  in  par- 
allel  with  the  exhaust  gas  stream  line  and  a  plural- 
ity  of  throats  13i,  132,..  are  formed  in  a  passage 

20  12.  In  this  case,  the  sectional  area  of  passing  the 
exhaust  gas  stream  of  the  passage  is  reduced,  but 
the  acceleration  by  the  blade  type  acceleration  unit 
11  utilizes  a  phenomenon  that  the  exhaust  gas  is 
passed  along  the  surface  of  the  acceleration  unit  to 

25  be  accelerated.  The  blade  sectional  shape  may 
include  a  high  speed  type,  or  a  type  adapted  for 
acceleration,  but,  in  order  to  avoid  the  adverse 
influence  of  generating  a  shock  wave,  the  accelera- 
tion  units  11  may  be  optionally  disposed  by  lon- 

30  gitudinally  displacing  them. 
An  acceleration  unit  duct  14  for  forming  a  pas- 

sage  is  formed  in  a  circular  section,  or  in  a  rectan- 
gular  section  as  shown  in  Fig.  5,  and  an  accelera- 
tion  curved  surface  15  is  formed  on  the  inner  wall 

35  (Fig.  2). 
Figs.  6  to  8  show  the  type  in  which  an  accel- 

eration  unit  3  is  composed  in  combination  with  a 
throttle  tube  17  and  a  spinning  acceleration  unit  16, 
a  throat  18  is  formed  between  the  throttle  tube  17 

40  and  the  acceleration  unit  16,  and  the  acceleration 
unit  16  is  set  to  the  center  by  a  supporting  blade 
19. 

The  acceleration  units  3  described  above  may 
be  provided  in  multiple  stages  in  a  flowing  direc- 

45  tion.  In  Fig.  2,  numeral  20  denotes  a  combustion 
chamber,  numeral  21  denotes  a  suction  port,  nu- 
meral  22  denotes  an  exhaust  port,  numeral  23 
denotes  a  cylinder,  and  numeral  24  denotes  a 
jacket.  In  the  case  of  liquid  cooling  type,  coolant 

50  liquid  is  circulated.  However,  when  the  air  is  for- 
cibly  sucked  by  the  negative  pressure  into  the 
jacket  24  in  the  example  of  Fig.  3,  it  becomes  an 
air  jacket.  Numeral  25  denotes  a  piston. 

When  the  accelerator  of  this  invention  is  asso- 
55  ciated  in  the  exhaust  gas  conduit  2  of  the  internal 

combustion  engine,  the  exhaust  gas  stream  ex- 
hausted  from  the  combustion  engine  is  remarkably 
accelerated  by  the  passage  through  throats  5  and 

4 
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11  in  the  acceleration  unit  3  to  again  recover  the 
relocity  of  the  exhaust  gas  stream  decelerated  by 
he  resistances  of  the  loads,  such  as  a  catalyst,  a 
silencer  provided  in  the  exhaust  gas  system  and 
he  exhaust-  gas  conduit  itself,  and  further  acceler- 
ated. 

Since  the  exhaust  gas  stream  is  accelerated  at 
he  lowermost  downstream  of  the  exhaust  gas  con- 
juit  2  as  described  above,  the  stream  of  the  up- 
stream  area  is  sucked  toward  the  downstream.  As 
i  result,  the  velocity  of  the  exhaust  gas  stream 
steadily  fed  from  the  combustion  chamber  is  al- 
ways  accelerated  toward  the  direction  for  accelerat- 
ng  the  exhaust  into  the  atmosphere. 

Therefore,  its  back  pressure  does  not  become 
sxcessive,  it  becomes  a  load  at  the  time  of  low 
speed  rotation  to  introduce  a  torque,  and  the  accel- 
sration  of  deceleration  is  increased  proportionally 
:o  the  increase  in  the  kinetic  energy  of  the  exhaust 
gas  stream. 

Since  the  exhaust  gas  stream  accelerator  of 
this  invention  performs  an  effect  of  remarkably 
accelerating  the  velocity  of  the  exhaust  gas  stream, 
It  can  stably  accelerate  the  exhaust  of  the  exhaust 
gas  into  the  atmosphere,  stabilizes  the  operation 
by  applying  a  torque  at  the  time  of  low  speed 
rotation  to  prevent  the  back  pressure  from  becom- 
ing  excessive,  thereby  improving  its  charging  effi- 
ciency,  almost  eliminates  detrimental  components 
of  the  exhaust  gas  by  the  collision  with  the  air  at 
high  speed,  thereby  remarkably  improving  the  per- 
formance  of  the  internal  combustion  engine. 

Then,  an  embodiment  of  a  suction  type  air 
cooling  mechanism  for  an  internal  combustion  en- 
gine  using  the  above-described  exhaust  gas  stream 
accelerator  will  be  described  in  detail.  In  Figs.  8  to 
12,  numeral  110  denotes  an  engine  body  in  which 
the  air  cooling  mechanism  of  this  invention  is  ex- 
ecuted,  numeral  120  denotes  an  atmospheric  air 
inlet,  numeral  130  denotes  a  duct  for  discharging 
heated  air  after  heat  exchanging,  numeral  140  de- 
notes  a  negative  pressure  generator,  provided  at 
the  downstream  of  the  muffler  151  of  an  exhaust 
gas  conduit  150.  Numeral  160  denotes  a  reverse 
silencer.  An  air  jacket  101a,  101b,  101c,  101d,.., 
are  so  provided  in  the  engine  body  110  as  to 
surrounded  the  periphery  of  heat  generators,  such 
as  a  cylinder  111,  a  piston  112,  a  cylinder  head 
113,  etc.  The  air  fed  from  the  atmospheric  air  inlet 
120  and  purified  by  a  filter  121  is  introduced 
through  an  air  inlet  tube  1  22  and  one  or  more  ports 
123  into  all  air  jackets  101a,...  A  conduct,  i.e.,  an  air 
discharge  duct  130  for  discharging  the  air  after 
heat  exchanging  is  connected  to  the  air  jackets 
101a,  .... 

The  accelerator  is  shown  in  Figs.  10  to  12,  and 
has  an  acceleration  cylinder  170  and  a  casing  180. 
The  acceleration  cylinder  170  has  a  tapered  tube 

172  throttled  in  diameter  at  minimum  rrom  tne 
large  diameter  section  of  the  front  end  connected 
by  a  connector  171  to  the  muffler  151,  a  first 
acceleration  unit  141,  a  first  air  inlet  173,  a  second 

5  acceleration  unit  142,  a  second  air  inlet  172,  a  third 
acceleration  unit  143,  a  third  air  inlet  175,  and  a 
connector  144  disposed  longitudinally  sequentially, 
and  a  tail  tube  190  connected  at  the  tail.  Numeral 
181  denotes  an  opening  formed  at  the  casing  180, 

'o  connected  through  a  connector  pipe  182  to  a  re- 
verse  flow  preventing  silencer  160. 

The  volume  Vi  of  the  first  acceleration  unit  141 
is  set  to  the  necessary  volume  to  throttle  the  ex- 
haust  gas  stream  velocity  to  the  minimum  by  a 

f5  tapered  tube  172  to  obtain  a  first  acceleration 
stream.  The  volumes  of  the  second  and  third  accel- 
eration  units  of  the  embodiment  are  increased  in  a 
relations  of  V2  =  AVi,  V3  =  BV2  (A  =  B  =  2).  The 
coefficients  A,  B  may,  of  course,  take  another  ar- 

io  bitrary  numeric  values.  The  inner  diameter  of  the 
tail  tube  190  is  larger  than  that  of  the  third  accel- 
eration  unit  143.  The  first  to  third  air  inlets  173, 
174,  174  are  preferably  formed  with  forwarding 
angle  9,  which  is  large  than  "0"  to  be  less  than 

25  90°  ,  and  preferably  10  to  30°  .  The  numbers  of  the 
openings  and  the  diameter  of  the  opening  of  the 
inlets  173  to  175  are  so  set  as  to  introduce  the 
external  air  stream  from  the  air  discharge  duct  130 
at  a  high  speed. 

30  In  the  case  of  a  4-cycle  gasoline  engine  for  a 
motor  cycle  having  750cc  of  displacement,  prefer- 
able  results  are  obtained  by  10  to  40mm  of  the 
diameter  of  the  first  acceleration  unit,  50  to  300mm 
of  the  tail  tube  length.  In  the  case  of  3  stage 

35  acceleration  as  shown,  the  velocities  of  the  air 
stream  in  the  connector  pipe  182  and  the  air  inlets 
1  73  to  1  75  exceeded  sonic  velocity. 

The  muffler  151  and  the  reverse  silencer  160 
have  a  type  in  which  triple  and  single  bypass 

40  passages  are  provided  at  the  periphery  of  the  main 
passage  to  expansion  silence  it.  The  reverse  si- 
lencer  160  has  a  check  valve  161  for,  preventing 
the  reverse  flow  of  exhaust  gas  sound  from  the 
negative  pressure  generator  140  from  occurring 

45  and  momentary  pressure  from  pulsating.  Numeral 
152  denotes  a  low  speed  torque  generator  pro- 
vided  at  the  rear  end  of  the  muffler  151  to  throttle 
the  exhaust  gas  passage  in  the  muffler  151  to 
obtain  a  torque  at  a  low  speed.  A  cooling  fan  153  is 

so  originally  eliminated,  but  if  it  is  provided,  it  serves 
to  cool  the  exterior  of  the  engine. 

In  the  above-described  air  cooling  mechanism, 
when  the  engine  body  110  is  operated,  the  exhaust 
gas  stream  exhausted  from  the  exhaust  gas  con- 

55  duit  150  is  accelerated,  negative  pressure  of  the 
magnitude  responsive  to  the  velocity  is  formed  in 
the  negative  pressure  generator  140.  As  a  result, 
the  flow  of  cooling  air  directed  from  the  atmo- 

5 
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spheric  air  inlet  120  through  the  jackets  101a,.., 
and  the  discharge  duct  130  toward  the  negative 
pressure  generator  140  is  forcibly  generated,  there- 
by  air  cooling  the  engine  as  predetermined. 

In  this  case,  the  negative  pressure  generator 
140  quickly  accelerates  at  first  stage  in  the  first 
acceleration  unit  141  continued  to  the  tapered  tube 
172,  then  sequentially  accelerates  at  high  speed 
over  three  stages  in  the  second  and  third  accelera- 
tion  units  142,  143.  Accordingly,  it  is  accelerated  at 
high  speed  exceeding  sonic  velocity  in  the  state 
accelerated  at  the  maximum  to  increase  the  ex- 
haust  gas  flow  rate,  and  the  negative  pressure 
arrives  at  approx.  3  bar.  More  specifically,  in  case 
of  experiments,  an  energy  of  penetrating  40  to  80 
sheets  of  tissue  paper  is  obtained  at  the  connection 
port  of  the  connector  pipe  182  to  the  reverse 
silencer  160.  This  strong  suction  action  is  obtained 
by  highly  accelerating  by  utilizing  the  exhaust  gas 
stream. 

According  to  this  invention  as  described  above, 
the  purpose  of  accelerating  the  negative  air  stream 
in  the  suction  type  air  cooling  mechanism  to  an 
ultrahigh  speed  is  performed  to  form  a  necessary 
negative  pressure  by  the  high  speed  air  stream. 
Accordingly,  the  atmospheric  air  suction  effect  is 
remarkably  enhanced.  As  a  result,  the  cooled  air  is 
remarkably  smoothly  exhausted,  low  temperature 
cooling  air  can  be  efficiently  introduced  against  it 
to  prove  the  cooling  effect  by  this  invention.  The 
negative  pressure  necessary  to  suck  the  cooling  air 
is  obtained  by  utilizing  the  exhaust  gas  stream  to 
improve  the  efficiency  of  the  entire  engine  at  the 
maximum.  Because  the  decrease  in  the  utility  effi- 
ciency  of  the  engine  output  by  producing  the  pow- 
er  and  the  rotary  force  from  the  engine  to  rotate 
the  fan  and  forming  the  negative  pressure  is  elimi- 
nated. 

In  the  accelerator  of  this  invention,  the  exhaust 
gas  energy  is  utilized  to  extremely  accelerate  the 
exhaust  gas  stream  in  the  acceleration  unit  to  form 
the  negative  pressure  energy.  Accordingly,  if  the 
formation  of  the  negative  pressure  is  conducted  by 
the  rotation  output  of  the  engine,  it  is  affected  by 
the  rotation  of  the  engine,  but  the  exhaust  energy 
at  the  time  of  operating  the  loads  is  converted  to 
the  suction  energy  as  it  is  by  the  negative  pressure 
generator,  and  air  cooling  effect  responsive  to  the 
actual  operating  state  can  be  obtained.  Further,  the 
exhaust  gas  temperature  is  extremely  effectively 
lowered  by  this  invention,  resulting  in  mixture  of 
large  quantity  of  the  air,  thereby  remarkably  reduc- 
ing  the  detrimental  substance  concentration  in  the 
exhaust  gas. 

Claims 

1.  An  exhaust  gas  stream  accelerator  for  an 
internal  combustion  engine  having  an  exhaust  gas 

5  conduit  for  exhausting  exhaust  gas  stream  exhaust- 
ed  from  the  combustion  chamber  of  the  internal 
combustion  engine  into  the  atmosphere  comprising 
one  or  more  stages  of  acceleration  units  for  self- 
accelerating  the  velocity  of  an  exhaust  gas  stream 

10  at  the  downstream  of  the  exhaust  gas  conduit  ap- 
plied  with  resistance  of  f  the  exhaust  gas  conduit 
itself  and/or  load  resistance  of  a  catalyst,  a  silencer 
or  the  like  provided  in  the  exhaust  gas  conduit. 

2.  An  exhaust  gas  stream  accelerator  for  an 
15  internal  combustion  engine  according  to  claim  1, 

wherein  said  acceleration  unit  comprises  a  throttle 
tube  throat  for  gradually  reduces  the  sectional  area 
of  the  passage  of  the  exhaust  gas  conduit  to  con- 
vert  the  kinetic  energy  of  the  exhaust  gas  stream 

20  into  a  velocity. 
3.  An  exhaust  gas  stream  accelerator  for  an 

internal  combustion  engine  according  to  any  of 
claims  1  and  2,  wherein  said  acceleration  unit 
comprises  a  throat  formed  in  a  blade  sectional  type 

25  acceleration  element  interposed  in  the  passage 
substantially  parallel  to  its  stream  line. 

4.  An  exhaust  gas  stream  accelerator  for  an 
internal  combustion  engine  according  to  claim  1, 
wherein  said  acceleration  unit  comprises  a  throttle 

30  tube  for  gradually  reducing  the  sectional  area  of 
the  exhaust  gas  conduit  passage,  and  a  throat 
made  in  combination  with  an  acceleration  element 
having  a  spinning  unit  disposed  at  the  center  of 
said  throttle  tube. 

35  5.  A  suction  type  air  cooling  mechanism  for  an 
internal  combustion  engine  composed  to  air  cool 
an  engine  body  by  introducing  the  atmospheric  air 
sucked  by  a  negative  pressure  generator  provided 
in  an  exhaust  gas  system  to  the  engine  body 

40  comprising  at  least  one  stage  of  acceleration  unit 
reduced  in  its  passage  sectional  area  and  provided 
in  the  flowing  direction  of  exhaust  gas  stream  in 
the  exhaust  gas  system,  an  air  inlet  port  provided 
in  the  vicinity  of  each  acceleration  unit,  in  such  a 

45  manner  that  the  rear  volume  from  the  acceleration 
unit  is  increased,  and  a  duct  provided  in  a  casing 
covered  thereon  to  be  connected  at  the  rear  end 
thereof  to  the  casing  for  exhausting  the  engine 
cooled  atmospheric  air. 

so  6.  A  suction  type  air  cooling  mechanism  using 
said  accelerator  claimed  in  claim  5,  wherein  two  or 
more  stages  of  said  acceleration  unit  are  disposed 
longitudinally  in  such  a  manner  that  the  front  accel- 
eration  unit  has  larger  volume  than  that  of  the  rear 

55  acceleration  unit. 

6 
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7.  An  accelerating  mechanism  according  to  any 
)f  claims  5  and  6,  wherein  a  plurality  of  said  air 
nlets  are  uniformly  provided  immediately  after 
iach  acceleration  unit. 

8.  An  accelerating  mechanism  according  to  any  5 
)f  claims  5  and  6,  wherein  last  acceleration  unit 
jomprises  a  tail  tube  having  a  sectional  area  larger 
han  that  of  its  passage  at  the  rear. 

9.  An  accelerating  mechanism  according  to  any 
jf  claims  6  and  8,  wherein  a  silencer  with  a  reverse  10 
low  preventing  unit  of  exhaust  sound  and  pulsating 
lir  stream  is  provided  between  a  casing  and  an  air 
discharge  duct. 
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