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(54) Electronic mirror and method for displaying image using the same

(57) An electronic mirror and a method for displaying
an image using the electronic mirror are provided. The
electronic mirror may include a display unit, a detecting
unit and a control unit. The detecting unit may receive a
signal transmitted from the outside. The control unit may
control the detecting unit and the display unit to display
the signal received at the detecting unit on the display
unit as an image. The image displayed on the display
unit may be output from the electronic mirror through the
detecting unit. The electronic mirror may further include
a reflecting unit. A light from the outside may pass through
the detecting unit and the display unit and then be re-
flected on the reflecting unit. The reflected light may be
output from the electronic mirror through the display unit
and the detecting unit.
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Description

BACKGROUND OF THE INVENTION

[0001] Exemplary embodiments relate to an electronic
mirror and a method for displaying an image using the
electronic mirror.
[0002] A human body emits electromagnetic waves in
various wavelength bands. Analysis of electromagnetic
waves emitted from a human body may give information
of the physical condition of each part of the human body.
For example, an object having a temperature emits an
infrared (IR) ray with a wavelength corresponding to the
temperature. Thus, IR rays emitted from a human body
may be used to recognize the change of body tempera-
ture or the change in temperature of local skin, which
may be used to find a health condition and to check a
degree of fatigue.
[0003] A terahertz wave may pass through various
kinds of dielectric substances such as paper and plastic
since it has a relatively longer wavelength than IR. Thus,
terahertz waves emitted from a human body may be used
to diagnose diseases not identified by the naked eyes,
for example a progression of tooth decay, skin cancer
and breast cancer. Also, the terahertz waves may be
used to analyze, for example, a dielectric constant or
refractive index of cells.

SUMMARY OF THE INVENTION

[0004] Exemplary embodiments provide an electronic
mirror capable of receiving a signal naturally emitted from
a human body or object or a signal reflected from the
human body or object to display the received signals as
an image, and a method for displaying an image using
the electronic mirror.
[0005] According to an exemplary embodiment, there
is provided an electronic mirror.
The electronic mirror may include a display unit which
outputs an image; a detecting unit positioned in proximity
to one side of the display unit and made of a transparent
material, the detecting unit receiving a signal; and a con-
trol unit which controls the detecting unit and the display
unit such that the signal received at the detecting unit is
output as an image on the display unit.
[0006] According to another exemplary embodiment,
the electronic mirror may further include a reflecting unit
which is positioned in proximity to the other side of the
display unit and reflects a light passing through the de-
tecting unit and the display unit.
[0007] According to an exemplary embodiment, there
is provided a method for displaying an image. The meth-
od for displaying an image may include receiving a signal
at a detecting unit; displaying an image corresponding
to the signal received at the detecting unit on a display
unit; and outputting the image displayed on the display
unit through the detecting unit.
[0008] According to another exemplary embodiment,

the method for displaying an image may further include
reflecting a light passing through the detecting unit and
the display unit; and outputting the reflected light through
the display unit and the detecting unit.

BRIEF DESCRIPTION OF THE DRAWINGS

[0009] The above and other features and advantages
of example embodiments will become more apparent by
describing in detail example embodiments with reference
to the attached drawings. The accompanying drawings
are intended to depict example embodiments and should
not be interpreted to limit the intended scope of the
claims. The accompanying drawings are not to be con-
sidered as drawn to scale unless explicitly noted.

FIG. 1 is a schematic view showing an electronic
mirror according to example embodiments;
FIGS. 2A and 2B are schematic views showing a
display unit included in an electronic mirror according
to example embodiments;
FIG. 3 is a perspective view showing a detecting unit
included in an electronic mirror according to example
embodiments;
FIG. 4 is an exploded perspective view showing a
display unit included in an electronic mirror according
to example embodiments; and
FIG. 5 is a perspective view showing a reflecting unit
included in an electronic mirror according to example
embodiments.

DETAILED DESCRIPTION

[0010] Detailed example embodiments are disclosed
herein. However, specific structural and functional details
disclosed herein are merely representative for purposes
of describing example embodiments. Example embodi-
ments may, however, be embodied in many alternate
forms and should not be construed as limited to only the
embodiments set forth herein.
[0011] Accordingly, while example embodiments are
capable of various modifications and alternative forms,
embodiments thereof are shown by way of example in
the drawings and will herein be described in detail. It
should be understood, however, that there is no intent to
limit example embodiments to the particular forms dis-
closed, but to the contrary, example embodiments are to
cover all modifications, equivalents, and alternatives fall-
ing within the scope of example embodiments. Like num-
bers refer to like elements throughout the

description of the figures.

[0012] It will be understood that, although the terms
first, second, etc. may be used herein to describe various
elements, these elements should not be limited by these
terms. These terms are only used to distinguish one el-
ement from another. For example, a first element could
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be termed a second element, and, similarly, a second
element could be termed a first element, without depart-
ing from the scope of example embodiments. As used
herein, the term "and/or" includes any and all combina-
tions of one or more of the associated listed items.
[0013] It will be understood that when an element is
referred to as being "connected" or "coupled" to another
element, it may be directly connected or coupled to the
other element or intervening elements may be present.
In contrast, when an element is referred to as being "di-
rectly connected" or "directly coupled" to another ele-
ment, there are no intervening elements present. Other
words used to describe the relationship between ele-
ments should be interpreted in a like fashion (e.g., "be-
tween" versus "directly between", "adjacent" versus "di-
rectly adjacent", etc.).
[0014] The terminology used herein is for the purpose
of describing particular embodiments only and is not in-
tended to be limiting of example embodiments. As used
herein, the singular forms "a", "an" and "the" are intended
to include the plural forms as well, unless the context
clearly indicates otherwise. It will be further understood
that the terms "comprises", "comprising,", "includes"
and/or "including", when used herein, specify the pres-
ence of stated features, integers, steps, operations, ele-
ments, and/or components, but do not preclude the pres-
ence or addition of one or more other features, integers,
steps, operations, elements, components, and/or groups
thereof.
[0015] It should also be noted that in some alternative
implementations, the functions/acts noted may occur out
of the order noted in the figures. For example, two figures
shown in succession may in fact be executed substan-
tially concurrently or may sometimes be executed in the
reverse order, depending upon the functionality/acts in-
volved.
[0016] FIG. 1 is a schematic view showing an electron-
ic mirror according to example embodiments.
[0017] Referring to FIG. 1, the electronic mirror may
include a detecting unit 10, a display unit 20 and a control
unit 40. The detecting unit 10 may be a device for receiv-
ing signals emitted from an object or human body. The
signal may be an electromagnetic wave in a predeter-
mined wavelength band. For example, the detecting unit
10 may receive signals, in infrared (IR) or terahertz band,
naturally emitted from an object or human body.
[0018] The electronic mirror may further include an os-
cillating unit 50 that generates an oscillation signal having
a predetermined or reference wavelength. The detecting
unit 10 may emit the oscillation signal generated by the
oscillating unit 50 to the outside and receive the oscilla-
tion signal which is reflected by an outside object or hu-
man body and returned. Depending on wavelength
bands, the signal naturally emitted from an object or hu-
man body may have a relatively weak intensity. Thus, an
object or human body may be imaged by transmitting an
oscillation signal to the outside using the oscillating unit
50 and receiving the reflected signal from the object or

human body.
[0019] The signal received at the detecting unit 10 may
be transmitted to the control unit 40. The control unit 40
may generate a control signal based on the received sig-
nal at the detecting unit 10 and operate the display unit
20 using the generated control signal. As a result, the
signal received at the detecting unit 10 may be displayed
on the display unit 20 as an image. For example, the
signal received at the detecting unit may be displayed on
the display unit 20 as an image pattern with different
colors depending on wavelength, intensity or phase of
the signal.
[0020] The display unit 20 may be a device for display-
ing an image. For example, the display unit 20 may in-
clude, for example, a cathode ray tube (CRT), a liquid
crystal display (LCD), a plasma display panel (PDP), a
reflective display panel, an electrochromic display, a na-
no dot display, a quantum dot display, an organic light
emitting diode (OLED), or other suitable display devices.
The control unit 40 may be configured as a circuit or com-
putational device suitable for operating the display unit
20.
[0021] The detecting unit 10 may be positioned in prox-
imity to one side of the display unit 20. The image dis-
played on the display unit 20 may be output from the
electronic mirror through the detecting unit 10. For this
purpose, the detecting unit 10 may be partially or entirely
made of a transparent material.
[0022] The signal received at a specific region of the
detecting unit 10 may be displayed on the display unit 20
at a corresponding region. Thus, if a human body or ob-
ject is located in proximity to the detecting unit 10, an
image may be displayed at a region of the display unit
20 corresponding to the location of the human body or
object.
[0023] Through the aforesaid configuration, an image
corresponding to a signal of an object or human body
located in proximity to the electronic mirror may be dis-
played on the electronic mirror. For example, a signal in
the IR or terahertz band emitted or reflected from a hu-
man body may be displayed as an image. A user may
observe his/her image through the electronic mirror in
real time based on the signal in the IR or terahertz band.
[0024] Meanwhile, the electronic mirror may include a
communication unit 70 for transmitting the signal re-
ceived at the detecting unit 10 to the outside. The com-
munication unit 70 may be a device for wired or wireless
communication. For example, the communication unit 70
may be a device for transmitting or receiving a signal
using, for example, a local area network (LAN), radio
frequency (RF), Bluetooth, Zigbee or wireless Internet
(e.g., Wi-Fi). Signals in the IR or terahertz band emitted
from a human body may be utilized as data for diagnosing
health status. Thus, the signal received at the detecting
unit 10 may be transmitted to, for example, a medical
institution through the communication unit 70 for more
precise analysis.
[0025] According to example embodiments, the elec-
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tronic mirror may include a reflecting unit 30 positioned
at a side opposite to the side where the detecting unit 10
is located with reference to the display unit 20. The re-
flecting unit 30 may be a device for reflecting an incident
light. At this time, the display unit 20 may be switched
between a first state of displaying an image and a second
state of not displaying an image. For example, a user
may switch the state of the display unit 20 by means of
a specific mechanical or electrical input.
[0026] In case the display unit 20 is in the first state,
the signal received at the detecting unit 10, or information
corresponding to the received signal, may be displayed
as an image on the display unit 20. Thus, an external
light may not reach the reflecting unit 30. However, if the
display unit 20 is in the second state, an image is not
displayed on the display unit 20, so a light from an object
or human body may reach the reflecting unit 30 through
the detecting unit 10 and the display unit 20. The light
reaching the reflecting unit 30 may be reflected thereon
and output from the electronic mirror through the display
unit 20 and the detecting unit 10 again. Thus, a user may
observe a reflected figure of an object or human body
using the electronic mirror.
[0027] FIG. 2A is a schematic view showing a state in
which an image is displayed on the display unit of an
electronic mirror according to example embodiments.
[0028] Referring to FIG. 2A, an object 1000 may be
located in proximity to the electronic mirror. The object
may be any object or, for example, a human body. If a
signal naturally emitted from the object 1000 or reflected
from the object 1000 is received at the detecting unit 10,
the display unit 20 may output the received signal, or
information corresponding to the received signal, as an
image 2000. As mentioned above, the detecting unit 10
may be partially or entirely made of a transparent material
such that the image 2000 output from the display unit 20
may pass through the detecting unit 10.
[0029] As a result, using the electronic mirror, a user
may see an image corresponding to the signal emitted
or reflected from an object. For example, if a user is lo-
cated in front of the electronic mirror, the user may see
images corresponding to signals in the IR or terahertz
band emitted or reflected from his/her body as an image.
The signals in IR or terahertz band emitted or reflected
from a human body may be related to health status of
each organ. Thus, the user may self-diagnose health sta-
tus of his/her body using the electronic mirror.
[0030] FIG. 2B is a schematic view showing a state in
which an image is not displayed on the display unit of an
electronic mirror according to example embodiments.
[0031] Referring to FIG. 2B, the display unit 20 may
be partially or entirely made of a transparent material in
a state where an image is not displayed. Thus, a light
from the object 1000 may pass through the detecting unit
10 and the display unit 20. The light passing through the
detecting unit 10 and the display unit 20 may be reflected
on the reflecting unit 30 to form a mirror image 3000.
Thus, the electronic mirror may be used similarly to a

common mirror.
[0032] FIG. 3 is a perspective view showing an exam-
ple configuration of the detecting unit included in an elec-
tronic mirror according to example embodiments.
[0033] Referring to FIG. 3, the detecting unit 10 may
include a substrate 11, and at least one detector 12 on
the substrate 11. The substrate 11 may be made of a
transparent material such as glass. The detector 12 may
be a device for receiving a signal in a desired wavelength
band. The at least one detector 12 may be arranged in
an array pattern. Since the detecting unit is configured
with at least one detector 12 arranged in an array pattern,
a specific location of the detecting unit 10 at which the
signal is received may be specified.
[0034] The detector 12 may include a pair of antennas
121 and 122 electrically separated from each other. If an
electromagnetic wave is propagated to the detector 12,
an electric field may be formed between the antennas
121 and 122 due to the electromagnetic wave. Thus, an
electric signal may be generated from the propagated
electromagnetic wave. The control unit 40 (see FIG. 1)
may be electrically connected between the antennas 121
and 122 to receive signals.
[0035] Antennas 121 and 122 may each be made of a
conductive material. The material of antennas 121 and
122 may also be transparent. For example, each antenna
121 and 122 may be made of indium tin oxide (ITO),
carbon nanotube (CNT), graphene, conductive polymer,
nanofiber, nanocomposite, or other suitable materials.
[0036] In the example illustrated in FIG. 3, the detector
12 which includes spiral antennas 121 and 122. Howev-
er, according to example embodiments the antennas 121
and 122 may be spiral antennas with a different shape
from that shown FIG. 3 including, for example, log-peri-
odic antennas, or other kinds of antennas with suitable
shapes. Alternatively, according to example embodi-
ments the detector 12 may include an IR camera or a
terahertz camera.
[0037] Meanwhile, the detector 12 may further include
a converter 123 electrically connected between the an-
tennas 121 and 122. An electric signal received by each
of the antennas 121 and 122 may be converted into a
signal of other suitable form using the converter 123.
[0038] For example, the converter 123 may convert a
signal received by each the antennas 121 and 122 into
another signal corresponding to an intensity or phase of
the received signal. Also, the converter 123 may include
a PN junction. An electric signal received by the antennas
121 and 122 may be an AC signal. The AC signal may
be converted into a DC signal using the converter 123
with a PN junction. Alternatively, the converter 123 may
include an element for converting an electric signal into
heat, such as a bolometer or a pyrometer.
[0039] Referring to the example is illustrated in FIG. 3,
the converter 123 may be located on the substrate 11.
Alternatively, according to example embodiments, the
converter 123 may be provided out of the substrate 11
and connected to each of the antennas 121 and 122
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through a waveguide. For example, the converter 123
may be provided at the control unit 40 illustrated in FIG. 1.
[0040] Meanwhile, the detector 12 may transmit an os-
cillation signal generated by the oscillating unit 50 illus-
trated in FIG. 1 to the outside. For example, if an oscil-
lation signal is applied between the pair of antennas 121
and 122, an electromagnetic wave may be emitted from
the surface of the antennas 121 and 122. In this case,
the electromagnetic wave emitted from the antennas 121
and 122 may be reflected on an outside object or human
body, and the antennas 121 and 122 may generate an
electric signal using the reflected and returned electro-
magnetic wave.
[0041] FIG. 4 is an exploded perspective view showing
a detailed configuration of the display unit included in an
electronic mirror according to example embodiments.
[0042] Referring to FIG. 4, the display unit 20 may in-
clude a color filter substrate 21, a thin film transistor (TFT)
substrate 22, and a backlight unit 23.
[0043] The backlight unit 23 provides a light for dis-
playing an image. The backlight unit 23 may include a
reflective plate 231 and a lamp 232. The lamp 232 sup-
plies light, and the light emitted from the lamp 232 may
be reflected on the reflective plate 231 and then irradiated
toward the TFT substrate 22. The backlight unit 23 may
be configured with an edge lit structure in which the lamp
232 irradiates light at a side of the reflective plate 231.
[0044] If the reflecting unit 30 illustrated in FIG. 1 is
provided in the electronic mirror, the reflecting unit 30
may execute the same function as a general mirror. The
reflecting unit 30 may function as a mirror using an ex-
ternal light reflected thereon.
[0045] In addition, if the reflecting unit 30 illustrated in
FIG. 1 is provided at the electronic mirror, the reflecting
unit 30 may execute the same function as the backlight
unit 23. According to example embodiments, an image
may be displayed using the light reflected on the reflect-
ing unit 30, so an additional light source such as the lamp
232 may not be required. Thus, if the reflecting unit 30
is provided, the display unit 20 may not have the backlight
unit 23.
[0046] The TFT substrate 22 may include a substrate
221, a pixel region 222 and a TFT 223.
The substrate 221 may be made of a transparent material
such as glass. The pixel region 222 may be arranged in
an array pattern composed of at least one column and
at least one row on the substrate 221. The TFT 223 may
control operation of each pixel region 222. Also, the pixel
region 222 and the TFT 223 may be electrically controlled
by the control unit 40 illustrated in FIG. 1. The control
unit 40 may control the pixel region 222 and the TFT 223
to display on the pixel region 222 an image corresponding
to the signal received at the detecting unit 10 illustrated
in see FIG. 1.
[0047] Referring to FIGS. 3 and 4, the detecting unit
10 may include a plurality of detectors 12. A signal re-
ceived by each detector 12, or information corresponding
to each of the received signals, may be displayed as an

image at a pixel region located in proximity to each de-
tector 12. Depending on the size of the pixel region 222,
an image corresponding to a signal received by one de-
tector 12 may be displayed at a plurality of pixel regions
222. Alternatively, an image corresponding to a signal
received by a plurality of detectors 12 may be displayed
at one pixel region 222.
[0048] The color filter substrate 21 may be positioned
to cover the TFT substrate 22. In order to express a color
of an image, the color filter substrate 21 may have color
filters corresponding to each pixel region 222. In addition,
an electrochromic material may be applied to the color
filter substrate 21 such that the color filter substrate 21
exhibits a color only when an electric field is applied there-
to and the color filter substrate 21 is colorless when there
is no electric field, such that the reflective plate 231 or
the reflecting unit 30 illustrated in FIG. 1 may operate as
a mirror.
[0049] Referring to the example explained above with
reference to FIG. 4, the electronic mirror may have an
LCD-type display. Alternatively, according to example
embodiments , the display unit may be, for example, a
reflective display panel, an electrochromic display, a
CRT, a PDP, a nano dot display, a quantum dot display,
an OLED, or other suitable display devices.
[0050] FIG. 5 is a perspective view showing a detailed
configuration of the reflecting unit included in an example
embodiment of an electronic mirror.
[0051] Referring to FIG. 5, the reflecting unit 30 may
include a substrate 31 and a reflective material 32. The
substrate 31 may be made of a transparent material such
as glass. The reflective material 32 may be formed on
one side of the substrate 31. For example, the reflective
material 32 may be made of silver (Ag). If an image is
not displayed on the display unit 20 illustrated in see FIG.
1, a visible light from an object or human body may pass
through the substrate 31. The light passing through the
substrate 31 may be reflected on the reflective material
32 and output from the electronic mirror.
[0052] While the example embodiments have been
shown and described, it will be understood by those
skilled in the art that various changes in form and details
may be made thereto without departing from the spirit
and scope of this disclosure as defined by the appended
claims.
[0053] Example embodiments having thus been de-
scribed, it will be obvious that the same may be varied
in many ways. Such variations are not to be regarded as
a departure from the intended spirit and scope of example
embodiments, and all such modifications as would be
obvious to one skilled in the art are intended to be includ-
ed within the scope of the following claims.

Claims

1. An electronic mirror, comprising:
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a display unit;
a detecting unit extending across a first side of
the display unit, the detecting unit including a
transparent material, the detecting unit being
configured to receive a signal from an object in
front of the electronic mirror; and
a control unit configured to control the display
unit to output an image viewable through the de-
tecting unit from the first side, the image being
based on the signal received at the detecting
unit.

2. The electronic mirror according to claim 1, further
comprising a reflecting unit extending across a sec-
ond side of the display unit, the reflecting unit being
configured to reflect a light passing through the de-
tecting unit and the display unit back through the
display unit and the reflecting unit.

3. The electronic mirror according to claim 2, wherein
the display unit is made of a transparent material.

4. The electronic mirror according to claim 1, 2 or 3
wherein the detecting unit includes a substrate made
of a transparent material and a plurality of detectors
arranged on the substrate in an array pattern.

5. The electronic mirror according to claim 4, wherein
each of the plurality of the detectors includes an an-
tennawherein the antenna is a spiral antenna or a
log-periodic antenna.

6. The electronic mirror according to claim 4, wherein
each of the plurality of detectors is made of a trans-
parent conductive material.

7. The electronic mirror according to claim 6 wherein
each of the plurality of detectors is made of at least
one selected from a group including indium tin oxide,
carbon nanotube, graphene, conductive polymer,
nanofiber, nanocomposite, and any mixtures there-
of.

8. The electronic mirror according to any preceding
claim, wherein the detecting unit includes an infrared
(IR) camera or a terahertz camera and the signal
includes a signal in an IR or terahertz band.

9. The electronic mirror according to any preceding
claim, further comprising an oscillating unit config-
ured to generate an oscillation signal,
wherein the detecting unit is configured to transmit
the oscillation signal generated by the oscillating unit
to the outside, and receive the oscillation signal
which is reflected from an outside object.

10. The electronic mirror according to claim 1, further
comprising a communication unit configured to

transmit the signal received at the detecting unit.

11. A method for displaying an image, comprising:

receiving a signal at a detecting unit;
displaying an image corresponding to the signal
received at the detecting unit on a display unit;
and
outputting the image displayed on the display
unit through the detecting unit.

12. The method for displaying an image according to
claim 11, further comprising:

reflecting a light passing through the detecting
unit and the display unit; and
outputting the reflected light through the display
unit and the detecting unit.

13. The method for displaying an image according to
claim 11 or 12, further comprising:

transmitting an oscillation signal to the outside
before receiving the signal received at the de-
tecting unit,

wherein the signal received at the detecting unit is
the oscillation signal which is reflected from an out-
side object.

14. The method for displaying an image according to
any of claims 11 to 13, further comprising:

transmitting the signal received at the detecting
unit.

15. The method for displaying an image according to
any of claims 11 to 14,
wherein the signal includes a signal in an IR or ter-
ahertz band.
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