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Description

[0001] The present invention relates generally to a noz-
zle for a turbocharger and, more particularly, to a variable
nozzle device applicable for use in a turbocharger tur-
bine.

BACKGROUND OF THE INVENTION

[0002] Turbochargers for internal combustion engines
are conventionally used in order to reduce the fuel con-
sumption and to increase the output of the internal com-
bustion engine.
[0003] Since internal combustion engines are subject
to widely varying operational states, such as different ro-
tational speeds and load conditions, the turbocharger al-
so experiences differing conditions such as the exhaust
flow rate, operational temperatures, and the like. Further-
more, intake requirements of pressurized intake air dis-
charged from the compressor of the turbocharger differ
in response to the variation of the operational conditions
of the internal combustion engine. At some extremes of
these conditions the operational efficiency of the turbo-
charger is substantially reduced, such as in the choke or
surge conditions
[0004] Therefore, turbochargers have been developed
which enable an adaptation to current operational con-
ditions on the turbine side of the turbocharger. The ad-
aptation to operational conditions on the turbine side in-
cludes, for example, the variation of the geometry of tur-
bine inflow passages.
[0005] The U.S. Pat. No. 4,643,640 proposes a nozzle
for passing a fluid such as exhaust gas, comprising a
plurality of vanes for directing the flow by exerting a swirl
effect to the fluid, and for adjusting the passage area of
the nozzle. In such a structure according to the prior art,
the vanes are supported rotatably in the passage. By
appropriate rotating of the vanes, the swirl effect and/or
the passage area can be set in accordance with the op-
erational requirements.
[0006] In most variable nozzle turbines, vanes are usu-
ally made by either MIM (metal injection molding) or cast-
ing processes. U.S. Publication No. 2007-041832 A1 pro-
poses a rotatably supported vane comprising a sheet
metal contour attached to an outer circumference of a
portion of a shaft.
[0007] CH162526 and GB880903 describe known var-
iable nozzle devices with vanes rotatable about a shaft
axis of rotation.
[0008] There continues to be a need for inexpensive
and effective 10 turbocharger components that provide
for efficient operation and limit wear while minimizing
construction costs. Preferred embodiments of the
present invention satisfy these and other needs, and pro-
vide further related advantages.

SUMMARY OF THE INVENTION

[0009] In various embodiments, the present invention
solves some or all of the needs mentioned above, pro-
viding an efficiently operating turbocharger with an im-
proved vane structure that can be manufactured at low
cost.
[0010] According to a first aspect of the present inven-
tion, a variable nozzle device comprises an annular noz-
zle passage formed by a gap between two opposing wall
members and at least one vane extending in said nozzle
passage. The vane is rotatably supported by a shaft that
is rotatable around a shaft axis of rotation. The vane is
a sheet of material curved to form an outer surface in the
shape of an aerodynamic profile. Although the sheet is
unitary, the vane may be considered to have a first sheet
portion and a second sheet portion, each sheet portion
extendingfrom a leading edge of the vane to a trailing
edge of the vane on an opposite side of the vane (from
the other sheet portion). The vane is attached to the shaft
in an excentered position such that the second sheet
portion extends closer to the shaft axis of rotation than
the first sheet portion.
[0011] Advantageously, a vane can be manufactured
under this aspect of the invention by relatively simple
processing at low costs. More particularly, it can be
formed by wrapping (or otherwise forming) a flat strip of
sheet metal into a loop, with inner surfaces of the strip
ends adjoined so as to form the contour of the aerody-
namic profile. A downstream tip of the vane is formed by
attaching the two ends of the strip to one another, such
as with one or more spot welds (i.e., using a spot welding
process), which provides a simple way to produce the
vanes. The shaft can then extend through the vane, and
be attached to the inner surfaces of the vane.
[0012] The position of the sheet portions, with respect
to the shaft axis of rotation, can advantageously provide
for the aerodynamic forces to torsionally load the shaft
in the same direction throughout the full range of vane
orientations to which the shaft is configured to rotate the
vane. Additionally, over its range of orientations, the
vane’s aerodynamic center of pressure can vary in its
radial position with respect to the turbine wheel.
[0013] As a result of the sheet construction, the vane
has an inner surface with a profile mimicking the aero-
dynamic profile of the outer surface (i.e., the inner surface
runs substantially parallel to the outer surface). Accord-
ing to a second aspect of the invention, the shaft has a
wind-stream portion defining a first contact surface and
a second contact surface, and the first and second con-
tact surfaces are configured with curves that conform-
ingly receive and are attached to respective opposing
portions of the vane inner surface.
[0014] Advantageously, this provides an extended ar-
ea over which a strong attachment can be made using
cost efficient techniques, such as spot welding. It also
provides structural support for the connection between
the shaft and the vane, in that the shaft can provide struc-
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tural rotation forces to the vane based only on geometry,
even without considering loads carried by attachment
points such as spot welds.
[0015] According to a third aspect of the invention, the
above aspects can be incorporated into an exhaust gas
turbine, which can in turn be incorporated into a turbo-
charger, providing for an efficiently operating turbine and
turbocharger that can be manufactured by relatively sim-
ple processing at low costs.
[0016] Other features and advantages of the invention
will become apparent from the following detailed descrip-
tion of the preferred embodiments, taken with the accom-
panying drawings, which illustrate, by way of example,
the principles of the invention. The detailed description
of particular preferred embodiments, as set out below to
enable one to build and use an embodiment of the inven-
tion, are not intended to limit the enumerated claims, but
rather, they are intended to serve as particular examples
of the claimed invention.

BRIEF DESCRIPTION OF THE DRAWINGS

[0017]

FIG. 1 shows a front view of a variable nozzle device
in an open position, incorporating a vane and shaft,
according to the present invention.

FIG. 2 shows a perspective view of the vane and
shaft depicted in FIG. 1.

FIG. 3 shows a second perspective view of the shaft
depicted in FIG. 1.

FIG. 4 shows a cross-sectional view of the vane and
shaft depicted in FIG. 1, taken along a line A-A of
FIG. 2.

FIG. 5 shows a front conceptual view of a power
system incorporating a turbocharger including the
variable nozzle device depicted in FIG. 1.

DETAILED DESCRIPTION OF EMBODIMENTS OF 
THE INVENTION

[0018] The invention summarized above and defined
by the enumerated claims may be better understood by
referring to the following detailed description, which
should be read with the accompanying drawings. This
detailed description of particular embodiments of the in-
vention, set out below to enable one to build and use
particular implementations of the invention, is not intend-
ed to limit the enumerated claims, but rather, it is intended
to provide particular examples of them.
[0019] Typical embodiments of the present invention
reside in a turbocharger having a variable nozzle device
that is configured with contoured sheet-metal vanes car-
ried in an excentered location on a rotatable shaft.

[0020] With reference to FIGS. 1-5, a turbocharger
housing 101 forms a first wall 103 and a second wall 105,
which are spaced from each other so as to form an an-
nular passage between the first and second walls, the
passage serving as a turbine nozzle 107 for the turbo-
charger. The nozzle is characterized by an annular
shape, and is coaxially disposed around a turbine wheel
211. A flow of a fluid, such as an exhaust gas, to be
conveyed to the turbine wheel, moves from an upstream
end of the vane (i.e., a leading edge) to a downstream
end thereof (i.e., a trailing edge), as indicated by arrows
F.
[0021] A plurality of rotatable vanes 111 are disposed
between the first wall 103 and the second wall 105 in the
nozzle 107. The vanes are configured with an aerody-
namic, wing-shaped profile characterized by an aerody-
namic center of pressure 109 over a full range of vane
orientations (i.e., angles of attack) through which the
vane is designed to be rotated. These orientations vary
from a fully open position through which the fluid freely
flows, to a fully closed position substantially restricting
fluid flow.
[0022] With the variable nozzle device according to the
present embodiment, each vane 111 is fixed to a respec-
tive shaft 131, and can be rotated through a range of
rotation, about an axis of rotation 132 of the shaft, by
rotating the shaft. In particular, an adjustment mecha-
nism rotates the shaft of each vane, which in turn each
rotates their respective vane between its fully open po-
sition and its fully closed position, as is known in the art.
It is thereby possible to adjust the rotational position of
the vanes through their full range of rotation, within the
passage formed by the first wall 103 and the second wall
105, so as to appropriately adapt the flow characteristics
of the nozzle.
[0023] Each vane 111 is formed by bending a metal
sheet strip into an aerodynamic, wing-shaped contour.
As a result, the vane is in the form of a hollow, wing-
shaped body having axial faces that are open. Although
it is typically unitary, the wing-shaped body can be con-
sidered to include a first sheet portion 113 and a second
sheet portion 115 on opposite sides of the vane (i.e., an
upper and a lower surface of the vane), each sheet por-
tion forming an outward-facing outer surface 117 and an
inward-facing inner surface 119. A downstream tip end
121 of the vane is formed by contacting the inner surface
of the two ends of the strip after forming (e.g., bending)
the strip into a vane shape, and bonding the ends to each
other, such as by spot-welding in one or more locations
to form one or more attach points. Thus, in the present
embodiment, the downstream tip is characterized by a
pointed configuration having a plurality of spot welds 123.
[0024] The vane 111 is supported on the longitudinal
(axial) shaft 131, which is characterized by a first longi-
tudinal end 133, a second longitudinal end 135 and a
wind-stream portion 137 preferably intermediate the two
ends. The wind-stream portion of the shaft is the shaft-
portion extending through the annular passage. It ex-
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tends into and through the hollow interior of the vane via
the axial faces, and provides support and control to the
vane as it is positioned in the annular passage (which
may contain a wind-stream of exhaust gas). The vane is
in contact with the wind-stream portion 137 of the shaft
on the inner surface of the vane (i.e., in its hollow interior).
[0025] More particularly, the wind-stream portion of the
shaft includes a first contact surface 141 and a second
contact surface 143 configured (i.e., shaped and posi-
tioned) to conformingly contact the inner surface of the
first sheet portion 113 and the inner surface of the second
sheet portion 115, respectively. Thus, the first and sec-
ond contact surfaces are shaped with curves matching
(i.e., conforming to) the aerodynamic profiles of the first
and second sheet portions over the portion of their chord-
length through which contact with the shaft occurs.
[0026] For attaching the vane to the wind-stream por-
tion, those portions of the vane which receive (i.e., are
in contact with) the first and second contact surfaces of
the wind-stream portion are welded, e.g. by spot-welding.
Thus, in the present embodiment, the contact points be-
tween the shaft contact surfaces and the vane are char-
acterized by a plurality of attach points such as spot welds
145. Because the contact surfaces conform to the inner
surface of the vane along its chord-wise direction, they
extend in a chord-wise direction (with respect to the
vane), and thus the attach points can be positioned to
vary in chord-wise location along the contact surfaces to
improve attachment strength.
[0027] Alternatively, attachment areas such as line
welds could be used. In this case, a single attach point
can extend in a chord-wise direction along the contact
surfaces to improve attachment strength. More general-
ly, it may be said that regardless of whether a plurality of
attachment points or one or more attachment areas are
used, the (overall) attachment is configured to extend in
a chord-wise direction for high attachment strength (with
respect to the anticipated vane loads). Other attachment
methods (e.g., other welding methods), including ones
that can extend in a cord-wise direction, are also within
the scope of the invention.
[0028] The wind-stream portion 137 of the shaft 131 is
configured to support and carry the vane 111. The first
end 133 and/or second end 135 of the shaft 131 comprise
one or more load-bearing portions configured to react
aerodynamic and vibration loads from the vane to the
turbocharger housing 101, and actuation portions con-
figured to actuate the vane through a plurality of vane
positions, as is known in the art. The load-bearing por-
tions may be cylindrical and conformingly fitted into cy-
lindrical bearing holes in the housing, so as to provide
for smooth vane and shaft rotation. The shaft may be
made by MIM processes, hot or cold casting processes,
machining, or other known methods.
[0029] The load-bearing and actuation portions may
be unitary (i.e., one portion could serve both functions),
or separate portions of the shaft may serve these sepa-
rate functions. While this embodiment is provided with

cylindrical load bearing portions positioned on both lon-
gitudinal (axial) ends of the wind-stream portion 137 (i.e.,
a dual axle design), other configurations, such as a wind-
stream portion at a longitudinal end of the shaft, are within
the scope of the invention.
[0030] The wind-stream portion 137 of the shaft 131 is
characterized by a longitudinal cross-section that is non-
symmetric and excentered with respect to the longitudi-
nal cross-section of one or both cylindrical ends of the
shaft. More particularly, the second sheet portion is clos-
er to the axial center of the shaft (i.e., the center of rota-
tion) than is the first sheet portion. As a result, typically
the aerodynamic forces will torsionally load the shaft in
the same direction throughout the full range of vane ori-
entations to which the shaft is configured to rotate the
vane. Also, over its range of orientations, the vane’s aer-
odynamic center of pressure will vary in its radial position
with respect to the turbine wheel 211.
[0031] With respect to that later point, as depicted the
aerodynamic center of pressure shifts radially outward
with respect to the turbine wheel when the vane is varied
from the fully open position (with the nose of the vane
pointing toward the turbine wheel) to the fully closed po-
sition (with the vane extending across the flow from the
turbine wheel), i.e., with the vane at the fully closed po-
sition, the aerodynamic center of pressure is radially out-
ward from its position with the vane at the fully open po-
sition.
[0032] The chord-length portions of the sheet portions
over which contact with the contact surfaces occurs may
oppose one another, and are preferably maximized to
the extent possible within the longitudinal cross-section
profile of one or both longitudinal ends of the shaft. In
other words, the wind-stream portion 137 of the shaft 131
includes two chord-wise ends 161 that align with the pe-
riphery 163 of one or both cylindrical ends of the shaft,
and the contact surfaces fully extend from one chord-
wise end to the other.
[0033] As depicted, the vane is far enough excentered
such that the wind-stream portion 137 of the shaft 131
does not extend along the axial center of the shaft (i.e.,
the axis of rotation 132), yet not so excentered so as to
fail to provide significant supporting surface area on the
contact surface of the shaft. This configuration is char-
acterized by a shaft diameter that is large enough to pro-
vide a large excenter as compared to the vane thickness
and significantly sized shaft support surfaces for attach-
ing the vane, and yet that is small enough to avoid ex-
cessive shaft size.
[0034] With reference to FIG. 5, in a first embodiment
of the invention, a turbocharger includes the turbocharger
housing 101, a rotor configured to rotate within the tur-
bocharger housing along an axis of rotor rotation 203,
axial bearings and journal bearings. The turbocharger
housing includes a turbine housing 205, a compressor
housing 207, and a bearing housing 209 that connects
the turbine housing to the compressor housing.
[0035] The rotor includes the turbine wheel 211, which
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is located substantially within the turbine housing, a com-
pressor wheel 213 located substantially within the com-
pressor housing, and a shaft 215 extending along the
axis of rotor rotation, through the bearing housing, to con-
nect the turbine wheel to the compressor wheel. The jour-
nal bearings (not shown) are at two locations within the
bearing housing, and are configured to restrict the shaft
(and thus the rotor) from rotating or translating off the
axis of rotor rotation. The axial bearing (not shown) is
within the bearing housing, and is configured to restrict
the shaft from translating along the axis of rotor rotation.
[0036] The turbine housing 205 and turbine wheel 211
form a turbine configured to circumferentially receive a
high-pressure exhaust gas stream 221 from an exhaust
manifold 223 of an internal combustion engine 225. The
turbine wheel (and thus the rotor) is driven in rotation
around the axis of rotor rotation 203 by the high-pressure
exhaust gas stream, which becomes a lower-pressure
exhaust gas stream 227 and is axially released into an
exhaust system (not shown).
[0037] The compressor housing 207 and compressor
wheel 213 form a compressor. The compressor wheel,
being driven in rotation by the exhaust-gas driven turbine
wheel 211, is configured to compress axially received
ambient air 231 into a pressurized air stream 233 that is
ejected circumferentially from the compressor. The pres-
surized air stream is characterized by an increased tem-
perature, over that of the ambient air, due to the com-
pression process, but may be channeled through a con-
vectively cooled charge air cooler 235 configured to dis-
sipate heat from the pressurized air stream, and thereby
increase its density. The resulting cooled and pressu-
rized air stream 237 is channeled into an intake manifold
239 on the internal combustion engine.
[0038] The internal combustion engine is provided with
an engine control unit (ECU) 251 configured to conduct
typical ECU functions. These functions may include tur-
bocharger control functions, such as controlling the op-
eration of an actuator configured to actuate the actuation
portions of the shaft 131 in order to drive the vane through
its full range of rotation.
[0039] Although throughout the above description, it is
stated that the variable nozzle device is applicable to an
exhaust gas turbine, the variable nozzle device may also
applicable to variable vanes used in a compressor, such
as of a turbocharger.
[0040] It is to be understood that the invention com-
prises both the apparatus and methods for designing and
manufacturing the apparatus. Additionally, the various
embodiments of the invention can incorporate various
combinations of the features described above. In short,
the above disclosed features can be combined in a wide
variety of configurations within the anticipated scope of
the invention.
[0041] While particular forms of the invention have
been illustrated and described, it will be apparent that
various modifications can be made without departing
from the spirit and scope of the invention. Thus, although

the invention has been described in detail with reference
only to the preferred embodiments, those having ordinary
skill in the art will appreciate that various modifications
can be made without departing from the scope of the
invention. Accordingly, the invention is not intended to
be limited by the above discussion, and is defined with
reference to the following claims.

Claims

1. A variable nozzle device, comprising:

an annular nozzle passage formed by a gap be-
tween two opposing wall members; and
at least one vane (111) extending in said nozzle
passage and being rotatably supported by a
shaft (131) that is rotatable around a shaft axis
of rotation (132);
wherein said vane is a unitary sheet of material
curved to form an outer surface (117) in the
shape of an aerodynamic profile, the vane hav-
ing a first sheet portion (113) and a second sheet
portion (115), each sheet portion extending from
a leading edge of the vane to a trailing edge of
the vane on an opposite side of the vane from
the other sheet portion, said vane being at-
tached to the shaft;
wherein the second sheet portion extends closer
to the shaft axis of rotation than the first sheet
portion;
wherein the shaft is configured to rotate the vane
through a range of vane orientations between a
fully open position and a fully closed position;
and
wherein an aerodynamic center of pressure
(109) of the vane is positioned with respect to
the axis of the shaft such that, with the vane at
the fully closed position, the aerodynamic center
of pressure is radially outward from its position
with the vane at the fully open position.

2. The variable nozzle device according to claim 1,
wherein:

the aerodynamic center of pressure of the vane
(111) is positioned with respect to the axis of the
shaft such that aerodynamic forces on the vane
from flow through the nozzle device will torsion-
ally load the shaft in the same direction through-
out the full range of vane orientations to which
the shaft is configured to rotate the vane.

3. The variable nozzle device according to claim 1,
wherein:

the vane has an inner surface (119) with a profile
mimicking the aerodynamic profile of the outer
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surface;
the shaft has a wind-stream portion (137) defin-
ing a first contact surface (141) and a second
contact surface (143), the first and second con-
tact surfaces being configured with curves that
conformingly receive respective portions of the
vane inner surface; and
wherein the first and second contact surfaces
are attached to the respective portions of the
vane inner surface.

4. The variable nozzle device according to claim 3,
wherein:

the wind-stream portion of the shaft includes two
chord-wise ends that align with a periphery of a
cylindrical end of the shaft; and
the contact surfaces each fully extend from one
chord-wise end to the other.

5. The variable nozzle device according to claim 3,
wherein:

each of the first and second contact surfaces
has an attachment to its respective portion of
the vane inner surface; and the attachment is
configured to extend in a chord-wise direction
along the contact surface.

6. The variable nozzle device according to claim 1,
wherein a wind-stream portion of the shaft does not
extend along the shaft axis of rotation.

7. The variable nozzle device according to claim 1,
wherein the shaft includes cylindrical load bearing
portions on two longitudinal ends of a wind-stream
portion.

Patentansprüche

1. Variable Düsenvorrichtung, umfassend:

einen ringförmigen Düsendurchgang, der von
einem Spalt zwischen zwei gegenüberliegen-
den Wandelementen ausgebildet wird; und
mindestens eine Schaufel (111), die sich in den
Düsendurchgang erstreckt und drehbar von ei-
ner Welle (131) abgestützt wird, die um eine
Drehwellenachse (132) drehbar ist;
wobei die Schaufel eine einstückige Material-
bahn ist, die zum Bilden einer äußeren Oberflä-
che (117) in Form eines aerodynamischen Pro-
fils gekrümmt ist, wobei die Schaufel einen ers-
ten Bahnabschnitt (113) und einen zweiten
Bahnabschnitt (115) aufweist, wobei sich jeder
Bahnabschnitt von einer Anströmkante der
Schaufel zu einer Abströmkante der Schaufel

auf der gegenüberliegenden Seite der Schaufel
des jeweils anderen Bahnabschnitts erstreckt,
wobei die Schaufel an der Welle befestigt ist;
wobei sich der zweite Bahnabschnitt näher von
der Drehwellenachse erstreckt als der erste
Bahnabschnitt;
wobei die Welle zum Drehen der Schaufel durch
einen Bereich von Schaufelausrichtungen zwi-
schen einer vollständig offenen Position und ei-
ner vollständig geschlossenen Position konfigu-
riert ist; und
wobei ein aerodynamischer Druckmittelpunkt
(109) der Schaufel in Bezug auf Wellenachse
angeordnet ist, sodass, wenn sich die Schaufel
in der vollständig geschlossen Position befindet,
sich der aerodynamische Druckmittelpunkt ra-
dial nach außen von seiner Position mit der
Schaufel in vollständig geöffneter Position be-
findet.

2. Variable Düsenvorrichtung nach Anspruch 1, wobei
der aerodynamische Druckmittelpunkt der Schaufel
(111) in Bezug auf die Achse der Welle angeordnet
ist, sodass die aerodynamischen Kräfte, die durch
die Strömung durch die Düsenvorrichtung auf die
Schaufel ausgeübt werden, die Welle in die gleiche
Richtung über den gesamten Bereich von Schaufel-
ausrichtungen in Drehspannung versetzen, in wel-
che die Welle zum Drehen der Schaufel konfiguriert
ist.

3. Variable Düsenvorrichtung nach Anspruch 1, wobei
die Schaufel eine innere Oberfläche (119) mit einem
Profil aufweist, das das aerodynamische Profil der
äußeren Oberfläche imitiert;
die Welle einen Windstromabschnitt (137) aufweist,
der eine erste Kontaktoberfläche (141) und eine
zweite Kontaktoberfläche (143) definiert, wobei die
erste und die zweite Kontaktoberfläche mit Krüm-
mungen konfiguriert sind, die entsprechend zugehö-
rige Abschnitte der inneren Schaufeloberfläche auf-
nehmen; und
wobei die erste und die zweite Kontaktoberfläche an
den zugehörigen Abschnitten der inneren Schaufe-
loberfläche befestigt sind.

4. Variable Düsenvorrichtung nach Anspruch 3, wobei
der Windstromabschnitt der Welle zwei gurtartige
Enden aufweist, die mit einem Umfang eines zylin-
drischen Endes der Welle ausgerichtet sind; und
sich die Kontaktoberflächen jeweils vollständig von
einem gurtartigen Ende zum anderen erstrecken.

5. Variable Düsenvorrichtung nach Anspruch 3, wobei
die erste und die zweite Kontaktoberfläche jeweils
eine Befestigung an ihrem zugehörigen Abschnitt
der inneren Schaufeloberfläche aufweisen; und wo-
bei die Befestigung konfiguriert ist, um sich in eine
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gurtartige Richtung entlang der Kontaktoberfläche
zu erstrecken.

6. Variable Düsenvorrichtung nach Anspruch 1, wobei
sich ein Windstromabschnitt der Welle nicht entlang
der Wellendrehachse erstreckt.

7. Variable Düsenvorrichtung nach Anspruch 1, wobei
der Schaft zylindrische lasttragende Abschnitte an
zwei Längsenden eines Windstromabschnitts auf-
weist.

Revendications

1. Dispositif d’ajutage variable, comprenant :

un passage annulaire d’ajutage formé par un
espace entre deux éléments opposés de paroi ;
et
au moins une aube (111) s’étendant dans ledit
passage d’ajutage et étant soutenu à rotation
par un arbre (131) qui peut tourner autour d’un
axe de rotation (132) de l’arbre ;
dans lequel ladite aube est une feuille de matière
monobloc cintrée pour constituer une surface
extérieure (117) ayant la forme d’un profil aéro-
dynamique, l’aube comportant une première
partie (113) de tôle et une seconde partie (115)
de tôle, chaque partie de tôle s’étendant du bord
d’attaque de l’aube au bord de fuite de l’aube
sur un côté opposé de l’aube depuis l’autre par-
tie de tôle, ladite aube étant fixée à l’arbre ;
dans lequel la seconde partie de tôle s’étend
plus près de l’axe de rotation de l’arbre que la
première partie de tôle ;
dans lequel l’arbre est configuré pour faire tour-
ner l’aube dans toute une plage d’orientations
de l’aube entre une position complètement
ouverte et une position complètement fermée ;
et
dans lequel un centre aérodynamique de pres-
sion (109) de l’aube est placé par rapport à l’axe
de l’arbre de telle sorte que, quand l’aube est
en position complètement fermée, le centre aé-
rodynamique de pression est radialement plus
à l’extérieur par rapport à sa position quand
l’aube est en position complètement ouverte.

2. Dispositif d’ajutage variable selon la revendication
1, dans lequel le centre aérodynamique de pression
de l’aube (111) est placé par rapport à l’axe de l’arbre
de telle sorte que les forces aérodynamiques sur
l’aube provenant de l’écoulement à travers le dispo-
sitif d’ajutage exerceront sur l’arbre un effort de tor-
sion dans la même direction dans toute la plage des
orientations d’aube suivant lesquelles l’arbre est
configuré pour faire tourner l’aube.

3. Dispositif d’ajutage variable selon la revendication
1, dans lequel :

l’aube comporte une surface intérieure (119)
ayant un profil imitant le profil aérodynamique
de la surface extérieure ;
l’arbre a une partie (137) d’écoulement de vent
définissant une première surface de contact
(141) et une seconde surface de contact (143),
les première et seconde surfaces de contact
étant configurées avec des courbes conformées
pour recevoir des parties respectives de la sur-
face intérieure de l’aube ; et
les première et seconde surfaces de contact
sont fixées aux parties respectives de la surface
intérieure de l’aube.

4. Dispositif d’ajutage variable selon la revendication
3, dans lequel :

la partie d’écoulement de vent de l’arbre com-
prend deux extrémités dans le sens de la corde
qui s’alignent avec le périmètre d’une extrémité
cylindrique de l’arbre ; et
les surfaces de contact s’étendent chacune en-
tièrement d’une extrémité dans le sens de la cor-
de à l’autre.

5. Dispositif d’ajutage variable selon la revendication
3, dans lequel chacune des première et seconde sur-
faces de contact comporte une fixation à sa partie
respective de la surface intérieure de l’aube ; et la
fixation est configurée pour s’étendre dans une di-
rection dans le sens de la corde le long de la surface
de contact.

6. Dispositif d’ajutage variable selon la revendication
1, dans lequel une partie d’écoulement de vent de
l’arbre ne s’étend pas le long de l’axe de rotation de
l’arbre.

7. Dispositif d’ajutage variable selon la revendication
1, dans lequel l’arbre comprend des parties cylindri-
ques de support sur deux extrémités longitudinales
de la partie d’écoulement de vent.
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