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Description

[0001] The present invention relates to circuitry and methods for sampling an input signal, for example for sampling
an input analogue signal. In particular, but not exclusively, the present invention relates to analogue-to-digital circuitry
and methods.
[0002] Architectures for realising analogue-to-digital converters (ADCs) generally fall into one of three categories,
namely low-to-medium speed (e.g. integrating and oversampling ADCs), medium speed (e.g. algorithmic ADCs) and
high speed (e.g. time-interleaved ADCs). Typically, as the speed of ADCs increase, their accuracy is found to fall.
[0003] The main idea behind time-interleaved ADCs is to obtain very-high-speed analogue-to-digital conversion by
operating many sub-ADCs in parallel. Examples of known time-interleaved ADCs are disclosed in "Time-Interleaved
Converter Arrays" by W. C. Black, Jr. and D. A. Hodges, IEEE Journal of Solid-State Circuits, Volume 15, pages 1022
to 1029, December 1980, and in "A 1-GHz 6-bit ADC System", by K. Poulton, J. J. Corcoran, and T. Hornak, IEEE
Journal of Solid-State Circuits, Volume 22, pages 962 to 970, December 1987.
[0004] Figure 1 is a schematic diagram of a time-interleaved ADC 1 which may be considered generally equivalent
to the known examples cited above. ADC 1 comprises a first sample-and-hold (S/H) circuit 2, four second S/H circuits
4, four N-bit ADCs 6 and a digital multiplexer 8.
[0005] The first S/H circuit 2 is controlled by clock θ0 and the second S/H circuits 4 are controlled by clocks θ1 to θ4.
Clock θ0 is four times as fast as clocks θ1 to θ4 and clocks θ1 to θ4 are delayed relative to one another by the period of
clock θ0. Thus, the ADCs 6 receive samples of the input signal VIN sampled at the rate of clock θ0 in turn, so that the
samples received by one ADC 6 are time-interleaved with samples received by the other ADCs 6. The benefit of this
approach is that the four ADCs 6 can operate at a quarter of the rate of the input sampling frequency.
[0006] The digital outputs of the ADCs 6 are multiplexed together in the digital multiplexer 8 and output as a digital
signal representative of the original analogue input signal VIN input to the first S/H circuit 2.
[0007] Clearly, the first S/H circuit 2 is critical (because of the frequency at which it must operate), whereas it is possible
to tolerate considerable jitter (phase noise) in the four second S/H circuits 4 because the samples have already been
taken at that point. As a result, the first S/H circuit 2 is sometimes realised off-silicon for improved performance, for
example using GaAs technology.
[0008] An improved time-interleaved ADC is disclosed in "A 24 GS/s 6b ADC in 90 nm CMOS", by Peter Schvan et
al, ISSCC 2008, Session 30, Data-Converter Techniques, 30.3, 2008 IEEE International Solid-State Circuits Conference,
pages 544, 545, and 634. Figure 2 is a schematic diagram of a time-interleaved ADC 10, which may be considered
generally equivalent to the ADC disclosed in this ISSCC paper.
[0009] The ADC 10 comprises four track-and-hold (T/H) circuits, four ADC banks 14, four demultiplexers 16, and a
digital multiplexer 18. The overall architecture of the ADC 10 is comparable to that of ADC 1. In this way, the T/H circuits
12 operate in a time-interleaved fashion and at a quarter of the overall sampling frequency.
[0010] ADC banks 14 are employed to convert the received samples into digital signals. ADC banks 14 may each
comprise a plurality of time-interleaved sub-ADC circuits so as to enable those ADC circuits to operate at a yet slower
rate than the T/H circuits 12, thereby demultiplexing each of the incoming signals into a plurality of output signals. Further
demultiplexing may be carried out by demultiplexers 16. The digital outputs of the demultiplexers 16 are finally multiplexed
together in the digital multiplexer 18 and output as a digital signal representative of the original analogue input signal
VIN input to the T/H circuits 12.
[0011] It will therefore be appreciated that the existing architecture for an ultra-high-speed ADC such as ADC 10 of
Figure 2 is an array of interleaved T/H circuits to take initial samples, followed by demultiplexing/sample-and-hold circuits
which drive an array of low-speed sub-ADCs. This existing ADC circuitry is voltage-mode circuitry.
[0012] One problem with this architecture is that it is particularly difficult (if not impossible) to obtain gain and skew
(sample time) matching between the different front-end T/H channels, gain matching between the different demultiplexer/
sample-and-hold channels and gain/linearity/offset matching between the sub-ADCs. Any mismatches appear as spurs
and images in the frequency domain or as fixed-patterned noise in the time domain. Even if some means of trimming
the sampling delays can be provided, the difficulty of measuring these delay errors remains, because those errors are
far too small to be measured directly.
[0013] A further problem is in achieving enough speed and linearity out of the front end T/H circuits, because these
need to have very high bandwidth and low distortion. The issue is not just static linearity but also dynamic linearity in
the sampling switches, because any signal-dependent switching delay introduces distortion on high-frequency input
signals.
[0014] Another major problem is that to get high speed, low capacitance and lower power in the sampling gates, very
small devices must be used, which means that random mismatches are very large and difficult to compensate for. It is
also difficult to get good input matching at high frequencies, and there is significant signal-dependent switching kickback
which causes distortion.
[0015] To provide an idea of the design difficulty involved, to maintain an ENOB (Effective Number of Bits) of 6 bits
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for a 20 GHz input signal, the T/H sampling times need to be interleaved to within 0.1 ps accuracy of the ideal sample
instance. This is impossible to do by design, so calibration is needed. However, the times cannot be measured directly
with enough accuracy, e.g. by measuring clock-delay differences, so a calibration signal generally needs to be applied
to enable the timing to be tuned (in very small steps) by minimizing FFT spurs. Even if this can be done, generating and
distributing the multiple high-speed sampling clocks and providing fine-delay time adjustments is also difficult and con-
sumes a lot of power.
[0016] For a better understanding, the above problems in existing time-interleaved ADCs such as ADC 10 of Figure
2 will be considered in more detail.
[0017] Figure 3 is a schematic diagram of circuitry 20 which may be employed in T/H circuits 12 of ADC 10. Circuitry
20 comprises a resistance 21, a transistor 22, a clock buffer 24, a signal buffer 26, and a capacitor 28. Typically, an
analogue input voltage VIN is sampled by being gated through the transistor 22 under control of a clock signal CLK, and
this sampled voltage is temporarily stored on capacitor 28 before being employed by the rest of the circuitry via buffer 26.
[0018] A desire to operate such circuitry at a high sample rate places considerable pressure on its operation. For
example, in order to operate at a desired sample rate of 56 GS/s the width of the clock pulses may need to be in the
order of 17 ps (as indicated in Figure 3).
[0019] Such fast operation also necessitates a small transistor 22 (e.g. having a gate area of less than 1 square
micron), and a small capacitor 28 (e.g. having a capacitance C in the order of a few fF). At these small sizes, mismatch
in the transistors 22 (for example, in the parasitic capacitances and on-resistances RON), and in the capacitors 28
between the different sampling circuits 20 of the ADC, becomes significant.
[0020] Moreover, resistance 21 is generally provided to give a desired input impedance (e.g. 50Ω), and to maintain
good input matching the impedance of the capacitor 28 must be much higher (e.g. 10 times) than that of the resistance
21 at the frequency of interest. For example, at 20GHz for an impedance of 500Ω, the capacitor 28 may need to have
a capacitance in the region of 16fF. At this tiny size, mismatches between the capacitors 28 of the T/H circuits can
become very significant.
[0021] Furthermore, with such a high clock rate, the slew rate becomes significant. Figure 4 is an enlarged diagram
of a clock signal as it falls from its high level VDD (digital "1") to its low level VSS (digital "0"). Also shown in Figure 4 is
an example input signal VIN fluctuating between maximum and minimum signal values. Although the signals in Figure
4 are not shown to scale, it will be appreciated that over the range of possible input values of the signal VIN (the maximum,
middle-point and minimum values are indicated by black dots), there will be a corresponding range in values of the clock
signal CLK at which the transistor 22 will switch (again, the corresponding maximum, middle and minimum such values
are indicated by black dots). This is because the switching point of a transistor depends on the gate-source voltage VGS
which is dependent upon VCLK - VIN. This range in clock signal CLK values leads to an input-signal (VIN) dependent
range of switching timing errors ∆T as shown in Figure 4.
[0022] Figure 5 is a diagram useful for further understanding the effect of such slew-rate-related and input-dependent
timing errors. The clock signal CLK is shown as a perfect sinewave, together with a schematic indication of the clock
skew on the falling edges thereof (the falling edge is assumed to be critical and, for simplicity, slew on the rising edge
is not indicated).
[0023] Along the input signal (VIN) waveform shown in the lower half of Figure 5, black dots represent the intended
sample points corresponding to the falling clock edges in the clock waveform above. However, it will be appreciated by
comparison with Figure 4, and assuming that the circuitry is designed to take samples correctly when the input signal
VIN is at the mid-point of its range, that the samples taken when VIN is in the positive half of its range will be taken early
by an input-signal dependent amount and, conversely, that the samples taken when VIN is in the negative half of its
range will be taken late, again by an input-signal dependent amount. Clock skew, phase noise (jitter), amplitude noise,
and mismatching of transistors and capacitors compound these problems, leading to high distortion, i.e. a low ENOB,
in the eventual ADC output.
[0024] The effects of such mismatches, and such clock slew, skew and jitter, can be summarized as causing delay
mismatch (mainly caused by the clock generation and sampling circuitry), gain mismatch (mainly caused by the sampling
and demultiplexing circuitry) and roll-off or bandwidth mismatch (again, mainly caused by the sampling and demultiplexing
circuitry).
[0025] Figure 6 is a frequency-response diagram indicating the effects of gain mismatch G and roll-off mismatch R.
Such mismatches can mean that the overall frequency response of the ADC is unpredictable.
[0026] Another issue with the Figure 2 ADC architecture relates to the issue of calibration. It is theoretically possible
to apply a known test signal to the ADC and to examine the output of the ADC to aid calibration. The output signal may
for example be examined by performing an FFT and then examining the resulting frequency response. For example,
with the desired 56 GS/s ADC in mind, Figure 7 shows, in its upper half, an example ideal output FFT trace given an
overall ADC sampling frequency of 56 GHz and therefore an overall ADC Nyquist frequency of 28 GHz. For this example,
four-way sampler interleaving is assumed, with each sampler operating at a sampling frequency of 14 GHz, i.e. one
quarter of 56 GHz.
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[0027] A test signal at 1 GHz is assumed to be applied to the input of the ADC in the absence of any other signal.
Accordingly, a trace at 1 GHz is seen in the upper graph of Figure 7, together with images thereof about the 14, 28, 42
and 56 GHz frequencies, as would be expected.
[0028] Calibration can thus theoretically be performed by applying the test signal and carrying out calibration to achieve
the desired frequency response. However, FFT processing is costly in terms of processing time, power consumption
and complexity. Furthermore, during operation the sample circuits do not receive signals with a simple frequency response
as in the upper graph for Figure 7. Instead, an input signal during operation will have a frequency spectrum as shown
in the lower graph of Figure 7. Performing calibration during operation could thus be prohibitively complex, forcing
calibration to be carried out whilst the ADC is off-line. It is undesirable to need to take an ADC (for example in use in an
Ethernet connection) off-line to perform calibration.
[0029] A paper entitled "High-Speed Low-Power Integrating CMOS Sample-and-Hold Amplifier Architecture", by L.
Richard Carley and Tamal Muckherjee, IEEE 1995 Custom Integrated Circuits Conference, pages 543 to 546, discloses
a "current-mode" sampling architecture for sample-and-hold (S&H) amplifiers which results in a reduction in error due
to sampling clock jitter and aperture time. These reduced errors make possible a reduction in power over a conventional
"voltage-mode" S&H with the same sample rate. This sampler uses switched logic-level clocks to drive the circuitry in
an attempt to get "square" ideal sampling pulses. It also uses a transconductance stage to perform V-I conversion, which
causes the circuitry to suffer from noise and distortion. The input impedance of the transconductor gate is capacitive,
which means that input-matching performance of the circuitry is poor.
[0030] It is desirable to solve one or more of the above-mentioned problems. It is desirable to provide sampling and
analogue-to-digital conversion circuits, methods and techniques which enable one or more of improved distortion per-
formance, reduced power consumption, reduced circuit size, and increased sampling rate.
[0031] According to an embodiment of a first aspect of the present invention, there is provided current-mode circuitry
for sampling a current signal, the circuitry comprising: a first node configured to have the current signal applied thereto;
X second nodes conductively connectable to said first node along respective paths; and steering means for controlling
such connections between the first node and the second nodes so that different packets of charge making up said current
signal are steered along different said paths over time, wherein: X is an integer greater than or equal to 3; and the
steering means comprises: control-signal generating means configured to generate X time-interleaved sinusoidal control
signals; and switching means distributed along said paths and configured to carry out such control in dependence upon
the X sinusoidal control signals.
[0032] Embodiments of the present invention carry out sampling based upon currents, i.e. in the current domain. That
is, in embodiments of the present invention, any information content stored in the signals is represented by the current
level of those signals. In the operation of such circuitry, current is the independent variable and voltage is dependent
on the current; current is the cause and voltage is the effect. Such embodiments may be incorporated into, or employed
in conjunction with, voltage-mode circuitry.
[0033] When X (where X ≥ 3) paths are controlled with a corresponding X time-interleaved control signals, it may (with
previously-considered circuitry in mind) be considered appropriate to employ switched logic-level clock signals as those
control signals. Such clock signals may for example be considered hard-switched clock signals or square-wave-type
clock signals. In that case, it would be necessary to employ clock signals each having a 100/X % duty cycle to achieve
the required 100/X % duty-cycle pulses to control the X paths. For example, when X = 4, it would be necessary to employ
clock signals each having a 25 % duty cycle to achieve the required 25 % duty-cycle pulses to control the four paths.
The use of such control signals may mean that the circuitry is difficult if not impossible to use at high frequency (e.g. at
10 GHz+).
[0034] In contrast, in embodiments of the present aspect of the present invention, the X time-interleaved control signals
are sinusoidal control signals. As a result, it becomes possible for 100/X % duty-cycle pulses to be provided for controlling
the X paths, but with each control signal itself having a shape typical of a 50 % duty cycle (as is naturally true of sinusoidal
signals). For example, when X = 4 it becomes possible to employ 4 time-interleaved sinusoidal control signals, each
having a 50 % duty cycle, to form 25 % duty-cycle pulses to control the four paths. By using the sinusoidal control signals,
the pressures on control-signal generation are relaxed, which is particularly advantageous when considering high-
frequency operation. At a particular frequency of operation (e.g. sample rate, which may be the rate at which such
packets of charge are generated), a square-wave-type switched logic-level clock signal requires much higher frequency
components than the sinusoidal control signals of the present aspect. Put another way, at a particular fundamental
frequency of control signal, a sinusoidal signal (e.g. a raised cosine signal) has a low slew rate and is the only signal
that only has content at the fundamental frequency.
[0035] The following are optional features relating to the present aspect, however those features may be provided in
combination with features of the other circuitry aspects disclosed herein.
[0036] The control signals may be raised generally cosine signals. For example, the shape of the signals may only
need to be close to that of a perfect raised cosine signal in the upper part of the signals. The control signals may be
substantially evenly time-interleaved relative to one another.
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[0037] In an advantageous embodiment, X may equal 4. This may, for example, enable ease of compatibility with a
quadrature VCO (a convenient generator of the control signals).
[0038] The steering means may be configured such that each of the X paths is controlled by a different one of said X
control signals. For example, the steering means may be configured such that each of the X paths is substantially
conductive when its control signal is at or around its maximum value, and is substantially non-conductive when its control
signal is at or around its minimum value. The steering means may be configured such that when two of said control
signals have the same value their corresponding paths have substantially the same level of conductivity.
[0039] The switching means may comprise a transistor per path, and, for each path, the transistor concerned may be
connected such that its channel forms part of that path and such that it is controlled by the control signal for that path.
This may provide a convenient way to control the conductivity of the paths. The transistors may be MOSFETs having
gate terminals, and, for each path, the gate terminal of the transistor concerned may be connected to receive the control
signal for that path.
[0040] The circuitry may further comprise an input node operable to receive an input voltage signal, and conversion
means connected between the input node and the first node for converting the input voltage signal into the current signal,
the conversion means being configured as passive circuitry comprising a resistance for performing the conversion. This
may advantageously enable the circuitry to be supplied a voltage signal (which is a more convenient input signal), despite
it operating in current mode.
[0041] When performing V-I conversion in order to convert a supplied input voltage signal into a required current
signal, it may be considered appropriate (with previously-considered circuitry in mind) to employ a transconductance
stage (i.e. an active V-I conversion circuit). A transconductance stage can be useful for providing a true V-I conversion,
for example even if there is voltage ripple at the node to which the current signal is to be applied. However, the input
impedance of such a transconductance stage tends to be capacitive (transconductor gate), and thus has a bandwidth
limit in its operation. The use of such a transconductance can thus be highly problematic at high frequency (e.g. at 10
GHz+). At high frequency, a transconductance stage can become a significant noise and distortion contributor, and it
can become very difficult to achieve satisfactory input matching.
[0042] In embodiments of the present aspect of the present invention, a resistance is provided between the input node
and the first node as part of passive conversion means, to convert the input voltage signal to the current signal. This is
in contrast to the above previously-considered thinking that it is appropriate to employ an active transconductance stage.
Such passive conversion means may be configured to have a resistive input impedance, and thus the passive V-I
conversion stage of the present aspect may be employed at very high frequencies without contributing significant noise
or distortion, as constant input impedance can be achieved. In practical embodiments of the present aspect, it has been
found that voltage ripple at the first node is small enough to still enable a sufficiently high degree of linearity to be achieved.
[0043] The conversion means may comprise a resistor network having the resistance and configured such that the
input node has substantially constant input impedance over frequency. The first node may have a capacitive input
impedance, for example due to parasitic capacitance on that node, and the network may comprise an inductance
configured to compensate for the capacitive input impedance at the first node.
[0044] The network may be configured such that an effect of a voltage fluctuation at said first node on conversion of
the input voltage signal into the current signal is scaled down. For example, the network may have a potential-divider
configuration to perform such scaling down.
[0045] The circuitry may comprise means for generating sample values based upon a characteristic of respective
such charge packets passing through said second nodes, the sample values being indicative of values of said current
signal corresponding to the charge packets concerned. Such a characteristic may, for example, be a peak value of the
packets or an area of (i.e. an amount of charge making up) the packets. Such sample values may, for example, be digital
sample values, which may be output to a digital signal processor (DSP), or other computing device.
[0046] The circuitry may comprise calibrating means operable to combine sample values from one or more of said
second nodes to provide one or more combined sample values, and to calibrate operation of the circuitry in dependence
upon said combined sample value(s).
[0047] Over time, statistically speaking, it could be expected that a combination (e.g. an average) of the sample values
passing through one of the second nodes would be the same a such a combination of the sample values passing through
another one of the second nodes. This assumes that the current signal is carrying an information signal such as a typical
data signal whose value is changing (pseudo-randomly) over time. This also assumes that the circuitry is operating
correctly.
[0048] Thus, assuming that the current signal is indeed carrying such an information signal, then any differences
between the combinations of sample values as mentioned above, or between a combination and a reference value, may
be symptomatic of errors in the operation of the circuitry, and such differences may advantageously be employed to
control operation of the circuitry to reduce or eliminate such errors (i.e. to calibrate operation of the circuitry).
[0049] Because such calibration makes use of "real" sample values, i.e. sample values generated from an applied
information signal when the circuitry is in use, the calibration may be performed whilst the circuitry is in active use, i.e.
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without taking it "off-stream" or "off-line" to perform the calibration.
[0050] The calibration means may be operable to combine sample values for a said second node over time to create
a combined sample value for that node, and to calibrate operation of the circuitry in dependence upon a comparison
between that combined sample value and a reference value. Such combination may, for example, be a summation or
an averaging combination.
[0051] The calibration means may be operable to combine sample values for one said second node over time to create
a combined sample value for that node, to combine sample values for another said second node over time to create a
combined sample value for that other node, and to calibrate operation of the circuitry in dependence upon a comparison
between those combined sample values. The calibration means may be operable, for each said second node, to combine
sample values for that second node over time to create a combined sample value, and to calibrate operation of the
circuitry in dependence upon a comparison between those combined sample values. Such comparisons may, for ex-
ample, comprise looking for differences between said combined sample values, and looking at the relationships between
those differences for different combinations of said second nodes.
[0052] The calibration means may be operable to influence operation of the control-signal generating means and/or
the switching means so as to perform such calibration.
[0053] For example, the calibration means may be operable to control the phase and/or magnitude of the control
signals so as to perform said calibration. In one embodiment, the steering means is configured such that the conductive
connection of each said second node to the first node is controlled by its said control signal; the calibration means is
operable to combine sample values for one candidate said second node over time to provide a combined sample value
for that node, and to combine sample values for another candidate said second node over time to provide a combined
sample value for that other node; and the calibration means is operable to control the phase and/or magnitude of the
control signal for one or both of those candidate nodes to compensate for any difference between the combined sample
values for those candidate nodes.
[0054] As another example, the calibration means may be operable to control a dependency of said switching means
on said control signals so as to perform said calibration. In one embodiment, the switching means comprises a transistor
per path; for each path, the transistor concerned is connected such that its channel forms part of that path and such that
it is controlled by the control signal for the second node of that path; the calibration means is operable to combine sample
values for one candidate said second node over time to provide a combined sample value for that node, and to combine
sample values for another candidate said second node over time to provide a combined sample value for that other
node; and the calibration means is operable to control a gate and/or bulk voltage for the transistor along the path for
one or both of those candidate nodes to compensate for any difference between the combined sample values for those
candidate nodes.
[0055] The circuitry may comprise calibrating means operable analyse the or some of the sample values and to
calibrate operation of the circuitry in dependence upon such analysis.
[0056] In previously-considered circuitry, control signals for use by switching means tend to be clock signals with fast
clock edges, for example switched logic-level clock signals such as square waves. In this way, the switching operations
of the switching means are desensitised or shielded from the effects of mismatches between different switches of the
switching means and to mismatches between different control signals used to control the switching means.
[0057] In contrast, embodiments of the present aspect of the present invention employ sinusoidal control signals. The
magnitude of a sinusoidal signal changes very slowly over time from its maximum to its minimum. That is, for a control
signal having a particular fundamental frequency, a sinusoidal signal has a low slew rate and is the only signal that only
has content at the fundamental frequency. In this way, it is possible to maximise the sensitivity of the switching operations
of the switching means to mismatches between different switches of the switching means and to mismatches between
different control signals used to control the switching means. Put another way, by employing sinusoidal signals it may
be possible to maximise the gain from a change in mismatch to a change in the output sample value. This sensitivity
may advantageously be employed to calibrate operation of the circuitry to compensate for the mismatches. That is, it
may be possible to analyse the sample values and calibrate operation based on the analysis.
[0058] The circuitry may be configured to have a tree structure, wherein: the first node is a root node of the tree
structure; the second nodes are first-tier nodes of the tree structure each of which is conductively connectable directly
to the root node; the circuitry further comprises a plurality of subsequent-tier nodes of the tree structure per first-tier
node, each of which is conductively connectable indirectly to the root node along a respective path via its said first-tier
node; and the steering means is operable to control such connections between the root node and the subsequent-tier
nodes so that different packets of charge making up said current signal are steered along different said paths over time.
[0059] By arranging nodes in a tree structure (having a root node, first-tier nodes, and subsequent-tier-nodes per first-
tier-node, with switches making up the switching means distributed between the nodes along the paths), it is possible
to allow the specifications for the switching performed to become successively more relaxed from tier to subsequent
tier. For example, assuming that the paths from the root node to the first-tier nodes are cycled through (for carrying
packets) in an order or sequence, and assuming that there are X first tier-nodes, then the rate at which packets pass
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through a first-tier node is 1/X the rate at which packets pass through the root node. Further, extending this example
through the next tier of nodes (part or all of the subsequent tier-nodes), then assuming that there are N second-tier
nodes per first-tier node, the rate at which packets pass through a second-tier node is 1/N the rate which packets pass
through its first-tier node, and 1/(X.N) the rate at which packets through the root node.
[0060] In one embodiment, the steering means is operable to employ said sinusoidal control signals to control con-
nections between the root node and the first-tier nodes; the control-signal generating means is operable to generate a
plurality of time-interleaved switched-logic control signals; and the steering means is operable to employ the switched-
logic control signals to control connections between the first-tier nodes and the subsequent-tier nodes. The control
signals used to control connections between the first-tier of nodes and the subsequent-tier of nodes may have larger
peak-to-peak voltages and/or longer on-times than that of the control signals used to control connections between the
root node and the first-tier of nodes.
[0061] The generating means may be operable to generate sample values based upon a characteristic of respective
such charge packets passing through said subsequent-tier nodes, the sample values being indicative of values of said
current signal corresponding to the charge packets concerned.
[0062] The circuitry may comprise reset means connected to a said node other than the first node, and operable,
during a period between packets for that node, to tend to bring a voltage potential of that node to a predetermined value.
[0063] By bringing a voltage potential at a node to a predetermined value, during a period between packets for that
node, it may be possible to reduce errors which may otherwise result from differing amounts of residual charge (for
example, from previous charge packets) stored on a parasitic capacitance at that node. In one embodiment, the reset
means may be operable to cause the voltage potential of that node to return to the same value between successive
packets for that node.
[0064] The circuitry may comprise a plurality of said reset means each for a different such node other than the first
node. The may be a said reset means per each such node other than the first node. The value that the voltage potential
of each such node is caused to return to may be different for each node, or substantially the same for each node.
[0065] The circuitry may be configured for sampling first and second complementary said current signals. In one
embodiment, the circuitry comprises first and second complementary circuit portions, the first portion for sampling the
first current signal and the second portion for sampling the second current signal. Each such portion may comprise such
a first node, second nodes and steering means, and the circuitry may further comprise reset means connected to at
least one of a said second node of the first portion and the complementary node of the second portion, and operable,
during a period between packets for that pair of complementary nodes, to tend to bring a difference in voltage potential
between those two nodes to a predetermined value.
[0066] By bringing a difference in the voltage potential between pairs of complementary nodes to a predetermined
value, during a period between packets for those nodes, it may be possible to reduce errors which may otherwise result
from differing amounts of residual charge (for example, from previous charge packets) stored on parasitic capacitances
of those nodes.
[0067] The reset means may be connected to both nodes of the pair of complementary nodes. The reset means may
be operable to connect the or both of the nodes of the pair of complementary nodes to (for example, via a capacitor) a
reference potential, e.g. a ground supply, so as to tend to bring the difference in potential to a predetermined value. The
reset means may be operable to bring the nodes of the pair of complementary nodes to the same potential as one
another. The reset means may be connected between the pair of complementary nodes, and may be operable to connect
those nodes together so as to bring those nodes to the same potential as one another. The reset means may be operable
to cause a voltage potential of the or both (each) of the nodes of the pair of complementary nodes to return to the same
value between successive packets. There may be provided a plurality of such reset means each for a different such pair
of complementary nodes.
[0068] Each portion may comprise generating means for generating sample values based upon a characteristic of
respective such charge packets passing through the second nodes of that portion, the sample values being indicative
of values of the current signal of that portion corresponding to the charge packets concerned.
[0069] The circuitry may be configured for sampling first and second complementary said current signals. For example,
the circuitry may comprise first and second complementary circuit portions, the first portion for sampling the first current
signal and the second portion for sampling the second current signal. In one embodiment, each said portion comprises
such a first node, second nodes and steering means, each said portion is configured in a tree structure, and, for each
said portion, the first node is a root node of the tree structure, the second nodes are first-tier nodes of the tree structure
each of which is conductively connectable directly to the root node of that portion, and that portion further comprises a
plurality of subsequent-tier nodes of its tree structure per first-tier node, each of which is conductively connectable
indirectly to the root node of that portion along a respective path via its said first-tier node. In such an embodiment, the
steering means may be operable to control such connections between the root node and the subsequent-tier nodes so
that different packets of charge making up said current signal are steered along different said paths over time. In such
an embodiment, the circuitry may further comprise reset means connected to at least one of a said first or subsequent-
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tier node of the first portion and the complementary node of the second portion, and operable, during a period between
packets for that pair of complementary nodes, to tend to bring a difference in potential between those two nodes to a
predetermined value.
[0070] The reset means may be connected to both nodes of the pair of complementary nodes. The reset means may
be operable to connect the or both of the nodes of the pair of complementary nodes to (for example, via a capacitor) a
reference potential, e.g. a ground supply, so as to tend to bring the difference in potential to a predetermined value. The
reset means may be operable to bring the nodes of the pair of complementary nodes to the same potential as one
another. The reset means may be connected between the pair of complementary nodes, and may be operable to connect
those nodes together so as to bring those nodes to the same potential as one another. The reset means may be operable
to cause a voltage potential of the or both (each) of the nodes of the pair of complementary nodes to return to the same
value between successive packets. There may be provided a plurality of such reset means each for a different such pair
of complementary nodes.
[0071] The circuitry may comprise generating means for generating sample values based upon a characteristic of
respective such charge packets passing through the subsequent-tier nodes of that portion, the sample values being
indicative of values of the current signal of that portion corresponding to the charge packets concerned.
[0072] According to an embodiment of a second aspect of the present invention, there is provided current-mode
circuitry for sampling a current signal, the circuitry comprising: a first node configured to have the current signal applied
thereto; a plurality of second nodes conductively connectable to said first node along respective paths; steering means
for controlling such connections between the first node and the second nodes so that different packets of charge making
up said current signal are steered along different said paths over time; generating means for generating sample values
based upon a characteristic of respective such charge packets passing through said second nodes, the sample values
being indicative of values of said current signal corresponding to the charge packets concerned; and calibrating means
operable to combine sample values from one or more of said second nodes to provide one or more combined sample
values, and to calibrate operation of the circuitry in dependence upon said combined sample value(s).
[0073] Such combination may be, for example, through summation or averaging.
[0074] Over time, statistically speaking, it may be expected that a combination (e.g. an average) of the sample values
passing through one of the second nodes would be the same a such a combination of the sample values passing through
another one of the second nodes. This assumes that the current signal is carrying an information signal such as a typical
data signal whose value is changing (pseudo-randomly) over time. This also assumes that the circuitry is operating
correctly.
[0075] Thus, assuming that the current signal is indeed carrying such an information signal, then any differences
between the combinations of sample values as mentioned above, or between a combination and a reference value, may
be symptomatic of errors in the operation of the circuitry, and such differences may advantageously be employed to
control operation of the circuitry to reduce or eliminate such errors (i.e. to calibrate operation of the circuitry).
[0076] Because such calibration makes use of "real" sample values, i.e. sample values generated from an applied
information signal when the circuitry is in use, the calibration may be performed whilst the circuitry is in active use, i.e.
without taking it "off-stream" to perform the calibration.
[0077] The following are optional features relating to the present aspect, however those features may be provided in
combination with features of the other circuitry aspects disclosed herein.
[0078] The calibration means may be operable to combine sample values for a said second node over time to create
a combined sample value for that node, and to calibrate operation of the circuitry in dependence upon a comparison
between that combined sample value and a reference value. The calibration means may be operable to combine sample
values for one said second node over time to create a combined sample value for that node, and to combine sample
values for another said second node over time to create a combined sample value for that other node, and to calibrate
operation of the circuitry in dependence upon a comparison between those combined sample values. The calibration
means may be operable, for each said second node, to combine sample values for that second node over time to create
a combined sample value, and to calibrate operation of the circuitry in dependence upon a comparison between those
combined sample values. Such comparisons may, for example, comprise looking for differences between said combined
sample values, and looking at the relationships between those differences for different combinations of said second nodes.
[0079] The steering means may comprise: control-signal generating means configured to generate a set of time-
interleaved control signals, one for each said second node; and switching means distributed along said paths and
configured to carry out such control of the connections in dependence upon the control signals. In that case, the calibration
means may be operable to influence operation of the control-signal generating means and/or the switching means so
as to perform such calibration.
[0080] The calibration means may be operable to control the phase and/or magnitude of the control signals so as to
perform said calibration. In one embodiment, it may be that: the steering means is configured such that the conductive
connection of each said second node to the first node is controlled by its said control signal; the calibration means is
operable to combine sample values for one candidate said second node over time to provide a combined sample value
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for that node, and to combine sample values for another candidate said second node over time to provide a combined
sample value for that other node; and the calibration means is operable to control the phase and/or magnitude of the
control signal for one or both of those candidate nodes to compensate for any difference between the combined sample
values for those candidate nodes.
[0081] The calibration means may be operable to control a dependency of said switching means on said control signals
so as to perform said calibration. In one embodiment, it may be that: the switching means comprises a transistor per
path; for each path, the transistor concerned is connected such that its channel forms part of that path and such that it
is controlled by the control signal for the second node of that path; the calibration means is operable to combine sample
values for one candidate said second node over time to provide a combined sample value for that node, and to combine
sample values for another candidate said second node over time to provide a combined sample value for that other
node; and the calibration means is operable to control a gate and/or bulk voltage for the transistor along the path for
one or both of those candidate nodes to compensate for any difference between the combined sample values for those
candidate nodes.
[0082] According to an embodiment of a third aspect of the present invention, there is provided current-mode circuitry
for sampling a current signal, the circuitry comprising: a first node configured to have the current signal applied thereto;
a plurality of second nodes conductively connectable to said first node along respective paths; steering means for
controlling such connections between the first node and the second nodes so that different packets of charge making
up said current signal are steered along different said paths over time; and generating means for generating sample
values based upon a characteristic of respective such charge packets passing through said second nodes, the sample
values being indicative of values of said current signal corresponding to the charge packets concerned, wherein: the
steering means comprises control-signal generating means configured to generate substantially sinusoidal control sig-
nals, and switching means distributed along said paths and configured to carry out such control in dependence upon
the sinusoidal control signals; and the circuitry further comprises calibrating means operable analyse the or some of the
sample values and to calibrate operation of the circuitry in dependence upon such analysis.
[0083] In previously-considered circuitry, control signals for use by switching means tend to be clock signals with fast
clock edges, for example switched logic-level clock signals such as square waves. In this way, the switching operations
of the switching means are desensitised or shielded from the effects of mismatches between different switches of the
switching means and to mismatches between different control signals used to control the switching means.
[0084] In contrast, embodiments of the present aspect of the present invention employ sinusoidal control signals. The
magnitude of a sinusoidal signal changes very slowly over time from its maximum to its minimum. That is, for a control
signal having a particular fundamental frequency, a sinusoidal signal has a low slew rate and is the only signal that only
has content at the fundamental frequency. In this way, it is possible to maximise the sensitivity of the switching operations
of the switching means to mismatches between different switches of the switching means and to mismatches between
different control signals used to control the switching means. Put another way, by employing sinusoidal signals it is
possible to maximise the gain from a change in mismatch to a change in the output sample value. This sensitivity may
advantageously be employed to calibrate operation of the circuitry to compensate for the mismatches. That is, it is
possible to analyse the sample values and calibrate operation based on the analysis.
[0085] The following are optional features relating to the present aspect, however those features may be provided in
combination with features of the other circuitry aspects disclosed herein.
[0086] The calibration means may be operable to influence operation of the control-signal generating means and/or
the switching means so as to perform such calibration, as mentioned above.
[0087] According to an embodiment of a fourth aspect of the present invention, there is provided current-mode circuitry
for sampling a current signal, the circuitry comprising: a root node configured to have the current signal applied thereto;
a plurality of first-tier nodes each of which is conductively connectable directly to the root node; a plurality of subsequent-
tier nodes per first-tier node, each of which is conductively connectable indirectly to the root node along a respective
path via its said first-tier node; and steering means for controlling such connections between the root node and the
subsequent-tier nodes so that different packets of charge making up said current signal are steered along different said
paths over time.
[0088] By arranging nodes in a tree structure (having a root node, first-tier nodes, and subsequent-tier-nodes per first-
tier-node, with switches making up the switching means distributed between the nodes along the paths), it may be
possible to allow the specifications for the switching performed to become successively more relaxed from tier to sub-
sequent tier. For example, assuming that the paths from the root node to the first-tier nodes are cycled through (for
carrying packets) in an order or sequence, and assuming that there are X first tier-nodes, then the rate at which packets
pass through a first-tier node is 1/X the rate at which packets pass through the root node. Further, extending this example
through the next tier of nodes (part or all of the subsequent tier-nodes), then assuming that there are N second-tier
nodes per first-tier node, the rate at which packets pass through a second-tier node is 1/N the rate which packets pass
through its first-tier node, and 1/(X.N) the rate at which packets through the root node.
[0089] The following are optional features relating to the present aspect, however those features may be provided in
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combination with features of the other circuitry aspects disclosed herein.
[0090] The steering means may be operable to employ sinusoidal control signals to control connections between the
root node and the first-tier nodes, and switched-logic control signals to control connections between the first-tier nodes
and the subsequent-tier nodes. The control signals used to control connections between the first-tier of nodes and the
subsequent-tier of nodes may have larger peak-to-peak voltages and/or longer on-times than that of the control signals
used to control connections between the root node and the first-tier of nodes.
[0091] Such circuitry may further comprise generating means operable to generate sample values based upon a
characteristic of respective such charge packets passing through said subsequent-tier nodes, the sample values being
indicative of values of said current signal corresponding to the charge packets concerned.
[0092] According to an embodiment of a fifth aspect of the present invention, there is provided current-mode circuitry
for sampling a current signal, the circuitry comprising: a first node configured to have the current signal applied thereto;
a plurality of second nodes conductively connectable to said first node along respective paths; steering means for
controlling such connections between the first node and the second nodes so that different packets of charge making
up said current signal are steered along different said paths over time; and reset means connected to a said second
node, and operable, during a period between packets for that node, to tend to bring a voltage potential of that node to
a predetermined value.
[0093] By bringing a voltage potential at a node to a predetermined value, during a period between packets for those
nodes, it is possible to reduce errors which may otherwise result from differing amounts of residual charge (for example,
from previous charge packets) stored on a parasitic capacitance at that node.
[0094] The following are optional features relating to the present aspect, however those features may be provided in
combination with features of the other circuitry aspects disclosed herein.
[0095] The reset means may be operable to cause the voltage potential of that second node to return to the same
value between successive packets for that node. The circuitry may comprise a plurality of such reset means each for a
different such second node. There may be provided such a reset means per second node.
[0096] According to an embodiment of a sixth aspect of the present invention, there is provided current-mode circuitry
for sampling first and second complementary current signals, the circuitry comprising: first and second complementary
circuitry portions, the first portion for sampling the first current signal and the second portion for sampling the second
current signal, wherein each said portion comprises: a first node configured to have the current signal for that portion
applied thereto; a plurality of second nodes conductively connectable to the first node of that portion along respective
paths; and steering means for controlling such connections between the first node and the second nodes of that portion
so that different packets of charge making up the current signal of that portion are steered along different said paths of
that portion over time; and reset means connected to at least one of a said second node of the first portion and the
complementary node of the second portion, and operable, during a period between packets for that pair of complementary
nodes, to tend to bring a difference in voltage potential between those two nodes to a predetermined value.
[0097] By bringing a difference in voltage potential between pairs of complementary nodes to a predetermined value,
during a period between packets for those nodes, it is possible to reduce errors which may otherwise result from differing
amounts of residual charge (for example, from previous charge packets) stored on parasitic capacitances of those nodes.
[0098] The following are optional features relating to the present aspect, however those features may be provided in
combination with features of the other circuitry aspects disclosed herein.
[0099] The reset means may be connected to both nodes of the pair of complementary nodes. The reset means may
be operable to connect the or both of the nodes of the pair of complementary nodes to a reference potential so as to
tend to bring the difference in potential to a predetermined value. The reset means may be operable to bring the nodes
of the pair of complementary nodes to the same potential as one another. The reset means may be connected between
the pair of complementary nodes, and may be operable to connect those nodes together so as to bring those nodes to
the same potential as one another. The reset means may be operable to cause a voltage potential of the or both of the
nodes of the pair of complementary nodes to return to the same value between successive packets. There may be
provided plurality of such reset means each for a different such pair of complementary nodes. There may be provided
such a reset means per such pair of complementary nodes.
[0100] In such circuitry, each said portion may comprises generating means for generating sample values based upon
a characteristic of respective such charge packets passing through the second nodes of that portion, the sample values
being indicative of values of the current signal of that portion corresponding to the charge packets concerned.
[0101] According to an embodiment of a seventh aspect of the present invention, there is provided current-mode
circuitry for sampling first and second complementary current signals, the circuitry comprising: first and second comple-
mentary circuitry portions, the first portion for sampling the first current signal and the second portion for sampling the
second current signal, wherein each said portion comprises: a root node configured to have the current signal for that
portion applied thereto; a plurality of first-tier nodes each of which is conductively connectable directly to the root node
of that portion; a plurality of subsequent-tier nodes per first-tier node of that portion, each of which is conductively
connectable indirectly to the root node of that portion along a respective path via its said first-tier node; and steering
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means for controlling such connections between the root node and the subsequent-tier nodes of that portion so that
different packets of charge making up the current signal of that portion are steered along different said paths of that
portion over time; and reset means connected to at least one of a said first or subsequent-tier node of the first portion
and the complementary node of the second portion, and operable, during a period between packets for that pair of
complementary nodes, to tend to bring a difference in voltage potential between those two nodes to a predetermined value.
[0102] By bringing a difference in voltage potential between pairs of complementary nodes to a predetermined value,
during a period between packets for those nodes, it is possible to reduce errors which may otherwise result from differing
amounts of residual charge (for example, from previous charge packets) stored on parasitic capacitances of those nodes.
[0103] The following are optional features relating to the present aspect, however those features may be provided in
combination with features of the other circuitry aspects disclosed herein.
[0104] The reset means may be connected to both nodes of the pair of complementary nodes. The reset means may
be operable to connect the or both of the nodes of the pair of complementary nodes to a reference potential so as to
tend to bring the difference in potential to a predetermined value. The reset means may be operable to bring the nodes
of the pair of complementary nodes to the same potential as one another. The reset means may be connected between
said pair of complementary nodes, and may be operable to connect those nodes together so as to bring those nodes
to the same potential as one another. The reset means may be operable to cause a voltage potential of the or both of
the nodes of the pair of complementary nodes to return to the same value between successive packets. There may be
provided a plurality of such reset means each for a different such pair of complementary nodes. There may be provided
such a reset means per such pair of complementary nodes.
[0105] In such circuitry, each said portion may comprise: generating means for generating sample values based upon
a characteristic of respective such charge packets passing through the subsequent-tier nodes of that portion, the sample
values being indicative of values of the current signal of that portion corresponding to the charge packets concerned.
[0106] According to an embodiment of an eighth aspect of the present invention, there is provided analogue-to-digital
conversion circuitry, comprising circuitry according to any of the aforementioned aspects of the present invention. Ac-
cording to an embodiment of a ninth aspect of the present invention, there is provided integrated circuitry, comprising
circuitry according to any of the aforementioned aspects of the present invention. According to an embodiment of a tenth
aspect of the present invention, there is provided an IC chip, comprising circuitry according to any of the aforementioned
aspects of the present invention.
[0107] According to an embodiment of an eleventh aspect of the present invention, there is provided a method of
sampling a current signal in current-mode circuitry, the circuitry having a first node configured to have the current signal
applied thereto and X second nodes conductively connectable to said first node along respective paths, the method
comprising: controlling such connections between the first node and the second nodes in dependence upon X time-
interleaved sinusoidal control signals so that different packets of charge making up said current signal are steered along
different said paths over time, wherein: X is an integer greater than or equal to 3.
[0108] According to an embodiment of a twelfth aspect of the present invention, there is provided a method of sampling
a current signal in current-mode circuitry, the circuitry having a first node configured to have the current signal applied
thereto and a plurality of second nodes conductively connectable to said first node along respective paths, the method
comprising: controlling such connections between the first node and the second nodes so that different packets of charge
making up said current signal are steered along different said paths over time; generating sample values based upon
a characteristic of respective such charge packets passing through said second nodes, the sample values being indicative
of values of said current signal corresponding to the charge packets concerned; combining sample values from one or
more of said second nodes to provide one or more combined sample values; and calibrating operation of the circuitry
in dependence upon said combined sample value(s).
[0109] According to an embodiment of a thirteenth aspect of the present invention, there is provided a method of
sampling a current signal in current-mode circuitry, the circuitry having a first node configured to have the current signal
applied thereto and a plurality of second nodes conductively connectable to said first node along respective paths, the
method comprising: generating substantially sinusoidal control signals; controlling such connections between the first
node and the second nodes in dependence upon the sinusoidal control signals so that different packets of charge making
up said current signal are steered along different said paths over time; generating sample values based upon a char-
acteristic of respective such charge packets passing through said second nodes, the sample values being indicative of
values of said current signal corresponding to the charge packets concerned; analysing the or some of the sample
values; and calibrating operation of the circuitry in dependence upon such analysis.
[0110] According to an embodiment of a fourteenth aspect of the present invention, there is provided a method of
sampling a current signal in current-mode circuitry, the circuitry having a root node configured to have the current signal
applied thereto, a plurality of first-tier nodes each of which is conductively connectable directly to the root node, and a
plurality of subsequent-tier nodes per first-tier node, each of which is conductively connectable indirectly to the root node
along a respective path via its said first-tier node, the method comprising: controlling such connections between the root
node and the subsequent-tier nodes so that different packets of charge making up said current signal are steered along



EP 2 211 468 A1

12

5

10

15

20

25

30

35

40

45

50

55

different said paths over time.
[0111] According to an embodiment of a fifteenth aspect of the present invention, there is provided a method of
sampling first and second complementary current signals in current-mode circuitry, the circuitry having first and second
complementary circuitry portions, the first portion for sampling the first current signal and the second portion for sampling
the second current signal, wherein each said portion comprises a first node configured to have the current signal for
that portion applied thereto and a plurality of second nodes conductively connectable to the first node of that portion
along respective paths, the method comprising: for each said portion, controlling such connections between the first
node and the second nodes of that portion so that different packets of charge making up the current signal of that portion
are steered along different said paths of that portion over time; and for at least one of a said second node of the first
portion and the complementary node of the second portion, and during a period between packets for that pair of com-
plementary nodes, tending to bring a difference in voltage potential between those two nodes to a predetermined value.
[0112] According to an embodiment of a sixteenth aspect of the present invention, there is provided a method of
sampling first and second complementary current signals in current-mode circuitry, the circuitry having first and second
complementary circuitry portions, the first portion for sampling the first current signal and the second portion for sampling
the second current signal, wherein each said portion comprises a root node configured to have the current signal for
that portion applied thereto, a plurality of first-tier nodes each of which is conductively connectable directly to the root
node of that portion, and a plurality of subsequent-tier nodes per first-tier node of that portion, each of which is conductively
connectable indirectly to the root node of that portion along a respective path via its said first-tier node, the method
comprising: for each said portion, controlling such connections between the root node and the subsequent-tier nodes
of that portion so that different packets of charge making up the current signal of that portion are steered along different
said paths of that portion over time; and for at least one of a said first or subsequent-tier node of the first portion and the
complementary node of the second portion, and during a period between packets for that pair of complementary nodes,
tending to bring a difference in voltage potential between those two nodes to a predetermined value.
[0113] According to an embodiment of a seventeenth aspect of the present invention, there is provided a method of
sampling a current signal in current-mode circuitry, the circuitry having a first node configured to have the current signal
applied thereto and a plurality of second nodes conductively connectable to said first node along respective paths, the
method comprising: controlling such connections between the first node and the second nodes so that different packets
of charge making up said current signal are steered along different said paths over time; and for a said second node,
and during a period between packets for that node, tending to bring a voltage potential of that node to a predetermined
value.
[0114] Features of apparatus (circuitry) aspects apply equally to method aspects, and vice versa. Features of one
circuitry aspect, such as those features specified as optional features, may be provided in combination with features of
the other circuitry aspects.
[0115] The present invention extends to IC chips as mentioned above, circuit boards comprising such IC chips, and
communication networks (for example, internet fiber-optic networks and wireless networks) and network equipment of
such networks, comprising such circuit boards.
[0116] Reference will now be made, by way of example, to the accompanying drawings, of which:-

Figure 1, discussed above, is a schematic diagram of a known time-interleaved ADC;
Figure 2, discussed above, is a schematic diagram of another known time-interleaved ADC;
Figure 3, discussed above, is a schematic diagram of T/H circuitry;
Figure 4, discussed above, is an enlarged diagram of a clock signal, for appreciating the effect of slew rate;
Figure 5, discussed above, is a diagram useful for understanding the effect of slew-rate-related and input-dependent
timing errors;
Figure 6, discussed above, is a frequency-response diagram indicating the effects of gain mismatch G and roll-off
mismatch R;
Figure 7, discussed above, presents an ideal FFT trace in its upper half and an example frequency spectrum of an
input signal in its lower half;
Figure 8 is a schematic diagram of current-mode sampling circuitry;
Figure 9 is a schematic diagram of analogue-to-digital circuitry embodying the present invention;
Figure 10 is a schematic circuit diagram of a four-phase current-mode sampler embodying the present invention;
Figure 11 shows schematic waveforms of clock signals θ0 to θ3 and output currents IOUTA to IOUTD;
Figure 12 shows waveforms of clock signals θ0 to θ3 and partial waveforms of currents IOUTA, IOUTB and IOUTD;
Figure 13 shows waveforms for IOUTA to IOUTD as ITAIL increases and decreases;
Figures 14 and 15 present simulation results to demonstrate operation of an embodiment of the present invention;
Figure 16 is a schematic diagram of an example implementation of sampling circuitry embodying the present inven-
tion;
Figure 17 is a schematic diagram of parts of the Figure 9 ADC circuitry;
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Figure 18 is a schematic diagram useful for understanding operation of the demultiplexers in Figure 17;
Figure 19 is a schematic diagram useful for understanding the principle of operation of the Figure 9 ADC banks;
Figure 20 is a schematic diagram useful for understanding a possible application of SAR circuitry in embodiments
of the present invention;
Figure 21 is a schematic diagram useful for understanding a possible layout of the Figure 9 ADC circuitry;
Figure 22 is a schematic diagram useful for understanding the concept of calibration techniques employed in em-
bodiments of the present invention;
Figure 23 is a partial duplication of the waveforms in Figure 12, with additional signals representing a VCO timing error;
Figure 24 is a partial duplication of the waveforms in Figure 12, with additional signals representing a threshold
voltage error in one of the sampling switches;
Figure 25 is a schematic diagram of a sampler switch, to show how a trim voltage may be applied to its body terminal;
Figures 26 and 27 present simulation results for a ful implementation of the Figure 9 ADC circuitry; and
Figure 28 is a schematic diagram of parts of the Figure 9 ADC circuitry, useful for appreciating a possible refinement.

[0117] Before describing detailed embodiments of the present invention, the general concept of embodiments of the
present invention will first be explored.
[0118] Much of the previously-considered ADC architectures, as described with reference to Figures 1 to 7 above,
carry out sampling and demultiplexing based upon voltages, i.e. in the voltage domain. That is, in such architectures,
any information content stored in the signals is represented by the voltage level of those signals. In the operation of
such circuitry, voltage is the independent variable and current is dependent on the voltage. Put another way, voltage is
the cause and current is the effect. Such ADC circuitry is thus considered voltage-mode circuitry. In contrast, embodiments
of the present invention carry out sampling and demultiplexing based upon currents, i.e. in the current domain. That is,
in embodiments of the present invention, any information content stored in the signals is represented by the current level
of those signals. In the operation of such circuitry, current is the independent variable and voltage is dependent on the
current; current is the cause and voltage is the effect. ADC circuitry embodying the present invention may thus be
considered to be current-mode circuitry, although it may of course be incorporated into, or employed in conjunction with,
voltage-mode circuitry. Circuitry embodying the present invention may be provided as part or all of integrated circuitry,
for example as an IC chip. The present invention may also extend to circuit boards comprising such IC chips.
[0119] In general terms, an embodiment of the present invention takes a current as the input signal (i.e. a signal whose
current magnitude carries information content), and splits that current into n time-interleaved pulse streams, each at 1/n
the overall sampling rate, using an n-phase sinewave clock. As information content in embodiments of the present
invention is represented by the size of the pulses or packets, the size of a pulse being measured as an amount of charge
since Q = ∫Idt, such circuitry may be considered "charge-mode" circuitry, and the phrase "current-mode" is to be interpreted
accordingly. It is true that current-mode sampling is known per se, however it will become apparent that considerable
benefits over-and-above such known sampling techniques result from embodiments of the present invention disclosed
herein.
[0120] Figure 8 is a schematic diagram of sampling circuitry 30. Circuitry 30 has an input node IN and a plurality of
associated output nodes OUT1 to OUTn.
[0121] The input node is adapted to receive an input signal as a current 32, the magnitude of the current 32 representing
the information carried by the input signal. Accordingly, although the magnitude of the current 32 is steady in Figure 8
for simplicity, it will be understood that the magnitude could fluctuate, for example to carry a data signal.
[0122] The circuitry 30 comprises routing (or steering) means 33 for routing the received current 32 to different said
output nodes (OUT1 to OUTn) over time. In the present case, routing means 33 is operable to route the current 32 to
different output nodes OUT1 to OUTn in a step-wise ordered fashion and in synchronization with a clock signal (not
shown). For example, the routing means 33 is operable to connect the input node IN to output node OUT1 and then to
output node OUT2, and so on and so forth through to output node OUTn, before returning to output node OUT1. In this
way, the routing means 33 cycles through the output nodes such that the current 32 is effectively divided up on a time-
wise basis into samples (or parts) 341 to 34n received at the output nodes OUT1 to OUTn, respectively.
[0123] The routing means 33 may change its connection from one output node to the next such that no two output
nodes are ever connected to the input node at the same time. Alternatively, as is true of embodiments of the present
invention disclosed herein, the routing means 33 may gradually change its connection from one output node to the next
such that there are periods of time when more than one output node is connected to the input node.
[0124] Circuitry 30 may further comprise generating means (not shown) for generating output values based upon the
samples or pulses 341 to 34n received at the output nodes OUT1 to OUTN, the output values being indicative of input
values of parts of the input signal (current 32) corresponding to said current samples 341 to 34n. The circuitry 30 may
thus be configured to perform analogue-to-digital conversion, for example if the generating means is operable to output
digital output values.
[0125] Figure 9 is a schematic diagram of analogue-to-digital circuitry 40 embodying the present invention. Circuitry
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40 comprises sampler 42, voltage-controlled oscillator (VCO) 44, demultiplexers 46, ADC banks 48, digital unit 50 and
calibration unit 52.
[0126] The sampler 42 is configured to perform four-way or four-phase time-interleaving so as to split the input current
IIN into four time-interleaved sample streams A to D. For this purpose, VCO 44 is a quadrature VCO operable to output
four clock signals 90° out of phase with one another, for example as four raised cosine signals. VCO 44 may for example
be a shared 14 GHz quadrature VCO to enable circuitry 40 to have an overall sample rate of 56 GS/s.
[0127] Each of streams A to D comprises a demultiplexer 46 and an ADC bank 48 connected together in series as
shown in Figure 9. The sampler operates in the current mode as in previous embodiments, and, accordingly, streams
A to D are effectively four time-interleaved streams of current pulses originating from (and together making up) input
current IIN, each stream having a sample rate one quarter of the overall sample rate.
[0128] Continuing the example overall sample rate of 56 GS/s, each of the streams A to D may have a 14 GS/s sample
rate.
[0129] Focusing on stream A by way of example, the stream of current pulses is first demultiplexed by an n-way
demultiplexer 46. Demultiplexer 46 is a current-steering demultiplexer and this performs a similar function to sampler
42, splitting stream A into n time-interleaved streams each having a sample rate equal to 1/4n of the overall sample rate.
Continuing the example overall sample rate of 56 GS/s, the n output streams from demultiplexer 46 may each have a
14/n GS/s sample rate. If n were to be 80 or 160 for example, the output streams of demultiplexer 46 may have a 175
MS/s or 87.5 MS/s sample rate, respectively. Demultiplexer 46 may perform the 1:n demultiplexing in a single stage, or
in a series of stages. For example, in the case of n=80, demultiplexer 46 may perform the 1:n demultiplexing by means
of a first 1:8 stage followed by a second 1:10 stage.
[0130] The n streams output from demultiplexer 46 pass into ADC bank 48, which contains n ADC sub-units each
operable to convert its incoming pulse stream into digital signals, for example into 8-bit digital values. Accordingly, n
digital streams pass from ADC bank 48 to digital unit 50. In the case of n=80, the conversion rate for the ADC sub-units
may be 320 times slower than the overall sample rate.
[0131] Streams B, C, and D operate analogously to stream A, and accordingly duplicate description is omitted. In the
above case of n=80, circuitry 40 may be considered to comprise 320 ADC sub-units split between the four ADC banks 48.
[0132] The four sets of n digital streams are thus input to the digital unit 50 which multiplexes those streams to produce
a single digital output signal representative of the analogue input signal, current IIN. This notion of producing a single
digital output may be true schematically, however in a practical implementation it may be preferable to output the digital
output signals from the ADC banks in parallel.
[0133] Calibration unit 52 is connected to receive a signal or signals from the digital unit 50 and, based on that signal,
to determine control signals to be applied to one or more of the sampler 42, VCO 44, demultiplexers 46 and ADC banks
48. As will become apparent later, it is preferable to carry out calibration on the sampler 42, which is why the output
from calibration unit 52 to the sampler 42 is shown as a solid arrow in Figure 9, rather than as a dashed arrow.
[0134] Further details regarding the operation, and related benefits, of circuitry 40 will become apparent through
consideration of Figures 10 to 27.
[0135] Figure 10 is a schematic circuit diagram of four-phase (i.e. multiphase) current-mode (current-steering) sampler
42. Although in Figure 9 a single-ended input signal, current IIN, is shown, it will be appreciated that a differential input
signal could be employed, for example to take advantage of common-mode interference rejection. Accordingly, the
sampler 42 and demultiplexers 46 and ADC banks 48 could be effectively duplicated in circuitry 40 to support such
differential signaling, however such duplication is omitted from Figure 9 for simplicity. Returning to Figure 10, sampler
42 is configured to receive such a differential input current signal, modeled here as a current source IIN whose magnitude
varies with the input signal.
[0136] Because of the differential signaling, sampler 42 effectively has two matching (or corresponding or comple-
mentary) sections 54 and 56 for the two differential inputs. Accordingly, there is a first set of output streams IOUTA to
IOUTD in section 54 and a second set of matching output streams IOUTBA to IOUTBD, where IOUTB means IOUT , and
wherein IOUTA is paired with IOUTBA, IOUTB is paired with IOUTBB, and so on and so forth.
[0137] Focusing on the first section 54 by way of example (because the second section 56 operates analogously to
the first section 54), there are provided four n-channel MOSFETs 58A to 58D (i.e. one per stream or path) with their
source terminals connected together at a common tail node 60.
[0138] The aforementioned current source IIN is connected between common tail node 60 and an equivalent common
tail node 66 of section 56. A further current source IDC 62 is connected between the common tail node 60 and ground
supply, and carries a constant DC current IDC. The gate terminals of the four transistors 58A to 58D are driven by the
four clock signals θ0 to θ3, respectively, provided from the VCO 54.
[0139] As mentioned above, section 56 is structurally similar to section 54 and thus comprises transistors 64A to 64D,
common tail node 66 and current source IDC 68.
[0140] Operation of the sampler 42 will now be explained with reference to Figures 11 to 16.
[0141] Figure 11 shows schematic waveforms for the clock signals θ0 to θ3 in the upper graph, and schematic waveforms
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for the corresponding output currents IOUTA to IOUTD in the lower graph.
[0142] The clock signals θ0 to θ3 are time-interleaved raised cosine waveforms provided as four voltage waveforms
from the VCO 44. The use of four clock signals in the present case is due to the four-way-interleaving design of ADC
circuitry 40, but it will be appreciated that, in another embodiment, three or more time-interleaved clock signals could
be used, for a three-or-more-way split of the input current signal.
[0143] Clock signals θ0 to θ3 are 90° out of phase with one another, such that θ0 is at 0° phase, θ1 is at 90° phase, θ2
is at 180° phase, and θ3 is at 270° phase.
[0144] The effect of sampling circuitry 42, under control of clock signals θ0 to θ3, is that the output currents IOUTA to
IOUTD are four trains (or streams) of current pulses, the series of pulses in each train having the same period as one
of the clock signals θ0 to θ3, and the pulses of all four trains together being time-interleaved with one another as an
effective overall train of pulses at a quarter of the period of one of the clock signals (or at four times the sampling frequency
of one of the clock signals).
[0145] Figure 12 shows more waveforms for the clock signals θ0 to θ3 in the upper graph, and partial waveforms for
the currents IOUTA, IOUTB and IOUTD (current IOUTc is not shown) in the lower graph, for use in better understanding
the operation of sampling circuitry 42.
[0146] As mentioned above, clock signals θ0 to θ3 are time-interleaved raised (substantially) cosine waveforms and
are 90° out of phase with one another. The clock signals shown are sinusoidal, but need not be strictly-perfect sinusoids.
As will become apparent, in the present embodiment the shape of the waveforms is more important in the uppermost
part than towards the bottom. For the benefit of further explanation, clock signal θ0 is highlighted in bold in Figure 12.
[0147] Clock signals θ0 to θ3 control the gates of transistors 58A to 58D, respectively, in sampler 42. Accordingly,
transistors 58A to 58D are turned on and then off in sequence, such that as one of them is turning off the next in sequence
is turning on, and such that when one of them is turned fully on the others are substantially turned off.
[0148] Because substantially all current entering node 60 via transistors 58A to 58D must exit that node as current
ITAIL, then the sum of currents IOUTA to IOUTD at any time must be substantially equal to ITAIL = IDC - IIN. The effect of
the gate control mentioned above is therefore that current ITAIL is steered to pass through transistors 58A to 58D in the
sequence in which those transistors are turned on and off, i.e. such that as one of them is turning off and thus starts to
carry less of ITAIL, the next in sequence is turning on and thus starts to carry more of ITAIL, and such that when one of
them is turned fully on, it carries substantially all of ITAIL because the other transistors are substantially turned off.
[0149] This effect is shown in the lower graph of Figure 12. Only output currents IOUTA, IOUTB and IOUTD are shown
for simplicity, however the pattern of waveforms shown continues in a similar way as shown in Figure 11. For comparison
with the upper graph of clock signals, the waveform for output current IOUTA (corresponding to clock signal θ0) is
highlighted in bold.
[0150] In order to gain an understanding of the lower graph in Figure 12, three points, 70, 72 and 74 are indicated on
waveform θ0 and a corresponding three points 80, 82 and 84 are indicated on waveform IOUTA.
[0151] At point 70, waveform θ0 is at its peak value, i.e. at VDD, and the other clock signals θ1 to θ3 are significantly
below their peak value. Accordingly, transistor 58A is fully on and transistors 58B to 58D are substantially off. Therefore,
at the corresponding point 80, current IOUTA is equal to ITAIL and the other currents IOUTB and IOUTD (and current
IOUTC not shown) are substantially equal to zero.
[0152] At point 72, which precedes point 70, waveform θ0 is rising towards its peak value but has not yet reached its
peak value. Also, at point 72, waveform θ3 is falling from its peak value. Importantly, at point 72 clock signals θ3 and θ0
have equal values. Therefore transistors 58D and 58A are on to the same extent as one another, because their source
terminals are connected together. At point 72, clock signals θ1 and θ2 are also equal to one another and are sufficiently
low to ensure that transistors 58D and 58C are off. Thus, at this point in time, half of current ITAIL flows through transistor
58D and half of it flows through transistor 58A, as indicated by point 82, such that IOUTD = IOUTA = (ITAIL)/2.
[0153] Point 74 is equivalent to point 72, except that at this point it is transistors 58A and 58B that are both on. Therefore,
at corresponding point 84, IOUTA = IOUTB = (ITAIL)/2.
[0154] It will therefore be appreciated that the three points for each current waveform (e.g. points 80, 82 and 84 for
current waveform IOUTA) are fixed in time relative to the clock waveforms and in magnitude relative to the current ITAIL.
That is, taking current IOUTA as an example, at point 80 the current is equal to ITAIL and at points 82 and 84 the current
is equal to half ITAIL. The location of points 80, 82 and 84 is fixed relative to the clock signals θ0 to θ3. The same is true
for currents IOUTB to IOUTD. The focus on points 70, 72 and 74 demonstrates that for the present embodiment the
upper part of the clock signals is important, and that the lower parts are less important (such that, for example, the
precise shape of the lower parts is not strictly critical).
[0155] Thus, the current pulses of waveforms IOUTA to IOUTD are all of the same shape, and that shape is defined
by the raised cosine shape of the clock signals. As the value of ITAIL fluctuates with input current IIN, the pulses are
simply scaled up or down accordingly. This can be seen from Figure 13, which shows waveforms for IOUTA to IOUTD
as ITAIL increases and then decreases again. The peaks of the pulses follow ITAIL, and the points where two adjacent
pulses have equal value (i.e. the crossing points) follow half ITAIL.
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[0156] This operation has considerable benefits.
[0157] Because the sampling pulses all have the same shape, defined by the raised cosine clock waveforms, the
frequency response/roll-off is thereby defined mathematically by the cosine curve and as a result the analogue bandwidth
from the input IIN to the output IOUT is very high, typically greater than 100 GHz. Furthermore, the voltage level at the
tail nodes in the circuitry (e.g. nodes 60 and 66 in Figure 10) does not fluctuate much during operation. By way of
explanation, in Figure 10 the switches are nMOS switches, operated in the saturated region, with their source terminals
tied together to form the tail node concerned. Thus, those switches operate as cascodes with a low input impedance
and a high output impedance. Because the voltage level at the tail nodes doesn’t move much with the input signal, those
nodes may be considered to be virtual grounds, and have a reduced sensitivity to parasitic capacitances at those tail
nodes. In Figure 3, the transistor 22 has to drive capacitor 28. There is thus a high resistance and relatively high
capacitance giving a relatively low bandwidth, and the bandwidth is unpredictable because of the significant mismatch
in capacitor 28. In contrast, in the present embodiment the nMOS switches do not have to drive a capacitor 28; they
have a low on resistance and the tail nodes have a tiny parasitic capacitance (to which the tail node is insensitive as
mentioned above). This gives a high bandwidth that is accurate and repeatable. In summary, the circuitry of the present
embodiment is a fast analogue circuit carrying current pulses of a defined shape. The circuitry thus has a high bandwidth
that is known, repeatable, accurate and constant. This known bandwidth may thus be compensated for with a filter (as
mentioned below), for example digitally. As will become apparent later, the demultiplexers 46 operate in a similar way
to the sampler 42, leading to this high-bandwidth accurate operation over the sampling and demultiplexing circuitry.
[0158] Moreover, the sampling circuitry 42 operates by genuinely steering the current ITAIL whose magnitude is de-
pendent upon input signal IIN via the different outputs IOUTA to IOUTD. The input current ITAIL is not copied (in the way
that voltages are copied in voltage-mode ADCs) from stage to stage (the demultiplexers 46 having a similar structure
and method of operation to the sampling circuitry 42 and thus forming subsequent such stages). Instead, it is the actual
current ITAIL that is steered or routed through the circuitry. All of the current ITAIL passes through to the outputs. It is
noted that although the direction of flow of conventional current in this case is from output to input, the principles are the
same for current flowing from input to output, and indeed the graphs of currents IOUTA to IOUTD are shown as positive
values (with the direction of those currents shown, e.g. in Figure 10, as from output to input) to aid conceptual under-
standing of the operation of the circuitry. In summary, if all of the "output" currents are summed together, the result would
be the same as ITAIL.
[0159] Another advantage of this operation of the sampler 42 is that the operation does not suffer from significant
input-signal-dependent sampling delays. As will become apparent below, and as briefly discussed above, the voltage
at common tail nodes 60 and 66 can be configured to be very stable during operation, such that it is only susceptible to
around 50-70 mV ripple. The sampling timing is purely governed by the clock signals θ0 to θ3 as explained above (because
the source terminals of the switching transistors are all tied together). Therefore, a change in IIN does not cause any
signal-dependent delay, in contrast to the signal-dependent delay as explained earlier with reference to Figures 3 to 5.
Accordingly, related distortion is also obviated.
[0160] Assuming that the clock signals θ0 to θ3 are perfect, i.e. free of amplitude noise and phase noise (jitter), then
any errors are mainly (i.e. ignoring insignificant signal-dependent errors) due to mismatches between the switching
transistors (and such mismatches are dealt with later).
[0161] Another advantage is that even if there are some sampling errors, due for example to clock skew and/or
mismatches, the input current ITAIL (which is dependent on the input IIN) must still be divided between the output currents
IOUTA to IOUTD. That is, current is not lost; generally speaking, all current that goes in must come out. This principle
proves particularly useful for calibrating operation of the ADC circuitry 40, as will be described in detail below.
[0162] Because four time-interleaved sinusoidal clock signals (in this case, raised cosines) are employed in the present
embodiment, the 25% duty-cycle pulses required to drive the corresponding four switches (e.g. switches 58A to 58D in
Figure 10) are formed even though the clock signals themselves (being sinusoids) naturally have a 50% duty cycle. That
is, for an X-way split of the input current signal (X=4, above), it is possible to use 50% duty-cycle sinusoidal clock signals
to produce 100/X % duty-cycle pulses. In contrast, if switched logic-level (hard-switched) clock signals were employed,
it would be necessary to use clock signals themselves having a 100/X % (25%, for X=4) duty cycle to produce 100/X %
(25%, for X=4) duty-cycle pulses. Therefore, the present embodiment is advantageous, particularly when considering
high-frequency operation, as 50% duty-cycle clock signals may be employed (even when X=3 or more).
[0163] Yet a further advantage of sampler circuitry 42 is that the gates of the transistors may be driven directly without
requiring an intermediate buffer such as buffer 24 in Figure 3. This is because VCO outputs tend to be sinusoidal and
the present circuitry is configured to accept sinusoidal clock signals. Such direct driving may include intermediate AC
coupling, e.g. via a capacitor. With such direct driving, the gate capacitances of the transistors of the sampler circuitry
42 can be included in the VCO 44 design as being part of necessary capacitance within the VCO. Thus, the gate
capacitances are effectively absorbed within the VCO, such that the sampler circuitry 42 operates as if there were zero
gate capacitance. Thus, switching delays due to gate capacitances are effectively removed. Furthermore, the ability to
not employ buffers such as buffer 24 to generate square (i.e. pulsed or switched-logic) waves allows associated noise
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and delay mismatch to be avoided. For example, if quadature square waves were required, then four buffers with
associated mismatch would be required.
[0164] Figure 14 shows simulation results for sampler circuitry 42. For the purposes of the simulation, the circuitry 42
has been configured to operate at 56 GS/s and is supplied with an input current signal IIN having the form of a 1 GHz
sinewave.
[0165] The uppermost of the four graphs shows the four clock signals θ0 to θ3, each being a 14 GHz raised cosine
signal, thereby enabling the overall desired 56 GS/s sampling rate. The second of the four graphs from the top shows
the four output signals IOUTA to IOUTD of section 54 and the third of the four graphs shows the equivalent traces for
output signals IOUTBA to IOUTBD of section 56. The lowermost graph shows the difference between the two components
of the differential output signal, i.e. generically IOUT-IOUTB. In such differential circuitry, it is the "difference" signal that
is the desired output.
[0166] Figure 15 shows an enlarged portion of the simulation results of Figure 14, in which the pulse shapes and clock
signals are more clearly shown.
[0167] The resulting fixed pulse shape can be clearly seen. The peaks of the pulses in the middle two graphs follow
ITAIL and thus fluctuate around a DC level defined by the DC current sources 62 and 68. The circuitry component values
used for the simulation were similar to those employed in the Figure 16 circuitry (described below), except that the
impedances were halved, the current sources were doubled, and 25Ω resistors were provided in series at the inputs
VINP and VINM. This enabled the input impedance to remain on target, the voltage swings to remain the same, and the
current signals to be doubled. The overall input 1 GHz signal can be seen as the envelope of the lower graph. The input
signal is represented both by the peak values of the successive pulses, and by the areas under the successive pulses;
because of the defined shape of the pulses, the peak values double as the areas double, and vice versa.
[0168] As already mentioned, ADC circuitry 40 operates in the current domain, i.e. effectively as a current-mode ADC.
As a result, the input signal required is a current signal. However, typical signals that require use of an ADC or sampler
are voltage-domain signals, in which the variable under examination is a voltage rather than a current. Figure 16 is a
schematic circuit diagram of an example implementation 102 of sampling circuitry 42, to which it is possible to apply an
input differential voltage signal.
[0169] Implementation 102, similarly to circuitry 42, comprises two sections 54 and 56 for the so-called "plus" and
"minus" components of the differential signals. Section 54 comprises switching transistors 58A to 58D connected to
common tail node 60, and section 56 comprises switching transistors 64A to 64D connected to common tail node 66, as
before.
[0170] Implementation 102 basically works by receiving the input voltage signal and by employing resistances to
passively convert the received input voltage signal into an equivalent input current signal. Implementation 102 therefore
comprises input terminals 104 (VINP) and 106 (VINM) to receive the "plus" and "minus" components of the input voltage
signal, respectively.
[0171] Input terminals 104 and 106 are each connected to a shared terminal 108 via a resistor 110 and an inductor
112. Input terminals 104 and 106 are further each connected to their corresponding common tail nodes 60 and 66 via
a resistor 114. Shared terminal 108 is connected via shared DC current source 116 to a reference potential whose
voltage level is below that of VINP and VINM, and may indeed be negative.
[0172] An example set of resistance values are shown in Figure 16. These values have been chosen assuming an
example design objective that the input impedance looking into each of the common tail nodes 60 and 66 towards the
switching transistors (sampler switches) is 50Ω, and that the input impedance looking into each of the input terminals
104 and 106 is also 50 Ω as shown in Figure 16. A further example aim is for the circuitry to have an analog bandwidth
from VIN to IOUT of more than 100 GHz when implemented in 65 nm silicon technology.
[0173] By setting resistor 110 as 100 Ω and resistor 114 as 50 Ω, it is possible to obtain an impedance Z1 looking into
the input terminals 104 and 106 towards the respective common tail nodes 60 and 66 of 100 Ω at DC and 50 Ω at high
frequency (e.g. at 100 GHz), an impedance Z2 looking into the input terminals 104 and 106 towards the shared terminal
108 of 100 Ω at DC and infinity at high frequency, and therefore a total input impedance ZIN at each input terminal 104,
106 of 50 Ω over the full bandwidth. This is because the sampler switches look capacitive at around 100 GHz and are
compensated by the series inductors 112 (around 100 pH) in the tail. An advantage of the infinite impedance Z2 at high
frequency is that shared node 108 effectively serves as an AC ground such that the operation of the circuitry is shielded
from any capacitance in the shared current source 116. Put simply, the inductance 112 isolates any capacitance in the
current source 116 because they compensate for one another. Put another way, because the circuit is differential and
balanced, the voltage at node 108 doesn’t move much, so there is no signal on node 108 and that node is insensitive
to capacitance.
[0174] With this design, it is found that the circuit has the desired 50 Ω input resistance at DC to over 100 GHz, and
that this is possible (i.e. that the input resistance is stable over frequency) even if the resistances have a +/- 10% tolerance
(not trimmed). That is, the tolerance on the resistances may lead to a slight ripple towards the middle of the frequency
response, but this is considered acceptable in practical embodiments. It is also found that by applying the voltage input
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between the two input terminals 104 and 106 as a 600 mVpp signal, by way of example, this gives about +/- 75 mV
ripple at the common tail nodes 60 and 66, and about +/- 50% current modulation in the sampling switches with IDC =
6.5 mA.
[0175] Advantages of this circuit design thus include that ZIN = 50 Ω, the capacitance in the current source 116 has
substantially no effect, and that the bandwidth is very wide (greater than 100 GHz). Furthermore, by employing the series
resistors 110 and 114, the circuitry has inherent ESD (electrostatic discharge) immunity, and it is possible to reduce or
even remove ESD diodes at circuitry input pins. Furthermore, the VIN common-mode is around 0 and the current source
116 is below GND (as mentioned above), and only a low current negative supply is needed, e.g. -1V.
[0176] To gain a better appreciation of the advantages which arise from the V-I circuitry of Figure 16, a comparison
may be made with V-I conversion circuitry which may have appeared more suitable in ADC circuitry, without knowledge
of the present invention. In particular, a transconductance stage (i.e. an active V-I conversion circuit) is one type of V-I
conversion circuit which may be considered for use in ADC circuitry. A transconductance stage can, for example, be
useful for providing a true V-I conversion even if there is expected voltage ripple at the node (e.g. node 60 in Figure 16)
to which the current signal is to be applied. However, the input impedance of such an active transconductance stage
has a relatively low bandwidth limit (e.g. 10 GHz), rendering it unsuitable given the example aims mentioned above (i.e.
a desired bandwidth of more than 100 GHz). At high frequency (e.g. above 10 GHz), such a transconductance stage
can become a significant noise and distortion contributor, and can also make input matching poor. In contrast, the present
example implementation 102 provides passive conversion means with substantially constant (i.e. resistive) input imped-
ance over frequency (in the example above, there is provided 50Ω input impedance at DC to over 100 GHz). The example
implementation 102 enables good input matching and can be used at high frequency without being a significant noise
or distortion contributor. In practical embodiments of the present invention, it has been found that the ripple at the tail
nodes (e.g. nodes 60 and 66 in Figure 16) may be tolerated because a sufficient degree of linearity may still be achieved
(e.g. an ENOB of 8).
[0177] Figure 17 is a schematic circuit diagram of parts of ADC circuitry 40 useful for understanding the structure and
operation of the demultiplexers 46.
[0178] For simplicity, only part of the sampler circuitry 42 is shown, employing the implementation 102 of Figure 16.
That is, only the "plus" section 54 is shown, and elements of that "plus" section 54 are omitted to avoid over-complicating
Figure 17.
[0179] Regarding the demultiplexers 46, only the demultiplexing circuitry 46 for output IOUTA is shown. Similar circuitry
may also be provided for the other seven outputs IOUTB to IOUTD, and IOUTBA to IOUTBD.
[0180] As shown in Figure 17, demultiplexers 46 in the present embodiment are formed of two stages, namely stages
46A and 46B. The first stage 46A performs 1:N demultiplexing, and the second stage 46B performs 1:M demultiplexing.
[0181] Stages 46A and 46B generally have the same structure as the array of sampling switches 110 of the sampling
circuitry 42. That is, each stage comprises a plurality of transistors (in this case, n-channel MOSFETs) whose source
terminals are connected together at a common tail node.
[0182] From the above description of sampling the circuitry 42, and considering only the "plus" section 54 by way of
example, it will be appreciated that the circuitry splits the input current IIN into X time-interleaved trains of pulses, where
X = 4 in the present embodiment. In the present embodiment, those pulse trains are provided at outputs IOUTA to IOUTD.
Sampling circuitry 42 can thus be thought of as performing a 1:X demultiplexing function. In the same way, each output
from sampler 42 can be further 1:N demultiplexed by a stage 46A, and each output of a stage 46A can be further 1:M
demultiplexed by a stage 46B.
[0183] Only one complete demultiplexed path is shown in Figure 17. That is, input current IIN is demultiplexed to
provide X (X = 4 in the present case) outputs IOUTA to IOUTD. Each of those outputs is then 1:N demultiplexed by a
stage 46A, however this is only shown in Figure 17 in respect of the left-most output IOUTA. Consequently, the outputs
from that shown stage 46A are outputs IOUTA10 to IOUTA1(N-1). Each of those outputs (for all stages 46A) is then 1:M
demultiplexed by a stage 46B, however this is again only shown in Figure 17 in respect of the left-most output IOUTA10.
Consequently, the outputs from that shown stage 46B are outputs IOUTA1020 to IOUTA102(M-1). Corresponding outputs
are produced by the other stages 46B.
[0184] The sampling circuitry 42 and demultiplexers 46 together carry out a 1:Z demultiplexing function, where Z = X
x N x M. In the present embodiment, X = 4, N = 8 and M = 10. Thus, the present embodiment performs 1:320 demultiplexing,
which leads to 320 outputs on the "plus" side 54 and a corresponding 320 outputs on the "minus" side 56.
[0185] Figure 18 is a schematic diagram useful for understanding further the operation of demultiplexers 46. The
uppermost trace shows a pulse train at output IOUTA of the sampling circuitry 42, and the traces below represent
corresponding pulse trains of outputs IOUTA10 to IOUTA1(N-1) (only IOUTA10 to IOUTA13 are shown) of a stage 46A. As
can be appreciated from Figure 18, pulse train IOUTA is effectively split up into N pulse trains each at 1/N the sample
rate of pulse train IOUTA.
[0186] Returning to Figure 17, it will be appreciated that although the clock signals θ0 and θ3 supplied to sampling
circuitry 42 are, in this embodiment, low-voltage (e.g. having 0 V to 0.8 V clock levels) raised cosine waveforms (which
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lead to the related advantages discussed earlier), the specifications for the clock signals applied to stages 46A and 46B
of the multiplexers 46 can be somewhat relaxed in comparison. This is because by that stage the samples have already
been taken, and because at successive stages the sample rate becomes much reduced. The clock performance at
successive stages therefore becomes less critical. As a result, for example, the clock signals applied to stages 46A and
46B could be digital clock signals (i.e. square-wave, pulsed, or switched-logic signals) rather than sinewaves, and could
be higher voltage signals for example with 0 V to 1.2 V clock levels. It is noted, however, that for the purpose of the
simulations whose results are presented herein, sinewave clock signals were applied throughout. An important point to
note is that the demultiplexers 46 are not significant sources of error; they pass the current pulses on with their respective
areas unchanged, even with reduced bandwidth.
[0187] Accordingly, as is apparent from Figures 16 and 17, the sampling and demultiplexing circuitry of the present
embodiment forms a series of nodes connected together in a tree structure. This is true for both complementary parts
of the circuitry, looking at, for example, Figure 16. In Figure 16, node 60 may be considered a root node of its tree
structure, with the next tier of nodes having outputs IOUTA to IOUTD, and (moving to Figure 17) the next tier of nodes
having (amongst others not shown) outputs IOUTA1020 to IOUTA102(M-1). As mentioned above, the sample-rate reduction
from tier to subsequent tier enables the clock specifications to be relaxed from tier to subsequent tier. Despite this
relaxtion from tier to tier, because the samples are taken in the sampler circuitry (between the root and first-tier nodes),
the samples can then pass through the subsequent tiers largely unaffected.
[0188] Looking back to Figure 9, the output signals from demultiplexers 46 pass into ADC banks 48. ADC banks 48
are used to produce digital values corresponding to the areas of the respective current pulses input thereto. It is of course
not essential for digital values to be output; instead, analog values could be output. Digital output values are simply a
useful output format for compatibility with external digital systems, such as processors (e.g. digital signal processors,
DSPs) and other computing devices.
[0189] Figure 19 is a schematic diagram useful for understanding the principle of operation of ADC banks 48. For
simplicity, only one output, IOUTA1020, of demultiplexers 46 is shown, and consequently the ADC circuitry 48 shown
represents only the ADC circuitry required for that particular output. Similar ADC circuitry 48 may be provided for all the
outputs of the demultiplexers 46.
[0190] ADC circuitry 48 generally takes the form of a capacitance 150. As shown in Figure 19, capacitance 150 may
be variable in value, such that its value can be trimmed during calibration or during an initial setup phase. Generally
speaking, capacitance 150 is employed to convert the current pulses from output IOUTA1020 into voltage values VOUT.
That is, each pulse charges up capacitance 150 to a voltage proportional to the area of the pulse concerned. This is
because the amount of charge in each current pulse is defined by its area (Q = ∫I dt), and because the voltage across
the capacitance 150 is defined by that amount of charge Q and the capacitance value C (V = Q/C).
[0191] The voltage VOUT for a particular pulse is held across capacitance 150 until the circuitry 48 is reset by reset
switch 152. Whilst the voltage VOUT for a particular pulse is held, this analog output value can be converted into a digital
output value, for example using an ADC circuit employing a successive-approximation register (SAR). In the case of
differential circuitry, as in the present embodiment, each VOUT will have its complementary VOUT, and the pair may be
applied together to a differential comparator so that a single digital output for that pair is output.
[0192] An advantage of this mode of operation is that even if delays are experienced within the demultiplexers 46, the
charge in each pulse will still make it to the relevant outputs, albeit over a slightly longer period. In that case, the voltage
VOUT produced from the pulse remains unaffected. To illustrate this point, two examples 154 and 156 of the same current
pulse are shown in Figure 19. The first pulse 154 represents a case in which minimal delay is experienced. The second
pulse 156 represents a case in which some delay is experienced, for example due to track capacitance in the circuitry.
Consequently, pulse 156 is stretched in time as compared to pulse 154. Importantly, the area of the two pulses 154 and
156 is substantially the same, and thus the output voltage VOUT would be the same for both.
[0193] Errors (i.e. mismatches) in the values of the capacitances 150 across the ADC circuits in the ADC banks 48
(for example due to tolerance limitations) may cause errors in the output of ADC circuitry 40. It is therefore advantageous
to obtain the lowest capacitance mismatch possible. Of course, in a practical embodiment, a degree of capacitance-
value mismatch is inevitable. However, embodiments of the present invention have an inherent advantage in this respect
over circuitry in the previously-considered voltage-mode circuitry of Figure 3, as follows.
[0194] Firstly, mismatches in the capacitances 150 have less of an effect than mismatches in capacitances 28. This
is because errors due to mismatches in capacitances 28 are caused at the initial sampling stage in circuitry 20 (where
the number of such capacitances 28 is small), however errors due to mismatches in capacitances 150 in the present
embodiment are caused at the final ADC stage (where the number of such capacitances 150 is large). For each of the
X outputs of the sampling circuitry 42 (X = 4 in the present embodiment), concentrating on one of the "plus" and "minus"
halves thereof, there are N x M outputs (N = 8 and M = 10 in the present embodiment) each having a capacitance 150.
Therefore, there is an averaging effect as regards mismatches in capacitance 150 in embodiments of the present
invention that is not present in circuitry 20. It could be expected that errors due to capacitance mismatches in the present
embodiment are, for this reason, reduced by a factor of the square root of the number of capacitors per capacitor in
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Figure 3, i.e. by a factor of  (√80 in the present case) relative to that in Figure 3.

[0195] Secondly, the capacitors 28 in the Figure 3 circuitry need to be small to achieve the desired input impedance,
and at such a small size the mismatch can be large. The example size of capacitor 28 given above was 16fF. In the
present embodiment, the capacitances 150 may be relatively large, since they are not attached at the inputs. The
capacitances 150 may, for example, be ten times (10X) larger than the capacitors 28. Taking the above example,
capacitances 150 may have a capacitance of 160fF. The reduction in mismatch is found to be approximately proportioned
to the square root of the factor increase in area taken up in silicon (assuming silicon implementation), i.e. approximately
proportional to the square root of the factor increase in size of the capacitance value. In the present embodiment, it could
be expected that, for this reason, errors due to capacitance mismatches are reduced by a factor of √10.
[0196] Taking the above two advantages together, in the present embodiment it could be expected that errors due to
capacitance mismatches for each of the sampler channels (in the present example, there are four such channels) are

reduced by a factor of √800  i.e.  where I is the factor increase in size of capacitance)

[0197] Figure 20 is a schematic diagram useful for understanding a possible application of SAR - ADC (Successive
Approximation Register - Analogue-to-Digital Conversion) circuitry to circuitry 48 in Figure 19. Such circuitry could have
a cycle of phases of the form: Reset (R); Sample (S); 1; 2; 3; 4; 5; 6; 7 and 8, as shown in Figure 20. In each Sample
phase, a current pulse concerned may be converted into an output voltage VOUT, and subsequently that voltage VOUT
may be turned into an 8-bit digital value over the following 8 SAR stages. The next Reset stage then prepares the circuitry
for the next current pulse.
[0198] Figure 21 is a schematic diagram useful for understanding a possible layout for ADC circuitry 40. Only certain
parts of circuitry 40 are shown for simplicity. As can be seen from Figure 21, and assuming that X = 4, N = 8 and M =
10, the sampler 42 has four outputs to four demultiplexer first stages 46A. Each demultiplexer stage 46A has 8 outputs
(this is only shown for the uppermost demultiplexer first stage 46A) to 8 demultiplexer second stages 46B (only one of
the 8 demultiplexer second stages 46B is shown, being for the lowermost output of the uppermost demultiplexer first
stage 46A). Each demultiplexer second stage 46B has 10 outputs each to its own ADC. In the way shown in Figure 21,
it is possible to distribute the switches of the demultiplexer second stages 46B so that they are close to their respective
sub-ADC circuits of the ADC bank 48, thereby to minimize track length between the final switches and the capacitances
150.
[0199] As mentioned above, with reference to Figure 9, calibration unit 52 is provided in ADC circuitry 40 to calibrate
its operation. In particular, calibration unit 52 is capable of performing such calibration of the ADC circuitry 40 in use,
i.e. without the need to take it "off-line".
[0200] The operation of the calibration unit 52 relies on the principle that the sampling circuitry 42 divides up the input
current into streams of current pulses, i.e. that all of the current that is sampled appears in the pulses at the output. The
general idea is that timing errors in the VCO/sampler clocks or switches affect the areas of the current pulses, and
therefore the ADC output value. More particularly, as illustrated in Figure 22, because all the current is divided up into
pulses, if one pulse is increased in area (from its expected area in an error-free environment) due to such an error, then
another pulse or set of pulses must see a corresponding decrease in area because the input current is divided up into
the output currents (without current being added or removed). Similarly, if one pulse is decreased in area due to an error,
then another pulse or set of pulses must see a corresponding increase in area.
[0201] One point to note is that because the clock signals are sinusoidal (which are slow signals, in the sense of rise
and fall times, in contrast to fast conventional digital switched-logic or square-wave signals), the sensitivity of the areas
of the current pulses to phase or magnitude errors in the clock signals, and/or to mismatches between the sampling
switches, is maximized. Put another way, taking switch mismatch as an example, the use of sinusoidal clock signals
enables the gain from ∆VTH (the change in threshold voltage of a sampling switch, representative of a mismatch) to ∆∫I
(the change in area of a resultant current pulse caused by the change in threshold voltage) is maximized. This sensitivity
allows these types of error to be detected more easily than if the clock signals were, for example, switched logic-level
signals. By way of contrast, if the clock signals were switched logic-level clock signals, the sensitivity of the output pulse
areas to mismatches would be largely lost.
[0202] Statistically speaking, over time one would expect the averaged digital outputs of the four ADC banks 48 to be
the same as one another. By comparing averaged digital outputs of those ADC banks, different types of error (as briefly
mentioned above) may be detected, and as a result calibration may be performed to correct or compensate for those
errors. This principle will now be explained in relation to Figures 23 and 24.
[0203] Figure 23 is a partial duplication of the waveforms shown in Figure 12. In the upper graph, partial waveforms
for clocks θ3, θ0 and θ1 are shown. Concentration is placed on clock θ0 and therefore clocks θ3 and θ1 are shown in
dashed-line form. The lower graph shows three pulse shapes, labeled P3, P0, and P1 which are intended to schematically
represent the averaged digital output powers corresponding to the outputs of sampler circuitry 42 generated by clocks
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θ3, θ0 and θ1, respectively. Waveforms θ3, θ0 and θ1 in Figure 23 represent the effective gate drives for sampler circuitry
42 which would produce equally-sized averaged digital output powers P3, P0, and P1.
[0204] Also shown in Figure 23 is an effective gate drive θ0-P which could for example result from a timing error in the
VCO 44. Effective gate drive θ0-P is intended to be a phase-shifted version of the effective gate drive θ0 resulting from
such a timing error. In this situation, it could be expected that the power P3 would increase, for example by 10%, that
the power P0 would stay the same, and that the power P1 would decrease in line with the increase in P3, again for
example by 10%. Detecting this pattern of changes in the averaged digital output powers P3, P0 and P1 could therefore
indicate the presence of a timing error in VCO 44 in relation to clock θ0.
[0205] Figure 24 is a partial duplication of the waveforms shown in Figure 12, as in Figure 23. Accordingly, waveforms
θ3, θ0, θ1, P3, P0 and P1 in Figure 24 are identical to those in Figure 23.
[0206] Also shown in Figure 24 is an effective gate drive θ0-M, which could for example result from a threshold voltage
(VTH) error (mismatch) in one of the sampling switches 58A to 58D (or 64A to 64D) in sampling circuitry 42. Effective gate
drive θ0-M is therefore intended to be a magnitude-reduced version of effective gate drive θ0 resulting from such a VTH
error. In this situation, it could be expected that the power P0 would decrease, for example by 20%, and that the
neighbouring powers P3 and P1 would increase equally in line with that decrease, for example by 10% each. Detecting
this pattern of changes in the average digital output powers P3, P0 and P1 could therefore indicate the presence of such
a VTH error.
[0207] By way of example, a possible methodology for dealing with the type of error in Figure 24 will now be considered.
For this example, it will be considered that a sampling switch So is found to give rise to an output power P0 and a
sampling switch S1 is found to give rise to an output power P1. In this example, switches S0 and S1 are corresponding
switches of a differential pair.
[0208] The following equations may be employed to find a measurement of a threshold voltage error ∆VTH0 in sampling
switch S0 and a threshold voltage error ∆VTH1 in sampling switch S1.

where k is a constant. 

[0209] The calibration may then be performed taking into account the results of this methodology. For example, as
will be discussed further below, the bulk and/or gate voltage applied to one or both of sampling switches S0 and S1 could
be controlled to reduce or eliminate the mismatches.
[0210] From the above explanation regarding Figures 23 and 24, it will be appreciated that different types of error
(mismatch) may result in different patterns of change in the averaged digital output powers, and therefore that such
different types of error may be detected independently of one another or at least compensated for, or calibrated out.
Different such types of error may be present simultaneously, however even in this case the various errors may be
detected and compensated for by comparing the powers with one another.
[0211] Demultiplexers 46 are similar in structure to sampling circuitry 42 as discussed above, and therefore they are
similarly susceptible to VTH mismatches. In the same way as a VTH error in a particular sampler switch (e.g. switch 58A)
can be detected, so an error in a particular demultiplexer switch (e.g. the switch outputting signal IOUTA10 in Figure 17)
may be detected by selecting appropriate digital outputs to average and to compare with one another. For example, an
averaged digital output power could be obtained for a particular switch under investigation by combining all outputs
stemming from that switch, and a corresponding output power could similarly be obtained for another switch in the same
tier, and these powers (and other similar powers) could be compared as above, to calibrate the switch under investigation.
[0212] Following detection of such errors (mismatches), the calibration circuitry 52 may be used to adjust operation

offset error = P0 - P1 → k (VTH0 - VTH1)
gain error = P0 + P1 → k (VTH0 + VTH1)
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of the ADC circuitry 40 to compensate for those errors. Because the errors are detected by averaging real output signals,
the calibration can be carried out "on-line".
[0213] In order to effect the calibration, one possible technique is to directly control operation of the VCO 44 as indicated
in Figure 9, for example to adjust the phase offset between the clock signals θ0 to θ3 until a phase-error effect as in
Figure 23 is eliminated. Another technique is to directly control operation of the switches, primarily focusing on the
sampling switches in sampling circuitry 42 (since they are responsible for taking the samples), and, as a secondary
measure, focusing on the switches in demultiplexers 46.
[0214] One way to directly control operation of the switches (i.e. of the transistors) is to control the bulk voltage applied
to those switches. Another way is to adjust the gate voltages applied to those switches. For example, the clock signals
output from the VCO44 may be AC coupled (e.g. via a series capacitor) to the sampler switches, and thus the DC bias
may be adjusted. These two methods may be employed in combination.
[0215] Figure 25 is a schematic diagram of such a switch, in which a trim voltage VTRIM is applied to the body terminal.
It has been recognized that mismatch in switching delay may be caused by random variations in the threshold voltages
VTH of transistors. The effect of changing the bulk voltage of a particular switch (transistor) is to change the gate-source
voltage at which the transistor changes state. By applying appropriate trim voltages VTRIM to the body terminals of
switches identified to be causing errors, their bulk voltages may be varied to compensate for the effects of random
threshold voltage variations on their switching points. This technique may also be used to compensate for other mis-
matches, i.e. by varying operation of the transistors until the effects of those other mismatches are eliminated. A technique
of bulk-voltage variation is disclosed in EP07113379.7 (the entire contents of which, in particular in relation to Figure 13
thereof, are incorporated herein by reference) and this technique may be applied by analogy in embodiments of the
present invention.
[0216] Calibration can accordingly be carried out "on-line" until the chosen averaged digital output powers are equal
to one another. In this state, the pulses on average have the same area, in which case they have the same width and
are thus equally spaced apart. In this way, sampling skew is removed to a first order approximation.
[0217] Figures 26 and 27 present simulation results for a full implementation of ADC circuitry 40 configured for the
sampling circuitry 42 to perform 1:4 demultiplexing and for the demultiplexers 46 to be single-stage 1:4 demultiplexers,
so that the overall circuitry performs 1:16 demultiplexing.
[0218] In the simulation, the output current pulses are integrated onto ADC input capacitors, and the outputs of the
demultiplexers 46 are recombined to create an equivalent single ADC output signal. That single output signal is then
subject to FFT processing to produce the frequency-domain results in Figure 26. In the upper chart in-Figure 26, the
uppermost trace represents a fast silicon process, the middle trace represents a typical silicon process, and the lower
trace represents a slow silicon process. Those three processes are also represented in the other two charts. The results
in Figure 27 are actual time-domain signal traces from the simulation.
[0219] It can be appreciated that the main cause of bandwidth roll-off is the sample pulse shape as mentioned above.
There is small variation over PVT (Process, Voltage, Temperature) tolerance, for example +/- 1 dB at 20 GHz as shown
in the top chart in Figure 26. This roll-off can be corrected using a simple fixed three-tap FIR (Finite Impulse Response)
filter producing close to linear phase including the FIR equalizer, as mentioned previously.
[0220] It can be further seen that the output has an ENOB (effective number of bits) of greater than 8 bits for an input
signal frequency of up to 20 GHz. This was measured with a full-scale sinewave. Sampler distortion will fall with signal level.
[0221] Figure 28 is a schematic diagram of parts of ADC circuitry 40 according to one embodiment of the present
invention, incorporating a refinement. For simplicity, the circuitry in Figure 28 is presented schematically in a similar
format to that in Figure 17, except that the resistances are omitted and the switches are represented as crosses. Also
for simplicity, only parts of the sampler circuitry 42 and demultiplexer circuitry 46 are shown, as in Figure 17. However,
both the "plus" and "minus" complementary sections 54 and 56 are shown.
[0222] A tail node in the demultiplexer circuitry 46 of section 54 is marked with numeral 200 and the corresponding
tail node in section 56 is marked with numeral 202. As mentioned earlier, such nodes (like root tail nodes 60 and 66 in
the samler circuitry 42) generally have a parasitic capacitance, and therefore a tiny (but nonetheless existent) amount
of charge can be stored over those parasitic capacitances as packets or pulses of charge pass through those nodes
during use.
[0223] As the circuitry in Figure 28 is differential circuitry, it is not specifically the size of the individual packets of
charge that is important, but more so the difference between the size of a packet of charge passing through section 54
and its corresponding complementary packet of charge passing through section 56. An amount of charge may be left
behind over the parasitic capacitance of, for example, node 200 as a packet/pulse of charge passes through, and a
different amount of charge may be similarly left behind at node 202. Thus, these amounts of residual charge may affect
the sizes of the next pair of pulses that pass through, and thus be the cause of errors.
[0224] To aim to solve this problem, the circuitry of Figure 28 comprises reset circuitry 210. Reset circuitry 210 takes
advantage of the so-called "down time" that node pair 200 and 202 have between packets of charge. During this down
time, the equalization circuitry acts to bring each of nodes 200 and 202 to the same potential that it was at prior to the
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previous packet it carried. In this way, each of those nodes is returned to the same starting voltage each time before a
packet passes through, so that the effect of any residual charge is the same for each packet. This is one way of aiming
to keep the difference in potential between the two nodes of the pair the same from cycle to cycle.
[0225] In the present embodiment, reset circuitry 210 may, for example, be implemented as a pair of switches (not
shown), connecting their respective nodes 200 and 202 to ground via a large capacitance. Those switches may make
use of an existing clock signal that is active for another node at a time when nodes 200 and 202 are intended to be
inactive. In that way, nodes 200 and 202 may both be connected to ground together to return the residual charge on
each of them to a starting value during the down time. By returning the residual charge on the two complimentary nodes
200 and 202 to a starting value (which may be different for each node), an error that might otherwise have impacted on
the next set of pulses may be substantially prevented.
[0226] Reset circuitry 210 may be implemented in many other ways, for example it may even be employed to connect
nodes 200 and 202 together each time, to equalize the charge on those nodes.
[0227] Of course, reset circuitry 210 may be provided for any or all pairs of complementary nodes in the tree structures
of Sections 54 and 56, to reset the residual charge on them during their "down time". This includes all nodes in the tree
structure right through the demultiplexer circuitry 46A through to the sub-ADC circuitry 46B & 48 (see Figure 21), in each
case using an appropriate existing (or possibly dedicated) clock signal to activate the switches concerned during the
down time for the pair of nodes concerned. This technique is unpractical between nodes 60 and 66, since they do not
have "down time" in the way that the other nodes do (which can be appreciated from a comparison of Figure 13 with
Figure 18).
[0228] The present invention may be embodied in many other different forms, within the scope of the appended claims.
[0229] The present invention is considered to extend to the present statements:
A.

1. Current-mode circuitry for sampling a current signal, the circuitry comprising:

a first node configured to have the current signal applied thereto;
X second nodes conductively connectable to said first node along respective paths; and
steering means for controlling such connections between the first node and the second nodes so that different
packets of charge making up said current signal are steered along different said paths over time,
wherein:

X is an integer greater than or equal to 3; and
the steering means comprises:

control-signal generating means configured to generate X time-interleaved sinusoidal control signals;
and
switching means distributed along said paths and configured to carry out such control in dependence
upon the X sinusoidal control signals.

2. Circuitry according to statement 1, wherein said control signals are raised generally cosine signals.

3. Circuitry according to statement 1 or 2, wherein said control signals are substantially evenly time-interleaved
relative to one another.

4. Circuitry according to any of the preceding statements, wherein X = 4.

5. Circuitry according to any of the preceding statements, wherein said steering means is configured such that each
of the X paths is controlled by a different one of said X control signals.

6. Circuitry according to statement 5, wherein said steering means is configured such that each of the X paths is
substantially conductive when its control signal is at or around its maximum value, and is substantially non-conductive
when its control signal is at or around its minimum value.

7. Circuitry according to statement 5 or 6, wherein said steering means is configured such that when two of said
control signals have the same value their corresponding paths have substantially the same level of conductivity.

8. Circuitry according to any of statements 5 to 7, wherein:
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said switching means comprises a transistor per path; and
for each path, the transistor concerned is connected such that its channel forms part of that path and such that
it is controlled by the control signal for that path.

9. Circuitry according to statement 8, wherein:

said transistors are MOSFETs having gate terminals; and
for each path, the gate terminal of the transistor concerned is connected to receive the control signal for that path.

10. Circuitry according to any of the preceding statements, further comprising:

an input node operable to receive an input voltage signal; and
conversion means connected between the input node and the first node for converting the input voltage signal
into the current signal, the conversion means being configured as passive circuitry comprising a resistance for
performing the conversion.

11. Circuitry according to statement 10, wherein the conversion means comprises a resistor network having the
resistance and configured such that the input node has substantially constant input impedance over frequency.

12. Circuitry according to statement 11, wherein said first node has a capacitive input impedance, and wherein said
network comprises an inductance configured to compensate for the capacitive input impedance at said first node.

13. Circuitry according to statement 11 or 12, wherein said network is configured such that an effect of a voltage
fluctuation at said first node on conversion of the input voltage signal into the current signal is scaled down.

14. Circuitry according to statement 13, wherein the network has a potential-divider configuration to perform such
scaling down.

15. Circuitry according to any of the preceding statements, further comprising:

generating means for generating sample values based upon a characteristic of respective such charge packets
passing through said second nodes, the sample values being indicative of values of said current signal corre-
sponding to the charge packets concerned.

16. Circuitry according to statement 15, further comprising:

calibrating means operable to combine sample values from one or more of said second nodes to provide one
or more combined sample values, and to calibrate operation of the circuitry in dependence upon said combined
sample value(s).

17. Circuitry according to statement 16, wherein the calibration means is operable to combine sample values for a
said second node over time to create a combined sample value for that node, and to calibrate operation of the
circuitry in dependence upon a comparison between that combined sample value and a reference value.

18. Circuitry according to statement 16 or 17, wherein the calibration means is operable to combine sample values
for one said second node over time to create a combined sample value for that node, and to combine sample values
for another said second node over time to create a combined sample value for that other node, and to calibrate
operation of the circuitry in dependence upon a comparison between those combined sample values.

19. Circuitry according to any of statements 16 to 18, wherein the calibration means is operable, for each said
second node, to combine sample values for that second node over time to create a combined sample value, and
to calibrate operation of the circuitry in dependence upon a comparison between those combined sample values.

20. Circuitry according to any of statements 16 to 19, wherein:

the calibration means is operable to influence operation of the control-signal generating means and/or the
switching means so as to perform such calibration.
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21. Circuitry according to statement 20, wherein the calibration means is operable to control the phase and/or
magnitude of the control signals so as to perform said calibration.

22. Circuitry according to statement 21, wherein:

the steering means is configured such that the conductive connection of each said second node to the first node
is controlled by its said control signal;
the calibration means is operable to combine sample values for one candidate said second node over time to
provide a combined sample value for that node, and to combine sample values for another candidate said
second node over time to provide a combined sample value for that other node; and
the calibration means is operable to control the phase and/or magnitude of the control signal for one or both of
those candidate nodes to compensate for any difference between the combined sample values for those can-
didate nodes.

23. Circuitry according to any of statements 20 to 22, wherein the calibration means is operable to control a de-
pendency of said switching means on said control signals so as to perform said calibration.

24. Circuitry according to statement 23, wherein:

the switching means comprises a transistor per path;
for each path, the transistor concerned is connected such that its channel forms part of that path and such that
it is controlled by the control signal for the second node of that path;
the calibration means is operable to combine sample values for one candidate said second node over time to
provide a combined sample value for that node, and to combine sample values for another candidate said
second node over time to provide a combined sample value for that other node; and
the calibration means is operable to control a gate and/or bulk voltage for the transistor along the path for one
or both of those candidate nodes to compensate for any difference between the combined sample values for
those candidate nodes.

25. Circuitry according to any of statements 15 to 24, comprising:

calibrating means operable analyse the or some of the sample values and to calibrate operation of the circuitry
in dependence upon such analysis.

26. Circuitry according to any of the preceding statements, configured to have a tree structure, wherein:

the first node is a root node of the tree structure;
the second nodes are first-tier nodes of the tree structure each of which is conductively connectable directly to
the root node;
the circuitry further comprises a plurality of subsequent-tier nodes of the tree structure per first-tier node, each
of which is conductively connectable indirectly to the root node along a respective path via its said first-tier node;
and
the steering means is operable to control such connections between the root node and the subsequent-tier
nodes so that different packets of charge making up said current signal are steered along different said paths
over time.

27. Circuitry according to statement 26, wherein:

the steering means is operable to employ said sinusoidal control signals to control connections between the
root node and the first-tier nodes;
the control-signal generating means is operable to generate a plurality of time-interleaved switched-logic control
signals; and
the steering means is operable to employ the switched-logic control signals to control connections between the
first-tier nodes and the subsequent-tier nodes.

28. Circuitry according to statement 27, wherein the control signals used to control connections between the first-
tier of nodes and the subsequent-tier of nodes have larger peak-to-peak voltages and/or longer on-times than that
of the control signals used to control connections between the root node and the first-tier of nodes.
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29. Circuitry according to any of statements 26 to 28, wherein:

the generating means is operable to generate sample values based upon a characteristic of respective such
charge packets passing through said subsequent-tier nodes, the sample values being indicative of values of
said current signal corresponding to the charge packets concerned.

30. Circuitry according to any of the preceding statements, comprising:

reset means connected to a said node other than the first node, and operable, during a period between packets
for that node, to tend to bring a voltage potential of that node to a predetermined value.

31. Circuitry according to any of the preceding statements, wherein the reset means is operable to cause the voltage
potential of that node to return to the same value between successive packets for that node.

32. Circuitry according to statement 30 or 31, comprising a plurality of said reset means each for a different such
node other than the first node.

33. Circuitry according to any of statements 1 to 29, configured for sampling first and second complementary said
current signals, wherein:

the circuitry comprises first and second complementary circuit portions, the first portion for sampling the first
current signal and the second portion for sampling the second current signal;
each said portion comprises such a first node, second nodes and steering means;
the circuitry further comprises reset means connected to at least one of a said second node of the first portion
and the complementary node of the second portion, and operable, during a period between packets for that
pair of complementary nodes, to tend to bring a difference in voltage potential between those two nodes to a
predetermined value.

34. Circuitry according to statement 33, wherein said reset means is connected to both nodes of the pair of com-
plementary nodes.

35. Circuitry according to statement 33 or 34, wherein said reset means is operable to connect the or both of the
nodes of the pair of complementary nodes to a reference potential so as to tend to bring the difference in potential
to a predetermined value.

36. Circuitry according to any of statements 33 to 35, wherein said reset means is operable to bring the nodes of
the pair of complementary nodes to the same potential as one another.

37. Circuitry according to statement 36, wherein the reset means is connected between said pair of complementary
nodes, and is operable to connect those nodes together so as to bring those nodes to the same potential as one
another.

38. Circuitry according to any of statements 33 to 37, wherein the reset means is operable to cause a voltage
potential of the or both of the nodes of the pair of complementary nodes to return to the same value between
successive packets.

39. Circuitry according to any of statements 33 to 38, comprising a plurality of said reset means each for a different
such pair of complementary nodes.

40. Circuitry according to any of statements 33 to 39, wherein each said portion further comprises:

generating means for generating sample values based upon a characteristic of respective such charge packets
passing through the second nodes of that portion, the sample values being indicative of values of the current
signal of that portion corresponding to the charge packets concerned.

41. Circuitry according to any of statements 1 to 29, configured for sampling first and second complementary said
current signals, wherein:
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the circuitry comprises first and second complementary circuit portions, the first portion for sampling the first
current signal and the second portion for sampling the second current signal;
each said portion comprises such a first node, second nodes and steering means;
each said portion is configured in a tree structure;
for each said portion, the first node is a root node of the tree structure, the second nodes are first-tier nodes of
the tree structure each of which is conductively connectable directly to the root node of that portion, and that
portion further comprises a plurality of subsequent-tier nodes of its tree structure per first-tier node, each of
which is conductively connectable indirectly to the root node of that portion along a respective path via its said
first-tier node; and
for each said portion, the steering means is operable to control such connections between the root node and
the subsequent-tier nodes so that different packets of charge making up said current signal are steered along
different said paths over time;
the circuitry further comprises reset means connected to at least one of a said first or subsequent-tier node of
the first portion and the complementary node of the second portion, and operable, during a period between
packets for that pair of complementary nodes, to tend to bring a difference in potential between those two nodes
to a predetermined value.

42. Circuitry according to statement 41, wherein said reset means is connected to both nodes of the pair of com-
plementary nodes.

43. Circuitry according to statement 41 or 42, wherein said reset means is operable to connect the or both of the
nodes of the pair of complementary nodes to a reference potential so as to tend to bring the difference in potential
to a predetermined value.

44. Circuitry according to any of statements 41 to 43, wherein said reset means is operable to bring the nodes of
the pair of complementary nodes to the same potential as one another.

45. Circuitry according to statement 44, wherein the reset means is connected between said pair of complementary
nodes, and is operable to connect those nodes together so as to bring those nodes to the same potential as one
another.

46. Circuitry according to any of statements 41 to 45, wherein the reset means is operable to cause a voltage
potential of the or both of the nodes of the pair of complementary nodes to return to the same value between
successive packets.

47. Circuitry according to any of statements 41 to 46, comprising a plurality of said reset means each for a different
such pair of complementary nodes.

48. Circuitry according to any of statements 41 to 47, wherein each said portion further comprises:

generating means for generating sample values based upon a characteristic of respective such charge packets
passing through the subsequent-tier nodes of that portion, the sample values being indicative of values of the
current signal of that portion corresponding to the charge packets concerned.

B.

49. Current-mode circuitry for sampling a current signal, the circuitry comprising:

a first node configured to have the current signal applied thereto;
a plurality of second nodes conductively connectable to said first node along respective paths;
steering means for controlling such connections between the first node and the second nodes so that different
packets of charge making up said current signal are steered along different said paths over time;
generating means for generating sample values based upon a characteristic of respective such charge packets
passing through said second nodes, the sample values being indicative of values of said current signal corre-
sponding to the charge packets concerned; and
calibrating means operable to combine sample values from one or more of said second nodes to provide one
or more combined sample values, and to calibrate operation of the circuitry in dependence upon said combined
sample value(s).
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50. Circuitry according to statement 49, wherein the calibration means is operable to combine sample values for a
said second node over time to create a combined sample value for that node, and to calibrate operation of the
circuitry in dependence upon a comparison between that combined sample value and a reference value.

51. Circuitry according to statement 49 or 50, wherein the calibration means is operable to combine sample values
for one said second node over time to create a combined sample value for that node, and to combine sample values
for another said second node over time to create a combined sample value for that other node, and to calibrate
operation of the circuitry in dependence upon a comparison between those combined sample values.

52. Circuitry according to any of statements 49 to 51, wherein the calibration means is operable, for each said
second node, to combine sample values for that second node over time to create a combined sample value, and
to calibrate operation of the circuitry in dependence upon a comparison between those combined sample values.

53. Circuitry according to any of statements 49 to 52, wherein:

the steering means comprises control-signal generating means configured to generate a set of time-interleaved
control signals, one for each said second node;
the steering means comprises switching means distributed along said paths and configured to carry out such
control of the connections in dependence upon the control signals; and
the calibration means is operable to influence operation of the control-signal generating means and/or the
switching means so as to perform such calibration.

54. Circuitry according to statement 53, wherein the calibration means is operable to control the phase and/or
magnitude of the control signals so as to perform said calibration.

55. Circuitry according to statement 54, wherein:

the steering means is configured such that the conductive connection of each said second node to the first node
is controlled by its said control signal;
the calibration means is operable to combine sample values for one candidate said second node over time to
provide a combined sample value for that node, and to combine sample values for another candidate said
second node over time to provide a combined sample value for that other node; and
the calibration means is operable to control the phase and/or magnitude of the control signal for one or both of
those candidate nodes to compensate for any difference between the combined sample values for those can-
didate nodes.

56. Control circuitry according to any of statements 53 to 55, wherein the calibration means is operable to control
a dependency of said switching means on said control signals so as to perform said calibration.

57. Circuitry according to statement 56, wherein:

the switching means comprises a transistor per path;
for each path, the transistor concerned is connected such that its channel forms part of that path and such that
it is controlled by the control signal for the second node of that path;
the calibration means is operable to combine sample values for one candidate said second node over time to
provide a combined sample value for that node, and to combine sample values for another candidate said
second node over time to provide a combined sample value for that other node; and
the calibration means is operable to control a gate and/or bulk voltage for the transistor along the path for one
or both of those candidate nodes to compensate for any difference between the combined sample values for
those candidate nodes.

C.

58. Current-mode circuitry for sampling a current signal, the circuitry comprising:

a first node configured to have the current signal applied thereto;
a plurality of second nodes conductively connectable to said first node along respective paths;
steering means for controlling such connections between the first node and the second nodes so that different
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packets of charge making up said current signal are steered along different said paths over time; and
generating means for generating sample values based upon a characteristic of respective such charge packets
passing through said second nodes, the sample values being indicative of values of said current signal corre-
sponding to the charge packets concerned,
wherein:

the steering means comprises control-signal generating means configured to generate substantially sinu-
soidal control signals, and switching means distributed along said paths and configured to carry out such
control in dependence upon the sinusoidal control signals; and
the circuitry further comprises calibrating means operable analyse the or some of the sample values and
to calibrate operation of the circuitry in dependence upon such analysis.

59. Circuitry according to statement 58, wherein:

the calibration means is operable to influence operation of the control-signal generating means and/or the
switching means so as to perform such calibration.

D.

60. Current-mode circuitry for sampling a current signal, the circuitry comprising:

a root node configured to have the current signal applied thereto;
a plurality of first-tier nodes each of which is conductively connectable directly to the root node;
a plurality of subsequent-tier nodes per first-tier node, each of which is conductively connectable indirectly to
the root node along a respective path via its said first-tier node; and
steering means for controlling such connections between the root node and the subsequent-tier nodes so that
different packets of charge making up said current signal are steered along different said paths over time.

61. Circuitry according to statement 60, wherein:

the steering means is operable to employ sinusoidal control signals to control connections between the root
node and the first-tier nodes, and switched-logic control signals to control connections between the first-tier
nodes and the subsequent-tier nodes.

62. Circuitry according to statement 61, wherein the control signals used to control connections between the first-
tier of nodes and the subsequent-tier of nodes have larger peak-to-peak voltages and/or longer on-times than that
of the control signals used to control connections between the root node and the first-tier of nodes.

63. Circuitry according to any of statements 60 to 62, further comprising:

generating means operable to generate sample values based upon a characteristic of respective such charge
packets passing through said subsequent-tier nodes, the sample values being indicative of values of said current
signal corresponding to the charge packets concerned.

E.

64. Current-mode circuitry for sampling a current signal, the circuitry comprising:

a first node configured to have the current signal applied thereto;
a plurality of second nodes conductively connectable to said first node along respective paths;
steering means for controlling such connections between the first node and the second nodes so that different
packets of charge making up said current signal are steered along different said paths over time; and
reset means connected to a said second node, and operable, during a period between packets for that node,
to tend to bring a voltage potential of that node to a predetermined value.

65. Circuitry according to statement 64, wherein the reset means is operable to cause the voltage potential of that
second node to return to the same value between successive packets for that node.



EP 2 211 468 A1

30

5

10

15

20

25

30

35

40

45

50

55

66. Circuitry according to statement 64 or 65, comprising a plurality of said reset means each for a different such
second node.
F.

67. Current-mode circuitry for sampling first and second complementary current signals, the circuitry comprising:

first and second complementary circuitry portions, the first portion for sampling the first current signal and the
second portion for sampling the second current signal, wherein each said portion comprises:

a first node configured to have the current signal for that portion applied thereto;
a plurality of second nodes conductively connectable to the first node of that portion along respective paths;
and
steering means for controlling such connections between the first node and the second nodes of that portion
so that different packets of charge making up the current signal of that portion are steered along different
said paths of that portion over time; and

reset means connected to at least one of a said second node of the first portion and the complementary node
of the second portion, and operable, during a period between packets for that pair of complementary nodes, to
tend to bring a difference in voltage potential between those two nodes to a predetermined value.

68. Circuitry according to statement 67, wherein said reset means is connected to both nodes of the pair of com-
plementary nodes.

69. Circuitry according to statement 67 or 68, wherein said reset means is operable to connect the or both of the
nodes of the pair of complementary nodes to a reference potential so as to tend to bring the difference in potential
to a predetermined value.

70. Circuitry according to any of statements 67 to 69, wherein said reset means is operable to bring the nodes of
the pair of complementary nodes to the same potential as one another.

71. Circuitry according to statement 70, wherein the reset means is connected between said pair of complementary
nodes, and is operable to connect those nodes together so as to bring those nodes to the same potential as one
another.

72. Circuitry according to any of statements 67 to 71, wherein the reset means is operable to cause a voltage
potential of the or both of the nodes of the pair of complementary nodes to return to the same value between
successive packets.

73. Circuitry according to any of statements 67 to 72, comprising a plurality of said reset means each for a different
such pair of complementary nodes.

74. Circuitry according to any of statements 67 to 73, wherein each said portion further comprises:

generating means for generating sample values based upon a characteristic of respective such charge packets
passing through the second nodes of that portion, the sample values being indicative of values of the current
signal of that portion corresponding to the charge packets concerned.

G.

75. Current-mode circuitry for sampling first and second complementary current signals, the circuitry comprising:

first and second complementary circuitry portions, the first portion for sampling the first current signal and the
second portion for sampling the second current signal, wherein each said portion comprises:

a root node configured to have the current signal for that portion applied thereto;
a plurality of first-tier nodes each of which is conductively connectable directly to the root node of that portion;
a plurality of subsequent-tier nodes per first-tier node of that portion, each of which is conductively con-
nectable indirectly to the root node of that portion along a respective path via its said first-tier node; and
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steering means for controlling such connections between the root node and the subsequent-tier nodes of
that portion so that different packets of charge making up the current signal of that portion are steered along
different said paths of that portion over time; and

reset means connected to at least one of a said first or subsequent-tier node of the first portion and the com-
plementary node of the second portion, and operable, during a period between packets for that pair of comple-
mentary nodes, to tend to bring a difference in voltage potential between those two nodes to a predetermined
value.

76. Circuitry according to statement 75, wherein said reset means is connected to both nodes of the pair of com-
plementary nodes.

77. Circuitry according to statement 75 or 76, wherein said reset means is operable to connect the or both of the
nodes of the pair of complementary nodes to a reference potential so as to tend to bring the difference in potential
to a predetermined value.

78. Circuitry according to any of statements 75 to 77, wherein said reset means is operable to bring the nodes of
the pair of complementary nodes to the same potential as one another.

79. Circuitry according to statement 78, wherein the reset means is connected between said pair of complementary
nodes, and is operable to connect those nodes together so as to bring those nodes to the same potential as one
another.

80. Circuitry according to any of statements 75 to 79, wherein the reset means is operable to cause a voltage
potential of the or both of the nodes of the pair of complementary nodes to return to the same value between
successive packets.

81. Circuitry according to any of statements 75 to 80, comprising a plurality of said reset means each for a different
such pair of complementary nodes.

82. Circuitry according to any of statements 75 to 81, wherein each said portion further comprises:

generating means for generating sample values based upon a characteristic of respective such charge packets
passing through the subsequent-tier nodes of that portion, the sample values being indicative of values of the
current signal of that portion corresponding to the charge packets concerned.

H.

83. Analogue-to-digital conversion circuitry, comprising circuitry according to any preceding statement.

84. Integrated circuitry, comprising circuitry according to any preceding statement.

85. An IC chip, comprising circuitry according to any preceding statement.
I.

86. A method of sampling a current signal in current-mode circuitry, the circuitry having a first node configured to
have the current signal applied thereto and X second nodes conductively connectable to said first node along
respective paths, the method comprising:

controlling such connections between the first node and the second nodes in dependence upon X time-inter-
leaved sinusoidal control signals so that different packets of charge making up said current signal are steered
along different said paths over time,
wherein:

X is an integer greater than or equal to 3.

87. A method of sampling a current signal in current-mode circuitry, the circuitry having a first node configured to
have the current signal applied thereto and a plurality of second nodes conductively connectable to said first node
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along respective paths, the method comprising:

controlling such connections between the first node and the second nodes so that different packets of charge
making up said current signal are steered along different said paths over time;
generating sample values based upon a characteristic of respective such charge packets passing through said
second nodes, the sample values being indicative of values of said current signal corresponding to the charge
packets concerned;
combining sample values from one or more of said second nodes to provide one or more combined sample
values; and
calibrating operation of the circuitry in dependence upon said combined sample value(s).

88. A method of sampling a current signal in current-mode circuitry, the circuitry having a first node configured to
have the current signal applied thereto and a plurality of second nodes conductively connectable to said first node
along respective paths, the method comprising:

generating substantially sinusoidal control signals;
controlling such connections between the first node and the second nodes in dependence upon the sinusoidal
control signals so that different packets of charge making up said current signal are steered along different said
paths over time;
generating sample values based upon a characteristic of respective such charge packets passing through said
second nodes, the sample values being indicative of values of said current signal corresponding to the charge
packets concerned;
analysing the or some of the sample values; and
calibrating operation of the circuitry in dependence upon such analysis.

89. A method of sampling a current signal in current-mode circuitry, the circuitry having a root node configured to
have the current signal applied thereto, a plurality of first-tier nodes each of which is conductively connectable directly
to the root node, and a plurality of subsequent-tier nodes per first-tier node, each of which is conductively connectable
indirectly to the root node along a respective path via its said first-tier node, the method comprising:

controlling such connections between the root node and the subsequent-tier nodes so that different packets of
charge making up said current signal are steered along different said paths over time.

90. A method of sampling a current signal in current-mode circuitry, the circuitry having a first node configured to
have the current signal applied thereto and a plurality of second nodes conductively connectable to said first node
along respective paths, the method comprising:

controlling such connections between the first node and the second nodes so that different packets of charge
making up said current signal are steered along different said paths over time; and
for a said second node, and during a period between packets for that node, tending to bring a voltage potential
of that node to a predetermined value.

91. A method of sampling first and second complementary current signals in current-mode circuitry, the circuitry
having first and second complementary circuitry portions, the first portion for sampling the first current signal and
the second portion for sampling the second current signal, wherein each said portion comprises a first node configured
to have the current signal for that portion applied thereto and a plurality of second nodes conductively connectable
to the first node of that portion along respective paths, the method comprising:

for each said portion, controlling such connections between the first node and the second nodes of that portion
so that different packets of charge making up the current signal of that portion are steered along different said
paths of that portion over time; and
for at least one of a said second node of the first portion and the complementary node of the second portion,
and during a period between packets for that pair of complementary nodes, tending to bring a difference in
voltage potential between those two nodes to a predetermined value.

92. A method of sampling first and second complementary current signals in current-mode circuitry, the circuitry
having first and second complementary circuitry portions, the first portion for sampling the first current signal and
the second portion for sampling the second current signal, wherein each said portion comprises a root node configured
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to have the current signal for that portion applied thereto, a plurality of first-tier nodes each of which is conductively
connectable directly to the root node of that portion, and a plurality of subsequent-tier nodes per first-tier node of
that portion, each of which is conductively connectable indirectly to the root node of that portion along a respective
path via its said first-tier node, the method comprising:

for each said portion, controlling such connections between the root node and the subsequent-tier nodes of
that portion so that different packets of charge making up the current signal of that portion are steered along
different said paths of that portion over time; and
for at least one of a said first or subsequent-tier node of the first portion and the complementary node of the
second portion, and during a period between packets for that pair of complementary nodes, tending to bring a
difference in voltage potential between those two nodes to a predetermined value.

Claims

1. Current-mode circuitry for sampling a current signal, the circuitry comprising:

a first node configured to have the current signal applied thereto;
X second nodes conductively connectable to said first node along respective paths; and
steering means for controlling such connections between the first node and the second nodes so that different
packets of charge making up said current signal are steered along different said paths over time,
wherein:

X is an integer greater than or equal to 3; and
the steering means comprises:

control-signal generating means configured to generate X time-interleaved sinusoidal control signals;
and
switching means distributed along said paths and configured to carry out such control in dependence
upon the X sinusoidal control signals.

2. Circuitry as claimed in claim 1, wherein said control signals are raised generally cosine signals.

3. Circuitry as claimed in claim 1 or 2, wherein said steering means is configured such that each of the X paths is
controlled by a different one of said X control signals.

4. Circuitry as claimed in any of the preceding claims, further comprising:

generating means for generating sample values based upon a characteristic of respective such charge packets
passing through said second nodes, the sample values being indicative of values of said current signal corre-
sponding to the charge packets concerned.

5. Circuitry as claimed in claim 4, further comprising:

calibrating means operable to combine sample values from one or more of said second nodes to provide one
or more combined sample values, and to calibrate operation of the circuitry in dependence upon said combined
sample value(s).

6. Circuitry as claimed in claim 4 or 5, comprising:

calibrating means operable analyse the or some of the sample values and to calibrate operation of the circuitry
in dependence upon such analysis.

7. Circuitry as claimed in any of the preceding claims, comprising:

reset means connected to a said node other than the first node, and operable, during a period between packets
for that node, to tend to bring a voltage potential of that node to a predetermined value.
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8. Circuitry as claimed in any of claims 1 to 6, configured for sampling first and second complementary said current
signals, wherein:

the circuitry comprises first and second complementary circuit portions, the first portion for sampling the first
current signal and the second portion for sampling the second current signal;
each said portion comprises such a first node, second nodes and steering means;
the circuitry further comprises reset means connected to at least one of a said second node of the first portion
and the complementary node of the second portion, and operable, during a period between packets for that
pair of complementary nodes, to tend to bring a difference in voltage potential between those two nodes to a
predetermined value.

9. Current-mode circuitry for sampling a current signal, the circuitry comprising:

a first node configured to have the current signal applied thereto;
a plurality of second nodes conductively connectable to said first node along respective paths;
steering means for controlling such connections between the first node and the second nodes so that different
packets of charge making up said current signal are steered along different said paths over time;
generating means for generating sample values based upon a characteristic of respective such charge packets
passing through said second nodes, the sample values being indicative of values of said current signal corre-
sponding to the charge packets concerned; and
calibrating means operable to combine sample values from one or more of said second nodes to provide one
or more combined sample values, and to calibrate operation of the circuitry in dependence upon said combined
sample value(s).

10. Current-mode circuitry for sampling a current signal, the circuitry comprising:

a first node configured to have the current signal applied thereto;
a plurality of second nodes conductively connectable to said first node along respective paths;
steering means for controlling such connections between the first node and the second nodes so that different
packets of charge making up said current signal are steered along different said paths over time; and
generating means for generating sample values based upon a characteristic of respective such charge packets
passing through said second nodes, the sample values being indicative of values of said current signal corre-
sponding to the charge packets concerned,
wherein:

the steering means comprises control-signal generating means configured to generate substantially sinu-
soidal control signals, and switching means distributed along said paths and configured to carry out such
control in dependence upon the sinusoidal control signals; and
the circuitry further comprises calibrating means operable analyse the or some of the sample values and
to calibrate operation of the circuitry in dependence upon such analysis.

11. Current-mode circuitry for sampling a current signal, the circuitry comprising:

a root node configured to have the current signal applied thereto;
a plurality of first-tier nodes each of which is conductively connectable directly to the root node;
a plurality of subsequent-tier nodes per first-tier node, each of which is conductively connectable indirectly to
the root node along a respective path via its said first-tier node; and
steering means for controlling such connections between the root node and the subsequent-tier nodes so that
different packets of charge making up said current signal are steered along different said paths over time.

12. Current-mode circuitry for sampling a current signal, the circuitry comprising:

a first node configured to have the current signal applied thereto;
a plurality of second nodes conductively connectable to said first node along respective paths;
steering means for controlling such connections between the first node and the second nodes so that different
packets of charge making up said current signal are steered along different said paths over time; and
reset means connected to a said second node, and operable, during a period between packets for that node,
to tend to bring a voltage potential of that node to a predetermined value.
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13. Current-mode circuitry for sampling first and second complementary current signals, the circuitry comprising:

first and second complementary circuitry portions, the first portion for sampling the first current signal and the
second portion for sampling the second current signal,
wherein each said portion comprises:

a first node configured to have the current signal for that portion applied thereto;
a plurality of second nodes conductively connectable to the first node of that portion along respective paths;
and
steering means for controlling such connections between the first node and the second nodes of that portion
so that different packets of charge making up the current signal of that portion are steered along different
said paths of that portion over time; and

reset means connected to at least one of a said second node of the first portion and the complementary node
of the second portion, and operable, during a period between packets for that pair of complementary nodes, to
tend to bring a difference in voltage potential between those two nodes to a predetermined value.

14. Current-mode circuitry for sampling first and second complementary current signals, the circuitry comprising:

first and second complementary circuitry portions, the first portion for sampling the first current signal and the
second portion for sampling the second current signal, wherein each said portion comprises:

a root node configured to have the current signal for that portion applied thereto;
a plurality of first-tier nodes each of which is conductively connectable directly to the root node of that portion;
a plurality of subsequent-tier nodes per first-tier node of that portion, each of which is conductively con-
nectable indirectly to the root node of that portion along a respective path via its said first-tier node; and
steering means for controlling such connections between the root node and the subsequent-tier nodes of
that portion so that different packets of charge making up the current signal of that portion are steered along
different said paths of that portion over time; and

reset means connected to at least one of a said first or subsequent-tier node of the first portion and the com-
plementary node of the second portion, and operable, during a period between packets for that pair of comple-
mentary nodes, to tend to bring a difference in voltage potential between those two nodes to a predetermined
value.

15. An IC chip, comprising circuitry as claimed in any preceding claim.

Amended claims in accordance with Rule 137(2) EPC.

1. Current-mode circuitry configured to sample a current signal, the circuitry comprising:

a first node configured to have the current signal applied thereto;
X second nodes conductively connectable to said first node along respective paths; and
steering means for controlling such connections between the first node and the second nodes so that different
packets of charge making up said current signal are steered along different said paths over time, thereby
sampling said current signal,

wherein:

X is an integer greater than or equal to 3; and
the steering means comprises:

control-signal generating means configured to generate X time-interleaved sinusoidal control signals; and
switching means distributed along said paths and configured to carry out such control in dependence upon
the X sinusoidal control signals.

2. Circuitry as claimed in claim 1, wherein said control signals are raised generally cosine signals.
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3. Circuitry as claimed in claim 1 or 2, wherein said steering means is configured such that each of the X paths is
controlled by a different one of said X control signals.

4. Circuitry as claimed in any of the preceding claims, further comprising:

generating means for generating sample values based upon a characteristic of respective such charge packets
passing through said second nodes, the sample values being indicative of values of said current signal corre-
sponding to the charge packets concerned.

5. Circuitry as claimed in claim 4, further comprising:

calibrating means operable to combine sample values from one or more of said second nodes to provide one
or more combined sample values, and to calibrate operation of the circuitry in dependence upon said combined
sample value(s).

6. Circuitry as claimed in claim 4 or 5, comprising:

calibrating means operable analyse the or some of the sample values and to calibrate operation of the circuitry
in dependence upon such analysis.

7. Circuitry as claimed in any of the preceding claims, comprising:

reset means connected to a said node other than the first node, and operable, during a period between packets
for that node, to tend to bring a voltage potential of that node to a predetermined value.

8. Circuitry as claimed in any of claims 1 to 6, configured for sampling first and second complementary said current
signals, wherein:

the circuitry comprises first and second complementary circuit portions, the first portion for sampling the first
current signal and the second portion for sampling the second current signal;
each said portion comprises such a first node, second nodes and steering means;
the circuitry further comprises reset means connected to at least one of a said second node of the first portion
and the complementary node of the second portion, and operable, during a period between packets for that
pair of complementary nodes, to tend to bring a difference in voltage potential between those two nodes to a
predetermined value.

9. Current-mode circuitry configured to sample a current signal, the circuitry comprising:

a first node configured to have the current signal applied thereto;
a plurality of second nodes conductively connectable to said first node along respective paths;
steering means for controlling such connections between the first node and the second nodes so that different
packets of charge making up said current signal are steered along different said paths over time, thereby
sampling said current signal;
generating means for generating sample values based upon a characteristic of respective such charge packets
passing through said second nodes, the sample values being indicative of values of said current signal corre-
sponding to the charge packets concerned; and
calibrating means operable to combine sample values from one or more of said second nodes to provide one
or more combined sample values, and to calibrate operation of the circuitry in dependence upon said combined
sample value(s).

10. Current-mode circuitry configured to sample a current signal, the circuitry comprising:

a first node configured to have the current signal applied thereto;
a plurality of second nodes conductively connectable to said first node along respective paths;
steering means for controlling such connections between the first node and the second nodes so that different
packets of charge making up said current signal are steered along different said paths over time, thereby
sampling said current signal; and
generating means for generating sample values based upon a characteristic of respective such charge packets
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passing through said second nodes, the sample values being indicative of values of said current signal corre-
sponding to the charge packets concerned,

wherein:

the steering means comprises control-signal generating means configured to generate substantially sinusoidal
control signals, and switching means distributed along said paths and configured to carry out such control in
dependence upon the sinusoidal control signals; and
the circuitry further comprises calibrating means operable analyse the or some of the sample values and to
calibrate operation of the circuitry in dependence upon such analysis.

11. Current-mode circuitry configured to sample a current signal, the circuitry comprising:

a root node configured to have the current signal applied thereto;
a plurality of first-tier nodes each of which is conductively connectable directly to the root node;
a plurality of subsequent-tier nodes per first-tier node, each of which is conductively connectable indirectly to
the root node along a respective path via its said first-tier node; and
steering means for controlling such connections between the root node and the subsequent-tier nodes so that
different packets of charge making up said current signal are steered along different said paths over time,
thereby sampling said current signal.

12. Current-mode circuitry configured to sample a current signal, the circuitry comprising:

a first node configured to have the current signal applied thereto;
a plurality of second nodes conductively connectable to said first node along respective paths;
steering means for controlling such connections between the first node and the second nodes so that different
packets of charge making up said current signal are steered along different said paths over time, thereby
sampling said current signal; and
reset means connected to a said second node, and operable, during a period between packets for that node,
to tend to bring a voltage potential of that node to a predetermined value.

13. Current-mode circuitry configured to sample first and second complementary current signals, the circuitry com-
prising:

first and second complementary circuitry portions, the first portion for sampling the first current signal and the
second portion for sampling the second current signal, wherein each said portion comprises:

a first node configured to have the current signal for that portion applied thereto;
a plurality of second nodes conductively connectable to the first node of that portion along respective paths;
and
steering means for controlling such connections between the first node and the second nodes of that portion
so that different packets of charge making up the current signal of that portion are steered along different
said paths of that portion over time, thereby sampling the current signal of that portion; and

reset means connected to at least one of a said second node of the first portion and the complementary node
of the second portion, and operable, during a period between packets for that pair of complementary nodes, to
tend to bring a difference in voltage potential between those two nodes to a predetermined value.

14. Current-mode circuitry configured to sample first and second complementary current signals, the circuitry com-
prising:

first and second complementary circuitry portions, the first portion for sampling the first current signal and the
second portion for sampling the second current signal, wherein each said portion comprises:

a root node configured to have the current signal for that portion applied thereto;
a plurality of first-tier nodes each of which is conductively connectable directly to the root node of that portion;
a plurality of subsequent-tier nodes per first-tier node of that portion, each of which is conductively con-
nectable indirectly to the root node of that portion along a respective path via its said first-tier node; and
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steering means for controlling such connections between the root node and the subsequent-tier nodes of
that portion so that different packets of charge making up the current signal of that portion are steered along
different said paths of that portion over time, thereby sampling the current signal of that

portion; and
reset means connected to at least one of a said first or subsequent-tier node of the first portion and the com-
plementary node of the second portion, and operable, during a period between packets for that pair of comple-
mentary nodes, to tend to bring a difference in voltage potential between those two nodes to a predetermined
value.

15. An IC chip, comprising circuitry as claimed in any preceding claim.
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