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©  Crush  tube  fluid  connection. 

©  The  crush  tube  (10)  is  used  to  provide  a  fluid 
connection  between  a  first  and  second  member 
(20,  30).  The  crush  tube  (10)  has  two  tubular 
portions  (10-1,  10-3)  with  a  spherical  portion 
(10-2)  therebetween.  The  tubular  portions  (10-1, 
10-3)  are  loosely  received  in  nominally  coaxial 
bores  (20-1,  30-1)  having  entrance  chamfers 
(20-2,  30-2).  The  spherical  portion  (10-2)  is  de- 
formed  into  contact  with  the  chamfers  (20-2, 
30-2)  as  well  as  between  the  members  (20,  30) 
whereby  the  tube  (10)  provides  a  sealed  fluid 
path  between  the  bores  (20-1,  30-1). 
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Generally,  mechanical  parts  require  lubrication 
which,  in  turn,  requires  a  lubrication  distribution  struc- 
ture,  often  between  parts  and  to  separated  struc- 
tures.  The  pipes  and  tubing,  as  well  as  their  fittings, 
complicate  assembly,  have  space  requirements  in- 
creasing  the  dimensions  of  the  device,  and  are  vul- 
nerable  to  damage  during  assembly  and  operation. 

A  thin  walled  metal  tube  has  an  expanded  sphe- 
rical  portion  along  its  length.  The  first  end  of  the  tube 
is  placed  in  the  bore  of  a  first  member  having  an  CD- 
ring  therein  and  a  lead  in  chamfer.  The  tube  fits  into 
the  bore  with  clearance  while  the  O-ring  holds  the 
tube  for  assembly.  A  second  member  has  a  bore 
therein  and  a  lead  in  chamfer  such  that  the  second 
end  of  the  tube  is  received  in  the  bore  of  the  second 
member  with  clearance.  The  first  and  second  mem- 
bers  are  then  drawn  together,  as  by  bolts,  causing  the 
spherical  portion  of  the  tube  to  seat  on  the  respective 
chamfers.  After  initially  causing  the  seating  of  the 
spherical  portion  on  the  two  chamfers,  further  tight- 
ening  causes  the  crushing  or  collapsing  of  the  sphe- 
rical  portion  thereby  providing  a  fluid  tight  seating  on 
the  chamfers. 

It  is  an  object  of  this  invention  to  provide  a  leak 
free  fluid  path  between  members. 

It  is  another  object  of  this  invention  to  reduce 
spacing  requirements  between  fluidly  connected 
members. 

It  is  a  further  object  of  this  invention  to  provide  a 
more  reliable  fluid  connection. 

It  is  an  additional  object  of  this  invention  to  pro- 
vide  a  method  of  fluidly  connecting  members  that  al- 
lows  for  some  offset  in  the  location  of  the  respective 
bores  being  connected.  These  objects,  and  others  as 
will  be  come  apparent  hereinafter,  are  accomplished 
by  the  present  invention. 

Basically,  a  thin  walled  metal  tube  has  an  ex- 
panded  ball  configuration  along  its  length.  The  tube 
is  placed  between  two  members  which  each  have  a 
clearance  hole  or  bore  for  receiving  an  end  of  the  tube 
and  a  generous  lead  in  chamfer.  The  ball  configura- 
tion  is  sized  such  that  it  is  crushed  a  minimum  speci- 
fied  amount  under  all  tolerance  conditions  as  the  two 
components  are  assembled.  The  tube  diameter  fits 
into  the  hole  or  bore  in  each  component  to  locate  the 
two  parts  in  position.  Preferably,  one  component  con- 
tains  an  O-ring  in  a  groove  in  the  bore  to  hold  the  tube 
in  position  for  assembly.  The  ball  seats  against  the 
chamfer  on  each  component,  thus  providing  a  seal. 
The  amount  of  crush  and  the  tube  material  properties 
determine  the  pressure  which  can  be  sealed  against. 

Figure  1  is  a  partially  cutaway  side  view  of  the 
crush  tube  of  the  present  invention; 
Figure  2  is  an  end  view  of  the  crush  tube; 
Figure  3  is  an  exploded  sectional  view  of  the  as- 
sembly;  and 
Figure  4  is  a  partial  sectional  view  of  an  assem- 
bled  device  employing  the  present  invention. 

In  the  Figures,  the  numeral  10  generally  designa- 
tes  a  crush  tube  which  is  a  thin  walled  copper  or  steel 
tube  having  tubularends  10-1  and  10-3  with  spherical 
or  ball  portion  10-2  located  therebetween.  Referring 

5  now  to  Figure  3,  member  20  has  a  bore  20-1  with  a 
generous  lead  in  chamfer  20-2.  Annular  groove  or  re- 
cess  20-3  is  formed  in  bore  20-1  and  receives  O-ring 
24  therein.  Member  30  has  a  bore  30-1  with  a  gener- 
ous  lead  in  chamfer  30-2. 

10  Bore  20-1  receives  tubular  end  10-1  of  crush  tube 
10  with  a  clearance  while  O-ring  24  receives  tubular 
end  10-1  in  some  degree  of  an  interference  fit  so  as 
to  hold  end  10-1  in  bore  20-1.  As  a  result,  crush  tube 
10  is  initially  capable  of  limited  pivoting  movement  in 

15  bore  20-1  with  O-ring  24  serving  as  the  fulcrum.  Be- 
cause  chamfer  20-2  is  conical,  ball  portion  10-2  can 
seat  thereon  through  the  full  angular  movement  of 
end  10-1  in  bore  20-2.  Seating  at  this  time  will  be  an 
annular  line  contact. 

20  With  end  10-1  being  held  in  bore  20-2  by  O-ring 
24,  member  20  and/or  member  30  is  moved  so  that 
the  spacing  therebetween  is  reduced  and  tubular  end 
10-3  enters  bore  30-1.  Because  of  its  size  and  con- 
verging  taper,  chamfer  30-2  will  serve  to  guide  end 

25  10-3  if  engaged  thereby.  Bore  30-1  receives  tubular 
end  10-3  of  crush  tube  10  with  a  clearance.  Accord- 
ingly,  crush  tube  10  can  be  pivoted  within  O-ring  24 
to  accommodate  coaxial  deviation  between  bores  20- 
1  and  30-1  .  As  the  spacing  between  members  20  and 

30  30  is  reduced,  due  to  tightening  bolts  (not  illustrated) 
or  the  like,  spherical  or  ball  portion  10-2  will  eventu- 
ally  engage  both  chamfer  20-2  and  30-2  in  an  annular 
line  contact  independent  of  whether  or  not  crush  tube 
10  is  coaxial  with  bores  20-1  and  30-1.  So,  any  rea- 

35  sonable  misalignment  between  bores  20-1  and  30-1 
is  accommodated.  Further  tightening  of  the  bolts 
causes  the  crushing  or  collapsing  of  spherical  or  ball 
portion  10-2  between  chamfers  20-2  and  30-2.  Sphe- 
rical  portion  10-2  will,  in  part,  conform  to  chamfers  20- 

40  2  and  30-2  by  deforming  to  frustums  of  a  cone  so  that 
the  annular  line  contact  with  chamfers  20-2  and  30-2 
becomes  area  contact  over  the  surface  of  the  cham- 
fers.  Upon  completion  of  assembly,  as  illustrated  in 
Figure  4,  the  spherical  portion  10-2  will  have  been  de- 

45  formed  in  a  columnar  buckling  action.  The  amount 
and  kind  of  deformation  will  be  influenced  by  the  size 
and  configuration  of  chamfers  20-2  and  30-2  as  well 
as  the  size  of  the  spherical  portion  10-2.  Upon  as- 
sembly,  members  20  and  30  are  rigidly  secured  to 

so  member  32  which  controls  the  spacing  between 
members  20  and  30,  limits  the  relative  movement  be- 
tween  members  20  and  30  and  thereby  the  crushing 
of  tube  10.  A  flow  path  now  exists  having  a  portion 
that  serially  includes  bore  30-3,  bore  30-1,  tube  10, 

55  bore  20-1  and  bore  20-5. 
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Claims 

1.  A  fluid  communication  assembly  comprising: 
a  first  member  having  a  first  bore  with  a 

chamfer  defining  an  entrance  to  said  first  bore; 
a  second  member  having  a  second  bore 

with  a  chamfer  defining  an  entrance  to  said  sec- 
ond  bore; 

a  thin  walled  metal  crush  tube  having  first 
and  second  tubular  portions  adapted  to  be  loose- 
ly  received  in  said  first  and  second  bores  when 
said  first  and  second  bores  are  nominally  coaxial 
and  with  a  hollow  spherical  portion  therebetw- 
een,  said  hollow  spherical  portion  being  adapted 
to  initially  engage  said  chamfers  in  said  first  and 
second  members  in  annular  line  contacts  and  to 
be  subsequently  deformed  into  engagement  with 
said  chamfers  in  said  first  and  second  members 
whereby  a  fluid  tight  sealing  is  obtained  between 
said  crush  tube  and  said  first  and  second  mem- 
bers. 

have  as  much  angular  movement  as  is  permitted 
by  said  clearance  with  said  first  bore. 
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2.  The  assembly  of  claim  1  wherein; 
said  first  member  further  includes  an  an- 

nular  recess  formed  in  said  first  bore;  25 
means  located  in  said  annular  recess  and 

adapted  to  receive  said  first  tubular  portion  in  an 
interference  fit  while  permitting  limited  angular 
movement  of  said  crush  tube  prior  to  deformation 
of  said  crush  tube  between  said  first  and  second  30 
members. 

3.  Amethod  of  assembling  members  to  provide  fluid 
communication  therebetween  comprising  the 
steps  of:  35 

placing  a  first  tubular  portion  of  a  thin  wal- 
led  metal  crush  tube  having  a  second  tubular  por- 
tion  with  a  hollow  spherical  portion  between  said 
first  and  second  tubular  portions  into  a  first  bore 
in  a  first  member  having  a  chamfered  entrance  to  40 
said  first  bore; 

relatively  moving  said  first  member  and 
said  tube  and  a  second  member  having  a  second 
bore  having  a  chamfered  entrance  to  said  second 
bore  such  that  said  second  tubular  portion  enters  45 
said  second  bore; 

continuing  relatively  moving  said  first  and 
second  members  into  proximity  such  that  said 
chamfered  entrances  to  said  first  and  second 
bores  initially  engage  said  spherical  portion  in  an-  so 
nular  line  contact  and  upon  further  movement  de- 
form  said  spherical  portion  into  tight  sealing  con- 
tact. 

The  method  of  claim  3  wherein  said  first  and  sec-  55 
ond  bores  receive  said  first  and  second  tubular 
portions  with  a  clearance  and  said  first  tubular 
portion  is  initially  held  in  said  first  bore  so  as  to 
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