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Description 

Background  of  the  Invention 

The  invention  relates  to  a  touch  sensitive  ap- 
paratus  adapted  to  locate  the  coordinates  of  a  point 
along  a  line  disposed  on  a  substrate,  and  more 
particularly  to  an  apparatus  for  locating  a  point 
characterized  by  an  impedance  discontinuity  in  the 
line  generated  as  a  result  of  the  line  being  con- 
tacted  by  a  fingertip  or  a  conductive  segment. 

Operator  interaction  with  a  computer  system  is 
greatly  facilitated  by  use  of  input  devices  such  as 
keyboards,  touch  panel  devices,  and  the  like.  For 
some  users,  particularly  those  who  are  visually 
oriented,  the  art  has  responded  with  visually  inter- 
active  means  permitting  the  user  to  directly  inter- 
face  with  the  computer  system  via  a  visual  display. 
Indeed  there  are  now  many  touch  control  tech- 
niques  from  which  the  user  can  choose. 

One  type  of  touch  control  apparatus,  common- 
ly  referred  to  as  a  capacitive  touch  device,  em- 
ploys  a  resistive  surface  having  a  bounded  region 
which  is  used  for  coordinate  detecting.  In  one  such 
capacitive  touch  device,  disclosed  in  U.S.  Patent 
No.  4,293,734  to  Pepper  Jr.,  the  bounded  region  is 
a  resistive  surface  having  uniform  resistivity,  a  rec- 
tangular  shape  and  a  terminal  at  each  edge.  In  the 
two-axis  form  of  the  Pepper,  Jr.  device,  input- 
output  locations  are  provided  for  an  x-axis  and  a  y- 
axis.  The  ratio  of  the  sum  of  the  currents  through 
two  of  the  terminals  to  the  sum  of  the  currents 
through  all  four  of  the  terminals  is  proportional  to 
the  distance  from  one  edge.  Accordingly,  output 
voltages  that  are  proportional  to  the  x  and  y  coordi- 
nates  of  the  point  touched  are  derived  simulta- 
neously. 

As  can  be  recognized  by  those  skilled  in  the 
art,  the  Pepper  Jr.  arrangement  uses  a  current  ratio 
means  of  detecting  location  in  much  the  same  way 
as  a  bridge  circuit  would.  In  a  similar  manner, 
measurements  are  achieved  with  a  capacitive  touch 
device  disclosed  in  U.S.  Patent  No.  4,680,430  to 
Yoshikawa  et  al.,  in  which  current  ratio  means  are 
employed  to  determine  separate  x  and  y  locations. 

Another  capacitive  touch  device  is  disclosed  by 
U.S.  Patent  No.  4,476,463  to  Ng  et  al.  The  Ng  et  al. 
system  uses  an  electrically  conductive  touch  sen- 
sitive  coated  surface  with  four  elongated  electrodes 
connected  to  the  coating,  one  electrode  being  pro- 
vided  along  each  side  of  the  touch  sensitive  coat- 
ing.  Measurements  are  made  of  the  change  in 
electrical  impedance  which  a  capacitive  touch  intro- 
duces  to  a  resistance-capacitance  circuit  including 
the  touch  sensitive  surface.  Position  of  touch  is 
determined  by  correlating  measurements  for  x-y 
locations  with  corresponding  capacitive  ration  vari- 
ations. 

Still  another  touch  panel  device  with  a  touch 
sensing  surface  is  disclosed  in  U.S.  Patent  No. 
4,680,429  to  Murdock  et  al.  The  Murdock  et  al. 
patent  permits  impedance  sensing  relative  to  mul- 

5  tiple  contacts.  In  the  Murdock  system,  a  touch 
location  along  the  surface  can  be  determined  from 
the  interaction  of  a  finger  with  touch  currents  gen- 
erated  by  selectively  applying  alternating  current 
voltage  panel  scanning  signals  to  the  touch  sensing 

io  surface. 
There  are  distinct  drawbacks  to  employing  ca- 

pacitive  touch  devices  to  detect  coordinate  loca- 
tions  on  a  resistive  surface.  In  particular,  a  typical 
capacitive  touch  device  must  be  designated  with 

75  fairly  wide  spacing  between  signal  traces  in  order 
to  minimize  the  effects  of  stray  capacitance.  Ac- 
cordingly,  the  number  of  touch  sensitive  areas  per 
overlay  is  severely  constrained  which,  in  turn,  limits 
the  field  of  information  on  the  display. 

20  Additionally,  determining  coordinates  in  more 
than  one  dimension  typically  involves  the  process- 
ing  of  two  or  more  signals  using  two  or  more 
dedicated  circuits.  For  example,  in  a  preferred  em- 
bodiment  of  the  Murdock  et  al.  system,  at  least 

25  three  currents  must  be  detected  in  order  to  deter- 
mine  touch  location.  Measuring  a  number  of  cur- 
rents  and/or  voltages  as  a  prerequisite  to  determin- 
ing  coordinate  locations  not  only  promotes  com- 
plexity  in  hardware  requirements  but  is  very  prone 

30  to  generating  error. 
Another  type  of  touch  control  technique  ex- 

ploits  the  concept  of  wave  propagation  to  achieve 
coordinate  detection.  For  example,  U.S.  Patent  No. 
4,689,448  to  Snyder  et  al.  is  directed  toward  a  two 

35  dimensional  position  coordinate  determination  de- 
vice  with  a  U-shaped  delay  line.  A  PC  grid  having 
conductors  is  used  in  conjunction  with  the  U- 
shaped  delay  line,  which  line  consists  of  first  and 
second  linear  portions.  When  the  grid  is  contacted 

40  by  a  pointer  including  a  circular  flux-producing 
element,  strain  waves  are  generated  from  the  first 
and  second  linear  portions.  The  strain  waves  are 
propagated  along  the  U-shaped  delay  line  toward  a 
sensor  coil.  Propagation  times  associated  with  x 

45  and  y  coordinates  are  processed  by  logic  circuitry 
to  obtain  the  x  and  y  coordinates. 

Another  wave  propagating  device,  disclosed  in 
U.S.  Patent  No.  4,506,354  to  Hansen,  discloses  an 
apparatus  which  uses  a  pair  of  ultrasonic  trans- 

50  ducers  to  determine  the  position  of  any  of  a  variety 
of  objects.  In  a  preferred  embodiment,  the  trans- 
ducers  are  pulsed  at  several  frequencies  and  a 
receiving  means  senses  echoes  from  each  pulse. 
Selected  echoes  are  used  to  measure  the  distance 

55  of  the  object  from  the  transducers  to  determine  the 
position  of  the  object. 

Yet  another  wave  propagating  device,  dis- 
closed  in  U.S.  Patent  No.  4,700,176  to  Adler,  em- 
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ploys  surface  acoustic  wave  propagation  in  con- 
junction  with  input-output  transducers  to  detect  a 
touch  location.  In  a  broad  sense,  the  Adler  arrange- 
ment  may  be  thought  of  as  an  absorption  ranging 
system.  In  a  preferred  embodiment,  waves  are 
transmitted  across  a  touch  surface  from  one 
boundary  to  another  opposing  boundary.  When  a 
fingertip  is  disposed  on  the  touch  surface,  acoustic 
surface  wave  energy  is  absorbed  and  the  am- 
plitude  of  a  surface  wave  burst  propagating  through 
the  region  of  the  touch  is  damped.  Accordingly,  the 
damping  is  sensed  and  the  timing  information  gen- 
erated  thereby  is  employed  to  determine  which  of 
the  plurality  of  burst  propagation  pads  has  been 
perturbed  and  thus  the  location  of  the  touch. 

While  the  wave  propagating  devices  discussed 
above  provide  for  a  wide  range  of  interaction  with 
computer  systems  that  cannot  typically  be 
achieved  with  capacitive  touch  devices,  wave  prop- 
agating  devices  still  possess  certain  attributes  that, 
in  a  significant  number  of  situations,  make  their  use 
particularly  disadvantageous.  For  example,  the  ar- 
rangements  of  the  Snyder  et  al.,  Hansen  and  Adler 
patents  can  be  difficult  to  properly  implement.  The 
implementation  for  each  of  these  patents  requires 
precise  positioning  of  components  in  order  to 
achieve  optimum  results.  Improper  positioning  of 
the  transducers  in  the  Adler  and  Hansen  patents,  or 
of  the  delay  line  in  the  Snyder  et  al.  patent,  can 
severely  impair  operation  and  generate  erroneous 
results.  Moreover,  the  construction  required  for 
each  network  is  extensive,  thus  increasing  manu- 
facturing  costs,  documents  EP-A-0  322  675  and 
US-A-4  061  966  disclose  further  touch  panel  sys- 
tems  which  locate  a  sensing  element  on  a  table. 

In  view  of  the  above  discussion,  a  need  exists 
for  a  touch  sensitive  apparatus  that  exploits  the 
advantageous  signal  processing  features  of  the 
wave  propagating  devices,  but  is  no  more  difficult 
to  implement  than  the  capacitive  touch  devices.  At 
the  same  time,  the  improved  touch  sensitive  ap- 
paratus  should  include  as  few  components  as  is 
absolutely  necessary  for  acceptable  operation,  and 
yet  provide  a  high  degree  of  flexibility  in  design 
and  operation. 

Summary  of  the  Invention 

According  to  the  invention,  an  apparatus  is 
provided  which  is  capable  of  determining  coordi- 
nates.  The  coordinate  determining  apparatus  in- 
cludes  a  signal  conducting  line  having  a  first  end 
and  a  second  end.  A  signal  generator  is  connected 
to  the  first  end  of  the  signal  conducting  line  for 
generating  a  measuring  signal  along  the  signal 
conducting  line.  The  measuring  signal  has  a  pre- 
determined  characteristic,  over  a  plurality  of  time 
intervals,  when  the  measuring  signal  is  undistur- 

bed.  The  signal  conducting  line  is  configured  to 
allow  changes  of  impedance  at  spaced  locations 
therealong.  The  measuring  signal  is  disturbed  by, 
for  example,  touching  the  signal  conducting  line  at 

5  a  location  with  a  fingertip.  A  processing  circuit  is 
operably  connected  to  the  first  end  of  the  signal 
conducting  line  for  determining  the  time  interval  at 
which  the  measuring  signal  is  disturbed.  The  pro- 
cessing  circuit  includes  correlating  means  for  cor- 

io  responding  the  time  interval  with  the  location  at 
which  the  signal  conducting  line  is  touched.  In  one 
example,  the  correlating  means  includes  a  counter, 
the  counter  determining  a  program  identifiable 
count  corresponding  to  the  time  interval. 

is  In  a  preferred  embodiment,  the  signal  conduct- 
ing  line  is  a  strip  of  copper  etched  in  a  serpentine 
pattern  on  a  plastic  material.  A  ground  line  is 
etched  adjacent  to  and  parallel  with  the  signal 
conducting  line  so  that  a  discontinuity  can  be 

20  formed  by  touching  the  two  lines  with  a  finger  or  a 
conductive  member.  Additionally,  the  signal  con- 
ducting  line  has  a  characteristic  impedance  and  a 
load  that  matches  the  characteristic  impedance  is 
connected  to  the  second  end  of  the  signal  conduct- 

25  ing  line.  As  a  result  of  impedance  matching,  un- 
wanted  reflection  in  the  signal  conducting  line  is 
minimized. 

In  one  preferred  form  of  operation,  a  pulse  is 
generated  at  the  first  end  of  the  line  and  a  first 

30  portion  of  the  pulse  energy  is  propagated  down  the 
line  and  a  second  portion  of  the  pulse  energy 
passes  through  the  counter  to  start  a  count.  When 
an  impedance  discontinuity  is  developed  by  a  fin- 
ger  touching  the  apparatus  surface,  a  pulse  is 

35  reflected  back  down  the  line  to  the  counter.  The 
reflected  pulse  stops  the  counter  at  the  program 
identifiable  count  so  that  a  specific  action  can  be 
taken  by  a  computer  system  in  response  to  the 
program  identifiable  count. 

40  Numerous  advantages  will  be  appreciated  by 
those  skilled  in  the  art. 

One  advantage  of  the  present  invention  is  that 
it  is  exceedingly  economical.  In  particular,  the  in- 
vention  is  easy  to  manufacture  since  it  only  re- 

45  quires,  for  the  most  part,  the  simple  etching  of 
conductive  material  on  a  plastic  substrate.  With  the 
etched  board  in  hand,  only  a  few  components, 
which  are  readily  available,  need  be  employed  to 
implement  the  coordinate  determining  arrange- 

so  ment.  Indeed,  the  logic  used  to  implement  the 
arrangement  is  capable  of  being  implemented  on 
one  chip.  The  present  invention  is  cheaper  to  im- 
plement  than  capacitive  type  or  wave  propagating 
devices  and  optionally  can  be  used  with  a  key- 

55  board  scan  code  that  is  recognized  readily  by 
existing  software  and  microcode. 

Another  advantage  of  the  present  invention  is 
that,  due  to  its  flexibility  of  design,  it  provides 
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many  features  that  are  not  commonly  found  in  the 
touch  overlay  art.  First,  the  present  arrangement 
can  be  constructed  with  a  thin  plastic  material, 
preferably  of  a  non  polar  material  such  as  a  poly- 
ethylene  terephthalate,  which  can  be  then  directly 
applied  to  pre-existing  screens.  When  applied  to 
the  screen,  the  present  device  can  serve  as  an 
additional  safety  option  to  contain  implosion.  Sec- 
ond,  as  a  result  of  the  serpentine  configuration  of 
the  signal  conducting  line  on  the  overlay,  the  over- 
lay  can  serve  as  an  anti-glare  filter.  Third,  since  the 
signal  conducting  line  readily  can  be  etched  on  just 
about  any  dielectric  surface,  there  is  virtually  no 
size  constraint  in  the  overlay's  application.  That  is, 
the  overlay  can  be  applied  to  small  screens  just  as 
easily  as  large  screens.  Finally,  the  overlay  can  be 
conformed  for  use  on  three  dimensional  objects 
with  the  ability  to  determine  three  dimensional  co- 
ordinates  precisely  and  accurately  from  a  single 
signal. 

Another  advantage  of  the  present  invention  is 
that  it  provides  a  high  level  of  performance.  The 
number  of  coordinate  locations  that  can  be  config- 
ured  on  the  overlay  is  great  enough  to  provide  for 
virtually  every  option  which  would  be  desired  in 
any  touch  screen  arrangement.  Indeed,  a  minimal 
amount  of  measurement  and  processing  is  required 
to  achieve  highly  desirable  results.  Finally,  since 
the  technique  is  simple  to  apply  and  theoretically 
well-founded,  it  allows  for  the  achievement  of  re- 
sults  having  minimal  error. 

These  and  other  features,  advantages  and  ob- 
jects  of  the  present  invention  will  be  further  under- 
stood  and  appreciated  by  those  skilled  in  the  art  by 
reference  to  the  following  written  specification, 
claims  and  appended  drawings. 

Brief  Description  of  the  Drawings 

Fig.  1  is  a  basic  diagrammatic  representa- 
tion  of  the  touch  screen  overlay  ac- 
cording  to  the  present  invention; 

Fig.  2a  is  a  top  plan  view  of  a  printed  circuit 
board  used  to  implement  a  prototype 
of  the  touch  screen  overlay; 

Fig.  2b  is  a  perspective  side  view  of  the 
printed  circuit  board  of  Fig.  2a; 

Fig.  3  is  a  schematic  representation  of 
pulses  generated  along  the  touch 
screen  overlay; 

Fig.  4  is  a  schematic  representation  of  a 
circuit  developed  during  use  of  the 
touch  screen  overlay; 

Fig.  5  is  a  top  plan  view  of  a  shorting  board 
overlapped  by  the  touch  sensitive 
overlay; 

Fig.  6  is  a  time-magnitude  graphical  repre- 
sentation  of  a  reference  voltage  de- 

veloped  along  the  touch  sensitive 
overlay; 

Fig.  7  is  a  time-magnitude  graphical  repre- 
sentation  of  the  reference  voltage 

5  taken  along  a  portion  of  the  touch 
sensitive  overlay; 

Fig.  8  shows  the  reference  signal  of  Fig.  7 
disturbed  at  a  first  point  along  the 
touch  sensitive  overlay; 

io  Fig.  9  shows  the  reference  signal  of  Fig.  7 
disturbed  at  a  second  point  along  the 
touch  sensitive  overlay; 

Fig.  10  is  a  schematic  representation  of  both 
a  circuit  used  to  implement  a  pulse 

is  amplifier  and  shaper  as  well  as  a 
gated  oscillator  counter  for  the  touch 
sensitive  overlay; 

Fig.  11  is  a  graphical  analog  representation 
of  the  touch  sensitive  overlay  dis- 

20  turbed  by  a  fingertip; 
Fig.  12  represents  the  curve  of  Fig.  11  pro- 

cessed  in  the  form  of  amplitude  sam- 
ples; 

Fig.  13  is  a  schematic  representation  of  the 
25  internal  structure  of  the  analog-to- 

digital  converter  used  in  the  arrange- 
ment  of  Fig.  10; 

Fig.  14  shows  the  curve  of  Fig.  12  in  digitiz- 
ed  form; 

30  Fig.  15  is  a  schematic  representation  of  the 
hardware  used  to  implement  the 
memory  of  the  arrangement  of  Fig. 
10;  and 

Fig.  16  is  a  schematic  representation  of  a 
35  network  employed  to  interface  the 

touch  sensitive  overlay  with  a  com- 
puter. 

Description  of  the  Preferred  Embodiment 
40 

Referring  to  Fig.  1,  a  touch-sensitive  overlay 
embodying  the  present  invention  is  indicated  by 
the  numeral  10.  The  touch-sensitive  overlay  10 
includes  a  substrate  12  upon  which  a  signal  con- 

45  ducting  line  14  and  a  ground  line  16  are  disposed. 
In  the  preferred  embodiment,  each  of  lines  14,  16 
is  implemented  by  etching  or  otherwise  "drawing" 
a  microstrip  serpentine  pattern  on  a  transparent 
media  through  use  of  copper  clad  plastics.  Use  of 

50  materials  other  than  copper  to  construct  lines  14, 
16  is  contemplated  by  the  present  invention.  While 
in  the  illustrated  embodiment  substrate  12  is  a 
polyethylene  terephthalate,  the  substrate  12  could 
be  constructed  of  other  flexible  or  rigid  dielectric 

55  materials  without  impairing  the  operation  of  touch- 
sensitive  overlay  10. 

Each  serpentine  pattern  is  formed  by  a  plural- 
ity  of  longitudinal  segments  17  arranged  in  a  con- 

4 
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tinuous  fashion.  For  experimental  purposes  (Figs. 
2a  and  2b),  a  microscop  serpentine  pattern,  such 
as  that  mentioned  above,  can  be  achieved  by 
jumping  etched  wires  18  of  a  printed  circuit  board 
("PCB")  19  with  conventional  connectors  20. 

As  best  illustrated  in  Fig.  1,  the  signal  conduct- 
ing  line  14  has  a  first  end  22,  the  first  end  22  being 
interconnected  with  signal  generator  24.  In  the  pre- 
ferred  embodiment,  the  signal  generator  24  is  a 
conventional  pulse  generator.  A  second  end  26  of 
signal  conducting  line  14  is  interconnected  with  an 
impedance  load  28. 

Preferably,  the  impedance  of  load  28,  namely 
Zioad.  is  matched  to  the  characteristic  impedance  of 
the  signal  conducting  line  14,  namely  Z0.  The 
magnitude  of  Z0  (characteristic  impedance)  is  at- 
tributed  to,  among  other  factors,  the  input  imped- 
ance  of  signal  or  pulse  generator  24,  Zs,  as  well  as 
the  distributed  impedance  of  signal  conducting  line 
14,  ZMne.  By  matching  ZLoad  with  Z0,  any  reflection 
generated  by  the  second  end  26  of  signal  conduct- 
ing  line  14  is  minimized.  While  matching  ZLoad  with 
Z0  is  desirable,  it  is  not  critical  to  operation  of  the 
touch-sensitive  overlay  10.  That  is,  the  invention 
can  be  implemented  sufficiently  even  when  the 
second  end  26  is  left  open  so  that  the  impedance 
of  ZLoad  is  infinite. 

Ground  line  16,  having  a  first  end  32  and  a 
second  end  34,  is  physically  disposed  parallel  with 
and  adjacent  to  the  signal  conducting  line  14.  In 
the  preferred  embodiment,  the  ground  line  16  is 
positioned  relatively  close  to  signal  conducting  line 
14  so  that  discrete  portions  of  lines  14,  16  can  be 
interconnected  selectively  by  a  fingertop  or  any 
suitable  conductive  member.  To  achieve  optimum 
grounding,  both  ends  32,  34  of  ground  line  16  are 
shorted  to  ground. 

Referring  still  to  Fig.  1,  the  signal  conducting 
line  14  is  coupled  to  a  pulse  amplifier  and  shaper 
36  by  way  of  a  coupler  37  and  a  line  38.  In  one 
example,  the  pulse  amplifier  and  shaper  36  in- 
cludes  an  operational  amplifier  (not  shown)  and  a 
shaping  circuit  (not  shown).  (Of  course,  other  well 
known  shaping  circuits  could  be  employed.)  The 
pulse  amplifier  and  shaper  36  communicates  with  a 
counter  40  by  way  of  line  41.  In  the  preferred 
embodiment,  the  counter  40  is  a  gated  oscillator 
counter  communicating  with  signal  generator  24  by 
way  of  line  42.  As  will  be  explained  in  further  detail 
below,  a  command  signal  is  transmitted  across  one 
of  lines  44  to  a  computer  system  in  response  to  a 
program  identifiable  count  representative  of  a  re- 
flection  delay.  The  conceptual  framework  of  the 
hardware  employed  to  implement  the  interface  be- 
tween  lines  44  and  the  computer  system  is  de- 
scribed  below. 

The  theory  of  operation  for  touch-sensitive 
overlay  10  will  be  generally  understood  by  refer- 

ence  to  Fig.  3.  A  fast  rise  time  pulse,  having  a 
magnitude  of  EO  and  being  indicated  by  the  nu- 
meral  46,  is  introduced  at  the  first  end  22  of  signal 
conducting  line  14.  The  pulse  46  travels  down  the 

5  signal  conducting  line  14  to  the  second  end  26  for 
absorption  by  load  28  unless  a  discontinuity,  i.e. 
ZDisc,  develops  in  the  signal  conducting  line  14 
between  the  ends  22,  26.  In  response  to  the  dis- 
continuity,  which  develops  as  a  result  of  one  or 

io  both  of  the  lines  14,  16  being  contacted  by  a  finger 
or  a  conductive  member,  the  lines  14,  16  are 
configured  into  a  circuit  with  two  parallel  impedan- 
ces  (Fig.  4)  that  are  connected  to  a  common 
ground.  One  of  the  impedances,  ZDisc,  is  formed  by 

is  the  fingertip  or  connecting  member,  and  the  other 
impedance,  ZLoad,  is  formed  by  the  load  28. 

The  change  in  impedance  of  signal  conducting 
line  14  due  to  ZDisc  results  in  a  reflected  wave  or 
pulse  48  having  a  magnitude  of  ER.  As  best  illus- 

20  trated  in  Fig.  3,  the  reflection  delay,  T,  between  the 
leading  edges  of  pulses  46,  48  corresponds  with 
the  location  or  time  interval  at  which  the  finger  or 
connecting  segment  first  contacts  one  or  both  of 
the  lines  14,  16.  The  invention  can  be  implemented 

25  without  using  ground  line  16,  since  ZDisc  can  be 
developed  by  a  human  body  as  with  capacitive 
touch  screens.  Use  of  ground  line  16,  however, 
allows  for  signal  resolution  that  is  not  achieved 
readily  when  the  human  body  serves  as  the  ground 

30  line  16. 
The  theory  of  operation  is  in  contradistinction 

to  the  typical  touch  screen  arrangement  in  at  least 
two  respects.  First,  the  touch  location  corresponds 
to  a  reflection  delay  which  can  be  achieved  simply 

35  by  touching  simultaneously  portions  of  line  seg- 
ments  17  with  a  fingertip  or  conductive  member. 
Second,  because  of  the  presence  of  ground  line 
16,  reflection  delay  is  unaffected,  to  any  consider- 
able  extent,  by  the  impedance  of  the  body.  That  is, 

40  while  the  parallel  branch  including  ZDisc  is  formed 
with  the  fingertip,  current  flows  through  the  finger- 
tip,  and  not  the  whole  finger.  Hence,  resolution  of 
the  reflected  pulse  is  not  affected  by  the  imped- 
ance  of  the  entire  finger  and  body,  both  of  which 

45  can  fluctuate  with  the  user. 
Resolution  of  the  reflected  signal  can  be  in- 

creased  by  overlapping  a  shorting  board  49  (Fig. 
5),  having  a  substrate  50  upon  which  parallel  lines 
51  are  disposed,  with  the  touch  sensitive  overlay 

50  10.  The  lines  51  are  positioned  substantially  normal 
to  longitudinal  segments  17.  Consequently,  a  short 
can  be  achieved  between  discrete  portions  of  lon- 
gitudinal  segments  17  when  a  portion  of  substrate 
12  is  depressed  so  that  the  discrete  portions  of 

55  longitudinal  segments  17,  are  in  contact  with  a 
segmental  portion  of  one  of  lines  51  . 

Operation  of  the  touch  screen  arrangement  is 
further  explained  by  reference  to  Figs.  1  and  6-10. 

5 
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Initially,  a  reference  pulse  (Fig.  6)  is  transmitted 
down  signal  conducting  line  14  to  develop  a  refer- 
ence  signal  therealong.  Fig.  6  represents  the  mag- 
nitude  of  voltage  across  the  entire  length  of  line  14 
as  the  voltage  would  be  viewed  on  an  oscilloscope 
connected  to  line  38.  As  will  be  appreciated  by 
those  skilled  in  the  art,  the  time  abscissa  of  the 
reference  voltage  analogously  corresponds  to  the 
length  of  line  14.  Under  ideal  circumstances,  the 
reference  voltage  would  be  flatter  than  the  curve  of 
Fig.  6,  but  use  of  the  PCB  19,  with  its  connectors 
20,  produces  a  curve  that  falls  somewhat  short  of 
the  ideal.  In  the  most  preferred  embodiment,  the 
touch-sensitive  overlay  10,  which  is  two  continous 
microstrips  14,  16  etched  or  otherwise  disposed  on 
substrate  12  in  a  serpentine  pattern,  provides  a 
much  flatter  curve  for  the  reference  voltage. 

In  the  experimental  arrangement,  small  discon- 
tinuities  created  by  the  connectors  20  can  be  used 
to  "mark"  the  signal  conducting  line  14.  Referring 
to  Figure  7,  the  reference  voltage  is  shown  for  a 
relatively  short  time  interval  (as  trace  55);  the  refer- 
ence  voltage  in  the  graph  of  Fig.  7  is  distributed 
across  two  reflections  56  and  58  (Fig.  7)  disposed 
along  the  upper  portion  of  the  PCB  19  (Fig.  2a).  In 
the  experimental  arrangement,  a  trace  is  defined 
by  a  single  segment  17  of  signal  conducting  line 
14.  Each  trace  is  connected  to  the  next  adjacent 
trace  by  one  of  the  connectors  20  (Fig.  2b). 

The  effect  of  two  connectors  20  (Fig.  2b)  on 
the  reference  voltage  is  designated  by  the  arrows 
56  and  58  (Fig.  7).  The  slight,  but  distinctive  distur- 
bances  of  connectors  20  on  the  curve  (reflected 
pulse)  of  the  reference  voltage  serve  to  mark  the 
location  of  one  of  connectors  20.  It  should  be 
appreciated  that  signal  conducting  line  14  of  the 
most  preferred  embodiment,  i.e.  the  embodiment 
of  Fig.  1,  can  be  marked  by  simply  placing  im- 
pedances  in  line  14  at  predesignated  locations. 

Referring  to  Fig.  8,  the  effect  of  a  discontinuity 
at  a  point  along  the  trace  18,  caused  by  the  touch- 
ing  of  the  signal  conducting  line  14  and  ground  line 
16  with  a  fingertip,  is  shown.  A  discontinuity  devel- 
oped  along  the  trace  55  results  in  a  reflected 
disturbance  of  the  measuring  signal,  which  distur- 
bance  is  indicated  by  the  reference  character  60. 
The  disturbance  60  in  the  measuring  signal  cor- 
responds  with  a  time  interval.  As  illustrated  in  Fig. 
9,  touching  a  further  point  along  the  trace  55 
causes  a  disturbance  in  the  reference  voltage 
curve  at  a  point,  designated  by  an  reference  char- 
acteristic  64,  which  disturbance  is  farther  down  in 
trace  than  the  disturbance  60  in  Fig.  8. 

In  one  embodiment,  a  time  interval  for  a  given 
disturbance  can  be  determined  graphically  on  the 
oscilloscope.  Alternatively,  the  time  interval  can  be 
determined  by  analyzing  the  disturbed  reference 
voltage  curve  with  a  digital  signal  processor  con- 

nected  to  the  line  38,  determining  the  time  cor- 
responding  to  the  point  on  the  trace  of  the  distur- 
bance. 

In  the  most  preferred  embodiment  (Fig.  1),  the 
5  time  interval,  i.e.  the  moment  at  which  the  refer- 

ence  signal  is  disturbed,  is  determined  by  use  of 
the  arrangement  including  the  pulse  generator  24, 
the  pulse  shaper  and  amplifier  36  as  well  as  the 
counter  40.  As  will  be  appreciated  from  the  discus- 

io  sion  below,  use  of  this  arrangement  allows  for  the 
correlation  of  reflection  delays  with  specific  com- 
puter  functions.  In  the  arrangement  of  Fig.  1,  the 
pulse  generator  24  is  signaled  by  the  counter  40 
via  line  41  to  send  the  pulse  46  (Fig.  3)  down  the 

is  signal  conducting  line  14.  The  transmitted  pulse  46 
is  sampled  at  coupler  37  where  one  portion  of  the 
pulse  46  is  transmitted  to  the  pulse  shaper  and 
amplifier  36,  and  the  other  portion  of  pulse  46  is 
transmitted  down  the  signal  conducting  line  14. 

20  The  pulse  shaper  and  amplifier  36  is  employed,  if 
necessary,  to  increase  the  magnitude  of  the  re- 
flected  signal  pulse  48  improving  its  signal-to-noise 
ratio. 

An  implementation  of  the  pulse  amplifier  and 
25  shaper  36,  as  well  as  the  gated  oscillator  counter 

40,  is  shown  in  Fig.  10.  As  illustrated  in  Fig.  10,  a 
sampling  gate  70,  analog-to-digital  converter 
(ADC)  72,  and  memory  section  74  are  shown  inter- 
connected  with  the  line  14  and  a  time  base  76.  The 

30  time  base  76  may  be  provided  by  a  clock  on  a 
chip  and  the  pulse  amplifier  and  shaper  36  serves 
as  the  sampling  gate.  The  sampling  gate  70  can  be 
implemented  with  an  operational  amplifier  and  a 
Schmidt  trigger,  while  the  ADC  72  can  be  con- 

35  structed  with  conventional  components.  The  gated 
oscillator  counter  40  is  implemented  by  use  of  the 
ADC  72  and  the  memory  section  74.  As  can  be 
recognized,  the  time  base  76  serves  as  the  virtual 
"heartbeat"  for  the  pulse  amplifier  and  shaper  36, 

40  as  well  as  the  gated  oscillator  counter  40. 
Referring  to  Fig.  11,  the  above-mentioned  fast 

rise  time  pulse  46  for  the  impedance  matched 
signal  line  14  is  shown  in  a  disturbed  state.  That  is, 
the  reference  pulse  46  is  disturbed  by  a  fingertip 

45  having  RLC  characteristics,  so  that  reference  and 
reflected  pulses  combine  to  form  a  measuring  sig- 
nal  including  an  oscillating  portion.  The  oscillatory 
portion  of  the  measuring  signal  represents  the  af- 
fect  of  the  fingertip.  The  curve  of  Fig.  11,  as 

50  outputted  from  the  sampling  gate  70  in  the  form  of 
amplitude  samples  is  shown  in  Fig.  12.  The  am- 
plitude  samples  of  Fig.  12  are  processed  through 
the  ADC  72,  the  block  structure  of  which  is  shown 
in  Fig.  13. 

55  Referring  to  Fig.  14,  a  representation  of  the 
amplitude  samples,  as  digitized  by  the  ADC  72,  is 
shown.  Counting  of  the  digitized  amplitude  samples 
is  performed  in  the  memory  section  74,  the  internal 

6 
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structure  of  which  is  shown  in  Fig.  15.  The  ring 
counter  78  of  Fig.  15  is  an  "off-the-shelf"  compo- 
nent  and  the  gates  80  are,  in  one  example,  cas- 
caded  flip-flops  82.  The  components  used  to  com- 
pile  the  memory  subsections  82  of  the  memory 
section  72  are  conventional. 

In  operation,  the  digitized  pulses  of  Fig.  14  are 
counted  over  predesignated  time  intervals,  tD,  start- 
ing  at  the  spike  representing  the  initial  rise  time  of 
the  curve  of  Fig.  12.  An  interval  count  N!NT  is 
determined  for  each  interval  counted,  and  a  cu- 
mulative  count  or  total  count,  NTOt,  is  generated  as 
the  count  proceeds  sequentially  from  one  gate  to 
the  next.  NTOt  is  tabulated  at  each  gate  as  the 
process  moves  forward.  The  counting  process  con- 
tinues  until  the  count  interval,  N!NT,  differs  from  a 
predesignated  interval  count,  NDES,  or  until  a  pre- 
determined  value  of  NTOt  has  been  reached.  If  the 
predetermined  value  of  NTOt  is  reached,  then  the 
counting  process  begins  anew.  For  any  time  inter- 
val  if  N|NT  differs  from  NDES  by  a  designated  mar- 
gin,  i.e.  eMAR,  then  the  counting  process  is  halted 
and  NTOt  i.e.  the  count  corresponding  to  the  pro- 
gram  identifiable  count,  is  stored  in  memory  for 
use  by  the  I/O  section  of  a  computer  or  the  like. 

An  example  of  operation  can  be  appreciated  by 
way  of  Fig.  14.  For  each  interval  tD,  the  interval 
count,  i.e.  N!NT,  is  three  as  long  as  the  magnitude 
of  the  pulse  at  the  sampling  gate  (Fig.  10)  is  E0, 
i.e.  the  magnitude  of  pulse  46.  When  E0  is  sup- 
plemented  by  the  magnitude  of  the  reflected  wave 
ER,  the  interval  count  increases  by  eMAR  to  four.  As 
soon  as  the  value  of  N!NT  differs  from  NDES  by 
©maR)  the  counter  40  is  turned  off  and  the  cumula- 
tive  count  or  program  identifiable  count,  i.e.  NTOt,  is 
tabulated  up  to  that  moment.  The  program  identifi- 
able  count  is  then  used  to  generate  I/O  information 
for  the  computer.  As  will  be  recognized,  the  values 
for  the  interval  counts  chosen  in  the  above  exam- 
ple  are  arbitrary  and  could  vary  considerably  in 
actual  operation. 

Referring  to  Fig.  16,  a  network  including  much 
of  the  circuitry  discussed  above,  is  indicated  by  the 
numeral  86.  The  network  86  includes  a  sampling 
circuit  88,  a  counting  circuit  90,  and  an  I/O  inter- 
face  circuit  92.  The  sampling  circuit  88  includes 
the  coupler  37  which  is  connected  to  the  line  14  as 
well  as  a  trigger  94  and  the  pulse  generator  24. 

The  counting  circuit  90  includes  a  time  base 
oscillator,  a  sampling  gate  and  a  "time  interval  to 
distance  conversion  circuit  96,"  all  of  which  operate 
conjunctively  to  provide  the  functions  of  the  pulse 
amplifier  and  shaper  36  as  well  as  the  gated  os- 
cillator  counter  40.  To  indicate  the  equivalence  of 
circuit  90  and  the  implementation  of  Fig.  10,  com- 
mon  components  have  been  given  the  same  refer- 
ence  numerals. 

The  circuit  96  generates  a  program  identifiable 
count  relating  to  a  time  interval  at  which  the  line  14 
is  touched  by  the  fingertip.  The  circuit  96  uses  the 
following  equation  to  convert  the  program  identifi- 

5  able  count  to  a  length,  L,  representing  the  distance 
from  the  initial  point  of  the  line  14  to  the  point  at 
which  the  line  14  is  touched  by  the  fingertip: 

L  =  [(c)(t)]/[2.0(£R£  ] 
10 

where: 
c  =  velocity  of  light  in  a  vacuum 
t  =  time  (between  incident  and  reflected 

pulse) 
is  €R  =  relative  permitivity  (dielectric  constant) 

The  circuit  96  communicates  with  the  I/O  inter- 
face  circuit  92  to  convert  the  distance  parameter 
into  appropriate  I/O  information  for  use  on  the 
computer.  As  should  be  recognized,  there  is  no 

20  need  for  this  information  to  be  placed  in  the  form 
of  coordinates  to  generate  I/O  information.  This  is 
in  direct  contradiction  to  prior  art  embodiments  in 
which  information  must  be  gathered  for  multiple 
axes. 

25  The  I/O  interface  circuit  92  allows  the  com- 
puter-related  hardware  logic  and  program  software 
to  treat  the  program  identifiable  count  or  distance 
as  an  I/O  condition.  It  should  be  recognized  that  a 
PC  control  program  block  97  cooperatively  op- 

30  erates  with  cursor  position  acknowledge  logic  98  to 
provide  an  interrupt  for  the  computer  so  that  pulses 
can  be  transmitted  down  signal  conductor  line  14 
and  the  touch  locator  logic  100  can  be  coordinated 
by  a  cursor  position  acknowledge  logic  98. 

35  The  above  description  is  directed  toward  an 
exceedingly  simple,  yet  effective  touch  sensitive 
overlay.  The  overlay  is  easy  to  manufacture  and 
possesses  a  particularly  flexible  design.  Addition- 
ally,  the  number  of  coordinate  locations  that  can  be 

40  configured  on  the  overlay  is  great  enough  to  pro- 
vide  for  virtually  every  option  which  would  be  de- 
sired  in  any  touch  screen  arrangement.  Finally,  the 
overlay  can  be  employed  with  equal  facility  on  two 
dimensional  surfaces  and  three  dimensional  ob- 

45  jects  without  affecting  its  ability  to  determine  co- 
ordinates.  It  should  be  borne  foremost  in  mind  that 
while  the  overlay  is  capable  of  determining  coordi- 
nates  in  multiple  dimensions,  it  indeed  only  uses 
one  measured  value,  i.e.  time  to  fulfill  such  capac- 

50  ity. 

Claims 

1.  An  apparatus  adapted  to  determine  coordi- 
55  nates  comprising: 

a  signal  conducting  line  (14)  having  a  first  end 
(22)  and  a  second  end  (26),  the  signal  con- 
ducting  line  (14)  being  configured  to  allow 

7 
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changes  of  impedance  at  spaced  locations 
therealong; 
support  means  (12)  for  supporting  a  portion  of 
the  signal  conducting  line  (14); 
a  signal  generator  (24)  connected  operably  to 
the  first  end  (22)  of  the  signal  conducting  line 
(14),  the  signal  generator  (24)  generating  a 
measuring  signal  along  the  signal  conducting 
line  (14),  the  measuring  signal  having  a  pre- 
determined  characteristic  over  a  plurality  of 
time  intervals  when  the  measuring  signal  is 
undisturbed,  the  characteristic  of  the  measur- 
ing  signal  varying  from  the  predetermined 
characteristic  by  a  deviation  that  is  greater 
than  a  predetermined  deviation  when  a  distur- 
bance  develops  in  the  measuring  signal  at  one 
of  the  time  intervals;  and 
processing  means  (36,  40)  operably  connected 
to  the  first  end  (22)  of  the  signal  conducting 
line  (14)  for  determining  the  time  interval  at 
which  the  measuring  signal  was  disturbed,  and 
the  processing  means  (36,  40)  including  cor- 
relating  means  for  corresponding  the  time  in- 
terval  with  one  of  the  spaced  locations. 

2.  The  apparatus  of  claim  1,  wherein  the  char- 
acteristic  of  the  measuring  signal  is  one  of  a 
voltage  magnitude  and  a  current  magnitude. 

3.  The  apparatus  of  claim  2,  wherein  the  signal 
conducting  line  (14)  includes  a  strip  of  conduc- 
tive  material,  and  wherein  the  support  means 
includes  a  dielectric  substrate  (12)  upon  which 
the  conductive  material  is  disposed. 

4.  The  apparatus  of  claim  3,  wherein  the  strip  of 
conductive  material  is  disposed  on  the  dielec- 
tric  substrate  (12)  in  a  serpentine  pattern. 

5.  The  apparatus  of  claim  3,  wherein  the  conduc- 
tive  material  is  copper. 

6.  The  apparatus  of  claim  3,  wherein  the  conduc- 
tive  material  is  etched  on  the  substrate. 

7.  The  apparatus  of  claim  6,  wherein  the  dielec- 
tric  substrate  is  a  plastic  material. 

matched  substantially  with  the  characteristic 
impedance. 

10.  The  apparatus  of  claim  9,  wherein  the  mag- 
5  nitude  of  the  impedance  is  about  100  ohms. 

11.  The  apparatus  of  claim  2,  wherein  the  signal 
generator  (24)  is  a  pulse  generator. 

io  12.  The  apparatus  of  claim  2,  further  comprising  a 
signal  shaping  and  amplifying  means  (36)  for 
shaping  and  amplifying  the  measuring  signal. 

13.  The  apparatus  of  claim  12,  wherein  the  pulse 
is  shaping  and  amplifying  means  (36)  includes: 

an  operational  amplifier  (70),  the  operational 
amplifier  amplifying  the  measuring  signal;  and 
a  shaping  circuit. 

20  14.  The  apparatus  of  claim  2,  wherein  the  process- 
ing  means  further  comprises  a  gated  oscillator 
counter  78,  the  counter  counting  one  or  more 
sets  of  pulses  over  the  plurality  of  time  inter- 
vals  to  determine  the  time  interval  at  which  the 

25  measuring  signal  is  disturbed. 

15.  The  apparatus  of  claim  2,  further  comprising: 
a  ground  line  (16)  having  first  (32)  and  second 
(34)  ends,  at  least  one  of  the  first  end  (32)  and 

30  the  second  end  (34)  being  grounded;  and 
wherein  a  substantial  portion  of  the  ground  line 
(16)  is  supported  by  the  support  means  (12), 
and  wherein  the  substantial  portion  is  disposed 
parallel  with  and  adjacent  to  a  substantial  por- 

35  tion  of  the  signal  conducting  line  (14). 

16.  The  apparatus  of  claim  15,  wherein  the  ground 
line  (16)  includes  a  strip  of  conductive  material, 
and  wherein  the  support  means  includes  a 

40  dielectric  substrate  (12)  upon  which  the  con- 
ductive  material  is  disposed. 

17.  The  apparatus  of  claim  16,  further  comprising 
means  for  increasing  the  resolution  of  the  mea- 

45  suring  signal. 

18.  The  apparatus  of  claim  17,  wherein  the  means 
for  increasing  resolution  includes  a  conductive 
segment  (49)  adapted  to  simultaneously  con- 

50  tact  a  point  on  the  signal  conducting  line  (14) 
and  a  point  on  the  ground  line  (16),  and 
wherein  when  the  conductive  segment  (49)  is 
brought  into  contact  with  the  points  the  signal 
conducting  line  (14)  is  shorted  to  the  ground 

55  line  (16). 

19.  A  method  for  determining  coordinates,  com- 
prising  the  steps  of: 

8.  The  apparatus  of  claim  7,  wherein  the  plastic 
material  is  a  non-polar  material.  50 

9.  The  apparatus  of  claim  2,  wherein  the  signal 
conducting  line  (14)  has  a  characteristic  im- 
pedance,  wherein  the  apparatus  further  com- 
prises  a  load  (28)  operably  connected  to  the  55 
second  end  (26)  of  the  signal  conducting  line 
(14),  wherein  the  load  (28)  has  an  impedance, 
and  wherein  the  impedance  of  the  load  (28)  is 

8 
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providing  a  signal  conducting  line  (14)  having  a 
first  end  (22)  and  a  second  end  (26); 
configuring  the  signal  conducting  line  (14)  to 
allow  for  changes  of  impedance  at  spaced 
locations  therealong; 
generating  a  measuring  signal  along  the  signal 
conducting  line,  the  measuring  signal  having  a 
predetermined  characteristic  over  a  plurality  of 
time  intervals  when  the  measuring  signal  is 
undisturbed; 
wherein  the  characteristic  of  the  measuring 
signal  varies  from  the  predetermined  charac- 
teristic  by  a  deviation  that  is  greater  than  a 
predetermined  deviation  when  a  disturbance 
develops  in  the  measuring  signal  at  one  of  the 
time  intervals; 
determining  the  time  interval  at  which  the  mea- 
suring  signal  is  disturbed;  and 
correlating  the  time  interval  with  one  of  the 
spaced  locations. 

20.  The  method  of  claim  19,  wherein  the  char- 
acteristic  is  a  magnitude. 

21.  The  method  of  claim  20,  the  line  having  a 
characteristic  impedance,  and  the  method  fur- 
ther  comprising  the  steps  of: 
operably  connecting  a  load  (28)  to  the  second 
end  (26)  of  the  signal  conducting  line  (14);  and 
matching  the  impedance  of  the  load  (28)  with 
the  characteristic  impedance  of  the  signal  con- 
ducting  line  (14). 

22.  The  method  of  claim  20,  wherein  the  step  of 
determining  the  time  interval  includes  counting 
one  or  more  sets  of  pulses  until  one  of  the 
measuring  signal  is  disturbed  and  a  predeter- 
mined  time  period  has  expired. 

Patentanspruche 

1.  Vorrichtung  zur  Koordinatenermittlung,  die  fol- 
gendes  umfaBt: 
eine  Signalleitung  (14)  mit  einem  ersten  Ende 
(14)  und  einem  zweiten  Ende  (26),  wobei  die 
Signalleitung  (14)  so  aufgebaut  ist,  dal3  sie 
entlang  ihrer  Lange  an  durch  Abstande  ge- 
trennten  Orten  Impedanzanderungen  ermog- 
licht; 
Tragermittel  (12),  urn  einen  Teil  der  Signallei- 
tung  (14)  zu  tragen; 
einen  Signalgenerator  (24),  der  funktionsfahig 
mit  dem  ersten  Ende  (22)  der  Signalleitung 
(14)  verbunden  ist,  wobei  der  Signalgenerator 
(24)  ein  MeBsignal  auf  der  Signalleitung  (14) 
erzeugt,  wobei  das  MeBsignal  wahrend  einer 
Vielzahl  von  Zeitintervallen  eine  vorgegebene 
Charakteristik  hat,  solange  das  MeBsignal  un- 

gestort  ist,  wobei  die  Charakteristik  des  MeBsi- 
gnals  beim  Auftreten  einer  Storung  des  MeBsi- 
gnals  in  einem  der  Zeitintervalle  von  der  vor- 
gegebenen  Charakteristik  urn  einen  Differenz- 

5  wert  abweicht,  der  groBer  als  eine  festgelegte 
Abweichung  ist;  und 
Verarbeitungsmittel  (36,  40),  die  funktionsfahig 
mit  dem  ersten  Ende  (22)  der  Signalleitung 
(14)  verbunden  sind,  urn  das  Zeitintervall  zu 

io  ermitteln,  in  welchem  das  MeBsignal  gestort 
wurde,  wobei  die  Verarbeitungsmittel  (36,  40) 
Korrelationsmittel  enthalten,  urn  das  Zeitinter- 
vall  einem  der  durch  einen  Abstand  getrennten 
Orte  zuzuordnen. 

15 
2.  Vorrichtung  gemaB  Anspruch  1,  wobei  die 

Charakteristik  des  MeBsignals  entweder  ein 
Stromwert  oder  ein  Spannungswert  ist. 

20  3.  Vorrichtung  gemaB  Anspruch  2,  wobei  die  Si- 
gnalleitung  (14)  einen  Streifen  aus  einem  lei- 
tenden  Material  enthalt  und  wobei  das  Trager- 
mittel  ein  dielektrisches  Substrat  enthalt,  auf 
das  das  leitende  Material  aufgebracht  ist. 

25 
4.  Vorrichtung  gemaB  Anspruch  3,  wobei  der 

Streifen  aus  leitendem  Material  in  einem  Ser- 
pentinenmuster  auf  dem  dielektrische  Substrat 
(12)  angeordnet  ist. 

30 
5.  Vorrichtung  gemaB  Anspruch  3,  wobei  das  lei- 

tende  Material  Kupfer  ist. 

6.  Vorrichtung  gemaB  Anspruch  3,  wobei  das  lei- 
35  tende  Material  auf  das  Substrat  geatzt  wird. 

7.  Vorrichtung  gemaB  Anspruch  6,  wobei  das  die- 
lektrische  Substrat  ein  Kunststoffmaterial  ist. 

40  8.  Vorrichtung  gemaB  Anspruch  7,  wobei  das 
Kunststoffmaterial  ein  unpolares  Material  ist. 

9.  Vorrichtung  gemaB  Anspruch  2,  wobei  die  Si- 
gnalleitung  (14)  einen  Wellenwiderstand  hat, 

45  wobei  die  Vorrichtung  weiterhin  eine  Last  (28) 
umfaBt,  die  funktionsfahig  mit  dem  zweiten 
Ende  (26)  der  Signalleitung  (14)  verbunden  ist, 
wobei  die  Last  (28)  eine  Impedanz  hat  und 
wobei  die  Impedanz  der  Last  (28)  im  wesentli- 

50  chen  an  den  Wellenwiderstand  angepaBt  ist. 

10.  Vorrichtung  gemaB  Anspruch  9,  wobei  der 
Wert  der  Impedanz  bei  etwa  100  Ohm  liegt. 

55  11.  Vorrichtung  gemaB  Anspruch  2,  wobei  der  Si- 
gnalgenerator  (24)  ein  Impulsgenerator  ist. 

9 
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12.  Vorrichtung  gemaB  Anspruch  2,  die  ferner  Mit- 
tel  (36)  zur  Signalformung  und  -verstarkung 
enthalt,  urn  das  MeBsignal  zu  formen  und  zu 
verstarken. 

13.  Vorrichtung  gemaB  Anspruch  12,  wobei  die 
Mittel  (36)  zur  Impulsformung  und  -verstarkung 
folgendes  einschlieBen: 
einen  Operationsverstarker  (70),  wobei  der 
Operationsverstarker  das  MeBsignal  verstarkt; 
und 
Formungsschaltung. 

14.  Vorrichtung  gemaB  Anspruch  2,  wobei  die  Ver- 
arbeitungsmittel  ferner  einen  torgesteuerten 
Schwingungszahler  (78)  umfassen,  wobei  der 
Zahler  eine  oder  mehrere  Gruppen  von  Impul- 
sen  wahrend  einer  Vielzahl  von  Zeitintervallen 
zahlt,  urn  das  Zeitintervall  zu  ermitteln,  in  dem 
das  MeBsignal  gestort  wird. 

15.  Vorrichtung  gemaB  Anspruch  2,  die  ferner  fol- 
gendes  umfaBt: 
eine  Masseleitung  (16)  mit  einem  ersten  (32) 
und  zweiten  (34)  Ende,  wobei  zumindest  eines 
der  beiden  Enden  (32,  34)  geerdet  ist;  und 
wobei  ein  Hauptteil  der  Masseleitung  (16)  von 
einem  Tragermittel  (12)  getragen  wird  und  wo- 
bei  der  Hauptteil  parallel  und  benachbart  zu 
einem  Hauptteil  der  Signalleitung  (14)  angeord- 
net  ist. 

16.  Vorrichtung  gemaB  Anspruch  15,  wobei  die 
Masseleitung  (16)  einen  Streifen  aus  einem 
leitenden  Material  einschlieBt  und  wobei  das 
Tragermittel  ein  dielektrisches  Substrat  (12) 
einschlieBt,  auf  dem  sich  das  leitende  Material 
befindet. 

17.  Vorrichtung  gemaB  Anspruch  16,  die  ferner 
Mittel  zur  Verbesserung  der  Auflosung  des 
MeBsignals  enthalt. 

18.  Vorrichtung  gemaB  Anspruch  17,  wobei  die 
Mittel  zur  Verbesserung  der  Auflosung  ein  lei- 
tendes  Segment  (49)  umfassen,  das  so  ausge- 
legt  ist,  daB  es  gleichzeitig  mit  einem  Punkt 
auf  der  Signalleitung  (14)  und  einem  Punkt  auf 
der  Masseleitung  (16)  Kontakt  hat,  und  wobei 
die  Signalleitung  (14)  mit  der  Masseleitung 
(16)  kurzgeschlossen  wird,  wenn  das  leitende 
Segment  (49)  mit  den  Punkten  in  Kontakt  ge- 
bracht  wird. 

19.  Verfahren  zur  Koordinatenbestimmung,  das  fol- 
gende  Schritte  umfaBt: 
Vorsehen  einer  Signalleitung  (14)  mit  einem 
ersten  Ende  (22)  und  einem  zweiten  Ende 

(26); 
Konfigurieren  der  Signalleitung  (14),  urn  Im- 
pedanzanderungen  an  durch  einen  Abstand 
getrennten  Orten  entlang  der  Leitung  zu  er- 

5  moglichen; 
Erzeugung  eines  MeBsignals  auf  der  Signallei- 
tung,  wobei  das  MeBsignal  wahrend  einer  Viel- 
zahl  von  Zeitintervallen  eine  vorgegebene  Cha- 
rakteristik  hat,  solange  das  MeBsignal  unge- 

w  stort  ist; 
wobei  die  Charakteristik  des  MeBsignals  beim 
Auftreten  einer  Storung  des  MeBsignals  in  ei- 
nem  der  Zeitintervalle  von  der  vorgegebenen 
Charakteristik  urn  einen  Differenzwert  ab- 

15  weicht,  der  groBer  als  eine  festgelegte  Abwei- 
chung  ist; 
Ermittlung  des  Zeitintervalls,  in  dem  das  MeB- 
signal  gestort  wird;  und 
Zuordnung  des  Zeitintervalls  zu  einem  der 

20  durch  einen  Abstand  getrennten  Orte. 

20.  Verfahren  gemaB  Anspruch  19,  wobei  die  Cha- 
rakteristik  eine  GroBe  ist. 

25  21.  Verfahren  gemaB  Anspruch  20,  wobei  die  Lei- 
tung  einen  Wellenwiderstand  hat  und  das  Ver- 
fahren  ferner  folgende  Schritte  umfaBt: 
funktionsfahige  Verbindung  einer  Last  (28)  mit 
dem  zweiten  Ende  (26)  der  Signalleitung  (14); 

30  und 
Anpassung  der  Impedanz  der  Last  (28)  an  den 
Wellenwiderstand  der  Signalleitung  (14). 

22.  Verfahren  gemaB  Anspruch  20,  wobei  der 
35  Schritt  zur  Ermittlung  des  Zeitintervalls  das 

Zahlen  einer  oder  mehrerer  Gruppen  von  Im- 
pulsen  einschlieBt,  bis  eines  der  MeBsignale 
gestort  wird  und  eine  vorgegebene  Zeitspanne 
abgelaufen  ist. 

40 
Revendicatlons 

1.  Appareil  adapte  pour  determiner  des  coordon- 
nees,  comprenant  : 

45  une  ligne  de  transmission  de  signal  (14)  ayant 
une  premiere  extremite  (22)  et  une  seconde 
extremite  (26),  la  ligne  de  transmission  de  si- 
gnal  (14)  etant  configuree  de  fagon  a  permet- 
tre  des  changements  d'  impedance  sur  des 

50  emplacements  disposes  de  distance  en  distan- 
ce  le  long  de  celle-ci; 
un  dispositif  de  support  (12)  pour  soutenir  une 
partie  de  la  ligne  de  transmission  de  signal 
(14); 

55  un  generateur  de  signal  (24)  relie  fonctionnelle- 
ment  a  la  premiere  extremite  (22)  de  la  ligne 
de  transmission  de  signal  (14),  le  generateur 
de  signal  (24)  generant  un  signal  de  mesure 
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sur  la  ligne  de  transmission  de  signal  (14),  le 
signal  de  mesure  ayant  une  caracteristique 
predeterminee  sur  une  pluralite  d'intervalles  de 
temps  lorsque  le  signal  de  mesure  est  inchan- 
ge,  la  caracteristique  du  signal  de  mesure  va-  5 
riant  de  la  caracteristique  predeterminee  d'un 
ecart  superieur  a  un  ecart  predetermine  lors- 
que  qu'une  perturbation  se  developpe  dans  le 
signal  de  mesure  au  cours  de  I'un  des  interval- 
les  de  temps;  et  10 
un  dispositif  de  traitement  (36,  40)  connecte  a 
la  premiere  extremite  (22)  de  la  ligne  de  tran- 
smission  de  signal  (14)  pour  determiner  I'inter- 
valle  de  temps  au  cours  duquel  le  signal  de 
mesure  a  ete  perturbe,  le  dispositif  de  traite-  is 
ment  (36,  40)  comprenant  un  dispositif  correla- 
teur  pour  mettre  en  correspondance  I'intervalle 
de  temps  avec  I'un  des  emplacements  dispo- 
ses  de  distance  en  distance. 

20 
2.  Appareil  selon  la  revendication  1,  dans  lequel 

la  caracteristique  du  signal  de  mesure  est  une 
caracteristique  de  grandeur  de  tension  et  d'in- 
tensite  de  courant. 

25 
3.  Appareil  selon  la  revendication  2,  dans  lequel 

la  ligne  de  transmission  de  signal  (14)  com- 
prend  une  bande  de  materiau  conducteur,  et 
dans  lequel  le  dispositif  de  support  comprend 
un  substrat  isolant  (12)  sur  lequel  le  materiau  30 
conducteur  est  dispose. 

respond  sensiblement  a  I'impedance  caracte- 
ristique. 

10.  Appareil  selon  la  revendication  9,  dans  lequel 
I'impedance  est  d'environ  100  ohms. 

11.  Appareil  selon  la  revendication  2,  dans  lequel 
le  generateur  de  signal  (24)  est  un  generateur 
d'impulsions. 

12.  Appareil  selon  la  revendication  2  comprenant, 
de  plus,  un  dispositif  de  mise  en  forme  et 
d'amplification  de  signal  (36)  pour  mettre  en 
forme  et  amplifier  le  signal  de  mesure. 

13.  Appareil  selon  la  revendication  12,  dans  lequel 
le  dispositif  de  mise  en  forme  et  d'amplifica- 
tion  d'impulsions  (36)  comprend  : 
un  amplificateur  operationnel  (70),  I'amplifica- 
teur  operationnel  amplifiant  le  signal  de  mesu- 
re;  et 
un  circuit  de  mise  en  forme. 

14.  Appareil  selon  la  revendication  2,  dans  lequel 
le  dispositif  de  traitement  comprend,  de  plus, 
un  compteur  a  oscillateur  commande  par  por- 
tes  78,  le  compteur  comptant  un  ou  plusieurs 
groupes  d'impulsions  sur  une  pluralite  d'inter- 
valles  de  temps  pour  determiner  I'intervalle  de 
temps  au  cours  duquel  le  signal  de  mesure  est 
perturbe. 

4.  Appareil  selon  la  revendication  3,  dans  lequel 
la  bande  de  materiau  conducteur  est  disposee 
en  serpentin  sud  le  substrat  isolant  (12).  35 

5.  Appareil  selon  la  revendication  3,  dans  lequel 
le  materiau  conducteur  est  du  cuivre. 

6.  Appareil  selon  la  revendication  3,  dans  lequel  40 
le  materiau  conducteur  est  grave  sur  le  subs- 
trat. 

7.  Appareil  selon  la  revendication  6,  dans  lequel 
le  substrat  isolant  est  une  matiere  plastique.  45 

8.  Appareil  selon  la  revendication  7,  dans  lequel 
la  matiere  plastique  est  une  matiere  non-polari- 
see. 

50 
9.  Appareil  selon  la  revendication  2,  dans  lequel 

la  ligne  de  transmission  de  signal  (14)  a  une 
impedance  caracteristique,  dans  lequel  I'appa- 
reil  comprend  de  plus  une  charge  (28)  couplee 
fonctionnellement  a  la  seconde  extremite  (26)  55 
de  la  ligne  de  transmission  de  signal  (14), 
dans  lequel  la  charge  (28)  a  une  impedance,  et 
dans  lequel  I'impedance  de  la  charge  (28)  cor- 

15.  Appareil  selon  la  revendication  2  comprenant, 
de  plus  : 
une  ligne  de  masse  (16)  ayant  une  premiere 
(32)  et  une  seconde  (34)  extremite,  au  moins 
I'une  d'entre  la  premiere  (32)  et  la  seconde 
extremite  (34)  etant  mise  a  la  masse;  et 
dans  lequel  une  partie  substantielle  de  la  ligne 
de  masse  (16)  est  soutenue  par  le  dispositif  de 
support  (12),  et  dans  lequel  cette  partie  subs- 
tantielle  est  disposee  de  fagon  parallele  et 
adjacente  a  une  partie  substantielle  de  la  ligne 
de  transmission  de  signal  (14). 

16.  Appareil  selon  la  revendication  15,  dans  lequel 
la  ligne  de  masse  (16)  comprend  une  bande 
de  materiau  conducteur,  et  dans  lequel  le  dis- 
positif  de  support  comprend  un  substrat  isolant 
(12)  sur  lequel  le  materiau  conducteur  est  dis- 
pose. 

17.  Appareil  selon  la  revendication  16  comprenant, 
de  plus,  un  dispositif  pour  accroltre  la  defini- 
tion  du  signal  de  mesure. 

18.  Appareil  selon  la  revendication  17,  dans  lequel 
le  dispositif  pour  accroltre  la  definition  com- 
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prend  un  segment  conducteur  (49)  adapte 
pour  contacter  simultanement  un  point  sur  la 
ligne  de  transmission  de  signal  (14)  et  un  point 
sur  la  ligne  de  masse  (16),  et  dans  lequel, 
quand  le  segment  conducteur  (49)  est  amene  5 
en  contact  avec  les  points,  la  ligne  de  tran- 
smission  de  signal  (14)  est  mise  en  court- 
circuit  avec  la  ligne  de  masse  (16). 

19.  Procede  pour  determiner  des  coordonnees,  10 
comprenant  les  etapes  consistant  a  : 
fournir  une  ligne  de  transmission  de  signal  (14) 
ayant  une  premiere  extremite  (22)  et  une  se- 
conde  extremite  (26); 
configurer  la  ligne  de  transmission  de  signal  is 
(14)  pour  permettre  des  changements  d'  impe- 
dance  sur  des  emplacements  disposes  de  dis- 
tance  en  distance  le  long  de  celle-ci; 
generer  un  signal  de  mesure  sur  la  ligne  de 
transmission  de  signal,  le  signal  de  mesure  20 
ayant  une  caracteristique  predeterminee  sur 
une  pluralite  d'intervalles  de  temps  lorsque  le 
signal  de  mesure  est  inchange; 
dans  lequel  la  caracteristique  du  signal  de 
mesure  varie  de  la  caracteristique  predetermi-  25 
nee  d'un  ecart  superieur  a  un  ecart  predeter- 
mine  lorsque  qu'une  perturbation  se  developpe 
dans  le  signal  de  mesure  an  cours  de  I'un  des 
intervalles  de  temps; 
determiner  I'intervalle  de  temps  an  cours  du-  30 
quel  le  signal  de  mesure  est  perturbe;  et  met- 
tre  en  correlation  I'intervalle  de  temps  et  I'un 
des  emplacements  disposes  de  distance  en 
distance. 

35 
20.  Procede  selon  la  revendication  19,  dans  lequel 

la  caracteristique  est  une  grandeur. 

21.  Procede  selon  la  revendication  20,  la  ligne 
ayant  une  impedance  caracteristique,  et  le  pro-  40 
cede  comprenant  de  plus  les  etapes  consistant 
a  : 
connecter  fonctionnellement  une  charge  (28)  a 
la  seconde  extremite  (26)  de  la  ligne  de  tran- 
smission  de  signal  (14);  et  45 
aligner  I'impedance  de  la  charge  (28)  sur  I'im- 
pedance  caracteristique  de  la  ligne  de  tran- 
smission  de  signal  (14). 

22.  Procede  selon  la  revendication  20,  dans  lequel  so 
I'etape  consistant  a  determiner  I'intervalle  de 
temps  comprend  le  comptage  d'un  ou  de  plu- 
sieurs  groupes  d'impulsions  jusqu'a  ce  que 
I'un  des  signaux  de  mesure  soit  perturbe  et 
I'un  des  intervalles  de  temps  ait  expire.  55 
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