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(54) RECHARGING DEVICE FOR ELECTRIC VEHICLE

(57) A charging apparatus for an electric vehicle is
provided with: a charging cable (4) including a proximal
end connected to a main body (1), a connector (2) pro-
vided on a distal end, and an extra length absorbing sec-
tion (3) provided between the distal end and the proximal
end; a measuring section (5) configured to detect an elon-

gation of the charging cable (4) from an initial length
thereof; and an electric current control section (6) con-
figured to start applying an electric current to the charging
cable (4) under a condition that an elongation of the
charging cable (4) exceeding a threshold value is detect-
ed by the measuring section (5).
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Description

Technical Field:

[0001] The invention relates to a charging apparatus
for an electric vehicle.

Background Art:

[0002] Charging of an electric vehicle using a charging
apparatus is performed by connecting the charging ap-
paratus with the electric vehicle by a charging cable, as
described, for example, in Patent Document 1. A struc-
ture for preventing an accident due to heat generation
on the charging cable, such as those as described in
Patent Document 2, is known.

PRIOR ART DOCUMENTS

PATENT DOCUMENTS

[0003]

Patent Document 1: JP 2007-252016 A
Patent Document 2: JP 2003-244832 A

[0004] According to the structure described in Patent
Document 2, the charging cable is housed in a state of
being wound around a drum to improve storability there-
of. A wound amount of the charging cable is observed
by a cord sensor adapted to check an outermost wound
position, and an electric current applied to the charging
cable is increased or decreased depending on the wound
amount, thereby preventing a dissolution loss of the
charging cable due to heat generation.
[0005] However, according to the structure described
in Patent Document 2, there may be a case that a longer
charging time than that expected is taken due to such
adjustment of the charging current, thereby having a poor
usability. Also, the structure can be applied to only when
the charging cable is wound, thereby having an inferior
generality.

Summary of Invention:

[0006] Embodiments of the present invention provide
a charging apparatus for an electric vehicle, in which a
dissolution loss of a charging cable or the like are se-
curely prevented and also a usability thereof is not dete-
riorated.
[0007] In accordance with one or more embodiments
of the invention, a charging apparatus for an electric ve-
hicle may include: a charging cable 4 including a proximal
end connected to a main body 1, a connector 2 provided
on a distal end, and an extra length absorbing section 3
provided between the distal end and the proximal end; a
measuring section 5 configured to detect an elongation
of the charging cable 4 from an initial length thereof; and

an electric current control section 6 configured to start
applying an electric current to the charging cable 4, under
a condition that an elongation of the charging cable 4
exceeding a threshold value is detected by the measuring
section 5.
[0008] The other features and advantages of the
present invention will become apparent from the descrip-
tion of embodiments and the appended claims.

Brief Description of Drawings:

[0009]

Figs. 1(a) to 1(c) are views showing a first example
of embodiments, wherein Fig. 1(a) shows a charging
apparatus when an electric current is not applied
thereto, Fig. 1(b) shows the charging apparatus
when an extra length in a measuring section is elim-
inated, and Fig. 1(c) shows the charging apparatus
when the electric current is applied thereto.
Figs. 2(a) and 2(b) are views showing a detecting
switch according to the first example, wherein Fig.
2(a) shows the detecting switch when a detection is
not effected, and Fig. 2(b) shows the detecting switch
when a detection is effected.
Figs. 3(a) and 3(b) are views showing a modification
of the first example, wherein Fig 3(a) is a schematic
view of the modification of the first example, and Fig.
3(b) is an enlarged view of a main part in Fig. 3(a).
Fig. 4 is a view showing a second example of the
embodiment.
Fig. 5 is a view showing a modification of the second
example.

Description of Embodiments:

[0010] According to embodiments of the present inven-
tion, a charging apparatus may include a charging cable
4 including a proximal end connected to a main body 1,
a connector 2 (i.e., a wiring connector 2) provided on a
distal end thereof, and an extra length absorbing section
3 provided between the distal end and the proximal end;
a measuring section 5 configured to detect an elongation
of the charging cable 4 from an initial length thereof; and
an electric current control section 6 configured to start
applying an electric current to the charging cable 4, under
the condition that the elongation of the charging cable 4
exceeding a threshold value thereof has been detected
by the measuring section 5.
[0011] The charging cable 4 is set to have an extra
length to allow a wiring connector 2 to be moved to an
electric power receiving section 15a of an electric vehicle
15, when the wiring connector 2 is disposed at a certain
initial position. The extra length is absorbed in the extra
length absorbing section 3 formed in a coiled shape, a
curled shape, a serpentine shape or the like. When the
extra length is densely absorbed in the extra length ab-
sorbing section 3 and the charging cable 4 is entangled,
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this is a cause of heat generation due to generation of
Joule’s heat caused by an internal resistance or an elec-
tronic action and due to reduction of heat radiation effi-
ciency caused by an overlapping.
[0012] The extra length absorbing section 3 of the
charging cable 4, which causes such a problem when an
electric current is applied, is generally eliminated as the
wiring connector 2 is further spaced away from the main
body 1, and at the same time, the cause of heat gener-
ation is also eliminated. Therefore, a risk of heat gener-
ation can be predicted to a certain extent by detecting an
elongation of the charging cable 4 from the initial length
thereof.
[0013] According to embodiments, an essential re-
quirement for starting applying an electric current may
be that a measured result of the elongation of the charg-
ing cable 4 from the initial length which is measured by
the measuring section 5 exceeds a predetermined value,
i.e., a value at which elimination of a harmfully ex-
tra-length-absorbed state can be expected. Accordingly,
applying of an electric current is securely prevented in
such a state of having a poor thermal condition, thereby
improving safety during charging.
[0014] When a domestic power supply is used as a
charging power source 16 to charge the electric vehicle
15, applying of an electric current is performed for a rel-
atively long time under an unmanned environment.
Therefore, a time at which a fault is caused by heat gen-
eration may be lately found, thereby causing an accident,
such as a fire due to the heat generation. However, ac-
cording to embodiments, such an accident can be com-
pletely eliminated, because applying of an electric current
is not performed in a state under a risk, such as damage
of an insulation coating due to the heat generation.
[0015] Also, the elimination of a dense state in the extra
length absorbing section 3 is set as a requirement for
starting applying an electric current and a value of an
applied electric current is not lowered as in the related
art disclosed in Patent Document 2 described above. As
a result, deterioration of usability, such that a charging
time is extended longer than that expected due to charg-
ing using a lower electric current value, is not caused.
[0016] As the measuring section 5, for example, an
optical sensor or the like may be used.
[0017] The charging apparatus may include a charging
cable 4 connected to a main body 1 and having a wiring
connector 2 at a distal end thereof; a measuring cable 7
connected at one end thereof to one of both sides of the
charging cable 4, between which the extra length absorb-
ing section 3 is disposed, and arranged along the charg-
ing cable 4 over a shorter length than the extra length in
the extra length absorbing section 3; a detecting switch
9 for detecting a detected portion 8 provided on a moving
end of the measuring cable 7 when a pass length of the
measuring cable 7 reaches a predetermined threshold
value; and an electric current control section 6 for starting
applying an electric current to the charging cable 4, on
the necessary condition that the detecting switch 9 has

detected the detected portion 8. According to this struc-
ture, elimination of the extra length absorbing section 3
of the charging cable 4 can be more exactly decided.
[0018] One end of the measuring cable 7 may be con-
nected to one side of the charging cable 4 between which
the extra length absorbing section 3, such as a curled
section formed by curling a cord, a folded section formed
by folding a cord, or a wound section formed by winding
a cord, is disposed, and the other end of the measuring
cable 7 may be arranged as a moving end along the
charging cable 4. For example, when the charging cable
4 is a curled cord, the measuring cable 7 may be arranged
by inserting the measuring cable 7 into and through a
center of the curled section. If it is not the curled cord,
the measuring cable 7 may be inserted into and through
cable guide members 17 fixed at suitable locations on
the charging cable 4 as shown in Fig. 5, or inserted into
and through curl portions formed at suitable locations on
the charging cable 4.
[0019] For example, when the extra length absorbing
section 3 is formed as the curled section, a pass of the
measuring cable 7 passing the extra length absorbing
section 3 may be set on a straight path passing the center
of the curled section 3. If the extra length absorbing sec-
tion 3 is a curved path, a folded section, or a wound sec-
tion having a suitable extra length, the pass of the meas-
uring cable 7 may be set on a path passing the extra
length absorbing section 3 over a shorter length than the
extra length of the charging cable 4, such as a bended
path passing suitable locations in the folded section guid-
ed by the cable guide members 17.
[0020] The detected portion 8 may be provided on a
side of the moving end of the measuring cable 7. The
detected portion 8 may be moved, as a connecting end
of the measuring cable 7 to the charging cable 4 is moved
to eliminate the extra length absorbing section 3 of the
charging cable 4, and the detecting switch 9 may detect
a position of the detected portion 8 when an elongation
of the charging cable 4 from the initial length thereof ex-
ceeds a predetermined threshold value. For example,
the detecting switch 9 may be configured as an open
terminal adapted to be shorted by the detected portion 8
formed of a shorting terminal, or as a micro switch adapt-
ed to be switched on by a passage of the moving end
formed in a protruded shape or the like.
[0021] The measuring cable 7 may, for example, be
applied when the curled portion 3 is, for example, mean-
dered or the like to eliminate the extra length, while the
wiring connector 2 is disposed adjacent to the main body
1, in addition to serving as the measuring section 5, i.e.,
a means for measuring a distance of the wiring connector
2 from the main body 1.
[0022] Also, the charging apparatus may additionally
include a second measuring cable 10 connected at one
end thereof to one of both sides of the charging cable 4,
between which the extra length absorbing section 3 is
disposed, and arranged along the charging cable 4 over
a shorter length than the extra length in the extra length
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absorbing section 3; and a second detecting switch 12
for detecting a second detected portion 11 provided on
a moving end of the second measuring cable 10 when a
pass length of the second measuring cable 10 reaches
a predetermined threshold value. In this case, the electric
current control section 6 stops applying an electric cur-
rent to the wiring connector 2, under the condition that
the second detecting switch 12 has detected the second
detected portion 11.
[0023] If a detect timing of the second detecting switch
12 is set by a dimension being able to absorb an extra
length required to prevent a load on the charging cable
4, supplying of an electric current can be stopped before
an interruption is caused due to an overload on the charg-
ing cable 4. Therefore, a damage to the charging appa-
ratus or the vehicle due to such an instantaneous inter-
ruption and an electric shock accident due to exposure
of a lead wire, on which an electric voltage is applied,
can be securely prevented.
[0024] In addition, the charging apparatus may addi-
tionally include a lock unit 13 for locking the wiring con-
nector 2 to the main body 1 to regulate a detachment of
the wiring connector 2 from the main body 1; and an
identification unit 14 for unlocking the lock unit 13 by an
identification establishment, thereby limiting users.
[0025] The identification unit 14 may be configured as
an identification unit 14 with respect to a key code signal
transmitted from a cylinder lock operated by a locking/un-
locking key used upon locking/unlocking of a door lock
of the vehicle or from a mobile-phone type transmitter for
operating the door lock, in addition to an identification
number checking unit, a bio-identification unit 14 or the
like.
[0026] According to embodiments, a dissolution loss
of the charging cable 4 and the like are securely prevent
and also usability thereof is not deteriorated.

<Examples of Embodiments>

[0027] With reference to the drawings, a plurality of
examples of the embodiments and modifications thereof
will be described. However, the examples and modifica-
tions are exemplars of the present invention but not to
limit the present invention, and accordingly, all features
described in the examples and modifications and com-
binations thereof are not necessarily essential to the
present invention.

<First Example>

[0028] Figs. 1(a) to 1(c), 2(a) and 2(b) show a first ex-
ample of the embodiments. A charging apparatus in-
cludes a main body 1, a charging cable 4 having a prox-
imal end connected to the main body 1, and a measuring
section 5.
[0029] For the charging cable 4, a curled cord having
a curled section (i.e., an extra length absorbing section
3) keeping a curled shape in an unloaded state is used,

and a wiring connector 2 is provided on a distal end there-
of. An electric vehicle 15 has a battery 15b mounted
therein, and charging for the battery 15b is performed by
supplying an electric current to the electric vehicle 15 in
a state of connecting the wiring connector 2 to an electric
power receiving section 15a of the electric vehicle 15 and
by carrying AC/DC conversion in a charging control sec-
tion 15c. As the wiring connector 2, a plug, a socket, a
charging paddle and the like may be used.
[0030] The main body 1, in which a commercial power
supply used as a charging power source 16 is incorpo-
rated, has an electric current switch 18 constituted of a
relay or a semiconductor relay for interrupting/connecting
a wiring path to the charging cable 4, and the electric
current switch 18 is switched on or off depending on a
relay driving signal outputted from an electric current con-
trol section 6.
[0031] Also, the main body 1 has a switch detecting
section 19, an identification unit 14 and a checking switch
20. When all conditions with respect to a detection of a
switch-on signal in the switch detecting section 19, an
identification establishment in the identification unit 14,
and a detection of pushing operation in the checking
switch 20 are satisfied, the electric current control section
6 drives the electric current switch 18 to be closed, there-
by starting applying an electric current. As the identifica-
tion unit 14, a RFID (Radio Frequency Identification)
reader, for which a card-typed RFID 14a is employed as
a subject to be identified, is used.
[0032] As shown in Figs. 1 and 2, the measuring sec-
tion 5 includes a measuring cable 7 connected at one
end thereof to the wiring connector 2 and inserted into
and through the curled section 3, and a hollow-shaped
cable receiving portion 21 fixed at one end thereof to the
main body 1 and inserted into and through the curled
section 3. In other words, the measuring cable 7 is con-
nected to the distal end of the charging cable 4, and the
cable receiving portion 21 is provided on the proximal
end of the charging cable 4. A tactile switch (i.e., a de-
tecting switch 9) is fixed on a distal end of the cable re-
ceiving portion 21, and a lead 9a of the tactile switch 9
extends through the hollow portion and is connected to
the switch detecting section 19.
[0033] A fitting recess 21 a is formed on the distal end
of the cable receiving portion 21. A fitting protrusion 7a
formed on the distal end of the measuring cable 7 is fitted
therein. The fitting protrusion 7a and the fitting recess 21
a are connected to each other in a fitting strength being
able to prevent such a fitted-in state from being uninten-
tionally removed, and in the connected state, a tip (i.e.,
a detected portion 8) of the fitting protrusion 7a pushes
an operating button 9b of the tactile switch 9, thereby
keeping the tactile switch 9 in a switched-off state.
[0034] In the connected state between the fitting re-
cess 21a and the fitting protrusion 7a, the measuring ca-
ble 7 and the cable receiving portion 21 have a suitable
flexibility on the whole, thereby properly bending, de-
pending on a motion of the wiring connector 2.

5 6 



EP 2 571 135 A1

5

5

10

15

20

25

30

35

40

45

50

55

[0035] In an initial state show in Fig. 1(a), i.e., a state
in which the charging apparatus is not being used, the
wiring connector 2 is kept at an initial position, at which
the wiring connector 2 is spaced away from the main
body 1 by a suitable distance (L0), by being engaged in
the main body 1 or the like. In this state, gaps between
curls in the extra length absorbing section 3 are closed
in consideration of efficient extra length absorption, and
also an extra length is set on either one or both of the
measuring cable 7 and the cable receiving portion 21
inserted into and through the curled section 3.
[0036] In this state, when the wiring connector 2 is ap-
proached to the vehicle 15 to charge the vehicle 15, the
distance between the wiring connector 2 and the main
body 1 is increased, and at the same time, gaps between
the curls are opened, thereby eliminating an extra length
to a certain extent. Accompanying to the elimination of
the extra length, extra lengths on the measuring cable 7
and the like are properly eliminated. As a result, when
the distance (L1) between the wiring connector 2 and the
main body 1 becomes a predetermined value, and spe-
cifically gaps (D) between the curls are sufficiently wid-
ened to become a distance in which harmful problems
due to a temperature increase in the charging cord, such
as a dissolution loss of an insulation coating, are not
caused even if applying an electric current for a long time,
extra lengths in the measuring cable 7 and the like are
completely eliminated as shown in Fig. 1 (b).
[0037] Subsequently, when the wiring connector 2 is
further spaced away from the main body 1 (a distance
L2), a tension acts between the measuring cable 7 and
the cable receiving portion 21, and thus the fitted-in state
between the fitting recess 21a and the fitting protrusion
7a is removed as shown in Fig. 2(b). As the fitting pro-
trusion 7a is separated from the fitting recess 21 a, press-
ing of the detected portion 8 against the operating button
9b of the tactile switch 9 is removed, and thus the tactile
switch 9 is transited in a switched-on state.
[0038] Such a state of the tactile switch 9 is detected
by the switch detecting section 19, and when being in
the switched-on state, a measurement result flag of the
electric current control section 6 is set up.
[0039] According to the first example, charging to the
vehicle 15 is performed by connecting the wiring connec-
tor 2 to the electric power receiving section 15a of the
vehicle 15 and in addition, carrying a predetermined iden-
tification operation and pushing the checking switch 20.
When a distance between the vehicle 15 to be charged
and the main body 1 is reasonable, the tactile switch is
switched on with the wiring connector 2 connected to the
electric power receiving section 15a of the vehicle 15 as
shown in Fig. 1(c), and thus the measurement result flag
of the electric current control section 6 is set up.
[0040] In addition to connection of the charging cable
4 to a suitable position, when an identification in the iden-
tification unit 14 is established and the checking switch
20 is pushed, all conditions required for applying of an
electric current in the electric current control section 6

are satisfied. Therefore, the electric current control sec-
tion 6 closes the electric current switch 18, thereby start-
ing charging.
[0041] Contrarily, if any one of conditions described
above is not satisfied, applying of an electric current to
the charging cable 4 cannot be started. In particular, be-
cause applying of an electric current is controlled de-
pending on whether or not the measurement result flag
is present, the electric current cannot be applied when
the curled section 3 is dense and a risk of causing heat
generation and the like due to applying of the electric
current for a long time is present, thereby preventing an
accident during charging.
[0042] As described above, according to the first ex-
ample, the measuring section 5 is configured to detect
an elongation of the charging cable 4 from an initial length
thereof, and the detecting switch 9 of the measuring sec-
tion 5 is configured to be switched on by the elongation
of the charging cable 4 exceeding a threshold value
thereof. Also, the electric current control section 6 is con-
figured to start applying an electric current to the charging
cable 4, under the condition that the elongation of the
charging cable 4 exceeding the threshold value has been
detected by the measuring section 5.

<Modification of First Example>

[0043] Figs. 3(a) and 3(b) show a modification of the
first example. Meanwhile, components as substantially
identical to the first example are designated by identical
reference numerals designate in the drawings and the
detailed descriptions thereof will not be omitted.
[0044] According to the modification of the first exam-
ple, a second measuring cable 10, a second cable re-
ceiving portion 22, a tactile switch (i.e., a second detect-
ing switch 12), and a second switch detecting section
19b for observing the second detecting switch 12 are
added to the charging apparatus of the first example. The
second measuring cable 10, the second cable receiving
portion 22 and the second detecting switch 12 are re-
spectively configured to be identical to the measuring
cable 7, the cable receiving portion 21 and the detecting
switch 9. The second measuring cable 10 and the second
cable receiving portion 22 are dimensioned greater than
the measuring cable 7 and the cable receiving portion
21. To be exact, the second measuring cable 10 and the
second cable receiving portion 22 are dimensioned to be
operated when the wiring connector 2 is further spaced
away from the main body 1 beyond an operation position
of the measuring section 5 until the charging cable 4 is
tensioned, as absorbing of the extra length of the charg-
ing cable 4 is progressed. Namely, the second measuring
cable 10 is connected to the distal end of the charging
cable 4, the second cable receiving portion 22 is provided
on the proximal end of the charging cable 4, the second
detecting switch 12 is provided on a distal end of the
second cable receiving portion 22 and the second de-
tecting switch 22 is operated when the second measuring
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cable 10 and the second cable receiving portion 22 are
disconnected by an elongation of the charging cable 4
exceeding a second value more than the threshold value
thereof. Also, the electric current control section 6 stops
applying an electric current to the charging cable 4, when
the second detecting switch 12 detects the elongation of
the charging cable 4 exceeding the second value.
[0045] Thus, according to the modification, when the
wiring connector 2 is connected to the electric power re-
ceiving section 15a of the vehicle 15 parked in a suitable
location, the measuring section 5 is operated as de-
scribed above and the state of applying an electric current
is maintained if other conditions are satisfied. In this state,
when the wiring connector 2 is further spaced away from
the main body 1 as the vehicle 15 starts to move unin-
tentionally, or when the charging cable 4 is caught by a
person’s foot to increase pass lengths of the second ca-
ble receiving portion 22 and the second measuring cable
10 even if the wiring connector 2 is not moved, the second
detecting switch 12 is operated, there stopping charging.

<Second Example>

[0046] Fig. 4 shows a second example of the embod-
iments. A charging apparatus of the second example has
a lock unit 13. The lock unit 13 locks inseparably the
wiring connector 2 to the main body 1, and identification
establishment in the identification unit 14 is required to
unlock the locked state.
[0047] As a result, when the card typed RFID 14a being
able to be identified by the identification unit 14 is not
carried, the wiring connector 2 cannot be separated.
Therefore, it is possible to limit the use right for the charg-
ing apparatus.
[0048] Also, according to the second example, the
measuring cable 7 is fixed at one end thereof to the wiring
connector 2 (i.e., the distal end of the charging cable 4),
and at the other end, after being inserted into and through
the curled section 3, wound onto a cable drum 24 by
guiding a running direction thereof by pulleys 23. A bias-
ing force in a direction of winding the measuring cable 7
is exerted to the cable drum 24 by a spiral spring, and
thus the measuring cable 7 is tensioned such that the
measuring cable 7 can pass through a shortest path.
[0049] Also, the detected portion 8 is provided at a suit-
able location on the measuring cable 7, and the detecting
switch 9 is configured to detect a passage of the detected
portion 8. The detected portion 8 may be formed in a
protruded shape, and the detecting switch 9 may be con-
figured as a switch adapted to be operated when the
detected portion 8 is passed therethrough.
[0050] In addition, a second detected portion 11 is
formed on the measuring cable 7 (in a state shown in
Fig. 4, the second detected portion 11 is located on a
portion of the measuring cable 7 which is wound on the
cable drum 24, and accordingly, the second detected por-
tion 11 is not shown in Fig. 4). Like the detected portion
8, the second detected portion 11 may be formed as a

protrusion on the measuring cable 7, and the detecting
switch 9 may be configured to detect the second detected
portion 11 by a second operation, after detecting the de-
tected portion 8.
[0051] Therefore, according to the second example,
the measuring cable 7 acts also as the second measuring
cable 10, and the detected portion 8 and the detecting
switch 9 act also respectively as the second detected
portion 11 and the second detecting switch 12. Also, the
detection of the detected portion 8 allows applying of an
electric current and the detection of the second detected
portion 11 stops applying an electric current.

<Modification of Second Example>

[0052] Fig. 5 shows a modification of the second ex-
ample. According to the modification, the charging cable
4 is contained by being wound on a winding reel 25 to
which a biasing force in a winding direction is exerted by
a spiral spring and the like. To regulate applying of an
electric current when absorption of the extra length in a
portion wounded by the winding reel 25, which corre-
sponds to the extra length absorbing section 3, i.e., the
number of turns wound is excessive, the measuring cable
7 is formed in the same way as that of the second example
and act also as the second measuring cable 10.
[0053] Also, because the charging cable 4 does not
have a curled section for absorbing the extra length, the
measuring cable 7 is arranged along the charging cable
4 using cable guides (not shown) formed on cable guide
members 17 fixed at suitable locations on the charging
cable 4.
[0054] According to a plurality of examples of the em-
bodiments and modifications thereof as described
above, a charging apparatus for an electric vehicle may
include a charging cable 4 including a proximal end con-
nected to a main body 1, a connector 2 provided on a
distal end thereof, and an extra length absorbing section
3 provided between the distal end and the proximal end;
a measuring section 5 configured to detect an elongation
of the charging cable 4 from an initial length thereof; and
an electric current control section 6 configured to start
applying an electric current to the charging cable 4, under
the condition that an elongation of the charging cable 4
exceeding a threshold value thereof has been detected
by the measuring section 5.
[0055] The measuring section 5 may includes a meas-
uring cable 7 connected to the distal end of the charging
cable 4, and a detecting switch 9 configured to be
switched on by the elongation of the charging cable 4
exceeding the threshold value.
[0056] The measuring section 5 may further includes
a cable receiving portion 21 provided on the proximal
end. The detecting switch 9 may be provided on a distal
end of the cable receiving portion 21. The detecting
switch 9 may be configured to be switched on when the
measuring cable 7 and the cable receiving portion 21 are
disconnected by the elongation of the charging cable 4
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exceeding the threshold value.
[0057] Also, the charging apparatus may further in-
cludes a second measuring cable 10 connected to the
distal end of the charging cable 4, and a second detecting
switch 12 configured to detect an elongation of the sec-
ond measuring cable 10. The electric current control sec-
tion 6 may be configured to stop applying an electric cur-
rent to the charging cable 4, under the condition that an
elongation of the charging cable 4 exceeding a second
value more than the threshold value has been detected
by the second detecting switch 12.
[0058] Also, the charging apparatus may further in-
cludes a second cable receiving portion 22 provided on
the proximal end of the charging cable 4. The second
detecting switch 12 may be provided on a distal end of
the second cable receiving portion 22. The second de-
tecting switch 12 may be operated when the second
measuring cable 10 and the second cable receiving por-
tion 22 are disconnected by the elongation of the charging
cable 4 exceeding the second value.
[0059] A detected portion 8 may be provided on the
measuring cable 7. The detecting switch 9 may be con-
figured to detect a movement of the detected portion 8
passing through the detecting switch 9 due to the elon-
gation of the charging cable 4 exceeding the threshold
value.
[0060] A second detected portion 11 may be provided
on the measuring cable 7. The detecting switch 9 may
be configured to detect a movement of the second de-
tected portion 11 passing through the detecting switch 9
due to an elongation of the charging cable 4 exceeding
a second value more than the threshold value. The elec-
tric current control section 6 may be configured to start
applying an electric current to the charging cable 4 under
the condition that the movement of the detected portion
8 passing through the detecting switch 9 has been de-
tected, and to stop applying an electric current to the
charging cable 4 under the condition that the movement
of the second detected portion 11 passing through the
detecting switch 9 has been detected.
[0061] In addition, the charging apparatus may further
include a lock unit 13 for locking the connector 2 to the
main body 1 to regulate a detachment of the connector
2 from the main body 1, and an identification unit 14 for
unlocking the lock unit by an identification establishment.

DESCRIPTION OF REFERENCE NUMERALS

[0062]

1. Main Body
2. Wiring Connector
3. Extra Length Absorbing Section
4. Charging Cable
5. Measuring Section
6. Electric Current Control Section
7. Measuring Cable
8. Detected Portion

9. Detecting Switch
10. Second Measuring Cable
11. Second Detected Portion
12. Second Detecting Switch
13. Lock Unit
14. Identification Unit

Claims

1. A charging apparatus for an electric vehicle, the
charging apparatus comprising:

a charging cable (4) including a proximal end
connected to a main body (1), a connector (2)
provided on a distal end, and an extra length
absorbing section (3) provided between the dis-
tal end and the proximal end;
a measuring section (5) configured to detect an
elongation of the charging cable (4) from an in-
itial length thereof; and
an electric current control section (6) configured
to start applying an electric current to the charg-
ing cable (4), under a condition that an elonga-
tion of the charging cable (4) exceeding a thresh-
old value is detected by the measuring section
(5).

2. The charging apparatus according to claim 1, where-
in the measuring section (5) includes a measuring
cable (7) connected to a side of the distal end of the
charging cable (4), and a detecting switch (9) con-
figured to be switched on by the elongation of the
charging cable (4) exceeding the threshold value.

3. The charging apparatus according to claim 2, where-
in the measuring section (5) further includes a cable
receiving portion (21) provided on a side of the prox-
imal end;
wherein the detecting switch (9) is provided on a dis-
tal end of the cable receiving portion (21); and
wherein the detecting switch (9) is configured to be
switched on by a disconnection between the meas-
uring cable (7) and the cable receiving portion (21)
due to the elongation of the charging cable (4) ex-
ceeding the threshold value.

4. The charging apparatus according to any one of
claims 1 to 3, further comprising:

a second measuring cable (10) connected to a
side of the distal end of the charging cable (4);
and
a second detecting switch (12) configured to de-
tect an elongation of the second measuring ca-
ble (10);
wherein the electric current control section (6)
is configured to stop applying an electric current
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to the charging cable (4), under a condition that
an elongation of the charging cable (4) exceed-
ing a second value more than said threshold val-
ue is detected by the second detecting switch
(12).

5. The charging apparatus according to claim 4, further
comprising:

a second cable receiving portion (22) provided
on a side of the proximal end of the charging
cable (4);
wherein the second detecting switch (12) is pro-
vided on a distal end of the second cable receiv-
ing portion (22); and
wherein the second detecting switch (12) is op-
erated when the second measuring cable (10)
and the second cable receiving portion (22) are
disconnected by the elongation of the charging
cable (4) exceeding the second value.

6. The charging apparatus according to claim 2, where-
in a detected portion (8) is provided on the measuring
cable (7); and
wherein the detecting switch (9) is configured to de-
tect a movement of the detected portion (8) passing
through the detecting switch (9) due to the elongation
of the charging cable (4) exceeding the threshold
value.

7. The charging apparatus according to claim 6, where-
in a second detected portion (11) is provided on the
measuring cable (7);
wherein the detecting switch (9) is configured to de-
tect a movement of the second detected portion (11)
passing through the detecting switch (9) due to an
elongation of the charging cable (4) exceeding a sec-
ond value more than said threshold value; and
wherein the electric current control section (6) is con-
figured to start applying an electric current to the
charging cable (4) under a condition that the move-
ment of the detected portion (8) passing through the
detecting switch (9) is detected, and also to stop ap-
plying the electric current to the charging cable (4)
under a condition that the movement of the second
detected portion (11) passing through the detecting
switch (9) is detected.

8. The charging apparatus according to any one of
claims 1 to 3, 6, and 7, further comprising:

a lock unit (13) that locks the connector (2) to
the main body (1) so as to regulate a detachment
of the connector (2) from the main body (1); and
an identification unit (14) that unlocks the lock
unit upon an identification establishment.

9. The charging apparatus according to claim 4, further

comprising:

a lock unit (13) that locks the connector (2) to
the main body (1) so as to regulate a detachment
of the connector (2) from the main body (1); and
an identification unit (14) that unlocks the lock
unit upon an identification establishment.
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