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(57)  The  present  invention  relates  to  an  instru- 
ment  for  tightening  elongated  wound  closure 
elements  around  body  tissue  (10).  In  particular, 
an  instrument  for  tightening  wound  closure 
elements  around  a  human  sternum  following 
surgery.  The  instrument  includes  a  first  handle 
(20)  and  a  second  handle  (22)  pivotally  attached 
to  the  first  handle  and  movable  between  an 
open  and  a  closed  position.  A  retaining  system 
(23,  24)  is  also  provided  to  tighten  wound  clos- 
ure  material  in  response  to  movement  of  the 
second  handle. 
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BACKGROUND  OF  THE  INVENTION 

FIELD  OF  THE  INVENTION 

This  invention  relates  to  an  instrument  for  tight- 
ening  elongated  wound  closure  elements  around 
body  tissue  and,  in  particular,  for  tightening  wound 
closure  elements  around  the  human  sternum  follow- 
ing  surgery. 

BACKGROUND  OF  THE  RELATED  ART 

Sternum  repair  may  be  required  as  a  result  of 
either  cardiac  surgery  or  direct  injury  to  the  sternum. 
In  order  to  perform  various  cardiac  surgical  proce- 
dures,  the  sternum  must  first  be  halved  to  permit  ac- 
cess  to  the  heart,  and  then  rejoined  upon  completion 
of  the  primary  surgical  procedure.  The  need  for  en- 
suring  tight  and  secure  closure  of  a  wound  closure 
element  in  any  situations  cannot  be  overstated,  par- 
ticularly  when  the  closure  element  is  designed  for 
closing  the  human  sternum.  Insufficient  sternum  clo- 
sure  following  surgery  not  only  prohibits  osteosynthe- 
sis,  but  also  can  cause  dangerous  sternum  infection. 

Presently,  there  are  many  known  products  for  re- 
pairing  the  sternum  and/or  human  body  tissue  in 
areas  where  a  repair  may  be  required  either  as  a  re- 
sult  of  injury  or  a  surgical  procedure.  Such  wound  clo- 
sure  products  can  include  wires,  sutures,  ribbons  or 
widened  and  elongated  straps  which  are  wrapped 
around  the  body  part  to  be  repaired.  These  wound 
closure  products  can  be  manufactured  from  a  variety 
of  materials  including  surgical  gut,  silk,  cotton,  or  a 
polyolef  in  such  as  polypropylene,  polyamide,  polygly- 
colic  acids,  polyesters  such  as  polyethylene,  terep- 
thalate  and  glycol  ide-lactide  copolymer. 

One  particular  device  for  sternum  closure  is  the 
Controlled  Tension  Osteosynthesis  System  which 
was  developed  by  Dr.  Josef  Vincent  and  is  described 
in  The  Annals  of  Thoracic  Surgery,  Volume  41  ,  Num- 
ber  2,  February  1986.  This  system  discloses  a  stain- 
less  steel  plate  which  is  mounted  across  the  halved 
sternum  and  anchors  a  series  of  wires  placed  through 
or  around  the  sternum.  Also  disclosed  in  this  system 
is  a  device  for  straining  the  wire  mounted  through  the 
anchor  plate  to  the  desired  tension  and  then  for  trim- 
ming  the  wire  to  the  correct  size.  While  this  is  a  useful 
system  for  closing  the  sternum,  there  are  several  dis- 
advantages  to  using  this  procedure.  One  drawback  of 
this  procedure  is  that  the  wires  are  difficult  to  position 
while  another  more  dangerous  drawback  is  that  the 
wires  can  injure  arteries  during  their  placement  in  the 
bone.  Another  major  disadvantage  of  using  wires  is 
that  a  wire  can  slice  through  thin  or  osteoporotic  bone 
thereby  destroying  the  compression  rigidity  of  the 
sternal  closure. 

In  order  to  overcome  the  drawbacks  of  the  wire 
sternum  closure,  elongated  straps  or  ribbons  are  of- 

ten  utilized.  In  sternum  closure  devices  which  utilize 
elongated  straps  or  ribbons,  such  as  is  disclosed  in 
U.S.  Patent  No.  4,813,416  and  U.S.  Patent  No. 
4,201,215,  tightening  and  adjusting  the  straps  is  of- 

5  ten  difficult  to  perform  and  requires  the  use  of  two 
hands,  one  to  hold  one  end  of  the  ribbon  stationary 
and  a  second  hand  to  adjust,  tighten  and  trim  the  op- 
posite  ribbon  end. 

10  SUMMARY  OF  THE  INVENTION 

The  present  invention  overcomes  the  problems 
and  deficiencies  of  the  prior  art  by  providing  an  ap- 
paratus  for  securely  tightening  an  elongated  wound 

15  closure  material  around  body  tissue.  The  apparatus 
includes  a  first  handle,  a  second  handle  pivotably  at- 
tached  to  the  first  handle  for  movement  between 
open  and  closed  positions,  and  means  for  retaining  a 
portion  of  the  wound  closure  material  in  the  appara- 

20  tus.  The  retaining  means  is  movable  in  response  to 
movement  of  the  second  handle,  such  that  pulling  the 
second  handle  correspondingly  tightens  the  wound 
closure  material.  The  retaining  means  may  also  in- 
clude  a  knurled  roller  which  engages  and  prevents 

25  slippage  of  the  wound  closure  material.  In  one  em- 
bodiment  of  the  present  invention,  pivotal  movement 
of  the  handle  moves  the  roller  upwardly  to  pull  the 
strap  gripped  between  the  roller  and  a  bottom  portion 
of  the  first  handle.  In  another  embodiment,  pivotal 

30  movement  of  the  handle  causes  the  roller  to  rotate  ax- 
ially  to  advance  the  strap.  The  closure  apparatus  may 
also  include  means  for  preventing  over-tightening  of 
the  wound  closure  material  means  by  providing 
means  for  regulating  the  axial  force  against  the  roller 

35  to  control  its  ease  of  rotation. 
The  present  invention  finds  its  greatest  use  with 

wound  closure  elements  formed  of  ultra  high  molec- 
ular  weight  polyethylene  fibers,  which  are  braided, 
woven  or  knitted  elongated  filamentary  reinforcing 

40  members,  such  as  is  disclosed  in  copending,  com- 
monly-assigned  U.S.  Patent  Application  Serial  No. 
07/829,423  (corresponds  to  EP-A-0561108),  filed  on 
February  3,  1992  to  Chesterfield  et  al.  which  is  here- 
by  incorporated  by  reference  in  its  entirety.  The  pres- 

45  ent  invention  is  also  designed  to  be  used  with  a  buck- 
le,  such  as  is  disclosed  in  copending,  commonly-as- 
signed  U.S.  Patent  application  entitled  STERNUM 
CLOSURE  BUCKLE,  filed  on  October  9,  1992  under 
Express  Mail  Label  No.  TB115786671,  hereby  incor- 

50  porated  by  reference  in  its  entirety.  In  the  sternum 
closure  buckle  assembly  described  in  these  applica- 
tions,  a  buckle  is  attached  to  a  strap.  A  clip  member 
is  positioned  within  an  opening  of  the  buckle  and  is 
adapted  to  wedge  a  portion  of  the  strap  between  the 

55  clip  and  a  main  body  portion  of  the  buckle  as  the  strap 
is  drawn  through  the  opening  and  tightened  about  the 
tissue  portions. 

In  order  to  ensure  the  successful  attachment  and 
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adjustment  of  the  sternum  closure  buckle  assembly, 
the  strap  must  be  securely  adjusted  and  tightened 
against  the  sternum.  One  such  device  which  enables 
the  adjustment  and  tightening  of  a  sternum  buckle  as- 
sembly  is  the  instrument  which  is  the  subject  of  this 
application. 

BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

The  present  invention  will  be  more  fully  appreci- 
ated  as  the  same  becomes  better  understood  from 
the  following  detailed  description  of  the  present  in- 
vention  when  considered  in  connection  with  the  ac- 
companying  drawings  in  which: 

Fig.  1  illustrates  a  surgical  wound  closure  ele- 
ment  wrapped  around  the  human  sternum; 
Fig.  2  is  a  perspective  view  of  one  embodiment 
of  an  instrument  of  the  present  invention  for  tight- 
ening  the  wound  closure  element  around  the 
sternum; 
Fig.  3  is  a  perspective  view  of  the  instrument  of 
Fig.  1  showing  the  wound  closure  element  being 
inserted  into  the  instrument; 
Fig.  4A  is  a  side  view  of  the  instrument  of  Fig.  1 
showing  closure  of  the  instrument  to  tighten  the 
wound  closure  element; 
Fig.  4B  is  a  side  view  showing  removal  of  the 
slack  in  the  wound  closure  element  after  closure 
of  the  instrument; 
Fig.  5  is  an  exploded  view  showing  the  compo- 
nents  of  the  instrument  of  Fig.  1  ; 
Fig.  6  is  a  perspective  view  of  an  alternative  em- 
bodiment  of  an  instrument  of  the  present  inven- 
tion  for  tightening  a  wound  closure  element 
around  the  sternum; 
Fig.  7  is  an  exploded  view  showing  the  compo- 
nents  of  the  instrument  of  Fig.  6; 
Fig.  8  isa  perspective  view  of  another  alternative 
embodiment  of  an  instrument  of  the  present  in- 
vention  for  tightening  a  wound  closure  element 
around  the  sternum; 
Fig.  9  is  an  exploded  view  showing  the  compo- 
nents  of  the  instrument  of  Fig.  8; 
Fig.  10  is  a  side  view  of  the  instrument  of  Fig.  8 
with  a  portion  of  the  housing  cut  away  to  show 
movement  of  the  components  during  closure  of 
the  instrument  handle;  and 
Fig.  11  is  a  longitudinal  cross  section  view  of  the 
instrument  of  Fig.  8. 

DETAILED  DESCRIPTION  OF  THE  PREFERRED 
EMBODIMENTS 

Referring  to  Fig.  1,  a  wound  closure  element  is 
shown  looped  about  a  human  sternum  10.  The  wound 
closure  element  comprises  a  ribbon  or  strap  12  which 
is  inserted  through  and  retained  by  a  tightening  plate 
or  buckle  14.  Buckle  14  rests  against  the  sternum  10, 

preferably  transversely  centered  along  opening  13 
formed  between  split  portions  11  of  the  sternum,  to 
secure  ribbon  12  against  the  sternum  10.  When  suf- 
ficient  tensioning  force  is  applied  to  the  wound  clo- 

5  sure  element  12,  typically  by  pulling  one  of  its  ends, 
the  split  portions  11  of  sternum  10  are  moved  into 
abutment  to  close  opening  1  3.  The  tensioning  force  is 
significant  since  inadequate  tensioning  will  not  satis- 
factorily  hold  the  sternum  halves  in  abutment  which 

10  will  inhibit  proper  healing  and  possibly  cause  an  infec- 
tion.  On  the  other  hand,  excessive  tensioning  could 
result  in  the  ribbon  breaking. 

The  present  invention  provides  several  instru- 
ments  which  are  utilized  to  tighten  elongated  wound 

15  closure  elements  around  body  tissue.  For  purposes 
of  discussion  below,  the  instrument  will  be  described 
for  use  with  the  wound  closure  element  depicted  in 
Fig.  1  for  closing  a  sternum  incision.  However,  it 
should  be  noted  that  the  instruments  of  the  present 

20  invention  can  be  utilized  with  other  wound  closure 
elements  and  can  be  used  to  seal  openings  or  inci- 
sions  in  other  body  parts. 

In  each  of  the  embodiments  of  the  instrument 
which  is  the  subject  of  the  present  invention,  the  rib- 

25  bon  12  of  the  wound  closure  element  is  routed 
through  the  instrument,  a  housing  portion  is  placed 
over  the  buckle  14,  and  the  handle  is  moved  to  its 
closed  position  to  pull  the  ribbon  12  tighter  around  the 
sternum.  In  the  embodiments  of  Figs.  2-5  and  6-7, 

30  the  ribbon  is  manually  pulled  by  the  user's  hand  after 
each  pivotal  movement  of  the  handle  to  remove  the 
slack  created  by  tightening  the  ribbon.  In  the  embodi- 
ment  of  Figs.  8-11,  pivotal  movement  of  the  handle 
actuates  a  driver  to  continuously  pull  the  strap  with- 

35  out  manual  manipulation.  Each  of  these  embodi- 
ments  is  discussed  below  in  detail. 

Referring  now  to  Figs.  2-5,  one  embodiment  of 
the  instrument  of  the  present  invention  is  illustrated. 
The  instrument,  designated  generally  by  reference 

40  numeral  5,  includes  frame  20  and  handle  22  pivotably 
mounted  thereto  for  movement  between  an  open  pos- 
ition  spaced  from  frame  20  and  a  closed  position  to- 
wards  frame  20.  Handle  22  is  illustratively  L-shaped 
in  configuration  with  a  proximal  end  portion  21  adapt- 

45  ed  to  be  gripped  by  the  user  and  a  leg  portion  23  at 
its  distal  end  having  an  outer  abutment  surface  25, 
shown  in  Fig.  5,  adapted  to  contact  one  side  of  ribbon 
12  when  routed  through  the  instrument. 

Referring  to  Fig.  5,  mounted  to  leg  portion  23  is 
so  pincher  assembly  24  which  includes  left  ear  28,  right 

ear  30  and  roller  26  securely  positioned  therebetw- 
een.  Both  left  and  right  ears  28  and  30  each  have  an 
aperture  29  formed  in  their  outer  ends  which  is  di- 
mensioned  to  receive  the  reduced  diameter  ends  of 

55  roller  26.  As  will  become  apparent  from  the  discus- 
sion  below,  roller  26  is  adapted  to  come  into  contact 
with  the  side  of  ribbon  12  which  is  opposite  the  side 
that  contacts  abutment  surface  25.  Roller  26  is  pre- 
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ferably  knurled  to  reduce  slippage  of  the  ribbon  12. 
An  opening  32  is  formed  at  the  inner  end  of  both 

left  and  right  ears  28  and  30  for  alignment  with  open- 
ings  35  in  frame  portion  22  and  openings  37  in  handle 
20.  Mounting  pin  33  extends  through  aligned  open- 
ings  32,  35  and  37,  thereby  functioning  not  only  to  piv- 
otably  mount  handle  22  to  frame  20,  but  to  pivotally 
mount  ears  28  and  30  to  handle  22.  Washers  39  are 
positioned  on  opposing  sides  of  mounting  pin  33  be- 
tween  the  portion  of  frame  20  and  the  portion  of  han- 
dle  22  which  form  the  pivotal  connection  between  the 
frame  and  the  handle.  For  reasons  which  will  be  ex- 
plained  below,  ears  28  and  30  are  mounted  to  handle 
22  for  pivotal  movement  between  a  lower  position 
wherein  roller  26  is  adjacent  abutment  surface  25  of 
handle  22  and  an  upper  position  wherein  roller  26  is 
spaced  away  from  abutment  surface  25. 

Referring  once  again  to  Figs.  2-5,  bottom  recess 
36  of  frame  20  is  configured  and  dimensioned  to  re- 
ceive  buckle  14  and  a  portion  of  ribbon  12.  Roller  34, 
illustratively  hollow,  is  mounted  to  a  bottom  portion  of 
frame  20  (see  also  Fig.  3)  adjacent  to  recess  36,  by 
transverse  pin  38  extending  through  opposing  aper- 
tures  31.  Roller  34  is  provided  to  retain  ribbon  12  in 
position  within  frame  20  and  to  facilitate  movement  of 
the  ribbon  when  pulled  during  the  tightening  proce- 
dure. 

Rod  40  extends  through  openings  42  in  frame  20 
to  retain  spring  41  within  frame  20.  Spring  41  is  pro- 
vided  to  normally  bias  handle  22  away  from  frame  20, 
as  shown  in  Fig.  1  . 

In  operation,  after  the  wound  closure  element  is 
looped  around  the  split  portions  11  of  sternum  10  and 
buckle  14  is  positioned  against  the  outer  surface  of 
sternum  10,  as  shown  in  Fig.  3,  the  free  end  of  ribbon 
1  2  is  routed  past  roller  34  and  inserted  between  roller 
26  of  pincher  assembly  24  and  abutment  surface  25 
of  leg  portion  23.  Note  that  pincher  assembly  24, 
which  comprises  ears  28,  30  and  roller  26,  is  pivoted 
to  its  upper  position,  spaced  from  abutment  surface 
25,  to  create  a  sufficient  gap  between  roller  26  and 
abutment  surface  25  of  leg  portion  23  to  allow  the  rib- 
bon  12  to  be  further  rotated  in  the  instrument  in  the 
direction  of  arrow  P,  as  shown  in  Fig.  3.  Once  the  free 
end  of  ribbon  12  is  interposed  between  leg  portion  23 
and  roller  26,  pincher  assembly  24  is  pivoted  so  that 
roller  26  returns  to  the  lower  position  tofrictionally  re- 
tain  ribbon  12  between  abutment  surface  25  and  roll- 
er  26. 

Once  ribbon  12  has  been  routed  through  instru- 
ment  5,  the  instrument  is  placed  over  sternum  10,  as 
shown  by  arrow  N  of  Fig.  3,  so  that  bottom  recess  36 
of  frame  20  receives  and  retains  buckle  14  therein,  as 
shown  in  Fig.  4A. 

To  tighten  the  wound  closure  element,  handle 
portion  22  is  pivoted  inwardly  towards  frame  20  in  the 
direction  of  arrow  A  to  the  closed  position,  shown  in 
Fig.  4A.  This  pivotal  movement  carries  attached  leg 

portion  23  and  pincher  assembly  24  in  an  upward  di- 
rection  shown  by  arrow  B.  Consequently,  ribbon  12 
is  pulled  upwardly  in  the  direction  of  arrow  C  through 
buckle  14,  further  tightening  the  wound  closure  ele- 

5  ment  around  the  split  portions  11  of  sternum  10.  As 
previously  noted,  buckle  14  continuously  maintains 
the  tension  on  ribbon  12  so  as  to  retain  ribbon  12  in 
tight  alignment  with  sternum  10  and  facilitate  proper 
healing  of  the  sternum.  Handle  20  is  then  released 

10  and  returned  to  its  initial  open  position  as  shown  by 
arrow  D  of  Fig.  4B.  The  slack  created  in  the  ribbon  by 
its  tensioning  is  then  removed  by  the  user  manually 
pulling  the  free  end  12a  of  ribbon  12,  as  shown  by  ar- 
row  E  in  Fig.  4B. 

15  Movement  of  handle  22  towards  frame  20  is  then 
repeated,  and  the  slack  manually  removed,  as  descri- 
bed  above,  the  necessary  number  of  times  until  the 
desired  tension  around  the  sternum  is  achieved.  At 
this  point  the  excess  strap  extending  from  the  buckle 

20  14  is  cut  by  a  knife  or  any  other  suitable  means  and 
the  bottom  portion  of  frame  20  is  disengaged  from 
buckle  14  and  the  instrument  5  is  removed,  leaving 
the  sternum  split  portions  tightly  closed. 

Referring  to  Figs.  6  and  7,  an  alternative  embodi- 
25  ment  of  the  instrument  of  the  present  invention  util- 

ized  for  tightening  a  wound  closure  element  around  a 
body  portion  such  as  the  sternum  is  illustrated.  The 
instrument  7  operates  in  a  similar  fashion  to  the  in- 
strument  5  of  Figs.  2-5  discussed  above,  except  it  is 

30  provided  with  a  spring  mechanism  to  provide  auto- 
matic  slippage  of  the  ribbon  12  when  a  desired  ten- 
sion  is  reached.  This  advantageously  helps  to  avoid 
overtightening  and  possible  breaking  of  ribbon  12 
and  avoids  damaging  the  sternum. 

35  Referring  to  Fig.  7,  instrument  7  comprises  han- 
dle  42  pivotally  mounted  to  frame  40  by  mounting  rod 
54  which  extends  through  aligned  openings  44  and  48 
in  frame  40  and  handle  42,  respectively.  Handle  42  in- 
cludes  a  leg  portion  having  an  abutment  surface  69 

40  for  cooperation  with  pincher  mechanism  60.  Both 
frame  40  and  handle  42  each  terminate  in  finger 
loops  to  facilitate  grasping  and  manipulation  of  the  in- 
strument  by  the  user.  The  bottom  portion  of  frame  40 
includes  recess  46  dimensioned  to  receive  buckle  14. 

45  Pincher  mechanism  60  is  provided  to  retain  and 
move  ribbon  12  in  response  to  pivotal  movement  of 
handle  42  and  includes  left  ear  50,  right  ear  52, 
knurled  roller  56  and  clutch  mechanism  64.  When  as- 
sembled,  opening  61  in  left  ear  50  and  right  ear  52  are 

so  aligned  with  openings  44  and  48  in  frame  40  and  han- 
dle  42,  respectively.  Mounting  rod  54  is  mounted 
through  openings  61  in  the  ears  50  and  52  and  fur- 
ther  through  openings  44  and  48  in  frame  40  and  han- 
dle  42  for  radial  movement  of  the  pincher  mechanism 

55  60  thereon.  Roller  56  is  mounted  through  openings  63 
formed  in  the  outer  end  portions  of  ears  50  and  52  in 
combination  with  clutch  mechanism  64  as  will  be  dis- 
cussed  in  more  detail  below.  As  in  the  embodiment  of 

4 
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Fig.  2,  pincher  mechanism  60  pivots  between  a  lower 
position  adjacent  abutment  surface  69  and  an  upper 
position  spaced  away  from  abutment  surface  69. 

The  clutch  mechanism  64  cooperates  with  roller 
56  and  includes  clutch  pads  66,  bellville  washers  67, 
clip  68  and  pin  57  all  of  which  are  aligned  with  open- 
ings  63  in  ears  50  and  52.  The  clutch  mechanism  reg- 
ulates  the  axial  force  created  by  the  compression  of 
the  bellville  washers  67  against  roller  56,  thereby 
controlling  its  resistance  to  rotation  and  consequently 
the  tension  required  to  allow  slippage  of  the  ribbon. 
The  greater  the  axial  force,  the  greater  the  force  nec- 
essary  for  roller  56  to  slip  and  consequently  the  great- 
er  the  tension  which  can  be  applied  to  ribbon  12. 

Turning  now  to  the  operation  of  instrument  7, 
bellville  washers  67  are  compressed  to  a  predeter- 
mined  position  corresponding  to  the  desired  tension 
to  be  exerted  on  the  sternum  by  ribbon  12.  Once  bell- 
ville  washers  67  are  compressed,  instrument  7  oper- 
ates  in  a  manner  similar  to  the  embodiment  of  Figs. 
2-5,  in  that  the  ribbon  (not  shown)  is  routed  through 
the  bottom  portion  of  frame  40  and  inserted  in  the 
gap  between  roller  56  and  abutment  surface  69  of 
handle  42,  when  pincher  assembly  is  moved  upwardly 
totheupper  position.  Pivotal  movement  of  pincher  as- 
sembly  60  to  the  lower  position,  frictionally  retains 
ribbon  12  against  abutment  surface  69.  Movement  of 
handle  42  towards  frame  40  causes  ears  50  and  52 
to  move  upwardly,  carrying  roller  56  in  the  same  di- 
rection.  Strap  12,  frictionally  held  between  the  roller 
56  and  abutment  surface  69,  is  consequently  pulled 
upwardly  to  further  tighten  ribbon  12  around  the  body 
portion  which  it  encircles.  As  mentioned  above,  buck- 
le  14  continuously  maintains  the  tension  on  ribbon  12. 
Handle  42  is  then  released  to  return  to  its  open  pos- 
ition  and  the  slack  in  strap  12  is  removed  by  manually 
pulling  the  exposed  end. 

As  in  the  embodiment  of  Figs.  2-5,  the  steps  of 
squeezing  (closing)  and  releasing  (opening)  the  han- 
dle  are  repeated  until  the  sternum  obtains  the  desired 
degree  of  closure,  i.e.  the  maximum  desired  tension- 
ing  force  is  applied  by  the  ribbon  against  the  sternum. 
At  this  point,  further  attempts  to  tighten  ribbon  12  by 
pivoting  handle  42  inwardly  towards  frame  40  will 
cause  roller  56  to  slip  rather  than  maintain  its  grip  on 
the  ribbon.  Consequently,  the  ribbon  will  not  be 
pulled  upwardly  and  hence  the  ribbon  will  not  be  tight- 
ened.  As  noted  above,  excess  ribbon  may  be  cut  by 
any  suitable  means  and  instrument  7  may  then  be  re- 
moved  from  the  wound  closure  element. 

Referring  now  to  Figs.  8-11,  another  alternative 
embodiment  of  the  instrument  for  tightening  an  elon- 
gated  wound  closure  element  is  illustrated.  In  this  em- 
bodiment,  movement  of  the  handle  72  with  respect  to 
the  frame  70  actuates  a  rotatable  gripping  roller 
which  operates  to  pull  the  ribbon  tighter  against  the 
body  portion.  Manual  pulling  of  the  ribbon  by  the  user 
is  eliminated. 

With  particular  reference  to  Figs.  9-11,  instru- 
ment  9  has  a  frame  70,  pivotable  handle  72  mounted 
thereto  and  a  ribbon  driving  mechanism  which  func- 
tions  to  pull  the  ribbon  in  the  direction  of  arrow  F, 

5  shown  in  Fig.  10,  in  response  to  pivotal  movement  of 
handle  72.  Frame  70  also  includes  an  actuating 
mechanism  which  cooperates  with  handle  72  to  ac- 
tuate  the  ribbon  tightening  mechanism  and  a  clamp- 
ing  mechanism  for  retaining  the  ribbon  against  the 

10  driving  mechanism  during  operation  of  the  instru- 
ment. 

Referring  to  Fig.  9,  handle  72  is  mounted  to  frame 
70  via  pin  74  extending  into  cylindrical  holder  77,  as 
shown.  Handle  72  has  a  proximal  lever  portion  78 

15  which  initiates  movement  of  the  actuating  mecha- 
nism  in  response  to  pivotal  movement  of  handle  72  to 
its  closed  position  in  a  direction  towards  frame  70. 
Frame  70  includes  bottom  recess  124  adapted  to  re- 
ceive  buckle  14  of  the  wound  closure  element.  Bot- 

20  torn  roller  122,  positioned  adjacent  to  recess  124,  en- 
gages  a  portion  of  ribbon  12  to  restrict  its  movement 
in  the  instrument  during  tightening. 

The  ribbon  driving  mechanism  includes  roller  84 
which  is  rotatably  mounted  on  a  central  shaft  82,  and 

25  supported  by  bearings  114  and  116.  Preferably,  roller 
84  is  knurled  to  improve  frictional  engagement  with 
ribbon  12.  The  driving  mechanism  further  includes  a 
tension  control  mechanism  to  provide  for  slippage  of 
roller  84  when  the  maximum  tension  around  the  ster- 

30  num  is  achieved  in  order  to  prevent  overtightening  of 
ribbon  1  2  and  possible  snapping  or  tearing  or  damag- 
ing  the  sternum. 

More  specifically,  the  tension  control  mechanism 
is  mounted  on  central  shaft  82  between  the  bearings 

35  of  the  ribbon  driving  mechanism.  The  tension  control 
mechanism  includes  wrap  spring  clutch  120,  bellville 
washers  118  and  119  and  an  adjusting  screw  112. 
Wrap  spring  clutch  120  is  mounted  on  the  hub  85  of 
roller  84  adjacent  to  lower  gear/clutch  plate  86  and  is 

40  provided  to  prevent  reverse  rotation  of  shaft  82,  and 
hence  prevents  slacking  of  the  ribbon.  Clutch  plate  87 
is  positioned  about  central  shaft  82  between  bellville 
washer  118  and  roller  84,  and  adjusting  screw  112  is 
inserted  through  openings  in  bearings  114  and  116 

45  and  through  spring  clutch  120  into  an  axial  opening 
formed  in  central  shaft  82.  The  degree  of  tightening 
of  screw  112  will  effect  the  ease  of  rotation  of  roller 
84  which  can  therefore  set  to  extent  of  tightening  of 
ribbon  12. 

so  The  drive  mechanism  for  actuating  the  ribbon 
tightening  mechanism  comprises  lower  gear/clutch 
plate  86,  middle  gear  90  and  small  gear  94  mounted 
to  upper  wheel  or  roller  clutch  96.  Lower  gear  86  is 
mounted  on  central  shaft  82  and  meshes  with  the 

55  teeth  of  middle  gear  90  to  axially  rotate  shaft  82  in  re- 
sponse  to  rotation  of  needle  gear  90.  Middle  gear  90 
is  rotatably  mounted  on  lower  shaft  88  which  is  con- 
nected  to  an  inside  portion  of  frame  70.  Middle  gear 

5 
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90  is  interposed  between  lower  gear  86  and  small 
gear  94  so  that  rotation  of  small  gear  94  will  cause  ro- 
tation  of  lower  gear  86  in  the  same  direction  at  small 
gear  94.  Small  gear  94  is  positioned  adjacent  to  roller 
clutch  96  and  fixedly  secured  to  rotatable  d-shaft  92 
so  that  the  fixed  point  of  small  gear  94  allows  it  to  ro- 
tate  in  only  one  direction  when  roller  clutch  96  is  ro- 
tated.  Roller  clutch  96  includes  a  one-way  clutch  se- 
cured  to  D-shaft  92  to  limit  rotation  of  small  gear  94 
to  a  single  direction  and  an  arcuate  portion  97  which 
engages  lever  portion  78  of  handle  72.  Consequent- 
ly,  pivotal  rotation  of  handle  72  actuates  roller  clutch 
96  and  will  be  discussed  in  more  detail  below. 

Turning  now  to  the  clamping  mechanism  100  and 
with  continued  reference  to  Fig.  9,  the  clamping 
mechanism  includes  a  clamping  lever  102  movable 
about  pivot  pin  106  between  a  disengaged  position 
spaced  from  roller  84  and  an  engaged  position 
wherein  material  engaging  surface  104  of  clamping 
lever  102  presses  the  ribbon  against  roller  84  to  help 
retain  it  in  position  during  operation  of  the  instrument. 
As  shown,  pivot  pin  106  is  inserted  through  an  open- 
ing  in  clamping  lever  102,  extends  into  cylindrical  re- 
tainer  105  and  is  mounted  to  the  inner  portion  of  the 
frame  70  to  secure  lever  102  to  frame  70.  Actuation 
knob  103  protrudes  through  an  outer  surface  of  the 
instrument,  as  shown  in  Fig.  10,  providing  the  user 
with  easy  access  thereto.  Knob  103  is  movable  be- 
tween  inner  and  outer  positions  as  shown  by  arrow  G 
in  Fig.  1  0,  to  move  engaging  surface  1  04  of  lever  1  02 
between  its  engaged  and  disengaged  positions. 

Turning  now  to  the  operation  of  instrument  9,  and 
more  particularly  to  Fig.  10,  one  end  of  ribbon  12  is 
routed  through  bottom  recess  124  of  frame  70, 
around  bottom  roller  122  and  roller  84.  The  instru- 
ment  9  is  then  placed  over  buckle  14,  shown  in  Fig. 
9,  in  a  similar  manner,  as  described  in  the  embodi- 
ments  of  Figs.  2  and  6.  Latch  103  is  pressed  inwardly 
to  bias  engaging  surface  lever  102  against  ribbon  12 
to  help  retain  it  against  roller  84  and  readjust  the  in- 
strument  for  use. 

To  tighten  the  ribbon  around  the  body  portion, 
e.g.  the  sternum,  handle  72  is  pivoted  inwardly,  in  the 
direction  of  arrow  H,  towards  frame  70  to  its  closed 
position,  causing  lever  78  to  move  in  the  direction  of 
arrow  J,  as  shown  in  Fig.  10.  This  results  in  counter- 
clockwise  rotation,  shown  by  arrow  K,  of  roller  clutch 
96  through  the  one-way  clutch  (secured  within  roller 
clutch  96,  as  noted  above),  driving  shaft  92  and  fixed 
small  gear  94.  Counterclockwise  rotation  of  small 
gear  94  causes  rotation  of  middle  gear  90  in  the  op- 
posite  direction,  shown  by  arrow  M,  consequently 
causing  counterclockwise  rotation  of  meshed  lower 
gear  86,  as  shown  by  arrow  R.  Rotation  of  lower  gear 
86  rotates  central  shaft  82,  causing  roller  84  to  be  fric- 
tionally  driven  by  clutch  plate  87  and  lower 
gear/clutch  plate  86  mounted  on  shaft  82  adjacent  to 
roller  84  to  rotate  in  the  same  counterclockwise  direc- 

tion.  As  roller  84  rotates,  it  pulls  ribbon  12  in  the  di- 
rection  of  arrow  F.  The  knurled  surface  of  the  roller 
84  helps  to  prevent  slippage  of  ribbon  12  which  might 
otherwise  occur  if  the  roller  84  had  a  smooth  surface. 

5  Bottom  roller  122  facilitates  upward  sliding  of  ribbon 
1  2  and  further  restrains  ribbon  12  from  moving  trans- 
versely  within  the  instrument. 

Return  of  handle  72  to  its  normal  outer  position, 
causes  upper  gear  96  by  way  of  the  one-way  clutch 

10  of  roller  clutch  96  secured  to  shaft  92  to  rotate  clock- 
wise  to  return  to  its  original  position.  During  this  re- 
turn  stroke,  small  gear  94  remains  stationary  due  to 
its  fixed  point  which  permits  rotation  in  only  one  di- 
rection  and  therefore  middle  gear  90,  lower  gear  86, 

15  and  roller  84  also  remain  in  their  position  due  to  wrap 
spring  clutch  120  engaging  onto  hub  of  roller  84  there- 
by  maintaining  strap  12  in  its  tighter  position.  Repe- 
tition  of  the  above  steps  (i.e.:  squeezing  of  handle  72 
towards  frame  70  and  release  of  handle  72)  is  contin- 

20  ued  until  the  strap  is  tightened  to  the  desired  level. 
Note  that  the  desired  degree  of  tightening  is  set  prior 
to  operation  of  the  instrument  by  adjustment  of  screw 
1  12  adjusting  the  compressive  force  of  bellville  wash- 
ers  118.  Thus,  sufficient  tensioning  is  automatically 

25  accounted  for  and  overtightening  of  the  strap  is  pre- 
vented  when  the  predetermined  tension  is  achieved. 
Further  squeezing  of  handle  72  will  prevent  roller  84 
from  rotating,  due  to  clutch  plate  87  and  lower 
gear/clutch  plate  86  that  is  driven  by  shaft  82,  which 

30  slip  on  the  frictional  surfaces  of  roller  84  thereby  pre- 
venting  overtightening  and  possible  strap  breakage. 

The  claims  which  follow  identify  embodiments  of 
the  invention  additional  to  the  embodiments  descri- 
bed  in  detail  above. 

35 

Claims 

1.  An  apparatus  for  tightening  a  length  of  wound 
40  closure  material  comprising: 

a  first  handle; 
a  second  handle  pivotably  attached  to  said 

first  handle  for  movement  between  an  open  and 
closed  position, 

45  means  for  retaining  a  portion  of  the  wound 
closure  material  in  the  apparatus,  said  retaining 
means  movable  in  response  to  movement  of  said 
second  handle  to  pull  and  thereby  tighten  the 
wound  closure  material. 

50 
2.  An  apparatus  as  recited  in  claim  1,  wherein  said 

second  handle  is  spaced  apart  from  said  first 
handle  in  said  open  position  and  movement  of 
said  second  handle  towards  said  first  handle  to 

55  said  closed  position  tightens  the  wound  closure 
material,  and/or  with  a  knurled  member  of  the  re- 
taining  means  pivotable  between  receiving  posi- 
tion  to  allow  initial  introduction  of  the  wound  clo- 
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sure  material  and  a  binding  position  to  engage 
the  wound  closure  material. 

3.  An  apparatus  as  recited  in  claim  2,  wherein  said 
knurled  member  is  a  roller  positioned  adjacent  a 
protruding  end  of  said  second  handle  to  allow  at 
least  a  portion  of  the  wound  closure  material  to 
be  held  therebetween. 

4.  An  apparatus  as  recited  in  claim  3,  wherein  said 
knurled  roller  is  attached  to  said  first  handle, 
wherein  said  retaining  means  further  comprises 
means  for  rotating  said  knurled  roller  to  tighten 
the  wound  closure  material,  said  rotating  means 
comprising  at  least  one  gear  positioned  between 
said  second  handle  and  said  roller,  said  at  least 
one  gear  rotating  in  response  to  movement  of 
said  second  handle. 

5.  An  apparatus  as  recited  in  claim  4,  further  com- 
prising  a  clamping  lever  movable  from  a  first  pos- 
ition  spaced  apart  from  said  roller  to  a  second 
position  to  hold  the  wound  closure  material 
against  said  roller. 

6.  An  apparatus  as  recited  in  claim  3,  4  or  5,  wherein 
movement  of  said  second  handle  lifts  the  entire 
roller  upwardly,  said  roller  remaining  substantial- 
ly  stationary  on  its  axis. 

7.  An  apparatus  as  recited  in  claim  3,  4,  5  or  6, 
wherein  movement  of  said  second  handle  causes 
axial  rotation  of  said  roller. 

8.  An  apparatus  as  recited  in  any  one  of  claims  3  to 
7,  further  comprising  adjustable  spring  means 
mounted  adjacent  the  roller  to  adjust  an  axial 
force  exerted  on  said  roller  to  control  the  tighten- 
ing  of  the  wound  closure  element. 

9.  An  apparatus  as  recited  in  any  one  of  the  preced- 
ing  claims,  wherein  said  retaining  means  com- 
prises  roller  means  for  pulling  the  wound  closure 
material  and  means  disposed  between  said  sec- 
ond  handle  and  said  roller  means  to  rotate  said 
roller  means  in  a  first  direction  in  response  to 
movement  of  said  second  handle  to  pull  and 
thereby  tighten  the  wound  closure  material. 

10.  An  apparatus  as  recited  in  claim  9,  wherein  said 
rotating  means  further  comprises  second  and 
third  gears  interposed  between  said  at  least  one 
gear  and  said  second  handle  to  drive  said  shaft. 

11.  An  apparatus  as  recited  in  claim  9  or  10,  wherein 
movement  of  said  second  handle  towards  said 
first  handle  tightens  the  wound  closure  material, 
wherein  said  roller  means  remains  fixed  when 

said  second  handle  is  moved  away  from  said  first 
handle  to  its  open  position. 

12.  An  apparatus  as  recited  in  any  one  of  the  preced- 
5  ing  claims  and  including  restricting  means  which 

comprises  a  clutch  mechanism. 

13.  An  apparatus  as  recited  in  any  one  of  the  preced- 
ing  claims,  further  comprising  means  to  automat- 

ic  ically  regulate  tensioning  of  the  wound  closure 
materials,  said  regulating  means  comprising  an 
adjustable  clutch  mechanism  applying  an  axial 
force  against  said  roller  means  to  regulate  axial 
rotation  thereof. 

15 
14.  An  apparatus  as  recited  in  any  one  of  the  preced- 

ing  claims,  further  comprising: 
means  for  advancing  the  wound  closure 

material  through  the  instrument,  said  advancing 
20  means  comprising  gear  means  actuated  by 

movement  of  said  second  handle. 

15.  An  apparatus  as  recited  in  claim  14,  wherein  said 
advancing  means  comprises  a  shaft  and  a  roller 

25  mounted  to  said  shaft  for  axial  rotation  thereon 
upon  movement  of  said  second  handle  towards 
said  first  handle. 

16.  An  apparatus  as  recited  in  claim  14,  wherein  said 
30  roller  remains  stationary  upon  movement  of  said 

second  handle  away  from  said  first  handle. 

17.  An  apparatus  as  recited  in  any  one  of  the  preced- 
ing  claims,  further  comprising  a  recess  formed  in 

35  the  bottom  portion  of  said  first  handle  to  receive 
a  plate  attached  to  the  wound  closure  material  . 

40 
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