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0   Variable-length  data  alignment  apparatus  for  digital  video  data. 

0   A  variable-length  data  alignment  apparatus  re- 
ceives  header  data  (MHD)  and  blocks  (B1-B6)  from 
different  sources,  forms  a  header  (MH)  based  on  the 
received  header  data  (MHD)  and  outputs  the  header 
(MH)  followed  by  blocks  (B1-B6).  The  variable-length 
data  alignment  apparatus  has  a  RAM  (4)  for  storing 
the  header  data  (MHD),  and  a  buffer  (3)  for  storing 

Fig.  1 a  
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the  blocks  (B1-B6).  A  processor  (5)  produces  a 
plurality  of  commands  (C1-C4)  and  processes  the 
header  data  (MHD)  from  said  first  memory  means 
(4).  The  commands  are  prosecuted  in  multiplexer  (8) 
and  bit  stream  coder  (9)  to  form  header  (MH)  and  to 
append  said  blocks  (B1-B6)  from  said  first  memory 
means  (4)  after  said  header  (MH). 
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BACKGROUND  OF  THE  INVENTION 

1.  Field  of  the  Invention 

The  present  invention  relates  to  a  variable- 
length  data  alignment  apparatus  for  generating  a 
bit  sequence  data  used  in  a  digital  video  encoder. 

2.  Description  of  the  prior  art 

In  digital  video  coding,  the  video  signal  is  com- 
pressed  and  transferred  as  a  bit  stream  of  a  spe- 
cific  syntax  conforming  to,  for  example,  Recom- 
mendation  H.261  ("Video  Codec  for  Audiovisual 
Service  at  p  x  64  kbit/s",  a  CCITT  Subgroup  XV 
Document  in  Report  R37  of  Study  Group  XV  of  the 
International  Telegraph  and  Telephone  Consultative 
Committee,  August  1990)  or  MPEG-1  (ISO  MPEG 
Document  "CD  11172  -  Coding  of  Moving  Pictures 
and  Associated  Audio  for  Digital  Storage  Media  at 
up  to  about  1.5  Mbps"  based  on  ISO- 
IEC/JTCI/SC2/WG8,  International  Organization  for 
Standardization,  1992).  In  these  coders,  coding  al- 
gorithms  resulting  in  data  loss  based  on  a  discrete 
cosine  transformation  (DCT)  precede  lossless  en- 
coders  based  on  variable  length  coding  and  bit 
stream  syntax  formatting.  The  input  to  a  loss-free 
coder  (known  as  a  variable  length  coder  or  VLC) 
typically  comprises  the  transform  coefficient  for  a 
macro-block  of  video  data  (16  x  16  in  MPEG-1), 
secondary  data  related  to  the  macro-block  (macro- 
block  type,  movement  vectors,  etc.  in  MPEG-1), 
and  secondary  data  of  the  header  corresponding  to 
a  slice,  picture,  or  more  fragmented  part  of  the 
coded  video  data. 

One  function  of  the  variable  length  coder  is  to 
convert  the  fixed-length  input  data  to  variable 
length  data.  This  can  be  achieved,  for  example,  by 
run  level  coding  the  AC  transform  coefficient,  and 
entropy  coding  various  run  level  combinations.  VLC 
can  execute  entropy  coding  of  plural  secondary 
data.  Another  VLC  function  is  to  format  (reorder) 
the  data  to  match  the  output  bit  stream  syntax. 
Delta  modulation  and  other  additional  coding  can 
also  be  applied  to  a  number  of  signals  (e.g.,  DC 
coefficient  and  motion  vectors  in  MPEG-1). 

Existing  loss-free  coders  support  a  subset  of 
the  existing  standards  so  that  there  is  no  possibility 
of  changing  the  bit  stream  syntax.  An  example  of 
such  an  apparatus  is  LSI  Logic  L64750  (see  LSI 
Logic  Integrated  Circuit  Data  Sheet  L645750/51, 
"CCITT  Variable  Length  Coder/Decoder,"  April 
1991,  Order  Number  44023),  which  only  supports 
the  H.261  bit  stream  syntax. 

A  versatile  VLC,  however,  should  support  both 
existing  standards  (such  as  H.261  and  MPEG-1) 
and  new  extensions  to  existing  standards,  including 
MPEG-2  proposed  by  Matsushita  Electric  Industrial 

Co.,  Ltd.  in  the  ISO  WG11  Document  "Matsushita 
Proposal  Description  for  MPEG-II"  based  on 
ISO/IEC-JTC1/SC29/WG11,  MPEG91/217,  Interna- 
tional  Organization  for  Standardization,  1991.  There 

5  are,  however,  several  problems  that  must  be  over- 
come  in  realizing  such  a  versatile  VLC. 

1.  Formatting  is,  in  general,  extremely  complex, 
affected  by  the  bit  stream  syntax  and  coding 
algorithm  and  by  the  characteristics  of  the  cod- 

io  ing  data. 
2.  Data  throughput  is  extremely  high.  In  the  case 
of  wide  screen  television  sampled  at  4:1:1,  each 
macro-block  must  be  coded  in  15  micro- 
seconds.  The  input  rate  of  fixed  length  data  to 

75  the  VLC  exceeds  27  MHz  in  this  case. 
3.  The  VLC  must  be  modular.  Formatting  bit 
stream  syntaxes  that  are  unlikely  to  change  can 
be  achieved  by  a  dedicated  logic  circuit  of  mini- 
mum  size.  The  aspects  of  the  bitstream  which 

20  are  not  likely  to  change  should  be  implemented 
with  minimum  size  dedicated  logic.  The  aspects 
of  the  syntax  which  are  likely  to  change  should 
be  implemented  by  versatile  programmable 
hardware. 

25 
SUMMARY  OF  THE  INVENTION 

Therefore,  the  object  of  the  present  invention  is 
to  provide  a  digital  video  variable-length  coder  that 

30  supports  an  extremely  high  throughput  rate,  is 
modular,  and  the  logic  design  of  which  is  un- 
affected  by  syntax  changes. 

More  specifically,  one  object  of  the  present 
invention  is  to  develop  a  VLC  in  which  changes  to 

35  the  syntax  do  not  affect  the  logical  design  of  the 
coder.  This  is  necessary  for  hardware  to  support 
ISO  MPEG-2,  ATV  in  the  United  States,  and  other 
future  standards  currently  being  developed. 

Another  object  of  the  invention  is  to  support 
40  extremely  high  data  throughput  rates  while  simulta- 

neously  enabling  a  programmable  VLC  to  format 
the  macro-blocks. 

Yet  another  object  of  the  invention  is  to  provide 
a  versatile,  modular  VLC  that  uses  a  fixed  logic 

45  circuit  for  the  aspects  of  syntaxes  which  will  not 
change,  and  uses  programmable  hardware  for  the 
aspects  of  syntaxes  that  have  a  high  probability  of 
being  changed. 

To  achieve  these  and  other  objects,  a  variable- 
50  length  data  alignment  apparatus  according  to  the 

present  invention  comprises  a  programmable  syn- 
tax  coder  for  specifying  the  data  content  and  syn- 
tax  of  the  output  bit  sequence,  and  outputting  the 
syntax  and  data  command,  and  a  syntax-free  coder 

55  for  outputting  the  output  bit  sequence  based  on  the 
syntax  and  data  command,  and  is  characterized  by 
being  able  to  program  the  data  content  and  syntax 
order  of  the  output  bit  sequence. 

2 
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For  example,  to  support  the  many  existing  bit 
stream  syntaxes  and  future  bit  stream  syntax  im- 
provements  in  the  same  hardware  logic  circuits,  it 
is  necessary  to  format  the  output  bit  stream  data 
syntax  using  a  programmable  processor. 

To  achieve  the  extremely  high  data  throughput 
rate  required  for  digital  video  coders,  coefficients 
are  processed  in  blocks  by  the  programmable  pro- 
cessor  rather  than  one  by  one  individually.  Be- 
cause  the  coefficients  bypass  the  programmable 
processor  using  a  coefficient  buffer,  the  program- 
mable  processor  does  not  directly  contribute  to  the 
time-consuming  transfer  of  coefficient  data.  In  addi- 
tion,  functions  such  as  variable  length  coding  using 
look-up  tables  and  linking  bit  sequences  of  data 
code  words  that  are  very  difficult  to  achieve  in  a 
programmable  processor  architecture  can  be 
achieved  by  means  of  fixed  logic  circuits. 

Modularity  can  be  achieved  by  using  a  prog- 
rammable  processor  for  the  syntax  coder  and  fixed 
logic  circuits  for  the  syntax-free  coder  that  simply 
executes  commands  from  the  syntax  coder.  Even 
the  most  obvious  changes  in  syntax  will  have  no 
effect  on  the  syntax-free  coder  logic  circuit. 

The  syntax  coder  of  the  present  invention  out- 
puts  a  programmable  syntax  and  data  command 
for  specifying  the  data  content  and  syntax  of  the 
output  bit  sequence,  and  the  syntax-free  coder  of 
the  invention  outputs  the  output  bit  sequence 
based  on  the  syntax  and  data  command. 

For  example,  the  secondary  information  of  the 
macro-block  is  transferred  and  processed  by  the 
programmable  processor  simultaneously  to  the 
time-consuming  transfer  of  coded  video  coeffi- 
cients  to  the  coefficient  buffer.  The  secondary  data 
is  transferred  to  the  syntax-free  coder  in  the  bit 
stream  syntax  using  a  command  specifying  wheth- 
er  or  not  the  data  is  to  be  variable  length  coded 
before  inclusion  in  the  bit  stream,  and  how  the  data 
is  to  be  formatted  in  the  bit  stream.  The  coefficient 
block  is  transferred  to  the  syntax-free  coder  ac- 
cording  to  a  command  output  from  the  program- 
mable  processor.  Higher  level  syntax  header  in- 
formation  is  included  in  the  bit  stream  by  sending 
the  data  to  the  syntax-free  coder.  This  data  can 
optionally  bypass  the  processor.  The  feedback  pa- 
rameters  are  determined  by  the  syntax-free  coder 
to  control  the  bit  transfer  rate  of  the  coded  video 
bit  stream.  For  example,  it  is  possible  to  specify  to 
what  extent  the  coding  parameters  should  be 
changed  in  order  to  increase  or  decrease  the  out- 
put  bit  transfer  rate  using  the  number  of  bits  used 
for  video  signal  coding. 

The  bit  stream  format  can  be  programmatically 
determined.  The  programmable  processor  is  de- 
signed  to  process  the  secondary  data  during  the 
coefficient  data  transfer,  simultaneously  obtaining  a 
high  data  throughput  rate  by  using  a  high  speed 

fixed  logic  syntax-free  coder  that  only  processes 
commands  from  the  syntax  coder.  The  fixed  logic 
circuit  of  the  syntax-free  coder  executes  the  func- 
tions  required  for  syntax  formatting  least  likely  to 

5  change  while  the  syntax  coder  executes  the  func- 
tions  that  are  most  likely  to  change  using  the 
programmable  processor. 

BRIEF  DESCRIPTION  OF  THE  DRAWINGS 
10 

The  present  invention  will  become  more  fully 
understood  from  the  detailed  description  given  be- 
low  and  the  accompanying  diagrams  wherein: 

Fig.  1a  is  a  block  diagram  of  a  variable-length 
is  data  alignment  apparatus  according  to  a  pre- 

ferred  embodiment  of  the  present  invention, 
Fig.  1b  is  a  diagrammatic  view  showing  slice 
and  macro-block  in  one  frame, 
Fig.  1c  is  a  diagrammatic  view  showing  data 

20  arrangements  before  and  after  the  variable- 
length  data  alignment  apparatus, 
Figs.  2a-2d  are  diagrams  showing  the  syntax 
and  data  command  format  of  data  used  in  the 
preferred  embodiment, 

25  Fig.  3  is  a  timing  chart  showing  macro-blocks  n 
and  n-1  following  the  header  in  the  preferred 
embodiment, 
Fig.  4  is  a  flow  chart  showing  the  functions  of 
the  programmable  processor  in  the  preferred 

30  embodiment,  and 
Fig.  5  is  a  diagram  showing  specific  alignment 
of  commands  used  in  the  programmable  pro- 
cessor. 

35  DESCRIPTION  OF  PREFERRED  EMBODIMENTS 

The  variable-length  data  alignment  apparatus 
100  according  to  a  preferred  embodiment  of  the 
present  invention  is  described  hereinbelow  with 

40  reference  to  the  accompanying  figures,  of  which 
Fig.  1a  is  a  block  diagram  of  the  preferred  embodi- 
ment,  which  has  input  terminals  10,  11  and  12,  and 
output  terminals  13  and  16. 

Before  the  description  of  the  detail  of  the  dia- 
45  gram  of  Fig.  1a  proceeds,  the  data  applied  to  the 

input  terminals  10,  11  and  12  and  the  data  pro- 
duced  from  the  output  terminal  13  are  explained  in 
connection  with  Figs.  1b  and  1c. 

The  digital  video  data  is  converted  to  a  pre- 
50  determined  format  by  a  discrete  cosine  transforma- 

tion  (DCT)  operation  to  reduce  the  amount  of  digital 
video  data  and  to  produce  a  number  of  words  of 
data,  one  word  carrying  one  coefficient.  For  this 
purpose,  as  shown  in  Fig.  1b,  the  digital  video  data 

55  of  one  frame  is  divided  into  a  plurality  of,  such  as 
15,  horizontal  sections,  called  slices.  Each  slice  is 
further  divided  into  a  plurality  of,  such  as  22, 
macro-blocks.  The  DCT  operation  is  carried  out  by 

3 
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the  unit  of  1/4  macro-block,  and  the  result  of  the 
DCT  operation  of  one  macro-block  produces,  e.g., 
six  blocks  B1-B6  of  bit  sequence  data,  as  dia- 
grammatically  shown  in  Fig.  1c.  Of  the  six  blocks, 
blocks  B1-B4  carry  luminance  data  and  blocks  B5 
and  B6  carry  color  difference  data  R-Y  and  B-Y. 
Each  block  contains  64  words,  i.e.,  64  coefficients. 
The  blocks  B1-B6  are  generated  after  one  macro- 
block  DCT  operation  and  are  applied  to  terminal  10 
of  the  variable  length  data  alignment  apparatus 
100. 

During  the  generation  of  the  blocks  B1-B6  re- 
peatedly,  a  secondary  data  generator  HDG  gen- 
erates  secondary  data,  such  as  macro-block  head- 
er  data  MHD,  slice  header  data  SHD  and  frame 
header  data  FHD.  In  the  present  embodiment,  for 
the  purpose  of  description  only,  it  is  assumed  that 
macro-block  header  data  MHD  includes  macro- 
block  position  data,  a  look-up  table  number  data,  a 
look-up  table  address  data,  and  a  macro-block  pat- 
tern  data.  The  look-up  table  number  data  and  a 
look-up  table  address  data  are  used  for  obtaining  a 
variable  length  code  (VLC)  of  a  macroblock  type. 
The  macro-block  header  data  MHD  is  generated 
after  the  generation  of  every  six  blocks  B1-B6;  the 
slice  header  data  SHD  is  generated  after  the  gen- 
eration  of  every  132  blocks  (6x22  =  132);  and  the 
frame  header  data  FHD  is  generated  after  the  gen- 
eration  of  every  1980  blocks  (6x22x15  =  1980). 
The  macro-block  header  data  MHD  is  applied  to 
terminal  11  of  the  variable  length  data  alignment 
apparatus  100,  and  the  slice  header  data  SHD  and 
the  frame  header  data  FHD  are  applied  to  terminal 
12  of  the  same. 

In  the  variable  length  data  alignment  apparatus 
100,  the  six  blocks  B1-B6  from  one  macro-block 
are  aligned  serially;  a  macro-block  header  MH, 
formed  by  the  use  of  the  macro-block  header  data 
MHD,  is  inserted  in  front  of  each  group  of  six 
blocks  B1-B6  defining  a  macro-block;  a  slice  head- 
er  SH,  formed  by  the  use  of  the  slice  header  data 
SHD,  is  inserted  in  front  of  every  132  blocks, 
defining  a  slice;  and  a  frame  header  FH,  formed  by 
the  use  of  the  frame  header  data  FHD,  is  inserted 
in  front  of  every  1980  blocks,  defining  a  frame. 

Referring  back  to  Fig.  1a,  the  variable  length 
data  alignment  apparatus  100  comprises  a  syntax 
coder  1  and  a  syntax-free  coder  2  connected  to  the 
syntax  coder  1  . 

The  syntax  coder  1  comprises  a  coefficient 
buffer  3  in  which  the  blocks  B1-B6  are  temporarily 
stored,  a  macro-block  header  data  RAM  4,  a  prog- 
rammable  processor  5,  a  selector  6,  a  command 
buffer  7,  and  a  multiplexing  logic  circuit  8. 

The  programmable  syntax  coder  1  supports  a 
hierarchical  syntax  as  defined  in  the  above  descrip- 
tion  for  video  signal  coding.  The  syntax  coder  1 
has  three  input  terminals  10,  11  and  12,  to  which 

the  supplied  data  are:  coefficient  data;  macro-block 
header  data  MHD;  and  higher  level  header  data, 
such  as  slice  header  data  SHD  and  frame  header 
data  FHD.  The  higher  level  header  bypass  data  can 

5  be  input  to  the  programmable  processor  5,  or  can 
be  input  directly  to  the  command  buffer  7  bypass- 
ing  the  programmable  processor  5,  as  shown  in 
Fig.  1a.  The  header  data  can  thus  be  multiplexed 
with  other  data  before  being  input  to  the  syntax- 

w  free  VLC. 
The  macro-block  header  data  RAM  4  is  pre- 

viously  divided  into  a  number  of  rooms  for  tem- 
porarily  storing  various  data.  According  to  the 
above  example,  RAM  4  receives  data  from  the 

is  input  terminal  1  1  and  has  four  rooms  for  separately 
storing  the  received  four  different  data,  which  are 
the  macro-block  position  data,  the  look-up  table 
number  data,  the  look-up  table  address  data,  and 
the  macro-block  pattern  data.  The  coefficient  buffer 

20  3  and  command  buffer  7  may  use  a  FIFO  (first-in, 
first-out)  design  but  are  not  limited  thereto.  The 
programmable  processor  5  may  similarly  be  a 
microprocessor  or  digital  signal  processor  (DSP), 
but  is  not  limited  thereto. 

25  The  selector  6  is  so  arranged  that  whenever  a 
slice  header  data  SHD  or  a  frame  header  data  FHD 
is  applied  from  terminal  12,  selector  6  closes  the 
line  from  processor  5  and  transmits  the  header 
data  SHD  or  FHD  to  buffer  7  and  further  to  mul- 

30  tiplexer  8.  When  a  slice  header  data  SHD  or  a 
frame  header  data  FHD  is  applied  to  terminal  12, 
an  ID  data  indicative  of  the  header  data  SHD  or 
FHD  is  applied  to  processor  5  through  line  18. 
Thus,  the  processor  5  may  start  a  new  routine  for 

35  processing  data  in  a  new  slice  or  in  a  new  frame. 
The  multiplexing  logic  circuit  8  selects  either 

the  words  (coefficients)  from  line  14  or  the  data 
command  from  line  15.  The  multiplexing  logic  cir- 
cuit  8  has  a  counter  8a  for  counting  the  number  of 

40  words  (coefficients)  that  has  past  through  the  mul- 
tiplexing  logic  circuit  8  from  line  14.  Also,  the 
multiplexing  logic  circuit  8  cuts  off  the  already  used 
command  data  from  line  15,  in  a  manner  which  will 
be  described  later. 

45  The  syntax-free  coder  2  comprises  a  bit  stream 
coder  9  including  a  plurality  of,  such  as  three,  look- 
up  tables  9a,  9b  and  9c  and  a  parallel-serial  con- 
verter  9d.  The  bit  stream  coder  9  processes  the 
commands  and  data,  and  outputs  the  coded  data 

50  bit  stream  through  terminal  13  and  also  outputs 
rate  control  parameters  through  terminal  16.  The 
rate  control  parameters  1  6  can  also  be  sent  back  to 
the  syntax  coder  1  . 

While  the  coefficient  data  10  is  being  input  to 
55  the  coefficient  buffer  3,  the  programmable  proces- 

sor  5  begins  processing  the  macro-block  header 
data  1  1  and  outputs  the  syntax  and  data  command 
to  the  command  buffer  7  through  the  selector  6. 

4 
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The  syntax  and  commands  used  in  this  embodi- 
ment  are  shown  in  Figs.  2a,  2b,  2c  and  2d. 

Referring  to  Fig.  2a,  a  bypass  command  C1  is 
shown  for  carrying  a  variable  length  code.  Com- 
mand  C1  ,  as  well  as  other  commands,  has  a  total 
length  of  16  bits.  In  bypass  command  C1,  the  most 
significant  bit  b15  carries  an  identification  bit  (1) 
indicating  bypass  command  C1;  the  eleven  least 
significant  bits  b10-b0  are  for  "FIX  bypass"  com- 
mand,  and  are  used  for  carrying  a  variable  length 
code  filled  in  from  the  least  significant  bit  position; 
and  the  four  mid  bits  b14-b11  is  used  for  carrying 
code  length  data  indicative  of  the  length  of  the 
variable  length  code  carried  in  some  or  all  of  the 
bits  b0-b10. 

Referring  to  Fig.  2b,  a  VLC  command  C2  is 
shown  for  carrying  data  related  to  a  look-up  table. 
In  VLC  command  C2,  the  most  significant  two  bits 
b15-b14  carry  an  identification  bit  (01)  indicating 
VLC  command  C2;  the  next  three  bits  b13-b11  are 
used  for  carrying  the  look-up  table  number  for 
designating  one  of  the  three  look-up  tables  9a,  9b 
and  9c;  and  the  remaining  eleven  bits  b10-b0  are 
used  for  carrying  the  look-up  table  address. 

Referring  to  Fig.  2c,  a  start/stop  command  C3 
is  shown  for  carrying  data  for  controlling  start  and 
stop  of  the  block  data  transmission  through  mul- 
tiplexer  8.  In  start/stop  command  C3,  the  most 
significant  three  bits  b15-b13  carry  an  identification 
bit  (001)  indicating  start/stop  command  C3;  the 
next  bit  b12  is  an  alignment  flag  "AL"  for  aligning 
the  byte  boundary  and  the  next  bit  sequence  in  the 
bit  stream;  the  next  two  bits  b11  and  b10  are  start 
and  stop  flags  "BS"  and  "BE"  indicating  the  start 
and  end  of  the  coefficient  block,  respectively.  The 
remaining  bits  b9-b0  are  any  arbitrary  bits  provided 
merely  to  occupy  the  empty  space. 

Referring  to  Fig.  2d,  a  counter  command  C4  is 
shown  for  carrying  data  for  controlling  counter  8a 
provided  in  the  multiplexer  8.  In  counter  command 
C4,  the  most  significant  three  bits  b15-b13  carry  an 
identification  bit  (000)  indicating  counter  command 
C4;  the  next  bit  b12  is  a  flag  "FS"  for  start  select- 
ing  the  words  (coefficients)  from  buffer  3;  the  next 
bit  b11  is  a  flag  "DU"  for  indicating  the  dumping  of 
the  words;  and  the  bits  b8-b0  are  for  carrying 
number  of  words  (coefficients)  in  one  block.  Ac- 
cording  to  the  above  example,  there  are  64  words 
(coefficients)  in  one  block,  so  bits  b8-b0  carry  a 
number  "64". 

The  coefficient  block  is  processed,  for  exam- 
ple,  by  converting  to  a  run  level  for  variable  length 
coding  according  to  the  syntax  specifications  of 
MPEG-1  and  H.261.  It  should  be  noted  that  the 
sequence  of  the  data  commands  input  to  the  bit 
stream  coder  9  is  the  same  as  the  sequence  of  the 
bit  stream  syntax. 

It  should  be  noted  that  the  commands  shown  in 
Fig.  2  are  limited  only  by  this  embodiment,  and  are 
not  limited  by  the  present  invention.  Other  com- 
mands  that  may  be  required  by  the  preferred  bit 

5  stream  syntax  or  coder  functionality  can  be  in- 
cluded  in  this  format.  In  addition,  the  content  of 
each  command  can  be  changed  to  comply  with 
various  conditions.  For  example,  a  look-up  table 
(LUT)  is  used  in  this  embodiment  for  conversion  to 

io  the  variable  length  code  corresponding  to  the  fixed 
length  data.  This  is  accomplished  by  using  the 
address  determined  by  the  programmable  proces- 
sor  5  to  access  the  look-up  table.  Note  that  this 
approach  is  not  a  condition  of  the  present  inven- 

15  tion. 
In  this  embodiment,  the  multiplexing  logic  cir- 

cuit  8  must  handle  time-based  multiplexing  of  the 
coefficient  data  and  the  syntax  and  data  command 
to  output  commands  and  data  to  the  bit  stream 

20  coder  9  (via  line  17)  in  the  bit  stream  output 
sequence  specified  by  the  syntax  and  data  com- 
mand.  Commands  that  do  not  match  the  "coeffi- 
cient"  command  pass  through  the  multiplexing  log- 
ic  circuit  8  and  are  input  to  the  bit  stream  coder  9. 

25  If  not,  the  number  of  coefficients  specified  by  the 
command  are  input  to  the  bit  stream  coder  9  or  are 
deleted/ignored  (as  are  "uncoded"  coefficient 
blocks  in  MPEG-1).  The  header  data  and  coeffi- 
cient  data  are  combined  in  the  sequence  specified 

30  by  the  syntax  through  these  commands.  Because 
the  command  sequence  is  controlled  by  the  micro- 
processor,  the  bit  stream  syntax  can  be  pro- 
grammed. 

It  is  to  be  noted  that  the  multiplexing  logic 
35  circuit  8  of  this  embodiment  is  specific  to  this 

embodiment,  but  the  present  invention  shall  not  be 
limited  thereto.  It  is  not  necessary  for  the  multiplex- 
ing  logic  circuit  8  to  be  comprised  as  described 
above.  For  example,  the  multiplexing  logic  circuit  8 

40  can  be  provided  internally  to  the  bit  stream  coder 
9.  In  this  case,  the  bit  stream  coder  9  processes 
the  commands,  and  directly  reads  the  coefficients 
specified  by  the  commands. 

Fig.  3  is  a  time  chart  of  this  embodiment 
45  showing  the  timing  for  macro-blocks  n  and  n-1. 

The  programmable  processor  5  begins  macro- 
block  processing  immediately  after  all  macro-block 
header  data,  such  as  macro-block  position  data, 
look-up  table  number  data,  look-up  table  address 

50  data,  and  macro-block  pattern  data  are  stored  in 
the  macro-block  header  data  RAM  4  before  all 
coefficient  data  is  transferred  to  the  coefficient  buff- 
er  3.  Output  of  the  syntax  and  data  command 
occurs  during  macro-block  processing.  When  the 

55  syntax-free  coder  2  becomes  usable,  it  immedi- 
ately  reads  the  commands  and  begins  processing. 
The  output  bit  stream  corresponding  to  the  com- 
mand  is  output  after  a  short  processing  delay  af- 

5 
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fected  by  syntax-free  coder  2  operation.  The  head- 
er  information  is  output  as  a  bit  stream  to  the 
syntax-free  coder  2  at  an  interval  determined  by 
the  bit  stream  syntax.  The  sequence  of  the  coeffi- 
cient  data  input  to  the  coefficient  buffer  3  must  be 
the  sequence  required  by  the  output  bit  stream 
syntax,  though  the  specific  sequence  itself  is  not 
important. 

Fig.  4  is  a  flow  chart  of  programmable  proces- 
sor  5  operation.  When  macro-block  header  data  is 
received,  the  programmable  processor  5  begins 
processing  and  formatting  the  syntax  and  data 
command,  and  starts  outputting  to  the  command 
buffer  7.  Processing  is  executed  according  to  the 
syntax.  In  the  case  of  MPEG-1,  for  example,  move- 
ment  vector  differentiation  and  skip  macro-block 
evaluation  can  be  included  in  the  processing  op- 
eration,  but  the  invention  shall  not  be  so  limited. 
Command  formatting  includes  rearranging  the  data 
forming  the  macro-block  to  the  syntax  order,  speci- 
fying  what  data  is  in  a  fixed  length  bit  sequence,  is 
a  variable  length  bit  sequence  that  must  be  vari- 
able  length  coded  before  insertion  to  the  bit 
stream,  or  is  coefficient  data  to  be  processed  as  a 
block.  When  the  header  data  must  follow  the  data 
forming  the  macro-block,  this  header  data  must  be 
input  to  the  command  buffer  7  as  the  syntax  and 
data  command.  For  example,  in  MPEG-1,  slice 
headers  occur  with  relative  frequency,  and  can  be 
formatted  by  the  programmable  processor  5.  Like- 
wise,  the  programmable  processor  5  can  execute 
the  rate  control  calculation  using  the  rate  control 
parameters  16  output  from  the  syntax-free  coder  2, 
though  this  is  not  absolutely  essential. 

Referring  to  Fig.  5,  an  example  of  a  specific 
operation  according  to  one  program  installed  in  the 
programmable  processor  5  is  shown.  The  program- 
mable  processor  5  is  previously  programmed  to 
produce,  in  response  to  a  completion  of  generation 
of  one  slice  header,  commands  C1,  C2  and  C1  to 
produce  a  macro-block  header  MH,  and  commands 
C3,  C4  and  C3  to  produce  a  block  B1.  The  com- 
mands  C3,  C4,  C3  are  repeated  six  times,  i.e.,  until 
the  next  slice  header  is  provided,  to  send  six  block 
B1-B6. 

First,  command  C1  is  used  to  send  an  8-bit 
long  position  data  (11  000  011).  Thus,  in  command 
C1,  "8"  is  carried  in  the  code  length  and  the 
position  data  (11  000  011)  is  carried  in  least  signifi- 
cant  bits.  In  the  bit  stream  coder  9,  the  most 
significant  bit  portion  (b15-b8)  of  command  C1  is 
cut  off,  and  the  remaining  bit  portion  (b7-b0)  is 
applied  to  the  parallel-serial  converter  9d. 

Then,  command  C2  is  used  to  send  a  look-up 
table  number  data  and  a  look-up  table  address 
data.  It  is  assumed  that  in  RAM  4,  (001)  is  stored 
for  the  look-up  table  number  and  (0  110  110  000) 
is  stored  for  the  look-up  table  address.  These  two 

data  are  used  to  form  the  command  C2,  as  shown 
in  Fig.  5.  When  the  command  C2  is  applied  to  bit 
stream  coder  9,  the  look-up  table  9a  having  a  look- 
up  table  number  (001)  is  accessed  and  a  data 

5  stored  in  the  address  (0  110  110  000)  is  read. 
According  to  the  example  shown  in  Fig.  5,  the  read 
data  is  (0  001  110)  which  is  a  variable  length  code 
(VLC)  for  a  macroblock  type.  In  the  bit  stream 
coder  9,  the  entire  command  C2  is  cut  off,  and  the 

io  data  read  from  the  look-up  table  is  applied  to  the 
parallel-serial  converter  9d. 

Next,  command  C1  is  again  used  to  send  a 
pattern  data  (111  100).  Thus,  in  command  C1,  "6" 
is  carried  in  the  code  length  and  the  position  data 

is  (111  100)  is  carried  in  least  significant  bits.  In  the 
bit  stream  coder  9,  the  most  significant  bit  portion 
(b15-b6)  of  command  C1  is  cut  off,  and  the  remain- 
ing  bits  (b5-b0)  are  applied  to  the  parallel-serial 
converter  9d. 

20  The  data  obtained  in  response  to  commands 
C1,  C2  and  C1  as  explained  above  are  serially 
produced  from  terminal  13  defining  a  macro-block 
header,  as  shown  in  Fig.  5. 

Thereafter,  command  C3  is  used  to  indicate 
25  that  the  transmission  of  a  new  block  will  be  started. 

In  the  bit  stream  coder  9,  the  entire  command  C3 
is  cut  off. 

Then,  command  C4  is  used  to  reset  counter  8a 
in  the  multiplexer  8  to  "64",  and  to  enable  mul- 

30  tiplexer  8  to  transmit  64  words  (coefficients)  from 
line  14.  The  command  C4  itself  is  cut  off  at  the 
multiplexer  8. 

After  command  C4,  coefficients  are  transmitted 
from  line  14,  through  multiplexer  8  and  bit  stream 

35  coder  9,  to  output  terminal  13.  Each  time  coeffi- 
cient  transmits  the  multiplexer  8,  counter  8a  is 
decreased  by  one.  When  counter  8a  counts  down 
to  zero,  multiplexer  8  is  reset  to  transmit  com- 
mands  from  line  15. 

40  Then,  command  C3  is  again  used  to  indicate 
that  the  transmission  of  one  block  has  been  com- 
pleted.  In  the  bit  stream  coder  9,  the  entire  com- 
mand  C3  is  cut  off. 

In  this  manner,  a  command  set  of  commands 
45  C3,  C4  and  C3  is  repeated  six  times  to  send  six 

blocks  B1-B6. 
Although  not  shown  in  Fig.  5,  it  is  possible  to 

align  output  data  to  a  byte  boundary  by  setting  the 
command  C3  AL  bit. 

50  According  to  the  present  invention  as  de- 
scribed  above,  coding  conforming  to  existing  stan- 
dards  is  possible  while  the  apparatus  can  also  be 
programmed  to  sufficiently  support  future  develop- 
ments  in  video  coding  technology.  Because  a  large 

55  volume  of  coefficient  data  bypasses  the  micropro- 
cessor,  the  microprocessor  does  not  waste  valu- 
able  time  transferring  coefficients  and  can  be  used 
to  format  data  according  to  the  syntax  specifica- 

6 
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tions.  The  hardware  logic  circuit  has  a  fairly  ge- 
neric  interface  between  a  programmable  syntax 
coder  and  a  syntax-free  fixed  logic  coder,  and  is 
therefore  simple  and  modular.  The  circuit  size  is 
small  enough  to  be  included  in  the  video  coding  IC 
device. 

By  using  a  microprocessor  for  syntax  format- 
ting,  this  architecture  can  support  H.261,  MPEG-1, 
MPEG-2  as  proposed  by  Matsushita,  and  recog- 
nized  modifications  to  these  algorithms.  As  a  result, 
this  architecture  is  ideal  for  multiple  standard  video 
coders  used  in  algorithm  research. 

As  will  be  obvious  from  the  above  description, 
the  present  invention  comprises  a  programmable 
syntax  coder  outputting  the  syntax  and  data  com- 
mand  for  specifying  the  data  content  and  signal  of 
the  output  bit  sequence,  and  a  syntax-free  coder 
for  outputting  the  output  bit  sequence  based  on  the 
syntax  and  data  command.  As  a  result,  the  inven- 
tion  can  support  an  extremely  high  data  throughput 
rate,  and  can  be  realized  in  a  modular  design 
whereby  the  logic  design  of  the  coder  is  unaffected 
by  syntax  changes. 

The  invention  being  thus  described,  it  will  be 
obvious  that  the  same  may  be  varied  in  many 
ways.  Such  variations  are  not  to  be  regarded  as  a 
departure  from  the  spirit  and  scope  of  the  inven- 
tion,  and  all  such  modifications  as  would  be  ob- 
vious  to  one  skilled  in  the  art  are  intended  to  be 
included  within  the  scope  of  the  following  claims. 

Claims 

1.  A  variable-length  data  alignment  apparatus  for 
digital  video  data  comprising: 

programmable  syntax  coding  means  (1)  for 
specifying  the  data  content  and  syntax  of  the 
output  bit  sequence,  and  outputting  the  syntax 
and  data  command;  and 

syntax-free  coding  means  (2)  for  outputting 
the  output  bit  sequence  based  on  the  syntax 
and  data  command,  whereby  the  data  content 
and  syntax  order  of  the  output  bit  sequence 
can  be  programmed. 

2.  A  variable-length  data  alignment  apparatus  for 
receiving  header  data  (MHD)  and  blocks  (B1- 
B6)  and  for  aligning  header  (MH)  followed  by 
blocks  (B1-B6),  said  variable-length  data  align- 
ment  apparatus  comprising: 

first  memory  means  (4)  for  storing  said 
header  data  (MHD); 

second  memory  means  (3)  for  storing  said 
blocks  (B1-B6); 

processing  means  (5)  for  producing  a  plu- 
rality  of  commands  (C1-C4)  and  for  processing 
said  header  data  (MHD)  from  said  first  memory 
means  (4); 

command  prosecution  means  (8,  9)  for 
prosecuting  the  commands  to  form  header 
(MH)  and  to  append  said  blocks  (B1-B6)  from 
said  first  memory  means  (4)  after  said  header 

5  (MH). 

3.  A  variable-length  data  alignment  apparatus  as 
claimed  in  Claim  2,  wherein  said  command 
prosecution  means  (8,  9)  comprises: 

io  multiplexing  means  (8)  for  receiving  com- 
mands  (C1-C4)  from  said  processing  means 
(5)  and  blocks  (B1-B6)  from  said  second  mem- 
ory  means  (3),  selectively  transmitting  either 
one  of  said  command  and  block;  and 

is  bit  stream  coding  means  (9)  for  forming  a 
bit  stream  of  header  and  blocks. 

4.  A  variable-length  data  alignment  apparatus  as 
claimed  in  Claim  3,  wherein  said  multiplexing 

20  means  (8)  comprises  a  counter  (8a)  for  count- 
ing  the  number  of  words  passed  through  said 
multiplexing  means  (8). 

5.  A  variable-length  data  alignment  apparatus  as 
25  claimed  in  Claim  3,  wherein  said  bit  stream 

coding  means  (9)  comprises  a  look-up  table 
(9a-9c). 

6.  A  variable-length  data  alignment  apparatus  as 
30  claimed  in  Claim  3,  wherein  said  commands 

comprises  a  bypass  command  (C1)  for  carry- 
ing  data  which  is  outputted  from  said  com- 
mand  prosecution  means  (8,  9)  as  a  part  of 
said  header. 

35 
7.  A  variable-length  data  alignment  apparatus  as 

claimed  in  Claim  5,  wherein  said  commands 
comprises  a  variable  length  code  command 
(C2)  for  carrying  access  data  for  accessing 

40  said  look-up  table  (9a-9c). 

8.  A  variable-length  data  alignment  apparatus  as 
claimed  in  Claim  3,  wherein  said  commands 
comprises  a  start/stop  commend  (C3)  for  con- 

45  trolling  said  multiplexing  means  (8). 

9.  A  variable-length  data  alignment  apparatus  as 
claimed  in  Claim  4,  wherein  said  commands 
comprises  a  counter  command  (C4)  for  carry- 

so  ing  data  for  controlling  said  counter  (8a). 

55 
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