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@)  Arrangements  for  measuring  the  height  of  a  layer  of  floating  liquid. 

(57)  An  arrangement  for  the  measurement  of  the 
height  of  a  layer  of  a  first  liquid  floating  on  a 
second  liquid  which  comprises  projection 
means  for  projecting  a  beam  of  optical  radiation 
along  an  inspection  path  which  is  horizontal 
when  the  arrangement  is  in  use,  detector  means 
for  detecting  radiation  of  the  said  beam  after 
transmission  along  the  inspection  path,  means 
for  providing  relative  displacement  in  a  direc- 
tion  which  is  vertical  when  the  arrangement  is 
in  use  between  the  said  layer  and  the  said 
inspection  path  whereby  the  said  layer  traverses 
the  inspection  path,  the  detector  means  being 
capable  of  observing  the  upper  and  lower  sur- 
faces  of  the  said  layer  by  detecting  changes  in 
an  optical  transmission  property  of  the  said 
beam  occurring  at  the  said  surfaces  and  means 
for  measuring  the  said  relative  displacement 
between  the  locations  of  the  observed  upper 
and  lower  surfaces. 
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The  present  invention  relates  to  arrangements  for  measuring  the  height  of  a  layer  of  floating  liquid,  espe- 
cially  the  height  of  a  layer  of  a  first  liquid  floating  on  a  second  liquid. 

In  certain  industrial  applications  it  is  necessary  to  detect  by  measuring  the  height  of  a  layer  of  an  organic 
liquid  on  the  surface  of  an  aqueous  layer.  If  the  organic  liquid  is  flammable  it  is  hazardous  to  use  electronic 

5  means  to  measure  the  height  since  the  possibility  of  sparks  can  lead  to  fire  or  explosions. 
According  to  the  present  invention  there  is  provided  an  arrangement  for  the  measurement  of  the  height 

of  a  layer  of  a  first  liquid  floating  on  a  second  liquid  which  comprises  projection  means  for  projecting  a  beam 
of  optical  radiation  along  an  inspection  path  which  is  horizontal  when  the  arrangement  is  in  use,  detector  means 
for  detecting  radiation  of  the  said  been  after  transmission  along  the  inspection  path,  means  for  providing  rel- 

10  ative  displacement  in  a  direction  which  is  vertical  when  the  arrangement  is  in  use  between  the  said  layer  and 
the  said  inspection  path  whereby  the  said  layer  traverses  the  inspection  path,  the  detector  means  being  ca- 
pable  of  observing  the  upper  and  lower  surfaces  of  the  said  layer  by  detecting  changes  in  an  optical  transmis- 
sion  property  of  the  said  beam  occurring  at  the  said  surfaces  and  means  for  measuring  the  said  relative  dis- 
placement  between  the  locations  of  the  observed  upper  and  lower  surfaces. 

15  In  a  preferred  form  of  the  present  invention  the  arrangement  may  further  comprise  an  inverted  funnel  hav- 
ing  an  upwardly  extending  neck  or  channel  which  is  narrow  compared  with  the  average  diameter  or  dimensions 
of  the  vessel  containing  the  body  of  liquid  to  be  inspected.  The  said  projection  means  and  detector  means  may 
be  located  facing  one  another  on  opposite  sides  of  the  tubular  channel,  which  is  desirably  made  of  transparent 
material,  eg  glass,  whereby  liquid  in  the  channel  may  be  arranged  to  traverse  the  inspection  path  between 

20  the  projection  and  detector  means.  The  projection  means  and  detector  means  may  be  affixed  to  the  sides  of 
the  tubular  channel  on  the  outside  wall  thereof.  The  base  or  mouth  of  the  funnel  may  be  lowered  into  a  vessel, 
eg  tank,  containing  a  body  of  a  liquid  to  be  investigated  and  liquid  in  the  vessel  is  displaced  upward  into  the 
said  channel.  A  first  liquid  floating  on  the  surface  of  a  second  liquid  in  the  vessel  is  thereby  displaced  upward 
into  the  channel  and  the  upper  and  lower  surfaces  of  the  layer  of  the  first  liquid  traverse  the  inspection  path. 

25  In  this  form  the  height  of  the  floating  layer  of  the  first  liquid  is  magnified  in  the  channel  and  thereby  made 
easier  to  measure.  The  height  can  be  calculated  from  the  measured  distance  moved  vertically  downward  by 
the  funnel  to  cause  the  upper  and  lower  surfaces  of  the  said  layer  respectively  to  traverse  the  said  inspection 
path  across  the  channel  and  the  height  amplification  at  the  inspection  path  provided  by  the  shape  of  the  funnel 
and  diameter  of  the  channel. 

30  The  said  funnel  carrying  the  projection  means  and  detector  means  may  be  raised  and  lowered  by  a  pre- 
cisely  controlled  actuator.  The  actuator  may  for  example  be  computer  controlled  and  the  distance  moved  by 
the  funnel  to  cause  the  upper  and  lower  surfaces  of  the  said  layer  to  traverse  the  inspection  path  may  be  re- 
corded  in  the  computer.  The  height  of  the  layer  in  the  vessel  may  thereby  be  calculated  from  the  known  am- 
plification  factor  and  displayed  by  the  computer. 

35  The  arrangement  according  to  the  present  invention  is  especially  suitable  for  measuring  safely  the  thick- 
ness  of  organic  liquids,  especially  flammable  organic  liquids  such  as  kerosene,  floating  on  the  surface  of  an 
aqueous  solution,  eg  water  by  detecting  the  upper  and  lower  surfaces  of  the  layer  optically. 

The  optical  transmission  property  observed  by  the  detector  means  may  be  the  dominant  wavelength  or 
chromaticity  of  a  beam  of  white  light  transmitted  from  the  projection  means  along  the  inspection  path.  There 

40  are  significant  changes  in  the  transmitted  chromaticity  at  the  surfaces  between  air  and  the  first  liquid  and  be- 
tween  the  first  liquid  and  the  second  liquid  and  observation  of  such  changes  provides  an  accurate  way  of  de- 
tecting  the  said  surfaces.  Such  surfaces  may  not  be  easy  to  detect  by  other  methods,  eg  manual  observation. 

We  have  found  that  by  adding  a  colouring  agent,  eg  a  coloured  salt  such  as  a  ferric  salt  to  an  aqueous 
solution  to  be  inspected  the  detection  of  the  surfaces  of  an  organic  layer  floating  on  the  solution  is  enhanced 

45  by  increasing  the  shift  in  the  chromaticity  of  the  radiation  detected  by  the  said  detector  means. 
The  said  projection  means  may  in  the  said  preferred  form  comprise  one  or  more  optical  fibres  and  a  white 

light  source  at  one  end  of  the  f  ibre(s)  the  other  end  of  the  f  ibre(s)  being  arranged  on  the  outside  wall  of  the 
tube  to  project  the  light  into  the  channel  thereof.  Likewise,  the  detection  means  may  comprise  one  or  more 
optical  fibres  arranged  on  the  opposite  side  of  the  tube  to  pick  up  light  emerging  from  the  inside  of  the  tube, 

so  the  f  ibre(s)  having  at  their  other  end  one  or  more  chromaticity  detectors.  Detection  may  be  carried  out  by  use 
of  a  number  of  photodetectors,  say  N  of  them,  each  with  a  different  spectral  responsivity  (call  these 
Ri(X  )....RN(X)).  Each  of  these  detectors  receives  the  same  light  signal,  eg  from  different  optical  fibres.  Then 
it  is  possible  to  derive 
(N-1)  independent  chromatic  co-ordinates.  These  coordinates  describe  chromaticity  of  the  detected  light  sig- 

55  nal.  The  chromatic  co-ordinates  Xm  (m=1  ....N)  are  defined  as 
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and  \(X)  is  the  intensity  over  a  range  of  wavelengths.  The  use  of  two  photodetectors  gives  one  independent 
variable.  It  can  be  arranged  so  that  this  variable  has  a  one  to  one  relationship  with  a  weighted  mean  wavelength 

20  of  the  light  signal.  This  wavelength  is  known  as  the  dominant  wavelength,  and  can  be  calculated  using  knowl- 
edge  of  R^X)  and  R2(̂ ).  The  calculation  may  be  carried  out  using  a  computer  which  may  be  the  same  computer 
as  referred  to  hereinbefore. 

Embodiments  of  the  present  invention  will  now  be  described  by  way  of  example  with  reference  to  the  ac- 
companying  drawings,  in  which: 

25  Figure  1  is  a  partly  schematic  cross-sectional  side  elevation  of  a  detection  arrangement. 
Figure  2  is  a  graph  of  amplification  factor  of  the  height  of  a  layer  of  liquid  measured  versus  the  layer  thick- 

ness  using  the  arrangement  shown  in  Figure  1. 
Figure  3  is  a  graph  of  detected  dominant  wavelength  versus  vertical  displacement  distance  obtained  using 

the  arrangement  shown  in  Figure  1. 
30  As  shown  in  Figure  1  a  tank  1  contains  a  quantity  of  water  3  having  a  layer  5  of  kerosene  on  its  surface. 

The  thickness  t  of  the  layer  5  is  measured  as  follows.  A  housing  7  having  at  its  lower  end  an  inverted  funnel 
shaped  cavity  9  leading  into  an  upwardly  extending  neck  11  is  lowered  into  the  liquid  comprising  the  water  3 
and  layer  5  of  kerosene.  The  housing  7  has  an  enclosed  cavity  10  in  which  a  circular  fibre  holding  collar  13  is 
fitted  around  the  outside  wall  of  the  neck  11  .  A  bundle  14  of  optical  fibres  leads  from  a  white  light  source  (not 

35  shown)  to  the  collar  13.  Likewise,  a  bundle  16  of  optical  fibres,  fixed  to  the  collar  13  opposite  to  bundle  14 
conveys  optical  radiation  to  an  analyser  (not  shown).  In  practice  the  transmitter  bundle  14  of  optical  fibres  and 
receptor  bundle  16  of  optical  fibres  may  include  simple  rings  holding  the  ends  of  their  fibres  together.  Alight 
beam  inspection  path  is  thereby  defined  in  the  neck  11  between  the  transmitter  bundle  14  of  optical  fibres  the 
receptor  bundle  16  of  optical  fibres.  A  computer  controlling  the  movement  of  the  housing  7  records  the  distance 

40  moved  by  the  housing  7  between  positions  corresponding  respectively  to  the  upper  and  lower  surfaces  of  the 
kerosene  displaced  into  the  neck  11  being  level  with  the  light  transmitter  9  and  receptor  15. 

The  chromaticity  of  light  detected  by  the  receptor  15  is  measured  by  the  analyser  as  kerosene  from  the 
layer  5  is  displaced  along  the  neck  11  .  Where  step  changes  in  chromaticity  occur  these  are  indicated  to  the 
computer.  From  the  measured  distance  moved  by  the  housing  7  the  height  of  the  layer  5  is  calculated  by  the 

45  computer. 
Figure  2  gives  an  example  of  amplification  factor  A(t)  obtained  for  the  housing  1  as  a  function  of  thickness 

t  of  the  layer  5  in  the  tank  1  .  The  amplification  factor  is  the  ratio  of  the  height  of  kerosene  layer  as  measured 
in  the  neck  11  to  the  actual  thickness  t  of  the  layer  5  in  the  tank  1  .  The  actual  thickness  t  is  calculated  from 
the  measured  height  by  the  computer  using  a  graphical  relationship  such  as  that  shown  in  Figure  2. 

so  Figure  3  illustrates  the  step  changes  which  occur  in  chromaticity  of  the  detected  light.  The  results  shown 
in  Figure  3  were  plotted  for  a  kerosene  layer  5  of  nominal  thickness  2.5  mm.  Vertical  displacement  was  meas- 
ured  relative  to  (ie  zero  at)  the  kerosene/water  interface.  The  solid  lines  in  the  graph  represent  theoretical  re- 
sponse  and  the  experimental  points  adjacent  thereto  represent  experimentally  measured  dominant  wavelength 
as  a  function  of  displacement.  In  Figure  3  the  region  to  the  left  of  the  dashed  lines  indicated  by  W  at  the  top 

55  of  the  graph  represents  water,  the  region  between  the  dashed  lines  indicated  by  K  represents  kerosene  and 
the  region  to  the  right  of  the  dashed  lines  indicated  by  A  represent  air.  Interpretation  of  the  data  shown  graph- 
ically  in  Figure  3  by  the  graphical  relationship  of  Figure  2  gave  a  kerosene  layer  thickness  of  2.4  mm. 

The  measurement  technique  described  shows  (Figure  3)  dominant  wavelength  changes  of  approximately 
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7nm  and  1  .5nm  (Figure  3)  at  the  lower  and  upper  surfaces  of  the  kerosene  layer.  The  resolution  of  the  detection 
arrangement  is  about  0.1  nm,  which  gives  a  possible  error  of  1  part  in  15.  The  approximate  performance  of 
the  chromatic  detection  system  illustrated  in  Figure  1  is  tabulated  below. 
Dynamic  Range  507-1021  nm 
Resolution  0.1  nm 
Accuracy  +0.1  nm 
Stability  0.45  nm  drift  over  120  hours  (worst  case) 

As  noted  above,  performance  can  be  improved  by  adding  a  colouring  agent  to  the  water  3  in  the  tank  1. 

Claims 

1.  An  arrangement  for  the  measurement  of  the  height  of  a  layer  of  a  first  liquid  floating  on  a  second  liquid 
which  comprises  projection  means  for  projecting  a  beam  of  optical  radiation  along  an  inspection  path  which 
is  horizontal  when  the  arrangement  is  in  use,  detector  means  for  detecting  radiation  of  the  said  beam  after 
transmission  along  the  inspection  path,  means  for  providing  relative  displacement  in  a  direction  which  is 
vertical  when  the  arrangement  is  in  use  between  the  said  layer  and  the  said  inspection  path  whereby 
the  said  layer  traverses  the  inspection  path,  the  detector  means  being  capable  of  observing  the  upper 
and  lower  surfaces  of  the  said  layer  by  detecting  changes  in  an  optical  transmission  property  of  the  said 
beam  occurring  at  the  said  surfaces  and  means  for  measuring  the  said  relative  displacement  between 
the  locations  of  the  observed  upper  and  lower  surfaces. 

2.  An  arrangement  as  in  Claim  1  and  which  further  comprises  an  inverted  funnel  having  an  upwardly  ex- 
tending  neck  or  channel  which  is  narrow  compared  with  the  average  diameter  or  dimensions  of  the  vessel 
containing  the  body  of  liquid  to  be  inspected. 

3.  An  arrangement  as  in  Claim  2  and  wherein  the  said  projection  means  and  detector  means  are  located 
facing  one  another  on  opposite  sides  of  the  neck  or  channel  which  is  made  of  transparent  material,  where- 
by  liquid  in  the  neck  or  channel  may  be  arranged  to  traverse  the  inspection  path  between  the  projection 
and  detector  means. 

4.  An  arrangement  as  in  Claim  3  and  wherein  the  projection  means  and  detector  means  are  affixed  to  the 
sides  of  the  neck  or  channel  on  the  outside  wall  thereof. 

5.  An  arrangement  as  in  Claim  2  and  wherein  the  base  or  mouth  of  the  funnel  is  lowered  into  a  vessel  con- 
taining  a  body  of  a  liquid  to  be  investigated  and  liquid  in  the  vessel  is  displaced  upward  into  the  said  chan- 
nel,  whereby  a  first  liquid  floating  on  the  surface  of  a  second  liquid  in  the  vessel  is  displaced  upward  into 
the  neck  or  channel  and  the  upper  and  lower  surfaces  of  the  layer  of  the  first  liquid  traverse  the  inspection 
path,  so  that  the  height  of  the  floating  layer  of  the  first  liquid  is  magnified  in  the  channel. 

6.  An  arrangement  as  in  any  one  of  the  preceding  Claims  and  wherein  the  optical  transmission  property  ob- 
served  by  the  detector  means  is  the  dominant  wavelength  or  chromaticity  of  a  beam  of  white  light  trans- 
mitted  from  the  projection  means  along  the  inspection  path. 

7.  An  arrangement  as  in  any  one  of  the  claims  2  to  6  and  wherein  the  said  projection  means  comprises  one 
or  more  optical  fibres  and  a  white  light  source  at  one  end  of  thefibre(s),  the  other  end  of  thefibre(s)  being 
arranged  on  the  outside  wall  of  the  neck  or  channel  to  project  the  light  into  the  neck  or  channel. 

8.  An  arrangement  as  claimed  in  Claim  7  and  wherein  the  detection  means  comprises  one  or  more  optical 
fibres  arranged  on  the  opposite  side  of  the  neck  or  channel  from  the  end  of  the  f  ibre(s)  projecting  light 
into  the  neck  or  channel  to  pick  up  light  emerging  from  the  inside  of  the  neck  or  channel,  the  f  ibre(s)  of 
the  detection  means  having  at  its  other  end  one  or  more  chromaticity  detectors. 
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