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Description 

The  present  invention  relates  to  a  telescopic 
cover  apparatus  mounted  on  a  machine  tool  or  the 
like,  and  more  particularly,  to  a  telescopic  cover 
apparatus  having  a  telescopic  cover  capable  of 
smooth  extension  and  contraction. 

Conventionally  known  is  a  telescopic  cover  for 
protection  which,  composed  of  a  plurality  of  cover 
members,  is  capable  of  extension  and  contraction. 
In  the  case  of  mounting  the  protection  telescopic 
cover  on  a  machine  tool,  for  example,  the  opposite 
ends  of  the  telescopic  cover  are  fixed  individually 
to  a  stationary  saddle  of  the  machine  tool  and  a 
movable  table  slidably  mounted  on  the  saddle,  so 
that  the  telescopic  cover  extends  or  contract  as  the 
table  moves,  thereby  protecting  the  sliding  sur- 
faces  of  the  saddle  and  the  table  from  dust,  for 
example. 

The  conventional  telescopic  cover,  however,  is 
only  designed  so  that  each  two  adjacent  ones  of 
the  plurality  of  cover  members  are  slidably  fitted 
with  each  other.  Thus,  when  the  telescopic  cover 
extends  or  contracts,  the  individual  cover  members 
slide  without  cooperation,  so  that  the  sliding  direc- 
tions  and  sliding  strokes  of  the  individual  cover 
members  are  irregular,  and  the  cover  is  liable  to 
undergo  a  twist  or  the  like.  As  a  result,  the  tele- 
scopic  cover  sometimes  may  produce  noise  or  be 
damaged  when  it  extends  or  contracts. 

A  development  of  this  telescopic  cover,  known 
for  example  from  DE-C-957709  improves  the  situ- 
ation  somewhat  by  providing  a  pantograph  drive 
mechanism  for  extending  and  contracting  the  tele- 
scopic  cover,  in  accordance  with  the  precharac- 
terising  part  of  the  attached  claim  1  . 

The  object  of  the  present  invention  is  to  pro- 
vide  an  even  more  improved  telescopic  cover  ap- 
paratus  based  on  the  above  development,  having  a 
telescopic  cover  capable  of  smooth  extension  and 
contraction  and  enjoying  a  long  working  life. 

According  to  the  present  invention  there  is 
provided  a  telescopic  cover  apparatus  mounted  on 
a  machine  having  a  stationary  section  and  a  mov- 
able  section,  the  telescopic  cover  apparatus  com- 
prising: 

a  telescopic  cover  having  a  plurality  of  cover 
members  which  are  slidably  fitted  with  one  another 
and  include  two  cover  members  on  a  machine 
stationary  section  side  and  a  machine  movable 
section  side  fixed  to  the  said  stationary  section  and 
said  movable  section  of  said  machine,  respectively; 
and 

a  pantograph  drive  mechanism  for  extending 
and  contracting  said  telescopic  cover,  said  pan- 
tograph  drive  mechanism  including  a  plurality  of 
quadrilateral  link  mechanisms  continuously  ar- 
ranged  in  a  direction  along  which  said  telescopic 

cover  extends  and  contracts,  and  coupled  individ- 
ually  to  their  corresponding  ones  of  said  plurality  of 
cover  members, 

characterised  in  that  the  size  of  each  cover 
5  member  is  larger  than  that  of  the  adjacent  one 

located  at  the  side  away  from  the  movable  section, 
and  the  dimensional  ratio  between  adjacent  link 
mechanisms  is  substantially  equal  to  the  dimen- 
sional  ratio  between  their  corresponding  adjacent 

io  cover  members. 
Preferably,  the  telescopic  cover  apparatus  in- 

cludes  a  linear  guide  member  extending  in  the 
telescopic  cover  extension/contraction  direction, 
and  adapted  to  guide  at  least  one  of  the  plurality  of 

75  cover  members. 
As  described  above,  according  to  the  present 

invention,  since  the  telescopic  cover  apparatus  is 
arranged  to  extend  and  contract  the  telescopic 
cover,  composed  of  the  cover  members  which  are 

20  slidably  fitted  with  one  another  and  dimensioned  as 
stated,  by  means  of  the  pantograph  drive  mecha- 
nism,  which  includes  the  plurality  of  link  mecha- 
nisms  continuously  arranged  in  the  telescopic  cov- 
er  extension/contraction  direction  and  dimensioned 

25  as  stated,  the  individual  cover  members  can 
smoothly  slide  in  cooperation  with  one  another.  As 
a  result,  the  sliding  motion  of  the  individual  cover 
members  can  be  rationalized,  so  that  the  telescopic 
cover  can  be  prevented  from  producing  noise  or 

30  being  twisted  or  damaged  as  it  extends  or  con- 
tracts,  thus  enjoying  a  longer  working  life. 

Brief  Description  of  the  Drawings 

35  Fig.  1  is  a  fragmentary  sectional  front  view 
showing  a  machine  tool,  which  is  furnished  with 
a  telescopic  cover  apparatus  according  to  one 
embodiment  of  the  present  invention; 
Fig.  2  is  a  fragmentary  cutaway  perspective 

40  view  showing  one  of  cover  members  shown  in 
Fig.  1; 
Fig.  3  is  a  bottom  view  showing  a  telescopic 
cover,  a  pantograph  drive  mechanism,  and  a 
pair  of  guide  rails  of  Fig.  1,  with  the  drive 

45  mechanism  in  a  contracted  state;  and 
Fig.  4  is  a  view  similar  to  Fig.  3,  showing  the 
pantograph  drive  mechanism  in  an  extended 
state. 

Referring  to  Figs.  1  to  4,  a  machine  tool  fur- 
50  nished  with  a  telescopic  cover  apparatus  according 

to  one  embodiment  of  the  present  invention  will  be 
described. 

As  shown  in  Fig.  1,  the  machine  tool  comprises 
a  stationary  saddle  10,  a  movable  table  20  moun- 

55  ted  on  the  saddle  10,  a  linear  guide  30  for  guiding 
the  table  20,  and  a  drive  unit  40  for  driving  the 
table  20.  The  movable  table  20  is  arranged  to 
reciprocate  relatively  to  the  stationary  saddle  10 

2 
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along  the  linear  guide  30,  when  the  table  is  driven 
by  the  drive  unit  40. 

More  specifically,  the  linear  guide  30  includes 
a  pair  of  guide  rails  31  and  31'  fixed  individually  to 
the  top  surface  of  the  stationary  saddle  10,  and  a 
guide  block  32  fixed  to  the  underside  of  the  mov- 
able  table  20  and  slidably  fitted  on  the  guide  rails 
31  and  31'.  The  drive  unit  40  includes  a  ball  screw 
41,  which  is  rotatably  supported  by  the  saddle  10 
and  operatively  coupled  to  a  motor  (not  shown), 
and  a  ball  nut  42  fixed  to  the  underside  of  the  table 
20  so  as  to  be  movable  in  unison  with  the  table 
and  threadedly  engaged  with  the  ball  screw  41. 
Namely,  the  movable  table  20,  which  is  integral 
with  the  ball  nut  42,  is  arranged  to  be  guided  by 
the  guide  rails  31  and  31'  through  the  medium  of 
the  guide  block  32  to  reciprocate  along  the  guide 
rails,  when  the  ball  screw  41  rotates  forwardly  or 
reversely. 

The  machine  tool  further  comprises  a  tele- 
scopic  cover  apparatus.  The  telescopic  cover  ap- 
paratus  includes  a  telescopic  cover  50  for  covering 
the  stationary  saddle  10  and  the  like.  The  opposite 
ends  of  the  cover  are  fixed  individually  to  a  stay 
1  1  ,  which  is  fixed  to  one  end  face  of  the  stationary 
saddle  10,  and  to  one  end  face  21  of  the  movable 
table  20.  The  telescopic  cover  50  is  provided  with 
a  required  number  of  cover  members,  e.g.,  seven 
cover  members  51a  to  51  g,  and  the  adjacent  cover 
members  are  slidably  fitted  with  one  another.  The 
first  to  seventh  cover  members  51a  to  51  g  have 
basically  the  same  construction  and  are  similar  in 
shape  to  one  another.  The  size  of  each  cover 
member  is  larger  than  that  of  the  adjacent  one 
located  at  the  side  away  from  the  table  20. 

As  shown  in  Fig.  2,  each  cover  member,  e.g., 
the  fourth  cover  51  d,  has  a  body  composed  of  a 
top  wall  52d  and  left  and  right  side  walls  53d  and 
53d'  which  are  formed  integrally  with  one  another 
by  sheet  metal  working.  A  rear  wall  54d  formed  of 
a  plate  member  is  fixed  to  the  proximal  end  face  of 
the  cover  member  body.  Thus,  the  cover  member 
51  d  is,  as  a  whole,  shaped  into  a  box,  which  has  an 
open  distal  end  face.  The  rear  wall  54d  is  formed 
so  that  its  upper  edge  portion  and  left  and  right 
edge  portions  project  outward  from  the  top  surface 
and  opposite  side  faces  of  the  cover  member 
body,  respectively.  Also,  a  wiper  55d  formed  of 
elastic  material  is  fixed  to  the  upper  edge  of  the 
distal  end  of  the  top  wall  52d.  The  wiper  52d 
extends  substantially  across  the  full  width  of  the 
top  wall  52d.  Further,  a  pair  of  stoppers  56d  and 
56d'  formed  of  elastic  material  are  respectively 
fixed  to  the  inner  surfaces  of  the  two  side  walls  53d 
and  53d'.  These  two  stoppers  extend  along  the 
respective  distal  end  edges  of  side  walls,  substan- 
tially  covering  overall  height  of  the  side  walls.  The 
respective  rear-wall-side  end  faces  of  the  wiper 

55d  and  the  stoppers  56d  and  56d'  are  flush  with 
one  another.  A  pair  of  reinforcing  members  57d 
and  57d',  each  formed  of  a  thick  plastic  plate,  are 
fixed  to  the  inner  surfaces  of  the  left  and  right  end 

5  portions  of  the  rear  wall  54d,  respectively.  Engag- 
ing  portions  (one  of  which  is  designated  by  nu- 
meral  58d),  slidably  fitted  to  the  guide  rails  31  and 
31'  of  the  linear  guide  30,  are  formed  individually  at 
the  lower  portions  of  the  reinforcing  members, 

io  whereby  the  direction  of  motion  of  the  fourth  cover 
member  51  d  is  restricted  so  that  this  cover  mem- 
ber  cannot  be  biased  in  the  transverse  direction 
thereof,  with  respect  to  a  target  transfer  path. 

As  described  above,  the  cover  members  51a  to 
is  51c  and  51  e  to  51  g  other  than  the  fourth  cover 

member  51  d  are  constructed  substantially  in  the 
same  manner  as  the  fourth  cover  member  51  d,  so 
that  a  description  of  those  cover  members  is  omit- 
ted.  Instead  of  stoppers  and  a  wiper,  however,  a 

20  front  wall  51a'  is  fixed  to  the  distal  end  of  the  first 
cover  member  51a.  The  front  wall  51a'  is  fixed,  by 
means  of  the  stay  11,  to  that  end  face  of  the 
stationary  saddle  10  on  the  side  remote  from  the 
table.  Unlike  the  rear  walls  of  the  other  cover 

25  members,  moreover,  the  rear  wall  54d  of  the  sev- 
enth  cover  member  51  g  is  formed  into  an  L-shape 
as  seen  in  its  longitudinal  section.  A  vertical  wall 
portion  of  the  rear  wall  54d  is  fixed  to  the  end  face 
21  of  the  movable  table  20,  while  its  horizontal  wall 

30  portion  extends  along  the  underside  of  the  table  20. 
The  second  to  fifth  guide  members  are  provided 
with  reinforcing  members  which  engage  the  guide 
rails  31  and  31'.  These  reinforcing  members  are 
designated  individually  by  numerals  57b  to  57f  in 

35  Fig.  3. 
The  telescopic  cover  apparatus  further  com- 

prises  a  pantograph  drive  mechanism  (hereinafter 
referred  to  as  pantograph  mechanism)  for  extend- 
ing  and  contracting  the  telescopic  cover  50.  This 

40  pantograph,  which  is  disposed  between  the  tele- 
scopic  cover  50  and  the  stationary  saddle  10,  in- 
cludes  first  to  sixth  link  mechanisms  61  to  66  each 
in  the  form  of  a  parallelogram  and  coupled  to  one 
another.  These  link  mechanisms  61  to  66  have 

45  substantially  the  same  construction  and  are  similar 
in  shape  to  one  another,  and  the  dimensional  ratio 
between  the  adjacent  ones  is  substantially  equal  to 
the  dimensional  ratio  between  their  corresponding 
adjacent  ones  of  the  second  to  sixth  cover  mem- 

50  bers  51b  to  51  f. 
Each  link  mechanism,  e.g.,  the  first  link  mecha- 

nism  61,  includes  first  to  fourth  link  members  61a 
to  61  d  which  cooperate  with  one  another  to  form  a 
quadrilateral.  The  respective  ends  of  the  first  and 

55  second  link  members  61a  and  61b  on  the  side 
remote  from  the  table  are  pivotally  coupled  to  each 
other  by  means  of  a  first  joint  61  e,  and  the  table- 
side  end  of  the  first  link  member  61a  and  the  end 

3 
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of  the  third  link  member  61c  on  the  side  remote 
from  the  table  are  pivotally  coupled  by  means  of  a 
second  joint  61  f.  Further,  the  table-side  end  of  the 
second  link  member  61b  and  the  end  of  the  fourth 
link  member  61  d  on  the  side  remote  from  the  table 
are  pivotally  coupled  by  means  of  a  third  joint  61  g, 
and  the  respective  table-side  ends  of  the  third  and 
fourth  link  members  61c  and  61  d  are  pivotally 
coupled  by  a  fourth  joint  61  h. 

The  respective  first  joints  of  the  second  to  fifth 
link  mechanisms  62  to  65  are  identical  with  the 
respective  fourth  joints  of  the  first  to  fourth  link 
mechanisms  61  to  64,  respectively  (e.g.,  the  first 
joint  of  the  second  link  mechanism  is  identical  with 
the  fourth  joint  61  h  of  the  first  link  mechanism). 
Moreover,  the  respective  first  and  second  link 
members  of  the  link  mechanisms  62  to  65  are 
integral  with  the  third  and  fourth  link  members  of 
the  link  mechanisms  61  to  64,  respectively  (e.g., 
the  first  and  second  link  members  62a  and  62b  of 
the  second  link  mechanism  are  integral  with  the 
third  and  fourth  links  61c  and  61  d  of  the  first  link 
mechanism,  respectively).  Further,  the  fourth  joint 
65h  of  the  fifth  link  mechanism  and  the  first  joint  of 
the  sixth  link  mechanism  are  identical  with  each 
other,  and  the  third  and  fourth  link  members  65c 
and  65d  of  the  fifth  link  mechanism  are  integral 
with  the  first  and  second  link  members  66a  and 
66b  of  the  sixth  link  mechanism,  respectively.  Also, 
the  first  joint  61  e  of  the  first  link  mechanism  and 
the  respective  fourth  joints  61a  to  66h  of  the  first  to 
sixth  link  mechanisms  are  arranged  on  a  straight 
line  which  extends  in  the  extending  or  contracting 
direction  of  the  telescopic  cover  50,  that  is,  in  the 
extending  direction  of  the  guide  rails  31  and  31'. 
The  first  joint  61  e  of  the  first  link  mechanism  is 
fixed  to  the  front  wall  51a'  of  the  first  cover  mem- 
ber  by  means  of  a  bracket,  that  is,  the  joint  61  e  is 
fixed  to  the  end  face  of  the  stationary  saddle  10  on 
the  side  remote  from  the  table  by  means  of  the 
front  wall  51a',  the  stay  11  and  the  like.  The  fourth 
joint  66h  of  the  sixth  link  mechanism  is  connected 
to  the  distal  end  of  the  horizontal  wall  portion  of  the 
L-shaped  rear  wall  54g  of  the  seventh  cover  mem- 
ber.  Namely,  the  joint  66h  is  fixed  to  the  movable 
table  end  face  21  by  means  of  the  cover  member 
rear  wall  54g. 

The  pantograph  mechanism  further  includes 
first  to  fifth  coupling  members  71  to  75,  each  of 
which  has  a  horizontal  wall  and  a  vertical  wall 
integral  with  each  other,  and  is,  as  a  whole,  formed 
into  a  L-shape  as  seen  in  its  longitudinal  section. 
The  respective  vertical  walls  of  these  coupling 
members  71  to  75  are  fixed  to  the  central  portions 
of  the  inner  surfaces  of  the  rear  walls  54b  to  54f  of 
their  corresponding  second  to  sixth  cover  members 
on  the  side  remote  from  the  movable  table,  so  that 
the  members  71  to  75  are  movable  in  unison  with 

the  second  to  sixth  cover  members  51b  to  51  f.  The 
respective  horizontal  walls  of  the  first  and  second 
coupling  members  71  and  72  extend  away  from 
the  table,  while  the  respective  horizontal  walls  of 

5  the  third  to  fifth  coupling  members  73  to  75  extend 
toward  the  table.  The  distal  ends  of  these  five 
horizontal  walls  are  coupled  individually  to  the  re- 
spective  fourth  joints  61  h  to  65h  of  the  first  to  fifth 
link  mechanisms. 

io  In  the  following,  the  operation  of  the  machine 
tool,  which  is  mounted  with  the  telescopic  cover 
apparatus  as  constructed  above,  will  be  explained. 

When  the  ball  screw  41  of  the  drive  unit  40  is 
driven  forwardly  by  means  of  the  motor  (not 

is  shown)  while  the  machine  tool  is  operating,  the 
movable  table  20,  guided  by  the  guide  rails  31  and 
31'  through  the  medium  of  the  guide  block  32  of 
the  linear  guide  30,  moves  along  these  two  guide 
rails  toward  the  end  face  of  the  stationary  saddle 

20  10  on  the  side  of  the  stay  11  in  unison  with  the  ball 
nut  42,  which  is  threadedly  engaged  with  the  ball 
screw  41.  As  the  table  20  moves  in  this  manner, 
the  pantograph  mechanism,  having  the  first  joint 
61  e  of  the  first  link  mechanism  and  fourth  joint  66h 

25  of  the  six  link  mechanism  respectively  fixed  to  the 
stationary  saddle  10  and  the  movable  table  20, 
shifts  from  an  extended  state  of  Fig.  4  to  a  con- 
tracted  state  of  Fig.  3. 

When  the  pantograph  mechanism  is  in  con- 
30  trading  motion,  the  first  joint  61  e  of  the  first  link 

mechanism  is  kept  at  a  standstill,  while  the  fourth 
joint  66h  of  the  sixth  link  mechanism  moves  in 
unison  with  the  movable  table  20,  and  the  fourth 
joints  61  h  to  65h  of  the  first  to  fifth  link  mecha- 

35  nisms  individually  move  toward  the  stay  11  for 
distances  proportional  to  the  respective  lengths  of 
the  link  members  61a  to  61  d,  62a  to  62d,  —  ,  and 
65a  to  65d  of  the  individual  link  mechanisms.  As  a 
result,  the  seventh  cover  member  51  g  moves  in 

40  unison  with  the  table  20,  and  the  second  to  sixth 
cover  members  51b  to  51  f,  whose  rear  walls  54b  to 
54f  are  respectively  coupled  to  the  joints  61  h  to 
65h  by  means  of  the  coupling  members  71  to  75, 
move  for  distances  equal  to  the  movement  dis- 

45  tances  of  their  corresponding  joints,  in  the  same 
direction  therewith.  Further,  the  second  to  sixth 
cover  members  51b  to  51  f,  which  have  the  re- 
inforcing  members  57b  to  57f,  respectively,  slidab- 
ly  mating  with  the  guide  rails  31  and  31',  move 

50  guided  by  the  guide  rails  31  and  31'. 
Thus,  when  the  movable  table  20  moves  to- 

ward  the  stay  1  1  ,  the  first  cover  member  51a  of  the 
telescopic  cover  50  is  kept  at  a  standstill,  while  the 
second  to  seventh  cover  members  51b  to  51  g 

55  individually  move  along  the  guide  rails  31  and  31' 
so  that  the  ratio  between  the  movements  of  each 
two  adjacent  cover  members  has  a  predetermined 
value.  In  other  words,  the  second  to  seventh  cover 
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members  51b  to  51  g  smoothly  move  straight  in 
cooperation  with  one  another.  As  a  result,  the  tele- 
scopic  cover  50  can  contract  without  producing 
noise  or  undergoing  a  twist  or  the  like  as  a  whole. 
While  the  telescopic  cover  50  is  contracting,  more- 
over,  the  respective  wipers  of  the  second  to  sev- 
enth  cover  members  slide  on  the  top  surfaces  of 
the  respective  top  walls  of  their  corresponding  first 
to  sixth  cover  members,  while  brushing  off  swarf 
and  the  like,  in  a  manner  such  that  the  wipers  are 
kept  in  contact  with  the  top  surfaces  of  the  top 
walls. 

When  the  movable  table  20  moves  to  the  side 
away  from  the  stay  1  1  as  the  ball  screw  41  rotates 
reversely,  on  the  other  hand,  the  pantograph 
mechanism  shifts  from  the  contracted  state  of  Fig. 
3  to  the  extended  state  of  Fig.  4.  At  this  time,  as  in 
the  case  of  the  contracting  motion,  the  first  cover 
member  51a  connected  to  the  first  joint  61  e  of  the 
first  link  mechanism  is  kept  at  a  standstill,  while  the 
fourth  joints  61  h  to  65h  of  the  first  to  fifth  link 
mechanisms  and  the  second  to  seventh  cover 
members  51b  to  51  g,  connected  individually  to  the 
movable  table  20,  smoothly  move  straight  along 
the  guide  rails  31  and  31'  to  the  side  remote  from 
the  stay  11,  in  cooperation  with  one  another.  As  a 
result,  the  telescopic  cover  50  can  extend  without 
producing  noise  or  undergoing  a  twist  or  the  like  as 
a  whole.  If  any  of  the  second  to  seventh  cover 
members  51b  to  51  g  moves  excessively  for  any 
reason  while  the  telescopic  cover  50  is  extending, 
the  stoppers  at  the  distal  ends  of  the  opposite  side 
walls  of  the  cover  members  abut  against  the  rear 
walls  of  their  corresponding  first  to  sixth  cover 
members,  thereby  ensuring  the  engagement  be- 
tween  the  cover  members. 

When  the  movable  table  20  reciprocates  on  the 
stationary  saddle  10  in  the  manner  described 
above,  the  telescopic  cover  50  extends  or  con- 
tracts,  thereby  continually  covering  the  top  surface 
of  the  saddle  and  the  linear  guide  30,  drive  unit  40, 
etc.,  arranged  thereon.  As  a  result,  the  saddle  10, 
linear  guide  30,  drive  unit  40,  and  their  sliding 
surfaces  are  protected  against  swarf,  dust,  etc. 

The  present  invention  is  not  limited  to  the 
embodiment  described  above,  and  various  modi- 
fications  may  be  effected  therein  within  the  scope 
of  the  claims. 

In  the  above  embodiment,  for  example,  only 
one  pantograph-type  support  mechanism  is  pro- 
vided.  If  the  width  of  the  telescopic  cover  50  is 
great,  however,  two  or  more  support  mechanisms 
may  be  arranged  side  by  side  so  as  to  extend  in 
the  extending  or  contracting  direction  of  the  cover. 
Moreover,  although  the  guide  rails  31  and  31'  of 
the  linear  guide  30  are  used  for  guiding  the  second 
to  sixth  cover  members  in  the  above  embodiment, 
an  exclusive-use  guide  member  may  be  provided 

instead. 

Claims 

5  1.  A  telescopic  cover  apparatus  mounted  on  a 
machine  having  a  stationary  section  (10)  and  a 
movable  section  (20),  the  telescopic  cover  ap- 
paratus  comprising: 

a  telescopic  cover  (50)  having  a  plurality  of 
io  cover  members  (51a  to  51  g)  which  are  slidably 

fitted  with  one  another  and  include  two  cover 
members  (51a  and  51  g)  on  a  machine  station- 
ary  section  side  and  a  machine  movable  sec- 
tion  side  fixed  to  said  stationary  section  (10) 

is  and  said  movable  section  (20)  of  said  machine, 
respectively;  and 

a  pantograph  drive  mechanism  for  extend- 
ing  and  contracting  said  telescopic  cover  (50), 
said  pantograph  drive  mechanism  including  a 

20  plurality  of  quadrilateral  link  mechanisms  (61  to 
66)  continuously  arranged  in  a  direction  along 
which  said  telescopic  cover  (50)  extends  and 
contracts,  and  coupled  individually  to  their  cor- 
responding  ones  of  said  plurality  of  cover 

25  members. 
characterised  in  that  the  size  of  each  cover 

member  (51a  to  51  g)  is  larger  than  that  of  the 
adjacent  one  located  at  the  side  away  from  the 
movable  section  (20),  and  the  dimensional  ratio 

30  between  adjacent  link  mechanisms  is  substan- 
tially  equal  to  the  dimensional  ratio  between 
their  corresponding  adjacent  cover  members. 

2.  A  telescopic  cover  apparatus  according  to 
35  claim  1,  wherein  each  said  link  mechanism 

includes  a  first  pair  of  link  members  on  the 
machine  stationary  section  side,  a  second  pair 
of  link  members  on  the  machine  movable  sec- 
tion  side  cooperating  with  said  first  pair  of  link 

40  members  to  form  a  parallelogram,  a  first  pair 
of  joints  for  pivotally  coupling  those  one  ends 
of  said  first  pair  of  link  members  which  are 
disposed  on  the  machine  stationary  section 
side  to  each  other  and  for  pivotally  coupling 

45  those  one  ends  of  said  second  pair  of  link 
members  which  are  disposed  on  the  machine 
movable  section  side  to  each  other,  and  a 
second  pair  of  joints  for  pivotally  coupling  oth- 
er  ends  of  said  first  pair  of  link  members  to 

50  their  corresponding  other  ends  of  said  second 
pair  of  link  members,  respectively; 

wherein  that  one  of  said  first  pair  of  joints 
of  one  of  each  two  adjacent  link  mechanisms 
which  is  disposed  on  the  machine  movable 

55  section  side  is  identical  with  that  one  of  said 
first  pair  of  joints  of  another  link  mechanism 
which  is  disposed  on  the  machine  stationary 
section  side;  and 
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wherein  said  second  pair  of  link  members 
of  said  one  of  said  adjacent  link  mechanisms 
are  integral  with  their  corresponding  first  pair 
of  link  members  of  said  another  link  mecha- 
nism,  respectively. 

3.  A  telescopic  cover  apparatus  according  to 
claim  2,  wherein  a  machine-stationary-section- 
side  joint  of  a  machine-stationary-section-side 
link  mechanism  is  coupled  to  said  machine 
stationary  section,  a  machine-movable-section- 
side  joint  of  a  machine-movable-section-side 
link  mechanism  is  coupled  to  said  machine 
movable  section;  and 

wherein  said  identical  joints  associated 
with  the  link  mechanisms  other  than  said  ma- 
chine-stationary-section-side  and  machine- 
movable-section-side  link  mechanisms  are 
coupled  to  their  corresponding  cover  members 
other  than  said  machine-stationary-section-side 
and  machine-movable-section-side  cover 
members,  respectively. 

4.  A  telescopic  cover  apparatus  according  to 
claim  3,  wherein  the  joints  coupled  individually 
to  said  plurality  of  cover  members  are  ar- 
ranged  individually  on  a  straight  line  extending 
in  a  direction  along  which  said  telescopic  cover 
extends  and  contracts. 

5.  A  telescopic  cover  apparatus  according  to  any 
preceding  claim,  wherein  said  telescopic  cover 
apparatus  includes  a  linear  guide  extending  in 
a  direction  along  which  said  telescopic  cover 
extends  and  contracts,  and  adapted  to  guide  at 
least  one  of  said  plurality  of  cover  members. 

6.  A  telescopic  cover  apparatus  according  to 
claim  5,  wherein  said  linear  guide  is  arranged 
to  guide  the  movable  section  (20)  of  said  ma- 
chine. 

7.  A  telescopic  cover  apparatus  according  to 
claim  5  or  6,  wherein  said  at  least  one  cover 
member  is  formed  with  an  engaging  portion 
slidably  mating  with  said  linear  guide. 

Patentanspruche 

1.  Teleskopische  Abdeckvorrichtung,  die  an  einer 
einen  stationaren  Bereich  (10)  und  einen  be- 
weglichen  Bereich  (20)  aufweisenden  Maschi- 
ne  angebracht  ist, 
mit  einer  teleskopischen  Abdeckung  (50),  die 
eine  Vielzahl  von  Abdeckgliedern  (51a  bis  51  g) 
aufweist,  welche  ineinander  eingepaBt  ver- 
schiebbar  sind  und  zwei  Abdeckglieder  (51a 
und  51  g)  auf  der  Seite  eines  an  dem  stationa- 

ren  Bereich  (10)  befestigten  stationaren  Ma- 
schinenbereiches  bzw.  auf  der  Seite  eines  an 
dem  beweglichen  Maschinenbereich  (20)  befe- 
stigten  beweglichen  Maschinenbereiches  urn- 

5  fassen, 
und  mit  einem  Pantograph-Antriebsmechanis- 
mus  zum  Ausfahren  und  zum  Zusammenzie- 
hen  der  teleskopischen  Abdeckung  (50),  wobei 
der  betreffende  Pantograph-Antriebsmechanis- 

io  mus  eine  Vielzahl  von  rechteckigen  Gelenkme- 
chanismen  (61  bis  66)  umfaBt,  die  kontinuier- 
lich  in  einer  Richtung  angeordnet  sind,  langs 
der  die  teleskopische  Abdeckung  (50)  ausfahrt 
und  sich  zusammenzieht,  und  die  individuell 

is  mit  ihren  entsprechenden  Abdeckgliedern  der 
betreffenden  Vielzahl  von  Abdeckgliedern  ver- 
bunden  sind, 
dadurch  gekennzeichnet, 
dal3  die  GroBe  jedes  Abdeckgliedes  (51a  bis 

20  51  g)  groBer  ist  als  jene  des  jeweils  benachbar- 
ten  Abdeckgliedes,  welches  auf  der  von  dem 
beweglichen  Bereich  (20)  abgewandten  Seite 
angeordnet  ist, 
und  dal3  das  Abmessungsverhaltnis  zwischen 

25  benachbarten  Gelenkmechanismen  im  wesent- 
lichen  gleich  dem  Abmessungsverhaltnis  zwi- 
schen  deren  entsprechenden  benachbarten 
Abdeckgliedern  ist. 

30  2.  Teleskopische  Abdeckvorrichtung  nach  An- 
spruch  1,  wobei  die  Gelenkmechanismen  je- 
weils  ein  erstes  Paar  von  Gelenkgliedern  auf 
der  Seite  des  stationaren  Maschinenbereiches, 
ein  zweites  Paar  von  Gelenkgliedern  auf  der 

35  Seite  des  bewegbaren  Maschinenbereiches  im 
Zusammenwirken  mit  dem  genannten  ersten 
Paar  von  Gelenkgliedern  zur  Bildung  eines  Pa- 
rallelogramms,  ein  erstes  Paar  von  Gelenken 
zur  schwenkbaren  Verbindung  jener  einen  En- 

40  den  des  ersten  Paares  von  Gelenkgliedern,  die 
auf  der  Seite  des  stationaren  Maschinenberei- 
ches  angeordnet  sind,  miteinander  und  zur 
schwenkbaren  Verbindung  jener  einen  Enden 
des  genannten  zweiten  Paares  von  Gelenkglie- 

45  dem,  die  auf  der  Seite  des  beweglichen  Ma- 
schinenbereiches  angeordnet  sind,  miteinander 
sowie  ein  zweites  Paar  von  Gelenken  zur 
schwenkbaren  Verbindung  der  anderen  Enden 
des  genannten  ersten  Paares  von  Gelenkglie- 

50  dem  mit  deren  entsprechenden  anderen  En- 
den  des  genannten  zweiten  Paares  von  Ge- 
lenkgliedern  umfassen, 
wobei  das  eine  Gelenk  des  genannten  ersten 
Paares  von  Gelenken  des  einen  der  jeweils 

55  beiden  benachbarten  Gelenkmechanismen, 
das  auf  der  Seite  des  beweglichen  Maschinen- 
bereiches  angeordnet  ist,  identisch  ist  mit  dem 
einen  Gelenk  des  genannten  ersten  Paares 
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von  Gelenken  des  anderen  Gelenkmechanis- 
mus,  welches  auf  der  Seite  des  stationaren 
Maschinenbereiches  angeordnet  ist, 
und  wobei  das  genannte  zweite  Paar  von  Ge- 
lenkgliedern  des  betreffenden  einen  Gelenk- 
mechanismus  der  benachbarten  Gelenkmecha- 
nismen  mit  seinem  entsprechenden  ersten 
Paar  von  Gelenkgliedern  des  betreffenden  an- 
deren  Gelenkmechanismen  zusammenhan- 
gend  ausgebildet  ist. 

3.  Teleskopische  Abdeckvorrichtung  nach  An- 
spruch  2,  wobei  ein  auf  der  Seite  des  stationa- 
ren  Maschinenbereiches  vorgesehenes  Gelenk 
eines  auf  der  stationaren  Maschinenbereichs- 
seite  vorgesehenen  Gelenkmechanismus  mit 
dem  stationaren  Maschinenbereich  verbunden 
ist, 
wobei  ein  auf  der  Seite  des  beweglichen  Ma- 
schinenbereiches  vorgesehenes  Gelenk  eines 
auf  der  Seite  des  beweglichen  Maschinenbe- 
reiches  vorgesehenen  Gelenkmechanismus  mit 
dem  beweglichen  Maschinenbereich  verbun- 
den  ist, 
und  wobei  die  identischen  Gelenkglieder,  die 
anderen  Gelenkmechanismen  als  den  auf  der 
Seite  des  stationaren  Maschinenbereiches  und 
den  auf  der  Seite  des  beweglichen  Maschinen- 
bereiches  vorgesehenen  Gelenkmechanismen 
zugehorig  sind,  mit  ihren  von  den  auf  der  Seite 
des  stationaren  Maschinenbereiches  vorgese- 
henen  Abdeckgliedern  bzw.  von  den  auf  der 
Seite  des  beweglichen  Maschinenbereiches 
vorgesehenen  Abdeckgliedern  verschiedenen 
Abdeckgliedern  verbunden  sind. 

4.  Teleskopische  Abdeckvorrichtung  nach  An- 
spruch  3,  wobei  die  individuell  mit  der  betref- 
fenden  Vielzahl  von  Abdeckgliedern  verbunde- 
nen  Gelenkglieder  individuell  auf  einer  geraden 
Linie  angeordnet  sind,  die  in  einer  Richtung 
verlauft,  langs  der  die  teleskopische  Abdek- 
kung  ausfahrt  und  sich  zusammenzieht. 

5.  Teleskopische  Abdeckvorrichtung  nach  einem 
der  vorhergehenden  Anspruche,  wobei  sie  eine 
geradlinige  Fuhrung  aufweist,  die  sich  in  einer 
Richtung  erstreckt,  langs  der  die  teleskopische 
Abdeckung  ausfahrt  und  sich  zusammenzieht, 
und  die  imstande  ist,  zumindest  eines  der  Viel- 
zahl  von  Abdeckgliedern  zu  fuhren. 

6.  Teleskopische  Abdeckvorrichtung  nach  An- 
spruch  5,  wobei  die  geradlinie  Fuhrung  so 
angeordnet  ist,  dal3  der  bewegliche  Bereich 
(20)  der  Maschine  gefuhrt  ist. 

7.  Teleskopische  Abdeckvorrichtung  nach  An- 
spruch  5  oder  6,  wobei  zumindest  ein  Abdeck- 
glied  mit  einem  Anlagebereich  gebildet  ist,  der 
mit  der  geradlinigen  Fuhrung  zusammenpaBt. 

5 
Revendicatlons 

1.  Appareil  a  couvercle  telescopique  monte  sur 
une  machine  presentant  une  partie  fixe  (10),  et 

io  une  partie  mobile  (20),  I'appareil  a  couvercle 
telescopique  comprenant  : 
un  couvercle  telescopique  (50)  comportant  plu- 
sieurs  organes  formant  couvercle  (51a  a  51  g) 
qui  sont  fixes  en  vue  de  leur  coulissement  I'un 

is  par  rapport  a  I'autre  et  comprennent  deux  or- 
ganes  formant  couvercle  (51a  et  51  g)  sur  un 
cote  de  la  partie  fixe  de  la  machine  et  un  cote 
de  la  partie  mobile  de  la  machine  fixes  a  ladite 
partie  fixe  (10)  et  ladite  partie  mobile  (20)  de 

20  ladite  machine  respectivement  ;  et 
un  mecanisme  d'entraTnement  a  pantographe 
pour  I'extension  et  la  contraction  dudit  couver- 
cle  telescopique  (50),  ledit  mecanisme  d'en- 
traTnement  a  pantographe  comprenant  plu- 

25  sieurs  mecanismes  de  liaison  formant  quadrila- 
teres  (61  a  66)  disposes  en  continu  dans  un 
sens  le  long  duquel  ledit  couvercle  telescopi- 
que  (50)  s'etend  et  se  contracte,  et  couples 
individuellement  aux  mecanismes  correspon- 

30  dants  desdits  plusieurs  organes  formant  cou- 
vercle. 
caracterise  en  ce  que  la  taille  de  chaque  orga- 
ne  formant  couvercle  (51a  a  51  g)  est  plus 
grande  que  celle  de  I'organe  adjacent  situe  du 

35  cote  oppose  a  la  partie  mobile  (20),  et  le 
rapport  dimensionnel  entre  les  mecanismes  de 
liaison  adjacents  est  sensiblement  egal  au  rap- 
port  dimensionnel  entre  leurs  organes  adja- 
cents  formant  couvercles  correspondants. 

40 
2.  Appareil  a  couvercle  telescopique  selon  la  re- 

vendication  1,  dans  lequel  chacun  desdits  me- 
canismes  de  liaison  comporte  une  premiere 
paire  d'organes  de  liaison  sur  le  cote  de  la 

45  partie  fixe  de  la  machine,  une  deuxieme  paire 
d'organes  de  liaison  sur  le  cote  de  la  partie 
mobile  de  la  machine  cooperant  avec  ladite 
premiere  paire  d'organes  de  liaison  pour  for- 
mer  un  parallelogramme,  une  premiere  paire 

50  d'articulations  pour  le  couplage  entre  elles,  par 
pivotement,  des  extremites  de  ladite  premiere 
paire  d'organes  de  liaison  qui  sont  disposes 
sur  le  cote  de  la  partie  fixe  de  la  machine,  et 
le  couplage  entre  elles,  par  pivotement,  des 

55  extremites  de  ladite  deuxieme  paire  d'organes 
de  liaison  qui  sont  disposes  sur  le  cote  de  la 
partie  mobile  de  la  machine,  et  une  deuxieme 
paire  d'articulations  pour  le  couplage  par  pivo- 
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tement  des  autres  extremites  de  ladite  premie- 
re  paire  d'organes  de  liaison  a  leurs  autres 
extremites  correspondantes  de  ladite  deuxie- 
me  paire  d'organes  de  liaison  respectivement  ; 
dans  lequel  ladite  premiere  paire  d'articulations 
de  chacun  des  deux  mecanismes  de  liaison 
adjacents  qui  est  place  sur  le  cote  de  la  partie 
mobile  de  la  machine  est  identique  a  ladite 
premiere  paire  d'articulations  d'un  autre  meca- 
nisme  de  liaison  qui  est  place  sur  le  cote  de  la 
partie  fixe  de  la  machine  ;  et 
dans  lequel  ladite  deuxieme  paire  d'organes 
de  liaison  d'un  desdits  mecanismes  de  liaison 
adjacents  est  solidaire  de  la  premiere  paire 
correspondante  d'organes  de  liaison  dudit  au- 
tre  mecanisme  de  liaison,  respectivement. 

3.  Appareil  a  couvercle  telescopique  selon  la  re- 
vendication  2,  dans  lequel  une  articulation  sur 
le  cote  de  la  partie  fixe  de  la  machine  d'un 
mecanisme  de  liaison  sur  le  cote  de  la  partie 
fixe  de  la  machine  est  couple  a  ladite  partie 
fixe  de  la  machine,  une  articulation  sur  le  cote 
de  la  partie  mobile  de  la  machine  d'un  mecani- 
sme  de  liaison  sur  le  cote  de  la  partie  mobile 
de  la  machine  est  couplee  a  ladite  partie  mobi- 
le  de  la  machine  ;  et 
dans  lequel  les  articulations  identiques  asso- 
ciees  aux  mecanismes  de  liaison  autres  que 
les  mecanismes  de  liaison  sur  le  cote  de  la 
partie  fixe  de  la  machine  et  sur  le  cote  de  la 
partie  mobile  de  la  machine  sont  couplees  aux 
organes  formant  couvercles  correspondants 
autres  que  les  organes  formant  couvercles  sur 
le  cote  de  la  partie  fixe  de  la  machine  et  sur  le 
cote  de  la  partie  mobile  de  la  machine,  res- 
pectivement. 

4.  Appareil  a  couvercle  telescopique  selon  la  re- 
vendication  3,  dans  lequel  les  articulations  cou- 
plees  individuellement  audit  ensemble  des  or- 
ganes  formant  couvercle  sont  disposees  indivi- 
duellement  en  ligne  droite  s'etendant  dans  un 
sens  le  long  duquel  ledit  couvercle  telescopi- 
que  s'etend  et  se  contracte, 

5.  Appareil  a  couvercle  telescopique  selon  I'une 
quelconque  des  revendications  precedentes, 
dans  lequel  ledit  appareil  a  couvercle  telesco- 
pique  comprend  un  guide  lineaire  s'etendant 
dans  un  sens  le  long  duquel  ledit  couvercle 
telescopique  s'etend  et  se  contracte,  et  adapte 
pour  guider  au  moins  I'un  desdits  organes 
formant  couvercle. 

6.  Appareil  a  couvercle  telescopique  selon  la  re- 
vendication  5,  dans  lequel  ledit  guide  lineaire 
est  dispose  pour  guider  la  partie  mobile  (20) 

de  ladite  machine. 

7.  Appareil  a  couvercle  telescopique  selon  la  re- 
vendication  5  ou  6,  dans  lequel  au  moins  un 

5  des  organes  formant  couvercle  est  forme  par 
une  partie  s'accouplant  par  coulissement  avec 
ledit  guide  lineaire. 
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