
Printed by Jouve, 75001 PARIS (FR)

Europäisches Patentamt

European Patent Office

Office européen des brevets

(19)

E
P

1 
37

2 
27

5
A

1
*EP001372275A1*
(11) EP 1 372 275 A1

(12) EUROPEAN PATENT APPLICATION

(43) Date of publication:
17.12.2003 Bulletin 2003/51

(21) Application number: 02102686.9

(22) Date of filing: 05.12.2002

(51) Int Cl.7: H04B 10/155, H01S 5/0687

(84) Designated Contracting States:
AT BE BG CH CY CZ DE DK EE ES FI FR GB GR
IE IT LI LU MC NL PT SE SI SK TR
Designated Extension States:
AL LT LV MK RO

(71) Applicant: Agilent Technologies Inc
Palo Alto, CA 94303-0870 (US)

(72) Inventors:
• Kallmann, Ulrich

72070, Tuebingen (DE)
• Steffens, Wolf

71083, Herrenberg (DE)
• Haisch, Hansjörg

71155, Altdorf (DE)

• Nebendahl, Bernd
71254, Ditzingen (DE)

• Müller, Emmerich
71134, Aidlingen (DE)

• Schwarz, Jochen
70567, Stuttgart (DE)

• Linnenbürger, Jan
72135, Dettenhausen (DE)

(74) Representative: Barth, Daniel
c/o Agilent Technologies Deutschland GmbH,
Patentabteilung,
Herrenbergerstrasse 130
71034 Böblingen (DE)

(54) Controlling an optical source using a beat frequency

(57) The present invention relates to an apparatus
and to a method of controlling an optical signal (2), com-
prising the steps of: determining at least one actual beat
frequency (20n-1, 20n, 20n+1) derived from a superpo-

sition of at least one optical reference signal (14) with
the optical signal (2) having an actual frequency, and
using the at least one actual beat frequency (20n-1, 20n,
20n+1) in order to control the actual frequency.
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Description

BACKGROUND OF THE INVENTION

[0001] The present invention relates to controlling an
optical signal.
[0002] Tunable laser sources (TLS) for providing a
tunable laser signal are known in the art and disclosed
e.g. in A.C.Bordinalli, et.al. "High-Performance Phase
Locking of Wide Linewidth Semiconductor Lasers by
Combined Use of Optical Injection Locking and Optical
Phase-Lock Loop", Journal of Lightwave Technology,
Vol. 17, No.2, 1999, pp.328-342, B.Cai, et.al., "Micro-
wave frequency synthesis using injection locked laser
comb line selection", Proc. LEOS Summer Topical
Meetings, Keystone, 1995, Digest No. 95TH8031, Paper
WD2, pp.13-14, H.Takesue, et.al., "Stable Lightwave
Frequency Synthesis Over 1-THz Span Using Fabry-
Perot Cavity Containing Polarization-Rotation Elements
and Actively Controlled Tunable Bandpass Filter", IEEE
Photonics Technology Letters, Vol.12, No.1, 2000, pp.
79-81, Hashimoto et. Al. "Synchronization of subtera-
hertz optical pulse train from PLL-controller colliding
pulse mode locked semiconductor laser", Electronics
Letters, Vo. 34, No.6, 1998, pp.580-581, John D. Jost
et al., "Continuously tunable, precise, single frequency
optical signal generator", Optics Express, Vol.10, No.
12, 2002, pp.515-519, Katagiri et.al., "Synchronized
pulse-train generation from passively modelocked sem-
iconductor lasers by a phase-locked loop using optical
modulation sidebands", Electronics Letters, Vol.32, No.
20, 1996, pp.1892-1894, S.-L.Tsao, et.al., "Phase-
locked tunable subcarrier comb generator", Electronics
Letters, Vol.30, No.24, 1994, pp. 2059-2060, O.Ishida,
"Laser Frequency Synthesis Employing Fibre Four-
Wave Mixing", IEEE Photonics Technologies Letters,
Vol. 4, No.10, 1992, pp.1171-1173. The disclosure of the
aforementioned documents is incorporated herein by
reference.

SUMMARY OF THE INVENTION

[0003] It is an object of the invention to provide an im-
proved controlling of an optical signal. The object is
solved by the independent claims. Preferred embodi-
ments are shown by the dependent claims.
[0004] For many applications in the field of optical
communication and measurement using optical sources
it is desirable to have an optical source generating an
optical signal having high frequency precision, e.g. to
control an optical signal with a relative precision in the
kHz frequency range. An embodiment of the present in-
vention provides such a source. The inventive source
and the inventive method can be used for TLSs having
ultra-high tuning linearity, for heterodyne analysis of op-
tical spectra and networks, or as an optical frequency
normal.
[0005] In an embodiment frequency precision of the

control of an optical signal is achieved through frequen-
cy discrimination in the electrical frequency domain.
[0006] An embodiment of the present invention com-
prises a comb generator providing a comb of optical ref-
erence signals e.g. controlled by an electrical master
clock signal. Preferably, the frequency distance be-
tween each adjacent optical reference signal of the
comb is determined by mode-locking the optical refer-
ence signals to the master clock signal. The frequency
distance can be about 10 GHz for example. An advan-
tage of such a reference comb is the possibility of cov-
ering a wide range of frequencies, e.g. a range of 100
THz or more, so that at least one of the teeth of the comb
is within the bandwidth of the detector, e.g. a photodi-
ode, and also near the frequency of the optical signal.
[0007] Additionally, a phase locked loop can be used
locking the comb to an optical frequency reference by
locking at least one of the optical reference signals of
the comb to the optical frequency reference. The optical
frequency reference can be at least one of the following:
an absolute optical frequency reference, a gas cell for
absorbing one or more of the optical reference signals
of the comb, an ultra stable laser source.
[0008] With the help of the comb a frequency of the
absolute optical frequency reference can be chosen
which is e.g. 100 THz or more away from the actual fre-
quency of the optical signal although due to the huge
extension of the comb still at least one signal line of the
comb is in vicinity of the actual frequency of the optical
signal so that it can interfere with the optical signal, thus
generating a beat signal e.g. on the detector.
[0009] According to a preferred embodiment, a prese-
lector or filter is provided for preselecting the optical sig-
nal line(s) of the comb and the optical signal before the
optical signals interfere (e.g. at the detector) and gen-
erate corresponding beat signal(s). The preselector, e.
g. a self-adjustable tunable filter, can advantageously
avoid a saturation of the detector. The filter can prefer-
ably be controlled in a way to follow the frequency po-
sition of the optical signal so that the actual frequency
of the optical signal is always within the filter. Such a
filter following an optical signal is for example disclosed
in European patent application EP-A-1253687 of the ap-
plicant, the teaching of which shall be incorporated here-
in by reference.
[0010] Preferably, the predetermined bandwidth pro-
vided by the preselector comprises the actual frequency
of the optical signal and one or more, and preferably at
least two, optical reference signals of the comb.. This
allows choosing the section of the comb in which the
actual frequency of the optical signal is expected. The
filter characteristic of the preselector can be symmetric
or asymmetric with respect to the actual frequency of
the optical signal.
[0011] Additionally or alternatively the invention can
comprise an optical frequency-measuring unit separate-
ly (pre-)determining the actual frequency of the optical
signal. By this measurement it is also provided an inde-
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pendent indication in which wavelength area of the
comb the superposition between the tooth/teeth of the
comb and the optical signal occurs.
[0012] The bandwidth of the preselector preferably
covers the predetermined actual frequency of the optical
signal, and the filter characteristic of the preselector is
preferably selected to be asymmetric with respect to the
actual frequency of the optical signal. By this embodi-
ment it is possible to determine the tuning direction
when tuning the frequency of the optical signal or to de-
termine, whether a detected beat signal results from the
interference between the actual optical signal and an
optical reference signal, which possesses a higher or
lower optical frequency. This is due to the fact that the
amplitudes of different optical reference signals experi-
ence different attenuations according to their position
relative to the actual optical signal and due to the asym-
metric filter characteristic. Those different amplitudes
together with the actual optical signal generate beat sig-
nals of different intensity heights at the detector. There-
fore the height of the beat signal indicates the relative
position of the optical reference signal with respect to
the actual optical signal.
[0013] Preferably, the detector bandwidth is chosen
in a way that the detector can detect at least three actual
beat signals (e.g. at least 3/2Fm) created by superim-
posing the at least three optical reference signals with
the optical signal. This enables the determination of a
deviation of the frequency of the optical signal with re-
spect to a target frequency of the optical signal and the
determination of the sign of the deviation. It is an advan-
tage of this embodiment that it enables the determina-
tion of the tuning direction when tuning the optical signal.
[0014] In a preferred embodiment of the invention, at
least one electrical oscillator provides at least two (and
preferably three) target beat frequencies by providing at
least two (and preferably three) electrical oscillator sig-
nals. This enables the evaluation unit evaluating the
sign of the deviation value on the basis of the detected
actual beat frequencies by comparing the at least two
(and preferably three) actual beat frequencies with the
at least two (and preferably three) electrical oscillator
signals. While two target beat frequencies are sufficient
for direction detection, ambiguities may arise from a po-
sition of the optical signal precisely between two teeth
of the reference comb. Here when tuning the optical sig-
nal the beat signals will cross their paths as one moves
in the increasing and the other one in the decreasing
frequency directions. The presence of both beat signals
in this beat frequency range around FM/2 can be difficult
to processes. However, such 'dead zone' can be avoid-
ed using a third target beat frequency allowing an im-
proved control of the tuning direction when tuning the
useful optical signal.
[0015] Furthermore, at least one mixer can be used
for mixi ng the at least two actual beat signals with the
at least two electrical oscillator signals to enable the
evaluation unit evaluating the sign of the deviation value

on the basis of the detected beat signals by means of
the at least one mixer mixing the at least two actual beat
signals with the at least two electrical oscillator signals.
[0016] The at least one electrical oscillator can pref-
erably be designed to determine the target beat frequen-
cies according to the following scheme:

PFk=|F0-FN|, and PFk being the target beat fre-
quency of the kth electrical oscillator signal, k being
1, 2, 3,..., F0 being the target frequency of the op-
tical signal, FN=Fref+N*Fm, FN being the Nth opti-
cal signal line of the reference comb away from the
absolute optical reference line Fref, Fm being the
frequency of the electrical master clock signal and
Fref being the frequency of the absolute optical fre-
quency reference.

[0017] The at least one mixer can preferably be de-
signed to provide an error signal for at least two of the
actual beat frequencies and feeding at least two of the
error signals into a respective loop filter connected to
the at least one mixer, advantageously connected to a
combining unit combining the loop filtered error signals
with a positive or negative sign according to the follow-
ing scheme (for the example of three beat frequencies):

For three loop filtered signals the sign of each error
signal changes every 3/2Fm, for the at least three
target beat frequencies of the at least three electri-
cal oscillator signals PFk a sign change of the error
signals occurs every 0.5Fm, and for one of the error
signals every 0.5Fm the sign changes, whereby the
sign change is recursive every 3Fm, and Fm being
the frequency of the electrical master clock signal,
PFk being the target beat frequency of the kth elec-
trical oscillator signal, k being 1, 2, 3,.... This control
scheme ensures that no jumps in the frequency of
the electrical oscillator signals are needed when
tuning the optical signal.

[0018] Tuning the optical signal to the target frequen-
cy can work as follows for the example of three beat fre-
quencies):

Every frequency band between two consecutive
signal lines of the reference comb is divided in 2
sub-bands. Before tuning the target sub-band is de-
termined from Msb=(FO-Fref)/(0.5Fm)+1. Starting
from Fref the optical signal target frequency is in-
creased by increasing 2 of electrical oscillator sig-
nals and decreasing one. Thus the optical signal
frequency follows until the next sub-band edge is
reached. Then for one of the error signals the sign
changes and in the next sub-band the correspond-
ing electrical oscillator changes its tuning direction,
while the other 2 electrical oscillators keep the tun-
ing direction.
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This scheme is followed across Msb-1 sub-bands
until the target sub-band is reached.

[0019] In another preferred embodiment, the control
of the actual frequency of the optical signal comprises:
filtering at least two, preferably three, actual beat fre-
quencies within a predetermined bandwidth, the prede-
termined bandwidth comprising the actual frequency of
the optical signal, detecting at least two, preferably at
least three, actual beat frequencies of a superposition
of the optical reference signals of the comb with the op-
tical signal, evaluating a deviation value by comparing
the detected actual beat frequencies with the target beat
frequencies to detect a mismatch if any between the tar-
get beat frequencies and the actual beat frequencies.
Filtering can be done e.g. by the aforedescribed optical
preselector.
[0020] It is preferred that characteristic of the filter or
optical preselector is asymmetric over the wavelength
and with respect to the actual frequency of the optical
signal. Therefore, it is possible to detect an intensity dif-
ference, if any, between the signals of the actual beat
frequencies and to evaluate a tuning direction of the op-
tical signal when tuning the optical signal and/or to de-
tect a sign of the mismatch, if any. According to this em-
bodiment it is therefore possible to determine a tuning
direction and/or a sign of a mismatch between a desired
target beat frequency which mirrors a desired target fre-
quency of the optical signal and an actual beat frequen-
cy which mirrors an actual frequency of the optical sig-
nal.
[0021] By choosing such asymmetric filter or optical
preselector and/or locking the tunable source frequency
via electrical oscillators according to the aforemen-
tioned scheme it is therefore possible to control (and
preferably even unambiguously) the frequencies of the
laser source e.g. even in the kHz frequency range.
[0022] A quartz oscil lator can be used to provide the
electrical master clock signal.
[0023] The optical source can be a tunable laser
source to tune the optical signal.
[0024] The invention can be partly embodied or sup-
ported by one or more suitable software programs,
which can be stored on or otherwise provided by any
kind of data carrier, and which might be executed in or
by any suitable data processing unit. Software programs
or routines are preferably applied to the realization of
the inventive method.

BRIEF DESCRIPTION OF THE DRAWINGS

[0025] Other objects and many of the attendant ad-
vantages of the present invention will be readily appre-
ciated and become better understood by reference to
the following detailed description when considering in
connection with the accompanied drawings. The com-
ponents in the drawings are not necessarily to scale,
emphasis instead being placed upon clearly illustrating

the principles of the present invention. Features that are
substantially or functionally equal or similar will be re-
ferred to with the same reference sign(s).

Fig. 1-5 show schematic illustrations of embodi-
ments of the present invention.

DETAILED DESCRIPTION OF PREFERRED
EMBODIMENTS OF THE INVENTION

[0026] Referring now in greater detail to the drawings,
Fig. 1 shows a schematic illustration of an apparatus 1
for providing an optical signal 2 according to an embod-
iment of the present invention. Apparatus 1 comprises
a master clock 4 for providing an electrical master clock
signal 6 to an optical reference source 8 and to three
electrical oscillators 10a, 10b and 10c. The master clock
4 comprises a quartz oscillator 12 for generating the
electrical master clock signal 6.
[0027] Optical reference source 8 is mode-locked to
the master clock 4 thereby providing a comb generator
to provide a comb of optical reference signals 14 con-
trolled by the electrical master clock signal 6. The fre-
quency distance of about e.g. 10 GHz between each ad-
jacent optical reference signal of the comb 14 is deter-
mined by the mode-locking of the optical reference
source 8 to the master clock signal 6.
[0028] Apparatus 1 further comprises a gas cell 16 for
absorbing one of the optical reference signals 14 of the
comb to provide an absolute optical frequency refer-
ence. A phase locked loop is locking the comb 14 to the
absolute optical frequency reference 16 by locking one
of the optical reference signals 14 of the comb to the
absolute optical frequency reference 16.
[0029] Apparatus 1 further comprises as an optical
source a TLS 18 providing the optical signal 2 with a
target frequency and having an actual frequency.
[0030] The comb of optical reference signals 14 and
the optical signal 2 are superimposed to create at least
one interference signal 20 having an actual beat fre-
quency. The signal 20 is provided to an optical pre-se-
lector 22 for pre-selecting the at least one interference
signal 20 with a predetermined bandwidth before the at
least one interference signal 20 reaches a detector 24.
The detector 24 generates an electrical beat signal 28
from the interference signal 20The detector 24 has a de-
tection bandwidth of e.g. about 16 GHz for the e.g. 10
GHz frequency of the master clock signal 6. The detec-
tion bandwidth of detector 24 is chosen to provide that
actual beat frequencies of beat signals 20 with at least
three optical reference signals 14 are within the detec-
tion bandwidth. The predetermined bandwidth of the
pre-selector 22 is chosen to provide that interference
signals of at least three optical reference signals 14 and
the optical signal 2 are within the predetermined band-
width of the pre-selector 22. Moreover, the filter charac-
teristic of pre-selector 22 comprises the actual frequen-
cy of the optical signal 2 and is asymmetric with respect
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to the actual frequency of the optical signal 2.
[0031] Apparatus 1 further comprises three mixers
26a, 26b and 26c mixing a signal 28 of the detector 24
with signals 11a, 11band 11c of electrical oscillators 10a,
10b and 10c, respectively. Mixers 26a, 26b and 26c gen-
erate error signals 28a, 28b, 28c which are provided to
respective loop filters 30a, 30b, 30c. The loop filtered
signals 32a, 32b, 32c are provided to combination units
34a, 34b, 34c which combine the loop filtered error sig-
nals 32a, 32b, 32c with a positive or negative sign ac-
cording to the following scheme:

• for three loop filtered signals 32a, 32b, 32c the sign
of each error signal 28a, 28b, 28c changes every
3/2Fm,

• for the at least three target beat frequencies of the
at least three electrical oscillator signals 11a, 11b,
11c PFk a sign change of the error signals 28a, 28b,
28c occurs every 0.5Fm, and

• for one of the error signals 28a, 28b, 28c every
0.5Fm the sign changes, whereby the sign change
is recursive every 3Fm, and

• Fm being the frequency of the electrical master
clock signal 6, PFk being the target beat frequency
of the kth electrical oscillator signal 11a, 11b, 11c, k
being 1, 2, 3,....

[0032] The combining units 34a, 34b, 34c are control-
led by a control signal 35 which is provided by a control
unit 36. Control unit 36 also controls pre-selector 22 via
a control signal 37 and electrical oscillators 10a, 10b and
1 0c via control signals 41, 42, 43 by the following
scheme:

• PFk=|F0-FN|, and

• PFk being the target beat frequency of the kth elec-
trical oscillator signal 11a, 11b, 11c, k being 1, 2,
3,..., FO being the target frequency of the optical
signal 2, FN=Fref+N*Fm, FN being the Nth optical
signal line of the reference comb away from the ab-
solute optical reference line Fref, Fm being the fre-
quency of the electrical master clock signal 6 and
Fref being the frequency of the absolute optical fre-
quency reference 16.

[0033] Combining units 34a, 34b and 34c are provid-
ing their outputs 45a, 45b, 45c to an evaluation and cor-
rection unit 46. The evaluation and correction unit 46
evaluates a deviation value on the basis of the outputs
45a, 45b, 45c, which deviation value indicates a mis-
match between the target frequency of optical signal 2
and the actual frequency of optical signal 2. Evaluation
and correction unit 46 then provides a correction signal
48 to TLS 18 to enable the correction of the actual fre-

quency to the target frequency by using the deviation
value, when the deviation value is indicating a mismatch
between the target frequency and the actual frequency
of the optical signal 2.
[0034] The aforementioned schemes for providing the
electrical oscillator signals 11a, 11b and 11c and for pro-
viding the signs to the error signals 28a, 28b and 28c by
the combining units 34a, 34b and 34c and the asymmet-
ric position of the pre-selecting filter 22 with respect to
the actual frequency of the optical signal 2 enables ap-
paratus 1 to tune optical signal 2 by TLS 18 in a contin-
uous way without the need of frequency jumps in the
electrical oscillator signals 11a, 11 b and 11 c and con-
currently ensuring a relative precision in the kHz fre-
quency range of the actual frequency of the optical sig-
nal 2 with respect to the frequency of the optical signal
2 when tuning the optical signal 2 by TLS 18.
[0035] Fig. 2 shows a graph schematically illustrating
the function of an embodiment of the present invention.
In Fig. 2 teeth 14n-1, 14n, 14n+1 and 14n+2 of a comb
of optical reference signals 14 are depicted by respec-
tive arrows on a frequency scale f from 1,00 THz to 1,03
THz. The distance between two of the teeth 14n-1, 14n,
14n+1, 14n+2 is I = 10GHz. Furthermore, the actual fre-
quency of an optical signal 2 is indicated.
[0036] Then detecting the optical signal 2 the super-
position of the optical signal 2 with the optical reference
signal 14n-1, 14n, 14n+1 creates actual beat signals
having actual beat frequencies indicated by double ar-
rows 20 n-1, 20n and 20n+1. These actual beat frequen-
cies 20n-1, 20n and 20n+1 can be compared with target
beat frequencies 11a, 11 b, 11c as described with re-
spect to the embodiment of Fig. 1. Therefore, a mis-
match between the actual beat frequencies 20n-1, 20n,
20n+1 and the target beat frequencies 11a, 11b, 11c can
be detected, if any, and can be corrected by the correc-
tion mechanism as described with respect to Fig. 1.
[0037] Additionally, it is possible according to the em-
bodiment of Fig. 2 to detect a tuning direction when tun-
ing the optical signal 2, e.g. by a tunable laser source.
This is possible because when tuning the optical signal
2 to higher frequencies as indicated by arrow 50 beat
frequency 20n will become greater while beat frequency
20n+1 will become smaller. By this it is clear that optical
signal 2 is tuned towards tooth 14n+1 of the comb of
optical reference signals 14.
[0038] Moreover, it is also possible to detect a tuning
direction when tuning the optical signal 2 if the optical
signal 2 is positioned in the very middle between two
teeth 14n and 14n+1 of the comb of optical reference
signals 14 as depicted in Fig. 3. In this situation beat
frequencies 20n and 20n+1 have the same value. How-
ever, since there is provided the third beat frequency
20n-1 between the optical signal 2 and the reference
signal 14n-1 it is still clear that the optical signal 2 is still
tuned according to arrow 50 if beat frequency 20n-1 is
becoming greater.
[0039] Fig. 4 shows a schematic illustration of another
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embodiment of the present invention. According to this
embodiment an optical pre-selector 52 with a fixed po-
sition relative to the optical signal 2 is provided. Again,
optical frequency w is indicated and teeth 14n-5 to
14n+1 are indicated by respective arrows and having
respective equally spaced frequencies.
[0040] Fig. 5 shows the respective intensities of the
beat signals having beat frequencies 20n-5 to 20n+1
created by the superposition of the optical signal 2 with
reference signals 14n-5 to 14n+1. As can be seen in Fig.
5 depending on the shape and the bandwidth of optical
pre-selector 52 the intensity of the beat signals 20n-5 to
20n+1 is dependent on its frequency position in the fre-
quency spectrum. Therefore, it is possible to determine
a tuning direction when tuning the optical signals 2.
When for example the optical signal 2 is tuned according
to arrow 50 in Fig. 4 the beat signal 20n+1 will gain in-
tensity while the beat signal 20n-4 will lose intensity.
Therefore it is clear that optical pre-selector 52 is moving
to higher frequencies and therefore optical signal 2 is
moving to higher frequencies according to the tuning di-
rection indicated by arrow 50 in Fig. 4.

Claims

1. A method of controlling an optical signal (2), com-
prising the steps of:

(a) determining at least one actual beat fre-
quency (20n-1, 20n, 20n+1) derived from a su-
perposition of at least one optical reference sig-
nal (14) with the optical signal (2) having an ac-
tual frequency, and

(b) using the at least one actual beat frequency
(20n-1, 20n, 20n+1) in order to control the ac-
tual frequency.

2. The method of claim 1, comprising a step of:

providing a comb of optical reference signals
(14), preferably controlled by an electrical mas-
ter clock signal (6).

3. The method of claim 1 or any one of the above
claims,
wherein step (b) comprises a step of controlling the
actual frequency by at least substantially matching
the at least one actual beat frequency (20n-1, 20n,
20n+1) with at least one target beat frequency (11a,
11b, 11c).

4. The method of claim 1 or any one of the above
claims,
wherein the at least one target beat frequency (11a,
11 b, 11c) is determined by a superposition of the
at least one optical reference signal (14) with a tar-

get frequency of the optical signal (2).

5. The method of claim 1 or any one of the above
claims, further comprising:

prior to step (a) a step of adjusting the actual
frequency to be in a predetermined frequency
range.

6. The method of claim 1 or any one of the above
claims,
wherein the predetermined frequency range of the
actual frequency covers a frequency of at least one
of the at least one optical reference signal (14).

7. The method of claim 1 or any one of the above
claims, further comprising the steps of:

preselecting the superimposed signal compris-
ing the at least one actual beat frequency (20n-
1, 20n, 20n+1) within a predetermined band-
width before detecting it to avoid a saturation
of a detector (24) detecting the optical signal
(2).

8. The method of claim 1 or any one of the above
claims, further comprising the steps of:

preselecting the superimposed signal compris-
ing the at least one actual beat frequency (20n-
1, 20n, 20n+1) within a predetermined band-
width before detecting it, the predetermined
bandwidth covering the actual frequency of the
optical signal (2) and at least one of the optical
reference signals (14) to determine the position
of the optical signal (2) relative to the at least
one optical reference signal (14).

9. The method of claim 1 or any one of the above
claims, further comprising the steps of:

preselecting the superimposed signal compris-
ing the at least one actual beat frequency (20n-
1, 20n, 20n+1) within a predetermined band-
width before detecting it, the predetermined
bandwidth covering the actual frequency of the
optical signal (2), the filter characteristic of the
preselection being asymmetric with respect to
the actual frequency of the optical signal (2).

10. The method of claim 1 or any one of the above
claims, further comprising the steps of:

separately predetermining the actual frequency
of the optical signal (2),

preselecting the superimposed signal compris-
ing the at least one actual beat frequency (20n-
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1, 20n, 20n+1) within a predetermined band-
width before detecting it, the predetermined
bandwidth covering the predetermined actual
frequency of the optical signal (2), the filter
characteristic of the preselector being asym-
metric with respect to the predetermined actual
frequency of the optical signal (2).

11. The method of claim 1 or any one of the above
claims, further comprising the steps of:

determining the beat frequencies (28) of at
least two, preferably at least three, interference
signals (20n-1, 20n, 20n+1 ) generated by the
superposition of the optical reference signals
(14) with the optical signal (2),

evaluating a deviation value by comparing the
detected actual beat frequencies of the interfer-
ence signals (20n-1, 20n, 20n+1) with the tar-
get beat frequencies (11 a, 11 b, 11c), the de-
viation value indicating a mismatch, if any, be-
tween the target beat frequencies (11a, 11b,
11c) and the actual beat frequency,

evaluating the sign of the deviation value on the
basis of the detected at least two, preferably the
at least three, actual beat frequencies of the in-
terference signals (20n-1, 20n, 20n+1).

12. The method of claim 1 or any one of the above
claims, further comprising the steps of:

correcting the actual beat frequency (20n-1,
20n, 20n+1 ) of the superimposed signal (20)
to the target frequency by using the deviation
value, when the deviation value is indicating a
mismatch between the target frequency and
the actual frequency of the optical signal (2).

13. The method of claim 1 or any one of the above
claims, further comprising the steps of:

evaluating the sign of the deviation value on the
basis of the detected beat frequencies of the
superimposed signal (20n-1, 20n, 20n+1) by
comparing the at least two actual beat frequen-
cies (20n-1, 20n, 20n+1) with at least two target
beat frequencies (11 a, 11b, 11c) provided by
at least two electrical oscillator signals (11a,
11b, 11c).

14. The method of claim 13, further comprising the
steps of:

comparing the at least two actual beat frequen-
cies (20n-1, 20n, 20n+1) with the at least two
actual beat frequencies (20n-1, 20n, 20n+1) by

mixing the at least two actual beat frequencies
(20n-1, 20n, 20n+1) with the at least two elec-
trical oscillator signals (11a, 11b, 11c).

15. The method of claim 2 or any one of the above
claims, further comprising the steps of:

wherein the frequency distance between each
adjacent optical reference signal (14) of the
comb is determined by mode-locking the opti-
cal reference signals (14) to the master clock
signal (6).

16. The method of claim 2 or any one of the above
claims, further comprising the steps of:

locking the comb to an absolute optical fre-
quency reference (16) by locking at least one
of the optical reference signals (14) of the comb
to the absolute optical frequency reference (16)
preferably by means of a phase locked loop.

17. The method of claim 16, further comprising the
steps of:

superimposing at least two of the optical refer-
ence signals (14) of the comb with the optical
signal (2) to create at least two interference sig-
nals having actual beat frequencies (20n-1,
20n, 20n+1),

evaluating the sign of the deviation value on the
basis of the detected at least two actual beat
frequencies (20n-1, 20n, 20n+1) by comparing
the at least two actual beat frequencies (20n-1,
20n, 20n+1) with at least two target beat fre-
quencies (11 a, 11b, 11 c) provided by at least
two electrical oscillator signals (11a, 11 b, 11c),

comparing the at least two actual beat frequen-
cies (20n-1, 20n, 20n+1) with the at least two
target beat frequencies (11 a, 11b, 11c) by mix-
ing the at least two actual beat frequencies
(20n-1, 20n, 20n+1) with the at least two elec-
trical oscillator signals (11 a, 11b, 11c) each
having a target beat frequency.

18. The method of claim 17, further comprising the
steps of determining the target beat frequencies ac-
cording to the following scheme:

and
PFk being the target beat frequency of the kth elec-
trical oscillator signal 11a, 11b, 11c, k being 1, 2,
3,..., FO being the target frequency of the optical

PFk=|F0-FN|,
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signal 2, FN=Fref+N*Fm, FN being the Nth optical
signal line of the reference comb away from the ab-
solute optical reference line Fref, Fm being the fre-
quency of the electrical master clock signal 6 and
Fref being the frequency of the absolute optical fre-
quency reference 16.

19. The method of claim 1 or any one of the above
claims, further comprising the steps of: providing an
error signal (28a, 28b, 28c) for at least three of the
actual beat frequencies (20n-1, 20n, 20n+1),
feeding at least three of the error signals (28a, 28b,
28c) into a respective loop filter (30a, 30b, 30c),
combining the loop filtered error signals (32a, 32b,
32c) with a positive or negative sign according to
the following scheme:

for three loop filtered error signals (32a, 32b,
32c) the sign of each error signal (28a, 28b,
28c) changes every 3/2Fm,

for the at least three target beat frequencies of
the at least three electrical oscillator signals
(11a, 11b, 11c) PFk a sign change of the error
signals (28a, 28b, 28c) occurs every 0.5Fm,
and

for one of the error signals (28a, 28b, 28c) every
0.5Fm the sign changes, whereby the sign
change is recursive every 3/2Fm, and

Fm being the frequency of the electrical master
clock signal (6), PFk being the target beat fre-
quency of the kth electrical oscillator signal, k
being 1, 2, 3,....

20. The method of claim 1 or any one of the above
claims, further comprising the steps of:

filtering at least two, preferably three, actual
beat frequencies (20n-1, 20n, 20n+1) within a
predetermined bandwidth,

the predetermined bandwidth covering the ac-
tual frequency of the optical signal (2),

detecting at least two, preferably at least three,
actual beat frequencies (20n-1, 20n, 20n+1 ) of
a superposition of the optical reference signals
(14) of the comb with the optical signal (2),

evaluating a deviation value by comparing the
detected actual beat frequencies (20n-1, 20n,
20n+1) with the target beat frequencies (11a,
11 b, 11c) to detect a mismatch, if any, between
the target beat frequencies (11 a, 11b, 11c) and
the actual beat frequencies (20n-1, 20n,
20n+1).

21. The method of claim 1 or any one of the above
claims,
wherein the filter characteristic of the preselector is
asymmetric with respect to the actual frequency of
the optical signal (2),
further comprising the step of detecting an intensity
difference, if any, between the signals of the actual
beat frequencies (20n-1, 20n, 20n+1), to evaluate
a tuning direction of the optical signal when tuning
the optical signal and/or to evaluate a sign of the
mismatch.

22. A method of providing an optical signal (2), compris-
ing the steps of:

providing at least one optical reference signal
(14),

providing the optical signal (2) having an actual
frequency,

superimposing the at least one optical refer-
ence signal (14) with the optical signal (2),

executing the method of claim 1 or any one of
the above claims for controlling the actual fre-
quency of the optical signal (2).

23. A system for controlling an optical signal (2), com-
prising the steps of:

a determining unit adapted for determining at
least one actual beat frequency (20n-1, 20n,
20n+1) derived from a superposition of at least
one optical reference signal (14) with the opti-
cal signal (2) having an actual frequency, and

a controller adapted for using the at least one
actual beat frequency (20n-1, 20n, 20n+1) in
order to control the actual frequency.

24. The system of claim 23, further comprising at least
one of:

a reference signal source adapted for providing
at least one optical reference signal (14),

a signal source adapted for providing the opti-
cal signal (2) having an actual frequency,

a superimposing unit adapted for superimpos-
ing the at least one optical reference signal (14)
with the optical signal (2),

a preselector adapted for preselecting the su-
perimposed signal comprising the at least one
actual beat frequency (20n-1, 20n, 20n+1) within
a predetermined bandwidth before detecting it.
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