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Description

BACKGROUND OF THE INVENTION

FIELD OF THE INVENTION

[0001] The present invention relates to a driving circuit
for a photographing module, and more particularly, to a
driving circuit for driving a photographing module to per-
form auto-focusing and compensate for an angle of in-
clination.

DESCRIPTION OF THE PRIOR ART

[0002] Fig. 12 shows a schematic cross-sectional view
of a prior art actuator for a photographing module. The
prior art actuator includes a yoke 1201, a pad 1202, a
magnet 1203, a coil 1204, a movable member 1205, an
elastic member 1206 and a holder 1207. The coil 1204
is electrically driven so that it will interact with the mag-
netic field of the magnet 1203 to generate a force that
drives the movable member 1205 to move with respect
to an axis (Z-axis) when a current is directed there-
through.
[0003] Though the aforementioned prior art actuator
can cause a movement with respect to an axis, it is not
capable of providing an angle of inclination with respect
to any axis. Accordingly, the compensation for an angle
of inclination cannot be performed to correct the blurred
image caused due to the shake of the photographing
module. Therefore, a need exists in the art for an im-
proved structure that can resolve the aforementioned
drawback.
[0004] WO2008/029 671 A1 discloses an imaging lens
unit electromagnetically driven by three or four coils along
the optical axis and for tilting it to focus and optical image
stabilisation, wherein each of the coils is individually driv-
en.
[0005] US 2009/085 558 A1 discloses a driving circuit
for a single coil in an optical unit to drive it in two opposing
directions by means of four switching elements allowing
for any intermediate level between a supply voltage and
a ground level of the power supply. None of these doc-
uments discloses to connect one end of each coil com-
monly to one signal input end.

SUMMARY OF THE INVENTION

[0006] One object of the present invention is to provide
a driving circuit for a photographing module. The driving
circuit can drive a lens assembly in the photographing
module to simultaneously move with respect to an axis
to perform auto-focusing and incline at an angle with re-
spect to at least one axis to compensate for an angle of
inclination. Consequently, the blurred image caused due
to the shake of the photographing module can be cor-
rected.
[0007] In order to achieve the aforementioned object,

the present invention provides a driving circuit for a pho-
tographing module according to claim 1.
[0008] In the aforementioned driving circuit, it is pref-
erable that the power source provides the intermediate
level by means of two capacitors.
[0009] In the aforementioned driving circuit, it is pref-
erable that the driving circuit controls the effective current
flowing through each coil by means of pulse width mod-
ulation.
[0010] In the aforementioned driving circuit, it is pref-
erable that the number of the set of electronic switch el-
ements is eight.
[0011] The present invention also provides a driving
circuit for a photographing module according to claim 1
with: a load comprising four coils and five signal input
ends.
[0012] Also in the aforementioned driving circuit, it is
preferable that the power source provides the interme-
diate level by means of two capacitors.
[0013] In the aforementioned driving circuit, it is also
preferable that the driving circuit controls the effective
current flowing through each coil by means of pulse width
modulation.
[0014] In the aforementioned driving circuit, it is pref-
erable that the number of the set of electronic switch el-
ements is ten.

BRIEF DESCRIPTION OF THE DRAWINGS

[0015]

Fig. 1A shows a schematic perspective view of a
photographing module which adopts a first embod-
iment of the present driving circuit.

Fig. 1B shows a schematic perspective view of the
magnetic circuit system shown in Fig. 1A.

Fig. 2 shows a schematic representation of a driving
circuit in accordance with the first embodiment of the
present invention.

Fig. 3 is a table showing the status of the electronic
switch elements of the driving circuit in accordance
with the first embodiment of the present invention.

Fig. 4 is a diagram illustrating the timing sequence
of pulses sent to the electronic switch elements
shown in Fig. 2.

Fig. 5 is a schematic representation showing S1, S3,
S5 and S8, among the electronic switch elements
shown in Fig. 2, being turned on while S2, S4, S6
and S7 being turned off.

Fig. 6 is a schematic representation showing S2, S4,
S6 and S7, among the electronic switch elements
shown in Fig. 2, being turned on while S1, S3, S5
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and S8 being turned off.

Fig. 7 is a schematic representation showing S2, S3,
S5 and S7, among the electronic switch elements
shown in Fig. 2, being turned on while S1, S4, S6
and S8 being turned off.

Fig. 8 shows a schematic representation of the
present driving circuit employing pulse width modu-
lation.

Fig. 9A shows a schematic perspective view of a
photographing module which adopts a second em-
bodiment of the present driving circuit.

Fig. 9B shows a schematic perspective view of the
magnetic circuit system shown in Fig. 9A.

Fig. 10 shows a schematic representation of a driving
circuit in accordance with the second embodiment
of the present invention.

Fig. 11 is a table showing the status of the electronic
switch elements of the driving circuit in accordance
with the second embodiment of the present inven-
tion.

Fig. 12 shows a schematic cross-sectional view of a
prior art actuator for a photographing module.

DETAILED DESCRIPTION OF THE PREFERRED EM-
BODIMENTS

[0016] The preferred embodiments of a photographing
module and the driving circuit thereof of the present in-
vention will be described in detail with reference to the
accompanying drawings.
[0017] Fig. 1A shows a schematic perspective view of
a photographing module 100 which adopts a first embod-
iment of the present driving circuit. The photographing
module 100 includes a holder 101, a movable member
102, a lens assembly 109, and a magnetic circuit system
comprising three magnets 103, 104 and 105 and three
coils 106, 107 and 108, as shown in Fig. 1B. The magnetic
circuit system is evenly and symmetrically disposed
around the movable member 102.
[0018] Fig. 1B shows a schematic perspective view of
the magnetic circuit system shown in Fig. 1A. The mag-
netic circuit system enables the movable member 102 to
move with respect to an axis and incline at an angle with
respect to at least one axis. The aforementioned three
magnets 103, 104 and 105 and three coils 106, 107 and
108 form three magnet-coil sets whereby the magnetic
circuit system is evenly and symmetrically disposed
around the movable member 102. In each magnet-coil
set, the polar directions of the top and bottom parts of
the magnet are opposite and perpendicular to the axis
with respect to which the movable member 102 moves,

and the central axis of the coil is perpendicular to the axis
with respect to which the movable member 102 moves.
For example, the polar directions of the top and bottom
parts of the magnet 104 are in the Y and -Y directions,
respectively, and the central axis of the coil 107 is Y-axis.
When the coil 107 has an electric current, for example
but not limited to, flowing through the upper portion of
the coil 107 in the X direction and the lower portion of the
coil 107 in the -X direction, both the upper and lower
portions of the coil 107 are acted upon by a force (Lorentz
Force) in the Z direction, that is, the coil 107 moves in
the Z direction. As the coil 107 is associated with the
movable member 102, the force further drives the mov-
able member 102.
[0019] In the aforementioned magnetic circuit system,
a power source is used to drive the three coils such that
each coil and a corresponding one of the three magnets
generate a force to drive the movable member 102, en-
abling the photographing module 100 (or the lens assem-
bly 109) to perform auto-focusing and compensate for
an angle of inclination. When the currents are simulta-
neously directed to the three coils from the power source
with the same values respectively, the movable member
102 can move with respect to an axis, enabling the pho-
tographing module 100 to perform auto-focusing. When
only one of the three coils is driven by the current deliv-
ered from the power source, the movable member 102
can incline at an angle with respect to an axis, enabling
the photographing module 100 to compensate for an an-
gle of inclination. When two of the three coils are driven
by the currents delivered from the power source, the mov-
able member 102 can incline at an angle with respect to
more than one axis, enabling the photographing module
100 to compensate for an angle of inclination. When the
currents are simultaneously directed to the three coils
from the power source with different values respectively,
the movable member 102 can move with respect to an
axis and incline at an angle with respect to more than
one axis, enabling the photographing module 100 to per-
form auto-focusing and compensate for an angle of in-
clination. The movable member 102 may move with re-
spect to an axis and incline at an angle with respect to
at least one axis simultaneously depending on the mag-
nitudes and directions of the electric currents and the
selection of coils to which the electric currents are to be
directed.
[0020] Fig. 2 shows a schematic representation of a
driving circuit in accordance with the first embodiment of
the present invention. In this embodiment, the driving cir-
cuit 200 comprises: a load comprising three coils L1, L2
and L3 and four signal input ends N0, N1, N2 and N3; a
power source VCC configured to drive the coils L1, L2
and L3 and capable of providing an intermediate level
(such as 0.9VCC) between the supply voltage level and
the ground level by means of two capacitors C1 and C2;
and eight electronic switch elements S1-S8; wherein
each of L1, L2 and L3 has a front end and a back end,
and the back ends of L1, L2 and L3 are all connected to
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N0 while the front ends of L1, L2 and L3 are connected
to N1, N2 and N3, respectively. In this embodiment, the
electric current flowing through L1 from N1 to N0 is de-
fined as i1; the electric current flowing through L2 from
N2 to N0 is defined as i2; the electric current flowing
through L3 from N3 to N0 is defined as i3. One end of
S1, S3 and S5 and one end of C1 are connected to the
power source VCC; the other end of S1 is connected to
one end of S2 and N1; the other end of S3 is connected
to one end of S4 and N2; the other end of S5 is connected
to one end of S6 and N3. The other end of each of S2,
S4 and S6 and one end of C2 are connected to a ground-
ing end and one end of S8; the other end of S8 is con-
nected to N0 and one end of S7; the other end of S7 is
connected to the other end of C1 and the other end of
C2. The power source VCC is transmitted by switching
the aforementioned eight electronic switch elements S1-
S8 so as to control the magnitudes and directions of the
electric currents flowing through L1, L2 and L3, as shown
in Fig. 3. Fig. 3 is a table showing the status of the eight
electronic switch elements of the driving circuit in accord-
ance with the first embodiment of the present invention.
In the first embodiment, pulse width modulation (see
Figs. 4 and 8) is further employed to control the effective
current flowing through each of L1, L2 and L3, thereby
the photographing module 100 can perform auto-focus-
ing and compensate for an angle of inclination.
[0021] Fig. 5 is a schematic representation showing
S1, S3, S5 and S8, among the electronic switch elements
shown in Fig. 2, being turned on while S2, S4, S6 and
S7 being turned off. Referring to Fig. 3, when S1, S3, S5
and S8 are turned on and S2, S4, S6 and S7 are turned
off, i1, i2 and i3 will be "+". If i1, i2 and i3 are "+" and the
current values thereof are the same, the movable mem-
ber 102 can move with respect to an axis, enabling the
photographing module 100 to perform auto-focusing, as
shown in Fig. 4. If i1, i2 and i3 are "+" and the current
values thereof are different, the movable member 102
can move axially and incline at an angle with respect to
at least one axis, enabling the photographing module 100
to perform auto-focusing and compensate for an angle
of inclination.
[0022] Fig. 6 is a schematic representation showing
S2, S4, S6 and S7, among the electronic switch elements
shown in Fig. 2, being turned on while S1, S3, S5 and
S8 are turned off. Referring to Fig. 3, when S2, S4, S6
and S7 are turned on and S1, S3, S5 and S8 are turned
off, i1, i2 and i3 will be "-". If i1, i2 and i3 are "-" and the
current values thereof are the same, the movable mem-
ber 102 can move axially in a direction opposite to the
direction in which the movable member 102 moves when
i1, i2 and i3 are "+" as shown in Fig. 5, enabling the pho-
tographing module 100 to perform auto-focusing. If i1, i2
and i3 are "-" and the current values thereof are different,
the movable member 102 can move axially in an opposite
direction to the moving direction when i1, i2 and i3 are
"+" as shown in Fig. 5 and incline at an angle with respect
to at least one axis, enabling the photographing module

100 to perform auto-focusing and compensate for an an-
gle of inclination.
[0023] Fig. 7 is a schematic representation showing
S2, S3, S5 and S7, among the electronic switch elements
shown in Fig. 2, being turned on while S1, S4, S6 and
S8 are turned off. Referring to Fig. 3, when S2, S3, S5
and S7 are turned on and S1, S4, S6 and S8 are turned
off, i1 will be "-" and i2 and i3 be "+" such that the movable
member 102 can incline at an angle with respect to at
least one axis, enabling the photographing module 100
to compensate for an angle of inclination. In addition, the
angle of inclination can be adjusted by controlling the
current values of i1, i2 and i3.
[0024] Fig. 4 is a diagram illustrating the timing se-
quence of pulses sent to the aforementioned eight elec-
tronic switch elements. Pulse width modulation is em-
ployed to control the On/Off status and duration of the
On/Off period of the aforementioned eight electronic
switch elements so that i1, i2 and i3 will all be "+" and
the desired effective currents thereof can be obtained.
[0025] Fig. 8 is a schematic representation of the
present driving circuit employing pulse width modulation.
The mode selection circuit 801 selects the direction and
magnitude of the axial movement also the direction and
size of the angle at which the movable member inclines
with respect to at least one axis. The aforementioned
electronic switch elements S1-S6 are controlled by the
PWM generator (Pulse-Width Modulation) circuit so as
to obtain the desired directions and magnitudes of current
i1, i2 and i3.
[0026] Fig. 9A shows a schematic perspective view of
a photographing module 900 which adopts a second em-
bodiment of the present driving circuit. The photograph-
ing module 900 includes a holder 901, a movable mem-
ber 902, a lens assembly 911, and a magnetic circuit
system comprising four magnets 903, 904, 905 and 906
and four coils 907, 908, 909 and 910, as shown in Fig.
9B. The magnetic circuit system is evenly and symmet-
rically disposed around the movable member 902. The
magnetic circuit system can at least cause a movement
with respect to an axis and enable an angle of inclination
with respect to at least one axis. The operation of this
magnetic circuit system is the same as that of the mag-
netic circuit system of the first embodiment.
[0027] Fig. 10 shows a schematic representation of a
driving circuit 1000 in accordance with the second em-
bodiment of the present invention. The driving circuit
1000 comprises a load comprising four coils L1, L2, L3
and L4 and five signal input ends N0, N1, N2, N3 and
N4, a power source VCC configured to drive L1, L2, L3
and L4 and capable of providing an intermediate level
(such as 0.9VCC) between the supply voltage level and
the ground level by means of two capacitors C1 and C2,
and ten electronic switch elements S1-S10; wherein each
of L1, L2, L3 and L4 has a front end and a back end, and
the back ends of L1, L2, L3 and L4 are all connected to
N0 while the front ends of L1, L2, L3 and L4 are connected
to N1, N2, N3 and N4, respectively. In this embodiment,
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the electric current flowing through L1 from N1 to N0 is
defined as i1, the electric current flowing through L2 from
N2 to N0 is defined as i2, the electric current flowing
through L3 from N3 to N0 is defined as i3, and the electric
current flowing through L4 from N4 to N0 is defined as
i4. One end of S1, S3, S5 and S7 and one end of C1 are
connected to the power source VCC; the other end of S1
is connected to one end of S2 and N1; the other end of
S3 is connected to one end of S4 and N2; the other end
of S5 is connected to one end of S6 and N3; the other
end of S7 is connected to one end of S8 and N4. The
other end of each of S2, S4, S6 and S8 and one end of
C2 are connected to a grounding end and one end of
S10; the other end of S10 is connected to N0 and one
end of S9; the other end of S9 is connected to the other
end of C1 and the other end of C2. The power source
VCC is transmitted by switching the aforementioned elec-
tronic switch elements S1-S10 so as to control the mag-
nitudes and directions of the electric currents flowing
through L1, L2, L3 and L4, as shown in Fig. 11. Fig. 11
is a table showing the status of the electronic switch el-
ements of the driving circuit in accordance with the sec-
ond embodiment of the present invention. In the second
embodiment, pulse width modulation (PWM) is further
employed to control the effective current flowing through
each of L1, L2, L3 and L4, thereby the photographing
module 900 can perform auto-focusing and compensate
for an angle of inclination. The principle adopted here for
controlling the directions and magnitudes of the electric
currents flowing through L1, L2, L3 and L4 is the same
as the one in the first embodiment of the present inven-
tion.
[0028] The preferred embodiments described above
are exemplary and are not intended to limit the claim
scope of the present invention. All various modifications
and variations made within the spirit of the invention shall
be considered as falling within the scope of the appended
claims.

Claims

1. A driving circuit (200; 1000) for a photographing
module (100; 900), comprising:

a load comprising three coils (L1-L3) and four
signal input ends (N0-N3) or four coils (L1-L4)
and five signal input ends (N0-N4), wherein one
end of each of the coils (L1-L3; L1-L4) is com-
monly connected to one of the signal input ends
(N0);
a power source for driving the coils (L1-L3; L1-
L4) and capable of providing an intermediate
level between a supply voltage level and a
ground level; and
a set of electronic switch elements_(S1-S8; S1-
S10) connected to the signal input ends (N0-
N3);

wherein the driving circuit (200; 1000) is adapted
to control the magnitudes and directions of the
electric currents flowing through the coils (L1-
L3; L1-L4) by switching the set of electronic
switch elements (S1-S8; S1-S10), thereby ena-
bling the photographing module (100; 900) to
perform auto-focusing and compensate for an
angle of inclination.

2. The driving circuit (200; 1000) for a photographing
module (100; 900) according to claim 1, wherein the
power source provides the intermediate level by
means of two capacitors (C1, C2).

3. The driving circuit (200; 1000) for a photographing
module (100; 900) according to claim 1, further
adapted for controlling an effective current flowing
through each of the coils (L1-L3; L1-L4) by means
of pulse width modulation.

4. The driving circuit (200) for a photographing module
(100) according to claim 1, wherein the number of
the set of electronic switch elements (S1-S8) is eight
if the load comprises three coils (L1-L3) and four
signal input ends (N0-N3).

5. The driving circuit (1000) for a photographing module
(900) according to claim 1, wherein the number of
the set of electronic switch elements (S1-S10) is ten
if the load comprises four coils (L1-L4) and five signal
input ends (N0-N4).

Patentansprüche

1. Treiberschaltung (200; 1000) für ein Photographier-
modul (100; 900), umfassend
eine Last umfassend drei Spulen (L1-L3) und vier
Signaleingangsenden (N0-N3) oder vier Spulen (L1-
L4) und fünf Signaleingangsenden (N0-N4), wobei
ein Ende einer jeden Spule (L1-L3; L1-L4) gemein-
sam mit einem der Signaleingangsenden (NO) ver-
bunden ist;
eine Leistungsquelle zum Versorgen der Spulen (L1-
L3; L1-L4), welche zum Bereitstellen eines Zwi-
schenniveaus zwischen einem Versorgungsspan-
nungsniveau und einem Massepotential geeignet
ist; und
ein Satz von mit den Signaleingangsenden (N0-N3)
verbundenen elektronischer Schaltelemente (S1-
S8; S1-S10);
wobei die Treiberschaltung (200; 1000) angepasst
ist, um die Amplituden und Richtungen des durch
die Spulen (L1-L3; L1-L4) fließenden elektrischen
Stroms durch Schalten des Satzes elektronischer
Schaltelemente (S1-S8; S1-S10) zu kontrollieren,
um dem Photographiermodul (100; 900) die Durch-
führung von Auto-Fokussierung und die Kompensa-
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tion eines Neigungswinkels zu ermöglichen.

2. Treiberschaltung (200; 1000) für ein Photographier-
modul (100; 900) nach Anspruch 1, wobei die Leis-
tungsquelle das Zwischenniveau mittels zweier Ka-
pazitäten (C1, C2) bereitstellt.

3. Treiberschaltung (200; 1000) für ein Photographier-
modul (100; 900) nach Anspruch 1, welche weiter
zur Kontrolle eines durch jede der Spulen (L1-L3;
L1-L4) fliesenden effektiven Stroms mittels Pulswei-
tenmodulation angepasst ist.

4. Treiberschaltung (200) für ein Photographiermodul
(100) nach Anspruch 1, wobei die Anzahl der Sätze
von elektronischen Schaltelementen (S1-S8) acht
ist, wenn die Last drei Spulen (L1-L3) und vier Sig-
naleingangsenden (NO-N3) aufweist.

5. Treiberschaltung (1000) für ein Photographiermodul
(900) nach Anspruch 1, wobei die Anzahl der Sätze
elektronische Schaltelemente (S1-S10) zehn ist,
wenn die Last vier Spulen (L1-L4) und fünf Signal-
seingangsenden (N0-N4) aufweiset.

Revendications

1. Circuit de commande (200 ; 1000) pour un module
photographique (100 ; 900), comprenant :

une charge comprenant trois bobines (L1-L3) et
quatre extrémités d’entrée de signal (N0-N3) ou
quatre bobines (L1-L4) et cinq extrémités d’en-
trée de signal (N0-N4), dans laquelle une extré-
mité de chacune des bobines (L1-L3 ; L1-L4)
est connectée en commun à une des extrémités
d’entrée de signal (N0) ;
une source d’énergie pour commander les bo-
bines (L1-L3 ; L1-L4) et capable de fournir un
niveau intermédiaire entre un niveau de tension
d’alimentation et un niveau de masse ; et
un ensemble d’éléments de commutation élec-
troniques (S1-S8 ; S1-S10) connectés aux ex-
trémités d’entrée de signal (N0-N3) ;
dans lequel le circuit de commande (200 ; 1000)
est adapté pour commander les grandeurs et
les directions des courants électriques circulant
à travers les bobines (L1-L3 ; L1-L4) en com-
mutant l’ensemble d’éléments de commutation
électroniques (S1-S8-; S1-S10), en permettant
ainsi au module photographique (100 ; 900)
d’effectuer une misse au point automatique et
de compenser un angle d’inclinaison.

2. Circuit de commande (200 ; 1000) pour un module
photographique (100 ; 900) selon la revendication
1, dans lequel la source d’énergie fournit le niveau

intermédiaire au moyen de deux condensateurs (C1,
C2)..

3. Circuit de commande (200 ; 1000) pour un module
photographique (100 ; 900) selon la revendication
1, adapté en outre pour commander un courant ef-
ficace circulant à travers chacune des bobines (L1-
L3 ; L1-L4). au moyen d’une modulation de largeur
d’impulsion.

4. Circuit de commande (200) pour un module photo-
graphique (100) selon la revendication 1, dans lequel
le nombre de l’ensemble d’éléments de commuta-
tion électroniques (S1-S8) est huit si la charge com-
prend trois bobines (L1-L3) et quatre extrémités
d’entrée de signal (NO-N3).

5. Circuit de commande (1000) pour un module photo-
graphique (900) selon la revendication 1, dans lequel
le nombre de l’ensemble d’éléments de commuta-
tion électroniques (S1-S10) est dix si la charge com-
prend quatre bobines (L1-L4) et cinq extrémités
d’entrée de signal (NO-N4).
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