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Description 

FIELD  OF  THE  INVENTION 

5  This  invention  relates  to  a  method  and  apparatus  for  measuring  the  temperature  of  a  living  body,  and 
more  particularly,  to  such  method  and  apparatus  capable  of  predicting  what  sensed  temperature  will  be  at  a 
future  time. 

BACKGROUND  OF  THE  INVENTION 
70 

In  a  conventional  apparatus,  often  referred  to  as  an  electronic  clinical  thermometer,  for  measuring  the 
temperature  of  a  living  body,  the  apparatus  is  programmed  to  incorporate  a  prediction  formula  set  up  to 
perfectly  define  temperature  rise  curves,  and  a  so-called  "add-on  value"  determined  by  the  prediction 
formula  is  added  to  an  actually  sensed  temperature  to  obtain  an  early  display  of  what  the  equilibrium 

75  temperature  should  eventually  be.  To  this  end,  it  is  required  that  constants  (parameters)  used  in  the 
prediction  formula  be  set  to  values  which  will  statistically  minimize  a  prediction  error.  This  is  done  in  the 
manufacturing  process  of  each  electronic  clinical  thermometer  by  applying  statistical  processing  to  actual 
measurement  values  obtained  from  a  temperature  probe  used  in  actually  measuring  temperature. 

It  is  known  that  temperature  rise  curves  differ  from  one  individual  to  another,  and  that  a  temperature 
20  rise  curve  when  temperature  is  sensed  in  an  armpit  will  differ  considerably  from  that  when  temperature  is 

sensed  orally  even  for  one  and  the  same  individual.  As  a  result,  an  early  display  of  an  accurately  predicted 
equilibrium  temperature  cannot  be  obtained  in  actual  practice  even  if  the  prediction  formula  is  corrected  for 
dispersion  exhibited  by  the  thermal  characteristics  of  the  probe. 

An  electronic  clinical  thermometer  disclosed  in  JP-A-58-225326  solves  the  above  problem  by  incor- 
25  porating  a  plurality  of  prediction  formulae.  More  specifically,  the  thermometer  is  provided  beforehand  with  a 

plurality  of  prediction  formulae  stipulated  by  statistical  processing  based  on  a  large  quantity  of  measure- 
ment  results.  When  temperature  is  actually  measured,  condition  settings  are  altered  on  a  trial-and-error 
basis,  as  by  comparing  the  rise  curve  of  the  temperature  being  measured  and  a  selected  one  of  the 
prediction  formulae.  In  other  words,  the  parameters  in  the  selected  prediction  formula  are  modified  by  trial 

30  and  error  to  solve  the  aforementioned  problem  encountered  in  the  prior  art.  However,  since  the  plural 
prediction  formulae  must  be  defined  in  advance,  a  practical  problem  that  cannot  be  avoided  is  the  trouble 
involved  in  adjusting  the  dispersion  in  the  thermal  characteristics  of  the  temperature  probes  when  these  are 
mass-produced.  Furthermore,  in  order  to  raise  the  accuracy  of  prediction,  a  large  number  of  prediction 
formulae  having  different  rise  curves  must  be  incorporated  in  the  thermometer  in  advance.  If  an  improper 

35  prediction  formula  is  selected  just  as  temperature  is  starting  to  rise,  moreover,  the  transition  exhibited  by 
the  predicted  value  may  overshoot. 

An  electronic  clinical  thermometer  disclosed  in  Patent  Abstracts  of  Japan,  vol.  9,  no.  48  (P-338)(1771) 
28  Feb.  1985,  and  JP-A-59-  187233  comprises  memory  means  for  storing  a  prediction  formula,  temperature 
sensing  means,  time  measuring  means  and  prediction  processing  means,  and  solves  above  problem  by 

40  setting  up  the  prediction  formula  which  conforms  to  the  rise  curve  of  the  actually  measured  temperature.  In 
other  words,  use  is  made  of  the  fact  that  a  linear  relationship 

(TL  =  A  -  

45 
exists  between  a  logarithmic  value  TL  of  the  time  differential  of  measured  body  temperature  and  a  sampling 
time  t,  with  A  and  ~j  'being  determined  by  a  regression  method.  However,  since  the  logarithmic  value  TL  is 
not  measured  body  temperature  per  se,  an  error  due  to  differential  and  logarithmic  calculations  is 
introduced  into  the  temperature  data,  and  the  error  has  a  major  influence  on  the  setting  of  the  constants  A 

50  and  ~j  .  Moreover,  if  the  measured  temperature  data  include  a  noise  component,  the  latter  affects  the 
predictive  results  in  the  manner  of  an  exponential  function,  causing  the  predicted  values  to  exhibit  a  highly 
unstable  transition. 

SUMMARY  OF  THE  INVENTION 
55 

Accordingly,  an  object  of  the  present  invention  is  to  provide  a  method  and  apparatus  for  measuring  the 
temperature  of  a  living  body,  in  which  an  accurate  early  display  of  temperature  is  obtained  even  if 
temperature  rise  curves  differ  due  to  variability  or  dispersion  in  the  thermal  characteristics  of  a  probe, 

2 
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differences  among  individuals  and  differences  in  the  region  of  the  body  where  temperature  is  sensed. 
Another  object  of  the  present  invention  is  to  provide  a  method  and  apparatus  for  measuring  the 

temperature  of  a  living  body,  in  which  a  stable  transition  in  predicted  temperature  is  obtained  even  if 
sensed  temperature  contains  a  noise  component. 

5  Still  another  object  of  the  present  invention  is  to  provide  a  method  and  apparatus  for  measuring  the 
temperature  of  a  living  body,  in  which  sensed  temperature  which  will  prevail  at  any  future  time  is  predicted 
easily  and  accurately. 

Yet  another  object  of  the  present  invention  is  to  provide  a  method  and  apparatus  for  measuring  the 
temperature  of  a  living  body,  in  which  an  equilibrium  temperature  value  which  will  prevail  in  the  future  upon 

io  elapse  of  an  extended  period  of  time  is  accurately  predicted. 
A  further  object  of  the  present  invention  is  to  provide  a  method  and  apparatus  for  measuring  the 

temperature  of  a  living  body,  in  which  the  reliability  of  a  predicted  temperature  is  greatly  enhanced  by 
mitigating  the  influence  of  a  fluctuation  in  temperature  change  as  caused  by  movement  of  the  living  body 
undergoing  temperature  measurement. 

is  A  further  object  of  the  present  invention  is  to  provide  a  method  and  apparatus  for  measuring  the 
temperature  of  a  living  body,  in  which  the  reliability  of  a  predicted  temperature  is  greatly  enhanced  by 
limiting  the  specific  part  of  the  living  body  where  temperature  is  sensed,  e.g.  by  limiting  the  part  to  the 
armpit,  mouth  or  rectum. 

A  further  object  of  the  present  invention  is  to  provide  a  method  and  apparatus  for  measuring  the 
20  temperature  of  a  living  body,  in  which  a  valid  prediction  display  is  obtained  at  a  comparatively  early  stage 

by  accurately  recognizing  the  shape  of  a  sensed  temperature  curve,  or  the  shape  of  the  sensed 
temperature  rise,  at  an  early  stage. 

A  further  object  of  the  present  invention  is  to  provide  a  method  and  apparatus  for  measuring  the 
temperature  of  a  living  body,  in  which  the  abovementioned  objects  are  attained  through  a  simple 

25  construction  and  simple  data  processing  without  requiring  the  storage  or  simultaneous  processing  of  a  large 
quantity  of  temperature  data. 

According  to  the  present  invention,  the  foregoing  objects  are  attained  by  providing  a  method  of 
measuring  the  temperature  of  a  living  body  wherein  the  temperature  that  will  prevail  at  a  future  time  is 
capable  of  being  predicted,  including  a  temperature  sensing  step  of  sensing  temperature  and  generating 

30  temperature  data  indicative  of  the  temperature  sensed  and  a  time  measurement  step  of  measuring  elapsed 
time  from  start  of  temperature  measurement  and  generating  time  data  indicative  of  the  measured  elapsed 
time,  said  method  being  characterized  by  comprising  a  step  of  providing  a  predetermined  predictive 
functional  formula  in  which  the  value  of  a  shape  parameter  for  reflecting  the  shape  of  a  sensed  temperature 
curve  and  the  value  of  coefficient  parameters  for  superimposing  said  prediction  function  on  said  sensed 

35  temperature  curve  are  undetermined,  a  shape  parameter  setting  step  of  setting  the  value  of  shape 
parameter  on  the  basis  of  prescribed  temperature  data  obtained  in  the  temperature  sensing  step,  a 
coefficient  parameter  setting  step  of  setting  the  value  of  coefficient  parameters  by  solving  simultaneously 
equations  composed  of  a  plurality  of  predictive  functional  formula  which  includes  said  predetermined  set  of 
value  of  shape  parameter,  using  temperature  data  at  a  plurality  of  different  points  in  time,  and  a  prediction 

40  processing  step  of  calculating  the  temperature  which  will  prevail  at  a  future  time  in  accordance  with  the 
predictive  functional  formula  specified  by  said  set  value  of  shape  parameter  and  coefficient  parameters. 

In  a  preferred  embodiment,  the  shape  parameter  setting  step  includes  setting  the  value  of  shape 
parameter  on  the  basis  of  predetermined  temperature  rise  slope  information,  which  is  based  on  plural  items 
of  temperature  data. 

45  In  a  preferred  embodiment,  the  shape  parameter  setting  step  includes  setting  the  value  of  shape 
parameter  by  detecting  a  point  at  which  the  sensed  temperature  curve  exhibits  a  first  predetermined  slope, 
detecting  a  second  slope  Si  preceding  the  detected  point  and  a  third  slope  S2  following  the  detected  point, 
and  comparing  the  second  and  third  slopes. 

In  a  preferred  embodiment,  the  shape  parameter  setting  step  includes  setting  the  value  of  shape 
50  parameter  a,  on  the  basis  of  the  second  slope  Si  and  third  slope  S2,  in  accordance  with  the  following 

equation: 

a  =  Qi(Si/S2)  +  Q.2  (Si/S2)n  +  Q.3 

55  where 
n  (a  constant)  <  1 
Q1  -  Q.3  :  constants 

In  a  preferred  embodiment,  the  shape  parameter  setting  step  includes  setting  the  value  of  shape 

3 
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parameter  on  the  basis  of  plural  items  of  temperature  data  at  an  early  stage  of  temperature  measurement 
following  the  start  of  measurement. 

In  a  preferred  embodiment,  the  shape  parameter  setting  step  includes  setting  the  value  of  shape 
parameter  a,  on  the  basis  of  information  Xk  based  on  plural  items  of  temperature  data  Tk  at  respective 

5  predetermined  points  in  time,  in  accordance  with  the  following  equation: 

d = Z D   X  + D ,  

70 
where 

D0  -  D5  :  constants 
Xo  -  X3  :  To  -  T3 

75  X*  =  (X3  -  Xo)/(Xi  -  Xo) 

In  a  preferred  embodiment,  the  coefficient  parameter  setting  step  includes  setting  the  value  of 
coefficient  parameters  Ao,  A1  by  solving  the  following  simultaneous  equations  with  two  unknowns: 

20  T(ti)  =  Ao  +  Ai/ti" 
T(t2)  =  Ao  +  Ai/t2° 

on  the  basis  of  temperature  data  T(ti),  T(t2)  at  two  different  points  in  time  and  time  data  ti  ,  t2  respectively 
indicative  of  the  points  in  time  at  which  the  temperature  is  sensed. 

25  In  a  preferred  embodiment,  the  coefficient  parameter  setting  step  includes  using,  as  the  temperature 
data  at  the  two  different  points  in  time,  temperature  data  in  the  vicinity  of  measurement  starting  time  and 
temperature  data  at  a  present  point  in  time. 

In  a  preferred  embodiment,  the  prediction  processing  step  includes  calculating  a  sensed  temperature 
Tp(tp),  which  will  prevail  at  a  future  time  tD,  in  accordance  with  the  following  equation: 

30 
Tp(tD)  =  Ao  +  Ai/to" 

based  on  a  predictive  function  specified  by  the  value  of  shape  parameter  a  and  coefficient  parameters  Ao, 
A1. 

35  According  to  the  present  invention,  the  foregoing  objects  are  attained  by  providing  an  apparatus  for 
measuring  the  temperature  of  a  living  body,  wherein  the  temperature  that  will  prevail  at  a  future  time  is 
capable  of  being  predicted,  said  apparatus  comprising  memory  means  for  storing  a  formula,  temperature 
sensing  means  for  sensing  temperature  and  generating  temperature  data  indicative  of  the  temperature 
sensed,  time  measuring  means  for  measuring  elapsed  time  from  start  of  temperature  measurement  and 

40  generating  time  data  indicative  of  the  measured  elapsed  time,  and  prediction  processing  means,  said 
apparatus  being  characterized  in  that  said  memory  means  stores  a  predetermined  predictive  functional 
formula  in  which  the  value  of  a  shape  parameter  for  reflecting  the  shape  of  a  sensed  temperature  curve  and 
the  value  of  coefficient  parameters  for  superimposing  said  prediction  function  on  said  sensed  temperature 
curve  are  undetermined,  shape  parameter  setting  means  set  said  value  of  shape  parameter  on  the  basis  of 

45  predetermined  temperature  data  outputted  by  the  temperature  sensing  means,  coefficient  parameter  setting 
means  set  the  value  of  coefficient  parameters  by  solving  simultaneously  equations  composed  of  a  plurality 
of  the  predictive  functional  formula  which  includes  the  value  of  shape  parameter  set  by  said  shape 
parameter  setting  means,  using  temperature  data  at  a  plurality  of  different  points  in  time,  and  said 
prediction  processing  means  calculate  the  sensed  temperature  which  will  prevail  at  a  future  time  in 

50  accordance  with  the  predictive  functional  formula  specified  by  said  set  value  of  shape  parameter  and 
coefficient  parameters. 

In  a  preferred  embodiment,  the  temperature  sensing  means  includes  peak  holding  means  for  succes- 
sively  detecting  peak  levels  of  sensed  temperature  and  for  holding  and  outputting  the  detected  peak  levels. 

In  a  preferred  embodiment,  the  temperature  sensing  means  includes  peak  holding  means  for  succes- 
55  sively  detecting  peak  levels  of  temperature  sensed  at  a  predetermined  period  and  for  holding  and 

outputting  the  detected  peak  levels,  and  averaging  means  for  obtaining  and  outputting  a  running  average 
value  of  plural  peak  levels  held  by  the  peak  holding  means. 

4 
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In  a  preferred  embodiment,  the  shape  parameter  setting  means  sets  the  value  of  shape  parameter  on 
the  basis  of  predetermined  temperature  rise  slope  information,  which  is  based  on  plural  items  of 
temperature  data. 

In  a  preferred  embodiment,  the  shape  parameter  setting  means  sets  the  value  of  shape  parameter  on 
5  the  basis  of  plural  items  of  temperature  data  at  an  early  stage  of  temperature  measurement  following  the 

start  of  measurement. 
In  a  preferred  embodiment,  the  coefficient  parameter  setting  means  sets  the  value  of  coefficient 

parameters  Ao,  Ai  by  solving  the  following  simultaneous  equations  with  two  unknowns: 

io  T(ti)  =  Ao  +  Ai/ti" 
T(t2)  =  Ao  +  Ai/t2° 

on  the  basis  of  temperature  data  T(ti),  T(t2)  at  two  different  points  in  time  and  time  data  ti  ,  t2  respectively 
indicative  of  the  points  in  time  at  which  temperature  is  sensed. 

is  In  a  preferred  embodiment,  the  coefficient  parameter  setting  means  includes  using,  as  the  temperature 
data  at  the  two  different  points  in  time,  temperature  data  in  the  vicinity  of  measurement  starting  time  and 
temperature  data  at  a  present  point  in  time. 

In  a  preferred  embodiment,  the  prediction  processing  means  calculates  a  sensed  temperature  Tp(tD), 
which  will  prevail  at  a  future  time  tD,  in  accordance  with  the  following  equation: 

20 
Tp(tD)  =  Ao  +  Ai/to" 

based  on  a  prediction  function  specified  by  the  set  value  of  shape  parameter  a  and  coefficient  parameters 
Ao,  Ai. 

25 
BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

Fig.  1  is  a  block  diagram  illustrating  the  basic  construction  of  an  electronic  clinical  thermometer 
embodying  the  present  invention; 

30  Figs.  2(A)  and  2(B)  are  block  diagrams  illustrating  the  specific  construction  of  a  first  embodiment  of  the 
electronic  clinical  thermometer  according  to  the  invention; 
Figs.  3(A)  -  3(E)  are  flowcharts  showing  temperature  sensing  processing  executed  in  the  first  embodi- 
ment  of  the  electronic  clinical  thermometer; 
Fig.  4(A)  is  a  flowchart  showing  shape  recognition  processing  in  the  first  embodiment; 

35  Fig.  4(B)  is  a  flowchart  showing  curve  analysis  processing  in  the  first  embodiment; 
Fig.  4(C)  is  a  flowchart  showing  prediction  processing  in  the  first  embodiment; 
Fig.  5  is  a  timing  chart  illustrating  temperature  sensing  processing  executed  in  the  first  embodiment  of 
the  electronic  clinical  thermometer; 
Fig.  6  is  a  graph  showing  a  plurality  of  typical  temperature  rise  curves  selected  by  actual  measurement 

40  and  statistical  processing; 
Fig.  7  is  a  conceptual  view  showing  a  heat  conduction  model  of  a  body  temperature  measurement 
system; 
Fig.  8  is  a  graph  showing  an  average  temperature  rise  curve  when  temperature  is  sensed  in  an  armpit  by 
the  electronic  clinical  thermometer  of  the  first  embodiment; 

45  Fig.  9  is  a  graph  showing  a  temperature  rise  curve,  which  fluctuates  due  to  body  movement,  when 
temperature  is  sensed  in  an  armpit  by  the  electronic  clinical  thermometer  of  the  first  embodiment; 
Fig.  10  is  a  graph  showing  a  temperature  rise  curve,  which  indicates  a  very  gentle  rise,  when 
temperature  is  sensed  in  an  armpit  by  the  electronic  clinical  thermometer  of  the  first  embodiment; 
Figs.  11(A)  and  11(B)  are  block  diagrams  illustrating  the  specific  construction  of  a  second  embodiment  of 

50  the  electronic  clinical  thermometer  according  to  the  invention; 
Figs.  12(A)  -  12(C)  are  flowcharts  showing  shape  recognition  processing,  curve  analysis  processing  and 
prediction  processing  executed  in  the  second  embodiment  of  the  electronic  clinical  thermometer; 
Fig.  13  is  a  graph  showing  the  transitions  of  sensed  temperature  data  T0,  peak  data  T0p  and  running 
average  value  T0a  of  the  peak  data  in  the  second  embodiment; 

55  Fig.  14  is  a  graph  showing  the  relationship  between  an  optimum  value  of  a  shape  parameter  and  a 
variable  (S1/S2)  for  deciding  the  shape  parameter  in  the  second  embodiment; 
Figs.  15(A)  and  15(B)  are  block  diagrams  illustrating  the  specific  construction  of  a  third  embodiment  of 
an  electronic  clinical  thermometer  according  to  the  invention; 

5 
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Figs.  16(A)  -  16(E)  are  flowcharts  illustrating  a  temperature  sensing  process  executed  in  the  third 
embodiment  of  the  electronic  clinical  thermometer; 
Fig.  17  is  a  graph  showing  a  plot  of  plural  items  of  sensed  temperature  data  at  predetermined  times  after 
the  start  of  temperature  measurement  in  the  third  embodiment; 

5  Figs.  18  and  19  are  graphs  showing  temperature  sensed  in  an  armpit  plotted  against  elapsed  measure- 
ment  time  in  the  electronic  clinical  thermometer  of  the  second  embodiment;  and 
Figs.  20  through  22  are  graphs  showing  orally  sensed  temperature  plotted  against  elapsed  measurement 
time  in  the  electronic  clinical  thermometer  of  the  third  embodiment. 

w  DESCRIPTION  OF  THE  PREFERRED  EMBODIMENTS 

Preferred  embodiments  of  the  invention  will  now  be  described  in  detail  with  reference  to  the  accom- 
panying  drawings. 

75  First  Embodiment 

(Construction) 

Fig.  1  is  a  block  diagram  illustrating  the  basic  construction  of  an  electronic  clinical  thermometer 
20  embodying  the  present  invention.  The  thermometer  basically  comprises  a  temperature  measurement 

section  1  ,  a  prediction  processing  section  2,  and  a  display  section  3. 
The  temperature  measurement  section  1  senses  the  temperature  at  a  part  of  a  living  body  at  a 

predetermined  period  and  outputs  temperature  data  T,  which  represents  the  sensed  temperature,  over  a 
line  103. 

25  The  prediction  processing  section  2  incorporates  a  predeterminmed  predictive  functional  formula  in 
which  the  value  of  a  shape  parameter  for  reflecting  the  shapes  of  a  sensed  temperature  curve  and  the  value 
of  coefficient  parameters  for  superimposing  said  prediction  function  on  said  sensed  temperature  curve  are 
undetermined.  Before  measurement  starts,  the  prediction  processing  section  2  monitors  the  sensed 
temperature  data  T  from  the  measurement  section  1  to  determine  whether  predetermined  conditions  for 

30  starting  measurement  have  been  satisfied.  Once  measurement  has  started,  the  section  2  monitors  both  the 
sensed  temperature  data  T  from  the  measurement  section  1  and  time  data  t  from  an  internal  function  which 
keeps  track  of  elapsed  measurement  time.  The  processing  section  2  is  further  adapted  to  detect  a  point  at 
which  the  detected  temperature  data  T  indicate  a  first  predetermined  slope,  detect  second  and  third  slopes 
preceding  and  following  the  detected  point,  respectively,  and  compare  the  second  and  third  slopes,  thereby 

35  setting  the  value  of  the  shape  parameter  of  the  prediction  function.  The  processing  section  2  then  proceeds 
to  solve  two  simultaneous  equations,  with  two  unknowns,  of  the  prediction  function.  In  the  simultaneous 
equations,  which  include  the  set  value  of  shape  parameter,  sensed  temperature  data  at  two  points  serve  as 
purposive  variables  and  functions  of  time  data  at  the  two  points  in  time  serve  as  explicative  variables. 
Solving  the  two  simultaneous  equations  sets  the  value  of  coefficient  variables  of  the  prediction  function. 

40  Next,  the  processing  section  2  calculates  sensed  temperature  which  will  prevail  at  a  future  time  tD  in 
accordance  with  the  prediction  function  specified  by  the  set  value  of  shape  parameter  and  coefficient 
parameters.  The  processing  section  2  outputs  the  results  of  the  calculation,  namely  a  predicted  temperature 
Tp(td),  over  a  line  121  . 

The  display  section  3  numerically  displays  the  predicted  temperature  Tp(tD),  which  is  calculated 
45  successively  with  the  passage  of  time. 

Figs.  2(A)  and  2(B)  are  block  diagrams  showing  the  construction  of  the  electronic  clinical  thermometer 
of  the  first  embodiment  in  greater  detail. 

As  shown  in  Figs.  2(A)  and  2(B),  the  temperature  measurement  section  1  includes  a  temperature- 
responsive  element  4  such  as  a  thermister,  and  a  temperature  measuring  circuit  5.  In  accordance  with  a 

50  data  sampling  signal  Ci  having  a  predetermined  period  received  from  the  prediction  processing  section  2 
via  a  line  102,  the  temperature  measurement  circuit  5  samples  an  analog  voltage  signal  101,  which 
conforms  to  the  temperature  sensed  by  the  element  4,  and  converts  the  signal  into  digital  temperature  data 
T  outputted  on  lines  103,  104. 

The  prediction  processing  section  2  includes  data  read-in  means  6,  temperature  measuring  means  7, 
55  measurement  control  means  8,  memory  means  9  for  storing  temperature  data,  shape  recognition  means  10 

for  recognizing  the  shape  of  a  sensed  temperature  curve,  curve  analyzing  means  11  for  analyzing  the 
sensed  temperature  curve,  prediction  arithmetic  means  12,  and  a  data  selector  13.  It  should  be  noted  that 
the  functional  blocks  6  through  13  shown  in  Figs.  2(A)  and  2(B)  can  be  implemented  by  having  a 
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microcomputer  (CPU)  execute  the  programs  shown  in  Figs.  3(A)  through  3(E)  and  Figs.  4(A)  through  4(C), 
which  are  stored  in  a  memory  (ROM  or  RAM),  not  shown.  The  arithmetic  processing  section  2  is  also 
provided  with  a  buzzer  14,  which  emits  a  sound  to  inform  the  user  of  the  fact  that  a  valid  temperature 
prediction  has  been  made. 

5  The  measurement  control  means  8  controls  the  overall  operation  of  the  electronic  clinical  thermometer. 
Prior  to  the  start  of  temperature  measurement,  the  control  means  8  causes  the  temperature  measuring 
circuit  5  to  generate  the  temperature  data  T  at  a  rate  of  e.g.  once  per  five  seconds  to  save  power,  monitors 
the  temperature  data  constantly  via  line  104,  and  determines  whether  predetermined  measurement  starting 
conditions  have  been  satisfied.  For  example,  this  means  determining  whether  the  data  T  represent  a 

io  temperature  higher  than  a  certain  temperature  value,  and  whether  the  amount  of  temperature  change  is 
greater  than  a  certain  value.  When  these  conditions  are  satisfied,  the  control  means  8  outputs  a  control 
signal  C2  over  a  line  105  to  activate  such  functional  blocks  as  the  data  read-in  means  6,  time  measuring 
means  7  and  memory  means  9,  whereby  measurement  is  started.  After  measurement  starts,  the  control 
means  8  receives,  via  a  line  100,  a  clock  signal  CLOCK  having  a  period  of  e.g.  1  sec  generated  by  a  CPU. 

15  The  various  blocks  operate,  in  a  manner  described  later,  in  accordance  with  timer  interrupt  processing, 
described  below,  provided  so  as  to  respond  to  the  clock  signal. 

The  measurement  control  means  8  is  provided  with  a  group  of  registers  storing  decision  constants 
necessary  for  measurement  control  to  proceed.  The  registers  include  a  register  tM  for  storing  a  value  (e.g. 
600  sec)  of  elapsed  measurement  time,  beyond  which  it  would  be  meaningless  to  continue  predictive 

20  calculations  when  actually  measuring  body  temperature;  a  register  tA  for  storing  a  time  (e.g.  1  sec),  in  the 
vicinity  of  a  measurement  starting  point,  as  a  time  for  sampling  one  item  of  temperature  data  necessary  for 
setting  the  parameters  of  the  prediction  function;  a  register  k  storing  an  amount  of  temperature  increase 
(e.g.  0.15  °C  in  8  sec)  for  detecting  the  aforementioned  point  at  which  the  sensed  temperature  curve 
indicates  the  first  predetermined  slope;  a  register  q  storing  an  allowable  value  (e.g.  0.02  °C),  which  is  used 

25  in  deeming  that  a  prediction  is  valid,  regarding  the  absolute  value  of  a  difference  between  predicted 
temperatures  calculated  at  a  predetermined  time  interval  (e.g.  8  sec);  and  a  register  DT  for  storing  time 
period  information  (e.g.  16  sec)  representing  time  from  the  point  at  which  the  first  predetermined  slope  is 
detected  to  the  point  at  which  the  third  slope  is  detected. 

The  sensed  temperature  data  T  are  outputted  on  line  103  at  the  same  time  that  the  measurement 
30  control  means  9  outputs  the  sampling  signal  C1  having  the  period  of  one  second  via  line  102.  The  data 

read-in  means  6  reads  the  sensed  temperature  data  T  into  the  prediction  processing  section  2,  and  is 
capable  of  storing  plural  items  of  successive  temperature  data  T  while  updating  the  same  in  FIFO  (first-in 
first-out)  fashion.  The  data  read-in  means  6  has  an  output  terminal  from  which  it  is  possible  to  obtain  a 
running  average  value  Tav  of  the  plural  items  of  sensed  temperature  data.  If  such  an  arrangement  is 

35  adopted,  the  items  of  temperature  data  T  can  be  averaged  so  that  the  predicted  temperature  will  exhibit  a 
stabler  transition. 

The  time  measuring  means  7  clocks  elapsed  time  from  the  start  of  temperature  measurement  and 
outputs,  via  line  107,  elapsed  time  data  ti  representing  the  elapsed  time.  After  temperature  measurement 
starts,  the  time  measuring  means  7  counts  up  the  1  sec  signal  outputted  by  the  measurement  control 

40  means  via  line  105,  thereby  keeping  track  of  elapsed  time  from  the  start  of  temperature  measurement. 
The  memory  means  9  constantly  stores  nine  items  of  sensed  temperature  data,  including  the  most 

recent,  while  successively  performing  a  shift-in/shift-out  of  the  sensed  temperature  data  T0,  read  in  by  the 
read-in  means  6,  from  a  register  T8  to  a  register  T0  of  the  memory  means. 

The  shape  recognition  means  10  is  adapted  to  grasp,  through  a  simple  and  effective  method,  the  shape 
45  of  the  rising  part  of  the  sensed  temperature  curve  observed  at  an  early  stage  of  body  temperature 

measurement,  and  the  purpose  thereof  is  to  set  the  value  of  the  prediction  function  shape  parameter  a  early 
in  the  temperature  measurement  process. 

The  concept  of  the  shape  parameter  setting  procedure  will  now  be  described  with  reference  to  Fig  6. 
Fig.  6  is  a  graph  showing  a  plurality  of  typical  temperature  rise  curves  selected  by  actual  measurement 

50  and  statistical  processing.  Elapsed  measurement  time  t  (sec)  is  plotted  along  the  horizontal  axis,  and  the 
sensed  temperature  data  T  (°C)  are  plotted  along  the  vertical  axis.  As  is  apparent  from  the  graph,  the 
temperature  rise  curves  all  exhibit  a  fairly  steep  rising  characteristic  in  the  vicinity  of  measurement  starting 
time,  then  a  first  slope  (from  time  tBi  to  time  tBG  in  the  graph),  and  then  a  gently  rising  characteristic. 

The  shape  of  such  temperature  rise  curves  can  be  expressed  by  an  element  (1/t°)  in  the  second  term 
55  on  the  right-hand  side  of  the  following  prediction  formula  in  accordance  with  the  invention: 

Toft)  =  Ao  +  Ai/tf 
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In  other  words,  if  the  value  of  shape  parameter  a  is  suitably  selected,  the  shape  of  any  one  of  the 
temperature  rise  curves  in  Fig.  6  can  be  expressed.  Values  of  the  shape  parameter  a  corresponding  to  the 
temperature  rise  curve  shapes  are  shown  in  Fig.  6  and  serve  as  illustrative  examples.  It  will  be  understood 
from  the  graph  that  the  larger  the  value  of  a  in  the  vicinity  of  measurement  start,  the  steeper  the  rising 

5  characteristic  will  be,  and  that  the  smaller  the  value  of  a,  the  gentler  the  rising  characteristic  will  be. 
However,  a  sharp  distinction  cannot  be  drawn  among  a  plurality  of  temperature  rise  curves  based  solely  on 
whether  the  rising  characteristic  near  the  beginning  of  measurement  is  steep  or  gentle. 

Accordingly,  the  shape  recognition  means  10  is  adapted  to  detect  the  point  (the  shoulder  portion  in  Fig. 
6)  at  which  the  temperature  rise  curve  exhibits  the  first  predetermined  slope,  a  second  slope  of  a  relatively 

io  steeper  portion  of  the  curve  preceding  the  abovementioned  point,  and  a  third  slope  of  a  relatively  gentler 
portion  of  the  curve  following  the  abovementioned  point,  and  to  compare  the  second  and  third  slopes  to 
distinguish  among  the  plurality  of  temperature  rise  curves.  For  a  temperature  rise  curve  associated  with  the 
parameter  a  =  0.6,  by  way  of  example,  the  comparison  will  show  that  the  second  slope  is  very  steep  and 
the  third  slope  very  gentle.  For  a  temperature  rise  curve  associated  with  the  parameter  a  =  0.1,  on  the 

is  other  hand,  the  comparison  will  show  that  the  second  slope  is  relatively  gentle  as  well  as  the  third  slope. 
Accordingly,  if  the  second  and  third  slopes  flanking  the  shoulder  portion  are  examined,  more  useful 
information  for  distinguishing  among  the  plurality  of  temperature  rise  curves  can  be  obtained.  Thus,  it  can 
be  expected  that  employing  the  ratio  of  the  two  slopes  (second  slope/third  slope)  will  greatly  clarify  the 
differences  among  the  curve  shapes,  and  that  the  value  of  the  ratio  will  be  proportional  to  the  value  of  the 

20  shape  parameter  a. 
The  shape  recognition  means  10  can  be  adapted  to  set  the  value  of  shape  parameter  a  by  using 

another  method  simpler  than  that  described  above.  For  example,  it  is  possible  to  express  the  value  of 
shape  parameter  a  by  the  slope  of  a  temperature  curve  at  a  predetermined  times  or  by  plural  items  of 
temperature  data  at  predetermined  times  following  the  start  of  measurement.  More  specifically,  the  shape 

25  recognition  means  10  can  be  adapted  to  set  the  value  of  the  shape  parameter  a  in  accordance  with  a 
variable  or  set  of  variables  having  a  high  correlation  with  respect  to  the  value  of  the  shape  parameter  a. 

Thus,  in  accordance  with  the  concept  described  above,  the  shape  recognition  means  10  in  the  present 
embodiment  sets  the  value  of  the  shape  parameter  a  based  on  the  sensed  temperature  at  an  early  stage  of 
body  temperature  measurement. 

30  The  shape  recognition  means  10  includes  a  group  of  registers  for  storing  information  necessary  to  set 
the  value  of  shape  parameter  a.  These  registers  include  a  register  TA  for  storing  temperature  data  TA 
sensed  at  a  comparatively  early  time  tA  after  the  start  of  temperature  measurement  (e.g.  a  point  in  time  1 
sec  after  the  start  of  measurement);  a  register  TB  for  storing  sensed  temperature  data  TB  which  prevails  at  a 
point  in  time  where  the  measurement  control  means  8  detects  the  first  slope  (shoulder);  a  register  tB  for 

35  storing  time  tB  which  has  elapsed  up  to  said  point  in  time;  a  register  Si  for  storing  a  sensed  temperature 
difference  value  Si  =  TB  -  TA;  a  register  S2  for  storing  a  sensed  temperature  difference  value  S2  =  T8  - 
TB,  where  T8  is  the  temperature  data  prevailing  a  predetermined  time  DT  (e.g.  16  sec)  after  detection  of  the 
shoulder;  a  register  a  for  storing  the  shape  parameter,  which  is  obtained  by  performing  a  calculation 
expressed  by  the  equation  a  =  (S1/S2)  x  Q1  +  Q2;  a  register  Q1  for  storing  the  constant  Q1  (e.g.  0.042); 

40  and  a  register  Q2  for  storing  the  constant  Q2  (e.g.  -0.128). 
The  curve  analyzing  means  11  employs  a  prediction  function,  which  includes  the  value  of  shape 

parameter  a  set  by  the  shape  recognition  means,  to  set  the  value  of  coefficient  parameters  Ao,  Ai  of  the 
prediction  function.  Specifically,  the  curve  analyzing  means  11  obtains  the  value  of  coefficient  parameters 
Ao,  Ai  by  solving  the  following  simultaneous  equations: 

45 
T0(ti)  =  Ao  +  Ai/ti" 
T0(t2)  =  Ao  +  k^l\2a 

on  the  basis  of  temperature  data  T0(ti  )  in  the  vicinity  of  the  measurement  starting  point,  temperature  data 
50  Tote)  at  a  present  point  in  time,  and  time  data  ti  ,  t2  indicative  of  the  corresponding  points  in  time  at  which 

the  temperatures  were  sensed.  The  value  of  coefficient  parameters  Ao,  Ai  thus  set,  along  with  the  already 
set  the  value  of  shape  parameter  a,  uniquely  specify  the  aforementioned  prediction  formula. 

In  order  to  examine  the  validity  of  the  specified  prediction  formula  at  all  times,  the  curve  analyzing 
means  11  also  sets  the  value  of  coefficient  parameters  Ao',  Ar,  which  prevailed  e.g.  eight  seconds  earlier, 

55  by  using  sensed  temperature  data  which  prevailed  eight  seconds  prior  to  the  present  as  the  present 
temperature  data  T0te).  To  this  end,  the  curve  analyzing  means  11  is  provided  with  registers  Ao,  Ai  for 
storing  the  value  of  coefficient  parameters  Ao,  Ai,  which  are  obtained  by  using  the  presently  prevailing 
sensed  temperature  data  T8  as  the  presently  prevailing  sensed  data  T0te),  and  registers  Ao',  Ar  for  storing 
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the  value  of  coefficient  parameters  Ao',  Ar,  which  are  obtained  by  using  the  sensed  temperature  data  TO 
that  prevailed  eight  seconds  prior  to  the  present  as  the  presently  prevailing  sensed  data  T0(t2). 

The  prediction  arithmetic  means  12  uses  the  presently  prevailing  prediction  equation  specified  by  the 
curve  analyzing  means  11  to  calculate  a  sensed  temperature  value  which  will  prevail  in  the  future, 

5  preferably  at  any  desired  future  time.  More  specifically,  in  accordance  with  the  prediction  function  specified 
by  the  set  value  of  shape  parameter  a  and  coefficient  parameters  Ao,  Ai  ,  a  predicted  value  Tp(tD)  of  sensed 
temperature  which  will  prevail  at  a  future  time  tD  is  calculated  by  using  the  following  equation: 

Tp(tD)  =  Ao  +  A /̂\Da 
10 

This  item  of  predicted  temperature  data  Tp(tD)  is  outputted  over  a  line  120. 
Further,  in  accordance  with  the  prediction  function  specified  by  the  value  of  coefficient  parameters  Ao', 

Ai'  prevailing  eight  seconds  earlier,  the  prediction  arithmetic  means  12  similarly  calculates  a  predicted 
value  Tp(tD)'  of  sensed  temperature  which  will  prevail  at  future  time  tD  by  using  the  following  equation: 

15 
Tp(tD)'  =  Ao'  +  Ai7tD" 

This  item  of  predicted  temperature  data  Tp(tD)'  is  outputted  together  with  the  aforementioned  predicted 
temperature  data  Tp(tD)  to  the  measurement  control  means  8  via  a  line  119.  The  measurement  control 

20  means  8  compares  the  items  of  predicted  temperature  data  Tp(tD),  Tp(tD)'  to  judge  the  validity  (consistency) 
of  the  predicted  value. 

The  predictive  arithmetic  means  12  is  provided  with  a  group  of  registers  for  storing  information  needed 
to  supply  a  predicted  temperature.  These  registers  include  a  register  Tp  for  storing  temperature  Tp 
predicted  from  the  present  time  onward,  a  register  for  storing  temperature  Tp'  from  eight  seconds  earlier, 

25  and  a  register  tD  for  storing  future  time  tD  (e.g.  the  time  which  will  prevail  upon  elapse  of  ten  minutes). 
Upon  passage  of  a  period  of  time  so  long  that  continuing  predictive  calculations  will  be  meaningless  in 

an  actual  body  temperature  measurement,  the  data  selector  13,  which  comprises  switching  means, 
terminates  the  early  display  based  on  the  predicted  temperature  Tp(tD)  and  instead  switches  over  to  a  direct 
display  based  on  the  temperature  data  T0.  Since  the  data  selector  13  is  connected  to  the  prediction 

30  arithmetic  means  12  until  it  is  judged  that  predetermined  prediction  terminating  conditions  are  satisfied  after 
the  start  of  measurement,  the  display  section  3  displays  the  predicted  temperature  Tp(tD). 

(Prediction  Principle) 

35  The  principle  of  operation  for  predicting  temperature  in  accordance  with  the  invention  will  now  be 
described. 

By  performing  a  theoretical  analysis  of  heat  conduction  in  a  body  temperature  measurement  system, 
the  inventor  has  estimated  the  shape  of  a  temperature  rise  curve  of  a  temperature  probe  when  body 
temperature  is  measured.  Specifically,  the  analytical  method  entails  using  a  model  of  a  body  temperature 

40  measurement  system  of  the  type  shown  in  Fig.  7,  by  way  of  example,  dividing  the  measurement  system 
into  three  regions,  namely  a  probe  region,  skin  region  and  subcutaneous  tissue  region,  and  assuming  that 
the  temperature  distribution  of  each  region  is  uniform  in  the  body  temperature  measurement  process.  In 
other  words,  each  region  is  treated  conceptually  as  being  of  an  infinitesimal  volume.  With  regard  to  the 
subcutaneous  tissue  region,  however,  the  thermal  capacity  is  assumed  to  be  infinity.  It  should  be  noted  that 

45  the  terms  "skin"  and  "subcutaneous  tissue"  are  used  for  the  sake  of  convenience  since  the  living  body  is 
assumed  to  be  a  two-layer  model;  these  do  not  strictly  correspond  to  the  actual  structure  of  a  living  body. 
Furthermore,  by  dividing  the  system  into  a  greater  number  of  parts  in  accordance  with  future  developments, 
it  will  be  possible  to  improve  the  model  to  more  closely  resemble  a  living  body  if  this  is  necessary. 

In  the  measurement  system  model  of  Fig.  7,  let  hi  represent  the  thermal  conductivity  between  the 
50  probe  and  skin,  Ai  the  area  of  the  interface,  h2  the  thermal  conductivity  between  the  skin  and  subcutaneous 

tissue,  and  A2  the  area  of  the  interface.  Further,  on  the  assumption  that  the  thermal  capacity  of  the 
subcutaneous  tissue  is  infinity,  the  temperature  of  the  subcutaneous  tissue  will  be  a  constant  value  Tsat  with 
respect  to  time.  Thus,  the  amount  of  heat  absorbed  by  the  probe  from  the  skin  after  the  probe  is  brought 
into  contact  with  a  part  of  the  living  body  at  which  temperature  is  to  be  measured  is  equal  to  an  amount  of 

55  increase  in  the  internal  energy  of  the  probe.  Therefore,  the  following  equation  holds: 
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h.  A,  <T  -  T  )  =  P  C  V  dTp  ( 1 )  1 1   s  P  ;  P  P  P 

5 
Similarly,  the  amount  of  heat  absorbed  by  the  skin  from  the  subcutaneous  tissue  and  the  probe  is  equal 

to  an  amount  of  increase  in  the  internal  energy  of  the  skin.  Therefore,  the  following  equation  holds: 

w  h  A,  (T  -  T  )  +  h„  A-  (T  -  T  ) l i p   s  2 2   s a t   s  
=  ? -   C  V  dTs  ( 2 )  S  S  S  d t  

75 
where 

TP,  pp,  Cp,  Vp:  temperature,  density,  specific  heat  and  volume  of  probe 
Ts,  ps,  Cs,  Vs:  temperature,  density,  specific  heat  and  volume  of  skin 
Tsat{  =  Tp(°o)}:  subcutaneous  tissue  temperature  =  equilibrium  temperature 

20  If  the  simultaneous  linear  differential  equations  comprising  Eqs.  (1)  and  (2)  are  solved,  then  the 
following  equation  is  obtained: 

d2T  d T  
25  P  +  (K,  -  K_  +  K,)  P  +  K,  K,  T 

~—  1 2   3  1  3  p  
dt:  d t  

=  Kl  K3  T s a t   ( 3 )  
30 

where 

35 *!  =  hl  A l  

40 

p  C  V 
r p   p  p  

k.   =  hi  A i  
v2 

n  c  v  
r  s  s  s  

45  =  h2  A2 
fi  C  V '  s  s  s  

Since  Eq.  (3)  is  a  higher  order  linear  differential  equation,  it  can  be  solved  using  a  Laplace 
50  transformation.  That  is,  using 

55 
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d 2 T  
+ {K1  "  K2  +  K 3 } < £  

d T  
+  kx  k 3 0 £ t  

d t  

=  Kx  K3  £ T  s a t  

70  and  calculating  each  term,  we  have 

d 2 T  

75 £   —   -  "  Cl  "  Co  5  +  S  £   T! 

d t '  

20 d T  

d t  
C  +  s  "f  T 

o  <k_  r 

25  where 

30 
C  =  T  (  0  ) 

o  p  

d T  

d t  t  =  0 

solving  the  above  for  tTp,  we  obtain 

35 

40 

1  T  = 
P  

s  +  (Kx  -  K2  +  K3)  s  +  Kx  K3 

K_  +  K,)   C  +  sC  +  Kl  K3  T  . 2  3  o  o  —  s a t  

45  Using  the  solution  s2  +  (Ki  -  K2  +  K3)s  +  Ki  K3  =  0  for  mi  ,  m2,  we  have 

mi  =  (Ki  -  K2  +  K3)  +  V(Ki  -  K2  +  K3)2  -  4Ki  K3} 
m2  =  \  {-  (Ki  -  K2  +  K3)  -  V(Ki  -  K2  +  K3)2  -  4Ki  K3} 

50  When  mi  *  m2  holds,  we  have  the  following  from  Eq.  (4): 

55 
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f   T  =  1 
P  s  -  mi  ~  m2 

{ C l   +  (K1  "  K2  +  K3)  Co  +  mlCo  +  m 2 T s a t ]  

10 

s  -  m2  -  
15 

X { C l   +  (K1  -  K2  +  K3>  Co  +  m2Co  +  m l T s a t ]  

20 
" ^ s a t  

25 
Since  it  is  known  that 

£ e k x   =  l / ( s - K )   , 30 

an  equation  involving  Tp(t)  is  obtained  as  follows: 

Tp(t)  =  Tsat  +  M1em1t  +  M2em2t  (5) 1  pW 
35 

where 

40 Ml  =  c  \  C,  +  (K  -  K  +  K,)   C  +  m.C  +  m_T  _ 1  
m1  -  m2  I  1  1  2  3  °  1  °  2  s a t  

45  _  I  r  
M2  =  \  ci  +  <Ki  -  K,  +  K,>  C  +  m„C  +  m,T  . ■  m1  —  m2  

I  1  1  2  3  °  2  °  1  s a t  

50 

55 
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When  mi  =  rri2  holds,  we  have  the  following  from  Eq.  (4): 

5 

10 

£   Tp  =  [  +  (Kx  -  K2  +  K3)  Co  +  mlCo  +  3 ^ 7 ^  

(  s  -  ) 

s  -  m 
15 

+  1  
(Co  "  T s a t )  

s a t  

20  S 

Since  it  is  known  that 

ca t -  
1^  K3  =  m1  ) 

25  £ e k x   =  l / ( s - K )   ,  £ x e K X   =  l / ( s - K ) 2 ,  

an  equation  involving  Tp(t)  is  obtained  as  follows: 

30  Tp(t)  =  Tsat  +  M3em1t  +  IVUtem1t  (6) 

where 

M3  =  Co  -  Tsat 
35  IvU  =  Ci  -  mi  Co  +  3mi  Tsat 

Thus,  theoretical  equations  representing  the  temperature  rise  curve  of  a  probe  are  as  given  by  Eqs.  (5) 
and  (6). 

In  Eqs.  (5)  and  (6),  mi  ,  m2  and  Mi  ,  IvU  are  given  as  functions  of  various  physical  quantities  contained 
40  in  a  body  temperature  measurement  system  including  physical  values  (density,  specific  heat,  volume,  etc.) 

of  the  probe  and  skin,  and  these  values  vary  from  one  thermometer  to  another  and  with  every  temperature 
measurement.  Accordingly,  it  is  required  that  mi  ,  m2,  Mi  ,  IvU  be  set  on  the  basis  of  the  temperature  data 
sensed  by  the  probe  when  a  measurement  is  taken. 

Electronic  clinical  thermometers  include  those  of  the  type  in  which  after  the  probe  is  brought  into 
45  contact  with  the  part  of  the  body  to  be  measured,  the  temperature  data  do  not  begin  to  be  read  until  the 

probe  senses  a  predetermined  temperature,  by  way  of  example.  For  electronic  clinical  thermometers  such 
as  these,  it  is  convenient  to  transform  Eqs.  (5)  and  (6)  into  the  following  equations: 

Tp(t)  =  Tsat  +  Pem1t  +  Qem2t  (7) 
50 

TP(t)  =  Tsat  +  Rem1t  +  Stem1t  (8) 

where 

55  P  =  Mi  em1'At 
Q  =  M2em2,At 
R  =  M3em1*At  +  IVU«Atem1,At 
Q  =  IWI.Qm1-At 

55  P  =  Mier 
Q  =  M2e' 
R  =  M3e' 
S  =  IVUer 

13 



EP  0  338  076  B1 

In  the  above,  At  represents  elapsed  time  from  the  moment  the  probe  is  contacted  with  the  body  until  the 
start  of  measurement,  and  t  represents  time  where  measurement  starting  time  is  taken  as  being  t  =  0. 

If  mi  ,  rri2  are  taken  as  being  fixed  values  in  Eq.  (7),  then  Tsat,  P,  and  Q  can  be  obtained  with  relative 
5  ease  by  regression  analysis  or  by  solving  the  simultaneous  equations  using  temperature  data  sensed  in  a 

time  series  when  a  measurement  is  taken.  However,  mi  ,  rri2  vary  with  each  measurement  due  differences 
in  the  individual  undergoing  measurement  or  a  difference  in  measurement  conditions.  Moreover,  the  object 
of  the  present  invention  is  to  find  the  optimum  prediction  function  by  incorporating  all  of  these  variable 
elements  every  time  a  measurement  is  taken,  thereby  to  perform  a  temperature  prediction  having  a  high 

io  degree  of  universality.  Though  it  is  mathematically  possible  to  obtain  mi  ,  rri2,  Tsat,  P,  and  Q  by  solving  the 
simultaneous  equation  (7)  using  temperature  data  sensed  when  a  measurement  is  taken,  the  results  would 
be  highly  unstable  due  to  the  combined  effect  of  (1)  the  fact  that  a  noise  component  is  contained  in  the 
sensed  temperature  data  and  (2)  the  fact  that  Eq.  (7)  includes  exponential  terms. 

Accordingly,  the  following  equation  is  obtained  by  subjecting  Eq.  (7)  to  a  Taylor  expansion: 
15 

20 

25 

30 

T  ( t )   =  Aq  +  A ± / t   +  A 2 / t 2   +  A 3 / t 3   +  +  h ^ / t 1   + 

7  i  i  
=  T s a t   +  A 1 / t   +  A 2 / t   +  A 3 / t   +  '  '  *  +  A j / t   +  . . .  

T  (DO)  =  T  .  V  ( 9 )  
p  s a t   ) 

Deleting  terms  of  the  fourth  degree  onward  gives  the  following  equation: 

Tp(t)Ao  +  Ai/t  +  A2/t2  +  A3/t3  (10) 

The  foregoing  will  also  hold  in  similar  manner  for  Eq.  (8). 
The  inventor  has  previously  proposed  an  electronic  clinical  thermometer  in  which  coefficient  parameters 

35  Aothrough  A3  of  a  prediction  function  are  set  by  solving  the  following  simultaneous  equation  with  four 
unknowns: 

T0(ti)  =  Ao  +  Ai/ti  +  A2/ti2  +  A3/ti3  (i  =  0  -  3) 

40  on  the  basis  of  four  items  of  discretely  sampled  temperature  data  T0(tj)  and  time  data  tj  indicative  of  time  at 
each  sampling,  using  Eq.  (10).  Since  the  preceding  temperature  data  include  all  physical  conditions,  the 
coefficient  parameters  of  the  prediction  function  can  he  set  based  on  a  correlation  function  between  these 
temperature  data  and  time  data,  and  a  tentative  optimum  prediction  function  can  be  specified.  By  using  the 
specified  prediction  function,  the  temperature  at  the  future  time  tD  can  be  calculated  in  accordance  with  the 

45  following  equation: 

Tp(tD)  =  Ao  +  Ai/tD  +  A2/tD2  +  A3/tD3 

This  method  has  a  high  degree  of  universality  and  provides  a  stable  prediction. 
50  Even  though  four  items  of  temperature  data  are  used  in  the  above  case,  however,  it  is  necessary  that 

the  four  items  of  data  be  extracted  discretely  so  as  to  cover  the  full  scale  of  the  latest  sensed  temperature 
curve  at  all  times  in  order  to  specify  the  tentative  optimum  prediction  function  every  time.  To  this  end, 
therefore,  the  old  sensed  temperature  data  cannot  be  discarded,  so  that  a  sensed  temperature  data 
memory  having  a  very  large  storage  capacity  is  required.  Though  the  required  memory  capacity  can  be 

55  reduced  somewhat  if  the  number  of  terms  on  the  right-hand  side  of  Eq.  (10)  are  reduced,  diminishing  the 
number  of  terms  excessively  results  in  a  prediction  function  having  an  excessively  gentle  or  sluggish  rise 
characteristic.  This  makes  it  impossible  to  obtain  an  effective  early  display  of  temperature. 

14 
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Therefore,  in  acordance  with  the  invention,  the  prediction  function  of  Eq.  (10)  is  transformed  and  the 
following  equation  is  employed  to  achieve  both  a  reduction  in  required  memory  capacity  and  a  valid  early 
display  of  temperature: 

5  Tp(t)  =  Ao  +  Ai/t"  (11) 

(Operation) 

Figs.  3(A)  -  3(E)  and  Figs.  4(A)  -  4(C)  are  flowcharts  showing  temperature  sensing  processing  executed 
io  by  the  electronic  clinical  thermometer  of  the  first  embodiment.  Fig.  5  is  a  timing  chart  illustrating 

temperature  sensing  processing  executed  by  the  electronic  clinical  thermometer  of  the  first  embodiment. 
In  Fig.  3(A),  the  first  step  of  the  flowchart  is  a  start  step  S100  at  which  electric  power  is  supplied  to  the 

electronic  clinical  thermometer.  This  is  followed  by  a  temperature  measurement  step  S101,  at  which  the 
temperature  measurement  section  1  and  measurement  control  means  8  are  activated  to  perform  a 

is  comparatively  rough  temperature  measurement.  Specifically,  the  measurement  control  means  8  causes  the 
temperature  measuring  circuit  5  to  sense  temperature  at  a  rate  of  e.g.  once  per  five  seconds  in  order  to 
save  power,  and  monitors  the  sensed  temperature  data  T.  Next,  steps  S102,  S103  call  for  a  decision  as  to 
whether  body  temperature  measurement  based  on  the  prediction  method  should  start.  It  is  determined  at 
the  step  S102  whether  the  sensed  temperature  has  exceeded  a  predetermined  temperature  Th,  e.g.  30  °C, 

20  and  it  is  determined  at  the  step  S103  whether  the  rate  of  temperature  rise  is  no  less  than  0.1  °C  per 
second.  In  actuality,  this  step  calls  for  a  decision  as  to  whether  the  thermometer  has  been  placed  in  an 
armpit  or  in  the  mouth.  If  the  conditions  of  steps  S102,  S103  are  satisfied,  the  program  proceeds  to  a  step 
S104,  at  which  various  program  switches  SW1  -  SW4  for  measurement  control  are  cleared.  Next,  a  step 
S105  calls  for  the  time  measuring  means  to  be  cleared  and  started  via  line  105.  In  other  words,  a  time 

25  measuring  counter  in  the  time  measuring  means  7  is  reset  (to  a  count  corresponding  to  the  elapsed 
measurement  time  to  in  Fig.  5)  and  clocking  of  elapsed  measurement  time  is  started.  The  data  read-in 
function  of  the  data  read-in  means  6  is  activated  via  line  105  at  a  step  S106,  and  the  data  storage  function 
of  the  memory  means  9  is  activated  at  a  step  S107.  After  execution  of  these  initial  seating  and  control 
operations,  the  timer  interrupt  function  for  a  timer  interrupt  at  a  rate  of  e.g.  once  per  second  is  activated  at  a 

30  step  S108,  and  the  CPU  executes  an  idle  routine  IDLE  at  a  step  S109  to  await  the  occurrence  of  the  timer 
interrupt. 

When  a  timer  interrupt  is  generated  at  step  S109  in  Fig.  3(A),  the  program  proceeds  to  a  step  S200  in 
Fig.  3(B).  A  step  S201  in  this  flowchart  disables  the  timer  interrupt  function  in  order  that  a  series  of 
subsequent  processing  steps  may  be  executed.  These  steps  include  a  step  S202,  at  which  the  measure- 

35  ment  control  means  8  checks  whether  ti  >  tM  (e.g.  600  sec)  holds.  Since  ti  >  tM  will  not  hold  at  the  instant 
measurement  starts,  a  NO  answer  is  received  at  step  S202  and  the  program  proceeds  to  a  step  S203,  at 
which  it  is  checked  whether  SW1  =  1  holds.  SW1  is  a  switch  for  processing  in  which  temperature  data 
sensed  in  the  vicinity  of  the  start  of  measurement  are  stored  in  memory.  If  SW1  =  1  does  not  hold,  the 
program  proceeds  to  a  step  S220  in  Fig.  3(D).  Then  the  relation  ti  =  tA  is  checked  at  a  step  S220.  The 

40  register  tA  in  the  measurement  control  means  8  stores  the  elapsed  time  constant  tA  (e.g.  1  sec)  indicating 
elapsed  time  in  the  vicinity  of  the  start  of  measurement.  This  corresponds  to  the  timing  tA  in  Fig.  5.  If  ti  =  tA 
does  not  hold,  the  program  returns  to  the  step  S108  in  Fig.  3(A).  However,  since  the  condition  ti  =  tA  is 
satisfied  in  the  present  embodiment,  a  YES  answer  is  received  at  the  step  S220  and  the  program  proceeds 
to  a  step  S221,  at  which  the  sensed  temperature  data  T8  prevailing  at  the  present  time  is  stored  in  the 

45  register  TA,  and  then  to  a  step  S222,  at  which  SW1  is  set  to  logical  "1  ".  The  switch  SW1  remains  at  logical 
"1  "  from  this  point  onward. 

When  SW1  =  1  is  found  to  hold  at  the  step  S203,  the  program  proceeds  to  a  step  S204,  at  which  it  is 
checked  whether  SW2  =  1  holds.  SW2  is  a  switch  for  processing  in  which  the  first  predetermined  slope  is 
detected.  If  a  NO  answer  is  received  at  the  step  S204,  it  is  determined  at  a  step  S230  whether  |T8  -  T0|  <  k 

50  holds.  If  this  inequality  does  not  hold,  this  means  that  the  first  slope  cannot  yet  be  detected,  so  that  the 
program  returns  to  the  step  S108  in  Fig.  3(A).  When  |T8  -  T0|  <  k  is  eventually  satisfied,  however,  the 
program  proceeds  to  a  step  S231  ,  at  which  Si  =  T8  -  TA  is  stored  in  memory,  where  Si  is  the  difference 
between  the  two  items  of  sensed  temperature  data.  As  shown  in  Fig.  5,  the  difference  value  Si  =  T8  -  TA 
indirectly  represents  the  second  slope.  Next,  a  step  S232  calls  for  the  presently  prevailing  sensed 

55  temperature  data  T8  to  be  stored  in  the  register  TB,  the  next  step  S233  calls  for  the  data  ti  indicative  of 
elapsed  measurement  time  up  to  the  present  to  be  stored  in  the  register  tB,  and  a  step  S234  calls  for  the 
switch  SW2  to  be  set  to  logical  "1  ".  The  switch  SW2  remains  at  logical  "1  "  from  this  point  onward. 
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When  SW2  =  1  is  found  to  hold  at  the  step  S204,  the  program  proceeds  to  a  step  S205,  at  which  it  is 
checked  whether  SW3  =  1  holds.  SW3  is  a  switch  for  shape  recognition  processing  applied  to  the  sensed 
temperature  curve,  which  is  done  after  waiting  a  predetermined  time  DT  (e.g.  16  sec)  following  detection  of 
the  first  slope.  When  SW3  =  1  is  found  not  to  hold,  the  program  proceeds  to  a  step  S240  in  Fig.  3(E),  at 

5  which  it  is  determined  whether  tj  =  tB  +  DT  holds.  If  the  answer  here  is  NO,  then  the  program  returns  to 
the  step  S108  in  Fig.  3(A)  until  the  condition  tj  =  tB  +  DT  is  satisfied.  When  this  condition  is  eventually 
satisfied,  shape  recogition  processing  is  executed  at  a  step  S300.  This  is  time  tc  in  Fig.  5. 

(Shape  Recognition  Processing) 

Fig.  4(A)  is  a  flowchart  illustrating  shape  recognition  processing  in  accordance  with  the  first  embodiment 
of  the  invention.  A  step  S301  calls  for  a  value  T8  -  TB,  which  is  the  difference  between  items  of  sensed 
temperature  data,  to  be  stored  in  the  register  S2.The  difference  value  T8  -  TB  indirectly  represents  the  third 
slope  in  Fig.  5.  Next,  a  step  S302  calls  for  the  value  of  shape  parameter  a  to  be  obtained  in  accordance 

a  ~  S2  Qi  +  Q2 

Here  the  values  of  the  constant  Q1  (e.g.  0.042)  and  the  constant  Q2  (e.g.  -0.128)  have  been  set  by  statistical 
20  processing.  A  step  S303  calls  for  the  program  to  return  to  a  step  S241  of  Fig.  3(E),  at  which  SW3  is  set  to 

logical  "1  ".  The  switch  SW3  remains  at  logical  "1  "  from  this  point  onward.  In  other  words,  the  shape 
parameter  set  at  the  early  stage  of  temperature  measurement  is  used  from  now  on. 

When  SW3  =  1  is  found  to  hold  at  the  step  S205  in  Fig.  3(B),  curve  analysis  processing  is  executed  at 
a  step  S400. 

(Curve  Analysis  Processing) 

Fig.  4(B)  is  a  flowchart  illustrating  curve  analysis  processing  in  accordance  with  the  first  embodiment  of 
the  invention.  A  step  S401  calls  for  the  coefficient  parameter  Ao  to  be  obtained  using  the  presently 

30  prevailing  sensed  temperature  data  T8,  and  for  this  value  to  be  stored  in  the  register  Ao.  The  value  of 
coefficient  parameter  Ao  is  obtained  in  accordance  with  the  following  equation: 

35 

Next,  a  step  S402  calls  for  the  value  of  coefficient  parameter  Ai  to  be  obtained  using  the  value  of 
coefficient  parameter  Ao  obtained  above,  and  for  this  value  to  be  stored  in  the  register  Ai  .  The  value  of 
coefficient  parameter  Ai  is  obtained  in  accordance  with  the  following  equation: 

Ai  =  TA  tAB  -  Ao  tAB 

The  following  step  S403  calls  for  the  value  of  coefficient  parameter  Ao'  to  be  obtained  using  the  sensed 
temperature  data  T0  prevailing  eight  seconds  earlier,  and  for  this  value  to  be  stored  in  the  register  Ao'.  The 

50  value  of  coefficient  parameter  Ao'  is  obtained  in  accordance  with  the  following  equation: 

70 

75  with 

25 

45 

( t £   -  8 )  

55 A 0 
( t .   -  8 )  
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The  following  step  S404  calls  for  the  value  of  coefficient  parameter  Ai  '  to  be  obtained  using  the  value  of 
coefficient  parameter  Ao'  obtained  above,  and  for  this  value  to  be  stored  in  the  register  Ai'.  The  value  of 
coefficient  parameter  Ai  '  is  obtained  in  accordance  with  the  following  equation: 

5  A '̂  =  TAtA°-  Ao'tA° 

The  program  then  proceeds  to  a  step  S405,  at  which  the  program  is  returned  to  a  step  S500  in  order  that 
prediction  processing  may  be  executed,  as  described  below. 

io  (Prediction  Processing) 

Fig.  4(C)  is  a  flowchart  illustrating  prediction  processing  in  accordance  with  the  first  embodiment  of  the 
invention.  A  step  S501  calls  for  the  predicted  temperature  Tp(tD)  at  future  time  tD  (e.g.  600  sec)  to  be 
obtained,  and  stored  in  the  register  Tp,  using  the  value  of  shape  parameter  a  and  the  presently  prevailing 

is  value  of  coefficient  parameters  Ao,  Ai  .  The  predicted  temperature  Tp(tD)  is  obtained  in  accordance  with  the 
following  equation: 

Tp(tD)  =  Ao  +A1/tD« 

20  Next,  at  a  step  S502,  the  predicted  temperature  Tp(tD),  at  future  time  tD  is  obtained  using  the  value  of  shape 
parameter  a  and  the  value  of  coefficient  parameters  Ao',  Ar  prevailing  eight  seconds  earlier.  The  predicted 
temperature  Tp(tD)'  is  stored  in  the  register  Tp'.  The  predicted  temperature  Tp(tD)'  is  obtained  in  accordance 
with  the  following  equation: 

25  Tp(tD)'  =  Ao'  +Ar/tD° 

A  step  S503  then  calls  for  the  program  to  return  to  a  step  S206,  at  which  the  predicted  temperature  Tp(tD) 
obtained  is  displayed. 

From  the  step  S206  the  program  proceeds  to  a  step  S207  in  the  flowchart  of  Fig.  3(C),  at  which  it  is 
30  checked  whether  SW4  =  1  holds.  SW4  is  a  switch  for  processing  in  which  the  validity  (consistency)  of  a 

predicted  temperature  is  examined.  If  SW  =  1  does  not  hold  at  the  step  S207,  the  program  proceeds  to  a 
step  S250,  at  which  it  is  determined  whether  the  absolute  value  |TP  -  Tp'|  of  the  difference  between 
temperatures  predicted  at  a  time  interval  of  eight  seconds  is  equal  to  or  less  than  q.  If  |TP  -  Tp'|   ̂ q  does 
not  hold,  then  the  presently  prevailing  predicted  temperature  Tp  is  not  regarded  as  being  approximately  the 

35  same  at  the  predicted  temperature  Tp'  eight  seconds  earlier  (i.e.  the  predicted  temperature  Tp  is  not  valid). 
The  program  therefore  returns  to  the  step  S108  in  the  flowchart  of  Fig.  3(A).  If  |TP  -  Tp'|   ̂ q  does  hold, 
however,  the  prediction  is  construed  to  be  stable  and  the  buzzer  14  is  sounded  at  a  step  S251  to  inform  the 
user  of  the  fact.  The  switch  SW4  is  then  set  to  logical  "1  "  at  a  step  S252.  The  switch  SW4  remains  at 
logical  "1"  from  this  point  onward  so  that  the  buzzer  14  is  not  sounded  again.  From  this  point  onward  the 

40  user  is  provided  with  a  valid  early  display  of  temperature  regardless  of  when  the  thermometer  is  removed 
from  contact  with  the  body.  If  the  user  wishes  to  end  the  temperature  sensing  operation  early,  the  value 
being  displayed  at  this  time  can  be  recognized  as  being  the  sensed  temperature  value.  However,  if  the 
body  moves  during  measurement  to  bring  about  an  unstable  condition  in  which  a  normal  measurement 
cannot  be  taken,  or  if  a  slight  fever  is  suspected  and  a  more  accurate  prediction  is  required,  temperature 

45  continues  to  be  sensed.  In  such  case,  the  program  proceeds  to  the  step  S108  in  Fig.  3(A).  In  response  to 
the  next  timer  interrupt,  execution  of  the  processing  from  the  curve  analysis  step  S400  to  the  predicted 
temperature  display  step  S206  in  Fig.  3(B)  is  repeated.  The  longer  measurement  is  continued,  therefore,  the 
more  the  accuracy  of  the  prediction  is  raised.  When  the  condition  ti  >  tM  (e.g.  600  sec)  is  eventually 
satisfied  at  the  step  S202,  the  sensed  temperature  data  T0  itself  approaches  the  equilibrium  temperature. 

50  From  this  time  onward,  therefore,  continuing  the  prediction  processing  becomes  meaningless.  As  a  result, 
the  program  proceeds  to  a  step  S210,  at  which  the  data  selector  13  (Fig.  2(B))  is  connected  to  terminal  B. 
From  this  moment  onward,  the  sensed  temperature  T0  per  se  is  displayed. 

Figs.  8  through  10  are  graphs  illustrating  the  progress  of  body  temperature  measurement  taken  in  an 
armpit  using  the  electronic  clinical  thermometer  of  the  first  embodiment.  Elapsed  measurement  time  t  (min) 

55  is  plotted  along  the  horizontal  axis,  and  temperature  T  (°C)  is  plotted  along  the  vertical  axis.  The  graphs 
show  the  transition  of  the  sensed  temperature  data  T0,  the  transition  of  the  predicted  value  Tp(600),  namely 
the  value  predicted  to  prevail  ten  minutes  (600  seconds)  after  the  start  of  measurement,  and  the  actually 
measured  value  TOmax(600)  ten  minutes  (600  seconds)  after  the  start  of  measurement.  "ERROR"  in  these 
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graphs  is  the  difference  between  predicted  value  Tp(600)  and  the  actually  measured  value  TOmax(600)  at  the 
moment  the  buzzer  sounds  (i.e.  at  the  moment  the  prediction  is  construed  to  be  valid).  "JE"  indicates  an 
allowable  value  q  (|Tp  -  Tp'|   ̂ q)  used  in  judging  the  validity  of  the  prediction  [executed  at  step  S250  in  Fig. 
3(C)].  If  the  prediction  is  valid,  the  buzzer  is  sounded. 

5  Fig.  8  indicates  a  mean  temperature  rise  curve.  In  accordance  with  Fig.  8,  the  mean  temperature  rise 
curve  is  stable  and  the  automatic  setting  of  the  value  of  shape  parameter  a  is  precise.  Accordingly,  the 
predicted  value  Tp(600)  precisely  represents  the  actually  measured  value  TOmax(600)  from  the  very  moment 
the  buzzer  sounds.  From  this  moment  onward  the  transition  is  stable  (approximately  constant). 

Fig.  9  illustrates  a  case  where  the  temperature  rise  curve  fluctuates  due  to  body  movement.  Here  the 
io  value  of  shape  parameter  a  is  set  to  0.154  and  the  temperature  rise  curve  exhibits  a  gentler  rise  than  that  of 

Fig.  8.  In  accordance  with  the  invention,  even  in  such  cases  as  that  shown  in  Fig.  9,  the  initial  predicted 
value  Tp(600)  that  will  prevail  ten  minutes  after  the  start  of  measurement  fluctuates  only  slightly  in 
dependence  upon  the  subsequent  fluctuation  of  the  temperature  rise  curve.  The  reason  for  this  is  that  since 
the  value  of  shape  parameter  a  is  set  at  an  early  stage  of  the  temperature  measurement  through  a  reliable 

is  method,  the  value  of  coefficient  parameters  Ao,  Ai  fluctuate  very  little  in  dependence  upon  the  subsequent 
fluctuation  of  the  temperature  rise  curve  T0.  As  a  result,  the  predicted  value  Tp(600)  makes  a  stable 
transition.  With  the  conventional  method,  the  predicted  value  fluctuates  widely  in  such  cases. 

Fig.  10  illustrates  a  case  where  the  temperature  rise  curve  exhibits  a  very  gentle  rise.  In  cases  such  as 
this,  the  predicted  value  tends  to  be  on  the  low  side  when  the  conventional  prediction  method  is  adopted.  In 

20  accordance  with  the  present  embodiment,  however,  the  value  of  the  shape  parameter  a  is  set  to  a 
somewhat  lower  value,  as  a  result  of  which  the  predicted  value  Tp(600)  tends  to  rise  somewhat  more 
steeply  at  the  early  stage  of  measurement  and  the  buzzer  activation  time  is  automatically  delayed,  whereby 
excellent  prediction  accuracy  can  be  obtained  from  the  moment  the  buzzer  sounds.  The  reason  for  this  is 
that,  in  accordance  with  the  present  invention,  the  value  of  the  shape  parameter  a  is  made  to  reflect  the 

25  rising  shape  of  the  temperature  rise  curve,  and  the  value  of  coefficient  parameters  Ao,  Ai  of  the  prediction 
formula  are  set  to  values,  which  are  based  on  actual  measurement  data,  in  accordance  with  the 
simultaneous  equations. 

Second  Embodiment 
30 

In  measurement  of  body  temperature,  the  manner  in  which  observed  temperature  varies  from  the  start 
of  measurement  until  the  attainment  of  thermal  equilibrium  differs  widely  depending  upon  the  thermal 
characteristics  of  the  electronic  clinical  thermometer,  the  state  of  the  part  of  the  body  being  measured  and 
the  characteristics  thereof.  However,  if  the  thermal  characteristics  of  the  thermometer  are  limited,  the 

35  manner  in  which  temperature  varies  can  be  broken  down  into  several  categories,  the  largest  whereof  are 
armpit  measurement,  oral  measurement  and  rectal  measurement. 

The  electronic  clinical  thermometer  of  the  first  embodiment  described  hereinabove  can  be  applied  as  is 
to  temperature  measurement  taken  in  an  armpit,  mouth,  rectum  or  other  region  by  virtue  of  the  universal 
prediction  method  characterizing  that  thermometer.  However,  if  the  prediction  method  is  modified  and 

40  limited  solely  to  one  type  of  temperature  measurement,  such  as  measurement  taken  in  an  armpit,  mouth  or 
rectum,  an  improvement  in  the  accuracy  of  temperature  prediction  can  be  expected. 

A  characterizing  feature  of  the  second  embodiment  of  the  invention  resides  in  limiting  body  temperature 
measurement  to  e.g.  armpit  measurement,  though  measurement  can  be  similarly  limited  to  oral  or  rectal 
measurement.  By  doing  so,  the  method  of  deciding  the  value  of  shape  parameter  a  is  actualized  more 

45  precisely  than  in  the  first  embodiment,  thereby  raising  the  accuracy  of  the  prediction. 
Another  characteristic  of  the  second  embodiment  is  that  the  reliability  of  a  predicted  temperature  is 

greatly  improved  by  mitigating  the  effects  of  a  fluctuation  in  temperature  change  brought  about  during  an 
actual  measurement  of  body  temperature. 

A  further  characteristic  of  the  second  embodiment  is  that  the  processing  load  on  the  system  CPU  is 
50  lightened  greatly  by  simplifying  or  reducing  the  processing  steps  for  predicting  temperature. 

(Principle) 

If  body  temperature  measurement  is  limited  to  measurement  in  e.g.  an  armpit,  then  a  correlation 
55  between  a  group  of  temperature  change  curves  and  the  value  of  shape  parameter  a  can  be  stipulated  more 

precisely.  As  a  result,  the  shape  recognition  means  will  be  capable  of  recognizing  the  shape  of  a 
temperature  change  curve  more  precisely,  thereby  raising  the  accuracy  of  the  prediction  processing. 
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Fig.  14  is  a  graph  showing  the  relationship  between  an  optimum  value  of  a  shape  parameter  a  and  a 
variable  (S1/S2)  for  deciding  the  value  of  shape  parameter  in  the  second  embodiment  of  the  invention.  The 
graph  is  obtained  in  the  following  manner:  First,  a  large  number  of  sensed  temperature  curves  (preferably 
curves  which  are  typical)  indicative  of  temperatures  actually  measured  in  the  armpits  of  a  large  number  of 

5  people  are  prepared.  Next,  a  given  one  of  the  sensed  temperature  curves  is  selected  and  inputted  to  the 
electronic  clinical  thermometer.  At  such  time  the  value  of  shape  parameter  a  is  set  to  and  fixed  at  any 
value.  The  electronic  clinical  thermometer  uses  this  value  of  a  to  obtain  the  value  of  coefficient  parameters 
Ao,  Ai  by  solving  the  following  simultaneous  equations: 

10  T(ti)  =  Ao  +  Ai/ti" 
T(t2)  =  Ao  +  Ai/t2° 

based  on  temperature  data  T(ti),  T(t2)  at  two  different  points  and  time  data  ti  ,  t2  indicative  of  the 
corresponding  points  in  time  at  which  the  temperatures  were  sensed.  Further,  the  values  of  the  coefficient 

15  parameters  Ao,  Ai  successively  obtained  are  used  to  determine  e.g.  a  predicted  value  Tp  (600),  which  will 
prevail  ten  minutes  hence,  by  using  the  predictive  arithmetic  expression 

Tp(tD)  =  Ao  +  A /̂\Da 

20  When  prescribed  conditions  indicating  the  end  of  a  temperature  prediction  [e.g.  a  state  in  which  the 
predicted  vague  Tp(600)  has  stabilized]  are  satisfied,  the  predicted  value  Tp(600)  at  such  time  and  a  known 
value  TOa(600)  actually  measured  ten  minutes  after  the  start  of  measurement  are  compared  outside  of  the 
thermometer,  whereby  it  is  determined  whether  the  prediction  error  7  =  |TP(600)  -  TOa(600)|  lies  within  a 
predetermined  range.  Next,  the  set  value  of  the  shape  parameter  a  is  changed  and  the  foregoing  procedure 

25  is  repeated.  The  procedure  is  carried  out  for  all  possible  values  of  the  shape  parameter  a,  whereby  there 
are  obtained  plural  values  of  a  (an  a  group)  for  which  the  prediction  errors  for  a  certain  armpit  temperature 
curve  fall  within  the  predetermined  range. 

Next,  another  armpit  temperature  curve  is  selected,  the  curve  is  inputted  to  the  electronic  clinical 
thermometer,  and  the  above-described  procedure  is  carried  out,  whereby  there  is  obtained  another  a  group 

30  for  which  the  prediction  errors  for  this  other  temperature  curve  fall  within  the  predetermined  range.  The 
above  procedure  is  repeated  until  all  of  the  armpit  temperature  curves  have  been  selected,  thereby 
obtaining  all  groups  of  a  for  which  the  prediction  errors  for  all  armpit  temperature  curves  fall  within  the 
predetermined  range. 

Apart  from  the  above,  the  shape  variables  (Si/S2)  for  all  of  the  armpit  temperature  curves  are  detected, 
35  and  correspondence  is  established  between  the  shape  variable  (Si/S2)  and  the  groups  of  a,  using  the 

temperature  curves  as  an  intermediary.  This  is  shown  in  the  graph  of  Fig.  14. 
Next,  on  the  basis  of  the  graph  shown  in  Fig.  14,  a  relationship  is  established  between  the  value  of 

shape  Parameter  in  the  second  embodiment  and  the  shape  variable  (Si/S2).  It  will  be  apparent  from  Fig.  14 
that  the  shape  of  the  graphed  curve  is  an  arc  and  not  a  straight  line.  The  relation  between  a  and  (Si/S2)  is 

40  expressed  in  the  form 

a  =  C1  (Si/S2)n  +  C2 

or 
45 

a  =  C1  (S1/S2)  +  C2  (Si/S2)n  +  C3 

where 
n  <  1  :  constant 

50  C1  -  C3:  constants 
Accordingly,  in  the  second  embodiment,  the  relation  between  the  value  of  shape  parameter  a  and  the 

shape  function  (Si/S2)  is  defined  as  follows: 

a  =  Q1  (S1/S2)  +  Q2  (Si/S2)n  +  Q.3  (12) 
55 

where 
n  <  1  :  constant 
Q1  -  Q3:  constant 
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Each  constant  employed  in  the  second  embodiment  is  decided  by  regressive  statistical  processing  with 
respect  to  the  graphical  characteristic  of  Fig.  14.  For  example,  n  =  0.3,  Qi  =  0.04467,  Q2  =  -0.330749,  Cb 
=  0.393626. 

5  (Construction) 

Figs.  11(A)  and  11(B)  are  block  diagrams  illustrating  in  detail  the  construction  of  an  electronic  clinical 
thermometer  according  to  the  second  embodiment,  in  which  portions  similar  to  those  shown  in  Figs.  2(A) 
and  2(B)  are  designated  by  like  reference  characters.  For  the  most  part,  these  portions  will  not  be  described 

io  again  unless  they  differ  slightly  in  terms  of  function. 
In  Figs.  11(A)  and  11(B),  the  prediction  processing  section  2  further  includes  peak  holding  means  61 

and  averaging  means  62.  The  shape  recognition  means,  curve  analyzing  means  and  prediction  arithmetic 
means  are  implemented  in  a  way  different  from  their  counterparts  in  Figs.  2(A)  and  2(B)  and  are  designated 
by  numerals  20,  21  ,  22,  respectively.  The  control  means  8  causes  the  temperature  measuring  circuit  5  to 

is  generate  the  temperature  data  T  at  a  rate  of  once  every  four  seconds  prior  to  the  start  of  measurement  (i.e. 
at  the  time  of  a  preliminary  measurement).  As  a  result,  the  preliminary  measurement  period  is  shortened  in 
comparison  with  the  first  embodiment  to  raise  the  precision  of  preliminary  measurement.  Two  seconds  is 
stored  as  a  constant  in  the  register  tA  of  the  measurement  control  means  8.  The  reason  for  this  is  so  that 
the  sensed  temperature  data  T0a  which  can  be  used  first  will  become  effective  two  seconds  after  the  start 

20  of  measurement,  owing  to  provision  of  the  averaging  means  62,  described  below. 
The  peak  holding  means  61  constantly  detects  and  stores  the  highest  temperature  value  contained  in 

the  sensed  temperature  data  T0  read  in  by  the  data  read-in  means  6.  To  accomplish  this,  the  peak  holding 
means  61  is  provided  with  peak  value  memory  means,  not  shown,  for  storing  at  least  one  peak  value  T0p, 
and  peak  value  comparing  means,  not  shown,  for  comparing  the  magnitude  of  the  peak  value  T0p  stored  in 

25  the  peak  value  storing  means  with  a  newly  inputted  item  of  sensed  temperature  data  T0.  Initially,  the  peak 
value  storing  means  stores  the  sensed  temperature  data  T0  prevailing  at  the  start  of  measurement  (or  a  set 
value  Tc  =  30.0  °C,  which  is  set  on  the  assumption  that  measurement  starting  conditions  have  been 
satisfied)  as  the  peak  value  T0p.  Next,  when  the  latest  item  of  sensed  temperature  data  T0  is  inputted,  the 
peak  value  comparing  means  compares  this  item  of  data  and  the  peak  value  T0p  stored  in  the  peak  value 

30  memory  means.  When  the  condition  T0   ̂ T0p  is  satisfied,  the  peak  value  memory  means  stores  the  new, 
i.e.  latest,  item  of  inputted  temperature  data  T0. 

As  the  temperature  measurement  operation  proceeds,  the  averaging  means  62  determines  a  running 
average  value  T0a  of  the  peak  values  T0p  outputted  by  the  peak  holding  means  61.  To  this  end,  the 
averaging  means  62  is  provided  with  peak  data  memory  means,  not  shown,  for  constantly  storing  a 

35  predetermined  number  of  consecutive  peak  values  T0p  -  T0p',  peak  value  adding  means  for  adding  the 
predetermined  number  of  peak  values  T0p  -  T0p'  stored  in  the  peak  data  memory  means,  and  dividing 
means,  not  shown,  for  dividing  the  sum  calculated  in  the  peak  value  adding  means  by  a  predetermined 
number  of  peak  values.  The  peak  data  memory  means  is  adapted  to  store  the  latest  peak  value  T0p  at  each 
sampling  instant  and  simultaneously  erase  the  oldest  peak  value  T0p'  already  stored  therein.  By  way  of 

40  example,  therefore,  the  peak  data  storing  means  stores  a  peak  value  T0po  at  an  initial  sampling  instant  (t  = 
0  sec),  the  peak  value  T0po  and  a  peak  value  T0pi  at  the  next  sampling  instant  (t  =  1  sec),  and  the  peak 
values  T0po,  T0pi  and  a  peak  value  T0p2  at  the  next  sampling  instant  (t  =  2  sec).  At  this  time  (t  =  2  sec), 
the  peak  value  adding  means  outputs  an  initial  sum  T0si  (=  T0po  +  T0pi  +  T0P2),  and  the  dividing  means 
calculates  and  outputs  an  initial  running  average  value  T0m  (=  T0si/3).  At  the  next  sampling  instant  (t  =  3 

45  sec),  the  peak  data  memory  means  stores  the  peak  values  T0pi,  T0p2,  T0p3.  As  a  result,  the  peak  value 
adding  means  outputs  the  next  sum  T0s2  (=  T0pi  +  T0p2  +  T0P3),and  the  dividing  means  calculates  and 
outputs  the  next  running  average  value  T0a2  (  =  T0s2/3). 

Fig.  13  is  a  graph  showing  the  transitions  of  sensed  temperature  data  T0,  peak  data  T0p  and  running 
average  value  T0a  in  the  second  embodiment  of  the  invention.  The  graph  shows  that  the  curve  of  sensed 

50  temperature  data  T0  passes  through  e.g.  30.0  °C  at  the  start  of  measurement,  thereafter  rises  monotonously 
until  t  =  5  sec,  at  which  the  curve  temporarily  descends  before  rising  again  at  t  =  7  sec.  This  indicates 
sensed  temperature  curve  fluctuation  as  caused  by  body  movement  during  an  actual  measurement.  In 
general,  very  small  fluctuations  are  removed  by  averaging  processing.  However,  sensed  temperature  data 
having  the  pronounced  dip  shown  in  Fig.  13  are  not  useful  in  the  prediction  processing  of  the  first  and 

55  second  embodiments  and,  moreover,  have  an  adverse  effect  upon  the  results  of  the  prediction.  Even  in 
such  cases,  though,  the  peak  holding  means  61  stores  e.g.  the  peak  value  30.5  °C  at  time  t  =  5  sec  and 
holds  this  value  until  time  t  =  8  sec,  so  that  the  adverse  influence  due  to  the  dip  in  the  sensed  temperature 
data  can  be  removed  in  the  prediction  processing.  Furthermore,  in  accordance  with  the  second  embodi- 

20 
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ment,  peak-hold  processing  is  executed  before  the  data  averaging  processing,  so  that  the  actual  sensed 
temperature  curve  T0  and  the  peak  value  curve  T0p  are  in  good  agreement  over  the  entire  region  of 
measurement.  This  means  that  an  averaging  error  is  excluded.  The  fact  that  an  averaging  error  is  excluded 
is  important  at  the  early  stage  of  measurement  when  the  sensed  temperature  curve  is  rising  steeply  and  is 

5  advantageous  in  that  the  delay  in  the  rising  shape  of  the  running  average  value  curve  with  respect  to  the 
rising  shape  of  the  sensed  temperature  curve  can  be  quantitatively  evaluated  when  this  is  required.  Next, 
by  taking  the  running  average  of  the  peak  value  curve  T0p,  the  averaging  means  62  averages  the  fluctuation 
in  the  peak  value  curve  T0p  to  provide  a  smooth  sensed  temperature  curve  for  subsequent  processing  in 
the  prediction  processing  section  2. 

io  The  memory  means  9  constantly  stores  a  total  of  nine  items  of  sensed  temperature  data  T8  through  TO, 
including  the  most  recent,  while  successively  performing  a  shift-in/shift-out  of  the  sensed  temperature  data 
T0A,indicative  of  the  running  average  value  obtained  by  the  averaging  means  62,  from  register  T8  to 
register  TO  of  the  memory  means. 

By  limiting  measurement  to  that  taken  in  e.g.  an  armpit,  the  shape  recognition  means  20  is  capable  of 
is  obtaining  a  precise  correlation  between  the  value  of  shape  parameter  a  and  the  variable  (S1/S2).  More 

specifically,  the  register  a  in  the  shape  recognition  means  20  stores  the  value  of  shape  parameter  a 
obtained  by  performing  the  calculation 

a  =  Q1  (S1/S2)  +  Q2  (S1/S2)0  3  +  Q.3 
20 

The  shape  recognition  means  20  is  additionally  provided  with  a  register  Q3  in  order  to  store  the  constant 
Q3. 

The  registers  Ao',  Ar  for  storing  the  value  of  coefficient  parameters  Ao',  Ar  prevailing  eight  seconds 
earlier  are  deleted  from  the  curve  analyzing  means  21,  and  the  processing  for  determining  the  value  of 

25  coefficient  parameters  Ao',  Ar  is  dispensed  with.  This  is  to  lighten  the  processing  load  on  the  processing 
section  2. 

The  prediction  arithmetic  means  22  is  provided  with  predicted  value  memory  means  for  storing  nine 
consecutive  predicted  values  Tp(tD)  -  Tp(tD)'.  The  predicted  value  memory  means  is  adapted  to  constantly 
store  the  nine  consecutive  predicted  values  Tp(tD)  -  Tp(tD)'  so  as  to  store  the  latest  predicted  value  Tp(tD) 

30  calculated  at  each  sampling  instant  and  simultaneously  erase  the  oldest  predicted  value  Tp(tD)'  already 
stored  therein.  Thus,  the  prediction  arithmetic  means  22  is  relieved  of  the  processing  for  determining  the 
predicted  value  Tp(tD)'  based  on  the  temperature  data  prevailing  eight  seconds  earlier.  This  greatly  lightens 
the  processing  burden  on  the  processing  section  2.  In  this  regard,  the  electronic  clinical  thermometer  of  the 
first  embodiment  need  not  have  the  stored  value  memory  means  of  the  second  embodiment  since  it  is 

35  capable  of  effectively  utilizing  the  temperature  data  T8  -  TO  in  memory  means  9. 

(Operation) 

Figs.  12(A)  through  (C)  are  flowcharts  illustrating  shape  recognition  processing,  curve  analysis  process- 
40  ing  and  prediction  processing  in  accordance  with  the  second  embodiment.  Since  the  main  flow  in  the 

second  embodiment  is  arranged  in  the  same  manner  as  the  main  flow  in  Figs.  3(A)  through  3(E),  the  latter 
will  also  be  employed  in  the  description  that  follows.  Accordingly,  the  overall  operation  of  the  second 
embodiment  will  be  described  upon  substituting  shape  recognition  processing  S300',  curve  analysis 
processing  S400'  and  prediction  processing  S500'  in  Figs.  12(A)  -  (C)  for  the  shape  recognition  processing 

45  S300,  curve  analysis  processing  S400  and  prediction  processing  S500,  respectively,  in  Figs.  3(B)  and  3(E). 
Portions  whose  functions  differ  from  those  of  the  first  embodiment  will  be  described. 

In  the  preliminary  measurement  step  S101  of  Fig.  3(A),  the  measurement  control  means  8  causes  the 
temperature  measurement  circuit  5  to  sense  temperature  at  a  rate  of  once  every  four  seconds.  This  is  to 
shorten  the  preliminary  measurement  period  and  raise  the  accuracy  of  the  preliminary  measurement.  Step 

50  S102  calls  for  a  determination  as  to  whether  a  predetermined  temperature  of  30  °C  has  been  exceeded,  and 
step  S103  a  determination  as  to  whether  the  temperature  rise  is  greater  than  0.32  °C  over  the  period  of  four 
seconds.  In  accordance  with  the  second  embodiment,  whether  the  temperature  rise  is  greater  than  0.32  0  C 
is  checked  in  order  to  deal  with  the  fact  that  the  preliminary  measurement  period  has  been  shortened  to 
four  seconds.  The  peak  holding  function  of  the  peak  holding  means  61  and  the  averaging  function  of  the 

55  averaging  means  62  are  also  activated  at  step  S107.  The  step  S210  in  Fig.  3(B)  calls  for  a  display  of  the 
sensed  temperature  data  T0a  following  the  processing  executed  by  the  peak  holding  means  61  and 
averaging  means  62.  Elapsed  time  of  two  seconds  is  checked  for  at  step  S220,  at  which  it  is  determined 
whether  ti  =  tA  holds.  Since  the  averaging  means  62  is  provided  in  the  second  embodiment,  the  content  of 

21 
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register  tA  is  taken  to  be  two  seconds,  which  is  the  time  at  which  the  initial  sensed  temperature  T0a  can  be 
used. 

(Shape  Recognition  Processing) 
5 

Steps  in  Fig.  12(A)  equivalent  to  those  shown  in  Fig.  4(A)  are  designated  by  like  step  numbers  and  are 
not  described  again.  A  step  S310  in  Fig.  12(A)  calls  for  the  value  of  shape  parameter  a  to  be  found  by 
using  the  equation 

w  _  . 3  
d =   Q1  ( S j / S ^   +  Q2  ( S j / S j ) 0   +  Q3 

This  greatly  raises  the  accuracy  of  shape  recognition  for  temperature  measurement  in  an  armpit. 
is  In  Fig.  12(B),  the  steps  S403,  S404  of  Fig.  4(B)  which  use  the  sensed  temperature  data  T0  prevailing 

eight  seconds  earlier  are  deleted.  Since  the  prediction  arithmetic  means  22  in  the  second  embodiment  is 
provided  with  the  predicted  value  memory  means  capable  of  storing  nine  predicted  values,  it  is  unnec- 
essary  to  obtain  the  value  of  coefficient  parameters  Ao',  Ar  using  the  sensed  temperature  data  TO 
prevailing  eight  seconds  prior  to  the  present.  This  serves  to  lighten  the  processing  burden  on  the 

20  processing  section  2  by  a  wide  margin. 

(Prediction  Processing) 

In  Fig.  12(C),  the  steps  equivalent  to  those  shown  in  Fig.  4(C)  are  designated  by  like  steps  numbers 
25  and  are  not  described  again.  Deleted  from  Fig.  12(C)  is  the  step  S502  of  Fig.  4(C)  which  uses  the  sensed 

temperature  data  TO  prevailing  eight  seconds  earlier.  This  step  is  replaced  by  a  step  S510,  at  which  the 
latest  predicted  temperature  Tp(tD)  is  stored  in  the  predicted  value  memory  means  and  the  predicted 
temperature  Tp(tD)',  calculated  and  stored  eight  seconds  earlier,  is  erased. 

30  Third  Embodiment 

As  set  forth  in  the  first  embodiment,  various  other  methods  of  setting  the  value  of  shape  parameter  a 
can  be  conceived.  A  characterizing  feature  of  the  third  embodiment  resides  in  actualizing,  in  greater  detail, 
a  method  of  expressing  the  value  of  shape  parameter  a  by  temperature  slopes  at  predetermined  times  after 

35  the  start  of  measurement  or  plural  items  of  temperature  data  at  predetermined  times  after  the  start  of 
measurement,  as  touched  upon  in  the  description  of  the  first  embodiment. 

Another  characterizing  feature  of  the  third  embodiment  resides  in  limiting  body  temperature  measure- 
ment  to  oral  measurement,  though  measurement  can  be  similarly  limited  to  armpit  or  rectal  measurement. 
Another  method  of  deciding  the  value  of  shape  parameter  a  is  applied  to  this  measurement. 

40  Another  characterizing  feature  of  the  third  embodiment  is  that  the  effects  of  a  fluctuation  in  temperature 
change  are  mitigated  and  the  processing  load  on  the  processing  section  2  is  greatly  reduced,  as  in  the 
second  embodiment. 

(Principle) 
45 

Fig.  17  is  a  graph  showing  a  plot  of  plural  items  of  sensed  temperature  data  at  predetermined  times 
after  the  start  of  temperature  measurement  in  accordance  with  the  third  embodiment.  As  set  forth  in  the  first 
embodiment,  a  plurality  of  temperature  rise  curves  can  be  distinguished  from  one  another  by  ascertaining 
the  shapes  of  the  sensed  temperature  rises  from  the  moment  measurement  starts.  Accordingly,  in  the  third 

50  embodiment  of  the  invention,  the  value  of  shape  parameter  a  is  expressed  based  on  plural  items  of 
temperature  data  at  predetermined  points  in  time,  as  shown  in  Fig.  17. 

There  are  several  methods  of  ascertaining  the  sharpness  of  the  shape  of  sensed  temperature  rise.  In 
one  method,  a  set  of  actual  measurement  data  is  employed  as  is  and  is  quantified  or  compared  with  a 
reference.  In  another,  a  set  of  actual  measurement  data  is  observed  in  relation  to  a  time  axis  (i.e.  is 

55  subjected  to  differentiation  of  the  first  order)  to  obtain  information  relating  to  the  rate  of  temperature  change, 
and  the  information  is  quantified  or  compared  with  a  reference.  In  yet  another  conceivable  method,  a  set  of 
plural  rates  of  temperature  change  taken  from  actual  measurement  data  is  observed  in  relation  to  a  time 
axis  (i.e.  is  subjected  to  differentiation  of  the  second  order)  to  obtain  information  relating  to  the  acceleration 
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of  temperature  change,  and  the  information  is  quantified  or  compared  with  a  reference.  Whichever  method 
is  used,  it  is  desired  that  information  which  stipulates  the  relationship  between  the  value  of  shape  parameter 
and  variables  be  linear,  considering  the  processing  capability  of  single-chip  CPUs  presently  available. 
Fortunately,  when  a  differential  term  is  included,  obtaining  the  linear  relationship  can  be  realized  through 

5  simple  processing.  Specifically,  differentiation  of  the  first  order  in  e.g.  the  interval  ts  -  ti  6  in  Fig.  17  can  be 
performed  by  employing  the  difference  (Tig  -  T8)  between  the  items  of  sensed  temperature  data  prevailing 
at  these  times,  and  quadratic  differentiation  in  the  interval  ts  -  te+  can  be  performed  in  the  form  {T2+  -  Tig  - 
(Tig  -  T8)}.  Accordingly,  in  the  third  embodiment,  the  relation  between  the  value  of  shape  parameter  a  and 
variable  Xk  is  defined  as  follows: 

10 

(A  =  I"  D  .  X  +  D  . . .   ( 1 3 )  

15  where 
D0  -  D5  :  constants 

Xo  =  Ts  ,  Xi  =  Ti  6 
X2  =  T2  +  ,  X3  =  T3  2 

20  X*  =  (X3  -  Xo)/(Xi  -  Xo) 

In  the  above,  T8  -  T32  are  items  of  sensed  temperature  data  T0a  at  times  t  =  8  sec,  16  sec,  24  sec  and  32 
sec,  respectively,  by  way  of  example.  The  plural  items  of  sensed  temperature  data  T8  -  T32  preferably  are 
sampled  over  a  range  covering  a  region  in  which  the  sharpnesses  of  the  shapes  of  sensed  rises  in 

25  temperature  after  the  start  of  measurement  are  effectively  ascertained  and  distinguished  from  one  another. 
Preferably,  the  range  is  made  as  short  as  possible  in  order  to  express  the  initial  predicted  temperature  Tp  at 
an  earlier  point  in  time.  Further,  the  number  of  variables  Xo  -  X+,  the  sampling  interval  and  the  shape 
preferably  are  decided  within  a  range  which  will  not  burden  the  processing  section  2  with  excessive 
processing.  The  constants  D0  -  D5  in  the  third  embodiment  are  decided  on  the  basis  of  the  statistical 

30  processing  considered  hereinabove.  Examples  of  the  constants  are  as  follows:  D0  =  -0.02566,  D1  = 
0.01601,  D2  =  0.03003,  D3  =  0.35019,  D+  =  0.08913,  D5  =  -12.9657. 

(Construction) 

35  Figs.  15(A)  and  15(B)  are  block  diagrams  illustrating  in  detail  the  construction  of  an  electronic  clinical 
thermometer  according  to  the  third  embodiment,  in  which  portions  similar  to  those  in  the  second 
embodiment  of  Fig.  11  are  designated  by  like  reference  characters  and  will  not  be  described  again. 

In  Figs.  15(A)  and  15(B),  the  memory  means  9  of  Fig.  11(B)  is  deleted  from  the  prediction  processing 
section  2,  which  in  this  embodiment  is  provided  with  measurement  control  means  23  and  shape  recognition 

40  means  24  implemented  in  a  way  different  from  their  counterparts  in  Figs.  1  1  (A)  and  1  1  (B). 
In  the  measurement  control  means  23,  the  registers  ts  -  h2  store  constants  indicative  of  predetermined 

times  at  which  the  plural  items  of  temperature  data  are  to  be  sampled.  Examples  of  the  constants  are  ts  = 
8  sec,  ti6  =  16  sec,  fc+  =  24  sec,  fa  =  32  sec.  It  should  be  noted  that  the  predetermined  constants  are 
not  limited  to  these  alone.  A  register  I  is  an  index  register.  The  contents  of  the  register  I  index  and  refer  to 

45  the  contents  of  the  registers  ts  -  h2  and  are  used  for  other  purposes  as  well,  as  will  be  described  below.  By 
limiting  measurement  to  e.g.  oral  measurement,  the  shape  recognition  means  24  is  capable  of  obtaining  a 
more  precise  correlation  between  the  value  of  shape  parameter  a  and  variable  Xk.  More  specifically,  the 
register  a  of  the  shape  recognition  means  24  stores  the  value  of  shape  parameter  a  obtained  by  performing 
the  calculation  expressed  by  the  following  equation: 

50 

55 

CX  =  1   Dk  Xk  +  D 
K--0 5 

The  shape  recognition  means  24  is  provided  with  registers  Xo  -  X+  for  storing  variables  Xo  -  X+,  and  with 
registers  D0  -  D5  for  storing  constants  D0  -  D5  . 

23 
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(Operation) 

Figs.  16(A)  -  16(E)  are  flowcharts  illustrating  temperature  sensing  processing  performed  by  the 
electronic  clinical  thermometer  of  the  third  embodiment.  In  Fig.  16(A),  steps  equivalent  to  those  shown  in 

5  Fig.  3(A)  are  designated  by  like  step  numbers  and  need  not  be  described  again.  Steps  having  the  same 
step  numbers  as  those  in  the  first  embodiment  but  differing  somewhat  in  terms  of  function  will  be 
described. 

In  the  temperature  measurement  step  S101  of  Fig.  16(A),  the  measurement  control  means  23  causes 
the  temperature  measurement  circuit  5  to  sense  temperature  at  a  rate  of  once  every  four  seconds.  Step 

io  S102  calls  for  a  determination  as  to  whether  a  predetermined  temperature  of  30  °C  has  been  exceeded,  and 
step  S103  a  determination  as  to  whether  the  temperature  rise  is  greater  than  0.32  °C  over  the  period  of  four 
seconds.  If  YES  answers  are  received  at  the  steps  S102,  S103,  then  the  program  proceeds  to  a  step  S110, 
at  which  the  various  program  switches  SW1  -  SW4  for  measurement  control  and  the  contents  of  the  index 
register  I  are  cleared.  The  peak  holding  function  of  the  peak  holding  means  61  and  the  averaging  function 

is  of  the  averaging  means  62  are  activated  at  a  step  S1  17. 
When  the  timer  interrupt  is  generated  at  the  step  S109  in  Fig.  16(A),  the  program  proceeds  to  the  step 

S200  in  Fig.  16(B).  The  sensed  temperature  T0a  is  displayed  at  the  step  S210  in  Fig.  16(B).  Elapsed  time  of 
two  seconds  is  checked  for  at  the  step  S220,  at  which  it  is  determined  whether  ti  =  tA  holds.  The  sensed 
temperature  data  T0a  is  stored  in  the  register  TA  at  the  step  S221  .  This  is  because  the  memory  means  9  is 

20  not  provided  in  the  third  embodiment. 
It  is  checked  at  the  step  S205  whether  SW3  =  1  holds.  In  the  third  embodiment,  SW3  is  a  switch  for 

storing  plural  items  of  temperature  data  at  predetermined  points  in  time  after  the  start  of  temperature 
measurement,  and  for  ascertaining  the  sharpness  of  the  rising  shape  of  the  sensed  temperature  curve  at  a 
comparatively  early  point  in  time  after  the  start  of  temperature  measurement  (i.e.  for  deciding  the  value  of 

25  shape  parameter  a).  When  SW3  =  1  does  not  hold,  the  program  proceeds  to  a  step  S260  in  Fig.  16(E),  at 
which  it  is  checked  whether  ti  is  equal  to  any  one  of  ts  ,  ti  g  ,  t32.  This  decision  step  is  executed  while  the 
contents  of  registers  ts  -  t32  in  measurement  control  means  23  are  indexed  and  referred  to  in  accordance 
with  the  contents  of  the  index  register  I.  More  specifically,  initially  I  =  0  and  the  system  waits  for  the 
condition  tj  =  8  sec  to  be  established.  When  the  condition  tj  =  8  sec  does  not  hold,  the  data  thus  far  are 

30  useless  for  shape  recognition,  so  that  the  program  returns  directly  to  the  step  S108.  When  the  condition  ti 
=  8  sec  is  eventually  established,  an  YES  answer  is  received  at  the  step  S260  and  the  program  proceeds 
to  a  step  S261,  at  which  the  sensed  temperature  data  T0A  (initially  T8)  are  stored  in  the  register  Xn  of  shape 
recognition  means  24  in  accordance  with  the  contents  of  the  index  register  I.  That  is,  since  I  =  0  initially,  T8 
is  stored  in  the  register  Xo.  Next,  in  accordance  with  the  contents  of  the  index  register  I,  and  in  a  manner 

35  similar  to  the  foregoing,  the  shape  recognition  means  24  executes  a  partial  calculation,  namely  a  =  f(l,X,D), 
for  deciding  the  value  of  shape  parameter  at  a  step  S262.  That  is,  since  I  =  0  initially,  the  partial  calculation 
a  =  (Do  Xo)  is  performed.  Next,  1  is  added  to  the  contents  of  the  index  register  I  at  a  step  S262,  and  it  is 
determined  at  a  step  S264  whether  I  =  4  holds;  if  it  does  not,  the  program  returns  to  the  step  S108.  Thus, 
processing  identical  with  the  foregoing  is  executed  successively  at  each  of  the  predetermined  points  in 

40  time.  In  other  words,  since  I  =  1  at  the  next  predetermined  time  ti  =  16  sec,  Tig  is  stored  in  register  Xi  at 
the  step  S261  ,  (Di  Xi  )  is  added  to  the  contents  of  the  register  a  at  the  step  S262,  and  1  is  added  to  the 
contents  of  index  register  I  at  the  step  S263.  Since  I  =  2  at  the  next  predetermined  time  ti  =  24  sec,  T2+  is 
stored  in  register  X2  at  the  step  S261,  (D2  X2)  is  added  to  the  contents  of  the  register  a  at  the  step  S262, 
and  1  is  added  to  the  contents  of  index  register  I  at  the  step  S263.  Since  I  =  3  at  the  next  predetermined 

45  time  tj  =  32  sec,  T32  is  stored  in  register  X3  at  the  step  S261,  (D3  X3)  is  added  to  the  contents  of  the 
register  at  the  step  S262,  and  1  is  added  to  the  contents  of  index  register  I  at  the  step  S263.  At  this 
moment  the  condition  I  =  4  is  found  to  hold  at  a  decision  step  S264,  so  that  shape  recognition  processing 
of  step  S600,  described  below,  is  executed.  In  accordance  with  the  third  embodiment  of  the  invention,  this 
moment  is  always  a  point  in  time  t  =  32  sec  after  the  start  of  measurement. 

50 
(Shape  Recognition  Processing) 

Fig.  16(D)  is  a  flowchart  illustrating  shape  recognition  processing  in  accordance  with  the  third 
embodiment  of  the  invention.  A  step  S601  calls  for  the  variable  X+  =  (X3  -  Xo)/(Xi  -  Xo)  to  be  stored  in 

55  register  X+.  Next,  the  remainder  (D+  X+  +  D5)  is  added  to  the  contents  of  the  register  a  at  a  step  S602.  The 
value  of  shape  parameter  a  is  thus  calculated.  It  is  then  determined  at  a  step  S603  whether  a  >  1  holds.  If 
the  latter  does  hold,  a  is  clamped  at  1  at  a  step  S606;  if  it  does  not  hold,  then  it  is  determined  whether  a  < 
0.01  holds  at  a  step  S604.  If  the  latter  does  hold,  a  is  clamped  at  0.01  at  a  step  S605;  if  it  does  not  hold, 
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then  the  value  of  a  obtained  by  the  calculation  at  step  S602  is  used  as  is.  The  program  returns  to  the  main 
flow  at  a  step  S607.  The  switch  SW3  it  set  to  logical  "1"  at  a  step  S265  [Fig.  16(E)].  This  step  S265  is  not 
executed  again.  From  this  point  onward,  in  other  words,  the  prediction  calculations  continue,  using  the  value 
of  shape  parameter  a  set  early  in  the  body  temperature  measurement  operation. 

5  Figs.  18  and  19  are  graphs  showing  temperature  sensed  in  an  armpit  plotted  against  elapsed 
measurement  time  in  the  electronic  clinical  thermometer  of  the  second  embodiment.  Fig.  18  illustrates  a 
case  where  the  temperature  rise  curve  ascends  very  gently,  and  Fig.  19  illustrates  an  average  temperature 
rise  curve.  In  the  electronic  clinical  thermometer  of  the  second  embodiment,  the  value  of  the  shape 
parameter  a  is  decided  at  the  moment  the  shape  of  a  predetermined  shoulder  portion  of  the  temperature 

io  rise  curve  is  detected.  Therefore,  the  moment  at  which  the  buzzer  is  sounded  also  varies  in  dependence 
upon  a  change  in  the  rising  shape  of  the  temperature  rise  curve. 

Figs.  20  through  22  are  graphs  showing  orally  sensed  temperature  plotted  against  elapsed  measure- 
ment  time  in  the  electronic  clinical  thermometer  of  the  third  embodiment.  Fig.  20  shows  an  average 
temperature  rise  curve,  Fig.  21  depicts  a  case  where  a  temperature  higher  than  that  of  Fig.  20  is  measured, 

is  and  Fig.  22  illustrates  a  case  where  the  temperature  rise  curve  ascends  very  gently.  In  the  electronic 
clinical  thermometer  of  the  third  embodiment,  the  value  of  the  shape  parameter  a  is  always  decided  at  time 
t  =  32  sec,  so  that  the  moment  at  which  the  buzzer  sounds  does  not  change  much. 

Though  the  foregoing  embodiments  relate  to  an  electronic  clinical  thermometer  used  to  measure  the 
temperature  of  the  human  body,  the  invention  or  the  concept  thereof  can  readily  be  applied  to  the 

20  temperature  measurement  of  other  living  bodies  or  to  objects  other  than  living  bodies. 
In  the  second  and  third  embodiments  of  the  invention,  the  invention  is  described  in  connection  with 

electronic  clinical  thermometers  adapted  specifically  for  armpit  and  oral  measurement,  respectively. 
However,  none  of  the  measurement  algorithms  (especially  the  algorithms  for  deciding  the  value  of  shape 
parameter  a)  are  limited  to  armpit  or  oral  use.  In  addition,  measurement  algorithms  for  armpit  and  oral 

25  measurement  can  both  be  incorporated  in  one  and  the  same  electronic  clinical  thermometer,  which  would 
be  provided  with  a  function  enabling  either  of  the  two  algorithms  to  be  selected  at  will. 

Furthermore,  in  the  first  and  second  embodiments,  the  comparison  between  the  second  and  third 
slopes  S1  ,  S2,  respectively,  is  expressed  in  terms  of  their  ratio.  However,  the  comparison  is  not  limited  to  a 
ratio  but  can  also  be  expressed  as,  say,  the  difference  between  these  two  slopes. 

30 
ADVANTAGES  OF  THE  INVENTION 

In  accordance  with  the  present  invention  as  set  forth  hereinabove,  all  parameters  in  the  prediction 
formula  are  calculated  using  real-time  temperature  data  when  a  measurement  is  taken.  This  makes  it 

35  possible  to  obtain  an  accurate,  early  display  of  temperature  at  all  times  even  if  sensed  temperature  curves 
differ  because  of  a  dispersion  in  the  thermal  characteristics  of  the  probe,  individual  differences  or 
differences  in  the  part  of  a  body  where  temperature  is  sensed. 

Further,  since  real-time  temperature  data  per  se  are  used  as  purposive  variables,  there  is  no  adverse 
influence  ascribable  to  calculation  error,  parameters  can  be  set  stably,  and  predicted  values  do  not  fluctuate 

40  widely  even  when  noise  is  superimposed  on  an  actually  measured  temperature  curve. 
Moreover,  temperature  data  are  sampled  as  measurement  proceeds  in  such  a  manner  that  all 

temperature  rise  curves  are  covered.  Accordingly,  even  if  a  temperature  rise  curve  ascends  very  gently,  the 
transition  of  the  predicted  value  describes  a  natural  rise  curve  and  there  is  no  overshoot  in  the  vicinity  of 
temperature  rise.  This  makes  it  possible  for  a  measurement  to  be  taken  without  the  user  being  aware  of  the 

45  fact  that  a  prediction  is  being  made. 
Since  the  shape  of  the  temperature  rise  curve  is  correctly  judged  early  in  the  temperature  measurement 

operation,  the  predicted  temperature  value  indicates  the  equilibrium  temperature  from  the  first. 
Since  any  future  time  can  be  directly  set  with  regard  to  the  prediction  formula,  a  sensed  temperature 

value  which  prevails  after  any  elapsed  measurement  time  can  be  provided  with  ease.  This  also  makes  it 
50  possible  to  provide  a  predicted  value  of  thermal  equilibrium  temperature  which  will  prevail  in  the  future  after 

a  very  long  elapsed  time  period. 
Further,  in  accordance  with  the  invention,  simultaneous  equations  with  two  unknowns  are  solved  after 

the  value  of  curve  shape  a  is  set.  Therefore,  temperature  data  at  one  point  can  be  fixed  to  temperature  data 
in  the  vicinity  of  measurement  start,  so  that  it  will  suffice  if  temperature  data  at  one  other  point  use 

55  temperature  data  prevailing  at  the  present  point  in  time.  This  makes  it  possible  to  dispense  with  a 
temperature  data  memory  required  in  the  prior  art,  and  to  speed  up  and  simplify  processing.  Accordingly, 
an  inexpensive,  highly  accurate  electronic  clinical  thermometer  having  a  high  degree  of  universality  can  be 
provided. 
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In  accordance  with  the  invention,  fluctuation  in  a  temperature  change  curve  caused  by  e.g.  movement 
of  the  living  body  can  be  effectively  prevented  or  alleviated,  thereby  enhancing  the  reliability  of  a  predicted 
temperature. 

Since  measurement  can  be  limited  to  a  specific  part  of  a  living  body,  the  accuracy  of  a  prediction  can 
5  be  greatly  improved. 

Claims 

1.  A  method  for  measuring  the  temperature  of  a  living  body,  wherein  the  temperature  that  will  prevail  at  a 
io  future  time  is  capable  of  being  predicted,  including 

a  temperature  sensing  step  of  sensing  temperature  and  generating  temperature  data  indicative  of 
the  temperature  sensed  and 

a  time  measuring  step  of  measuring  elapsed  time  from  start  of  temperature  measurement  and 
generating  time  data  indicative  of  the  measured  elapsed  time,  said  method  being  characterized  by 

is  comprising: 
a  step  of  providing  a  predetermined  predictive  functional  formula  in  which  the  value  of  a  shape 

parameter  for  reflecting  the  shape  of  a  sensed  temperature  curve  and  the  value  of  coefficient 
parameters  for  superimposing  said  prediction  function  on  said  sensed  temperature  curve  are  undeter- 
mined; 

20  a  shape  parameter  setting  step  of  setting  said  value  of  shape  parameter  on  the  basis  of  prescribed 
temperature  data  obtained  in  said  temperature  sensing  step; 

a  coefficient  parameter  setting  step  of  setting  said  value  of  coefficient  parameters  by  solving 
simultaneous  equations  composed  of  a  plurality  of  said  predictive  functional  formula  which  includes 
said  predetermined  set  value  of  shape  parameter,  using  temperature  data  at  a  plurality  of  different 

25  points  in  time; 
a  prediction  processing  step  of  calculating  the  temperature  which  will  prevail  at  a  future  time  in 

accordance  with  the  predictive  functional  formula  specified  by  said  set  value  of  shape  parameter  and 
coefficient  parameters. 

30  2.  The  method  according  to  claim  1  ,  wherein  said  shape  parameter  setting  step  includes  setting  the  value 
of  shape  parameter  on  the  basis  of  predetermined  temperature  rise  slope  information,  which  is  based 
on  plural  items  of  temperature  data. 

3.  The  method  according  to  claim  2,  wherein  said  shape  parameter  setting  step  includes  setting  the  value 
35  of  shape  parameter  by  detecting  a  point  at  which  the  sensed  temperature  curve  exhibits  a  first 

predetermined  slope,  detecting  a  second  slope  Si  preceding  the  detected  point  and  a  third  slope  S2 
following  the  detected  point,  and  comparing  said  second  and  third  slopes. 

4.  The  method  according  to  claim  3,  wherein  said  shape  parameter  setting  step  includes  setting  the  value 
40  of  shape  parameter  a,  on  the  basis  of  said  second  slope  Si  and  third  slope  S2,  in  accordance  with  the 

following  equation: 

a  =  Qi(Si/S2)  +  Q.2  (Si/S2)n  +  Q.3 

45  where 
n  (a  constant)  <  1 
Q1  -  Q3  :  constants 

5.  The  method  according  to  claim  1  ,  wherein  said  shape  parameter  setting  step  includes  setting  the  value 
50  of  shape  parameter  on  the  basis  of  plural  items  of  temperature  data  at  an  early  stage  of  temperature 

measurement  following  the  start  of  measurement. 

6.  The  method  according  to  claim  5,  wherein  said  shape  parameter  setting  step  includes  setting  the  value 
of  shape  parameter  a,  on  the  basis  of  information  Xk  based  on  plural  items  of  temperature  data  Tk  at 

55  respective  predetermined  points  in  time,  in  accordance  with  the  following  equation: 
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=  J D D k   Xk  +  D5 

5  where 
D0  -  D5  :  constants 
Xo  -  X3  :  To  -  T3 

X4  =  (X3  -  Xo)/(Xi  -  Xo) 
10 

7.  The  method  according  to  claim  1  ,  wherein  said  coefficient  parameter  setting  step  includes  setting  the 
value  of  coefficient  parameters  Ao,  Ai  by  solving  the  following  simultaneous  equations  with  two 
unknowns: 

15  T(ti)  =  Ao  +  Ai/ti" 
T(t2)  =  Ao  +  Ai/t2° 

on  the  basis  of  temperature  data  T(ti),  T(t2)  at  two  different  points  in  time  and  time  data  ti  ,  t2 
respectively  indicative  of  the  points  in  time  at  which  the  temperature  is  sensed. 

20 
8.  The  method  according  to  claim  7,  wherein  said  coefficient  parameter  setting  step  includes  using,  as  the 

temperature  data  at  the  two  different  points  in  time,  temperature  data  in  the  vicinity  of  measurement 
starting  time  and  temperature  data  at  a  present  point  in  time. 

25  9.  The  method  according  to  claim  1,  wherein  said  prediction  processing  step  includes  calculating  a 
sensed  temperature  Tp(tD),  which  will  prevail  at  a  future  time  tD,  in  accordance  with  the  following 
equation: 

Tp(tD)  =  Ao  +  A /̂\Da 
30 

based  on  a  prediction  function  specified  by  the  value  of  shape  parameter  a  and  coefficient  parameters 
Ao,  Ai. 

10.  An  apparatus  for  measuring  the  temperature  of  a  living  body,  wherein  the  temperature  that  will  prevail 
35  at  a  future  time  is  capable  of  being  predicted,  said  apparatus  comprising  memory  means  (9)  for  storing 

a  formula,  temperature  sensing  means  (1)  for  sensing  temperature  and  generating  temperature  data 
indicative  of  the  temperature  sensed,  time  measuring  means  (7)  for  measuring  elapsed  time  from  start 
of  temperature  measurement  and  generating  time  data  indicative  of  the  measured  elapsed  time,  and 
prediction  processing  means  (12),  characterized  in  that: 

40  said  memory  means  (9)  stores  a  predetermined  predictive  functional  formula  in  which  the  value  of 
a  shape  parameter  for  reflecting  the  shape  of  a  sensed  temperature  curve  and  the  value  of  coefficient 
parameters  for  superimposing  said  prediction  function  on  said  sensed  temperature  curve  are  undeter- 
mined; 

shape  parameter  setting  means  (10)  set  said  value  of  shape  parameter  on  the  basis  of  predeter- 
45  mined  temperature  data  outputted  by  said  temperature  sensing  means  (1); 

coefficient  parameter  setting  means  (11)  set  said  value  of  coefficient  parameters  by  solving 
simultaneously  equations  composed  of  a  plurality  of  said  predictive  functional  formula  which  includes 
the  value  of  shape  parameter  set  by  said  shape  parameter  setting  means,  using  temperature  data  at  a 
plurality  of  different  points  in  time;  and 

50  said  prediction  processing  means  (12)  calculate  the  temperature  which  will  prevail  at  a  future  time 
in  accordance  with  the  predictive  functional  formula  specified  by  said  set  value  of  shape  parameter  and 
coefficient  parameters. 

11.  The  apparatus  according  to  claim  10,  wherein  said  temperature  sensing  means  (1)  includes  peak 
55  holding  means  (61)  for  successively  detecting  peak  levels  of  sensed  temperature  and  for  holding  and 

outputting  the  detected  peak  levels. 
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12.  The  apparatus  according  to  claim  10,  wherein  said  temperature  sensing  means  (1)  includes  peak 
holding  means  (61)  for  successively  detecting  peak  levels  of  temperature  sensed  at  a  predetermined 
period  and  for  holding  and  outputting  the  detected  peak  levels,  and  averaging  means  (62)  for  obtaining 
and  outputting  a  running  average  value  of  plural  peak  levels  held  by  said  peak  holding  means  (61). 

5 
13.  The  apparatus  according  to  claim  10,  wherein  said  shape  parameter  setting  means  sets  the  value  of 

shape  parameter  on  the  basis  of  predetermined  temperature  rise  slope  information,  which  is  based  on 
plural  items  of  temperature  data. 

io  14.  The  apparatus  according  to  claim  10,  wherein  said  shape  parameter  setting  means  sets  (10)  the  value 
of  shape  parameter  on  the  basis  of  plural  items  of  temperature  data  at  an  early  stage  of  temperature 
measurement  following  start  of  measurement. 

15.  The  apparatus  according  to  claim  10,  wherein  said  coefficient  parameter  setting  means  (11)  sets  the 
is  value  of  coefficient  parameters  Ao,  Ai  by  solving  the  following  simultaneous  equations  with  two 

unknowns: 

T(ti)  =  Ao  +  Ai/ti" 
T(t2)  =  Ao  +  Ai/t2° 

20 
on  the  basis  of  temperature  data  T(ti),  T(t2)  at  two  different  points  in  time  and  time  data  ti  ,  t2 
respectively  indicative  of  the  points  in  time  at  which  temperature  is  sensed. 

16.  The  apparatus  according  to  claim  15,  wherein  said  coefficient  parameter  setting  means  (11)  includes 
25  using,  as  the  temperature  data  at  the  two  different  points  in  time,  temperature  data  in  the  vicinity  of 

measurement  starting  time  and  temperature  data  at  a  present  point  in  time. 

17.  The  apparatus  according  to  claim  10,  wherein  said  prediction  processing  means  (12)  calculates  the 
temperature  Tp(tD),  which  will  prevail  at  a  future  time  tD,  in  accordance  with  the  following  equation: 

30 
Tp(tD)  =  Ao  +  Ai/to" 

based  on  a  prediction  function  specified  by  the  value  of  shape  parameter  a  and  coefficient  parameters 
Ao,  Ai. 

35 
Patentanspruche 

1.  Verfahren  zum  Messen  der  Temperatur  eines  lebenden  Korpers,  in  dem  die  Temperatur,  die  zu  einer 
zukunftigen  Zeit  herrschen  wird,  in  der  Lage  ist,  vorhergesagt  zu  werden,  einschlieBlich 

40  eines  Temperaturfuhl-  bzw.  -meBschritts  zum  Temperaturfuhlen  bzw.  -messen  und  Erzeugen  von 
Temperaturdaten,  die  die  gefuhlte  Temperatur  angeben,  und 

eines  ZeitmeBschritts  zum  Messen  der  verstrichenen  Zeit  vom  Beginn  der  Temperaturmessung  an 
und  Erzeugen  von  Zeitdaten,  die  die  gemessene  verstrichene  Zeit  angehen,  wobei  das  Verfahren 
gekennzeichnet  ist  durch  Umfassen 

45  eines  Schritts  zum  Bereitstellen  einer  vorbestimmten  vorhersagenden  funktionalen  Formel,  in  der 
der  Wert  eines  Formparameters  zum  Widerspiegeln  der  Form  einer  gefuhlten  Temperaturkurve  und  der 
Wert  von  Koeffizientenparametern  zum  Uberlagern  der  Vorhersagungsfunktion  auf  der  gefuhlten  Tem- 
peraturkurve  unbestimmt  sind; 

eines  Formparameterfestlegungsschritts  zum  Festlegen  des  Werts  des  Formparameters  auf  der 
50  Grundlage  von  vorgeschriebenen  Temperaturdaten,  die  in  dem  Temperaturfuhlschritt  erhalten  werden; 

eines  Koeffizientenparameterfestlegungsschritts  zum  Festlegen  des  Werts  von  Koeffizientenpara- 
metern  durch  Losen  simultaner  Gleichungen,  die  aus  einer  Vielzahl  der  vorhersagenden  funktionalen 
Formel  zusammengesetzt  sind,  die  den  vorbestimmten,  festgelegten  Wert  des  Formparameters  enthalt, 
unter  Verwendung  von  Temperaturdaten  bei  einer  Vielzahl  verschiedener  Zeitpunkte; 

55  eines  Vorhersagungsverarbeitungsschritts  zum  Berechnen  der  Temperatur,  die  zu  einer  zukunftigen 
Zeit  herrschen  wird,  gemaB  der  vorhersagenden  funktionalen  Formel,  die  durch  den  festgelegten  Wert 
des  Formparameters  und  Koeffizientenparameter  angegeben  bzw.  bestimmt  ist. 

28 



EP  0  338  076  B1 

2.  Verfahren  nach  Anspruch  1  ,  in  dem  der  Formparameterfestlegungsschritt  das  Festlegen  des  Werts  des 
Formparameters  auf  der  Grundlage  von  vorbestimmten  Temperaturanstiegsneigungsinformationen  bein- 
haltet,  die  auf  mehreren  Elementen  von  Temperaturdaten  beruhen. 

5  3.  Verfahren  nach  Anspruch  2,  in  dem  der  Formparameterfestlegungsschritt  das  Festlegen  des  Werts  des 
Formparameters  durch  Erkennen  eines  Punkts,  bei  dem  die  gefuhlte  Temperaturkurve  eine  erste 
vorbestimmte  Neigung  aufweist,  Erkennen  einer  zweiten  Neigung  Si  ,  die  dem  erkannten  Punkt 
vorausgeht,  und  einer  dritten  Neigung  S2,  die  dem  erkannten  Punkt  folgt,  und  Vergleichen  der  zweiten 
und  dritten  Neigung,  beinhaltet. 

10 
4.  Verfahren  nach  Anspruch  3,  in  dem  der  Formparameterfestlegungsschritt  die  Festlegung  des  Werts  des 

Formparameters  a  auf  der  Grundlage  der  zweiten  Neigung  Si  und  dritten  Neigung  S2  gemaB  der 
folgenden  Gleichung  beinhaltet: 

15  a  =  Q1  (S1/S2)  +  Q.2  (Si/S2)n  +  Q.3 

wobei 
n  (eine  Konstante)  <  1 
Q1  -  Q3  :  Konstanten. 

20 
5.  Verfahren  nach  Anspruch  1,  in  den,  der  Formparameterfestlegungsschritt  das  Festlegen  des  Werts  des 

Formparameters  auf  der  Grundlage  von  mehreren  Elementen  von  Temperaturdaten  in  einem  fruhen 
Stadium  der  Temperaturmessung  nach  dem  Beginn  der  Messung  beinhaltet. 

25  6.  Verfahren  nach  Anspruch  5,  in  dem  der  Formparameterfestlegungsschritt  das  Festlegen  des  Werts  des 
Formparameters  a  auf  der  Grundlage  von  Informationen  Xk,  die  auf  mehreren  Elementen  von  Tempera- 
turdaten  Tk  beruhen,  zu  jeweiligen  vorbestimmten  Zeitpunkten  gemaB  der  folgenden  Gleichung  beinhal- 
tet: 

30  4 
a=   £ D k X k   +  D5 

K=0 

wobei 
35  D0  -  D5:  Konstanten 

Xo  -  X3  :  To  -  T3 

X*  =  (X3  -  Xo)/(Xi  -  Xo) 

40  7.  Verfahren  nach  Anspruch  1,  in  dem  der  Koeffizientenparameterfestlegungsschritt  das  Festlegen  des 
Werts  der  Koeffizientenparameter  Ao,  Ai  durch  Losen  der  folgenden  simultanen  Gleichungen  mit  zwei 
Unbekannten: 

T(ti)  =  Ao  +  Ai/ti" 
45  T(t2)  =  Ao  +  Ai/t2° 

auf  der  Grundlage  von  Temperaturdaten  T(ti),  T(t2)  zu  zwei  unterschiedlichen  Zeitpunkten  und 
Zeitdaten  ti  ,  fc,  die  jeweils  die  Zeitpunkte  angeben,  zu  denen  die  Temperatur  gefuhlt  wird,  beinhaltet. 

50  8.  Verfahren  nach  Anspruch  7,  in  dem  der  Koeffizientenparameterfestlegungsschritt  das  Benutzen  von 
Temperaturdaten  in  der  Nahe  der  MeBbeginnzeit  und  Temperaturdaten  zu  einem  gegenwartigen 
Zeitpunkt  als  die  Temperaturdaten  zu  den  zwei  unterschiedlichen  Zeitpunkten  beinhaltet. 

9.  Verfahren  nach  Anspruch  1,  in  dem  der  Vorhersagungsverarbeitungsschritt  die  Berechnung  einer 
55  gefuhlten  Temperatur  Tp(tD),  die  zu  einer  zukunftigen  Zeit  tD  herrschen  wird,  gemaB  der  folgenden 

Gleichung: 

Tp(tD)  =  Ao  +  A /̂\Da 
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auf  der  Grundlage  einer  Vorhersagungsfunktion,  die  durch  den  Wert  des  Formparameters  a  und  die 
Koeffizientenparameter  Ao,  Ai  angegeben  ist,  beinhaltet. 

5  10.  Gerat  zum  Messen  der  Temperatur  eines  lebenden  Korpers,  in  dem  die  Temperatur,  die  zu  einer 
zukunftigen  Zeit  herrschen  wird,  in  der  Lage  ist,  vorhergesagt  zu  werden,  wobei  das  Gerat  eine 
Speichereinrichtung  (9)  zum  Speichern  einer  Formel,  eine  Temperaturfuhleinrichtung  (1)  zum  Tempera- 
turfuhlen  und  Erzeugen  von  Temperaturdaten,  die  die  gefuhlte  Temperatur  angeben,  eine  ZeitmeBein- 
richtung  (7)  zum  Messen  der  verstrichenen  Zeit  ab  dem  Beginn  der  Temperaturmessung  und  Erzeugen 

io  von  Zeitdaten,  die  die  gemessene  verstrichene  Zeit  angeben,  und  eine  Vorhersagungsverarbeitungsein- 
richtung  (12)  umfaBt,  dadurch  gekennzeichnet,  daB: 

die  Speichereinrichtung  (9)  eine  vorbestimmte,  vorhersagende  funktionale  Formel  speichert,  in  der 
der  Wert  eines  Formparameters  zum  Widerspiegeln  der  Form  einer  gefuhlten  Temperaturkurve  und  der 
Wert  von  Koeffizientenparametern  zum  Uberlagern  der  Vorhersagungsfunktion  auf  der  gefuhlten  Tem- 

15  peraturkurve  unbestimmt  sind; 
die  Formparameterfestlegungseinrichtung  (10)  den  Wert  des  Formparameters  auf  der  Grundlage 

der  von  der  Temperaturfuhleinrichtung  (1)  ausgegebenen  vorbestimmten  Temperaturdaten  festlegt; 
die  Koeffizientenparameterfestlegungseinrichtung  (11)  den  Wert  von  Koeffizientenparametern  durch 
simultanes  Losen  von  Gleichungen,  die  aus  einer  Vielzahl  der  vorhersagenden  funktionalen  Formel 

20  bestehen,  die  den  von  der  Formparameterfestlegungseinrichtung  festgelegten  Werts  des  Formparame- 
ters  beinhaltet,  festlegt,  wobei  Temperaturdaten  zu  einer  Vielzahl  unterschiedlicher  Zeitpunkte  benutzt 
werden;  und 

die  Vorhersagungsverarbeitungseinrichtung  (12)  die  Temperatur,  die  zu  einer  zukunftigen  Zeit 
herrschen  wird,  gemaB  der  vorhersagenden  funktionalen  Formel,  die  durch  den  festgelegten  Wert  des 

25  Formparameters  und  Koeffizientenparameter  angegeben  ist,  berechnet. 

11.  Gerat  nach  Anspruch  10,  in  dem  die  Temperaturfuhleinrichtung  (1)  eine  Spitzenhalteeinrichtung  (61) 
zum  aufeinanderfolgenden  Erkennen  von  Spitzenpegeln  der  gefuhlten  Temperatur  und  zum  Halten  und 
Ausgeben  der  erkannten  Spitzenpegel  beinhaltet. 

30 
12.  Gerat  nach  Anspruch  10,  in  dem  die  Temperaturfuhleinrichtung  (1)  eine  Spitzenhalteeinrichtung  (61) 

zum  aufeinanderfolgenden  Erkennen  von  Spitzenwerten  der  gefuhlten  Temperatur  zu  einer  vorbestimm- 
ten  Periode  und  zum  Halten  und  Ausgeben  der  erkannten  Spitzenwerte  und  eine  Durchschnitterzeu- 
gungseinrichtung  (62)  zum  Erhalten  und  Ausgeben  eines  laufenden  Durchschnittswerts  von  mehreren 

35  Spitzenpegeln,  die  von  der  Spitzenhalteeinrichtung  (61)  gehalten  sind,  beinhaltet. 

13.  Gerat  nach  Anspruch  10,  in  dem  die  Formparameterfestlegungseinrichtung  den  Wert  des  Formparame- 
ters  auf  der  Grundlage  von  vorbestimmten  Temperaturanstiegsneigungsinformationen,  die  auf  mehreren 
Elementen  von  Temperaturdaten  beruhen,  festlegt. 

40 
14.  Gerat  nach  Anspruch  10,  in  dem  die  Formparameterfestlegungseinrichtung  (10)  den  Wert  des  Formpa- 

rameters  auf  der  Grundlage  von  mehreren  Elementen  von  Temperaturdaten  in  einem  fruhen  Stadium 
der  Temperaturmessung  nach  dem  Beginn  der  Messung  festlegt. 

45  15.  Gerat  nach  Anspruch  10,  in  dem  die  Koeffizientenparameterfestlegungseinrichtung  (11)  den  Wert  von 
Koeffizientenparametern  Ao,  Ai  durch  Losen  der  folgenden  simultanen  Gleichungen  mit  zwei  Unbe- 
kannten: 

T(ti)  =  Ao  +  Ai/ti" 
50  T(t2)  =  Ao  +  Ai/t2° 

auf  der  Grundlage  von  Temperaturdaten  T(ti),  T(t2)  zu  zwei  unterschiedlichen  Zeitpunkten  und 
Zeitdaten  ti  ,  t2,  die  jeweils  die  Zeitpunkte,  zu  denen  die  Temperatur  gefuhlt  wird,  angeben,  festlegt. 

55  16.  Gerat  nach  Anspruch  15,  in  dem  die  Koeffizientenparameterfestlegungseinrichtung  (11)  die  Benutzung 
von  Temperaturdaten  in  der  Nahe  der  MeBbeginnzeit  und  Temperaturdaten  zu  einem  gegenwartigen 
Zeitpunkt  als  die  Temperaturdaten  zu  den  unterschiedlichen  Zeitpunkten  beinhaltet. 
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17.  Gerat  nach  Anspruch  10,  in  dem  die  Vorhersagungsverarbeitungseinrichtung  (12)  die  Temperatur  Tp- 
(tD),  die  zu  einem  zukunftigen  Zeitpunkt  tD  herrschen  wird,  gemaB  der  folgenden  Gleichung: 

Tp(tD)  =  Ao  +  A /̂\Da 
5 

auf  der  Grundlage  auf  einer  Vorhersagungsfunktion,  die  durch  den  Wert  des  Formparameters  a  und 
Koeffizientenparameter  Ao,  Ai  angegeben  ist,  berechnet. 

Revendicatlons 
10 

1.  Procede  de  mesure  de  la  temperature  d'un  corps  vivant,  dans  lequel  la  temperature  qui  regnera  a  un 
instant  futur  peut  etre  predite,  incluant  une  etape  de  detection  de  temperature  consistant  a  detecter  la 
temperature  et  a  generer  des  donnees  de  temperature  indicatives  de  la  temperature  detectee  ;  et 

une  etape  de  mesure  de  temps  consistant  a  mesurer  un  temps  ecoule  depuis  le  debut  d'une 
is  mesure  de  temperature  et  a  generer  des  donnees  de  temps  indicatives  du  temps  ecoule  mesure,  ledit 

procede  etant  caracterise  en  ce  qu'il  comprend  : 
une  etape  de  production  d'une  formule  de  fonction  de  prediction  predeterminee  dans  laquelle  la 

valeur  d'un  parametre  de  forme  permettant  de  refleter  la  forme  d'une  courbe  de  temperature  detectee 
et  les  valeurs  de  parametres  de  coefficient  permettant  de  superposer  ladite  fonction  de  prediction  sur 

20  ladite  courbe  de  temperature  detectee  sont  indeterminees  ; 
une  etape  d'etablissement  de  parametre  de  forme  consistant  a  etablir  ladite  valeur  de  parametre 

de  forme  sur  la  base  de  donnees  de  temperature  prescrites  obtenues  lors  de  ladite  etape  de  detection 
de  temperature  ; 

une  etape  d'etablissement  de  parametres  de  coefficient  consistant  a  etablir  lesdites  valeurs  de 
25  parametres  de  coefficient  en  resolvant  simultanement  des  equations  constitutes  par  une  pluralite 

desdites  formules  de  fonction  de  prediction  qui  incluent  ladite  valeur  etablie  predeterminee  de 
parametre  de  forme,  en  utilisant  des  donnees  de  temperature  pour  une  pluralite  de  points  temporels 
differents  ; 

une  etape  de  traitement  de  prediction  consistant  a  calculer  la  temperature  qui  regnera  a  un  instant 
30  futur  en  relation  avec  la  formule  de  fonction  de  prediction  specifiee  par  lesdites  valeurs  etablies  de 

parametre  de  forme  et  de  parametres  de  coefficient. 

2.  Procede  selon  la  revendication  1,  dans  lequel  ladite  etape  d'etablissement  de  parametre  de  forme 
inclut  I'etablissement  de  la  valeur  de  parametre  de  forme  sur  la  base  d'une  information  de  pente 

35  croissante  de  temperature  predeterminee  qui  est  basee  sur  plusieurs  elements  de  donnees  de 
temperature. 

3.  Procede  selon  la  revendication  2,  dans  lequel  ladite  etape  d'etablissement  de  parametre  de  forme 
inclut  I'etablissement  de  la  valeur  de  parametre  de  forme  en  detectant  un  point  auquel  la  courbe  de 

40  temperature  detectee  presente  une  premiere  pente  predeterminee,  en  detectant  une  seconde  pente  Si 
precedant  le  point  detecte  et  une  troisieme  pente  S2  suivant  le  point  detecte  et  en  comparant  lesdites 
seconde  et  troisieme  pentes. 

4.  Procede  selon  la  revendication  3,  dans  lequel  ladite  etape  d'etablissement  de  parametre  de  forme 
45  inclut  I'etablissement  de  la  valeur  de  parametre  de  forme  a  sur  la  base  de  ladite  seconde  pente  Si  et 

de  ladite  troisieme  pente  S2  en  relation  avec  I'equation  suivante  : 

a  =  Q1  (S1/S2)  +  Q.2  (Si/S2)n  +  Q.3 

50  OU 
n  (constante)  <  1 
Q1  -  Q3  :  constante. 

5.  Procede  selon  la  revendication  1,  dans  lequel  ladite  etape  d'etablissement  de  parametre  de  forme 
55  inclut  I'etablissement  de  la  valeur  de  parametre  de  forme  sur  la  base  de  plusieurs  elements  de 

donnees  de  temperature  obtenus  lors  d'une  etape  precedente  de  mesure  de  temperature  qui  suit  le 
debut  de  la  mesure. 
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6.  Procede  selon  la  revendication  5,  dans  lequel  ladite  etape  d'etablissement  de  parametre  de  forme 
inclut  I'etablissement  de  la  valeur  de  parametre  de  forme  a  sur  la  base  d'une  information  Xk  basee  sur 
plusieurs  elements  de  donnees  de  temperature  Tk  pour  des  points  temporels  predetermines  respectifs, 
conformement  a  I'equation  suivante  : 

5 

a =   l D k X k + D 5  
k=D 

10 
ou 

Do  -  D5  :  constantes 
Xo  -  X3  :  To  -  T3 

15  X*  =  (X3  -  Xo)/(Xi  -  Xo). 

7.  Procede  selon  la  revendication  1  ,  dans  lequel  ladite  etape  d'etablissement  de  parametre  de  coefficient 
inclut  I'etablissement  les  valeurs  de  parametres  de  coefficient  Ao,  Ai  en  resolvant  les  equations  a  deux 
inconnues  suivantes  simultanement  : 

20 
T(ti)  =  Ao  +  Ai/ti" 
T(t2)  =  Ao  +  Ai/t2° 

sur  la  base  de  donnees  de  temperature  T(ti),  T(t2)  pour  deux  points  temporels  differents  et  de  donnees 
25  temporelles  ti  ,  t2  respectivement  indicatives  des  points  temporels  pour  lesquels  la  temperature  est 

detectee. 

8.  Procede  selon  la  revendication  7,  dans  lequel  ladite  etape  d'etablissement  de  parametre  de  coefficient 
inclut  I'utilisation,  en  tant  que  donnees  de  temperature  pour  deux  points  temporels  differents,  de 

30  donnees  de  temperature  au  voisinage  de  I'instant  de  debut  de  mesure  et  de  donnees  de  temperature 
au  point  temporel  courant. 

9.  Procede  selon  la  revendication  1,  dans  lequel  ladite  etape  de  traitement  de  prediction  inclut  le  calcul 
d'une  temperature  detectee  TP(tD)  qui  regnera  a  un  instant  futur  tD  conformement  a  I'equation  suivante  : 

35 
TP(tD)  =  Ao  +  Ai/to" 

sur  la  base  d'une  fonction  de  prediction  specifiee  par  les  valeurs  de  parametre  de  forme  a  et  de 
parametres  de  coefficient  Ao  ,  Ai  . 

40 
10.  Appareil  de  mesure  de  la  temperature  d'un  corps  vivant,  dans  lequel  la  temperature  qui  regnera  a  un 

instant  futur  peut  etre  predite,  ledit  appareil  comprenant  un  moyen  de  memoire  (9)  pour  stacker  une 
formule,  un  moyen  de  detection  de  temperature  (1)  pour  detecter  une  temperature  et  pour  generer  des 
donnees  de  temperature  indicatives  de  la  temperature  detectee,  un  moyen  de  mesure  de  temps  (7) 

45  pour  mesurer  un  temps  ecoule  depuis  le  debut  d'une  mesure  de  temperature  et  pour  generer  des 
donnees  temporelles  indicatives  du  temps  ecoule  mesure  et  un  moyen  de  traitement  de  prediction 
(12),  caracterise  en  ce  que  : 

ledit  moyen  de  memoire  (9)  stocke  une  formule  de  fonction  de  prediction  predeterminee  dans 
laquelle  la  valeur  d'un  parametre  de  forme  permettant  de  refleter  la  forme  d'une  courbe  de  temperature 

50  detectee  et  les  valeurs  de  parametres  de  coefficient  permettant  de  superposer  ladite  fonction  de 
prediction  sur  ladite  courbe  de  temperature  detectee  sont  indeterminees  ; 

un  moyen  d'etablissement  de  parametre  de  forme  (10)  qui  etablit  ladite  valeur  de  parametre  de 
forme  sur  la  base  de  donnees  de  temperature  predeterminee  emises  en  sortie  par  ledit  moyen  de 
detection  de  temperature  (1)  ; 

55  un  moyen  d'etablissement  de  parametres  de  coefficient  (11)  qui  etablit  lesdites  valeurs  de 
parametres  de  coefficient  en  resolvant  simultanement  des  equations  constitutes  par  une  pluralite 
desdites  formules  de  fonction  de  prediction  qui  incluent  la  valeur  de  parametre  de  forme  etablie  par 
ledit  moyen  d'etablissement  de  parametre  de  forme,  en  utilisant  des  donnees  de  temperature  pour  une 
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pluralite  de  points  temporels  differents  ;  et 
ledit  moyen  de  traitement  de  prediction  (12)  calcule  la  temperature  qui  regnera  a  un  instant  futur 

conformement  a  la  formule  de  fonction  de  prediction  specifiee  par  lesdites  valeurs  etablies  de 
parametre  de  forme  et  de  parametres  de  coefficient. 

5 
11.  Appareil  selon  la  revendication  10,  dans  lequel  ledit  moyen  de  detection  de  temperature  (1)  inclut  un 

moyen  de  blocage  de  pic  (61)  pour  detecter  successivement  des  niveaux  de  pic  de  temperature 
detectee  et  pour  bloquer  et  emettre  en  sortie  les  niveaux  de  pic  detectes. 

io  12.  Appareil  selon  la  revendication  10,  dans  lequel  ledit  moyen  de  detection  de  temperature  (1)  inclut  un 
moyen  de  blocage  de  pic  (61)  successivement  pour  detecter  des  niveaux  de  pic  de  temperature 
detectes  a  une  periode  predeterminee  et  pour  bloquer  et  emettre  en  sortie  les  niveaux  de  pic  detectes 
et  un  moyen  de  calcul  de  moyenne  (62)  pour  obtenir  et  emettre  en  sortie  une  valeur  moyenne  mobile 
de  plusieurs  niveaux  de  pic  bloques  par  ledit  moyen  de  blocage  de  pic  (61). 

15 
13.  Appareil  selon  la  revendication  10,  dans  lequel  ledit  moyen  d'etablissement  de  parametre  de  forme 

etablit  la  valeur  de  parametre  de  forme  sur  la  base  d'une  information  de  pente  croissante  de 
temperature  predeterminee  qui  est  basee  sur  plusieurs  elements  de  donnees  de  temperature. 

20  14.  Appareil  selon  la  revendication  10,  dans  lequel  ledit  moyen  d'etablissement  de  parametre  de  forme  (10) 
etablit  la  valeur  de  parametre  de  forme  sur  la  base  de  plusieurs  elements  de  donnees  de  temperature 
obtenus  lors  d'une  etape  precedente  d'une  mesure  de  temperature  qui  suit  un  debut  de  mesure. 

15.  Appareil  selon  la  revendication  10,  dans  lequel  ledit  moyen  d'etablissement  de  parametre  de  coefficient 
25  (11)  etablit  les  valeurs  de  parametres  de  coefficient  Ao,  Ai  en  resolvant  les  equations  a  deux  inconnues 

suivantes  simultanement  : 

T(ti)  =  Ao  +  Ai/ti" 
T(t2)  =  Ao  +  Ai/t2° 

30 
sur  la  base  de  donnees  de  temperature  T(ti),  T(t2)  pour  deux  points  temporels  differents  et  de  donnees 
de  temps  ti  ,  t2  indicatives  respectivement  des  points  temporels  pour  lesquels  la  temperature  est 
detectee. 

35  16.  Appareil  selon  la  revendication  15,  dans  lequel  ledit  moyen  d'etablissement  de  parametre  de  coefficient 
(11)  inclut  I'utilisation,  en  tant  que  donnees  de  temperature  pour  deux  points  temporels  differents,  de 
donnees  de  temperature  au  voisinage  de  I'instant  de  debut  de  mesure  et  de  donnees  de  temperature 
au  point  temporel  courant. 

40  17.  Appareil  selon  la  revendication  15,  dans  lequel  ledit  moyen  de  traitement  de  prediction  (12)  calcule  la 
temperature  TP(tD)  qui  regnera  a  un  instant  futur  tD  conformement  a  I'equation  suivante  : 

TP(tD)  =  Ao  +  A /̂\Da 

45  basee  sur  une  fonction  de  prediction  specifiee  par  les  valeurs  de  parametre  de  forme  a  et  de 
parametres  de  coefficient  Ao  ,  Ai  . 

50 

55 
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