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(54) Superconducting multi-pole electrical machine

(57) An electrical motor/generator (10) is provided
with at least one of a superconducting rotor (100), a sta-
tor (200) including dovetailed winding dividers, and a

stator cooling arrangement (300) with at least one cool-
ing tube (310) per winding slot (222) positioned such
that each armature winding (229) is thermally coupled
to at least one cooling tube.
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Description

[0001] The present invention relates generally to elec-
trical motor/generators, and more particularly to super-
conducting multi-pole electrical motor/generators.
[0002] Multi-pole electrical motor/generators are
commonly used in a variety of applications, including
generators in large-scale commercial power plants, and
motors in small-scale electric vehicles. By way of exam-
ple, a known electrical generator design includes a mul-
ti-pole rotor having a plurality of permanent magnets ar-
ranged thereon. The rotor is rotated within the electrical
generator by an external drive source, such as a diesel
engine. The rotating rotor creates an alternating mag-
netic field within the electrical generator due to the mov-
ing magnets.
[0003] The known electrical generator also includes
a stator with a plurality of conductive armature windings
wound thereon. Because the stator is subjected to an
alternating magnetic field from the rotating rotor, an
electric current is generated in the armature windings of
the stator. This generated electric current can be
tapped, thereby creating an electrical power source.
[0004] Electrical motor/generator efficiency, however,
has been limited by the efficiency of materials used in
the conductive windings for the rotor and/or stator (de-
pending on the particular design). Copper windings, for
example, experience considerable resistive losses
when passing high amperage current therethrough
(power loss = current2 x resistivity). Hence, supercon-
ducting materials (which have a zero resistance; i.e., a
resistivity substantially less than that of copper, alumi-
num, and other commonly used conductive materials)
have been used as a winding material for creating low
loss electrical motor/generators. See, for example, U.S.
Patent Nos. 6,412,289; and 6,438,969, which are both
incorporated by reference herein in their entirety.
[0005] Problems exist, however, in known supercon-
ducting electrical motor/generators, including cooling
the superconducting coils to cryogenic temperatures,
supporting cryogenic coils while thermally isolating
them from other structures within the electrical motor/
generator, and reducing the cost, complexity, size, and
weight of the electrical motor/generator.
[0006] According to one embodiment of the present
invention, a rotor for an electrical motor/generator is pro-
vided with at least one cryogenic-temperature coil
wound on a coil form, the coil form being fixed to a pole
tip of the rotor in such a manner as to accommodate
thermal contraction of the at least one cryogenic-tem-
perature coil relative to the pole tip.
[0007] According to another embodiment of the
present invention, a stator for an electrical motor/gen-
erator is provided with a stator yoke, a number of wind-
ing dividers each having one end dovetailed to the stator
yoke such that adjacent winding dividers define a wind-
ing slot there between, and at least one armature wind-
ing per winding slot.

[0008] According to another embodiment of the
present invention, an electrical motor/generator is pro-
vided with a stator and a rotor. The stator includes a
number of winding slots, at least one armature winding
per winding slot, and at least one cooling tube per wind-
ing slot and positioned such that each armature winding
is thermally coupled to at least one cooling tube.
[0009] According to another embodiment of the
present invention, an electrical motor/generator is pro-
vided with at least one of: (A) a rotor including at least
one cryogenic-temperature coil wound on a coil form,
the coil form being fixed to a pole tip of the rotor in such
a manner as to accommodate thermal contraction of the
at least one cryogenic-temperature coil relative to the
pole tip, (B) a stator including a stator yoke, a number
of winding dividers each having one end dovetailed to
the stator yoke, adjacent winding dividers defining a
winding slot there between, and at least one armature
winding per winding slot, and (C) the stator, the rotor,
and at least one cooling tube per winding slot positioned
such that each armature winding is thermally coupled to
at least one cooling tube. Preferably, the electrical mo-
tor/generator includes all of (A), (B), and (C), though the
electrical motor/generator may include one of or two of
(A), (B), and (C).
[0010] The invention will now be described in greater
detail, by way of example, with reference to the draw-
ings, in which:-

Figure 1 is a perspective view of an electrical motor/
generator according to an embodiment of the
present invention.

Figure 2 is an enlarged view of a portion of the elec-
trical motor/generator of Figure 1.

Figure 2A is an enlarged view of a bracket accord-
ing to an embodiment of the present invention.

Figure 3 is a sectional view cut along the axial length
of a pole of a rotor according to an embodiment of
the present invention.

Figure 4 is a perspective view of a slot with two bars
according to an embodiment of the present inven-
tion.

[0011] Reference will now be made in detail to em-
bodiments of the present invention. Wherever possible,
the same reference numbers will be used throughout the
drawings to refer to the same or like parts.
[0012] An electrical motor/generator 10 according to
one embodiment of the present invention is shown in
the perspective view of Figure 1, with a portion thereof
enlarged in Figure 2. The electrical motor/generator 10
according to this embodiment includes at least a rotor
100, a stator 200, and a stator cooling arrangement 300
(see Figure 4). The rotor 100, stator 200, and stator cool-

1 2



EP 1 473 815 A2

4

5

10

15

20

25

30

35

40

45

50

55

ing arrangement 300 will be discussed individually be-
low, as these components may be used individually to
replace corresponding components in conventional
electrical motor/generators. Similarly, any two of or all
of the components may be used to further improve a
conventional electrical motor/generator. Preferably,
however, all three are provided as shown in the perspec-
tive view of Figure 1.
[0013] A rotor 100 according to one embodiment of
the present invention includes an ambient-temperature
magnetic iron hub 110 with a number of poles 164 (Fig-
ure 3), cryogenic-temperature high temperature super-
conducting (HTS) coils 130 around the rotor poles 164
to provide excitation (see plurality of coils 120 arranged
around the rotor's central axis), a vacuum-insulated cry-
ostat enclosing the HTS coil 130 and its support 162, a
non-ferrous metallic electromagnetic shield 150 to re-
duce AC magnetic fields at the HTS coils 130 (which
may cause additional losses, undesirable for cryocool-
ers), and other structural and/or thermal insulating com-
ponents as would be readily apparent to one of ordinary
skill in the art after reading this disclosure.
[0014] Preferably, the HTS coils 130 are wound from
a HTS wire, comprising one of BSCCO-2223, YBCO, or
MgB2 superconducting material, or a similar material. A
preferred coil configuration incorporates a HTS wire
tape in layer-wound epoxy-impregnated monolithic
racetrack coils. The HTS coils 130 may be wound and
epoxy-impregnated on a stainless steel coil-form 166,
which gives the HTS coils 130 strength and durability.
Each coil-form 166 preferably includes a bobbin 160
(Figure 3) with one side-plate that is used to mount a
series of structural support brackets 162 (i.e., one type
of structural support) for a given HTS coil 130.
[0015] The noted structural support brackets 162 in-
sulate the HTS coils 130 from, and support the HTS coils
130 by, the warm iron pole 164. The structural support
brackets 162 preferably comprise a fiber-reinforced
composite (FRC) or titanium alloy material, which is de-
signed to withstand the centrifugal loads, shock loads,
torque loads, and cool-down thermal loads while mini-
mizing stresses, strains, and conduction heat transfer
thereof. As shown in Figure 3, one end of each coil sup-
port bracket 162 is fixed to the coil form side plate, and
the other end is attached to the pole tip 170 (Figure 2)
by a close tolerance sliding fit configured to accommo-
date the thermal contraction of the HTS coil 130 relative
to the pole tip 170. Preferably, the brackets 162 are con-
figured to withstand a coil centrifugal load in the range
of about 2,000 to about 5,000 Ib, a shock load of at least
100 g's, and a torque load in the range of about 10,000
to about 15,000 ft-Ib.
[0016] To provide further support for the HTS coils
130, the substantially straight sections of the HTS coils
130 can be supported by a series of cold transverse
struts 190, which are preferably welded to an inner sur-
face of the bobbin 160 and fit in clearance within corre-
sponding slots of the iron pole 164. The center of the

transverse struts 190 may be fixed to the warm iron pole
164 or pole tip 170 by support brackets 163 if needed
(Figure 3). As described, the transverse struts 190 en-
hance the structural rigidity of the HTS coil 130 for
torque transmission and centrifugal loading, and pro-
vide thermal insulation to the HTS coil 130.
[0017] The HTS coils 130 are preferably designed to
operate at about 20° K to about 30° K, and thus are
cooled by a cryogenic medium (e.g., helium, neon, hy-
drogen, etc.) that enters via a rotor transfer coupling,
circulates around the HTS coils 130 in cooling tube heat
exchangers 195 preferably bonded to a thermally con-
ductive foil that is adhesively bonded on an outer sur-
face of each HTS coil 130 (Figure 2), thereby cooling
the HTS coils 130 to the desired operating temperature
range. Preferably, the cryogenic medium enters the ro-
tor 100 as a liquid, cools the HTS coils 130 by boiling
heat transfer as it circulates through the cooling tube
heat exchangers 195, and returns to a cryorefrigerator
via the transfer coupling as a gas to be recondensed.
Alternatively, the cryogenic medium can be a gas that
cools the HTS coils 130 by forced convection heat trans-
fer as it circulates through the cooling tube heat ex-
changers 195.
[0018] This structure is particularly well suited for low-
speed motors and small hydro generators operating at
rotational speeds less than about 3600 rpm (preferably
less than about 500 rpm), due to the simplified support
structure and corresponding smaller size and reduced
weight. Moreover, the present inventors have found that
this structure is thermally more efficient than known
electrical motor/generators, due in part to the effects
caused by concentrating the electrical torque load in the
iron poles 164 rather than in the HTS coils 130, which
reduces the thermal losses in comparison to heavier coil
support structures. The reduced thermal loss further im-
proves efficiency by allowing for use of smaller, lower
capacity cryorefrigerators (or using the same cryorefrig-
erator at a reduced power), due to a reduced cooling
requirement attributable to the improved thermal effi-
ciency.
[0019] Additional advantages to the rotor 100 include
reduced manufacturing cost over known air-core super-
conducting electrical motor/generator designs, due to a
reduced amount of expensive HTS wire (e.g., a reduc-
tion in total volume between about 3 to about 5 times in
comparison to known air-core superconducting electri-
cal motor/generators), since the iron poles 164 shorten
the magnetic circuit length. Moreover, torque acting on
the rotor 100 is concentrated in the iron poles 164 rather
than on the HTS coils 130 themselves, which reduces
the strain on the HTS coils 130 that tend to be strain-
sensitive. Furthermore, the levels of stator induced
magnetic field harmonics through the HTS coils 130 are
reduced due to magnetic pole shielding effects, further
augmenting the non-ferrous metallic flux shield contri-
butions. Hence, the rotor 100 offers many advantages
over known electrical motor/generators.
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[0020] A stator 200 according to another embodiment
of the present invention is also shown in the perspective
view of Figure 1, with portions thereof enlarged in Fig-
ures 2 and 4. As shown in Figure 2, the stator 200 pref-
erably includes a plurality of non-metallic composite
teeth 220 dovetailed into iron yoke laminates 230. The
composite teeth 220 are also known as winding dividers,
as adjacent composite teeth 220 define a winding slot
222 therebetween.
[0021] As shown in Figure 4, each winding slot 222
preferably includes at least two armature winding bars
224 per winding slot 222, each armature winding bar
224 having at least fifteen winding turns 229 therein. The
armature winding bars 224 and composite teeth 220
may be epoxy impregnated by a vacuum-pressure-im-
pregnation (VPI) process to form a solid structure capa-
ble of transmitting high torques without being suscepti-
ble to tooth vibration or noise. An air-core armature
winding with copper AC conductors 210 or the like can
then be wound into the winding slots 222 as shown in
Figure 4.
[0022] One advantage of the aforedescribed stator
configuration is the absence of conventional stator iron
teeth, as the composite teeth 220 replace the conven-
tional stator iron teeth. Eliminating conventional stator
teeth permits a higher current loading and therefore
higher power density than possible with convention
electrical motor/generators, because it enables the ar-
mature winding to operate with higher magnetic flux
densities than the saturation magnetic flux density of
iron teeth, and ensures quieter operation of the electrical
motor/generator by eliminating stator-tooth-induced
cogging torque.
[0023] Another advantage of the aforedescribed sta-
tor configuration is an improved magnetic flux density
over conventional electrical motor/generators. More
particularly, the present inventors have found that the
air-gap magnetic flux density of this stator configuration
is about 1.5 to about 2 times higher than conventional
electrical motor/generators, because the air-gap mag-
netic flux density is no-longer limited by the saturation
flux density of the stator iron teeth. Therefore, the power
density of the electrical motor/generator 10 can be in-
creased by about 4 to about 5 times that of conventional
motor/generators. Hence, the stator 200 offers many
advantages over known electrical motor/generators.
[0024] A stator cooling arrangement 300 according to
another embodiment of the present invention is also
shown in Figure 4. According to this embodiment, at
least one cooling tube 310 is provided per winding slot
222, and positioned such that each armature winding is
thermally coupled to at least one cooling tube 310. As
shown, each turn 229 may include at least 17 solid
strands (plus one cross-over space) and at least one
cooling tube 310. The solid strands may be transposed
in a 360° Roebel winding configuration for the desired
magnetic circuit properties, whereas the cooling tubes
310 are preferably not transposed to simply ensure that

each solid strand within a turn 229 comes in intimate
contact with the corresponding cooling tube 310 of that
turn at least once over the length of the armature bar by
virtue of the transposition process.
[0025] To cool the armature windings, a cooling me-
dium (e.g., de-ionized cooling water) enters the cooling
strand at a temperature preferably less than about 25°
C, circulates through the various turns 229 thereby cool-
ing the armature windings, and is discharged at a tem-
perature preferably below about 90° C. The inlet cooling
medium may be supplied to all the armature coils in par-
allel from an inlet manifold or the like, and may be dis-
charged in parallel to an outlet manifold or the like.
[0026] The aforementioned stator cooling arrange-
ment 300 is more compact than conventional cooling
techniques, which allows for an overall reduction in the
size and weight of the electrical motor/generator 10. Ad-
ditionally, the stator cooling arrangement 300 is struc-
turally less complex than conventional cooling tech-
niques, and is thus less costly to manufacture and/or
maintain. While the stator cooling arrangement 300 is
particularly advantageous for the described electrical
motor/generator 10, it should be appreciated that the
stator cooling arrangement 300 is applicable to both su-
perconducting electrical motor/generators, and non-su-
perconducting electrical motor/generators.

Claims

1. A rotor (100) for an electrical motor/generator (10),
comprising: at least one cryogenic-temperature coil
(130) wound on a coil form (166), the coil form being
fixed to a pole tip (170) of the rotor in such a manner
as to accommodate thermal contraction of the at
least one cryogenic-temperature coil relative to the
pole tip.

2. The rotor (100) of claim 1, wherein the coil form
(166) is fixed to the pole tip (170) of the rotor by at
least one bracket (162) slidably attached to the pole
tip.

3. The rotor (100) of claim 2, wherein the at least one
bracket (162) comprises one of a fiber reinforced
composite material and a titanium alloy material.

4. The rotor (100) of claim 2, wherein the at least one
bracket (162) is configured to withstand a coil cen-
trifugal load in the range of about 2,000 to about
5,000 Ib, a shock load of at least 100 g's, and a
torque load in the range of about 10,000 to about
15,000 ft-Ib.

5. The rotor (100) of claim 1, further comprising: a plu-
rality of pole pieces (164) within the coil form (166);
and a plurality of struts (190) within the coil form, at
least one strut passing between adjacent pole piec-
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es.

6. An electrical motor/generator (10) comprising: a ro-
tor (100) comprising at least one cryogenic-temper-
ature coil (130) wound on a coil form (166), the coil
form being fixed to a pole tip (170)of the rotor in such
a manner as to accommodate thermal contraction
of the at least one cryogenic-temperature coil rela-
tive to the pole tip; and a stator (200) comprising: a
stator yoke (230); a plurality of winding dividers
(220) each having one end dovetailed to the stator
yoke, adjacent winding dividers defining a winding
slot (222) therebetween; and at least one armature
winding (229) per winding slot.

7. The electrical motor/generator (10) of claim 6,
wherein the stator (200) further comprises: at least
one cooling tube (310) per winding slot (222) posi-
tioned such that each armature winding (229) is
thermally coupled to at least one cooling tube (310).

8. The electrical motor/generator (10) of claim 6,
wherein the rotor (100) further comprises: at least
one cooling tubing (195) positioned on an outer sur-
face of the at least one cryogenic-temperature coil
(130), the at least one cooling tube being coupled
to a cryocooler for cooling a cryogen cooling medi-
um.

9. A stator (200) for an electrical motor/generator (10),
comprising: a stator yoke (230); a plurality of wind-
ing dividers (220) each having one end dovetailed
to the stator yoke (230), adjacent winding dividers
defining a winding slot (222) therebetween; and at
least one armature winding (229) per winding slot.

10. The stator (200) of claim 9, wherein the plurality of
winding dividers (220) comprise at least one of a
non-metallic material and a composite material.
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