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Description 

BACKGROUND  OF  THE  INVENTION 

The  present  invention  relates  to  a  method  for 
adjusting  a  spinning  piezoelectric  beam  of  a  dual- 
axis  angular  rate  sensor  which  is  employed  for 
attitude  control  of  navigable  vehicles  such  as  air- 
craft. 

Fig.  1  illustrates  a  conventional  spinning  beam 
type,  dual-axis  angular  rate  sensor.  Both  end  plates 
11a  and  11b  of  a  cylindrical  case  11  have  mounted 
thereon  bearings  12  and  13,  respectively,  and  a 
rotary  shaft  21  of  a  spinning  piezoelectric  beam  20 
passes  through  the  bearings  12  and  13  and  is  held 
therebetween  in  a  manner  to  be  rotatable  about  the 
Z  axis.  Two  parallel  beam-shaped  piezoelectric 
sensors  22a  and  22b  are  affixed,  by  support  wash- 
ers  24,  to  the  rotary  shaft  21  at  right  angles  thereto 
and  symmetrically  with  respect  thereto.  The  piezo- 
electric  sensors  22a  and  22b  are  produced,  for 
example,  by  forming  electrodes  25a  and  25b  on 
both  sides  of  bimorph  type  piezoelectric  crystal 
beams,  and  they  are  held  perpendicular  to  the 
rotary  shaft  21.  Mounted  on  both  sides  of  the 
piezoelectric  sensors  22a  and  22b  at  their  free  end 
portions  are  weights  23a  and  23b  for  increasing  the 
angular  rate  detecting  sensitivity.  The  piezoelectric 
spinning  beam  20  is  driven  at  high  speed  by  a 
motor  stator  14  fixed  in  the  case  11  and  a  motor 
rotor  15  fixedly  mounted  on  the  rotary  shaft  21. 
The  outputs  of  the  piezoelectric  sensors  22a  and 
22b,  provided  at  the  electrodes  25a  and  25b,  are 
led  out  via  leads  (not  shown)  extending  through  the 
rotary  shaft  21,  slip  rings  24a,  24b  and  24c, 
brushes  16a,  16b  and  16c,  and  preamplifiers  31a 
and  31b. 

Now,  the  X  and  Y  axes  which  lie  in  a  plane 
containing  the  piezoelectric  sensors  22a  and  22b 
and  perpendicular  to  the  Z  axis  and  perpendicu- 
larly  intersect  each  other  are  defined  as  shown  in 
Fig.  2A.  When  the  case  11  of  the  angular  rate 
sensor  is  rotated  about  the  X  axis  at  an  angular 
rate  Ox  (shown  as  a  vector  indicated  by  the  arrow 
in  the  X-axis  direction),  Coriolis  force  acts  on  the 
piezoelectric  sensors  22a  and  22b  spinning  about 
the  Z  axis  at  an  angular  rate  Oz,  by  which  the 
piezoelectric  sensors  22a  and  22b  bend  in  opposite 
directions  at  opposite  sides  with  respect  to  the  Y 
axis  as  depicted  in  Fig.  2A.  As  a  result  of  this,  the 
piezoelectric  sensors  22a  and  22b  yield  sine-wave 
voltage  signals  xa  and  Xb  which  have  an  amplitude 
proportional  to  the  applied  angular  rate  Ox  and  are 
displaced  180°  apart  in  phase  as  indicated  by  the 
solid  line  and  the  broken  line  in  Figs.  2B.  Also  in 
the  case  where  the  case  11  of  the  angular  rate 
sensor  is  rotated  about  the  Y  axis  at  an  angular 
rate  Oy,  the  piezoelectric  sensors  22a  and  22b 

similarly  create  sine-wave  voltage  signals  ya  and  yb 
which  have  an  amplitude  proportional  to  the  an- 
gular  rate  Oy  and  are  displaced  180°  apart  in 
phase.  The  signals  ya  and  Yb  are  phased  90  °  apart 

5  from  the  signals  Xa  and  xb,  respectively.  On  the 
other  hand,  when  a  vibrational  acceleration  a  acts 
on  the  piezoelectric  sensors  22a  and  22b  in  the  Z- 
axis  direction,  the  sensors  22a  and  22b  vibrate  in 
the  same  phase  as  shown  in  Fig.  3A,  yielding 

io  voltage  signals  za  and  zb  which  are  of  the  same 
magnitude  proportional  to  the  acceleration  a  and  of 
the  same  sign  as  depicted  in  Fig.  3B.  Even  if 
acceleration  is  applied  in  either  of  the  X-  and  Y- 
axis  directions,  the  piezoelectric  sensors  22a  and 

75  22b  will  not  yield  voltage.  Accordingly,  when  an 
angular  rate  vector  and  an  acceleration  vector  are 
applied  to  the  case  of  the  angular  rate  sensor  in 
given  directions,  if  the  difference  between  output 
voltage  signals  from  the  piezoelectric  sensors  22a 

20  and  22b  is  produced  by  an  electrical  circuit,  the 
signal  component  arising  from  the  acceleration  in 
the  Z-axis  direction  is  removed  but  a  voltage  signal 
which  is  the  sum  of  vectors  of  an  X-axis  direction 
angular  rate  component  (xa  -  xb)  =  x  and  a  Y-axis 

25  direction  angular  rate  component  (ya  -  yb)  =  y  is 
obtained.  Since  the  signals  x  and  y  are  phased 
90°  apart,  the  X-  and  Y-axis  angular  rate  vector 
components  x  and  y  can  be  separated  by  synchro- 
nous  detection  using  sine-  and  cosine-wave  refer- 

30  ence  signals. 
In  practice,  however,  it  is  difficult  to  affix  the 

piezoelectric  sensors  22a  and  22b  to  the  rotary 
shaft  21  accurately  at  right  angles  thereto  and  in  a 
correct  attitude,  because  of  limitations  on  machin- 

35  ing  and  assembling  accuracy  of  parts.  Moreover, 
where  the  composite  centers  of  gravity  of  the 
weights  23a  and  23b  provided  at  the  free  ends  of 
the  piezoelectric  sensors  22a  and  22b  do  not  lie  on 
the  center  axes  thereof,  acceleration  perpendicular 

40  to  the  rotary  shaft  will  bend  the  piezoelectric  sen- 
sors,  and  if  their  pendulum  axes  are  not  parallel  to 
each  other,  their  bending  differs  in  magnitude,  in- 
troducing  an  error  in  the  difference  between  the 
output  signals  of  the  two  piezoelectric  sensors.  In 

45  the  output  difference  signal  of  the  piezoelectric 
sensors  22a  and  22b  an  error  component  propor- 
tional  to  linear  acceleration  remains  unremoved.  To 
eliminate  this  error  signal,  the  prior  art  employs  an 
arrangement  in  which  another  piezoelectric  sensor 

50  is  affixed  to  the  rotary  shaft  for  sensing  linear 
acceleration  perpendicular  thereto  and  its  output 
signal  is  added  to  that  of  the  angular  rate  sensing 
piezoelectric  sensor  to  correct  the  error  signal  (for 
example,  JP-A-1  2091  4/86  and  GB-A-2  167  562. 

55  Thus,  the  conventional  angular  rate  sensor  calls  for 
the  piezoelectric  sensor  for  correction  use  and  is 
adapted  to  permit  adjustment  of  the  angle  at  which 
the  piezoelectric  sensor  is  affixed  to  the  rotary 
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shaft;  hence,  the  prior  art  is  inevitably  complex  in 
structure. 

Furthermore,  in  the  conventional  angular  rate 
sensor  the  electrodes  of  the  piezoelectric  sensors 
22a  and  22b  each  extend  to  the  ends  of  support 
washers  by  which  the  sensor  is  affixed  to  the  rotary 
shaft,  and  consequently,  the  outputs  of  the  sensors 
22a  and  22b  are  affected  by  the  stresses  support- 
ing  them.  For  example,  a  preload  on  each  of  the 
bearings  12  and  13  due  to  their  misalignment  dif- 
fers  with  angular  positions  and  causes  a  difference 
between  the  support  stresses  which  act  on  the  both 
piezoelectric  sensors  22a  and  22b  through  the  ro- 
tary  shaft  21  ,  and  the  stress  difference  varies  with 
the  rotational  stress.  This  introduces  a  difference 
between  the  outputs  of  the  piezoelectric  sensors 
22a  and  22b  and  the  output  difference  varies  with 
the  rotational  frequency,  providing  an  error  in  the 
angular  rate  signal. 

SUMMARY  OF  THE  INVENTION 

It  is  therefore  an  object  of  the  present  invention 
to  provide  a  spinning  piezoelectric  beam  adjust- 
ment  method  which  ensures  the  elimination  of  the 
acceleration  signal  component  that  introduces  an 
error  in  the  angular  rate  signal. 

This  object  is  achieved  with  a  method  as 
claimed. 

According  to  present  invention,  neutral  axes  of 
the  two  piezoelectric  sensors  at  their  respective 
bending  portions  are  adjusted  to  be  essentially 
parallel  to  a  plane  perpendicular  to  the  rotary  shaft, 
and  the  pendulum  axes  joining  support  points  of 
the  two  piezoelectric  sensors  and  the  centers  of 
gravity  of  weights  at  their  free  end  portions  are 
adjusted  to  be  essentially  parallel  to  the  plane 
perpendicular  to  the  rotary  shaft.  The  adjustment  of 
the  neutral  axes  is  done  by  grinding  a  proper  one 
of  four  corners  of  each  piezoelectric  sensor  at  its 
bending  portion  in  the  cross-section  thereof.  The 
adjustment  of  the  pendulum  axes  is  made  by  prop- 
erly  grinding  the  pair  of  weights  of  each  piezoelec- 
tric  sensor. 

Since  the  neutral  axes  and  the  pendulum  axes 
of  the  both  piezoelectric  sensors  are  adjusted  as 
mentioned  above,  their  output  signals  responding 
to  an  acceleration  in  the  direction  of  the  rotary 
shaft  agree  with  each  other  in  their  level  and 
phase,  and  their  output  signals  responding  to  an 
acceleration  in  an  arbitrary  direction  perpendicular 
to  the  rotary  shaft  are  very  low  in  level  and  have 
the  same  level  and  phase.  Accordingly,  all  accel- 
eration  components  in  the  outputs  of  the  both  pi- 
ezoelectric  sensors  can  be  canceled  each  other  to 
such  an  extent  as  to  be  negligibly  small. 

BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

Fig.  1  is  an  exploded  perspective  view  showing 
the  internal  construction  of  a  conventional  dual- 

5  axis  angular  rate  sensor; 
Fig.  2A  is  a  perspective  view  showing  bends  of 
both  piezoelectric  sensors; 
Fig.  2B  shows  output  voltage  waveforms  of  the 
two  piezoelectric  sensors  depicted  in  Fig.  2A; 

io  Fig.  3A  is  a  perspective  view  showing  bends  of 
the  both  piezoelectric  sensors  when  a  vibrational 
acceleration  is  applied  to  the  dual-axis  angular 
rate  sensor; 
Fig.  3B  shows  output  voltage  waveforms  of  the 

is  two  piezoelectric  sensors  in  Fig.  3A; 
Fig.  4  is  a  system  diagram  illustrating  an  excit- 
ing  unit  40  and  a  signal  measuring  circuit  30  for 
adjusting  a  spinning  piezoelectric  beam  accord- 
ing  to  the  present  invention; 

20  Fig.  5  is  a  perspective  view  illustrating  the  prin- 
cipal  part  of  an  embodiment  of  the  spinning 
piezoelectric  beam  according  to  the  present  in- 
vention; 
Fig.  6  is  a  sectional  view  taken  on  a  line  passing 

25  through  the  neutral  axis  of  a  bending  portion  of 
the  piezoelectric  sensor. 

DESCRIPTION  OF  THE  PREFERRED  EMBODI- 
MENTS 

30 
Fig.  4  illustrates  a  signal  measuring  circuit  30 

and  an  exciting  unit  40  of  a  device  for  adjusting  the 
spinning  piezoelectric  beam  according  to  the 
present  invention.  The  exciting  unit  40  has  an  excit- 

35  ing  stand  41  and  an  attachment  42,  and  the  excit- 
ing  stand  41  can  be  vibrated  in  the  Z-axis  direction 
at  a  desired  frequency  and  with  a  desired  am- 
plitude.  The  rotary  shaft  21  of  the  spinning  piezo- 
electric  beam  20  is  fixed  at  both  ends  to  the 

40  attachment  42  which  is  mounted  on  the  exciting 
stand  41  in  such  a  manner  that  it  is  rotatable  about 
a  shaft  43.  Detected  voltage  signals  Sa  and  Sb 
from  the  two  piezoelectric  sensors  22a  and  22b  are 
output  via  rings  24a,  24b,  24c  and  brushes  16a, 

45  16b,  16c  as  in  the  case  of  the  angular  rate  sensor 
shown  in  Fig.  1,  and  the  output  signals  are  applied 
to  preamplifiers  31a  and  31  B  provided  on  the  at- 
tachment  42  and  then  input  into  the  signal  measur- 
ing  circuit  30. 

50  In  the  signal  measuring  circuit  30  the  input 
signals  Sa  and  Sb  are  provided  via  filters  32a  and 
32b  to  variable  gain  amplifiers  33a  and  33b, 
wherein  they  are  adjusted  in  amplitude,  thereafter 
being  applied  to  variable  phase  shifters  34a  and 

55  34b  for  their  phase  adjustment.  The  outputs  of  the 
phase  shifters  34a  and  34b  are  provided  to  termi- 
nals  36a  and  36b,  respectively,  and  at  the  same 
time,  they  are  applied  to  a  differential  amplifier  35, 
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wherein  a  difference  between  the  two  signals  is 
detected  and  from  which  the  difference  signal  is 
provided  to  an  output  terminal  36d.  The  signals 
thus  derived  at  the  output  terminals  36a,  36b  and 
36d  are  displayed  on,  for  instance,  a  CRT  though 
not  shown.  A  description  will  be  given  of  the  meth- 
od  for  adjusting  the  spinning  piezoelectric  beam 
20. 

Step  1:  First,  the  attachment  42  is  fixed  after 
being  turned  so  that  the  rotary  shaft  21  of  the 
spinning  piezoelectric  beam  20  mounted  on  the 
attachment  42  is  parallel  to  an  excitation  axis  (W 
axis)  as  shown  in  Fig.  4.  Then,  a  vibrational  accel- 
eration  is  applied  by  the  exciting  unit  40  in  the 
direction  of  the  rotary  shaft  21  at  a  fixed  frequency 
(200  Hz,  for  example)  and  with  a  fixed  amplitude, 
the  output  signals  Sa  and  Sb  of  the  both  piezoelec- 
tric  sensors  22a  and  22b  are  provided  to  the  signal 
measuring  circuit  30,  and  the  gain  of  at  least  one  of 
the  variable  gain  amplifiers  33a  and  33b  and  the 
phase  shift  amount  of  at  least  one  of  the  phase 
shifters  34a  and  34b  are  adjusted  so  that  the  level 
of  the  difference  signal  provided  at  the  output  ter- 
minal  36d  becomes  minimum. 

Step  2:  Next,  the  attachment  42  is  turned  and 
fixed  at  such  a  position  where  the  rotary  shaft  21 
perpendicularly  crosses  the  excitation  axis  W,  and 
the  piezoelectric  sensors  22a  and  22b  are  turned 
into  agreement  with  the  V  axis.  Then,  a  vibrational 
acceleration  of  a  fixed  frequency  (200  Hz,  for  ex- 
ample)  and  a  fixed  amplitude  is  applied  by  the 
exciting  unit  40  in  a  direction  perpendicular  to  both 
of  the  rotary  shaft  21  and  the  piezoelectric  sensors 
22a  and  22b  lengthwise  thereof,  and  the  signal 
levels  at  the  terminals  36a  and  36b  are  observed. 
In  this  instance,  a  proper  one  or  ones  of  four 
corners  Ci  to  C+  of  bending  portions  Ba  and  Bb  of 
the  piezoelectric  sensors  22a  and  22b  (the  corners 
Ci  to  C+  in  the  bending  portion  Ba  of  the  piezo- 
electric  sensor  22a  being  shown  on  an  enlarged 
sectional  view  taken  on  the  line  passing  through  a 
neutral  axis  Na  in  Fig.  6)  are  ground  so  that  the 
signal  levels  at  the  output  terminals  36a  and  36b 
become  minimum.  In  practice,  the  grinding  is  stop- 
ped  when  the  signal  levels  at  the  terminals  36a  and 
36b  become  lower  than  a  predetermined  voltage 
V1  .  Next,  the  corners  Ci  to  C+  of  the  bending 
portions  Ba  and  Bb  are  further  ground  so  that  the 
output  difference  signal  level  at  the  terminal  36d 
becomes  minimum,  or  in  practice,  lower  than  a 
predetermined  voltage  V2.  By  such  adjustments 
the  neutral  axes  Na  and  Nb  in  the  bending  portions 
Ba  and  Bb  are  rendered  parallel  to  the  plane  per- 
pendicular  to  the  rotary  shaft  21  . 

As  shown  in  Fig.  5,  the  bending  portions  Ba 
and  Bb  are  those  within  predetermined  ranges  from 
marginal  edges  of  support  washers  24  in  the 
lengthwise  direction  of  the  piezoelectric  sensors 

22a  and  22b,  and  when  the  piezoelectric  sensors 
22a  and  22b  are  bent  by  acceleration  or  Coriolis 
acceleration,  their  curvature  becomes  largest  near 
the  above-mentioned  portions.  The  range  of  grind- 

5  ing  in  the  bending  portions  Ba  and  Bb  may  prefer- 
ably  be  outside  electrodes  25a  and  25b  as  de- 
scribed  later,  and  more  preferably,  they  are  each 
selected  within  1  .5  times  larger  than  the  thickness 
T  of  the  piezoelectric  sensor  from  the  marginal 

10  edge  of  the  support  washers  24.  The  neutral  axes 
Na  and  Nb  are  straight  lines  joining  points  in  the 
beam  which  are  free  from  both  tensile  stress  and 
compressive  stress  in  the  bending  portions  Ba  and 
Bb  when  the  piezoelectric  sensors  22a  and  22b  are 

15  bent. 
For  instance,  in  the  case  where  it  is  desired  to 

slightly  turn  the  neutral  axis  Na  clockwise  as  in- 
dicated  by  Na'  in  Fig.  6,  one  or  both  of  the  corners 
C2  and  C4  on  the  side  opposite  from  the  direction 

20  of  rotation  are  ground.  In  the  case  of  slightly  turn- 
ing  the  neutral  axis  Na  counterclockwise,  one  or 
both  of  the  corners  Ci  and  C3  on  the  side  opposite 
from  the  direction  of  rotation  are  ground.  If  neces- 
sary,  the  piezoelectric  sensor  22b  is  similarly 

25  ground  for  adjustment.  Alternatively,  the  piezoelec- 
tric  sensors  22a  and  22b  are  alternately  subjected 
to  the  above-mentioned  grinding.  Once  the  neutral 
axes  Na  and  Nb  are  thus  rendered  parallel  to  each 
other,  the  piezoelectric  sensors  22a  and  22b  yield 

30  the  same  signal  component  in  response  to  an 
acceleration  applied  thereto  at  right  angles  to  their 
lengthwise  direction  in  the  plane  perpendicular  to 
the  rotary  shaft 

Step  3:  The  attachment  42  is  fixed  at  the  same 
35  position  as  in  Step  2  but  the  rotary  shaft  21  is 

turned  90°  so  that  the  piezoelectric  sensors  22a 
and  22b  extend  along  the  W  axis.  Next,  a  vibra- 
tional  acceleration  of  a  fixed  frequency  and  a  fixed 
amplitude  is  applied  by  the  exciting  unit  40  along 

40  the  lengthwise  direction  of  the  piezoelectric  sen- 
sors  22a  and  22b  at  right  angles  to  the  rotary  shaft 
21  .  In  this  instance,  the  weights  23a  and  23b  of  the 
piezoelectric  sensors  22a  and  22b  are  ground  so 
that  the  output  signal  levels  at  the  terminals  36a 

45  and  36b  become  minimum,  or  in  practice,  become 
lower  than  a  predetermined  voltage  V3.  Moreover, 
the  weights  23a  and  23b  are  ground  so  that  the 
output  difference  signal  level  at  the  terminal  36d 
becomes  minimum,  or  in  practice,  becomes  lower 

50  than  a  predetermined  voltage  V+.  By  adjusting  the 
positions  of  the  centers  of  gravity  of  the  weights 
23a  and  23b  by  the  above-mentioned  grinding,  the 
pendulum  axes  Pa  and  Pb  joining  the  support 
points  of  the  piezoelectric  sensors  22a  and  22b 

55  and  the  centers  of  gravity  of  the  weights  23a  and 
23b,  respectively,  become  parallel  to  the  plane 
perpendicular  to  the  rotary  shaft  21,  affording  re- 
duction  of  the  error  that  is  caused  by  the  accelera- 

4 
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tion  applied  lengthwise  of  the  piezoelectric  sensors 
22a  and  22b. 

The  pendulum  axes  Pa  and  Pb  are  straight 
lines  joining  support  points  which  are  the  center 
points  of  the  piezoelectric  sensors  22a  and  22b  in 
their  cross-section  at  the  marginal  edges  of  the 
support  washers  24  and  the  centers  of  gravity  of 
the  pairs  of  weights  23a  and  23b.  The  above- 
mentioned  grinding  takes  place  on  the  edge  of  one 
or  both  of  the  weights  23a  and  23b  as  shown  in 
Fig.  5,  for  example.  Note  that  only  those  of  the 
pairs  of  weights  23a  and  23b  mounted  on  both 
sides  of  the  piezoelectric  sensors  22a  and  22b 
which  are  opposite  from  the  direction  of  shifting 
their  centers  of  gravity  are  ground. 

Where  an  acceleration  of  an  arbitrary  direction 
is  applied  to  a  dual-axis  angular  rate  sensor  em- 
ploying  the  spinning  piezoelectric  beam  20  ad- 
justed  following  Steps  2  and  3  mentioned  above, 
acceleration  components  of  signals  detected  by  the 
piezoelectric  sensors  22a  and  22b  in  the  direction 
of  the  rotary  shaft  21  are  equal  to  each  other,  and 
hence  they  can  be  canceled,  and  acceleration 
components  perpendicular  to  the  rotary  shaft  21 
are  all  negligibly  small.  Incidentally,  the  afore-men- 
tioned  voltages  Vi  and  are  predetermined  in 
accordance  with  the  measurement  accuracy  re- 
quired  of  the  dual-axis  angular  rate  sensor. 

Fig.  5  shows  the  principal  part  of  an  embodi- 
ment  of  the  spinning  piezoelectric  beam  20.  The 
electrodes  25a  and  25b  on  both  sides  of  each  of 
the  piezoelectric  sensors  22a  and  22b  are  each 
formed  at  a  distance  from  the  piezoelectric  sensor 
supporting  end,  that  is,  the  marginal  edge  of  the 
support  washer  24,  i.e.  at  a  position  where  the 
electrode  will  not  be  affected  by  the  stress  at  the 
support  portion. 

According  to  the  spinning  piezoelectric  beam 
20  of  the  above  construction,  even  if  the  difference 
between  the  support  stresses  which  act  on  the  both 
piezoelectric  sensors  22a  and  22b  through  the  ro- 
tary  shaft  21  varies  owing  to  a  misalignment  of  the 
spinning  beam  or  acceleration,  its  influence  does 
not  ever  appear  in  the  outputs  of  the  piezoelectric 
sensors  22a  and  22b. 

The  spinning  piezoelectric  beam  of  the  present 
invention  is  applicable  as  well  to  a  conventional 
dual-axis  angular  rate/accelerometer  which  addi- 
tionally  includes  a  dual-axis  acceleration  sensing 
function  by  affixing  an  acceleration  sensing  piezo- 
electric  sensor  to  the  rotary  shaft  of  the  spinning 
beam  type  angular  rate  sensor. 

As  described  above,  according  to  the  present 
invention,  since  the  spinning  piezoelectric  beam  is 
adjusted  so  that  the  neutral  axes  and  the  pendulum 
axes  of  the  both  piezoelectric  sensors  are  both 
parallel  to  the  plane  perpendicular  to  the  rotary 
shaft,  it  is  possible  to  eliminate  an  error  component 

proportional  to  acceleration.  The  application  of 
such  an  adjusted  spinning  piezoelectric  beam  to  a 
dual-axis  angular  rate  sensor  precludes  the  neces- 
sity  of  using  an  acceleration  sensing  piezoelectric 

5  sensor  for  correcting  an  acceleration  error,  and 
hence  permits  simplification  of  the  overall  structure 
of  the  angular  rate  sensor.  Moreover,  the  above- 
said  adjustment  of  the  spinning  piezoelectric  beam 
enables  removal  of  the  error  component  resulting 

io  from  acceleration,  without  the  necessity  of  highly 
accurate  machining  of  parts  and  highly  accurate 
assembling  thereof.  Hence,  the  angular  rate  sensor 
can  easily  be  manufactured  at  low  cost. 

15  Claims 

1.  A  method  for  adjusting  a  spinning  piezoelectric 
beam  (20)  in  which  two  beam-shaped  piezo- 
electric  sensors  (22a,22b)  are  affixed  to  a  ro- 

20  tary  shaft  (21)  at  right  angles  thereto  and  sym- 
metrically  with  respect  thereto  while  being 
gripped  by  support  washers  (24)  in  parallel  to 
each  other  and  each  of  said  piezoelectric  sen- 
sors  carries  weights  (23a,23b)  at  its  free  end, 

25  said  method  comprising: 
a  first  step  wherein  said  spinning  piezo- 

electric  beam  is  excited  by  an  exciting  unit  in  a 
direction  perpendicular  to  said  rotary  shaft  and 
to  the  lengthwise  direction  of  said  piezoelectric 

30  sensors,  detected  signals  of  said  two  piezo- 
electric  sensors  are  measured  by  a  signal 
measuring  circuit  (30),  and  a  bending  portion 
(Ba.Bb)  of  at  least  one  of  said  two  piezoelectric 
sensors  is  ground  until  the  detected  voltages 

35  of  said  two  piezoelectric  sensors  measured  by 
said  signal  measuring  circuit  each  become 
smaller  than  a  predetermined  first  value  and 
until  their  difference  becomes  smaller  than  a 
predetermined  second  value;  and 

40  a  second  step  wherein  said  spinning  pi- 
ezoelectric  beam  is  excited  by  said  exciting 
unit  in  the  lengthwise  direction  of  said  piezo- 
electric  sensors  at  right  angles  to  said  rotary 
shaft,  and  said  weights  of  at  least  one  of  said 

45  two  piezoelectric  sensors  are  ground  until  the 
detected  voltages  of  said  two  piezoelectric 
sensors  measured  by  said  signal  measuring 
circuit  each  become  smaller  than  a  predeter- 
mined  third  value  and  until  their  difference 

50  becomes  smaller  than  a  predetermined  fourth 
value. 

2.  The  adjusting  method  of  claim  1  further  includ- 
ing,  prior  to  said  first  and  second  steps,  a  step 

55  wherein  said  spinning  piezoelectric  beam  (20) 
is  excited  by  said  exciting  unit  in  the  direction 
of  said  rotary  shaft  (21),  and  the  amplitude  and 
the  phase  of  at  least  one  of  two  signals  mea- 

5 
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sured  by  said  signal  measuring  circuit  (30) 
supplied  with  the  detected  voltages  of  said  two 
piezoelectric  sensors  are  adjusted  to  thereby 
adjust  said  signal  measuring  circuit  so  that  the 
difference  between  said  two  signals  becomes  5 
minimum. 

3.  The  adjusting  method  of  claim  1  or  2,  wherein 
the  range  of  said  bending  portion  (Ba.Bb)  to  be 
ground  is  between  said  support  washers  (24)  10 
and  electrodes  (25a,25b)  of  the  corresponding 
one  of  said  two  piezoelectric  sensors 
(22a,22b). 

2.  Justierverfahren  nach  Anspruch  1,  ferner  urn- 
fassend  einen  Schritt  vor  dem  ersten  und  dem 
zweiten  Schritt,  bei  dem  der  rotierende  piezo- 
elektrische  Stab  (20)  von  der  Erregereinheit  in 
der  Richtung  der  Drehwelle  (21)  erregt  wird 
und  die  Amplitude  und  die  Phase  wenigstens 
eines  von  zwei  Signalen,  die  von  der  Signal- 
meBschaltung  (30)  gemessen  werden,  der  die 
erfaBten  Spannungen  der  beiden  piezoelektri- 
schen  Sensoren  geliefert  werden,  so  eingestellt 
werden,  dal3  die  SignalmeBschaltung  derart  ju- 
stiert  wird,  dal3  die  Differenz  zwischen  den 
beiden  Signalen  minimal  wird. 

4.  The  adjusting  method  of  claim  3,  wherein  the 
range  of  said  bending  portion  to  be  ground  is  a 
range  of  1.5  times  the  thickness  of  said  cor- 
responding  piezoelectric  sensor  from  the  mar- 
ginal  edge  of  each  of  said  support  washers. 

Patentanspruche 

1.  Verfahren  zur  Justierung  eines  rotierenden  pie- 
zoelektrischen  Stabs  (20),  bei  dem  zwei  stab- 
formige  piezoelektrische  Sensoren  (22a,  22b) 
an  einer  Drehwelle  (21)  rechtwinklig  und  sym- 
metrisch  zu  ihr  befestigt  sind,  wobei  sie  von 
Tragscheiben  (24)  parallel  zueinander  ergriffen 
werden  und  jeder  piezoelektrische  Sensor  an 
seinem  freien  Ende  Gewichte  (23a,  23b)  tragt, 
umfassend: 

einen  ersten  Schritt,  bei  dem  der  rotieren- 
de  piezoelektrische  Stab  von  einer  Erregerein- 
heit  in  einer  Richtung  senkrecht  zur  Drehwelle 
und  zur  Langsrichtung  der  piezoelektrischen 
Sensoren  erregt  wird,  erfaBte  Signale  der  bei- 
den  piezoelektrischen  Sensoren  von  einer  Si- 
gnalmeBschaltung  (30)  gemessen  werden  und 
ein  Biegeabschnitt  (Ba,  Bb)  wenigstens  eines 
der  beiden  piezoelektrischen  Sensoren  ge- 
schliffen  wird,  bis  die  erfaBten  Spannungen  der 
beiden  piezoelektrischen  Sensoren,  die  von 
der  SignalmeBschaltung  gemessen  werden,  je 
kleiner  als  ein  vorbestimmter  erster  Wert  wer- 
den  und  bis  ihre  Differenz  kleiner  als  ein  vor- 
bestimmter  zweiter  Wert  wird,  und 

einen  zweiten  Schritt  bei  dem  der  rotieren- 
de  piezoelektrische  Stab  von  der  Erregerein- 
heit  in  Langsrichtung  der  piezoelektrischen 
Sensoren  rechtwinklig  zur  Drehwelle  erregt 
wird  und  die  Gewichte  wenigstens  eines  der 
beiden  piezoelektrischen  Sensoren  geschliffen 
werden,  bis  die  von  den  beiden  piezoelektri- 
schen  Sensoren  erfaBten  Spannungen,  die  von 
der  SignalmeBschaltung  gemessen  werden,  je 
kleiner  als  ein  vorbestimmter  dritter  Wert  wer- 
den  und  bis  ihre  Differenz  kleiner  als  ein  vor- 
bestimmter  vierter  Wert  wird. 

75  3.  Justierverfahren  nach  Anspruch  1  oder  2,  bei 
dem  der  Bereich  des  zu  schleifenden  Biegeab- 
schnitts  (Ba,  Bb)  zwischen  den  Tragscheiben 
(24)  und  den  Elektroden  (25a,  25b)  des  ent- 
sprechenden  der  beiden  piezoelektrischen 

20  Sensoren  (22a,  22b)  liegt. 

4.  Justierverfahren  nach  Anspruch  3,  bei  dem  der 
Bereich  des  zu  schleifenden  Biegeabschnitts 
ein  Bereich  des  1,5-fachen  der  Dicke  des  ent- 

25  sprechenden  piezoelektrischen  Sensors  von 
der  Randkante  jeder  der  Tragscheiben  ist. 

Revendicatlons 

30  1.  Procede  de  reglage  d'un  barreau  piezoelectri- 
que  tournant  (20)  dans  lequel  deux  capteurs 
piezoelectriques  en  forme  de  barreau  (22a, 
22b)  sont  fixes  a  un  arbre  tournant  (21)  a 
angle  droit  par  rapport  a  celui-ci  et  symetri- 

35  quement  par  rapport  a  celui-ci  tout  en  etant 
tenus  par  des  plaquettes  supports  (24)  paralle- 
lement  I'un  avec  I'autre,  et  dans  lequel  chacun 
desdits  capteurs  piezoelectriques  porte  des 
masses  (23a,  23b)  a  son  extremite  libre,  ledit 

40  procede  comprenant  : 
une  premiere  etape  dans  laquelle  ledit  bar- 

reau  piezoelectrique  tournant  est  excite  par 
une  unite  d'excitation  dans  une  direction  per- 
pendiculaire  audit  arbre  tournant  et  a  la  direc- 

45  tion  longitudinale  desdits  capteurs  piezoelectri- 
ques,  dans  laquelle  des  signaux  detectes  des- 
dits  deux  capteurs  piezoelectriques  sont  mesu- 
res  par  un  circuit  de  mesure  de  signaux  (30)  et 
dans  laquelle  une  partie  de  flexion  (Ba,  Bb) 

50  d'au  moins  I'un  desdits  deux  capteurs  piezoe- 
lectriques  est  mise  a  la  masse  jusqu'a  ce  que 
les  tensions  detectees  desdits  deux  capteurs 
piezoelectriques,  mesurees  par  ledit  circuit  de 
mesure  de  signaux,  deviennent  chacune  plus 

55  petite  qu'une  premiere  valeur  predeterminee  et 
jusqu'a  ce  que  leur  difference  devienne  plus 
petite  qu'une  seconde  valeur  predeterminee  ; 
et, 
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une  seconde  etape  dans  laquelle  ledit  bar- 
reau  piezoelectrique  tournant  est  excite  par 
ladite  unite  d'excitation  dans  la  direction  longi- 
tudinale  desdits  capteurs  piezoelectriques  a 
angle  droit  par  rapport  audit  arbre  tournant,  et 
dans  laquelle  lesdites  masses  d'au  moins  I'un 
desdits  deux  capteurs  piezoelectriques  sont 
mises  a  la  masse  jusqu'a  ce  que  les  tensions 
detectees  desdits  deux  capteurs  piezoelectri- 
ques,  mesurees  par  ledit  circuit  de  mesure  de 
signaux,  deviennent  chacune  plus  petite 
qu'une  troisieme  valeur  predeterminee  et  jus- 
qu'a  ce  que  leur  difference  devienne  plus  peti- 
te  qu'une  quatrieme  valeur  predeterminee. 

Procede  de  reglage  selon  la  revendication  1, 
comprenant  en  outre,  avant  lesdites  premiere 
et  seconde  etapes,  une  etape  dans  laquelle  le 
barreau  piezoelectrique  (20)  est  excite  par  ladi- 
te  unite  d'excitation  dans  la  direction  dudit 
arbre  tournant  (21),  et  dans  laquelle  I'amplitude 
et  la  phase  d'au  moins  I'un  des  deux  signaux 
mesures  par  ledit  circuit  de  mesure  de  signaux 
(30),  fourni  avec  les  tensions  detectees  desdits 
deux  capteurs  piezoelectriques,  sont  ajustees 
pour  regler  par  ce  moyen  ledit  circuit  de  me- 
sure  de  signaux  de  sorte  que  la  difference 
entre  les  deux  signaux  devienne  minimale. 

Procede  selon  la  revendication  1  ou  2,  dans 
lequel  la  longueur  de  ladite  partie  de  flexion 
(Ba,  Bb)  a  mettre  a  la  masse  se  trouve  entre 
lesdites  plaquettes  supports  (25)  et  les  electro- 
des  (25a,  25b)  de  I'un  correspondant  desdits 
deux  capteurs  piezoelectriques  (22a,  22b). 

Procede  selon  la  revendication  3,  dans  lequel 
la  longueur  de  ladite  partie  de  flexion  a  mettre 
a  la  masse  a  une  longueur  de  1,5  fois  I'epais- 
seur  dudit  capteur  piezoelectrique  correspon- 
dant  a  partir  du  bord  marginal  de  chacune 
desdites  plaquettes  support. 
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