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Description

BACKGROUND

I. Field

[0001] The following relates generally to wireless com-
munication, and more specifically to providing secure
tracking and reporting of resource utilization at a user
terminal.

II. Background

[0002] Wireless communication systems are widely
deployed to provide various types of communication con-
tent such as, e.g., voice content, data content, and so
on. Typical wireless communication systems can be mul-
tiple-access systems capable of supporting communica-
tion with multiple users by sharing available system re-
sources (e.g., bandwidth, transmit power). Examples of
such multiple-access systems can include code division
multiple access (CDMA) systems, time division multiple
access (TDMA) systems, frequency division multiple ac-
cess (FDMA) systems, orthogonal frequency division
multiple access (OFDMA) systems, and the like.
[0003] Generally, wireless multiple-access communi-
cation systems can concurrently support communication
for multiple user terminals. Mobile devices respectively
can communicate with one or more base stations via
transmissions on forward and reverse links. The forward
link (or downlink) refers to a communication link from
base stations to user terminals, and the reverse link (or
uplink) refers to a communication link from user terminals
to base stations. Further, communications between user
terminals and base stations can be established via sin-
gle-input single-output (SISO) systems, multiple-input
single-output (MISO) systems, multiple-input multiple-
output (MIMO) systems, and so forth.
[0004] In addition to the foregoing, ad-hoc wireless
communication networks enable communication devices
to transmit, or receive information while on the move and
without the need for traditional base stations. These com-
munication networks can be communicatively coupled to
other public or private networks, for example via wired
or wireless access points, in order to facilitate transfer of
information to and from user terminals. Such ad-hoc com-
munication networks typically include a plurality of ac-
cess terminals (e.g., mobile communication devices, mo-
bile phones, wireless user terminals), communicating in
a peer-to-peer fashion. The communication networks
may also include beacon points that emit strong signals
to facilitate peer-to-peer communication amongst access
terminals; for example, emitted beacons can contain tim-
ing information to aid in timing synchronization of such
terminals. These beacon points are positioned to provide
wide area coverage as respective access terminals travel
within and across different coverage areas.
[0005] Wireless communication employing the li-

censed spectrum, whether facilitated directly by a base
station, or utilizing ad-hoc communication between user
terminals, involves electronic resources provided by
owners/licensees/providers of the spectrum. Typically,
costs for utilizing those spectra are shared among con-
sumers utilizing the bandwidth, sometimes employing flat
rate or per-usage billing platforms, or employing other
billing models. Billing helps offset initial investment in the
spectra as well as investment in access point network
infrastructure (e.g., base stations, base station control-
lers, beacon points, subscriber management servers, ap-
plication servers, and so on), and interfaces with circuit-
switched and packet-switched core networks for commu-
nication services. Accordingly, billing is an important as-
pect of a service provider’s business model.
[0006] The International patent application publication
WO 03/034684 relates to a billing method and device in
a cellular packet radio-communication network. It pro-
poses a method to obtain the cost of transmitting a set
of data from a transmitting means to a receiving means
via a network, wherein the receiving means determines
the volume of said set of data received and communi-
cates it to a billing unit so that the latter can evaluate the
cost of said transmission using this information and pos-
sibly other information in its possession. It also concerns
the systems used to implement the method especially in
cellular packet radio- communication networks.
[0007] The International patent application publication
WO 01/99400 relates to a method of charging for a con-
federated network, such as the Internet, by the user ter-
minals connected to the network. The network provide
generates a tariff code, which is multicast to the user
terminals. The user terminals then translate the tariff
code to automatically generate a meter rule set that can
be used to configure a network traffic meter.
[0008] The International patent application publication
WO 03/094562 relates to fraud detection on a mobile
handset for a radio network. User behaviour is recorded
within the SIM card of the mobile handset by building a
subscriber signature.

SUMMARY

[0009] The present invention is defined by the inde-
pendent claims.
[0010] The following presents a simplified summary of
one or more aspects in order to provide a basic under-
standing of such aspects. This summary is not an exten-
sive overview of all contemplated aspects, and is intend-
ed to neither identify key or critical elements of all aspects
nor delineate the scope of any or all aspects. Its sole
purpose is to present some concepts of one or more as-
pects in a simplified form as a prelude to the more detailed
description that is presented later.
[0011] The subject disclosure provides for securely de-
termining resource utilization usage at a user terminal
and providing a report of usage to a network server. The
usage report can be certified by a digital signature spe-
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cific to the user terminal. The certification is utilized by
the network server to verify the usage report. For in-
stance, the certification can enable the server to verify
that a specific user terminal utilized the reported resourc-
es, or that a specific device facilitated consumption of
resource data for another such device. Additionally, cer-
tification can enable detection of tampering of the report
after certification.
[0012] Furthermore, the subject specification disclos-
es a mechanism for tracking and reporting peer-to-peer
usage of wireless resources and wireless data consump-
tion. Usage reports submitted to the network server
based on ad-hoc data exchange can identify an ad-hoc
partner, or amount of data associated with such data ex-
change. Accordingly, the network server can cross-verify
reported data submitted by multiple ad-hoc communica-
tion partners as an additional cross-check on veracity of
reported information.
[0013] According to some aspects of the disclosure, a
method of accounting for wireless communications is
provided. The method can comprise obtaining a reported
resource usage submitted by a user terminal (UT), the
reported usage is certified with a terminal-specific digital
signature. The method can additionally comprise validat-
ing the reported usage.
[0014] According to one or more other aspects, an ap-
paratus provides accounting for wireless communica-
tions. The apparatus can comprise a communication in-
terface that obtains a reported resource usage submitted
by a UT; the reported usage is certified with a terminal-
specific digital signature. Moreover, the apparatus can
comprise a processing circuit that validates the reported
usage.
[0015] In still other aspects, disclosed is an apparatus
that accounts for wireless communications. The appara-
tus can comprise means for obtaining a reported re-
source usage submitted by a UT, the reported usage is
certified with a terminal-specific digital signature. The ap-
paratus can additionally comprise means for validating
the reported usage.
[0016] According to at least one further aspect, provid-
ed is a processor configured to account for wireless com-
munications. The processor can comprise a first module
for obtaining a reported resource usage submitted by a
UT, the reported usage is certified with a terminal-specific
digital signature. Further, the processor can comprise a
second module for validating the reported usage.
[0017] In yet other aspects, disclosed is a computer
program product comprising a computer-readable medi-
um. The computer-readable medium can comprise a first
set of codes for causing a computer to obtain a reported
resource usage submitted by a UT, the reported usage
is certified with a terminal-specific digital signature. The
computer-readable medium can further comprise a sec-
ond set of codes for causing the computer to validate the
reported usage.
[0018] According to one or more aspects of the subject
disclosure, provided is a method of accounting for remote

communications. The method can comprise utilizing a
set of resources in conjunction with wireless data ex-
change. Moreover, the method can comprise transmit-
ting a report of resource usage, the report is certified with
a UT-specific digital signature.
[0019] In accordance with other aspects, disclosed is
a UT configured to account for remote communications.
The UT can comprise a processing circuit that utilizes a
set of resources in conjunction with wireless data ex-
change. Further, the UT can comprise an accounting
module that compiles and transmits a report of resource
usage; the report is certified with a digital signature spe-
cific to the UT. Further to the above, the UT can comprise
memory that stores a digital certificate associated with
the digital signature.
[0020] According to additional aspects, provided is an
apparatus configured to account for remote communica-
tions. The apparatus can comprise means for utilizing a
set of resources in conjunction with wireless data ex-
change. The apparatus can additionally comprise means
for transmitting a report of resource usage, the report is
certified with a UT-specific digital signature.
[0021] Further to the above, provided is a processor
configured to account for remote communication. The
processor can comprise a first module for utilizing a set
of resources in conjunction with wireless data exchange.
Further, the processor can comprise a second module
configured for transmitting a report of resource usage,
the report is certified with a UT-specific digital signature.
[0022] In at least one further aspect, disclosed is a
computer program product comprising a computer-read-
able medium. The computer-readable medium can com-
prise a first set of codes for causing a computer to utilize
a set of resources in conjunction with wireless data ex-
change. The computer-readable medium can further
comprise a second set of codes for causing the computer
to transmit a report of resource usage, the report is cer-
tified with a UT-specific digital signature.
[0023] To the accomplishment of the foregoing and re-
lated ends, the one or more aspects comprise the fea-
tures hereinafter fully described and particularly pointed
out in the claims. The following description and the an-
nexed drawings set forth in detail certain illustrative as-
pects of the one or more aspects. These aspects are
indicative, however, of but a few of the various ways in
which the principles of various aspects can be employed
and the described aspects are intended to include all
such aspects and their equivalents.

BRIEF DESCRIPTION OF THE DRAWINGS

[0024]

Fig. 1 illustrates a block diagram of an example sys-
tem that provides wireless communication in accord-
ance with aspects set forth herein.
Fig. 2 depicts a block diagram of an example com-
munication apparatus for employment with a wire-
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less communication environment.
Fig. 3 depicts a block diagram of an example ad-hoc
communication between user terminals (UTs) ac-
cording to aspects of the subject disclosure.
Fig. 4 illustrates a block diagram of a sample certified
usage record submitting by a UT to a network server,
according to other aspects.
Fig. 5 depicts a block diagram of an example network
accounting server according to one or more addi-
tional aspects.
Fig. 6 depicts a block diagram of an example system
that provides supplemental services and advertise-
ment for peer-peer communication in some aspects.
Fig. 7 illustrates a block diagram of a sample system
that optimizes supplemental services and 3rd party
ads based on user data according to further aspects.
Fig. 8 depicts a block diagram of a sample mobile
device configured to securely track and report re-
source usage according to some aspects.
Fig. 9 illustrates a flowchart of an example method-
ology for facilitating secure resource reporting at ter-
minal devices.
Fig. 10 depicts a flowchart of a sample methodology
for obtaining and verifying resource utilization re-
ports from one or more UTs.
Fig. 11 illustrates a flowchart of an example meth-
odology for securely tracking and reporting resourc-
es utilized in wireless communication.
Fig. 12 depicts a flowchart of an example method-
ology for secure reporting of ad-hoc communication
according to at least one aspect of the disclosure.
Fig. 13 illustrates a block diagram of an example
system that provides wireless communication be-
tween devices according to aspects of the subject
disclosure.
Fig. 14 depicts a block diagram of a sample system
that verifies resource usage data submitted by a UT
according to one or more aspects disclosed herein.
Fig. 15 depicts a block diagram of an example sys-
tem that securely tracks and reports wireless re-
source usage according to further aspects.

DETAILED DESCRIPTION

[0025] Various aspects are now described with refer-
ence to the drawings, wherein like reference numerals
are used to refer to like elements throughout. In the fol-
lowing description, for purposes of explanation, numer-
ous specific details are set forth in order to provide a
thorough understanding of one or more aspects. It may
be evident, however, that some aspect(s) can be prac-
ticed without these specific details. In other instances,
well-known structures and devices are shown in block
diagram form in order to facilitate describing one or more
aspects.
[0026] In addition, various aspects of the disclosure
are described below. It should be apparent that the teach-
ings herein can be embodied in a wide variety of forms

and that any specific structure and/or function disclosed
herein is merely representative. Based on the teachings
herein one skilled in the art should appreciate that an
aspect disclosed herein can be implemented independ-
ently of other aspects and that two or more of such as-
pects can be combined in various manners. For example,
an apparatus can be implemented, or a method practiced
using any number of the aspects set forth herein. In ad-
dition, an apparatus can be implemented, or a method
practiced using other structure or functionality in addition
to or other than one or more of the aspects set forth here-
in. As an example, many of the methods, devices, sys-
tems and apparatuses described herein are described in
the context of providing secure tracking and reporting of
wireless resource usage at a terminal device. It should
be appreciated that similar techniques could apply to oth-
er communication environments.
[0027] As wireless communication systems evolve,
various forms of communication can be employed includ-
ing direct wireless interface to network access points,
relayed interface to access points (e.g., by way of one or
more terminal devices), or ad-hoc communication be-
tween user terminals (UTs). If a communication system
does not require operator-owned access points, yet
makes use of licensed spectrum, there should be a way
to enable a spectrum provider to assess a level of usage
of airlink resources. The level of usage is typically related
to infrastructure and licensing costs, and consequently
is useful data for properly pricing services provided to
subscribers, or for other management reasons.
[0028] In traditional cellular systems where operator-
owned access points provide direct or indirect service to
communication resources, such access points can de-
termine resource usage levels for subscriber devices.
Accordingly, user-related security concerns related to
device usage (e.g., based on user error, user fraud, or
the like) are mitigated or avoided. For ad-hoc communi-
cations, however, the operator controlled access points,
if present, have limited capacity to monitor usage levels
of surrounding UTs to perform these tracking functions.
Specifically, operator-controlled access points are either
not needed for or only indirectly involved in ad-hoc com-
munications.
[0029] Moreover, some conventional models associ-
ated with wireless communications are being displaced.
For example, cognitive phones employed for use in li-
censed and unlicensed spectrums are increasingly being
employed. Likewise, peer to peer frameworks for com-
munications are being employed. Consequently, con-
ventional models for tracking use of spectrum bandwidth,
services consumed, etc., are becoming inefficient for re-
couping expenses associated with wireless infrastruc-
ture utilized by terminals, let alone monetizing such use.
Regardless of the form of communication, a point of rel-
ative commonality across wireless communication
schemes is use of resources by user terminals.
[0030] Accordingly, one manner of addressing the
foregoing paradigm shift in communication models is for
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UTs to conduct periodic, self-reported accounting asso-
ciated with resource utilization. In this model, devices
can report resource usage in conjunction with wireless
communications back to a network. Reporting can be
conducted periodically, sporadically - based on occur-
rence of a determined condition, or based on a network
reporting trigger, etc., as prescribed in a service agree-
ment, for example - or the like. The report can comprise
various data characterizing usage of peer-to-peer or net-
work resources. Thus, for instance, the report can specify
a number of data packets received/sent/consumed in
communication, number of bytes received/sent/con-
sumed, time spent in an active state, and so on. To this
end, a wireless terminal can wait until a connection to
the service provider’s network is available, and then up-
load a usage report back to a network accounting server.
The accounting server can be operated by the service
provider or an affiliated service provider, for instance.
[0031] In addition to the foregoing, a UT can be asso-
ciated with a terminal-specific digital certificate, stored in
memory at the mobile terminal. The terminal-specific dig-
ital certificate can include or be associated with several
parameters. For instance, the parameters can comprise
a device identifier for the UT (e.g., a hardware address
or universally unique identifier [UUID]), a public key as-
sociated with the identifier (e.g., a 64-byte or 2048 bit
number), a serial number, and a Certificate Authority
(CA) signature. Additionally, the digital certificate can be
associated with secret data or material indicative of and
private to the specific UT, utilized to generate a digital
signature unique or substantially unique to the UT.
[0032] The terminal-specific secret data/material can
be embedded during manufacturing of such device, in
secure hardware, software or a combination thereof for
example. Additionally, the secret data/material can be
used (e.g., as a private key) to secure the collection of
usage data and the compilation of an accounting report
and transmission thereof to remote entities, and to facil-
itate integrity, non-repudiation, and other security goals.
For instance, a signature computed using a private key
part of a public/private key pair associated with the digital
certificate can be utilized by a network accounting server
to verify identification (ID) of a submitting terminal as well
as integrity of data in the report.
[0033] In one aspect, the security measures comprise
securing accounting records for accuracy and transmis-
sion integrity prior to transmitting the records. For exam-
ple, a terminal can employ a digital certificate specific to
the terminal to digitally sign the accounting records. In
one aspect, the process of digital signature involves the
terminal employing a key private to the terminal to exe-
cute a signature on a hash of the accounting records
(e.g., a hash function applied to pertinent accounting da-
ta). When the signed records reach an Accounting Serv-
er, the Server can verify the records having been collect-
ed by the terminal identified by the certificate. In one in-
stance, the Accounting Server receiving the signed
records can utilize the terminal’s public key to verify the

associated message. To this end, the Accounting Server
can employ a database of digital certificates (e.g., termi-
nal identifiers and corresponding public keys), or else
can validate such certificates in other suitable manners.
[0034] An alternative mechanism for achieving the
goal of securing and authenticating terminal-initiated ac-
counting records involves a terminal-specific secret data,
material, key, etc., that is stored at both the terminal and
at a network entity (e.g., the accounting server). This ter-
minal-specific secret data/material/key is referred here-
inafter as a shared-secret key. Additionally, it is to be
appreciated that the shared-secret key can, according to
various aspects, be of a different form from the private
key discussed above (e.g., different length, generated
from a different function, and so forth) or a similar form.
The shared-secret key can be employed in both securing
data stored at or transmitted from a terminal, and authen-
ticating data received at a recipient of the transmission.
[0035] When employing a shared-secret key, a termi-
nal can generate a message authentication code (MAC)
(which also can be referred to as a message integrity
code [MIC]). For instance, the MAC can be generated
with a keyed one-way hash function, such as an HMAC-
MD5 function, or HMAC-SHA1 function, or the like. The
MAC (or MIC) can be written onto a report generated and
stored in the terminal (e.g., in non-secure memory) or
transmitted to an external device (e.g., the accounting
server) as a means of securing the data stored in the
report.
[0036] When the accounting server receives such a
transmission, a corresponding version of the MAC is gen-
erated by the server, using the same shared-secret key
and keyed one-way hash function. The MAC can be com-
pared with the MAC written onto the report by the termi-
nal. If the comparison is a match, the accounting server
can infer that the report is both initiated by the particular
terminal and not tampered with, and authenticate the re-
port. If the comparison is not a match, the accounting
server can infer that the report is not authentic. Results
of the comparison based on the shared-secret key are
referred to as digital authentication. Digital authentication
therefore, as utilized herein (and in contrast to a digital
signature), refers to a shared-secret key (or other suitable
data/material) employed by both the terminal and the ac-
counting server in securing transmitted data and verifying
the integrity of received data, respectively. It should be
appreciated that where digital signature or digitally sign-
ing is referred to herein for securing or verifying data,
digital authentication can be employed as an alternative
to or in addition to digital signature, unless otherwise clear
from pertinent context.
[0037] A wireless communication accounting record,
as described herein, can reflect usage of licensed spectra
quantified in a variety of ways. For example, total number
of IP (Internet Protocol) data packets exchanged by the
terminal during a certain period, total number of bytes
consumed, sent or received in a certain period, duration
of time the terminal is "active", or a subset thereof can
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serve to quantify data contained in the record. Further-
more, the record can specify an ID of a communication
partner for each active period. The latter feature can en-
able cross-verification of records submitted by UTs, as
discussed in detail, infra.
[0038] Wireless terminals operated in a peer-to-peer
fashion can be configured to track respective spectrum
usage efficiently. Processing resources can therefore be
conserved at network components when such terminals
compile and report their own accounting records to the
infrastructure. However, because the terminals are often
only marginally controlled, or not controlled at all, by the
operator’s network during peer-to-peer communication,
security risks arise due to device-managed tracking and
reporting.
[0039] Moreover, accurate data related to respective
UT resource usage can be employed in connection with
billing advertisers (e.g., who pay as a function of UT us-
age, or access thereto by respective advertisers), charg-
ing users for resource utilization, fee-splitting among us-
ers, service providers, advertisers, and the like. In addi-
tion, such data can be utilized to provision services as a
function of user usage, type of usage, preferences, etc.
as well as to set pricing for service providers, advertisers
and the like for targeting a subset of users. Accordingly,
aspects described herein can facilitate tracking of re-
source utilization, optimizing monetizing models, provi-
sioning of services, setting rates, load balancing, enhanc-
ing user experience, personalization of services, optimiz-
ing resource allocation, and the like.
[0040] Some security threats associated with device-
managed accounting can include fraud (e.g., under-re-
porting), failure to report, or impersonation/spoofing of
accounting records on behalf of other (e.g., victim) ter-
minals. Other security threats can exist as well, and in
general can arise as a result of intentional or unintentional
mis-operation of a terminal, usually under the control of
a user. As described herein, security measures are pro-
vided to mitigate or avoid threat of mistaken or fraudulent
reporting.
[0041] In addition to the foregoing, resource usage can
be tracked and usage records compiled in a secure plat-
form, a trusted module, or tamper-resistant module of a
terminal. This can mitigate unauthorized access to the
records by another module of the device (e.g., a user or
device-programmable module). Storage of records can
also be secure and resistant to tampering by unauthor-
ized software/hardware modules. In addition, such
records can be securely provided to a software/hardware
portion that performs the digital signing utilizing a UT-
specific secret data (e.g., private key associated with a
digital certificate). Once the records are digitally signed
as discussed supra, the signed records can be output
from the secure location of the device via a secure inter-
face for transmission to the Accounting Server.
[0042] As noted above, accounting records can con-
tain a cumulative record of bytes or packets sent, or re-
ceived by the terminal in question during a period of time,

or the record can be broken down by communicating peer
during a time. For example, if terminal A has had peer-
to-peer communications with terminal B, and then termi-
nal C, terminal A can report the packets, number of pack-
ets, bytes of transferred data, etc., exchanged with B
separately from the packets/number of packets/bytes ex-
changed with C. As an optional aspect, users can opt-in
in exchange for certain benefits, for example, a service
provider can cross-check records of different peer devic-
es where such devices are configured to report account-
ing records per-peer. Crosschecking configuration could
be for all sessions or for a possibly random subset of
sessions in order to reduce crosschecking overhead. In
at least one aspect, at the end of a peer-to-peer commu-
nication session, two or more terminals can exchange
accounting records of a completed session for cross-
checking, and respectively can obtain a summary of the
session digitally signed by a private key particular to the
partner terminal. Crosschecking and cross signing ena-
bles additional system optimizations, such as employing
a single peer-to-peer partner to submit accounting
records for a session, which are signed by both partners.
Which terminal performs the reporting can be negotiat-
ed/configured or determined statistically, and by mutual
agreement of modules of such terminals.
[0043] As used in the subject disclosure, the terms
"component," "system," "module" and the like are intend-
ed to refer to a computer-related entity, either hardware,
software, software in execution, firmware, middle ware,
microcode, and/or any combination thereof. For exam-
ple, a module can be, but is not limited to being, a process
running on a processor, a processor, an object, an exe-
cutable, a thread of execution, a program, a device,
and/or a computer. One or more modules can reside with-
in a process, or thread of execution; and a module can
be localized on one electronic device, or distributed be-
tween two or more electronic devices. Further, these
modules can execute from various computer-readable
media having various data structures stored thereon. The
modules can communicate by way of local or remote
processes such as in accordance with a signal having
one or more data packets (e.g., data from one component
interacting with another component in a local system,
distributed system, or across a network such as the In-
ternet with other systems by way of the signal). Addition-
ally, components or modules of systems described here-
in can be rearranged, or complemented by additional
components/modules/systems in order to facilitate
achieving the various aspects, goals, advantages, etc.,
described with regard thereto, and are not limited to the
precise configurations set forth in a given figure, as will
be appreciated by one skilled in the art.
[0044] Furthermore, various aspects are described
herein in connection with a user terminal (UT). A UT can
also be called a system, a subscriber unit, a subscriber
station, mobile station, mobile, mobile communication
device, mobile device, remote station, remote terminal,
access terminal (AT), user agent (UA), a user device, or
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user equipment (UE). A subscriber station can be a cel-
lular telephone, a cordless telephone, a Session Initiation
Protocol (SIP) phone, a wireless local loop (WLL) station,
a personal digital assistant (PDA), a handheld device
having wireless connection capability, or other process-
ing device connected to a wireless modem or similar
mechanism facilitating wireless communication with a
processing device.
[0045] In one or more exemplary embodiments, the
functions described can be implemented in hardware,
software, firmware, middleware, microcode, or any suit-
able combination thereof. If implemented in software, the
functions can be stored on or transmitted over as one or
more instructions or code on a computer-readable me-
dium. Computer-readable media includes both computer
storage media and communication media including any
medium that facilitates transfer of a computer program
from one place to another. A storage media may be any
physical media that can be accessed by a computer. By
way of example, and not limitation, such computer stor-
age media can comprise RAM, ROM, EEPROM, CD-
ROM or other optical disk storage, magnetic disk storage
or other magnetic storage devices, smart cards, and flash
memory devices (e.g., card, stick, key drive...), or any
other medium that can be used to carry or store desired
program code in the form of instructions or data structures
and that can be accessed by a computer. For example,
if the software is transmitted from a website, server, or
other remote source using a coaxial cable, fiber optic
cable, twisted pair, digital subscriber line (DSL), or wire-
less technologies such as infrared, radio, and microwave,
then the coaxial cable, fiber optic cable, twisted pair, DSL,
or wireless technologies such as infrared, radio, and mi-
crowave are included in the definition of medium. Disk
and disc, as used herein, includes compact disc (CD),
laser disc, optical disc, digital versatile disc (DVD), floppy
disk and blu-ray disc where disks usually reproduce data
magnetically, while discs reproduce data optically with
lasers. Combinations of the above should also be includ-
ed within the scope of computer-readable media.
[0046] For a hardware implementation, the processing
units’ various illustrative logics, logical blocks, modules,
and circuits described in connection with the aspects dis-
closed herein can be implemented or performed within
one or more application specific integrated circuits
(ASICs), digital signal processors (DSPs), digital signal
processing devices (DSPDs), programmable logic devic-
es (PLDs), field programmable gate arrays (FPGAs), dis-
crete gate or transistor logic, discrete hardware compo-
nents, general purpose processors, controllers, micro-
controllers, microprocessors, other electronic units de-
signed to perform the functions described herein, or a
combination thereof. A general-purpose processor can
be a microprocessor, but, in the alternative, the processor
can be any conventional processor, controller, microcon-
troller, or state machine. A processor can also be imple-
mented as a combination of computing devices, e.g., a
combination of a DSP and a microprocessor, a plurality

of microprocessors, one or more microprocessors in con-
junction with a DSP core, or any other suitable configu-
ration. Additionally, at least one processor can comprise
one or more modules operable to perform one or more
of the steps and/or actions described herein.
[0047] Moreover, various aspects or features de-
scribed herein can be implemented as a method, appa-
ratus, or article of manufacture using standard program-
ming and/or engineering techniques. Further, the steps
and/or actions of a method or algorithm described in con-
nection with the aspects disclosed herein can be embod-
ied directly in hardware, in a software module executed
by a processor, or in a combination of the two. Addition-
ally, in some aspects, the steps or actions of a method
or algorithm can reside as at least one or any combination
or set of codes or instructions on a machine-readable
medium, or computer-readable medium, which can be
incorporated into a computer program product. The term
"article of manufacture" as used herein is intended to
encompass a computer program accessible from any
suitable computer-readable device or media.
[0048] Additionally, the word "exemplary" is used here-
in to mean serving as an example, instance, or illustra-
tion. Any aspect or design described herein as "exem-
plary" is not necessarily to be construed as preferred or
advantageous over other aspects or designs. Rather, use
of the word exemplary is intended to present concepts
in a concrete fashion. As used in this application, the term
"or" is intended to mean an inclusive "or" rather than an
exclusive "or". That is, unless specified otherwise, or
clear from context, "X employs A or B" is intended to
mean any of the natural inclusive permutations. That is,
if X employs A; X employs B; or X employs both A and
B, then "X employs A or B" is satisfied under any of the
foregoing instances. In addition, the articles "a" and "an"
as used in this application and the appended claims
should generally be construed to mean "one or more"
unless specified otherwise or clear from context to be
directed to a singular form.
[0049] As used herein, the terms to "infer" or "infer-
ence" refer generally to the process of reasoning about
or inferring states of the system, environment, or user
from a set of observations as captured via events, or
data. Inference can be employed to identify a specific
context or action, or can generate a probability distribu-
tion over states, for example. The inference can be prob-
abilistic-that is, the computation of a probability distribu-
tion over states of interest based on a consideration of
data and events. Inference can also refer to techniques
employed for composing higher-level events from a set
of events, or data. Such inference results in the construc-
tion of new events or actions from a set of observed
events and/or stored event data, whether or not the
events are correlated in close temporal proximity, and
whether the events and data come from one or several
event and data sources.
[0050] Referring now to the drawings, Fig. 1 illustrates
a wireless communication system 100 with multiple base
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stations 110 and multiple terminals 120, such as can be
utilized in conjunction with one or more aspects. A base
station (110) is generally a fixed station that communi-
cates with the terminals and can also be called an access
point, a Node B, or some other terminology. Each base
station 110 provides communication coverage for a par-
ticular geographic area or coverage area, illustrated as
three geographic areas in Fig. 1, labeled 102a, 102b,
and 102c. The term "cell" can refer to a base station
and/or its coverage area depending on the context in
which the term is used. To improve system capacity, a
base station geographic area/coverage area can be par-
titioned into multiple smaller areas (e.g., three smaller
areas, according to cell 102a in Fig. 1), 104a, 104b, and
104c. Each smaller area (104a, 104b, 104c) can be
served by a respective base transceiver subsystem
(BTS). The term "sector" can refer to a BTS and/or its
coverage area depending on the context in which the
term is used. For a sectorized cell, the BTSs for all sectors
of that cell are typically co-located within the base station
for the cell. The RUM accumulation/utilization techniques
described herein can be used for a system with sector-
ized cells as well as a system with multiple un-sectorized
cells (e.g., a plurality of cells of a larger geographic area).
For simplicity, in the following description, unless speci-
fied otherwise, the term "base station" is used generically
for a fixed station that serves a sector as well as a fixed
station that serves a cell. In addition, the term "cell" is
used generically to refer to a geographic cell comprising
multiple sectors, or a geographic area comprising multi-
ple cells.
[0051] Terminals 120 are typically dispersed through-
out the system, and each terminal 120 can be fixed or
mobile. Terminals 120 can also be called a mobile station,
user equipment, a user device, or some other terminol-
ogy, as discussed above. A terminal 120 can be a wire-
less device, a cellular phone, a personal digital assistant
(PDA), a wireless modem card, and so on. Each terminal
120 can communicate with zero, one, or multiple base
stations 110 on the downlink and uplink at any given mo-
ment. The downlink (or forward link) refers to the com-
munication link from the base stations to the terminals,
and the uplink (or reverse link) refers to the communica-
tion link from the terminals to the base stations. As used
herein, a base station with which a terminal 120 maintains
an active communication or an active registration is
termed a "serving base station".
[0052] For a centralized architecture, a system control-
ler 130 couples to base stations 110 and provides coor-
dination and control for base stations 110. For instance,
as discussed herein, the system controller can obtain
accounting records submitted by terminals 120 to the
base stations 110, and managing the accounting records
at the system controller 130. Further, the system control-
ler 130 can cross-check accounting records that are de-
lineated by peer node (e.g., obtained by one base station
or records obtained by multiple base stations 120 and
stored in a database at the system controller 130), to

provide additional verification of data submitted in such
records.
[0053] For a distributed architecture, base stations 110
can communicate with one another as needed (e.g., em-
ploying a backhaul network, not depicted). Data trans-
mission on the forward link often occurs from one access
point to one access terminal at or near the maximum data
rate that can be supported by the forward link and/or the
communication system. Additional channels of the for-
ward link (e.g., control channel) can be transmitted from
multiple access points to one access terminal. Reverse
link data communication can occur from one access ter-
minal to one or more access points.
[0054] Fig. 2 is an illustration of a semi-planned ad hoc
wireless communication environment 200, in accordance
with various aspects. System 200 can comprise one or
more base stations 202 in a cell, or sector (206a, 206b,
206c, 206d) that receives, transmits, repeats, etc., wire-
less communication signals to other base stations (not
depicted), or to one or more mobile devices 204. As il-
lustrated, base station 202 can provide communication
coverage for a particular geographic area 206a. The base
station 202 can comprise a transmitter chain and a re-
ceiver chain, each of which can in turn comprise a plu-
rality of components associated with signal transmission
and reception (e.g., processors, modulators, multiplex-
ers, demodulators, demultiplexers, antennas, and so
forth.), as will be appreciated by one skilled in the art
(e.g., see Fig. 13, infra).
[0055] Mobile devices 204 can be, for example, cellular
phones, smart phones, laptops, handheld communica-
tion devices, handheld computing devices, satellite radi-
os, global positioning systems, PDAs, or any other suit-
able device configured for wireless data exchange with
a remote device. It should be appreciated that mobile
devices 204 can also receive, transmit, repeat, etc., wire-
less communication signals to each other and/or to the
base station(s) 202 of system 200. Additionally, system
208 can comprise a synchronization transmitter 208 that
facilitates ad-hoc communication between the mobile de-
vices 204. For instance, synchronization transmitter 208
can transmit a synchronization timing sequence em-
ployed by the mobile terminals as a timing reference for
peer-to-peer transmission, reception, processing, or the
like (e.g., see also Fig. 13). In some circumstances, the
timing sequence can be broadcast over a relatively wide
geographic area (e.g., comprising multiple cells or sec-
tors 206a, 206b, 206c, 206d), since the timing sequence
can be a simple pulse signal generating and receiving
little interference for other devices (202, 204). System
200 can be employed in conjunction with various aspects
of the subject disclosure in order to facilitate providing a
wireless communication environment (200), as set forth
herein.
[0056] Fig. 3 depicts a block diagram of an example
system 300 of ad-hoc communication according to as-
pects of the subject disclosure. System 300 comprises
a first UT, UT-A 302 that maintains wireless communi-
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cation link 306 with a second UT, UT-B 304. The UTs
302, 304 are configured to track wireless resources uti-
lized by the UTs 302, 304 in conjunction with the wireless
link 306 and quantize data sent, received, or consumed
in conjunction with such wireless resources. The quan-
tized data can be compiled into a resource usage record
(308A, 308B) that can be transmitted to accounting serv-
er 310 of a wireless network. According to particular as-
pects of the subject disclosure, the resource usage
record (308A, 308B) is digitally signed with a private key
associated with a digital certificate specific to a UT (302,
304) compiling the report. Accordingly, accounting server
310 can verify a UT (302, 304) submitting a usage record
(308A, 308B) and verify whether the data included in such
record (308A, 308B) is authentic.
[0057] UT (302, 304) can employ a secure tracking de-
vice (not depicted, but see Fig. 8 at 812) to track resource
usage of UT (302, 304) in conjunction with wireless data
exchange employed by the UTs 302, 304. As utilized
herein, a resource can include data exchanged via a li-
censed frequency (e.g., a cellular frequency), use of a
mobile device application (e.g., media file, streaming vid-
eo application, streaming audio application, or the like),
data consumed in conjunction with the mobile device ap-
plication, or the like. In addition, data can be quantified
by a number of IP data packets transmitted or received
by UT (302, 304), or consumed by applications of UT
(302, 304), a number of bytes transmitted/received/con-
sumed by UT (302, 304), or the like. In addition to the
foregoing, utilization of a resource can be quantified by
a period of time that UTs 302, 304 maintain wireless link
306, or a link with a base station or application server
(not shown), for instance in conducting voice communi-
cation or data communication (e.g., downloading data,
watching news, sports, etc., from an network application
server), and so on. Thus, in at least some aspects of the
subject disclosure, UT resource usage can include peer-
to-peer usage, UT-network usage, or peer-to-peer usage
in conjunction with UT-network usage. It is to be appre-
ciated, however, that the foregoing resources and re-
source utilization are examples only. Other suitable ex-
amples of resource utilization, or data quantization de-
termined by way of the context provided herein are con-
templated as track-able resources that can be utilized in
conjunction with wireless data exchange.
[0058] UTs 302, 304 can track resource usage by var-
ious mechanisms. For instance, data packets, bytes, etc.,
sent, received and/or consumed by UT applications can
be counted and stored in memory (e.g., tamper-resistant
memory) of the UTs 302, 304. In other aspects, the re-
source utilization can be logged and maintained in a da-
ta/resource log stored in the memory. Other mechanisms
of tracking resource usage by an electronic device are
contemplated herein.
[0059] Resource usage tracked by UTs 302, 304 is
compiled into a usage or accounting record 308A, 308B
by the respective UTs 302, 304. The resource/accounting
records 308A, 308B can be secured by UTs 302, 304 by

employing a digital certificate particular to each UT. Thus,
for instance, UT-A 302 can employ a private key associ-
ated with a digital certificate specific to UT-A 302 to dig-
itally sign usage record A 308A. Furthermore, as dis-
cussed in more detail below, UT-A 302 can receive a
summary of data exchanged between UT-A 302 and UT-
B 304, signed with a private key associated with a digital
certificate specific to UT-B 304.
[0060] Accounting server 310 can employ a public key
associated with UT-A 302 or UT-B 304 to verify authen-
ticity of usage record A or usage record B, respectively.
The public keys can be obtained directly from UT-A or
UT-B, since the public keys are part of the terminal-spe-
cific digital certificate; alternatively, the public keys can
be obtained from a database managed by accounting
server 310 or a network component coupled with ac-
counting server 310. As one specific example, account-
ing server 310 can receive a usage record(s) (308A,
308B) via wired or wireless data exchange with UT-A 302
and/or UT-B 304. The accounting server 310 can obtain
a UT-specific public key(s) associated with the respective
UT(s). The UT-specific public key(s) can be employed
by accounting server 310 to verify the UT-specific digital
signature(s) of the received usage record(s) (308A,
308B). Specifically, data signed with the digital signa-
ture(s) can be coupled with the UT-specific public key(s)
(e.g., according to a suitable digital signature algorithm)
to verify the signature(s). If the verification of the signa-
ture(s) of the usage record(s) succeeds, the record(s)
(308A, 308B) and data included therein can be verified
as accurate and initiated by a UT associated with the UT-
specific public key. If the verification of the signature(s)
of the usage record(s) does not pass, the record(s) can
be flagged as corrupt or untrustworthy, or the like. Once
the digital signature(s) is verified, accounting server 310
can read the data included within the usage record(s)
(308A, 308B) for data management, UT billing, or like
accounting functions of a mobile or wireless network.
[0061] According to at least one further aspect of the
subject disclosure, at least one of the UTs (302, 304) can
provide a usage summary associated with the wireless
link 306 to the other respective UT (302, 304) participat-
ing in the link. The usage summary can be signed by the
UT-specific private key associated with the certificate be-
longing to the sending UT(s) 302, 304. A usage summary
received from a partner UT (302, 304) can be included
in the usage report (308A, 308B) compiled by the receiv-
ing UT (302, 304). Accordingly, the usage report (308A,
308B) can be signed by, or include the UT-specific digital
signature of both devices participating in the wireless link
306. Accounting server 310 can thus verify the digital
signature of both UTs (302, 304), for instance as de-
scribed above, as a further verification of the usage report
(308A, 308B). In some aspects, accounting server 310
can cross-verify data included in one usage report, for
instance usage report 308A, with data included in a sec-
ond usage report, usage report 308B for instance. Par-
ticularly, where usage report 308A indicates a commu-
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nication with UT-B 304, a usage report (308B) associated
with UT-B 304 can be referenced to further verify accu-
racy of data submitted in usage report 308A.
[0062] Fig. 4 illustrates an example usage record 400
according to aspects of the subject disclosure. Usage
record 400 can comprise a terminal ID 402 identifying an
ID of a UT compiling the usage record 400. The ID can
include a mobile subscriber identity (MSI), an internation-
al mobile subscriber identity (IMSI), a subscriber ID as-
sociated with the UT, or a like identifier. Additionally, us-
age report 400 can comprise a terminal certificate 404.
Terminal certificate/ 404 can be utilized to verify authen-
ticity of a digital signature (412) utilized to authenticate/in-
tegrity-protect the usage report 400. In addition to the
foregoing, collection period(s) 406 can be specified by
the usage report 400. The collection period(s) 406 can,
for instance, indicate a period of resource usage utilized
in conjunction with wireless data exchange initiated by
the UT. For instance, the collection period(s) 406 can be
a single time period (e.g., a day, week, month, etc.) over
which usage data is collected by the UT, multiple time
periods each corresponding with an active resource us-
age (e.g., data and/or voice calls) by the UT, or both.
Further to the foregoing, usage report 400 can comprise
bytes sent/received/consumed 408 by the UT in conjunc-
tion with wireless data exchange. The bytes can be, for
instance, bytes sent/received/consumed over the collec-
tion period(s) 406. Additionally, usage report 400 can
comprise a peer-to-peer IP data packet count list 410.
The peer-to-peer IP data packet count list 410 can indi-
cate a peer ID of a peer node participating in an instance
of wireless data exchange with the UT, a number of pack-
ets sent to such peer node for the instance, and a number
of packets received from such peer node for the instance.
Additionally, usage report 400 can comprise a UT-spe-
cific signature 412 of the UT compiling the usage report
400. The UT-specific signature 412 can be utilized to
secure the information (402, 404, 406, 408, 410) included
in the usage report 400, and therefore can be used by
any suitable verifier to assess whether such information
(402, 404, 406, 408, 410) is compromised.
[0063] Fig. 5 depicts a block diagram of an example
accounting server 500 according to aspects of the subject
disclosure. Accounting server 500 can be utilized by a
mobile network to receive, verify, or manage resource
usage reports compiled and submitted by mobile termi-
nals engaging in wireless data exchange with remote
communication nodes (e.g., other mobile terminals, wire-
less access points, base stations, etc.). Specifically, ac-
counting server 500 can be configured to digitally verify
usage reports compiled and submitted by such terminals.
[0064] Accounting server 500 can comprise a commu-
nication interface 504. Communication interface 504 can
communicatively couple with a network or a combination
of networks (e.g., an Internet Protocol [IP] network and
a mobile network), to exchange data with one or more
UTs. Specifically, communication interface 504 can ob-
tain a reported resource usage (e.g., a usage report) from

a UT; the reported usage is certified with a terminal-spe-
cific digital signature. Optionally, accounting server 500
can initiate a response message to a UT submitting the
reported resource usage, the response message ac-
knowledging receipt of the reported resource usage.
[0065] Additionally, accounting server 500 can com-
prise a processing circuit 502. Processing circuit 502 can
validate a reported resource usage obtained by commu-
nication interface 504. Validation can comprise employ-
ing a public key associated with a UT compiling and sub-
mitting the reported resource usage to verify a terminal-
specific digital signature included in the reported re-
source usage. According to at least one aspect, process-
ing circuit 502 can further employ one or more public
keys associated with peer nodes participating in commu-
nication with the UT compiling and submitting the report-
ed resource usage to further validate the reported re-
source usage. For instance, the one or more public keys
can be employed to verify terminal-specific digital signa-
tures of such peer nodes included in the reported re-
source usage. In some aspects, the public keys of peer
nodes can be maintained in storage/memory 510, which
stores an authorized list of UTs (e.g., provided by UT
service providers) and public keys associated with such
UTs. In other aspects of the subject disclosure, account-
ing server 500 can obtain a public key from a digital cer-
tificate submitted by a UT.
[0066] In addition to the foregoing, accounting server
500 can comprise a data parser 506 that extracts usage-
related information from a reported resource usage ob-
tained at communication interface 504. The data parser
506 can extract, for instance, a number of packets and/or
number of bytes sent, received or consumed in wireless
data exchange associated with a UT. Further, the data
parser 506 can extract an ID of a node that originates or
receives data sent or received, respectively, by the UT,
a time, or duration of a wireless communication associ-
ated with the UT, or activation or duration of elevated
quality of service (QoS) mechanisms associated with the
UT. Data extracted by data parser 506 can be employed
for subscriber billing and accounting services based on
the reported resource usage provided by the UT. Spe-
cifically, a reporting module 508 can employ the network
interface 504 to submit data extracted by data parser 506
to a service provider’s billing and charging function.
[0067] According to at least one additional aspect of
the subject disclosure, data parser 506 can extract sub-
standard QoS levels observed by the UT in conjunction
with data exchange. Alternatively, or in addition, the data
parser 506 can extract under-usage (e.g., of pre-plan
minutes, bytes, data packets, etc.) information reported
in the resource usage provided by the UT. The substand-
ard QoS levels, or under-usage information, can be in-
cluded in the usage report by reporting module 508 and,
for instance, utilized to adjust billing or provide billing
credits, or the like.
[0068] Further to the above, accounting server 500 can
optionally trigger submission of reported resource usage
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from a UT, according to particular aspects of the disclo-
sure. For instance, communication interface 504 can op-
tionally initiate a request that is translated by mobile net-
work components into a wireless polling message, which
is forwarded to the UT. In response to the polling mes-
sage, the UT can submit a resource usage report to the
mobile network, digitally signed as described herein,
which can be routed to the communication interface 504.
As another example, communication interface 504 can
optionally comprise a wireless interface 512 configured
for wireless communication, to communicate directly or
indirectly with the UT at least in part over-the-air.
[0069] Fig. 6 illustrates a block diagram of a sample
system 600 that provides additional monetization of li-
censed spectra and provider services utilized by UT 602.
System 600 can take advantage of third party service
providers, advertisers, or mobile commercial entities and
leverage a network provider’s subscriber base in gener-
ating additional revenues. Secure data usage reported
by the UT can be employed as a factor in provisioning
services as a function of user usage, type of usage, or
preferences, to establish or balance fee-splitting among
users, or to set pricing for third parties who are provided
access to subscriber bandwidth (e.g., to deliver adver-
tisements, services, etc.). Accordingly, aspects of sys-
tem 600 can facilitate secure resource utilization tracking
in conjunction with optimizing monetization models, pro-
visioning of services, setting usage rates, load balancing,
enhancing user experience, personalizing services, op-
timizing resource allocation, and so on.
[0070] System 600 comprises a supplemental services
module (service module) 604 that serves as an interface
between UT 602 and third party providers (e.g., adver-
tisers, service providers, mobile commercial entities such
as coupon providers). Service module 604 can establish
a billing rate for third party access to data exchange in-
volving the UT 602. It is to be appreciated that access to
such data exchange can take various suitable forms de-
pending on the data, service or application delivered to
the UT 602. As one example, the access can involve
delivering an advertisement 614 to the UT 602 in con-
junction with the data exchange. In other aspects, the
access can involve delivering, and optionally facilitating
wireless redemption of mobile coupon 616 provided by
the third party. In yet other aspects, the access can in-
volve integrating an application 618 with the data ex-
change (e.g., a multi-media game) billed by the third party
provider to a UT subscriber (e.g., via an Internet pay serv-
ice). The third party data can be delivered to UT 602 in
various suitable manners as well. For instance, third party
files/applications can be extracted from data store 612
and delivered over-the-air to the UT 602 (e.g., via a radio
access network (RAN) gateway (GWY) 620 and a RAN
transmitter 622). Alternatively, the files/applications can
be delivered over-the-air to a peer-to-peer partner of UT
602. In at least some aspects, the files/applications can
be downloaded from a network server (e.g., web server,
Internet server, etc.) and loaded onto UT 602 manually.

[0071] UT 602 can track receipt, execution and/or data
exchange pertinent to the services/applications provided
by service module 604. As described herein, UT 602 can
compile and report such receipt/execution/data ex-
change in a secure manner utilizing secure components
and a UT-specific digital certificate. The report is received
at an accounting server 606 via a network communica-
tively coupled with UT 602 (e.g., a mobile network com-
prising base station 622 and RAN gateway 620). The
accounting server 606 can calculate billing to respective
parties (e.g., to the third party, to the subscriber) based
at least in part on the usage report. Thus, delivery of
services/applications to the UT can be billed to the third
party providing such services/applications. Alternatively,
or in addition, facilitating delivery/implementation of the
services/applications can be billed to the UT subscriber
(e.g., facilitating a wireless gaming application, mobile
coupon delivery and/or redemption thereof).
[0072] In at least some aspects, billing amount or avail-
ability of services/applications can be based on a rate
plan 610 of a particular subscriber. The rate plan 610
might, for instance, establish particular mobile or peer-
to-peer rates or provide modified rates if third party ads
can be delivered to UT 602. In such case, user selection
module 602A can enable the user to opt-in for third party
advertisements, services, applications, etc. In some as-
pects, user selection module 602A can enable a user of
UT 602 to indicate a multi-level participation program,
where levels of the participation program correspond to
degrees of access for third party providers/vendors at
various billing/usage levels. Thus, as a particular exam-
ple, a user can specify that one advertisement may be
delivered per peer-to-peer instance, but no mobile cou-
pons or other applications. Such a specification can cor-
respond to a particular tiered billing level for third parties
and/or the subscriber.
[0073] Data indicating the subscriber has opted-in, and
optionally a selected multi-level participation tier, can be
tracked at UT 602 and included in a secure usage report.
Once received, services module 604 can store the re-
ported data in a tiered rate plan 610 associated with the
subscriber at database 608. The database can later be
referenced to obtain the tiered rate plan 610 data when
UT 602 initiates/reports peer-to-peer activity. A particular
third party service/application 614, 616, 618 can then be
delivered to UT 602 based on the opted-in specifications
provided by the tiered rate plan 610. Additionally, appro-
priate billing levels for delivery of the service/application
can be determined from the tiered rate plan 610 and/or
from the type of service/application delivered, as suited
to network provider specifications. Billing can then be
conducted by accounting server 606, based on delivery
of the service/application, spectrum usage associated
with the service/application, or both.
[0074] Fig. 7 illustrates a block diagram of a sample
system 700 that provides optimized information for inte-
grating targeted advertisements and other third party ap-
plications with subscriber bandwidth and/or peer-to-peer

19 20 



EP 2 392 165 B1

12

5

10

15

20

25

30

35

40

45

50

55

calls. System 700 can obtain information pertaining to a
subscriber or subscriber account and aggregate the sub-
scriber data with commercial requirements of third party
vendors. The aggregated data is analyzed to find an op-
timal nexus point for relevancy, amount, timing, etc. of
targeted services/applications and delivery of such serv-
ices/applications to subscribers. As a result, system 700
can facilitate improved consumer response to targeted
advertisement, increased utilization of third party servic-
es, and the like.
[0075] System 700 comprises a services module 702
that obtains and aggregates user usage data 706 and
vendor commercial data 704. The vendor data could in-
clude various advertisements, mobile coupons, applica-
tions, etc., that can be coupled with subscriber data ex-
change (e.g., peer-to-peer usage). Furthermore, the ven-
dor data 704 can include various requirements and spec-
ifications as to billing, vendor compensation, distribution
and/or redemption, where suitable, of vendor services.
Additionally, the data 704 can include context informa-
tion, user history usage patterns, relative pricing, manu-
facturer usage specifications, and so on. The context in-
formation can include demographic data indicating an
age, nationality, culture, political viewpoint, or other per-
sonal or social trait of typical users of the vendor servic-
es/applications. Usage history and relative pricing data
can also indicate further user demographic information.
Such information can be utilized to identify subscribers
interested in the various services/applications based on
user data 706.
[0076] The user data 706 can be compiled by network
components (e.g., in conjunction with mobile network-
facilitated data exchange) or compiled by UTs (e.g., in
conjunction with peer-to-peer or network-facilitate data
exchange), or both. The data can include various usage,
context, caller, timing or demographic information about
a UT subscriber. Such data can be utilized to determine
a subscriber’s usage context, which can be categorized
into topic(s) of interest for targeted advertisements. As
examples, data (706) pertaining to a particular user can
include calling patterns such as peak call times and min-
imal call times, services and applications executed at the
UT, frequency of use, as well as contextual information
about those services and applications (e.g., media type,
genre), peer-to-peer usage, peer-to-peer partners, data
services usage and frequency, and so on. Additionally,
the data (706) can include contextual information of
search queries and search results, words spoken, typed,
transmitted, received, etc. by the user. In some aspects,
where user privacy may be at risk or where a subscriber
selects a rate plan involving lower data collection (e.g.,
to maximize device performance, minimize overhead
processing, etc., see infra), a subset of the data collection
can be subject to user-approval. In such instances, a
user could identify what applications, services or systems
from which data is/is not to be collected on a UT, what
categories of data are/are not to be collected, when data
can/can not be collected, and so on.

[0077] Additionally, in some aspects, a user can select,
or filter what type of user data is collected and submitted
to the aggregate user data 706. In other aspects, the
type, or amount of filtered data is established based on
a tiered rate plan. Thus, for instance, less expensive rate
plans can collect more information about the user to pro-
vide additional value for targeted advertising, and added
monetization to defray network costs. More expensive
rate plans can collect little or no information about the
user; where the network costs are partially or wholly in-
cluded in the rate plan. In other aspects, a combination
of the foregoing can be implemented. For instance, the
tiered rate plan can establish a baseline amount/type of
data collected about the user. Additionally, the user can
opt-in to have more data collected about them, optionally
as a function of type or category of data, to improve tar-
geted advertisements to the user. In some aspects, the
user can specify which vendors/vendor services can ac-
cess information collected about the user or deliver serv-
ices/applications to the user.
[0078] User data 706 and commercial data 704 can be
accessed by services module 702 and aggregated and
provided to an optimization module 708. Optimization
module 708 analyzes the data to identify services/appli-
cations most suited to/compatible with a particular user,
or users most interested in particular services/applica-
tions. In order to infer a highest probability of interest/suit-
ability optimization module 708 can utilize a set of models
(e.g., device/technology error model, bit error history
models, bit-level state charge loss model, etc.) in con-
nection with determining or inferring probability interest
or compatibility. The models can be based on a plurality
of information (e.g., usage history, user profile informa-
tion, vendor profile information, service/application pro-
file information, etc.). Optimization routines associated
with optimization module 708 can harness a model that
is trained from previously collected data, a model that is
based on a prior model that is updated with new data,
via model mixture or data mixing methodology, or simply
one that is trained with seed data, and thereafter tuned
in real-time by training with actual field data based on
parameters modified as a result of error correction in-
stances.
[0079] In addition, optimization module 708 can em-
ploy machine learning 710 and reasoning techniques in
connection with making determinations or inferences re-
garding optimization decisions, such as matching context
of users (e.g., where data indicates an interest in Britney
Spears and American Idol) with appropriate advertise-
ments and services (e.g., Britney merchandise, albums,
etc., American Idol commercials, sponsors, video
games, and so on). For example, optimization module
708 can employ a probabilistic-based or statistical-based
approach in connection with identifying suitable vendor
services/applications with interested users. Inferences
can be based in part upon explicit training of classifier(s)
(not shown), or implicit training based at least upon one
or more monitored results 504B, and the like, in conjunc-
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tion with selecting subsets of suspect bits 504A.
[0080] Optimization module 708 can also employ one
of numerous methodologies for learning from data and
then drawing inferences from the models so constructed
(e.g., Hidden Markov Models (HMMs) and related proto-
typical dependency models, more general probabilistic
graphical models, such as Bayesian networks, e.g., cre-
ated by structure search using a Bayesian model score
or approximation, linear classifiers, such as support vec-
tor machines (SVMs), non-linear classifiers, such as
methods referred to as "neural network" methodologies,
fuzzy logic methodologies, and other approaches that
perform data fusion, etc.) in accordance with implement-
ing various aspects described herein. Methodologies
employed by optimization module 708 can also include
mechanisms for the capture of logical relationships such
as theorem provers or heuristic rule-based expert sys-
tems. Inferences derived from such learned or manually
constructed models can be employed in other optimiza-
tion techniques, such as linear and non-linear program-
ming, that seek to maximize probabilities of error. For
example, maximizing an overall interest/relevancy be-
tween commercial data 704 and user data 706 can be
achieved through such optimization techniques.
[0081] Once optimization module 708 determines a
most appropriate set of services/applications for a set of
users, the determination is provided to services module
702. Services module can then distribute the services/ap-
plications to various users based on user preferences
(e.g., service/application relevance score, time of day,
initiation/completion of a service, peer-to-peer call, max-
imum/minimum number of services/applications deliv-
ered per day, etc.), and manufacturer specifications (e.g.,
required number of vendor services delivered per day,
optionally as a function of vendor billing level, user rele-
vance score, etc.). Suitable UT feedback, either provided
by a user or collected and transmitted securely as de-
scribed herein, can be updated to user data 704 as ad-
ditional data for the determination, to substitute a user-
defined preference for the determination, or the like. Ven-
dor/subscriber billing can be conducted upon delivering
the services/applications, as described with respect to
FIG. 6, supra.
[0082] Fig. 8 depicts a block diagram 800 of a sample
UT 802 configured to securely track and report resource
usage according to some aspects disclosed herein. UT
802 can be configured to wirelessly couple with one or
more remote transceivers 804 (e.g., access point, base
station, peer node). UT 802 can receive wireless signals
from an access point (804) on a FL channel and respond
with wireless signals on a RL channel, as known in the
art. Further, UT 802 can participate in peer-to-peer or ad-
hoc wireless communication with a remote peer device
(804) as described herein or known in the art. Further to
the above, UT 802 can be configured to track resources
utilized in conjunction with wireless communication with
remote transceiver 804, compile a resource report of the
tracked resources, and submit the report to a serving

network as described herein.
[0083] Mobile terminal 802 includes at least one an-
tenna 806 (e.g., a transmission receiver or group of such
receivers comprising an input interface) that receives a
signal (e.g., wireless message) and receiver(s) 808,
which performs typical actions (e.g., filters, amplifies,
down-converts, etc.) on the received signal. In general,
antenna 806 and transmitter 826 (collectively referred to
as a transceiver) can be configured to facilitate wireless
data exchange with remote transceiver 804.
[0084] Antenna 806 and receiver(s) 808 can also be
coupled with a demodulator 810 that can demodulate
received symbols and provide them to a processing cir-
cuit 814 for evaluation. It should be appreciated that
processing circuit 814 can control and/or reference one
or more components (806, 808, 810, 814, 816, 824, 828)
of the UT 802. Further, processing circuit 814 can exe-
cute one or more modules, applications, engines, or the
like (812, 824) that comprise information or controls per-
tinent to executing functions of the mobile terminal 802.
For instance, obtaining biometric user data to verify user
identity. In addition, processing circuit 814 can trigger
secure interface 812 to implement various secure or
tamper-resistant functions, such as tracking resource uti-
lization for the UT 802, compiling a resource utilization
record, or digitally signing the resource usage record with
a private key specific to the UT 802, as described herein.
[0085] Mobile terminal 802 can additionally include
memory 816 that is operatively coupled to processing
circuit 814. Memory 816 can store data to be transmitted,
received, and the like, and instructions suitable to con-
duct wireless communication with a remote device (804).
Further, memory 816 can store operating files or data for
the modules, applications, engines, etc. (812, 824) exe-
cuted by processing circuit 814, above.
[0086] In at least some aspects of the disclosure, UT
802 can comprise a secure interface 812 that prevents
or mitigates access to an accounting module 818, track-
ing module 820 or secure storage 822. The secure inter-
face 812 can be a tamper resistant module that verifies
communication with components of the UT 802 protected
by the secure interface 812. According to some aspects,
the secure interface 812 can specifically restrict access
to resource utilization data managed by tracking module
820, an in-progress resource usage report of such utili-
zation data compiled by accounting module 818, instruc-
tions, code or functions for compiling such report, or a
private key associated with a digital certificate specific to
UT 802 stored (e.g., burned in upon manufacture of UT
802) in secure storage 822.
[0087] UT 802 comprises an accounting module 818
that compiles the resource usage report from resource
utilization monitored by tracking module 820, as de-
scribed herein. Resource tracking and report compilation
can be implemented by secure processing (not depicted)
associated with the secure interface 812. Once the re-
source usage report is compiled, accounting module 818
can digitally sign the compiled report with a private key
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of UT 802 maintained at the secure storage 822. Once
digitally signed, the usage report can be output via the
secure interface 812 to processing circuit 814 for wireless
transmission via modulator 826 and transmitter 828. The
transmitter 828 can be employed, for instance, to submit
the digitally signed usage report to a mobile network
(804), directly or indirectly (e.g., by way of a peer node).
[0088] The resource usage record compiled by ac-
counting module 818 can be substantially as is described
herein, or as known in the art. In some aspects, account-
ing module 818 can further obtain from remote transceiv-
er 804 a digitally signed summary of data exchange be-
tween UT 802 and remote transceiver 804, signed by a
digital signature particular to the remote transceiver 804
(e.g., where the remote transceiver 804 is another user
terminal, such as a relay or a communication partner).
The digitally signed summary 804 can be included in the
resource usage report as an additional verification of
tracked resource data specified in the report.
[0089] According to at least one additional aspect, UT
802 can comprise a biometric scan module 824 that can
be utilized to verify identity of a user of the UT 802. The
biometric scanner 824 can comprise, for instance, a fin-
ger or thumb print scanner, a voice recognition module,
a retina scanner, or like module biometric identification
device. Biometric data obtained from the biometric scan-
ner 824 (e.g., finger/thumb print scan, voice data, retina
scan data, etc.) can be provided to processing circuit 814
to be referenced against biometric data of a user stored
in memory 816 (or, e.g., in secure storage 822). In some
aspects, access to some or all functions, applications or
resources of UT 802 can be conditioned on the biometric
data matching user data stored in memory (816 or 822).
Optionally, the scanned and/or stored biometric data can
be utilized, at least in part, to digitally sign the resource
usage record compiled by the accounting module 818
(e.g., the biometric data can be employed in generating
a private key for the terminal 802 that is specific to a
device user, or in generating an encryption key for the
device/user, or the like).
[0090] The aforementioned systems have been de-
scribed with respect to interaction between several com-
ponents, modules and/or communication interfaces. It
should be appreciated that such systems and compo-
nents/modules/interfaces can include those components
or sub-components specified therein, some of the spec-
ified components or sub-components, and/or additional
components. For example, a system could include UT-
A 302, UT-B 304, each comprising a secure interface
812, and accounting server 500, or a different combina-
tion of these and other components. Sub-components
could also be implemented as components communica-
tively coupled to other components rather than included
within parent components. Additionally, it should be not-
ed that one or more components could be combined into
a single component providing aggregate functionality.
For instance, tracking module 820 can include account-
ing module 818, or vice versa, to facilitate tracking re-

source utilization data and compiling a resource usage
report of such data by way of a single component. The
components can also interact with one or more other
components not specifically described herein but known
by those of skill in the art.
[0091] Furthermore, as will be appreciated, various
portions of the disclosed systems above and methods
below may include or consist of artificial intelligence or
knowledge or rule based components, sub-components,
processes, means, methodologies, or mechanisms (e.g.,
support vector machines, neural networks, expert sys-
tems, Bayesian belief networks, fuzzy logic, data fusion
engines, classifiers...). Such components, inter alia, and
in addition to that already described herein, can automate
certain mechanisms or processes performed thereby to
make portions of the systems and methods more adap-
tive as well as efficient and intelligent.
[0092] In view of the exemplary systems described su-
pra, methodologies that may be implemented in accord-
ance with the disclosed subject matter will be better ap-
preciated with reference to the flow charts of FIGs. 9-12.
While for purposes of simplicity of explanation, the meth-
odologies are shown and described as a series of blocks,
it is to be understood and appreciated that the claimed
subject matter is not limited by the order of the blocks,
as some blocks may occur in different orders and/or con-
currently with other blocks from what is depicted and de-
scribed herein. Moreover, not all illustrated blocks may
be required to implement the methodologies described
hereinafter. Additionally, it should be further appreciated
that the methodologies disclosed hereinafter and
throughout this specification are capable of being stored
on an article of manufacture to facilitate transporting and
transferring such methodologies to computers. The term
article of manufacture, as used, is intended to encom-
pass a computer program accessible from any computer-
readable device, device in conjunction with a carrier, or
storage medium.
[0093] Fig. 9 illustrates a flowchart of an example
methodology 900 for facilitating secure resource report-
ing at terminal devices. At 902, method 900 can obtain
a reported resource usage from a UT. The reported re-
source usage can be certified with a terminal-specific dig-
ital signature. In addition, the reported resource usage
can comprise information pertinent to wireless data ex-
change conducted by the UT. Certification by the termi-
nal-specific digital signature can be utilized to verify au-
thenticity of the information, as well as verify identity of
the UT conducting the wireless data exchange. In some
aspects, the reported resource usage can specify the ID
of the UT, time period(s) over which the information is
collected at the UT, number of data packets, or number
of bytes exchanged during the wireless data exchange,
an ID of a peer node or other participant to the wireless
data exchange, level of QoS associated with the data
exchange, or a combination of these or like information.
In at least one aspect, the reported resource usage can
further comprise a summary of data exchange associat-
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ed with at least one peer node, the summary is certified
with a digital signature of the peer node, as described
herein.
[0094] At 904, method 900 can validate the reported
resource usage obtained from the UT. Validation can
comprise obtaining a public key associated with the ter-
minal-specific digital signature from, for instance, a da-
tabase or direct communication from the terminal owning
the public key. In addition, the public key can be com-
bined with data provided by the reported resource usage
(e.g., according to an encryption or decryption algorithm)
to verify the digital signature. Digital signature verification
indicates the reported resource usage is valid. At 906,
method 900 can optionally submit a confirmation of the
usage report in response to obtaining the usage report,
in response to validating the usage report, in response
to generating a billing report based on the usage report,
or a combination thereof. Further, the usage report can
be digitally signed by a network server (e.g., a resource
accounting server). As described, method 900 enables
device-initiated tracking of wireless resources (e.g., li-
censed spectrum channels, media applications, data
sent/received/consumed, etc.) and secure compilation
and submission of such resources. Thus, device error,
user error, unauthorized data manipulation, data corrup-
tion and/or UT spoofing can be mitigated or avoided by
method 900.
[0095] Fig. 10 depicts a flowchart of a sample meth-
odology 1000 for obtaining and verifying resource utili-
zation reports from one or more UTs. At 1002, method
1000 can poll a UT for a resource usage report pertinent
to peer-to-peer wireless data exchange conducted by the
UT. Optionally, updates to the report can be periodically
obtained. At 1004, method 1000 can validate the re-
source usage report by analyzing a terminal-specific dig-
ital signature of the UT included in the usage report, as
described herein. At 1006, method 1000 can extract us-
age data from the report. In at least one aspect, the usage
data can comprise an ID of a peer node participating at
least in part in the peer-to-peer wireless data exchange.
The usage data can provide a duration of the peer-to-
peer data exchange, number of bytes/data packets ex-
changed, services utilized (e.g., streaming video servic-
es, streaming audio services, etc.), QoS level for the data
exchange, or the like. At 1008, method 1000 can cross-
reference a resource usage report of the peer node based
on the ID of the peer node included in the usage data
extracted from the resource utilization report. In some
aspects, the usage report of the peer node can be digitally
signed with a terminal-specific digital signature of the
peer node. The usage report of the peer node can be
verified based on the terminal-specific digital signature
of the peer node, in similar manner as the terminal-spe-
cific digital signature of the UT. At 1010, method 1000
can submit a billing report based for the UT and/or the
peer node based at least in part on the certified usage in
the resource usage report, the usage report of the peer
node, or both.

[0096] Fig. 11 illustrates a flowchart of an example
methodology 1100 for securely tracking and reporting
resources utilized in wireless communication. At 1102,
method 1100 can utilize a set of resources in conjunction
with wireless data exchange. The set of resources can
comprise bandwidth of a wireless communication chan-
nel, such as a licensed spectrum. In other aspects, the
set of resources can comprise data exchanged with one
or more remote devices pertaining to the wireless data
exchange. In further aspects, the set of resources can
include media, communication and/or security applica-
tions employed for the wireless data exchange, level of
QoS associated with the wireless data exchange, or the
like. At 1104, method 1100 can transmit a report of re-
source usage; the report is certified with a UT-specific
digital signature. Additionally, the report of resource us-
age can comprise information pertinent to the wireless
data exchange, as described herein. At 1106, method
1100 can optionally obtain a confirmation of receipt of
the usage report from a network server. As a further op-
tion, the confirmation of receipt can be digitally signed
by the network server, or sent via a secure (encrypted)
communication link
[0097] Fig. 12 depicts a flowchart of an example meth-
odology 1200 for secure reporting of ad-hoc communi-
cation according to at least one aspect of the disclosure.
At 1202, method 1200 can utilize a set of resources in
conjunction with wireless data exchange, as described
herein. At 1204, method 1200 can track, or log data sent,
received and/or consumed as part of the wireless data
exchange, at a secure device component. At 1206, meth-
od 1200 can digitally sign a usage report of the data with
a UT-specific digital signature. At 1208, method 1200
can couple with a peer node to facilitate utilization of a
resource. Coupling with the peer node can comprise fa-
cilitating use of the resource for the peer node (e.g., act-
ing as a relay), consuming data associated with the re-
source facilitated by the peer node, or utilizing the re-
source in communication with the peer node. At 1210,
method 1200 can digitally sign a data summary of usage
of the resource and send the signed summary to the peer
node. At 1212, method 1200 can obtain a version of the
data summary generated by the peer node and certified
with a digital signature of the peer node. At 1214, method
1200 can include version of the data summary generated
by the peer node in the usage report digitally signed at
reference number 1206. At 1216, method 1200 can send
the usage report to a network server to facilitate reporting
an account of utilization of the resource.
[0098] Fig. 13 depicts a block diagram of an example
system 1300 that can facilitate ad-hoc wireless commu-
nication according to some aspects disclosed herein.
Based on timing sequence of a synchronization timing
signal (e.g., see FIG. 2, supra) obtained at a wireless
terminal 1305, a transmit (TX) data processor 1310 re-
ceives, formats, codes, interleaves, and modulates (or
symbol maps) traffic data and provides modulation sym-
bols ("data symbols"). A symbol modulator 1315 receives
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and processes the data symbols and pilot symbols and
provides a stream of symbols. A symbol modulator 1320
multiplexes data and pilot symbols and provides them to
a transmitter unit (TMTR) 1320. Each transmit symbol
can be a data symbol, a pilot symbol, or a signal value
of zero..
[0099] TMTR 1320 receives and converts the stream
of symbols into one or more analog signals and further
conditions (e.g., amplifies, filters, and frequency upcon-
verts) the analog signals to generate a transmit signal
suitable for transmission over the wireless channel. The
transmit signal is then transmitted through an antenna
1325 to a remote terminal(s) or other peer-to-peer part-
ner. At wireless terminal 1330, also based on the timing
sequence of the synchronization signal, an antenna 1335
receives the transmit signal sent by TMTR 1320 and pro-
vides a received signal to a receiver unit (RCVR) 1340.
Receiver unit 1340 conditions (e.g., filters, amplifies, and
frequency downconverts) the received signal and digitiz-
es the conditioned signal to obtain samples. A symbol
demodulator 1345 demodulates and provides received
pilot symbols to a processor 1350 for channel estimation.
Symbol demodulator 1345 further receives a frequency
response estimate for the downlink from processor 1350,
performs data demodulation on the received data sym-
bols to obtain data symbol estimates (which are esti-
mates of the transmitted data symbols), and provides the
data symbol estimates to an RX data processor 1355,
which demodulates (i.e., symbol demaps), deinter-
leaves, and decodes the data symbol estimates to re-
cover the transmitted traffic data. The processing by sym-
bol demodulator 1345 and RX data processor 1355 is
complementary to the processing by symbol modulator
1315 and TX data processor 1310, respectively, at wire-
less terminal 1305.
[0100] On the wireless terminal 1330, a TX data proc-
essor 1360 processes traffic data and provides data sym-
bols. A symbol modulator 1365 receives and multiplexes
the data symbols with pilot symbols, performs modula-
tion, and provides a stream of symbols. A transmitter unit
1370 then receives and processes the stream of symbols
to generate a signal, which is transmitted by the antenna
1335 to the wireless terminal 1305.
[0101] At wireless terminal 1305, the uplink signal from
terminal 1330 is received by the antenna 1325 and proc-
essed by a receiver unit 1375 to obtain samples. A sym-
bol demodulator 1380 then processes the samples and
provides received pilot symbols and data symbol esti-
mates for the communication channel. An RX data proc-
essor 1385 processes the data symbol estimates to re-
cover the traffic data transmitted by terminal 1330. A
processor 1390 performs channel estimation for each
active peer-to-peer partner transmitting on the commu-
nication channel. Multiple terminals can transmit pilots
concurrently on peer-to-peer channels, or on their re-
spective sets of peer-to-peer channel subbands, where
peer-to-peer channel subband sets can be interlaced.
[0102] Processors 1390 and 1350 direct (e.g., control,

coordinate, manage, etc.) operation at terminal 1305 and
terminal 1330, respectively. Respective processors 1390
and 1350 can be associated with memory units (not
shown) that store program codes and data. Processors
1390 and 1350 can also perform computations to derive
frequency and impulse response estimates for the com-
munication channel, respectively.
[0103] The techniques described herein can be imple-
mented by various means. For example, these tech-
niques can be implemented in hardware, software, or a
combination thereof. For a hardware implementation,
which can be digital, analog, or both digital and analog,
the processing units used for channel estimation can be
implemented within one or more application specific in-
tegrated circuits (ASICs), digital signal processors
(DSPs), digital signal processing devices (DSPDs), pro-
grammable logic devices (PLDs), field programmable
gate arrays (FPGAs), processors, controllers, micro-con-
trollers, microprocessors, other electronic units designed
to perform the functions described herein, or a combina-
tion thereof. With software, implementation can be
through modules (e.g., procedures, functions, and so on)
that perform the functions described herein. The software
codes can be stored in memory unit and executed by the
processors 1390 and 1350.
[0104] Fig. 14 depicts a block diagram of a sample
system 1400 that verifies resource usage data submitted
by a UT according to one or more aspects disclosed here-
in. System 1400 can comprise a means 1402 for obtain-
ing a reported resource usage submitted by a UT. The
reported resource usage can be obtained by means 1402
directly from the UT (e.g., employing a wired and/or wire-
less link with the UT), or indirectly from the UT (e.g., from
a base station or one or more other UTs, acting as relays
for the UT or that generate and submit the reported re-
source usage for the UT). In addition, the reported re-
source usage can be certified with a digital signature spe-
cific to the UT. System 1400 can additionally comprise a
means 1404 for validating the reported usage. Validation
can be accomplished utilizing a public key associated
with the digital signature, or like mechanism by way of
the context provided herein.
[0105] Fig. 15 depicts a block diagram of an example
system 1500 that securely tracks and reports wireless
resource usage according to further aspects. System
1500 can comprise a means 1502 for utilizing a set of
resources in conjunction with wireless data exchange,
as described herein. The means 1502 can employ, for
instance, a processing circuit, memory, transceiver and
instructions for conducting the wireless data exchange.
In addition, the means 1502 can be secured to limit ac-
cess to information compiled as a result of the utilized
resources. Furthermore, the system 1500 can comprise
a means 1504 for transmitting a report of the resource
usage. The report can be certified with a UT-specific dig-
ital signature associated with the system 1500. According
to some aspects, the report can comprise information
quantizing the resources utilized by a UT associated with
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system 1500. Furthermore, the UT-specific digital signa-
ture can be maintained in secure memory, which miti-
gates tampering, copying or otherwise unauthorized
modification of the digital signature. Accordingly, system
1500 can provide a secure platform to track and compile
usage reports of the utilized resources, as described
herein.
[0106] What has been described above includes ex-
amples of aspects of the claimed subject matter. It is, of
course, not possible to describe every conceivable com-
bination of components or methodologies for purposes
of describing the claimed subject matter, but one of or-
dinary skill in the art may recognize that many further
combinations and permutations of the disclosed subject
matter are possible. Accordingly, the disclosed subject
matter is intended to embrace all such alterations, mod-
ifications and variations that fall within the scope of the
appended claims. Furthermore, to the extent that the
terms "includes," "has" or "having" are used in either the
detailed description or the claims, such terms are intend-
ed to be inclusive in a manner similar to the term "com-
prising" as "comprising" is interpreted when employed
as a transitional word in a claim.
[0107] In the following, further examples are de-
scribed to facilitate the understanding of the inven-
tion:

1. A method of accounting for wireless communica-
tions, comprising:

receiving a reported resource usage submitted
by a user terminal (UT), the reported usage is
certified with a terminal-specific digital signa-
ture; and
validating the reported usage.

2. The method of example 1, validating the reported
usage further comprises:

verifying validity of a digital certificate associat-
ed with the terminal-specific digital signature by
validating a certificate authority (CA) signature
of the digital certificate;
verifying the terminal-specific digital signature
with a public key obtained from the digital cer-
tificate; or
digitally authenticating the reported resource us-
age with a shared-secret key available to the UT
and an authorized network entity.

3. The method of example 1, further comprising iden-
tifying from the reported usage at least one of:

number of packets sent or received;
number of bytes sent or received;
a recipient or originator of data sent or received
by the UT;
time of a wireless communication;

duration of a wireless communication; or
activation or duration of elevated quality of serv-
ice (QoS) mechanisms, or a combination there-
of.

4. The method of example 1, further comprising:

obtaining an identifier of the UT with the reported
usage;
verifying that the identifier is associated with the
terminal-specific digital certificate; and
employing reported usage data and the public
key to verify accuracy of the terminal-specific
digital signature.

5. The method of example 1, further comprising at
least one of:

polling the UT for the reported usage; or
periodically receiving reported resource usage
from the UT.

6. The method of example 1, further comprising iden-
tifying a subset of the reported usage that is pertinent
to a peer node.

7. The method of example 6, the reported usage is
certified with a terminal-specific digital signature of
the peer node.

8. The method of example 1, further comprising:

obtaining an additional resource usage report,
the additional usage report indicates a data ex-
change between the UT and a peer node;
quantifying the data exchange based on the ad-
ditional usage report; and
comparing the quantified data exchange with a
related quantity obtained from the reported us-
age.

9. The method of example 8, validating the reported
usage further comprises analyzing a result of the
comparison.

10. The method of example 1, further comprising
identifying from the reported usage at least one of:

elevated QoS employed by the UT;
resource under-usage; or
substandard QoS for the UT.

11. The method of example 10, further comprising
reporting the elevated QoS, resource under-usage
or substandard QoS to adjust account billing for the
reported usage.

12. An apparatus that provides accounting for wire-
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less communications, comprising:

a communication interface that obtains a report-
ed resource usage submitted by a UT, the re-
ported usage is certified with a terminal-specific
digital signature; and
a processing circuit that validates the reported
usage.

13. The apparatus of example 12, the processing
circuit verifies authenticity of the certified reported
usage by:

verifying validity of a digital certificate associat-
ed with the terminal-specific digital signature by
validating a CA signature on the digital certifi-
cate;
verifying the terminal-specific digital signature
with a public key obtained form the digital cer-
tificate; or
authenticating the terminal-specific digital sig-
nature with a shared-secret key stored at the
terminal and at an authorized network entity.

14. The apparatus of example 12, further comprising
a data parser that extracts from the reported usage
at least one of:

a number of packets sent or received;
a number of bytes sent or received;
a recipient or originator of data sent or received
by the UT;
time of a wireless communication;
duration of a wireless communication; or
activation or duration of elevated QoS mecha-
nisms, or a combination thereof.

15. The apparatus of example 14, further comprising
a reporting module that submits a usage report for
the UT based on information extracted by the data
parser.

16. The apparatus of example 15, the data parser
further extracts from the reported usage substand-
ard QoS or resource under-usage, which is submit-
ted with the usage report by the reporting module.

17. The apparatus of example 12, further comprising
memory that stores a list of authorized UTs and as-
sociated identifiers and public keys, wherein the
processing circuit:

obtains an identifier of the UT from the reported
usage;
employs the identifier to obtain a public key as-
sociated with the UT stored in the memory; and
employs the public key and usage data included
in the reported usage to verify accuracy of the

terminal-specific digital signature.

18. The apparatus of example 12, further comprising
at least one of:

an acquisition module that polls the UT for the
reported usage; or
a timing module that periodically scans received
communication for the reported resource usage.

19. The apparatus of example 12, the processing
circuit obtains resource usage pertinent to a peer
node of the UT from a subset of the reported usage.

20. The apparatus of example 19, the reported usage
is certified with a terminal-specific digital signature
of the peer node.

21. The apparatus of example 12, wherein:

the communication interface obtains an addi-
tional resource usage report that indicates a da-
ta exchange between the UT and a peer node;
a data parser quantifies the data exchange
based on the additional usage report; and
the processing circuit compares the quantified
data exchange with a related quantity obtained
from the reported usage.

22. The apparatus of example 21, the processing
circuit validates the reported usage based at least in
part on a result of the comparison.

23. An apparatus that accounts for wireless commu-
nications, comprising:

means for obtaining a reported resource usage
submitted by a UT, the reported usage is certi-
fied with a terminal-specific digital signature;
and
means for validating the reported usage.

24. A processor configured to account for wireless
communications, comprising:

a first module for obtaining a reported resource
usage submitted by a UT, the reported usage is
certified with a terminal-specific digital signa-
ture; and
a second module for validating the reported us-
age.

25. A computer program product, comprising:
a computer-readable medium, comprising:

a first set of codes for causing a computer to
obtain a reported resource usage submitted by
a UT, the reported usage is certified with a ter-
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minal-specific digital signature; and
a second set of codes for causing the computer
to validate the reported usage.

26. A method of accounting for remote communica-
tions, comprising:

utilizing a set of resources in conjunction with
wireless data exchange; and
transmitting a report of resource usage, the re-
port is certified with a UT-specific digital signa-
ture.

27. The method of example 26, further comprising
logging usage of the set of resources and including
a subset of the usage log in the report.

28. The method of example 26, further comprising
sending, receiving or consuming data pertaining to
the set of resources and including an amount of the
data in the report.

29. The method of example 26, further comprising
specifying in the report at least one of:

a number of packets sent, received or consumed
for a resource of the set;
a number of bytes sent, received or consumed
for the resource;
an ID of a UT consuming data provided by the
resource;
an ID of a peer node facilitating utilization of the
resource;
time of initiating or terminating the resource;
duration of utilization of the resource;
a public key associated with the UT-specific dig-
ital certificate; or
QoS level associated with the resource.

30. The method of example 26, further comprising
employing a secure interface, processing module,
or memory to track, compile, or digitally sign the re-
port.

31. The method of example 30, further comprising
at least one of:

preventing access to the secure processing
module or secure memory; or
preventing output of the report from the secure
interface or secure memory if the report is not
certified with the digital signature.

32. The method of example 26, further comprising
coupling with a peer node in conjunction with utilizing
a resource of the set and identifying the peer node
in the report.

33. The method of example 32, further comprising
at least one of:

obtaining a usage summary of the resource that
is certified with a digital signature of the peer
node; or
certifying a resource utilization summary with
the UT-specific digital signature and submitting
the certified summary to the peer node.

34. The method of example 26, the report is further
certified, at least in part, with a digital signature of a
peer node that is pertinent to utilization of a resource
of the set.

35. The method of example 26, further comprising:

obtaining a biometric identifier of a user of a UT;
and
allowing or denying access to a resource of the
set based on the biometric identifier.

36. The method of example 35, further comprising
submitting the biometric identifier with the report in
conjunction with allowing access to the resource.

37. A user terminal (UT) configured to account for
remote communications, comprising:

a processing circuit that utilizes a set of resourc-
es in conjunction with wireless data exchange;
an accounting module that compiles and trans-
mits a report of resource usage, the report is
certified with a digital signature specific to the
UT; and
memory that stores a digital certificate associ-
ated with the digital signature.

38. The UT of example 37, further comprising a data
tracking module that logs usage of the set of resourc-
es and provides a subset of the usage log for inclu-
sion in the report.

39. The UT of example 37, wherein:

the processing circuit consumes data pertaining
to the set of resources, or facilitates consump-
tion of such data for a second UT; and
the accounting module includes an amount of
consumed data in the report.

40. The UT of example 37, the accounting module
specifies in the report at least one of:

a number of packets sent, received or con-
sumed;
a number of bytes sent, received or consumed;
an ID of the UT;
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an ID of a peer node participating in utilization
of a resource;
time of initiating or terminating the resource;
duration of utilization of the resource;
a public key associated with the UT-specific dig-
ital certificate; or
QoS level associated with the resource.

41. The UT of example 37, further comprising a se-
cure interface that prevents or mitigates access to
the processing circuit, memory or accounting mod-
ule.

42. The UT of example 41, the secure interface pre-
vents transmission of the report from the accounting
module until the report is certified by the digital sig-
nature.

43. The UT of example 37, wherein:

the processing circuit employs a wireless com-
munication interface to communicatively couple
with a peer node in conjunction with utilizing a
resource; and
the accounting module identifies in the report
the peer node and a number of data packets or
bytes exchanged between the UT and the peer
node.

44. The UT of example 43, wherein at least one of:

the processing circuit obtains a usage summary
of the resource that is certified with a digital sig-
nature of the peer node; or
the accounting module certifies a resource uti-
lization summary with the UT-specific digital sig-
nature and submits the certified summary to the
peer node.

45. The UT of example 37, the report is further cer-
tified, at least in part, with a digital signature of a peer
node that is pertinent to utilization of a resource.

46. The UT of example 37, further comprising a bi-
ometric scanner that obtains a biometric identifier of
a user of the UT, the processing circuit allows or
denies access to a resource based on the biometric
identifier.

47. The UT of example 46, the accounting module
submits the biometric identifier with the report if the
processing circuit allows access to the resource.

48. An apparatus configured to account for remote
communications, comprising:

means for utilizing a set of resources in conjunc-
tion with wireless data exchange; and

means for transmitting a report of resource us-
age, the report is certified with a UT-specific dig-
ital signature.

49. A processor configured to account for remote
communication, comprising:

a first module for utilizing a set of resources in
conjunction with wireless data exchange; and
a second module for transmitting a report of re-
source usage, the report is certified with a UT-
specific digital signature.

50. A computer program product, comprising:
a computer-readable medium, comprising:

a first set of codes for causing a computer to
utilize a set of resources in conjunction with wire-
less data exchange; and
a second set of codes for causing the computer
to transmit a report of resource usage, the report
is certified with a UT-specific digital signature.

Claims

1. A method of accounting for wireless communica-
tions, comprising the steps carried out by an appa-
ratus of:

receiving (902) a reported resource usage
(308A) submitted by a user terminal, UT (302),
wherein the reported resource usage (308A)
comprises a usage summary received from a
partner UT (304) and wherein the UT (302) and
the partner UT (304) maintain a direct wireless
ad-hoc communication link (306), the reported
resource usage (308A) relating to ad-hoc wire-
less resources and being certified with a termi-
nal-specific digital signature of the UT; and
validating (904) the reported usage (308A)
based on the terminal-specific digital signature.

2. The method of claim 1, validating the reported usage
(308A) further comprises:

verifying validity of a digital certificate associat-
ed with the terminal-specific digital signature by
validating a certificate authority, CA, signature
of the digital certificate;
verifying the terminal-specific digital signature
with a public key obtained from the digital cer-
tificate; or
digitally authenticating the reported resource us-
age (308A) with a shared-secret key available
to the UT (302) and an authorized network entity.

3. The method of claim 1, further comprising identifying
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from the reported usage (308A) at least one of:

number of packets sent or received;
number of bytes sent or received;
a recipient or originator of data sent or received
by the UT (302);
time of a wireless communication;
duration of a wireless communication; or
activation or duration of elevated quality of serv-
ice, QoS, mechanisms, or a combination there-
of.

4. The method of claim 1, further comprising:

obtaining an identifier of the UT (302), with the
reported usage (308A);
verifying that the identifier is associated with the
terminal-specific digital certificate; and
employing reported usage data and a public key
to verify accuracy of the terminal-specific digital
signature.

5. The method of claim 1, further comprising at least
one of:

polling (1002) the UT (302) for the reported us-
age (308A); or
periodically receiving reported resource usage
(308A) from the UT (302).

6. The method of claim 1, further comprising:

obtaining an additional resource usage report,
the additional usage report indicates a data ex-
change between the UT (302) and a peer node;
quantifying the data exchange based on the ad-
ditional usage report; and
comparing the quantified data exchange with a
related quantity obtained from the reported us-
age.

7. A computer program comprising instructions for per-
forming a method according to any of the claims 1
to 6 when executed.

8. An apparatus configured to account for wireless
communications, comprising:

means for obtaining (1402) a reported resource
usage (308A) submitted by a UT (302), wherein
the reported resource usage (308A) comprises
a usage summary received from a partner UT
(304) and wherein the UT (302) and the partner
UT (304) maintain a direct wireless ad-hoc com-
munication link (306), the reported resource us-
age (308A) relating to ad-hoc wireless resourc-
es and being certified with a terminal-specific
digital signature of the UT; and

means for validating (1404) the reported usage
(308A) based on the terminal-specific digital sig-
nature.

9. A method of accounting for remote communications,
comprising the steps carried out by a user terminal,
UT, of:

utilizing (1102) a set of resources in conjunction
with wireless data exchange between the user
terminal, UT (302), and a partner UT (304) over
a direct wireless ad-hoc communication link
(306); and
transmitting (1104) a report of resource usage
(308A), wherein the report (308A) comprises a
usage summary received from the partner UT
(304) and wherein the report (308A) is certified
with a UT-specific digital signature.

10. The method of claim 9, further comprising logging
usage of the set of resources and including a subset
of the usage log in the report (308A).

11. The method of claim 9, further comprising specifying
in the report (308A) at least one of:

a number of packets sent, received or consumed
for a resource of the set;
a number of bytes sent, received or consumed
for the resource;
an ID of a UT (302) consuming data provided
by the resource;
an ID of a peer node facilitating utilization of the
resource;
time of initiating or terminating the resource;
duration of utilization of the resource;
a public key associated with the UT-specific dig-
ital certificate; or
QoS level associated with the resource.

12. The method of claim 9, further comprising coupling
with a peer node in conjunction with utilizing a re-
source of the set and identifying the peer node in the
report (308A).

13. The method of claim 9, further comprising:

obtaining a biometric identifier of a user of a UT
(302); and
allowing or denying access to a resource of the
set based on the biometric identifier.

14. A computer program comprising instructions for per-
forming a method according to any of the claims 9
to 13 when executed.

15. A user terminal (302) configured to account for re-
mote communications, comprising:
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means for utilizing (1502) a set of resources in
conjunction with wireless data exchange be-
tween the user terminal, UT (302), and a partner
UT (304) over a direct wireless ad-hoc commu-
nication link (306); and
means for transmitting (1504) a report of re-
source usage (308A), wherein the report (308A)
comprises a usage summary received from the
partner UT (304) and wherein the report (308A)
is certified with a UT-specific digital signature.

Patentansprüche

1. Verfahren zum Buchhalten für drahtlose Kommuni-
kationen, aufweisend die folgenden Schritte, ausge-
führt durch eine Vorrichtung:

Empfangen (902) einer berichteten Ressour-
cennutzung (308A) bereitgestellt durch ein User
Terminal, UT (302), wobei die berichtete Res-
sourcennutzung (308A) eine Nutzungszusam-
menfassung aufweist, die von einem Partner-
UT (304) empfangen wurde und wobei das UT
(302) und das Partner-UT (304) eine direkte
drahtlose ad-hoc Kommunikationsverbindung
(306) vorhalten, die berichtete Ressourcennut-
zung (308A) bezieht sich auf die drahtlosen ad-
hoc Ressourcen und ist mit einer terminal-spe-
zifischen digitalen Signatur des UT zertifiziert;
und
Validieren (904) der berichteten Nutzung (308A)
basierend auf der terminal-spezifischen digita-
len Signatur.

2. Verfahren nach Anspruch 1, wobei Validieren der
berichteten Nutzung (308A) weiterhin aufweist:

Verifizieren von Validität eines digitalen Zertifi-
kates, das assoziiert ist mit der terminal-spezi-
fischen digitalen Signatur durch Validieren einer
Signatur einer Zertifizierungsbehörde, CA, des
digitalen Zertifikats;
Verifizieren der terminal-spezifischen digitalen
Signatur mit einem öffentlichen Schlüssel, der
erhalten wird von dem digitalen Zertifikat; oder
Digitales Authentifizieren der berichteten Res-
sourcennutzung (308A) mit einem Schlüssel mit
geteiltem Geheimnis, der für das UT (302) und
eine autorisierte Netzwerkeinheit verfügbar ist.

3. Verfahren nach Anspruch 1, weiterhin aufweisend
Identifizieren aus der berichteten Nutzung (308A)
wenigstens eines von:

Anzahl von Paketen, die gesendet oder emp-
fangen werden;
Anzahl von Bytes, die gesendet oder empfan-

gen werden;
Einen Empfänger oder Ursprung von Daten, die
von dem UT (302) gesendet oder empfangen
werden;
Zeit einer drahtlosen Kommunikation;
Dauer einer drahtlosen Kommunikation; oder
Aktivierung oder Dauer von erhöhter Dienstgü-
te-, QoS, Mechanismen,
oder eine Kombination hiervon.

4. Verfahren nach Anspruch 1, weiterhin aufweisend:

Erhalten einer Kennung des UT (302) mit der
berichteten Nutzung (308A);
Verifizieren, dass die Kennung assoziiert ist mit
dem terminal-spezifischen digitalen Zertifikat;
und
Verwenden der berichteten Nutzungsdaten und
eines öffentlichen Schlüssels, um eine Genau-
igkeit der terminal-spezifischen digitalen Signa-
tur zu verifizieren.

5. Verfahren nach Anspruch 1, weiterhin aufweisend
wenigstens eines von:

Abfragen (1002) des UT (302) nach der berich-
teten Nutzung (308A); oder
Periodisches Empfangen der berichteten Res-
sourcennutzung (308A) von dem UT (302).

6. Verfahren nach Anspruch 1, weiterhin aufweisend:

Erhalten eines zusätzlichen Ressourcennut-
zungsberichtes, der zusätzliche Nutzungsbe-
richt zeigt an einen Datenaustausch zwischen
dem UT (302) und einem Peer-Knoten;
Quantifizieren des Datenaustauschs basierend
auf dem zusätzlichen Nutzungsbericht; und
Vergleichen des quantifizierten Datenaus-
tauschs mit einer ähnlichen Quantität, die erhal-
ten wird von der berichteten Nutzung.

7. Computerprogramm aufweisend Instruktionen zum
Durchführen eines Verfahrens nach einem beliebi-
gen der Ansprüche 1-6, wenn sie ausgeführt werden.

8. Vorrichtung konfiguriert zum Buchhalten für drahtlo-
se Kommunikationen, aufweisend:

Mittel zum Erhalten (1402) einer berichteten
Ressourcennutzung (308A) bereitgestellt durch
ein UT (302), wobei die berichtete Ressourcen-
nutzung (308A) eine Nutzungszusammenfas-
sung aufweist, die empfangen wird von einem
Partner-UT (304) und wobei das UT (302) und
das Partner-UT (304) eine direkte drahtlose ad-
hoc Kommunikationsverbindung (306) vorhal-
ten, die berichtete Ressourcennutzung (308A)
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bezieht sich auf drahtlose ad-hoc Ressourcen
und ist mit einer terminal-spezifischen digitalen
Signatur des UT zertifiziert; und
Mittel zum Validieren (1404) der berichteten
Nutzung (308A) basierend auf der terminal-spe-
zifischen digitalen Signatur.

9. Verfahren zum Buchhalten für entfernte Kommuni-
kationen, aufweisend die Schritte, ausgeführt durch
ein User Terminal, UT:

Verwenden (1102) eines Satzes von Ressour-
cen in Verbindung mit drahtlosem Datenaus-
tausch zwischen dem User Terminal, UT (302),
und einem Partner-UT (304) über eine direkte
drahtlose ad-hoc Kommunikationsverbindung
(306); und
Übertragen (1104) eines Berichts von Ressour-
cennutzung (308A), wobei der Bericht (308A)
eine Nutzungszusammenfassung aufweist, die
empfangen wird von dem Partner-UT (304) und
wobei der Bericht (308A) mit einer UT-spezifi-
schen digitalen Signatur zertifiziert ist.

10. Verfahren nach Anspruch 9, weiterhin aufweisend
Erfassen der Nutzung des Satzes von Ressourcen
und aufweisend einen Teilsatz der Nutzungserfas-
sung in dem Bericht (308A).

11. Verfahren nach Anspruch 9, weiterhin aufweisend
Spezifizieren in dem Bericht (308A) wenigstens ei-
nes von:

einer Anzahl von Paketen, die gesendet, emp-
fangen oder verbraucht wurden für eine Res-
source aus dem Satz;
einer Anzahl von gesendeten, empfangenen
oder verbrauchten Bytes für die Ressource;
einer ID eines UT (302) verbrauchend Daten,
die durch die Ressource bereitgestellt werden;
einer ID eines Peer-Knotens ermöglichend Ver-
wendung der Ressource;
Zeit von Initiieren oder Beenden der Ressource;
Dauer der Verwendung der Ressource;
einen öffentlichen Schlüssel, der assoziiert ist
mit dem UT-spezifischen digitalen Zertifikat;
oder
QoS-Stufe, die assoziiert ist mit der Ressource.

12. Verfahren nach Anspruch 9, weiterhin aufweisend
Koppeln mit einem Peer-Knoten in Verbindung mit
Verwenden einer Ressource des Satzes und Iden-
tifizieren des Peer-Knotens in dem Bericht (308A).

13. Verfahren nach Anspruch 9, weiterhin aufweisend:

Erhalten einer biometrischen Kennung eines
Benutzers eines UTs (302); und

Erlauben oder Verbieten von Zugang zu einer
Ressource des Satzes basierend auf der bio-
metrischen Kennung.

14. Computerprogramm aufweisend Instruktionen zum
Durchführen eines Verfahrens nach einem beliebi-
gen der Ansprüche 9-13, wenn sie ausgeführt wer-
den.

15. User Terminal (302) konfiguriert zum Buchhalten für
entfernte Kommunikationen, aufweisend:

Mittel zum Verwenden (1502) eines Satzes von
Ressourcen in Verbindung mit drahtlosem Da-
tenaustausch zwischen dem User Terminal, UT
(302), und einem Partner-UT (304) über eine
direkte drahtlose ad-hoc Kommunikationsver-
bindung (306); und
Mittel zum Übertragen (1504) eines Berichts von
Ressourcennutzung (308A), wobei der Bericht
(308A) eine Nutzungszusammenfassung auf-
weist, die empfangen wird von dem Partner-UT
(304) und wobei der Bericht (308A) zertifiziert
ist mit einer UTspezifischen digitalen Signatur.

Revendications

1. Procédé de comptabilisation pour communications
sans fil, comprenant les étapes suivantes exécutées
par un dispositif :

la réception (902) d’une utilisation notifiée de
ressources (308A) soumise par un terminal uti-
lisateur, UT (302), l’utilisation notifiée de res-
sources (308A) comprenant un récapitulatif
d’utilisation reçu à partir d’un UT partenaire
(304) et l’UT (302) et l’UT partenaire (304) main-
tenant une liaison de communication sans fil di-
recte ad hoc (306), l’utilisation notifiée des res-
sources (308A) concernant des ressources
sans fil ad hoc et étant certifiée par une signature
numérique de l’UT spécifique au terminal ; et
la validation (904) de l’utilisation rapportée
(308A) sur la base de la signature numérique
spécifique au terminal.

2. Procédé selon la revendication 1, la validation de
l’utilisation rapportée (308A) comprend en outre :

la vérification d’une validité d’un certificat numé-
rique associé à la signature numérique spécifi-
que au terminal en validant une signature
d’autorité de certificat, CA, du certificat
numérique ;
la vérification de la signature numérique spéci-
fique au terminal par une clé publique obtenue
à partir du certificat numérique ; ou
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l’authentification numérique de l’utilisation noti-
fiée des ressources (308A) par une clé secrète
partagée disponible pour l’UT (302) et une entité
de réseau autorisée.

3. Procédé selon la revendication 1, comprenant en
outre l’identification à partir de l’utilisation rapportée
(308A) d’au moins un parmi :

un nombre de paquets transmis ou reçus ;
un nombre d’octets transmis ou reçus ;
un destinataire ou un initiateur de données
transmises ou reçues par l’UT (302) ;
un temps d’une communication sans fil ;
une durée d’une communication sans fil ; ou
une activation ou une durée de mécanismes de
qualité de service, QoS, élevée, ou une combi-
naison de ceux-ci.

4. Procédé selon la revendication 1, comprenant en
outre :

l’obtention d’un identificateur de l’UT (302), avec
l’utilisation rapportée (308A) ;
la vérification que l’identificateur est associé au
certificat numérique spécifique au terminal ; et
l’emploi de données d’utilisation rapportées et
d’une clé publique pour vérifier une précision de
la signature numérique spécifique au terminal.

5. Procédé selon la revendication 1, comprenant en
outre au moins une parmi :

l’interrogation (1002) de l’UT (302) pour l’utilisa-
tion rapportée (308A) ; ou
la réception périodique d’une utilisation notifiée
des ressources (308A) à partir de l’UT (302).

6. Procédé selon la revendication 1, comprenant en
outre :

l’obtention d’un rapport d’utilisation de ressour-
ces additionnel, le rapport d’utilisation addition-
nel indique un échange de données entre l’UT
(302) et un noeud de pair ;
la quantification de l’échange de données sur la
base du rapport d’utilisation additionnel ; et
la comparaison de l’échange de données quan-
tifié à une quantité connexe obtenue à partir de
l’utilisation rapportée.

7. Programme informatique comprenant des instruc-
tions pour mettre en oeuvre un procédé selon l’une
des revendications 1 à 6 quand elles sont exécutées.

8. Dispositif configuré pour la comptabilisation de com-
munications sans fil, comprenant :

des moyens pour obtenir (1402) une utilisation
notifiée de ressources (308A) soumise par un
UT (302), l’utilisation notifiée des ressources
(308A) comprenant un récapitulatif d’utilisation
reçu à partir d’un UT partenaire (304) et dans
lequel l’UT (302) et l’UT partenaire (304) main-
tenant une liaison de communication sans fil di-
recte ad hoc (306), l’utilisation notifiée des res-
sources (308A) concernant des ressources
sans fil ad hoc et étant certifié par une signature
numérique de l’UT spécifique au terminal ; et
des moyens pour valider (1404) l’utilisation rap-
portée (308A) sur la base de la signature numé-
rique spécifique au terminal.

9. Procédé de comptabilité pour des communications
distantes, comprenant les étapes suivantes exécu-
tées par un terminal utilisateur, UT :

l’utilisation (1102) d’un ensemble de ressources
conjointement à un échange de données sans
fil entre le terminal utilisateur, UT (302), et un
UT partenaire (304) sur une liaison de commu-
nication sans fil directe ad hoc (306) ; et
la transmission (1104) d’un rapport d’utilisation
de ressources (308A), le rapport (308A) com-
prenant un récapitulatif d’utilisation reçu à partir
de l’UT partenaire (304) et dans lequel le rapport
(308A) est certifié avec une signature numéri-
que spécifique à l’UT.

10. Procédé selon la revendication 9, comprenant en
outre la journalisation de l’utilisation de l’ensemble
de ressources et comprenant un sous-ensemble du
journal d’utilisation dans le rapport (308A).

11. Procédé selon la revendication 9, comprenant en
outre la spécification dans le rapport (308A) d’au
moins un parmi :

un nombre de paquets transmis, reçus ou con-
sommés pour une ressource de l’ensemble ;
un nombre d’octets transmis, reçus ou consom-
més pour la ressource ;
un ID d’un UT (302) consommant des données
fournies par la ressource ;
un ID d’un noeud de pair facilitant une utilisation
de la ressource ;
un temps de lancement ou de terminaison de la
ressource ;
une durée d’utilisation de la ressource ;
une clé publique associée au certificat numéri-
que spécifique à l’UT ; ou
un niveau de QoS associé à la ressource.

12. Procédé selon la revendication 9, comprenant en
outre le couplage à un noeud de pair conjointement
à une utilisation d’une ressource de l’ensemble et
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l’identification du noeud de pair dans le rapport
(308A).

13. Procédé selon la revendication 9, comprenant en
outre l’obtention d’un identificateur biométrique d’un
utilisateur d’un UT (302) ; et
l’autorisation ou le refus de l’accès à une ressource
de l’ensemble sur la base de l’identificateur biomé-
trique.

14. Programme informatique comprenant des instruc-
tions pour mettre en oeuvre un procédé selon l’une
des revendications 9 à 13 quand elles sont exécu-
tées.

15. Terminal utilisateur (302) configuré pour la compta-
bilisation de communications distantes,
comprenant :

des moyens pour utiliser (1502) un ensemble
de ressources conjointement à un échange de
données sans fil entre le terminal utilisateur, UT
(302), et un UT partenaire (304) sur une liaison
de communication sans fil directe ad hoc (306) ;
et
des moyens pour transmettre (1504) un rapport
d’utilisation de ressources (308A), le rapport
(308A) comprenant un récapitulatif d’utilisation
reçu à partir de l’UT partenaire (304) et le rapport
(308A) étant certifié par une signature numéri-
que spécifique à l’UT.

47 48 



EP 2 392 165 B1

26



EP 2 392 165 B1

27



EP 2 392 165 B1

28



EP 2 392 165 B1

29



EP 2 392 165 B1

30



EP 2 392 165 B1

31



EP 2 392 165 B1

32



EP 2 392 165 B1

33



EP 2 392 165 B1

34



EP 2 392 165 B1

35



EP 2 392 165 B1

36



EP 2 392 165 B1

37



EP 2 392 165 B1

38



EP 2 392 165 B1

39



EP 2 392 165 B1

40

REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European
patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be
excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

• WO 03034684 A [0006]
• WO 0199400 A [0007]

• WO 03094562 A [0008]


	bibliography
	description
	claims
	drawings
	cited references

