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^   ©  The  controller  for  a  laser  oscillator  is  capable  of 
showing  the  operator  an  appropriate  time  to  replace 

CO  the  discharge  tubes,  lamps,  or  the  like.  After  a  part 
®  or  parts  of  the  laser  oscillator  (20)  are  replaced,  a 
OJ  processor  (11a)  calculates  the  accumulated  values  of 
00  the  operating  time  and  the  laser  output  of  the  laser 
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oscillator  (20).  The  results  are  displayed  on  a  CRT 
(16a).  The  lives  of  the  parts  are  determined  on  the 
basis  of  these  accumulated  values.  When  it  be- 
comes  nearly  the  ends  of  their  lives,  an  alarm  is 
displayed  on  the  CRT  (16)  and  a  warning  lamp  on 
an  operating  panel  (16b)  is  turned  on. 
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TECHNICAL  FIELD 

The  present  invention  relates  to  a  controller  for 
a  laser  beam  oscillator  to  control  the  same,  and 
more  specifically,  to  a  controller  for  a  laser  beam 
oscillator  to  manage  the  life  of  a  discharge  tube, 
oscillation  lamp  and  the  like. 

BACKGROUND  ART 

Conventionally,  a  method  of  ascertaining  a  tim- 
ing  at  which  consumable  parts  such  as  a  discharge 
tube,  oscillation  lamp  and  the  like  of  a  laser  beam 
oscillator  must  be  replaced  is  such  that  consumed 
parts  are  replaced  with  new  parts  when  these  con- 
sumable  parts  completely  fail  and  the  laser  beam 
oscillator  cannot  be  operated  or  when  an  operation 
time  predetermined  to  each  of  the  consumable 
parts  has  elapsed. 

Nevertheless,  when  the  operation  of  the  laser 
beam  oscillator  is  actually  stopped,  it  is  not  always 
caused  by  the  consumption  of  the  discharge  tube, 
oscillation  lamp  and  the  like.  Therefore,  the  method 
of  replacing  parts  after  the  laser  beam  oscillator 
cannot  be  operated  has  a  problem  in  that  a  job  for 
investigating  the  reason  why  the  oscillator  is  stop- 
ped  needs  considerable  labor  and  the  recovery 
thereof  requires  a  long  time. 

Further,  a  degree  of  consumption  of  parts 
changes  depending  upon  a  laser  beam  output 
therefrom  even  if  they  are  operated  for  the  same 
time.  Consequently,  in  the  method  of  replacing 
parts  after  they  have  been  operated  for  a  predeter- 
mined  time,  there  is  a  possibility  that  parts  which 
are  still  sufficiently  usable  may  be  discarded. 

DISCLOSURE  OF  THE  INVENTION 

Taking  the  above  into  consideration,  an  object 
of  the  present  invention  is  to  provide  a  controller 
for  a  laser  beam  oscillator  capable  of  notifying  an 
operator  of  a  proper  timing  at  which  consumable 
parts  such  as  a  discharge  tube,  oscillation  lamp 
and  the  like  must  be  replaced. 

To  solve  the  above  problem,  according  to  the 
present  invention,  there  is  provided  a  controller  for 
a  laser  beam  oscillator  to  control  the  same,  which 
comprises  a  laser  beam  output  calculation  means 
for  calculating  values  obtained  by  multiplying  in- 
stantaneously  output  laser  beam  values  and  operat- 
ing  times  of  the  laser  beam  oscillator  and  calculat- 
ing  an  integrated  laser  beam  output  value  obtained 
by  integrating  all  the  multiplied  values  since  the 
replacement  of  a  part  of  the  laser  beam  oscillator, 
an  operating  time  calculation  means  for  calculating 
an  integrated  operating  time  value  obtained  by 
integrating  all  the  operating  times  since  the  re- 
placement  of  the  part,  and  a  teaching  means  for 

notifying  an  operator  of  a  degree  of  consumption  of 
the  part  based  on  the  integrated  laser  beam  output 
value  and  the  integrated  operating  time  value. 

The  laser  beam  output  calculation  means  cal- 
5  culates  values  obtained  by  multiplying  instanta- 

neously  output  laser  beam  values  and  operating 
times  of  the  laser  beam  oscillator  and  calculates  an 
integrated  laser  beam  output  value  obtained  by 
integrating  all  the  multiplied  values  since  the  re- 

io  place  bent  of  a  part  of  the  laser  beam  oscillator. 
The  operating  time  calculation  means  calculates  an 
integrated  operating  time  value  obtained  by  in- 
tegrating  all  the  operating  times  since  the  replace- 
ment  of  the  part.  Then,  the  teaching  means  notifies 

75  an  operator  of  the  degree  of  consumption  of  the 
part  based  on  the  integrated  laser  beam  output 
value  and  the  integrated  operating  time  value.  As  a 
result,  the  operator  can  properly  determines  the 
degree  of  consumption  of  parts. 

20 
BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

Figure  1  is  a  block  diagram  showing  the  ar- 
rangement  of  a  robot  controller  on  which  a  laser 

25  beam  oscillator  is  mounted;  and 
Figure  2  is  a  flowchart  showing  a  procedure  for 
managing  the  life  of  parts  of  the  laser  beam 
oscillator. 

30  BEST  MODE  OF  CARRYING  OUT  THE  INVEN- 
TION 

An  embodiment  of  the  present  invention  will  be 
described  below  with  reference  to  the  drawings. 

35  Figure  1  is  a  block  diagram  showing  the  ar- 
rangement  of  a  robot  controller  on  which  a  laser 
beam  oscillator  is  mounted.  The  robot  controller  10 
includes  a  processor  board  11  disposed  therein 
and  the  processor  board  11  includes  a  processor 

40  11a,  ROM  11b  and  RAM  11c.  The  processor  11a 
controls  the  robot  controller  10  as  a  whole  in  accor- 
dance  with  a  system  program  stored  in  the  ROM 
11b. 

The  RAM  11c  stores  various  kinds  of  data,  the 
45  operation  program  of  a  not  shown  robot,  the  output 

command  program  to  the  laser  beam  oscillator  20, 
and  the  like.  A  portion  of  the  RAM  11c  is  arranged 
as  a  non-volatile  memory  which  stores  the  opera- 
tion  program,  output  command  program  and  the 

50  like.  Further,  the  non-volatile  memory  also  stores  a 
life  management  program  to  be  described  later  and 
the  data  of  an  integrated  operating  time  value,  the 
data  of  an  integrated  laser  beam  output  value  and 
the  like  each  needed  by  the  life  management  pro- 

55  gram. 
A  digital  servo  control  circuit  12,  serial  port  14, 

digital  I/O  unit  15,  analog  I/O  unit  17  and  large 
capacity  memory  18  are  connected  to  the  proces- 

3 
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sor  board  11  through  a  bus  19. 
The  digital  servo  control  circuit  12  controls 

servo  motors  41,  42,  43  and  44  for  operating  the 
respective  axes  of  the  robot,  through  a  servo  am- 
plifier  13  in  response  to  a  command  from  the 
processor  board  1  1  . 

The  serial  port  14  is  connected  to  another 
RS232C  device  45.  Further,  the  CRT  16a  on  an 
operator's  panel  16  is  connected  to  the  serial  port 
14.  The  CRT  16a  displays  an  integrated  laser  out- 
put  value  and  integrate  operating  time  value  since 
the  replacement  of  respective  parts  of  the  laser 
beam  oscillator  20  such  as  a  discharge  tube,  os- 
cillation  lamp  and  the  like.  Here,  the  integrated 
laser  beam  output  value  is  determined  by  summing 
values  obtained  by  multiplying  instantaneous  out- 
put  values  of  the  laser  beam  oscillator  20  by  the 
operating  times  thereof  since  the  replacement  of  a 
part.  In  addition,  the  integrated  operating  time  value 
is  the  total  operating  time  of  the  laser  beam  oscilla- 
tor  20  since  the  replacement  of  the  part.  The 
integrated  laser  beam  output  value  and  integrated 
operating  time  value  are  calculated  and  displayed 
for  each  part.  Further,  when  the  life  of  each  part 
expires,  an  alarm  is  displayed. 

The  operation  panel  16b  of  the  operator's  pan- 
el  16  is  connected  to  the  digital  I/O  unit  15.  A  not 
shown  alarm  lamp  is  provided  with  the  operation 
panel  16b  and  lit  when  the  life  of  parts  such  as  the 
discharge  tube  and  the  like  expires.  Further,  the 
digital  I/O  unit  15  is  connected  to  a  central  man- 
agement  unit  for  controlling  a  factory  as  a  whole 
and  to  other  peripheral  units  and  transmits  a  signal 
to  and  receives  a  signal  from  these  units.  The 
digital  I/O  unit  15  is  further  connected  to  the  laser 
beam  oscillator  20,  and  transmits  a  digital  signal  to 
and  receives  a  digital  signal  from  the  laser  beam 
oscillator  20.  This  digital  signal  includes  the  data  of 
laser  machining  conditions  to  be  output  to  the  laser 
beam  oscillator  20,  a  laser  beam  output  sensing 
signal  input  from  a  not  shown  laser  beam  output 
sensor  attached  to  the  discharge  tube,  and  the  like. 

The  analog  I/O  unit  17  is  used  to  output  an 
analog  signal  to  the  laser  beam  oscillator  20.  The 
laser  beam  oscillator  20  outputs  a  laser  beam  in 
accordance  with  the  analog  signal.  The  output  laser 
beam  is  transmitted  to  a  robot  hand  through  a 
transmission  pipe  and  irradiated  to  a  workpiece. 
The  large  capacity  memory  18  stores  teaching 
data,  the  data  base  of  a  machining  condition  menu, 
and  the  like. 

Next,  the  life  management  control  of  parts  of 
the  laser  beam  oscillator  20  effected  by  the  robot 
controller  10  arranged  as  described  above  will  be 
described. 

Figure  2  is  a  flowchart  showing  a  procedure  for 
managing  the  life  of  the  parts  of  the  laser  beam 
oscillator  20. 

[S1]  Whether  a  consumed  part  is  replaced  with 
a  new  one  or  not  is  determined,  and  when  the 
used  part  is  replaced,  the  flow  goes  to  step  S2, 
and  when  it  is  not  replaced,  the  flow  goes  to 

5  step  S3. 
[S2]  The  integrated  laser  beam  output  value  and 
integrated  operating  time  value  of  the  replaced 
part  each  calculated  before  the  replacement 
thereof  and  a  part  replacement  flag  on  a  pro- 

io  gram  are  cleared. 
[S3]  An  alarm  output  is  cleared. 
[S4]  It  is  determined  whether  or  not  the  laser 
beam  oscillator  20  is  operated  and  executes 
laser  oscillation,  and  if  so,  the  flow  goes  to  step 

is  S5,  and  if  not  so,  the  flow  goes  to  step  S7. 
[S5]  The  operating  time  of  the  laser  beam  os- 
cillator  20  since  the  replacement  of  the  part  is 
counted  up  and  a  laser  beam  output  sensing 
signal  is  read  from  the  laser  output  sensor. 

20  [S6]  The  integrated  operating  time  value  and 
integrated  laser  beam  output  value  of  the  laser 
beam  oscillator  20  are  calculated  since  the  re- 
placement  of  the  part. 
[S7]  The  respective  integrated  values  calculated 

25  at  step  S6  are  displayed  on  the  CRT  16a.  As  a 
display  example  at  this  time,  the  integrated  op- 
erating  time  value  is  displayed  in  a  unit  of  hour 
(h),  whereas  the  integrated  laser  beam  output 
value  is  displayed  in  a  unit  of  kilowatt/hour 

30  (kw/h).  In  addition,  the  integrated  operating  time 
value  and  integrated  laser  beam  output  value 
are  displayed  with  respect  to  each  part. 
[S8]  A  difference  between  the  integrated  laser 
beam  output  value  and  a  preset  laser  beam 

35  output  life  determination  value  and  a  difference 
between  the  integrated  operating  time  value  and 
a  preset  operating  time  life  determination  value 
are  calculated  and  when  both  of  these  values 
are  equal  to  or  less  than  predetermined  values, 

40  the  life  of  the  part  is  determined  to  be  near  to  its 
expiring  time  and  the  flow  goes  to  step  S9.  On 
the  other  hand,  when  the  life  of  the  part  is  not 
near  to  its  expiring  time,  the  flowchart  is  fin- 
ished. 

45  [S9]  An  alarm  is  output  so  that  the  CRT  16a 
displays  the  alarm  and  the  alarm  lamp  on  the 
operation  panel  16b  is  lit. 
As  described  above,  according  to  the  present 

invention,  since  the  integrated  operating  time  value 
50  and  integrated  laser  beam  output  value  of  the  laser 

beam  oscillator  20  are  calculated  since  the  replace- 
ment  of  a  part  and  an  alarm  is  output  by  determin- 
ing  the  life  of  the  part  from  these  values,  a  degree 
of  consumption  of  the  part  can  be  securely  found 

55  in  proportion  to  the  operating  frequency  of  the  part. 
Therefore,  a  consumed  part  can  be  replaced  at  a 
proper  timing  as  well  as  the  laser  beam  oscillator 
20  can  be  prevented  from  being  disabled  by  the 
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consumed  part.  Further,  when  the  laser  beam  os- 
cillator  20  is  disabled,  whether  it  is  caused  by  the 
consumption  of  a  part  or  not  can  be  securely 
determined.  As  a  result,  the  maintenance  of  the 
laser  beam  oscillator  20  can  be  executed  easily. 

Note,  although  the  laser  beam  oscillator  20  is 
connected  to  the  robot  controller  10  in  the  present 
embodiment,  this  embodiment  can  be  also  applied 
to  the  case  in  which  the  laser  beam  oscillator  20  is 
connected  to  a  numerical  control  apparatus  and  the 
like. 

Further,  although  a  laser  beam  output  sensing 
signal  from  the  laser  beam  output  sensor  is  used 
as  a  parameter  showing  a  laser  beam  output,  an 
output  command  signal  from  the  robot  controller  10 
to  the  laser  beam  oscillator  20,  a  voltage  value 
imposed  on  the  discharge  tube  or  the  like  may  be 
also  used  in  addition  to  the  above  signal. 

As  described  above,  according  to  the  present 
invention,  since  the  integrated  values  of  the  laser 
beam  output  and  operating  time  are  calculated, 
respectively,  since  the  replacement  of  a  part  of  the 
laser  beam  oscillator  and  a  degree  of  consumption 
of  the  part  is  notified  to  an  operator,  the  degree  of 
consumption  of  the  part  can  be  securely  found  in 
proportion  to  the  operating  frequency  thereof. 

Consequently,  consumed  parts  can  be  re- 
placed  at  a  proper  timing  as  well  as  the  laser  beam 
oscillator  can  be  prevented  from  being  disabled  by 
the  consumed  parts.  Further,  when  the  operation  of 
the  laser  beam  oscillator  is  disabled,  whether  it  is 
caused  by  the  consumption  of  parts  or  not  can  be 
securely  determined. 

Therefore,  maintenance  can  be  executed  easi- 
ly- 

Claims 

2.  A  controller  for  a  laser  beam  oscillator  accord- 
ing  to  claim  1,  wherein  said  teaching  means 
includes  a  display  means  for  displaying  said 
integrated  laser  beam  output  value  and  said 

5  integrated  operating  time  value  on  a  screen. 

3.  A  controller  for  a  laser  beam  oscillator  accord- 
ing  to  claim  1,  wherein  said  teaching  means 
includes  a  life  calculation  means  for  calculating 

io  a  laser  beam  output  setting  value  as  a  dif- 
ference  between  said  integrated  laser  beam 
output  value  and  a  preset  laser  beam  output 
life  determination  value  and  an  operating  time 
setting  value  as  a  difference  between  said  in- 

15  tegrated  operating  time  value  and  a  preset 
operating  time  life  determination  value  and  an 
alarm  means  for  issuing  an  alarm  by  alarm 
when  said  laser  beam  output  setting  value  and 
said  operating  time  setting  value  are  equal  to 

20  or  less  than  predetermined  values,  respective- 
ly- 

4.  A  controller  for  a  laser  beam  oscillator  accord- 
ing  to  claim  1,  wherein  an  output  command 

25  value  to  said  laser  beam  oscillator  is  used  as 
said  instantaneously  output  laser  beam  value. 

5.  A  controller  for  a  laser  beam  oscillator  accord- 
ing  to  claim  1  ,  wherein  an  instantaneously  out- 

30  put  laser  beam  value  sensed  by  an  output 
sensor  mounted  on  laser  beam  oscillator  is 
used  as  said  instantaneously  output  laser 
beam  value. 

35  6.  A  controller  for  a  laser  beam  oscillator  accord- 
ing  to  claim  1  ,  wherein  an  instantaneously  out- 
put  laser  beam  value  calculated  from  a  voltage 
value  imposed  on  a  discharge  tube  of  said 
laser  beam  oscillator  is  used  as  said  instanta- 

40  neously  output  laser  beam  value. 
1.  A  controller  for  a  laser  beam  oscillator  to  con- 

trol  the  same,  comprising:  40 
a  laser  beam  output  calculation  means  for 

calculating  values  obtained  by  multiplying  in- 
stantaneously  output  laser  beam  values  and 
operating  times  of  said  laser  beam  oscillator 
and  calculating  an  integrated  laser  beam  out-  45 
put  value  obtained  by  integrating  all  the  multi- 
plied  values  since  the  replacement  of  a  part  of 
said  laser  beam  oscillator; 

an  operating  time  calculation  means  for 
calculating  an  integrated  operating  time  value  50 
obtained  by  integrating  all  the  operating  times 
since  the  replacement  of  said  part;  and 

a  teaching  means  for  notifying  an  operator 
of  a  degree  of  consumption  of  said  part  based 
on  said  integrated  laser  beam  output  value  and  55 
said  integrated  operating  time  value. 
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