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Description

[Technical Field]

[0001] The present disclosure relates to a radio communication system and, more particularly, to an apparatus and
method for generating scrambling codes in a broadband radio communication system.

[Background Art]

[0002] A pseudo-random sequence is used to identify system-specific information, such as user equipment (UE)-spe-
cific information and cell (base station)-specific information in a radio communication system, such as scrambling codes
in a radio communication system.
[0003] The scrambling codes are designed according to system-specific information and are used to transmit and
receive a physical signal such as a reference signal and a physical channel of uplink and downlink.
[0004] In general, base stations are identified using scrambling codes in downlink and UEs are identified using scram-
bling codes in uplink.
[0005] A conventionally used scrambling code is that generated using a Gold sequence. Such a scrambling code
together with an application thereof in UMTS communication is discussed in FR-A1-2 851 385.
[0006] Document US 2005/0259844 A1 discloses a Gold-like sequence in the context of providing a watermark in a
two-color image.
[0007] In a next-generation radio communication system, there is a need for a method of identifying a larger number
of pieces of system-specific information such as UE-specific information or cell-specific information by increasing the
size of a scrambling code group
without increasing hardware complexity.

[Disclosure]

[Technical Problem]

[0008] Therefore, the present disclosure is directed to providing an apparatus and method for generating a scrambling
code in a radio communication system.
[0009] The present disclosure is directed to providing an apparatus and method for generating a pseudo-random
sequence in a radio communication system.
[0010] The present disclosure is directed to providing an apparatus and method for generating a scrambling code for
identifying system-specific information such as user equipment (UE)-specific information or cell-specific information
having a size which is twice that of the existing information in a radio communication system.
[0011] The present disclosure is directed to providing an apparatus and method for generating a scrambling code
capable of maintaining hardware complexity while increasing the size of a scrambling code group.
[0012] The present disclosure is directed to providing an apparatus and method for generating a scrambling code
using a primitive polynomial of degree m and a reciprocal primitive polynomial of the primitive polynomial of degree m
in a radio communication system.
[0013] It is therefore an object of the present invention to provide an apparatus or a method for generating a scrambling
code in a radio communication system without deteriorating the maximum cross-correlation value when the length of
the sequence used for generation of the scrambling code is 32. This object is solved according to the invention by an
apparatus according to claim 1 and a method according to claim 8. Preferred embodiments of the invention are described
in the dependent claims.
[0014] It is to be understood that both the foregoing general description and the following detailed description are
exemplary and explanatory and are intended to provide further explanation of the invention as claimed.

[Technical Solution]

[0015] According to the invention an apparatus according to claim 1 and a method according to claim 7 is provided.

[Advantageous Effects]

[0016] According to the apparatus and method for generating the scrambling code of the present disclosure, it is
possible to generate more scrambling codes without increasing hardware complexity.
[0017] In the embodiment, it is possible to more simply implement a system by constructing a second LFSR by a
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reciprocal primitive polynomial of a primitive polynomial used to construct a first LFSR.
[0018] In particular, in generation of the scrambling codes through a pseudo-random sequence, it is possible to generate
232 scrambling codes using a Gold-like sequence, which are twice 231 scrambling codes generated using a Gold sequence
in the case of m=31.
[0019] Therefore, it is possible to prevent deterioration in a maximum cross-correlation value which influences on
performance of the scrambling code, by maintaining the same hardware complexity while increasing the number of
scrambling codes.

[Description of Drawings]

[0020] The above and other aspects, features and advantages of the disclosed exemplary embodiments will be more
apparent from the following detailed description taken in conjunction with the accompanying drawings in which:

FIG. 1 is a diagram showing the configuration of an apparatus for generating a scrambling code in a broadband
radio communication system according to an embodiment;
FIG. 2 is a diagram showing the configuration of the apparatus for generating the scrambling code shown in FIG.
1 in the case of m=32; and
FIG. 3 is a flowchart illustrating a method for generating a scrambling code in a broadband radio communication
system according to an embodiment.

[Mode for Invention]

[0021] Exemplary embodiments now will be described more fully hereinafter with reference to the accompanying
drawings, in which exemplary embodiments are shown. The present disclosure may, however, be embodied in many
different forms and should not be construed as limited to the exemplary embodiments set forth therein. Rather, these
exemplary embodiments are provided so that the present disclosure will be thorough and complete, and will fully convey
the scope of the present disclosure to those skilled in the art. In the description, details of well-known features and
techniques may be omitted to avoid unnecessarily obscuring the presented embodiments.
[0022] In general, the aforementioned scrambling code is generated on the basis of a pseudo-random sequence
having good correlation characteristics. A well-known pseudo-random sequence may include an m-sequence, a Gordon-
Mills-Welch (GMW) sequence, a Legendre sequence, or the like. The m-sequence may be converted into a primitive
polynomial of degree m over GF(2), and implemented by using a linear feedback shift register (LFSR).
[0023] The pseudo-random sequence such as the m-sequence has optimal periodic autocorrelations. However, since
the size of only a single m-sequence is 1, there is a limit to using the pseudo-random sequence as scrambling code
requiring a plurality of different random sequences having good cross-correlations (the maximum cross-correlation value
is low and the number of kinds of cross-correlations is small).
[0024] Therefore, in general, by mathematically connecting pseudo-random sequences, different pseudo-random
sequences of size M are generated to be used as scrambling code.
[0025] Particularly, one of the most widely used methods in a radio communication system is a method of mathematically
connecting two m-sequences and generating scrambling code using a Gold sequence generated as a result.
[0026] Recently, with the development of a radio communication system, in order to identify more pieces of system-
specific information such as user equipment (UE)-specific and cell-specific information, different scrambling code groups
having a larger size are needed.
[0027] In a 3GPP Wideband CDMA (3GPP WCDMA) system developed on the basis of the Global System for Mobile
Communications (GSM), which is one of the most prominent standards among standards of the third-generation Inter-
national Mobile Telecommunications-2000 (IMT-2000), scrambling code for identifying system-specific information of
25 bits by using a Gold sequence in the case of m=25 is used.
[0028] In a 3.9G (Pre-4G) LTE system developed from the 3GPP WCDMA, in order to identify more sufficient pieces
of information than the early standardization process, a method of generating scrambling code having a very large size
was proposed.
[0029] However, in the method of identifying UE-specific and cell-specific system information of 40 to 50 bits or more
by using the Gold sequence in the case of m=40 or m=50 or more as the proposed scrambling code, there is a problem
in that hardware complexity increases due to blocks (block or box) in a number of LFSRs connected in series.
[0030] In consideration of this, in the early standard TS36.211-8.1.0 of a physical layer part of the 3GPP LTE, in order
to decrease hardware complexity, it was agreed that system-specific information such as UE-specific and cell-specific
information was limited to 33 bits, and identified by scrambling code generated through the Gold sequence in the case
of m=33. However, in the case of m=33, in consideration of hardware based on the 32-bit architecture, there still is a
problem in terms of hardware complexity.
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[0031] Accordingly, a Gold sequence of m=32 or less has been considered. However, in the case of m=32, since m
is a multiple of 4, the Gold sequence does not exist. Therefore, it has been finally determined that system-specific
information such as UE-specific and cell-specific information is identified by scrambling code generated from a Gold
sequence in the case of m=31.
[0032] Large sets of scrambling codes are needed to identify more pieces of information. However, in a current system,
in consideration of hardware complexity, the standard is determined such that a minimum number of pieces of system-
specific information such as UE-specific and cell-specific information are identified. For this, a method of generating
scrambling code using a Gold sequence in the case of m=31 has been adopted.
[0033] However, a next-generation broadband radio communication system such as the fourth-generation IMT-Ad-
vanced requires a larger number of different scrambling codes as a frequency band is broadened and a cell radius is
reduced as in a pico cell and a femto cell.
[0034] Therefore, in such a next-generation broadband radio communication system, the number of bits which is
limited to identify system-specific information such as UE-specific and cell-specific information in a related art has to be
increased.
[0035] For this, instead of considering a 32-bit structure of hardware in the related art, a Gold sequence in the case
where m is greater than 32 is considered while accepting hardware complexity.
[0036] This disclosure proposes a method of identifying more pieces of system-specific information such as UE-specific
information and cell-specific information by increasing the size of the scrambling code group while maintaining the same
hardware complexity as the related art.
[0037] First, a process of generating a scrambling code using a Gold sequence will be described.
[0038] An m-sequence may be generated using a primitive polynomial of degree m over GF (2), and the primitive
polynomial of degree m for generating the m-sequence may be readily implemented by using a LFSR.
[0039] An m-sequence xa(i) generated through an LFSR a is generated by a primitive polynomial of Equation 1. 

[0040] An m-sequence xb(i), which is generated through an LFSR b and different from xa (i), is generated from a
primitive polynomial of Equation 2. 

[0041] For example, in the case of m=5, a total of six primitive polynomials exists. When two primitive polynomials
ha(x)=x5+x2+1 and hb(x)=x5+x4+x3+x2+1 are selected respectively, and the LFSR a and LFSR b are implemented by
using the two primitive polynomials represented by Equations 1 and 2, two different m-sequences xa =
(0000100101100111110001101110101) and xb = (0001010110100001100100111110111) having a length of 25-1=31
are generated respectively.
[0042] A Gold sequence is generated from a preferred pair of arbitrary m-sequences. Here, when it is assumed that
a sequence a is an arbitrary m-sequence having a period of N=2m-1, in the case where m is not the power of 2, a
sequence b has a sampler f=2k+1 or f=22k-2k-1 for an arbitrary k which allows m/gcd(m,k) to be odd, and is sampled
from the sequence a.
[0043] In this case, the two m-sequences a and b having a period of N=2m-1 have a three-valued cross-correlation,
and theses sequences a and b are called the preferred pair of m-sequences. For any m which is not a multiple of 4, in
the case of the sampler f=1+2a(m+2)/2Ì, a preferred pair of m-sequences always exists.
[0044] For the preferred pair of m-sequences a and b, a Gold sequence G(a,b) is represented by the following equation. 
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where T means a shift operator, and ⊕ means a modulo 2 operation. G(a,b) includes M=2m+1 different sequences
having a period of N=2m-1. Here, M is generally called a size of a sequence set.
[0045] G(a,b) may be generated by the polynomial h(x)=ha(x)·hb(x) and ha(x) and hb(x) correspond to the primitive
polynomials for generating the m-sequences a and b, respectively, as represented by Equations 1 and 2.
[0046] Therefore, the Gold sequence G(a,b) may generate the m-sequence a from the simplest (the number of terms
is smallest) primitive polynomial ha(x) for an arbitrary m which is not a multiple of 4 and generate the m-sequence b
having a primitive polynomial hb(x) to allow the two sequences a and b to be the preferred pair of m-sequences by
sampling the sequence a with a sampler f.
[0047] The process of generating the Gold sequence G(a,b) through the two m-sequences a and b constructing the
preferred pair of m-sequences may be implemented by an apparatus having two LFSRs. Specifically, the LFSR a and
the LFSR b are apparatuses for respectively generating the m-sequences a and b, and the two m-sequences a and b
are added bit by bit through a modulo 2 operator.
[0048] As shown in Equation 3, different Gold sequences are generated by adding a sequence obtained by shifting
the sequence b by T to the fixed sequence a bit by bit using the modulo 2 operation. This may be implemented by fixing
an initialization value of each block of the LFSR a constructing the sequence a and changing an initialization value of
each block of the LFSR b constructing the sequence b.
[0049] That is, b=(0001010110100001100100111110111) exemplified above is a sequence generated from
hb(x)=x5+x4+x3+x2+1 and may be generated by setting the initial value of each block of the LFSR to 00010. Similarly,
Tb, T2b, and T3b may be generated by setting their initial values to 00101, 01010, and 10101, respectively. In this
manner, the values TN-1b(N=25-1=31) in b are matched with 31 initial values from 00001 to 11111 one by one.
[0050] A process for generating a scrambling code using the Gold sequence method is described as follows. A Gold
sequence G(a,b) is implemented as follows.
[0051] For m=31, an m-sequence a is generated by ha(x) = x31 + x3 + 1, which is one of the simplest primitive polynomials
among 69,273,666 primitive polynomials. In addition, an m-sequence b having a primitive polynomial hb(x) = x31 + x3 +
x2 + x + 1 to be a preferred pair with the sequence a is generated by sampling the sequence a with a sampler f=2k+1=3(k=1).
Here, for the initial value of the m-sequence a <0, 0, 0, ... , 0, 0, 1> is substituted without variation, and for the initial
value of the m-sequence b 31-bit predetermined values from <0, 0, 0, ... , 0, 0, 0> to <1, 1, 1, ... , 1, 1, 1> are substituted.
Specifically, the Gold sequence G(a,b) generated through the modulo 2 operator from the predetermined initial value
corresponding to 31 bits of the m-sequence b generates 231 different scrambling codes.
[0052] The 231 different scrambling codes are used for identifying system-specific information such as UE-specific
and cell-specific information.
[0053] As described above, in the case of using the Gold sequence method, 2m (about m bits) different scrambling
codes may be generated from the two LFSRs (LFSRs having two m-sequences with primitive polynomials of degree m)
each of which has m blocks (block or box), and a maximum cross-correlation value between scrambling codes, a period
(length) of which is 2m-1, is 2a(m+2)/2Ì+1.
[0054] Elements which influence on the performance of the scrambling code include a size, a maximum cross-corre-
lation value, a period, etc.
[0055] Since the period (length) of the sequence may be sufficiently considered in the current system, the scrambling
code may be generated by maximally increasing the size of the sequence while reducing or maintaining the maximum
cross-correlation value between the sequences.
[0056] In the embodiment shown in FIG. 1, a technique of increasing the size of a scrambling sequence group which
may be generated while maintaining the same period (length) of the sequence, the same maximum cross-correlation
value between the sequences and the same hardware complexity, as compared to the method for generating the
scrambling code using the Gold sequence.
[0057] In the embodiment, a scrambling code is generated using a Gold-like sequence transformed from the Gold
sequence. The Gold-like sequence may be generated using the following three methods.
[0058] In the case of generating the Gold-like sequence from two LFSRs (LFSR a and LFSR a’), the first method for
generating the scrambling code using the Gold-like sequence is equal to the Gold sequence method in terms of a sampler
used to implement the second LFSR (LFSR a’).
[0059] That is, the Gold sequence G(a,b) may be generated by generating the m-sequence b having a primitive
polynomial hb(x) to allow the two sequences a and b to be the preferred pair of m-sequences, using the same method
as Equation 3. For arbitrary m which is not a multiple of 4, the m-sequence a is generated from the simplest primitive
polynomial ha(x) and the sequence a is sampled with the sampler f=1+2a(m+2)/2Ì.
[0060] If the above process is performed with the same sampler f=1+2a(m+2)/2Ì when m is a multiple of 4, the generated
two sequences a and b are not a preferred pair of m-sequences. Therefore, the Gold sequence may not be generated
using the same method as Equation 3.
[0061] However, for any m which is a multiple of 4, in the case where the sequences generated from the LFSRs are
combined using the same method as Equation 4 so as to generate the scrambling code, it is possible to generate
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scrambling codes having the same sequence length, sequence size and maximum cross-correlation value as compared
to the Gold sequence method. 

where, b(k) is a sequence sampled from Tka with the same sampler f, T is a shift operator, and ⊕ is a modulo 2 operation.
[0062] Equation 4 is different from Equation 3 in the method for combining sequences, that is, a subject and a method
for performing a shift operation. The result value of the method of combining the sequences represented by Equation 4
one-to-one correspond to the case where the initial value of each block of the LFSR b constructing the sequence b is
changed to 2m values from <0, 0, 0, ..., 0, 0, 0> to <1, 1, 1, ..., 1, 1, 1>.
[0063] Therefore, for any m which is a multiple of 4, the sequences are combined using Equation 4, and similarly to
the Gold sequence method of Equation 3, if an initial value of each block of the LFSR a constructing the sequence a is
fixed and an initial value of each block of the LFSR b constructing the sequence b is changed, it is possible to generate
scrambling codes for any m including m which is a multiple of 4.
[0064] In second and third methods for generating scrambling codes using the Gold-like sequence, unlike the sampler
value of the first method for generating the scrambling codes using the Gold sequence or the Gold-like sequence, a
polynomial for implementing the second LFSR (LFSR a’) is obtained by setting a sampler to f=1+2a(m+2)/2Ì for any m
which is a multiple of 4 and setting a sampler to f=-2+2m for any m which is a multiple of 2.
[0065] The sequences generated from the LFSRs (LFSR a and LFSR a’) are combined as shown in Equation 5 so as
to generate scrambling codes. 

where, T is a shift operator, and ⊕ is a modulo 2 operation. At this time, both H(a,b) and I(a,b) have a period N=2m-1
and respectively include M=2m and M=2m+1 different sequences.
[0066] The maximum cross-correlation values respectively have 1+2(m+2)/2 and -1+2(m+2)/2, which are similar to the
values of the Gold sequence method. However, in the case where m is a multiple of 4, the Gold sequence does not
exist. Therefore, if a Gold-like sequence, the number of bits of which is greater than the Gold sequence by 1 bit, is used,
it is possible to generate different scrambling codes, which are twice scrambling codes generated in the case of using
the Gold sequence.
[0067] For example, in the case of m=32, the Gold sequence does not exist. Therefore, if the Gold-like sequence of
m=32 is used, it is possible to generate different scrambling codes, which are twice scrambling codes generated in case
of using the Gold sequence of m=31.
[0068] In particular, the last method of the three methods for generating the scrambling codes using the Gold-like
sequence, that is, the method for obtaining the polynomial for implementing the second LFSR (LFSR a’) using the
sampler f=-2+2m, can be easily implemented by the reciprocal primitive polynomial of the primitive polyminal for impl-
menting the first LFSR (LFSR a).
[0069] For example, in the case of m=6, when the primitive polynomial for implementing the first LFSR (LFSR a) is
ha(x)=x6+x+1, the second LFSR (LFSR a’) may be easily implemented by the reciprocal primitive polynomial
ha’(x)=x6+x5+1 thereof.
[0070] Hereinafter, the apparatus for generating the scrambling codes in the broadband radio communication system
according to an embodiment will be described in detail with reference to FIGS. 1 and 2.
[0071] FIG. 1 is a diagram illustrating the configuration of an apparatus for generating scrambling codes in a broadband
radio communication system according to an exemplary embodiment, which shows an apparatus for generating scram-
bling codes using the above-described Gold-like sequence.
[0072] Referring to FIG. 1, the apparatus for generating the scrambling codes according to an exemplary embodiment
includes a LFSR a 110 connected to a first initial value mapper 112, a LFSR b 120 connected to a second initial value
mapper 122, a modulo 2 operator 130, and a controller 140.
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[0073] The LFSR a 110 having m blocks am-1, am-2,..., a2, a1 and a0 is implemented by a primitive polynomial of degree
m over GF(2) which is one of two different polynomials of degree m for generating the Gold-like sequence. The first
initial value mapper 112 inputs one fixed initial value to the LFSR a 110 at every initialization period.
[0074] The LFSR a’ 120 having m blocks a’m-1, a’m-2,..., a’2, a’1 and a’0 is implemented by a polynomial of degree m
which is the other of two different polynomials of degree m for generating the Gold-like sequence. The second initial
value mapper 122 inputs one of m-bit different initial values to the LFSR a’ 120 at every initialization period.
[0075] The LFSR a 110 and the LFSR a’ 120 include m blocks am-1, am-2,..., a2, a1 and a0 and a’m-1, a’m-2,..., a’2, a’1
and a’0 for performing shift operations at every clock and the modulo 2 operators 114 and 124, respectively.
[0076] The modulo 2 operators 114 and 124 add all state values of the respective blocks connected thereto by modulo
2 operations and feed the added values back to the respective first blocks am-1 and a’m-1, at every clock.
[0077] In the LFSRs 110 and 120, a determination as to which of the m blocks is connected to the modulo 2 operator
is made by two different polynomials of degree of m for generating the Gold-like sequence.
[0078] The controller 140 controls the second initial value mapper 122 on the basis of some information, a total sum
of information bits of which is between 1 and m bits, in the system-specific information and distributes different m-bit
initial values input to the LFSR a’ 120.
[0079] The LFSR a 110 and the LFSR a’ 120 may be implemented by ha(x) and ha’(x) respectively. The coefficients
hm-n(x) located in front of x terms of the respective polynomials are 1 or 0. The blocks are connected to the modulo 2
operator 114 and 124 in the LFSRs 110 and 120 if the coefficients are 1 and are not connected to the modulo 2 operator
114 and 124 in the LFSRs 110 and 120 if the coefficients are 0.
[0080] The modulo 2 operators 114 and 124 of the LFSRs 110 and 120 add the state values of the blocks of the LFSRs
respectively connected thereto at every clock and feed the added values back to the respective first blocks of the LFSRs
110 and 120.
[0081] Here, ha(x) corresponds to a primitive polynomial for generating the m-sequence as described above. The
sequence b having the polynomial ha(x) is sampled from the sequence a with a sampler f. At this time, the sampler f is
one of the three samplers of Equation 6. 

[0082] For convenience of description, a polynomial, the number of terms of which is smallest, may be selected as
ha(x) from among a plurality of primitive polynomials for generating the m-sequence a.
[0083] For example, in the case of m=32, a total of 67,108,864 primitive polynomials exists and, from among them,
ha(x)=x32+x7+x6+x2+1, ha(x)=x32+x8+x5+x2+1, ha(x)=x30+x9+x3+x2+1 including five terms may be selected as ha(x) for
the LFSR a 110. If the third sampler of Equation 6 is used, as expressed by Equation 7, ha’(x) may be readily generated
by the reciprocal primitive polynomial of ha(x).
[0084] The LFSR a 110 and the LFSR a’ 120 are components for generating the sequences a and b and respectively
have m blocks. The sequences a and b output from the LFSR a 110 and the LFSR a’ 120 are added bit by bit through
the modulo 2 operator 130 so as to generate the scrambling codes.
[0085] The polynomials ha(x) and ha’(x) of Equation 7 may be represented by the LFSR a 110 and the LFSR a’ 120,
respectively. 

[0086] The LSFR a 110 and the LFSR a’ 120 may be implemented by the polynomials ha(x) and ha’(x) obtained using
such a method.
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[0087] However, different scrambling codes may be generated by adding the sequence obtained by shifting the se-
quence b by T to the fixed sequence a bit by bit through the modulo 2 operation. The initial value of each block of the
LFSR a 110 constructing the sequence a is fixed and the initial value of each block of the LFSR a’ 120 constructing the
sequence b is changed.
[0088] The initial value of the first initial value mapper 112 for mapping the initial value to each block of the LFSR a
110 is fixed to the same value. The initial value of the second initial value mapper 122 for mapping the initial value to
each block of the LFSR a’ 120 is set to m-bit (2m) different values.
[0089] FIG. 2 is a diagram showing the configuration of the apparatus for generating the scrambling in the case of
m=32 in the exemplary embodiment. FIG. 2 shows the configuration of the two LFSRs constructing the apparatus for
generating the scrambling code in the case of m=32.
[0090] First, one polynomial, the number of terms of which is smallest is selected from among a total of 67,108,864
primitive polynomials. For example, ha(x) = x32+x7+x6+x2+1 is selected.
[0091] In the embodiment of FIG. 2, a primitive polynomial is set to ha(x) and the LFSR a 110 for generating the
sequence a according to ha(x) is implemented. In addition, the LFSR a’ 120 is implemented using the sequence b with
the polynomial ha’(x) sampled from the sequence a with one of the three samplers f shown in Equation 6.
[0092] The modulo 2 operators 114 and 124 of the LFSRs 110 and 120 add the state values of the blocks of the LFSRs
respectively connected thereto through the modulo 2 operations at every clock and feed the added values back to the
respective first blocks (most significant bit (MSB)) of the LFSRs 110 and 120.
[0093] The values xa(i) and xa’(i) output from the respective last blocks (least significant bit (LSB)) of the LFSRs 110
and 120 are added bit by bit through the modulo 2 operators 114 and 124 at every clock. One scrambling code is obtained
by arranging the values output as the result.
[0094] In particular, if the third sampler of the three samplers f of Equation 6 is used, the polynomial ha’(x) may be
easily obtained by the reciprocal primitive polynomial of the primitive polynomial ha(x). If ha(x)= x32+x7+x6+x2+1 is the
primitive polynomial ha(x) necessary to implement the LFSR a 110, the polynomial ha’(x) necessary to implement the
LFSR a’ 120 is ha(x)=x32+x30+x26+x25+1 which is the reciprocal primitive polynomial of ha(x).
[0095] The initial value mappers 112 and 122 for initializing the state values of the blocks of the LFSRs 110 and 120
at every initialization period have the following values as the initialization values mapped to the LFSRs 110 and 120.
[0096] First, the first initial value mapper 112 for the LFSR a 110 maps a specific fixed value at every initialization
period. The example of this value is <0,0,0,...,0,0,1> or <1,0,0,...,0,0,0>. The second initial value mapper 122 for the
LFSR a’ 120 maps various initialization values corresponding to a total 32 bits from <0,0,0,...,0,0,0> to <1,1,1,...,1,1,1>
at every initialization period. At this time, a determination as to which of a total of 232 initialization values corresponding
to the 32 bits is mapped is made by the controller 140.
[0097] That is, the controller 140 receives system-specific information such as UE-specific information or cell-specific
information corresponding to the 32 bits and inputs the information value to the second initial value mapper 122.
[0098] The initialization periods when the initial values are input to the LFSRs 110 and 120 differ between physical
signals or physical channels of the uplink or downlink. The initial period may include a subframe period, a radio frame
period, an orthogonal frequency-division multiplexing (OFDM) symbol period, a code block period, etc.
[0099] Examples of the system-specific information such as UE-specific information and cell-specific information in-
clude a UE ID, a cell ID, a subframe number, a stream ID, an MBMS over single frequency network (MBSFN) area ID,
an OFDM symbol number, etc.
[0100] In particular, in the 3GPP LTE, the number of bits of a UE ID identified by 16 bits and a cell ID identified by 9
bits may be increased as the system has been developed.
[0101] For example, as shown in FIG. 2, it is assumed that the Gold-like sequence method is applied to hardware
based on the 32-bit architecture. In this case, as compared to the case where the Gold sequence method is applied to
the same hardware architecture, the number of bits of the cell ID may be doubled (10 bits, a maximum 1024) while
maintaining the 32-bit architecture without increasing hardware complexity.
[0102] As a result, according to the exemplary embodiment, even when m is a multiple of 4, using the Gold-like
sequence, it is possible to generate the scrambling codes using the method similar to the Gold sequence method.
[0103] In particular, in the case of m=32, an efficient calculation operation considering hardware based on the 32-bit
architecture may be performed. In the case where the third method is used among the methods for implementing the
two LFSRs using the Gold-like sequence method, it is possible to more simply implement the second LFSR (LFSR a’)
using the reciprocal primitive polynomial of the primitive polynomial used to implement the first LFSR (LFSR a). In the
case where a primitive polynomial, the number of terms of which is smallest, is necessary to implement the first LFSR
(LFSR a), the number of terms of the reciprocal primitive polynomial necessary to implement the second LFSR (LFSR
a’) is also decreased. Therefore, in this case, it is possible to implement an apparatus for generating a scrambling code
using a simpler LFSR architecture.
[0104] As compared to the case of generating 231 scrambling codes using the Gold sequence in the case of m=31,
in the embodiment, 232 scrambling codes, which are twice scrambling codes generated in the case of using the Gold
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sequence, may be generated without deteriorating the maximum cross-correlation value which influences on the per-
formance of the scrambling code. By this configuration, the number of pieces of identified system-specific information
such as UE-specific and cell-specific information, such as a cell ID, may be doubled.
[0105] Accordingly, in a next-generation broadband radio communication system such as a fourth-generation IMT-
Advanced (3GPP LTE-A), which requires a larger number of different scrambling codes as a frequency band is broadened
and a cell radius is reduced as in a pico cell and a femto cell, it is possible to identify a larger number of pieces of system-
specific information such as UE-specific and cell-specific information without increasing hardware complexity.
[0106] Hereinafter, a method for generating a scrambling code in a broadband radio communication system according
to an exemplary embodiment will be described in detail with reference to FIG. 3.
[0107] FIG. 3 is a flowchart illustrating a method for generating a scrambling code in a broadband radio communication
system according to an embodiment, which shows the method for generating the scrambling code using the apparatus
shown in FIG. 1.
[0108] First, a LFSR a 110 and a LFSR a’ 120 are constructed by two different polynomials of degree m (S110). The
LFSR a 110 and the LFSR a’ 120 respectively have m blocks and modulo 2 operators 114 and 124 as shown in FIG. 1.
A determination as to which of the blocks in the LFSRs 110 and 120 is connected to the modulo 2 operators 114 and
124 is made by the two different polynomials of degree m for generating the Gold-like sequence.
[0109] More specifically, in order to obtain two different polynomials of degree m for generating the Gold-like sequence,
first, a first primitive polynomial of degree m over GF(2) is selected and the LFSR a 110 is constructed by the selected
first primitive polynomial of degree m (S111). In addition, a second primitive polynomial is decided by sampling a binary
sequence generated by the first primitive polynomial of degree m with the sampler f=1+2a(m+2)/2Ì, f=-1+2a(m+2)/2Ì or f=-
2+2m, and the LFSR a’ 120 is constructed by the second polynomial (S112).
[0110] In particular, in the case of sampling the sequence a output from the LFSR a 110 using the sampler f=-2+2m,
the second primitive polynomial of degree m for implementing the LFSR a’ 120 becomes the reciprocal primitive poly-
nomial of the first primitive polynomial of degree m. If a polynomial, the number of terms of which is smallest, is selected
from among a plurality of primitive polynomials of degree m over GF(2) as the first primitive polynomial of degree m, a
second primitive polynomial of degree m, the number of terms of which is smallest, is selected.
[0111] Therefore, the hardware architecture may be further simplified. In this case, the binary sequences generated
by the first and second primitive polynomials of degree m become m-sequences.
[0112] Thereafter, if an initialization period arrives (S120), the controller 140 inputs one initial value to the LFSR a 110
having the m blocks through the first initial value mapper 112 so as to generate a first output sequence xa(i) (S130).
[0113] The controller 140 inputs different initial values of a maximum of m bits to the LFSR a’ 120 through the second
initial value mapper 122 so as to generate a second output sequence xa’(i) (S140).
[0114] One fixed initial value input to the LFSR a 110 may be a value <0,0,0,...,0,0,1> or <1,0,0,...,0,0,0> of a length
of m. The different initial values input to the LFSR a’ 120 may be one of 2m different initial values having a length of m
from <0,0,0,...,0,0,0> to <1,1,1,...,1,1,1>. Different initial values of a maximum of m bits input to the LFSR a’ 120 may
be distributed based on some information, a total sum of information bits of which is between 1 and m bits, in the system-
specific information.
[0115] More specifically, different initial values of m bits input to the LFSR a’ 120 may be one of elements of a subset
of the set A in which the number of elements is M of 0<M≤2m. M is set based on the set A having a total of 2m different
initial values <0,0,0,...,0,0,0> to <1,1,1,...,1,1,1> having a length of m as elements and the number of cases of the system-
specific information distributed to the LFSR a’ 120.
[0116] The first output sequence xa(i) output from the LFSR a 110 and the second output sequence xa’(i) output from
the LFRS a’ 120 are added bit by bit through the modulo 2 operator 130 so as to generate a final scrambling code (S150).
[0117] The apparatus and method for generating the scrambling code according to the embodiment is used in a radio
communication system for generating a scrambling code having a larger size without increasing hardware complexity.

Claims

1. An apparatus for generating a scrambling code in a radio communication system, comprising:

a first linear feedback shift register, LFSR, (110) having m blocks and constructed by a primitive polynomial of
degree m over GF(2);
a second LFSR having m blocks (120);
a first initial value mapper (112) configured to input a fixed initial value to the first LFSR at every initialization period;
a second initial value mapper (122) configured to selectively input one of different initial values of m bits to the
second LFSR at every initialization period;
a controller (140) configured to control the second initial value mapper based on some information, a total sum
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of information bits of which is between 1 and m bits, in system-specific information and control one of the different
initial values of m bits to be input to the second LFSR; and
a modulo 2 operator (130) configured to add an output sequence from the first LFSR and an output sequence
from the second LFSR bit by bit b y a modulo 2 operation,
characterized in that
the second LFSR is constructed by a reciprocal primitive polynomial of the primitive polynomial of degree m, and
in that m is 32.

2. The apparatus according to claim 1, wherein the initialization period is at least one of a subframe period, a radio
frame period, an orthogonal frequency division multiplexing, OFDM, symbol period and a code block period in each
physical signal or physical channel of uplink or downlink.

3. The apparatus according to claim 1, wherein the system-specific information includes information regarding at least
one of a user equipment, UE, ID, a cell ID, a subframe number, a stream ID, an MBMS over single frequency
network, MBSFN, area ID, an OFDM symbol number in each physical signal or physical channel of uplink or downlink.

4. The apparatus according to claim 1, wherein the fixed initial value input to the first LFSR is at least one of a value
<0,0,0,...,0,0,1> or <1,0,0,...,0,0,0> having a length of m.

5. The apparatus according to claim 1, wherein one of the different initial values of m bits input to the second LFSR is
one of elements a subset of a set A in which the number of elements is M, for M of 0<M≤2m which is set based on
the set A having a total of 2m different initial values <0,0,0,...,0,0,0> to <1,1,1,...,1,1,1> having a length of m as
elements and the number of cases of system-specific information distributed to the second LFSR by the controller.

6. The apparatus according to claim 1, wherein the first LFSR and the second LFSR are constructed by two different
polynomials of degree m for generating a Gold-like sequence.

7. A method for generating a scrambling code in a radio communication system, comprising:

constructing (S111) a first linear feedback shift register, LFSR, having m blocks according to a primitive poly-
nomial of degree m over GF(2);
constructing (S112) a second LFSR having m blocks;
inputting (S130) a fixed initial value to the first LFSR at every initialization period so as to generate a first output
sequence;
selecting and inputting (S140) one of different initial values of m bits to the second LFSR at every initialization
period so as to generate a second output sequence; and
adding (S150) the first output sequence and the second output sequence bit by bit by a modulo 2 operation,
characterized in that
the constructing a second LFSR comprises constructing the second LFSR according to a reciprocal primitive
polynomial of the primitive polynomial of degree m, and
in that m is 32.

8. The method according to claim 7, wherein the initialization period is at least one of a subframe period, a radio frame
period, an OFDM symbol period and a code block period in each physical signal or physical channel of uplink or
downlink.

9. The method according to claim 7, wherein the generating the second output sequence includes controlling and
generating the different initial values of the m bits input to the second LFSR based on some information, a total sum
of information bits of which is between 1 and m bits, in system-specific information.

10. The method according to claim 9, wherein the system-specific information includes information regarding at least
one of a UE ID, a cell ID, a subframe number, a stream ID, a MBSFN area ID, an OFDM symbol number in each
physical signal or physical channel of uplink or downlink.

11. The method according to claim 7, wherein the fixed initial value input to the first LFSR is at least one of a value
<0,0,0,...,0,0,1> or <1,0,0,...,0,0,0> having a length of m.

12. The method according to claim 7, wherein one of the different initial values of m bits input to the second LFSR is
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one of elements a subset of a set A in which the number of elements is M, for M of 0<M≤2m which is set based on
the set A having a total of 2m different initial values <0,0,0,...,0,0,0> to <1,1,1,...,1,1,1> having a length of m as
elements and the number of cases of system-specific information distributed to the second LFSR by the controller.

13. The method according to claim 7, wherein the constructing the first LFSR and the second LFSR includes generating
two different polynomials of degree m using a Gold-like sequence.

Patentansprüche

1. Vorrichtung zum Erzeugen eines Verwürfelungscodes in einem Funkkommunikationssystem, welche aufweist:

ein erstes Linear-Rückkopplungsschieberegister, LFSR, (110), das m Blöcke aufweist und aus einem primitiven
Polynom von Grad m über GF(2) aufgebaut ist;
ein zweites LFSR (120), das m Blöcke aufweist;
einen ersten Initialwert-Mapper (112), der konfiguriert ist, um bei jeder Initialisierungsperiode einen festen Ini-
tialwert in das erste LFSR einzugeben;
einen zweiten Initialwert-Mapper (122), der konfiguriert ist, um bei jeder Initialisierungsperiode selektiv einen
von unterschiedlichen Initialwerten von m Bits in das zweite LFSR einzugeben;
einen Controller (140), der konfiguriert ist, um den zweiten Initialwert-Mapper basierend auf einiger Information,
deren Gesamtsumme von Informations-Bits zwischen 1 und m Bits liegt, in systemspezifischer Information zu
steuern und einen der unterschiedlichen Initialwerte von m Bits zur Eingabe in das zweite LFSR zu steuern; und
einen Modulo-2-Operator (130), der konfiguriert ist, um eine Ausgangssequenz von dem ersten LFSR und eine
Ausgangssequenz von dem zweiten LFSR Bit-weise durch eine Modulo-2-Operation zu addieren,
dadurch gekennzeichnet, dass
das zweite LFSR durch ein reziprokes primitives Polynom des primitiven Polynoms von Grad m aufgebaut ist, und
dass m 32 ist.

2. Die Vorrichtung nach Anspruch 1, wobei die Initialisierungsperiode zumindest eine einer Subframeperiode, einer
Funkframeperiode, einer Orthogonal-Frequenzteilungs-Multiplex-, OFDM, Symbolperiode und einer Codeblockpe-
riode in jedem physikalischen Signal oder physikalischen Kanal von Uplink oder Downlink ist.

3. Die Vorrichtung nach Anspruch 1, wobei die systemspezifische Information Information in Bezug auf zumindest
eine einer Nutzergerät, UE-ID, einer Zellen-ID, einer Subframenummer, einer Stream-ID, einer MBMS über Einzel-
frequenznetzwerk, MBSFN, -Bereich-ID, einer OFDM-Symbolzahl in jedem physikalischen Signal oder physikali-
schen Kanal von Uplink oder Downlink enthält.

4. Die Vorrichtung nach Anspruch 1, wobei der in das erste LFRS eingegebene feste Initialwert zumindest einer eines
Werts <0,0,0,...,0,0,1> oder <1,0,0,...,0,0,0> mit einer Länge von m ist.

5. Die Vorrichtung nach Anspruch 1, wobei einer der in das zweite LSFR eingegebenen unterschiedlichen Initialwerte
von m Bits eines von Elementen eines Teilsatzes eines Satzes A ist, worin die Anzahl von Elementen M ist, für M
von 0<M≤2m, das gesetzt ist basierend auf dem Satz A, mit einer Gesamtheit von 2m unterschiedlichen Initialwerten
<0,0,0,...,0,0,0> bis <1,1,1,...,1,1,1> mit einer Länge von m als Elemente, und der Anzahl von Fällen systemspezi-
fischer Information, die durch den Controller auf das zweite LFSR verteilt ist.

6. Die Vorrichtung nach Anspruch 1, wobei das erste LFSR und das zweite LFSR durch zwei unterschiedliche Polynome
von Grad m aufgebaut sind, um eine Gold-artige Sequenz zu erzeugen.

7. Verfahren zum Erzeugen eines Verwürfelungscodes in einem Funkkommuikationssystem, welches aufweist:

Aufbauen (S111) eines ersten Linear-Rückkopplungsschieberegisters, LFSR, das m Blöcke aufweist, gemäß
einem primitiven Polynom von Grad m über GF(2);
Aufbauen (S112) eines zweiten LFSR, das m Blöcke aufweist;
Eingeben (S130) eines festen Initialwerts in das erste LFSR bei jeder Initialisierungsperiode, um eine erste
Ausgangssquenz zu erzeugen;
Auswählen und Eingeben (S140) eines von unterschiedlichen Initialwerten von m Bits in das zweite LFSR bei
jeder Initialisierungsperiode, um eine zweite Ausgangssequenz zu erzeugen; und
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Bit-weises Addieren (S150) der ersten Ausgangssequenz und der zweiten Ausgangssequenz durch eine Mo-
dulo-2-Operation,
dadurch gekennzeichnet, dass
das Aufbauen des zweiten LFSR aufweist, das zweite LFSR gemäß einem reziproken primitiven Polynom des
primitiven Polynoms von Grad m aufzubauen, und
dass m 32 ist.

8. Das Verfahren nach Anspruch 7, wobei die Initialisierungsperiode zumindest eine einer Subframeperiode, einer
Funkframeperiode, einer OFDM-Symbolperiode und einer Codeblockperiode in jedem physikalischen Signal oder
physikalischen Kanal von Uplink oder Downlink ist.

9. Das Verfahren nach Anspruch 7, wobei das Erzeugen der zweiten Ausgangssequenz enthält, die unterschiedlichen
Initialwerte der in das zweite LFSR eingegebenen m Bits basierend auf einiger Information, deren Gesamtsumme
von Informations-Bits zwischen 1 und m Bits beträgt, in systemspezifischer Information zu steuern und zu erzeugen.

10. Das Verfahren nach Anspruch 9, wobei die systemspezifische Information Information in Bezug auf zumindest eine
einer UE-ID, einer Zellen-ID, einer Subframenummer, einer Stream-ID, einer MBSFN-Bereich-ID, einer OFDM-
Symbolzahl in jedem physikalischen Signal oder physikalischen Kanal von Uplink oder Downlink enthält.

11. Das Verfahren nach Anspruch 7, wobei der in das erste LFRS eingegebene feste Initialwert zumindest einer eines
Werts <0,0,0,...,0,0,1> oder <1,0,0,...,0,0,0> mit einer Länge von m ist.

12. Das Verfahren nach Anspruch 7, wobei einer der in das zweite LSFR eingegebenen unterschiedlichen Initialwerte
von m Bits eines von Elementen eines Teilsatzes eines Satzes A ist, worin die Anzahl von Elementen M ist, für M
von 0<M≤2m, das gesetzt ist basierend auf dem Satz A, mit einer Gesamtheit von 2m unterschiedlichen Initialwerten
<0,0,0,...,0,0,0> bis <1,1,1,...,1,1,1> mit einer Länge von m als Elemente, und der Anzahl von Fällen systemspezi-
fischer Information, die durch den Controller auf das zweite LFSR verteilt ist.

13. Das Verfahren nach Anspruch 7, wobei das Aufbauen des ersten LFSR und des zweiten LFSR enthält, zwei unter-
schiedliche Polynome von Grad m mittels einer Gold-artigen Sequenz zu erzeugen.

Revendications

1. Appareil pour la génération d’un code de brouillage dans un système de communication radio, comprenant :

un premier registre de décalage de retour linéaire LFSR (110) ayant m blocs et constitué d’un polynôme primitif
de degré m sur GF(2) ;
un deuxième LFSR ayant m blocs (120) ;
un premier mappeur de valeur initiale (112) conçu pour entrer une valeur initiale fixe dans le premier LFSR à
chaque période d’initialisation ;
un deuxième mappeur de valeur initiale (122) conçu pour entrer sélectivement une parmi différentes valeurs
initiales de m bits dans le deuxième LFSR à chaque période d’initialisation ;
un contrôleur (140) conçu pour contrôler le deuxième mappeur de valeur initiale sur la base de certaines
informations, une somme totale de bits d’informations de celles-ci étant entre 1 et m bits, dans des informations
spécifiques au système et pour contrôler une parmi les différentes valeurs initiales de m bits à entrer dans le
deuxième LFSR ; et
un opérateur modulo 2 (130) conçu pour ajouter une séquence de sortie du premier LFSR et une séquence de
sortie du deuxième LFSR bit par bit par une opération modulo 2,
caractérisé en ce que
le deuxième LFSR est constitué d’un polynôme primitif réciproque du polynôme primitif de degré m et
en ce que m est égale à 32.

2. Appareil selon la revendication 1, dans lequel la période d’initialisation est au moins une parmi une période de sous-
trame, une période de trame radio, un multiplexage à répartition par fréquence orthogonal, OFDM, une période de
symbole et une période de bloc de code dans chaque signal physique ou canal physique de liaison montante ou
de liaison descendante.



EP 2 381 584 B1

13

5

10

15

20

25

30

35

40

45

50

55

3. Appareil selon la revendication 1, dans lequel les informations spécifiques au système comprend des informations
concernant au moins un élément parmi un équipement utilisateur, UE, ID, un ID de cellule, un nombre de sous-
trames, un ID de flux, un MBMS sur un réseau à simple fréquence, MBSFN, un ID de zone, un nombre de symboles
d’OFDM dans chaque signal physique ou canal physique de liaison montante ou de liaison descendante.

4. Appareil selon la revendication 1, dans lequel la valeur initiale fixe entrée dans le premier LFSR est au moins une
valeur <0,0,0,...,0,0,1> ou <1,0,0,...0,0,0> ayant une longueur de m.

5. Appareil selon la revendication 1, dans lequel une parmi les différentes valeurs initiales de m bits entrées dans le
deuxième LFSR est un des éléments d’un sous-ensemble d’un ensemble A dans lequel le nombre d’éléments est
M, pour 0<M≤2m qui est réglé sur la base de l’ensemble A ayant un total de 2m différentes valeurs initiales
<0,0,0,...,0,0,0> à <1,1,1,...,1,1,1> ayant une longueur de m en tant qu’éléments et le nombre de cas d’informations
spécifiques au système distribuées au deuxième LFSR par le contrôleur.

6. Appareil selon la revendication 1, dans lequel le premier LFSR est le deuxième LFSR sont constitués de deux
polynômes différents de degré m pour la génération d’une séquence Gold-like.

7. Procédé de génération d’un code de brouillage dans un système de communication radio, comprenant les étapes :

construire (S111) un premier registre de décalage de retour linéaire LFSR ayant m blocs selon un polynôme
primitif de degré m sur GF(2) ;
construire (S112) un deuxième LFSR ayant m blocs ;
entrer (S130) une valeur initiale fixe dans le premier LFSR à chaque période d’initialisation de façon à générer
une première séquence de sortie ;
sélectionner et entrer (S140) une des différentes valeurs initiales de m bits dans le deuxième LFSR à chaque
période d’initialisation de façon à générer une deuxième séquence de sortie ; et
ajouter (S150) la première séquence de sortie et de la deuxième séquence de sortie bit par bit par une opération
modulo 2,
caractérisé en ce que
la construction d’un deuxième LFSR comprend la construction du deuxième LFSR selon un polynôme primitif
réciproque du polynôme primitif de degré m et
en ce que m est égale à 32.

8. Procédé selon la revendication 7, dans lequel la période d’initialisation est au moins une parmi une période de sous-
trame, une période de trame radio, une période de symbole OFDM et une période de bloc de code dans chaque
signal physique ou canal physique de liaison montante ou de liaison descendante.

9. Procédé selon la revendication 7, dans lequel la génération de la deuxième séquence de sortie comprend le contrôle
et la génération des différentes valeurs initiales des m bits entrées dans le deuxième LFSR sur la base de certaines
informations, une somme totale de bits d’informations de celles-ci étant entre 1 et m bits, dans des informations
spécifiques au système.

10. Procédé selon la revendication 9, dans lequel les informations spécifiques au système comprend des informations
concernant au moins un parmi un ID d’UE, un ID de cellule, un nombre de sous-trames, un ID de flux, un ID de
zone de MBSFN, un nombre de symboles OFDM dans chaque signal physique ou canal physique de liaison montante
ou de liaison descendante.

11. Procédé selon la revendication 7, dans lequel la valeur initiale fixe entrée dans le premier LFSR est au moins une
parmi une valeur <0,0,0,...,0,0,1> ou <1,0,0,...0,0,0> ayant une longueur de m.

12. Procédé selon la revendication 7, dans lequel une des différentes valeurs initiales de m bits entrés dans le deuxième
LFSR est un des éléments d’un sous-ensemble d’un ensemble A dans lequel le nombre d’éléments est M, pour
0<M≤2m qui est réglé sur la base de l’ensemble A ayant un total de 2m différentes valeurs initiales <0,0,0,...,0,0,0>
à <1,1,1,...,1,1,1> ayant une longueur de m en tant qu’éléments et le nombre de cas d’informations spécifiques au
système distribuées au deuxième LFSR par le contrôleur.

13. Procédé selon la revendication 7, dans lequel la construction du premier LFSR et du deuxième LFSR comprend la
génération de deux différents polynômes de degré m à l’aide d’une séquence Gold-like.
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