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Description

FIELD OF THE DISCLOSURE

[0001] This disclosure relates generally to fluid move-
ment systems including a continuously variable trans-
mission.

DESCRIPTION OF THE RELATED ART

[0002] Fluid movement systems can be used in various
applications. For example, superchargers can force
more air into an engine combustion chamber than the
engine would typically draw when normally aspirated. As
a result, a smaller displacement engine can produce in-
creased power while maintaining fuel efficiency when
such increased power is not required. Fluid movement
systems can also take the form of turbines powered by
wind, water, or other fluids. In addition, semiconductor
processing and other chemical processing techniques
can benefit from vacuum systems designed to achieve
relatively low pressures by removing gases or other fluids
from processing or other chambers.

BRIEF DESCRIPTION OF THE DRAWINGS

[0003] Skilled artisans appreciate that elements in the
figures are illustrated for simplicity and clarity and have
not necessarily been drawn to scale. For example, the
dimensions of some of the elements in the figures may
be exaggerated or minimized relative to other elements
to help to improve understanding of comparative exam-
ples of the disclosure. The comparative examples de-
scribed herein do not all form part of the invention but
represent background art that is useful for understanding
the invention. Comparative examples incorporating
teachings of the present disclosure are illustrated and
described with respect to the drawings presented herein.

FIG. 1 is a diagram illustrating a particular compar-
ative example of a fluid movement system;

FIG. 2 includes a cut-away view illustrating another
particular comparative example of a fluid movement
system;

FIG. 3 is a diagram illustrating a particular compar-
ative example of a continuously variable transmis-
sion (CVT), such as the CVT illustrated in FIG. 2;

FIG. 4 is a diagram illustrating a further particular
comparative example of an energy generation sys-
tem;

FIG. 5 is a diagram illustrating an additional particular
comparative example of an energy generation sys-
tem;

FIG. 6 is a diagram illustrating a particular compar-
ative example of a vacuum system that includes a
fluid movement system; and

FIG. 7 is a diagram illustrating a fluid movement sys-
tem according to the claimed invention

[0004] The use of the same reference symbols in dif-
ferent figures indicates similar or identical items.

DETAILED DESCRIPTION

[0005] The following description in combination with
the figures is provided to assist in understanding the
teachings disclosed herein. The following discussion will
focus on specific implementations and comparative ex-
amples of the teachings. This focus is provided to assist
in describing the teachings and should not be interpreted
as a limitation on the scope or applicability of the teach-
ings. However, other teachings can certainly be utilized
in this application. The teachings can also be utilized in
other applications and with several different types of sys-
tems and associated components whilst the invention is
defined by the features of claim 1.
[0006] Devices that are in operative communication
with one another need not be in continuous communica-
tion with each other unless expressly specified otherwise.
In addition, devices or programs that are in communica-
tion with one another may communicate directly or indi-
rectly through one or more intermediaries.
[0007] As used herein, the terms "comprises," "com-
prising," "includes, " "including, " "has, " "having" or any
other variation thereof, are intended to cover a non-ex-
clusive inclusion. For example, a process, method, arti-
cle, or apparatus that comprises a list of features is not
necessarily limited only to those features but may include
other features not expressly listed or inherent to such
process, method, article, or apparatus. Further, unless
expressly stated to the contrary, "or" refers to an inclu-
sive-or and not to an exclusive-or. For example, a con-
dition A or B is satisfied by any one of the following: A is
true (or present) and B is false (or not present), A is false
(or not present) and B is true (or present), and both A
and B are true (or present).
[0008] Also, the use of "a" or "an" is employed to de-
scribe elements and components described herein. This
is done merely for convenience and to give a general
sense of the scope of the invention. This description
should be read to include one or at least one and the
singular also includes the plural, or vice versa, unless it
is clear that it is meant otherwise. For example, when a
single device is described herein, more than one device
may be used in place of a single device. Similarly, where
more than one device is described herein, a single device
may be substituted for that one device.
[0009] Unless otherwise defined, all technical and sci-
entific terms used herein have the same meaning as com-
monly understood by one of ordinary skill in the art to
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which this invention belongs. Although methods and ma-
terials similar or equivalent to those described herein can
be used in the practice or testing of embodiments of the
present invention, suitable methods and materials are
described below. In case of conflict, the present specifi-
cation, including definitions, will control. In addition, the
materials, methods, and examples are illustrative only
and not intended to be limiting, the invention being de-
fined by the features of claim 1.
[0010] To the extent not described herein, many details
regarding specific materials, processing acts, and cir-
cuits are conventional and may be found in textbooks
and other sources within the mechanical, chemical and
electrical arts.
[0011] FIG. 1 illustrates a particular comparative ex-
ample of a fluid movement system 102. The fluid move-
ment system 102 can be included within a power gener-
ation system, such as an internal combustion engine 100
(e.g., a gasoline or diesel engine). The fluid movement
system 102 includes a pump, such as a forced induction
system. In one embodiment, the forced induction system
can include a supercharger, such as the supercharger
203 illustrated in FIG. 2, having an output 104. The su-
percharger 203 can also include an air intake portion 206,
which may be coupled to a cool air intake system 118 or
other air intake. In one example, the forced induction sys-
tem can include a centrifugal supercharger. In another
example, the forced induction system can include a
screw-type supercharger or a roots supercharger.
[0012] In another embodiment, the forced induction
system can include a turbocharger. In a further embod-
iment, the forced induction system can include both a
supercharger and a turbocharger.
[0013] The fluid movement system 102 also includes
a power source that transfers power from the internal
combustion engine 100 to the fluid movement system
102. For example, energy produced from the rotation of
an engine crankshaft 112 is transferred to a drive pulley
108 by the crankshaft pulley 110. The drive pulley 108
acts as a power source for the fluid movement system
102 by transferring to the CVT energy that the drive pulley
108 receives from the engine 100 via the crankshaft pul-
ley 110 and drive belt 114. In other examples, the power
source that transfers power from the internal combustion
engine 100 to the fluid movement system 102 can include
the drive pulley 108; the crankshaft pulley 110; the engine
crankshaft 112, an engine camshaft (not shown); another
power source; or any combination thereof.
[0014] Further, the fluid movement system 102 in-
cludes a continuously variable transmission (CVT), such
as the CVT 202 illustrated in FIG. 2 and FIG. 3, which
transmits power from the power source to the forced in-
duction system. The CVT is coupled to the power source,
such as the engine drive pulley 108, and to an input (not
shown) of the forced induction system. For example, a
shaft 210, such as an input shaft of the CVT 202, can be
coupled to the engine drive pulley 108. Another shaft
212, such as an output shaft of the CVT 202, can be

coupled to the input of the supercharger 203. In one com-
parative example, another apparatus 220, such as an
epicyclical in the form of a gear assembly or traction drive,
may be coupled between the CVT 202 and the super-
charger 203, and the other shaft 212 can be coupled to
the input of the supercharger 203 via the other apparatus
220. After reading the specification, skilled artisans will
understand that other components (e.g., air filter, mass
flow sensors, etc.) may be used in conjunction with the
internal combustion engine 100 but are not illustrated to
simplify understanding of the concepts described herein.
[0015] The CVT can include various structures and ar-
chitectures. For example, in the comparative example
illustrated in FIG. 2 and FIG. 3, the CVT 202 comprises
planetary members 214, such as ball bearings, in rolling
contact with an inner race 216 and an outer race 218,
such as a control ratio outer race. Output rotation and
torque can be provided through a carrier 224, where pow-
er flows from the shaft 210 to the carrier 224 through the
planetary members 214 that orbit the shaft 210. A radial
distance between the planetary members 214 and a
drive-transmitting member, such as the other shaft 212,
corresponds to a particular transmission ratio of the CVT
202. In a particular comparative example, the CVT 202
can be a CVT as taught by U.S. Patent No. 6,461,268.
The power transmitted by the CVT 202 to the forced in-
duction system can be set by changing transmission of
power among the inner race 216, outer race 218, carrier
224 and planetary members 214, relative to each other.
For example, an amount of power transmitted by the CVT
202 to the forced induction system can be changed by
transmitting power from the inner race 216 to the carrier
224, while the outer race 218 has substantially zero ro-
tational velocity. In another example, an amount of power
transmitted by the CVT 202 to the forced induction sys-
tem can be changed by transmitting power from the outer
race 218 to the carrier 224, while the inner race 216 has
substantially zero rotational velocity. In still another ex-
ample, an amount of power transmitted by the CVT 202
to the forced induction system can be changed by trans-
mitting power from the inner race 216 to the outer race
218, while the carrier 224 has substantially zero rotational
velocity. Those skilled in the art will recognize that a com-
ponent of the CVT may change axially despite having
has substantially zero rotational velocity.
[0016] The CVT can be characterized by various gear
ratio ranges. In an illustrative, non-limiting example, the
CVT can have a gear ratio of from approximately 0.5:1
to at least approximately 4:1, such as from approximately
1:1 to approximately 4:1, from approximately 0.5:1 to ap-
proximately 2.5:1, or from approximately 1:1 to approxi-
mately 2.5:1. Other gear ratios are possible, including
gear ratios greater than 4:1, such as 15:1 or greater. In
one embodiment, the CVT can include a ratio change
mechanism, such as the ratio change lever 222 illustrated
in FIG. 3, that tunes the transmission ratio to match the
air output of the forced induction system to an engine
condition, such as a manifold pressure, by changing the

3 4 



EP 2 389 527 B1

4

5

10

15

20

25

30

35

40

45

50

55

relative geometry of the CVT components 214, 216 and
218. The ratio change mechanism can be electrical, hy-
draulic, mechanical, or any combination thereof.
[0017] In an illustrative comparative example, the CVT
can increase or reduce power transmitted to the input of
the forced induction system in response to air pressure
at an intake manifold 116 of the engine 100. For example,
the control electronics (not illustrated) can communicate
with a pressure sensor (not shown) that senses the man-
ifold pressure. The control electronics can generate an
appropriate signal so that the CVT can reduce power
transmitted to the forced induction system when the pres-
sure sensor senses that the manifold pressure is above
a threshold, such as a maximum desired pressure, and
increase power transmitted to the forced induction sys-
tem when the pressure sensor senses that the manifold
pressure is below another threshold, such as a minimum
desired pressure.
[0018] As illustrated in FIG. 1, an output 104 of the
forced induction system is coupled to an air intake of the
internal combustion engine 100, such as an input 106 of
the intake manifold 116. The forced induction system
boosts the manifold pressure in response to power re-
ceived from the CVT, by forcing more air from the input
206 of the force induction system into the engine 100 via
the output 104, than typically moved into the engine 100
by normal aspiration of the engine. In one comparative
example, the forced induction system can boost the man-
ifold pressure by at least approximately 41000 Pascal
gauge (6 pounds force/inch2 gauge or psig). In another
comparative example, the forced induction system
boosts the manifold pressure by at least approximately
62000 Pascal gauge (9 psig). In yet another comparative
example, the forced induction system can include both
a turbocharger and a supercharger and can boost the
manifold pressure by a total of at least approximately
206,000 Pascal gauge (30 psig).
[0019] Those skilled in the art will recognize that other
continuously variable transmission architectures may be
used with other systems. For instance, the CVT can be
combined with an epicyclical gearbox to effectively pro-
vide an infinitely variable transmission (IVT). According
to the invention, rotatable power elements are coupled
to the inner race, the outer race, the carrier, or any com-
bination thereof, such that two or more devices are driven
by the CVT. As illustrated in FIG. 7, a rotatable power
element 712 coupled to the CVT outer race 706 can be
connected to and driven by the engine 702 (e.g., via an
engine drive pulley), while another rotatable power ele-
ment 716 coupled to the CVT carrier 710 is connected
to and drives an alternator 704, and an additional rotat-
able power element 714 coupled to the CVT inner race
708 is connected to and drives the supercharger 703.
[0020] FIG. 4 illustrates a further particular compara-
tive example of an energy generation system 400, such
as a horizontal turbine system. The system 400 includes
a blade 402 coupled to a rotor 403. The blade 402 causes
the rotor 403 to rotate about an axis 408 when fluid, such

as air or water (e.g., wind, rain, or tide), exerts a force on
the blade 402. A continuously variable transmission
(CVT) 404 is also coupled to the rotor 403. An electrical
power generator, such as the alternator 406, is coupled
to the CVT 404 via another rotor 405. The CVT 404 trans-
mits power from the rotor 403 to the other rotor 405.
[0021] For example, the blade 402 may cause the rotor
403 to turn at a rate of from 10-25 revolutions per minute
(rpm) in response to wind or another fluid exerting a con-
tinuous or non-continuous force on the blade 402. The
CVT 404 converts the rotation of the rotor 403 into power
that causes the other rotor 405 to rotate at a speed suf-
ficient to cause the alternator 406 to produce an electrical
current. In an illustrative comparative example, the alter-
nator 406 may require that the other rotor 405 rotate at
a speed of at least approximately 40,000 rpm. The CVT
404 alters its transmission ratio to transmit power suffi-
cient to cause the other rotor 405 to rotate at a speed of
at least 40,000 rpm. As the speed of the rotor 403 de-
creases, for instance, the CVT 404 transmission ratio
can increase, and vice versa. The CVT 404 may also be
beneficial during storms when winds or tides are high
and during periods of relatively calm conditions. The CVT
404 may be used to adjust for variations in the velocity
of the fluid flowing near the fluid movement system, rather
than adjusting a blade pitch or other portion of the system.
[0022] FIG. 5 illustrates an additional particular com-
parative example of a fluid movement system 500, such
as a vertical turbine system. The system 500 includes a
blade 502 coupled to a rotor 503. The blade 502 causes
the rotor 503 to rotate about an axis 508 when fluid, such
as air or water (e.g., wind, rain, or tide), exerts a force on
the blade 502. A continuously variable transmission
(CVT) 504 is also coupled to the rotor 503. An electrical
power generator, such as the alternator 506, is coupled
to the CVT 504 via another rotor 505. The CVT 504 trans-
mits power from the rotor 503 to the other rotor 505. For
example, the CVT 504 converts the rotation of the rotor
503 into power that causes the other rotor 505 to rotate
at a speed sufficient to cause the alternator 506 to pro-
duce an electrical current.
[0023] FIG. 6 illustrates a particular comparative ex-
ample of a low-pressure processing system 600 that in-
cludes a fluid movement system. The low-pressure
processing system 600 includes a processing chamber
602, such as a chemical or physical vapor deposition
chamber, dry etch chamber, etc.), communicating with a
vacuum pump 612 via a throttle valve 610. The low-pres-
sure processing system 600 also includes a throttle valve
610 and a supercharger 604, such as a roots-type su-
percharger or other supercharger, coupled between the
processing chamber 602 and the vacuum pump 612. In
the comparative example illustrated in FIG. 6, the throttle
valve 610 lies upstream (closer to the processing cham-
ber 602) of the supercharger 604. In another comparative
example (not illustrated), the positional relationship of
the throttle valve 610 and supercharger 604 can be re-
versed (supercharger 604 upstream of the throttle valve
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610). In addition, the low-pressure processing system
600 includes a continuously variable transmission (CVT)
606 coupled between the supercharger and a power
source 608, such as an electric motor or another power
source. The CVT 606 transmits power from the power
source 608 to the supercharger 604 in a ration that cor-
responds to a pressure in the processing chamber 602.
After reading the specification, skilled artisans will under-
stand that other components (e.g., cold trap, particulate
filter, isolation valves, gas feed lines, showerhead or oth-
er gas distributor with the processing chamber 602, etc.)
may be used in conjunction with the processing system
600 but are not illustrated to simplify understanding of
the concepts described herein.
[0024] In an illustrative comparative example, the CVT
606 can include an input shaft and an output shaft. The
power source 608 causes the input shaft of the CVT 606
to rotate at a particular rate, and the CVT 606 causes the
output shaft to rotate at another rate when the input shaft
rotates at the particular rate. Rotation of the output shaft
at the other rate draws a gas from the processing cham-
ber at a flow rate. Gas exiting the processing chamber
602 at the flow rate causes a substantially constant pres-
sure to be maintained within the processing chamber
602. For instance, a pressure in a range of approximately
50 mT to approximately 500 mT can be maintained within
the processing chamber 602.
[0025] In a particular comparative example, control
electronics (not illustrated) can communicate with a pres-
sure switch 616 and a pressure sensor 614 that meas-
ures pressure in the processing chamber 602. When a
pressure reaches a predetermined value, the pressure
switch 616 can send a signal to the power source 608,
the control electronics, or both. In response to a pressure
reading from the pressure sensor, the control electronics
can send a signal to the CVT 606 to transmit more power
or less power to the supercharger 604, thereby drawing
more or less gas from the processing chamber 602, re-
spectively. For instance, if a pressure reading exceeds
a threshold, such as a maximum desired pressure, the
CVT 606 can transmit more power to the supercharger
604; whereas, if a pressure reading is below another
threshold, such as a minimum desired pressure, the CVT
606 can transmit less power to the supercharger 604.
[0026] In a particular comparative example, an option-
al parallel fluid path (not illustrated) can allow gas to flow
through the parallel fluid path until a first pressure is
reached during initial evacuation of the processing cham-
ber 602. For example, the vacuum pump 612 may be
used to achieve a pressure at least as low as approxi-
mately 1000 mT. After the pressure is 1000 mT, the pres-
sure switch 616 can be activated (or deactivated, de-
pending on the logic signals used), which can cause the
power source 608 to become activated and allow a fluid
path to go through the supercharger 604. Thus, the su-
percharger 604, CVT 606, and power source 608 can be
activated to reach an even lower pressure. The pressure
may be taken to 100 mT or less using the supercharger

604 and vacuum pump 212. After a leak check is per-
formed, a vapor deposition or dry etch can be performed.
In a particular comparative example, tetraethylorthosili-
cate (TEOS) can be used to deposit a layer of SiO2.
During the decomposition of TEOS or reaction with oxy-
gen, the number of moles of gas produced from the dep-
osition or reaction is larger than the number of moles of
gas reactants. Thus, the supercharger 604 can help to
keep the pressure within the processing chamber more
constant (closer to a desired setpoint) than if the vacuum
pump 612 alone (i.e., without the supercharger 604)
would be used.
[0027] In another comparative example (not illustrat-
ed), the use of the CVT 606 with the supercharger 604
may allow the throttle valve 610 to be eliminated. In a
particular comparative example, the power source 608
can provide a substantially constant amount of power
when the power source 608 is activated. The CVT 606
can be used to change the rate at which the supercharger
604 is operating. For example, if the pressure sensor 614
is sensing that the pressure within the processing cham-
ber 602 is too high, the control electronics can send a
signal to the CVT 606 to change the gear ratio to cause
the input shaft of the supercharger 608 to rotate at a
higher rate, and if the pressure sensor 614 is sensing
that the pressure within the processing chamber 602 is
too low, the control electronics can send a signal to the
CVT 606 to change the gear ratio to cause the input shaft
of the supercharger 608 to rotate at a slower rate. Thus,
a relatively constant power source can be used with a
CVT that varies the rotational rate of the output shaft from
the CVT.
[0028] In accordance with the various comparative ex-
amples herein, a CVT coupled to a pump system is pro-
vided. The pump system can include any system that
moves, draws, elevates, pulls, drives, exhausts, or com-
presses a gas or other fluid. Pump systems can include,
for example, compressors (such as superchargers or oth-
er forced induction systems), airplane propellers, wind-
mills, and other pump systems. In some comparative ex-
ample, the pump can generate power or energy in re-
sponse to movement of the fluid. For example, fluidic
turbines, water turbines, and electric windmills can gen-
erate electrical power in response to air, water, or another
fluid contacting a blade, vane or other surface that trans-
mits energy to a rotor coupled to a CVT.
[0029] After reading this specification, skilled artisans
will appreciate that the comparative examples described
herein illustrate only a few comparative examples where
a CVT can be used in conjunction with a fluid motion
system. The power source to the CVT can be substan-
tially constant or variable, and the CVT can be used to
produce a substantially constant or variable output. Thus,
the concepts described herein are flexible and can be
adapted to a variety of different applications.
[0030] Many different aspects and comparative exam-
ples are possible. Some of those aspects and compara-
tive examples are described below. After reading this
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specification, skilled artisans will appreciate that those
aspects and comparative examples are only illustrative,
the aspects and comparative examples described herein
not all forming part of the invention which is defined by
the features of claim 1, but representing background art
that is useful for understanding the invention. According
to a first aspect corresponding to the invention, a fluid
movement system includes a pump having a power input.
The fluid movement system also includes a power source
and a continuously variable transmission (CVT) coupled
to the power source and to the input of the pump. The
CVT is adapted to transmit power from the power source
to the pump. The CVT comprises a plurality of planetary
members in rolling contact with a rotatable inner race and
a rotatable outer race, where a radial distance between
the planetary members and a drive-transmitting member
corresponds to a transmission ratio of the CVT. Each of
the rotatable inner race, the rotatable outer race, the car-
rier, or any combination thereof, is coupled to one of a
plurality of rotatable power elements. The rotatable outer
race is coupled to the power source via a first rotatable
power element of the plurality of rotatable power ele-
ments; the carrier is coupled to an alternator via a second
rotatable power clement of the plurality of rotatable power
elements; and the rotatable inner race is coupled to the
pump via a third rotatable power element of the plurality
of rotatable power elements. In one embodiment of the
first aspect, the pump comprises a forced induction sys-
tem, such as a turbocharger or supercharger. The su-
percharger can be a centrifugal supercharger.
[0031] In a comparative example, the CVT can be
adapted to change the power transmitted to the pump by
transmitting the power from the inner race to the carrier
while holding the outer race at substantially zero rota-
tional velocity. In an alternative comparative example,
the CVT can be adapted to change the power transmitted
to the pump by transmitting the power from the outer race
to the carrier while holding the inner race at substantially
zero rotational velocity. In yet another comparative ex-
ample, the CVT includes a carrier, and wherein the CVT
is adapted to change the power transmitted to the pump
by transmitting the power from the inner race to the outer
race while holding the carrier at substantially zero rota-
tional velocity.
[0032] In another embodiment of the first aspect, the
CVT includes a ratio change mechanism that is electrical,
hydraulic or mechanical. In still another embodiment of
the first aspect, the fluid movement system includes a
pressure sensor adapted to sense a manifold pressure.
The CVT is adapted to reduce power transmitted to the
forced induction system when the pressure sensor sens-
es that the manifold pressure is above a first threshold
and to increase power transmitted to the forced induction
system when the pressure sensor senses that the man-
ifold pressure is below a second threshold.
[0033] In a further embodiment of the first aspect, the
power source can include an engine crankshaft, a crank-
shaft pulley, or a combination thereof. In another embod-

iment of the first aspect, the power source can include
an engine drive pulley.
[0034] According to a second aspect, which does not
form part of the claimed invention, a fluid movement sys-
tem can include a surface coupled to a first rotor and a
continuously variable transmission (CVT) coupled to the
first rotor. The surface is adapted to transmit energy to
the first rotor when a fluid contacts the surface. The fluid
movement system also includes an electrical power gen-
erator having a second rotor, the second rotor coupled
to the CVT. The CVT is adapted to transmit power from
the first rotor to the second rotor.
[0035] In one comparative example of the second as-
pect, the surface can include a blade or a vane. In an
additional embodiment of the second aspect, the electri-
cal power generator comprises an alternator.
[0036] According to a third aspect, which does not form
part of the claimed invention, a fluid movement system
includes a processing chamber and a vacuum pump. The
fluid movement system also includes a supercharger
coupled between the processing chamber and the vac-
uum pump. The fluid movement system also includes a
continuously variable transmission (CVT) coupled be-
tween the supercharger and a power source.
[0037] In an comparative example of the third aspect,
the processing chamber comprises a chemical vapor
deposition chamber.
[0038] In another comparative example of the third as-
pect, the CVT includes an input shaft and an output shaft.
The power source is adapted to cause the input shaft of
the CVT to rotate at a first rate, and the CVT is adapted
to cause the output shaft to rotate at a second rate when
the input shaft rotates at the first rate. Rotation of the
output shaft at the second rate draws a gas from the
processing chamber at a flow rate, and gas exiting the
processing chamber at the flow rate causes a substan-
tially constant pressure to be maintained within the
processing chamber. In a further comparative example
of the third aspect, the pressure can be in a range of
approximately 50 mT to approximately 500 mT.
[0039] In yet another comparative example of the third
aspect, the supercharger is a roots-type supercharger.
[0040] Note that not all of the activities described above
in the general description or the examples are required,
that a portion of a specific activity may not be required,
and that one or more further activities may be performed
in addition to those described. Still further, the order in
which activities are listed are not necessarily the order
in which they are performed.
[0041] The specification and illustrations of the com-
parative examples described herein are intended to pro-
vide a general understanding of the structure of the var-
ious comparative examples. The specification and illus-
trations are not intended to serve as an exhaustive and
comprehensive description of all of the elements and fea-
tures of apparatus and systems that use the structures
or methods described herein. Many other embodiments
may be apparent to those of skill in the art upon reviewing

9 10 



EP 2 389 527 B1

7

5

10

15

20

25

30

35

40

45

50

55

the disclosure. Other embodiments may be used and de-
rived from the disclosure, such that a structural substitu-
tion, logical substitution, or another change may be made
without departing from the scope of the disclosure. Ac-
cordingly, the disclosure is to be regarded as illustrative
rather than restrictive.
[0042] Certain features are, for clarity, described here-
in in the context of separate embodiments, may also be
provided in combination in a single embodiment. Con-
versely, various features that are, for brevity, described
in the context of a single embodiment, may also be pro-
vided separately or in any subcombination. Further, ref-
erence to values stated in ranges includes each and eve-
ry value within that range.
[0043] Benefits, other advantages, and solutions to
problems have been described above with regard to spe-
cific embodiments. However, the benefits, advantages,
solutions to problems, and any feature(s) that may cause
any benefit, advantage, or solution to occur or become
more pronounced are not to be construed as a critical,
required, or essential feature of any or all the claims.
[0044] The above-disclosed subject matter is to be
considered illustrative, and not restrictive, and the ap-
pended claims are intended to cover any and all such
modifications, enhancements, and other embodiments
that fall within the scope of the present invention. Thus,
to the maximum extent allowed by law, the scope of the
present invention is to be determined by the broadest
permissible interpretation of the following claims and their
equivalents, and shall not be restricted or limited by the
foregoing detailed description.

Claims

1. A system (700) comprising:

a pump (703) having a power input;
a power source (702); a continuously variable
transmission (CVT) coupled to the power source
(702) and to the power input of the pump (703),
wherein the CVT transmits power from the pow-
er source (702) to the pump (703), and the CVT
comprises a plurality of planetary members in
rolling contact with a rotatable inner race (708),
a carrier (710) and a rotatable outer race (706),
and wherein a radial distance between the plan-
etary members and a drive-transmitting member
corresponds to a transmission ratio of the CVT
wherein each of the rotatable inner race (708),
the rotatable outer race (706), the carrier (710),
or any combination thereof, is coupled to one of
a plurality of rotatable power elements, and
wherein the rotatable outer race (706) is coupled
to the power source (702) via a first rotatable
power element (712) of the plurality of rotatable
power elements;
the carrier (710) is coupled to an alternator (704)

via a second rotatable power clement (716) of
the plurality of rotatable power elements; and
the rotatable inner race (708) is coupled to the
pump (703) via a third rotatable power element
(714) of the plurality of rotatable power ele-
ments.

2. The system of claim 1, wherein the pump comprises
a forced induction system.

3. The system of claim 2, wherein the forced induction
system comprises a supercharger or a turbocharger.

4. The system of claim 3, wherein the supercharger
comprises a centrifugal supercharger.

5. The system of claim 1, wherein the CVT includes a
ratio change mechanism, and wherein the ratio
change mechanism is electrical, hydraulic or me-
chanical.

Patentansprüche

1. System (700), umfassend:

eine Pumpe (703), die einen Leistungseingang
aufweist,
eine Leistungsquelle (702),
ein stufenloses Getriebe, das mit der Leistungs-
quelle (702) und mit dem Leistungseingang der
Pumpe (703) gekoppelt ist, wobei das stufenlo-
se Getriebe Leistung von der Leistungsquelle
(702) zu der Pumpe (703) überträgt und das stu-
fenlose Getriebe eine Vielzahl von Planetene-
lementen in Rollkontakt mit einem drehbaren in-
neren Laufring (708), einen Träger (710) und
einen drehbaren äußeren Laufring (706) um-
fasst, und
wobei ein radialer Abstand zwischen den Pla-
netenelementen und einem Antriebsgetriebee-
lement einem Übersetzungsverhältnis des stu-
fenlosen Getriebes entspricht,
wobei der drehbare innere Laufring (708), der
drehbare äußere Laufring (706), der Träger
(710) oder eine beliebige Kombination aus den-
selben jeweils mit einem aus der Vielzahl von
drehbaren Leistungselementen gekoppelt ist
und
wobei der drehbare äußere Laufring (706) über
ein erstes drehbares Leistungselement (712)
aus der Vielzahl von drehbaren Leistungsele-
menten mit der Leistungsquelle (702) gekoppelt
ist,
wobei der Träger (710) über ein zweites dreh-
bares Leistungselement (716) aus der Vielzahl
von drehbaren Leistungselementen mit einem
Wechselstromgenerator (704) gekoppelt ist und
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der drehbare innere Laufring (708) über ein drit-
tes drehbares Leistungselement aus der Viel-
zahl von drehbaren Leistungselementen mit der
Pumpe (703) gekoppelt ist.

2. System nach Anspruch 1, wobei die Pumpe ein
Zwangsinduktionssystem umfasst.

3. System nach Anspruch 2, wobei das Zwangsinduk-
tionssystem einen Verdichter oder einen Turbolader
umfasst.

4. System nach Anspruch 3, wobei der Verdichter ei-
nen Zentrifugalverdichter umfasst.

5. System nach Anspruch 1, wobei das stufenlose Ge-
triebe einen Übersetzungsverhältnisänderungsme-
chanismus umfasst und wobei der Übersetzungs-
verhältnisänderungsmechanismus elektrisch, hy-
draulisch oder mechanisch ist.

Revendications

1. Système (700) comprenant :

une pompe (703) ayant une entrée de puissan-
ce;
une source de puissance (702);
une transmission à variation continue (CVT)
couplée à la source de puissance (702) et à l’en-
trée de puissance de la pompe (703), où la trans-
mission CVT transmet une puissance de la sour-
ce de puissance (702) à la pompe (703), et la
transmission CVT comprend une pluralité d’élé-
ments planétaires en contact rotatif avec une
bague de roulement intérieure rotative (708), un
porte-satellite (710) et une bague de roulement
extérieure rotative (706), et
où une distance radiale entre les éléments pla-
nétaires et un élément de transmission d’entraî-
nement correspond à un rapport de transmis-
sion de la transmission CVT
où chaque organe parmi la bague de roulement
intérieure rotative (708), la bague de roulement
extérieure rotative (706) et le porte-satellite
(710), ou toute combinaison de ceux-ci, est cou-
plé à un élément d’une pluralité d’éléments de
puissance rotatifs,
et où la bague de roulement extérieure rotative
(706) est couplée à la source de puissance (702)
via un premier élément de puissance rotatif
(712) de la pluralité d’éléments de puissance
rotatifs;
le porte-satellite (710) est couplé à un alterna-
teur (704) via un deuxième élément de puissan-
ce rotatif (716) de la pluralité d’éléments de puis-
sance rotatifs; et

la bague de roulement intérieure rotative (708)
est couplée à la pompe (703) via un troisième
élément de puissance rotatif (714) de la pluralité
d’éléments de puissance rotatifs.

2. Système selon la revendication 1, où la pompe com-
prend un système à induction forcée.

3. Système selon la revendication 2, où le système à
induction forcée comprend un compresseur de su-
ralimentation ou un turbocompresseur.

4. Système selon la revendication 3, où le compresseur
de suralimentation comprend un compresseur de
suralimentation centrifuge.

5. Système selon la revendication 1, où la transmission
CVT inclut un mécanisme de changement de rap-
port, et où le mécanisme de changement de rapport
est électrique, hydraulique ou mécanique.
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