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Description 

Technical  Field 

This  invention  relates  to  a  brake  actuator  with  a 
device  (preferably  but  not  exclusively  for  a  rail 
vehicle)  for  thrust  force  transmission  by  means  of  a 
separate  force  transmission  member  between  an 
axially  movable  push  rod  of  the  brake  actuator  and 
a  brake  block  holder  movable  out  of  line  with  the 
push  rod. 

Background  of  the  Invention 

Normally  a  brake  block  holder,  which  may  be 
suspended  from  a  bracket  on  the  brake  actuator, 
moves  along  an  arc  with  a  big  radius  but  otherwise 
in  line  with  the  push  rod.  In  such  a  case  the  force 
transmission  can  be  accomplished  by  simple 
means,  for  example  by  an  edge  and  recess  ar- 
rangement  as  shown  in  GB-B-1  140  488,  allowing 
the  necessary  sliding  relative  movement. 

If  the  brake  block  holder  is  also  laterally  mov- 
able  in  relation  to  the  push  rod,  which  is  the  case 
in  certain  recent  designs  allowing  the  brake  block 
holder  to  follow  axial  movements  of  a  wheel  or 
wheel-set,  the  force  transmission  problem  has  to 
be  solved  in  other  ways.  One  typical  example  of 
such  a  solution  is  shown  in  EP-B-10  816,  where 
there  is  a  separate  force  transmission  member  with 
certain  properties  between  the  push  rod  and  the 
brake  block  holder.  This  publication  is  taken  as  the 
closest  prior  art. 

Although  this  latter  prior  art  solution  has  great 
advantages  and  has  proven  commercially  success- 
ful,  it  does  not  give  perfect  force  transmission 
without  transverse  force  components  at  the  arcuate 
movements  of  the  brake  block  holder. 

The  Invention 

An  improved  solution  without  any  side  force 
components  is  according  to  the  invention  attained 
in  that  the  device  comprises  the  single  force  trans- 
mission  member,  a  transverse  cylindrical  portion 
for  location  on  a  brake  block  holder  and  a  cylin- 
drical  push  rod  end  perpendicular  to  said  portion 
whereby  the  single  force  transmission  member  is 
arranged  between  said  transverse  cylindrical  por- 
tion  and  said  cylindrical  push  rod  end  and  has 
cylindrical  surfaces  cooperating  with  said  portion 
and  end,  respectively,  wherein  the  cylindrical  sur- 
face  of  the  member  co-operating  with  said  portion 
is  arcuate  with  its  circle  center  coinciding  with  the 
center  for  the  cylindrical  push  rod  end. 

Although  the  push  rod  end  may  most  naturally 
be  convexly  cylindrical  and  the  cylindrical  portion 
in  the  brake  block  holder  be  in  the  form  of  a  shaft, 

these  two  elements  may  -  within  the  scope  of  the 
invention  -  be  cylindrical  recesses. 

In  a  practical  embodiment  to  be  described  be- 
low  the  brake  block  holder  is  pivoted  at  its  lower 

5  end,  but  a  device  according  to  the  invention  may 
equally  well  be  used  when  the  brake  block  holder 
is  centrally  pivoted. 

In  order  to  keep  the  members  together  the 
brake  block  holder  and  the  force  transmission 

io  member  are  spring  biassed  against  the  push  rod. 
In  a  preferred  embodiment  of  the  invention  this  is 
obtained  in  that  a  shackle  biassed  by  springs  for- 
wards  in  a  brake  application  direction  relative  to  a 
back  cover  on  the  brake  block  holder  engages 

75  protrusions  on  the  actuator  push  rod.  Alternatively 
the  shackle  can  extend  through  an  opening  in  the 
push  rod  provided  with  teeth  or  friction  surfaces. 

In  the  embodiment  where  the  brake  block  hold- 
er  is  pivoted  at  its  lower  end  this  spring  biassed 

20  shackle  serves  to  keep  the  brake  block  holder  in  a 
substantially  vertical  position  or  the  position  af- 
forded  to  it  at  the  latest  brake  application. 

This  important  object  of  the  spring  biassed 
shackle  is  further  improved  in  that  the  push  rod 

25  protrusions  and  shackle  legs  cooperating  therewith 
have  corresponding  toothed  or  friction  surfaces,  so 
that  a  well  defined  and  sure  position  for  the  brake 
block  holder  is  maintained,  independently  of 
shocks  and  vibrations,  until  the  brake  block  holder 

30  is  given  a  new  position  at  a  brake  application. 
According  to  a  further  feature  of  the  invention 

compression  springs  are  arranged  on  knobs  at- 
tached  to  the  shackle  and  on  studs  having  a  certain 
play  relative  to  the  knobs,  so  that  a  firm  mechani- 

35  cal  contact  can  be  established  when  need  arises. 
The  shackle  preferably  extends  through  the 

brake  block  cover  with  only  a  small  play  so  as  to 
receive  guiding  therefrom. 

40  Brief  Description  of  the  Drawings 

The  invention  will  be  described  in  further  detail 
below  reference  being  made  to  the  accompanying 
drawings,  in  which  Fig  1  is  a  side  view  of  a  rail 

45  vehicle  brake  unit  with  a  brake  block  holder  ar- 
rangement  according  to  the  invention,  Fig  2  is  a 
partly  sectional  view  from  the  left  in  Fig  1  of  only 
parts  of  the  brake  block  holder  arrangement  (and 
with  the  brake  block  holder  itself  omitted),  Fig  3  is 

50  a  detail  view  to  a  larger  scale  of  the  upper  left  hand 
part  of  Fig  2,  Fig  4  is  a  partly  sectional  side  view  of 
the  brake  block  holder  in  the  arrangement  shown  in 
Fig  1  ,  Fig  5  is  a  view  substantially  along  the  line  V- 
V  in  Fig  4,  and  Fig  6  is  a  side  view  of  a  brake  unit 

55  push  rod,  also  shown  in  Figs  4  and  5. 
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Detailed  Description  of  a  Preferred  Embodi- 
ment 

A  conventional  brake  actuator  1  forming  no  part 
of  the  present  invention  and  normally  including  a 
brake  cylinder  and  a  slack  adjuster  (so  as  to  form  a 
brake  unit)  is  provided  with  a  mounting  bracket  2  in 
the  general  form  of  an  open-sided  casing.  The 
bracket  is  attached  to  the  brake  actuator  1  by 
means  of  screws  (which  are  only  indicated  in  Fig 
1). 

Without  going  into  details  at  this  stage,  a  brake 
block  holder  3  is  suspended  in  two  hangers  4,  5 
rotatably  attached  to  the  bracket  2  at  their  respec- 
tive  upper  ends  and  to  the  lowermost  part  of  the 
brake  block  holder  3  at  their  lower  ends.  The  brake 
block  holder  3  is  centrally  actuated  by  an  outgoing 
push  rod  6  of  the  brake  actuator  1  . 

Each  hanger  4,  5  consists  of  one  leaf  spring 
and  is  thus  deflectable.  In  a  way  to  be  described 
below  the  hangers  are  pivotally  suspended  from  an 
upper  shaft  7,  which  is  rotatably  mounted  in  the 
bracket  2.  The  hangers  4,  5  are  connected  at  their 
lower  ends  by  a  lower  shaft  8,  on  which  the  brake 
block  holder  3  is  rotatably  mounted. 

Immediately  to  the  right  of  the  right  hanger  5  in 
Fig  2  there  is  a  rigid  flat  bar  9,  which  is  also 
arranged  on  the  upper  shaft  7.  This  flat  bar  9  is 
arranged  at  the  same  side  of  the  arrangement  as 
the  wheel  flange  of  the  wheel  that  the  brake  block 
attached  to  the  brake  block  holder  3  is  to  brakingly 
cooperate  with.  The  flat  bar  9  limits  the  movements 
of  the  hangers  4,  5  to  the  right  in  Fig  2,  whereas 
they  can  deflect  to  the  left,  where  there  is  space 
afforded  by  the  bracket  2. 

As  the  flat  bar  9  is  arranged  at  the  wheel 
flange,  a  similar  arrangement  placed  at  the  other 
side  of  the  vehicle  has  to  be  inverted. 

The  right  hanger  5  and  the  bar  9  are  con- 
nected  for  rotational  movements  together  by 
means  of  a  pin  10.  A  screw  11  in  the  lower  end  of 
the  bar  9  contacting  the  hanger  5  serves  as  a 
means  for  adjusting  the  prestress  in  the  hanger  5 
and  also  (by  the  shaft  8)  the  hanger  4.  (A  rest 
position  for  the  hangers  4,  5  will  of  course  hereby 
be  defined.) 

The  pivot  joints  between  the  hangers  4,  5  and 
the  shaft  7  will  now  be  described  with  reference  to 
Fig  2  but  more  particularly  Fig  3,  which  to  a  larger 
scale  shows  the  joint  between  the  left  hanger  4  and 
the  upper  shaft  7. 

The  joint  consists  of  the  following  main  parts:  a 
left  support  washer  12,  a  bushing  13  secured  to  the 
hanger  4,  and  a  right  support  washer  14.  This  right 
washer  14  is  lacking  in  the  right  joint  for  the  hanger 
5,  where  its  function  is  taken  over  by  the  bar  9. 

A  locking  ring  15  is  arranged  to  the  left  of  (or 
outside)  the  left  support  washer  12  in  a  circum- 

ferential  groove  in  the  shaft  7.  The  edges  of  the 
bushing  13  facing  the  shaft  7  are  slanted  as  shown. 
A  rubber  O-ring  16  with  somewhat  smaller  cross- 
sectional  diameter  is  arranged  at  the  left  hand  side 

5  of  the  bushing  13  and  a  rubber  O-ring  17  with 
somewhat  larger  cross-sectional  diameter  at  the 
right  hand  side  of  the  bushing  13,  where  the  slant 
is  somewhat  larger.  The  joint  is  held  together  by 
the  right  support  washer  14  (only  to  the  left  in  Fig 

io  2)  and  secured  under  prestress  by  a  further  locking 
ring  18  to  the  right  of  this  washer  14. 

The  three  elements  13,  16,  17  can  alternatively 
be  combined  into  one  rubber  ring. 

The  left  hand  support  washer  12  is  provided 
is  with  an  edge  12'  cooperating  with  a  corresponding 

recess  in  the  bushing  13  so  as  to  provide  a  pivot 
point  for  the  hanger  4  (or  the  hanger  5  in  the  right 
joint). 

The  described  joints  will  allow  the  hangers  4 
20  and  5  to  freely  rotate  or  swing  and  pivot  in  the 

direction  for  applying  a  brake  block  on  a  wheel 
tread  and  in  the  direction  for  following  a  side-ways 
motion  of  the  wheel  to  the  left  in  Fig  2.  The  joint  is 
simple  and  comparatively  cheap,  but  yet  it  is  well 

25  protected. 
Reference  is  now  made  primarily  to  Fig  4  but 

also  Figs  5  and  6.  Fig  4  is  a  side  view  of  the  brake 
block  holder  3,  which  has  a  through  hole  20  at  its 
lower  end,  for  its  rotatable  mounting  to  the  lower 

30  shaft  8  (Fig  2).  The  brake  block  holder  is  designed 
to  releasably  receive  a  brake  block  (not  shown)  to 
the  left  in  Fig  4  for  braking  cooperation  with  the 
tread  of  a  wheel. 

From  the  description  above  it  is  clear  that  the 
35  brake  block  holder  3  is  movable  side-ways  (i.e. 

perpendicularly  to  the  plane  of  the  drawing)  under 
the  influence  of  the  axial  movements  of  the  wheel 
(or  wheelset)  during  braking,  but  also  that  it  will 
have  an  arcuate  application  movement  about  the 

40  shaft  7,  from  which  the  brake  block  hangers  4,  5 
are  suspended.  The  means  transmitting  the  brake 
force  from  the  stationary  brake  actuator  1  to  the 
movable  brake  block  holder  3  have  to  accom- 
modate  these  movements.  Further,  means  must  be 

45  provided  to  keep  the  brake  block  holder  3  in  a 
substantially  vertical  position  but  allow  it  to  follow 
the  movements  of  the  wheel.  The  inventive  means 
to  accomplish  all  this  shall  now  be  described. 

The  solely  axially  movable  push  rod  of  the 
50  brake  actuator  1  has  the  designation  6  and  is  to 

apply  its  push  force  centrally  on  the  brake  block 
holder,  which  for  this  purpose  is  provided  with  a 
transverse,  cylindrical  portion  21  .  A  force  transmit- 
ting  member  22  is  arranged  between  the  push  rod 

55  6  and  the  cylindrical  portion  21.  The  push  rod  6 
has  a  cylindrical  end  6'  perpendicular  to  the  cylin- 
drical  portion  21  ,  as  appears  from  Fig  5.  The  force 
transmitting  member  22  has  a  cylindrical  recess  for 

3 
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cooperation  with  this  push  rod  end  6'.  As  appears 
from  Fig  5,  the  maximum  width  of  the  force  trans- 
mitting  member  22,  which  tapers  towards  its  end  in 
contact  with  the  push  rod  6,  corresponds  to  the 
internal  width  between  the  sidewalls  of  the  brake 
block  holder  3,  which  means  that  the  member  22  is 
always  guided  irrespective  of  its  angular  position. 

The  left  end  of  the  force  transmission  member 
22  cooperating  with  the  cylindrical  portion  21  has  a 
cylindrical  recess  22'  with  a  radius  corresponding 
to  that  of  the  portion  21  .  As  appears  both  from  Fig 
4  and  Fig  5  in  two  views,  this  cylindrical  recess  22' 
has  an  arcuate  shape  with  its  center  coinciding  with 
the  center  for  the  cylindrical  push  rod  end  6'.  By 
this  arrangement  all  the  possible  relative  move- 
ments  between  the  brake  actuator  push  rod  6  and 
the  brake  block  holder  3  may  be  accommodated 
with  full  brake  force  transmission  capacity. 

The  push  rod  6  is  towards  its  end  provided 
with  a  protrusion  23  at  each  side.  Each  protrusion 
23  has  a  curved  toothed  side  23'  facing  from  the 
push  rod  end  6'.  Each  such  toothed  side  23'  coop- 
erates  with  a  correspondingly  toothed  surface  on  a 
leg  24'  of  a  shackle  24  straddling  the  push  rod  6. 
This  shackle  24  extends  through  and  receives 
guiding  from  a  cover  25  attached  to  the  back  of  the 
brake  block  holder  3  by  means  of  screws  26. 

At  its  two  ends  inside  the  cover  25  the  shackle 
24  is  provided  with  knobs  27  for  compression 
springs  28  on  studs  29  supported  by  the  cover  25. 
By  means  of  this  spring-biassed  shackle  24  the 
brake  block  holder  3  will  be  held  in  a  substantially 
vertical  position  or  the  position  given  it  at  the  latest 
brake  application,  but  the  brake  block  holder  3  will 
be  free  enough  to  adopt  the  position  forced  upon  it 
by  the  wheel  with  which  its  brake  block  cooperates. 
The  shackle  24  also  keeps  the  force  transmitting 
parts  6,  22  and  21  together  at  all  times. 

The  distance  between  each  knob  27  and  stud 
29  is  relatively  small,  so  that  undesired  movements 
of  the  push  rod  6,  for  example  at  manual  resetting 
of  the  slack  adjuster  in  the  brake  actuator  1,  are 
prevented. 

The  same  distance  and  the  distance  or  play 
between  the  shackle  24  and  the  cover  25  will  have 
the  result  that  the  brake  block  holder  3  can  accom- 
modate  smaller  wheel  movements  during  braking 
without  adjustments  of  the  relative  positions  of  the 
elements  23  and  24',  so  that  unnecessary  wear  of 
the  toothed  surfaces  is  avoided.  Also  a  dampening 
effect  on  external  vibrations  is  attained. 

By  means  of  the  arrangement  with  the  shackle 
24  such  a  connection  between  the  brake  actuator  1 
and  the  brake  block  holder  3  is  obtained  that  no 
separate  return  spring  for  the  latter  is  normally 
required. 

Claims 

1.  A  brake  actuator  comprising  a  device  for  thrust 
force  transmission  by  means  of  a  separate 

5  force  transmission  member  (22)  between  an 
axially  movable  push  rod  (6)  of  the  brake  ac- 
tuator  (1)  and  a  brake  block  holder  (3)  movable 
out  of  line  with  the  push  rod,  characterized  in 
that  the  device  comprises  the  single  force 

io  transmission  member  (22),  a  transverse  cylin- 
drical  portion  (21)  for  location  on  a  brake  block 
holder  (3)  and  a  cylindrical  push  rod  end  (6') 
perpendicular  to  said  portion  whereby  the  sin- 
gle  force  transmission  member  is  arranged  be- 

15  tween  said  transverse  cylindrical  portion  and 
said  cylindrical  push  rod  end  and  has  cylin- 
drical  surfaces  cooperating  with  said  portion 
(21)  and  end  (6'),  respectively,  wherein  the 
cylindrical  surface  (22')  of  the  member  (22) 

20  cooperating  with  said  portion  (21)  is  arcuate 
with  its  circle  center  coinciding  with  the  center 
for  the  cylindrical  push  rod  end  (6'). 

2.  A  brake  actuator  according  to  claim  1,  char- 
25  acterized  in  that  the  brake  block  holder  (3) 

and  the  force  transmission  member  (22)  are 
spring  biassed  against  the  push  rod  (6). 

3.  A  brake  actuator  according  to  claim  2,  char- 
30  acterized  in  that  a  shackle  (24)  biassed  by 

springs  (28)  forwards  in  a  brake  application 
direction  relative  to  a  back  cover  (25)  on  the 
brake  block  holder  (3)  engages  protrusions 
(23)  on  the  actuator  push  rod  (6). 

35 
4.  A  brake  actuator  according  to  claim  3,  char- 

acterized  in  that  the  actuator  push  rod  protru- 
sions  (23)  and  shackle  legs  (24')  cooperating 
therewith  have  corresponding  toothed  or  fric- 

40  tion  surfaces. 

5.  A  brake  actuator  according  to  claim  3,  char- 
acterized  in  that  compression  springs  (28)  are 
arranged  on  knobs  (27)  attached  to  the  shackle 

45  (24)  and  on  studs  (29)  having  a  certain  play 
relative  to  the  knobs  (27). 

6.  A  brake  actuator  according  to  claim  3,  char- 
acterized  in  that  the  shackle  (24)  extends 

50  through  the  brake  block  holder  cover  (25)  with 
a  small  play  so  as  to  receive  guiding  there- 
from. 

Patentanspruche 
55 

1.  Bremsbetatigungsvorrichtung  mit  einer  Einrich- 
tung  zum  Ubertragen  einer  Schubkraft  mittels 
eines  separaten  Kraftubertragungselementes 

4 
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(22)  zwischen  einer  axial  beweglichen  Schub- 
stange  (6)  der  Bremsbetatigungsvorrichtung  (1) 
und  einem  Bremsblockhalter  (3),  der  aus  der 
Ausrichtung  mit  der  Schubstange  beweglich 
ist, 
dadurch  gekennzeichnet, 
dal3  die  Einrichtung  ein  einzelnes  Kraftubertra- 
gungselement  (22),  einen  in  Querrichtung  zy- 
lindrischen  Abschnitt  (21)  fur  die  Anordnung  an 
einem  Bremsblockhalter  (3)  und  ein  Schubst- 
angenende  (6')  aufweist,  das  senkrecht  zu  dem 
Abschnitt  zylindrisch  ist,  wobei  das  einzelne 
Kraftubertragungselement  zwischen  diesem  in 
Querrichtung  zylindrischen  Abschnitt  und  dem 
zylindrischen  Schubstangenende  angeordnet 
ist,  und  zylindrische  Flachen  aufweist,  die  mit 
diesem  Abschnitt  (21)  bzw.  dem  Ende  (6')  zu- 
sammenwirken,  wobei  die  zylindrische  Flache 
(22')  des  Elementes  (22),  das  mit  diesem  Ab- 
schnitt  (21)  zusammenwirkt,  gekrummt  ausge- 
bildet  ist,  wobei  ihre  Kreismitte  mit  der  Mitte 
fur  das  zylindrische  Schubstangenende  (6')  zu- 
sammenfallt. 

2.  Bremsbetatigungsvorrichtung  nach  Anspruch 
1,  dadurch  gekennzeichnet,  dal3  der  Brems- 
blockhalter  (3)  und  das  Kraftubertragungsele- 
ment  (22)  gegen  die  Schubstange  (6)  federbe- 
aufschlagt  sind. 

3.  Bremsbetatigungsvorrichtung  nach  Anspruch 
2,  dadurch  gekennzeichnet,  dal3  ein  Bugel 
(24),  der  durch  Federn  (28)  nach  vorne  in 
Richtung  des  Anlegens  der  Bremse  relativ  zu 
einer  ruckwartigen  Abdeckung  (25)  am  Brems- 
blockhalter  (3)  beaufschlagt  ist,  mit  Vorsprun- 
gen  (23)  an  der  Schubstange  (6)  der  Betati- 
gungsvorrichtung  in  Eingriff  steht. 

4.  Bremsbetatigungsvorrichtung  nach  Anspruch 
3,  dadurch  gekennzeichnet,  dal3  die  Vorsprun- 
ge  (23)  an  der  Schubstange  der  Betatigungs- 
vorrichtung  und  Schenkel  (24')  des  Bugels,  die 
mit  diesen  zusammenwirken,  entsprechend  ge- 
zahnte  Flachen  oder  Reibungsflachen  aufwei- 
sen. 

5.  Bremsbetatigungsvorrichtung  nach  Anspruch 
3,  dadurch  gekennzeichnet,  dal3  Kompres- 
sionsfedern  (28)  an  Ansatzen  (27),  die  an  dem 
Bugel  (24)  angebracht  sind,  und  an  Zapfen 
(29)  angebracht  sind,  die  ein  gewisses  Spiel 
relativ  zu  den  Ansatzen  (27)  haben. 

6.  Bremsbetatigungsvorrichtung  nach  Anspruch 
3,  dadurch  gekennzeichnet,  dal3  der  Bugel  (24) 
sich  durch  die  Abdeckung  (25)  des  Brems- 
blockhalters  mit  geringem  Spiel  erstreckt,  so 

dal3  er  durch  diese  gefuhrt  wird. 

Revendicatlons 

5  1.  Actionneur  de  frein  comportant  un  dispositif 
destine  a  transmettre  une  force  de  poussee  au 
moyen  d'un  element  separe  (22)  de  transmis- 
sion  de  force  entre  une  tige  (6)  de  poussee, 
mobile  axialement,  de  I'actionneur  de  frein  (1), 

io  et  un  porte-sabot  de  frein  (3)  mobile  hors  d'ali- 
gnement  avec  la  tige  de  poussee,  caracterise 
en  ce  que  le  dispositif  comporte  I'element  uni- 
que  (22)  de  transmission  de  force,  une  partie 
cylindrique  transversale  (21)  destinee  a  etre 

is  placee  sur  un  porte-sabot  (3)  de  frein  et  une 
extremite  cylindrique  (6')  de  la  tige  de  poussee 
perpendiculaire  a  ladite  partie  de  maniere  que 
I'element  unique  de  transmission  de  force  soit 
dispose  entre  ladite  partie  cylindrique  transver- 

20  sale  et  ladite  extremite  cylindrique  de  la  tige 
de  poussee,  et  presente  des  surfaces  cylindri- 
ques  cooperant  avec  ladite  partie  (21)  et  une 
extremite  (6'),  respectivement,  la  surface  cylin- 
drique  (22')  de  I'element  (22),  qui  coopere 

25  avec  ladite  partie  (21),  etant  incurvee  suivant 
un  cercle  dont  le  centre  coincide  avec  le  cen- 
tre  de  I'extremite  cylindrique  (6')  de  la  tige  de 
poussee. 

30  2.  Actionneur  de  frein  selon  la  revendication  1, 
caracterise  en  ce  que  le  porte-sabot  de  frein 
(3)  et  I'element  (22)  de  transmission  de  force 
sont  rappeles  par  des  ressorts  contre  la  tige 
(6)  de  poussee. 

35 
3.  Actionneur  de  frein  selon  la  revendication  2, 

caracterise  en  ce  qu'une  bride  (24),  rappelee 
par  des  ressorts  (28)  vers  I'avant  dans  le  sens 
de  ferrage  du  frein  par  rapport  a  un  capot 

40  arriere  (25)  sur  le  porte-sabot  de  frein  (3), 
porte  contre  des  saillies  (23)  sur  la  tige  de 
poussee  (6)  de  I'actionneur. 

4.  Actionneur  de  frein  selon  la  revendication  3, 
45  caracterise  en  ce  que  les  saillies  (23)  de  la  tige 

de  poussee  de  I'actionneur  et  des  branches 
(24')  de  la  bride  cooperant  avec  elles  ont  des 
surfaces  dentees  ou  de  friction  correspondan- 
tes. 

50 
5.  Actionneur  de  frein  selon  la  revendication  3, 

caracterise  en  ce  que  des  ressorts  (28)  de 
compression  sont  disposes  sur  des  boutons 
(27)  fixes  a  la  bride  (24)  et  sur  des  goujons 

55  (29)  ayant  un  certain  jeu  par  rapport  aux  bou- 
tons  (27). 

5 
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6.  Actionneur  de  frein  selon  la  revendication  3, 
caracterise  en  ce  que  la  bride  (24)  s'etend  a 
travers  le  capot  (25)  du  porte-sabot  de  frein 
avec  un  faible  jeu  de  fagon  a  etre  guide  par 
celui-ci.  5 
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