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Description 

This  invention  relates  to  an  exhaust  gas-purifying  catalyst,  and  a  process  for  producing  such  catalysts 
for  purifying  exhaust  gases.  More  particularly  it  relates  to  an  exhaust  gas-purifying  catalyst  using  a  catalyst 

5  active  to  the  reduction  reaction  of  nitrogen  oxides  with  ammonia  and  the  oxidation  reaction  of  carbon 
monoxide,  and  the  use  of  the  catalyst,  for  purifying  exhaust  gases. 

In  recent  years,  in  various  countries  including  the  U.S.A.,  a  composite  electricity-generating  system  and 
an  electric  heat-feeding  system  having  various  engines  such  as  gas  turbine,  diesel  engine,  etc.  combined 
with  a  heat  recovery  boiler  have  been  installed.  Since  these  systems  have  very  often  been  installed  in 

io  populated  districts,  nitrogen  oxides  (NOx)  and  carbon  monoxide  (CO)  contained  in  exhaust  gases  from  such 
systems  have  been  a  cause  of  environmental  pollutions.  Thus,  exhaust  gases-purifying  systems  as 
illustrated  in  Fig.  6  and  Fig.  7  of  the  accompanying  drawings  have  been  employed  to  remove  NOx  and  CO. 
In  Fig.  6,  an  exhaust  gas  from  gas  turbine  1  is  first  contacted  with  CO-oxidizing  catalyst  5a  of  a  noble  metal 
which  oxidizes  CO  contained  in  the  exhaust  gas,  followed  by  passing  through  super  heater  2  and  vaporizer 

75  3  each  connected  to  steam  turbine  7,  contacting  with  denitration  catalyst  5b  together  with  NH3  sprayed 
from  ammonia  (NH3)-spraying  means  6  to  remove  NOx  by  reduction  and  being  discharged  via  evaporator  4 
from  chimney  8  to  the  atmosphere.  As  CO-oxidizing  catalyst  5a,  catalysts  of  platinum  (Pt),  palladium  (Pd)  or 
the  like  supported  on  alumina  have  been  used  and  as  denitration  catalyst  5b,  denitration  catalysts  of 
titanium  oxide  containing  vanadium  (V),  molybdenum  (Mo),  tungsten  (W)  or  the  like  as  an  active  component, 

20  similar  to  exhaust  gas-denitration  catalysts  used  for  treating  exhaust  gases  from  boilers  have  been  used. 
According  to  the  exhaust  gas-purifying  system  of  Fig.  6,  since  two  reactors  are  required,  there  are 

drawbacks  that  the  installation  cost  is  high  and  the  installation  space  is  restricted.  Further,  since  the 
spraying  of  NH3  cannot  be  carried  out  in  front  of  the  CO-oxidizing  catalyst  of  noble  metals,  there  are 
problems  that  a  sufficient  space  for  mixing  NH3  with  the  exhaust  gas  cannot  be  provided  between  the  NH3- 

25  spraying  means  6  and  the  denitration  catalyst  5b  and  a  high  percentage  denitration  cannot  be  obtained;  and 
an  amount  of  unreacted  NH3  is  discharged.  Further,  there  is  a  drawback  that  catalysts  of  expensive  noble 
metals  are  used  in  a  large  quantity. 

Fig.  7  is  directed  to  an  exhaust  gas-purifying  system  of  prior  art  having  the  CO-oxidizing  catalyst  5a 
and  the  denitration  catalyst  5b  provided  in  the  same  reactor.  According  to  such  a  system,  the  noble  metal 

30  catalyst  5a  usually  used  as  CO-oxidizing  catalyst  is  also  active  to  NH3-oxidizing  reaction,  and  oxidizes  NH3 
in  advance  of  the  NOx  reduction  at  the  denitration  catalyst  5b  to  generate  NOx;  hence  it  is  impossible  to 
obtain  a  high  percentage  denitration.  Further,  since  noble  metal  catalysts  are  used  within  a  low  temperature 
region,  it  is  necessary  to  increase  the  quantity  of  the  catalysts  used;  hence  there  is  a  drawback  of  high 
cost. 

35  DE-A-3722081  is  directed  to  a  catalyst  for  purifying  exhaust  gases  by  the  removal  of  nitrogen  oxides. 
The  catalyst  comprises  titanium  oxide  of  specified  surface  area  and  a  zeolite  on  which  is  supported  copper. 

US-A-4297328  discloses  a  process  for  the  catalytic  combustion  of  carbon  monoxide  and  hydrocarbons 
and  catalytic  reduction  of  nitrogen  oxides  contained  in  a  gas  stream.  A  catalyst  bed  is  used  which 
comprises  copper  metal  or  copper  ion  and  a  high  silica  zeolite. 

40  EP-A-0234441  discloses  a  catalyst  for  the  selective  reduction  of  nitrogen  oxides  to  nitrogen  in  the 
presence  of  ammonia.  The  catalyst  is  formed  as  a  shaped  coformed  mixture  of  zirconia  and  one  or  more 
zeolites  in  specified  quantities.  The  zeolites  are  in  the  hydrogen  or  ammonium  form.  A  bonding  agent  may 
be  incorporated  into  the  catalyst. 

The  present  invention  aims  to  provide  an  exhaust  gas-purifying  catalyst  having  solved  the  above- 
45  mentioned  problems  of  the  prior  art  and  capable  of  carrying  out  the  CO-oxidizing  reaction  and  the  reduction 

reaction  of  NOx  with  NH3  in  the  same  reactor  with  a  high  efficiency,  and  a  process  for  purifying  exhaust 
gases. 

The  present  invention  provides: 
an  exhaust  gas-purifying  catalyst  comprising  copper  and/or  cobalt  supported  by  zirconium  oxide  or 

50  titanium  oxide  as  a  first  component  and  a  copper-substituted  type  zeolite  as  a  second  component,  wherein 
the  proportion  by  weight  of  said  first  component/said  second  component  is  in  the  range  of  5/95  to  50/50. 

The  present  invention  also  provides: 
a  process  for  preparing  the  exhaust  gas-purifying  catalyst  which  comprises  kneading  salts  of  copper 

and/or  cobalt  together  with  zirconium  hydroxide,  metatitanic  acid  or  zirconium  oxide,  or  coprecipitating  from 
55  a  mixed  solution  of  a  salt  of  copper  and/or  cobalt  with  a  soluble  zirconium  or  titanium  salt  to  prepare  said 

first  component,  immersing  powder  of  hydrogen  type  zeolite  in  a  copper  salt  aqueous  solution,  or  by 
kneading  it  together  with  the  solution  to  prepare  said  second  component,  and  mixing  said  first  component 
with  said  second  component. 

2 
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The  present  invention  further  provides: 
use  of  the  catalyst  in  removing  nitrogen  oxides  and  carbon  monoxide  contained  in  exhaust  gases  by 

catalytic  reduction  with  NH3. 
An  embodiment  of  the  present  invention  will  now  be  described  by  way  of  example  with  reference  to  the 

5  drawings  in  which: 
Fig.  1  shows  a  flow  sheet  of  an  exhaust  gas-purifying  system  illustrating  an  embodiment  of  the  present 
invention. 
Fig.  2  shows  a  model  view  in  crosssection  of  the  structure  of  a  catalyst  of  the  present  invention. 
Figs.  3  and  4  each  show  a  chart  illustrating  the  experimental  results  of  Example  1  and  Comparative 

io  examples  1  and  2. 
Fig.  5  shows  a  chart  illustrating  the  experimental  results  of  Example  5  and  Comparative  example  6. 
Figs.  6  and  7  each  show  a  flow  sheet  of  exhaust  gas-purifying  system  of  the  prior  art. 
Fig.  2  shows  a  model  view  illustrating  an  enlarged  section  of  the  exhaust  gas-purifying  catalyst  of  the 

present  invention.  In  this  figure,  the  catalyst  of  the  present  invention  is  in  a  state  where  particles  of  a  first 
is  component  A  of  Zr02  or  TiCfe  having  supported  Cu  and/or  Co  and  particles  of  a  second  component  (B)  of 

Cu-substituted  zeolite  are  physically  mixed  together. 
The  Zr02  or  TiCfe  catalyst  having  supported  Cu  and/or  Co  as  a  first  component  promotes  oxidation  of 

CO  contained  in  exhaust  gases  according  to  the  following  equation  (1): 

20  CO  +  V2O2  -  C02  (1), 

and  at  the  same  time  a  portion  of  NO  contained  in  exhaust  gases  is  oxidized  according  the  equation  (2)  to 
form  NO2: 

25  NO  +  V2O2  -  N02  (2). 

The  formed  NO2  and  remaining  NO  reacts  with  NH3  adsorbed  onto  the  Cu-substituted  zeolite  as  a 
second  component  having  a  strong  solid  acidity  according  to  the  following  equation  (3)  to  form  N2: 

30  NO  +  N02  +  2NH3  -  2N2  +  3H20  (3). 

Since  the  reaction  of  the  equation  (3)  is  far  faster  than  conventional  denitration  reaction  expressed  by 
the  following  equation  (4),  NH3  is  very  rapidly  consumed  according  to  the  reaction  of  the  equation  (3): 

35  NO  +  NH3  +V4O2  -  N2  +  3/2H20  (4). 

Thus,  when  the  above  first  component  is  singly  used,  it  oxidizes  NH3  to  form  NOx  and  thereby  reduce 
the  percentage  denitration,  but  when  it  is  used  in  admixture  with  the  Cu-substituted  zeolite  as  the  second 

40  component,  adsorption  of  NH3  onto  the  zeolite  is  prevailed  and  almost  no  oxidization  reaction  of  NH3  by  the 
first  component  occurs;  hence  it  is  possible  to  carry  out  the  denitration  reaction  with  a  high  efficiency. 

Thus,  it  is  possible  to  remove  CO  and  NOx  with  a  good  efficiency  using  a  less  quantity  of  catalyst  than 
that  of  conventional  catalysts  and  using  a  single  mixed  catalyst  in  the  same  reactor. 

The  first  component  used  in  the  present  invention  can  be  prepared  by  kneading  a  salt  of  Cu  or  Co  such 
45  as  nitrate,  acetate,  etc.  thereof  together  with  zirconium  hydroxide,  metatitanic  acid,  zirconium  oxide,  etc.,  or 

by  coprecipitating  from  a  mixed  solution  of  a  salt  of  Cu  or  Co  with  a  soluble  Zr  or  Ti  salt  such  as  Zr  or  Ti 
sulfate,  oxynitrate,  etc.  These  compositions  are  preferred  to  be  calcined  at  400  0  to  600  0  C,  then  ground  so 
that  the  proportion  of  powder  of  1  urn  or  smaller  can  occupy  50%  or  more  for  use. 

Atomic  ratio  of  Cu  and/or  Co  supported  by  Zr02  or  Ti02  (Cu  and/or  Co/Zr  or  Ti)  is  preferable  in  the 
50  range  of  20/80  to  1/99,  more  preferably  in  the  range  of  10/90  to  3/97. 

The  second  component  used  in  the  present  invention  is  prepared  by  immersing  powder  of  about  1  to 
10  urn  of  hydrogen  type  mordenite,  clinoptilolite,  erionite,  Y  type  zeolite,  etc.,  and  besides,  Na  or  Ca  type 
zeolite  in  a  Cu  salt  aqueous  solution,  or  by  kneading  them  together  with  the  solution,  followed  if  necessary, 
by  water,  washing,  drying  and  calcining. 

55  Next,  the  above  first  component  and  second  component  are  kept  in  a  physically  mixed  state  to  be 
molded  or  coated  by  means  of  roller  press,  wet  molding,  wash  coating,  etc.  This  physically  mixed  state 
means  a  state  where  the  first  component  and  the  second  component  can  be  respectively  discriminated  by  a 
usual  measurement  means  such  as  X-rays  diffraction,  electronic  or  optical  microscope,  etc.  The  proportion 
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by  weight  of  the  first  component/  the  second  component  is  therefore  in  the  range  of  5/95  to  50/50, 
preferably  10/90  to  40/60.  When  the  proportion  of  the  first  component  is  too  large,  decomposition  of  NH3  is 
concurred  to  make  it  impossible  to  obtain  a  high  percentage  denitration.  On  the  contrary,  when  the 
proportion  of  the  first  component  is  too  small,  it  is  impossible  to  obtain  a  higher  activity  in  oxydizing  Co.  In 

5  the  molding,  where  the  two  components  are  mixed,  this  mixing  is  preferred  to  be  a  physical  mixing  as 
much  as  possible,  and  mixing  or  molding  by  which  vigorous  milling  occurs  is  undesirable.  In  the  molding,  it 
is  possible  to  use  an  organic  or  inorganic  binder,  etc.  In  the  coating,  the  catalyst  composition  may  be 
slurried  and  coated  onto  a  ceramic  honeycomb,  a  metal  substrate,  etc. 

The  present  invention  will  be  described  in  more  detail  by  way  of  Examples. 
10 

Example  1 

Powder  of  zirconium  hydroxide  (made  by  Kishida  Chemical  Co.,  Ltd.,  Zr02:  90%)  (35  g)  was  added  to 
an  aqueous  solution  of  copper  nitrate  (Cu(N03)2  3H20)  (6.0  g)  dissolved  in  water  (50  g),  followed  by 

is  vaporization  to  dryness  on  a  sand  bath.  The  resulting  solids  were  calcined  at  500  °C  for  2  hours  in  air  and 
ground  into  powder  having  an  average  particle  diameter  of  1  urn  to  prepare  a  first  component. 

Copper  acetate  (Cu(CH3COO)2  •2H20)  (2.8  g)  was  dissolved  in  water  (100  g)  and  a  hydrogen  type 
mordenite  having  an  average  particle  diameter  of  about  10  urn  (30  g)  was  added  to  the  solution,  followed 
by  vaporization  to  dryness  on  a  sand  bath  to  prepare  a  Cu-substituted  zeolite,  drying  it  at  180°C  for  2 

20  hours  and  calcining  at  500  °  C  for  2  hours  in  air  to  prepare  a  second  component. 
The  first  component  (3  g)  and  the  second  component  (7  g)  were  dry-mixed  in  a  mortar,  followed  by 

molding  the  mixture  into  a  rod  having  a  diameter  of  13  mm  and  a  length  of  5  mm  by  means  of  a  hydraulic 
press,  grinding  the  rod  into  powder  of  0.83  to  1.65  urn  (10  to  20  meshes)  to  obtain  an  exhaust  gas-purifying 
catalyst  of  the  present  invention. 

25 
Comparative  examples  1  and  2 

The  first  component  and  the  second  component  obtained  in  Example  1  were  respectively  singly  molded 
in  the  same  manner  as  in  Example  1  to  prepare  catalysts. 

30 
Example  2 

Example  1  was  repeated  except  that  zirconium  hydroxide  of  Example  1  was  replaced  by  metatitanic 
acid  powder  (SO+  content:  0.2%,  Ti02  content:  80%)  (39.4  g)  to  prepare  a  catalyst. 

35 
Example  3 

Example  1  was  repeated  except  that  copper  nitrate  of  Example  1  was  replaced  by  cobalt  acetate  (7.8  g) 
to  prepare  a  catalyst. 

40 
Example  4 

Example  1  was  repeated  except  that  the  hydrogen  type  mordenite  was  replaced  by  Na  type  Y  zeolite  to 
prepare  a  catalyst. 

45 
Comparative  examples  3  -  5 

The  first  components  of  Examples  2  and  3  and  the  second  component  of  Example  4  were  respectively 
singly  molded  in  the  same  manner  as  in  Example  1  to  prepare  catalysts. 

50 
[Test  example  1  ] 

The  respective  one  mis  of  the  catalysts  obtained  in  Example  2  and  Comparative  examples  1  and  2 
were  subjected  to  examination  of  CO  oxidation  activity  and  NO  reduction  activity  with  NH3  under  the 

55  conditions  shown  in  Table  1.  The  results  are  shown  in  Fig.  3. 

4 
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Table  1 

10 

CO  200  ppm 
NO  200  ppm 
NH3  240  ppm 
02  10% 
H20  6% 
C02  6% 
N2  Balance 

Temperature  250  -  400  0  C 
SV  184,000  h-1 

15 

20 

As  seen  from  Fig.  3,  in  the  case  of  Comparative  example  1  directed  to  single  use  of  the  first 
component,  the  percentage  removal  of  CO  is  high,  but  the  denitration  reaction  scarcely  advances;  NOx 
occurs  by  NH3  oxidation  in  a  high  temperature  region;  and  the  percentage  denitration  is  lowered.  Further,  in 
the  case  of  Comparative  example  2  directed  to  single  use  of  the  second  component,  the  percentage 
denitration  is  high,  but  the  percentage  removal  of  CO  is  low.  Whereas,  the  catalyst  of  Example  1  of  the 
present  invention  has  superior  properties  that  the  percentage  removal  of  CO  is  not  only  high,  but  also  the 
percentage  denitration  is  higher  than  that  of  Comparative  example  2. 

[Test  example  2] 

25 

30 

Further,  employing  a  system  simulating  that  of  Fig.  7,  the  catalyst  of  Comparative  example  1(0.3  mi) 
was  filled  in  the  upstream  part  of  the  system  and  the  catalyst  of  Comparative  example  2  (0.7  mi)  was  filled 
in  the  downstream  part  to  carry  out  a  reaction.  The  results  are  shown  in  Fig.  4,  in  comparison  with  the  case 
where  the  catalyst  of  Example  1  was  used.  In  Fig.  4,  symbol  0  indicates  the  results  of  Example  1  and 
symbol  X  indicates  the  results  of  the  simulation  test  carried  out  by  the  system  of  Fig.  7.  As  seen  from  Fig. 
4,  the  results  of  the  simulation  test  are  far  inferior  in  both  the  percentage  removal  of  CO  and  the  percentage 
denitration  to  those  of  Example  1  . 

35 

40 

45 

50 

[Test  example  3] 

With  the  catalysts  of  Examples  1-4  and  Comparative  examples  1-5,  the  percentage  removal  of  CO  and 
the  percentage  denitration  under  the  conditions  shown  in  Table  1  and  at  350  °C  were  measured.  The  results 
are  collectively  shown  in  Table  2.  As  seen  from  Table  2,  any  of  the  catalysts  of  Examples  were  superior  in 
both  the  percentage  removal  of  CO  and  the  percentage  denitration,  whereas  the  catalysts  of  Comparative 
examples  are  far  inferior  in  the  percentage  removal  of  CO  or  the  percentage  denitration. 

55 

5 
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T a b l e   2 

5  
C a t a l v s t   C o m p o s i t i o n   P e r c e n t a g e   P e r c e n t a g e  

y  ■  i  .  t—  a  1  r e m o v a l   of  d e n i t r a -  1 s t   2nd   ̂ . 
c o m p o n e n t   c o m p o n e n t   (%)  (%) 

10  E x a m p l e   1  C u / Z r 0 2   ^ r d e n i ? e   69  96 

2  C u / T i 0 2   "  6  2  9  3 

75 
3  C o / Z r 0 2   "  58  9  4 

4  C u / Z r O ,   C U ' J   ^   67  9  7 '  2  m o r d e n i t e  
20 

£ ° m p \   1  C u / Z r 0 2   -  79  14  

2  -  CU"H  t y P e   16 25  m o r d e n i t e   * x  

3  C u / T i 0 2   -  65  1 1  

so  "  4  C o / Z r 0 2   -  79  - 3  

5  _  Cu~Y  t y p e   30  9 1  3  M o r d e n i t e   u  y x  

35 
As  seen  from  the  foregoing,  the  catalyst  of  the  present  invention  in  a  physically  mixed  state  makes  it 

possible  to  simultaneously  carry  out  the  CO  removal  and  the  denitration  reaction. 

Example  5 
40 

The  first  component  (10  g)  and  the  powder  of  the  second  component  (10  g)  of  Example  1  were  mixed 
with  a  colloidal  silica  sol  (30  g)  containing  30%  by  weight  of  Si02  (Snowtex-O,  trademark  of  Nissan  Kagaku 
Co.,  Ltd.)  to  obtain  a  slurry-form  substance.  In  this  slurry  was  immersed  a  SUS  304  plate  of  0.2  mm  thick  x 
100mm  x  10  mm  subjected  to  flame  spraying  with  metal  aluminum  at  a  rate  of  100  g/m2,  to  coat  the  plate 

45  with  the  slurry,  followed  by  drying  the  material  and  calcining  at  500  °  C  for  2  hours  to  obtain  a  catalyst.  The 
quantity  of  the  catalyst  components  supported  was  250  g/m2. 

This  catalyst  was  cut  into  test  pieces  each  of  20  mm  x  100  mm,  and  with  one  of  the  test  pieces,  the 
percentage  removal  of  CO  and  the  percentage  denitration  were  measured  under  conditions  of  the  gas 
composition  in  Table  1  and  a  gas  flow  quantity  of  184  llh.  The  results  are  shown  in  Fig.  5. 

50 
Comparative  example  6 

A  Ti/Mo/V  catalyst  (Ti/Mo/V  =  91/5/4  in  atomic  ratio)  prepared  according  to  the  process  disclosed  in 
JP-A-50  168  281  was  coated  in  the  same  manner  as  in  Example  5  and  the  percentage  denitration  and  the 

55  percentage  removal  of  CO  were  measured.  The  results  are  shown  in  Fig.  5. 
As  seen  from  Fig.  5,  the  catalyst  of  Example  5  is  also  superior  not  only  in  the  percentage  denitration, 

but  also  in  the  percentage  removal  of  CO  to  conventional  titanium  oxide  catalyst  of  Comparative  example  6. 

6 
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According  to  the  present  invention,  since  it  is  possible  to  carry  out  the  CO  oxidation  reaction  and  the 
NOx  reduction  reaction  with  NH3  in  the  same  mixed  catalyst,  it  is  possible  to  simultaneously  carry  out  the 
CO  removal  and  the  denitration  in  the  same  reactor.  Thus,  the  catalyst  of  the  present  invention  is  useful 
particularly  for  exhaust  gas-treating  systems  such  as  composite  electricity-generating  systems. 

5 
Claims 

1.  An  exhaust  gas-purifying  catalyst  comprising  copper  and/or  cobalt  supported  by  zirconium  oxide  or 
titanium  oxide  as  a  first  component  and  a  copper-substituted  type  zeolite  as  a  second  component, 

io  wherein  the  proportion  by  weight  of  said  first  component/said  second  component  is  in  the  range  of  5/95 
to  50/50. 

2.  An  exhaust  gas-purifying  catalyst  according  to  claim  1,  wherein  atomic  ratio  of  said  copper  and/or 
cobalt/said  zirconium  oxide  or  titanium  oxide  is  in  the  range  of  20/80  to  1/99. 

15 
3.  An  exhaust  gas-purifying  catalyst  according  to  claim  1  or  claim  2,  wherein  said  copper  and/or  cobalt 

supported  by  zirconium  oxide  or  titanium  oxide  and  said  copper-substituted  type  zeolite  are  in  a 
physically  mixed  state  in  the  catalyst. 

20  4.  A  process  for  the  preparation  of  an  exhaust  gas-purifying  catalyst  according  to  any  one  of  claims  1  to 
3,  which  process  comprises  kneading  salts  of  copper  and/or  cobalt  together  with  zirconium  hydroxide, 
metatitanic  acid  or  zirconium  oxide,  or  coprecipitating  from  a  mixed  solution  of  a  salt  of  copper  and/or 
cobalt  with  a  soluble  zirconium  or  titanium  salt  to  prepare  said  first  component,  immersing  powder  of 
hydrogen  type  zeolite  in  a  copper  salt  aqueous  solution,  or  by  kneading  it  together  with  the  solution  to 

25  prepare  said  second  component,  and  mixing  said  first  component  with  said  second  component. 

5.  Use  of  a  catalyst  according  to  any  one  of  claims  1  to  3  in  removing  nitrogen  oxides  and  carbon 
monoxide  contained  in  exhaust  gases  by  catalytic  reduction  with  NH3. 

30  Patentanspruche 

1.  Katalysator  zum  Reinigen  von  Abgasen,  der  Kupfer  und/oder  Kobalt  enthalt  und  von  Zirconiumoxid 
oder  Titanoxid  als  eine  erste  Komponente  und  einem  kupfer-substituierten  Zeolith  als  eine  zweite 
Komponente  getragen  ist,  bei  dem  das  Gewichtsverhaltnis  der  ersten  Komponente  zur  zweiten 

35  Komponente  im  Bereich  von  5/95  bis  50/50  liegt. 

2.  Katalysator  zum  Reinigen  von  Abgasen  nach  Anspruch  1,  bei  dem  das  Atomverhaltnis  des  Kupfers 
und/oder  Kobalts  zum  Zirconiumoxid  oder  Titanoxid  im  Bereich  von  20/80  bis  1/99  liegt. 

40  3.  Katalysator  zum  Reinigen  von  Abgasen  nach  Anspruch  1  oder  2,  bei  dem  das  Kupfer  und/oder  Kobalt, 
getragen  von  Zirconiumoxid  oder  Titanoxid  und  dem  kupfer-substituierten  Zeolith,  im  Katalysator  in 
einem  physikalisch  vermischten  Zustand  vorliegen. 

4.  Verfahren  zur  Herstellung  eines  Katalysators  zum  Reinigen  von  Abgasen  nach  einem  der  Anspruche  1 
45  bis  3,  wobei  das  Verfahren  umfaBt:  Kneten  von  Salzen  von  Kupfer  und/oder  Kobalt  zusammen  mit 

Zirconiumhydroxid,  Metatitansaure  oder  Zirconiumoxid  oder  gemeinsames  Fallen  aus  einer  Mischlo- 
sung  eines  Salzes  von  Kupfer  und/oder  Kobalt  mit  einem  loslichen  Zirconium-  oder  Titansalz,  urn  die 
erste  Komponente  herzustellen,  Eintauchen  eines  Zeolith-Pulvers  des  Wasserstofftyps  in  eine  waBrige 
Kupfersalzlosung  oder  durch  Kneten  desselben  zusammen  mit  der  Losung,  urn  die  zweite  Komponente 

50  herzustellen,  sowie  Vermischen  der  ersten  Komponente  mit  der  zweiten  Komponente. 

5.  Verwendung  eines  Katalysators  nach  einem  der  Anspruche  1  bis  3  bei  der  Beseitigung  von  in  Abgasen 
enthaltenen  Stickstoffoxiden  und  Kohlenmonoxid  durch  katalytische  Reduktion  mit  NH3. 

55  Revendications 

1.  Catalyseur  pour  purifier  des  gaz  d'echappement  comportant  du  cuivre  et/ou  du  cobalt  porte  par  de 
I'oxyde  de  zirconium  ou  de  I'oxyde  de  titane  comme  premier  composant  et  une  zeolite  de  type 
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substitue  par  du  cuivre  comme  second  composant,  dans  lequel  la  proportion  en  poids  dudit  premier 
composant/audit  second  composant  est  de  I'ordre  de  5/95  a  50/50. 

Catalyseur  pour  purifier  des  gaz  d'echappement  selon  la  revendication  1,  dans  lequel  le  rapport 
atomique  dudit  cuivre  et/ou  dudit  cobalt/audit  oxyde  de  zirconium  ou  oxyde  de  titane  est  de  I'ordre  de 
20/80  a  1/99. 

Catalyseur  pour  purifier  des  gaz  d'echappement  selon  la  revendication  1  ou  2,  dans  lequel  ledit  cuivre 
et/ou  ledit  cobalt  porte  par  de  I'oxyde  de  zirconium  ou  de  I'oxyde  de  titane  et  de  ladite  zeolite  de  type 
substitue  par  du  cuivre  sont  dans  un  etat  physiquement  melange  dans  le  catalyseur. 

Procede  de  preparation  d'un  catalyseur  pour  purifier  des  gaz  d'echappement  selon  I'une  des  revendi- 
cations  1  a  3,  lequel  procede  comporte  le  malaxage  de  sels  de  cuivre  et/ou  de  cobalt  avec  de 
I'hydroxyde  de  zirconium,  de  I'acide  metatitanique  ou  de  I'oxyde  de  zirconium,  ou  la  coprecipitation  a 
partir  d'une  solution  mixte  d'un  sel  de  cuivre  et/ou  de  cobalt  avec  un  zirconium  soluble  ou  un  sel  de 
titane  pour  preparer  ledit  premier  composant,  I'immersion  de  poudre  de  zeolite  de  type  hydrogene 
dans  une  solution  aqueuse  de  sel  de  cuivre,  ou  en  la  malaxant  avec  la  solution  pour  preparer  ledit 
second  composant,  et  le  melange  dudit  premier  composant  avec  ledit  second  composant. 

Utilisation  d'un  catalyseur  selon  I'une  des  revendications  1  a  3,  dans  I'elimination  des  oxydes  d'azote  et 
du  monoxyde  de  carbone  contenus  dans  les  gaz  d'echappement  par  reduction  catalytique  utilisant 
NH3. 
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