
Note: Within nine months of the publication of the mention of the grant of the European patent in the European Patent
Bulletin, any person may give notice to the European Patent Office of opposition to that patent, in accordance with the
Implementing Regulations. Notice of opposition shall not be deemed to have been filed until the opposition fee has been
paid. (Art. 99(1) European Patent Convention).

Printed by Jouve, 75001 PARIS (FR)

(19)
E

P
2 

42
0 

95
2

B
1

TEPZZ 4 Z95 B_T
(11) EP 2 420 952 B1

(12) EUROPEAN PATENT SPECIFICATION

(45) Date of publication and mention 
of the grant of the patent: 
08.08.2018 Bulletin 2018/32

(21) Application number: 10753729.2

(22) Date of filing: 19.03.2010

(51) Int Cl.:
G06F 21/12 (2013.01) G06F 21/62 (2013.01)

G11B 20/00 (2006.01) H04L 29/06 (2006.01)

H04N 21/6334 (2011.01) H04N 21/434 (2011.01)

H04N 21/6377 (2011.01) H04N 21/835 (2011.01)

(86) International application number: 
PCT/KR2010/001720

(87) International publication number: 
WO 2010/107279 (23.09.2010 Gazette 2010/38)

(54) SYSTEM AND METHOD FOR PROTECTING DIGITAL MEDIA CONTENT

SYSTEM UND VERFAHREN FÜR DEN SCHUTZ DIGITALER MEDIENINHALTE

SYSTÈME ET PROCÉDÉ PERMETTANT DE PROTÉGER UN CONTENU MULTIMÉDIA 
NUMÉRIQUE

(84) Designated Contracting States: 
AT BE BG CH CY CZ DE DK EE ES FI FR GB GR 
HR HU IE IS IT LI LT LU LV MC MK MT NL NO PL 
PT RO SE SI SK SM TR

(30) Priority: 19.03.2009 KR 20090023630

(43) Date of publication of application: 
22.02.2012 Bulletin 2012/08

(73) Proprietor: Fasoo. Com Co., Ltd
Seoul 121-904 (KR)

(72) Inventors:  
• KIM, Eunbum

Anseong-si
Gyeonggi-do 456-724 (KR)

• KIM, Kwanghoon
Seoul 157-749 (KR)

(74) Representative: Ilgart, Jean-Christophe et al
BREVALEX 
95, rue d’Amsterdam
75378 Paris Cedex 8 (FR)

(56) References cited:  
WO-A1-2008/108550 KR-A- 20050 055 568
KR-A- 20060 015 797 KR-A- 20080 039 150
KR-B1- 100 400 947 US-A- 5 917 912
US-A1- 2002 013 772  



EP 2 420 952 B1

2

5

10

15

20

25

30

35

40

45

50

55

Description

TECHNICAL FIELD

[0001] The present invention relates to a system and
method of protecting digital media contents, and more
particularly, to a system and method of protecting digital
media contents, which maintain compatibility with an ex-
isting system, block any attempt to illegally use the digital
media contents having various formats, reduce a system
load, and maximize a possibility of reusing the digital me-
dia contents.

BACKGROUND ART

[0002] With the rapid increase in communication
speed and spread of high capacity storage media and
various portable multimedia reproducing apparatuses,
demand for digital media contents has increased. Thus,
various media contents providers have appeared and
provide the media contents by using various methods.
However, due to characteristics of the digital media con-
tents, a copy, which is the same as the original digital
media contents or is modified from the original digital
media contents, may be easily made and also easily dis-
tributed through various routes. Thus, commercial dam-
age to providers providing the digital media contents and
producers making the digital media contents has rapidly
and substantially increased.
[0003] US2002/013772 describes an exemplary DRM
system with licenses for encrypted content. As the dis-
tribution of digital media contents through the Internet
has become common since a high speed communication
network is widely distributed in general homes, formats
of digital media files have been developed in various di-
rections in order to provide, with a smaller capacity or a
strengthened real time transmission function, media con-
tents having higher quality. These formats of various dig-
ital media files have been developed to add various func-
tions concerned with raising or maintaining quality of the
digital media contents or strengthening a streaming func-
tion for real-time transmission according to Internet trans-
mission characteristics. Even in the case of a format hav-
ing no regard for the streaming function, a technology for
transmitting the format in a streaming method has been
accomplished and thus most of the currently used digital
media contents may be streamed through a streaming
system.
[0004] Streaming of the digital media contents is widely
used as a way to protect the digital media contents be-
cause the streaming of the digital media contents has
not only a real time characteristic in which reproduction
is started together with contents selection but also a con-
tents security characteristic depending on a method of
reproducing the contents while storing the contents in a
memory by dispersing and transmitting the contents in
units of packets and then of deleting contents whose re-
production is completed, from the memory.

[0005] FIG. 1 illustrates a configuration of a streaming
system providing general digital media contents by using
the streaming method. As illustrated, the streaming sys-
tem includes a contents server 1 including contents, a
streaming server 3 which is connected to the contents
server 1 through a LAN network 2, requests the contents
server 1 to send the contents, and transmits received
contents in units of packets, and a user terminal 5 which
is connected to the streaming server 3 through Internet
4, requests the streaming server 3 for the contents, and
reproduces the contents received in units of packets.
[0006] An operation of the system is described below.
[0007] First, if the user terminal 5 requests desired con-
tents by accessing the streaming server 3 through Inter-
net 4, the streaming server 3 receives the contents from
the contents server 1 by requesting the contents server
1 to send the contents, and then provides received con-
tents to the user terminal 5 in units of packets. The user
terminal 5 reproduces the contents streamed in units of
packets through an internal reproducing unit 6, and then
a packet, reproduction of which is completed, is deleted.
[0008] Since this streaming server 3 provides a
streaming service while being connected to a plurality of
user terminals, session information, such as a packet
size depending on connected ports when contents are
being provided and a communication status, is constantly
changing. In addition, although the streaming server 3
may have a security characteristic, in that packet infor-
mation is deleted after reproduction of the packet infor-
mation is completed, it is difficult to ensure security
through an existing streaming system such as the
streaming system of FIG. 1, because a received packet
may be stored, in a file form, in a network terminal or the
user terminal 5 and, in some cases, a contents file may
be directly accessed by determining the contents location
in the contents server 1.
[0009] A server using a digital rights management
(DRM) technology has been developed to protect the dig-
ital media contents. However, in the case of using a basic
method in which the digital media contents may be re-
duced by encoding all of the digital media contents and
decoding the encoded digital media contents through a
specific license, it is difficult to apply the streaming serv-
ice to the basic method, and reproduction has to be per-
formed after receiving total contents having a large ca-
pacity and then decoding the total contents.
[0010] Meanwhile, in the case of applying a packager
for contents packet encoding to a back end of the stream-
ing server, an existing system may be used. However,
in this case, speed is slow because an encoding process
is included in a streaming process, a possibility of original
contents being leaked still exists, and, in addition, a
streaming function may not be smoothly performed.
[0011] In order to partially solve this problem, in Korean
Patent Application No. 2010-0596382, entitled "Appara-
tus for Protecting Digital Content and Method Therefor",
a technology, in which a streaming service is implement-
ed through an existing streaming server, has been pro-
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vided. In this technology, the streaming service provided
through an existing streaming server is made possible
by maintaining a format of a MP4 file, with disposing a
packager between a contents server and a streaming
server and thus selectively encoding only video and au-
dio data streams of the MP4 file. This technology is de-
scribed below with reference to FIG. 2.
[0012] FIG. 2 illustrates an example of a configuration
of a streaming system for streaming MP4 digital media
contents while protecting the digital media contents. The
streaming system of FIG. 2 includes a streaming server
13 and a user terminal 15, which have the same functions
as those of the existing art, a packager 11, which is dis-
posed between a contents server 10 and the streaming
server 13, for encoding the digital media contents to use
the DRM technology, a user terminal 15 of which a re-
producing unit 16 includes a DRM filter 17 for securing
a DRM license and decoding by using the DRM license,
and a DRM server 20 for generating a license depending
on packaging information of the packager 11.
[0013] In the streaming system, as illustrated in FIG.
2, if the contents server 10 provides contents requested
by the streaming server 13, the packager 11 packages
the contents by considering a set-up of a session be-
tween the user terminal 15 and the streaming server 13
and then provides packaged contents to the streaming
server 13. Here, the packager 11 provides packaging
information to the DRM server 20. The streaming server
13 performs streaming by using encoded contents which
are generated by compressing, for example, only a key-
frame of a video signal or more data including the key-
frame. The reproducing unit 16 of the user terminal 15
receives a streamed encoded packet, namely the encod-
ed contents, and the DRM filter 17 of the reproducing
unit 16 requests the DRM server 20 to send a license,
based on session information which is currently being
accessed and described in session description protocol
(SDP) format information including information about an
environment for communicating with the streaming serv-
er 13 (namely, communication port information) and con-
tents information (namely, contents identifier). The DRM
server 20 retrieves packaging information stored in the
packaging information storing unit 21 with the session
information, and, if there is corresponding information, a
license generating unit 22 generates a license and then
provides the license to the DRM filter 17. The DRM filter
17, which obtains the license from the license generating
unit 22, decodes a received packet, and the reproducing
unit 17 reproduces a decoded packet. The received pack-
et is deleted after a reproduction is finished.
[0014] That is, the streaming system illustrated in FIG.
2 newly performs packaging for only a currently connect-
ed terminal during a streaming service, stores informa-
tion, which is related to encoding applied to correspond-
ing packaging, in the DRM server 20 based on the current
session information. In addition, if the DRM filter 17 re-
ceiving the encoded packet requests the DRM server 20
to send a license based on the current session informa-

tion, the DRM server 20 searches for encoding-related
information stored based on the current session informa-
tion and then issues a corresponding license.
[0015] In the streaming system of FIG. 2, if the encoded
packet is stored in a separate file 18, a corresponding
file is not normally reproduced because at least a portion
of a data part is encoded. Meanwhile, because the ob-
tained license depends on one-time information such as
a communication session of the streaming server 13 and
the user terminal 15, it is impossible to obtain again li-
cense information after a session connection is ended,
and thus it is impossible to reuse the obtained license.
[0016] Although the streaming system illustrated in
FIG. 2 may use an existing streaming server, reduce an
encoding time, and raise security by managing a license
based on the one-time information, in the streaming sys-
tem of FIG. 2, only a single format may be used due to
the fact that encoding should be performed all the time
for every connected user, a portion of the contents may
be obtained because encoded information may be re-
strictively used to reduce load, and there exists a serious
security problem in which illegal access that could enable
downloading of the contents by obtaining addresses of
the contents stored in the contents server 10 is not
blocked. In addition, in the streaming system of FIG. 2,
because it is necessary to newly encode contents and
then transmit whenever a user terminal requests the
streaming server to send the contents, the number of
users capable of being simultaneously connected is lim-
ited. In addition, because it is impossible to reuse the
digital media data received through a large amount of
time and network traffic, all processes should be repeat-
ed from the first if the user wants to view the same con-
tents again. Also, it is impossible to reproduce and reuse
the contents by moving received contents to a portable
multimedia reproducing apparatus or transmitting the re-
ceived contents to another person and then additionally
obtaining only a license.
[0017] Accordingly, new technology for protecting con-
tents, which may be applied to various contents formats
and also maintain compatibility with an existing contents
distribution system, which may maximize security without
reducing the number of simultaneously connected users
or increasing a separate service providing system load,
and which may reuse the contents by re-obtaining only
a license after transmitting encoded contents to another
person or moving the encoded contents to another ap-
paratus while making it possible to reuse received con-
tents, is required.

DETAILED DESCRIPTION OF THE INVENTION

TECHNICAL PROBLEM

[0018] The present invention provides a system and
method of protecting digital media contents, which en-
code at least a portion of media data of a payload of each
of digital media contents files having various formats and
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maintain a format of the digital media contents by insert-
ing encoding information into an information region,
which may be added to a front end of an encoded payload
or changed, of the digital media contents, and which pre-
vent an increase in a system load while maintaining com-
patibility with an existing system and block leaking of con-
tents due to contents server hacking.
[0019] The present invention also provides a system
and method of protecting digital media contents, which
prevent an increase in a load due to application of digital
rights management (DRM) and a decrease in the number
of users simultaneously connecting, by streaming con-
tents encoded in the same manner for the same contents,
and which reproduce received contents and reuse re-
ceived encoded contents by using a license provided
from an independent DRM server.
[0020] The present invention also provides a system
and method of protecting digital media contents, which
reproduce received streaming contents, which are trans-
mitted from another terminal, by receiving only a license
from the DRM server and thus ensure legal use depend-
ing on reuse of the received streaming contents.
[0021] The present invention also provides a system
and method of protecting digital media contents, which
provide a consistent packaging method which allows the
DRM to be applied by effectively encoding only data while
maintaining a container which is a data structure contain-
ing video data, audio data, and meta data for various
formats such as an audio video interleave (AVI), a moving
picture experts group 2 - transport stream (MPEG2-TS),
a flash video (FLV/FLA), and a window media au-
dio(WMA)/window media video(WMV)/advanced sys-
tem format(ASF), and which are widely used and are
expandable.
[0022] The present invention also provides a system
and method of protecting digital media contents, which
support various service providing methods including
downloading and progressive downloading as well as
streaming by maintaining containers of various formats
of digital media contents through payload encoding and
encoding information insertion and then allowing a pack-
ager to obtain a license from an independent DRM server
by using the inserted encoding information, and which
use downloaded contents by using an existing or reis-
sued license regardless of whether a reproducing appa-
ratus is on-line or off-line and the number or kinds of
reproducing apparatuses.

TECHNICAL SOLUTION

[0023] To solve the above technical problem, there is
provided a digital media contents protecting system in-
cluding: a packager for analyzing a format of contents
and encoding at least a portion of data region located in
a payload of the contents files and for generating encod-
ed contents by inserting encoding information including
at least one of an encoding key value and contents in-
formation into the contents; and a digital rights manage-

ment (DRM) server for receiving a request for a license
and the encoding information from an external device
which receives the encoded contents, for confirming the
encoding information and then generating a license
which is used to decode the encoded contents, and for
providing the generated license to the external device.
[0024] To solve the above technical problem, there is
provided a method of protecting digital media contents,
the method including: receiving contents from a packag-
er; analyzing a format of the received contents and en-
coding at least a portion of data of a payload; inserting
encoding information used in the process of encoding
the data into the contents; providing encoded contents
including the encoded data and the encoding information
to an external device; receiving, by a digital rights man-
agement (DRM) server, a request for a license from the
external device; and receiving the encoding information
from the external device, confirming the received encod-
ing information and then generating a license, and pro-
viding the generated license to the external device.

ADVANTAGEOUS EFFECTS

[0025] A system and method of protecting digital media
contents according to the present invention encode at
least a portion of media data of a payload of each of
digital media contents files having various formats and
maintain a format of the digital media contents by insert-
ing encoding information into an information region,
which may be added to a front end of an encoded payload
or may be changed, of the digital media contents, and
prevent an increase in a system load while maintaining
compatibility with an existing system and block leaking
of contents due to contents server hacking.
[0026] In addition, a system and method of protecting
digital media contents according to the present invention
prevent an increase in a load due to application of digital
rights management (DRM) and a decrease in the number
of users simultaneously connecting, by streaming con-
tents encoded in the same manner for the same contents,
and reproduce received contents and reuse received en-
coded contents by using a license provided from an in-
dependent DRM server.
[0027] In addition, a system and method of protecting
digital media contents according to the present invention
reproduce received streaming contents, which are trans-
mitted from another terminal, by receiving only a license
from the DRM server and thus ensure legal use depend-
ing on reuse of the received streaming contents.
[0028] In addition, a system and method of protecting
digital media contents according to the present invention
provide a consistent packaging method which allows the
DRM to be applied by effectively encoding only data while
maintaining a container for various formats such as an
audio video interleave (AVI), a moving picture experts
group 2 - transport stream (MPEG2-TS), a flash video
(FLV/FLA), and a window media audio(WMA)/window
media video(WMV)/advanced system format(ASF), and

5 6 



EP 2 420 952 B1

5

5

10

15

20

25

30

35

40

45

50

55

are widely used and are expandable.
[0029] In addition, a system and method of protecting
digital media contents according to the present invention
support various service providing methods including
downloading and a progressive download as well as a
streaming by maintaining containers of various formats
of digital media contents through payload encoding and
encoding information insertion and then allowing a pack-
ager to obtain a license from an independent DRM server
by using the inserted encoding information, and use
downloaded contents by using an existing or reissued
license regardless of whether a reproducing apparatus
is on-line or off-line and the number or kinds of reproduc-
ing apparatuses.

DESCRIPTION OF THE DRAWINGS

[0030]

FIG. 1 illustrates a configuration of a general stream-
ing system;
FIG. 2 illustrates a configuration of a streaming sys-
tem to which a conventional digital rights manage-
ment (DRM) technology is applied;
FIG. 3 illustrates a configuration of a streaming sys-
tem according to an embodiment of the present in-
vention;
FIG. 4 is a conceptual diagram illustrating a structure
of a container of a multimedia file format;
FIG. 5 is a conceptual diagram illustrating a method
of encoding digital media contents according to an
embodiment of the present invention;
FIG. 6 illustrates a structure of an audio video inter-
leave (AVI) file format;
FIG. 7 illustrates a structure of a flash video
(FLV/FLA) file format;
FIG. 8 illustrates a structure of a window media audio
(WMA) / window media video (WMV)/ advanced sys-
tem format (ASF);
FIG. 9 illustrates a structure of a moving picture ex-
perts group 2 transport stream (MPEG-2 TS) file for-
mat;
FIG. 10 is a block diagram illustrating an example of
a configuration of a packager illustrated in FIG. 3;
FIG. 11 is a block diagram illustrating an example of
a configuration of a user terminal illustrated in FIG. 3;
FIG. 12 is a block diagram illustrating an example of
a configuration of a DRM server illustrated in FIG. 3;
and
FIGS. 13 through 15 are flowcharts illustrating con-
tents protecting processes according to an embod-
iment of the present invention.

BEST MODE

[0031] The invention is set out in the appended set of
claims.
[0032] According to an aspect of the present invention,

there is provided a digital media contents protecting sys-
tem including: a packager for analyzing a format of con-
tents and encoding at least a portion of a data region
located in a payload of the contents, and for generating
encoded contents by inserting encoding information in-
cluding at least one of an encoding key value and con-
tents information into the contents; and a digital rights
management (DRM) server for receiving a request for a
license and the encoding information from an external
device which receives the encoded contents, for confirm-
ing the encoding information and then generating a li-
cense which is used to decode the encoded contents,
and for providing the generated license to the external
device.
[0033] According to another aspect of the present in-
vention, there is provided a digital media contents pro-
tecting system including: a packager for analyzing a for-
mat of contents and performing a first encoding operation
for at least a portion of a data region located in a payload
of the contents, for generating encoding information by
performing a second encoding operation on information
including at least one of an encoding key value and con-
tents information, which are used in the first encoding
operation, and for generating encoded contents by in-
serting the generated encoding information into an infor-
mation region, which is added to the contents or is
changed, of the contents; and a contents server, which
is disposed in a back end of the packager, for receiving
the encoded contents from the packager and then storing
the encoded contents, and for providing the stored en-
coded contents in response to an external request.
[0034] According to another aspect of the present in-
vention, there is provided a digital media contents pro-
tecting system including: a packager for analyzing a for-
mat of contents and encoding at least a portion of a data
region located in a payload of the contents, and for gen-
erating encoded contents by inserting encoding informa-
tion including at least one of an encoding key value and
contents information into the contents; a digital rights
management (DRM) server for receiving a request for a
license and the encoding information from an external
device which receives the encoded contents, for confirm-
ing the encoding information and then generating a li-
cense which is used to decode the encoded contents,
and for providing the generated license to the external
device; and a DRM filter for extracting the encoding in-
formation from the encoded contents and providing the
extracted encoding information to the DRM server, and
for receiving the license from the DRM server and then
decoding the encoded contents, to reproduce the encod-
ed contents generated in the packager.
[0035] According to another aspect of the present in-
vention, there is provided a method of protecting digital
media contents, the method including: receiving contents
from a packager; analyzing a format of the received con-
tents and encoding at least a portion of data of a payload;
inserting encoding information used in the process of en-
coding the data into the contents; providing encoded con-
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tents including the encoded data and the encoding infor-
mation to an external device; receiving, by a digital rights
management (DRM) server, a request for a license from
the external device; and receiving the encoding informa-
tion from the external device, confirming the received en-
coding information and then generating a license, and
providing the generated license to the external device.

MODE OF THE INVENTION

[0036] The attached drawings for illustrating exempla-
ry embodiments of the inventive concept are referred to
in order to gain a sufficient understanding of the inventive
concept and the merits thereof accomplished by the im-
plementation of the inventive concept.
[0037] Hereinafter, the inventive concept will be de-
scribed in detail by explaining exemplary embodiments
thereof with reference to the attached drawings. Like ref-
erence numerals in the drawings denote like elements.
[0038] FIG. 3 illustrates a configuration of a streaming
system of digital media contents (below, referred to as
"contents" for convenience of description) according to
an embodiment of the present invention. Although the
configuration illustrated in FIG. 3 is a streaming system,
the present invention is not limited to a a particular con-
tents distribution system and the present invention may
be applied to various kinds of systems including a con-
tents download system and a contents progressive
download system (a function of the contents progressive
download system may be provided also by the streaming
system).
[0039] First, referring to FIG. 3, the streaming system
includes a contents server 120, a streaming server 140
connected to the contents server 120 through a local area
network (LAN) 130, and a user terminal 160 connected
to the streaming server 140 through Internet 150.
[0040] In order to protect the contents, the streaming
system of FIG. 3 further includes a packager 110 which
is connected to a front end of the contents server 120
and encodes the contents, a DRM filter 175 which is in-
tegrated with or additionally installed in a reproducing
unit 170 included in a user terminal 160 receiving a con-
tents packet provided through the streaming server 140
and decodes contents encoded in the packager 110, and
a DRM server 200 which generates and issues a license
based on information of specific encoded contents.
[0041] The packager 110, in the case of encoding the
contents, does not encode all contents but selectively
encodes a payload of the contents, in which data such
as audio data or video data is located, depending on a
format of corresponding contents, and thus, various piec-
es of information depending on the format of the contents
are maintained intact. That is, streaming or reproducing
is possible by maintaining various functions of a multi-
media file format intact, but video data and audio data
provided actually are encoded so as not to be exactly
revealed. This is because, in various file formats, size
information of the payload is included in a container, and

a size of the encoded data may be the same as that of
original data. For this, an encoding method, in which pad-
ding is not generated, may be used.
[0042] The packager 110 inserts an encoding key ap-
plied to encode the payload part and information includ-
ing identification information of the contents, as encoding
information, into corresponding contents while maintain-
ing the container of the contents, and, here, correspond-
ing information may be encoded to strengthen security.
Here, a method which may be used for decoding in the
DRM server 200 may be used as an encoding method,
and a key which may be decoded in the DRM server 200
may be used as an encoding key. The encoding method
and the encoding key may be different from those used
to encode the data of the payload. If necessary, location
information of the DRM server may be also included in
the encoding information.
[0043] In order to insert the encoding information into
the corresponding contents while maintaining the con-
tainer, an information region, which is included in most
container configurations having a multimedia file format,
is used, and the encoding information may be inserted
into a region, which may be added to the information
region or may be changed, of the information region.
[0044] In this manner, only data is internally encoded
while maintaining the container through the packager
110, and, in the case where the encoding information is
inserted, corresponding encoded contents may become
independent contents to be distributed. The correspond-
ing contents are reproduced, but have a low risk of being
leaked because normal contents are not provided. The
encoded contents are stored in the contents server 120,
are provided to the streaming server 140 depending on
a request of the streaming server 140, and then are pro-
vided to the user terminal 160 in units of packets. Here,
session information between the streaming server 140
and the user terminal 160 may be changed depending
on a network environment, but only a packet size and
the like are changed and substantial content of the en-
coded contents, which is provided, is not changed.
[0045] The reproducing unit 170, which is included in
the user terminal 160, may include the DRM filter 175
which is integrated with or separately installed by down-
loading in the reproducing unit 170. The DRM filter 175
may be installed using a method similar to a method of
additionally installing a coder-decoder (CODEC) to sup-
port a specific file format, and performs an operation of
decoding the encoded contents.
[0046] The DRM filter 175 extracts encoding informa-
tion included in corresponding contents in the case of
receiving encoded contents, and transmits the encoding
information to the DRM server 200 after accessing the
DRM server 200 by using a location, which is previously
set or inserted in the encoding information, of the DRM
server 200. The DRM server 200 decodes the encoding
information and then confirms key information and a con-
tents identifier included in the information. A license gen-
erator 210 of the DRM server 200 generates a license
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which includes the key information and DRM policy in-
formation, which may be used to decode encoded pay-
load data of the contents according to a DRM policy (for
example, cost of the contents, the number of reproduc-
tions, a period of use, or a terminal certification), and
transmits a generated license to the DRM filter 175. The
DRM filter 175, which obtains the license from the DRM
server 200, decodes the encoded contents by using a
key included in the license so that the reproducing unit
170 may reproduce corresponding contents.
[0047] In general, although a streamed packet may be
deleted, a packet which is received may be sequentially
stored as an encoded contents file 180 by a setting of
the DRM filter 175 or through a separate means. In the
case of a file download method or a progressive down-
load method, the encoded contents file 180 is saved.
[0048] The license information may be stored in the
DRM filter 175 and, if necessary, may be stored in the
DRM filter 175 in a duplicable form and thus exposed to
the user. If license information for corresponding con-
tents exists, the DRM filter 175 may perform decoding
by using the license information. This means that, in the
case where the user wants to see the same contents
again, it is possible to reproduce the encoded contents
file 180 previously received and saved, through a previ-
ously obtained license without starting streaming from
the beginning again.
[0049] In the case where use of the license is limited
to the user terminal 160 or the DRM filter 175, it is im-
possible to reproduce the encoded contents file 180
when transmitting or copying the encoded contents file
180 to another terminal 310. However, in this case, the
DRM filter 325, which is located in the reproducing unit
320 of a corresponding terminal, may operate and thus
obtain a license again by accessing the DRM server 200,
and thus it is possible to reuse corresponding contents
through only a license obtaining process without having
to receive the corresponding contents again.
[0050] When copying the encoded contents 180 to a
terminal 360 which is impossible to directly communicate
with the DRM server 200 and then reproducing copied
contents, a terminal which is capable of communicating
with the DRM server 200, for example, a user terminal
160, is connected to the DRM server 200, directly or
through the DRM filter 175. Thus, the user terminal 160
is not limited to a reproducing means, but obtains a li-
cense in which the number of times it may be used or a
use period is limited, copies the license to the terminal
360 which is incapable of directly communicating with
the DRM server 200, and thus, it is possible to reproduce
an encoded contents which reflects a predetermined
DRM policy. If the terminal 360, which is incapable of
directly communicating with the DRM server 200, may
be connected to the user terminal 160, it is possible to
obtain a license after registering the terminal 360 to the
DRM server 200 through this connection. The present
invention is not limited thereto because a license issue
policy or the DRM policy may be comprehensively ap-

plied to various DRM methods.
[0051] It will be understood by those of ordinary skill in
the art that the current embodiment of the present inven-
tion is just an example for explaining a reuse possibility
of encoded contents which may be reproduced with a
legal method by freely copying the encoded contents 180
to various terminals.
[0052] Reusing the encoded contents 180 while main-
taining contents security is possible due to a configura-
tion, in which encoding information is inserted in the con-
tents when encoding in the packager 110 and a license
may be obtained from the DRM server 200 by using only
encoded contents information. Thus, independent char-
acteristics of the packager 110, the DRM server 200, and
the DRM filters 175, 325, and 365 are guaranteed, and
thus, these components are easy to control.
[0053] Accordingly, security is high because a possi-
bility of the contents being leaked is very low even if a
file location of the contents server 120 is hacked, a load
of a system which distributes the contents is not in-
creased because the encoded contents are repeatedly
used, and thus, the number of users simultaneously con-
necting is not decreased. In addition, the dissipation of
network resources for re-watching the contents may be
prevented because it is possible to receive and then var-
iously reuse the encoded contents, it is possible to effec-
tively satisfy users who demand contents to be repro-
duced through various potable multimedia reproducer,
and, in addition, it is possible to increase the number of
times contents may be used through the off-line spread
of contents by using various high capacity storage
means. That is, in the case of commercially providing the
contents, consumption of the contents may be largely
increased because the providing the contents is not lim-
ited to directly connecting with an on-line system.
[0054] An embodiment, which encodes the payload
part depending on the format of the contents and per-
forms encoding on the contents so as not to change the
container while including encoding information in an in-
formation region, will now be explained with reference to
a plurality of formats.
[0055] FIG. 4 illustrates a configuration of a general
multimedia file. As illustrated in FIG. 4, contents corre-
sponding to data parts such as video data 410, audio
data 420, and meta data 430 are included in a container
400. Almost all the multimedia file formats includes infor-
mation about a change of a reproduction location and
various reproduction environments, information for easily
processing a data stream, information which is related
to various technologies applied to reduce the amount of
data, and information for supporting diversity of file trans-
mission. These various pieces of information are set in
the data parts and variously changed by a kind of a used
CODEC and an encoding environment, and thus, phys-
ical location of the various information are not formalized.
If some of the various information of the container 400 is
arbitrarily changed, it is impossible to reproduce the con-
tents even though there is no damage to the video data
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410, the audio data 420, and the meta data 430.
[0056] FIG. 5 illustrates a general packet structure
used in various multimedia formats, to explain a method
used by the packager to encode contents, according to
an embodiment of the present invention.
[0057] The contents may be divided into a plurality of
regions, and each region 500 may be divided into a head-
er region 510 and a payload region 520. The header re-
gion 510 may include information about a size or config-
uration of the payload region, and thus, it may be impos-
sible to reproduce the contents in the case of arbitrary
changing of the header region 510. In addition, it may be
impossible to reproduce the contents also in the case of
changing of the payload region 520, and this is because
the payload region 520 also is divided into a payload
information region 521 in which payload information is
stored and a data region 522 in which data is stored.
[0058] Accordingly, the packager according to an em-
bodiment of the present invention selects only the data
region 522 and then encodes the data region 522 without
changing the size thereof. As illustrated in FIG. 5, all of
the data region 522 may be encoded. However, only a
portion of the data region 522 may be encoded if neces-
sary.
[0059] For example, one of a plurality of symmetry keys
previously prepared may be used as a key for encoding,
and because information about the symmetry keys is in-
cluded also in the DRM server, if the user has information
about the encoding key, it is possible to provide a corre-
sponding key for decoding to the user. However, the in-
ventive concept is not limited thereto, and various other
encoding methods may be used.
[0060] After generating information, which is neces-
sary to obtain a license from the DRM server and includes
the encoding key information and contents identifier in-
formation (this is necessary in the case where the DRM
server performs an application of cost per contents, an
application of a DRM policy, a cost calculation, or the
like) and then encoding the information by using an en-
coding method in which the DRM server may decode
information after encoding, encoding information is in-
serted into the packet, namely the region 500. Here, the
header region 510 may include a fixed region 511 which
may not be changed (here, it is impossible to reproduce
the contents if the fixed region 511 is changed), and a
free region 512 which may be changed or into which in-
formation may be inserted (that is, the free region 512 is
a region into which information may be added by arbitrary
defining). If the free region 512 does not exist in the head-
er region 510, an information region, which may be
changed or into which information may be inserted, may
exist in the payload information region 521 of the payload
region 520. If the encoding information is inserted into
the information region, it is possible to reproduce the con-
tents because the container is not affected although the
information region is changed or new information is add-
ed into the information region, and it is possible to main-
tain compatibility with various existing servers for distrib-

uting contents.
[0061] In some cases, in the case where a size of a
header is limited to a small size or a kind of the payload
is classified, it is possible to insert the encoding informa-
tion into the information region while maintaining the con-
tainer, by using a method of adding a new information
region to a front end of the contents (that is, defining a
new region having an information payload) and then in-
serting the encoding information into the new information
region.
[0062] As a result, in the case of the multimedia file
format, it is possible to generate encoded contents main-
taining independent characteristics, by selecting a por-
tion, in which data is located, of a payload and then en-
coding data of a selected portion without changing a size
of the data, and inserting encoding information into an
information region while maintaining the container.
[0063] If necessary, location information, namely a uni-
form resource locator (URL) of the DRM server 200, may
be included in the encoding information.
[0064] FIG. 6 illustrates a structure of an audio video
interleave (AVI) which is widely used. In general, the AVI
takes a resource interchange file format RIFF (Resource
Interchange File Format) and includes data blocks which
are called chunks. Each chunk includes various informa-
tion fields in each of which a classifier is located in a front
end thereof. The AVI has been not designed in a format
which considers streaming, but a solution capable of
streaming the AVI has already been developed and used,
and, in general, the solution is being provided by using
a progressive download method, which may previously
reproduce downloaded data during downloading, by us-
ing a hypertext transfer protocol (HTTP).
[0065] As illustrated in FIG. 6, a packet 600 includes
a first chunk 601 (hereinafter referred to as "Hdrl chunk")
including header information, a second chunk 620 (here-
inafter referred to as "Movi chunk") including stream in-
formation and corresponding to the payload region, and
a third chunk 630 (hereinafter referred to as "Idx1 chunk")
including index information. Here, the Hdrl chunk 610
includes a fourth chunk 611 (hereinafter referred to as
"Avih chunk") and other chunks 614 indicating a plurality
of header information, and it is possible to define a new
chunk and insert encoding information, namely informa-
tion for the DRM, into the new chunk. In FIG. 6, a DRM
server URL 612 and encoded key/contents identifier in-
formation 613 are inserted into the new chunk.
[0066] Meanwhile, the Movi chunk 620 is divided into
a region 612 indicating a kind of the stream (a video
stream, an audio stream, a text stream, or the like), a
data stream region 623, and a region 622 in which a size
of the data stream 623 is recorded. Accordingly, because
it is difficult to normally reproduce contents in the case
of encoding all the Movi chunk 620, only the data stream
623 is encoded without changing the size of the data
stream 623 as the size recorded in the region 622.
[0067] Through this process, it is possible to encode
the AVI contents while maintaining the container and to
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insert the encoding information into a chunk, depending
on a general encoding rule explained with reference to
FIG. 5.
[0068] FIG. 7 illustrates a structure of a flash video
(FLV/FLA) file format 700 which is a video stream form
defined in flash media. This FLV format 700 is streamed
through a flash media server or a HTTP server, and is
generally provided by using a progressive download
method. The FLV format 700 is divided into a FLV header
region 710 and a FLV body region 720. The FLV header
region 710, like most "Adobe" media formats, includes
fixed information such as a file identifier and version in-
formation, and information indicating an existence or
non-existence of a specific stream, and also an offset
field for indicating a start position of the FLV body region
720. That is, the FLV header region 710 is not a header,
but is similar to index information which includes only
basic information and indicates only an offset position of
data. Since the FLV header 710 does not include infor-
mation such as a size of a total file or the number of tags
TAG, which is included in the FLV body region 720, nec-
essary tags may be added.
[0069] Accordingly, header information is located in
tags of the FLV body region 720 together with streaming
information.
[0070] The tags TAG 1 through TAG N of the FLV body
region 720 are divided into a region 741 indicating a kind
of a corresponding tag and a region 742 indicating data
included in the corresponding tag. The FLV tag includes
three kinds of tags, namely audio data, video data, and
script data, and the tag 740 having the audio data and
video data may perform payload encoding by selectively
encoding only the data region 742 included in the tag 740.
[0071] It is possible to define a separate tag 730 and
dispose the tag 730 at a front portion of a data tag to
provide a key and contents information region 733, which
includes information obtained by encoding information
accompanied for encoding (key and contents identifier
information), and a DRM server URL information region
732. A kind of the tag 730 may be determined by the
script data, and annotations may be made to prevent
rendering of the script data.
[0072] Through this process, it is possible to encode
the FLV/FLA contents while maintaining the container
and insert the encoding information into the FLV format
700, depending on a general encoding rule that was ex-
plained with reference to FIG. 5.
[0073] FIG. 8 illustrates a structure of a windows media
(WMA/WMV/ASF) format. Substantially, the windows
media audio (WMA) and the windows media video
(WMV) have the same format as the advanced system
format (ASF), and thus, only ASF is explained below.
[0074] The ASF consists of basic units which are called
objects, and each object includes an identifier object
GUID (global unique identifier), an object size, and object
data, and a superordinate object includes a plurality of
subordinate objects.
[0075] An ASF object 800, which is a superordinate

object, includes a header object 810, a data object 820,
and an index object (not shown) which is selectively used.
[0076] The header object 810 may include a plurality
of objects which are divided by the GUID, and may ba-
sically include a content description object 830 and an
extended description object 840. The content description
object 830 is a fixed information region which is not
changeable because the content description object 830
stores information such as a title, a producer, a copyright,
and the like. However, because the extended description
object 840 is a part which may be added by a writer to
provide additional information which is not provided by
the content description object 830, encoding information
regions 842 and 843 may be inserted into the extended
description object 840 by defining the regions 842 and
843 by using object information 841. Through this proc-
ess, it is possible to insert encoding information into an
information region located in a front end of a payload
without changing a structure of the container related to
a reproduction.
[0077] A payload portion of the ASF belongs to a data
object 820, and the data object 820 is divided into a data
object information region 850 and a data packet region
860. The data packet region 860 is divided into a payload
description region 861, a payload data region 862, and
a padding data region 863, and the payload data region
862, but not the payload description region 861, is en-
coded because the payload description region 861 in-
cludes important information for reproducing.
[0078] Through this process, it is possible to encode
the ASF (WMA/WMV) contents while maintaining the
container and insert the encoding information into the
ASF (WMA/WMV), depending on a general encoding rule
that was explained with reference to FIG. 5.
[0079] FIG. 9 illustrates a structure of a moving picture
experts group 2 (MPEG-2) file format, and, in detail,
shows a structure of a MPEG-2 transport stream (TS).
In the MPEG-2 TS, a single item of content 900 consists
of 188 bytes of packets which are sequentially continuous
to support streaming. These packets are divided into a
packetized elementary stream (PES) packet 930 and a
program specific information (PSI) packet 920, and the
PES packet 930 includes an elementary stream (ES)
having a header and video and audio information. The
PSI packet 920 includes a header and a plurality of pieces
of table information of which kinds are determined by a
table identifier.
[0080] In detail, the PES packet 930, which includes
contents data, is divided into a header 931 and an infor-
mation region corresponding to the payload, and the in-
formation region is divided into a PES header region 932
and a PES packet data region 933. Here, only the PES
packet data region 933 corresponding to video and audio
stream data is encoded, and thus, it is possible to encode
without changing a structure of the container.
[0081] The MPEG-2 TS is divided into a stream data
packet and an information packet, and it is impossible to
insert encoding information into a corresponding region
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because a size of a header of the stream data packet,
namely the PES is fixed in a small size (for example, 4
bytes). However, because there is a limitation to the
number of the packets, it is possible to insert encoding
information into a corresponding region in a table form
by adding the PSI packet 920 to a front end of an existing
packet. That is, it is possible to include information indi-
cating a PSI packet in a header 921 of the PSI packet
920, and to define encoding information regions 922 and
923 in a table information part by using a program after
determining a kind of a table by using an identifier indi-
cating a user private table which records program infor-
mation depending on a personal purpose of a user.
[0082] Through this process, it is possible to encode
the MPEG-2 contents while maintaining the container
and insert the encoding information into the MPEG-2 con-
tents, depending on a general encoding rule that was
explained with reference to FIG. 5.
[0083] An embodiment of the present invention has
been explained above by using 4 kinds of general multi-
media file formats, i.e., the AVI, the FLV format, the ASF,
and the MPEG-2 format. However, because other multi-
media file formats also have a similar configuration to the
4 kinds of general multimedia file formats, if it is neces-
sary to support each of the other multimedia file formats,
it is possible to easily support each of the other multime-
dia file format by adding, in a module form, only a data
extraction pattern and encoding an information insertion
pattern for supporting each of the other multimedia file
formats to the contents server.
[0084] As stated above, as the packager according to
an embodiment of the present invention operates, it is
possible to determine a kind of a file format by analyzing
the file format and to extract and encode data of a payload
by using a searching method prepared per a determined
file format. In addition, by inserting encoding information
into a front end of the payload, it is possible to encode
quickly compared to encoding all contents or re-encod-
ing, and to prevent a change in a structure of the container
to maintain compatibility. In addition, it is possible to pro-
vide encoding information with independent characteris-
tics by inserting indispensable information for obtaining
a DRM license into contents.
[0085] FIG. 10 is a block diagram illustrating an exam-
ple of a configuration of the packager illustrated in FIG. 3.
[0086] The packager 1000 may include a format ana-
lyzing unit 1100 for analyzing a format of original con-
tents, a payload data extracting unit 1200 for dividing a
payload region into parts depending on a kind of format
analyzed by the format analyzing unit 1100 and for ex-
tracting a portion to be encoded from among a data region
except for an information region in the payload region,
and a data encoding unit 1300 for encoding the portion,
which is extracted by the payload data extracting unit
1200, by using a predetermined key. The format analyz-
ing unit 110 confirms a format of the original contents
and determines whether or not to support an encoding
operation for the contents depending on a confirmed for-

mat.
[0087] In addition, the packager 1000 may further in-
clude an encoding information generating and inserting
unit 1400 for separately encoding information which in-
cludes key information about the key used for encoding
and contents identification information and for generating
encoding information, in which location information about
a location of the DRM server is included in the encoded
information, and then inserting the generated encoding
information into an information region of the contents,
and an encoding information managing unit 1500 for
managing the key information to be used in the data en-
coding unit 1300 and the encoding information generat-
ing and inserting unit 1400.
[0088] An extraction operation of the payload data ex-
tracting unit 1200 and a generation and insertion opera-
tion of the encoding information generating and inserting
unit 1400 may be sequentially performed, but may be
also simultaneously performed since encoding informa-
tion and contents identification information, which are to
be used in the operations, are previously known.
[0089] A DRM identifier, which indicates that the con-
tents have been encoded by a specific DRM version,
instead of the location information about a location of the
DRM server, may be included in the encoding information
inserted by the encoding information generating and in-
serting unit 1400, or other information such as an innate
identifier by which the DRM filter discriminates encoded
contents may be included in the encoding information.
In addition, the information such as the DRM identifier or
the innate identifier may be further included in the encod-
ing information, in addition to the location information
about a location of the DRM server. In addition, in the
case where the DRM filter knows the location of the DRM
server, the location information about a location of the
DRM server and/or the information such as the DRM
identifier-or the innate identifier may not be included in
the encoding information.
[0090] The encoding information managing unit 1500
may include a plurality of pieces of other encoding infor-
mation for encoding the payload, and may include one
or more pieces of other encoding information for encod-
ing the encoding information. For example, it is possible
to use one of symmetry keys, which are commonly held
together by the DRM server, to encode the payload, and
it is possible to use an open key which may be decoded
by using a secret key, which is held only by the DRM
server, to encode the encoding information. Encoded
contents generated by the above operation may be pro-
vided to a contents server (not shown) which is connected
to the packager 1000. Although FIG. 10 illustrates the
case where the encoding information generating and in-
serting unit 1400 generates the encoded contents and
provides the encoded contents to the contents server, a
contents transmitting unit (not shown) for providing the
encoded contents to the contents server may be included
in the packager 1000.
[0091] FIG. 11 is a block diagram illustrating an exam-
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ple of a configuration of the user terminal illustrated in
FIG. 3.
[0092] As illustrated in FIG. 11, the user terminal 2000
may include a DRM filter 2100, a packet receiving unit
2200, and a contents storing unit 2300. Although not il-
lustrated in FIG. 11, the user terminal 2000 further in-
cludes a processor, for example, a central processing
unit (CPU) for controlling an overall operation, including
contents reproduction, of the user terminal 2000.
[0093] By using packet type encoded contents provid-
ed from the streaming server, the DRM filter 2100 ex-
tracts the encoding information included in the encoded
contents, obtains a license from the DRM server (not
shown) by using the extracted encoding information, and
decodes and reproduces the encoded contents by using
the obtained license. For this, as illustrated in FIG. 11,
the DRM filter 2100 may include an encoding information
extracting unit 2110, a DRM server connecting unit 2120,
a packet decoding unit 2130, and a contents reproducing
unit 2140. In addition, the DRM filter 2100 may further
include a license storing unit 2150 and a license confirm-
ing unit 2160 to store and confirm the license provided
from the DRM server. Although FIG. 11 illustrates the
case where the DRM filter 2100 includes the contents
reproducing unit 2140, the contents reproducing unit
2140 may be disposed outside of the DRM filter 2100. In
this case, the DRM filter 2100 and the contents repro-
ducing unit 2140 constitute the reproducing unit 170 of
FIG. 3.
[0094] The packet type encoded contents, which is re-
ceived through the packet receiving unit 2200, is trans-
mitted to the encoding information extracting unit 2110.
The encoding information extracting unit 2110 extracts
the encoding information from a encoded packet, and
provides the extracted encoding information to the DRM
server connecting unit 2120. An address of the DRM
server may be stored in the user terminal 2000, or may
be included in the extracted encoding information. The
DRM server connecting unit 2120 is connected to the
DRM server with reference to the address of the DRM
server, and provides the encoding information to the
DRM server. If the license is received depending on a
confirmation of the DRM server, the received license is
provided to the packet decoding unit 2130. The packet
decoding unit 2130 decodes received packet type en-
coded contents by using the license, and provides de-
coded contents to the contents reproducing unit 2140.
[0095] The received packet type encoded contents
may be separately stored in the user terminal 2000, and
the contents storing unit 2300 stores the encoded con-
tents. In addition, the received license corresponding to
the encoded contents is stored in the license storing unit
2150. Thereafter, in the case where the user terminal
2000 reproduces the encoded contents again, it is pos-
sible to use again the encoded contents stored in the
contents storing unit 2300. In this case, it is possible to
decode the encoded contents by using the license stored
in the license storing unit 2150 without needing to obtain

the license from the DRM server again. A plurality of en-
coded contents may be stored in the contents storing unit
2300, licenses for some of the encoded contents may be
stored in the license storing unit 2150, and licenses for
some of other encoded contents may not exist. The li-
cense confirming unit 2160 performs an operation of con-
firming whether there exists a license corresponding to
encoded contents which are required to be currently re-
produced. According to a confirmation result, the license
is provided to the packet decoding unit 2130, and allows
the packet decoding unit 2130 to perform a decoding
operation on the encoded contents. If no corresponding
license exists, the license confirming unit 2160 is con-
nected to the DRM server connecting unit 2120 and con-
trols the DRM server connecting unit 2120 so as to re-
quest the DRM server to send the corresponding license.
In this case, the encoding information may be extracted
from the encoded contents stored in the contents storing
unit 2300, and extracted encoding information may be
provided to the DRM server.
[0096] FIG. 12 is a block diagram illustrating an exam-
ple of a configuration of the DRM server illustrated in FIG.
3. As illustrated in FIG. 12, the DRM server 3000 may
include a license request receiving unit 3100, an encod-
ing information decoding unit 3200, an information/iden-
tifier confirming unit 3300, and a license generating unit
3500. In addition, the DRM server 3000 may further in-
clude a database unit 3400 for storing information about
user terminals.
[0097] The license request receiving unit 3100 re-
ceives a license request and the encoding information
from any one of the user terminals. The encoding infor-
mation decoding unit 3200 decodes the received encod-
ing information, and the information/identifier confirming
unit 3300 confirms key information and a contents iden-
tifier which are included in the decoded information. An
operation of confirming the key information and the con-
tents identifier may be performed with reference to vari-
ous pieces of information, which are stored in the data-
base unit 3400 and are related to the user terminal. Ac-
cording to the confirmation result, in the case where a
corresponding user terminal has a right to receive a li-
cense, the license generating unit 3500 generates a li-
cense depending on a DRM policy (for example, cost of
the contents, the number of reproductions, a period of
use, or a terminal certification) and provides the license
to the corresponding user terminal.
[0098] FIGS. 13 through 15 are flowcharts for explain-
ing contents protecting processes according to an em-
bodiment of the present invention. FIG. 13 is a flowchart
illustrating sequences for encoding contents in a pack-
ager, FIG. 14 is a flowchart illustrating sequences for
receiving encoded contents through a streaming system,
and FIG. 15 is a flowchart illustrating sequences for re-
producing received encoded contents or packets.
[0099] First, referring to FIG. 13, the packager receives
original contents, determines whether or not to support
the received original contents by confirming a format of
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the received original contents, and, in the case where
the format of the received original contents is a support-
able format, a data region of a payload depending on a
kind of the format is extracted and then the data region
of the payload is encoded without changing a size of the
data region. After generating information (that is, infor-
mation about a key, a contents identifier, and the like)
related to the encoding simultaneously or sequentially
while encoding the data region of the payload and then
encoding the information related to the encoding in a sep-
arate method, encoding information is inserted into an
information region of the contents.
[0100] Through this process, encoded contents, in
which a container is maintained, are generated and trans-
mitted to a contents server which actually distributes the
contents.
[0101] FIG. 14 is a flowchart illustrating a process of
distributing contents encoded in the packager of the
streaming system. As illustrated in FIG. 14, a user ac-
cesses a streaming server through a user terminal, and
requests the streaming server to send desired contents.
Thus, the streaming server receives encoded contents
corresponding to the request of the user from a contents
server.
[0102] The streaming server provides the encoded
contents in units of packets to the user terminal to which
it is currently connected, and the user terminal receives
an encoded packet, namely the encoded contents and
transmits the encoded packet to a reproducing unit which
is included in the user terminal.
[0103] A DRM filter which is included in the reproducing
unit or is connected to the reproducing unit, extracts en-
coding information from the encoded packet and pro-
vides the encoding information to the DRM server. The
DRM server issues a license including DRM policy infor-
mation, which is set for key information for decoding and
corresponding contents, and provides the license to the
DRM filter.
[0104] The DRM filter decodes the encoded packet by
using the license and provides a decoded result to the
reproducing unit, and thus, the contents may be repro-
duced.
[0105] In this case, received encoded packets may be
accumulated and then stored as the encoded contents.
The DRM filter may store a received license and there-
after allow the stored license to be locally used in the
case of the same contents, or may separately manage
the received license as a file.
[0106] FIG. 15 is a flowchart illustrating a process of
decoding and reproducing encoded contents. As illus-
trated in FIG. 15, in the case of receiving an encoded
contents file and then reproducing the encoded contents
file, if there is no DRM filter, it is impossible to provide
normal contents to the user even though reproduction is
possible because a container of the encoded contents
file is maintained.
[0107] Thus, it is possible to provide a corresponding
function to a reproducing unit by additionally installing

the DRM filter in the reproducing unit, and a method of
installing the DRM filter in the reproducing unit is similar
to a method of installing a general CODEC. The DRM
filter may be provided depending on the kinds of various
terminals and the kind of reproducing unit, in a contents
server which distributes the contents.
[0108] If the DRM filter is connected to the reproducing
unit, it is possible to confirm an existence or non-exist-
ence of the license. If a corresponding license exists, it
is possible to perform decoding and reproducing by using
the corresponding license. However, if a corresponding
license does not exist or the right to use the correspond-
ing license is finished or limited, it is possible to perform
decoding and reproducing by using a new corresponding
license which is obtained by extracting encoding infor-
mation from the encoded contents file, transmitting the
encoding information to the DRM server, and then re-
ceiving the new corresponding license from the DRM
server.
[0109] Various methods may be used to use a locally
stored license. For example, a method in which a DRM
filter records whether or not to use a license for a specific
contents file and refers to the record, a method which
matches specific information of the encoded contents file
to license information, a method which inserts an inherent
identifier for confirming a DRM license into the encoded
contents file in an uncoded form or an encoding informa-
tion form that the DRM filter may decode, or other various
methods may be used to use the locally stored license.
[0110] Contents to be registered in a contents distri-
bution system may be encoded through a packager
which may define a detail encoding method for an indi-
vidual file format depending on a consistent encoding
rule and expand the encoding method if necessary. In
addition, a license may be issued by communication be-
tween the DRM filter and the DRM server in various en-
vironments, in which the encoded contents are used,
such as distributing the encoded contents through the
contents distribution system, transmitting the encoded
contents to other terminals, and copying the encoded
contents to the other terminals. Thus, security may be
greatly enhanced, a change in the contents distribution
system may be minimized, and an application target and
practical use of the encoded contents may be greatly
increased. In particular, multimedia contents, which are
downloaded to a personal computer (PC) through the
Internet, may be reproduced in the PC, other terminals
may receive the contents from the PC and reproduce the
contents after obtaining only a license, and the contents
may be copied to various portable multimedia reproduc-
ing apparatuses and then may be reproduced in the port-
able multimedia reproducing apparatuses. Thus, the
number of use possibilities of the contents may be greatly
increased.
[0111] While the present invention has been particu-
larly shown and described with reference to exemplary
embodiments thereof, it will be understood by one of or-
dinary skill in the art that various changes in form and
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details may be made therein without departing from the
scope of the invention as defined by the following claims.

Claims

1. A digital media contents protecting system compris-
ing:

a packager (110) for analyzing a format of con-
tents and encoding at least a portion of a data
region located in a payload of the contents, and
for generating encoded contents by inserting en-
coding information comprising at least one of an
encoding key value and contents information in-
to the contents; and
a digital rights management (DRM) server (200)
for receiving a request for a license and the en-
coding information from an external device
which receives the encoded contents, for con-
firming the encoding information and then gen-
erating a license which is used to decode the
encoded contents, and for providing the gener-
ated license to the external device
wherein the encoding information is generated
by encoding the key value and the contents in-
formation, and is inserted into an information re-
gion, which is added to the contents or is
changed, of the contents, and
wherein the encoded contents maintain the for-
mat of the contents.

2. The system of claim 1, wherein an encoding opera-
tion for the data region and an encoding operation
for the encoding key and contents information each
are performed by using different encoding methods.

3. The system of claim 1, wherein the encoding infor-
mation further comprises location information of the
DRM server, which is used to obtain the license.

4. The system of claim 1, wherein the packager (110)
encodes data located in the payload so that a size
of encoded data generated by encoding the data is
the same as that of the data.

5. The system of claim 1, further comprising a contents
server (120), which is disposed in a back end of the
packager (110), for receiving the encoded contents
from the packager and then storing the encoded con-
tents, and for providing the stored encoded contents
in response to an external request.

6. The system of claim 1, further comprising a user ter-
minal (160) for receiving the encoded contents gen-
erated in the packager (110) and reproducing the
encoded contents,
wherein the user terminal comprises a DRM filter

(175) for extracting the encoding information from
the encoded contents and providing the extracted
encoding information and the request for the license
to the DRM server, and for receiving the license from
the DRM server and then decoding the encoded con-
tents.

7. The system of claim 6, wherein the user terminal
(160) further comprises a reproducing unit (170) for
reproducing contents decoded through the DRM fil-
ter (175).

8. The system of claim 6, wherein the DRM filter (175)
confirms whether a previously received license ex-
ists in the user terminal (160) or a separately provid-
ed license exists, and, if a corresponding license ex-
ists, decodes the encoded contents by using the cor-
responding license.

9. The system of claim 6, wherein the user terminal
(160) comprises a plurality of user terminals each
including the DRM filter,
wherein a license received by a first user terminal of
the plurality of user terminals is stored in a file form
and then copied to a second user terminal of the
plurality of user terminals, and the second user ter-
minal decodes the encoded contents by using the
copied license.

10. The system of claim 6, wherein the DRM filter (2100)
comprises:

an encoding information extracting unit (2110)
for extracting the encoding information from the
encoded contents;
a DRM server connecting unit (2120) for provid-
ing the extracted encoding information to the
DRM server, and for receiving the license from
the DRM server (200);
a packet decoding unit (2130) for decoding the
encoded contents by using the received license;
and
a license storing unit (2150) for storing the re-
ceived license.

11. The system of claim 1, wherein the packager (1000)
comprises:

a format analyzing unit (1100) for classifying a
format of the contents;
a payload data extracting unit (1200) for extract-
ing a portion to be encoded from among the data
region located in the payload, depending on a
kind of the format of the contents;
a data encoding unit (1300) for encoding the por-
tion extracted in the payload data extracting unit,
by using a predetermined key;
an encoding information generating and insert-
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ing unit (1400) for generating the encoding in-
formation by encoding information including key
information used for encoding and contents
identifier information, and for inserting the en-
coding information into an information region of
the contents; and
an encoding information managing unit (1500)
for managing the key information used in the
data encoding unit and the encoding information
generating and inserting unit.

12. The system of claim 1, wherein the DRM server
(3000) comprises:

an encoding information decoding unit (3200)
for performing a decoding operation on the en-
coding information provided from the external
device;
an information/identifier confirming unit (3300)
for confirming key information and a contents
identifier, which are included in the decoded en-
coding information; and
a license generating unit (3500) for generating
a license, which is used in decoding of the en-
coded contents, and providing the license to the
outside, depending on a result of the confirming.

13. The system of claim 1, wherein the format of the
contents which are encoded by the packager com-
prises at least one of an audio video interleave (AVI),
a moving picture experts group 2 - transport stream
(MPEG2-TS), a flash video (FLV/FLA), and a window
media audio(WMA)/window media video(WMV)/ad-
vanced system format(ASF).

14. A method of protecting digital media contents, the
method comprising:

receiving, by a packager, contents;
analyzing a format of the received contents and
encoding at least a portion of a data region lo-
cated in a payload of the contents, and gener-
ating encoded contents by inserting encoding
information comprising at least one of an encod-
ing key value and contents information into the
contents; providing encoded contents including
the encoded data and the encoding information
to an external device;
receiving, by a digital rights management (DRM)
server, a request for a license from the external
device; and
receiving the encoding information from the ex-
ternal device, confirming the received encoding
information and then generating a license, and
providing the generated license to the external
device, wherein the encoding information is gen-
erated by encoding the key value and the con-
tents information, and is inserted into an infor-

mation region, which is added to the contents or
is changed, of the contents, and wherein the en-
coded contents maintain the format of the con-
tents.

Patentansprüche

1. Schutzsystem für digitale Medieninhalte, umfas-
send:

einen Packager (110) zum Analysieren eines
Formats von Inhalten und zum Kodieren we-
nigstens eines Bereichs einer Datenregion, die
in einer Nutzlast der Inhalte lokalisiert ist, und
zum Generieren von kodierten Inhalten durch
Einsetzen von Kodierungsinformation, die einen
Kodierungsschlüsselwert und/oder Inhaltsinfor-
mation umfasst, in die Inhalte; und
einen Server (200) zur Verwaltung digitaler
Rechte (DRM) zum Empfangen einer Anfrage
für eine Lizenz und die Kodierungsinformation
von einer externen Vorrichtung, die die kodier-
ten Inhalte empfängt, zum Bestätigen der ko-
dierten Information und dann Generieren einer
Lizenz, die zum Dekodieren der kodierten Inhal-
te verwendet wird, und zum Bereitstellen der ge-
nerierten Lizenz an die externe Vorrichtung,
wobei die Kodierungsinformation generiert ist
durch Kodieren des Schlüsselwerts und der In-
haltsinformation und in eine Informationsregion
eingesetzt ist, die zu den Inhalten hinzugefügt
oder von den Inhalten verändert ist, und wobei
die kodierten Inhalte das Format der Inhalte bei-
behalten.

2. System nach Anspruch 1, wobei eine Kodierungso-
peration für die Datenregion und eine Kodierungso-
peration für den Kodierungsschlüssel und Inhaltsin-
formation jeweils unter Verwendung verschiedener
Kodierungsverfahren durchgeführt werden.

3. System nach Anspruch 1, wobei die Kodierungsin-
formation ferner Lokalisierungsinformation des
DRM-Servers umfasst, die verwendet wird, um die
Lizenz zu erhalten.

4. System nach Anspruch 1, wobei der Packager (110)
Daten kodiert, die in der Nutzlast lokalisiert sind, so
dass eine Größe von kodierten Daten, die durch Ko-
dieren der Daten generiert sind, die gleiche wie die
der Daten ist.

5. System nach Anspruch 1, ferner umfassend einen
Inhalteserver (120), der in einem Backend des Pa-
ckagers (110) angeordnet ist, zum Empfangen der
kodierten Inhalte von dem Packager und dann Spei-
chern der kodierten Inhalte, und zum Bereitstellen
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der gespeicherten kodierten Inhalte in Antwort auf
eine externe Anfrage.

6. System nach Anspruch 1, ferner umfassend ein Be-
nutzerterminal (160) zum Empfangen der kodierten
Inhalte, die in dem Packager (110) generiert sind,
und Wiederherstellen der kodierten Inhalte,
wobei das Benutzerterminal ein DRM-Filter (175)
umfasst zum Extrahieren der kodierten Information
von den kodierten Inhalten und zum Bereitstellen der
extrahierten Kodierungsinformation und der Lizenz-
anfrage an den DRM-Server, und zum Empfangen
der Lizenz von dem DRM-Server und dann Deko-
dieren der kodierten Inhalte.

7. System nach Anspruch 6, wobei das Benutzertermi-
nal (160) ferner eine Wiederherstellungseinheit
(170) umfasst zum Wiederherstellen von Inhalten,
die durch das DRM-Filter (175) dekodiert sind.

8. System nach Anspruch 6, wobei das DRM-Filter
(175) bestätigt, ob eine zuvor empfangene Lizenz in
dem Benutzerterminal (160) existiert, oder ob eine
separat bereitgestellte Lizenz existiert, und falls eine
entsprechende Lizenz existiert, die kodierten Inhalte
unter Verwendung der entsprechenden Lizenz de-
kodiert.

9. System nach Anspruch 6, wobei das Benutzertermi-
nal (160) eine Mehrzahl von Benutzerterminals um-
fasst, die jeweils das DRM-Filter enthalten,
wobei eine Lizenz, die durch ein erstes Benutzerter-
minal aus der Mehrzahl von Benutzerterminals emp-
fangen wird, in einer Dateiform gespeichert und dann
zu einem zweiten Benutzerterminal aus der Mehr-
zahl von Benutzerterminals kopiert wird, und das
zweite Benutzerterminal die kodierten Inhalte unter
Verwendung der kopierten Lizenz dekodiert.

10. System nach Anspruch 6, wobei das DRM-Filter
(2100) umfasst:

eine Kodierungsinformationextraktionseinheit
(2110) zum Extrahieren der Kodierungsinforma-
tion von den kodierten Inhalten;
eine DRM-Server-Verbindungseinheit (2120)
zum Bereitstellen der extrahierten Kodierungs-
information an den DRM-Server und zum Emp-
fangen der Lizenz von dem DRM-Server (200);
eine Paketdekodierungseinheit (2130) zum De-
kodieren der kodierten Inhalte unter Verwen-
dung der empfangenen Lizenz; und
eine Lizenzspeichereinheit (2150) zum Spei-
chern der empfangenen Lizenz.

11. System nach Anspruch 1, wobei der Packager
(1000) umfasst:

eine Formatanalyseeinheit (1100) zum Klassifi-
zieren eines Formats der Inhalte;
eine Nutzlastdatenextraktionseinheit (1200)
zum Extrahieren eines zu kodierenden Bereichs
aus der Datenregion, die in der Nutzlast lokali-
siert ist, abhängig von einer Art des Formats der
Inhalte;
eine Datenkodierungseinheit (1300) zum Kodie-
ren des Bereichs, der in der Nutzlastdatenex-
traktionseinheit extrahiert ist, unter Verwendung
eines vorbestimmten Schlüssels;
eine Kodierungsinformationgenerierungs- und
Einsetzeinheit (1400) zum Generieren der Ko-
dierungsinformation durch kodieren von Infor-
mation einschließlich einer Schlüsselinformati-
on, die zum Kodieren verwendet wird, und In-
haltsidentifikatorinformation, und zum Einset-
zen der Kodierungsinformation in eine Informa-
tionsregion der Inhalte; und
eine Kodierungsinformationverwaltungseinheit
(1500) zum Verwalten der Schlüsselinformati-
on, die in der Datenkodierungseinheit und der
Kodierungsinformationgenerierungs- und Ein-
setzeinheit verwendet wird.

12. System nach Anspruch 1, wobei der DRM-Server
(3000) umfasst:

eine Kodierungsinformationdekodierungsein-
heit (3200) zum Durchführen einer Dekodie-
rungsoperation auf der Kodierungsinformation,
die von der externen Vorrichtung bereitgestellt
ist;
eine Information/Identifikator-Bestätigungsein-
heit (3300) zum Bestätigen von Schlüsselinfor-
mation und eines Inhaltsidentifikators, die in der
dekodierten Kodierungsinformation enthalten
sind; und
eine Lizenzgenerierungseinheit (3500) zum Ge-
nerieren einer Lizenz, die bei Dekodieren der
kodierten Inhalte verwendet wird, und zum Be-
reitstellen der Lizenz nach außen, abhängig von
einem Ergebnis der Bestätigung.

13. System nach Anspruch 1, wobei das Format der In-
halte die durch den Packager kodiert werden, we-
nigstens eines von einem Audio Video Interleave
(AVI), einem Moving Picture Experts Group 2 -Trans-
portstream (MPEG2-TS), einem Flash-Video
(FLV/FLA), und einem Window Media Audio
(WMA)/Window Media Video (WMV)/Advanced
System Format (ASF) umfasst.

14. Verfahren zum Schützen von digitalen Medieninhal-
ten, wobei das Verfahren umfasst:

Empfangen von Inhalten durch einen Packager;
Analysieren eines Formats der empfangenen
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Inhalte und Kodieren wenigstens eines Bereichs
einer Datenregion, die in einer Nutzlast der In-
halte lokalisiert ist, und Generieren von kodier-
ten Inhalten durch Einsetzen von Kodierungsin-
formation, die einen Kodierungsschlüsselwert
und/oder Inhaltsinformation umfasst, in die In-
halte;
Bereitstellen von kodierten Inhalten
einschließlich der kodierten Daten und der Ko-
dierungsinformation an eine externe Vorrich-
tung;
Empfangen, durch einen Server zur Verwaltung
digitaler Rechte (DRM), einer Anfrage für eine
Lizenz von der externen Vorrichtung; und
Empfangen der Kodierungsinformation von der
externen Vorrichtung, Bestätigen der empfan-
genen Kodierungsinformation und dann Gene-
rieren einer Lizenz, und Bereitstellen der gene-
rierten Lizenz an die externe Vorrichtung,
wobei die Kodierungsinformation erzeugt ist
durch Kodieren des Schlüsselwerts und der In-
haltsinformation, und in eine Informationsregion
eingesetzt ist, die zu den Inhalten hinzugefügt
oder von den Inhalten geändert ist, und
wobei die kodierten Inhalte das Format der In-
halte beibehalten.

Revendications

1. Système de protection de contenu multimédia nu-
mérique comprenant :

un conditionneur (110) destiné à analyser un for-
mat du contenu et à encoder au moins une partie
d’une zone de données située dans une charge
utile du contenu, et à générer un contenu enco-
dé en insérant des informations d’encodage
comprenant au moins l’une d’une valeur de clé
d’encodage et d’informations de contenu dans
le contenu ; et
un serveur (200) de gestion de droits numéri-
ques (DRM) destiné à recevoir une demande de
licence et les informations d’encodage de la part
d’un dispositif externe qui reçoit le contenu en-
codé, à confirmer les informations d’encodage
puis à générer une licence qui est utilisée pour
décoder le contenu encodé, et à fournir la licen-
ce générée au dispositif externe,
dans lequel les informations d’encodage sont
générées en encodant la valeur de clé et les
informations de contenu, et sont insérées dans
une zone d’informations, qui est ajoutée au con-
tenu ou est modifiée, du contenu, et
dans lequel le contenu encodé conserve le for-
mat du contenu.

2. Système selon la revendication 1, dans lequel une

opération d’encodage pour la zone de données et
une opération d’encodage pour la clé d’encodage et
les informations de contenu sont chacune effectuées
en utilisant différents procédés d’encodage.

3. Système selon la revendication 1, dans lequel les
informations d’encodage comprennent en outre des
informations de localisation du serveur DRM, qui
sont utilisées pour obtenir la licence.

4. Système selon la revendication 1, dans lequel le con-
ditionneur (110) encode les données situées dans
la charge utile de sorte qu’une taille des données
encodées générées par l’encodage des données
soit identique à celle des données.

5. Système selon la revendication 1, comprenant en
outre un serveur de contenu (120), qui est disposé
dans une extrémité arrière du conditionneur (110),
afin de recevoir le contenu encodé de la part du con-
ditionneur puis de stocker le contenu encodé, et de
fournir le contenu encodé stocké en réponse à une
demande externe.

6. Système selon la revendication 1, comprenant en
outre un terminal utilisateur (160) destiné à recevoir
le contenu encodé généré dans le conditionneur
(110) et à reproduire le contenu encodé,
dans lequel le terminal utilisateur comprend un filtre
DRM (175) destiné à extraire les informations d’en-
codage du contenu encodé et à fournir les informa-
tions d’encodage extraites et la demande de licence
au serveur DRM, et à recevoir la licence de la part
du serveur DRM puis à décoder le contenu encodé.

7. Système selon la revendication 6, dans lequel le ter-
minal utilisateur (160) comprend en outre une unité
de reproduction (170) destinée à reproduire le con-
tenu décodé par le biais du filtre DRM (175).

8. Système selon la revendication 6, dans lequel le filtre
DRM (175) vérifie si une licence précédemment re-
çue existe ou non dans le terminal utilisateur (160)
ou si une licence fournie séparément existe, et, si
une licence correspondante existe, décode le con-
tenu encodé en utilisant la licence correspondante.

9. Système selon la revendication 6, dans lequel le ter-
minal utilisateur (160) comprend une pluralité de ter-
minaux utilisateur comprenant chacun le filtre DRM,
dans lequel une licence reçue par un premier termi-
nal utilisateur de la pluralité de terminaux utilisateur
est stockée sous forme de fichier puis copiée vers
un second terminal utilisateur de la pluralité de ter-
minaux utilisateur, et le second terminal utilisateur
décode le contenu encodé en utilisant la licence co-
piée.
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10. Système selon la revendication 6, dans lequel le filtre
DRM (2100) comprend :

une unité d’extraction d’informations d’encoda-
ge (2110) destinée à extraire les informations
d’encodage du contenu encodé ;
une unité de connexion de serveur DRM (2120)
destinée à fournir les informations d’encodage
extraites au serveur DRM, et à recevoir la licen-
ce de la part du serveur DRM (200) ;
une unité de décodage de paquets (2130) des-
tinée à décoder le contenu encodé en utilisant
la licence reçue ; et
une unité de stockage de licence (2150) desti-
née à stocker la licence reçue.

11. Système selon la revendication 1, dans lequel le con-
ditionneur (1000) comprend :

une unité d’analyse de format (1100) destinée
à classifier un format du contenu ;
une unité d’extraction de données de charge uti-
le (1200) destinée à extraire une partie à enco-
der parmi la zone de données située dans la
charge utile, selon un type du format du
contenu ;
une unité d’encodage de données (1300) des-
tinée à encoder la partie extraite dans les don-
nées de charge utile, en utilisant une clé
prédéterminée ;
une unité de génération et d’insertion d’informa-
tions d’encodage (1400) destinée à générer les
informations d’encodage en encodant des infor-
mations comprenant des informations de clé uti-
lisées pour l’encodage et des informations
d’identifiant de contenu, et à insérer les informa-
tions d’encodage dans une zone d’informations
du contenu ; et
une unité de gestion d’informations d’encodage
(1500) destinée à gérer les informations de clé
utilisées dans l’unité d’encodage de données et
l’unité de génération et d’insertion d’informa-
tions d’encodage.

12. Système selon la revendication 1, dans lequel le ser-
veur DRM (3000) comprend :

une unité de décodage d’informations d’enco-
dage (3200) destinée à effectuer une opération
de décodage sur les informations d’encodage
fournies par le dispositif externe ;
une unité de confirmation d’informations/d’iden-
tifiant (3300) destinée à confirmer les informa-
tions de clé et un identifiant de contenu, qui sont
inclus dans les informations d’encodage
décodées ; et
une unité de génération de licence (3500) des-
tinée à générer une licence, qui est utilisée pour

le décodage du contenu encodé, et à fournir la
licence à l’extérieur, selon un résultat de la con-
firmation.

13. Système selon la revendication 1, dans lequel le for-
mat du contenu qui est encodé par le conditionneur
comprend au moins l’un d’un entrelacement
audio/vidéo (AVI), d’un flux de transport MPEG2
(MPEG2-TS), d’une vidéo flash (FLV/FLA), et d’un
WMA/d’un WMV/d’un ASF.

14. Procédé de protection d’un contenu multimédia nu-
mérique, le procédé comprenant :

la réception, par un conditionneur, d’un
contenu ;
l’analyse d’un format du contenu reçu et l’enco-
dage d’au moins une partie d’une zone de don-
nées située dans une charge utile du contenu,
et la génération d’un contenu encodé en insé-
rant des informations d’encodage comprenant
au moins l’une d’une valeur de clé d’encodage
et d’informations de contenu dans le contenu ;
la fourniture du contenu encodé comprenant les
données encodées et les informations d’enco-
dage à un dispositif externe ;
la réception, par un serveur de gestion de droits
numériques (DRM), d’une demande de licence
de la part du dispositif externe ; et
la réception des informations d’encodage de la
part du dispositif externe, la confirmation des
informations d’encodage reçues, puis la géné-
ration d’une licence, et la fourniture de la licence
générée au dispositif externe,
dans lequel les informations d’encodage sont
générées en encodant la valeur de clé et les
informations de contenu, et sont insérées dans
une zone d’informations, qui est ajoutée au con-
tenu ou est modifiée, du contenu, et
dans lequel le contenu encodé conserve le for-
mat du contenu.
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