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(54) Apparatus for measuring radius of a workpiece

(57) An apparatus (20) for measuring a workpiece
(24) includes a capacitance probe (36) mounted to a
probe housing (34) and a non-conductive spacer (38).
The capacitance probe includes a probe tip with a sensor
surface (74) that emits an electric field (88). The non-
conductive spacer (38) extends between a probe contact
surface (82) and a workpiece contact surface (84). The
probe contact surface (82) covers the sensor surface
(74), and the workpiece contact surface contacts the
workpiece (24) during the measuring of the workpiece
(24).
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Description

BACKGROUND OF THE INVENTION

1. Technical Field

[0001] The present invention relates to measurement
devices and gages and, in particular, to an apparatus for
electronically measuring a radius of a workpiece.

2. Background Information

[0002] Electronic sensors may be used to determine
various characteristics of workpieces. A typical non-con-
tact sensor, for example, may include a capacitance
probe mounted to a stationary probe holder. The probe
holder may be connected to a workpiece holder that lo-
cates a workpiece a distance from the capacitance probe.
During operation, the non-contact sensor may determine
the aforesaid distance between the capacitance probe
and the workpiece. The determined distance may be sub-
sequently processed to determine a characteristic of the
workpiece.

SUMMARY OF THE DISCLOSURE

[0003] According to an aspect of the invention, an ap-
paratus for measuring a workpiece (e.g., a radius of the
workpiece) includes a capacitance probe mounted to a
probe housing, and a non-conductive spacer. The ca-
pacitance probe includes a probe tip with a sensor sur-
face that emits an electric field. The non-conductive spac-
er extends between a probe contact surface and a work-
piece contact surface. The probe contact surface covers
the sensor surface, and the workpiece contact surface
contacts the workpiece during the measuring of the ra-
dius.
[0004] The foregoing features and the operation of the
invention will become more apparent in light of the fol-
lowing description and the accompanying drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

[0005]

FIG. 1 is a schematic illustration of an apparatus for
electronically measuring a radius of a workpiece;
FIG. 2 is a front view illustration of an electronic ra-
dius gage;
FIG. 3 is a side view illustration of the radius gage
illustrated in FIG. 2;
FIG. 4 is a partial front sectional illustration of a ca-
pacitance probe and a non-conductive spacer;
FIG. 5 is a cross-sectional illustration of a capaci-
tance probe;
FIG. 6 is a flow diagram of a method for measuring
a radius of a workpiece;
FIG. 7 is a partial side sectional illustration of a ca-

pacitance probe and a workpiece;
FIG. 8 is a side view illustration of an electronic radius
gage contacting a workpiece;
FIG. 9 graphically illustrates changes in output volt-
ages versus degrees pivoted by a capacitance
probe;
FIG. 10 graphically illustrates a calibration curve that
relates predetermined minimum measurement volt-
ages to known radii;
FIG. 11 is a side view illustration of an alternate em-
bodiment electronic radius gage; and
FIG. 12 is a front view illustration of an elbow hinge
included in the radius gage illustrated in FIG. 11.

DETAILED DESCRIPTION OF THE INVENTION

[0006] FIG. 1 is a schematic illustration of an apparatus
20 for electronically measuring a radius 22 of a workpiece
24. The apparatus 20 may include an electronic radius
gage 26, a power source 28 (e.g., an AC power source),
a metering device 30 (e.g., a digital or analog multimeter)
and a processing device 32.
[0007] FIG. 2 is a front view illustration of the radius
gage 26. FIG. 3 is a side view illustration of the radius
gage 26. Referring to FIGS. 2 and 3, the radius gage 26
includes a probe housing 34 (e.g., a non-conductive,
handheld probe housing), a capacitance probe 36 and a
non-conductive spacer 38.
[0008] Referring to FIG. 3, the probe housing 34 has
a housing length 40 that extends longitudinally between
a first housing end 42 and a second housing end 44. The
probe housing 34 has a housing width 46 that extends
between a first housing side 48 and a second housing
side 50. Referring to FIG. 2, the probe housing 34 has a
housing thickness 52 that extends between a third hous-
ing side 54 and a fourth housing side 56. Referring to
FIGS. 2 and 3, the housing length 40, the housing width
46 and the housing thickness 52 may be sized such that
the probe housing 34 may be manipulated (e.g., held,
moved, etc.) by a hand of a user; e.g., such that the probe
housing is approximately the size of a pen or pencil. The
housing length 40, for example, may be sized between
about four to six inches (about 101.6 to 152.4 mm), the
housing width 46 may be sized between about one half
to one and one half inches (about 12.7 to 38.1 mm),
and/or the housing thickness 52 may be sized between
about one half to one and one half inches (about 12.7 to
38.1 mm).
[0009] The probe housing 34 may include a base seg-
ment 58, and intermediate segment 60, and a tip segment
62. The base segment 58 extends longitudinally between
the first housing end 42 and the intermediate segment
60. The intermediate segment 60 extends longitudinally
between the base segment 58 and the tip segment 62.
The tip segment 62 extends longitudinally between the
intermediate segment 60 and the second housing end 44.
[0010] FIG. 4 is a partial front sectional illustration of
the capacitance probe 36 and the non-conductive spacer
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38. FIG. 5 is a cross-sectional illustration of the capaci-
tance probe 36. Referring to FIGS. 4 and 5, the capaci-
tance probe 36 may include a conductive sensor element
64, a conductive guard 66, dielectric material 68 and a
non-conductive shield 70, each of which extends longi-
tudinally to a probe tip 72. The sensor element 64 in-
cludes a sensor surface 74 (e.g., an active sensor area)
that is located at the probe tip 72. Referring to FIG. 5,
the sensor surface 74 has a surface thickness 76 and a
surface width 78. The surface width 78 may be greater
than the surface thickness 76, which may provide the
sensor surface 74 with an elongated (e.g., rectangular)
geometry. The guard 66 may include one or more guard
plates 80. The sensor element 64 is arranged between
the guard plates 80. The dielectric material 68 is arranged
between, and electrically decouples the sensor element
64 and the guard plates 80. The non-conductive shield
70 wraps around respective sides of the sensor element
64, the guard 66, and the dielectric material 68.
[0011] Referring to FIG. 4, the non-conductive spacer
38 extends longitudinally between a probe contact sur-
face 82 and a workpiece contact surface 84, and may be
constructed from a non-conductive material having a rel-
atively low permittivity (e.g., between about two to one
hundred relative permittivity). Examples of such non-con-
ductive materials may include plastic, ceramic, poly-
tetrafluoroethylene and/or 9-[2-(phosphonomethoxy)
ethyl]adenine (PMEA).
[0012] The non-conductive spacer 38 is connected
(e.g., fixedly or removably) to the capacitance probe 36
with, for example, adhesive. The probe contact surface
82 covers (e.g., extends completely over) the probe tip
72 and, thus, the sensor surface 74. Referring to FIGS.
2 and 3, the capacitance probe 36 is mounted to the tip
segment 62. The capacitance probe 36, for example,
may be partially inserted within and secured to the tip
segment 62, and may extend longitudinally out from the
second housing end 44 to the probe tip 72.
[0013] Referring to FIG. 1, the radius gage 26 and,
more particularly, the capacitance probe 36 receives
power from (e.g., is hardwired to) the power source 28,
and is in signal communication with (e.g., hardwired or
wirelessly connected to) the metering device 30. The me-
tering device 30 is in signal communication with (e.g.,
hardwired or wirelessly connected to) the processing de-
vice 32. The power source 28, the metering device 30
and the processing device 32 may be configured (e.g.,
housed) within a base station 86 (e.g., a computer). It is
contemplated, however, that the power source 28, the
metering device 30 and/or the processing device 32 may
alternatively be housed within the probe housing. Refer-
ring to FIG. 2, for example, the metering device 30 and
one or more power source controls 89 and 91 may be
housed in the base segment 58. The metering device 30
may include a voltage indicator 93, and the power source
controls may include a bias setting dial 89 and a gain
setting dial 91.
[0014] FIG. 6 is a flow diagram of a method for oper-

ating the apparatus 20 to measure the radius 22 of the
workpiece 24 (e.g., a gas turbine engine blade root). Re-
ferring to FIGS. 1 and 6, in step 600, the radius gage 26
is positioned such that the workpiece contact surface 84
contacts a workpiece edge 87 of the workpiece 24. The
radius gage 26 may be positioned, for example, by a
hand of a user to contact the tip of a radius in order to
characterize the radius. Once the workpiece contact sur-
face is in contact with the radius of the workpiece to be
determined, the apparatus is rocked across atop the ra-
dius to be determined. The output voltage from the ap-
paratus is at a low value when the workpiece contact
surface is parallel with the plane that bisects the included
angle of the corner. The affective area of the capacitor
formed by the workpiece contact surface and the work-
piece increases for increasing radius.
[0015] FIG. 7 is a partial side sectional illustration of
the capacitance probe 36 and the workpiece 24. Refer-
ring to FIGS. 6 and 7, in step 610, the sensor element
64 emits an electric field from the sensor surface 74,
which is focused onto the workpiece 24 by the guard 66
(see FIG. 5). The electric field may create an electrostatic
field 88 between the sensor element 64 and the work-
piece 24, which may form the sensor element 64 and the
workpiece into respective plates of a capacitor. The elec-
trostatic field 88 has a field strength that may change
(e.g., increase or decrease) along the surface width 78
where longitudinal distance between the sensor element
64 and the workpiece 24 changes.
[0016] Referring to FIGS. 1 and 6, in step 620, the me-
tering device 30 measures changes in current or voltage
supplied to the capacitance probe 36 from the power
source 28, and converts the measured changes into an
output voltage. The output voltage is indicative of the field
strength of the electrostatic field 88.
[0017] In step 630, the sensed output voltage is pro-
vided to the processing device 32.
[0018] Referring to FIGS. 6 and 8, in step 640, the ca-
pacitance probe 36 is pivoted (e.g., between about +/-
fifteen to thirty degrees) about the workpiece edge 87,
and steps 620 and 630 are repeated one or more times
during the pivoting. As the capacitance probe 36 is piv-
oted, the output voltage may change due to correspond-
ing changes in the field strength of the electrostatic field
88. FIG. 9 graphically illustrates changes in output volt-
age (y-axis) versus degrees pivoted (0-axis) by the ca-
pacitance probe 36 for a plurality of workpieces with dif-
ferent edge radiuses (e.g., edge profiles). A first curve
90, for example, graphically illustrates how the output
voltage changes as the capacitance probe 36 is pivoted
about a first workpiece edge with a first radius. A second
curve 92 graphically illustrates how the output voltage
changes as the capacitance probe 36 is pivoted about a
second workpiece edge with a second radius that is less
than the first radius.
[0019] In step 650, the processing device 32 processes
the sensed output voltage signals received in step 630
to determine the radius 22 of the workpiece edge 87. The
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processing device 32, for example, may determine a min-
imum sensed output voltage from the sensed output volt-
age signals. Referring to FIGS. 7 and 9, the first curve
90 and the second curve 92 each may exhibit a respective
minimum sensed output voltage 94, 96 where, for exam-
ple, an imaginary line 98 that extends perpendicularly
away from the sensor surface 74 bisects an included an-
gle 100 of the respective workpiece edge 87. The
processing device 32 may, for example, compare the
minimum sensed output voltage to a calibration curve (or
a look-up-table) that relates various predetermined min-
imum sensed output voltage to known radii. FIG. 10 is
an example of such a calibration curve.
[0020] In some embodiments, the steps 620, 630, 640
and 650 may be repeated one or more times. The result-
ant measurement voltages may be averaged by the
processing device 32, and the average measurement
voltage may be processed to determine the radius 22 of
the workpiece edge 87.
[0021] In addition, the apparatus 20 may be used to
measure a radius of an inside corner of a workpiece.
[0022] FIG. 11 is a side view illustration of an electronic
radius gage 126 that includes an alternate embodiment
probe housing 134. In contrast to the probe housing 34
illustrated in FIG. 3, the probe housing 134 also includes
an elbow hinge 163 that pivotally connects the interme-
diate segment 160 to the tip segment 162. FIG. 12 is a
front view illustration of the elbow hinge 163, and the
hinge may include a first toothed hinge segment 165, a
second toothed hinge segment 167 and a fastener 169.
The fastener 169 may include a bolt 171, a washer 173,
a spring element 175 (e.g., a helical spring element) and
a nut 177. The first toothed hinge segment 165 is con-
nected to the intermediate segment 160. The second
toothed hinge segment 167 is connected to the tip seg-
ment 162. The first toothed hinge segment 165 and the
second toothed hinge segment 167 are connected to-
gether by the bolt 171, the washer 173, the spring ele-
ment 175 and the nut 177.
[0023] While various embodiments of the present in-
vention have been disclosed, it will be apparent to those
of ordinary skill in the art that many more embodiments
and implementations are possible within the scope of the
invention. Accordingly, the present invention is not to be
restricted except in light of the attached claims and their
equivalents.

Claims

1. An apparatus (20) for measuring a workpiece (24),
comprising:

a probe housing (34; 134);
a capacitance probe (36) mounted to the probe
housing (34; 134), and comprising a probe tip
(72) with a sensor surface (74) that emits an
electric field; and

a non-conductive spacer (38) extending be-
tween a probe contact surface (82) and a work-
piece contact surface (84), wherein the probe
contact surface (74) covers the sensor surface
(74), and the workpiece contact surface (84)
contacts the workpiece during the measuring.

2. The apparatus of claim 1, wherein the capacitance
probe (36) is utilized to measure a radius (22) of the
workpiece (24).

3. The apparatus of claim 1 or 2, wherein the non-con-
ductive spacer (38) comprises at least one of plastic,
ceramic, polytetrafluoroethylene and 9-[2-(phospho-
nomethoxy)ethyl]adenine.

4. The apparatus of any preceding claim, wherein the
non-conductive spacer (38) comprises a relative per-
mittivity between approximately two and one hun-
dred.

5. The apparatus of any preceding claim, wherein the
sensor surface (74) comprises a surface thickness
(76) and a surface width (78) that is greater than the
surface thickness (76).

6. The apparatus of claim 5, wherein the probe tip (72)
comprises a rectangular geometry.

7. The apparatus of any preceding claim, wherein the
capacitance probe (36) further comprises a sensor
element (64), a guard (66) that focuses the electric
field emitted from the sensor surface (74), and a di-
electric material (68) arranged between the sensor
element (64) and the guard (66), wherein the sensor
element (64) comprises the sensor surface (74), and
wherein the sensor element (64), the guard (66) and
the dielectric material (68) extend to the probe tip
(72).

8. The apparatus of claim 7, wherein the probe contact
surface (74) covers the probe tip (72).

9. The apparatus of claim 7 or 8, wherein the guard
(66) comprises a pair of guard plates (80), and the
sensor element (64) is arranged between the guard
plates (80).

10. The apparatus of any of claims 7 to 9, wherein the
capacitance probe (36) further comprises a non-con-
ductive shield (70) that extends around respective
sides of the sensor element (64), the guard (66) and
the dielectric material (68).

11. The apparatus of any preceding claim, wherein the
probe housing (34; 134) comprises a handheld probe
housing.
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12. The apparatus of any preceding claim, wherein the
probe housing (134) comprises a base segment
(158) connected to a tip segment (162) that moves
relative to the base segment (158), and wherein the
capacitance probe (36) is mounted to the tip segment
(162).

13. The apparatus of any preceding claim, further com-
prising:

a metering device (30) that is configured in com-
munication with the capacitance probe (36), and
that provides a voltage signal indicative of a field
strength of an electrostatic field between the
sensor surface (74) and the workpiece (24); and
a processing device (32) that provides a radius
signal based on the voltage signal.

14. The apparatus of claim 13, further comprising a pow-
er source (28) connected to the capacitance probe
(36).

15. The apparatus of claim 13 or 14, further comprising
a base station (86) that houses the metering device
(30) and the processing device (32).
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