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Description

Technical Field

[0001] The present invention relates to a so-called
bush type vibration absorption device attached to a rear
suspension arm, a trading arm, a torque rod, or another
arm member of a vehicle.

Background Art

[0002] As an external cylinder of a bush type vibration
absorption device, although an external cylinder made
of metal has been conventionally used, an external cyl-
inder made of resin is also employed. The resin external
cylinder has a merit in that it is light in weight and can be
readily molded.
[0003] In contrast, when the external cylinder is made
of resin, since the strength of resin is lower than that of
metal, if an extraction force is increased and the resin
external cylinder is press-fit into a bracket, it is possible
that the external cylinder will be damaged.
[0004] Thus, in Japanese Patent No. 3767545, in a
cylindrical vibration absorption device composed of a
rubber bush which has a resin external cylinder, an in-
ternal cylinder, and a rubber elastic body interposed ther-
ebetween and is press-fit into a rigid bracket, an inner
surface shape of the bracket is formed in a stepped-
shape by forming a recess at the inner surface of the
bracket, whereas an outer surface of the external cylinder
is formed in a substantially straight shape in an axial di-
rection, the external cylinder is press-fit into the bracket
while reducing the diameter of the external cylinder mak-
ing use of the elastic deformation of the resin, and a step
of the bracket and a step of the external cylinder are
engaged with each other in the axial direction as well as
in an extracting direction by an elastic restoring force
after the press fit.
[0005] Further, in Japanese Patent No. 3767545, var-
ious innovations are made such that a fastening force of
the external cylinder is secured by increasing a friction
coefficient by making a surface of the bracket rough by
subjecting the inner surface the bracket to a blast proc-
ess, an engaging projection is formed at an end of the
external cylinder and abutted to an end surface of the
bracket so as to prevent removal, or the like.
[0006] However, the following disadvantages occur in
Japanese Patent No. 3767545. That is, when the re-
cessed section is formed at the inner surface of the brack-
et and when the surface is made rough, processing is
time-consuming and costs are increased. Further, when
the engaging projection is formed at one end of the ex-
ternal cylinder, the engaging projection is exposed out-
side of the bracket.
[0007] US 2006//0131800 discloses a vibration ab-
sorption device as set out in the pre-characterising por-
tion of claim 1.
[0008] JP 2004/176803 discloses a cylindrical vibra-

tion isolator comprising a resin outer tube.

DISCLOSURE OF INVENTION

Technical Problem

[0009] An object of the present invention, which was
made in consideration of the foregoing circumstances,
is to provide a vibration absorption device capable of se-
curing a fastening force between a bracket and an exter-
nal cylinder with a simple configuration.

Solution to Problem

[0010] To achieve the object, a vibration absorption
device according to the invention includes a cylindrical
bracket coupled with one of a vibration generating section
or a vibration receiving section and having an inner sur-
face formed in a linear shape in a cylinder axial direction;
an external cylinder made of resin and including: a small
diameter section that is formed in a cylindrical shape, is
press-fit into a cylinder of the bracket, and has a small
diameter surface formed at an outer surface and config-
ured at a press-fitting leading end with respect to the
bracket; a large diameter section that, before the press-
fitting, has an outer diameter that is larger than an inner
diameter of the bracket and an outer diameter of the small
diameter section, and has a large diameter surface
formed at an outer surface, having a thickness that is
thicker than the small diameter section, and configured
at a portion nearer to a press-fitting rear end side with
respect to the bracket than the small diameter section;
and an intermediate section that is configured between
the small diameter section and the large diameter section
and has a standing surface formed at an outer surface
that joins the small diameter surface and the large diam-
eter surface; an internal cylinder that is disposed at an
inner peripheral side of the external cylinder and is cou-
pled with the other one of the vibration generating section
or the vibration receiving section; and an elastic body
that is interposed between the inner peripheral surface
of the external cylinder and an outer peripheral surface
of the internal cylinder, and that joins the external cylinder
and the internal cylinder to each other.
[0011] The outer diameter of the small diameter sec-
tion of the external cylinder is equal to or larger than the
inner diameter of the bracket before the small diameter
section is inserted into the bracket.
[0012] When the outer diameter of the small diameter
section is set as described above, compression distortion
of the small diameter section can be reduced while se-
curing the thickness of the small diameter section.
[0013] In the vibration absorption device configured as
described above, since the inner surface of the bracket
is formed in a linear shape in the cylinder axial direction,
processing for forming a step at the inner surface of the
bracket, or the like, is unnecessary and the bracket can
be easily manufactured.
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[0014] In the vibration absorption device of the inven-
tion, the outer diameter of the small diameter section of
the press-fitting leading end of the external cylinder with
respect to the bracket is made smaller than the outer
diameter of the large diameter section configured at the
press-fitting rear end side with respect to the bracket. In
the press-fitting into the bracket, the press-fitting leading
end becomes the starting point of damage such as crack-
ing of the external cylinder, and damage due to compres-
sion distortion is particularly large. Thus, damage to the
press-fitting leading end can be suppressed by forming
the small diameter section at the press-fitting leading
end.
[0015] In contrast, at the press-fitting rear end side,
damage due to compression distortion when press-fitting
into the bracket is not as serious at the press-fitting lead-
ing end side. Thus, to increase the extraction force by
securing a tightening margin with the bracket, the outer
diameter of the large diameter section is increased to a
large diameter.
[0016] As described above, damage such as cracking
or the like can be suppressed while securing the extrac-
tion force of the external cylinder by forming the large
diameter section and the small diameter section.
[0017] Further, in the vibration absorption device of the
invention, the intermediate section is configured between
the small diameter section and the large diameter section
of the external cylinder, and the small diameter surface
is joined to the large diameter surface by the standing
surface of the intermediate section. Accordingly, com-
pression distortion of the press-fitting leading end can be
suppressed while securing the thickness of the small di-
ameter section, differently from a case in which the press-
fitting leading end is simply formed in a tapered shape.
[0018] Further, in the vibration absorption device of the
configuration, since the thickness of the large diameter
section is made thicker than the small diameter section,
the strength of the large diameter section, which is sub-
ject to a large amount of compression distortion, can be
secured.
[0019] An inner surface of the external cylinder may
be formed in a linear shape in an axial direction.
[0020] As described above, when the inner surface of
the external cylinder is formed in a linear shape in the
axial direction, the durability of an elastic body disposed
inside the external cylinder can be increased in compar-
ison to the case in which a step or the like is formed.
[0021] DELETED
[0022] DELETED

Advantageous Effects of Invention

[0023] As described above, according to the invention,
the fastening force of the bracket and the external cylin-
der can be secured with a simple configuration.

BRIEF DESCRIPTION OF DRAWINGS

[0024]

Fig. 1 is an exploded perspective view showing a
configuration of a vibration absorption device ac-
cording to an embodiment of the present invention.
Fig. 2 is a cross-sectional view of the vibration ab-
sorption device according to the embodiment of the
present invention when viewed from an axial direc-
tion.
Fig. 3 is a side cross-sectional view of the vibration
absorption device according to the embodiment of
the present invention.
Fig. 4 is a view showing a state before an external
cylinder is press-fit into a bracket in Fig. 3.
Fig. 5 is a half cross-sectional view showing the re-
lationship between the bracket and the external cyl-
inder of the embodiment of the present invention.
Fig. 6 is a view showing a state before the external
cylinder is press-fit into the bracket in an example in
which the outer diameter of a small diameter section
is smaller than the inner diameter of the bracket.
Fig. 7A is an explanatory view of the external cylinder
of the embodiment of the present invention.
Fig. 7B is an explanatory view of an external cylinder
according to a comparative example.
Fig. 7C is an explanatory view of an external cylinder
according to a comparative example.
Fig. 8 is a graph showing the relationship between
an extraction force and a tightening margin of the
external cylinder of the embodiment of the present
invention and the external cylinder according to the
comparative example.
Fig. 9A is a cross-sectional view showing a part of
an external cylinder according to a modified example
of the embodiment of the present invention.
Fig. 9B is a cross-sectional view showing a part of
an external cylinder according to a modified example
of the embodiment of the present invention.
Fig. 10A is a cross-sectional view showing a part of
an external cylinder according to a modified example
of the embodiment of the present invention.
Fig. 10B is a cross-sectional view showing a part of
an external cylinder according to a modified example
of the embodiment of the present invention.
Fig. 10C is a cross-sectional view showing a part of
an external cylinder according to a modified example
of the embodiment of the present invention.
Fig. 11 is a cross-sectional view showing a part of
an external cylinder according to a modified example
of the embodiment of the present invention.

BEST MODE FOR CARRYING OUT THE INVENTION

[0025] A vibration absorption device and a manufac-
turing method of the vibration absorption device accord-
ing to an embodiment of the present invention will be
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described below referring to the drawings.
[0026] Figs. 1 to 3 show a vibration absorption device
10 according to the present embodiment. The vibration
absorption device 10 has a bracket 12, an external cyl-
inder 14, an internal cylinder 16, and a rubber elastic
body 18.
[0027] The bracket 12 is formed in a cylindrical shape,
and an inner surface of a cylinder is formed in a linear
shape in an axial direction S of the cylinder with a flush
shape without steps or the like. The inner diameter of the
bracket 12 is shown by A1.
[0028] The external cylinder 14 has a cylinder section
14A and a flange section 14B. The cylinder section 14A
is formed in a cylindrical shape, and the flange section
14B is configured continuously with an outer side in a
radial direction of an end of the cylinder section 14A and
is formed in a ring shape.
[0029] The external cylinder 14 is made of resin. As
the resin, polyamide, polyacetal, polycarbonate, poly-
butyleneterephtalate or the like can be used. Further, to
reinforce the resin, a fiber-reinforced material is prefer-
ably mixed in. As the fiber-reinforced material, glass fiber,
carbon fiber, aramid fiber, or the like can be used. The
external cylinder 14 can be formed by injection molding
or the like.
[0030] As shown in Figs. 4 and 5, a leading end of the
external cylinder 14 in the axial direction S at which the
flange section 14B is not configured is formed with a small
diameter section 20. Before being press-fit to the bracket
12, the small diameter section 20 has a certain outer
diameter of D1 and an inner diameter set as C. An outer
periphery of the small diameter section 20 is configured
with a small diameter surface 20A. Further, the thickness
of the small diameter section 20 is set as W1.
[0031] A large diameter section 24 is formed at a por-
tion of the external cylinder 14 nearer to the flange section
14B than the small diameter section 20, extending to the
flange section 14B. Before being press-fit to the bracket
12, the outer diameter of the large diameter section 24
is set as D2 and an inner diameter is set as C. An outer
periphery of the large diameter section 24 is configured
with a large diameter surface 24A. Further, the thickness
of the large diameter section 24 is set as W2.
[0032] An intermediate section 22 is formed between
the small diameter section 20 and the large diameter sec-
tion 24. The inner diameter of the intermediate section
22 is set as C. An outer periphery of the intermediate
section 22 is configured with a standing surface 22A for
joining the small diameter surface 20A with the large di-
ameter surface 24A. The standing surface 22A is formed
in a tapered shape in which the diameter increases from
the small diameter section 20 side to the large diameter
section 24 side. A step is formed between the small di-
ameter surface 20A and the standing surface 22A.
[0033] The outer diameter D1 of the small diameter
section 20 is made slightly larger than the inner diameter
A1 of the bracket 12 and is made smaller than the outer
diameter D2 of the large diameter section 24. That is,

inner diameter A1 < outer diameter D1 < outer diameter
D2 is established. Further, a tightening margin when the
external cylinder 14 is press-fit into the bracket 12 is set
as S1 in the small diameter section 20 and is set as S2
in the large diameter section 24. The relationship be-
tween the tightening margin S1 and the tightening margin
S2 is S1 < S2. The tightening margin S1 is made suffi-
ciently small so that no damage occurs at the small di-
ameter section 20.
[0034] Further, in the present embodiment, although
inner diameter A1 < outer diameter D1 < outer diameter
D2 is established, as shown in Fig. 6, outer diameter D1
< inner diameter A1 < outer diameter D2 may be estab-
lished in an illustrative arrangement not according to the
present invention . As described above, the tightening
margin of the small diameter section 20 when the external
cylinder 14 is press-fit into the bracket 12 is set as 0 by
making the outer diameter D1 of the small diameter sec-
tion 20 smaller than the inner
diameter A1 of the bracket 12, thereby reducing the load
on the small diameter section 20.
[0035] Further, the outer diameter D1 may be the same
diameter as the inner diameter A1 or smaller than the
inner diameter A1.
[0036] Further, the outer diameter D1 of the small di-
ameter section 20 is preferably the inner diameter A1 of
the bracket 12 + 10% or less. Compression distortion of
the press-fitting leading end of the external cylinder can
be effectively reduced by setting the outer diameter D1
of the small diameter section 20 within this range.
[0037] Further, the thickness W1 of the small diameter
section 20 is preferably 30% to 90% of the thickness W2
of the large diameter section 24. Rigidity of the press-
fitting leading end of the external cylinder 14 can be se-
cured by setting the thickness W1 of the small diameter
section 20 within this range, whereby deformation and
buckling can be effectively suppressed.
[0038] An inner surface of the external cylinder 14 is
formed in a linear shape in the axial direction S and
formed in a flush shape without steps. A surface of the
rubber elastic body 18 can also be formed in a flush shape
by forming the inner surface of the external cylinder 14
in a flush shape. Accordingly, no stress is concentrated
at a specific position (a step section or the like) of the
rubber elastic body 18, whereby durability of the rubber
elastic body 18 can be improved.
[0039] Note that the inner surface of the external cyl-
inder 14 may be formed in a tapered shape and may be
configured with a step instead of being formed in the lin-
ear shape in the axial direction S. In this case, too, the
thickness of the large diameter section 24 is thicker than
the thickness of the small diameter section 20.
[0040] Further, the length L1 of the small diameter sec-
tion 20 in the axial direction S is preferably 3% to 50%
of the length L0 of the external cylinder 14 in the axial
direction S. Compression distortion of the press-fitting
leading end of the external cylinder 14 can be effectively
reduced by setting the length L1 of the small diameter
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section 20 in the axial direction S within this range.
[0041] Further, the length L2 of the large diameter sec-
tion 24 in the axial direction S is preferably 50% to 95%
of the length L0 of the external cylinder 14 in the axial
direction S. An extraction force between the large diam-
eter section 24 and the bracket 12 can be secured by
setting the length L2 of the large diameter section 24 in
the axial direction S within this range.
[0042] As shown in Figs. 1 to 4, the cylindrical internal
cylinder 16 is disposed on an inner peripheral surface
side of the external cylinder 14 along the axial direction
S. The rubber elastic body 18 is interposed between an
outer peripheral surface of the internal cylinder 16, and
the inner peripheral surface of the external cylinder 14,
and the internal cylinder 16 is elastically joined to the
external cylinder 14 by the rubber elastic body 18. An
inner peripheral side of the rubber elastic body 18 is vul-
canized and bonded to the outer peripheral surface of
the internal cylinder 16 and an outer peripheral side of
the rubber elastic body 18 is vulcanized and bonded to
an inner peripheral surface of the external cylinder 14.
[0043] The external cylinder 14 is press-fit into the
bracket 12. The bracket 12 is coupled with one of a vi-
bration generating section or a vibration receiving section
of a vehicle by a coupling section that is not shown. A
coupling shaft (not-shown) is inserted into the internal
cylinder 16, and the internal cylinder 16 is securely fas-
tened to the coupling shaft in the state in which the cou-
pling shaft is inserted therethrough. The internal cylinder
16 is coupled with the other of the vibration generating
section or the vibration receiving section of the vehicle
via the coupling shaft.
[0044] Next, a manufacturing method of the vibration
absorption device 10 will be described.
[0045] First, the external cylinder 14 and the internal
cylinder 16 are set in a vulcanizing/molding mold (not-
shown) of the rubber elastic body 18 so as to be coaxial
with each other. Then, a rubber material is injected into
the mold and vulcanized. The rubber elastic body 18 is
bonded to the outer peripheral surface of the internal cyl-
inder 16 and the inner surface of the external cylinder 14
by the vulcanization.
[0046] Next, a set of the external cylinder 14, internal
cylinder 16, and rubber elastic body 18 is press-fit from
the small diameter section 20 side of the external cylinder
14 to the inner peripheral side of the bracket 12 by a
press-fitting press apparatus.
[0047] In the press-fitting, first, the small diameter sec-
tion 20 is press-fit into the bracket 12 by the tightening
margin S1, and subsequently the intermediate section
22 is press-fit while gradually increasing the tightening
margin from S1 to S2, and finally the large diameter sec-
tion 24 is press-fit by the tightening margin S2.
[0048] In the present embodiment, since the tightening
margin S1 of the small diameter section 20 is made suf-
ficiently small that no damage occurs at the small diam-
eter section 20, compression distortion of the leading end
of the external cylinder 14, which tends to become the

starting point of cracking or the like, is made sufficiently
small, thereby suppressing damage to the press-fitting
leading end.
[0049] Further, in the present embodiment, since the
leading end at which damage tends to occur is protected
by reducing the compression distortion of the small di-
ameter section 20, the extraction force is secured by in-
creasing the tightening margin S2 of the large diameter
section 24, whereby fastening to the bracket 12 can be
strongly performed by securing the extraction force.
[0050] Here, a point of difference between a case in
which an external cylinder is configured by forming a sec-
tion corresponding to the small diameter section 20 and
the intermediate section 22 of the present embodiment
simply in a tapered shape, and the present embodiment
itself will be described.
[0051] Figs. 7A to 7C show the relation between the
press-fitting leading end of the external cylinder and an
opening of the bracket 12. Fig. 7A shows the external
cylinder 14 according to the present embodiment. In Fig.
7A, the external cylinder 14 is press-fit by the tightening
margin S1 up to the length L1 of the small diameter sec-
tion 20 in the axial direction and the tightening margin
gradually increases to S1 - S2 in the intermediate section
22.
[0052] Fig. 7B shows a configuration (a comparative
example 1) in which a section corresponding to the small
diameter section 20 and the intermediate section 22
(from an leading end to a section of a length L3 in the
axial direction) is formed simply in a tapered shape while
keeping the thickness W1 of the small diameter section
20. Fig. 7C shows a configuration (comparative example
2) in which the section corresponding to the small diam-
eter section 20 and the intermediate section 22 of the
present embodiment (from the leading end to the section
of the length L3 in the axial direction) is formed in a ta-
pered shape so that a tightening margin of the section is
minimized.
[0053] In the comparative example 1, although the
thickness W1 of the press-fitting leading end of the ex-
ternal cylinder is secured, the tightening margin becomes
very large in comparison with the present embodiment.
Accordingly, the effect of reducing compression distor-
tion of the leading end is small.
[0054] Further, in the comparative example 2, although
compression distortion is reduced in comparison with the
comparative example 1, since the thickness W0 of the
press-fitting leading end of the external cylinder becomes
near to 0, the leading end has low rigidity and is deformed
(buckled) during press-fitting.
[0055] In the present embodiment, since compression
distortion is suppressed in the small diameter section 20
and an outer surface is caused to stand at an outer side
in the radial direction in the intermediate section 22 and
is continuous with the large diameter surface 24A, as
regards the leading section, compression distortion can
be effectively reduced while securing the thickness in
comparison with a case in which it is simply formed in a
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tapered shape.
[0056] Fig. 8 shows a graph showing the relationship
between the tightening margin S2 and the extraction
force and the timing at which cracking occurs with respect
to the external cylinder 14 of the present embodiment
and the external cylinder of the comparative example 1.
An increase of the tightening margin S2 can cause the
extraction force to increase, and when the tightening mar-
gin becomes B, cracking occurs in the comparative ex-
ample 1. Thus, in the comparative example 1, it is nec-
essary to set the set range of the tightening margin to
SB, which is smaller than B. In contrast, in the present
embodiment, since a tightening margin in which cracking
occurs becomes A, which is larger than B, the set range
of the tightening margin can be set at SA, which is larger
SB, whereby a large extraction force can be obtained.
[0057] Further, in the present embodiment, although
the standing surface 22A of the intermediate section 22
of the external cylinder 14 is formed in a tapered shape,
as shown in Fig. 9A, the standing surface 22A may be
configured in a direction perpendicular to the axial direc-
tion S, and a cross-section of a step may have a right
angle. In this case, as shown in Fig. 9B, the step between
the standing surface 22A and the small diameter surface
20A may be formed in an R shape.
[0058] Further, in the present embodiment, although
the small diameter section 20 of the external cylinder 14
is provided with the certain thickness W1, as shown in
Figs. 10A to 10C, the small diameter surface 20A of the
small diameter section 20 may be configured in a tapered
shape. Fig. 10A is an example in which the standing sur-
face 22A is formed in a tapered shape, Fig. 10B is an
example in which the standing surface 22A faces a di-
rection perpendicular to the axial direction S, and Fig.
10C is an example in which the step between the standing
surface 22A and the small diameter surface 20A is
formed in an R shape.
[0059] Further, as shown in Fig. 11, a leading end of
the small diameter section 20 of the external cylinder 14
may be formed in a taper shape and an leading end taper
section 20E may be configured.

Claims

1. A vibration absorption device (10) comprising:

a cylindrical bracket (12) coupled with one of a
vibration generating section or a vibration re-
ceiving section and having an inner surface
formed in a linear shape in a cylinder axial di-
rection;
an external cylinder (14) including: a small di-
ameter section (20) that is formed in a cylindrical
shape, is press-fit into a cylinder of the bracket
(12), and has a small diameter surface formed
at an outer surface and configured at a press-
fitting leading end with respect to the bracket

(12); a large diameter section (24) that, before
the press-fitting, has an outer diameter that is
larger than an inner diameter of the bracket (12)
and an outer diameter of the small diameter sec-
tion (20), and has a large diameter surface
formed at an outer surface, and configured at a
portion nearer to a press-fitting rear end side
with respect to the bracket (12) than the small
diameter section (20); and an intermediate sec-
tion (22) that is configured between the small
diameter section (20) and the large diameter
section (24) and has a standing surface formed
at an outer surface that joins the small diameter
surface and the large diameter surface;
an internal cylinder (16) that is disposed at an
inner peripheral side of the external cylinder (14)
and is coupled with the other one of the vibration
generating section or the vibration receiving
section; and
an elastic body (18) that is interposed between
the inner peripheral surface of the external cyl-
inder (14) and an outer peripheral surface of the
internal cylinder (16), and that joins the external
cylinder (14) and the internal cylinder (16) to
each other;

CHARACTERISED IN THAT:

the external cylinder (14) is made of resin;
the large diameter section (24) has a thickness
that is thicker than the small diameter section
(20); and
the outer diameter of the small diameter section
(20) of the external cylinder (14) is equal to or
larger than the inner diameter of the bracket (12)
before the small diameter section (20) is press-
fit into the bracket (12)

2. The vibration absorption device according to claim
1, wherein an inner surface of the external cylinder
(14) is formed in a linear shape in an axial direction.

3. The vibration absorption device according to claim
1 or 2, wherein the outer diameter of the small diam-
eter section (20) is constant..

Patentansprüche

1. Vibrationsabsorptionsvorrichtung (10), die umfasst:

eine zylindrische Halterung (12), die entweder
an einen vibrationserzeugenden Bereich oder
einen vibrationsaufnehmenden Bereich gekop-
pelt ist und eine Innenfläche aufweist, die in ei-
ner linearen Form in einer Axialrichtung des Zy-
linders ausgebildet ist;
einen Außenzylinder (14), der beinhaltet: einen
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Bereich (20) mit kleinem Durchmesser, der in
einer Zylinderform ausgebildet ist, mit einer
Presspassung in einen Zylinder der Halterung
(12) eingefügt ist, und eine Fläche mit kleinem
Durchmesser aufweist, die an einer Außenflä-
che ausgebildet und an einem vorderen Ende
der Presspassung in Bezug auf die Halterung
(12) konfiguriert ist; einen Bereich (24) mit gro-
ßem Durchmesser, der vor dem Einfügen der
Presspassung einen Außendurchmesser auf-
weist, der größer als ein Innendurchmesser der
Halterung (12) und ein Außendurchmesser des
Bereichs (20) mit kleinem Durchmesser ist und
eine Fläche mit großem Durchmesser aufweist,
die an einer Außenfläche ausgebildet ist, und
an einem Abschnitt konfiguriert ist, der einer hin-
teren Endseite der Presspassung in Bezug auf
die Halterung (12) näher als der Bereich (20) mit
kleinem Durchmesser ist; und einen Zwischen-
bereich (22), der zwischen dem Bereich (20) mit
kleinem Durchmesser und dem Bereich (24) mit
großem Durchmesser konfiguriert ist und eine
Standfläche aufweist, die an einer Außenfläche
ausgebildet ist, die die Fläche mit kleinem
Durchmesser und die Fläche mit großem Durch-
messer verbindet;
einen Innenzylinder (16), der an einer inneren
Umfangsseite des Außenzylinders (14) ange-
ordnet ist und an den anderen des vibrationser-
zeugenden Bereichs oder des vibrationsauf-
nehmenden Bereichs gekoppelt ist; und
einen elastischen Körper (18), der zwischen der
inneren Umfangsfläche des Außenzylinders
(14) und einer äußeren Umfangsfläche des In-
nenzylinders (16) angebracht ist, und der den
Außenzylinder (14) und den Innenzylinder (16)
miteinander verbindet;

dadurch gekennzeichnet, dass:

der Außenzylinder (14) aus Harz hergestellt ist;
der Bereich (24) mit großem Durchmesser eine
Dicke aufweist, die dicker als der Bereich (20)
mit kleinem Durchmesser ist; und
der Außendurchmesser des Bereichs (20) mit
kleinem Durchmesser des Außenzylinders (14)
gleich dem oder größer als der Innendurchmes-
ser der Halterung (12) ist, bevor der Bereich (20)
mit kleinem Durchmesser mit einer Presspas-
sung in die Halterung (12) eingefügt wird.

2. Vibrationsabsorptionsvorrichtung nach Anspruch 1,
wobei eine Innenfläche des Außenzylinders (14) in
einer linearen Form in einer Axialrichtung ausgebil-
det ist.

3. Vibrationsabsorptionsvorrichtung nach Anspruch 1
oder 2, wobei der Außendurchmesser des Bereichs

(20) mit kleinem Durchmesser konstant ist.

Revendications

1. Dispositif d’absorption de vibration (10)
comprenant :

un support cylindrique (12) couplé à une section
parmi une section de génération de vibration ou
une section de réception de vibration et présen-
tant une surface intérieure formée selon une for-
me linéaire dans une direction axiale de
cylindre ;
un cylindre externe (14) comprenant : une sec-
tion de petit diamètre (20) qui est formée selon
une forme cylindrique, est ajustée à la presse
dans un cylindre du support (12), et présente
une surface de petit diamètre formée au niveau
d’une surface extérieure et configurée au niveau
d’une extrémité de guidage d’ajustement à la
presse par rapport au support (12) ; une section
de grand diamètre (24) qui, avant l’ajustement
à la presse, présente un diamètre extérieur qui
est supérieur à un diamètre intérieur du support
(12) et à un diamètre extérieur de la section de
petit diamètre (20), et présente une surface de
grand diamètre formée au niveau d’une surface
extérieure, et configurée au niveau d’une partie
plus proche, d’un côté extrémité arrière d’ajus-
tement à la presse par rapport au support (12),
que la section de petit diamètre (20) ; et une
section intermédiaire (22) qui est configurée en-
tre la section de petit diamètre (20) et la section
de grand diamètre (24) et qui présente une sur-
face relevée formée au niveau d’une surface ex-
térieure qui rejoint la surface de petit diamètre
et la surface de grand diamètre ;
un cylindre interne (16) qui est agencé au niveau
d’un côté périphérique intérieur du cylindre ex-
terne (14) et est couplé avec l’autre section par-
mi la section de génération de vibration ou la
section de réception de vibration ; et
un corps élastique (18) qui est interposé entre
la surface périphérique intérieure du cylindre ex-
terne (14) et une surface périphérique extérieu-
re du cylindre interne (16), et qui relie le cylindre
externe (14) et le cylindre interne (16) l’un à
l’autre ;

caractérisé en ce que :

le cylindre externe (14) est constitué de résine ;
la section de grand diamètre (24) présente une
épaisseur supérieure à celle de la section de
petit diamètre (20) ; et
le diamètre extérieur de la section de petit dia-
mètre (20) du cylindre externe (14) est supérieur
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ou égal au diamètre intérieur du support (12)
avant que la section de petit diamètre (20) soit
ajustée à la presse dans le support (12).

2. Dispositif d’absorption de vibration selon la revendi-
cation 1, dans lequel une surface intérieure du cy-
lindre externe (14) est formée selon une forme li-
néaire dans une direction axiale.

3. Dispositif d’absorption de vibration selon la revendi-
cation 1 ou 2, dans lequel le diamètre extérieur de
la section de petit diamètre (20) est constant.
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