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Description

FIELD OF THE INVENTION

[0001] The present invention relates to a pipe joint for
connecting a flexible pipe used for gas piping, etc.

BACKGROUND OF THE INVENTION

[0002] Flexible pipes having corrugated metal pipes
coated with resins such as soft vinyl chloride, etc. are
used for piping for town gas, etc., and from the aspect of
easy operation, one-touch-connectible pipe joints are
widely used for the connection of flexible pipes. For pipe
joints of this type, sealing between flexible pipes and pipe
joints should be kept stably for a long period of time, and
the normal connection of flexible pipes to pipe joints
should be able to be confirmed. Further, an operation
manager should be able to confirm the connection of flex-
ible pipes.
[0003] JP 2003-56776 A discloses a flexible pipe joint
comprising a means (disk spring) performing a click ac-
tion in cooperation with a corrugated pipe, when a cor-
rugated flexible pipe is inserted to a predetermined po-
sition. However, because the click action is sensed by a
worker only temporarily, an operation manager cannot
determine from the appearance of the pipe joint after con-
nection whether or not a normal operation has been con-
ducted.
[0004] Japanese Patent 3538090 discloses a pipe joint
comprising a joint body having a cylindrical guide and a
hole, a transparent or translucent protection cover at-
tached to the hole, a nut threaded to the joint body, and
a ring, a pipe made of a resin such as polyethylene, etc.
being attached to the cylindrical guide with the ring dis-
posed between the nut and the guide, the nut being ro-
tated to cause the ring to push the outer surface of the
pipe, so that a tip end portion of the pipe attached to the
guide can be observed through the hole by the naked
eye. In this pipe joint, however, a worker or an operation
manager cannot confirm in a narrow, dark connecting
site whether or not a normal connection has been con-
ducted.
[0005] JP 2004-28112 A discloses a pipe joint com-
prising in a joint body, a seal packing closely adhered to
a flexible pipe, a locking ring slidably attached to and
detached from one end of the seal packing, and a slidable
ring having an identification pin and engageable with the
locking ring; when a tapered surface of the locking ring
abuts a tapered surface of the joint body, the diameter
of the locking ring is reduced, so that the identification
pin in the sliding ring released from the locking ring
projects from the joint body. Because the joint body
should have a longitudinal hole for introducing the iden-
tification pin for confirming the connection of a flexible
pipe, this pipe joint is expensive. Also, because the pack-
ing is pressed by the flexible pipe to expand longitudinal-
ly, its sealing pressure is likely to decrease.

[0006] JP 2009-8219 A discloses a pipe joint compris-
ing in a joint body, a movable piece, a sealing member,
a packing having a thick portion and a thin portion, and
a compression ring for pressing the thin portion of the
packing to reduce its diameter. When a flexible pipe is
inserted into the joint body to a predetermined position,
the movable piece is detached, so that a sound or a re-
action can be sensed. Though this pipe joint can keep
good sealing, an operation manager cannot confirm from
the appearance of the pipe joint after connection whether
or not a normal operation has been conducted. US 6 095
570 A discloses a pipe joint with the features in the pre-
amble of present claim 1.

OBJECT OF THE INVENTION

[0007] An object of the present invention is to provide
a pipe joint capable of keeping sealing for a long period
of time, and enabling an operation manager to surely
confirm from the appearance of the pipe joint after con-
nection whether or not a normal operation has been con-
ducted.

DISCLOSURE OF THE INVENTION

[0008] The first pipe joint of the present invention is
defined in appended claim 1.
[0009] The first pipe joint preferably comprises a resil-
ient means unlocked to expand when pushed by a tip
end of the pipe, the sealing member pushed toward the
inlet by the expansion of the resilient means sealing the
pipe and the joint body.
[0010] In the first pipe joint, each of the first and second
engaging grooves preferably has a tapered groove, both
tapered grooves adjacent to each other forming an an-
nular projection having both inclined side surfaces, the
stop ring being movable in both directions between the
first engaging groove and the second engaging groove
passing the annular projection. A side surface of the an-
nular projection preferably has such an inclination angle
that though the stop ring does not pass the annular pro-
jection by the action of the resilient means, the stop ring
passes the annular projection by a force pulling the flex-
ible pipe for the confirmation of connection.
[0011] In the first pipe joint, the pressing nut is prefer-
ably provided with an indicator, which is shielded by the
joint body until the connection of the pipe is completed;
when the pipe is pulled after completing the connection,
the pressing nut being drawn from the joint body, and the
indicator appearing from the joint body, so that the normal
connection of the pipe can be confirmed. The indicator
is preferably a ring detachably attached to the pressing
nut. The indicator ring is preferably colored to enable
confirmation by the naked eye.
[0012] It is preferable in the first pipe joint that when
the pressing nut is pushed inward the joint body with the
indicator ring detached from the pressing nut, the stop
ring is received in a third engaging groove on the inward
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side of the first engaging groove to break engagement
with the annular groove, so that the pressing nut can be
removed from the joint body.
[0013] The first pipe joint is suitable for the connection
of flexible pipes.
[0014] A preferred example of the first pipe joints com-
prises a pressing nut into which a flexible pipe is inserted,
a joint body into which the pressing nut is partially insert-
ed, a resilient means unlocked to expand when pushed
by a tip end of the flexible pipe, a sealing member pushed
toward the inlet by the expansion of the resilient means
to seal the flexible pipe and the joint body, a retainer
pushed by the sealing member to abut the pressing nut,
thereby engaging the flexible pipe, and an engaging
mechanism for keeping the pressing nut at a predeter-
mined position in the joint body;
the engaging mechanism comprising a stop ring, an an-
nular groove formed on an outer surface of the pressing
nut for receiving the stop ring, and pluralities of engaging
grooves formed on an inner surface of the joint body for
receiving the stop ring and communicating with each oth-
er;
the stop ring engaging both of the annular groove and
the first engaging groove until the connection of the flex-
ible pipe is completed; and
when the flexible pipe is pulled after completing the con-
nection, the stop ring moving from the first engaging
groove to the second engaging groove on the inlet side
thereof, so that the pressing nut is drawn from the joint
body to such an extent that the normal connection of the
flexible pipe can be confirmed.
[0015] A more preferred example of the first pipe joints
comprises a pressing nut into which a flexible pipe is
inserted, a joint body into which the pressing nut is par-
tially inserted, a resilient means unlocked to expand
when pushed by a tip end of the flexible pipe, a sealing
member pushed toward the inlet by the expansion of the
resilient means to seal the flexible pipe and the joint body,
a retainer pushed by the sealing member to abut the
pressing nut, thereby engaging the flexible pipe, an en-
gaging mechanism for keeping the pressing nut at a pre-
determined position in the joint body, and an indicator
ring attached to the pressing nut for confirming the normal
connection of the flexible pipe;
the engaging mechanism comprising a stop ring, an an-
nular groove formed on an outer surface of the pressing
nut for receiving the stop ring, and a second engaging
groove, a first engaging groove and a third engaging
groove formed on an inner surface of the joint body in
this order from the inlet side such that they receive the
stop ring and communicate with each other;
each of the first and second engaging grooves having a
tapered groove, both tapered grooves adjacent to each
other forming an annular projection having both inclined
side surfaces;
the stop ring engaging both of the annular groove and
the first engaging groove until the connection of the flex-
ible pipe is completed;

when the flexible pipe is pulled after completing the con-
nection, the stop ring moving from the first engaging
groove to the second engaging groove passing the an-
nular projection, so that the pressing nut is drawn from
the joint body, and that the indicator ring appears from
the joint body, making it possible to confirm the normal
connection of the flexible pipe; and
when the pressing nut is pushed inward the joint body
with the indicator ring detached from the pressing nut,
the stop ring moving from the second engaging groove
to the third engaging groove, passing the annular projec-
tion and the first engaging groove, to break engagement
with the annular groove, so that the pressing nut can be
removed from the joint body.
[0016] The second pipe joint of the present invention
is defined in appended claim 8.
[0017] The second pipe joint preferably comprises a
resilient means unlocked to expand when pushed by a
tip end of the pipe, the sealing member pushed toward
the inlet by the expansion of the resilient means sealing
the pipe and the joint body.
[0018] In the second pipe joint, each of the first and
second engaging grooves preferably has a tapered
groove, both tapered grooves adjacent to each other
forming an annular projection having both inclined side
surfaces, the stop ring being movable in both directions
between the first engaging groove and the second en-
gaging groove passing the annular projection. A side sur-
face of the annular projection preferably has such an in-
clination angle that the stop ring passes the annular pro-
jection by the action of the resilient means.
[0019] It is preferable in the second pipe joint that the
pressing nut is provided with an indicator, which is shield-
ed by the joint body before the connection of the pipe,
and that when the pipe is connected to the pipe joint, the
indicator appears from the joint body, so that the normal
connection of the pipe can be confirmed. The indicator
is preferably a color layer or a detachable ring. The indi-
cator ring is preferably colored to enable confirmation by
the naked eye.
[0020] In the second pipe joint, when the pressing nut
is pushed inward the joint body with the indicator ring
detached from the pressing nut, the stop ring is preferably
received in a third engaging groove on the inward side
of the first engaging groove to break engagement with
the annular groove, so that the pressing nut can be re-
moved from the joint body.
[0021] The second pipe joint is suitable for the connec-
tion of flexible pipes.
[0022] A preferred example of the second pipe joints
comprises a pressing nut into which a flexible pipe is
inserted, a joint body into which the pressing nut is par-
tially inserted, a resilient means unlocked to expand
when pushed by a tip end of the flexible pipe, a sealing
member pushed toward the inlet by the expansion of the
resilient means to seal the flexible pipe and the joint body,
a retainer pushed by the sealing member to abut the
pressing nut, thereby engaging the flexible pipe, and an
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engaging mechanism for keeping the pressing nut at a
predetermined position in the joint body;
the engaging mechanism comprising a stop ring, an an-
nular groove formed on an outer surface of the pressing
nut for receiving the stop ring, and pluralities of engaging
grooves formed on an inner surface of the joint body for
receiving the stop ring and communicating with each oth-
er;
the stop ring engaging both of the annular groove and
the first engaging groove before the resilient means is
pushed by a tip end of the flexible pipe to expand; and
when the flexible pipe is connected to the pipe joint by
the expansion of the resilient means, the stop ring moving
from the first engaging groove to the second engaging
groove on the inlet side thereof, so that it is held by both
of the annular groove and the second engaging groove.
[0023] A more preferred example of the second pipe
joints comprises a pressing nut into which a flexible pipe
is inserted, a joint body into which the pressing nut is
partially inserted, a resilient means unlocked to expand
when pushed by a tip end of the flexible pipe, a sealing
member pushed toward the inlet by the expansion of the
resilient means to seal the flexible pipe and the joint body,
a retainer pushed by the sealing member to abut the
pressing nut, thereby engaging the flexible pipe, an en-
gaging mechanism for keeping the pressing nut at a pre-
determined position in the joint body, and an indicator
ring attached to the pressing nut for confirming the normal
connection of the flexible pipe;
the engaging mechanism comprising a stop ring, an an-
nular groove formed on an outer surface of the pressing
nut for receiving the stop ring, and a second engaging
groove, a first engaging groove and a third engaging
groove formed on an inner surface of the joint body in
this order from the inlet side such that they receive the
stop ring and communicate with each other;
each of the first and second engaging grooves having a
tapered groove, both tapered grooves adjacent to each
other forming an annular projection having both inclined
side surfaces;
the stop ring engaging both of the annular groove and
the first engaging groove before connecting with the flex-
ible pipe;
when the flexible pipe is connected to the pipe joint by
the expansion of the resilient means, the stop ring moving
from the first engaging groove to the second engaging
groove passing the annular projection, and the indicator
ring appearing from the joint body, making it possible to
confirm the normal connection of the flexible pipe; and
when the pressing nut is pushed inward the joint body
with the indicator ring detached from the pressing nut,
the stop ring moving from the second engaging groove
to the third engaging groove, passing the annular projec-
tion and the first engaging groove, to break engagement
with the annular groove, so that the pressing nut can be
removed from the joint body.

BRIEF DESCRIPTION OF THE DRAWINGS

[0024]

Fig. 1 is a partially cross-sectional side view showing
a pipe joint according to the first embodiment.
Fig. 2 is an exploded perspective view showing a
pipe joint according to the first embodiment.
Fig. 3(a) is an exploded, partially cross-sectional side
view showing a pipe joint according to the first em-
bodiment.
Fig. 3(b) is a partial, enlarged cross-sectional view
showing each arcuate plate of the guide member
shown in Fig. 3(a).
Fig. 4(a) is a partially cross-sectional side view show-
ing a pressing nut included in the pipe joint according
to the first embodiment.
Fig. 4(b) is a cross-sectional view showing a third
sealing member included in the pipe joint according
to the first embodiment.
Fig. 4(c) is a partial cross-sectional view showing the
third sealing member of Fig. 4(b), which is received
in an inner, annular groove of the pressing nut.
Fig. 5(a) is a cross-sectional view showing the posi-
tional relation between a stop ring and engaging
grooves when the pressing nut starts to enter the
joint body in the first embodiment.
Fig. 5(b) is a cross-sectional view showing the posi-
tional relation between a stop ring and engaging
grooves while the pressing nut is being inserted into
the joint body in the first embodiment.
Fig. 5(c) is a cross-sectional view showing the posi-
tional relation between a stop ring and engaging
grooves when the pressing nut has been inserted
into the joint body until it abuts the retainer in the first
embodiment.
Fig. 5(d) is a cross-sectional view showing the posi-
tional relation between a stop ring and engaging
grooves after the connection-confirming step of the
flexible pipe in the first embodiment.
Fig. 5(e) is a cross-sectional view showing the posi-
tional relation between a stop ring and engaging
grooves when the pipe joint is disassembled in the
first embodiment.
Fig. 6 is a cross-sectional view showing the shapes
and sizes of first to third engaging grooves in the
joint body, and peripheral, annular grooves in the
pressing nut in the first embodiment.
Fig. 7 is a partially cross-sectional side view showing
a pipe joint in the first embodiment, into which a flex-
ible pipe has been inserted until it abuts the sliding
member.
Fig. 8 is a partially cross-sectional side view showing
a pipe joint in the first embodiment, to which a flexible
pipe is completed connected.
Fig. 9 is a partially cross-sectional side view showing
a state where a flexible pipe is pulled to confirm the
connection of the flexible pipe to the pipe joint in the
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first embodiment.
Fig. 10 is a partially cross-sectional side view show-
ing a pipe joint in the first embodiment, which is pre-
pared to a disassembling operation.
Fig. 11 is a partially cross-sectional side view show-
ing a pipe joint according to the second embodiment.
Fig. 12 is a partially cross-sectional side view show-
ing a joint body in the pipe joint according to the sec-
ond embodiment.
Fig. 13 is a perspective view showing an assembled
resilient means in the second embodiment.
Fig. 14(a) is a front view showing an indicator ring
used in the second embodiment.
Fig. 14(b) is a side view showing an indicator ring
used in the second embodiment.
Fig. 15 is a partially cross-sectional side view show-
ing a pipe joint in the second embodiment, into which
a flexible pipe has been inserted until it abuts the
sliding member.
Fig. 16 is a partially cross-sectional side view show-
ing a pipe joint in the second embodiment, in a state
where the connection of a flexible pipe is completed.
Fig. 17(a) is a cross-sectional view showing the po-
sitional relation between a stop ring and engaging
grooves when the pressing nut starts to enter the
joint body in the second embodiment.
Fig. 17(b) is a cross-sectional view showing the po-
sitional relation between a stop ring and engaging
grooves while the pressing nut is being inserted into
the joint body in the second embodiment.
Fig. 17(c) is a cross-sectional view showing the po-
sitional relation between a stop ring and engaging
grooves when the pressing nut has been inserted
into the joint body until it abuts the retainer in the
second embodiment.
Fig. 17(d) is a cross-sectional view showing the po-
sitional relation between a stop ring and engaging
grooves after the flexible pipe is connected in the
second embodiment.
Fig. 17(e) is a cross-sectional view showing the po-
sitional relation between a stop ring and engaging
grooves when the pipe joint is disassembled in the
second embodiment.
Fig. 18 is a cross-sectional view showing the shapes
and sizes of first to third engaging grooves in the
joint body, and peripheral, annular grooves in the
pressing nut in the second embodiment.
Fig. 19 is a partially cross-sectional side view show-
ing a pipe joint in the second embodiment, which is
prepared to a disassembling operation.
Fig. 20 is a partially cross-sectional side view show-
ing a pipe joint in the second embodiment, which has
been disassembled.
Fig. 21 is a partially cross-sectional side view show-
ing a pipe joint in the third embodiment, in which the
connection of a flexible pipe is completed.
Fig. 22(a) is a front view showing a dissembling ring
used in the third embodiment.

Fig. 22(b) is a side view showing a disassembling
ring used in the third embodiment.
Fig. 23 is a partially cross-sectional side view show-
ing a pipe joint in the third embodiment, which is pre-
pared to a disassembling operation.

DESCRIPTION OF THE PREFERRED EMBODIMENTS

[0025] The embodiments of the present invention will
be explained in detail referring to the attached drawings.
The explanation of each embodiment is valid to other
embodiments unless otherwise particularly mentioned.
The same parts and portions in all embodiments are pro-
vided with the same reference numerals.

[1] Pipe joint in first embodiment

[0026] This pipe joint has a structure capable of con-
ducting the connection step of a flexible pipe and the
confirmation step of the normal connection of the flexible
pipe by two actions. With the connection step and the
connection-confirming step divided, a worker can con-
nect the flexible pipe with confirmation easily and surely
even in a narrow, dark connecting site, and an operation
manager can surely confirm from the appearance of the
pipe joint after connection whether or not a normal con-
nection has been conducted. Particularly because the
connection step and the connection-confirming step are
conducted by two actions, a worker does not forget the
confirmation of connection.

(1) Structure

[0027] As shown in Figs. 1-4, the pipe joint 1 according
to the first embodiment of the present invention compris-
es a joint body 2 having an inner hole 21 into which a
flexible pipe (for example, a resin-coated, corrugated
metal pipe) is inserted from one end side, and a male
screw portion 22 on the other end side; a pressing nut 3
partially inserted into the joint body 2; a resilient means
4 disposed inside the joint body 2; a first sealing member
5; a retainer 6; a stop ring 7; a second sealing member
8; a third sealing member 9; and an indicator ring 10.

(a) Joint body

[0028] As shown in Fig. 3, the inner hole 21 of the joint
body 2 comprises a first inner diameter portion 21a hav-
ing a larger inner diameter than that of the male screw
portion 22 and slidably receiving the resilient means 4
and the sealing member 5, and a second inner diameter
portion 21b having a larger inner diameter than that of
the first inner diameter portion 21a and slidably receiving
the retainer 6 and the pressing nut 3, in this order from
the side of the male screw portion 22, with an inner, an-
nular projection 23 provided at the deepest end of the
first inner diameter portion 21a, and an annular groove
24 provided at the inlet-side end of the second inner di-
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ameter portion 21b. The second inner diameter portion
21b is provided with first to third engaging grooves 171,
172, 173, into which the stop ring 7 is received movably
in a longitudinal direction.

(b) Pressing nut

[0029] As shown in Fig. 4(a), the pressing nut 3 com-
prises a tip end portion 31 having a tapered surface 31a
abutting the retainer 6, a peripheral, annular groove 32
receiving the stop ring 7, a peripheral, annular groove 33
receiving a second circular sealing member 8, an annular
groove 34 receiving the indicator ring 10 at a position
near the inlet end of the joint body 2, an inner, annular
groove 35 receiving a third circular sealing member 9, a
pore (for example, circular pore) 36 communicating with
the outside near the inlet end of the joint body 2, and an
inner flange 37 provided at the inlet end for defining the
inner, annular groove 35. An inner end portion of the inner
flange 37 is an inwardly bent portion 37a (bent to the side
of the inner, annular groove 35) . A selectively permeable
member 12 is fit into the communicating pore 36. To avoid
undesired sliding before or during the connection oper-
ation, the pressing nut 3 preferably has such a smooth
peripheral surface that it is not easily gripped by the hand.

(c) Resilient means

[0030] The resilient means 4 disposed between the
joint body 2 and the pressing nut 3 is locked in the joint
body 2 before the connection of a flexible pipe 100, and
unlocked when the flexible pipe 100 is inserted deep into
the joint body 2, to push the first sealing member 5 in an
opposite direction to the insertion direction of the flexible
pipe 100, thereby abutting the retainer 6 to a tapered tip
end surface 31a of the pressing nut 2. As shown in Fig.
3, the resilient means 4 comprises a compression coil 41
(in a compressed state in Fig. 1), a substantially cylindri-
cal guide member 42 having an L-shaped cross section,
and a substantially cylindrical sliding member 43 mova-
ble inside the guide member 42 in a longitudinal direction.
[0031] As shown in Fig. 3(a), the guide member 42
formed by a resilient metal plate comprises a hollow, disc-
shaped support portion 421, and pluralities of arcuate
plates 422 extending longitudinally and slightly inwardly
from the hollow, disc-shaped support portion 421 at cir-
cumferential positions thereof. Each arcuate plate 422
has a slightly outwardly bent portion 422a at a tip end
thereof. As shown in Fig. 3(b), the bent portion 422a of
each arcuate plate 422 has small projections 423 on the
outer surface. The sliding member 43 comprises a cylin-
drical portion 431, and a thick flange 432 extending from
an end of the cylindrical portion 431. A peripheral surface
of the flange 432 has an annular recess 432a for receiving
the small outer projection 423 of the bent portion 422a
of the arcuate plate 422. For smooth sliding, the sliding
member 43 is preferably made of materials having low
specific gravities, high strength and low friction coeffi-

cients, such as engineering plastics.
[0032] As shown in Fig. 1, in a state before the flexible
pipe 100 is inserted into the joint body 2, the compression
coil 41 is held in a compressed state between the hollow,
disc-shaped support portion 421 of the guide member 42
and the inner, annular projection 23 of the joint body 2,
so that the bent tip end portions 422a of the arcuate plates
422 of the guide member 42 engage the inner, annular
projection 23. With the sliding member 43 disposed in-
side the guide member 42, the arcuate plates 422 of the
guide members 42 are gripped between the inner, annu-
lar projection 23 of the joint body 2 and the flange 432 of
the sliding member 43. In order that power of gripping
the arcuate plates 422 of the guide member 42 by the
inner, annular projection 23 and the flange 432 is larger
than the resilient force of the compression coil 41, the
inner diameter of the inner, annular projection 23, the
outer diameter of the flange 432 and the thickness of the
arcuate plates 422 are determined.

(d) First sealing member

[0033] The first sealing member 5 for sealing a tip end
portion of a corrugated metal pipe 101 comprises a gas-
tight packing 51 made of rubbers, etc., a metal guide 52
having an L-shaped cross section and fixed to the pack-
ing 51, and a fire-resistant packing 53 seated on the guide
52. The gas-tight packing 51 has not only a slightly larger
outer diameter than the inner diameter of the first inner
diameter portion 21a to ensure its close adhesion to the
first inner diameter portion 21a of the joint body 2, but
also a slightly smaller inner diameter than the outer di-
ameter (outer diameter of ridges) of the corrugated metal
pipe 101. The gas-tight packing 51 has such length as
to seal several ridges (for example, two ridges) of the
corrugated metal pipe 101, thereby ensuring the gas-
tight sealing of the peripheral surface of the corrugated
metal pipe 101. Because the packing 51 should keep
sealing for a long period of time, it is preferably made of
nitrile-butadiene rubber (NBR), etc. having excellent gas
impermeability.
[0034] Even if the gas-tight packing 51 is burned out
with the pipe joint 1 exposed to high temperatures by
flame, etc., the rubber-made, fire-resistant packing 53 is
thermally expanded to fill a gap between the joint body
2 and the corrugated metal pipe 101, preventing gas leak-
age. Also, when the packing 51 is burned out, the resilient
means 4 expands to abut the guide member 42, limiting
the movement of the thermally expanded fire-resistant
packing 53, thereby ensuring sealing between the inner
surface of the joint body 2 and the peripheral surface of
the corrugated metal pipe 101.
[0035] The fire-resistant packing 53 is produced, for
example, by curing a blend of rubber such as natural
rubber (NR), nitrile-butadiene rubber (NBR), chloroprene
rubber (CR), ethylene-propylene rubber (EPR), ethyl-
ene-propylene-diene rubber (EPDM), silicone rubber
(SR), etc., a graphite intercalation compound thermally
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expandable in an unfoamed state, a curing agent, and if
necessary, fillers, a softening agent, etc. The graphite
intercalation compound is obtained, for example, by
treating graphite with sulfuric acid. The graphite interca-
lation compound expands several times to several tens
of times in an unfoamed state when heated to 170°C or
higher, and its apparent volume increases 100-250 times
when heated to 800-1000°C. The volume of the fire-re-
sistant packing 53 and the amount of the graphite inter-
calation compound added are preferably determined,
taking into consideration the expansion of the fire-resist-
ant packing 53 and the gas permeability of the expanded
fire-resistant packing 53. From the aspect of sealing, the
fire-resistant packing 53 preferably has Shore A hard-
ness of 50-80.

(e) Retainer

[0036] As shown in Figs. 1 and 2, the retainer 6 made
of resiliently deformable materials (for example, engi-
neering plastics) comprises a cylindrical base portion 61,
pluralities of segments 62 extending from the cylindrical
base portion 61 with equal circumferential intervals, and
a nail portion 63 provided at a tip end of each segment
62 and made of a metal (for example, brass). An outer
surface of each segment 62 is a tapered surface 62a
abutting the tapered tip end surface 31a of the pressing
nut 3. Having larger inner diameters than the outer diam-
eter of ridges of the corrugated metal pipe 101, the cy-
lindrical base portion 61 and segments 62 of the retainer
6 do not hinder the insertion of the flexible pipe 100 in an
unloaded state. However, with slits between the seg-
ments 62, the segments 62 are bent inwardly when the
tapered surfaces 62a of the segments 62 are pressed by
the tapered tip end surface 31a of the pressing nut 3 by
a restoring force of the compression coil 41 as described
later. As a result, the nail portions 63 provided at tip ends
of the segments 62 engage the valleys of the corrugated
metal pipe 101.

(f) Stop ring

[0037] The stop ring 7 is a resiliently deformable C-
shaped member engaging any one of first to third engag-
ing grooves 171, 172, 173 of the joint body 2 depending
on the operation steps, to hold (lock) the pressing nut 3
at any one of plural positions of the joint body 2. To exhibit
this function effectively, the stop ring 7 is preferably
formed by a resilient wire of a metal such as austenitic
stainless steel.

(g) Second sealing member

[0038] The second sealing member 8 received in the
peripheral, annular groove 33 of the pressing nut 3 is
closely adhered to the joint body 2, providing sealing be-
tween the pressing nut 3 and the joint body 2, thereby
preventing the intrusion of rainwater. The second sealing

member 8 is preferably an O-ring made of, for example,
olefinic rubber such as ethylene-propylene-diene rubber
(EPDM), etc.

(h) Third sealing member

[0039] As shown in Fig. 4(b), the third sealing member
9 received in the inner, annular groove 35 of the pressing
nut 3 is preferably a lip packing having a substantially L-
shaped cross section, and comprising an annular body
9a fit into the inner, annular groove 35, and an inner lip
9b extending from the annular body 9a. Because this lip
packing having an L-shaped cross section is longitudi-
nally shorter than a lip packing having a T-shaped cross
section used in the second pipe joint as described later,
it is effective for making the pipe joint smaller. The lip
packing is preferably made of, for example, olefinic rub-
ber such as EPDM, etc.
[0040] The annular body 9a has a step portion 9c ex-
tending from the inner lip 9b outward (on the side of the
inner flange 37). As shown in Fig. 4(c), the step portion
9c of the third sealing member 9 engages the outwardly
bent portion 37a of the inner flange 37. When the flexible
pipe 100 is inserted into the pressing nut 3, the inner lip
9b is resiliently bent toward the deeper side, pressing the
flexible pipe 100 at a desired sealing surface pressure.
As a result, sealing is obtained between the pressing nut
3 and the flexible pipe 100, preventing the intrusion of
rainwater. The insertion of the flexible pipe 100 applies
stress to the third sealing member 9 toward the deeper
side, but the step portion 9c of the third sealing member
9 engaging the outwardly bent portion 37a prevents the
third sealing member 9 from detaching from the inner,
annular groove 35.

(i) Indicator ring

[0041] To confirm the completion of connecting the
flexible pipe 100 to the pipe joint 1, and to facilitate the
operation of disassembling the pipe joint 1 having the
flexible pipe 100 inserted, the indicator ring 10 is detach-
ably mounted to the peripheral, annular groove 34 of the
pressing nut 3. The indicator ring 10 is a metal-made, C-
shaped ring having a smaller inner diameter than the
outer diameter of the peripheral, annular groove 34 in an
unloaded state. In a state where the pressing nut 3 is
inserted into the joint body 2, the indicator ring 10 is cov-
ered by the annular groove 24 at the inlet end of the joint
body 2, so that it cannot be seen from outside. However,
when the pressing nut 3 is pulled to confirm the comple-
tion of connecting the flexible pipe 100 to the pipe joint
1, the stop ring 7 enters the second engaging groove 172
as described later, and the indicator ring 10 appears from
the annular groove 24 of the joint body 2. In order that
the complete connection of the flexible pipe 100 to the
pipe joint 1 can be confirmed by the naked eye, the indi-
cator ring 10 preferably has a different color from those
of the joint body 2 and the pressing nut 3.
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(j) Selectively permeable member

[0042] To detect gas leakage occurring, for example,
when a nail is erroneously hit into the corrugated pipe
101 during the piping operation, the communicating pore
36 of the pressing nut 3 is provided with the selectively
permeable member 12. Because the leaked gas flows
into a gap between the corrugated pipe 101 and the resin
coating 102, it passes through the selectively permeable
member 12 toward outside, so that it can be detected by
a gas sensor, etc. The selectively permeable member 12
is a porous member having gas permeability but prevent-
ing the intrusion of moisture, dust, etc. for a long period
of time after piping. Such porous member is preferably
a porous body made of polymers such as polyolefins (pol-
yethylene, polypropylene, etc.), polymethyl methacr-
ylate, polystyrenes, ethylene-vinyl acetate copolymers,
polytetrafluoroethylene, etc.

(k) Engaging mechanism

[0043] As shown in Figs. 5 and 6, the engaging mech-
anism 11 comprises an engaging groove assembly 17
comprising first to third engaging grooves 171, 172, 173
communicating with each other on the inner surface of
the joint body 2, and a peripheral, annular groove 32 of
the pressing nut 3. As shown in Fig. 6, the first engaging
groove 171 is constituted by an annular groove 171a (lon-
gitudinal length: La1), and a tapered groove 171b (longi-
tudinal length: Lb1, taper angle: α1) having a tapered sur-
face with a diameter decreasing from the inner surface
of the annular groove 171a toward the inlet side (left side
in Fig. 6). The second engaging groove 172 communi-
cating with the tapered groove 171b of the first engaging
groove 171 is constituted by a tapered groove 172b
(length: Lb2, taper angle: α2) having a tapered surface
with a diameter increasing toward the inlet side, and an
annular groove 172a (longitudinal length: La2) having an
inner surface connected to the tapered groove 172b. The
tapered groove 171b of the first engaging groove 171
and the tapered groove 172b of the second engaging
groove 172 form an inner, annular, triangular projection
174 (length Lb). The third engaging groove 173 (longitu-
dinal length: L3) is communicating with the annular
groove 171a of the first engaging groove 171.
[0044] In order that the stop ring 7 can smoothly move
from the first engaging groove 171 to the second engag-
ing groove 172 by the insertion operation of the flexible
pipe 100, the total length L1 of the first engaging groove
171 and the second engaging groove 172 is more than
2 times the diameter D of the stop ring 7.
[0045] Because the first and second engaging grooves
171, 172 are connected via the inner, annular, triangular
projection 174, the application of a force making the di-
ameter of the stop ring 7 smaller than the inner diameter
of the inner, annular projection 174 to the pressing nut 3
can move the stop ring 7 from the first engaging groove
171 to the second engaging groove 172, or from the sec-

ond engaging groove 172 to the first engaging groove
171. With an insufficient force to reduce the diameter of
the stop ring, however, the inner, annular projection 174
prevents the stop ring 7 received in the first engaging
groove 171 from moving to the second engaging groove
172.
[0046] Though Fig. 6 indicates the same taper angles
α1 and α2, they may be different. With too large taper
angles α1, α2, the stop ring 7 does not move easily. With
too small taper angles α1, α2, the stop ring 7 is not surely
held in the first or second engaging groove 171, 172.
[0047] In the first embodiment, the inclination angles
(taper angles) α1, α2 of the side surfaces of the inner,
annular projection 174 should be determined, such that
(a) the stop ring 7 is retained in the first engaging groove
171 in the connection step of the flexible pipe 100, and
that (b) in the step of confirming the connection of the
flexible pipe 100, the stop ring 7 moves from the first
engaging groove 171 to the second engaging groove 172
passing the inner, annular projection 174. In other words,
each taper angle α1, α2 should be relatively large such
that (a) the stop ring 7 does not pass the inner, annular
projection 174 by the action of the resilient means 4 (the
restoring force of the compression coil 41), and that (b)
the stop ring 7 passes the inner, annular projection 174
by a pulling force for confirming the connection of the
flexible pipe 100. Specifically, each taper angle α1, α2 is
preferably 40-50°, for example, such that good response
(clicking) is sensed when an average worker conducts
the above operations (a) and (b). Of course, each taper
angle α1, α2 may be changed properly depending on the
restoring force of the compression coil 41.
[0048] The depth D171 of the first engaging groove 171
is preferably smaller than the diameter D of the stop ring
7, for example, about half of the diameter D. The length
La1 + Lb1 of the first engaging groove 171 is preferably
substantially equal to the diameter D of the stop ring 7.
[0049] The depth D172 of the second engaging groove
172 is preferably smaller than the diameter D of the stop
ring 7, specifically 0.6-0.7 times the diameter D. The
length La2 + Lb2 of the second engaging groove 172 is
preferably more than the diameter D of the stop ring,
specifically 1.3-1.4 times.
[0050] For example, when the taper angle is α1 = α2 =
45°, the length La2 + Lb2 of the second engaging groove
172 is preferably within a range of 1.2-1.6 times the length
La1 + Lb1 of the first engaging groove 171, to obtain the
smooth movement of the stop ring 7, and to retain the
stop ring 7 surely in the first and second engaging
grooves 171, 172.
[0051] The depth D173 of the third engaging groove
173 is preferably more than the diameter D of the stop
ring 7, specifically 1.1-1.2 times. The length L3 of the third
engaging groove 173 also is preferably larger than the
diameter D of the stop ring 7, specifically 1.1-1.2 times.
The peripheral, annular groove 32 in the pressing nut 3
preferably has larger depth D32 than the diameter D of
the stop ring 7 (specifically 1.1-1.2 times), and slightly
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larger length L32 than the diameter D of the stop ring 7
(specifically 1.05-1.1 times).

(2) Connecting operation

(a) Assembling of pipe joint

[0052] To assemble the pipe joint such that it can be
used soon at a piping site, the compression coil 41, the
guide member 42 and the sliding member 43 are set in
the joint body 2 using a jig as shown in Fig. 1; the first
sealing member 5 comprising the gas-tight packing 51,
to which the metal guide 52 is fixed, and the fire-resistant
packing 53, and the retainer 6 are then inserted into the
joint body 2; and finally the pressing nut 3, to which the
second sealing member 8, the third sealing member 9
and the indicator ring 10 are mounted, are inserted into
the joint body 2. In this case, the stop ring 7 is first received
in the peripheral, annular groove 32 of the pressing nut
3 as shown in Fig. 5(a). Because the peripheral, annular
groove 32 is deeper than the diameter D of the stop ring
7, the stop ring 7 is completely received in the peripheral,
annular groove 32, so that the pressing nut 3 can slide
in the joint body 2 without resistance. While the pressing
nut 3 is entering, the peripheral, annular groove 32 is
aligned with the second engaging groove 172, so that
the stop ring 7 enters the second engaging groove 172
as shown in Fig. 5(b). The further sliding of the pressing
nut 3 makes the stop ring 7 enter the first engaging groove
171 passing the inner, annular, triangular projection 174
as shown in Fig. 5(c). Because the depth D171 of the first
engaging groove 171 is smaller than the diameter D of
the stop ring 7, the stop ring 7 engages both of the first
engaging groove 171 and the peripheral, annular groove
32. In this state, a tip end of the pressing nut 3 abuts the
retainer 6, making the pipe joint 1 usable.

(b) Insertion operation of flexible pipe

[0053] When a flexible pipe 100, from which a resin
coating 102 as long as several ridges is removed from
the tip end portion, is inserted into the pipe joint 1, a tip
end of the corrugated metal pipe 101 abuts the cylindrical
portion 431 of the sliding member 43. With the pressing
nut 3 pushed into the joint body 2, the flange 432 of the
sliding member 43 detaches from the inner, annular pro-
jection 23 of the joint body 2 as shown in Fig. 7, liberating
the arcuate plates 422 of the guide member 42 from grip-
ping by the inner, annular projection 23 and the flange
432 of the sliding member 43. Thus, the restoring force
of the compression coil 41 causes the guide member 42
to push the packing 51 of the first sealing member 5 as
shown in Fig. 8. The retainer 6 pushed by the first sealing
member 5 slides in the direction shown by the arrow in
Fig. 8, so that it is pushed to the tapered tip end surface
31a of the pressing nut 3. When the tapered surfaces
62a of the segments 62 of the retainer 6 abut the tapered
surface 31a of the pressing nut 3, the segments 62 are

deformed inward, so that the tapered surfaces 62a of the
segments 62 are closely adhered to the tapered surface
31a of the pressing nut 3, and that the nail portions 63
of the segments 62 engage the valleys of the corrugated
metal pipe 101. As a result, the flexible pipe 100 is not
detached from the pipe joint 1. During this insertion op-
eration of the flexible pipe 100, there is a click sound
because the compression coil 41 instantaneously ex-
pands to push the metal guide member 42. With this click
sound, it can be confirmed that the flexible pipe 100 has
been normally connected to the pipe joint 1.
[0054] When the compression coil 41 is released, the
packing 51 longitudinally compressed by the restoring
force of the compression coil 41 expands radially, pro-
viding improved sealing between the joint body 2 and the
flexible pipe 100. Accordingly, even with some deforma-
tions (for example, flattening or bending) in the corrugat-
ed pipe 101, the flexible pipe 100 can provide gas-tight
connection to the joint body 2. Also, the sealing member
8 ensures sealing between the joint body 2 and the press-
ing nut 3, and the sealing member 9 closely adhered to
a peripheral surface of the flexible pipe 100 ensures seal-
ing between the flexible pipe 100 and the pressing nut
3, thereby preventing the intrusion of rainwater.

(c) Connection confirmation of flexible pipes

[0055] To confirm the normal connection of the flexible
pipe 100 to the pipe joint 1 shown in Fig. 8, and to enable
an operation manager to confirm such connection, the
flexible pipe 100 is pulled from the pipe joint 1. Because
the flexible pipe 100 is firmly connected to the pressing
nut 3 with the rubber-made, gas-tight packing 51 and the
nail portions 63 of the retainer 6, the pressing nut 3 is
slightly pulled from the joint body 2 together with the flex-
ible pipe 100, so that the indicator ring 10 appears from
the annular groove 24 of the joint body 2 as shown in Fig.
9.
[0056] At this time, the stop ring 7 moves from the first
engaging groove 171 to the second engaging groove 172
passing the inner, annular projection 174 as shown in
Fig. 5(d), and held at a position engaging both of the
second engaging groove 172 and the peripheral, annular
groove 32. The length of the pressing nut 3 pulled is La2
+ Lb2. Further pulling the pressing nut 3 from this position
fails to slide the pressing nut 3, because the stop ring 7
pushed by the peripheral, annular groove 32 abuts an
inlet-side, vertical, inner wall of the second engaging
groove 172. Pushing the pressing nut 3 into the joint body
2 does not easily slide the pressing nut 3 because of the
resilient force of the compression coil 41. Thus, the rel-
ative movement of the pressing nut 3 to the joint body 2
is blocked, so that the flexible pipe 100 is not drawn from
the pipe joint 1 even with a pulling force applied to the
flexible pipe 100, making it possible to confirm that the
insertion of the flexible pipe 100 (connection to the pipe
joint 1) is completed.
[0057] As shown in Fig. 9, with the indicator ring 10
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appearing from the joint body 2, an operation manager
can confirm by contact the completion of the connection
of the flexible pipe even in a narrow, dark connecting site.
Also, with at least a peripheral surface of the indicator
ring 10 having different color from those of the joint body
2 and the pressing nut 3, the completion of the connection
of the flexible pipe can be confirmed by the naked eye.
Thus, the step of pulling the flexible pipe 100 after inser-
tion makes it possible to surely confirm the completion
of connecting the flexible pipe 100 to the pipe joint 1, and
completely remove anxiety as to whether or not the con-
nection operation has been conducted normally.

(d) Disassembling operation of pipe joint

[0058] When the pressing nut 3 is pushed into the joint
body 2 with the indicator ring 10 removed from the press-
ing nut 3 as shown in Fig. 10, the stop ring 7 moves from
the second engaging groove 172 to the third engaging
groove 173 passing the inner, annular projection 174 and
the first engaging groove 171 as shown in Fig. 5(e). Be-
cause the third engaging groove 173 is deeper than the
diameter D of the stop ring 7, the stop ring 7 is completely
received in the third engaging groove 173, liberating the
pressing nut 3 from connection with the joint body 2, and
thus putting the pressing nut 3 in a state where it can be
drawn from the joint body 2. As a result, the resilient
means 4 comprising the compression coil 41, the guide
member 42 and the sliding member 43, and the flexible
pipe 100 provided with the sealing member 5, the retainer
6 and the pressing nut 3 can be removed from the joint
body 2 as shown in Fig. 3, and the sealing member 5,
the retainer 6 and the pressing nut 3 can be removed
from the flexible pipe 100. By such disassembling oper-
ation, the flexible pipe 100 is detached without damage
at all, enabling its reuse.

[2] Pipe joint in second embodiment

[0059] This pipe joint has a structure enabling a single-
action step of conducting the connection of the flexible
pipe and confirming the normal connection of the flexible
pipe. With the connection step and the connection-con-
firming step conducted simultaneously, the connection
of the flexible pipe can be conducted quickly and easily
even in a narrow, dark connecting site. An operation man-
ager can confirm from the appearance of the pipe joint
after connection whether or not a normal operation has
been conducted. Because there is no need of additionally
conducting a connection-confirming step, an operation
of confirming the normal connection should not be for-
gotten.

(1) Structure

[0060] As shown in Figs. 11 and 12, the pipe joint ac-
cording to the second embodiment of the present inven-
tion is essentially the same as the pipe joint according to

the first embodiment, except for the shapes of a joint
body and a pressing nut, a resilient means, engaging
grooves, an indicator ring and a third sealing member.
Accordingly, explanation will be made on their differenc-
es below.
[0061] As shown in Fig. 12, the inner hole 21 of the
joint body 2 has a third inner diameter portion 21c having
a smaller inner diameter than that of the first inner diam-
eter portion 21a on the deeper side of the first inner di-
ameter portion 21a (on the side of the male screw portion
22). The third inner diameter portion 21c receives a slid-
ing member 43 when a compression coil 41 is released.
[0062] The resilient means 4 comprises a compression
coil 41, an substantially cylindrical guide member 42 hav-
ing an L-shaped cross section, a hollow, disc-shaped
spacer member 44 supported by the guide member 42
together with the compression coil 41, and a substantially
cylindrical sliding member 43 longitudinally movable in-
side the guide member 42. As shown in Fig. 13, the com-
pression coil 41 and the guide member 42 are the same
as in the first embodiment.
[0063] With the compression coil 41 sandwiched in a
compressed state between the hollow, disc-shaped sup-
port portion 421 of the guide member 42 and the spacer
member 44, the spacer member 44 engages bent por-
tions 422a of the guide member 42, so that a flange 432
of the sliding member 43 supports inner surfaces of the
bent portions 422a to prevent the bent portions 422a from
opening, thereby keeping the compression coil 41 in a
compressed state. Accordingly, the resilient means 4 is
held inside the joint body 2 with its parts assembled.
When the sliding member 43 slides toward the deeper
side of the joint body 2, it is detached from the inner sur-
faces of the bent portions 422a. As a result, the arcuate
plates 422 are bent inward to detach the spacer member
44 from the bent portions 422a, so that the compression
coil 41 expands. From the aspect of strength, the spacer
member 44 is preferably made of metals.
[0064] The third sealing member 19 is a lip packing
having a T-shaped cross section; a lip inwardly extending
from a longitudinal center thereof being bent to engage
the flexible pipe 100 at a desired sealing surface pres-
sure, thereby providing sealing between the pressing nut
3 and the flexible pipe 100.
[0065] To facilitate the disassembling operation of the
pipe joint into which the flexible pipe is inserted, an indi-
cator ring 110 made of engineering plastics is detachably
mounted to a peripheral, annular groove of the pressing
nut 3. As shown in Fig. 14, for easy mounting to and
detaching from the pressing nut 3, the indicator ring 110
is provided on the inner surface with pluralities of projec-
tions 91 received in the peripheral, annular groove of the
pressing nut 3. The indicator ring 110 has a recess 92
on an end surface, and an arcuate notch 93 on an inner
surface. When the indicator ring 110 is pulled with a hook-
shaped tool engaging the recess 92, the indicator ring
110 is broken at the notch 93, so that it can be drawn.
Because the notch 93 makes the indicator ring 110 de-
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formable by a small force, the indicator ring 110 can be
easily mounted to a circumferential groove of the press-
ing nut 3. The projection 91 also facilitates mounting to
the circumferential groove. To enable the connection
confirmation action by the naked eye, the indicator ring
110 preferably has different color from those of the joint
body 2 and the pressing nut 3. The pressing nut 3 has
an annular rib 38 near the peripheral, annular groove for
mounting the indicator ring 110.

(2) Engaging mechanism

[0066] As shown in Figs. 17 and 18, the engaging
mechanism 111 comprises an engaging groove assem-
bly 27 comprising first to third engaging grooves 271,
272, 273 provided on the inner surface of the joint body
2 and communicating with each other, and a peripheral,
annular groove 32 of the pressing nut 3. As shown in Fig.
18, the first engaging groove 271 comprises an annular
groove 271a (longitudinal length: La1), and a tapered
groove 271b (longitudinal length: Lb1, taper angle: α1)
having a tapered surface having a decreasing diameter
from the inner surface of the annular groove 271a toward
the inlet side (on the left side in Fig. 18). The second
engaging groove 272 communicating with the tapered
groove 271b of the first engaging groove 271 comprises
a tapered groove 272b (length: Lb2, taper angle: α2) hav-
ing a tapered surface expanding toward the inlet side,
and an annular groove 272a (longitudinal length: La2)
having an inner surface connected to the tapered groove
272b. An inner, annular projection 274 (length: Lb) having
a trapezoidal cross section is formed by the tapered
groove 271b of the first engaging groove 271 and the
tapered groove 272b of the second engaging groove 272.
The third engaging groove 273 (longitudinal length: L3)
is communicating with the annular groove 271a of the
first engaging groove 271.
[0067] In order that the stop ring 7 smoothly moves
from the first engaging groove 271 to the second engag-
ing groove 272 by the insertion operation of the flexible
pipe 100, the total length L1 of the first engaging groove
271 and the second engaging groove 272 is more than
2 times the diameter D of the stop ring 7.
[0068] Because the first and second engaging grooves
271, 272 are communicating with each other via the inner,
annular projection 274 having a trapezoidal cross sec-
tion, the application of a force of making the diameter of
the stop ring 7 smaller than the inner diameter of the
inner, annular projection 274 to the pressing nut 3 can
move the stop ring 7 either from the first engaging groove
271 to the second engaging groove 272, or from the sec-
ond engaging groove 272 to the first engaging groove
271. However, with a smaller force than reducing the
diameter of the stop ring, the inner, annular projection
274 prevents the stop ring 7 received in the first engaging
groove 271 from moving to the second engaging groove
272.
[0069] Though the taper angles α1 and α2 are the same

in Fig. 18, they may be different. Too large taper angles
α1, α2 make the movement of the stop ring 7 difficult, and
too small taper angles α1, α2 make it difficult to retain the
stop ring 7 in the first or second engaging groove 271,
272.
[0070] In the second embodiment, the side surfaces
of the inner, annular projection 274 should have such
inclination angles (taper angles) α1, α2 that (a) before
the connection of the flexible pipe 100, the stop ring 7 is
retained in the first engaging groove 271, and that (b)
when the flexible pipe 100 is connected, the stop ring 7
moves from the first engaging groove 271 to the second
engaging groove 272 passing the inner, annular projec-
tion 274. In other words, each taper angle α1, α2 should
be relatively small, such that the stop ring 7 passes the
inner, annular projection 274 by the action of the resilient
means 4 (by the restoring force of the compression coil
41). Specifically, each taper angle α1, α2 is preferably,
for example, 20-30°, such that good response (clicking)
can be sensed when an average worker conducts the
above connection operation. Of course, each taper angle
α1, α2 may be properly changed depending on the re-
storing force of the compression coil 41.
[0071] The depth D271 of the first engaging groove 271
is preferably smaller than the diameter D of the stop ring
7, for example, about half of the diameter D. The length
La1 + Lb1 of the first engaging groove 271 is preferably
almost equal to the diameter D of the stop ring 7.
[0072] The depth D272 of the second engaging groove
272 may be the same as the depth D271 of the first en-
gaging groove 271. The length La2 + Lb2 of the second
engaging groove 272 is preferably more than the diam-
eter D of the stop ring, specifically 1.1-1.2 times.
[0073] For example, when the taper angles are α1 =
α2 = 25°, the length La2 + Lb2 of the second engaging
groove 272 is preferably within a range of 1.1-1.2 times
the length La1 + Lb1 of the first engaging groove 271, to
ensure the smooth movement of the stop ring 7, and to
surely hold the stop ring 7 in either one of the first and
second engaging grooves 271, 272.
[0074] The depth D273 and length L2 of the third en-
gaging groove 273, and the depth D32 and length L32 of
the peripheral, annular groove 32 of the pressing nut 3
may be the same as in the first embodiment.

(3) Connection operation

[0075] When a flexible pipe 100 with a coating resin
102 as long as several ridges removed from the tip end
portion is inserted into a pipe joint 1 in the state shown
in Fig. 11, a tip end of the corrugated metal pipe 101 of
the flexible pipe 100 abuts the sliding member 43 as
shown in Fig. 15. At this time, the stop ring 7 passes the
states shown in Figs. 17(a) and 17(b) to reach the state
shown in Fig. 17(c), so that it is held by both of the first
engaging groove 271 and the peripheral, annular groove
32.
[0076] When the flexible pipe 100 is further pushed
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into the joint body 2, the flange 432 of the sliding member
43 is detached from engagement with the spacer mem-
ber 44 as shown in Fig. 16, entering the third inner diam-
eter portion 21c. As a result, the guide member 42 pushes
the packing 51 of the first sealing member 5 by the re-
storing force of the compression coil 41. The retainer 6
pushed by the first sealing member 5 slides toward the
inlet side, and is pushed to the tapered tip end surface
31a of the pressing nut 3. With the tapered surfaces 62a
of the segments 62 of the retainer 6 abutting the tapered
surface 31a of the pressing nut 3, the segments 62 are
deformed inward, so that the tapered surfaces 62a of the
segments 62 are closely adhered to the tapered surface
31a of the pressing nut 3, and that the nail portions 63
of the segments 62 engage the valleys of the corrugated
metal pipe 101. As a result, the flexible pipe 100 is put
in a state not detachable from the pipe joint 1. Because
the compression coil 41 expands instantaneously to push
the metal guide member 42 in this insertion operation of
the flexible pipe 100, there is a click sound. This click
sound ensures the confirmation that the flexible pipe 100
has been normally connected to the pipe joint 1.
[0077] In the second embodiment, the stop ring 7
moves to the second engaging groove 272 by the release
of the compression coil 41 as shown in Fig. 16. Namely,
in the connection step of the flexible pipe 100, the stop
ring 7 moves from the state shown in Fig. 17(c) to the
state shown in Fig. 17(d), so that it is held by both of the
second engaging groove 272 and the peripheral, annular
groove 32, and that the pressing nut 3 is exposed from
the joint body 2 by the distance (La2 + Lb - Lb1) of the
stop ring 7 moving from the first engaging groove 271 to
the second engaging groove 272. Because the inner sur-
face of the indicator ring 110 is provided with pluralities
of projections 91 fitting in the peripheral, annular groove
of the pressing nut 3, the indicator ring 110 is also ex-
posed from the inlet-side annular groove of the joint body
2. With the relative movement of the joint body 2 to the
pressing nut 3 blocked by the stop ring 7, the application
of a force of pulling the flexible pipe 100 does not draw
the pressing nut 3 and the flexible pipe 100 from the pipe
joint 1. This state, in which the connection of the flexible
pipe 100 to the pipe joint 1 is completed, can be confirmed
by the exposed indicator ring 110. With the indicator ring
110, a worker can confirm by contact the completion of
the connection of flexible pipe even in a narrow, dark
connecting site. With at least a peripheral surface of the
indicator ring 110 having different color from those of the
joint body 2 and the pressing nut 3, the completion of the
connection of flexible pipe can be confirmed by the naked
eye.
[0078] When the flexible pipe 100 is pushed into the
joint body 2 as shown in Fig. 19 with the indicator ring
110 removed from the pipe joint shown in Fig. 16, the rib
38 of the pressing nut 3 enters the annular groove 24 of
the joint body 2, and the stop ring 7 moves from the sec-
ond engaging groove 272 to the third engaging groove
273 passing the inner, annular projection 274 and the

first engaging groove 271. Because the third engaging
groove 273 is deeper than the diameter D of the stop ring
7, the stop ring 7 is completely received in the third en-
gaging groove 273, releasing the connection of the joint
body 2 and the pressing nut 3. Accordingly, when the
pressing nut 3 is drawn from the joint body 2, the flexible
pipe 100 to which the sealing member 5, the retainer 6
and the pressing nut 3 are mounted, and the resilient
means 4 comprising the compression coil 41, the guide
member 42, the spacer member 44 and the sliding mem-
ber 43 can be removed from the joint body 2 as shown
in Fig. 20, and the sealing member 5, the retainer 6 and
the pressing nut 3 can be removed from the flexible pipe
100. By such disassembling operation, the flexible pipe
100 can be removed without damage at all, and thus
reused.

[3] Pipe joint in third embodiment

[0079] The pipe joint according to the third embodiment
differs from the pipe joint according to the second em-
bodiment, in that a colored circular layer 39 as wide as
a disassembling ring 120 is formed as an indicator on
the deeper side of the annular rib 38 of the pressing nut
3, as shown in Fig. 21. Accordingly, only different portions
from those in the second embodiment will be explained
here.
[0080] The colored layer 39 having different color from
those of the joint body 2 and the pressing nut 3 is formed
by painting, etc. Because the disassembling ring 120 de-
tachably attached to the joint body 2 is a compressed C-
type ring, it is retained in the annular groove 24 of the
joint body 2 even when the pressing nut 3 is exposed
from the joint body 2 by the width G by the release of the
compression coil 41. Thus, the colored circular layer 39
appears from the joint body 2.
[0081] As shown in Fig, 22, the disassembling ring 120
has a notch 93 on the peripheral surface, for easy attach-
ment to and detachment from the joint body 2. To remove
the disassembling ring 120, as in the case of the indicator
ring shown in Fig. 14, the disassembling ring 120 is drawn
with a hook-shaped tool, to break it at the notch 93. Easily
deformed by the notch 93, the disassembling ring 120 is
easily attached to the joint body 2. This disassembling
ring 120 differs from the indicator ring 110 shown in Fig.
14, in that it does not have projections on the inner sur-
face, and that it is not colored for confirmation with the
naked eye. When the pressing nut 3, into which the flex-
ible pipe 100 is inserted, is pushed into the joint body 2
with the disassembling ring 120 removed, the stop ring
7 enters the third engaging groove 273 of the joint body
2, putting the pressing nut 3 in a state where it can be
drawn from the joint body 2, as shown in Fig. 23.
[0082] Although the pipe joints of the present invention
have been explained in detail above referring to the at-
tached drawings, the pipe joints of the present invention
are not restricted thereto but may be modified variously
within the scope of the present invention. For example,
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the joint body is not restricted to a single-screw socket,
but those having two sockets, elbows, tees or female
screws may be used.

EFFECT OF THE INVENTION

[0083] The first pipe joint of the present invention has
an engaging mechanism comprising a stop ring, an an-
nular groove formed on an outer surface of the pressing
nut for receiving the stop ring, and pluralities of engaging
grooves formed on an inner surface of the joint body for
receiving the stop ring and communicating with each oth-
er, the stop ring engaging both of the annular groove and
the first engaging groove until the connection of the pipe
is completed, and when the pipe is pulled after completing
the connection, the stop ring moves from the first engag-
ing groove to the second engaging groove on the inlet
side thereof, so that the pressing nut is drawn from the
joint body. Thus, the connection operation of the pipe
and the confirmation operation of the normal connection
of the pipe can be conducted by two steps. Accordingly,
an operation manager can surely confirm from the ap-
pearance of the pipe joint after connection whether or
not a normal operation has been conducted. Particularly
even in a narrow, dark connecting site, an operation man-
ager can confirm the connection operation easily and
surely. Further, because the indicator ring does not ap-
pear without the connection-confirming operation, the
connection-confirming operation is never forgotten.
[0084] The second pipe joint of the present invention
has an engaging mechanism comprising a stop ring, an
annular groove formed on an outer surface of the press-
ing nut for receiving the stop ring, and pluralities of en-
gaging grooves formed on an inner surface of the joint
body for receiving the stop ring and communicating with
each other, the stop ring engaging both of the annular
groove and the first engaging groove until the resilient
means is pushed by a tip end of the pipe to expand, and
when the pipe is connected to the pipe joint by the ex-
pansion of the resilient means, the stop ring moves from
the first engaging groove to the second engaging groove
on the inlet side thereof, so that it is held by both of the
annular groove and the second engaging groove. Thus,
the connection operation of the pipe and the confirmation
operation of the normal connection of the pipe can be
conducted by one step. Accordingly, an operation man-
ager can easily confirm the connection, and also confirm
from the appearance of the pipe joint after connection
whether or not a normal operation has been conducted.
[0085] With the indicator ring detachably attached to
the pressing nut, mere observation of the indicator ring
by the naked eye surely enables a worker to confirm the
normal connection of the pipe. With the indicator ring
having a ring-disassembling function, the disassembling
of the pipe joint can be easily conducted simply by push-
ing the pressing nut to the joint body after the indicator
ring is removed. As a result, the pipe is removed from
the pipe joint without damage, and thus reusable as it is.

Claims

1. A pipe joint (1) comprising a pressing nut (3) into
which a pipe (100) is inserted, a joint body (2) into
which said pressing nut (3) is partially inserted, a
sealing member (5) for sealing said pipe (100) and
said joint body (2), and an engaging mechanism (11)
for keeping said pressing nut (3) at a predetermined
position in said joint body (2);
wherein
said engaging mechanism (11) comprises a stop ring
(7), an annular groove (32) formed on an outer sur-
face of said pressing nut (3) for receiving said stop
ring (7), and a plurality of engaging grooves (171,
172, 173) formed on an inner surface of said joint
body (2) for receiving said stop ring (7) and commu-
nicating with each other; and
said stop ring (7) engages both of said annular
groove (32) and a first engaging groove (171) until
the connection of said pipe (100) is completed;
characterized in that
said pipe joint (1) further comprises a retainer (6)
engaging said pipe (100) to prevent said pipe (100)
from being detached, and
when a force in a drawing direction is applied to said
pipe (100) after completing the connection of said
pipe (100), said stop ring (7) moves from said first
engaging groove (171) to a second engaging groove
(172) on the inlet side thereof, so that said pressing
nut (3) is drawn from said joint body (2) to such an
extent that the normal connection of said pipe (100)
can be confirmed.

2. The pipe joint (1) according to claim 1, comprising a
resilient means (4) unlocked to expand when pushed
by a tip end of said pipe (100), said sealing member
(5) pushed toward the inlet by the expansion of said
resilient means (4) sealing said pipe (100) and said
joint body (2).

3. The pipe joint (1) according to claim 2, wherein each
of said first and second engaging grooves (171, 172)
has a tapered groove (171b, 172b), both tapered
grooves (171b, 172b) adjacent to each other forming
an annular projection (174) having both inclined side
surfaces (171b, 172b), and said stop ring (7) being
movable in both directions between said first engag-
ing groove (171) and said second engaging groove
(172) passing said annular projection (174).

4. The pipe joint (1) according to claim 3, wherein a
side surface (171b) of said annular projection (174)
has such an inclination angle that though said stop
ring (7) does not pass said annular projection (174)
by the action of said resilient means (4), said stop
ring (7) passes said annular projection (174) by a
force of drawing said pipe (100) for the confirmation
of connection.
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5. The pipe joint (1) according to any one of claims 1-4,
wherein said pressing nut (3) is provided with an in-
dicator (10), which is shielded by said joint body (2)
until the connection of said pipe (100) is completed,
and when said pipe (100) is pulled after completing
the connection, said pressing nut (3) is drawn from
said joint body (2), and said indicator (10) appears
from said joint body (2), so that the normal connec-
tion of said pipe (100) can be confirmed.

6. The pipe joint (1) according to claim 5, wherein said
indicator (10) is a ring detachably attached to said
pressing nut (3).

7. The pipe joint (1) according to claim 6, wherein when
said pressing nut (3) is pushed inward said joint body
(2) with said indicator ring (10) detached from said
pressing nut (3), said stop ring (7) is received in a
third engaging groove (173) on the inward side of
said first engaging groove (171) to break engage-
ment with said annular groove (32), so that said
pressing nut (3) can be removed from said joint body
(2).

8. A pipe joint (1) comprising a pressing nut (3) into
which a pipe (100) is inserted, a joint body (2) into
which said pressing nut (3) is partially inserted, a
sealing member (5) for sealing said pipe (100) and
said joint body (2), and an engaging mechanism
(111) for keeping said pressing nut (3) at a prede-
termined position in said joint body (2);
wherein
said engaging mechanism (111) comprises a stop
ring (7), an annular groove (32) formed on an outer
surface of said pressing nut (3) for receiving said
stop ring (7), and a plurality of engaging grooves
(271, 272, 273) formed on an inner surface of said
joint body (2) for receiving said stop ring (7) and com-
municating with each other; and
said stop ring (7) engages both of said annular
groove (32) and a first engaging groove (271) until
the connection of said pipe (100) is completed;
characterized in that
said pipe joint (1) further comprises a retainer (6)
engaging said pipe (100) to prevent said pipe (100)
from being detached, and
when said pipe (100) is connected to said pipe joint
(1), said stop ring (7) moves from the first engaging
groove (271) to a second engaging groove (272) on
the inlet side thereof, so that said stop ring (7) is held
by both of said annular groove (32) and said second
engaging groove (272).

9. The pipe joint (1) according to claim 8, comprising a
resilient means (4) unlocked to expand when pushed
by a tip end of said pipe (100), said sealing member
(5) pushed toward the inlet by the expansion of said
resilient means (4) sealing said pipe (100) and said

joint body (2).

10. The pipe joint (1) according to claim 9, wherein each
of said first and second engaging grooves (271, 272)
has a tapered groove (271b, 272b), both tapered
grooves (271b, 272b) adjacent to each other forming
an annular projection (274) having both inclined side
surfaces (271b, 272b), and said stop ring (7) being
movable in both directions between said first engag-
ing groove (271) and said second engaging groove
(272) passing said annular projection (274).

11. The pipe joint (1) according to claim 10, wherein a
side surface (271b) of said annular projection (274)
has such an inclination angle that said stop ring (7)
passes said annular projection (274) by the action
of said resilient means (4).

12. The pipe joint (1) according to any one of claims 8-11,
wherein said pressing nut (3) is provided with an in-
dicator (110), which is shielded by said joint body (2)
before the connection of said pipe (100), and wherein
when said pipe (100) is connected to said pipe joint
(1), said indicator (110) appears from said joint body
(2), so that the normal connection of said pipe (100)
can be confirmed.

13. The pipe joint (1) according to claim 12, wherein said
indicator (110) is a color layer or a detachable ring.

14. The pipe joint (1) according to claim 13, wherein
when said pressing nut (3) is pushed inward said
joint body (2) with said indicator ring (110) detached
from said pressing nut (3), said stop ring (7) is re-
ceived in a third engaging groove (273) on the inward
side of said first engaging groove (271) to break en-
gagement with said annular groove (32), so that said
pressing nut (3) can be removed from said joint body
(2).

Patentansprüche

1. Rohrverbindung (1) mit einer Pressmutter (3), in die
ein Rohr (100) eingeführt ist, einem Verbindungs-
körper (2), in den die Pressmutter (3) teilweise ein-
geführt ist, einem Dichtungselement (5) zum Dichten
des Rohrs (100) und des Verbindungskörpers (2),
und einem Eingriffsmechanismus (11), um die
Pressmutter (3) an einer vorbestimmten Position in
dem Verbindungskörper (2) zu halten,
wobei
der Eingriffsmechanismus (11) einen Stoppring (7),
eine ringförmige Nut (32), die auf einer Außenfläche
der Pressmutter (3) zur Aufnahme des Stopprings
(7) ausgebildet ist, und mehrere Eingriffsnuten (171,
172, 173), die auf einer Innenfläche des Verbin-
dungskörpers (2) zur Aufnahme des Stopprings (7)
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ausgebildet sind und miteinander kommunizieren,
aufweist, und
der Stoppring (7) sowohl in die ringförmige Nut (32)
als auch in eine erste Eingriffsnut (171) eingreift, bis
der Anschluss des Rohrs (100) vollendet ist,
dadurch gekennzeichnet, dass
die Rohrverbindung (1) ferner ein Rückhalteelement
(6) aufweist, das in das Rohr (100) eingreift, um ein
Lösen des Rohrs (100) zu verhindern, und
wenn eine Kraft in eine Abzugsrichtung auf das Rohr
(100) ausgeübt wird, nachdem die Verbindung des
Rohrs vollendet wurde, der Stoppring (7) sich von
der ersten Eingriffsnut (171) in eine zweite Eingriffs-
nut (172) auf dessen Einlassseite bewegt, so dass
die Pressmutter (3) von dem Verbindungskörper (2)
in einem solchen Ausmaß weggezogen wird, dass
der normale Anschluss des Rohrs (100) bestätigt
werden kann.

2. Rohrverbindung (1) nach Anspruch 1, mit einer Fe-
dereinrichtung (4), die bei Entriegelung expandiert,
wenn sie von einem Spitzenende des Rohrs (100)
gedrückt wird, wobei das Versiegelungselement (5)
durch die Expansion der Federeinrichtung (4) in
Richtung des Einlasses gedrückt wird, um das Rohr
(100) und den Verbindungskörper (2) abzudichten.

3. Rohrverbindung (1) nach Anspruch 2, wobei die ers-
te und die zweite Eingriffsnut (171, 172) jeweils eine
sich verjüngende Nut (171b, 172b) aufweisen, beide
sich verjüngende Nuten (171b, 172b) aneinander
angrenzend einen ringförmigen Vorsprung (174) bil-
den, der jeweils geneigte Seitenflächen (171b, 172b)
hat, und der Stoppring (7) in beiden Richtungen zwi-
schen der ersten Eingriffsnut (171) und der zweiten
Eingriffsnut (172) vorbei an dem ringförmigen Vor-
sprung (174) bewegbar ist.

4. Rohrverbindung (1) nach Anspruch 3, wobei eine
Seitenfläche (171b) des ringförmigen Vorsprungs
(174) einen solchen Neigungswinkel aufweist, dass
obwohl der Stoppring (7) nicht an dem ringförmigen
Vorsprung (174) durch die Wirkung der Federein-
richtung (4) vorbeigeht, der Stoppring (7) durch eine
Zugkraft des Rohrs (100) für die Bestätigung des
Anschlusses an dem ringförmigen Vorsprung (174)
vorbei geht.

5. Rohrverbindung (1) nach einem der Ansprüche 1-4,
wobei die Pressmutter (3) mit einem Indikator (10)
versehen ist, der durch den Verbindungskörper (2)
abgeschirmt ist, bis die Verbindung des Rohrs (100)
vollendet ist, und wenn an dem Rohr (100) nach Voll-
endung des Anschlusses gezogen wird, die Press-
mutter (3) von dem Verbindungskörper (2) wegge-
zogen wird, und der Indikator (10) von dem Verbin-
dungskörper (2) hervorscheint, so dass der normale
Anschluss des Rohrs (100) bestätigt werden kann.

6. Rohrverbindung (1) nach Anspruch 5, wobei der In-
dikator (10) ein abnehmbar an der Pressmutter (3)
angebrachter Ring ist.

7. Rohrverbindung (1) nach Anspruch 6, wobei, wenn
die Pressmutter (3) mit von der Pressmutter (3) ab-
genommenem Indikatorring (10) in den Verbin-
dungskörper (2) hineingedrückt wird, der Stoppring
(7) in einer dritten Eingriffsnut (173) auf der Innen-
seite der ersten Eingriffsnut (171) aufgenommen
wird, um einen Eingriff mit der ringförmigen Nut (32)
zu unterbrechen, so dass die Pressmutter (3) von
dem Verbindungskörper (2) entfernt werden kann.

8. Rohrverbindung (1) mit einer Pressmutter (3), in die
ein Rohr (100) eingeführt ist, einem Verbindungs-
körper (2), in den die Pressmutter (3) teilweise ein-
geführt ist, einem Dichtungselement (5) zum Dichten
des Rohrs (100) und des Verbindungskörpers (2)
und einem Eingriffsmechanismus (111), um die
Pressmutter (3) an einer vorbestimmten Position in
dem Verbindungskörper (2) zu halten,
wobei
der Eingriffsmechanismus (111) einen Stoppring (7),
eine auf einer Außenfläche der Pressmutter (3) zur
Aufnahme des Stopprings (7) ausgebildete ringför-
mige Nut (32) und mehrere Eingriffsnuten (271, 272,
273) aufweist, die auf einer Innenfläche des Verbin-
dungskörpers (2) zur Aufnahme des Stopprings (7)
ausgebildet sind und miteinander kommunizieren,
und
der Stoppring (7) sowohl in die ringförmige Nut (32)
als auch in die erste Eingriffsnut (271) eingreift, bis
der Anschluss des Rohrs (100) vollendet ist,
dadurch gekennzeichnet, dass
die Rohrverbindung (1) ferner ein Rückhaltelement
(6) aufweist, das in das Rohr (100) eingreift, um ein
Lösen des Rohrs (100) zu verhindern, und
wenn das Rohr an die Rohrverbindung (1) ange-
schlossen ist, der Stoppring (7) sich von der ersten
Eingriffsnut (271) zu einer zweiten Eingriffsnut (272)
auf dessen Einlassseite bewegt, so dass der Stopp-
ring (7) sowohl durch die ringförmige Nut (32) als
auch durch die zweite Eingriffsnut (272) gehalten
wird.

9. Rohrverbindung (1) nach Anspruch 8, mit einer Fe-
dereinrichtung (4), die sich bei Entriegelung aus-
dehnt, wenn sie von einem Spitzenende des Rohrs
(100) gedrückt wird, wobei das Dichtelement (5)
durch die Expansion der Federeinrichtung (4) in
Richtung des Einlasses gedrückt wird, um das Rohr
(100) und den Verbindungskörper (2) zu dichten.

10. Rohrverbindung (1) nach Anspruch 9, wobei die ers-
te und die zweite Eingriffsnut (271, 272) jeweils eine
sich verjüngende Nut (271b, 272b) aufweisen, beide
sich verjüngenden Nuten (271b, 272b) aneinander
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angrenzend einen ringförmigen Vorsprung (274)
ausbilden, der jeweils geneigte Seitenflächen (271b,
272b) hat, und der Stoppring (7) in beiden Richtun-
gen zwischen der ersten Eingriffsnut (271) und der
zweiten Eingriffsnut (272) vorbei an den ringförmi-
gen Vorsprung (274) bewegbar ist.

11. Rohrverbindung (1) nach Anspruch 10, wobei eine
Seitenfläche (271b) des ringförmigen Vorsprungs
(274) einen solchen Neigungswinkel aufweist, dass
der Stoppring (7) durch die Wirkung der Federein-
richtung (4) an dem ringförmigen Vorsprung (274)
vorbei geht.

12. Rohrverbindung (1) nach einem der Ansprüche
8-11, wobei die Pressmutter (3) mit einem Indikator
(110) versehen ist, der vor dem Anschluss des Rohrs
(100) durch den Verbindungskörper (2) abgeschirmt
ist, und wobei, wenn das Rohr (100) an die Rohrver-
bindung (1) angeschlossen ist, der Indikator (110)
aus dem Rohrkörper (2) aufscheint, so dass der nor-
male Anschluss des Rohrs (100) bestätigt werden
kann.

13. Rohrverbindung (1) nach Anspruch 12, wobei der
Indikator (110) in einer Farbschicht oder einem ab-
nehmbaren Ring besteht.

14. Rohrverbindung (1) nach Anspruch 13, wobei, wenn
die Pressmutter (3) bei aus der Pressmutter (3) ab-
genommenem Indikatorring (110) in den Verbin-
dungskörper (2) gedrückt wird, der Stoppring (7) in
einer dritten Eingriffsnut (273) auf der Innenseite der
ersten Eingriffsnut (271) aufgenommen wird, um ei-
nen Eingriff mit der ringförmigen Nut (32) zu unter-
brechen, so dass die Pressmutter (3) aus dem Ver-
bindungskörper (2) entfernt werden kann.

Revendications

1. Joint (1) de conduite comprenant un écrou de pres-
sion (3) dans lequel une conduite (100) est insérée,
un corps (2) de joint dans lequel ledit écrou de pres-
sion (3) est partiellement inséré, un élément (5)
d’étanchéité pour étanchéifier ladite conduite (100)
et ledit corps (2) de joint, et un mécanisme (11) d’en-
gagement pour maintenir ledit écrou de pression (3)
en une position prédéterminée dans ledit corps (2)
de joint ;
dans lequel
ledit mécanisme (11) d’engagement comprend une
bague d’arrêt (7), une rainure annulaire (32) formée
sur une surface extérieure dudit écrou de pression
(3) pour recevoir ladite bague d’arrêt (7), et une plu-
ralité de rainures d’engagement (171, 172, 173) for-
mées sur une surface intérieure dudit corps (2) de
joint pour recevoir ladite bague d’arrêt (7) et com-

muniquant les unes avec les autres ; et
ladite bague d’arrêt (7) engage à la fois ladite rainure
annulaire (32) et une première rainure d’engage-
ment (171) jusqu’à ce que la connexion de ladite
conduite (100) soit réalisée ;
caractérisé en ce que
ledit joint (1) de conduite comprend en outre un élé-
ment de retenue (6) engageant ladite conduite (100)
pour empêcher que ladite conduite (100) ne soit dé-
tachée, et
lorsqu’une force dans un sens de traction est appli-
quée à ladite conduite (100) après réalisation de la
connexion de ladite conduite (100), ladite bague
d’arrêt (7) se déplace de ladite première rainure d’en-
gagement (171) jusqu’à une deuxième rainure d’en-
gagement (172) sur le côté d’entrée de celle-ci, de
telle manière que ledit écrou de pression (3) est tiré
hors dudit corps (2) de joint dans une mesure telle
que la connexion normale de ladite conduite (100)
peut être confirmée.

2. Joint (1) de conduite selon la revendication 1, com-
prenant un moyen résilient (4) déverrouillé pour se
dilater lorsqu’il est poussé par une extrémité de bout
de ladite conduite (100), ledit élément (5) d’étanchéi-
té poussé vers l’entrée par la dilatation dudit moyen
résilient (4) étanchéifiant ladite conduite (100) et ledit
corps (2) de joint.

3. Joint (1) de conduite selon la revendication 2, dans
lequel chacune desdites première et deuxième rai-
nures d’engagement (171, 172) a une rainure effilée
(171b, 172b), les deux rainures effilées (171b, 172b)
adjacentes l’une à l’autre formant une projection an-
nulaire (174) ayant toutes les deux des surfaces la-
térales inclinées (171b, 172b), et ladite bague d’arrêt
(7) étant mobile dans les deux sens entre ladite pre-
mière rainure d’engagement (171) et ladite deuxiè-
me rainure d’engagement (172) en passant ladite
projection annulaire (174).

4. Joint (1) de conduite selon la revendication 3, dans
lequel une surface latérale (171b) de ladite projec-
tion annulaire (174) a un angle d’inclinaison tel que,
bien que ladite bague d’arrêt (7) ne passe pas ladite
projection annulaire (174) par l’action dudit moyen
résilient (4), ladite bague d’arrêt (7) passe ladite pro-
jection annulaire (174) par une force de traction sur
ladite conduite (100) pour la confirmation de la con-
nexion.

5. Joint (1) de conduite selon l’une quelconque des re-
vendications 1-4, dans lequel ledit écrou de pression
(3) est prévu avec un indicateur (10), qui est protégé
par ledit corps (2) de joint jusqu’à ce que la connexion
de ladite conduite (100) soit réalisée, et lorsque la-
dite conduite (100) est tirée après la réalisation de
la connexion, ledit écrou de pression (3) est tiré hors
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dudit corps (2) de joint, et ledit indicateur (10) appa-
raît depuis ledit corps (2) de joint, de telle sorte que
la connexion normale de ladite conduite (100) peut
être confirmée.

6. Joint (1) de conduite selon la revendication 5, dans
lequel ledit indicateur (10) est une bague fixée de
façon détachable audit écrou de pression (3).

7. Joint (1) de conduite selon la revendication 6, dans
lequel, lorsque ledit écrou de pression (3) est poussé
vers l’intérieur dudit corps (2) de joint avec ladite
bague indicatrice (10) détachée dudit écrou de pres-
sion (3), ladite bague d’arrêt (7) est reçue dans une
troisième rainure d’engagement (173) sur le côté in-
térieur de ladite première rainure d’engagement
(171) pour rompre l’engagement avec ladite rainure
annulaire (32), de telle sorte que ledit écrou de pres-
sion (3) peut être sorti dudit corps (2) de joint.

8. Joint (1) de conduite comprenant un écrou de pres-
sion (3) dans lequel une conduite (100) est insérée,
un corps (2) de joint dans lequel ledit écrou de pres-
sion (3) est partiellement inséré, un élément (5)
d’étanchéité pour étanchéifier ladite conduite (100)
et ledit corps (2) de joint, et un mécanisme (111)
d’engagement pour maintenir ledit écrou de pression
(3) en une position prédéterminée dans ledit corps
(2) de joint ;
dans lequel
ledit mécanisme (111) d’engagement comprend une
bague d’arrêt (7), une rainure annulaire (32) formée
sur une surface extérieure dudit écrou de pression
(3) pour recevoir ladite bague d’arrêt (7), et une plu-
ralité de rainures d’engagement (271, 272, 273) for-
mées sur une surface intérieure dudit corps (2) de
joint pour recevoir ladite bague d’arrêt (7) et com-
muniquant les unes avec les autres ; et
ladite bague d’arrêt (7) engage à la fois ladite rainure
annulaire (32) et une première rainure d’engage-
ment (271) jusqu’à ce que la connexion de ladite
conduite (100) soit réalisée ;
caractérisé en ce que
ledit joint (1) de conduite comprend en outre un élé-
ment de retenue (6) engageant ladite conduite (100)
pour empêcher que ladite conduite (100) ne soit dé-
tachée, et
lorsque ladite conduite (100) est connectée audit
joint (1) de conduite, ladite bague d’arrêt (7) se dé-
place de la première rainure d’engagement (271)
jusqu’à une deuxième rainure d’engagement (272)
sur le côté d’entrée de celle-ci, de telle sorte que
ladite bague d’arrêt (7) est maintenue par les deux
de ladite rainure annulaire (32) et de ladite deuxième
rainure d’engagement (272).

9. Joint (1) de conduite selon la revendication 8, com-
prenant un moyen résilient (4) déverrouillé pour se

dilater lorsqu’il est poussé par une extrémité de bout
de ladite conduite (100), ledit élément (5) d’étanchéi-
té poussé vers l’entrée par la dilatation dudit moyen
résilient (4) étanchéifiant ladite conduite (100) et ledit
corps (2) de joint.

10. Joint (1) de conduite selon la revendication 9, dans
lequel chacune desdites première et deuxième rai-
nures d’engagement (271, 272) a une rainure effilée
(271b, 272b), les deux rainures effilées (271b, 272b)
adjacentes l’une à l’autre formant une projection an-
nulaire (274) ayant toutes les deux des surfaces la-
térales inclinées (271b, 272b), et ladite bague d’arrêt
(7) étant mobile dans les deux sens entre ladite pre-
mière rainure d’engagement (271) et ladite deuxiè-
me rainure d’engagement (272) en passant ladite
projection annulaire (274).

11. Joint (1) de conduite selon la revendication 10, dans
lequel une surface latérale (271b) de ladite projec-
tion annulaire (274) a un angle d’inclinaison tel que
ladite bague d’arrêt (7) passe ladite projection an-
nulaire (274) par l’action dudit moyen résilient (4).

12. Joint (1) de conduite selon l’une quelconque des re-
vendications 8-11, dans lequel ledit écrou de pres-
sion (3) est prévu avec un indicateur (110), qui est
protégé par ledit corps (2) de joint avant la connexion
de ladite conduite (100), et dans lequel, lorsque la-
dite conduite (100) est connectée audit joint (1) de
conduite, ledit indicateur (110) apparaît depuis ledit
corps (2) de joint, de telle sorte que la connexion
normale de ladite conduite (100) peut être confirmée.

13. Joint (1) de conduite selon la revendication 12, dans
lequel ledit indicateur (110) est une couche de cou-
leur ou une bague détachable.

14. Joint (1) de conduite selon la revendication 13, dans
lequel, lorsque ledit écrou de pression (3) est poussé
vers l’intérieur dudit corps (2) de joint avec ladite
bague indicatrice (110) détachée dudit écrou de
pression (3), ladite bague d’arrêt (7) est reçue dans
une troisième rainure d’engagement (273) sur le côté
intérieur de ladite première rainure d’engagement
(271) pour rompre l’engagement avec ladite rainure
annulaire (32), de telle sorte que ledit écrou de pres-
sion (3) peut être sorti dudit corps (2) de joint.
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