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Description 

The  present  invention  relates  to  a  varnish  impregnation  process  and  apparatus  for  sheet-like  fibrous 
base  materials  such  as  paper  or  cloth  to  be  used  in  the  manufacture  of  laminated  boards  such  as  facing 

5  boards. 

Prior  Art 

In  effectively  impregnating  any  sheet-like  fibrous  base  material  with  varnish,  it  is  essential  not  only  for 
io  the  varnish  to  be  absorbed  into  and  distributed  evenly  throughout  the  fibrous  base  material,  but  also  for  air 

bubbles  contained  in  the  base  material  to  be  eliminated  to  the  greatest  possible  extent. 
According  to  conventional  varnish  impregnation  processes,  however,  it  is  common  practice  to  impreg- 

nate  the  base  material  with  ordinary  varnish  at  a  preliminary  impregnation  step,  and  then  the  base  material 
is  introduced  by  a  timing  roll  into  a  varnish  tank  to  be  impregnated  with  the  varnish.  Such  a  conventional 

75  impregnation  process,  however,  is  known  to  have  problems  in  that  the  varnish  is  not  absorbed  evenly  and 
adequately  into  the  base  material,  and  the  varnish  takes  too  long  to  be  absorbed.  Such  problems  are 
especially  conspicuous  where  a  high-viscosity  varnish  is  used. 

Recently,  however,  an  improved  impregnation  process  has  been  developed  and  published  in  US-A-4 
690  836,  utilizing  a  preliminary  impregnation  tank  containing  a  solvent  or  a  thin  varnish  containing  a  large 

20  amount  of  solvent  (hereinafter  referred  to  as  "preliminary  impregnation  liquid")  and  a  regular  impregnation 
tank  containing  regular  varnish.  The  base  material  is  passed  through  the  preliminary  impregnation  liquid 
tank  and  the  regular  impregnation  tank  containing  the  regular  varnish  by  being  guided  with  guiding  rollers. 

According  to  this  impregnation  process,  air  contained  in  the  base  material  is  removed  by  being 
replaced  with  the  preliminary  impregnation  liquid  while  passing  through  the  preliminary  impregnation  liquid, 

25  so  that  the  varnish  can  be  made  to  be  absorbed  effectively.  The  air  bubbles  can  be  reduced  if  the  base 
material  impregnated  with  the  preliminary  impregnation  liquid  is  brought  into  the  regular  varnish  while 
permitting  the  preliminary  impregnation  liquid  to  evaporate. 

In  this  improved  impregnation  process,  however,  the  base  material  is  not  only  exposed  to  the  air  but 
also  subjected  to  the  pressure  of  the  guide  rolls  while  moving  from  the  preliminary  impregnation  liquid  tank 

30  to  the  varnish  tank,  so  that  neither  satisfactory  impregnation  of  the  varnish  nor  the  absence  of  air  pockets 
can  be  expected.  More  particularly,  when  the  base  material  is  brought  onto  a  guide  roll,  the  contact  surface 
pressure  acts  on  the  fiber  bundles  constituting  the  base  material  to  open  the  fiber  bundles,  thereby 
destroying  the  liquid  phase  of  the  preliminary  impregnation  liquid  maintained  by  capillary  action  in  the  fiber 
bundles.  The  fiber  bundles  are  released  from  the  compressive  force  acting  thereon  as  the  base  material 

35  passes  the  guide  rollers,  and  the  fiber  bundles,  opened  due  to  the  compressive  pressure,  are  formed  into 
bundles  again.  Since  destruction  of  the  impregnation  liquid  phase  and  restoration  of  the  fiber  bundles  take 
place  in  air,  air  re-enters  the  base  material  while  the  base  material  moves  into  the  varnish  from  the 
preliminary  impregnation  liquid. 

40  Summary  of  the  Invention 

An  object  of  the  present  invention  is  to  provide  a  varnish  impregnation  process  and  apparatus  which 
permits  even  and  adequate  impregnation  of  a  base  material  with  varnish,  the  impregnated  base  material 
having  no  air  bubbles  therein,  thus  ensuring  high  quality  finished  products  such  as  electric  insulating  boards 

45  or  facing  boards  in  which  the  impregnated  base  material  is  used. 
Another  object  of  the  present  invention  is  to  provide  a  varnish  impregnation  process  and  apparatus 

which  enables  a  substantial  reduction  in  the  dimensions,  and  substantial  simplification  of  the  construction  of, 
the  apparatus  without  using  a  timing  roll  or  the  like. 

Another  object  of  the  present  invention  is  to  provide  a  varnish  impregnation  process  and  apparatus 
50  which  enables  the  quantity  of  low-viscosity  liquid  used  in  the  base  material  to  be  reduced  to  an  extremely 

small  amount.  This  permits  a  substantial  reduction  in  the  amount  of  vapor  of  the  low-viscosity  liquid 
exhausted  from  a  drying  furnace  in  a  drying  step  following  the  impregnation  process. 

Another  object  of  the  present  invention  is  to  provide  a  varnish  impregnation  process  and  apparatus 
which  enables  the  loss  of  the  low-viscosity  liquid  and  the  thinning  of  the  varnish  to  be  effectively  prevented 

55  and  also  enables  the  impregnation  of  a  base  material  with  varnish  to  be  facilitated. 
Another  object  of  the  present  invention  is  to  provide  a  varnish  impregnation  process  and  apparatus 

which  enables  the  pressure  of  the  vapor  in  a  thermal  syphon  to  be  kept  within  a  certain  range  irrespective 
of  alterations  or  changes  in  the  varnish  impregnation  conditions,  such  as  base  material  feed  speed,  to 
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insure  satisfactory  impregnation  of  a  base  material  with  a  varnish. 
Another  object  of  the  present  invention  is  to  provide  a  varnish  impregnation  process  and  apparatus 

which  enables  the  vapor  pressure  in  a  thermal  syphon  region  to  be  controlled  more  surely  and  accurately 
than  in  cases  where  a  pressure  control  device  is  employed,  not  only  without  using  any  high  precision 

5  pressure  control  device  at  all,  but  also  without  requiring  any  further  sophistication  and  extension  of  the 
device  and  its  construction. 

Another  object  of  the  present  invention  is  to  provide  a  process  and  apparatus  which  prevents 
undesirable  conditions  such  as  the  low-viscosity  liquid  and  the  varnish  being  drawn  into  a  thermal  syphon 
room  even  when  a  vacuum  or  negative  pressure  is  formed  in  the  thermal  syphon  room. 

io  The  varnish  impregnation  method  according  to  the  invention  comprising  the  step  of  passing  a  sheet  like 
base  material  in  sequence  through  a  low  viscosity  liquid  storage  region  for  storing  a  low  viscosity  liquid 
such  as  a  solvent  and  a  varnish  storage  region  for  storing  a  varnish,  is  characterized  in  that  said  base 
material  is,  after  having  passed  through  said  low  viscosity  liquid  storage  region,  being  passed  through  a 
thermal  syphon  region  and,  thereafter,  an  air-tight  seal  closed  by  a  liquid  surface  of  said  varnish  storage 

is  region  in  passing  from  said  thermal  syphon  region  to  said  varnish  storage  region,  and  said  base  material  is 
heated  in  said  thermal  syphon  region  thereby  producing  a  vapour  of  said  low  viscosity  liquid  impregnated  in 
said  base  material. 

Within  a  region  extending  from  the  base  material  heater  in  the  thermal  syphon  region  to  the  varnish 
storage  region,  the  base  material  is  heated  to,  or  kept  at,  a  temperature  that  is  higher  than  the  temperature 

20  at  which  the  vapor  of  the  low-viscosity  liquid  starts  to  condense.  The  vapor  of  the  low-viscosity  liquid, 
produced  in  the  thermal  syphon  region,  is  condensed  and  collected  in  liquid  form.  The  thermal  syphon 
region  may  communicate  with  the  low-viscosity  liquid  storage  region  to  form  a  liquid-seal  at  the  surface  of 
the  liquid  so  that  the  low-viscosity  liquid  in  the  communicating  region  may  be  heated  for  evaporation,  and 
the  rate  of  evaporation  can  be  controlled  according  to  changes  in  the  liquid-sealed  level  in  the  communicat- 

25  ing  region,  In  the  thermal  syphon  region,  it  is  desirable  to  enable  the  vapor  of  the  low-viscosity  liquid 
generated  in  said  region  to  flow  from  the  side  of  the  base  material  outlet  towards  the  inlet  for  the  base 
material.  The  communicating  region  between  the  thermal  syphon  region  and  the  varnish  storage  region, 
may  be  heated  to,  and  kept  at,  a  level  that  is  higher  than  the  temperature  at  which  the  low-viscosity  liquid 
starts  to  boil. 

30  The  varnish  impregnation  apparatus  according  to  the  invention  of  the  kind  comprising  : 
a  low  viscosity  liquid  storage  tank  containing  a  low-viscosity  liquid  such  as  a  solvent, 
a  varnish  storage  tank  for  holding  a  varnish,  and 
a  guiding  device  for  guiding  a  sheet-like  base  material  sequentially  through  said  low-viscosity  liquid 

storage  tank  and  said  varnish  storage  tank, 
35  is  characterized  in  that  said  varnish  impregnation  apparatus  further  comprises  : 

a  thermal  syphon  room  through  which  said  base  material  is  passed  after  having  passed  through  said 
low-viscosity  liquid  storage  tank  and  which  is  provided  with  a  base  material  inlet  opening  in  proximity  to  a 
liquid  surface  in  said  low  viscosity  liquid  storage  tank  and  a  base  material  outlet  opening  under  a  liquid 
surface  in  said  varnish  storage  tank,  and 

40  a  heating  device  for  heating  said  base  material  in  said  thermal  syphon  room  to  evaporate  low-viscosity 
liquid  impregnated  in  said  base  material  to  thereby  produce  a  vapor  of  said  low-viscosity  liquid  in  said 
thermal  syphon  room. 

The  apparatus  may  be  provided  with  a  cooler  to  liquefy  the  vapor  of  the  low-viscosity  liquid  by 
condensing  and  a  liquid  collector  to  collect  the  resulting  liquid.  Further,  the  apparatus  may  be  provided  with 

45  a  condensation  prevention  means  for  heating  to,  or  keeping  the  base  material  at,  a  temperature  higher  than 
that  at  which  vapor  of  the  low-viscosity  liquid  starts  to  condense.  The  condensation  prevention  means 
extends  from  a  base  material  heater  in  the  thermal  syphon  room  to  the  end  of  an  opening  in  the  base 
material  outlet  and  surrounds  the  path  of  the  base  material.  Where  the  base  material  inlet  is  made  to  open 
under  the  surface  of  the  liquid  in  the  low-viscosity  liquid  storage  tank,  it  is  desirable  to  provide  a  low- 

so  viscosity  liquid  heating  surface  extending  in  the  vertical  direction  and  located  in  the  base  material  inlet  so 
that  the  heating  surface  will  be  able  to  function  as  a  low-viscosity  liquid  heating  mechanism  which  enables 
the  evaporation  rate  of  the  low-viscosity  liquid  due  to  heating  to  be  varied  according  to  changes  in  the  level 
of  the  liquid  surface  in  the  low-viscosity  liquid  storage  region.  Further,  it  is  desirable  to  provide  a  low- 
viscosity  liquid  storage  region  and  a  low-viscosity  liquid  heater  at  the  base  material  outlet,  and  it  is  also 

55  desirable  to  provide  a  vapor  flowing  mechanism  which  enables  not  only  the  low-viscosity  liquid  to  be  heated 
for  evaporation,  but  also  enables  the  vapor  of  the  low-viscosity  liquid  generated  in  the  thermal  syphon  room 
to  flow  from  the  side  of  the  base  material  outlet  towards  the  base  material  inlet.  In  this  case,  the  low- 
viscosity  liquid  storage  tank  and  the  low-viscosity  liquid  storage  region  should  communicate  with  each 
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other.  Further,  it  is  desirable  for  the  vapor  flowage  mechanism  to  be  provided  with  a  low-viscosity  liquid 
collector  communicating  with  the  low-viscosity  liquid  storage  region  located  at  the  base  material  inlet,  and  a 
cooler  located  at  the  low-viscosity  liquid  collector.  In  some  embodiments  the  wall  surrounding  the  thermal 
syphon  room  may  have  a  jacket  construction  so  that  a  heating  medium  can  be  supplied  and  flowed  through 

5  the  jacket.  A  heating  device  may  be  provided  to  heat  the  boundary  of  the  varnish  surface  in  the  base 
material  outlet  to  a  temperature  higher  than  the  boiling  point  temperature  of  the  low-viscosity  liquid.  The 
cross-sectional  area  of  the  base  material  passage  in  the  base  material  outlet  should  be  as  small  as  possible 
while  still  permitting  passage  of  the  base  material.  A  varnish  impregnation  quantity  control  device  is 
provided  to  adjust  the  quantity  of  varnish  contained  in  the  base  material  after  it  has  passed  through  the 

io  varnish  storage  tank.  A  vapor  injection  nozzle  to  supply  vapor  of  the  low-viscosity  liquid  into  the  thermal 
syphon  room  may  be  provided.  In  some  embodiments  the  top  of  the  low-viscosity  liquid  storage  tank  may 
be  closed  with  a  cover  provided  with  a  base  material  inlet,  and  the  base  material  inlet  may  be  provided  with 
a  cooler  to  prevent  leakage  of  the  vapor. 

Other  objects,  features,  aspects  and  advantages  of  the  present  invention  will  become  apparent  upon 
is  consideration  of  the  following  detailed  description  of  the  invention  when  taken  in  conjunction  with  the 

accompanying  drawings. 

Brief  Description  of  the  Drawings 

20  Fig.  1  is  a  sectional  view  showing  a  varnish  impregnation  apparatus  according  to  a  first  embodiment  of 
the  invention; 
Figs.  2A  and  2B  illustrate  low-viscosity  liquid  levels  resulting  from  changes  in  vapor  pressure  in  the 
thermal  syphon  room; 
Fig.  3  is  a  temperature  vs.  vapor  pressure  diagram  of  methyl  ethyl  ketone,  used  as  a  low-viscosity  liquid; 

25  Fig.  4  is  a  sectional  view  showing  a  varnish  impregnation  apparatus  according  to  a  second  embodiment 
of  the  invention; 
Fig.  5  is  a  sectional  view  showing  a  varnish  impregnation  apparatus  according  to  a  third  embodiment  of 
the  invention; 
Fig.  6  is  a  sectional  view  of  a  base  material  outlet  extending  below  the  level  of  varnish  in  a  varnish  tank; 

30  Fig.  7  is  a  sectional  view  of  a  varnish  impregnation  apparatus  wherein  the  thermal  syphon  room  is 
provided  with  a  jacket  construction; 
Fig.  8  is  a  sectional  view  of  a  varnish  impregnation  apparatus  according  to  a  fourth  embodiment  of  the 
invention; 
Fig.  9  is  a  sectional  view  of  a  varnish  impregnation  apparatus  having  a  vapor  cooler  at  the  base  material 

35  inlet  to  the  thermal  syphon  room; 
Fig.  10  is  a  sectional  view  of  a  varnish  impregnation  apparatus  wherein  the  storage  tank  for  storing  the 
low-viscosity  liquid  is  provided  with  a  cover  and  a  cooler  at  a  base  material  inlet  to  the  storage  tank; 
Fig.  11  is  a  sectional  view  of  an  impregnation  apparatus  having  a  cooler  for  condensing  the  vapor  of  the 
low-viscosity  liquid  into  a  collector  which  communicates  with  a  low-viscosity  liquid  storage  section; 

40  Fig.  12  is  a  sectional  view  of  a  fifth  embodiment  of  a  varnish  impregnation  system  according  to  the 
present  invention; 
Figs.  13  and  14  are  side  views  of  variations  of  the  varnish  impregnation  process  according  to  the  present 
invention. 

45  Description  of  a  Preferred  Embodiment 

Fig.  1  illustrates  a  first  embodiment  of  the  invention  wherein  a  varnish  impregnation  system  comprises 
an  open-top  low-viscosity  liquid  storage  tank  2  containing  a  predetermined  quantity  of  low-viscosity  liquid 
12  such  as  a  solvent,  an  open-top  varnish  storage  tank  3  containing  a  predetermined  quantity  of  varnish  13, 

50  a  thermal  syphon  room  4  located  between  the  two  storage  tanks  2  and  3,  a  base  material  heater  5  to  heat 
the  base  material  1  in  the  thermal  syphon  room  4,  a  cooling  device  6  to  condense  and  liquefy  the  vapor  of 
the  low-viscosity  liquid,  a  guiding  device  7  to  guide  or  transport  the  run  of  the  base  material  1  along  a 
predetermined  course,  a  condensate  collector  8  to  collect  the  condensate  of  the  low-viscosity  liquid  12  and 
a  varnish  impregnation  control  device  9. 

55  The  base  material  1  is  in  a  sheet-like  form  and  comprises  fibrous  materials  such  as  woven  cloth  or  non- 
woven  cloth  made  of  synthetic  or  natural  and  organic  or  inorganic  fibers. 

The  low-viscosity  liquid  12  should  have  an  adequate  wettability  to  the  base  material  1.  For  example,  the 
solvent  should  be  one  whose  viscosity  is  lower  than  that  of  the  varnish  13  or  lower  than  100cP,  but  such  a 

5 
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solvent  should  preferably  have  the  same  properties  as  those  of  the  solvent  mixed  with  the  varnish  so  that 
there  will  be  no  problem  even  when  the  solvent  is  mixed  with  the  varnish  13.  The  low-viscosity  liquid  12  is 
kept  at  a  predetermined  temperature  Ts  by  a  temperature  controller  and  heater  (not  shown)  of  conventional 
design. 

5  It  is  preferred  that  the  varnish  13,  be  a  thermosetting  resin  varnish  although  other  varnishes,  such  as 
thermoplastic  resin  and  natural  resins,  or  liquid  synthetic  resins  and  liquid  natural  resins  not  containing  the 
solvent  may  also  be  used.  A  temperature  controlled  heater  (not  shown)  keeps  varnish  13  at  a  predeter- 
mined  temperature  Tw  that  is  higher  than  the  temperature  Ts  of  the  low-viscosity  liquid. 

The  thermal  syphon  room  4  is  disposed  above  the  storage  tanks  2  and  3  and  formed  into  a  reverse  U- 
io  shaped  syphon  tube  with  an  inlet  4a  through  which  the  base  material  enters  from  storage  tank  2  and  an 

outlet  4b  through  which  the  base  material  exits  into  storage  tank  3.  The  inlet  4a  and  the  outlet  4b  open 
under  the  liquid  surface  12'  of  the  low-viscosity  liquid  storage  region  2'  and  the  liquid  surface  13'  of  the 
varnish  storage  region  3',  respectively,  to  form  a  liquid-sealed  thermal  syphon  region  4'  in  the  thermal 
syphon  room  4.  The  base  material  inlet  4a  has  a  relatively  large  cross-sectional  area  to  secure  a  large 

is  condensation  area  for  the  saturated  vapor  of  the  low-viscosity  liquid,  whereas  the  base  material  outlet  4b 
has  a  relatively  small  cross-sectional  area  to  provide  a  relatively  small  evaporation  area  for  the  saturated 
vapor  of  the  low-viscosity  liquid.  The  wall  surrounding  the  thermal  syphon  room  4,  including  the  base 
material  inlet  4a  and  the  base  material  outlet  4b,  comprises  a  heat  insulator  so  as  to  prevent  the  vapor  of 
the  low-viscosity  liquid  from  being  cooled  by  outside  air,  thus  reducing  condensation  of  the  vapor  on  the 

20  internal  surface  of  the  wall. 
The  thermal  syphon  room  4  is  connected  to  an  exhaust  pump  15  thorugh  a  bleeding  tube  14  and  a 

pressure  regulating  valve  16.  This  not  only  permits  air  in  the  thermal  syphon  region  4'  to  be  eliminated  but 
also  permits  the  pressure  of  the  region  4'  to  be  controlled.  The  pump  15  is  connected  to  a  separator  17  so 
that  the  vapor  12s  of  the  low-viscosity  liquid,  contained  in  the  air  exhausted  through  bleeding  tube  14,  can 

25  be  separated  and  collected  in  the  form  of  the  saturated  liquid  12  and  returned  to  the  low-viscosity  liquid 
storage  tank  2  through  a  collecting  tube  18. 

The  base  material  heating  device  5  comprises  a  heating  roll  5a  installed  rotatably  in  the  thermal  syphon 
room  4  so  as  to  be  able  to  follow  the  circular  run  of  the  base  material  1  .  In  the  thermal  syphon  region  4',  the 
heating  roll  5a  heats  the  base  material  1  to  a  temperature  higher  than,  or  approximating  the  boiling  point 

30  temperature  of  the  low-viscosity  liquid  12,  to  evaporate  the  low-viscosity  liquid  12  absorbed  in  the  base 
material.  The  heating  roll  5a  may  be  driven  to  rotate  in  the  direction  of  movement  of  the  base  material  1.  If 
the  heating  roll  is  driven,  it  is  necessary  to  provide  suitable  means  for  adjusting  its  circumferential  speed  to 
the  speed  of  the  base  material  1  . 

The  temperature  Th  (>Tw)  to  which  the  base  material  is  heated  by  the  heating  roll  5a  is  controlled  by  a 
35  temperature  controller  (not  shown).  The  evaporating  ability  of  the  heating  roll  should  be  large  enough  to 

evaporate  from  the  base  material  1  the  largest  quantity  of  low-viscosity  liquid  brought  into  thermal  syphon 
room  4  by  the  base  material. 

The  cooling  device  6  comprises  a  cooling  coil  6a  located  at  the  top  end  of  the  base  material  outlet  4b 
in  the  thermal  syphon  room  4.  The  cooling  coil  6a  liquefies  or  condenses  the  vapor  12s  of  the  low-viscosity 

40  liquid  produced  in  the  thermal  syphon  region  4'  to  provide  the  effective  thermal  syphon  action.  The  cooling 
coil  also  prevents,  to  the  largest  extent  possible,  condensation  of  vapor  12s  in  the  varnish  storage  region  3'. 
The  cooling  coil  is  maintained  at  a  temperature  tc  which  is  lower  than  the  temperature  Ts  of  the  low- 
viscosity  liquid. 

The  guiding  device  7  comprises  a  plurality  of  guide  rolls  7a  and  7b  installed  above  low-viscosity  liquid 
45  storage  tank  2  and  in  the  storage  tanks  2  and  3  so  that  the  base  material  1  from  a  base  material  supply 

source  1'  can  be  guided  through  the  low-viscosity  storage  region  2'  into  the  thermal  syphon  region  4'  where 
it  passes  over  heating  roll  5a.  The  base  material  is  then  guided  through  cooling  coil  6a,  base  material  outlet 
4b  and  varnish  storage  region  3'  from  whence  it  passes  through  the  varnish  impregnation  control  device  9. 
At  least  one  of  the  guide  rolls  7a  and  7b  disposed  in  each  of  the  storage  regions  2'  and  3'  is  of  the 

50  expander  type  so  that  an  expanding  force  can  be  applied  in  the  lateral  direction,  orthogonal  to  the  direction 
of  advancement  of  the  base  material  1  .  This  facilitates  replacement  of  air  in  the  base  material  with  the  low- 
viscosity  liquid  in  the  storage  region  2'  and  impregnation  of  the  base  material  with  varnish  in  the  varnish 
storage  region  3'. 

The  condensate  collection  device  8  comprises  a  condensate  pool  8a  formed  at  the  bottom  of  the 
55  thermal  syphon  room  4  and  immediately  below  the  cooling  coil  6a,  and  a  downwardly  inclined  member  8b 

for  down  flow  of  the  condensate  into  storage  tank  2. 
The  varnish  impregnation  control  device  9  comprises  a  squeeze  roll  or  a  squeeze  bar  disposed  above 

storage  tank  3  for  squeezing  excess  varnish  from  the  base  material  as  it  emerges  from  the  varnish  storage 
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tank  3. 
The  varnish  impregnation  system  described  above  operates  as  follows  to  carry  out  the  process 

according  to  the  present  invention.  Firstly,  the  base  material  1  from  the  base  material  supply  source  1'  is 
brought  into  the  storage  tank  2  where  it  is  immersed  in  the  low-viscosity  liquid  12,  so  that  air  in  the  base 

5  material  1  is  replaced  with  the  low-viscosity  liquid.  That  is,  when  the  base  material  1  reaches  the  surface  12' 
of  the  low-viscosity  liquid  12,  the  low  viscosity  liquid  12  permeates  into  the  fiber  bundles  1a  (Fig.  2A)  of  the 
base  material  due  to  capillary  action.  Simultaneously,  air  in  the  fiber  bundles  is  forced  out  due  to  the 
osmotic  pressure  of  the  liquid.  Such  an  osmotic  action,  however,  stops  at  a  certain  level  due  to  the  osmotic 
resistance  of  the  fiber  bundles  1a.  The  stop  of  the  osmotic  action  occurs  above  or  below  the  liquid  surface 

io  12'  depending  on  whether  the  traveling  speed  (Vi)  at  which  the  fiber  bundles  1a  enter  the  low-viscosity 
liquid  12  is  larger  or  smaller  than  the  osmotic  speed  V2.  Fig.  2A  illustrates  the  condition  where  Vi<V2  while 
Fig.  2B  illustrates  the  condition  where  Vi>V2. 

As  the  base  material  1  passes  through  the  low-viscosity  liquid  storage  region  2',  all  the  air  in  the  fiber 
bundles  1a  is  replaced  with  the  low-viscosity  liquid  12.  The  expander  type  guide  roll  7a  facilitates  the 

is  replacement  by  forcing  the  air  from  the  fiber  bundles. 
Next,  the  base  material  1,  impregnated  with  the  low-viscosity  liquid  12,  is  fed  into  the  thermal  syphon 

room  4,  passing  through  the  base  material  inlet  4a  opening  under  the  liquid  surface  12'.  In  the  thermal 
syphon  room  the  base  material  is  heated  by  heating  roll  5a  to  remove  by  evaporation  the  low-viscosity 
liquid  12  contained  in  the  base  material  1. 

20  In  such  a  system  as  described  above,  the  base  material  1  continues  to  supply  low-viscosity  liquid  12  to 
the  base  material  heating  device  5a,  so  that  the  base  material  serves  as  the  wick  of  a  thermal  syphon.  On 
the  other  hand.the  thermal  syphon  room  4  can  be  filled  with  saturated  vapor  of  the  low-viscosity  liquid  after 
air  therein  is  discharged  by  the  exhaust  pump  15. 

Also,  since  the  base  material  heating  region  temperature  Th  is  greater  than  the  low-viscosity  liquid 
25  temperature  Ts  which  in  turn  is  greater  than  the  cooling  coil  temperature  Tc,  the  vapor  pressure  of  the  low- 

viscosity  liquid  12  will  tend  to  be  different  in  various  parts  in  the  thermal  syphon  region  4'.  The  vapor 
pressure  Ph  in  the  base  material  heating  device  is  greater  than  the  vapor  pressure  Pw  on  the  surface  of  the 
varnish,  which  is  greater  than  the  vapor  pressure  Ps  on  the  surface  of  the  low-viscosity  liquid,  which  is 
greater  than  the  vapor  pressure  Pc  in  the  cooling  coil  region.  The  low-viscosity  liquid  vapor  12s  moves  at 

30  sonic  speed  due  to  this  pressure  gradient,  so  that  most  of  the  vapor  is  collected  into  the  low-viscosity  liquid 
storage  tank  2  from  the  base  material  heating  region  5a  without  allowing  the  vapor  to  enter  into  the  varnish 
storage  tank  3.  That  is,  the  low-viscosity  liquid  vapor  12s  produced  in  the  base  material  heating  region  is 
returned  to  the  low-viscosity  liquid  storage  tank  2  from  the  thermal  syphon  room  4  by  way  of  the  base 
material  inlet  4a,  or  liquified  by  the  cooling  coil  6a  to  be  returned  to  the  low-viscosity  liquid  storage  tank  2 

35  from  the  condensate  tank  8  by  way  of  the  down-flow  member  8b  as  shown  in  Fig.  1  . 
The  base  material  1,  after  being  heated  in  the  thermal  syphon  room  4,  contains  only  the  saturated 

vapor  12s  of  the  low-viscosity  liquid.  Since  the  base  material  1  enters  into  the  varnish  storage  region  3' 
through  the  liquid-sealed  region  of  the  base  material  outlet  4b  without  being  exposed  to  the  air,  there  is  no 
chance  for  air  to  enter  into  the  base  material  1  while  the  base  material  1  moves  from  the  thermal  syphon 

40  region  4'  to  the  varnish  storage  region  3'. 
Furthermore  the  saturated  vapor  12s  of  the  low-viscosity  liquid  contained  in  the  base  material  1 

changes  into  a  trace  of  low-viscosity  saturated  liquid  and  diffuses  into  the  varnish  13  when  the  base 
material  enters  into  the  varnish  storage  region  4'.  The  base  material  1  can  thus  be  impregnated  evenly  and 
adequately  with  the  varnish  13  while  the  base  material  passes  through  the  varnish  storage  region.  Also, 

45  since  most  of  the  low-viscosity  liquid  vapor  12s  generated  in  the  thermal  syphon  room  4  is  collected  into 
the  low-viscosity  liquid  storage  tank  2,  and  only  an  extremely  small  quantity  of  the  saturated  vapor  is 
brought  into  the  varnish  storage  tank  by  the  base  material  1,  the  viscosity  of  the  varnish  in  the  varnish 
storage  tank  3  is  scarcely  affected. 

The  expander  type  guide  rolls  7a  and  7b  cause  a  stretching  force  to  act  in  the  lateral  direction  in  the 
50  base  material  as  the  base  material  passes  over  the  rolls,  and  this  stretching  force  ends  after  the  base 

material  has  passed  the  rolls,  so  that  the  fiber  bundles  in  the  base  material  are  stretched  and  then 
contracted  laterally  in  the  low-viscosity  liquid  12  and  the  varnish  13,  whereby  the  replacement  of  air  with  the 
low-viscosity  liquid  and  impregnation  of  the  fiber  bundles  with  the  varnish  is  more  efficiently  accomplished. 
As  a  result,  the  varnish  13  is  adequately  absorbed  into  the  fiber  bundles  of  the  base  material  1. 

55  The  present  inventor  conducted  an  experimental  operation  of  the  varnish  impregnation  system  de- 
scribed  above  using  glass  fiber  cloths  #7628  for  electronic  base  material  as  the  base  material  1.  The 
varnish  13  had  the  composition  shown  in  Table  I.  Methyl  ethyl  ketone,  the  solvent  of  the  varnish  13,  was 
employed  as  the  low-viscosity  liquid  12.  The  temperature  conditions  were:  Th  =  150°C,  Tw  =  30°C, 
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Ts  =  20°  and  Tc  =  10°C.  The  result  of  this  experimental  operation  of  the  system  indicates  that  the  system  is 
capable  of  not  only  controlling  the  quantity  of  the  low-viscosity  liquid  brought  into  the  varnish  storage  tank  3 
to  an  extremely  low  level  (10%  by  volume,  0.0128%  by  weight)  without  causing  any  adverse  effects  such 
as  a  drop  in  the  viscosity  of  the  varnish  in  the  varnish  storage  tank,  but  also  impregnating  the  base  material 
1  evenly  and  adequately  with  varnish  without  leaving  air  bubbles  in  the  base  material  1  .  The  temperature 
vs.  vapor  pressure  diagram  of  the  methyl-ethyl-ketone  used  as  the  low-viscosity  liquid  12  is  shown  in  Fig.  3. 

TABLE  I 

10 

15 

Composition  of  the  Varnish 

Viscous  liquid  Epoxy  resin  100  parts 

Solvent  Methyl  ethyl  ketone  25 
Methylene  glycol  20 
Dimethylformamide  15 

Setting  Agent  Dicyandiamide  3.5 
Accelerator  Imidazole  0.1 

20 

25 

30 

35 

40 

45 

50 

55 

Fig.  4  shows  a  second  embodiment  of  the  present  invention.  In  this  embodiment,  the  varnish 
impregnation  system  comprises  a  low-viscosity  liquid  storage  tank  2,  a  varnish  storage  tank  3,  a  thermal 
syphon  room  4,  a  base  material  heating  device  5,  a  cooling  device  6,  a  guide  device  7,  a  varnish 
impregnation  control  device  9  and  a  low-viscosity  liquid  heating  device  21  . 

The  side  wall  of  the  storage  tanks  2  and  3  are  provided  with  overflow  dams  2a  and  3a  and  overflow 
pools  2b  and  3b  respectively,  so  that  the  level  of  the  liquid  in  each  of  the  storage  tanks  2  and  3  can  be  kept 
constant  at  the  level  of  the  storage  dams.  The  overflow  pools  2b  and  3b  are  designed  so  that  liquid  in  the 
pools  can  be  returned  to  the  storage  tanks  2  and  3  by  return  devices  of  conventional  design  (not  shown). 

The  thermal  syphon  room  4  is  connected  to  a  bleeding  tube  14,  an  inert  gas  supply  tube  22  and  an 
exhaust  tube  23. 

The  cooling  device  6  comprises  a  primary  cooling  coil  6b  located  in  the  base  material  inlet  4a  and 
above  the  low-viscosity  liquid  storage  region  12a,  and  a  secondary  cooling  coil  6c  located  in  the  base 
material  outlet  4b  above  the  varnish  storage  region  13a.  The  cooling  capacity  or  the  condensing  capacity  of 
the  primary  cooling  coil  6b  should  be  large  enough  to  condense  all  of  the  vapor  of  the  low-viscosity  liquid 
produced  when  the  base  material  1  is  heated  by  the  heating  roll  5a.  That  is,  the  cooling  capacity  or 
condensing  capacity  of  coil  6b  should  be  larger  than  the  liquid  evaporating  capacity  of  heating  roll  5a.  On 
the  other  hand,  the  condensing  capacity  of  the  secondary  cooling  coil  6c  should  be  lower  than  that  of,  or 
within,  10  to  20%  of  the  capacity  of  the  primary  cooling  coil  6b.  The  space  between  each  of  cooling  coils 
6b  and  6c  and  the  wall  of  the  room  4  is  heat-insulated  so  that  vapor  of  the  low-viscosity  liquid  will  not 
condense  on  the  wall  as  might  otherwise  occur  if  the  wall  were  cooled  by  the  coils. 

A  low-viscosity  liquid  heating  device  21  is  provided  to  heat  and  thereby  cause  evaporation  of  the  low- 
viscosity  liquid  in  the  low-viscosity  liquid  storage  region  12a.  Heating  device  21  comprises  a  coil  21a 
through  which  a  heating  medium  may  be  circulated  from  a  source  not  shown.  The  heating  capacity  of  the 
heating  device  21  must  be  large  enough  to  at  least  ensure  that  the  quantity  of  low-viscosity  liquid  vaporized 
is  equal  to  the  quantity  (aggregate)  condensed  by  the  cooling  coils  6b  and  6c.  The  space  between  the  coil 
21a  and  the  wall  of  the  thermal  syphon  room  4  is  heat-insulated  to  prevent,  as  far  as  possible,  the 
transmission  of  heat  from  the  region  12a  to  the  wall. 

A  condensate  collection  device  8  comprises  a  wall  8d  attached  to  the  interior  wall  of  the  base  material 
outlet  4b  immediately  below  the  secondary  cooling  coil  6c,  and  a  collecting  tube  8c  through  which  the 
collected  condensate  may  flow  to  the  low-viscosity  liquid  storage  tank  2  or,  more  specifically,  to  the  low- 
viscosity  storage  region  12a.  This  permits  the  vapor  condensed  by  the  primary  cooling  coil  6c  to  be 
collected  into  the  low-viscosity  liquid  storage  area  12a.  The  vapor  of  the  low-viscosity  liquid  condensed  by 
the  primary  cooling  coil  6b  is  collected  into  the  storage  region  12a  because  it  falls,  under  gravity,  through 
the  base  material  inlet  4a.  The  wall  8d  also  serves  as  a  heat-insulating  wall  between  the  base  material  1  and 
the  secondary  cooling  coil  6c  so  that  the  condensate  of  the  vapor  of  the  low-viscosity  liquid,  formed  when 
the  base  material  is  cooled  by  the  cooling  coil  6c,  can  be  prevented  from  depositing  on  the  base  material  1  . 

Except  as  described  above,  the  elements  of  Fig.  4  correspond  to  elements  of  Fig.  1,  previously 
described. 
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When  starting  the  system  illustrated  in  Fig.  4,  the  thermal  syphon  room  4  should  be  filled  with  the 
saturated  vapor  of  the  low-viscosity  liquid  by  the  procedure  described  below,  and  the  vapor  pressure 
therein  should  be  kept  within  a  predetermined  range. 

Firstly,  inert  gas  is  supplied  to  the  thermal  syphon  room  4  through  supply  tube  22  to  exhaust  air  from 
5  room  4  through  exhaust  tube  23.  During  this  time,  the  internal  pressure  of  the  thermal  syphon  room  4  is 

kept  at  atmospheric  pressure.  The  liquid  levels  in  the  low-viscosity  liquid  storage  regions  12a  and  13a  are 
thus  equal  to  the  liquid  levels  12'  and  13'  of  the  storage  tanks  2  and  3  as  indicated  by  the  solid  lines  at  12'a 
and  13'a.  After  the  room  4  is  filled  with  inert  gas,  the  flow  of  inert  gas  is  terminated. 

The  heating  devices  5  and  21  are  then  actuated  to  generate  vapor  of  the  low-viscosity  liquid  in  the 
io  thermal  syphon  room  4,  this  vaporization  taking  place  primarily  as  a  result  of  the  heat  produced  by  heating 

device  21  .  Simultaneously,  only  the  secondary  cooling  coil  6c,  responsible  for  the  partial  secondary  cooling 
capacity  of  the  system,  is  actuated  to  condense  the  vapor  of  the  low-viscosity  liquid.  Since  the  primary 
cooling  coil  6b  having  a  higher  cooling  capacity  is  left  unactuated,  the  rate  of  vaporization  by  the  two 
heating  devices  5  and  21  surpasses  the  rate  of  condensation  by  the  secondary  cooling  coil  6c,  thus  causing 

is  an  increase  in  the  vapor  pressure  in  the  thermal  syphon  room  4. 
As  the  vapor  pressure  in  room  4  increases,  the  bleeding  valve  16  in  bleeding  tube  14  is  opened  and  the 

excess  vapor,  with  inert  gas,  in  the  thermal  syphon  room  4  is  discharged  into  the  low-viscosity  liquid 
storage  tank  2  through  the  bleeding  tube  14  to  maintain  the  internal  pressure  of  the  room  4  at  atmospheric 
pressure.  The  liquid  levels  12'a  and  13'a  remain  unchanged  at  the  levels  indicated  by  solid  lines  in  Fig.  4. 

20  The  condensate  of  the  vapor  the  low-viscosity  liquid  resulting  from  the  condensation  by  the  secondary 
cooling  6c  is  collected  into  the  condensate  pool  8a  and  flows  back  into  the  low-viscosity  liquid  storage 
section  12a  through  collection  tube  8c.  This  prevents  the  condensed  vapor  of  the  low-viscosity  from  falling 
into  the  vanish  storage  region  3'. 

Heating  by  heating  devices  5  and  21  is  continued  with  valve  16  open  until  the  inert  gas  in  thermal 
25  syphon  room  4  has  been  discharged  and  room  4  contains  only  the  vapor  of  the  low-viscosity  liquid.  The 

valve  16  is  then  closed. 
When  valve  16  is  closed,  continued  heating  causes  the  internal  pressure  of  the  room  4  to  increase.  As 

the  internal  pressure  of  room  4  rises,  the  liquid  sealed  levels  12'a  and  13'a  fall  to  the  levels  indicated  by  the 
dotted  lines  in  Fig.  4.  As  the  liquid  level  12'a  of  the  low-viscosity  liquid  pool  12a  falls,  the  depth  of 

30  immersion  of  the  low-viscosity  liquid  heating  coil  21a  in  the  pool  12a,  and  consequently  the  contact  area 
between  the  heating  coil  and  the  low-viscosity  liquid  decreases.  This  causes  a  decrease  in  the  rate  of 
evaporization  due  to  the  low-viscosity  liquid  heating  device  21  and  establishes  equilibrium  between  the 
evaporation  rate  and  the  condensation  rate  of  the  secondary  cooling  coil  6c. 

Subsequently,  when  the  primary  cooling  coil  6b  is  actuated,  the  condensation  rate  of  the  low-viscosity 
35  liquid  vapor  increases  whereas  the  internal  pressure  of  the  thermal  syphon  room  4  decreases  thereby 

causing  the  liquid-sealed  levels  12'a  and  13'a  to  rise.  As  the  liquid  level  12'a  rises,  the  contact  area  between 
the  heating  coil  21a  and  the  low-viscosity  liquid  increases  to  thereby  increase  the  evaporation  rate  by  the 
heating  device  21  .  Equilibrium  is  thus  established  between  the  evaporation  rate  and  the  condensation  rate 
determined  by  cooling  coils  6b  and  6c  so  that  the  internal  vapor  pressure  of  the  thermal  syphon  room  4  is 

40  maintained  within  a  predetermined  range. 
Under  the  above-described  condition,  the  base  material  1  can  be  impregnated  with  varnish  in  the  same 

manner  as  that  of  the  Fig.  1  embodiment  by  feeding  the  base  material  1  through  the  impregnation  system. 
The  internal  vapor  pressure  of  the  thermal  syphon  room  4  can  be  maintained  constant  insofar  as  the 

evaporation  rate  of  the  low-viscosity  liquid  12  due  to  heating  devices  5  and  12,  and  the  condensation  rate 
45  due  to  the  cooling  devices  6b  and  6c,  is  concerned.  However,  a  change  in  varnish  impregnation  conditions, 

such  as  a  change  in  the  feeding  speed  of  the  base  material,  upsets  equilibrium  between  the  evaporation 
rate  and  the  condensation  rate,  resulting  in  fluctuation  of  the  internal  vapor  pressure  in  the  thermal  syphon 
room  4.  The  apparatus  of  Fig.  4  is  capable  of  re-establishing  equilibrium  after  occurrence  of  an  upset 
condition. 

50  Any  change  in  the  internal  vapor  pressure  of  the  thermal  syphon  room  4  is  accompanied  by  a  change 
in  the  liquid  level  12'a  of  the  low-viscosity  liquid  pool  12a  and  the  liquid  level  13'a  of  the  varnish  pool  13a. 
The  evaporation  rate  due  to  the  low-viscosity  liquid  heating  device  21  is  thus  controlled  automatically 
depending  on  changes  in  the  liquid  levels.  That  is,  when  the  liquid  level  12'a  of  the  low-viscosity  liquid  pool 
12a  rises  due  to  a  fall  of  the  vapor  pressure,  the  contact  area  between  the  low-viscosity  liquid  and  the  low- 

55  viscosity  liquid  heating  coil  21a  increases,  as  indicated  by  the  solid  line  in  Fig.  4.  As  a  result,  the  rate  of 
evaporation  increases  in  an  amount  corresponding  to  the  drop  of  the  vapor  pressure  to  prevent  the  drop  of 
the  internal  pressure  in  the  thermal  syphon  room  4.  On  the  other  hand,  a  rise  of  the  vapor  pressure  causes 
the  liquid  level  12'a  to  drop,  resulting  in  a  decrease  in  the  contact  area  between  the  low-viscosity  liquid  12a 

9 
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and  the  low-viscosity  liquid  heating  coil  21a  as  indicated  by  the  dotted  line  in  Fig.  4.  As  a  result,  the  rate  of 
evaporation  due  to  the  low-viscosity  liquid  heating  device  21  decreases  to  limit  the  rise  of  the  vapor 
pressure  in  room  4. 

As  described  in  the  above,  the  internal  vapor  pressure  of  the  thermal  syphon  room  4  can  be  self- 
5  controlled  to  remain  within  a  certain  range  even  without  a  pressure  controller.  In  the  case  of  a  conventional 

system,  a  stop  of  the  operating  of  the  system  and  the  resulting  stop  of  the  feed  of  the  base  material,  or  a 
change  in  an  operating  condition  such  as  the  alteration  or  change  of  the  base  material  feeding  speed,  may 
cause  the  condensation  rate  due  to  the  cooling  device  6  to  largely  surpass  the  evaporation  rate  due  to  the 
heating  of  the  base  material  to  thus  form  a  vacuum  or  negative  pressure  in  the  thermal  syphon  room  4.  This 

io  may  cause  adverse  effects  such  as  the  low-viscosity  liquid  12  and  the  varnish  13  being  drawn  up  into  the 
thermal  syphon  room  4  through  the  base  material  inlet  4a  and  the  base  material  outlet  4b.  The  system 
according  to  the  present  invention,  however,  is  free  of  such  problems. 

Fig.  5  shows  a  third  embodiment  of  the  invention.  The  varnish  impregnation  system  represented  by  this 
embodiment  comprises  a  low-viscosity  liquid  storage  tank  2,  a  varnish  storage  tank  3,  a  thermal  syphon 

is  room  4,  a  base  material  heating  device  5,  a  cooling  device  6,  a  guiding  device  7,  a  condensate  collection 
device  8,  a  varnish  impregnation  control  device  9,  a  low-viscosity  liquid  heating  device  21  and  a 
condensation  prevention  device  31  . 

The  wall  of  the  thermal  syphon  room  4  is  provided  with  a  jacket  4c  except  on  the  bottom  wall  which  is  a 
down-flow  plane  8d.  An  appropriate  heating  medium  is  supplied  to  the  jacket  from  a  suitable  source  (not 

20  shown)  to  heat  and  maintain  the  low-viscosity  liquid  in  room  4  at  a  temperature  higher  than  that  of  the 
boiling  point  of  the  low-viscosity  liquid.  The  jacket  enables  the  internal  pressure  of  the  thermal  syphon  room 
4  to  be  quickly  raised  to  the  saturated  vapor  pressure  of  the  low-viscosity  liquid  12.  At  system  start  up,  this 
quick  rise  can  be  accomplished  without  causing  condensate  of  the  vapor  12s  of  the  low-viscosity  liquid  to 
deposit  on  the  internal  surface  of  the  wall  4c.  The  external  and  bottom  walls  of  the  jacket  are  formed  of  a 

25  heat-insulating  material. 
The  condensation  prevention  device  31  comprises  a  base  material  passage  cylinder  32  which  sur- 

rounds  a  base  material  passage  region  32'  extending  from  the  vicinity  of  the  heating  roll  5a  to  the  varnish 
pool  13a.  The  lower  end  of  the  base  material  passage  cylinder  32  serves  as  the  base  material  outlet  4b, 
and  the  wall  of  the  outlet  forms  the  heating  walls  32a  and  32b  having  a  jacket  construction.  The  heating 

30  walls  32a  and  32b  are  designed  to  permit  a  heating  medium  to  flow  therein  whenever  necessary  in  order  to 
heat  the  base  material  1  to  a  temperature  higher  than  the  condensation  temperature  of  the  low-viscosity 
liquid  vapor  12s  in  the  base  material  passage  cylinder  and  the  base  material  passage  region  32'.  This 
system  is  especially  characterized  by  being  designed  so  that  a  heating  medium  of  a  higher  temperature  is 
supplied  to  and  flowed  through  the  lower  heating  wall  32b  surrounding  the  varnish  pool  13a  so  as  to  heat 

35  the  liquid  surface  13'  of  the  varnish  in  varnish  pool  13  to  a  temperature  higher  than  the  boiling-point 
temperature  of  the  low-viscosity  liquid  12.  Similarly,  the  same  heating  medium  supply  and  flow  system  may 
be  applied  to  the  upper  heating  wall  32a.  In  this  case,  however,  the  two  heating  walls  32a  and  32b  may  be 
formed  into  a  continuous  jacket  construction. 

The  external  walls  of  the  jackets  of  the  heating  walls  32a  and  32b  are  formed  of  heat  insulating  material 
40  so  that  heat  in  the  base  material  passage  cylinder  32  is  not  transmitted  outside.  More  specifically,  the  heat- 

insulating  walls  are  provided  to  prevent  such  adverse  effects  as  a  lowering  of  the  cooling  effect  of  the 
cooling  device  6  and  a  rise  in  the  temperature  of  the  varnish  13  around  the  varnish  pool  13a.  Also,  it  is 
desirable  for  the  upper  end  of  the  base  material  passage  cylinder  32  to  be  located  as  close  as  possible  to 
the  heating  roll  5a. 

45  The  embodiment  of  Fig.  5  is  similar  in  many  respects  to  previously  described  embodiment  hence  all  of 
its  elements  are  not  described.  However,  it  is  noted  that  the  condensate  collection  device  8  may  be  like  that 
shown  in  Fig.  1  . 

In  Fig.  5,  the  base  material  1  passes  over  the  heating  roll  5a,  enters  the  base  material  passage  cylinder 
32,  and  moves  into  the  varnish  pool  13a.  The  inside  of  the  base  material  cylinder  32  is  heated  to,  and 

50  maintained  at,  a  temperature  higher  than  the  condensation  temperature  of  the  low-viscosity  liquid  vapor  12s 
by  flowing  a  heating  medium  through  walls  32a  and  32b.  The  base  material  passage  region  32'  extending 
from  the  heating  roll  5a  to  the  varnish  pool  13a  is  thus  thoroughly  filled  with  the  vapor  of  the  low-viscosity 
liquid  12s,  and  the  low-viscosity  liquid  vapor  in  the  base  material  passage  region  32'  is  prevented  from 
condensing  on  the  surface  of  the  base  material  or  entering  into  the  varnish  pool  13a  as  might  otherwise 

55  occur  due  to  the  effect  of  the  radiational  cooling  of  the  cooling  device  6. 
In  general,  the  varnish  temperature  is  lower  than  that  of  the  saturated  vapor  of  the  low-viscosity  liquid, 

so  the  low-viscosity  liquid  vapor  12s  contained  in  the  base  material  would  normally  condense  when  the 
base  material  1  enters  into  the  varnish  13.  However,  the  liquid  surface  13a'  of  the  varnish  pool  13a  is  heated 

10 



EP  0  369  907  B1 

to  a  temperature  higher  than  the  boiling  point  temperature  of  the  low-viscosity  liquid  12  by  the  lower  heating 
wall  32b,  so  that  the  condensate  generated  when  the  base  material  enters  into  the  varnish  13  is  re- 
evaporated  so  that  practically  no  vapor  enters  the  varnish  13.  The  varnish  13  thus  remains  undiluted  by  the 
low-viscosity  liquid. 

5  In  the  varnish  impregnation  system  of  Fig.  5,  the  heating  walls  32a  and  32b  may  be  formed  simply  as 
heat-insulating  walls  which  prevent  the  base  material  1  passing  the  base  material  passage  cylinder  32  from 
being  subjected  to  the  radiational  cooling  effect  of  the  cooling  device  6,  while  at  the  same  time  permitting 
the  temperature  of  the  base  material  1  and  the  ambient  temperature  within  the  region  extending  from  the 
heating  roll  5a  to  the  varnish  pool  13a  to  be  maintained  at  a  temperature  higher  than  the  condensation 

io  temperature  of  the  low-viscosity  liquid  12.  Also,  the  heating  wall  32a  need  not  necessarily  be  cylindrical  in 
form  to  surround  the  base  material  completely  but  may  take  the  form  of  two  opposite  walls  facing  the  sides 
of  the  descending  base  material.  Further,  the  heating  means  at  the  varnish  pool  13a  is  not  necessarily 
limited  to  the  heating  wall  32b  with  jacket  construction  but  may  take  any  other  conventional  form. 

Where  there  is  a  possibility  that  the  vapor  of  the  solvent  contained  in  the  varnish  13  might  enter  into  the 
is  thermal  syphon  room  4  when  the  varnish  pool  13a  is  heated,  the  base  material  outlet  4b  should  have  the 

smallest  possible  cross-sectional  area  consonant  with  free  passage  of  the  base  material  so  that  the  area  of 
the  boundary  between  the  varnish  storage  region  3'  and  the  thermal  syphon  region  4'  is  kept  to  a  minimum. 
For  example,  as  shown  in  Figure  6,  part  of  the  outlet  4b,  that  is,  the  heating  wall  32b,  should  be  formed  with 
a  metal  nozzle  34.  The  nozzle  34  is  provided  with  a  fluid  conduit  34a  through  which  a  heating  medium  may 

20  flow  to  heat  the  varnish  pool  13a  to  a  temperature  higher  than  the  boiling  point  temperature  of  the  low- 
viscosity  liquid  12.  It  is  desirable  that  the  external  surface  of  the  nozzle  34  to  be  provided  with  a  heat- 
insulating  layer  35  to  prevent  the  surrounding  varnish  13  from  being  heated. 

The  arrangement  shown  in  Fig.  6  prevents,  to  the  greatest  possible  extent,  the  evaporation  of  the 
solvent  in  the  varnish  13  due  to  heating  of  the  varnish  pool  13a,  and  entry  of  the  vapor  into  the  thermal 

25  syphon  room  4.  Furthermore,  condensation  of  the  low-viscosity  liquid  vapor  12s  at  the  liquid  surface  13a'  of 
the  varnish  pool  13a  can  be  reduced. 

As  illustrated  in  Fig.  6,  the  surrounding  wall  of  the  thermal  syphon  room  4  or,  more  particularly,  the 
base  material  outlet  4b,  may  be  provided  with  a  plurality  of  vapor  injection  nozzles  36  for  injecting  low- 
viscosity  liquid  vapor  12s  into  the  thermal  syphon  room  4.  This  arrangement,  coupled  with  the  aforemen- 

30  tioned  heating  by  the  surrounding  wall  4c  of  the  thermal  syphon  room  4,  permits  a  quick  rise  in  vapor 
pressure  to  be  realized  at  the  start  of  the  operation. 

Further,  as  shown  in  Figure  7,  the  open  top  of  the  low  viscosity  liquid  storage  tank  2  may  be  closed 
with  a  cover  2c  that  it  provided  with  an  inlet  2d  for  entry  of  the  base  material  1.  The  inlet  2d  may  be 
provided  with  a  collar  37  comprising,  for  example,  a  cooling  coil  in  order  to  prevent  leakage  of  the  vapor.  At 

35  the  inlet  2d,  the  low-viscosity  liquid  vapor  12s  is  condensed  or  liquefied  by  a  cooling  coil  37.  Thus,  the 
diffusion  of  the  vapor  of  the  low-viscosity  liquid  is  prevented,  thereby  reducing  environmental  pollution  and 
permitting  the  use  of  a  flammable  liquid  as  the  low-viscosity  liquid  12.  A  similar  arrangement  may  be 
provided  for  the  varnish  storage  tank  3. 

A  varnish  impregnation  system  according  to  the  embodiment  illustrated  in  Fig.  8  comprises  a  low- 
40  viscosity  liquid  storage  tank  2,  a  varnish  storage  tank  3,  a  thermal  syphon  room  4,  a  base  material  heating 

device  5,  a  cooling  device  6,  a  guiding  device  7,  a  condensate  collection  device  8,  a  varnish  impregnation 
control  device  9  and  a  vapor  flow  device  41  . 

The  vapor  flow  device  41  comprises  a  low-viscosity  liquid  storage  section  43  surrounding  the  base 
material  outlet  4b  and  a  low-viscosity  liquid  pool  12a  provided  with  a  self-controlled  heater  44.  The  low- 

45  viscosity  liquid  storage  section  43  is  formed  at  the  lower  end  of  the  base  material  outlet  4a  and 
communicates  with  the  low-viscosity  liquid  storage  tank  2  through  a  passage  42a  so  that  the  low-viscosity 
liquid  12  can  be  stored  in  a  predetermined  quantity.  The  liquid  surface  level  of  the  low-viscosity  storage 
section  42  coincides  with  the  liquid  surface  12'  of  the  low-viscosity  liquid  storage  tank  2  regardless  of  the 
evaporation  of  the  low-viscosity  liquid  in  the  storage  section  42.  The  low-viscosity  liquid  heater  43 

50  comprises  a  wall  with  jacket  construction  surrounding  the  low-viscosity  liquid  storage  section  42.  The  jacket 
allows  an  appropriate  heating  medium  to  flow  therein  to  heat  and  evaporate  the  low-viscosity  liquid  12  in  the 
low-viscosity  liquid  storage  section  42.  The  jacket  wall  of  liquid  heater  43  is  made  of  heat-insulating  material 
except  for  those  parts  in  contact  with  the  low-viscosity  liquid  storage  section  42  and  the  varnish  pool  13a  so 
that  the  heat  of  the  jacket  is  not  transmitted  to  the  varnish  13  around  the  varnish  pool  13a.  The  low-viscosity 

55  liquid  heater  43  is  formed  into  a  continuous  jacket  wall  construction  communicating  with  the  surrounding 
wall  4c  of  the  thermal  syphon  room  4. 

The  self-controlled  heater  44  comprises  a  heat  transfer  coil  through  which  a  heating  medium  flows  from 
a  source  not  shown.  The  heater  is  used  to  heat  and  evaporate  the  low-viscosity  liquid  12  of  the  low- 
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viscosity  liquid  pool  12a.  The  evaporation  capacity  of  the  self-controlled  heater  44  is  lower  than  that  of  the 
low-viscosity  liquid  heater  43,  and  heater  44  is  provided  with  a  low-viscosity  liquid  heating  plane  44a 
extending  both  upward  and  downward  from  the  surface  of  the  low-viscosity  liquid  pool  12a.  The  heater  44  is 
designed  so  that  the  evaporation  capacity  can  be  self-controlled  according  to  variation  of  the  internal  vapor 

5  pressure  of  the  thermal  syphon  room  4,  in  a  manner  similar  to  that  of  the  low-viscosity  liquid  heating  device 
21  of  Fig.  4. 

In  Fig.  8,  the  evaporation  rate  of  the  low-viscosity  liquid  to  form  vapor  12s  in  the  thermal  syphon  room  4 
is  decreased  by  the  self-controlled  heater  44  as  the  vapor  pressure  rises  in  room  4,  and  the  low-viscosity 
liquid  vapor  12s  is  caused  to  flow  from  base  material  outlet  4b  toward  base  material  heater  5a  and  from 

io  heater  5a  toward  material  inlet  4a,  as  illustrated  by  the  arrows  in  Fig.  8.  Thus,  at  least  the  base  material 
passage  region  extending  from  the  base  material  heater  5a  to  the  varnish  pool  13a  is  filled  with  atmosphere 
of  the  low-viscosity  liquid  vapor  without  air.  Thus,  the  base  material  may  be  impregnated  with  varnish 
without  air  voids. 

As  shown  in  Figure  9,  the  vapor  flow  system  41  ,  may  be  provided  with  a  cooler  or  cooling  coil  45  at  the 
is  base  material  inlet  4a  in  place  of  the  heater  44  of  the  preceding  embodiment.  The  low-viscosity  liquid  vapor 

12s  generated  in  the  thermal  syphon  room  4  is  condensed  by  the  cooler  45  and  collected  into  the  low- 
viscosity  liquid  pool  12a.  This  results  in  flow  of  the  low-viscosity  liquid  vapor  12s  as  indicated  by  the  arrows. 
In  this  arrangement,  the  bleeding  tube  14  is  not  necessarily  required. 

As  shown  in  Figure  10,  both  the  heater  44  of  Fig.  8  and  the  cooler  45  of  Fig.  9  may  be  omitted  on  the 
20  side  of  the  base  material  inlet  4a.  The  cover  2c  and  the  cooler  37  are  provided  to  prevent  diffusion  of  the 

low-viscosity  liquid  vapor  12s,  as  described  with  reference  to  Fig.  7. 
Fig.  11  illustrates  an  embodiment  wherein  a  liquid  collector  46  communicating  with  the  low-viscosity 

liquid  storage  section  42  through  the  passage  46a,  is  provided  for  collecting  the  condensed  vapor  of  the 
low-viscosity  liquid.  The  collector  46  is  provided  with  a  cooler  45  to  condense  and  collect  the  condensate  of 

25  the  low-viscosity  liquid  vapor  into  collector  46. 
Figure  12  illustrates  an  embodiment  of  the  invention  which  is  basically  similar  to  the  embodiment  of  Fig. 

8  but  differs  from  each  of  the  foregoing  embodiments  in  that  the  base  material  inlet  4a  opens  above  the 
liquid  surface  12'  of  the  low-viscosity  liquid  storage  tank  2.  The  base  material  1  is  exposed  to  the  air  while 
moving  from  the  low-viscosity  liquid  storage  tank  2  into  the  thermal  syphon  room  4,  but  air  will  not  enter 

30  into  the  base  material  1  before  the  base  material  moves  into  the  thermal  syphon  room  4  since  the  base 
material  is  impregnated  with  the  low-viscosity  liquid.  Thus,  absence  of  the  liquid  seal  at  the  base  material 
inlet  4a  causes  no  problem. 

In  this  case,  and  as  shown  in  Figure  13,  the  vapor  diffusion  prevention  devices  2c  and  37  may  be 
provided  for  preventing  the  diffusion  of  the  low-viscosity  liquid  vapor  12s  from  the  low-viscosity  liquid 

35  storage  tank  2.  The  effects  of  the  cover  2c  and  cooling  coil  37  are  greater  than  that  of  a  liquid  seal  at  the 
base  inlet  4a.  Also,  as  shown  in  Figure  14,  instead  of  providing  the  low-viscosity  liquid  collector  46,  the 
condensate  may  be  directly  collected  into  the  low-viscosity  liquid  storage  tank  2  from  the  base  material  inlet 
4a. 

While  specific  embodiments  of  the  invention  have  been  described  in  detail,  obvious  modifications  and 
40  substitutions  falling  within  the  spirit  and  scope  of  the  invention  will  be  obvious.  It  is  intended  therefore  to  be 

limited  only  by  the  scope  of  the  appended  claims. 

Claims 

45  1.  A  varnish  impregnation  method  comprising  the  step  of  passing  a  sheet  like  base  material  (1)  in 
sequence  through  a  low  viscosity  liquid  storage  region  (2)  for  storing  a  low  viscosity  liquid  (12)  such  as 
a  solvent  and  a  varnish  storage  region  (3)  for  storing  a  varnish  (13),  characterized  in  that  said  base 
material  (1)  is,  after  having  passed  through  said  low  viscosity  liquid  storage  region  (2),  being  passed 
through  a  thermal  syphon  region  (4)  and,  thereafter,  an  air-tight  seal  closed  by  a  liquid  surface  (13)  of 

50  said  varnish  storage  region  (3)  in  passing  from  said  thermal  syphon  region  (4)  to  said  varnish  storage 
region  (3),  and  said  base  material  (1)  is  heated  in  said  thermal  syphon  region  (4)  thereby  producing  a 
vapour  (12s)  of  said  low  viscosity  liquid  (12)  impregnated  in  said  base  material  (1). 

2.  A  varnish  impregnation  method  as  claimed  in  Claim  1  wherein  the  base  material  (1)  is  heated  to  a 
55  temperature  higher  than  the  condensing  temperature  of  the  low-viscosity  liquid  vapor  (12s)  in  a  base 

material  passage  region  (32')  extending  from  a  base  material  heater  (5a)  positioned  in  said  thermal 
syphon  region  (4')  to  said  varnish  storage  region  (3'). 

12 
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3.  A  varnish  impregnation  method  as  claimed  in  Claim  1  wherein  said  low-viscosity  liquid  vapor  (12s) 
generated  in  said  thermal  syphon  region  (4')  is  condensed  and  the  condensed  low-viscosity  liquid  (12) 
is  collected. 

5  4.  A  varnish  impregnation  method  as  claimed  in  Claim  1  wherein  said  thermal  syphon  region  (4')  is  kept  in 
communication  with  said  low-viscosity  liquid  storage  region  (2')  in  air-tightness  closed  by  a  liquid 
surface  (12')  of  said  low-viscosity  liquid  storage  region  (2'),  and  said  low-viscosity  liquid  (12)  in  a 
communication  route  (12a)  linking  said  thermal  syphon  region  (4')  and  said  low-viscosity  liquid  storage 
region  (2')  is  heated  so  that  the  rate  of  evaporation  of  the  low-viscosity  liquid  is  controlled  in 

io  accordance  with  fluctuations  of  the  liquid  surface  level  in  said  communication  route  (12a). 

5.  A  varnish  impregnation  method  as  claimed  in  Claim  1  wherein  the  low-viscosity  liquid  vapor  (12s) 
generated  in  the  thermal  syphon  region  (4')  is  allowed  to  flow  from  the  side  of  the  base  material  outlet 
to  the  side  of  the  base  material  inlet  in  the  region  (4'). 

15 
6.  A  varnish  impregnation  method  as  claimed  in  Claim  1  wherein  a  communication  route  between  said 

thermal  syphon  region  (4')  and  said  varnish  storage  region  (3')  is  heated  to  a  temperature  higher  than 
the  boiling  point  temperature  of  said  low-viscosity  liquid  (12). 

20  7.  A  varnish  impregnation  apparatus  comprising  : 
a  low  viscosity  liquid  storage  tank  (2)  containing  a  low-viscosity  liquid  (12)  such  as  a  solvent, 
a  varnish  storage  tank  (3)  for  holding  a  varnish  (13),  and 
a  guiding  device  (7)  for  guiding  a  sheet-like  base  material  (1)  sequentially  through  said  low- 

viscosity  liquid  storage  tank  (2)  and  said  varnish  storage  tank  (3), 
25  characterized  in  that  said  varnish  impregnation  apparatus  further  comprises  : 

a  thermal  syphon  room  (4)  through  which  said  base  material  (1)  is  passed  after  having  passed 
through  said  low-viscosity  liquid  storage  tank  (2)  and  which  is  provided  with  a  base  material  inlet  (4a) 
opening  in  proximity  to  a  liquid  surface  (12')  in  said  low  viscosity  liquid  storage  tank  (2)  and  a  base 
material  outlet  (4b)  opening  under  a  liquid  surface  (13')  in  said  varnish  storage  tank  (3),  and 

30  a  heating  device  (5)  for  heating  said  base  material  (1)  in  said  thermal  syphon  room  (4)  to  evaporate 
low-viscosity  liquid  (12)  impregnated  in  said  base  material  (1)  to  thereby  produce  a  vapor  (12s)  of  said 
low-viscosity  liquid  (12)  in  said  thermal  syphon  room  (4). 

8.  A  varnish  impregnation  apparatus  as  claimed  in  Claim  7  and  further  comprising  a  cooling  device  (6)  for 
35  condensing  and  liquefying  the  vapor  (12s)  of  said  low-viscosity  liquid  (12)  in  said  thermal  syphon  room 

(4),  and  a  condensate  collection  device  (8)  for  collecting  said  condensed  and  liquefied  low-viscosity 
liquid  vapor  (12s). 

9.  A  varnish  impregnation  apparatus  as  claimed  in  Claim  7  and  further  comprising  a  condensation 
40  prevention  device  (31)  for  heating  said  base  material  (1)  to  a  temperature  higher  than  the  condensation 

temperature  of  said  low-viscosity  liquid  vapor  (12s)  in  a  base  material  passage  region  (32')  extending 
from  said  base  material  heating  device  (5)  to  an  opening  of  said  base  material  outlet  (4b). 

10.  A  varnish  impregnation  apparatus  as  claimed  in  Claim  7  and  further  comprising  a  low-viscosity  liquid 
45  heating  device  (21)  having  a  low-viscosity  liquid  heating  plane  (12a)  placed  substantially  upright  in  a 

low-viscosity  liquid  pool  (12a)  at  said  base  material  inlet  (4a),  said  base  material  inlet  opening  under 
said  liquid  surface  (12')  in  said  low-viscosity  liquid  storage  tank  (2),  so  that  the  rate  of  evaporation  of 
said  low-viscosity  liquid  (12)  may  be  controlled  in  accordance  with  fluctuations  of  a  liquid  surface  level 
of  said  low-viscosity  liquid  pool  (12a). 

50 
11.  A  varnish  impregnation  apparatus  as  claimed  in  Claim  7  and  further  comprising  a  vapor  flow  device  (41) 

positioned  at  said  base  material  outlet  (4b)  and  comprising  a  low-viscosity  liquid  storage  section  (42) 
and  a  low-viscosity  liquid  heater  (43)  for  heating  and  evaporating  said  low-viscosity  liquid  (12)  in  said 
low-viscosity  liquid  storage  section  (42),  and  further  for  allowing  said  low-viscosity  liquid  vapor  (12s) 

55  generated  in  said  thermal  syphon  room  (4)  to  flow  from  the  side  of  said  base  material  outlet  (4b)  to  the 
side  of  said  base  material  inlet  (4a). 
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12.  A  varnish  impregnation  apparatus  as  claimed  in  Claim  11  wherein  said  low-viscosity  liquid  storage  tank 
(2)  and  said  low-viscosity  liquid  storage  section  (42)  communicate  with  each  other. 

13.  A  varnish  impregnation  apparatus  as  claimed  in  Claim  11  wherein  said  vapor  flow  device  (41)  is  further 
5  provided  with  a  low-viscosity  liquid  collector  (46)  positioned  at  said  base  material  inlet  (4a)  and 

communicating  with  said  low-viscosity  liquid  storage  section  (42),  and  a  cooling  device  (45)  provided  at 
said  low-viscosity  liquid  collector  (46). 

14.  A  varnish  impregnation  apparatus  as  claimed  in  Claim  7  wherein  an  outer  wall  (4c)  of  said  thermal 
io  syphon  room  (4)  comprises  a  jacket  structure  so  that  a  heat  medium  may  be  supplied  to  and  allowed  to 

flow  in  said  jacket. 

15.  A  varnish  impregnation  apparatus  as  claimed  in  Claim  7  which  further  includes  a  heating  device  (32b, 
34,  34a,  43)  for  heating  a  boundary  area  of  said  liquid  surface  (13a)  in  said  base  material  outlet  (4b)  to 

is  a  temperature  higher  than  the  boiling  point  temperature  of  said  low-viscosity  liquid  (12). 

16.  A  varnish  impregnation  apparatus  as  claimed  in  Claim  15  wherein  the  cross-sectional  area  of  the  base 
material  passage  at  said  base  material  outlet  (4b)  is  made  as  small  as  possible  allowing  free  passage 
of  said  base  material  (1)  therethrough. 

20 
17.  A  varnish  impregnation  apparatus  as  claimed  in  Claim  7  and  further  comprising  a  varnish  impregnation 

control  device  (9)  for  adjusting  the  quantity  of  said  varnish  (13)  impregnated  in  said  base  material  (1) 
after  passing  through  said  varnish  storage  tank  (3). 

25  18.  A  varnish  impregnation  apparatus  as  claimed  in  Claim  7  and  further  comprising  a  vapor  injection  nozzle 
(36)  for  supplying  said  low-viscosity  liquid  vapor  (12s)  into  said  thermal  syphon  room  (4). 

19.  A  varnish  impregnation  apparatus  as  claimed  in  Claim  7  wherein  said  low-viscosity  liquid  storage  tank 
(2)  is  closed  with  a  cover  (2c)  having  said  base  material  inlet  (4a),  and  a  cooling  device  (37)  provided  at 

30  a  base  material  inlet  (2d)  on  said  cover  (2c)  for  preventing  vapor  leakage  from  the  low-viscosity  liquid 
storage  tank. 

20.  A  varnish  impregnation  device  as  claimed  in  Claim  7  wherein  said  base  material  inlet  (4a)  opening  is 
below  the  liquid  surface  in  said  low-viscosity  liquid  storage  tank  (2). 

35 
Patentanspruche 

1.  Verfahren  zur  Impragnierung  mit  Firnis,  das  den  Schritt  des  Hindurchfuhrens  eines  bogen-  oder 
streifenartigen  Grundmaterials  (1)  in  Sequenzen  durch  einen  Flussigkeitsspeicherbereich  (2),  der  eine 

40  Flussigkeit  (12)  niedriger  Viskositat,  wie  ein  Losungsmittel,  aufnimmt,  und  durch  einen  Firnisspeicher- 
bereich  (3)  zur  Aufnahme  von  Firnis  (13)  umfaBt, 
dadurch  gekennzeichnet, 
dal3  das  Grundmaterial,  nachdem  es  durch  den  Speicherbereich  (2)  der  Flussigkeit  niedriger  Viskositat 
hindurchgefuhrt  wurde,  durch  einen  von  einer  Flussigkeitsoberflache  (13)  des  Firnisspeicherbereichs 

45  abgeschlossenen  luftdichten  VerschluB  hindurchgefuhrt  wird,  wahrend  es  von  dem  Warmesiphonbe- 
reich  (4)  in  den  Firnisspeicherbereich  (3)  uberfuhrt  wird,  und  dal3  das  Grundmaterial  (1)  in  den 
Warmesiphonbereich  (4)  aufgeheizt  wird,  wodurch  ein  Dampf  (12s)  der  in  das  Grundmaterial  (1) 
eingedrungenen  Flussigkeits  (12)  niedriger  Viskositat  erzeugt  wird. 

50  2.  Verfahren  zur  Impragnierung  mit  Firnis  nach  Anspruch  1,  bei  dem  das  Grundmaterial  (1)  in  einem 
Grundmaterialdurchgangsbereich  (32'),  der  sich  von  einer  in  dem  Warmesiphonbereich  (4')  angeordne- 
ten  Grundmaterialheizvorrichtung  (5a)  bis  zu  dem  Firnisspeicherbereich  (3')erstreckt,  auf  eine  Tempera- 
tur  aufgeheizt  wird,  die  hoher  liegt  als  die  Kondensationstemperatur  des  Dampfes  (12s)  der  Flussigkeit 
niedriger  Viskositat. 

55 
3.  Verfahren  zur  Impragnierung  mit  Firnis  nach  Anspruch  1,  bei  dem  der  in  dem  Warmesiphonbereich  (4') 

erzeugte  Dampf  (12s)  der  Flussigkeit  niedriger  Viskositat  kondensiert  wird  und  die  kondensierte 
Flussigkeit  (12)  niedriger  Viskositat  gespeichert  wird. 
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4.  Verfahren  zur  Impragnierung  mit  Firnis  nach  Anspruch  1,  bei  dem  der  Warmesiphonbereich  (4')  in 
Verbindung  mit  dem  Speicherbereich  (2')  der  Flussigkeit  niedriger  Viskositat  unter  LuftabschluB 
gehalten  wird  durch  eine  Flussigkeitsoberflache  (12')  des  Speicherbereichs  (2')  niedriger  Viskositat  und 
die  Flussigkeit  niedriger  Viskositat  in  einer  Verbindungsstrecke  (12a),  die  den  Warmesiphonbereich  (4') 

5  und  den  Speicherbereich  (2')  der  Flussigkeit  niedriger  Viskositat  verbidet,  aufgeheizt  wird,  so  daB  die 
Verdampfungsrate  der  Flussigkeit  niedriger  Viskositat  in  Abhangigkeit  der  Schwankungen  des  Flussig- 
keitspegels  der  Verbindungsstrecke  (12a)  gesteuert  wird. 

5.  Verfahren  zur  Impragnierung  mit  Firnis  nach  Anspruch  1,  bei  der  der  in  dem  Warmesiphonbereich  (4') 
io  erzeugte  Dampf  (12s)  der  Flussigkeit  niedriger  Viskositat  von  der  Seite  des  Auslasses  des  Grundmate- 

rials  zu  der  Seite  des  Einlasses  des  Grundmaterials  in  dem  Bereich  (4')  stromen  kann. 

6.  Verfahren  zur  Impragnierung  mit  Firnis  nach  Anspruch  1,  bei  dem  die  Verbindungsstrecke  zwischen 
dem  Warmesiphonberich  (4')  und  dem  Firnisspeicherbereich  (3')  auf  eine  hohere  Temperatur  als  die 

is  Siedetemperatur  der  Flussigkeit  (12)  niedriger  Viskositat  aufgeheizt  wird. 

7.  Vorrichtung  zur  Firnisimpragnierung  mit  einem  Tank  (2)  zum  Speichern  einer  Flussigkeit  niedriger 
Viskositat,  der  eine  Flussigkeit  (12)  niedriger  Viskositat,  wie  Losungsmittel,  enthalt, 
einem  Firnisspeichertank  (3)  zur  Aufnahme  von  Firnis  (13)  und 

20  einer  Fuhrungsvorrichtung  (7)  zum  Fuhren  eines  bogen-  oder  streifenartigen  Grundmaterials  (1) 
aufeinanderfolgend  durch  den  Tank  (2)  zum  Speichern  einer  Flussigkeit  niedriger  Viskositat  und  den 
Firnisspeichertank  (3), 
dadurch  gekennzeichnet,  daB  die  Vorrichtung  zur  Firnisimpragnierung  weiterhin  umfaBt: 
einen  Warmesiphonraum  (4),  durch  den  das  Grundmaterial  (1)  hindurchgeht,  nachdem  es  den  Tank  (2) 

25  zur  Speicherung  der  Flussigkeit  niedriger  Viskositat  passiert  hat,  und  der  mit  einem  in  der  Nahe  der 
Flussigkeitsoberflache  (12')  des  Tanks  zur  Speicherung  der  Flussigkeit  niedriger  Viskositat  sich 
offnendem  EinlaB  (4a)  fur  das  Grundmaterial  und  mit  einem  sich  unter  einer  Flussigkeitsflache  (13)  des 
Firnisspeichertanks  (3)  offnendem  AuslaB  (4b)  fur  das  Grundmaterial  versehen  ist  und 
eine  Heizvorrichtung  (5)  zum  Aufheizen  des  Grundmaterials  (1)  in  dem  Warmesiphonraum  (4)  zum 

30  Verdampfen  der  Flussigkeit  (12)  niedriger  Viskositat,  mit  der  das  Grundmaterial  impragniert  ist,  urn 
dabei  einen  Dampf  (12s)  der  Flussigkeit  (12)  niedriger  Viskositat  in  dem  Warmesiphonraum  (4)  zu 
erzeugen. 

8.  Vorrichtung  zur  Firnisimpragnierung  nach  Anspruch  7,  die  weiterhin  eine  Kuhlvorrichtung  (6)  zum 
35  Kondensieren  und  Verflussigen  des  Dampfes  (12s)  der  Flussigkeit  niedriger  Viskositat  (12)  in  dem 

Warmesiphonraum  (4)  und  eine  Kondensatsammelvorrichtung  (8)  urn  Sammeln  des  kondensierten  und 
verflussigten  Dampfes  (12s)  der  Flussigkeit  niedriger  Viskositat  umfaBt. 

9.  Vorrichtung  zur  Firnisimpragnierung  nach  Anspruch  7,  die  weiterhin  eine  Kondensationsverhinderungs- 
40  vorrichtung  (31)  in  dem  Grundmaterial-Durchgangsbereich  (32'),  der  sich  von  der  Grundmaterial- 

Heizvorrichtung  (5)  bis  zu  einer  Offnung  des  Auslasses  (4b)  des  Grundmaterials  erstreckt,  aufweist,  die 
das  Grundmaterial  (1)  auf  eine  uber  der  Kondensationstemperatur  des  Dampfes  (12s)  der  Flussigkeit 
niedriger  Viskositat  liegenden  Temperatur  aufheizt. 

45  10.  Vorrichtung  zur  Firnisimpragnierung  nach  Anspruch  7,  die  weiterhin  eine  Heizvorrichtung  (21)  der 
Flussigkeit  niedriger  Viskositat  umfaBt,  die  eine  im  wesentlichen  senkrecht  in  einem  Beckenbereich 
(12a)  fur  die  Flussigkeit  niedriger  Viskositat  am  EinlaB  (4a)  des  Grundmaterials  angeordnete  Heizebene 
(12a)  aufweist,  wobei  der  EinlaB  des  Grundmaterials  sich  unter  der  Flussigkeitsoberflache  (12')  in  dem 
Tank  (2)  zum  Speichern  der  Flussigkeit  niedriger  Viskositat  offnet,  so  daB  die  Verdampfungsrate  in 

50  Ubereinstimmung  mit  den  Schwankungen  des  Flussigkeitspegels  in  dem  Beckenbereich  (12a)  der 
Flussigkeit  niedriger  Viskositat  gesteuert  werden  kann. 

11.  Vorrichtung  zur  Firnisimpragnierung  nach  Anspruch  7,  die  weiterhin  eine  Dampfstromungsvorrichtung 
(41)  umfaBt,  die  an  dem  AuslaB  (4b)  des  Grundmaterials  angeordnet  ist  und  einen  Speicherabschnitt 

55  (42)  fur  die  Flussigkeit  niedriger  Viskositat  (12)  und  eine  Heizvorrichtung  (43)  fur  die  Flussigkeit 
niedriger  Viskositat  (12)  zum  Aufheizen  der  Flussigkeit  niedriger  Viskositat  (12)  in  dem  Speicherab- 
schnitt  (42)  aufweist,  und  die  ein  Stromen  des  in  dem  Warmesiphonraum  (4)  erzeugten  Dampfes  (12s) 
der  Flussigkeit  niedriger  Viskositat  von  der  Seite  des  Auslasses  (4b)  des  Grundmaterials  zu  der  Seite 
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des  Einlasses  (4a)  erlaubt. 

12.  Vorrichtung  zur  Firnisimpragnierung  nach  Anspruch  11,  bei  der  der  Tank  (2)  zum  Speichern  der 
Flussigkeit  niedriger  Viskositat  und  der  Speicherabschnitt  (42)  fur  die  Flussigkeit  niedriger  Viskositat 

5  miteinander  in  Verbindung  stehen. 

13.  Vorrichtung  zur  Firnisimpragnierung  nach  Anspruch  11,  bei  der  die  Dampfstromungsvorrichtung  (41) 
weiter  mit  einem  Sammler  (46)  fur  die  Flussigkeit  niedriger  Viskositat,  der  am  EinlaB  des  Grundmateri- 
als  angeordnet  ist  und  mit  dem  Speicherabschnitt  (42)  in  Verbindung  steht,  und  einer  Kuhlvorrichtung 

io  (45)  versehen  ist,  die  an  dem  Sammler  (46)  fur  die  Flussigkeit  niedriger  Viskositat  vorgesehen  ist. 

14.  Vorrichtung  zur  Firnisimpragnierung  nach  Anspruch  7,  bei  der  eine  auBere  Wand  (4c)  des  Warmesi- 
phonraums  (4)  einen  Doppelwandaufbau  aufweist,  so  daB  ein  Heizmedium  zugefuhrt  werden  und  in  der 
Doppelwand  flieBen  kann. 

15 
15.  Vorrichtung  zur  Firnisimpragnierung  nach  Anspruch  7,  die  weiterhin  eine  Heizeinrichtung 

(32b,34,34a,43)  zum  Aufheizen  eines  Grenzbereichs  der  Flussigkeitsflache  (13a)  in  dem  AuslaB  (4b) 
des  Grundmaterials  fur  eine  Temperatur  uber  der  Siedetemperatur  der  Flussigkeit  (12)  niedriger 
Viskositat  aufweist. 

20 
16.  Vorrichtung  zur  Firnisimpragnierung  nach  Anspruch  15,  bei  der  der  Querschnittsbereich  des  Grundma- 

terialdurchgangs  und  dem  AuslaB  (4b)  des  Grundmaterials  so  klein  wie  moglich  unter  Ermoglichung 
eines  freien  Durchganges  des  Grundmaterials  gemacht  wird. 

25  17.  Vorrichtung  zur  Firnisimpragnierung  nach  Anspruch  7  und  weiterhin  eine  Firnisimpragnierungs-Steuer- 
vorrichtung  (9)  zum  Einstellen  der  in  das  Grundmaterial  nach  dem  Durchgang  durch  den  Firnisspeicher- 
tank  (3)  eingedrungenen  Firnis  (13)  umfassend. 

18.  Vorrichtung  zur  Firnisimpragnierung  nach  Anspruch  7  und  weiterhin  eine  Dampfeinspritzduse  (36)  zum 
30  Zufuhren  des  Dampfes  (12s)  der  Flussigkeit  niedriger  Viskositat  in  den  Warmesiphonraum  (4)  umfas- 

send. 

19.  Vorrichtung  zur  Firnisimpragnierung  nach  Anspruch  7,  bei  der  der  Tank  (2)  zum  Speichern  der 
Flussigkeit  niedriger  Viskositat  mit  einem  Dekkel  (2c)  abgeschlossen  ist,  der  den  EinlaB  (4a)  fur  das 

35  Grundmaterial  und  eine  Kuhlvorrichtung  (37)  aufweist,  die  an  dem  EinlaB  (2d)  fur  das  Grundmaterial  auf 
dem  Deckel  (2c)  vorgesehen  ist,  urn  eine  Dampfleckage  aus  dem  Tank  zum  Speichern  der  Flussigkeit 
niedriger  Viskositat  zu  verhindern. 

20.  Vorrichtung  zur  Firnisimpragnierung  nach  Anspruch  7,  bei  der  der  EinlaB  (4a)  fur  das  Grundmaterial 
40  sich  untor  der  Flussigkeitsoberflache  des  Tanks  (2)  zum  Speichern  der  Flussigkeit  niedriger  Viskositat 

offnet. 

Revendicatlons 

45  1.  Procede  d'impregnation  de  vernis  comportant  I'etape  qui  consiste  a  faire  passer  un  materiau  semblable 
a  une  feuille  (1)  selon  une  succession  d'operations  a  travers  une  zone  de  stockage  (2)  de  liquide  a 
basse  viscosite  pour  stacker  un  liquide  a  base  viscosite  (12)  tel  qu'un  solvant  et  une  zone  (3)de 
stockage  de  vernis  pour  le  stockage  d'un  vernis  (13)  caracterise  en  ce  que  Ton  fait  passer  ledit 
materiau  de  base  (1),  apres  I'avoir  fait  passer  dans  ladite  zone  de  stockage  (2)du  liquide  a  basse 

50  viscosite  dans  une  zone  de  siphon  thermique  (4)  puis  ensuite  par  un  dispositif  etanche  a  I'air,  ferme 
par  une  surface  liquide  (13)  de  ladite  zone  (3)  de  stockage  du  vernis  en  passant  de  ladite  zone  de 
siphon  thermique  (4)  a  ladite  zone  (3)  de  stockage  de  vernis  et  en  ce  que  ledit  materiau  de  base  (1)  est 
chauffe  dans  ladite  zone  de  siphon  thermique  (4)  produisant  ainsi  une  vapeur  (12s)  dudit  liquide  a 
basse  viscosite  (12)  impregne  dans  ledit  materiau  de  base  (1). 

55 
2.  Procede  d'impregnation  de  vernis  selon  la  revendication  1,  dans  lequel  le  materiau  de  base  (1)  est 

chauffe  a  une  temperature  superieure  a  la  temperature  de  condensation  de  la  vapeur  (12s)  du  liquide  a 
basse  viscosite  dans  une  zone  (32')  de  passage  du  materiau  de  base  s'etendant  d'un  dispositif  de 
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chauffage  (5a)  du  materiau  de  base  place  dans  ladite  zone  de  siphon  thermique  jusqu'a  ladite  zone  (3') 
de  stockage  du  vernis. 

3.  Procede  d'impregnation  de  vernis  selon  la  revendication  1,  dans  lequel  ladite  vapeur  (12s)  du  liquide  a 
5  basse  viscosite  generee  dans  ladite  zone  de  siphon  thermique  (4)  est  condensee  et  que  le  liquide  a 

basse  viscosite  condense  (12)  est  recupere. 

4.  Procede  d'impregnation  de  vernis  selon  la  revendication  1  dans  lequel  ladite  zone  de  siphon  thermique 
(4')  est  maintenue  en  communication  avec  ladite  zone  de  stockage  (2')  du  liquide  a  basse  viscosite, 

io  dans  des  conditions  d'etancheite  a  I'air  fermee  par  une  surface  liquide  (12')  de  ladite  zone  de  stockage 
(2')  du  liquide  a  basse  viscosite  et  ledit  liquide  a  basse  viscosite  (12)  dans  une  voie  de  communication 
(12a)  reliant  ladite  zone  de  siphon  thermique  (4')  et  ladite  zone  de  stockage  (2')du  liquide  a  basse 
viscosite  est  chauffe  de  sorte  que  la  vitesse  d'evaporation  du  liquide  a  basse  viscosite  soit  controlee 
selon  les  fluctuations  du  niveau  de  la  surface  liquide  dans  ladite  voie  de  communication  (12a). 

15 
5.  Procede  d'impregnation  de  vernis  selon  la  revendication  1,  dans  lequel  on  laisse  passer  la  vapeur  (12s) 

du  liquide  a  basse  viscosite  generee  dans  la  zone  de  siphon  thermique  (4')  depuis  le  cote  de  la  sortie 
du  materiau  de  base  jusqu'au  cote  de  I'entree  du  materiau  de  base  dans  la  zone  (4'). 

20  6.  Procede  d'impregnation  je  vernis  selon  la  revendication  1  dans  lequel  une  voie  de  communication  entre 
ladite  zone  de  siphon  thermique  (4')  et  ladite  zone  (3')de  stockage  de  vernis  est  chauffee  a  une 
temperature  superieure  a  celle  du  point  d'ebullition  dudit  liquide  a  base  viscosite  (12). 

7.  Appareil  d'impregnation  de  vernis  comprenant  : 
25  un  reservoir  de  stockage  (2)  de  liquide  a  basse  viscosite  renfermant  un  liquide  a  basse  viscosite 

(12)  tel  qu'un  solvant, 
un  reservoir  de  stockage  de  vernis  (3)  pour  conserver  un  vernis  (13)  et 
un  dispositif  de  guidage  (7)  pour  guider  un  materiau  de  base  en  forme  de  feuille(1)  selon  une  suite 

d'operations  dans  ledit  reservoir  (2)  du  liquide  a  basse  viscosite  et  ledit  reservoir  (3)  de  stockage  du 
30  vernis  caracterise  en  ce  que  cet  appareil  d'impregnation  de  vernis  comporte  en  outre 

une  chambre  de  siphon  thermique  (4)  dans  laquelle  on  fait  passer  ledit  materiau  de  base  (1)  apres 
qu'il  soit  passe  dans  le  reservoir  de  stockage  (2)  dudit  liquide  a  basse  viscosite  et  qui  est  equipee 
d'une  entree  (4a)  dudit  materiau  de  base  s'ouvrant  a  proximite  d'une  surface  liquide  (12')  dans  ledit 
reservoir  de  stockage  (2)  dudit  liquide  a  basse  viscosite  et  une  sortie  du  materiau  de  base  (4b) 

35  s'ouvrant  en  dessous  d'une  surface  de  liquide  (13')  dans  ledit  reservoir  (3)  de  stockage  de  vernis  et 
un  dispositif  de  chauffage  (5)  pour  chauffer  ledit  materiau  de  base  (1)  dans  ladite  salle  de  siphon 

thermique  (4)  pour  evaporer  le  liquide  a  basse  viscosite  (12)  impregne  dans  ledit  materiau  de  base  (1) 
afin  de  produire  une  vapeur  (12s)  dudit  liquide  a  basse  viscosite  (12)  dans  ladite  salle  de  siphon 
thermique  (4). 

40 
8.  Appareil  d'impregnation  de  vernis  selon  la  revendication  7,  comprenant  en  outre  un  dispositif  de 

refroidissement  (6)  pour  la  condensation  et  la  liquefaction  de  la  vapeur  (12s)  dudit  liquide  de  basse 
viscosite  (12)  dans  ladite  chambre  de  siphon  thermique  (4),  et  un  dispositif  (8)  de  recuperation  du 
condensat  pour  recuperer  ladite  vapeur  condensee  et  liquefiee  du  liquide  a  basse  viscosite  (12s) 

45 
9.  Appareil  d'impregnation  de  vernis  selon  la  revendication  7,  comprenant  en  outre  un  dispositif  de 

prevention  de  la  condensation  (31)  pour  le  chauffage  dudit  materiau  de  base  (1)  a  une  temperature 
superieure  a  la  temperature  de  condensation  de  ladite  vapeur  (12s)  du  liquide  a  basse  viscosite  dans 
une  zone  de  passage  (32')  du  materiau  de  base  s'etendant  du  dispositif  de  chauffage  (5)  dudit  materiau 

50  de  case  a  une  ouverture  (4b)  de  sortie  dudit  materiau  de  base. 

10.  Appareil  d'impregnation  de  vernis  selon  la  revendication  7,  comprenant  en  outre  un  dispositif  de 
chauffage  (21)  du  liquide  a  basse  viscosite  equipe  d'un  plan  (12a)  de  chauffage  du  liquide  a  basse 
viscosite  dispose  essentiellement  perpendiculairement  dans  un  bassin  (12a)  pour  le  liquide  a  basse 

55  viscosite  a  I'entree  (4a)  dudit  materiau  de  base,  I'entree  du  dit  materiau  de  base  ouvrant  sous  la 
surface  (12')  dudit  liquide,  dans  le  reservoir  de  stockage  (2)  dudit  liquide  de  basse  viscosite,  de  sorte 
que  la  vitesse  d'evaporation  dudit  liquide  a  basse  viscosite  (12)  puisse  etre  controlee  selon  les 
fluctuations  d'un  niveau  de  surface  du  liquide  dans  ledit  bassin  du  liquide  a  basse  viscosite  (12a). 
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11.  Appareil  d'impregnation  de  vernis  selon  la  revendication  7,  comprenant  en  outre  un  dispositif  (41) 
d'ecoulement  de  la  vapeur  positionne  a  la  sortie  (4b)  dudit  materiau  de  base  et  comprenant  une  section 
(42)  de  stockage  du  liquide  a  basse  viscosite  et  un  dispositif  de  chauffage  (43)  du  liquide  a  basse 
viscosite,  pour  le  chauffage  et  I'evaporation  dudit  liquide  a  basse  viscosite  (12)  dans  ladite  section  (42) 

5  du  liquide  a  basse  viscosite  et  en  outre,  pour  permettre  a  ladite  vapeur  (12s)  du  liquide  a  basse 
viscosite  generee  dans  la  dite  chambre  de  siphon  thermique  (4)  de  s'ecouler  depuis  le  cote  de  la  sortie 
(4b)  dudit  materiau  de  base  jusqu'au  cote  (4a)  de  I'entree  dudit  materiau  de  base. 

12.  Appareil  d'impregnation  de  vernis  selon  la  revendication  11,  dans  lequel  ledit  recipient  de  stockage  (2) 
io  du  liquide  a  basse  viscosite  et  ladite  section  de  stockage  (42)  du  liquide  a  basse  viscosite  communi- 

quent  entre  elles. 

13.  Appareil  d'impregnation  de  vernis  selon  la  revendication  11,  dans  lequel  ledit  dispositif  (41)  d'ecoule- 
ment  de  la  vapeur  est  en  outre  equipe  d'un  collecteur  (46)  du  liquide  a  basse  viscosite,  place  a  une 

is  entree  (4a)  dudit  materiau  de  base  et  communiquant  avec  ladite  section  de  stockage  (42)  du  liquide  a 
basse  viscosite  et  un  dispositif  de  refroidissement  (45)  prevu  audit  collecteur  (46)  du  liquide  a  basse 
viscosite. 

14.  Appareil  d'impregnation  de  vernis  selon  la  revendication  7,  dans  lequel  une  paroi  exterieure  (4c)  de 
20  ladite  chambre  de  siphon  thermique  (4)  comporte  une  structure  d'enveloppe  de  sorte  que  Ton  puisse  y 

introduire  un  milieu  de  chauffage  et  le  laisser  circuler  dans  ladite  enveloppe. 

15.  Appareil  d'impregnation  de  vernis  selon  la  revendication  7,  qui  comporte  en  outre  un  dispositif  de 
chauffage  (32b,  34,  34a,  43)  pour  le  chauffage  d'une  zone  limite  de  ladite  surface  liquide  (13a)  dans  la 

25  sortie  (4b)  dudit  materiau  de  base  a  une  temperature  superieure  a  celle  du  point  d'ebullition  dudit 
liquide  a  basse  viscosite  (12). 

16.  Appareil  d'impregnation  de  vernis  selon  la  revendication  15,  dans  lequel  la  section  transversale  du 
passage  du  materiau  de  base  a  la  sortie  (4b)dudit  materiau  de  base  est  rendue  aussi  petite  que 

30  possible  permettant  un  passage  libre  dudit  materiau  de  base  (1). 

17.  Appareil  d'impregnation  de  vernis  selon  la  revendication  7,  qui  comporte  en  outre  un  dispositif  (9)  de 
controle  de  I'impregnation  de  vernis  pour  regler  la  quantite  dudit  vernis  (13)  impregne  dans  ledit 
materiau  de  base  (1)  qui  passe  dans  le  reservoir  (3)  de  stockage  du  vernis. 

35 
18.  Appareil  d'impregnation  de  vernis  selon  la  revendication  7,  qui  comporte  en  outre  une  buse  d'injection 

de  vapeur  (36)  pour  alimenter  ladite  vapeur  (12s)  du  liquide  a  base  viscosite  dans  ladite  chambre  de 
siphon  thermique  (4). 

40  19.  Appareil  d'impregnation  de  vernis  selon  la  revendication  7,  dans  lequel  ledit  reservoir  (2)  de  liquide  a 
basse  viscosite  est  ferme  par  un  couvercle  (2c)  comportant  I'entree  (4a)  dudit  materiau  de  base  et  un 
dispositif  de  refroidissement  (37)  equipe  d'une  entree  (2d)  du  materiau  de  base  sur  ledit  couvercle  (2c) 
pour  empecher  la  fuite  de  la  vapeur  provenant  du  reservoir  de  stockage  du  liquide  a  basse  viscosite. 

45  20.  Appareil  d'impregnation  de  vernis  selon  la  revendication  7,  dans  lequel  ladite  ouverture  d'entree  (4a)  du 
materiau  de  base  est  situee  en  dessous  de  la  surface  de  liquide  dans  ledit  reservoir  de  stockage  (2)  du 
liquide  a  basse  viscosite. 

50 
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