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Description

FIELD OF THE INVENTION

[0001] The invention relates to a method of determin-
ing a mechanical load on a rolling element bearing. The
invention also relates to a radial bearing and to an axial
bearing, each provided with one or more deformation
sensors.

BACKGROUND ART

[0002] Load sensing technology is a technology for de-
termining a load carried by a certain structure or a ma-
chine, or by a component thereof. The structure, machine
or component is then provided with one or more load
sensors. For example, the machine is an automobile and
the individual loads on individual ones of the wheels are
determined via the wheel hubs. The r information about
the loads is used to electronically control, e.g., the
amount of power supplied to each driven wheel individ-
ually, or the amount of braking applied to each individual
wheel, or to adjust the suspension system for each wheel
individually, in order to improve the vehicle’s road han-
dling. Load sensing technology is also used in, e.g., pay-
load weight measurements on machines such as trucks
for bulk transport, warehouse trolleys, household wash-
ing machines, conveyor belts, elevators, cranes and
hoisting equipment, etc.
[0003] Load sensing technology is also used in condi-
tion monitoring of machines such as, e.g., wind turbines,
industrial equipment, marine propulsion systems, aero-
nautic propulsion systems, etc.
[0004] A specific branch of load sensing technology
relates to the sensing of a load on a rolling element bear-
ing. Load sensing enables to determine the running con-
ditions of the rolling element bearing, e.g., for calculating
the service life, monitoring over-load conditions and un-
der-load conditions, etc.
[0005] The load on the rolling element bearing causes
an elastic deformation of the rolling element bearing. Typ-
ical methods, known in the art, of measuring the load on
a rolling element bearing include sensing the local defor-
mations of the housing of the rolling element bearing, or
sensing the local deformations of the rolling element
bearing, caused by the load on the rolling element bear-
ing. Consider, for example, a typical rolling element bear-
ing designed to support a radial load or a typical rolling
element bearing designed to support a predominantly
radial load and in addition some axial loads. Such a rolling
element bearing comprises a concentric arrangement of
an inner ring, an outer ring and a plurality of rolling ele-
ments accommodated between the inner ring and the
outer ring. One or more strain gauges are positioned at
a cylindrical outer surface of the outer ring. In operational
use of the rolling element bearing, the strain gauges pro-
vide signals representative of the local deformations of
the outer ring, from which the load can be determined.

For more background information, also see, e.g., US pat-
ent 7,444,888, issued to Hendrik Anne Mol and Gerrit
Cornelis van Nijen, and US patent 7,389,701, issued to
Hendrik Anne Mol.
[0006] See also document DE102004054201 which
discloses a method and a radial bearing for determining
radial strain in a bearing according to the preamble of
claims 1 and 4 respectively.

SUMMARY OF THE INVENTION

[0007] The inventors have recognized that the known
methods of determining the load on a rolling element
bearing work well, but that they require a rather invasive
technique. In order to appreciate the invention, first con-
sider a rolling element bearing, such as a rolling element
bearing configured for supporting a radial load (referred
to herein as a "radial bearing") or a rolling element bearing
configured for supporting a predominantly axial load,
such as a thrust bearing (referred to herein as an "axial
bearing").
[0008] Such a rolling element bearing typically com-
prises a first ring and a second ring that are configured
for substantially coaxial rotation relative to each other
around an axis, and a plurality of rolling elements accom-
modated between the first ring and the second ring.
[0009] Examples of a radial bearing are deep-groove
ball-bearings, spherical roller bearings, angular contact
ball bearings, cylindrical roller bearings, needle roller
bearings, and taper roller bearings. For example, a deep-
groove ball-bearing is designed for supporting predomi-
nantly radial loads, whereas a spherical roller bearing is
typically designed for accommodating both heavy radial
loads as well as heavy axial loads. In a radial bearing,
the first ring and the second ring are not only co-axial but
also concentric. That is, one of the first ring and the sec-
ond ring (i.e., the inner ring) lies concentrically within the
other one of the first ring and the second ring (i.e., the
outer ring), and the first ring and the second ring lie in
substantially the same plane substantially perpendicular
to the axis. The paths traversed by the plurality of rolling
elements, when the radial bearing is in operational use,
are concentric with the first ring and the second ring. The
inner ring and the outer ring form a coplanar configuration
and rotate coaxially relative to each other.
[0010] In an axial bearing, the first ring and the second
ring are arranged so as to be co-axial, but not concentric.
The first ring lies in a first plane substantially perpendic-
ular to the axis, and the second ring lies in second plane
substantially perpendicular to the axis and spaced apart
from the first plane. The paths traversed by the plurality
of rolling elements when the axial bearing is in operational
use, are coaxial with the first ring and the second ring,
but lie in another plane substantially parallel with the first
plane and second plane.
[0011] Next consider determining the load on a radial
bearing via sensors that sense the deformation of either
the radial bearing or the housing accommodating the ra-
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dial bearing, or both. The first ring, referred to above is,
e.g., the outer ring whereas the second ring, referred to
above, is the inner ring. One or more sensors are posi-
tioned at the one or more of the following conventional
locations: the cylindrical outer surface of the outer ring;
the cylindrical inner surface of the inner ring; the cylin-
drical inner surface of a housing that engages with the
cylindrical outer surface of the outer ring of the rolling
element bearing; and a cylindrical outer surface of a shaft
that engages with a cylindrical inner surface of the inner
ring. Each specific one of these locations may be shaped
in order to accommodate a specific one of the sensors
and to preserve the sensor’s physical integrity in opera-
tional use of the rolling element bearing. For example, a
groove is cut into the cylindrical outer surface of the outer
ring wherein one or more sensors are then positioned.
In addition, the one or more sensors need to be connect-
ed to the outside world, e.g., by electrically conductive
wires, in order to be powered and to provide the sensor
signals indicative of the deformations as sensed. This
implies that at least one of the rolling element bearing,
the housing and the shaft needs to be adapted or mod-
ified in order to provide room for the sensors and the
connections to the outside world. Such modification is
costly. Such a modification to the housing, to the shaft
or to the rolling element bearing may interfere with the
mechanical or structural integrity of the housing, of the
shaft or of the rolling element bearing, respectively. A
modification to the housing or to the shaft may also be
undesired by the supplier of the machinery, of which the
rolling element bearing forms a functional part.
[0012] Further, consider determining the load on an
axial bearing arranged between two parts of a machine.
The load is determined via sensors that sense the defor-
mation of either the axial bearing or of one or both of the
machine’s parts, or of both the axial bearing and at least
one of the machine’s parts. The first ring, the second ring
and the plurality of rolling elements forms an axially
stacked arrangement. One could position one or more
sensors at a first flank of the first ring or at a second flank
of the second ring, the first flank and the second flank
facing axially outwards. The first flank and the second
flank form the surfaces onto which the machine’s parts
exerts a thrust on the axial bearing, giving rise to a de-
formation of the axial bearing with at least an axially ori-
ented component that can be sensed. However, the first
flank and/or the second flank need to be modified to ac-
commodate the sensors in order to preserve the physical
integrity of the sensors, thus affecting in turn the physical
integrity of the relevant flank, and increasing costs. Like-
wise, the sensors could be accommodated on the surface
of one or on the surfaces of both of the machine’s parts
that face the axial bearing. However, the surfaces would
need to be modified in order to accommodate the sensors
in such a manner as to preserve the physical integrity of
the sensors, thus affecting in turn the physical integrity
of the parts and increasing costs.
[0013] Accordingly, the inventors propose a method

according to claim 1. More specifically, the inventors pro-
pose a method of determining a mechanical load on a
rolling element bearing. The rolling element bearing com-
prises a first ring and a second ring that are configured
for substantially coaxial rotation relative to each other
around an axis. The rolling element bearing also com-
prises a plurality of rolling elements accommodated be-
tween the first ring and the second ring.
[0014] The method comprises sensing a deformation
of at least a specific one of the first ring and the second
ring in operational use of the rolling element bearing, at
at least a specific surface of the specific ring that faces
in a direction substantially perpendicular to a further di-
rection of a main vector component of the mechanical
load on the rolling element bearing, wherein the rolling
element bearing is designed for predominantly support-
ing the main vector component. In dependence on the
deformation thus sensed, an attribute of the mechanical
load is determined.
[0015] The feature "main vector component" as used
herein refers to a predominant character of the mechan-
ical load, which the rolling element bearing has been de-
signed to support in operational use. For example, a ra-
dial bearing has been designed for only, or predominant-
ly, supporting a radial load. Some types of radial bearings
can accommodate some axial loads as well, such as an-
gular-contact ball bearings and taper roller bearings. A
thrust bearing, on the other hand, has been designed for
supporting purely axial loads. For more background in-
formation, please see, e.g., "General Catalogue", SKF,
Nov.2005, Chapter "Selection of bearing type", Section
"Loads". Accordingly, the predominant vector compo-
nent of the mechanical load on a radial bearing is as-
sumed to be the radially directed vector component, i.e.,
perpendicular to the rotation axis of the radial bearing,
whereas the predominant vector component of the me-
chanical load on an axial bearing is assumed to be the
axially directed vector component, i.e., directed parallel
to the rotation axis of the axial bearing.
[0016] The attribute of the mechanical load includes,
e.g., a magnitude of the mechanical load, a direction of
the mechanical load, a magnitude of the mechanical load
in a particular direction with respect to the rolling element
bearing, a temporal character of the magnitude or of the
direction, etc.
[0017] The inventors have found that considerable
strain variations occur at a sidewall of the outer ring of a
radial bearing while monitoring strains conventionally
measured at the cylindrical outer surface of the outer
ring. Conventionally, the mechanical load on a rolling el-
ement bearing, e.g., a radial bearing, is determined by
considering the deformation of the inner ring or of the
outer ring of the radial bearing, at a surface that is sub-
jected to surface stress or surface strain resulting from
a combination of the mechanical load on the radial bear-
ing and the reaction force of the radial bearing. In oper-
ational use of the rolling element bearing, the rolling el-
ements pass in succession a specific location at the inner
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raceway or at the outer raceway. The resulting surface
strain at the specific location has a temporal character-
istic determined by the so-called ball-pass frequency.
The invention is based on the insights that deformation
also takes place in a direction that is different from the
direction of the force that the mechanical load exerts on
the rolling element bearing, e.g., the deformation in a
direction perpendicular to the direction of the force arising
from the mechanical load, and that this deformation is
detectable and carries information about the mechanical
load. Load sensing in accordance with the invention fa-
cilitates retro-fitting sensors to rolling element bearings
that are already being used in existing applications, as
the sensors can more easily be fitted to those surfaces
of a rolling element bearing, that are oriented in a direc-
tion substantially different from, e.g., perpendicularly to,
another direction of the force of the mechanical load on
the rolling element bearing.
[0018] In an embodiment of the method, the rolling el-
ement bearing comprises a radial bearing. The first ring
comprises: a first left flank substantially facing in an axial
direction parallel to the axis; a first right flank opposite
the first left flank and substantially facing in an opposite
axial direction parallel to the axis; a first cylindrical surface
between the first left flank and the first right flank, and
facing a radial direction perpendicular to the axis; and a
first raceway located between the first left flank and the
first right flank and opposite the first cylindrical surface,
and facing an opposite radial direction perpendicular to
the axis. The second ring comprises: a second left flank
substantially facing in the axial direction parallel to the
axis; a second right flank substantially facing in the op-
posite axial direction parallel to the axis; a second cylin-
drical surface between the second left flank and the sec-
ond right flank and facing the opposite radial direction;
and a second raceway located between the first left flank
and the first right flank opposite the second cylindrical
surface, and facing the radial direction. The further direc-
tion of the mechanical load is substantially perpendicular
to the axis. The specific surface is at least one of: the
first left flank, the first right flank, the second left flank
and the second right flank. The deformation sensed com-
prises at least one of a radial contribution to the defor-
mation and a circumferential contribution to the deforma-
tion
[0019] In this context, the term "flank" refers to a sur-
face of the relevant one of the first ring and the second
ring that faces in an axial direction.
[0020] The inventors have found that a radial bearing
deforms under a mechanical load in a manner similar to
the manner wherein a tire deforms on a wheel of a car
driving over a road surface. The tire shows a more or
less prominent bulge where the tire is in contact with the
road surface at that moment. The bulge is formed by the
sidewalls of the tire deforming outwards in the axial di-
rections and by the tread of the tire being flattened where
the tire is in contact with the road surface.
[0021] The inventors have found that depending on the

magnitude of the load and the type of the radial bearing
(size of the rings, size of the rolling elements, etc.) there
are "sweet spots" on the flank where the axial deforma-
tion as a result of a radial load tends to be more pro-
nounced than elsewhere. It turns out that for the types
of radial bearings that were simulated on a computer and
were tested in practice (among which were spherical roll-
er bearings for radial loads), the deformation of the spe-
cific ring was more pronounced at locations that lie radi-
ally closer to the raceway of the specific ring than to the
radially opposite cylindrical surface of the specific ring.
The locations of the sweet spots depend on the contact
angle of the rolling element, on the type of rolling element
bearing and, therefore, on the distribution of forces of the
mechanical load within the rings and the rolling elements
of the type of rolling element bearing considered. A strain
gauge can be used to sense the deformation of the spe-
cific surface. A strain gauge has a finite size and, there-
fore, provides a sensor signal that is an average of the
deformation in the area of the specific surface covered
by the strain gauge.
[0022] The measuring of the load is based on using
the temporal characteristic of the strain signal. The over-
all value of the load is obtained by calculating the stand-
ard deviation of the strain signal. Several of these overall
values at different angular positions on the surface of the
flank of the rolling element bearing can provide informa-
tion about the distribution of the load across the loaded
zone of the rolling element bearing. The size of the strain
sensor is preferably as narrow as possible in the angular
direction, i.e., in the direction wherein the rolling-ele-
ments traverse their path, so as to be able to properly
capture the peak of the strain when individual ones of
the rolling elements are passing by. In order to be less
sensitive to radial movements of the "bulge", the strain
sensor preferably covers a substantial distance in the
radial direction.
[0023] The expression "loaded zone", as used above,
refers to the region of the rolling element bearing that
effectively carries the mechanical load. Consider, for ex-
ample, a radial bearing whose outer ring is mounted in
a housing, and whose inner ring is fixed to a horizontal
shaft. The shaft is therefore enabled to rotate relative to
the housing. Assume first that the shaft is not rotating,
and is subjected to a mechanical load in the upward ver-
tical direction. The mechanical load on the shaft causes
the inner ring of the radial bearing to be pushed upwards
against those among the rolling elements that are posi-
tioned in the upper half of the radial bearing. The rolling
elements in the upper half are pushed, in turn, against
the upper half of the outer ring of the radial bearing, as
a result of which the outer ring is pushed vertically up-
wards against the housing. The housing is stationary and
exerts a reaction force vertically downwards on the outer
ring. The rolling elements in the lower half of the radial
bearing will not experience any load, or a reduction in a
load if the radial bearing was pre-stressed. The loaded
zone in the outer ring is that material region in the outer
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ring that is subjected to the actual stresses as a result of
the mechanical load on the shaft and that deforms as a
result thereof. If the direction of the mechanical load on
the shaft does not change, the location of the loaded
zone relative to the outer ring of the radial bearing will
not change. If the shaft is rotating while subjected to the
mechanical load in the upward vertical direction, the lo-
cation of the loaded zone does not change with respect
to the outer ring, but the intensity of the deformation will
now vary with the ball-pass frequency of the rolling ele-
ments, as each time other ones of the rolling elements
pass through the upper half of the radial bearing. The
invention is applied to a radial bearing, the deformation
sensed comprises the radial contribution. The sensing
of the deformation comprises using a first strain gauge
attached to the specific surface of the specific ring and
a second strain gauge attached to the specific surface
of the specific ring. An angular distance between the first
strain gauge and the second strain gauge on the specific
surface, and measured in a circumferential direction
around the axis, is substantially equal to half of another
angular distance between two adjacent ones of the rolling
elements, measured in the circumferential direction. The
first strain gauge and the second strain gauge are con-
nected in a measuring bridge circuit of, e.g., the half-
bridge type or of the full-bridge type. The invention is
based on the insight that both positive radial strain and
negative radial strain occur in the specific ring in a region,
where a single one of the rolling elements currently
makes a Hertzian contact with the raceway of the specific
ring. A distance between the location of the positive strain
and the other location of the negative strain corresponds
with about half a spacing between adjacent rolling ele-
ments. If the first strain gauge and the second strain
gauge are properly spaced, they will provide signals of
opposite polarity that can be constructively combined in
a half-bridge measuring circuit. Similarly, one can use a
full-bridge measuring circuit, by placing four strain gaug-
es with equidistant spacing of half the angular distance
as occurs between two rolling elements that are adjacent
to each other in the circumferential direction.
[0024] In a further embodiment of a method in the in-
vention applied to a radial bearing, the deformation
sensed comprises the circumferential contribution. The
sensing of the deformation comprises using a strain
gauge attached to the specific surface of the specific ring.
The strain gauge has a sensing area whose width is sub-
stantially equal to half a spacing between a pair of the
rolling elements that are adjacent in the circumferential
direction.
[0025] Around the Hertzian contact area with a single
one of the rolling elements, a positive circumferential
strain and a negative circumferential strain can be ob-
served. For a strain gauge this is only one direction. As
known, a strain gauge only measures expansion and
contraction, but not the direction thereof. Both the posi-
tive circumferential strain and the negative circumferen-
tial strain are expansions. Depending on the size of the

measurement grid of the strain gauge, two peaks can be
expected with each single passing of a rolling element.
[0026] If the width of the strain gauge patch is substan-
tially equal to the areas wherein both a strain in the pos-
itive circumferential direction and the strain in the nega-
tive circumferential direction occur as a result of the pass-
ing of a single rolling element, then the strain output is
doubled as the effects of both strains are summed in the
output signal of the strain gauge.
[0027] In a further embodiment of the method of the
invention, the method comprises sensing the deforma-
tion of the first ring on both the first left flank and the first
right flank. The method further comprises determining at
least one of: a difference between the deformation of the
first ring as sensed on the first left flank and the defor-
mation of the first ring as sensed on the first right flank;
and a sum of the deformation of the first ring sensed on
the first left flank and the deformation of the first ring
sensed on the first right flank. The method further com-
prises determining the attribute of the mechanical load
in dependence on the difference, if the attribute of the
mechanical load is representative of an axial component
of the mechanical load; and determining the attribute of
the mechanical load in dependence on the sum if the
attribute of the mechanical load is representative of a
radial component of the mechanical load.
[0028] The inventors propose to determine an axial
component of the mechanical load and to determine a
radial component of the mechanical load by means of
using different combinations of two strain measure-
ments, one on each flank. The difference between the
strain sensed on the left flank and the strain sensed on
the right flank is representative of the current axial com-
ponent of the mechanical load. The sum of the strain
sensed on the first flank and the strain sensed on the
second flank is representative of the current radial com-
ponent of the mechanical load.
[0029] Accordingly, a method of the invention allows
determining also an axial component of the mechanical
load on a radial bearing by sensing the strain on both
flanks of a ring, determining a mechanical load vector in
the plane of the ring by means of sensing the strain on
a flank of a ring at multiple locations along the circumfer-
ence of the ring, and determining a distribution of the
mechanical load in the loaded zone by means of sensing
the strain on a flank of a ring at multiple locations along
the circumference of the ring.
[0030] The invention also relates to a radial bearing
according to claim 7 comprising: a first ring and a second
ring that are configured for substantially coaxial rotation
relative to each other around an axis, and a plurality of
rolling elements accommodated between the first ring
and the second ring. The first ring forms an outer ring of
the radial bearing and the second ring forms an inner ring
of the radial bearing. The first ring comprises: a first left
flank substantially facing in an axial direction parallel to
the axis; a first right flank opposite the first left flank and
substantially facing in an opposite axial direction parallel
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to the axis; a first cylindrical surface between the first left
flank and the first right flank and facing a radial direction
perpendicular to the axis; and a first raceway opposite
the first cylindrical surface and located between the first
left flank and the first right flank and facing an opposite
radial direction perpendicular to the axis. The second ring
comprises: a second left flank substantially facing in the
axial direction parallel to the axis; a second right flank
substantially facing in the opposite axial direction parallel
to the axis; a second cylindrical surface between the sec-
ond left flank and the second right flank and facing the
opposite radial direction; and a second raceway opposite
the second cylindrical surface and located between the
first left flank and the first right flank and facing the radial
direction. The radial bearing also comprises one or more
deformation sensors for sensing, in operational use of
the radial bearing, at least one of: a radial contribution to
a deformation of the first ring, and a circumferential con-
tribution to the deformation of at least the first ring, at a
specific surface that is at least one of: the first left flank
and the first right flank, the second left flank and the sec-
ond right flank.
[0031] In the embodiment of the radial bearing, the de-
formation sensed comprises the radial contribution. The
deformation sensor comprises a first strain gauge at-
tached to the specific surface of the specific ring and a
second strain gauge attached to the specific surface of
the specific ring. An angular distance between the first
strain gauge and the second strain gauge on the specific
surface, measured in a circumferential direction around
the axis, is substantially equal to half of another angular
distance between two adjacent ones of the rolling ele-
ments, measured in the circumferential direction. The
first strain gauge and the second strain gauge are con-
figured for being connected in a bridge measuring circuit.
[0032] In a further embodiment of the radial bearing,
the deformation sensed comprises the circumferential
contribution. The deformation sensor comprises a strain
gauge attached to the specific surface of the specific ring.
The strain gauge has a sensing area whose width is sub-
stantially equal to half a spacing between a pair of the
rolling elements that are adjacent in the circumferential
direction. The strain gauge has an orientation so as to
just cover a first region on the specific surface, wherein
the circumferential contribution has a positive compo-
nent, and a second region on the specific surface wherein
the circumferential contribution has a negative compo-
nent, the positive component and the negative compo-
nent arising as a result of a single one of the rolling ele-
ments passing the strain gauge in operational use of the
radial bearing.
[0033] For completeness, reference is made to Inter-
national Application published as WO 2010/072232, as-
signed to SKF. WO 2010/072232 relates to a bearing
unit which enables a strong and stable strain signal to be
sensed, whereby the sensor can be attached to the bear-
ing in a straightforward automated process. The bearing
is provided with one or more strain sensors. The bearing

comprises an inner ring and an outer ring, and where the
sensor comprises a sensing element integrated on a sup-
port member. The support member is a flat plate made
of a metal material and is attached to a surface of the
bearing only by means of a first weld seam and a second
weld seam located at first and second lateral ends of the
support member. WO 2010/072232 describes an em-
bodiment wherein one or more sensors are attached to
an end face of a radial bearing’s inner ring in order to
measure expansion of the inner ring as a result of mount-
ing the radial bearing on a tapered seating. Such a mount-
ing configuration causes the diameter of the inner ring to
increase, which in turn affects the internal clearance of
the bearing. An optimal internal clearance can therefore
be achieved by sensing the strains induced on the end
face of the inner ring as a result of the increased ring
diameter during the mounting phase. In contrast there-
with, the current invention relates to determining a me-
chanical load on, e.g., a radial bearing by determining a
deformation of, e.g., an end face of the outer ring, and
does so during the operational-use phase of the bearing.
WO 2010/072232 neither provides a teaching, nor a sug-
gestion, nor an incentive to the skilled person to use the
sensors for sensing a deformation of the end face of at
least one of the inner ring and the outer ring of a radial
bearing, to determine a mechanical load on the radial
bearing in operational use.

BRIEF DESCRIPTION OF THE DRAWINGS

[0034]

Fig.1 is a diagram of a deep-groove ball-bearing;
Fig.2 is a diagram of a spherical roller bearing;
Fig.3 is a diagram of an axial bearing;
Fig.4 is a diagram of a model of the first ring of the
spherical roller bearing under a mechanical load;
Fig.5 is a diagram of a flank of the spherical roller
bearing provided with strain gauges; and
Figs.6, 7, 8 and 9 are diagrams illustrating the de-
pendence of the strain signal on the circumferential
positions of the strain gauges at certain positions of
the set of rollers.

[0035] Throughout the drawings, the same reference
numerals indicate similar or corresponding features.

DETAILED EMBODIMENTS

[0036] Fig.1 is a diagram of a first example of a radial
bearing, namely, a deep-groove ball-bearing 100. The
deep-groove ball-bearing 100 comprises a first ring 102,
a second ring 104, and a plurality of balls accommodated
between the first ring 102 and the second ring 104. Only
a first ball 106 and a second ball 108 have been indicated
with reference numerals in order to not obscure the draw-
ing. Typically, the plurality of balls is retained in a cage
140 to ensure an even spacing of the balls in the angular
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direction. The first ring 102 and the second ring 104 are
configured for substantially coaxial rotation relative to
each other around an axis 110. The first ring 102 has a
first ring-like cross-section (not shown) in a plane (not
shown) perpendicular to the axis 110, and the second
ring 104 has a second ring-like cross-section (not shown)
in the same plane perpendicular to the axis 110. The first
ring-like cross section and the second ring-like cross-
section are concentric in the same plane. The deep-
groove ball-bearing 100 is a radial bearing designed for
supporting predominantly radial loads, i.e., loads that ex-
ert forces whose vectors lie substantially in a plane per-
pendicular to the axis 110.
[0037] The first ring 102 comprises a first left flank 112
substantially facing in an axial direction parallel to the
axis 110, a first right flank 114 substantially facing in an
opposite axial direction parallel to the axis 110, a first
cylindrical surface 116 between the first left flank 112 and
the first right flank 114 and facing radially outwards. A
first radially inwards facing surface 142 of the first ring
102 comprises a first raceway. Likewise, the second ring
104 comprises a second left flank 118 substantially facing
in the axial direction parallel to the axis 110, a second
right flank 120 substantially facing in the opposite axial
direction parallel to the axis 110, and a second cylindrical
surface 122 between the second left flank and the second
right flank and facing radially inwards. A second radially
outwards facing surface 144 of the second ring 104 com-
prises a second raceway.
[0038] As is clear from the diagram of Fig.1, the first
ring 102 of the deep-groove ball-bearing 100 is the outer
ring, and the second ring 104 is the inner ring of the deep-
groove ball-bearing 100. Consider a configuration,
wherein the first ring 102 is mounted in a housing (not
shown) and the second ring 104 is mounted on a shaft
(not shown). The first ring 102 is stationary with respect
to the outside world, whereas the second ring 104 can
freely rotate with the shaft with respect to the first ring
102, and therefore, with respect to the outside world. As-
sume that a load is applied to the housing in a vertically
downwards direction in a plane perpendicular to the axis
110, and that the shaft exerts a reaction force vertically
upwards so as to keep the position and orientation of the
deep-groove ball-bearing 100 fixed with respect to the
outside world. Accordingly, the housing exerts a pressure
on an outer surface of the first ring 102 that varies with
location on the outer surface, and the balls exert pres-
sures on an inner surface of the first ring 102 that varies
with location on the inner surface. The first ring 102 and
specific ones of the balls, positioned in the upper half of
the deep-groove ball-bearing 100, are pressed against
each other. As both the first ring 102 and the balls are
elastic, the first ring 102 and the balls deform as a result
of the imposed load, and their contact area is increased
with respect to their contact area when the load is absent.
The deformation gives rise to stresses in the material of
the first ring 102 and in the material of the specific balls.
These stresses are referred to as the Hertzian contact

stresses. The Hertzian contact stress forms the basis for
modeling load bearing capabilities in rolling element
bearings, gears, etc.
[0039] As has been discussed above, a mechanical
load on the deep-groove ball-bearing 100 is convention-
ally determined by means of sensing a deformation of
the first ring 102 at the first cylindrical surface 116 and/or
sensing a further deformation of the second ring 104 at
the second cylindrical surface 122. For example, a
groove (not shown) is cut into the first cylindrical surface
116 and one or more strain gauges (not shown) are then
accommodated in this groove before the deep-groove
ball-bearing is positioned for operational use in a piece
of machinery. Disadvantages of the conventional ap-
proach have been mentioned above.
[0040] In contrast, a method of determining a mechan-
ical load on the deep-groove ball-bearing 100 according
to the invention, is based on sensing a deformation of
the first ring 102 at at least one of the first left flank 112
and the first right flank 114, and/or a further deformation
of the second ring 104 at at least one of the second left
flank 118 and the second right flank 120. That is, in the
invention, the deformation of the first ring 102 and/or the
second ring 104 is sensed at a surface that faces in a
direction substantially different from the direction, along
which the first ring 102 and the second ring 104 are
pressed towards each other via the plurality of the rolling
elements due to the mechanical radial load on the deep-
groove ball-bearing 100. Here, the force of the load is
oriented in a plane substantially perpendicular to the axis
110, whereas the surface whose deformation is sensed
faces in a direction parallel to the axis 110.
[0041] For completeness, it is remarked here that con-
figurations, other than the one above, are feasible where-
in, for example, the first ring 102 can freely rotate with
respect to the outside world and the second ring 104 is
kept stationary with respect to the outside world, or
wherein both the first ring 102 an the second ring 104
rotate coaxially relative to one another around the axis
110 and rotate both relative to the outside world. In both
of these other configurations, the deformation of the first
ring 102 can likewise be sensed on the first left flank 112
and/or on the first right flank 114, and/or the further de-
formation of the second ring 104 can be sensed at the
second left flank 118 and/or the second right flank 120.
[0042] If the loaded zone of the deep-groove ball-bear-
ing remains stationary with respect to the relevant one(s)
of the first ring 102 and the second ring 104 whose de-
formation is sensed, it will suffice to use deformation sen-
sors in the loaded zone only, on the relevant one(s) of
the first left flank 112, the first right flank 114, the second
left flank 118 and the second right flank 120. If the loaded
zone does not remain stationary with respect to the rel-
evant one(s) of the first ring 102 and the second ring 104,
the loaded zone changes location relative to the relevant
one(s) of the first ring 102 and the second ring 104. For
example, the location of the loaded zone traverses a cir-
cle centered on the axis 110. One may then locate the

11 12 



EP 2 649 426 B1

8

5

10

15

20

25

30

35

40

45

50

55

deformation sensors so as to sense the deformation at
particular locations all around the relevant one(s) of the
flank(s). If the location of the loaded zone oscillates be-
tween two extreme positions within the relevant one(s)
of the first ring 102 and the second ring 104, and runs
back and forth along an arc, one may locate the defor-
mation sensors so as to sense the deformation at partic-
ular locations on this arc at the relevant flank(s). Alter-
natively, if the loaded zone is not stationary with respect
to the relevant one(s) of the first ring 102 and the second
ring 104, but changes position one may rely on the de-
formations sensors loaded zone one of the past the de-
formation sensors.
[0043] Fig.2 is a diagram of a second example of a
radial bearing, namely, a spherical roller bearing 200. A
typical spherical roller bearing has two rows of rollers
with a common sphered raceway in the outer ring and
two raceways in the inner ring that are inclined at an angle
to the bearing’s axis. Spherical roller bearings are self-
aligning, and are designed to accommodate heavy radial
loads as well as heavy axial loads. The spherical roller
bearing 200 comprises a first ring 202, a second ring 204,
and a plurality of rolling elements, here: a plurality of roll-
ers, accommodated between the first ring 202 and the
second ring 204. Only a first roller 206 and a second roller
208 have been indicated with reference numerals in order
to not obscure the drawing. Typically, the rollers are re-
tained in a cage 240 to ensure an even spacing of the
plurality of rollers in the angular direction. The first ring
202 and the second ring 204 are configured for substan-
tially coaxial rotation relative to each other around an axis
210. The first ring 202 has a first circular, ring-like cross-
section (not shown) in a plane (not shown) perpendicular
to the axis 210, and the second ring 204 has a second
circular, ring-like cross-section (not shown) in the same
plane perpendicular to the axis 210. The first ring-like
cross section and the second ring-like cross-section are
concentric in the same plane. The spherical roller bearing
200 is designed for supporting radial loads, i.e., loads
that exert forces whose vectors substantially lie in a plane
perpendicular to the axis 210, as well as axial loads, i.e.,
loads that exert forces whose vectors are parallel to the
axis 210.
[0044] The first ring 202 comprises a first left flank 212
substantially facing in an axial direction parallel to the
axis 210, a first right flank 214 substantially facing in an
opposite axial direction parallel to the axis 210, and a
first cylindrical surface 216 between the first left flank 212
and the first right flank 214. The first cylindrical surface
216 faces radially outwards. A first radially inwards facing
surface (not indicated with a reference numeral) of the
first ring 202 comprises a first raceway that is common
to the two rows of rollers. The second ring 204 comprises
a second left flank 218 substantially facing in the axial
direction parallel to the axis 210, a second right flank 220
substantially facing in the opposite axial direction parallel
to the axis 210, and a second cylindrical surface 222
between the second left flank 218 and the second right

flank 220. The second cylindrical surface 216 faces ra-
dially inwards. A second radially outwards facing surface
(not indicated with a reference numeral) of the second
ring 204 comprises a pair of second raceways. A surface
of a specific one of the pair of raceways has a specific
normal vector that points away from a direction that is
perpendicular to the axis 210.
[0045] As is clear from the diagram of Fig.2, the first
ring 202 of the spherical roller bearing 200 is the outer
ring, and the second ring 204 is the inner ring of the spher-
ical roller bearing 200. Consider a configuration, wherein
the spherical roller bearing 200 is mounted in a housing
(not shown) with the first ring 202, and with the second
ring 204 mounted on a shaft (not shown). The first ring
202 is stationary with respect to the outside world, where-
as the second ring 204 can freely rotate with the shaft
with respect to the first ring 202, and therefore, with re-
spect to the outside world. Assume that a load is applied
to the housing in a vertically downwards direction in a
plane perpendicular to the axis 210, and that the shaft
exerts a reaction force vertically upwards so as to keep
the position and orientation of the spherical roller bearing
200 fixed with respect to the outside world. Accordingly,
the housing exerts a pressure on an outer surface of the
first ring 202 that varies with location on the outer surface,
and the spherical rollers exert pressures on an inner sur-
face of the first ring 202 that varies with location on the
inner surface. The first ring 202 and specific ones of the
rollers, positioned in the upper half of the spherical roller
bearing 200, are pressed against each other. As both the
first ring 202 and the rollers are elastic, the first ring 202
and the rollers deform as a result of the imposed load,
and their contact area is increased with respect to their
contact area when the load is absent. The deformation
gives rise to stresses in the material of the first ring 202
and in the material of the specific rollers.
[0046] As has been discussed above, a mechanical
load on the spherical roller bearing 200 is conventionally
determined by means of sensing a deformation of the
first ring 202 at the first cylindrical surface 216 and/or
sensing a further deformation of the second ring 204 at
the second cylindrical surface 222. Disadvantages of the
conventional approach have been mentioned above.
[0047] In contrast, a method of determining a mechan-
ical load on the spherical roller bearing 200 according to
the invention, is based on sensing a deformation of the
first ring 202 at at least one of the first left flank 212 and
the first right flank 214, and/or a further deformation of
the second ring 204 at at least one of the second left flank
218 and the second right flank 220. That is, in the inven-
tion, the deformation of the first ring 202 and/or the sec-
ond ring 204 is sensed at a surface that faces in a direc-
tion substantially different from the direction, along which
the first ring 202 and the second ring 204 are pressed
towards each other via the plurality of the cylindrical roll-
ers due to a radially directed mechanical load on the
spherical roller bearing 200. Here, the load is oriented in
a direction that lies in a plane substantially perpendicular
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to the axis 210, whereas the surface whose deformation
is sensed faces in a direction parallel to the axis 210.
[0048] Fig.3 is a diagram of a third example of a rolling
element bearing, namely an axial bearing 300 (which is
not part of the invention). The axial bearing 300 compris-
es a first ring 302, a second ring 304, and a plurality of
rolling elements between the first ring 302 and the second
ring 304. The rolling elements of a thrust bearing may be
shaped as balls or as rollers. For more background in-
formation, please see, e.g., "General Catalogue", SKF,
Nov.2005, Chapter "Selection of bearing type", Section
"Loads". By way of example, rolling elements of the axial
bearing 300 are shaped here as balls. Only a first ball
306 and a second ball 308 have been indicated with in-
dividual reference numerals in order to not obscure the
drawing. Typically, the plurality of balls is retained in a
cage 340 to ensure an even spacing of the balls in the
angular direction. The first ring 302 and the second ring
304 are configured for substantially coaxial rotation rel-
ative to each other around an axis 310. The first ring 302
and the second ring are coaxially positioned, but are
spaced a distance apart in the axial direction. The axial
bearing 300 is designed for supporting axial loads, i.e.,
loads that exert forces whose vectors are substantially
aligned with the axis 310.
[0049] The first ring 302 comprises a first left flank 312
substantially facing in an axial direction parallel to the
axis 310, and away from the plurality of balls. The first
ring 302 also has a first right flank 314 substantially facing
in the opposite axial direction and facing the plurality of
balls. The first right flank 314 comprises a first raceway
(not indicated with a reference numeral here). The first
ring 302 further has a first outer cylindrical surface 316,
between the first left flank 312 and the first right flank 314
and facing radially outwards. The first ring 302 also has
a first inner cylindrical surface 317, between the first left
flank 312 and the first right flank 314 and facing radially
inwards. Likewise, the second ring 304 comprises a sec-
ond left flank 318 substantially facing in the axial direction
parallel to the axis 310 and facing the plurality of balls, a
second right flank 320 facing in the opposite axial direc-
tion and away from the plurality of balls, a second outer
cylindrical surface 322 between the second left flank 318
and the second right flank 320 that is facing radially out-
wards, and a second inner cylindrical surface 323, be-
tween the second left flank 318 and the second right flank
320 and facing radially inwards. The second right flank
318 comprises a second raceway (not indicated here with
a reference numeral). The diagram of Fig.3 shows an
example of an axial bearing wherein the first ring 302 has
a first cylindrical inner surface 317 and wherein the sec-
ond ring 304 has a second cylindrical inner surface 323.
Instead of having cylindrical surfaces that face radially
inwards, one or both of the first ring 302 and the second
ring 304 can be formed as a solid disk having only a
single cylindrical surface between the relevant left flank
and right flank and facing radially outwards.
[0050] When an axial load is applied to the axial bear-

ing 300 in operational use of the axial bearing 300, the
first ring 302 and the second ring 304, and the plurality
of balls in between, are being pressed together in an axial
direction. As a result, the first ring 302, the second ring
304 and the plurality of balls are elastically deformed in
dependence on the magnitude of the axial load. The first
left flank 312 of the first ring 302 and the second right
flank 320 of the second ring 304 are typically designed
to spread the axial load over their entire surface, so as
to avoid local peak loads and so as to minimize the pres-
sure. That is, the first left flank 312 of the first ring 302
and the second right flank 320 of the second ring 304 are
not readily accessible in operational use of the axial bear-
ing 300 for sensing their deformation. In the invention,
the deformation of the axial bearing 300 is sensed in op-
erational use of the axial bearing 300 at the first cylindrical
surface 316 and/or the second cylindrical surface 318.
That is, the deformation is sensed at a surface of the first
ring 302 and/or at a surface of the second ring 304 that
face in a direction substantially perpendicular to a direc-
tion of the axial load.
[0051] Fig.4 is a diagram of a model of the first ring
202 of the spherical roller bearing 200, obtained through
a computer simulation of the spherical roller bearing 200
that, in operational use, experiences a mechanical load.
The mechanical load exerts a force on the spherical roller
bearing 200 in a direction of the arrow 402.
[0052] In the model in Fig.4, seven rollers in the upper
portion of the spherical roller bearing 200 are pressed
against the raceway of the radially inwards facing surface
of the first ring 202 in the upper half of the first ring 202,
as a result of the mechanical load and the reaction forces.
Note that the number of rolling elements, here: the rollers,
that press against the raceway as a result of the applied
mechanical load, depends on the type of rolling element
bearing (e.g., dimensions of the rolling elements and of
the raceway, the spacing between the rolling elements,
whether the rolling element bearing has a single row or
more rows of rolling elements, etc.), on the clearance of
the bearing, on the housing in which the bearing is locat-
ed, and on the magnitude and direction of the mechanical
load. The pressure exerted on the raceway by the seven
rollers in the upper portion of the cylindrical spherical
roller bearing 200 gives rise to local deformations of the
first ring 202. The local deformations are defined by the
deviation from the shape of the first ring 202 in case the
load is absent, and are shown somewhat exaggerated
for clarity. Roughly speaking, the first cylindrical surface
216 in the upper half of the first ring 202 assumes an
undulating shape with crests and troughs in an alternat-
ing sequence running in an angular direction. A single
one of the crests is indicated with a reference numeral
404 and a single one of the troughs is indicated with a
reference numeral 406 in order to not obscure the draw-
ing. However, the first left flank 212 and the first right
flank 214 (not labeled here) are deformed as well. The
deformation of the first left flank 212 and the first right
flank 214 is brought about by a rearrangement of the
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microstructure of the material of the first ring 202 at the
atomic level, in response to the stresses in the material
created by the rollers pushing against the raceway of the
first ring 202.
[0053] Typically, the material is a metal alloy with a
solid-phase microstructure held together by electrostatic
interactions between a lattice of ions and a cloud of elec-
trons. If the lattice is locally subjected to an impact with
a foreign object, such as a roller passing by a certain
location on the raceway of the first ring 202, disturbances
propagate from the impact location throughout the lattice.
The disturbances are elastic waves characterized by ex-
cursions made by the ions from their current equilibrium
positions in the lattice. If the waves propagate much fast-
er than the impact changes its location at the surface of
the material and/or its intensity, the lattice assumes a
new equilibrium at each moment on the time scale of the
impact. The new equilibrium is determined by the forces
of the impact currently applied at the surface of the first
ring 202, the reaction forces on the first ring 202 currently
caused by the rollers and the elasticity of the material.
The new equilibrium is a global effect within the first ring
202, rather than a local effect, owing to the high stiffness
of the material. Accordingly, a force locally applied to the
first ring 202 gives rise to a global deformation of the first
ring 202, including deformation of the first left flank 212
and the first right flank 214. It is these deformations of
the first left flank 212 and the first right flank 214 that are
sensed in a method of the invention in order to determine
an attribute of the mechanical load applied in a direction
perpendicular to the axis 210. Note that if the rolling el-
ement bearing is spinning and the mechanical load re-
mains constant in magnitude and direction, the deforma-
tions assume a temporally repetitive character at the fre-
quency of the ball-pass frequency.
[0054] The deformation of the first left flank 212 will
now be considered in more detail with reference to Fig.5.
Similar considerations will apply to the deformation of the
first right flank 214 and will not be discussed further.
[0055] Fig.5 is a diagram of the first left flank 212. The
deformation is measured at multiple locations on the first
left flank 212 in the upper half of the spherical roller bear-
ing 200. The deformation at a specific one of these loca-
tions has a radial component, a circumferential compo-
nent and an axial component. In a test, seven strain gaug-
es: a first strain gauge 502, a second strain gauge 504,
a third strain gauge 506, a fourth strain gauge 508, a fifth
strain gauge 510, a sixth strain gauge 512 and seventh
strain gauge 514 were positioned on the first left flank
212 in the upper half of the spherical roller bearing 200.
These seven strain gauges were positioned at a substan-
tially identical radial distance "r" from the axis 210, and
with substantially equal circumferential distance "D" be-
tween neighboring ones of the seven strain gauges.
[0056] If the mechanical load on the spherical roller
bearing 200 is constant and the first ring 202 and the
second ring 204 are rotating relative to one another, the
magnitude of a respective signal from a respective one

of the seven strain gauges will vary periodically between
a respective maximum value and a respective minimum
value, each next period being indicative of the passing
of a next one of the plurality of rollers.
[0057] Figs. 6, 7 and 8 are diagrams illustrating the
radial component of the deformation (strain) of the first
left flank in dependence on the position along a path on
the surface of the first left flank 212 that traverses the
locations of the seven strain gauges. The signals of the
seven strain gauges are representative of the deforma-
tion of the first ring 202. The radial component of the
strain, i.e., the radial strain, is the deformation of the first
ring 202 in a radial direction.
[0058] The diagrams of Figs. 6, 7 and 8 were obtained
from computer simulations, and respective ones of the
diagrams describe the strain in the radial direction deter-
mined for respective radii "r" (respective distances from
the axis 210 of the spherical roller bearing 200) of the
circumferential path on the first left flank 212 of the first
ring 202 (i.e., the outer ring). The curves in the diagrams
of Figs. 6, 7 and 8 are representations of the simulated
strain in the radial direction as determined along the cir-
cumference of the path from -150° to +150°, with 0° cor-
responding with the location of the highest point of the
path. Owing to the fixed location of the strain gauges
502-512 to the fact that the rollers are passing by at the
ball-pass frequency, the strain signal itself represents a
spatial section of half the spacing between adjacent ones
of the rollers, and has a more or less continuously varying
amplitude.
[0059] The diagram of Fig.6 represents the strain at
different locations along the path at a radial distance r =
R0. In the example shown, the maximum top-top radial
strain measured is the top-top radial strain measured at
the location in the center (at about 0°), and is about 60
mε (mm/m).
[0060] The diagram of Fig.7 represents the strain at
different locations along the path at a radial distance r =
R0+δ, wherein δ is larger than zero but much smaller than
R0(0< δ << R0). The maximum top-top radial strain meas-
ured at the radial distance R0+δ is now about 40 mε, well
down by some 30% from the 60 mε in the diagram of Fig.6.
[0061] The diagram of Fig.8 represents the strain at
different locations along the path at a radial distance r =
R0-δ. The maximum top-top radial strain measured at the
radial distance R0-δ is now about 75 mε, well up by some
25% from the 60 mε in the diagram of Fig.6.
[0062] The simulations, whose results are given in the
diagrams of Figs. 6, 7 and 8, support the finding that the
top-top radial strain measurement is highly sensitive to
a small variation in the radial distance "r", and that, for a
spherical roller bearing designed for supporting a radial
load, the strain is preferably measured at a radial distance
closer to the radial distance of the raceway of the first
ring 202 to the axis 210 than to the radial distance of the
first cylindrical surface 216 to the axis 210.
[0063] Fig.9 is a diagram of a simulated measurement
output of a combination of two strain gauges connected
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in a half-bridge measurement circuit. The strain gauges
are positioned on a path with the radius r = R0 and at
locations on this path that are circumferentially spaced
apart by half the circumferential distance between two
adjacent rollers in the spherical roller bearing 200.
[0064] Quarter-bridge strain gauge circuits, half-bridge
strain gauge circuits, and full-bridge strain gauge circuits
are well known in the art. A particular one of the two strain
gauges will then be exposed to the opposite of the forces
to which the other one of the two strain gauges will be
exposed. As a result, the half-bridge strain gauge circuit
produces a combined radial strain signal with a maximum
top-top value that is twice the top-top value in the radial
strain signal of a single strain gauge. In addition, the half-
bridge strain gauge circuit compensates the combined
radial strain signal for dependencies of the strain gauge
signals on temperature. In the example shown in the di-
agram of Fig.9, the combined radial strain signal is sym-
metric and has a maximum amplitude of about 60 mε,
and therefore a maximum top-top value of about 120 mε.
[0065] The method of the invention was tested with
specific types of the spherical roller bearing 200. In the
tests the radial strain was determined by means of sens-
ing the deformation of the first ring 202 on the first left
flank 212 with a pair of strain gauges at the top of the
loaded zone of the spherical roller bearing 200 and
spaced apart by half the distance between two adjacent
rollers. The pair of strain gauges was connected in a half-
bridge strain gauge circuit, the result of which is given in
the diagram of Fig.9. The results, obtained via a method
of the invention, were compared to other strain signals,
obtained by means of conventionally determining the ra-
dial deformation of the first ring 202 in a groove made in
the first cylindrical surface 216. For the specific types of
the spherical roller bearing 200 considered, it turned out
that a magnitude of the radial strain signals, obtained in
the invention, was about 10% of the magnitude of the
other strain signals, that were obtained via the conven-
tional method of sensing the radial strain in the groove
made in the first cylindrical surface 216.
[0066] In tests, it also turned out that the magnitude of
the radial strain, measured on the first left flank 212 in
operational use of particular types of the spherical roller
bearing 200, depended non-linearly on the magnitude of
the radial mechanical load applied to the spherical roller
bearing 200. The magnitude of the radial strain de-
creased with lower magnitudes of the radial mechanical
load.
[0067] Accordingly, the magnitude of the radial strain
signals obtained in accordance with the invention is well
within a useful range in order to derive information about
the mechanical load on a spherical roller bearing in op-
erational use.
[0068] Instead of, or in addition to, sensing the radial
strain, a circumferential strain can be sensed on the first
left flank 212 of the first ring 202 of the spherical roller
bearing 200. The circumferential strain, or the angular
strain, is the component of the strain measured in the

angular direction, i.e., at a segment of a circle, whose
center lies on the axis 210 and whose orientation is per-
pendicular to the axis 210.
[0069] In tests, it was found that in the circumferential
direction the strain amplitudes were lower than in the
radial direction, discussed above. For example, measur-
ing the circumferential strain at the first left flank 212 of
a specific type of spherical roller bearing 200 under a
specific load produces a two-sided wave of an amplitude
of, e.g., 40 mε, whereas the measuring of the radial strain
at the first left flank 212 of the same spherical roller bear-
ing 200 under the same load produces a wave of a half
sine type with a top-top value of, e.g., 80 mε. Furthermore,
when connecting the two strain gauges in a half-bridge
measurement circuit for measuring the circumferential
strain, the placement of the strain gauges is more critical
than in the case of measuring radial strain, and for the
circumferential strain the output signal of the half-bridge
measurement circuit deviates more from a sinusoidal
wave than does the output signal for measuring the radial
strain. In an area on the surface of the first left flank 212,
wherein the strain was caused by a particular one of the
plurality of rollers, a positive circumferential strain and a
negative circumferential strain were observed occurring
next to each other. Both a positive component of the cir-
cumferential strain and a negative component of the cir-
cumferential strain occur around the area of Hertzian
contact of a single rolling element with the raceway of
the first ring 202. For a strain gauge this is only one di-
rection. Depending on the size of the measurement grid
of the strain gauge, two peaks occur in the sensor signal
produced by the strain gauge at each roller pass. If the
strain gauge measurement grid is long enough in the
circumferential direction, then the magnitude of the sen-
sor signal is doubled. It was also found in the tests that
the circumferential strain of the first ring 202 is most pro-
nounced close to the raceway of the first ring 202.

Claims

1. A method of determining a mechanical load on a
radial rolling element bearing (100; 200), the rolling
element bearing comprising:

1 a first ring (102; 202; 302) and a second ring
(104; 204; 304) that are configured for substan-
tially coaxial rotation relative to each other
around an axis (110; 210; 310); and
1 a plurality of rolling elements (106, 108; 206,
208; 306, 308) accommodated between the first
ring and the second ring;
the first ring comprising:

1 a first left flank (112; 212) substantially
facing in an axial direction parallel to the ax-
is;
1 a first right flank (114; 214) opposite the
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first left flank and substantially facing in an
opposite axial direction parallel to the axis;
1 a first cylindrical surface (116; 216) be-
tween the first left flank and the first right
flank and facing a radial direction perpen-
dicular to the axis; and
1 a first raceway opposite the first cylindri-
cal surface and located between the first left
flank and the first right flank and facing an
opposite radial direction perpendicular to
the axis;

the second ring comprising:

1 a second left flank (118; 218) substan-
tially facing in the axial direction parallel to
the axis;
1 a second right flank (120; 220) substan-
tially facing in the opposite axial direction
parallel to the axis;
1 a second cylindrical surface (122; 222)
between the second left flank and the sec-
ond right flank and facing the opposite radial
direction; and
1 a second raceway opposite the second
cylindrical surface and located between the
first left flank and the first right flank and
facing the radial direction;

the method comprising:

- in operational use of the rolling element bear-
ing, sensing a deformation of at least a specific
one of the first ring and the second ring at at
least a specific surface of the specific ring, the
specific surface being at least one of the first left
flank, the first right flank, the second left flank
and the second right flank, wherein the sensed
deformation comprises a radial strain and the
wherein the sensing comprises:

1 using a first strain gauge (502) attached
to the specific surface of the specific ring
and a second strain gauge (504) attached
to the specific surface of the specific ring,
whereby

1 an angular distance between the first
strain gauge and the second strain
gauge on the specific surface, and
measured in a circumferential direction
around the axis, is substantially equal
to half of another angular distance be-
tween two adjacent ones of the rolling
elements, measured in the circumfer-
ential direction; and
1 the first strain gauge and the second
strain gauge are connected in a bridge

measuring circuit;

- determining an attribute of the mechanical load
in dependence on the sensed deformation.

2. The method of claim 1, wherein:

- the deformation sensed comprises a circum-
ferential strain;
- the sensing of the deformation comprises using
a strain gauge attached to the specific surface
of the specific ring; and
- the strain gauge has a sensing area whose
width is substantially equal to half a spacing be-
tween a pair of the rolling elements that are ad-
jacent in the circumferential direction.

3. The method of claim 1 or 2, comprising:

- sensing the deformation of the first ring on both
the first left flank and the first right flank;
- determining at least one of:

1 a difference between the deformation of
the first ring sensed on the first left flank and
the deformation of the first ring sensed on
the first right flank; and
1 a sum of the deformation of the first ring
sensed on the first left flank and the defor-
mation of the first ring sensed on the first
right flank;

- determining the attribute of the mechanical
load in dependence on the difference if the at-
tribute of the mechanical load is representative
of an axial component of the mechanical load;
and
- determining the attribute of the mechanical
load in dependence on the sum if the attribute
of the mechanical load is representative of a ra-
dial component of the mechanical load.

4. A radial bearing (100; 200) comprising:

- a first ring (102; 202) and a second ring (104;
204) that are configured for substantially coaxial
rotation relative to each other around an axis
(110; 210); and
- a plurality of rolling elements (106, 108; 206,
208) accommodated between the first ring and
the second ring;
- the first ring forms an outer ring of the radial
bearing and the second ring forms an inner ring
of the radial bearing;
the first ring comprising:

1 a first left flank (112; 212) substantially
facing in an axial direction parallel to the ax-
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is;
1 a first right flank (114; 214) opposite the
first left flank and substantially facing in an
opposite axial direction parallel to the axis;
1 a first cylindrical surface (116; 216) be-
tween the first left flank and the first right
flank and facing a radial direction perpen-
dicular to the axis; and
1 a first raceway opposite the first cylindri-
cal surface and located between the first left
flank and the first right flank and facing an
opposite radial direction perpendicular to
the axis;

the second ring comprising:

1 a second left flank (118; 218) substan-
tially facing in the axial direction parallel to
the axis;
1 a second right flank (120; 220) substan-
tially facing in the opposite axial direction
parallel to the axis;
1 a second cylindrical surface (122; 222)
between the second left flank and the sec-
ond right flank and facing the opposite radial
direction; and
1 second raceway opposite the second cy-
lindrical surface and located between the
first left flank and the first right flank and
facing the radial direction; and

- one or more deformation sensors (502, 504,
506, 508, 510, 512) for sensing, in operational
use of the radial bearing, a radial strain contri-
bution to a deformation of the first ring at a spe-
cific surface that is at least one of: the first left
flank, and the first right flank, wherein the defor-
mation sensor comprises

1 a first strain gauge (502) attached to the
specific surface of the specific ring and a
second strain gauge (504) attached to the
specific surface of the specific ring, whereby
1 an angular distance between the first
strain gauge and the second strain gauge
on the specific surface, and measured in a
circumferential direction around the axis, is
substantially equal to half of another angu-
lar distance between two adjacent ones of
the rolling elements, measured in the cir-
cumferential direction; and
1 the first strain gauge and the second
strain gauge are configured for being con-
nected in a bridge measuring circuit

5. The radial bearing of claim 4, wherein:

- the deformation sensed comprises a circum-

ferential contribution;
- the deformation sensor comprises a strain
gauge attached to the specific surface of the
specific ring; and
- the strain gauge has a sensing area whose
width is substantially equal to half a spacing be-
tween a pair of the rolling elements that are ad-
jacent in the circumferential direction.

Patentansprüche

1. Verfahren zum Bestimmen einer mechanischen Be-
lastung auf einem radialen Wälzelementlager (100;
200), wobei das Wälzelementlager Folgendes auf-
weist:

- einen ersten Ring (102; 202; 302) und einen
zweiten Ring (104; 204; 304), die für eine im
Wesentlichen koaxiale Drehung relativ zueinan-
der um eine Achse (110; 210; 310) konfiguriert
sind, und
- mehrere Wälzelemente (106, 108; 206, 208;
306, 308), die zwischen dem ersten Ring und
dem zweiten Ring aufgenommen sind,

wobei der erste Ring Folgendes aufweist:

- eine erste linke Flanke (112; 212), die im We-
sentlichen einer axialen Richtung parallel zu der
Achse zugewandt ist,
- eine erste rechte Flanke (114; 214), die der
ersten linken Flanke gegenüberliegt und im We-
sentlichen einer entgegengesetzten axialen
Richtung parallel zu der Achse zugewandt ist,
- eine erste zylindrische Fläche (116; 216) zwi-
schen der ersten linken Flanke und der ersten
rechten Flanke, die einer radialen Richtung
senkrecht zu der Achse zugewandt ist, und
- eine erste Laufbahn, die der ersten zylindri-
schen Fläche gegenüberliegt und sich zwischen
der ersten linken Flanke und der ersten rechten
Flanke befindet und einer entgegengesetzten
radialen Richtung senkrecht zu der Achse zu-
gewandt ist,

wobei der zweite Ring Folgendes aufweist:

- eine zweite linke Flanke (118; 218), die im We-
sentlichen der axialen Richtung parallel zu der
Achse zugewandt ist,
- eine zweite rechte Flanke (120; 220), die im
Wesentlichen der entgegengesetzten axialen
Richtung parallel zu der Achse zugewandt ist,
- eine zweite zylindrische Fläche (122; 222) zwi-
schen der zweiten linken Flanke und der zweiten
rechten Flanke, die der entgegengesetzten ra-
dialen Richtung zugewandt ist, und
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- eine zweite Laufbahn, die der zweiten zylind-
rischen Fläche gegenüberliegt und sich zwi-
schen der ersten linken Flanke und der ersten
rechten Flanke befindet und der radialen Rich-
tung zugewandt ist,

wobei das Verfahren Folgendes aufweist:

- bei betrieblicher Nutzung des Wälzelementla-
gers, Erfassen einer Verformung mindestens ei-
nes bestimmten des ersten Rings und des zwei-
ten Rings an mindestens einer bestimmten Flä-
che des bestimmten Rings, wobei die bestimmte
Fläche mindestens eine der ersten linken Flan-
ke, der ersten rechten Flanke, der zweiten linken
Flanke und der zweiten rechten Flanke ist, wo-
bei die erfasste Verformung eine radiale Deh-
nung aufweist und wobei das Erfassen Folgen-
des aufweist:
- Benutzen eines ersten Dehnungsmessers
(502), der an die bestimmte Fläche des be-
stimmten Rings angebracht ist, und eines zwei-
ten Dehnungsmessers (504), der an die be-
stimmte Fläche des bestimmten Rings ange-
bracht ist, wobei
- ein Winkelabstand zwischen dem ersten Deh-
nungsmesser und dem zweiten Dehnungsmes-
ser auf der bestimmten Fläche, der in einer Um-
fangsrichtung um die Achse gemessen wird, im
Wesentlichen gleich einer Hälfte eines anderen
Winkelabstands zwischen zwei benachbarten
der Wälzelemente ist, der in der Umfangsrich-
tung gemessen wird, und
- der erste Dehnungsmesser und der zweite
Dehnungsmesser in einer Messbrückenschal-
tung verbunden sind,
- Bestimmen eines Merkmals der mechanischen
Belastung in Abhängigkeit von der erfassten
Verformung.

2. Verfahren nach Anspruch 1, wobei:

- die Verformung, die erfasst wird, eine Um-
fangsdehnung aufweist,
- das Erfassen der Verformung ein Benutzen ei-
nes Dehnungsmessers aufweist, der an die be-
stimmte Fläche des bestimmten Rings ange-
bracht ist, und
- der Dehnungsmesser einen Erfassungsbe-
reich hat, dessen Breite im Wesentlichen gleich
einer Hälfte eines Abstands zwischen einem
Paar der Wälzelemente ist, die in der Umfangs-
richtung benachbart sind.

3. Verfahren nach Anspruch 1 oder 2, das Folgendes
aufweist:

- Erfassen der Verformung des ersten Rings auf

sowohl der ersten linken Flanke als auch der
ersten rechten Flanke,
- Bestimmen mindestens eines von Folgendem:
- einer Differenz zwischen der Verformung des
ersten Rings, die auf der ersten linken Flanke
erfasst wird, und der Verformung des ersten
Rings, die auf der ersten rechten Flanke erfasst
wird, und
- einer Summe der Verformung des ersten
Rings, die auf der ersten linken Flanke erfasst
wird, und der Verformung des ersten Rings, die
auf der ersten rechten Flanke erfasst wird,
- Bestimmen des Merkmals der mechanischen
Belastung in Abhängigkeit von der Differenz,
wenn das Merkmal der mechanischen Belas-
tung für eine axiale Komponente der mechani-
schen Belastung repräsentativ ist, und
- Bestimmen des Merkmals der mechanischen
Belastung in Abhängigkeit von der Summe,
wenn das Merkmal der mechanischen Belas-
tung für eine radiale Komponente der mechani-
schen Belastung repräsentativ ist.

4. Radiales Lager (100; 200), das Folgendes aufweist:

- einen ersten Ring (102; 202) und einen zweiten
Ring (104; 204), die für eine im Wesentlichen
koaxiale Drehung relativ zueinander um eine
Achse (110; 210) konfiguriert sind, und
- mehrere Wälzelemente (106, 108; 206, 208),
die zwischen dem ersten Ring und dem zweiten
Ring aufgenommen sind,
- wobei der erste Ring einen äußeren Ring des
radialen Lagers bildet und der zweite Ring einen
inneren Ring des radialen Lagers bildet,

wobei der erste Ring Folgendes aufweist:

- eine erste linke Flanke (112; 212), die im We-
sentlichen einer axialen Richtung parallel zu der
Achse zugewandt ist,
- eine erste rechte Flanke (114; 214), die der
ersten linken Flanke gegenüberliegt und im We-
sentlichen einer entgegengesetzten axialen
Richtung parallel zu der Achse zugewandt ist,
- eine erste zylindrische Fläche (116; 216) zwi-
schen der ersten linken Flanke und der ersten
rechten Flanke, die einer radialen Richtung
senkrecht zu der Achse zugewandt ist, und
- eine erste Laufbahn, die der ersten zylindri-
schen Fläche gegenüberliegt und sich zwischen
der ersten linken Flanke und der ersten rechten
Flanke befindet und einer entgegengesetzten
radialen Richtung senkrecht zu der Achse zu-
gewandt ist,

wobei der zweite Ring Folgendes aufweist:
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- eine zweite linke Flanke (118; 218), die im We-
sentlichen der axialen Richtung parallel zu der
Achse zugewandt ist,
- eine zweite rechte Flanke (120; 220), die im
Wesentlichen der entgegengesetzten axialen
Richtung parallel zu der Achse zugewandt ist,
- eine zweite zylindrische Fläche (122; 222) zwi-
schen der zweiten linken Flanke und der zweiten
rechten Flanke, die der entgegengesetzten ra-
dialen Richtung zugewandt ist, und
- eine zweite Laufbahn, die der zweiten zylind-
rischen Fläche gegenüberliegt und sich zwi-
schen der ersten linken Flanke und der ersten
rechten Flanke befindet und der radialen Rich-
tung zugewandt ist, und
- einen oder mehrere Verformungssensoren
(502, 504, 506, 508, 510, 512) zum Erfassen bei
betrieblicher Nutzung des radialen Lagers eines
radialen Dehnungsbeitrags zu einer Verfor-
mung des ersten Rings an einer bestimmten Flä-
che, die mindestens eine von Folgenden ist: die
erste linke Flanke und die erste rechte Flanke,
wobei der Verformungssensor Folgendes auf-
weist:
- einen ersten Dehnungsmesser (502), der an
die bestimmte Fläche des bestimmten Rings an-
gebracht ist, und einen zweiten Dehnungsmes-
ser (504), der an die bestimmte Fläche des be-
stimmten Rings angebracht ist, wobei
- ein Winkelabstand zwischen dem ersten Deh-
nungsmesser und dem zweiten Dehnungsmes-
ser auf der bestimmten Fläche, der in einer Um-
fangsrichtung um die Achse gemessen wird, im
Wesentlichen gleich einer Hälfte eines anderen
Winkelabstands zwischen zwei benachbarten
der Wälzelemente ist, der in der Umfangsrich-
tung gemessen wird, und
- der erste Dehnungsmesser und der zweite
Dehnungsmesser konfiguriert sind, um in einer
Messbrückenschaltung verbunden zu sein.

5. Radiales Lager nach Anspruch 4, wobei:

- die Verformung, die erfasst wird, einen Um-
fangsbeitrag aufweist,
- der Verformungssensor einen Dehnungsmes-
ser aufweist, der an die bestimmte Fläche des
bestimmten Rings angebracht ist, und
- der Dehnungsmesser einen Erfassungsbe-
reich hat, dessen Breite im Wesentlichen gleich
einer Hälfte eines Abstands zwischen einem
Paar der Wälzelemente ist, die in der Umfangs-
richtung benachbart sind.

Revendications

1. Procédé de détermination d’une charge mécanique

sur un palier à roulement (100 ; 200) radial, le palier
à roulement comprenant :

• une première bague (102 ; 202 ; 302) et une
seconde bague (104 ; 204 ; 304) qui sont con-
figurées pour tourner sensiblement coaxiale-
ment l’une par rapport à l’autre autour d’un axe
(110 ; 210 ; 310) ; et
• une pluralité d’éléments roulants (106, 108 ;
206, 208 ; 306, 308) logés entre la première ba-
gue et la seconde bague ;
la première bague comprenant :

• un premier flanc gauche (112 ; 212) tourné
sensiblement dans une direction axiale pa-
rallèle à l’axe ;
• un premier flanc droit (114 ; 214) en face
du premier flanc gauche et tourné sensible-
ment dans une direction axiale opposée pa-
rallèle à l’axe ;
• une première surface cylindrique (116 ;
216) entre le premier flanc gauche et le pre-
mier flanc droit et tournée dans une direc-
tion radiale perpendiculaire à l’axe ; et
• un premier chemin de roulement en face
de la première surface cylindrique, situé en-
tre le premier flanc gauche et le premier
flanc droit et tourné dans une direction ra-
diale opposée perpendiculaire à l’axe ;

la seconde bague comprenant :

• un second flanc gauche (118 ; 218) tourné
sensiblement dans la direction axiale paral-
lèle à l’axe ;
• un second flanc droit (120 ; 220) tourné
sensiblement dans la direction axiale oppo-
sée parallèle à l’axe ;
• une seconde surface cylindrique (122 ;
222) entre le second flanc gauche et le se-
cond flanc droit et tournée dans la direction
radiale opposée ; et
• un second chemin de roulement en face
de la seconde surface cylindrique, situé en-
tre le premier flanc gauche et le premier
flanc droit et tourné dans la direction
radiale ;

le procédé comprenant les opérations consistant à :

- lors de l’utilisation fonctionnelle du palier à rou-
lement, détecter une déformation d’au moins un
élément spécifique parmi première bague et se-
conde bague au niveau d’au moins une surface
spécifique de la bague spécifique, la surface
spécifique étant au moins une surface parmi
premier flanc gauche, premier flanc droit, se-
cond flanc gauche et second flanc droit,
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dans lequel la déformation détectée comprend
une contrainte radiale et
dans lequel la détection comprend

• l’utilisation d’un premier extensomètre
(502) fixé sur la surface spécifique de la ba-
gue spécifique et d’un second extensomè-
tre (504) fixé sur la surface spécifique de la
bague spécifique, moyennant quoi
• la distance angulaire entre le premier ex-
tensomètre et le second extensomètre sur
la surface spécifique, mesurée dans une di-
rection circonférentielle autour de l’axe, est
sensiblement égale à la moitié d’une autre
distance angulaire, entre deux éléments ad-
jacents des éléments roulants, mesurée
dans la direction circonférentielle ; et
• le premier extensomètre et le second ex-
tensomètre sont connectés dans un circuit
de mesure à pont ;

- déterminer un attribut de la charge mécanique
en fonction de la déformation détectée.

2. Procédé selon la revendication 1, dans lequel :

- la déformation détectée comprend une con-
trainte circonférentielle ;
- la détection de la déformation comprend l’uti-
lisation d’un extensomètre fixé sur la surface
spécifique de la bague spécifique ; et
- l’extensomètre possède une zone de détection
dont la largeur est sensiblement égale à la moitié
de l’espacement entre une paire d’éléments rou-
lants qui sont adjacents dans la direction circon-
férentielle.

3. Procédé selon la revendication 1 ou 2, comprenant
les opérations consistant à :

- détecter la déformation de la première bague
sur à la fois le premier flanc gauche et le premier
flanc droit ;
- déterminer au moins une donnée parmi :

• la différence entre la déformation de la pre-
mière bague détectée sur le premier flanc
gauche et la déformation de la première ba-
gue détectée sur le premier flanc droit ; et
• la somme de la déformation de la première
bague détectée sur le premier flanc gauche
et la déformation de la première bague dé-
tectée sur le premier flanc droit ;

- déterminer l’attribut de la charge mécanique
en fonction de la différence si l’attribut de la char-
ge mécanique est représentatif d’une compo-
sante axiale de la charge mécanique ; et

- déterminer l’attribut de la charge mécanique
en fonction de la somme si l’attribut de la charge
mécanique est représentatif d’une composante
radiale de la charge mécanique.

4. Roulement radial (100 ; 200) comprenant :

- une première bague (102 ; 202) et une secon-
de bague (104 ; 204) qui sont configurées pour
tourner sensiblement coaxialement l’une par
rapport à l’autre autour d’un axe (110 ; 210) ; et
- une pluralité d’éléments roulants (106, 108 ;
206, 208) logés entre la première bague et la
seconde bague ;
- la première bague constitue la bague extérieu-
re du roulement radial et la seconde bague cons-
titue la bague intérieure du roulement radial ;
la première bague comprenant :

• un premier flanc gauche (112 ; 212) tourné
sensiblement dans une direction axiale pa-
rallèle à l’axe ;
• un premier flanc droit (114 ; 214) en face
du premier flanc gauche et tourné sensible-
ment dans une direction axiale opposée pa-
rallèle à l’axe ;
• une première surface cylindrique (116 ;
216) entre le premier flanc gauche et le pre-
mier flanc droit et tournée dans une direc-
tion radiale perpendiculaire à l’axe ; et
• un premier chemin de roulement en face
de la première surface cylindrique, situé en-
tre le premier flanc gauche et le premier
flanc droit et tourné dans une direction ra-
diale opposée perpendiculaire à l’axe ;

la seconde bague comprenant :

• un second flanc gauche (118 ; 218) tourné
sensiblement dans la direction axiale paral-
lèle à l’axe ;
• un second flanc droit (120 ; 220) tourné
sensiblement dans la direction axiale oppo-
sée parallèle à l’axe ;
• une seconde surface cylindrique (122 ;
222) entre le second flanc gauche et le se-
cond flanc droit et tournée dans la direction
radiale opposée ; et
• un second chemin de roulement en face
de la seconde surface cylindrique, situé en-
tre le premier flanc gauche et le premier
flanc droit et tourné dans la direction
radiale ; et

- un ou plusieurs capteurs de déformation (502,
504, 506, 508, 510, 512) pour détecter, lors de
l’utilisation fonctionnelle du roulement radial, la
contribution de déformation radiale à une défor-
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mation de la première bague au niveau d’une
surface spécifique qui est celle du premier flanc
gauche et/ou du premier flanc droit, dans lequel
le capteur de déformation comprend

• un premier extensomètre (502) fixé sur la
surface spécifique de la bague spécifique
et d’un second extensomètre (504) fixé sur
la surface spécifique de la bague spécifi-
que, moyennant quoi
• la distance angulaire entre le premier ex-
tensomètre et le second extensomètre sur
la surface spécifique, mesurée dans une di-
rection circonférentielle autour de l’axe, est
sensiblement égale à la moitié d’une autre
distance angulaire, entre deux éléments ad-
jacents des éléments roulants, mesurée
dans la direction circonférentielle ; et
• le premier extensomètre et le second ex-
tensomètre sont configurés pour être con-
nectés dans un circuit de mesure à pont.

5. Roulement radial selon la revendication 4, dans
lequel :

- la déformation détectée comprend une contri-
bution circonférentielle ;
- le capteur de déformation comprend un exten-
somètre fixé sur la surface spécifique de la ba-
gue spécifique ; et
- l’extensomètre possède une zone de détection
dont la largeur est sensiblement égale à la moitié
de l’espacement entre une paire d’éléments rou-
lants qui sont adjacents dans la direction circon-
férentielle.
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