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©  Facsimile  apparatus. 

©  When  the  operating  mode  of  a  facsimile  appara- 
tus  relates  to  only  the  reading  of  an  original  to  be 
transmitted,  coding,  and  storage  into  an  image  mem- 
ory,  the  reading  of  the  original,  coding  of  the  image 
signal,  and  storage  of  the  image  signal  are  executed 
at  regular  intervals.  In  the  case  where  the  operating 
mode  relates  to  the  case  where  not  only  the  reading 
of  the  original,  coding,  and  storage  into  the  image 
memory  are  executed  but  also  the  communication, 
printing  of  the  received  image,  or  printing  of  a  com- 
munication  management  report  is  simultaneously  ex- 
ecuted,  the  reader  motor  is  rotated  within  a  pull-out 
region  asynchronously  with  the  timing  for  the  read- 
ing  of  the  original,  coding,  and  storage  into  the 
image  memory. 
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BACKGROUND  OF  THE  INVENTION 

Field  of  the  Invention 

The  present  invention  relates  to  a  facsimile 
apparatus  and,  more  particularly,  to  the  control  of  a 
reader  motor  to  read  an  original  to  be  transmitted 
by  a  facsimile  apparatus. 

Related  Background  Art 

A  conventional  facsimile  apparatus  has  not  only 
a  main  CPU  to  control  the  whole  apparatus  but  also 
a  sub  CPU  to  control  a  reader  motor  to  move  a 
reading  original  to  a  reading  position.  When  the 
motor  is  rotated  in  the  above  construction,  a  motor 
trigger  command  and  information  indicative  of  the 
number  of  motor  steps  for  the  motor  trigger  are 
supplied  from  the  main  CPU  to  the  sub  CPU, 
thereby  rotating  the  motor. 

Such  a  construction  is  also  applies  to  a  fac- 
simile  apparatus  which  has  an  image  memory  and 
in  which  an  image  signal  which  has  been  read  and 
coded  is  stored  into  the  image  memory  at  a  high 
speed,  namely,  a  facsimile  apparatus  having  a  high 
speed  reading  mode. 

In  case  of  the  high  speed  reading,  it  is  neces- 
sary  to  set  the  reading  timing  to  be  almost  constant 
and  to  rotate  the  reader  motor  at  a  high  speed. 

For  this  purpose,  there  is  considered  a  method 
of  rotating  the  reader  motor  at  a  high  speed  within 
a  pull-out  torque  by  the  acceleration  control.  That 
is,  to  rotate  the  motor  at  a  higher  speed  within  a 
pull-in  torque,  it  is  necessary  that  a  large  powerful 
expensive  motor  is  used  in  the  apparatus.  There- 
fore,  such  a  method  is  effective  in  case  of  provid- 
ing  a  small  cheap  apparatus  to  the  user. 

In  the  above  conventional  facsimile  apparatus, 
namely,  in  a  facsimile  apparatus  which  has  an 
image  memory  and  stores  image  data  into  the 
image  memory  at  a  high  speed  and,  after  that, 
transmits  or  copies  the  signal  stored  in  the  image 
memory,  that  is,  performs  the  high  speed  reading, 
and  in  which  the  acceleration  control  of  the  motor 
is  executed  to  rotate  the  reader  motor  at  a  high 
speed  and  the  motor  is  used  in  the  pull-out  torque, 
it  is  necessary  to  issue  the  motor  trigger  command 
from  the  main  CPU  to  the  sub  CPU  at  a  high 
constant  speed. 

When  the  motor  trigger  command  is  issued,  a 
check  is  made  to  see  if  the  motor  is  busy  or  not  on 
the  basis  of  the  information  from  the  sub  CPU  and, 
thereafter,  the  motor  trigger  command  is  issued. 
Therefore,  as  the  rotational  speed  of  the  motor  is 
raised  as  high  as  possible,  it  is  necessary  to  make 
the  timing  to  check  such  a  motor  busy  status  and 
the  timing  to  issue  the  motor  trigger  command  as 
fast  as  possible.  In  the  case  where  the  motor 

trigger  timing  is  deviated  by  some  causes,  there 
occurs  a  serious  problem  such  that  since  the  motor 
is  used  within  the  pull-out  torque,  the  motor  loses 
synchronism,  the  original  to  be  transmitted  cannot 

5  be  conveyed,  and  the  same  position  of  the  original 
is  permanently  read. 

Particularly,  in  a  facsimile  apparatus  which  op- 
erates  in  what  is  called  a  dual  access  mode  such 
that  while  the  image  is  being  read  at  a  high  speed, 

io  another  process  such  as  communication,  printing  of 
the  received  image,  printing  of  a  communication 
management  report,  or  the  like  is  also  simulta- 
neously  executed,  a  direct  memory  access  (DMA), 
an  interrupting  process,  or  the  like  to  execute  a 

75  process  other  than  the  high  speed  image  reading 
exerts  an  influence  on  the  timing  of  the  motor 
trigger.  Among  them,  the  process  regarding  the 
communication  needs  to  be  executed  at  a  highest 
priority  because  the  communication  transmitting 

20  speed  and  the  timing  for  communication  protocol 
have  severely  been  determined  by  the  standard 
such  as  CCITT  or  the  like.  Therefore,  in  case  of 
performing  the  high  speed  image  reading  during 
the  communication,  there  frequently  occurs  a  prob- 

25  lem  such  that  the  motor  trigger  timing  is  deviated 
due  to  the  influence  by  the  communication  and  the 
motor  cannot  be  rotated  at  a  constant  speed  within 
the  pull-out  torque  because  of  such  a  timing  de- 
viation  as  a  cause,  so  that  the  motor  loses  synchro- 

30  nism. 

SUMMARY  OF  THE  INVENTION 

It  is  an  object  of  the  invention  to  solve  the 
35  above  problems  and  to  perform  the  driving  control 

of  a  reader  motor  in  accordance  with  a  reading 
mode. 

The  above  and  other  objects  and  features  of 
the  present  invention  will  become  apparent  from 

40  the  following  detailed  description  and  the  appended 
claims  with  reference  to  the  accompanying  draw- 
ings. 

BRIEF  DESCRIPTION  OF  THE  DRAWINGS 
45 

Fig.  1  is  a  control  block  circuit  diagram  of  a 
whole  facsimile  apparatus  showing  an  embodi- 
ment  of  the  invention; 
Fig.  2  is  comprised  of  Figs.  2A  and  2B  showing 

50  detailed  control  block  diagrams  of  an  original 
reading  portion  and  a  recording  portion  shown  in 
Fig.  1; 
Fig.  3  is  comprised  of  Figs.  3A  and  3B  showing 
operation  flowcharts  of  a  main  CPU  shown  in 

55  Figs.  2A  and  2B; 
Fig.  4  is  an  operation  flowchart  when  a  motor 
step  trigger  command  of  a  sub  CPU  shown  in 
Figs.  2A  and  2B  is  received;  and 
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Fig.  5  is  an  operation  flowchart  when  a  motor 
high  speed  reading  start  command  of  the  sub 
CPU  shown  in  Figs.  2A  and  2B  is  received. 

DETAILED  DESCRIPTION  OF  THE  PREFERRED 
EMBODIMENTS 

An  embodiment  of  the  invention  will  now  be 
described  hereinbelow  with  reference  to  the  draw- 
ings. 

Fig.  1  is  a  control  block  diagram  of  a  whole 
facsimile  apparatus.  In  Fig.  1,  reference  numeral  1 
denotes  an  original  reading  portion  to  read  an 
original  to  be  transmitted  and  convert  into  image 
data;  2  a  recording  portion  to  print  the  received 
image,  communication  result  report,  or  the  like;  3  a 
network  control  unit  (NCU)  to  connect  a  telephone 
line  to  the  facsimile;  4  a  modulating  demodulating 
apparatus,  namely,  modem  to  perform  communica- 
tion;  5  a  modem  control  to  control  the  modem  4;  6 
an  operation  panel;  7  a  display  to  display  a  status 
of  the  facsimile  to  the  user;  8  a  group  of  keys 
which  are  provided  on  the  operation  panel  6  and 
are  used  for  the  user  to  indicate  various  kinds  of 
operations  to  the  facsimile;  9  a  sensor  to  detect  the 
status  of  the  facsimile;  10  a  memory;  11  an  image 
memory  to  store  the  received  image  data  or  the 
like;  12  a  system  RAM  (or  system  memory)  which 
is  backed  up  by  a  battery  or  the  like  and  data  is 
not  destroyed  even  at  a  power  shut-off  of  a  com- 
mercially  available  power  source  such  as  a  power 
failure  or  the  like;  13  an  ROM  to  device  the  speci- 
fication  of  the  facsimile;  and  20  a  central  process- 
ing  unit  to  control  each  portion. 

Figs.  2A  and  2B  are  detailed  control  blocks  of 
the  original  reading  portion  1  and  central  control  20 
in  Fig.  1.  In  Figs.  2A  and  2B,  reference  numeral  31 
denotes  a  CCD  as  a  photoelectric  converting  ele- 
ment  for  reading  the  original  to  be  transmitted  and 
converting  into  the  electric  signal;  32  an  AD  con- 
version  IC  to  convert  the  electric  signal  from  the 
CCD  31  into  the  digital  signal;  33  an  image  pro- 
cessing  IC  to  execute  an  image  process  such  as 
conversion  into  an  error  diffusion  signal  in  a  half 
tone,  edge  emphasis,  or  the  like  to  an  output  signal 
of  the  AD  conversion  IC  32;  34  an  image  processor 
including  the  CCD  31,  AD  conversion  IC  32,  and 
image  processing  IC  33;  41  a  coding  IC  for  coding 
image  data  from  the  image  processor  34  into  the 
signal  of  MH  (Modified  Huffman),  MR  (Modified 
Read),  or  the  like;  42  an  FIFO  (First-in  First-out)  to 
interface  between  the  coding  IC  41  and  the  modem 
4;  11  the  image  memory  shown  in  Fig.  1;  44  a 
reader  motor  as  a  stepping  motor  to  convey  the 
original  to  be  transmitted  to  the  original  reading 
position;  and  45  a  driver  IC  for  changing  a  phase 
exciting  current  of  the  reader  motor  44,  thereby 
driving  the  motor  44.  The  original  reading  portion  1 

in  Fig.  1  is  constructed  by  the  reader  motor  44  and 
the  current  driver  45.  reference  numeral  46  denotes 
a  recorder  motor  to  convey  a  recording  paper;  and 
47  a  current  driver  to  supply  a  current  which  is 

5  necessary  to  make  the  recorder  motor  46  oper- 
ative.  The  recording  portion  2  in  Fig.  1  is  con- 
structed  by  the  recorder  motor  46  and  the  current 
driver  47.  Reference  numeral  48  denotes  a  sub 
CPU  to  control  a  printing  head  49  such  as  thermal 

io  head  TPH  to  print  or  the  like  and  the  motors  44 
and  46;  50  a  main  CPU  to  control  the  above 
component  elements;  51  a  smoothing  IC  for  inter- 
polating  data  between  the  lines  to  be  printed, 
thereby  improving  the  image  quality;  and  52  a 

is  decoding  IC  for  decoding  the  coded  signal  such  as 
coded  data  or  the  like  sent  from  a  destination 
transmitter  and  supplying  as  raw  image  data  to  the 
smoothing  IC  33.  The  central  control  20  in  Fig.  1  is 
constructed  by  the  sub  CPU  48,  printing  head  49, 

20  smoothing  IC  51,  decoding  IC  52,  and  main  CPU 
50.  Each  of  the  motors  44  and  46  is  a  stepping 
motor. 

As  mentioned  above,  according  to  an  embodi- 
ment  of  the  invention,  it  is  possible  to  select  the 

25  high  speed  reading  mode  and  the  direct  reading 
mode.  In  the  high  speed  reading  mode,  the  original 
to  be  transmitted  is  read  by  the  image  processor 
34,  the  image  signal  formed  by  the  image  proces- 
sor  34  is  coded  by  the  coding  IC  41  and  stored 

30  into  the  image  memory  11,  and  the  read  signal  of 
the  original  stored  in  the  image  memory  11  is 
transmitted  or  copied.  In  the  direct  reading  mode, 
the  original  to  be  transmitted  is  read  and  coded 
and  the  coded  image  signal  is  communicated  with- 

35  out  storing.  When  the  operating  mode  relates  to 
only  the  reading  of  the  original  to  be  transmitting, 
coding,  and  storage  into  the  image  memory  11,  the 
reading  of  the  original,  the  coding  of  the  image 
signal,  and  the  storage  of  the  image  signal  are 

40  executed  at  regular  intervals.  Only  when  the  op- 
erating  mode  relates  to  the  dual  access  mode  in 
which  not  only  the  reading  of  the  original,  coding, 
and  storage  into  the  image  memory  are  executed 
but  also  the  communication,  printing  of  the  re- 

45  ceived  image,  or  printing  of  the  communication 
management  report  is  simultaneously  executed,  the 
reader  motor  is  rotated  in  the  pull-out  region  asyn- 
chronously  with  the  timings  for  reading  the  original, 
coding,  and  storing  into  the  image  memory.  Due  to 

50  this,  a  deviation  of  the  timings  for  the  reading  of 
the  original,  coding  and  storage  into  the  image 
memory  when  the  high  speed  image  reading  is 
executed  in  the  dual  access  mode  causes  a  fluc- 
tuation  of  the  rotating  frequency  of  the  reader  mo- 

55  tor,  so  that  it  is  prevented  that  the  loss  of  synchro- 
nism  of  the  motor  occurs.  The  apparatus  has  not 
only  the  main  CPU  to  control  the  whole  apparatus 
but  also  the  sub  CPU  to  control  the  reader  motor  to 

3 
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move  the  reading  original  to  the  reading  position.  In 
the  high  speed  reading  mode,  a  start  command  is 
issued  from  the  main  CPU  to  the  sub  CPU.  After 
the  rotational  speed  of  the  motor  has  become  a 
constant  speed  by  the  acceleration  control  or  the 
like  by  the  start  command,  the  sub  CPU  rotates  the 
reader  motor  at  a  constant  speed  within  the  pull-out 
region.  Subsequently,  so  long  as  a  stop  command 
is  not  generated  from  the  main  CPU  to  the  sub 
CPU,  the  motor  is  continuously  rotated  at  a  con- 
stant  speed  asynchronously  with  the  reading  of  the 
original  to  be  transmitted,  coding,  and  storage  into 
the  image  memory.  When  the  apparatus  is  set  into 
the  direct  reading  mode,  the  motor  trigger  com- 
mand  and  the  information  indicative  of  the  number 
of  motor  steps  are  transferred  from  the  main  CPU 
to  the  sub  CPU,  and  the  motor  is  rotated  in  the 
pull-in  region  synchronously  with  the  reading  of  the 
original,  coding,  and  storage  into  the  image  mem- 
ory. 

The  operation  of  the  above  apparatus  with  the 
above  construction  will  now  be  described. 

Even  in  case  of  the  dual  access  mode  in  which 
the  original  reading  portion  1  and  the  recording 
portion  2  simultaneously  operate,  when  the  image 
data  of  the  original  to  be  transmitted  is  stored  into 
the  image  memory  11  at  a  high  speed,  the  main 
CPU  50  issues  the  start  command  to  the  sub  CPU 
48.  In  this  instance,  the  sub  CPU  48  operates  in 
accordance  with  Fig.  5.  Namely,  even  when  the 
motor  trigger  command  is  not  received  from  the 
main  CPU  50,  the  motor  is  accelerated  and  is 
rotated  at  a  constant  speed.  In  the  direct  reading 
mode  in  which  the  image  memory  is  not  used,  the 
sub  CPU  48  operates  in  accordance  with  Fig.  5. 
Namely,  the  motor  is  not  accelerated  but  is  rotated 
at  a  frequency  so  that  it  can  be  rotated  within  the 
pull-in  torque.  By  transmitting  the  motor  trigger 
command  while  checking  the  status  of  the  FIFO  or 
the  like  by  the  main  CPU  50,  the  reading  operation 
is  executed. 

In  the  dual  access  mode,  in  case  of  simulta- 
neously  performing  high  speed  image  reading  and 
receiving  operations,  the  image  signal  read  by  the 
image  processor  34  is  coded  by  the  coding  IC  41  . 
The  coded  data  is  transferred  and  stored  into  the 
image  memory  11.  At  the  same  time,  the  data 
received  by  the  modem  4  is  stored  into  the  image 
memory  11  through  the  FIFO  42.  After  that,  the 
data  is  transferred  to  the  decoding  IC  52  and  is 
decoded  by  the  decoding  IC  52.  The  decoded 
printing  data  is  transferred  to  the  thermal  printing 
head  49  through  the  smoothing  IC  51  and  is  strobe 
controlled  by  the  sub  CPU  48  and  is  printed  onto  a 
recording  paper.  There  is  also  a  case  where  when 
the  data  is  received,  the  data  is  not  sent  to  the 
image  memory  11  but  is  transferred  from  the  FIFO 
42  to  the  decoding  IC  52.  In  the  above  data  recep- 

tion,  the  data  transfer  from  the  modem  4  to  the 
FIFO  42  and  the  data  transfer  from  the  FIFO  42  to 
the  image  memory  or  from  the  decoding  IC  52  or 
image  memory  11  to  the  decoding  IC  52  are  ex- 

5  ecuted  by  a  DMA  or  interrupting  process.  The 
above  process  is  executed  preferentially  than  the 
high  speed  image  reading  process  and  exerts  an 
influence  on  the  reading  timing. 

The  operation  of  the  main  CPU  50  will  now  be 
io  described  with  reference  to  flowcharts  of  Figs.  3A 

and  3B.  In  step  S1  ,  a  check  is  made  to  see  if  the 
original  reading  mode  is  set  to  the  high  speed 
memory  reading  mode  or  not.  If  YES,  the  high 
speed  reading  is  started  in  step  S2.  In  case  of  the 

is  direct  reading,  the  direct  reading  is  started  in  step 
S21.  In  case  of  executing  the  high  speed  memory 
reading  in  step  S2,  the  original  feed  is  started  in 
step  S3.  The  motor  step  trigger  command  is  gen- 
erated  in  step  S4.  When  the  motor  step  trigger 

20  command  is  issued,  the  sub  CPU  48  receives  the 
command  and  executes  the  processes  in  a 
flowchart  shown  in  Fig.  4.  Namely,  the  sub  CPU  48 
sets  a  motor  busy  flag  to  1  in  step  S31.  In  step 
S32,  the  reader  motor  44  is  rotated  at  a  frequency 

25  according  to  the  motor  step  trigger  command  and 
by  only  the  number  of  steps.  In  step  S33,  a  check 
is  made  to  see  if  the  rotation  of  the  reader  motor 
44  has  been  finished  or  not.  The  reader  motor  44 
is  rotated  by  a  predetermined  number  of  steps. 

30  When  the  end  of  rotation  is  judged,  the  motor  busy 
flag  is  reset  to  0  in  step  S34.  The  operation  of  the 
sub  CPU  48  due  to  the  generation  of  the  motor 
step  trigger  command  is  finished. 

In  the  main  CPU,  a  check  is  made  in  step  S5 
35  to  see  if  the  motor  busy  flag  of  the  sub  CPU  48 

has  been  reset  or  not.  When  the  motor  busy  flag  is 
reset,  a  check  is  made  in  step  S6  to  see  if  the 
motor  is  located  at  the  motor  acceleration  start 
position  or  not.  If  NO,  the  processing  routine  is 

40  returned  to  step  S4  and  the  motor  step  trigger 
command  is  generated.  However,  when  the  motor 
is  located  at  the  motor  acceleration  start  position,  a 
motor  high  speed  reading  start  command  is  issued 
in  step  S7.  Due  to  this,  the  acceleration  of  the 

45  motor  is  started  in  step  S8.  The  operation  in  step 
S8  is  performed  by  the  sub  CPU  48.  The  operation 
of  the  sub  CPU  48  is  shown  in  Fig.  5.  When  the 
motor  high  speed  reading  start  command  is  re- 
ceived,  the  sub  CPU  48  starts  the  acceleration 

50  rotation  of  the  reader  motor  44  in  step  S41  .  In  step 
S42,  a  motor  acceleration  flag  is  set  to  1  in  step 
S42.  A  check  is  made  in  step  S43  to  see  if  the 
acceleration  of  the  reader  motor  44  has  been  fin- 
ished  or  not.  If  YES,  the  motor  acceleration  flag  is 

55  reset  to  0  in  step  S44.  In  step  S45,  the  reader 
motor  44  is  rotated  at  a  high  constant  speed.  In 
step  S46,  the  reader  motor  44  is  rotated  at  a  high 
speed  until  the  high  speed  reading  stop  command 

4 
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is  received.  When  the  motor  high  speed  reading 
stop  command  is  received,  the  rotation  of  the  read- 
er  motor  44  is  stopped  in  step  S47  and  the  opera- 
tion  of  the  sub  CPU  48  due  to  the  reception  of  the 
motor  high  speed  reading  start  command  is  fin- 
ished. 

In  step  S9,  a  check  is  made  to  see  if  a  motor 
acceleration  flag  of  the  sub  CPU  48  has  been  reset 
or  not.  If  YES,  step  S10  follows.  In  step  S10,  the 
original  is  read  by  the  image  processor  34  of  the 
original  reading  portion  1,  the  read  data  is  coded 
by  the  coding  IC  41,  and  the  coded  data  is  trans- 
ferred  and  stored  into  the  image  memory  1  1  . 

In  step  S11,  a  check  is  made  to  see  if  a 
reading  position  of  the  original  has  reached  the 
page  end  or  not.  If  NO,  the  operation  in  step  S10  is 
repeated.  If  YES,  the  motor  high  speed  reading 
stop  command  is  issued  in  step  S12.  The  rotation 
of  the  reader  motor  44  is  stopped  and  the  opera- 
tion  in  the  high  speed  memory  reading  mode  is 
stopped. 

In  case  of  performing  the  direct  reading  in  step 
S21  ,  the  feeding  operation  of  the  original  is  started 
in  step  S22.  In  step  S23,  the  motor  step  trigger 
command  is  issued.  When  the  motor  step  trigger 
command  is  issued,  the  sub  CPU  48  receives  the 
command  and  executes  a  processing  flow  shown  in 
Fig.  4.  That  is,  the  sub  CPU  48  sets  the  motor 
busy  flag  in  step  S31.  In  step  S32,  the  reader 
motor  44  is  rotated  by  only  the  frequency  and  the 
number  of  steps  according  to  the  motor  step  trig- 
ger  command.  In  step  S33,  a  check  is  made  to  see 
if  the  rotation  of  the  reader  motor  44  has  been 
finished  or  not.  The  reader  motor  44  is  rotated  by 
only  a  predetermined  number  of  steps.  When  the 
end  of  rotation  is  judged,  the  motor  busy  flag  is 
reset  in  step  S34  and  the  operation  of  the  sub  CPU 
48  due  to  the  generation  of  the  motor  step  trigger 
command  is  finished. 

The  main  CPU  checks  to  see  if  the  motor  busy 
flag  of  the  sub  CPU  48  has  been  reset  or  not  in 
step  S24.  When  the  motor  busy  flag  is  reset,  a 
check  is  made  in  step  S25  to  see  if  the  motor  is 
located  at  the  reading  start  position  or  not.  If  NO, 
the  processing  routine  is  returned  to  step  S23  and 
the  motor  step  trigger  command  is  issued.  How- 
ever,  when  the  motor  is  located  at  the  reading  start 
position,  the  coding  IC  41,  FIFO  42,  and  modem  4 
are  checked  in  step  S26,  thereby  judging  whether 
one  line  of  the  original  can  be  read  or  not.  If  YES, 
the  motor  step  trigger  command  is  issued  in  step 
S27.  When  the  motor  step  trigger  command  is 
issued,  the  sub  CPU  48  receives  the  command  and 
executes  the  processing  flow  shown  in  Fig.  4.  That 
is,  the  sub  CPU  48  sets  the  motor  busy  flag  in  step 
S31  .  In  step  S32,  the  reader  motor  44  is  rotated  by 
only  the  frequency  and  the  number  of  steps  ac- 
cording  to  the  motor  step  trigger  command.  In  step 

S33,  a  check  is  made  to  see  if  the  rotation  of  the 
reader  motor  44  has  been  finished  or  not.  When 
the  reader  motor  44  is  rotated  by  the  predeter- 
mined  number  of  steps  and  the  end  of  rotation  is 

5  judged,  the  motor  busy  flag  is  reset  in  step  S34. 
The  operation  of  the  sub  CPU  48  due  to  the 
generation  of  the  motor  step  trigger  command  is 
finished. 

In  the  main  CPU,  the  original  is  read  by  the 
io  image  processor  34  of  the  original  reading  portion 

1  ,  the  read  data  is  coded  by  the  coding  IC  41  ,  and 
the  coded  data  is  sent  to  the  modem  through  the 
FIFO  42  and  to  the  line.  In  step  S29,  a  check  is 
made  to  see  if  the  reading  position  of  the  original 

is  has  reached  the  page  end  or  not.  if  NO,  the  oper- 
ations  in  steps  S27  and  S28  are  repeated.  In  case 
of  the  page  end,  the  operation  in  the  direct  reading 
mode  is  finished. 

According  to  the  invention  as  described  in  de- 
20  tail  above,  there  is  provided  the  facsimile  apparatus 

having  the  high  speed  reading  mode  in  which  the 
original  to  be  transmitted  is  read  at  a  high  speed 
and  coded  and  stored  into  the  image  memory  and, 
after  that,  the  original  read  signal  stored  in  the 

25  image  memory  is  transmitted  or  copied  and  the 
direct  reading  mode  in  which  the  original  to  be 
transmitted  is  read  and  coded  and  the  coded  im- 
age  signal  is  communicated  without  storing, 
wherein  in  the  high  speed  reading  mode,  simulta- 

30  neously  with  the  storage  of  the  original  into  the 
image  memory,  the  communication,  the  printing  of 
the  received  image,  or  the  printing  of  the  commu- 
nication  management  report  can  be  performed.  In 
the  above  facsimile  apparatus,  in  the  case  where 

35  the  operating  mode  relates  to  only  the  reading  of 
the  original  to  be  transmitted,  coding,  and  storage 
into  the  image  memory,  the  reading  of  the  original, 
coding  of  the  image  signal,  and  the  storage  of  the 
image  signal  are  executed  at  regular  intervals. 

40  When  the  operating  mode  is  the  dual  access  mode 
in  which  not  only  the  reading  of  the  original  to  be 
transmitted,  coding,  and  storage  into  the  image 
memory  are  executed  but  also  the  communication, 
the  printing  of  the  received  image,  or  the  printing  of 

45  the  communication  management  report  are  simulta- 
neously  executed,  a  deviation  of  the  timing  for  the 
reading  of  the  original  to  be  transmitted,  coding, 
and  storage  into  the  image  memory  when  the  high 
speed  image  reading  in  the  dual  access  mode  is 

50  executed  by  rotating  the  reader  motor  within  the 
pull-out  region  asynchronously  with  the  timing  for 
the  reading  of  the  original,  coding,  and  storage  into 
the  image  memory  causes  a  fluctuation  of  the 
rotating  frequency  of  the  reader  motor.  It  is  pre- 

ss  vented  that  such  a  fluctuation  results  in  a  loss  of 
synchronism  of  the  motor. 

5 
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Claims 

1.  A  facsimile  apparatus  having  a  high  speed 
reading  mode  in  which  read  data  is  coded  and 
stored  and  the  stored  data  is  communicated 
and  a  direct  reading  mode  in  which  the  read 
data  is  coded  and  the  coded  data  is  commu- 
nicated,  comprising: 

discriminating  means  for  discriminating 
said  high  speed  reading  mode  and  the  direct 
reading  mode; 

a  reader  motor  to  convey  a  transmission 
original  to  be  read;  and 

motor  control  means  for  controlling  said 
reader  motor,  said  motor  control  means,  when 
said  control  means  judges  the  direct  reading 
mode,  driving  the  reader  motor  synchronously 
with  the  reading  timing,  and  when  the  control 
means  judges  the  high  speed  reading  mode, 
driving  the  reader  motor  asynchronously  with 
said  reading  timing. 

2.  An  apparatus  according  to  Claim  1,  further 
having  reading  means  for  reading  the  original 
to  be  transmitted  as  data  to  be  read  and  con- 
trol  means  for  controlling  said  reading  means, 

and  wherein  said  control  means  has  said 
discriminating  means  for  discriminating  the 
reading  mode. 

3.  An  apparatus  according  to  Claim  1,  wherein 
said  reader  motor  is  a  stepping  motor. 

4.  A  facsimile  apparatus  comprising: 
reading  means  for  reading  an  original  to 

be  transmitted; 
coding  means  for  coding  a  data  signal 

from  said  reading  means; 
memory  means  for  storing  the  data  coded 

by  said  coding  means; 
communicating  means  for  communicating 

the  data  coded  by  said  coding  means  or  the 
data  stored  in  said  memory  means;  and 

control  means  for  controlling  said  reading 
means,  said  coding  means,  said  memory 
means,  and  said  communicating  means,  said 
control  means  discriminating  a  high  speed 
reading  mode  in  which  the  data  signal  from  the 
reading  means  is  coded  by  the  coding  means 
and  stored  into  the  memory  means  and  the 
stored  data  is  communicated  by  the  commu- 
nication  means,  and  a  direct  reading  mode  in 
which  the  data  signal  from  the  reading  means 
is  coded  by  the  coding  means  and  the  coded 
data  is  communicated  by  said  communicating 
means; 

a  reader  motor  to  convey  the  original  to  be 
transmitted;  and 

motor  control  means  for  controlling  the 
reader  motor,  said  motor  control  means,  when 
the  control  means  judges  the  direct  reading 
mode,  driving  said  reader  motor  synchronously 

5  with  the  reading  timing  of  said  reading  means, 
and  when  said  control  means  judges  the  high 
speed  reading  mode,  driving  the  reader  motor 
asynchronously  with  the  reading  timing  of  said 
reading  means. 

10 
5.  An  apparatus  according  to  Claim  4,  wherein 

when  the  control  means  judges  the  direct  read- 
ing  mode,  said  motor  control  means  not  only 
drives  the  reader  motor  synchronously  with  the 

is  reading  timing  of  the  reading  means  but  also 
drives  the  reader  motor  synchronously  with  the 
timing  for  coding  by  the  coding  means,  and 
when  the  control  means  judges  the  high  speed 
reading  mode,  said  motor  control  means  not 

20  only  drives  the  reader  motor  asynchronously 
with  the  reading  timing  of  said  reading  means 
but  also  drives  the  reader  motor  asynchro- 
nously  with  the  timing  for  the  reading  by  the 
reading  means,  the  coding  by  the  coding 

25  means,  and  the  storage  by  the  memory 
means. 
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