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Description

Technical Field

[0001] The present invention relates to an oxygen mix-
er for an oxygen combustion boiler.

Background Art

[0002] In a conventional pulverized-coal fired boiler in
practical use where coal (pulverized coal) is burned with
air taken from an atmosphere with a blower, control is
made for safe and stable combustion of the coal with the
air having an oxygen concentration of about 21% (v/v).
Meanwhile, nowadays, global warming suppression calls
for urgent attention, which leads to rapidly increasing re-
quests for reducing emissions of carbon dioxide (CO2)
discharged together with exhaust gas from the combus-
tion of the coal.
[0003] Heat efficiency has been improved in the con-
ventional pulverized-coal fired boiler so as to suppress
fuel consumption per energy unit and thus emissions of
CO2. However, recent requests for reducing the emis-
sions of CO2 are impossible to meet only by such im-
provement in efficiency.
[0004] Thus, techniques have been developed which
remove CO2 from exhaust gas and isolate the removed
CO2 for prevention of dispersion thereof to atmosphere.
An oxygen combustion boiler has been conceived in this
connection. Specifically, it has been conceived that ox-
ygen (O2) with a concentration of nearly 100% resulting
from separation of nitrogen (N2) from air is fed in place
of combustion air to a pulverized-coal fired boiler, which
drastically reduces N2 in the exhaust gas from combus-
tion of coal to theoretically make the exhaust gas have
a CO2 concentration of 90% or more. The CO2 is taken
out and reserved, for example, underground or in a sea
bottom.
[0005] However, in a conventional pulverized-coal
fired boiler designed for stable combustion with oxygen
having a concentration of the order of 21%, combustion
of coal with oxygen having a concentration of nearly
100% will bring about a problem that the boiler cannot
stand the damage due to the extremely hot and fierce
combustion with the oxygen.
[0006] Thus, dilution of the oxygen with some gas is
required to attain the oxygen combustion without sub-
stantially changing the design of the conventional pulver-
ized-coal fired boiler with established technical stability.
[0007] Conceived in this connection is recirculation of
exhaust gas. Specifically, the exhaust gas with high lev-
els of CO2 resulting from the oxygen combustion and
downstream of the pulverized-coal fired boiler is used as
circulating exhaust gas, and the pulverized coal is burned
with mixed gas which is a mixture of oxygen with the
circulating exhaust gas. As mentioned in the above, the
exhaust gas from the oxygen combustion includes sub-
stantially no N2 and theoretically has CO2 with a concen-

tration of 90% or more. Thus, the mixing of oxygen with
the circulating exhaust gas ensures safe and stable com-
bustion as in the conventional boiler, and makes it pos-
sible to withdraw the concentrated CO2 in the exhaust
gas through liquefaction or the like for disposal.
[0008] Prior art literatures on oxygen combustion boil-
ers as mentioned in the above are, for example, Patent
Literatures 1 and 2.
Further, Patent Literature 3 discloses a method of con-
trolling combustion in an oxygen combustion boiler and
apparatus therefore that realize attaining of satisfactory
furnace heat collection under prevention of flame tem-
perature lowering and stably performing of oxygen com-
bustion operation. The concentration of oxygen based
on the total amount of gases introduced in a coal burning
boiler, namely, boiler introduced oxygen concentration
is measured, and the total recirculating exhaust gas flow
rate is controlled so that the boiler introduced oxygen
concentration falls within a given range. Patent Literature
3 discloses an oxygen mixer for an oxygen combustion
boiler according to the preamble of claim 1. Patent Liter-
ature 4 discloses an oxygen enrichment device which
can mix added oxygen gas and combustion air homoge-
neously in a short distance. A pipe for oxygen get is thrust-
ed, in such condition that it crosses the streamline of
combustion air, into a combustion air supply path which
supplies a combustion burner with combustion air. A plu-
rality of oxygen nozzles are arranged, along the axis of
the pipe for jetting oxygen, at the peripheral face of the
pipe for oxygen jet positioned upstream in the streamline
of combustion air.

Citation List

Patent Literature

[0009]

[Patent Literature 1] JP 03-291406A
[Patent Literature 2] JP 2007-147162A
[Patent Literature 3] AU 2008352211 A1
[Patent Literature 4] JP 2002 364833 A

Summary of Invention

Technical Problems

[0010] In an oxygen combustion boiler, which requires
an enormous amount of combustion gas for stable com-
bustion of pulverized coal fuel, utilization of recirculating
combustion exhaust gas for the oxygen combustion re-
quires continual feed of a large amount of oxygen to the
circulating exhaust gas in large quantity for mixing as
uniform as possible to produce uniform combustion gas.
However, there is a problem that uniform mixing of the
oxygen with the circulating exhaust gas is difficult to attain
particularly due to a small diffusion coefficient of CO2.
[0011] Specifically, it may be conceived in a step of
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investigation or basic research to mix the oxygen, just
upstream of a boiler furnace, with the circulating exhaust
gas heated by a preheater so as to feed a resultant mixed
gas to the furnace.
[0012] However, it is feared that application of such
idea to a plant on a commercial scale may result in de-
teriorated mixing of the oxygen with the circulating ex-
haust gas mainly because guided distance of the oxygen
mixed gas to the boiler furnace is short due to proximity
of the preheater to the furnace; CO2 has poor diffusivity;
and there is an effect of specific gravity difference in terms
of temperature difference resulting from the mixing of the
cold oxygen with the hot circulating exhaust gas. Thus,
such deteriorated mixing of the oxygen with the circulat-
ing exhaust gas may disadvantageously bring about non-
uniform combustion in the boiler furnace and thus non-
uniform temperatures in the furnace.
[0013] The invention was made in view of the above
and has its object to provide an oxygen mixer for an ox-
ygen combustion boiler capable of uniformly mixing ox-
ygen with circulating exhaust gas to be fed to the boiler.

Solution to Problems

[0014] The invention is directed to an oxygen mixer for
an oxygen combustion boiler comprising a preheater for
heating circulating exhaust gas, a combustion gas duct
with bends for guiding a mixed gas resulting from mixture
of oxygen with said circulating exhaust gas to a boiler
furnace, and oxygen injection nozzles for injecting the
oxygen into the circulating exhaust gas. The circulating
exhaust gas enters through a bottom of the vertically ar-
ranged preheater, said bends include two horizontally
angled bends at an upper discharge port of the preheater
whereby the circulating exhaust gas is guided along two
horizontal and lateral portions of the combustion gas
duct, an oxygen injection nozzle extends vertically into
the combustion gas duct at each of said two horizontally
angled bends and each oxygen injection nozzle has a
plurality of injection ports for injecting the oxygen into the
circulating exhaust gas.
[0015] In the oxygen mixer for the oxygen combustion
boiler, it is preferable that said bend closest to said pre-
heater is a horizontally angled bend through which the
circulating exhaust gas entered through a bottom of the
vertically arranged preheater into and heated in the pre-
heater is passed just after upward discharge of the cir-
culating exhaust gas through an upper discharge port of
the preheater.
[0016] In the oxygen mixer for the oxygen combustion
boiler, it is preferable that said oxygen injection nozzle
has the injection ports on a downstream circumferential
surface thereof in a direction of flow of the circulating
exhaust gas in a range of symmetrically 45° relative to a
plane passing through an axis of the oxygen injection
nozzle in parallel with the flow of the circulating exhaust
gas.
[0017] In the oxygen mixer for the oxygen combustion

boiler, it is preferable that said oxygen injection nozzle
is passed from above into the combustion gas duct and
has a lower end which has a bevel declining from up-
stream to downstream in the direction of flow of the cir-
culating exhaust gas and which has a tip injection port
on a downstream surface in the direction of flow of the
circulating exhaust gas.
[0018] In the oxygen mixer for the oxygen combustion
boiler, it is preferable that said oxygen combustion boiler
is a pulverized-coal fired boiler by means of oxygen com-
bustion.

Advantageous Effects of Invention

[0019] An oxygen mixer for an oxygen combustion boil-
er according to the invention, which has an oxygen in-
jection nozzle arranged at an upstream bend of a com-
bustion gas duct closest to a preheater and having a plu-
rality of injection ports for injection of oxygen into a cir-
culating gas, can exhibit an excellent effects that the ox-
ygen injected from the plural injection ports is uniformly
mixed with the circulating exhaust gas and that the use
of length of the combustion gas duct to a boiler furnace
is optimized to further improve the mixing, whereby the
uniformly mixed gas is fed to the boiler furnace for attain-
ment of uniform combustion in the furnace.

Brief Description of Drawings

[0020]

Fig. 1 is a side view showing an embodiment of the
invention applied to an oxygen combustion boiler by
utilization of a pulverized-coal fired boiler;
Fig. 2 is a plan view looking in a direction of arrows
II in Fig. 1;
Fig. 3 is a back view looking in a direction of arrows
III in Fig. 1;
Fig. 4 is a flow velocity distribution diagram in simu-
lated flow analysis of a circulating exhaust gas dis-
charged through an upper discharge port of a pre-
heater through a bend to a combustion gas duct;
Fig. 5 is a side view showing an example of the ox-
ygen injection nozzle arranged at the bend in Fig. 4;
Fig. 6 is a side view showing an example of the ox-
ygen injection nozzle;
Fig. 7 is a bottom view looking in a direction of arrows
VII in Fig. 6;
Fig. 8 is a bottom view of the oxygen injection nozzle
shaped so as to cause no downstream eddy by the
circulating exhaust gas; and
Fig. 9 is a bottom view of a further example of the
oxygen injection nozzle in Fig. 8.

Description of Embodiment

[0021] An embodiment of the invention will be de-
scribed with reference to the drawings.
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[0022] Fig. 1 is a side view showing the embodiment
of the invention applied to an oxygen combustion boiler
by utilization of a pulverized-coal fired boiler; Fig. 2 is a
plan view looking in the direction of arrows II in Fig. 1;
and Fig. 3 is a back view looking in the direction of arrows
III in Fig. 1. In Figs. 1-3, reference numeral 1 denotes a
boiler furnace; and 2, burners on the boiler furnace 1.
Fed for combustion to the burners 2 are mixed gas 4
through a combustion gas duct 3 and coal fuel pulverized
by a coal pulverizer (not shown) and transferred through
a pulverized coal pipe 5 by a primary-side circulating ex-
haust gas. In Fig. 1, reference numeral 6 designates over
air ports above the burners 2, the over air ports being fed
only with the mixed gas 4.
[0023] Exhaust gas 8 burned in the boiler furnace 1 is
guided through an upper passage to a heat recovery area
or rear heat transfer portion 9 for heating or overheating
of water and steam by way of a heat exchanger (not
shown) arranged in the heat recovery area 9, the exhaust
gas being then discharged through an exhaust gas duct
10 at a bottom of heat recovery area 9. The exhaust gas
8 from the heat recovery area 9 is guided to a preheater
11 and further to an exhaust gas processor 12 for emis-
sion control. Then, with CO2 being separated by a CO2
separator 13, the exhaust gas is guided to a stack 14.
[0024] The preheater 11 serves to enhance a temper-
ature of circulating exhaust gas 8a taken out through a
circulating exhaust gas duct 15 from the low-tempera-
tured exhaust gas 8 downstream of the exhaust gas proc-
essor 12, in heat exchange with the high-temperatured
exhaust gas 8 from the heat recovery area 9. The pre-
heater 11 illustrated is a vertically arranged rotary pre-
heater 11a with a horizontally rotating heat accumulator
16, the low-temperatured circulating exhaust gas 8a from
the circulating exhaust gas duct 15 being guided through
a bottom feed port 17 into the rotary preheater 11a, being
passed through a portion of the heat accumulator 16 and
being discharged through an upper discharge port 18.
The high-temperatured exhaust gas 8 from the heat re-
covery area 9 through an exhaust gas duct 10 is guided
through an upper, side inlet 19 into the rotary preheater
11a, is passed through the other portion of the heat ac-
cumulator 16 and is discharged through a lower, side
outlet 20 of the rotary preheater 11a to downstream. In
the rotary preheater 11a, the circulating exhaust gas 8a
is heated through its passage via a rotatively moved por-
tion of the heat accumulator 16 having been heated by
the passage of the high-temperatured exhaust gas 8.
[0025] An upper discharge port 18 of the rotary pre-
heater 11a is connected with a combustion gas duct 3
branched into two horizontally and laterally outwardly (di-
rections above and below along the sheet of Fig. 2) of
the boiler furnace 1. Thus, an upstream portion of the
combustion gas duct 3 closest to the preheater 11 is
formed with 90° angled bends 21a. Further, each of the
laterally extending portions of the combustion gas duct
3 has, as shown in Fig. 2, a horizontal bend 21b angled
to a direction along a lateral side surface of the boiler

furnace 1 to detour laterally outside of the heat recovery
area 9 and then bent inwardly by bends 21c and con-
nected to the burners 2 and over air ports 6 on front and
back surfaces of the boiler furnace 1.
[0026] In the oxygen combustion boiler, oxygen is to
be mixed with the circulating exhaust gas 8a. To this end,
an oxygen mixer 24 is provided for the upstream bends
21a of the combustion gas duct 3 closest to the rotary
preheater 11a and has oxygen injection nozzles 23 ex-
tending from above and vertically into the horizontal ex-
tending duct 3 to inject oxygen 22 into the circulating
exhaust gas 8a.
[0027] In the oxygen combustion boiler, in order to en-
hance the combustion efficiency of the boiler furnace 1,
the circulating exhaust gas 8a is preheated by the rotary
preheater 11a in heat exchange with the exhaust gas 8;
in this case, mixing of oxygen upstream of the rotary pre-
heater 11a would disadvantageously bring about in-
crease in oxygen loss due to the rotary preheater 11a
with a low sealability. Thus, the mixing of the oxygen is
downstream of the rotary preheater 11a. Moreover, in
order to enhance the mixing of the circulating exhaust
gas 8a with the oxygen 22 in the combustion gas duct 3,
it is preferable that the oxygen mixer 24 is arranged up-
streammost of the combustion gas duct 3 closest to the
rotary preheater 11a for the purpose of making a distance
for mixing as long as possible. Thus, it is most preferable
that the oxygen mixer is arranged at the upstream bends
21a closest to the rotary preheater 11a.
[0028] The inventors conducted simulated flow analy-
sis of the circulating exhaust gas 8a discharged through
the upper discharge port 18 of the preheater 11 and guid-
ed through the bends 21a to the combustion gas duct 3;
a flow velocity distribution thereof is shown in Fig. 4 and
a structure used for the simulated flow analysis is shown
in Fig. 5. While Figs. 1-3 show a system using a rotary
preheater 11a for use with a common or general boiler
plant, a model for the simulation used in Fig. 4 and the
structure shown in Fig. 5 has been prepared under the
design for a specific plant, and therefore the illustrated
shapes of the preheater 11 and of the combustion gas
duct 3 are more or less different in detail from those in
Figs. 1-3. However, the alignment of the combustion gas
ducts 3 is designed under a consistent concept so that
the combustion gas flow may be analogous although
shape differences in detail are to be considered. Thus,
from the result of study shown in Fig. 4, an oxygen mixing
status in the common or general boiler shown in Figs.
1-3 may be analogized.
[0029] In the simulation shown in Fig. 4, it is confirmed
that the circulating exhaust gas 8a discharged through
the upper discharge port 18 of the preheater 11 and hor-
izontally bent by the bend 21a shown in Fig. 5 brings
about an eddy 25 inside and downstream of the bend
21a. Such eddy 25 causes a flow directed upstream
which is reverse to the flow of the circulating exhaust gas
8a.
[0030] Feed of oxygen to such an eddy 25 would in-
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crease a concentration of the oxygen at the eddy 25
where the flow is congested, failing in uniform mixing.
[0031] Thus, the oxygen injection nozzle 23 is ar-
ranged upstreammost of the combustion gas duct 3 clos-
est to the rotary preheater 11a. In this case, the oxygen
injection nozzle 23 is arranged such that all the injection
ports 26 of the oxygen injection nozzle 23 shown in Figs.
6 and 7 are at positions off the eddy 25. Figs. 4 and 5
show a case where the oxygen injection nozzle 23 is
arranged just downstream of the eddy 25; in this case,
the oxygen injection nozzle 23 is arranged such that all
of the injection ports 26 are open just downstream of the
eddy 25 for stable flow and off the positions where the
flow velocity is reduced to for example 1/2 or less relative
to an average flow velocity in the combustion gas duct
3. Alternatively, as shown in Fig. 4 at (A), the oxygen
injection nozzle 23 may be arranged above the eddy 25
and may be of a length short of the eddy 25. Alternatively,
as shown in Fig. 4 at (B), the oxygen injection nozzle 23
may be arranged at a position upstream of and not af-
fected by the eddy 25.
[0032] Figs. 6 and 7 show an example of the oxygen
injection nozzle 23 which is cylindrical and is formed with
a plurality of injection ports 26 for injection of oxygen
downstream in the direction of flow of the circulating ex-
haust gas 8a. In the Fig. 7 example, the injection ports
26 are formed on a downstream peripheral surface of the
oxygen injection nozzle 23 in the direction of flow of the
circulating exhaust gas 8a, symmetrically with an angle
of 45° to a plane passing through an axis of the nozzle
in parallel with the flow of the circulating exhaust gas.
[0033] Further, the lower end of the oxygen injection
nozzle 23 is formed with a bevel 27 which has an acute-
angled tip 28 and which is high and low in height upstream
and downstream of the flow of the circulating exhaust
gas 8a, respectively. Furthermore, the acute-angled tip
28 has a surface downstream of the flow of the circulating
exhaust gas 8a which is formed with a tip injection port 29.
[0034] In the oxygen injection nozzle 23, the injection
velocity of the oxygen 22 is 20m/s or more, preferably
30m/s or more, and further preferably 40m/s or more pro-
vided pressure loss in an oxygen supply system is allow-
able. On the other hand, the condition of substantially
exceeding 40m/s is not preferable in consideration of the
pressure loss in the oxygen feed system and wear char-
acteristics of the nozzle material. Thus, as an upper limit
of the injection velocity of the oxygen 22, a range of
40-50m/s is used as a target.
[0035] Figs. 8 and 9 show examples of different bottom
shapes of the oxygen injection nozzle 23. Fig. 8 is a case
of a flattened arc shape nozzle 23 defined by arcs of two
circles intersected substantially at their radii; and Fig. 9
is a case of a flattened hexagonal nozzle 23b. In either
cases, no eddies are produced downstream by the flow
of the circulating exhaust gas 8a as shown by arrows
upstream of the flattened nozzle 23a or 23b.
[0036] Next, a mode of operation of the above embod-
iment will be described.

[0037] In the oxygen combustion boiler by utilization
of the pulverized-coal fired boiler shown in Figs. 1-3, the
low-temperatured exhaust gas 8 downstream of the ex-
haust gas processor 12 is taken out as the circulating
exhaust gas 8a through the circulating exhaust gas duct
15. The circulating exhaust gas 8a taken out is guided
to the rotary preheater 11a and is heat exchanged with
the high-temperatured circulating exhaust gas 8 guided
from the heat recovery area 9 through the exhaust gas
duct 10 to thereby enhance the temperature of the circu-
lating exhaust gas 8a, the thus temperature-elevated cir-
culating exhaust gas 8a being fed through the combus-
tion gas duct 3 to the boiler furnace 1.
[0038] In this connection, the oxygen injection nozzles
23 are arranged such that, as shown in Figs. 4 and 5, all
the injection ports 26 are opened at the upstream bends
21a closest to the rotary preheater 11a in the combustion
gas duct 3 at positions off the eddy 25 produced in the
circulating exhaust gas 8a by the bends 21a, so that the
oxygen 22 is injected through the plural injection ports
26 on the injection nozzles 23 and is mixed with the cir-
culating exhaust gas 8a.
[0039] As shown in Figs. 6 and 7, the injection ports
26 are formed on the downstream peripheral surface of
the oxygen injection nozzle 23 in a range of 90°, so that
the oxygen 22 injected through the injection ports 26 is
effectively mixed with the circulating exhaust gas 8a with
causing no eddy. It is preferable that the oxygen injection
nozzle 23 is a flattened nozzle 23a or 23b as shown in
Figs. 8 and 9 for hardness of eddy formation.
[0040] Thus, the oxygen 22 injected through the plural
injection ports 26 on the oxygen injection nozzle 23 at
the upstream bends 21a closest to the rotary preheater
11a in the combustion gas duct 3 is uniformly mixed with
the circulating exhaust gas 8a. Then, the mixed gas 4 is
further facilitated in mixing due to long in distance of the
combustion gas duct 3 between the bend 21a and the
boiler furnace 1 and due to passage through the other
bends 21b and 21c and is supplied to the burners 2 and
over air ports 6 on the boiler furnace 1. As a result, the
pulverized coal fed through the pulverized coal pipe 5 is
satisfactorily burned with the uniformly mixed gas 4. The
oxygen injection nozzle 23 constructed as mentioned in
the above hardly requires increase in power of the blower
for circulation of the circulating exhaust gas 8a.
[0041] Minute particles such as fly ash, which are en-
trained in the circulating exhaust gas 8a, may intrude into
the oxygen injection nozzle 23 when the supply of the
oxygen 22 by the oxygen injection nozzle 23 is stopped.
However, the lower end of the oxygen injection nozzle
23 is formed with the bevel 27 provided with the acute-
angled tip 28 which in turn has the tip injection port 29
on the surface downstream of the flow of the circulating
exhaust gas 8a, which contributes to easy injection of
the intruding minute particles in the oxygen injection noz-
zle 23 through the tip injection port 29.
[0042] In the above embodiment, illustrated is the pre-
heater 11 in the form of the rotary preheater 11a; how-

7 8 



EP 2 500 642 B1

6

5

10

15

20

25

30

35

40

45

50

55

ever, application may be made to a tube-shaped preheat-
er with bends angled horizontally just after upward dis-
charge of the circulating exhaust gas through the upper
discharge port. It is to be understood that an oxygen mixer
for an oxygen combustion furnace of the invention is not
limited to the above embodiment and that various chang-
es and modifications may be made without departing
from the scope of the invention.

Reference Signs List

[0043]

1 boiler furnace
3 combustion gas duct
4 mixed gas
8 exhaust gas
8a circulating exhaust gas
11 preheater
11a rotary preheater
18 upper discharge port
21a, 21b and 21c bends
22 oxygen
23 oxygen injection nozzle
24 oxygen mixer
25 eddy
26 injection port
27 bevel
29 tip injection port

Industrial Applicability

[0044] In an oxygen mixer for an oxygen combustion
boiler of the invention, oxygen can be uniformly mixed
with circulating exhaust gas fed to the oxygen combus-
tion boiler.

Claims

1. An oxygen mixer (24) for an oxygen combustion boil-
er comprising
a preheater (11) for heating circulating exhaust gas
(8a), a combustion gas duct (3) with bends (21a,
21b, 21c) for guiding a mixed gas (4) resulting from
mixture of oxygen (22) with said circulating exhaust
gas (8a) to a boiler furnace (1), and
oxygen injection nozzles (23) for injecting the oxygen
(22) into the circulating exhaust gas (8a),
characterized in that the circulating exhaust gas
(8a) enters through a bottom of the vertically ar-
ranged preheater (11), in that said bends (21a, 21b,
21c) include two horizontally angled bends (21a) at
an upper discharge port (18) of the preheater (11)
whereby the circulating exhaust gas (8a) is guided
along two horizontal and lateral portions of the com-
bustion gas duct (3), and in that an oxygen injection
nozzle (23) extends vertically into the combustion

gas duct (3) at each of said two horizontally angled
bends (21a) and in that each oxygen injection nozzle
(23) has a plurality of injection ports (26) for injecting
the oxygen (22) into the circulating exhaust gas (8a).

2. The oxygen mixer (24) for the oxygen combustion
boiler as claimed in claim 1, wherein all the injection
ports (26) of said oxygen injection nozzle (23) are
opened at positions clear of any eddy (25) produced
by the circulating exhaust gas (8a) due to the bends
(21a) of the combustion gas duct (3).

3. The oxygen mixer (24) for the oxygen combustion
boiler as claimed in claim 1, wherein said oxygen
injection nozzle (23) has the injection ports (26) on
a downstream circumferential surface thereof in a
direction of flow of the circulating exhaust gas (8a)
in a range of symmetrically 45° relative to a plane
passing through an axis of the oxygen injection noz-
zle (23) in parallel with the flow of the circulating ex-
haust gas (8a).

4. The oxygen mixer (24) for the oxygen combustion
boiler as claimed in any one of claims 1-3, wherein
said oxygen injection nozzle (23) is passed from
above into the combustion gas duct (3) and has a
lower end which has a bevel (27) declining from up-
stream to downstream in the direction of flow of the
circulating exhaust gas (8a) and which has a tip in-
jection port (29) on a downstream surface in the di-
rection of flow of the circulating exhaust gas (8a).

5. The oxygen mixer (24) for the oxygen combustion
boiler as claimed in claim 1, wherein said oxygen
combustion boiler is a pulverized-coal fired boiler by
means of oxygen combustion.

Patentansprüche

1. Sauerstoffmischer (24) für einen Sauerstoffbrenn-
kessel, der Folgendes umfasst:

einen Vorerhitzer (11) zum Erhitzen eines zirku-
lierenden Abgases (8a),
eine Brenngasleitung (3) mit Biegungen (21a,
21b, 21c) zum Leiten eines gemischten Gases
(4), das aus einer Mischung aus Sauerstoff (22)
mit dem zirkulierenden Abgas (8a) resultiert, zu
einem Brennofen (1), und
Sauerstoffeinspritzdüsen (23) zum Einspritzen
des Sauerstoffs (22) in das zirkulierende Abgas
(8a),
dadurch gekennzeichnet, dass das zirkulie-
rende Abgas (8a) durch einen Boden des verti-
kal angeordneten Vorerhitzers (11) eintritt, dass
die Biegungen (21a, 21b, 21c) zwei horizontal
gewinkelte Biegungen (21a) bei einer oberen
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Auslassöffnung (18) des Vorerhitzers (11) auf-
weisen, wodurch das zirkulierende Abgas (8a)
längs zweier horizontaler und seitlicher Ab-
schnitte der Brenngasleitung (3) geführt wird,
dass sich eine Sauerstoffeinspritzdüse (23) bei
jeder der zwei horizontal gewinkelten Biegun-
gen (21a) vertikal in die Brenngasleitung (3) er-
streckt und dass jede Sauerstoffeinspritzdüse
(23) mehrere Einspritzöffnungen (26) zum Ein-
spritzen des Sauerstoffs (22) in das zirkulieren-
de Abgas (8a) aufweist.

2. Sauerstoffmischer (24) für den Sauerstoffbrennkes-
sel nach Anspruch 1, wobei alle Einspritzöffnungen
(26) der Sauerstoffeinspritzdüse (23) bei Positionen
geöffnet sind, an denen keine Wirbel (25), die durch
das zirkulierende Abgas (8a) wegen der Biegungen
(21a) der Brenngasleitung (3) erzeugt werden, vor-
liegen.

3. Sauerstoffmischer (24) für den Sauerstoffbrennkes-
sel nach Anspruch 1, wobei die Sauerstoffeinspritz-
düse (23) die Einspritzöffnungen (26) an einer strom-
abwärts liegenden Umfangsfläche in einer Strö-
mungsrichtung des zirkulierenden Abgases (8a) in
einem Bereich von symmetrisch liegenden 45° in Be-
zug auf eine Ebene aufweist, die durch eine Achse
der Sauerstoffeinspritzdüse (23) parallel zu der Strö-
mung des zirkulierenden Abgases (8a) verläuft.

4. Sauerstoffmischer (24) für den Sauerstoffbrennkes-
sel nach einem der Ansprüche 1-3, wobei die Sau-
erstoffeinspritzdüse (23) von oben in die Brenngas-
leitung (3) verläuft und ein unteres Ende aufweist,
das eine Schräge (27) aufweist, die von einer strom-
aufwärts liegenden Seite zu einer stromabwärts lie-
genden Seite in der Strömungsrichtung des zirkulie-
renden Abgases (8a) geneigt ist und die eine an der
Spitze liegende Einspritzöffnung (29) auf einer
stromabwärts gelegenen Oberfläche in der Strö-
mungsrichtung des zirkulierenden Abgases (8a) auf-
weist.

5. Sauerstoffmischer (24) für den Sauerstoffbrennkes-
sel nach Anspruch 1, wobei die Sauerstoffbrenn-
kammer ein mit pulverisierter Kohle befeuerter
Brennkessel mittels Sauerstoffverbrennung ist.

Revendications

1. Mélangeur d’oxygène (24) pour une chaudière à
combustion d’oxygène comprenant
un dispositif de préchauffage (11) pour chauffer un
gaz d’échappement circulant (8a), un conduit de gaz
de combustion (3) avec des coudes (21a, 21b, 21c)
pour guider un gaz mixte (4) résultant du mélange
d’oxygène (22) avec ledit gaz d’échappement circu-

lant (8a) vers un four de chaudière (1), et
des buses d’injection d’oxygène (23) pour injecter
l’oxygène (22) dans le gaz d’échappement circulant
(8a), caractérisé en ce que le gaz d’échappement
circulant (8a) pénètre à travers la base du dispositif
de préchauffage agencé verticalement (11), en ce
que lesdits coudes (21a, 21b, 21c) comprennent
deux coudes pliés horizontalement (21a) au niveau
d’un orifice d’évacuation supérieur (18) du dispositif
de préchauffage (11) de sorte que le gaz d’échap-
pement circulant (8a) soit guidé le long de deux par-
ties horizontales et latérales du conduit de gaz de
combustion (3), et en ce qu’une buse d’injection
d’oxygène (23) s’étend verticalement dans le conduit
de gaz de combustion (3) au niveau de chacun des-
dits deux coudes pliés horizontalement (21a) et en
ce que chaque buse d’injection d’oxygène (23) com-
porte une pluralité d’orifices d’injection (26) pour in-
jecter l’oxygène (22) dans le gaz d’échappement cir-
culant (8a).

2. Mélangeur d’oxygène (24) pour la chaudière de com-
bustion d’oxygène selon la revendication 1, dans le-
quel tous les orifices d’injection (26) de ladite buse
d’injection d’oxygène (23) sont ouverts aux positions
exemptes de tout tourbillon (25) produit par le gaz
d’échappement circulant (8a) en raison des coudes
(21a) du conduit de gaz de combustion (3).

3. Mélangeur d’oxygène (24) pour la chaudière à com-
bustion d’oxygène selon la revendication 1, dans le-
quel ladite buse d’injection d’oxygène (23) comporte
les orifices d’injection (26) sur une surface circonfé-
rentielle en aval de celle-ci dans une direction
d’écoulement du gaz d’échappement circulant (8a)
dans une plage symétrique de 45° par rapport à un
plan traversant un axe de la buse d’injection d’oxy-
gène (23) parallèlement à l’écoulement du gaz
d’échappement circulant (8a).

4. Mélangeur d’oxygène (24) pour la chaudière à com-
bustion d’oxygène selon l’une quelconque des re-
vendications 1 à 3, dans lequel ladite buse d’injection
d’oxygène (23) passe depuis le dessus dans le con-
duit de gaz de combustion (3) et comporte une ex-
trémité inférieure qui comporte un biseau (27) décli-
nant de l’amont vers l’aval dans la direction d’écou-
lement du gaz d’échappement circulant (8a) et qui
comporte un orifice d’injection de pointe (29) sur une
surface aval dans la direction d’écoulement du gaz
d’échappement circulant (8a).

5. Mélangeur d’oxygène (24) pour la chaudière à com-
bustion d’oxygène selon la revendication 1, dans le-
quel ladite chaudière à combustion d’oxygène est
une chaudière à charbon pulvérisé utilisant la com-
bustion d’oxygène.
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