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Description

Technical Field

[0001] The present invention relates to a construction
of a rotor core of a reluctance motor utilizing reluctance
torque.

Background Art

[0002] Thanks to an advantage that secondary cop-
per loss of a rotor is not produced in contrast with an
induction motor, the reluctance motor attracts consider-
able attention as a driving motor for an electric vehicle,
a machine tool or the like. However, this reluctance mo-
tor generally has poor power-factor and thus, requires
improvement of the construction of the rotor core, a driv-
ing method, etc. in order to be used for industrial pur-
pose. In recent years, a technology for improving the
power-factor by providing flux barriers in a plurality of
rows on a core sheet of the rotor core has been devel-
oped as described in a paper entitled "Development of
Multi-Flux-Barrier Type Synchronous Reluctance Mo-
tor" by Yukio Honda et al. in Proceedings No. 1029 pub-
lished on March 10, 1996 for a. national meeting 1996
of the Electrical Society of Japan.
[0003] Figs. 31 to 33 show an example of a construc-
tion of a rotor core of this improved known reluctance
motor. In Fig. 31, a plurality of arcuate flux barriers 162
are provided on a circular core sheet 161 formed by an
electromagnetic steel plate so as to convexly confront
an axis 163 of the core sheet 161. Each of the flux bar-
riers 162 comprises a through-slit of about 1 mm in width
and is formed by a press. In order to impart to the core
sheet 161 strength against centrifugal force applied to
the core sheet 161 during its rotation, an outer periph-
eral rim 164 having a predetermined width is provided
at an outer periphery of the core sheet 161.
[0004] By laminating several tens of the core sheets
161 on one another on a rotor shaft 165, a rotor core
166 is obtained as shown in Fig. 32. If this rotor core
166 is set in a stator 167 as shown in Fig. 33, rotational
magnetic field is given to the rotor core 166 by a plurality
of field portions 168 of the stator 167 and thus, a reluc-
tance torque T is produced. This reluctance torque T is
expressed by the following formula (1).

[0005] In the above formula (1), "Pn" denotes the
number of pairs of poles, "Ld" denotes a direct-axis in-
ductance, "Lq" denotes a quadrature-axis inductance,
"id" denote a direct-axis current and "iq" denotes a quad-
rature-axis current. It is seen from the above formula (1)
that performance of the reluctance motor relies on mag-
nitude of (Ld - Lq). In order to increase (Ld - Lq), it has
been a general practice that the above mentioned flux

T = Pn (Ld - Lq) id x iq (1)

barriers 162 formed by the slits are provided on the core
sheet 161 so as to impart resistance to a quadrature-
axis magnetic path traversing the slits, while a direct-
axis magnetic path interposed between the slits is se-
cured.
[0006] In the above construction of the known rotor
core 166, the slits each having a width of about 1 mm
are formed on the core sheet 161 by a press and a strip
is provided between neighboring ones of the slits such
that the strips are coupled with each other at a prede-
termined width by the outer peripheral rim 164.
[0007] However, in this construction of the known ro-
tor core 166, since the quadrature-axis magnetic flux
penetrates each slit, the value of the quadrature-axis in-
ductance Lq is increased and thus, the reluctance
torque T decreases. On the contrary, if width of each slit
is increased so as to lessen the quadrature-axis mag-
netic flux, width of each strip is reduced, so that value
of the direct-axis inductance Ld is reduced and thus, val-
ue of the reluctance torque T also decreases.
[0008] Meanwhile, in the construction of the known ro-
tor core 166, if the number of revolutions of the motor is
increased, stress concentration may be caused in the
vicinity of radially inner slits of the core sheet 161, es-
pecially, the outer peripheral rim 164 at a radially inner-
most slit of the core sheet 161 by centrifugal force, there-
by possibly resulting in deformation of the rotor core
166.
[0009] Large stress is applied to the outer peripheral
rim 164 at the radially inner slits of the core sheet 161
for the following reason. The radially outer strips of the
core sheet 161, which are supported by the outer pe-
ripheral rim 164, are short in length and thus, are light
in weight. However, the radially inner strips of the core
sheet 161, which are supported by the outer peripheral
rim 164, become gradually larger in length and thus, be-
come gradually heavier in weight. Therefore, centrifugal
force produced by rotation of the rotor core 166 be-
comes gradually larger towards the radially innermost
slit of the core sheet 161 along the outer peripheral rim
164. Furthermore, by driving the rotor core 166 for its
rotation, the strips projecting towards the center of the
rotor core 166 are urged out of the rotor core 166. As a
result, the strips projecting towards the center of the ro-
tor core 166 would depress the outer peripheral rim 164
outwardly so as to project out of the rotor core 166. At
this time, the strips become larger in size towards the
radially innermost slit of the core sheet 161 along the
outer peripheral rim 164 and therefore, produce larger
force for depressing the outer peripheral rim 164 out-
wardly. Therefore, as location on the core sheet 161 ap-
proaches the stress concentration portions on the outer
peripheral rim 164 at the radially innermost slit of the
core sheet 161, force for deforming the rotor core 166
becomes larger extraordinarily.
[0010] Hence, if width of the outer peripheral rim 164
is increased so as to prevent deformation of the rotor
core 166 even at the time of high-speed rotation of the
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rotor core 166, the outer peripheral rim 164 coupling the
strips with each other is not subjected to magnetic sat-
uration. Therefore, since quadrature-axis magnetic flux
leaks through the outer peripheral rim 164, the quadra-
ture-axis inductance Lq becomes large and thus, the ro-
tor core 166 cannot be driven for its rotation efficiently.
[0011] The article of A. Vagati "The synchronous re-
luctance solution: A new alternative in A.C. drives",
PROCEEDINGS OF THE INTERNATIONAL CONFER-
ENCE ON INDUSTRIAL ELECTRONIC CONTROL
AND INSTRUMENTATION, vol. 1, no. Conf. 20, 5 - 9
September 1994, Bologna discloses a rotor core lami-
nation and a corresponding rotor.

Disclosure of Invention

[0012] Accordingly, the present invention has for its
object to provide, with a view to eliminating the draw-
backs of conventional rotor cores, a rotor core which is
driven for its rotation by sufficient reluctance torque so
as to improve performance of a motor.
[0013] In order to accomplish this object, the present
invention provides a rotor core in which a plurality of core
sheets are laminated on one another on a rotor shaft
and a plurality of slits and a plurality of strips are alter-
nately arranged in a radial direction of each of the core
sheets so as to convexly confront a center of each of
the core sheets such that an outer peripheral rim is
formed between an outer peripheral edge of each of the
core sheets and each of opposite ends of each of the
slits, comprising:

a stress concentration portion which is provided at
a portion of the outer peripheral rim and has a width
larger than that of the remaining portions of the out-
er peripheral rim.

[0014] By this arrangement of the rotor core of the
present invention, since the portion of the outer periph-
eral rim for the stress concentration portion subjected to
large centrifugal force has the large width, a rotor is not
deformed even during high-speed rotations. Further-
more, since the remaining portions of the outer periph-
eral rim are made thin, magnetic flux flowing there-
through is saturated, so that durability of the rotor can
be secured without lowering a ratio of a direct-axis in-
ductance Ld to a quadrature-axis inductance Lq, i.e.,
(Ld/Lq).
[0015] This object and features of the present inven-
tion will become clear from the following description tak-
en in conjunction with the preferred embodiments there-
of with reference to the accompanying drawings
throughout which like parts are designated by like refer-
ence numerals.

Brief Description of Drawings

[0016]

Fig. 1 is a perspective view of a rotor core according
to a first embodiment of the present invention.
Fig. 2 is a top plan view of a core sheet of a rotor
core which is a first modification of the rotor core of
Fig. 1.
Fig. 3 is a top plan view of a core sheet of a rotor
core which is a second modification of the rotor core
of Fig. 1.
Fig. 4 is a top plan view of a core sheet of the rotor
core of Fig. 1.
Fig. 5 is an enlarged view of an encircled portion V
in Fig. 4.
Fig. 6 is a view similar to Fig. 5, particularly showing
its modification.
Fig. 7 is a view showing dimensions of the core
sheet of Fig. 4 in experiments.
Fig. 8 is a graph showing results of the experiments
of Fig. 7.
Fig. 9 is a top plan view of a core sheet of a rotor
core according to a second embodiment of the
present invention.
Fig. 10 is an enlarged view of an encircled portion
X in Fig. 9.
Fig. 11 is a fragmentary top plan view of the core
sheet of Fig. 9.
Fig. 12 is a further fragmentary top plan view of the
core sheet of Fig. 9.
Fig. 13 is a top plan view of a core sheet of a rotor
core according to a third embodiment of the present
invention.
Fig. 14 is a view explanatory of a direct-axis mag-
netic path in the core sheet of Fig. 13.
Fig. 15 is a view explanatory of a quadrature-axis
magnetic path in the core sheet of Fig. 13.
Fig. 16 is a fragmentary top plan view of a first mod-
ification of the core sheet of Fig. 13.
Fig. 17 is a fragmentary top plan view of a second
modification of the core sheet of Fig. 13.
Figs. 18A to 18F are fragmentary top plan views
showing concrete examples of the core sheet of Fig.
13.
Fig. 19 is a fragmentary top plan view of a core
sheet of a rotor core according to a fourth embodi-
ment of the present invention.
Fig. 20 is a top plan view of a core sheet employed
in a rotor core according to a fifth embodiment of
the present invention.
Fig. 21 is a top plan view of another core sheet em-
ployed in the rotor core of Fig. 20.
Fig. 22 is a sectional view of the rotor core of Fig.
20, showing an arrangement of the core sheets of
Figs. 20 and 21.
Fig. 23 is a sectional view of the rotor core of Fig.
20, showing another arrangement of the core
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sheets of Figs. 20 and 21.
Fig. 24 is a sectional view of a rotor core according
to a sixth embodiment of the present invention.
Fig. 25 is a sectional view of a first modification of
the rotor core of Fig. 24.
Fig. 26 is a sectional view of a second modification
of the rotor core of Fig. 24.
Fig. 27 is a top plan view of a core sheet of a rotor
core according to a seventh embodiment of the
present invention.
Fig. 28 is a magnetic field analytical diagram for the
rotor core of Fig. 27.
Fig. 29 is a diagram showing magnetic flux density
at a gap between a stator and the rotor core of Fig.
27.
Fig. 30 is a fragmentary top plan view of the core
sheet of Fig. 27.
Fig. 31 is a top plan view of a core sheet of a prior
art rotor core.
Fig. 32 is a front elevational view of the prior art rotor
core of Fig. 31.
Fig. 33 is a side elevational view of the prior art rotor
core of Fig. 31 set in a stator.
Fig. 34 is a top plan view of a core sheet of another
prior art rotor core.

Best Mode for Carrying Out the Invention

[0017] Hereinafter, preferred embodiments of the
present invention are described with reference to the ac-
companying drawings.

(First embodiment)

[0018] In Fig. 1, a circular core sheet 1 is formed by
an electromagnetic steel plate having high permeability.
A plurality of arcuate slits 3 are arranged in a radial di-
rection of the core sheet 1 at each of four circumferen-
tially identically spaced locations of the core sheet 1 so
as to convexly confront a center of the core sheet 1 such
that a strip 2 is interposed between neighboring ones of
the slits 3. It is to be noted that the slits 3 may also be
provided in parallel with each other as shown in Fig. 2.
In addition, the slits 3 may also be provided at six cir-
cumferentially identically spaced locations as shown in
Fig. 3 or at eight circumferentially identically spaced lo-
cations of the core sheet 1. This core sheet 1 is formed
by a press or a laser. In view of shape of magnetic paths
of the core sheet 1 and working of the core sheet 1, it is
preferable that the strips 2 are formed arcuately. How-
ever, the strips 2 may be, needless to say, formed into
a V-shaped or a U-shaped configuration. Then, after
several tens of the core sheets 1 have been laminated
on one another so as to obtain a laminated body 5, a
rotor shaft 4 is inserted through the laminated body 5
and thus, a rotor core 6 is obtained. The core sheets 1
of the laminated body 5 are integrally attached to each
other by adhesive, etc.

[0019] If the thus obtained rotor core 6 is set in a stator
(not shown), rotational magnetic field is given to the rotor
core 6 by field portions formed by a plurality of teeth of
the stator and thus, reluctance torque is produced.
Namely, in a reluctance motor having this rotor core 6,
a quadrature-axis inductance Lq traversing the strips 2
and a direct-axis inductance Ld extending along the
strips 2 are compared with each other as follows. Name-
ly, since resistance is imparted to a quadrature-axis
magnetic path by the slits 3 each formed by an air layer
whose permeability is about 1/1000 of that of the elec-
tromagnetic steel plate, a quadrature-axis magnetic flux
hardly passes through the slits 3 and thus, the quadra-
ture-axis inductance Lq decreases. On the other hand,
since a direct-axis magnetic path is formed by the strips
2, a direct-axis magnetic flux readily passes through the
strips 2 and thus, the direct-axis inductance Ld increas-
es.
[0020] Meanwhile, conventionally, even if a plurality
of such slits 3 are provided, such a phenomenon has
happened in which just a bit of the quadrature-axis mag-
netic flux passes through the slits 3. Thus, it may be con-
sidered that the quadrature-axis magnetic flux is less-
ened by increasing width of each of the slits 3. However,
in this case, width of each of the strips 2 decreases and
thus, flow of the direct-axis magnetic flux is reduced.
Furthermore, even if a trial of increasing both width of
each of the strips 2 and width of each of the slits 3 is
made, width of each of the strips 2 will decrease, thereby
resulting in reduction of flow of the direct-axis magnetic
flux.
[0021] Therefore, in this first embodiment, an arcuate
large slit 7 having a width S larger than that of the slits
3 is provided radially inwardly of a radially innermost one
of the slits 3 so as to act as an interceptor for the quad-
rature-axis magnetic flux as shown in Figs. 4 and 5. The
large slit 7 has a length substantially the same as that
of a longest one of the slits 3, i.e., the radially innermost
slit 3. It is preferable that the width S of the large slit 7
is not less than 1.2 times that of the slits 3.
[0022] The radially innermost slit 3 is referred to as a
"first slit 3" and the remaining slits 3 are referred to as
a "second slit 3", a "third slit 3" and so on sequentially
radially outwardly from the first slit 3. Therefore, for ex-
ample, the second slit 3 is disposed next to and radially
outwardly of the first slit 3, while the third slit 3 is dis-
posed next to and radially outwardly of the second slit 3.
[0023] Fig. 5 shows an outer peripheral portion of the
core sheet 1. An outer peripheral rim 10 is provided be-
tween an outer peripheral edge of the core sheet 1 and
each of opposite ends of each of the slits 3 and the large
slit 7. The strips 2 are coupled with each other by only
the outer peripheral rim 10. The outer peripheral rim 10
includes a first outer peripheral rim portion 10a between
the outer peripheral edge of the core sheet 1 and each
of opposite ends of the large slit 7. When the rotor core
6 is rotating, stress due to centrifugal force is applied to
the outer peripheral rim 10. This stress becomes larger
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towards a radially innermost one of the strips 2 on the
following grounds. Namely, a mass of a radially inner
strip 2 supported by its outer peripheral rim portions is
larger than that of a radially outer strip 2 supported by
its outer peripheral rim portions. Furthermore, since
each strip 2 is pulled radially outwardly upon rotation of
the rotor core 6, the first outer peripheral rim portion 10a
of the large slit 7 having the largest length is depressed
radially outwardly strongly. Therefore, since a maximum
stress is applied to the first outer peripheral rim portion
10a, a stress concentration portion 11 is formed by the
first outer peripheral rim portion 10a.
[0024] Accordingly, width of the outer peripheral rim
10 is uniform except for the stress concentration portion
11 but is increased to L1 at the stress concentration por-
tion 11. Since the width L1 of the first outer peripheral
rim portion 10a, i.e., the stress concentration portion 11
is made larger than that of the remaining portions of the
outer peripheral rim 10, it is possible to rotate the rotor
core 6 at high speed. Namely, centrifugal force pro-
duced by rotation of the rotor core 6 becomes larger to-
wards the center of the rotor core 6. However, even if
stress concentration occurs in the stress concentration
portion 11, the stress concentration portion 11 has the
width L1 larger than that of the remaining portions of the
outer peripheral rim 10 and thus, can withstand centrif-
ugal force based on high-speed rotation of the rotor core
6. It is preferable that the width L1 of the first outer pe-
ripheral rim portion 10a is not less than 1.5 times that of
the remaining portions of the outer peripheral rim 10. As
shown in Fig. 6, the outer peripheral rim 10 may be elim-
inated except for the first outer peripheral rim portion
10a of the large slit 7 for the stress concentration portion
11 such that the slits 3 open to the outer peripheral edge
of the core sheet 1. In this case, a bridge portion (not
shown) for coupling neighboring ones of the strips 2
should be provided on each slit 3 in order to prevent the
strips 2 from being separated from the core sheet 1.
[0025] Meanwhile, since centrifugal force applied to
other portions of the outer peripheral rim 10 than the
stress concentration portion 11 upon rotation of the rotor
core 6 is smaller than that applied to the stress concen-
tration portion 11, width of the other portions of the outer
peripheral rim 10 than the stress concentration portion
11 can be made smaller than the width L1 of the stress
concentration portion 11. Hence, the width of the other
portions of the outer peripheral rim 10 than the stress
concentration portion 11 is not required to be increased
in conformity with the maximum stress applied to the
stress concentration portion 11. Thus, even if the width
of the other portions of the outer peripheral rim 10 than
the stress concentration portion 11 is made small as de-
scribed above, magnetic flux does not leak between
neighboring ones of the strips 2. Therefore, if the width
of the other portions of the outer peripheral rim 10 than
the stress concentration portion 11 is set at such a value
as to cause magnetic saturation, a phenomenon in
which the direct-axis magnetic flux flows in quadrature-

axis direction via the outer peripheral rim 10 can be pre-
vented by magnetic saturation.
[0026] Namely, the quadrature-axis magnetic flux
does not flow in the quadrature-axis direction in each of
the slits. However, since the large slit 7 is made wider
than the slits 3, the quadrature-axis magnetic flux can
be reduced further and thus, the quadrature-axis induct-
ance Lq can be lessened. At this time, since the large
slit 7 is disposed radially inwardly of the strips 2, width
of each of the strips 2 is not reduced. Therefore, the di-
rect-axis magnetic flux passes through each of the strips
so as to flow in the direct-axis direction. In other words,
value of the direct-axis inductance Ld does not de-
crease. Consequently, since a ratio of the direct-axis in-
ductance Ld to a quadrature-axis inductance Lq, i.e.,
(Ld/Lq) increases, a reluctance torque T can be in-
creased from the formula (1) referred to earlier.
[0027] Furthermore, since the strips 2 are coupled
with each other by only the outer peripheral rim 10, the
direct-axis magnetic flux flows through the strips 2
smoothly, so that leakage of the direct-axis magnetic
flux is further lessened and thus, the ratio (Ld/Lq) is fur-
ther increased.
[0028] Meanwhile, the width S of the large slit 7 is not
less than three times the width of the slits 3 but is deter-
mined by size of the rotor shaft 4. Therefore, if the rotor
shaft 4 is smaller, the large slit 7 can be made further
larger.
[0029] Meanwhile, a hollow may be formed at a center
of the rotor core 6 so as to abut on the large slit 7 or
resin may be filled into the hollow. In this case, the rotor
shaft 4 cannot be inserted through the rotor core 6.
Thus, a pair of clamping pieces may be, respectively,
projected from opposed end faces of the rotor shaft 4
so as to confront each other such that opposite end por-
tions of the rotor core 6 are gripped between the clamp-
ing pieces. By forming the hollow abutting on the large
slit 7, the quadrature-axis inductance Lq of the rotor core
6 can be reduced further.
[0030] Meanwhile, if end portions of the large slit 7 are
made as wide as a central portion of the large slit 7, a
width of an input area for the direct-axis magnetic flux
also decreases, thereby resulting in reduction of the di-
rect-axis inductance Ld. Therefore, it is preferable that
the large slit 7 is made especially wider than the end
portions of the large slit 7. Furthermore, if the large slit
7 is extremely short, the quadrature-axis magnetic flux
leaks from the first outer peripheral rim portion 10a, thus
resulting in reduction of the ratio (Ld/Lq). Therefore, it
is preferable that a length of the large slit 7 is not less
than 0.9 times that of the longest one of the slits 3.
[0031] Experiments conducted by the present inven-
tors have revealed relation between maximum stress
applied to the rotor core 6 and width of the outer periph-
eral rim 10 as shown in Figs. 7 and 8. As shown in Fig.
7, the outer peripheral rim 10 includes, in addition to the
first outer peripheral rim portion 10a, a second outer pe-
ripheral rim portion 10b between the outer peripheral
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edge of the core sheet 1 and each of opposite ends of
the radially innermost slit 3, i.e., the first slit 3, a third
outer peripheral rim portion 10c between the outer pe-
ripheral edge of the core sheet 1 and each of opposite
ends of the second slit 3 and a fourth outer peripheral
rim portion 10d between the outer peripheral edge of the
core sheet 1 and each of opposite ends of the third slit 3.
[0032] In Fig. 7, the first, second, third and fourth outer
peripheral rim portions 10a, 10b, 10c and 10d have
widths ø1, ø2, ø3 and ø4, respectively. The rotor cores 6
tested in the experiments have a diameter of 76.4 mm
and are classified into four types, namely, a type 1 hav-
ing a relation of (ø1 : ø2 : ø3 : ø4 = 1 : 1 : 1 : 1), a type 2
having a relation of (ø1 : ø2 : ø3 : ø4 = 1.8 : 1 : 1 : 1), a
type 3 having a relation of (ø1 : ø2 : ø3 : ø4 = 2.6 : 1.8 :
1 : 1) and a type 4 having a relation of (ø1 : ø2 : ø3 : ø4
= 3.5 : 2.6 : 1 : 1). In the experiments, maximum stress-
es applied to the rotor cores 6 are compared with each
other by rotating the rotor cores 6 at 600 r.p.m. It is to
be noted that the term "maximum stress" represents a
stress applied to a spot where centrifugal force pro-
duced by rotation of the rotor core 6 is concentrated.
[0033] As shown in Fig. 8, in the rotor core 6 of the
type 1 in which the width of the outer peripheral rim 10
is uniform throughout, stress is concentrated upon the
first outer peripheral rim portion 10a. If the widths ø2, ø3
and ø4 of the second, third and fourth outer peripheral
rim portions 10b, 10c and 10d are increased as in the
rotor cores 6 of the types 2, 3 and 4, the stress is scat-
tered. Therefore, in motors having an identical diameter
and an identical rotational speed, maximum stress can
be reduced by scattering stress. However, if the width
of the outer peripheral rim 10 is increased excessively,
the quadrature-axis magnetic flux is not saturated at the
outer peripheral rim 10 and thus, flows in direct-axis di-
rection. Therefore, in view of rotational speed of the rotor
core 6, material of the core sheet 1 and the width of the
outer peripheral rim 10, the stress concentration portion
11 may also be shifted to the first and second outer pe-
ripheral rim portions 10a and 10b or the first to third outer
peripheral rim portions 10a to 10c or more.
[0034] When this rotor core 6 is used for a motor, the
motor can be rotated at high speed and at high torque.
An electric vehicle, a compressor, an air-conditioner,
etc. employing this motor is capable of yielding high out-
put at high performance. The width of the outer periph-
eral rim 10 should be minimized in terms of magnetic
saturation but cannot not be reduced extremely in terms
of stress applied to the outer peripheral rim 10. There-
fore, in case the rotor core 6 has a radius of 30 mm or
more, it is preferable that the width of the outer periph-
eral rim 10 is not less than 0.2 mm. Meanwhile, in case
the rotor core 6 has a radius of 20 mm or more, it is
preferable that the width of the outer peripheral rim 10
is not less than 0.1 mm.
[0035] It is preferable that the width L1 of the first outer
peripheral rim portion 10a for the stress concentration
portion 11 is larger than that of the remaining portions

of the outer peripheral rim 10. However, in case the
quadrature-axis inductance Lq of the rotor core 6 is
small, not more than about three of the remaining por-
tions of the outer peripheral rim 10 may have a width
larger than the width L1 of the first outer peripheral rim
portion 10a for the stress concentration portion 11.
[0036] Furthermore, if the slits 3 between the strips 2
in the core sheet 1 are sealed by, for example, resin,
rotational strength of the core sheet 1 can be further in-
creased without providing bridge portions on the core
sheet 1. Other materials having low permeability, e.g.,
aluminum and hard rubber may also be used as sealer.
[0037] Since secondary copper loss is not produced
in a rotor of a motor employing such a rotor core, this
motor can be rotated at high speed and therefore, is suit-
able for use in a compressor, an air-conditioner, a refrig-
erator and an electric vehicle, especially, an electric ve-
hicle in which special priority is given to safety.

(Second embodiment)

[0038] Figs. 9 and 10 show a core sheet 1 of a rotor
core 6 according to a second embodiment of the present
invention. As shown in Fig. 10, width of the outer periph-
eral rim 10 is uniform except for the first and second
outer peripheral rim portions 10a and 10b but is in-
creased to L1 and L2 at the first and second outer pe-
ripheral rim portions 10a and 10b, respectively such that
the stress concentration portion 11 is formed by the first
and second outer peripheral rim portions 10a and 10b.
The width L1 of the first outer peripheral rim portion 10a
is larger than the width L2 of the second outer peripheral
rim portion 10b. By forming the stress concentration por-
tion 11 by the first and second outer peripheral rim por-
tions 10a and 10b having the widths L1 and L2 larger
than the width of the remaining portions of the outer pe-
ripheral rim 10 as described above, the stress concen-
tration portion 11 can withstand centrifugal force pro-
duced by high-speed rotation of the rotor core 6. Mean-
while, since the width of other portions of the outer pe-
ripheral rim 10 than the stress concentration portion 10
is smaller than the widths L1 and L2 of the stress con-
centration portion 11, magnetic flux is saturated at the
outer peripheral rim 10 and therefore, does not flow
through the outer peripheral rim 10. Since other con-
structions of the core sheet 1 of the second embodiment
are similar to those of the core sheet 1 of the first em-
bodiment, the description is abbreviated for the sake of
brevity.
[0039] Meanwhile, in Fig. 10, assuming that the width
L1 of the first outer peripheral rim portion 10a has a ra-
dially innermost dimension r1 and a radially outermost
dimension r2, the width L2 of the second outer periph-
eral rim portion 10b has a radially innermost dimension
r3 and a radially outermost dimension r4, the width of
the third outer peripheral rim portion 10c has a radially
innermost dimension r5 and a radially outermost dimen-
sion r6, the width of the fourth outer peripheral rim por-
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tion 10d has a radially innermost dimension r7 and a
radially outermost dimension r8 and so on as shown in
Fig. 11, the radially innermost dimension r1 is equal to
the radially outermost dimension r2 and the radially in-
nermost dimension r3 is equal to the radially outermost
dimension r4. Similarly, radially innermost dimensions
and radially outermost dimensions of the widths of the
remaining outer peripheral rim portions are equal to
each other. Namely, the relation of (r1 = r2 > r3 = r4 >
r5 = r6 = r7 ---) is formed. However, as shown in Fig. 11,
the relation of (r1 > r2 > r3 > r4 > r5 = r6 = r7 ---) may
also be established.
[0040] Furthermore, in the second embodiment, the
widths L1 and L2 of the stress concentration portion 11
are made larger than that of the remaining portions of
the outer peripheral rim 10. However, in Fig. 12, assum-
ing that the third outer peripheral rim portion 10c has a
width L3, the fourth outer peripheral rim portion 10d has
a width L4, a fifth outer peripheral rim portion 10e has a
width L5 and so on, a relation of (L1 ≥ L2 ≥ L3 ≥ L4 ---)
may also be formed. Alternatively, a relation of (r1 ≥ r2
≥ r3 ≥ r4 ≥ r5 ≥ r6 ---) may also be established. Mean-
while, if end portions of the large slit 7 and the slits 3 are
rounded as shown in Fig. 12, strength of the large slits
7 and the slits 3 can be increased. To this end, end por-
tions of the large slit 7 and the radially innermost slit 3
corresponding to the stress concentration portion 11
may also be rounded.

(Third embodiment)

[0041] Fig. 13 shows a core sheet 41 in which a plu-
rality of arcuate slits 43 are arranged radially so as to
convexly confront a center of the core sheet 41 such
that a strip 42 is interposed between neighboring ones
of the slits 43. A large slit 47 having a width larger than
that of the slits 43 is provided radially inwardly of a ra-
dially innermost one of the slits 43.
[0042] An outer peripheral rim 44 includes a first outer
peripheral rim portion 44a between an outer peripheral
edge of the core sheet 41 and each of opposite ends of
the large slit 47 and a second outer peripheral rim por-
tion 44b between the outer peripheral edge of the core
sheet 41 and each of opposite ends of the radially in-
nermost slit 43. Width of the outer peripheral rim 44 is
uniform except for the first and second outer peripheral
rim portions 44a and 44b but is increased at the first and
second outer peripheral rim ;portions 44a and 44b such
that a stress concentration portion 46 is formed by the
first and second outer peripheral rim portions 44a and
44b.
[0043] Furthermore, a bridge portion 45 for coupling
neighboring ones of the strips 42 is provided on the slit
43 between the neighboring strips 42. Since the width
of the outer peripheral rim 44 is increased at the stress
concentration portion 46 and the bridge portions 45 are
provided as described above, strength of the core sheet
41 is increased. Therefore, even if centrifugal force is

produced by high-speed rotation of a rotor core formed
by the core sheets 41, the rotor core can withstand the
centrifugal force.
[0044] More specifically, the strips 42 and the bridge
portions 45 are coupled with each other such that a zig-
zag magnetic path is formed by the strips 42 and the
bridge portions 45 when the core sheet 41 is excited. To
this end, an interval of the bridge portions 45 of each slit
43 is increased gradually as each slit 43 lies closer to
the center of the core sheet 41. In addition, when two of
the slits 43 lie next to each other, the bridge portions 45
of one of the two slits 43 are offset from those of the
other of the two slits 43 such that the bridge portions 45
occupy corresponding positions on every other slit 43
alternately. As a result, rotational strength of the core
sheet 41 can be secured. In addition, since a quadra-
ture-axis magnetic path produced in the core sheet 41
when the core sheet 41 is excited can be made thinner
and longer, resistance against the quadrature-axis mag-
netic path can be increased.
[0045] At this time, if the zigzag magnetic path re-
ferred to above is formed in one core sheet 41, resist-
ance against the quadrature-axis magnetic path can be
increased by lengthening the quadrature-axis magnetic
path on a plane. However, such a case may happen in
which the zigzag magnetic path is not formed due to
magnetic saturation. In this case, if the zigzag magnetic
path is formed in an axial direction of the rotor shaft by
laminating the core sheets 41 in the axial direction of the
rotor shaft, the magnetic path is least likely to be satu-
rated, so that the zigzag magnetic path can be formed
in three dimensions and thus, resistance against the
quadrature-axis magnetic path can be increased by
lengthening the quadrature-axis magnetic path.
[0046] Furthermore, if the bridge portions 45 are
formed such that a width of the bridge portions 45 is
smaller than that of the strips 42, the quadrature-axis
magnetic path can be thinned. Also in this case, since
resistance against the quadrature-axis magnetic path is
increased, the same effects as those mentioned above
can be gained. If the bridge portions 45 are formed such
that the width of the bridge portions 45 is increased grad-
ually towards the center of the core sheet 41, it is pos-
sible to secure strength corresponding to distribution of
centrifugal force produced at the time of rotation of the
core sheet 41.
[0047] Fig. 14 shows a direct-axis magnetic path pro-
duced in the core sheet 41 when the core sheet 41 is
excited. It is apparent from Fig. 13 that substantially no
direct-axis magnetic path is produced at the large slit 47
disposed between the center of the core sheet 41 and
a radially innermost one of the strips 42. On the other
hand, as shown in Fig. 15, the quadrature-axis magnetic
path is formed so as to be converged upon the large slit
47. Therefore, if the core sheet 41 is formed such that
the width of the large slit 47 is larger than that of the slits
43 as described above, almost only the quadrature-axis
magnetic path traverses the large slit 47, so that only
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resistance against the quadrature-axis magnetic path
can be increased almost without affecting resistance
against the direct-axis magnetic path and thus, greater
effects can be achieved.
[0048] Moreover, it is seen from Fig. 14 that in the core
sheet 41, the direct-axis magnetic path produced at an
outer peripheral portion in quadrature-axis direction is
quite small as compared with that produced at an inner
peripheral portion in quadrature-axis direction. There-
fore, if the outer peripheral portion of the core sheet 41
in quadrature-axis direction is removed from the core
sheet 41 as a recess 49 as shown in Fig. 16, almost only
the quadrature-axis magnetic path passes through the
recess 49, so that only resistance against the quadra-
ture-axis magnetic path can be increased almost with-
out affecting resistance against the direct-axis magnetic
path and thus, greater effects can be gained.
[0049] However, if the recess 49 is replaced by an out-
er peripheral portion 50 as shown in Fig. 17, a quite
small portion of the direct-axis magnetic path, which is
formed in the recess 49, can be recovered by the outer
peripheral portion 50, so that resistance against the di-
rect-axis magnetic path can be lessened slightly. Since
this outer peripheral portion 50 is not a reinforcing mem-
ber in contrast with an outer peripheral rim 164 of a con-
ventional core sheet 161 and thus, it is desirable that a
radial width of the outer peripheral portion 50 be reduced
to a minimum limited by working.
[0050] In addition, in order to secure strength of the
core sheet 41 against centrifugal force produced by ro-
tation of the core sheet 41, it is desirable that bridge por-
tions 51 are arranged in quadrature-axis direction so as
to couple the strips 42 with each other rectilinearly as
shown in Fig. 13.
[0051] Meanwhile, if the bridge portions 45 disposed
at an inner periphery of the core sheet 41 are made
thicker than those disposed at an outer periphery of the
core sheet 41, mass of the bridge portions 45 is reduced
towards the outer periphery of the core sheet 41 and
thus, the core sheet 41 is unbalanced so as to have a
larger strength advantageously. If at least the bridge
portions 45 disposed at the inner periphery of the core
sheet 41 are formed so as to have a width larger than
that of the strips 42, the core sheet 41 has a strength
sufficient for practical use. When a plurality of the bridge
portions 45 are provided in each of the slits 43, it is de-
sirable for unbalanced strength that the bridge portions
45 be symmetrical with respect to quadrature-axis. As
a result, since rotational strength of the core sheet 41
can be increased further, it is possible to materialize a
motor capable of withstanding high-speed rotation.
[0052] All the features of the third embodiment are ap-
plied to the core sheet 41 shown in Fig. 13. However, a
portion of the features of the third embodiment may be,
needless to say, applied to the core sheet 41 and such
concrete examples are shown in Figs. 18A to 18F.

(Fourth embodiment)

[0053] Fig. 19 shows a core sheet 71 of a rotor core
according to a fourth embodiment of the present inven-
tion. The core sheet 71 includes a plurality of strips 72
having a width corresponding to that of a teeth 74 of a
stator 73 such that the strips 72 confront the teeth 74,
respectively when the rotor core is set in the stator 73.
Since other constructions of the core sheet 71 are sim-
ilar to those of the core sheet 1 of the first embodiment,
the description is abbreviated for the sake of brevity.
[0054] By the above described arrangement of the ro-
tor core, the strips 72 of the core sheet 71 confront the
teeth 74 of the stator 73, respectively when the rotor
core is set in the stator 73. Therefore, a quadrature-axis
magnetic path produced in the core sheet 71 when the
core sheet 71 has been excited traverses large slits 75
formed between the strips 72, resistance against the
quadrature-axis magnetic path is increased. However,
since a direct-axis magnetic path is sufficiently secured
by the strips 72 of the core sheet 71, resistance against
the direct-axis magnetic path changes scarcely. There-
fore, since a ratio of the direct-axis inductance Ld to the
quadrature-axis inductance Lq, i.e., (Ld/Lq) can be in-
creased, performance of a motor can be upgraded by
obtaining a sufficiently large reluctance torque.
[0055] If a width of an outer peripheral rim at a stress
concentration portion is made larger than that of the re-
maining portions of the outer peripheral rim and bridge
portions for coupling neighboring ones of the strips 72
are provided, the quadrature-axis magnetic path can be
lengthened and thus, the resistance against the quad-
rature-axis magnetic path can be increased further.
[0056] Furthermore, if the slits 75 between the strips
72 are sealed by resin, rotational strength of the core
sheet 71 can be increased further.

(Fifth embodiment)

[0057] Figs. 20 and 21 show core sheets 81 and 82
of a rotor core according to a third embodiment of the
present invention, respectively. In this rotor core, the
core sheets are constituted by the core sheets 81 and
82 made of material having high permeability such that
the core sheets 82 are interposed among the core
sheets 81. The core sheets 81 and 82 may also be ar-
ranged alternately. Alternatively, a plurality of the core
sheets 82 may also be interposed between the core
sheets 81. In the core sheet 81, a width of an outer pe-
ripheral rim 84 at a stress concentration portion 85 is
made larger than that of the remaining portions of the
outer peripheral rim 85 and a large slit 86 having a width
larger than that of slits 87 is provided radially inwardly
of a radially innermost one of the slits 87. Meanwhile, in
the core sheet 82, outer peripheral portions which are
disposed in quadrature-axis direction of a quadrature-
axis magnetic path produced in the core sheet 81 when
the core sheets 81 and 82 are excited are removed as
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recesses 83.
[0058] In this embodiment, the core sheets 81 and 82
are alternately arranged along the rotor shaft as shown
in Fig. 22 but a plurality of, for example, two core sheets
81 may also be interposed between neighboring ones
of the core sheets 82 as shown in Fig. 23.
[0059] By the above described arrangement of the ro-
tor core, the core sheet 82 in which the outer peripheral
portions disposed in quadrature-axis direction of the
quadrature-axis magnetic path produced in the core
sheet 81 when the core sheets 81 and 82 are excited
are removed as the recesses 83 is interposed between
the core sheets 81. Therefore, since the quadrature-axis
magnetic path produced in the core sheets 81 passes
through the recesses 83 of the core sheets 82, resist-
ance against the quadrature-axis magnetic path is in-
creased. On the other hand, since a direct-axis magnet-
ic path is secured also in the core sheets 82, resistance
against the direct-axis magnetic path changes scarcely.
Accordingly, since the ratio of the direct-axis inductance
Ld to the quadrature-axis inductance Lq, i.e., (Ld/Lq)
can be increased, the reluctance torque T can increased
from the formula (1) referred to earlier. By increasing the
reluctance torque T sufficiently as described above, per-
formance of a motor employing this rotor core can be
upgraded.

(Sixth embodiment)

[0060] Fig. 24 shows a rotor core 96 according to a
sixth embodiment of the present invention. In the rotor
core 96, when a plurality of core sheets 91 which are
each formed with a large slit (not shown) having a width
larger than that of slits (not shown) and disposed radially
inwardly of a radially innermost one of the slits are lam-
inated along a rotor shaft (not shown), mounting posi-
tions of the core sheets 91 are shifted from one another
in an axial direction of the rotor shaft such that the core
sheets 91 are subjected to a linear skew 97. As a result,
since resistance against a direct-axis magnetic path is
uniformed in a circumferential direction of the rotor core
96 by the skew 97, a direct-axis magnetic flux entering
the rotor core 96 from the stator or vice versa is uni-
formed, so that torque ripple caused by nonuniformity
of the direct-axis magnetic flux is lessened and thus,
performance of a motor employing the rotor core 96 can
be upgraded further.
[0061] The linear skew 97 of Fig. 24 may also be re-
placed by a steplike skew 97' shown in Fig. 25 or a V-
shaped skew 97" bent in the course of the axial direction
of the rotor shaft as shown in Fig. 26. According to in-
vestigations of the present inventors, the skew 97 is de-
sirably set at an amount not more than a pitch of teeth
of the stator.
[0062] By subjecting the rotor core 96 to the skew 97
properly, performance of the motor employing the rotor
core 96 can be upgraded further as described above. It
is well known that even if the stator is subjected to a

skew contrarily, performance of the motor can be im-
proved by lessening torque ripple.

(Seventh embodiment)

[0063] Fig. 27 shows a core sheet 101 of a rotor core
according to a seventh embodiment of the present in-
vention. In the core sheet 101, width of strips 102 is
gradually increased towards a center of the core sheet
101. Since the strips 102 include a first strip 102a, a sec-
ond strip 102b, a third strip 102c, a fourth strip 102d and
a fifth strip 102e sequentially radially outwardly from the
center of the core sheet 101, the first strip 102a has a
maximum width, while the fifth strip 102e has a minimum
width. Namely, a direct-axis magnetic path becomes
larger towards the center of the core sheet 101 and be-
comes smaller towards an outer periphery of the core
sheet 101. Furthermore, a large slit 103 having a width
larger than that of slits 104 is provided radially inwardly
of a radially innermost one of the slits 104.
[0064] Without simultaneously generating an identi-
cal quantity of the magnetic flux from all the teeth of the
stator, control is performed such that a larger quantity
of the magnetic flux is inputted to the strips 102 closer
to the center of the core sheet 101. Therefore, as shown
in a magnetic field analytical diagram of Fig. 28, a larger
quantity of the magnetic flux flows into the strips 102
closer to the center of the core sheet 101 set in a stator
110. A magnetic flux density at a gap between the stator
110 and the rotor core exhibits a sine wave as shown in
Fig. 29.
[0065] If quantity of the magnetic flux from the stator
110 is increased by increasing electric current flowing
through the stator 110 in order to obtain a high torque
in the rotor core of this embodiment, a large quantity of
the magnetic flux flows into the strips 102 close to the
center of the core sheet 101. However, the first strip
102a is wider than the remaining strips 102b to 102e as
described above. Therefore, even if a large quantity of
the magnetic flux flows into the first strip 102a, magnetic
saturation does not occur in the first strip 102a and thus,
a large quantity of the magnetic flux can be inputted to
the first strip 102a. Meanwhile, quantity of the magnetic
flux flowing into the fifth strip 102e is smaller than those
of the remaining strips 102a to 102d. Hence, even if the
fifth strip 102e is made thinner than the remaining strips
102a to 102d, magnetic saturation is least likely to hap-
pen in the fifth strip 102e. Namely, in the rotor core of
this embodiment, the strips 102 of the core sheet 101
are formed in accordance with quantity of the magnetic
flux from the stator 110.
[0066] In one example of the core sheet 101, the core
sheet 101 has a radius of 38.7 ± 0.01 mm, the first strip
102a has a width of 3.1 ± 0.05 mm, the second strip
102b has a width of 2.9 ± 0.05 mm, the third strip 102c
has a width of 2.6 ± 0.05 mm, the fourth strip 102d has
a width of 2.2 ± 0.05 mm and the fifth strip 2e has a width
of 1.7 ± 0.05 mm. Four groups of the slits 103 and 104
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each acting as a flux barrier are provided within 90° of
the core sheet 101. An interval M between the large slits
103 is 2.8 ± 0.05 mm, while an outer peripheral rim 105
has a width of 0.3 to 0.6 mm.
[0067] Width of the strips 102 of the core sheet 101 is
made larger towards the center of the core sheet 101
and is made smaller towards the outer periphery of the
core sheet 101 as described above. Therefore, in the
rotor core in which the core sheets 101 are laminated,
the direct-axis magnetic path becomes larger towards
a center of the rotor core and becomes smaller towards
an outer periphery of the rotor core.
[0068] Meanwhile, the first strip 102a disposed radi-
ally innermost in the strips 102 has the maximum width
and width of the strips 102 is gradually reduced towards
the outer periphery of the core sheet 101 as described
above. This relation is most preferable for gaining ef-
fects of this embodiment. However, even if a relation that
a radially inner one of the strips 102 is wider than a ra-
dially outer one of the strips 102, for example, a width
of the first strip 102a is larger than that of the second
strip 102b and the width of the second strip 102b not
only is equal to that of the third strip 102c and that of the
fourth strip 102d but is larger than that of the fifth strip
102e, the effects of this embodiment can be achieved.
[0069] Furthermore, since quantity of the magnetic
flux flowing through each strip 102 is determined by its
portion having a minimum width, width of each strip 102
is uniform in direct-axis direction advantageously.
Therefore, when one strip 102 has a narrow portion,
quantity of the magnetic flux flowing through the strip
102 is determined by the narrow portion even if the strip
102 has also a wide portion. The requirement that width
of each strip 102 is uniform is determined by only width
of each strip 102 regardless of whether or not outer pe-
ripheral edges of the rotor core are coupled with each
other and the strips 102 are coupled with each other for
reinforcement.
[0070] In this embodiment, the strips 102 are provided
in five rows in the core sheet 101. However, it is need-
less to say that the number of the rows of the strips 102
of the core sheet 101 is not restricted to five.
[0071] Meanwhile, Japanese Patent Laid-Open Pub-
lication No. 7-274460 (1995) discloses a rotor core in
which when one of strips 172 is disposed inwardly of
another one of the strips 172 in a radial direction of the
rotor core, the one of the strips 172 has a width larger
than that of the another one of the strips 172 as shown
in Fig. 34. However, in this known rotor core, when one
of slits 173 is disposed inwardly of another one of the
slits 173 in the radial direction, the one of the slits 173
has a width smaller than that of the another one of the
slits 173 as will be seen from Fig. 34. In this arrangement
of the known rotor core, since the strips 172 are made
wider towards a center of the rotor core in the radial di-
rection, it is possible to restrain magnetic saturation at
radially inner ones of the strips 172. However, since the
slits 173 are made narrower towards the center of the

rotor core in the radial direction, magnitude of magnetic
flux intercepted by radially inner ones of the slits 173
decreases. Generally, magnitude of a quadrature-axis
magnetic flux intercepted by the radially inner ones of
the slits is larger than that intercepted by radially outer
ones of the slits. Therefore, if the radially inner ones of
the slits 173 are made narrower than the radially outer
ones of the slits 173, the quadrature-axis inductance Lq
increases, so that (Lq - Ld) decreases and thus, the re-
sultant torque is reduced.
[0072] On the other hand, in this embodiment, when
one of the strips 102 is disposed inwardly of another one
of the strips 102 in the radial direction of the rotor core,
the one of the strips 102 has a width larger than that of
the another one of the strips 102 in the radial direction.
Therefore, when the first to fifth strips 102a to 102e have
widths S1 to S5, respectively as shown in Fig. 30, a re-
lation of (S1>S2>S3>S4>S5) is satisfied. Furthermore,
when one of the slits 103 and 104 is disposed inwardly
of another one of the slits 103 and 104 in the radial di-
rection, the one of the slits 103 and 104 has a width not
less than that of the another one of the slits 103 and 104
in the radial direction. Since radially inner ones of the
strips 102 are made wider than radially outer ones of the
strips 102, magnetic flux readily flow through the radially
inner ones of the strips 102. In addition, since radially
inner ones of the slits 103 and 104 are not less than in
width than radially outer ones of the slits 103 and 104,
the quadrature-axis magnetic flux is intercepted greatly
and thus, it is possible to provide a motor having high
efficiency.
[0073] Meanwhile, if the radially inner ones of the
strips 102 are made wider than the radially outer ones
of the strips 102, width of the outer peripheral rim 105
can be made small for the following reason even if the
rotor core is rotated at high speed. Namely, in case the
rotor core is rotated, weight of the radially outer ones of
the strips 102 is applied to portions of the outer periph-
eral rim 105 corresponding to the radially inner ones of
the strips 103 and 104. Therefore, if the radially outer
ones of the strips 102 are not provided at an identical
interval but are made narrow, weight of the radially outer
ones of the strips 102 decreases. Accordingly, if the ra-
dially inner ones of the strips 102 are made wider than
the radially inner ones of the strips 102, the width of the
outer peripheral rim 105 can be made small, so that
leakage of magnetic flux can be prevented and the
quadrature-axis inductance can be increased and thus,
efficiency of the motor can be raised.
[0074] Experiments conducted by the inventors of the
present invention revealed that in case the rotor core
has a radius of 30 to 45 mm, the rotor core having the
outer peripheral rim 105 ranging from 0.2 to 0.6 mm can
be rotated at 6,000 r.p.m.
[0075] Meanwhile, as shown in Fig. 27, the slits 103
and 104 are arranged in four groups at an identical in-
terval in a circumferential direction of the core sheet 101
such that the four groups of the slits 103 and 104 are
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symmetrical with respect to the center of the core sheet
101. Each of the groups of the slits 103 and 104 forms
an angle of not more than 90° with the center of the core
sheet 101 as shown in Fig. 30. By this arrangement,
since a plurality of the flux barriers are balanced with
each other, imbalance of the rotor core does not occur
and thus, the rotor core can be rotated stably even at
high speed.
[0076] Each of the slits 103 and 104 is curved so as
to act as a flux barrier. When two straight lines T1 and
T2 are tangent to the outer peripheral edge of the core
sheet 101 as shown in Fig. 27, the straight lines T1 and
T2 intersect with each other at a point C orthogonally
and the point C lies at a center of curvature of the slits
103 and 104. By this arrangement, the strips 102 have
the sufficient widths and short magnetic paths. Since re-
luctance of the strips 102 is proper for the widths of the
strips 102, it is possible to provide a motor having high
efficiency.
[0077] Although the present invention has been fully
described in connection with the preferred embodi-
ments thereof with reference to the accompanying
drawings, it is to be noted that various changes and
modifications are apparent to those skilled in the art.
Such changes and modifications are to be understood
as included within the scope of the present invention as
defined by the appended claims.

Industrial Applicability

[0078] By the arrangement of Claims 1 to 4 and 12,
since the rotor core can be rotated at high speed while
the ratio (Ld/Lq) is being kept high, it is possible to pro-
vide a motor having high efficiency and high output.
[0079] By the arrangement of Claims 5, efficiency and
output of the motor can be further raised.
[0080] By the arrangement of Claims 6 and 7, since
leakage of magnetic flux in the direct-axis direction is
lessened, the ratio (Ld/Lq) can be kept high and thus,
efficiency of the motor can be further raised.
[0081] By the arrangement of Claim 8, since strength
of the slits is increased, width of the slits can be reduced
further, so that it is possible to raise efficiency of the mo-
tor by keeping the ratio (Ld/Lq) low.
[0082] By the arrangement of Claims 9 to 11, since
the diameter of the rotor core is set properly relative to
the width of the outer peripheral rim, the rotor core can
be rotated at high efficiency.

Claims

1. A rotor core (6) in which a plurality of core sheets
(1) are laminated on one another on a rotor shaft
(4) and a plurality of slits (3, 7) and a plurality of
strips (2) are alternately arranged in a radial direc-
tion of each of the core sheets (1) so as to convexly
confront a center of each of the core sheets (1) such

that an outer peripheral rim (10) is formed between
an outer peripheral edge of each of the core sheets
(1) and each of opposite ends of each of the slits
(3, 7) characterized by

a stress concentration portion (11) which is
provided at a portion (10a) of the outer peripheral
rim (10) and has a width (L1) larger than that of the
remaining portions of the outer peripheral rim (10).

2. A rotor core (6) as claimed in Claim 1, wherein the
portion (10a) of the outer peripheral rim (10) is
formed by a first outer peripheral rim portion (10a)
between the outer peripheral edge of each of the
core sheets (1) and each of opposite ends of a ra-
dially innermost one (7) of the slits (3, 7).

3. A rotor core (6) as claimed in Claim 1, wherein the
portion (10a, 10b) of the outer peripheral rim (10) is
formed by a first outer peripheral rim portion (10a)
between the outer peripheral edge of each of the
core sheets (1) and each of opposite ends of a ra-
dially innermost one (7) of the slits (3, 7) and a sec-
ond outer peripheral rim portion (10b) between the
outer peripheral edge of each of the core sheets (1)
and each of opposite ends of a radially second in-
nermost one (3) of the slits (3, 7).

4. A rotor core (6) as claimed in Claim 1, wherein the
portion (10a, 10b, 10c) of the outer peripheral rim
(10) is formed by a first outer peripheral rim portion
(10a) between the outer peripheral edge of each of
the core sheets (1) and each of opposite ends of a
radially innermost one (7) of the slits (3, 7), a second
outer peripheral rim portion (10b) between the outer
peripheral edge of each of the core sheets (1) and
each of the opposite ends of a radially second in-
nermost one (3) of the slits (3, 7) and a third outer
peripheral rim portion (10c) between the outer pe-
ripheral edge of each of the core sheets (1) and
each of opposite ends of a radially third innermost
one (3) of the slits (3, 7).

5. A rotor core (6) as claimed in Claim 3, wherein a
width (L1) of the first outer peripheral rim portion
(10a) is lager than a width (L2) of the second outer
peripheral rim portion (10b).

6. A rotor core (6) as claimed in Claim 1, wherein the
strips (2) are coupled with each other by only the
outer peripheral rim (10).

7. A rotor core (6) as claimed in Claim 1, wherein some
of the strips (3, 7) corresponding to the stress con-
centration portion (11) are coupled with each other
by only the portion (10a) of the outer peripheral rim
(10).

8. A rotor core (6) as claimed in Claim 1, wherein end
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portions of each of some of the slits (3, 7) corre-
sponding to the stress concentration portion (11)
are rounded.

9. A rotor core (6) as claimed in Claim 1, wherein when
the rotor core (6) has a radius of not less than 30
mm, the outer peripheral rim (10) has a width of not
less than 0.2 mm.

10. A rotor core (6) as claimed in Claim 1, wherein the
width (L1) of the portion (10a) of the outer peripheral
rim (10) is not less than 1.5 times that of the remain-
ing portions of the outer peripheral rim (10).

11. A rotor core (6) as claimed in Claim 1, wherein when
the rotor core (6) has a radius of not less than 20
mm, the outer peripheral rim (10) has a width of not
less than 0.1 mm.

12. A rotor core (6) as claimed in Claim 1, wherein when
a first one of the slits (3, 7) is disposed next to and
inwardly of a second one of the slits (3, 7) in the
radial direction, a first portion of the outer peripheral
rim (10) is formed between the outer peripheral
edge of each of the core sheets (1) and each of op-
posite ends of the first one of the slits (3, 7) and a
second portion of the outer peripheral rim (10) is
formed between the outer peripheral edge of each
of the core sheets (1) and each of opposite ends of
the second one of the slits (3, 7) such that a width
of the first portion of the outer peripheral rim (10) is
lager than that of the second portion of the outer
peripheral rim (10).

Patentansprüche

1. Rotorkern (6), in dem eine Vielzahl von Kemble-
chen (1) auf einer Rotorwelle (4) aufeinahderge-
schichtet und eine Vielzahl von Schlitzen (3, 7) und
eine Vieizahl von Streifen (2) abwechselnd in radia-
ler Richtung jedes der Kernbleche (1) angeordnet
sind, um so einem Mittelpunkt jedes der Kernbleche
(1) derart konvex gegenüberzustehen, dass ein äu-
ßerer peripherer Rand (10) zwischen einer äußeren
peripheren Kante jedes der Kernbleche (1) und je-
dem der gegenüberliegenden Enden jedes der
Schlitze (3, 7) gebildet ist, gekennzeichnet durch
einen Beanspruchungskonzentrationsbereich (11),
welcher an einem Bereich (10a) des äußeren peri-
pheren Randes (10) vorgesehen ist und eine Breite
(L1) größer als die der verbleibenden Bereiche des
äußeren peripheren Randes (10) aufweist.

2. Rotorkern (6) gemäß Anspruch 1, wobei der Be-
reich (10a) des äußeren peripheren Randes (10)
durch einen ersten äußeren peripheren Randbe-
reich (10a) zwischen der äußeren peripheren Kante

jedes der Kernbleche (1) und jedes der gegenüber-
liegenden Enden des radial innersten (7) der Schlit-
ze (3, 7) gebildet ist.

3. Rotorkern (6) gemäß Anspruch 1, wobei der Be-
reich (10a, 10b) des äußeren peripheren Randes
(10) durch einen ersten äußeren peripheren Rand-
bereich (10a) zwischen der äußeren peripheren
Kante jedes der Kernbleche (1) und jedes der ge-
genüberliegenden Enden des radial innersten (7)
der Schlitze (3, 7) und eines zweiten äußeren peri-
pheren Randbereichs (10b) zwischen der äußeren
peripheren Kante jedes der Kernbleche (1) und je-
des der gegenüberliegenden Enden eines radial
zweitinnersten (3) der Schlitze (3, 7) gebildet ist.

4. Rotorkern (6) gemäß Anspruch 1, wobei der Be-
reich (10a, 10b, 10c) des äußeren peripheren Ran-
des (10) durch einen ersten äußeren peripheren
Randbereich (10a) zwischen der äußeren periphe-
ren Kante jedes der Kernbleche (1) und jedes der
gegenüberliegenden Enden eines radial innersten
(7) der Schlitze (3, 7), einen zweiten äußeren peri-
pherer Randbereich (10b) zwischen der äußeren
peripheren Kante jedes der Kernbleche (1) und je-
des der gegenüberliegenden Enden eines radialen
zweitinnersten (3) der Schlitze (3, 7) und einen drit-
ten äußeren peripheren Randbereich (10c) zwi-
schen der äußeren peripheren Kante jedes der
Kernbleche (1) und jedes der gegenüberliegenden
Enden eines drittinnersten (3) der Schlitze (3, 7) ge-
bildet ist.

5. Rotorkern (6) gemäß Anspruch 3, wobei eine. Brei-
te (L1) des ersten äußeren peripheren Randbe-
reichs (10a) größer als eine Breite (L2) des zweiten
äußeren peripheren Randbereichs (10b) ist.

6. Rotorkern (6) gemäß Anspruch 1, wobei die Strei-
fen (2) nur über den äußeren peripheren Rand (10)
miteinander verbunden sind.

7. Rotorkern (6) gemäß Anspruch 1, wobei einige der
Streifen (3, 7), welche dem Beanspruchungskon-
zentrationsbereich (11) entsprechen, nur über den
Bereich (10a) des äußeren peripheren Randes (10)
miteinander verbunden sind.

8. Rotorkern (6) gemäß Anspruch 1, wobei Endberei-
che von jedem von einigen der Schlitze (3, 7), wel-
che dem Beanspruchungskonzentrationsbereich
(11) entsprechen, abgerundet sind.

9. Rotorkern (6) gemäß Anspruch 1, wobei, wenn der
Rotorkern (6) einen Radius von nicht weniger als
30 mm aufweist, der äußere periphere Rand (10)
eine Breite von nicht weniger als 0,2 mm besitzt.
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10. Rotorkern (6) gemäß Anspruch 1, wobei die Breite
(L1) des Bereichs (10a) des äußeren peripheren
Randes (10) nicht weniger beträgt als 1,5 mal des-
sen der verbleibenden Bereiche des äußeren peri-
pheren Randes (10).

11. Rotorkern (6) gemäß Anspruch 1, wobei, wenn der
Rotorkern (6) einen Radius von nicht weniger als
20 mm aufweist, der äußere periphere Rand (10)
eine Breite von nicht weniger als 0,1 mm besitzt.

12. Rotorkern (6) gemäß Anspruch 1, wobei, wenn ein
erster der Schlitze (3, 7) benachbart zu und inner-
halb eines zweiten der Schlitze (3, 7) in radialer
Richtung angeordnet ist, ein erster Bereich des äu-
ßeren peripheren Randes (10) zwischen der äuße-
ren peripheren Kante jedes der Kernbleche (1) und
jedes der gegenüberliegenden Enden des ersten
der Schlitze (3, 7) gebildet ist und ein zweiter Be-
reich des äußeren peripheren Randes (10) zwi-
schen der äußeren peripheren Kante jedes der
Kernbleche (1) und jedem der gegenüberliegenden
Enden des zweiten der Schlitze (3, 7) derart gebil-
det ist, dass eine Breite des ersten Bereichs des
äußeren peripheren Randes (10) größer als die des
zweiten Bereichs des äußeren peripheren Randes
(10) ist.

Revendications

1. Noyau de rotor (6) dans lequel une pluralité de
feuilles de noyau (1) sont stratifiées les unes sur les
autres sur un arbre de rotor (4) et une pluralité de
fentes (3, 7) et une pluralité de bandes (2) sont dis-
posées alternativement dans une direction radiale
de chacune des feuilles du noyau (1) de façon à
être en confrontation de manière convexe au centre
de chacune des feuilles de noyau (1), de sorte qu'un
rebord périphérique externe (10) soit formé entre
un bord périphérique externe de chacune des
feuilles de noyau (1) et de chacune des extrémités
opposées de chacune des fentes (3, 7), caractéri-
sé par
une partie de concentration de contrainte (11) qui
est disposée au niveau d'une partie (10a) du rebord
périphérique externe et qui présente une largeur
(L1) plus grande que celle des parties restantes du
rebord périphérique externe (10).

2. Noyau de rotor (6) selon la revendication 1, dans
lequel la partie (10a) du rebord périphérique exter-
ne (10) est formée par une première partie de re-
bord périphérique externe (10a) entre le bord péri-
phérique externe de chacune des feuilles de noyau
(1) et de chacune des extrémités opposées d'une
fente radialement la plus à l'intérieur (7) des fentes
(3, 7).

3. Noyau de rotor (6) selon la revendication 1, dans
lequel la partie (10a, 10b) du rebord périphérique
externe (10) est formée par une première partie de
rebord périphérique externe (10a) entre le bord pé-
riphérique externe de chacune des feuilles de
noyau (1) et de chacune des extrémités opposées
d'une fente radialement la plus à l'intérieur (7) des
fentes (3, 7) et une seconde partie de rebord péri-
phérique externe (10b) entre le bord périphérique
externe de chacune des feuilles de noyau (1) et de
chacune des extrémités opposées d'une seconde
fente radialement la plus à l'intérieur (3) des fentes
(3, 7).

4. Noyau de rotor (6) selon la revendication 1, dans
lequel la partie (10a, 10b, 10c) du rebord périphé-
rique externe (10) est formée par une première par-
tie de rebord périphérique externe (10a) entre le
bord périphérique externe de chacune des feuilles
de noyau (1) et de chacune des extrémités oppo-
sées de la fente radialement la plus à l'intérieur (7)
des fentes (3, 7), une seconde partie de rebord pé-
riphérique externe (10b) entre le bord périphérique
externe de chacune des feuilles de noyau (1) et de
chacune des extrémités opposées d'une seconde
fente radialement la plus à l'intérieur (3) des fentes
(3, 7) et une troisième partie de rebord périphérique
externe (10c) entre le bord périphérique externe de
chacune des feuilles de noyau (1) et de chacune
des extrémités opposées d'une troisième fente ra-
dialement la plus à l'intérieur (3) des fentes (3, 7).

5. Noyau de rotor (6) selon la revendication 3, dans
lequel une largeur (L1) de la première partie de re-
bord périphérique externe (10a) est plus grande
qu'une largeur (L2) de la seconde partie de rebord
périphérique externe (10b).

6. Noyau de rotor (6) selon la revendication 1, dans
lequel les bandes (2) ne sont couplées les unes ou
autres que par le rebord périphérique externe (10).

7. Noyau de rotor (6) selon la revendication 1, dans
lequel certaines des bandes (3, 7) correspondant à
la partie de concentration de contrainte (11) ne sont
couplées les unes aux autres que pour la partie
(10a) du rebord périphérique externe (10).

8. Noyau de rotor (6) selon la revendication 1, dans
lequel les parties d'extrémité de chacune de certai-
nes des fentes (3, 7) correspondant à la partie de
concentration de contrainte (11) sont arrondies.

9. Noyau de rotor (6) selon la revendication 1, dans
lequel le noyau de rotor (6) présente un rayon qui
n'est pas inférieur à 30 mm, le rebord périphérique
externe (10) présente une largeur qui n'est pas in-
férieure à 0,2 mm.
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10. Noyau de rotor (6) selon la revendication 1, dans
lequel la largeur (L1) de la partie (10a) du rebord
périphérique externe (10) n'est pas inférieure à 1,5
fois celle des parties restantes du rebord périphéri-
que externe (10).

11. Noyau de rotor (6) selon la revendication 1, dans
lequel, lorsque le noyau de rotor (6) présente un
rayon qui n'est pas inférieur à 20 mm, le rebord pé-
riphérique externe (10) présente une largeur qui
n'est pas inférieure à 0,1 mm.

12. Noyau de rotor (6) selon la revendication 1, dans
lequel, lorsqu'une première fente des fentes (3, 7)
est disposée après et vers l'intérieur d'une seconde
fente des fentes (3, 7) dans la direction radiale, une
première partie du rebord périphérique externe (10)
est formée entre le bord périphérique externe de
chacune des feuilles de noyau (1) et de chacune
des extrémités opposées de la première fente des
fentes (3, 7) et une seconde partie du rebord péri-
phérique externe (10) est formée entre le bord pé-
riphérique externe de chacune des feuilles de
noyau (1) et de chacune des extrémités opposées
de la seconde fente des fentes (3, 7) de sorte qu'une
largeur de la première partie du rebord périphérique
externe (10) soit plus grande que celle de la secon-
de partie du rebord périphérique externe (10).
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