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Description

TECHNICAL FIELD

[0001] The present invention relates to a power con-
version apparatus which allows a noise current or voltage
to be suppressed at a low cost and in a small size, the
noise current or voltage mixing into the power conversion
apparatus by propagating through a control wiring con-
nected to an external appliance.

BACKGROUND ART

[0002] A power conversion apparatus such as an in-
verter, which generates an AC voltage from a DC power-
source such as a battery, is so constituted as to include
the following configuration components: A main circuit (:
power module) so constituted as to include components
such as switching elements, a driving circuit (: gate driver)
for generating a signal for driving the switching elements,
a smoothing capacitor, a control circuit (: motor controller)
for generating an operation signal to be transmitted to
the driving circuit, and the like.
[0003] This type of power conversion apparatus per-
forms the transmission/reception of the signals by con-
necting the control circuit inside the apparatus and a plu-
rality of external appliances and sensors to each other
with the use of a control wiring. This type of power con-
version apparatus, however, is accompanied by the fol-
lowing problem: Namely, noise current and voltage,
which mix into the power conversion apparatus by prop-
agating through the control wiring, give rise to the occur-
rence of malfunctions of the control circuit and sensor
circuits inside the apparatus. Accordingly, it is requested
to devise a circuit-based or structure-based ingenuity for
reducing the noise current and voltage which mix into the
apparatus.
[0004] In order to reduce the electromagnetic noises
which mix into the in-apparatus control circuit and the
like through the control wiring, there exists a method of
inserting a loss component or noise filter (capacitor) into
the connection portion of the control wiring and an in-
apparatus board and the like.
[0005] For example, there has been known PATENT
LITERATURE 1 (JP-A-7-307637), where the disclosure
has been made as follows: "A print-wiring-board-use
noise filter wherein a large number of penetration-type
noise filters are provided on a long and narrow strip-like
board with a constant spacing placed therebetween,
each of the penetration-type noise filters being config-
ured by connecting a reactance element to a conduction
wire, the conduction wire being orthogonal to a predeter-
mined board, and penetrating the board, one end of each
conduction wire of each penetration-type noise filter be-
ing connected to each connection end of a plurality of
print wirings provided on a print wiring board, the other
end of each conduction wire of each penetration-type
noise filter being connected to each connection end of a

plurality of print wirings provided on the other print wiring
board."

CITATION LIST

PATENT LITERATURE

[0006] PATENT LITERATURE 1: JP-A-7-307637

SUMMARY OF INVENTION

TECHNICAL PROBLEM

[0007] In the configuration disclosed in PATENT LIT-
ERATURE 1 (JP-A-7-307637), however, there exists a
problem that the apparatus presents a high cost since
the reactance element is expensive. Also, when the noise
filter (capacitor) is deployed on the board, the noise cur-
rent is injected into the board GND via this capacitor. As
a result, there exists a problem that there will occur mal-
functions of the in-apparatus sensors and the on-board
circuits. Also, when the noise filter (capacitor) is inserted
into the connection portion of the control wiring and the
in-apparatus board and the like, there exists a problem
that the electromagnetic-noises reduction effect is tre-
mendously deteriorated depending on the in-board wir-
ing length after the electromagnetic noises have passed
through the noise filter.
[0008] Accordingly, an object of the present invention
is to provide a power conversion apparatus which allows
the noise current or voltage to be suppressed at a low
cost and in a small size, the noise current or voltage mix-
ing into the power conversion apparatus by propagating
through the control wiring connected to an external ap-
pliance.
US 2009/225523 A1 discloses an apparatus in accord-
ance with the preamble of claim 1. Another conventional
apparatus is described in EP 0 778 683 A2.

SOLUTION TO PROBLEM

[0009] The object is met by the power conversion ap-
paratus defined in present claim 1.

ADVANTAGEOUS EFFECTS OF INVENTION

[0010] According to the present invention, it becomes
possible to provide the power conversion apparatus
which allows the noise current or voltage to be sup-
pressed at a low cost and in a small size, the noise current
or voltage mixing into the power conversion apparatus
by propagating through the control wiring connected to
an external appliance.

BRIEF DESCRIPTION OF DRAWINGS

[0011]

1 2 
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[FIG. 1]
FIG. 1 is an explanatory diagram for explaining a first
embodiment of the power conversion apparatus ac-
cording to the present invention.
[FIG 2]
FIG. 2 is an explanatory diagram for explaining a
second embodiment of the power conversion appa-
ratus according to the present invention.
[FIG. 3]
FIG. 3 is an explanatory diagram for explaining a
third embodiment of the power conversion apparatus
according to the present invention.
[FIG. 4]
FIG. 4 is a diagram for illustrating a simulation model
in the conventional power conversion apparatus.
[FIG. 5]
FIG. 5 is a diagram for illustrating a simulation model
in the power conversion apparatus according to the
present invention.
[FIG. 6]
FIG. 6 is a diagram for illustrating a simulation model
in the power conversion apparatus according to the
present invention.
[FIG. 7]
FIG. 7 is a diagram for illustrating the simulation re-
sult in the power conversion apparatus according to
the present invention.
[FIG. 8]
FIG. 8 is an explanatory diagram for explaining a
fourth embodiment of the power conversion appara-
tus according to the present invention.
[FIG. 9]
FIG. 9 is an explanatory diagram for explaining a fifth
embodiment of the power conversion apparatus ac-
cording to the present invention.
[FIG. 10]
FIG. 10 is an explanatory diagram for explaining the
fifth embodiment of the power conversion apparatus
according to the present invention.
[FIG. 11]
FIG. 11 is an explanatory diagram for explaining a
sixth embodiment of the power conversion appara-
tus according to the present invention.
[FIG. 12]
FIG. 12 is a diagram for illustrating the structure of
the vehicle-installed power conversion apparatus
according to the present invention.
[FIG. 13]
FIG. 13 is a diagram for illustrating the configuration
of the vehicle-installed power conversion apparatus
according to the present invention.

DESCRIPTION OF EMBODIMENTS

[0012] Hereinafter, based on the drawings, the de-
tailed explanation will be given below concerning embod-
iments of the power conversion apparatus according to
the present invention. Incidentally, in all of the drawings

for explaining the embodiments, the same reference nu-
merals will be allocated to the same configuration mem-
bers in principle. Accordingly, their repeated explanation
will be omitted there.
[0013] In the embodiments which will be explained
hereinafter, the explanation will be given selecting a ve-
hicle-installation-use inverter apparatus as an example
of the power conversion apparatus to which the present
invention is to be applied. The incoming-noise-resistant
property (i.e., immunity) is exceedingly severe for the ve-
hicle-installation-use inverter apparatus. The vehicle-in-
stallation-use inverter apparatus is installed on a vehicle-
installed electrical system as a control apparatus for con-
trolling the driving for a vehicle-installed electric motor.
The inverter apparatus controls the driving for the vehi-
cle-installed electric motor in accordance with the follow-
ing way: Namely, the inverter apparatus receives a DC
power supplied from a vehicle-installed battery constitut-
ing the vehicle-installed power-source. Moreover, the in-
verter apparatus converts the DC power to a predeter-
mined AC power, then supplying the generated AC power
to the vehicle-installed electric motor. Here, in order to
ensure safety and reliability, each car maker uniquely
stipulates noise-resistant-property criterions for the ve-
hicle-installation-use inverter apparatus on the basis of
the standards such as ISO-11452. These criterions are
made severer as compared with the criterions for com-
mon electric appliances. For example, in the radiation
immunity test, the presence or absence of an error is
confirmed by irradiating a test target with a strong electric
field using a biconical antenna or horn antenna. Here,
the electric-field intensity with which the common electric
appliances are irradiated is made equal to about 3 to 10
V/m. On the other hand, the electric-field intensity with
which the vehicle-installation-use inverter apparatus is
irradiated is made equal to about 70 to 150 V/m, which
is more than 10 times as high as the case of the common
electric appliances. For example, as an example of the
test, there is a case where the electric-field irradiation
ranging from 200 MHz to 1 GHz is applied to the control
wiring. This electric-field irradiation causes a frequency-
equal current noise to mix into the vehicle-installation-
use inverter apparatus through the control wiring. This
phenomenon often gives rise to the occurrence of mal-
functions of the circuits inside the inverter apparatus. In
this case, the frequency at which the malfunctions are
caused to occur is often equal to 400 MHz to 1 GHz. One
cause for this situation is considered to be the cavity res-
onance due to the case size of the vehicle-installation-
use inverter apparatus.
[0014] Incidentally, hereinafter, the explanation will be
given below selecting the vehicle-installation-use invert-
er apparatus as the example. Not being limited thereto,
however, the present invention is also applicable to DC-
to-DC power conversion apparatuses such as DC/DC
converter and DC chopper, AC-to-DC power conversion
apparatuses, and the like. Also, the configurations which
will be explained hereinafter are used for an industry-use
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power conversion apparatus used as a control apparatus
for controlling an electric motor for driving facilities of a
factory, and a home-use solar-light power generation
system. Also, the configurations are also applicable to a
home-use power conversion apparatus used in a control
apparatus for controlling an electric motor for driving
home-use electric products. In particular, it is preferable
to apply the configurations to a power conversion appa-
ratus which is targeted for its low-cost implementation
and small-sized implementation.
[0015] First, referring to FIG. 12 and FIG. 13, the ex-
planation will be given below concerning the configura-
tion of the power conversion apparatus. FIG. 12 is a di-
agram for illustrating the structure of the vehicle-installed
power conversion apparatus according to the present in-
vention. FIG. 13 is an equivalent-circuit diagram for illus-
trating the electrical connection of the vehicle-installed
power conversion apparatus according to the present in-
vention and the peripheral devices associated therewith.
[0016] The power conversion apparatus Illustrated in
FIG. 12 includes the following configuration components:
A power module 209, a smoothing capacitor 207 for per-
forming the switching-time electric-charge supply at a
high speed and with a low noise, a gate driver 211 for
driving the gates of switching elements mounted on the
power module 209, a cooling mechanism 210 for cooling
components such as the power module 209 and the
smoothing capacitor 207, an external-appliance-connec-
tion-use connector 208, a DC terminal 204 and a DC
connector 206 for connecting a high-voltage battery con-
nected to the outside of the power conversion apparatus,
a bus bar 214 used as a wiring for supplying the high
voltage to the components such as the power module
209 and the smoothing capacitor 207, an AC terminal or
AC connector 212 for connecting an AC-converted cur-
rent to motors, a control-circuit board 202 which imple-
ments thereon a control circuit for issuing a motor control
signal to the gate driver 211, a control-circuit-board-use
base 205 which implements the control-circuit board 202
thereon, a case 213 for storing the respective compo-
nents into a single housing, and a cover 201 for sealing
the housing.
[0017] Incidentally, in the power conversion apparatus,
a case is assumed where there are provided the two units
of motors to be driven. Namely, the structure is given in
such a manner that two sets of the power module 209
and the gate driver 211 can be mounted. These numbers,
however, are not limited to the two sets. This is because
these numbers depend on the number of the motors to
be driven, or the number of loads corresponding thereto.
[0018] Here, the power-related circuits for performing
the switching operation are likely to cause noises to oc-
cur. Meanwhile, the electronics-based components such
as the harness cable and board are likely to undergo
influences of the noises. Accordingly, it is preferable that
the power-related circuits be deployed at a position apart
from the electronics-based components. Namely, it is de-
sirable that the power module 209, the gate driver 211,

the cooling mechanism 210, the smoothing capacitor
207, the bus bar 214, the AC terminal 212, and the DC
terminal 204 be all assembled into a space which is par-
titioned by the control-circuit-board-use base 205 imple-
menting the control-circuit board 202 thereon, and which
is positioned below the base 205. The control-circuit
board 202 is implemented and deployed into a space
which is positioned above the control-circuit-board-use
base 205, whose fore-and-aft and right-and-left sides are
closed by the case 213 of the power conversion appara-
tus, and whose uppermost side is closed by the cover
201 of the power conversion apparatus. Similarly, the
external-appliance-connection-use connector 208 for
establishing the connection between the control-circuit
board 202 and an external appliance outside the power
conversion apparatus is implemented on the control-cir-
cuit board 202 or a connector-dedicated board. Simulta-
neously, the connector 208 is implemented into the space
which is positioned above the control-circuit-board-use
base 205 as is the case with the control-circuit board 202.
The configuration like this makes it possible to acquire
an effect of making it unlikely that the electronics-based
components will undergo the influences of the noises
caused by the power-related circuits.
[0019] In the equivalent-circuit diagram in FIG. 13 for
illustrating the electrical connection of the power conver-
sion apparatus according to the present invention and
the peripheral devices associated therewith, the electri-
cal connection is as follows: A motor 232, i.e., a load,
and a high-voltage battery 227, and a power conversion
apparatus 100 are connected to each other by a shield
cable 231. Moreover, the GND of the shield cable 231
and the housing of the motor 232 are connected to a
chassis GND 228. The housing of the high-voltage bat-
tery 227 and the GND of a high-voltage DC cable 226
are similarly connected to the GND 228.
[0020] Here, a control-circuit board 10 is operated
based on a 12-V (or 24-V) power-source supplied from
a 12-V (or 24-V) vehicle-installed battery 224 via a power-
source wiring 223. The control-circuit board 10 mounts
thereon components such as a motor-angle detection
circuit for detecting the rotation angle of the motor 232,
a transceiver for performing communications with an ex-
ternal appliance outside the power conversion appara-
tus, and a microcontroller for controlling these compo-
nents. Also, a motor-current detection circuit for detecting
a current flowing through the motor 232 is provided inside
a case 11. These circuits are operated at a 5-V-or-less
power-source voltage. As a result, there is a possibility
that malfunctions of these circuits are caused to occur
by incoming noises. In particular, the motor-angle detec-
tion circuit (: resolver circuit) and the motor-current de-
tection circuit are equipped with a function of converting
analog values of the voltage and current into digital val-
ues, and transmitting the digital values to the microcon-
troller via a signal line. These analog values, however,
are likely to give rise to the occurrence of the performance
deterioration or malfunctions due to superposition of the
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noises.
[0021] Here, the control-circuit board 10 is connected
to an external appliance 221 (such as an engine control-
ler) via a control wiring 222. As a result, there has been
known the following fact: Namely, the incoming noises
propagate up to the control-circuit board 10 through the
control wiring 222. Consequently, it is requested to block
the occurrence of malfunctions due to these noises in
order to accomplish safety of the vehicle.
[0022] Here, as illustrated in FIG. 13, a power module
230 (which is equivalent to 209 in FIG. 12) is equipped
with a plurality of semiconductor power switching ele-
ments such as IGBTs and flywheel diodes. The gate driv-
er 211 receives an ON/OFF control signal of the switching
elements from the control-circuit board 10 via a board
connection line 225, thereby performing the switching
control over the power module 230. Incidentally, it is also
possible not to use the flywheel diodes, if MOSFETs are
used as the power switching elements.
[0023] Also, the base 205 is composed of a material
such as a metal, which has a higher electrical conductivity
than the control-circuit board 10 (which is equivalent to
202 in FIG. 12). The case 213, the cover 201, the base
205, and the cooling mechanism 210 are all connected
to each other physically and electrically. It is desirable
that the base 205 is also maintained at the GND potential
by connecting the cases 213 and 11 to the chassis GND
228 (which is equivalent to 12 in FIG. 1) of the vehicle
at, e.g., the connection point 229.

EMBODIMENT 1

[0024] Next, referring to FIG. 1, the explanation will be
given below concerning a first embodiment of the present
invention. FIG. 1 is an explanatory diagram for explaining
the first embodiment of the power conversion apparatus
according to the present invention. FIG. 1 is a top view
of the power conversion apparatus in FIG. 12 in a case
where the cover 201 is removed therefrom.
[0025] The case 11 (which is equivalent to 213 in FIG.
12) of the power conversion apparatus is GND-connect-
ed to the chassis GND 228 in FIG. 13 at a connection
point 12 (which is equivalent to 229 in FIG. 13). Case
GNDs 13a to 13f of the control-circuit board 10 (which is
equivalent to 202 in FIG. 12) are supplied from the case
11 via a control-circuit-board-use base (which is equiv-
alent to 205 in FIG. 12) as described earlier. A control
wiring 1, an external-appliance-connection-use connec-
tor 2, and a board connector 7 for establishing the con-
nection between the control-circuit board 10 and an ex-
ternal appliance outside the power conversion apparatus
are connected to each other via a signal wiring (18 or) 6
inside the case 11. Moreover, the board connector 7 and
an amplifier 9 are connected to each other via a signal
wiring 8 inside the control-circuit board 10. Here, the am-
plifier 9 is described as a circuit example on the control-
circuit board 10 connected to the control wiring 1. Not
being limited to the amplifier 9, however, other circuit

examples such as microcomputer, transceiver, and com-
parator are also applicable.
[0026] Here, in the present first embodiment, noise-
removing components 4 and 5 are set up between the
signal wiring 6 and a connection point 3 in such a manner
that the components 4 and 5 become parallel to each
other. Capacitors are illustrated as the noise-removing
components 4 and 5 in FIG. 1. Not being limited to the
capacitors, however, some other configurations having
parasitic capacitance are also applicable. The noise-re-
moving components 4 and 5 are set up between the sig-
nal wiring 6 and the connection point 3 in such a manner
that the components 4 and 5 become parallel to each
other. This set-up successfully eliminates the problem in
the conventional technologies, i.e., the electromagnetic-
noises reduction effect is tremendously deteriorated de-
pending on the in-board wiring length after the electro-
magnetic noises have passed through the noise filter.
This result makes it possible to suppress the deterioration
in the electromagnetic-noises reduction effect. As a con-
sequence, it becomes possible to provide the power con-
version apparatus which allows implementation of an en-
hancement in the immunity performance of the inverter.
[0027] Moreover, in the conventional power conver-
sion apparatus, if the input impedance of the amplifier 9
is assumed to be the Hi impedance, there has existed
the following problem: Namely, at a frequency at which
the wiring length of the signal wiring 8 becomes equal to
one-fourth of the wavelength of an incoming noise, there
appears, on the signal wiring 8, a standing wave whose
node is the capacitor for establishing a short-circuit into
GND. As a consequence, it turns out that the resultant
large noise mixes into the control-circuit board 10. Mean-
while, in the present first embodiment, the path electric
length of the signal wiring 6 between both of the noise-
removing components 4 and 5 is set at a path electric
length which is shorter than one-half of the wavelength
of the noise at its maximum frequency. This setting
makes it possible to suppress this standing wave.
[0028] The reason why this setting makes it possible
to suppress this standing wave is as follows: Namely, the
path electric length of the signal wiring 6 is so set as to
become shorter than the one-half of the wavelength of
the standing wave. As a result, at the high frequency, the
noise-removing components 4 and 5 are short-circuited
into the connection point 3 connected to the GND. This
short-circuit suppresses and prevents the standing wave
from propagating through the signal wiring 8, thereby
making it possible to suppress and prevent the noise from
intruding into the control-circuit board 10. Concretely, in
a path through which a suppression-target noise is prop-
agating, even if the noise-removing component 4 is po-
sitioned at a node portion of the suppression-target noise,
the noise-removing component 5 simultaneously causes
a not-node amplitude point to be short-circuited into the
GND. This short-circuit makes it possible to suppress the
propagation of the noise. As a consequence, it becomes
possible to reduce the noise-current waveform from the
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waveform 14a to the waveform 14b.
[0029] Furthermore, it is desirable that the path electric
length of the signal wiring 6 be set at the one-fourth of
the wavelength of the standing wave. If the path electric
length of the signal wiring 6 is set at the one-fourth of the
wavelength of the standing wave, it becomes possible to
acquire even larger noise-propagation suppression ef-
fect. The reason for the acquisition of this effect is as
follows: Namely, even if the noise-removing component
4 is positioned at the node of the suppression-target
noise, the noise-removing component 5 simultaneously
causes the maximum-amplitude point to be short-
circuited into the GND. This short-circuit allows imple-
mentation of the largest noise-propagation suppression
effect.
[0030] Here, consideration is given to the case where
the path electric length of the signal wiring 6 is equal to
the one-half of the wavelength of the noise at its maxi-
mum frequency, which presents the problem. In this
case, it turns out that the noise-removing components 4
and 5 cause the node portions of the standing wave to
be short-circuited into the GND simultaneously. Accord-
ingly, attention should be given to the fact that the noise
amplitude cannot be suppressed, depending on the path
electric length of the signal wiring 8.

EMBODIMENT 2

[0031] Next, referring to FIG 2, the explanation will be
given below regarding a second embodiment of the
present invention. FIG. 2 is an explanatory diagram for
explaining the second embodiment of the power conver-
sion apparatus according to the present invention. FIG.
2 is a top view of the power conversion apparatus in FIG.
12 in the case where the cover 201 is removed therefrom.
[0032] The point in which the power conversion appa-
ratus in FIG. 2 differs from the one in FIG. 1 is as follows:
Namely, a noise-removing component 16 is set up be-
tween the signal wiring 18 and the connection point 3.
Moreover, one end of the noise-removing component 16
is connected to the signal wiring 18. Meanwhile, the other
end of the component 16 is connected not to the GND
on the control-circuit board 10, but to the case 11 at the
connection point 3. Here, consideration is given to a case
where the path electric length ranging from the noise-
removing component 16 to the input of the amplifier 9 is
sufficiently shorter than the one-fourth of the wavelength
of a noise current which will mix into the power conversion
apparatus by propagating through the control wiring 1.
In this case, the above-described configuration of the
noise-removing component 16 allows the noise current
to flow directly to the case 11 via the component 16. This
feature prevents the noise current from mixing into the
GND of the control-circuit board 10, thereby making it
possible to reduce the occurrence of malfunction of the
control circuit.
[0033] Here, if the path electric length ranging from the
noise-removing component 16 to the input of the amplifier

9 is considered as a monopole antenna, a standing wave
arises when the path electric length is equal to the one-
fourth of the wavelength of the noise current. As a result,
the noise current ceases to flow up to the noise-removing
component 16. This result is also basically the same
when the path electric length is equal to the three-fourth,
five-fourth, and ... of the wavelength of the noise current.
These consequences indicate that the noise cannot be
reduced when the frequency of the noise current be-
comes higher (from the wavelength’s standpoint, when
the wavelength becomes shorter).

EMBODIMENT 3

[0034] Next, referring to FIG. 3, the explanation will be
given below concerning a third embodiment of the
present invention. FIG. 3 is an explanatory diagram for
explaining the third embodiment of the power conversion
apparatus according to the present invention. FIG. 3 is
a top view of the power conversion apparatus in FIG. 12
in the case where the cover 201 is removed therefrom.
[0035] The point in which the power conversion appa-
ratus in FIG. 3 differs from the one in FIG. 1 is as follows:
Namely, a shield 17 is set up inside the case 11 of the
power conversion apparatus in such a manner that the
shield 17 surrounds the noise-removing components 4
and 5 and the signal wiring 6. Namely, the shield 17 is
so added as to surround the noise-removing components
4 and 5 and the signal wiring 6. This configuration makes
it possible to prevent the noise from being re-radiated
from the signal wiring 6.
[0036] Next, referring to FIG. 4 through FIG. 7, the ex-
planation will be given below regarding the simulation
result of current-transfer characteristics from the exter-
nal-appliance-connection-use connector 2 to the ampli-
fier 9. FIG. 4 is a diagram for illustrating a simulation
model in the conventional power conversion apparatus.
FIG. 5 and FIG. 6 are diagrams for illustrating simulation
models in the power conversion apparatus according to
the present invention. FIG. 7 is a diagram for illustrating
the simulation result in the power conversion apparatus
according to the present invention.
[0037] In FIG. 4 to FIG. 6, a current source 31 and an
output resistor 32 indicate a noise-current source. With
respect to a signal wiring 33 (which is equivalent to the
signal wiring 6 in FIG. 1) between the external-appliance-
connection-use connector 2 and the board connector 7,
the maximum frequency of the noise is set at 250 ps, i.e.,
the one-fourth of the wavelength of the noise at 1GHz,
and the characteristics impedance is set at 300 Ω.
[0038] With respect to a signal wiring 36 on the control-
circuit board, the delay time, the characteristics imped-
ance, and the input resistance of the amplifier 9 are set
at 300 ps, 50 Ω, and 3 kΩ, respectively. It is assumed
that a noise-removing component 34 is mounted on the
control-circuit board, and that noise-removing compo-
nents C38, C39, and C40 are respectively connected to
case GNDs. Here, the noise-removing components 34
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and 38 are set at 100 pF, and noise-removing compo-
nents 39 and 40 are set at 50 pF. Inductors 35, 35a, and
35b are parasitic inductances of the GND wirings.
[0039] FIG. 7 illustrates the noise-current amounts in
three different frequency-response characteristics. Ref-
erence numerals 51, 52, and 53 denote the noise-current
amount flowing into the noise-removing component 34
in FIG. 4, the noise-current amount flowing into the input
resistor 37 in FIG. 5, and the noise-current amount flow-
ing into the input resistor 37 in FIG. 6, respectively. The
noise-current amounts 52 and 53 illustrated in FIG. 7
indicate that the signals are scarcely deteriorated with
respect to the frequencies in proximity to 1 MHz Here,
attention is focused on the 400-MHz to 1-GHz frequency
range in which the malfunctions are highly likely to occur
in the immunity test. Then, this attention indicates that
the noise-current amount 53 is successfully reduced by
a 20-dB-or-more amount as compared with the other con-
figurations. Accordingly, it is confirmed that the present
invention is capable of suppressing the noise which will
mix into the apparatus. Consequently, a prospect is ac-
quired that the present invention is capable of reducing
the occurrence of malfunctions of the in-apparatus cir-
cuits.

EMBODIMENT 4

[0040] Next, referring to FIG. 8, the explanation will be
given below regarding a fourth embodiment of the
present invention. FIG. 8 is an explanatory diagram for
explaining the fourth embodiment of the power conver-
sion apparatus according to the present invention. FIG.
8 is a top view of the power conversion apparatus in FIG.
12 in the case where the cover 201 is removed therefrom
when an external-appliance-connection-use connector
101 is directly implemented on a control-circuit board
106.
[0041] The point in which the power conversion appa-
ratus in FIG. 8 differs from the one in FIG. 1 is as follows:
Namely, the GND pattern on the control-circuit board 10
is separated by a slit 107. In the present fourth embodi-
ment, each of noise-removing components 103 and 105
is connected to the GND. Moreover, the noise-removing
components 103 and 105 are deployed in such a manner
that the components 103 and 105 are parallel to each
other with reference to a signal wiring 104 for establishing
the connection between the external-appliance-connec-
tion-use connector 101 and the amplifier 9.
[0042] Here, the control-circuit board 10 is connected
to the case GNDs 13a and 13b, and the external-appli-
ance-connection-use connector 101 is connected to a
case GND 102. The noise-removing components 103
and 105 and the signal wiring 104 are mounted on the
side of the external-appliance-connection-use connector
101. This deployment allows implementation of a config-
uration which is basically the same as the one in FIG. 1.
Furthermore, when the control-circuit board 10 has a
four-or-more-layer layer configuration, it becomes pos-

sible to provide the shield effect illustrated in FIG. 3 by
implementing the signal wiring 104 as a strip line.

EMBODIMENT 5

[0043] Next, referring to FIG. 9 and FIG. 10, the expla-
nation will be given below concerning a fifth embodiment
of the present invention. FIG. 9 and FIG. 10 are explan-
atory diagrams for explaining the fifth embodiment of the
power conversion apparatus according to the present in-
vention. FIG. 9 illustrates the power conversion appara-
tus where an external-appliance-connection-use con-
nector 111 and the control-circuit board 10 are connected
to each other by using a wiring member 113 such as,
e.g., FPC (: Flexible Printed Circuits). FIG. 10 is the cross-
sectional diagram of the wiring member 113 acquired
when seen from the side direction.
[0044] The point in which the power conversion appa-
ratus in FIG. 9 differs from the one in FIG. 1 is as follows:
Namely, the noise-removing elements such as the ca-
pacitors are not set up between the signal wiring and the
connection point. Instead, ground patterns 115a to 115d
are set up at both ends of a signal wiring 114 for estab-
lishing the connection between an external-appliance-
connection-use connector 111 and the board connector
7. Moreover, the wiring member 113 is so set up as to
cover the signal wiring 114.
[0045] Here, the wiring member 113 has a two-or-
more-layer layer configuration. Namely, for example, as
is the case with the cross-sectional diagram of the wiring
member 113 illustrated in FIG. 10, the ground patterns
115a to 115d are deployed over and under the signal
wiring 114. This deployment makes it possible to cause
the wiring member 113 to be equipped with parasitic-
capacity components (i.e., noise-removing components)
coupled to the GND, thereby allowing implementation of
a configuration which is basically the same as the one in
FIG. 1.

EMBODIMENT 6

[0046] Next, referring to FIG. 11, the explanation will
be given below regarding a sixth embodiment of the
present invention. FIG. 11 is an explanatory diagram for
explaining the sixth embodiment of the power conversion
apparatus according to the present invention. FIG. 11 is
a top view of the power conversion apparatus when the
external-appliance-connection-use connector 101 is di-
rectly implemented on a connector board 121.
[0047] The point in which the power conversion appa-
ratus in FIG 11 differs from the one in FIG 1 is as follows:
Namely, the external-appliance-connection-use connec-
tor 101 and a board connector 122 are connected to each
other via the signal wiring 104. Also, the board connector
122 and the board connector 7 are connected to each
other via a signal wiring 123. Furthermore, the connector
board 121 and the control-circuit board 10 are connected
to mutually different GNDs, respectively.
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[0048] The noise-removing components 103 and 105
and the signal wiring 104 are deployed on the connector
board 121. This deployment allows implementation of a
configuration which is basically the same as the one in
FIG. 1.
[0049] Based on the embodiments, the concrete ex-
planation has been given so far concerning the invention
devised by the present inventor. It is needless to say,
however, that the present invention is not limited to the
above-described embodiments, and that a variety of
modifications can be made within a scope thereof.
[0050] Also, as the noise-removing units in the present
invention, the capacitors have been illustrated in the ac-
companying drawings. Not being limited to the capaci-
tors, however, the noise-removing units may also be
some other noise-component-removal-capable units.
[0051] Also, the power conversion apparatus accord-
ing to the present invention may also be configured in
such a manner that the respective embodiments of the
present first to sixth ones are combined with each other.

REFERENCE SIGNS LIST

[0052] 1 ... control wiring, 2, 111 ... external-appliance-
connection-use connectors, 3 ... connection point, 13a
to 13f, 102, 112 ... case GNDs, 4, 5, 16, 34, 38, 39, 40,
103, 105 ... noise-removing components, 6, 8, 18, 33,
36, 104, 108, 114, 123 ... signal wirings, 7, 122 ... board
connectors, 9 ... amplifier, 10, 106, 202 ... control-circuit
board, 11 ... case, 12 ... chassis GND, 14a, 14b ... noise-
current waveforms, 31 ... current source, 32 ... output re-
sistor, 35, 35a, 35b ... parasitic inductances, 51, 52, 53 ...
currents, 113 ... wiring member, 115a to 115d ... ground
patterns (ground) planes, 121 ... connector board, 201 ...
cover, 203 ... heat-liberation-use sheet, 204 ... DC termi-
nal, 205 ... control-circuit-board-use base, 206 ... DC
connector, 207 ... smoothing capacitor, 208 ... external-
appliance-connection-use connector, 209, 230 ... power
modules, 210 ... cooling mechanism, 211 ... gate driver
(board), 212 ... AC connector, 213 ... case, 214 ... DC
bus bar (plus side), 221 ... external appliance, 222 ... sig-
nal wiring, 223 ... power-source wiring, 224 ... 12-V bat-
tery, 225 ... board connection line, 226 ... high-voltage
DC cable, 228 ... chassis GND, 229 ... power-conver-
sion-apparatus GND (connection point), 231 ... motor ca-
ble (shield cable), 232 ... motor

Claims

1. A power conversion apparatus (100), comprising:

a housing (11; 213); a connection terminal (2)
provided on said housing (11; 213);
a control-circuit unit (10; 202) provided inside
said housing (11; 213);
a wiring (6, 8; 104, 108; 114) for establishing
connection between said connection terminal

(2) and said control-circuit unit (10; 202); a first
noise-removing component (4; 39; 103) having
one end connected to said wiring (6, 8; 104, 108;
114); and a second noise-removing component
(5; 40; 105) having one end connected to said
wiring (6, 8; 104, 108; 114) electrically in parallel
to said first noise-removing means (4; 39; 103),
characterised in that
the other ends of said first and second noise-
removing components (4, 5; 39, 40; 103, 105)
are not connected to a ground of said control-
circuit unit (10; 202) but to a ground potential of
said housing (11; 213), so that noise current is
allowed to flow via the first and second noise-
removing components (4, 5; 39, 40; 103, 105)
directly to the housing (11; 213), and
a distance is equal to one-fourth of the wave-
length of a noise at its maximum frequency, said
noise being to be removed, said distance being
a path electrical length between a position on
said wiring (6, 8; 104, 108; 114) to which said
first noise-removing component (4; 39; 103) is
connected and a position on said wiring (6, 8;
104, 108; 114) to which said second noise-re-
moving component (5; 40; 105) is connected.

2. The power conversion apparatus (100) according to
Claim 1, wherein a shield (17) is so provided inside
said housing (11) as to surround at least a partial
portion of said first noise-removing component (4),
said second noise-removing component (4), and
said wiring (6).

3. The power conversion apparatus (100) according to
Claim 1 or 2, wherein a GND pattern is set up on a
control-circuit board (106) which surrounds said first
noise-removing component (103), said second
noise-removing component (105), said wiring (104),
and said control-circuit unit (10), said GND pattern
being separated into a plurality of GND patterns by
a slit (107).

4. The power conversion apparatus (100) according to
Claim 3, wherein said GND pattern is separated into
at least two GND patterns by said slit (107), said two
GND patterns being a first GND pattern and a second
GND pattern, said first GND pattern surrounding a
partial portion of said first noise-removing compo-
nent (103), said second noise-removing component
(105), and said wiring (104), said second GND pat-
tern surrounding said control-circuit unit (10).

5. The power conversion apparatus (100) according to
any one of Claims 1 through 4, wherein a wiring
member (113) is provided between a connector
(111) and said connection terminals (7), said con-
nector (111) being provided on said power conver-
sion apparatus (100) in order to establish connection
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between said power conversion apparatus (100) and
an external appliance.

6. The power conversion apparatus (100) according to
Claim 5, wherein said wiring member (113) has a
two-or-more-layer configuration which is constituted
from two or more layers.

7. The power conversion apparatus (100) according to
Claim 5 or 6, wherein said wiring member (113) is
an FPC.

8. The power conversion apparatus (100) according to
Claim 1, wherein said connection terminal is consti-
tuted from at least two connection terminals, said
two connection terminals being a first connection ter-
minal (122) and a second connection terminal (7),
said first connection terminal (122) and said second
connection terminal (7) being connected to each oth-
er by a signal wiring (123),
said first connection terminal (122) being deployed
at a position which is closer to a connector (101) than
said second connection terminal (7),
said power conversion apparatus (100), further com-
prising:

a first GND pattern; and
a second GND pattern,

said first GND pattern being so provided as to sur-
round a portion ranging from said connector (101)
to said first connection terminal (122), said second
GND pattern being so provided as to surround a por-
tion ranging from said second connection terminal
(7) to said control-circuit unit (10).

9. The power conversion apparatus (100) according to
any one of Claims 1 through 8, wherein said control-
circuit unit (10; 202) is any one of a microcomputer,
a transceiver, or a comparator.

10. The power conversion apparatus (100) according to
any one of Claims 1 through 9, wherein said first
noise-removing component (4; 39; 103) and said
second noise-removing component (5; 40; 105) are
capacitors.

Patentansprüche

1. Leistungswandlungsgerät (100) mit
einem Gehäuse (11; 213),
einem an dem Gehäuse (11; 213) vorgesehenen
Verbindungsanschluss (2),
einer innerhalb des Gehäuses (11; 213) vorgesehe-
nen Steuerschaltungseinheit (10; 202),
einer Verdrahtung (6, 8; 104, 108; 114) zum Herstel-
len einer Verbindung zwischen dem Verbindungs-

anschluss (2) und der Steuerschaltungseinheit (10;
202),
einer ersten Rauschenentfernungskomponente (4;
39; 103), die mit einem Ende an der Verdrahtung (6,
8; 104, 108; 114) angeschlossen ist, und
einer zweiten Rauschenentfernungskomponente (5;
40; 105), die elektrisch parallel zu der ersten Rau-
schenentfernungskomponente (4; 39; 103) mit ei-
nem Ende an der Verdrahtung (6, 8; 104, 108; 114)
angeschlossen ist,
dadurch gekennzeichnet, dass
die anderen Enden der ersten und der zweiten Rau-
schenentfernungskomponente (4, 5; 39, 40; 103,
105) nicht an eine Erdung der Steuerschaltungsein-
heit (10; 202) sondern an ein Erdpotenzial des Ge-
häuses (11; 213) angeschlossen sind, so dass ein
Rauschstrom über die erste und die zweite Rau-
schenentfernungskomponente (4, 5; 39, 40; 103,
105) direkt zu dem Gehäuse (11; 213) abfließen
kann, und
ein Abstand gleich einem Viertel der Wellenlänge
eines zu entfernenden Rauschens an dessen Maxi-
malfrequenz liegt, wobei der Abstand eine elektri-
sche Pfadlänge zwischen einer Position der Ver-
drahtung (6, 8; 104, 108; 114), an die die erste Rau-
schenentfernungskomponente (4; 39; 103) ange-
schlossen ist, und einer Position der Verdrahtung (6,
8; 104, 108; 114) ist, an die die zweite Rauschen-
entfernungskomponente (5; 40; 105) angeschlos-
sen ist.

2. Leistungswandlungsgerät (100) nach Anspruch 1,
wobei eine Abschirmung (17) so innerhalb des Ge-
häuses (11) vorgesehen ist, dass sie wenigstens ei-
nen Teilbereich der ersten Rauschenentfernungs-
komponente (4), der zweiten Rauschenentfernungs-
komponente (5) und der Verdrahtung (6) umgibt.

3. Leistungswandlungsgerät (100) nach Anspruch 1
oder 2, wobei ein GND-Muster auf einer Steuer-
schaltungsplatte (106) aufgebaut ist, die die erste
Rauschenentfernungskomponente (103), die zweite
Rauschenentfernungskomponente (105), die Ver-
drahtung (104) und die Steuerschaltungseinheit (10)
umgibt, wobei das GND-Muster durch einen Schlitz
(107) in mehrere GND-Muster unterteilt ist.

4. Leistungswandlungsgerät (100) nach Anspruch 3,
wobei das GND-Muster durch den Schlitz (107) in
wenigstens zwei GND-Muster unterteilt ist, die zwei
GND-Muster in einem ersten GND-Muster und ei-
nem zweiten GND-Muster bestehen, das erste
GND-Muster einen Teilbereich der ersten Rau-
schenentfernungskomponente (103), der zweiten
Rauschenentfernungskomponente (105) und der
Verdrahtung (104) umgibt, und das zweite GND-
Muster die Steuerschaltungseinheit (10) umgibt.
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5. Leistungswandlungsgerät (100) nach einem der An-
sprüche 1 bis 4, wobei ein Verdrahtungselement
(113) zwischen einer Anschlusseinheit (111) und
den Verbindungsanschlüssen (7) vorgesehen ist,
wobei die Anschlusseinheit (111) an dem Leistungs-
wandlungsgerät (100) vorgesehen ist, um eine Ver-
bindung zwischen dem Leistungswandlungsgerät
(100) und einem externen Apparat herzustellen.

6. Leistungswandlungsgerät (100) nach Anspruch 5,
wobei das Verdrahtungselement (113) eine mindes-
tens zweischichtige Konfiguration hat, die aus zwei
oder mehr Schichten aufgebaut ist.

7. Leistungswandlungsgerät (100) nach Anspruch 5
oder 6, wobei das Verdrahtungselement (113) ein
FPC ist.

8. Leistungswandlungsgerät (100) nach Anspruch 1,
wobei
der Verbindungsanschluss aus wenigstens zwei
Verbindungsanschlüssen aufgebaut ist, wobei die
zwei Verbindungsanschlüsse in einem ersten Ver-
bindungsanschluss (122) und einem zweiten Ver-
bindungsanschluss (7) bestehen,
der erste Verbindungsanschluss (122) und der zwei-
te Verbindungsanschluss (7) durch eine Signalver-
drahtung (123) miteinander verbunden sind,
der erste Verbindungsanschluss (122) an einer Po-
sition eingesetzt ist, die näher an einer Verbindungs-
einheit (101) liegt als der zweite Verbindungsan-
schluss (7),
das Leistungswandlungsgerät (100) ferner aufweist:

ein erstes GND-Muster und
ein zweites GND-Muster,

wobei das ersten GND-Muster so vorgesehen ist,
dass es einen Bereich umgibt, der von der Verbin-
dungseinheit (101) bis zu dem ersten Verbindungs-
anschluss (122) reicht, und das zweite GND-Muster
so vorgesehen ist, dass es einen Bereich umgibt,
der von dem zweiten Verbindungsanschluss (7) zu
der Steuerschaltungseinheit (10) reicht.

9. Leistungswandlungsgerät (100) nach einem der An-
sprüche 1 bis 8, wobei die Steuerschaltungseinheit
(10; 202) ein Mikrocomputer, einen Transceiver oder
ein Komparator ist.

10. Leistungswandlungsgerät (100) nach einem der An-
sprüche 1 bis 9, wobei die erste Rauschenentfer-
nungskomponente (4; 39; 103) und die zweite Rau-
schenentfernungskomponente (5; 40; 105) Konden-
satoren sind.

Revendications

1. Appareil (100) de conversion d’énergie électrique,
comprenant :

un logement (11 ; 213) ;
une borne de connexion (2) disposée sur ledit
logement (11 ; 213) ;
une unité de circuit de commande (10 ; 202) dis-
posée à l’intérieur dudit logement (11 ; 213) ;
un câblage (6, 8 ; 104, 108 ; 114) pour établir
une connexion entre ladite borne de connexion
(2) et ladite unité de circuit de commande (10 ;
202) ;
un premier composant d’élimination de bruit (4 ;
39 ; 103) ayant une extrémité connectée audit
câblage (6, 8 ; 104, 108 ; 114) ; et
un deuxième composant d’élimination de bruit
(5; 40; 105) ayant une extrémité connectée audit
câblage (6, 8 ; 104, 108 ; 114) électriquement
en parallèle audit premier composant d’élimina-
tion de bruit (4 ; 39 ; 103),
caractérisé en ce que
les autres extrémités des premier et deuxième
composants d’élimination de bruit (4, 5 ; 39, 40 ;
103, 105) ne sont pas connectés à une masse
de ladite unité de circuit de commande (10 ; 202)
mais à un potentiel de masse dudit logement
(11 ; 213), de telle sorte qu’un courant de bruit
est laissé passer par les premier et deuxième
composants d’élimination de bruit (4, 5 ; 39, 40 ;
103, 105) directement jusqu’au logement (11 ;
213), et
une distance est égale à un quart de la longueur
d’onde d’un bruit à sa fréquence maximum, ledit
bruit devant être éliminé, ladite distance étant
une longueur électrique de chemin entre une
position sur ledit câblage (6, 8 ; 104, 108 ; 114)
à laquelle ledit premier composant d’élimination
de bruit (4 ; 39 ; 103) et une position sur ledit
câblage (6, 8; 104, 108; 114) à laquelle ledit
deuxième composant d’élimination de bruit (5 ;
40 ; 105) est connecté.

2. Appareil (100) de conversion d’énergie électrique
selon la revendication 1, dans lequel un écran (17)
est disposé à l’intérieur dudit logement (11) de ma-
nière à entourer au moins une partie partielle dudit
premier composant d’élimination de bruit (4), dudit
deuxième composant d’élimination de bruit (5) et du-
dit câblage (6).

3. Appareil (100) de conversion d’énergie électrique
selon la revendication 1 ou 2, dans lequel une struc-
ture de masse est définie sur une carte de circuit de
commande (106) qui entoure ledit premier compo-
sant d’élimination de bruit (103), ledit deuxième com-
posant d’élimination de bruit (105), ledit câblage
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(104), et ladite unité de circuit de commande (10),
ladite structure de masse étant séparée en une plu-
ralité de structures de masse par une fente (107).

4. Appareil (100) de conversion d’énergie électrique
selon la revendication 3, dans lequel ladite structure
de masse est séparée en au moins deux structures
de masse par ladite fente (107), lesdites deux struc-
tures de masse étant une première structure de mas-
se et une deuxième structure de masse, ladite pre-
mière structure de masse entourant une partie par-
tielle dudit premier composant d’élimination de bruit
(103), dudit deuxième composant d’élimination de
bruit (105), et dudit câblage (104), ladite deuxième
structure de masse entourant ladite unité de circuit
de commande (10).

5. Appareil (100) de conversion d’énergie électrique
selon l’une quelconque des revendications 1 à 4,
dans lequel un élément (113) de câblage est disposé
entre un connecteur (111) et lesdites bornes de con-
nexion (7), ledit connecteur (111) étant disposé sur
ledit appareil (100) de conversion d’énergie électri-
que afin d’établir une connexion entre ledit appareil
(100) de conversion d’énergie électrique et un ap-
pareil externe.

6. Appareil (100) de conversion d’énergie électrique
selon la revendication 5, dans lequel ledit élément
(113) de câblage a une configuration à deux couches
ou plus qui est constituée de deux couches ou plus.

7. Appareil (100) de conversion d’énergie électrique
selon la revendication 5 ou 6, dans lequel ledit élé-
ment (113) de câblage est un FPC.

8. Appareil (100) de conversion d’énergie électrique
selon la revendication 1, dans lequel
ladite borne de connexion est constituée d’au moins
deux bornes de connexion, lesdites deux bornes de
connexion étant une première borne de connexion
(122) et une deuxième borne de connexion (7),
ladite première borne de connexion (122) et ladite
deuxième borne de connexion (7) étant connectées
l’une à l’autre par un câblage de signaux (123),
ladite première borne de connexion (122) étant dé-
ployée en une position qui est plus proche d’un con-
necteur (101) que ladite deuxième borne de con-
nexion (7),
ledit appareil (100) de conversion d’énergie électri-
que comprenant en outre :

une première structure de masse ; et
une deuxième structure de masse,

ladite première structure de masse étant disposée
de manière à entourer une partie allant dudit con-
necteur (101) à ladite première borne de connexion

(122), ladite deuxième structure de masse étant dis-
posée de manière à entourer une partie allant de
ladite deuxième borne de connexion (7) à ladite unité
de circuit de commande (10).

9. Appareil (100) de conversion d’énergie électrique
selon l’une quelconque des revendications 1 à 8,
dans lequel ladite unité de circuit de commande (10 ;
202) est l’un quelconque d’un micro-ordinateur, d’un
émetteur-récepteur, ou d’un comparateur.

10. Appareil (100) de conversion d’énergie électrique
selon l’une quelconque des revendications 1 à 9,
dans lequel ledit premier composant d’élimination
de bruit (4 ; 39 ; 103) et ledit deuxième composant
d’élimination de bruit (5 ; 40 ; 105) sont des conden-
sateurs.
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