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Description

CROSS REFERENCE TO RELATED APPLICATIONS

[0001] This application claims priority under 35 U.S.C. §119 from U.S. Provisional Application Number 61/290,960,
entitled "Methods of Scanning in OFDMA Multi-Carrier Systems," filed on December 30, 2009.

FIELD OF INVENTION

[0002] The disclosed embodiments relate generally to multi-carrier wireless communication systems, and, more par-
ticularly, to scanning/measurement and report reduction in multi-carrier OFDM systems.

BACKGROUND OF THE INVENTION

[0003] In current wireless communications systems, 5MHz∼10MHz radio bandwidths are typically used for up to
100Mbps peak transmission rate. Much higher peak transmission rate is required for next generation wireless systems.
For example, 1Gbps peak transmission rate is required by ITU-R for IMT-Advanced systems such as the 4th generation
("4G") mobile communications systems. The current transmission technologies, however, are very difficult to perform
100bps/Hz transmission spectrum efficiency. In the foreseeable next few years, only up to 15bps/Hz transmission spec-
trum efficiency can be anticipated. Therefore, much wider radio bandwidths (i.e., at least 40MHz) will be necessary for
next generation wireless communications systems to achieve 1Gbps peak transmission rate.
[0004] Orthogonal Frequency Division Multiplexing (OFDM) is an efficient multiplexing scheme to perform high trans-
mission rate over frequency selective channel without the disturbance from inter-carrier interference. There are two
typical architectures to utilize much wider radio bandwidth for OFDM system. In a traditional OFDM system, a single
radio frequency (RF) carrier is used to carry one wideband radio signal, and in a multi-carrier OFDM system, multiple
RF carriers are used to carry multiple radio signals with narrower bandwidth. A multi-carrier OFDM system has various
advantages as compared to a traditional OFDM system such as easier backward compatibility, better reuse on legacy
single-carrier hardware design, more mobile station hardware flexibility, and lower Peak to Average Power Ratio (PAPR)
for uplink transmission. Thus, multi-carrier OFDM systems have become the baseline system architecture in IEEE
802.16m (i.e. for WiMAX 2.0 system) and 3GPP Release 10 (i.e. for LTE-Advanced system) draft standards to fulfill
system requirements.
[0005] In a multi-carrier OFDM system, however, it takes much longer time for a mobile station to perform scanning.
First, a multi-carrier OFDM system typically supports two to four carriers in each cell, which will result in at least two to
four times scanning time than a single-carrier OFDM system. Second, the number of cells in 4G systems will be much
larger by the demands on more capacity to support higher throughput traffic and better received signal quality. This will
lead to more microcells, picocells, and femtocells, in addition to macrocells, be deployed in 4G systems.
[0006] Figure 1 (Prior Art) illustrates a traditional scanning process between mobile stations and multi-carrier base
stations. In the example of Figure 1, a single-carrier mobile station MS11 or a multi-carrier mobile station MS12 is
scheduled with certain scanning intervals. For single-carrier base station BS13 supporting carrier #1, MS11 uses all the
scanning intervals to scan carrier #1. For multi-carrier base station BS14 supporting two carriers #1 and #2, single-
carrier MS11 uses half of the scanning intervals to scan carrier #1 and the other half of the scanning intervals to scan
carrier #2. On the other hand, multi-carrier MS12 uses all the scanning intervals to scan both carriers #1 and #2. However,
a multi-carrier MS often supports adjacent carriers, and a larger number of carriers will still result in less scanning intervals
for each carrier. For example, for multi-carrier BS15 supporting four carriers #1-#4, single-carrier MS11 uses one-fourth
of the scanning intervals to scan each carrier, while multi-carrier MS12 uses half of the scanning intervals to scan carriers
#1 and #2, and the other half of the scanning intervals to scan carriers #3 and #4.
[0007] Therefore, the increase on the number of carriers will result in higher difficulty for an MS to complete scanning
over each carrier for each BS. If the scanning opportunities remain the same, then the scanning result will be unreliable
because less average duration is allocated for each BS over each carrier. This will degrade performance of certain
procedures such as handover that rely on the scanning results. On the other hand, if the scanning opportunities are
increased in response to the number of carriers, then the achievable user throughput will be degraded due to less
transmission opportunities. This will result in difficulty for BS resource scheduling, especially when the number of users
is increased. In addition, autonomous scanning cannot resolve this problem because the MS can only perform background
scanning over the same carrier as the one used for data transmission. A solution is sought.
[0008] WO 01/47136A1 relates to method and apparatus to search for a traffic channel in a multi-carrier spread
spectrum communication network. In one embodiment, a method is to reduce the search time for acquiring multiple
carriers by using sequentially smaller search windows to identify a first carrier accessible by a user or remote station.
Once a first carrier has been identified, the smaller of the sequentially smaller search windows are used to identify
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additional related carriers accessible by the user. A related carrier is one of multiple carriers accessible by a user in a
multi-carrier communications network. In another embodiment, after the first carrier has been acquired, a signal quality
metric for the first carrier is reported from the user to a transmission station, and a quality metric for the additional related
carriers is determined based upon the signal quality metric for the first carrier.

SUMMARY OF THE INVENTION

[0009] In a wireless multi-carrier orthogonal frequency division multiplexing (OFDM) communication system, a mobile
station obtains measurement result of a first received signal strength indication (RSSI) of a first preamble signal trans-
mitted from a base station over a first radio frequency (RF) carrier. The mobile station also obtains signal offset information
between the first RF carrier and a second RF carrier of the base station. In response to the measurement result and the
signal offset information, the mobile station estimates a second RSSI of a second preamble signal transmitted by the
base station over the second RF carrier without performing scanning over the second RF carrier.
[0010] The signal offset information comprises a power difference between preamble signals over the first carrier and
the second carrier transmitted by the base station. The power difference may be provided by a serving base station to
the mobile station, or obtained via inter-carrier measurement by the mobile station. When the center frequency between
the first carrier and the second carrier is large, the signal offset information may also comprise a path loss exponent of
surrounding propagation environment in the OFDM system. Based on the estimated RSSI, the mobile station further
derives a carrier to interference plus noise ratio (CINR) of the second carrier after the mobile station obtains a total
received signal power over the second carrier.
[0011] In one novel aspect, the mobile station identifies a carrier group containing multiple carriers that belong to the
same base station. The mobile station then selects one carrier in the carrier group as a reference carrier. In one em-
bodiment, the carrier group is identified via receiving RF carrier group information explicitly broadcasted from a serving
base station. In another embodiment, the carrier group is identified via receiving reference signals transmitted over the
multiple carriers. When the multiple carriers are intra-band carriers, grouping of carriers with similar characteristics
becomes possible. Therefore, by using the reference carrier to represent other carriers within the same carrier group,
measurement optimization, initial cell selection and cell reselection optimization, report reduction, and other carrier group
based optimization can be achieved.
[0012] Other embodiments and advantages are described in the detailed description below. This summary does not
purport to define the invention. The invention is defined by the claims.

BRIEF DESCRIPTION OF THE DRAWINGS

[0013] The accompanying drawings, where like numerals indicate like components, illustrate embodiments of the
invention.

Figure 1 (Prior Art) illustrates the traditional scanning process of mobile stations and multi-carrier base stations.
Figure 2 illustrates a multi-carrier OFDM system in accordance with one novel aspect.
Figure 3 illustrates the received preamble signal power transmitted from a BS and received by an MS over different
RF carriers.
Figure 4 illustrates two methods for a mobile station to identify RF carrier groups supported by the same base station.
Figure 5 illustrates a sequence chart of scanning and measurement procedure in a multi-carrier OFDM system in
accordance with one novel aspect.
Figure 6 is a flow chart of a method of initial cell selection and cell reselection in accordance with one novel aspect.
Figure 7 illustrates an example of scanning report reduction in an IEEE 802.16m wireless system using carrier
grouping.
Figures 8-9 illustrates an example of measurement report reduction in a 3GPP LTE-Advanced wireless system
using cell grouping.

DETAILED DESCRIPTION

[0014] Reference will now be made in detail to some embodiments of the invention, examples of which are illustrated
in the accompanying drawings.
[0015] Figure 2 illustrates a wireless multi-carrier orthogonal frequency division multiplexing (OFDM) system 20 in
accordance with one novel aspect. Multi-carrier OFDM system 20 comprises a plurality of base stations, and each BS
supports one or multiple radio frequency (RF) carriers. For example, four contiguous RF carriers #1 to #4 are supported
in OFDM system 20, BS22 and BS23 support all four RF carriers #1 to #4, BS24 and BS26 support two RF carriers #2
and #3, and BS25 supports two RF carriers #3 and #4. Each base station (e.g., BS22) comprises a common media
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access control (MAC) module 31, an adaptive multi-carrier controller 32, a plurality of physical layer modules PHY1-
PHY4, a plurality of RF transceivers RF1-RF4 coupled to a plurality of antennas, and a multiplexer 33 that interconnects
the PHY modules PHY1-PHY-4 and the RF transceivers RF1-RF4. Each PHY module, RF transceiver and antenna
forms a transmission module (e.g., 29) as depicted in Figure 2. Each transmission module corresponds to the operation
of one RF carrier. Common MAC module 31 is coupled to both adaptive multi-carrier controller 32 and the transmission
modules. Similarly, each mobile station (i.e., MS21) comprises a common MAC module 34, PHY modules 35-36 (PHY1-
PHY2), an RF transceiver 37 coupled to antenna 38, and a multiplexer 39 that interconnects the PHY modules PHY1-
PHY2 and the RF transceiver.
[0016] In multi-carrier OFDM system 20, mobile station MS21 performs scanning (measurement) and detects preamble
signals (synchronization signals) transmitted by various base stations over various RF carriers. It is noted that the terms
"scanning" and "preamble signal" are defined in IEEE 802.16m WiMAX systems. In 3GPP LTE-advanced systems, on
the other hand, the terms "measurement" and "synchronization signal" are defined instead, and have substantially the
same meaning as the terms "scanning" and "preamble signal". In the present application, the terms "scanning" and
"measurement" are used interchangeably, and the terms "preamble signal" and "synchronization signal" are used inter-
changeably.
[0017] In one embodiment, MS21 performs scanning and detects a preamble signal transmitted by BS22 over RF
carrier #2 (e.g., the reference carrier). MS21 then obtains a received signal strength indication (RSSI) of RF carrier #2.
In accordance with a first novel aspect, based on the received signal strength indicator (RSSI) of the reference carrier,
MS21 is able to estimate the RSSI of another RF carrier (e.g., carrier #3) without perform scanning over RF carrier #3.
RF carrier #3 belongs to an RF carrier group 28 supported by the same base station BS22. In accordance with a second
novel aspect, MS21 is able to identify multiple RF carriers (e.g., carriers #2-#4) that belong to RF carrier group 28 and
achieve scanning/measurement optimization, optimization in initial cell selection and cell reselection, report reduction,
and other carrier group based optimization. The two novel aspects are now illustrated below in Figure 3 and Figure 4
respectively.
[0018] Figure 3 illustrates received preamble signal power transmitted from a BSi and received by an MSj over different
RF carriers. Mathematically, the received preamble signal power from BSi by MSj over carrier k can be represented by
the following equation: 

where

PR,i,j,k : Received power of the preamble signal from BSi by MSj over carrier k
PT,i,k : Transmission power on the preamble signal transmitted by BSi over carrier k
Gij : antenna gain of signals transmitted from BSi to MSj
Θi,j : direction of MSj with respect to the steering direction of BSi
PL(di,j,k) : path loss experienced by signals transmitted from BSi to MSj over carrier k
Xi,j : shadow fading experienced by signals transmitted from BSi to MSj.

[0019] It is noted that, in the above equation (1), multi-path fading effect is not shown because the scanning operation
will take average over preamble measurement results. Typically, a preamble sequence is placed over frequency domain
across all subcarriers in a radio resource block. As a result, for Rayleigh fading channels considered in most communi-
cation systems, the frequency selective effect will be averaged out when measuring power levels of the preamble
sequence.
[0020] From equation (1), it can be seen that antenna gain Gi,j(θi,j) and shadow fading χi,j are typically not functions
of carrier index k. In addition, for signals transmitted from BSi to MSj, the typical path loss function can be represented
by the following equation: 

where di,j (m) is the distance between BSi and MSj, and fc(k) (GHz) is the center frequency of carrier k. The parameters
{A, B, C} will be different for different environment. For example, for Rural macro cell environment with LOS condition,
the following path loss model may be used: 
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 where hBS(m) is the BS antenna height, hMS(m) is the MS antenna height, and fc(k)(GHz) is the center frequency of
carrier k.
[0021] From equation (2), it can be seen that if the carriers supported by BS and MS are adjacent in frequency domain,
then the path loss difference due to different carriers will be very small and can be neglected. For example, the common
bandwidth of each carrier varies from 5MHz to 20MHz. Consequently, the separation from the center frequency of
adjacent carriers will be within 20MHz, which results in very small path loss difference. On the other hand, if the carriers
supported by BS and MS are separated in frequency domain, then the path loss difference due to different carriers will
be larger. For example, if fc(k)=2.5GHz for carrier k, and fc(k’)=3.5GHz for carrier k’, then the path loss difference under
equation (3) is 1.5log10(fc(Δk)/5) ≈ 3dB.
[0022] As summarized by table 30 in Figure 3, the main factor that impacts PR,i,j,k, the received power from BSi by
MSj over a different carrier k comes from PT,i,k, the transmit power by BSi over each carrier k. The path loss PL(di,j,k)
over a different carrier k, on the other hand, will not change significantly unless the separation between the center
frequencies of the different carriers is large (e.g., reaches to the range of GHz). Therefore, if the received preamble
signal power in carrier k (PR,i,j,k) is known to the MS by scanning, then the received preamble signal power in carrier k’
(PR,i,j,k’) can be estimated by adding the following offsets: 

where:

PT,offset(k,k’): the transmit power difference between carrier k and k’
PLoffset(k,k’) : the path loss difference between carrier k and k’, which is a function of the path exponent "C" as
depicted in equation (2)

[0023] The received preamble signal power is normally used for reporting to a serving base station as the received
signal strength indication (RSSI) from a mobile station. The RSSI measurement of a base station over each carrier is
typically obtained by the MS via scanning over each carrier. In accordance with the first novel aspect, the MS is able to
estimate the RSSI of carrier k’ based on the RSSI of carrier k and signal offset information. More specifically, if the MS
knows the power difference between carrier k and carrier k’ transmitted by the same base station, then the MS can
estimate the RSSI over carrier k’ based on the RSSI measurement obtained from carrier k without performing scanning
operation over carrier k’. To achieve more accurate estimation, the MS can also calculate the path loss difference
between carrier k and carrier k’ once the MS knows the parameter "C" in advance. The path loss exponent C may be
informed by the serving BS, especially if the center frequency difference between carrier k and carrier k’ is large.
[0024] There are different ways for an MS to know the transmit power difference of a BS. In one example, the transmit
power difference between carrier k and carrier k’ by a BS may be explicitly informed by a serving BS to the MS. This in
turn may be achieved either via a broadcasting message by the serving BS or via specific request from the MS. In
another example, the MS may obtain such difference via inter-carrier measurement. Typically, once a BS is deployed
in an OFDM system, the transmit power by the BS for each carrier is fixed and remain unchanged for a long time.
Therefore, by measuring the received preamble signal power over carrier k and carrier k’, the MS is able to derive the
transmit power difference, assuming negligible path loss difference, or assuming that the MS already knows the path
loss exponent C and is able to calculated the path loss difference. Once the MS obtains the transmit power difference
from the initial inter-carrier measurement, the MS can use the same measurement result to estimate the RSSI of carrier
k’ based on the RSSI measurement obtained from carrier k without performing scanning over carrier k’, because such
transmit power difference remains unchanged once the BS is deployed.
[0025] Because the transmit power difference is derived from received power level, such derived transmit power
difference actually contains the antenna gain difference. Although the antenna gains of a multi-carrier BS over two
different carriers are assumed the same, it is not always true. For intra-band systems, two different carriers belong to
the same frequency band, and the multi-carrier BS normally would use the same antenna for the two different carriers
to save cost. For inter-band systems, however, two different carriers belong to different frequency bands, and the multi-
carrier BS may use different antennas resulting in different antenna gains. Therefore, when the antenna gains between
carrier k and carrier k’ of a multi-carrier BS are different, the MS is able to obtain the combined difference of the transmit
power level and the antenna gain between carrier k and carrier k’ via inter-carrier measurement.
[0026] In addition to estimate the RSSI of an RF carrier, an MS may further estimate the Carrier to interference plus
noise ratio (CINR) of the RF carrier based on the estimated preamble signal power of the RF carrier. The CINR of carrier
k’ can be represented by the following equation: 
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where

PR,i,j,,k’ : received power of the preamble signal from BSi by MSj over carrier k’
IR,i,j,k’ : received interference power when decoding the signal from BSi to MSj over carrier k’
N : thermal noise power
PR,total,j,k’ : total received power by MSj over carrier k’, including the power of the signals transmitted from each BS
and the thermal noise power.

[0027] From equation (5), it can be seen that once MSj obtains the total received power over carrier k’, MSj is then
able to derive the CINR from BSi over carrier k’ without scanning the preamble signal transmitted by BSi over carrier k’.
It should be noted that the measuring of the total received power over carrier k’ is much simpler and less time consuming,
as compared to the scanning of the preamble signal over carrier k’. This is because the measuring of the total received
power only involves the receiving of analog radio signals, but it does not involve further digital processing such as
sampling, Fast Fourier Transform (FFT), and correlation that are used during a typical scanning process. In addition,
the measuring of the total received power can be performed less frequently (e.g., every 1 sec) as compared to a typical
scanning process (e.g., every 10ms) due to high mobility of the mobile station.
[0028] The RSSI and CINR estimation method described above is applicable for difference RF carriers that belong to
the same base station. In accordance with the second novel aspect, a mobile station is able to identify a group of RF
carriers belong to the same base station using proposed carrier identification methods. Figure 4 illustrates two methods
for a mobile station MS41 to identify RF carriers that belong to a serving base station BS42, which supports four RF
carriers #1-#4.
[0029] In a first explicit method, serving BS42 broadcasts system configuration messages or unicasts MAC messages
to explicitly inform MS41 the group of RF carriers belongs to serving BS42 and/or other neighboring BSs. In the example
of Figure 4, via carrier configuration information 44 transmitted from BS42, MS41 identifies a carrier group 43 that
contains four carriers #1-#4, all supported by serving BS42. Examples of the broadcasted or unicasted messages are
AAI_GLOBAL-CONFIG, AAI_NBR-ADV, or AAI_MC-ADV defined in IEEE 802.16m specification.
[0030] In a second implicit method, serving BS42 embeds the base station identification information into the reference
signals transmitted over its RF carriers. The reference signal sequence to be transmitted on each carrier can be associated
with the same physical layer base station identification. MS then identifies the carriers pertained to the same BS by
investigating the reference signals transmitted over the carriers. In one example, BS42 transmits the same reference
signal on its multiple carriers, and MS41 identifies the carriers pertained to the same BS42 by grouping those carriers
#1-#4 carrying identical reference signals. In another example, MS41 obtains the base station ID information from the
reference signal measured from each carrier and groups those carriers with the same base station ID.
[0031] Once an MS is able to identify different carriers that belong to a carrier group, and able to estimate signal quality
information of one carrier based on signal quality information of a reference carrier that belongs to the same carrier
group, the MS is then able to achieve various performance improvements such as scanning/measurement optimization,
optimization in initial cell selection and cell reselection, report reduction, and other carrier group based optimization.
[0032] Figure 5 is a sequence chart that illustrates an example of carrier measurement procedure in accordance with
one novel aspect. In the example of Figure 5, serving base station BS52 supports four carriers #1-#4, and neighboring
base station BS53 supports two carriers #1-#2. Mobile station MS51 establishes data connection with serving BS52
over primary carrier #1. For BS52, carrier #2 is selected as the reference carrier, and for BS53, carrier #1 is selected
as the reference carrier. Serving BS52 may inform MS51 the transmit power differences between reference carrier #2
and other carriers #3-#4 for BS52, and the transmit power difference between reference carrier #1 and carrier #2 for
BS53. In addition, serving BS52 may also inform MS51 the path loss exponent C if necessary. Alternatively, MS51 may
obtain the transmit power differences via inter-carrier measurement. To initiating a normal scanning procedure, MS51
transmits a scanning request to serving BS52, and then receives a scanning response from serving BS52. Alternatively,
MS51 may perform autonomous scanning to prevent service disruption. For reference carrier #2 of serving BS52, MS51
measures the received preamble signal power from BS52 over carrier #2 and obtains its RSSI. Based on the RSSI of
carrier #2, the RSSI of carriers #3 and #4 can be estimated accordingly. Similarly, for reference carrier #1 of neighboring
BS53, MS51 measures the received preamble signal power from BS53 over carrier #1 and obtains its RSSI. Based on
the RSSI of carrier #1, the RSSI of carrier #2 can also be estimated accordingly. In order to estimate the CINR, MS51
measures the total received signal power over each carrier, and then derives its corresponding CINRs respectively.
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Finally, if measurement report is required, then MS51 sends the measured and estimated RSSI and CINR results for
each carrier to serving BS52.
[0033] In some systems, the MS only reports the RSSI and CINR for the selected reference carrier. The serving BS
can simply estimate the RSSI for other carriers by itself because the serving BS knows the transmit power difference
between the reference carrier and the other carriers. With regard to CINR, if the MS reports the total received power
over each carrier, then the serving BS can also estimate the CINR for each carrier by itself.
[0034] Figure 6 is a flow chart of a method of initial cell selection and cell reselection in accordance with one novel
aspect. After powered on, a mobile station starts initial cell selection process (step 61). The MS scans all available fully
configured carriers of neighboring base stations (step 62). After scanning, the MS identifies the physical carrier indexes
of the carriers that belong to the same base station. Those carriers form a carrier group, and one of the carriers in each
carrier group is selected as the reference carrier (e.g., the best carrier). The physical carrier indexes of the reference
carriers are kept by the MS for later use (step 63). The MS also performs initial network entry with its serving BS (step
64) and starts a timer (e.g., T_VALID) (step 65).
[0035] During handover, the MS start cell reselection process (step 71). The MS first verifies whether the timer T_VALID
has expired (step 72). If the timer has not expired, then for each neighboring BS, the MS only scans the reference carrier
with its physical carrier index kept during the initial cell selection (step 73). The MS then performs network reentry to the
best carrier ever scanned for handover (step 74). On the other hand, if the timer has already expired, then the MS scans
all the carriers of each neighboring BS (step 76). The physical carrier index of the reference carrier is kept by the MS
for each neighboring BS (step 76). The MS then performs network reentry to the best carrier ever scanned for handover
(step 77) and resets timer T_VALID (step 78).
[0036] Figure 7 illustrates an example of scanning report reduction in an IEEE 802.16m system using carrier grouping.
In the example of Figure 7, mobile station MS21 is served by its serving base station BS22, which supports four carriers.
MS21 communicates data with BS22 via the primary carrier, and the remaining three secondary carriers 1-3 are inactive.
Because the three secondary carriers belong to the same base station, they form a carrier group 79, and carrier 1 is
selected as the reference carrier. When MS21 is required to report a scanning report 70 (e.g., AAI-SCAN-REP) to serving
BS22, MS21 only needs to report the measurement result (e.g., CINR mean and RSSI mean) of the reference carrier
1 in carrier group 79. By grouping three carriers 1-3 into one carrier group, scanning report reduction can be achieved.
[0037] Figures 8-9 illustrates an example of measurement report reduction in a 3GPP wireless system using cell
grouping. Figure 8 is a diagram of a 3GPP LTE-advanced wireless communication system 80. Wireless system 80
comprises a plurality of eNBs (e.g., 81-83), each providing service for a number of cells (e.g., 91-99). In the example of
Figure 8, the cells with dotted-shade belong to frequency band F1, and the cells with slashed-shade belong to frequency
band F2. F1 cells and F2 cells are co-located and overlaid, providing the same geographic coverage. If F1 and F2 are
intra-band cells, then grouping of cells with similar characteristics is possible. When configuring measurement report,
an eNB groups its cells with similar characteristics into a cell group. The cell group may consist of either active cells or
inactive cells or both. For each cell group, the eNB selects one cell as the "measurement report reference cell". If the
cell group includes a Primary P-cell, then the reference cell should be the P-cell. If the cell group includes both active
and inactive cells, then the reference cell should be an active cell. After cell grouping and reference cell selection, for
an UE being served by multiple cells of the same cell group, the serving cell measurement events is configured for the
reference cell only.
[0038] Figure 9 is a diagram of a detailed example of measurement report reduction using cell grouping. The top half
of Figure 9 illustrates the measurement report configuration before cell grouping, while the bottom half of Figure 9
illustrates the measurement report configuration after cell grouping. In the example of Figure 9, four cells (one primary
P-cell over carrier frequency 1, and three secondary Scells over carrier frequency 2-4) are supported by an eNB. Each
cell (a measurement object) is associated with three events A1-A3. In order to report all possible events, 12 measurement
ID is configured before cell grouping. On the other hand, with cell grouping, the P-cell is selected as the reference cell.
Three and only three measurement IDs are configured for the P-cell, while the events associated with all other S-cells
need not be configured and reported. Instead, those events may be indicated by referring to the same measurement
IDs configured for the P-cell. The measurement report configuration is thus simplified and the amount of reporting
overhead is reduced.
[0039] Although the present invention is described above in connection with certain specific embodiments for instruc-
tional purposes, the present invention is not limited thereto. Accordingly, various modifications, adaptations, and com-
binations of various features of the described embodiments can be practiced without departing from the scope of the
invention as set forth in the claims.

Claims

1. A method, comprising:
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(a) identifying a number of radio frequency, RF, carriers that form an RF carrier group by a mobile station, MS,
wherein the RF carriers within the RF carrier group belong to a base station in a multi-carrier communication
system,
wherein the identifying in (a) involves receiving RF carrier group information by the MS explicitly broadcasted
from a serving base station, grouping the RF carriers belonging to the base station,
or
wherein the identifying in (a) involves receiving a reference signal by the MS over a RF carrier and thereby
obtaining a base station ID information of the base station associated with the received reference signal and
grouping those RF carries with the same base station ID or
wherein the identifying in (a) involves receiving on multiple RF carriers reference signals and grouping those
RF carriers carrying identical reference signals by the MS, wherein the reference signals have been sent by
the base station on different RF carriers;
(b) selecting a reference RF carrier from the RF carrier group;
(c) obtaining signal quality information of the reference RF carrier; and
(d) obtaining signal quality information of a another RF carrier that belongs to the RF carrier group based at
least in part on the obtained signal quality information of the reference carrier.

2. The method of Claim 1, wherein the obtaining in (c) involves scanning a first preamble signal over the reference RF
carrier, and wherein the obtaining in (d) involves estimating a received signal strength indicator, RSSI, of a second
preamble signal over the second RF carrier.

3. The method of Claim 1, wherein the mobile station performs scanning over the reference RF carrier but not over
the second RF carrier during cell reselection if a predefined timer has not expired.

4. The method of Claim 1, wherein the mobile station reports a measurement result of the reference RF carrier, and
wherein the mobile station does not report any measurement result of the second RF carrier to its serving base station.

5. A method, comprising:

(a) transmitting radio frequency,RF, carrier group information from a serving base station to a mobile station,
MS, in a multi-carrier communication system by explicitly broadcasting from the serving base station RF carrier
group information grouping the RF carriers belonging to the base station,
or
embedding a base station identification information into a reference signal transmitted over RF carriers of the
serving base station, allowing to group those carries from the base station having the same base station ID by
the MS ;
or
sending on multiple RF carriers by the base station identical reference signals, allowing the MS to group those
RF carriers carrying identical reference signals;
(b) receiving signal quality information of a reference RF carrier from the MS, wherein the reference RF carrier
belongs to the RF carrier group, wherein the MS has determined the signal quality information based on the
grouping of the RF carriers; and
(c) obtaining estimated signal quality information of a another RF carrier that belongs to the RF carrier group,
wherein the estimation is based at least in part on the signal quality information of the reference RF carrier.

6. The method of Claim 5, wherein the serving base station informs the mobile station which RF carrier from the RF
carrier group is selected as the reference RF carrier.

7. The method of Claim 5, wherein the obtaining in (c) involves receiving the estimated signal quality information of
the other RF carrier from the mobile station.

8. The method of Claim 5, wherein the obtaining in (c) involves estimating the signal quality information of the other
RF carrier by the serving base station.

9. The method of Claim 5, wherein the serving base station receives a measurement report of the reference RF carrier,
and wherein the serving base station does not receive any measurement report of the other RF carrier from the
mobile station.
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Patentansprüche

1. Ein Verfahren, umfassend:

(a) Identifizieren einer Anzahl von HF-Trägern, die eine HF-Trägergruppe für eine Mobilstation, MS, bilden,
wobei die HF-Träger innerhalb der HF-Trägergruppe zu einer Basisstation in einem Mehrträger-Kommunikati-
onssystem gehören,
wobei das Identifizieren in (a) das Empfangen von HF-Trägergruppeninformationen durch die MS, die explizit
von einer dienenden Basisstation ausgestrahlt werden, das Gruppieren der zu der Basisstation gehörenden
HF-Träger umfasst,
oder
wobei das Identifizieren in (a) das Empfangen eines Referenzsignals durch die MS über einen RF-Träger und
dadurch das Erhalten einer Basisstations-ID-Information der Basisstation, die dem empfangenen Referenzsi-
gnal zugeordnet ist, und das Gruppieren dieser RF-Träger mit derselben Basisstations-ID umfasst.
oder
wobei das Identifizieren in (a) das Empfangen von Referenzsignalen auf mehreren RF-Trägern und das Grup-
pieren derjenigen RF-Träger, die identische Referenzsignale von der MS tragen, umfasst, wobei die Referenz-
signale von der Basisstation auf verschiedenen RF-Trägern gesendet wurden;
(b) Auswahl eines Referenz-HF-Trägers aus der HF-Trägergruppe;
(c) Erlangen von Informationen über die Signalqualität des Referenz-HF-Trägers; und
d) Erlangen von Signalqualitätsinformationen eines anderen HF-Trägers, der zur HF-Trägergruppe gehört,
zumindest teilweise auf der Grundlage der erhaltenen Signalqualitätsinformationen des Referenzträgers.

2. Das Verfahren nach Anspruch 1, wobei das Erhalten in (c) das Abtasten eines ersten Präambelsignals über den
Referenz-HF-Träger umfasst, und wobei das Erhalten in (d) das Schätzen eines empfangenen Signalstärke-Indi-
kators (RSSI) eines zweiten Präambelsignals über den zweiten HF-Träger umfasst.

3. Das Verfahren nach Anspruch 1, wobei die Mobilstation den Referenz-HF-Träger, nicht aber den zweiten HF-Träger,
während der Zellneuwahl abtastet, wenn ein vordefinierter Timer nicht abgelaufen ist.

4. Das Verfahren nach Anspruch 1, wobei die Mobilstation ein Messergebnis des Referenz-HF-Trägers meldet, und
wobei die Mobilstation kein Messergebnis des zweiten HF-Trägers an ihre dienende Basisstation meldet.

5. Ein Verfahren umfassend:

(a) Übertragen von Funkfrequenz-, RF, Trägergruppeninformationen von einer dienenden Basisstation zu einer
Mobilstation, MS, in einem Mehrträger-Kommunikationssystem durch
explizites Broadcasten von den bedienenden Basisstation RF-Carrier-Group-Informationen, die die zur Basis-
station gehörenden RF-Carrier gruppieren,
oder
Einbetten einer Basisstations-Identifikationsinformation in ein Referenzsignal, das über HF-Träger der dienen-
den Basisstation übertragen wird, um zu ermöglichen, dass die Träger von der Basisstation, die die gleiche
Basisstations-ID haben, durch die MS gruppiert werden;
oder
Senden auf mehreren HF-Trägern durch die Basisstation identische Referenzsignale, um zu ermögliche, dass
die MS die HF-Träger mit identischen Referenzsignalen gruppiert;
(b) Empfangen von Signalqualitätsinformationen eines Referenz-HF-Trägers von der MS, wobei der Referenz-
HF-Träger zur HF-Trägergruppe gehört, wobei die MS die Signalqualitätsinformationen basierend auf der Grup-
pierung der HF-Träger bestimmt hat; und
(c) Erhalten von geschätzten Signalqualitätsinformationen eines anderen HF-Trägers, der zur HF-Trägergruppe
gehört, wobei die Schätzung zumindest teilweise auf den Signalqualitätsinformationen des Referenz-HF-Trä-
gers basiert.

6. Das Verfahren nach Anspruch 5, wobei die dienende Basisstation der Mobilstation mitteilt, welcher HF-Träger aus
der HF-Trägergruppe als Referenz-RF-Träger ausgewählt ist.

7. Das Verfahren nach Anspruch 5, wobei das Erhalten in (c) das Empfangen der geschätzten Signalqualitätsinfor-
mation des anderen HF-Trägers von der Mobilstation beinhaltet.
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8. Das Verfahren nach Anspruch 5, wobei das Erhalten in (c) das Schätzen der Signalqualitätsinformation des anderen
HF-Trägers durch die dienende Basisstation beinhaltet.

9. Das Verfahren nach Anspruch 5, wobei die dienende Basisstation einen Messbericht des Referenz-HF-Trägers
erhält und wobei die dienende Basisstation keinen Messbericht des anderen HF-Trägers von der Mobilstation erhält.

Revendications

1. Un procédé, comprenant:

(a) l’identification par une station mobile, MS, d’un nombre de porteuses de fréquences radio, RF, formant un
groupe de porteuses RF, dans lequel les porteuses RF au sein du groupe de porteuses RF appartiennent à
une station de base d’un système de communication à plusieurs porteuses,
dans lequel l’identification en (a) comporte la réception par la MS, d’une information relative au groupe de
porteuses RF explicitement diffusée par une station de base de desserte, groupant les porteuses RF appartenant
à la station de base,
ou
dans lequel l’identification en (a) implique la réception par la MS d’un signal de référence sur une porteuse RF
et l’obtention en conséquence d’une information d’identification ID d’une station de base de la station de base
associé au signal de référence reçu et le groupement de ces porteuses RF ayant le même identifiant de station
de base ID
ou
dans lequel l’identification en (a) implique la réception sur des signaux de référence de porteuses RF multiples,
par la MS, et le groupement de ces porteuses RF portant des signaux de référence identiques, dans lequel les
signaux de référence ont été transmis par la station de base sur différentes porteuses RF ;
(b) la sélection d’une porteuse RF de référence à partir du groupe de porteuses RF;
(c) l’obtention d’une information relative à la qualité du signal de la porteuse RF de référence ; et
(d) l’obtention d’une information relative à la qualité du signal d’une autre porteuse RF appartenant au groupe
de porteuses RF sur la base d’au moins partiellement l’information de qualité de signal obtenue de la porteuse
de référence.

2. Le procédé de la revendication 1, dans lequel l’obtention en (c) implique le balayage d’un premier signal de préambule
sur la porteuse RF de référence, et dans lequel l’obtention en (d) implique l’estimation d’un indicateur de force du
signal reçu, RSSI, d’un second signal de préambule sur la seconde porteuse RF.

3. Le procédé de la revendication 1, dans lequel la station mobile effectue un balayage sur la porteuse RF de référence
mais non sur la seconde porteuse RF pendant la nouvelle sélection si une temporisation prédéfinie n’est pas expirée.

4. Le procédé de la revendication 1, dans lequel la station mobile reporte un résultat de mesure de la porteuse RF de
référence, et dans lequel la station mobile ne reporte pas de résultat de mesure de la seconde porteuse RF à sa
station de desserte.

5. Un procédé comprenant:

(a) la transmission à partir d’une station de base de desserte d’informations de groupe de porteuses de fréquence
radio, RF, à une station mobile, MS, au sein d’un système de communication à plusieurs porteuses en diffusant
expressément, par la station de desserte une information de groupe de porteuses RF regroupant les porteuses
RF appartenant à la station de base,
ou
l’introduction d’une information d’identification de la station de base au sein d’un signal de référence transmis
sur des porteuses RF de la station de base de desserte, en permettant le groupement par la station mobile
porteuses de la station de base ayant le même identifiant de station de base ;
ou la transmission sur plusieurs porteuses RF par la station de base de signaux de référence identiques,
permettant à la MS de regrouper les porteuses RF portant des signaux de référence identifiques ;
(b) la réception d’une information de qualité de signal d’une porteuse RF de référence provenant de la station
mobile, dans lequel la porteuse RF de référence appartient à un groupe de porteuses RF, dans lequel la station
mobile a déterminé l’information relative à la qualité de signal sur la base du groupement des porteuses RF; et
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(c) l’obtention d’une information de qualité de signal estimée d’une autre porteuse RF appartenant au groupe
de porteuses RF, dans lequel l’estimation est basée au moins en partie sur l’information de qualité de signal
de la porteuse RF de référence.

6. Le procédé de la revendication 5, dans lequel la station de base de desserte informe la station mobile quelle porteuse
RF du groupe de porteuses RF est sélectionnée en tant que porteuse de référence.

7. Le procédé de la revendication 5, dans lequel l’obtention en (c) implique la réception de l’information de qualité de
signal estimée de l’autre porteuse RF à partir de la station mobile

8. Le procédé de la revendication 5, dans lequel l’obtention en (c) implique l’estimation de l’information de qualité de
signal de l’autre porteuse RF par la station de base de desserte.

9. Le procédé de la revendication 5, dans lequel la station de base de desserte reçoit un rapport de mesure de la
porteuse RF de référence, et dans lequel la station de base de desserte ne reçoit aucun rapport de mesure de la
seconde porteuse RF de la station mobile.
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