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(54)  A  method  of  adjusting  the  position  of  a  rolled-up  end  in  croissant  dough-piece  bending  apparatus. 

(57)  The  present  invention  relates  to  a  method  of 
positioning  a  rolled-up  end  (S)  of  a  fusiform 
croissant  dough  piece  (1)  at  a  predetermined  . 
location  of  the  dough  piece  when  it  is  being  p  f 
conveyed  by  a  conveyor  (3).  The  rolled-up  end  / c ^ / X  
(S)  is  sensed  by  a  sensor  (64)  while  the  dough  f  f j J   I 
piece  (1)  is  rotated  on  the  conveyor  (3)  by  =^   l /y*s  J  
means  of  an  engaging  device  (6).  Since  the  end  \_   Y A y > /  
is  positioned  at  a  predetermined  location  of  the  f j P \ ^   "*X_  ro 
dough  piece,  for  example  at  the  underside  of  it,  P  \  ~~ 
croissants  of  a  uniform  shape  can  be  produced.  2  \  
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The  present  invention  provides  a  method  and  ap- 
paratus  for  adjusting  or  determining  the  position  of  a 
rolled-up  end  of  a  croissant  dough  piece,  so  that  the 
dough  piece  is  conveyed  with  the  rolled-up  end  al- 
ways  at  a  certain  position. 

So  far  as  the  inventors  of  the  present  invention 
are  aware,  no  such  apparatus  or  method  has  previ- 
ously  been  proposed. 

Previously,  a  croissant  dough  piece  has  been 
produced  by  randomly  rolling  up  the  dough  sheet  to 
obtain  a  fusiform  dough  body.  In  that  croissant  pro- 
ducing  method,  the  position  of  the  rolled-up  end  of  the 
croissant  dough  piece  is  not  determined.  Thus  the  re- 
sultant  croissants  take  on  irregularappearances.  This 
is  a  problem  that  must  be  resolved  when  they  are 
mass-produced,  to  produce  products  of  a  uniform 
shape. 

It  is  the  object  of  the  present  invention  to  provide 
a  method  for  positioning,  at  a  predetermined  position, 
the  outer  rolled-up  end  of  a  croissant  dough  piece 
based  on  novel  means  that  have  not  been  developed 
in  the  conventional  art,  to  thereby  obtain  products  of 
a  uniform  shape. 

According  to  the  present  invention,  a  method  of 
adjusting  the  position  of  the  outer  rolled-up  end  of  a 
croissant  dough  piece  comprises  the  steps  of  convey- 
ing  a  rolled-up  croissant  dough  piece  by  a  conveyor, 
causing  an  engaging  device  or  member  provided  on 
the  conveyor  to  contact  and  roll  the  croissant  dough 
piece,  sensing  the  rolled-up  end  of  the  croissant 
dough  piece  by  a  sensor  while  it  is  being  rolled,  and 
disengaging  the  engaging  memberfrom  the  croissant 
dough  piece  based  on  the  signal  from  the  sensor. 

Reference  will  now  be  made  to  the  accompanying 
drawings,  in  which:- 

Fig.  1  is  an  overall  plan  view  of  a  croissant  dough- 
piece  bending  machine  in  which  the  method  em- 
bodying  the  present  invention  is  used; 
Fig.  2  is  an  overall  side  view  of  the  machine  of  Fig. 
1; 
Fig.  3  is  a  front  sectional  view  of  the  center  align- 
ing  apparatus; 
Fig.  4  is  a  partial  side  view  of  the  apparatus  of  Fig. 
3; 
Fig.  5  is  a  side  view  of  the  rolled-up  end  sensing 
portion  of  the  apparatus;  and 
Fig.  6  is  another  embodiment  of  the  portion  of  Fig. 
5. 
An  embodiment  of  the  present  invention  will  now 

be  described  in  connection  with  a  croissant-dough 
bending  machine.  The  machine  comprises  an  up- 
stream  conveyor  2  to  convey  rolled-up  croissant 
dough  pieces  1  ,  and  a  downstream  conveyor  3  locat- 
ed  downstream  of  and  below  the  upstream  conveyor 
2. 

A  pair  of  concave  rollers  4,  4'  are  located  adjacent 
the  upstream  conveyor  2,  and  between  the  upstream 
conveyor  2  and  the  downstream  conveyor  3.  The  con- 

cave  rollers  4,  4'  are  positioned  side  by  side  with  their 
axes  positioned  horizontally,  and  laterally  to  the  direc- 
tion  of  movement  of  the  conveyor. 

A  pair  of  opposed  planar  shutters  5  is  provided 
5  below  and  adjacent  the  concave  rollers  4,  4'.  The  con- 

cave  rollers  4,  4'  and  the  shutters  5  form  a  center- 
aligning  apparatus  for  aligning  the  central  thick  por- 
tion  of  the  fusiform  dough  piece  with  the  center  line 
C  of  the  downstream  conveyor  3. 

10  On  the  downstream  conveyor  3,  a  pair  of  inclined 
rollers  6  is  provided  as,  or  part  of,  an  engaging  means, 
device  or  member  for  the  croissant  dough  piece  1. 
The  upstream  ends  of  the  inclined  rollers  are  posi- 
tioned  near  the  sides  of  the  conveyor,  and  the  down- 

is  stream  ends  of  the  rollers  approach  each  other,  so 
that  the  rollers  converge  in  the  downstream  direction. 
The  inclined  rollers  and  the  conveying  surface  of  the 
downstream  conveyor  are  mutually  parallel. 

Also,  the  inclined  rollers  6  freely  rotate  about  the 
20  shaft  of  each  of  a  pair  of  arms  61  extending  from  a 

member  spaced  apart  from  the  conveyor  3  and  rotat- 
ably  connected  to  an  actuator  62.  The  arms  61  swing 
upward  as  the  actuator  62  is  energized. 

One  or  more  photoelectric  sensors  or  tubes  63 
25  are  located  upstream  of  the  inclined  rollers  6.  The 

photoelectric  tubes  63  sense  the  croissant  dough 
piece  1  that  is  supplied  to  the  inclined  rollers  6. 

A  laser  sensor  64  is  located  above  the  center  line 
C  of  the  inclined  rollers  6.  This  laser  sensor  64  senses 

30  the  rolled-up  end  S  (see  Fig.  6)  of  the  croissant  dough 
piece  when  it  reaches  the  inclined  rollers  and  is  rotat- 
ed  thereby. 

When  the  laser  sensor  64  senses  the  rolled-up 
end  S,  the  inclined  rollers  6  are  swung  upward  by  the 

35  actuator  62,  which  receives  a  signal  from  a  control 
unit  or  panel  22. 

The  swinging  movement  of  the  inclined  rollers  6 
is  effected  when  a  predetermined  length  of  time  laps- 
es  after  the  rolled-up  end  S  is  sensed  by  the  laser 

40  sensor  64. 
Dough-piece  holding  belts  7  are  provided  adja- 

cent  and  downstream  ends  of  the  inclined  rollers  6. 
The  dough-piece  holding  belts  7  consist  of  two  thin 
endless  belts,  which  are  trained  in  parallel  relation- 

45  ship.  The  lower  flights  of  the  endless  belts  have  a  lin- 
ear  portion  72  that  is  in  parallel  with  the  conveying 
surface  of  the  downstream  conveyor  3.  The  upstream 
end  75  of  the  linear  portion  72  is  positioned  adjacent 
the  inclined  rollers  6. 

so  The  dough  piece  holding  belts  7  are  moved  by  a 
driving  device  (not  shown),  so  that  the  belts  are 
moved  at  the  same  speed  as  the  conveying  speed  of 
the  downstream  conveyor  3.  At  a  downstream  posi- 
tion  of  the  holding  belts  7  are  provided  a  dough-piece 

55  bending  member  8  and  a  pair  of  bending  belts  9  to 
bend  the  croissant  dough  piece  1  at  its  center. 

A  pair  of  dough-piece  gripping  belts  10  is  provid- 
ed  downstream  of  the  bending  belts  9.  The  dough 

3 



3 EP  0  647  405  A1 4 

piece,  of  which  the  rolled-up  end  is  positioned  at  the 
bottom  thereof,  is  thus  discharged  from  the  down- 
stream  conveyor  3  past  a  pair  of  gripping  rollers  1  1  . 

The  function  of  the  apparatus  will  now  be  ex- 
plained.  A  croissant  dough  piece  1  that  was  rolled  up  5 
by  a  conventional  rolling-up  device  is  conveyed  along 
the  upstream  conveyor  2.  The  croissant  dough  piece 
1  is  then  delivered  from  the  upstream  conveyor  to  the 
downstream  conveyor  past  the  center-aligning  appa- 
ratus,  i.e.  the  concave  rollers  4,  4'.  10 

The  croissant  dough  piece  1  deposited  on  the 
downstream  conveyor  3  is  then  engaged  by  the  en- 
gaging  member,  i.e.,  inclined  rollers  6,  which  freely  ro- 
tate  to  roll  the  croissant  dough  piece  1  .  If  the  position 
of  the  dough  piece  is  misaligned  with  the  center  line  15 
C,  its  position  can  be  corrected  by  these  rollers  6. 

When  the  croissant  dough  piece  1  reaches  the  in- 
clined  rollers  6,  and  a  signal  from  photoelectric  tubes 
63  indicative  of  the  arrival  of  the  subsequent  dough 
piece  is  transmitted  to  the  control  panel  22,  the  laser  20 
sensor  64  begins  to  sense  the  rolled-up  end  S  of  the 
dough  piece. 

This  sensing  operation  is  carried  out  while  the 
croissant  dough  piece  1  is  rotated.  The  rolled-up  end 
S  is  sensed  as  a  difference  in  the  thickness  between  25 
the  outer  surface  of  the  rolled-up  end  S  and  the  layer 
below  it,  and  this  signal  is  supplied  to  the  control  pan- 
el  22. 

The  control  panel,  after  a  predetermined  lapse  of 
time  following  the  sensing  of  the  end  S  by  the  laser  30 
sensor  64,  gives  a  signal  to  the  actuator  62  so  that  the 
inclined  rollers  6  are  disengaged  from  the  dough 
piece  1  ,  namely,  the  rollers  are  swung  upwardly,  be- 
fore  the  dough  piece  is  conveyed  downstream  under 
the  rollers.  The  rolled-up  end  is  sensed  several  times  35 
while  the  dough  piece  is  rotated  in  contact  with  the  in- 
clined  rollers  6.  However,  to  enhance  the  center- 
aligning  effect  of  the  dough  piece  by  the  rollers  6,  the 
signal  for  the  rolled-up  end  S  is  not  transmitted  to  the 
actuator  62  before  the  subsequent  dough  piece  1  is  40 
sensed  by  the  photoelectric  tubes  63. 

When  the  inclined  rollers  6  are  swung  upward, 
the  croissant  dough  piece  1  is  conveyed  downstream, 
and  the  rotating  dough  piece  is  soon  caught  by  the  up- 
stream  end  75  of  the  holding  belts  7,  so  that  the  hold-  45 
ing  belts  7  stop  the  dough  piece's  rotation  to  thereby 
convey  it  downstream. 

Fig.  6  shows  another  embodiment  of  the  engag- 
ing  member.  In  this  embodiment,  as  opposed  to  the 
pair  of  freely-rotatable  rollers  6,  a  curved  dough-  50 
engaging  plate  14  is  used.  It  is  connected  to  the  arm 
61  as  in  the  previous  embodiment,  so  that  it  can  be 
swung  upward.  The  engaging  plate  14  is  configured, 
when  it  is  lowered  to  engage  a  dough  piece,  so  as  to 
hug  or  snugly  cooperate  with  the  dough  piece.  55 

Although  this  form  of  engaging  plate  is  not  fully 
effective  in  aligning  the  center  of  the  croissant  dough 
piece,  the  plate  substantially  attains  the  required  ef- 

fect  and  function  if  the  alignment  has  been  fully  car- 
ried  out  in  the  preceding  stations. 

The  reason  that  the  control  unit  or  panel  22  en- 
ergizes  the  actuator  62  after  a  predetermined  lapse 
of  time  (0.2sec  in  this  embodiment)  from  the  time  the 
panel  22  receives  from  the  laser  sensor  64  the  signal 
for  the  rolled-up  end  S  of  the  dough  piece,  is  that, 
even  after  the  rolled-up  end  S  is  sensed,  the  dough 
piece  still  rotates  along  the  distance  (Fig.  5),  before  it 
is  caught  by  the  upstream  end  75  of  the  holding  belts 
7.  The  rolled-up  end  S,  when  it  is  engaged  by  the  up- 
stream  end  75,  must  be  located  at  the  underside  of 
the  dough  piece.  The  predetermined  lapse  of  time  of 
0.2sec  is  determined  based  on  the  amount  of  the 
dough  piece's  rotation. 

By  stopping  the  dough  piece's  rotation,  the  dough 
piece  separated  from  the  inclined  rollers  6  can  no  lon- 
ger  be  rotated  and  thus  cannot  swerve  or  deviate 
from  the  center  line  C.  The  dough  piece  is  conveyed 
downstream  along  the  center  line  C  by  the  holding 
belts  72,  which  move  at  the  same  speed  as  that  of  the 
downstream  conveyor.  Thus  the  dough  piece  is  con- 
veyed  downstream  without  changing  its  orientation, 
because  the  dough  piece  is  held  between  the  belts  7 
and  the  conveyor  3. 

The  dough  piece  thus  conveyed  reaches  the 
bending  belts  9  past  the  bending  member  8,  and 
thereafter  it  is  further  carried  downstream  by  a  pair 
of  gripping  belts  10  to  be  discharged  from  the  down- 
stream  conveyor. 

Although,  as  previously  explained,  in  this  em- 
bodiment  the  position  of  the  rolled-up  end  of  the 
dough  piece  is  always  located  at  the  bottom  thereof, 
it  is  of  course  possible  to  change  the  position,  when 
desired,  by  changing  the  sensing  mode  of  the  laser 
sensor  64,  or  by  changing  the  distance  between  the 
dough  piece  positioned  below  the  laser  sensor  64  and 
the  upstream  end  75  of  the  holding  belts  7. 

As  explained  above,  according  to  the  present  in- 
vention,  the  center  of  the  rolled-up  croissant  dough 
piece  is  aligned  by  a  pair  of  inclined  rollers,  and  the 
rolled-up  end  of  the  dough  piece  is  sensed  so  that  the 
end  is  always  uniformly  positioned  relative  to  the 
body  of  the  dough  piece.  Thus  the  rolled-up  end  of  the 
bent  product  always  occupies  the  same  position  to 
provide  products  of  the  same  shape.  Therefore,  it  has 
become  possible  to  obtain  products  of  higher  quality 
with  higher  productivity. 

Claims 

1.  A  method  of  adjusting  the  position  of  a  rolled-up 
end  of  a  croissant-dough  piece  in  a  croissant 
dough-piece  bending  apparatus,  comprising  the 
steps  of  conveying  a  rolled-up  croissant  dough 
piece  (1)  by  a  conveyor  (3),  causing  an  engaging 
device  (6,  14)  provided  on  the  conveyor  (3)  to 

4 
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contact  and  roll  the  dough  piece,  sensing  the  rol- 
led-up  end  (S)  of  the  dough  piece  (1)  by  a  sensor 
(64)  while  the  dough  piece  is  being  rolled,  the 
sensor  (64)  being  adapted  to  provide  signals,  and 
disengaging  the  engaging  device  (6,  14)  from  the 
dough  piece  based  on  a  signal  from  the  sensor 
(64). 

2.  A  method  according  to  claim  1,  wherein  the  en- 
gaging  device  includes  a  pair  of  rollers  (6)  that 
converge  towards  each  other  in  the  downstream 
direction  of  the  conveyor  (3). 

3.  A  method  according  to  claim  1,  wherein  the  en- 
gaging  device  includes  an  engaging  plate  (14) 
that  is  configured,  when  it  is  positioned  to  engage 
a  dough  piece  (1),  so  as  to  hug  or  closely  coop- 
erate  with  the  dough  piece. 

4.  A  method  according  to  claim  1  ,  2  or  3,  which  in- 
cludes  raising  the  engaging  device  (6,  14)  out  of 
contact  with  the  dough  piece  in  response  to  de- 
tection  by  the  sensor  (64)  of  the  rolled-up  end  (S), 
to  release  the  dough  piece  for  movement  along 
the  conveyor  (3). 

5.  A  method  according  to  any  preceding  claim, 
which  includes  disengaging  the  engaging  device 
(6,  14)  from  the  dough  piece  (1)  in  response  to 
detection  by  the  sensor  (64)  of  the  rolled-up  end 
(S),  after  sensing  by  a  further  sensor  (63)  of  a 
subsequent  dough  piece  approaching  the  engag- 
ing  device. 

6.  Apparatus  for  adjusting  the  position  of  a  rolled-up 
end  of  a  croissant-dough  piece  in  a  croissant 
dough-piece  bending  apparatus,  comprising  a 
conveyor  (3)  for  conveying  a  rolled-up  croissant 
dough  piece  (1),  an  engaging  device  (6,  14)  pro- 
vided  on  the  conveyor  (3)  and  operable  to  releas- 
bly  contact  and  roll  the  dough  piece,  a  sensor  (64) 
for  sensing  the  rolled-up  end  (S)  of  the  dough 
piece  (1)  while  the  dough  piece  is  being  rolled, 
and  for  providing  a  corresponding  signal  which  is 
operable  to  disengage  the  engaging  device  (6, 
14)  from  the  dough  piece. 

7.  Apparatus  according  to  claim  6,  wherein  the  en- 
gaging  device  includes  a  pair  of  rollers  (6)  that 
converge  towards  each  other  in  the  downstream 
direction  of  the  conveyor  (3). 

8.  Apparatus  according  to  claim  6,  wherein  the  en- 
gaging  device  includes  an  engaging  plate  (14) 
that  is  configured,  when  it  is  positioned  to  engage 
a  dough  piece  (1),  so  as  to  hug  or  closely  coop- 
erate  with  the  dough  piece. 

9.  Apparatus  according  to  claim  6,  7  or  8,  including 
means  to  raise  the  engaging  device  (6,  14)  out  of 
contact  with  the  dough  piece  in  response  to  de- 
tection  by  the  sensor  (64)  of  the  rolled-up  end  (S), 

5  to  release  the  dough  piece  for  movement  along 
the  conveyor  (3). 

10.  Apparatus  according  to  any  of  claims  6  to  9, 
wherein  the  engaging  device  (6,  14)  is  arranged 

10  to  be  disengaged  from  the  dough  piece  (1)  in  re- 
sponse  to  detection  by  the  sensor  (64)  of  the  rol- 
led-up  end  (S),  after  sensing  by  a  further  sensor 
(63)  of  a  subsequent  dough  piece  approaching 
the  engaging  device. 
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