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Method  for  forming  synthetic  resins  and  apparatus  therefor. 

(57)  An  improved  injection  molding  apparatus 
having  a  fixed  mold  (7)  having  a  molten  resin 
passage  (18)  and  a  movable  second  mold  (8) 
having  a  molten  resin  passage  (16b)  is  presen- 
ted  in  which  residual  hardened  resin  left  in 
molten  resin  passages  of  the  injection  ap- 
paratus  is  removed  automatically  after  every 
injection  operation.  The  invented  device  is  pro- 
vided  with  a  reciprocating  member  (34)  which  is 
coupled  in  molten  resin  passages  (16b,  18),  and 
during  the  injection  step,  the  molten  resin  pas- 
sage  (16b)  is  extended  to  the  molten  resin 
passage  (18)  by  moving  the  reciprocating  mem- 
ber  (34)  into  the  second  mold  (8)  to  communi- 
cate  a  mold  cavity  (17)  with  a  resin  injection 
device  (14).  After  the  completion  of  the  injection 
step,  the  reciprocating  member  (34)  is  moved  to 
the  back  position  to  remove  any  resin  left  in  the 
molten  resin  passage  towards  the  first  mold. 
The  mold  is  then  opened  to  separate  the  fixed 
mold  (7)  from  the  movable  mold  (8),  leaving  the 
reciprocating  member  (34)  in  the  first  mold  so 
as  to  close  off  the  opening  of  the  molten  resin 
passage  (18).  When  the  molds  (7,8)  are  sepa- 
rated,  this  arrangement  is  effective  in  prevent- 
ing  exposing  the  passage  (18)  to  ambient 
atmosphere,  leading  to  leaking  of  molten  resin 
from  the  passage  (18)  as  well  as  preventing 
inclusion  of  air  in  molded  products  to  cause  a 
phenomenon  called  burning. 
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Background  of  the  Invention 

Field  of  the  Invention 

The  present  invention  relates  to  an  improved 
method  and  apparatus  for  making  a  molded  product 
in  which  a  molten  resin  is  transported  by  a  resin  injec- 
tion  device  into  a  mold  cavity,  comprised  by  a  first 
mold  having  a  molten  resin  passage  and  a  second 
mold  having  the  product  cavity. 

Background  of  the  Invention 

A  synthetic  resin  forming  apparatus  in  general 
use  to  produce  resin  products  operates  by  molten  res- 
in  by  means  of  a  resin  injection  device  into  a  mold  cav- 
ity,  comprising  a  first  mold  and  a  second  mold, 
through  a  molten  resin  passage  disposed  on  the  first 
mold.  In  such  a  resin  forming  apparatus,  there  is  a 
need  to  reduce  the  formation  of  unwanted  debris 
formed  by  the  hardened  residual  molten  resin  left  in 
the  molten  resin  passage.  For  solving  such  a  problem, 
the  present  inventors  had  created  a  mold  design  in 
which  the  molten  resin  passage  is  extended  to  the 
second  mold,  and,  at  the  same  time,  a  moving  device 
is  provided  as  a  unit  with  the  second  mold  such  that 
a  rod-shaped  member  operates  in  the  molten  resin 
passages  to  move  back  and  forth  in  the  molten  resin 
passages. 

The  design  of  this  type  of  resin  molding  appara- 
tus  is  such  that,  in  the  retracted  condition  of  the  rod 
member  of  the  moving  device,  the  rod  member  is  dis- 
posed  in  the  molten  resin  passage  of  the  second 
mold,  and  the  molding  cavity  is  communicated  with 
the  resin  injection  device.  In  the  forward  condition  of 
the  rod  member,  the  rod  member  is  disposed  such 
that  it  projects  into  the  molten  resin  passage  of  the 
first  mold.  Accordingly,  when  performing  an  injection 
operation,  the  rod  member  is  retracted  so  that  the  res- 
in  can  be  injected  into  the  mold  cavity  by  the  resin  in- 
jection  device,  and  after  the  injection  operation  has 
been  completed,  the  rod  member  is  thrust  forth  to  re- 
turn  any  residual  resin  left  in  the  molten  resin  pas- 
sage  towards  the  resin  injection  device. 

However,  in  a  resin  forming  apparatus  of  this  de- 
sign,  because  the  rod  member  is  disposed  integrally 
with  the  transfer  device  on  the  second  mold  side, 
when  the  first  mold  is  separated  from  the  second 
mold,  after  the  completion  of  the  injection  operation, 
the  rod  member  is  disengaged  from  the  first  mold. 
This  will  expose  the  molten  resin  passage  to  ambient 
air,  and  molten  resin  flows  out  of  the  open  exposure. 

Further  in  the  above  apparatus,  because  the  mol- 
ten  resin  passage  of  the  first  mold  becomes  open  as 
a  result  of  the  first  mold  being  separated  from  the  sec- 
ond  mold,  there  is  a  chance  of  accumulating  unwant- 
ed  air  in  the  molten  resin  passage.  If  the  next  molding 
operation  is  performed  in  this  condition,  the  air  is 

sometimes  pumped  into  the  mold  cavity  before  the 
resin  is  charged,  and  if  this  happens,  the  air  becomes 
compressed  in  the  mold  cavity  by  the  molten  resin 
thus  generating  high  temperature  in  the  molded  prod- 

5  uct.  The  causes  a  phenomenon  called  burning  in  the 
product. 

Summary  of  the  Invention 

w  In  an  injection  process,  it  is  necessary  to  sepa- 
rate  a  fixed  first  mold  from  a  movable  second  mold  for 
removing  a  molded  resin  product  from  a  resin  cavity 
comprised  of  the  first  mold  and  the  second  mold.  In 
so  doing,  a  molten  resin  passage  disposed  in  the  first 

15  mold  becomes  exposed  to  the  environment,  and  leak- 
ing  of  the  molten  resin  as  well  as  accumulation  of  un- 
wanted  air  can  occur.  An  objective  of  the  present  in- 
vention  is  to  present  a  method  for  preventing  leaking 
of  the  molten  resin  as  well  as  the  generation  of  burn- 

20  ing  in  the  molded  product  caused  by  the  accumulated 
air  being  injected  into  the  mold  cavity  along  with  the 
molten  resin.  Asecond  objective  of  the  present  inven- 
tion  is  to  present  a  device  for  the  injection  apparatus 
which  achieves  the  first  objective. 

25  Accordingly,  a  method  is  presented  for  forming 
synthetic  resin  products  by  using  a  synthetic  resin 
product  forming  apparatus  comprising  a  first  mold;  a 
separable  second  mold;  an  injection  device  commu- 
nicating  with  said  first  mold;  comprising  the  steps  of: 

30  injecting  molten  resin  in  a  mold  cavity,  comprising 
said  first  mold  and  said  second  mold,  through  a  mol- 
ten  resin  passage  to  form  a  molded  resin  product;  and 
removing  said  molded  resin  product  from  said  mold 
cavity; 

35  wherein  said  molten  resin  passage  extends 
from  said  first  mold  to  said  second  mold; 

an  independent  reciprocating  member  is  dis- 
posed  wholly  or  partially  in  said  first  mold  during  an 
injection  stage,  and  moves  through  said  molten  resin 

40  passage  to  said  second  mold  by  the  force  of  said  mol- 
ten  resin  being  injected  into  said  mold  cavity;  and 

after  the  completion  of  said  injection  stage, 
said  reciprocating  member  is  moved  wholly  or  partial- 
ly  to  said  first  mold  and  said  first  mold  is  separated 

45  from  said  second  mold,  thereby  returning  resin  re- 
maining  in  said  molten  resin  passage  to  said  injection 
device,  and  preventing  molten  resin  from  leaking 
from  said  first  mold  by  disposing  said  reciprocating 
member  wholly  or  partially  in  said  first  mold. 

50  The  second  objective  is  achieved  in  a  synthetic 
resin  product  forming  apparatus  for  making  molded 
resin  products  by  delivering  molten  resin  to  a  separ- 
able  mold  cavity  comprised  of  a  first  mold  and  a  sep- 
arable  second  mold,  by  means  of  an  injection  device 

55  communicating  with  said  first  mold  through  a  molten 
resin  passage  provided  in  said  first  mold,  character- 
ized  by  having  a  moving  device  having: 

means  for  extending  said  molten  resin  pas- 
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sage  to  said  second  mold; 
means  for  coupling  an  independent  reciprocat- 

ing  member  inside  said  molten  resin  passage,  where- 
in  said  reciprocating  member  moves  between  an  in- 
jection  position  functioning  to  communicate  said  mold  5 
cavity  with  said  molten  resin  passage,  located  in  said 
second  mold,  and  a  back  position  wholly  or  partially 
located  on  said  first  mold; 

means  for  moving  said  reciprocating  member 
to  said  back  position;  w 

wherein  said  reciprocating  member  is  dis- 
posed  wholly  or  partially  in  said  first  mold  when  said 
first  mold  is  separated  from  said  second  mold  so  as 
to  remove  a  molded  resin  product  from  said  mold  cav- 
ity.  15 

According  to  the  present  invention,  in  the  injec- 
tion  stage  of  the  resin  injection  process,  the  recipro- 
cating  member  freely  movably  disposed  in  the  molten 
resin  passage  is  pushed  by  the  force  of  the  molten 
resin  being  injected  into  the  mold  cavity,  and  moves  20 
to  the  second  mold.  The  result  is  the  communication 
between  the  mold  cavity  and  the  resin  injection  de- 
vice,  thus  fulling  the  mold  cavity  with  the  molten  resin. 
After  the  completion  of  the  injection  stage,  the  reci- 
procating  member  is  moved  back  to  the  first  mold  and  25 
in  so  doing,  the  residual  resin  in  the  molten  resin  pas- 
sage  is  returned  to  the  injection  device.  When  the  first 
and  second  molds  are  separated,  because  the  reci- 
procating  member  is  independently  disposed  in  the 
molten  resin  passage,  the  reciprocating  member  can  30 
be  left  in  the  first  mold  so  as  to  seal  the  molten  resin 
passage  in  the  first  mold. 

This  action  of  the  reciprocating  member  is  effec- 
tive  in  preventing  the  molten  resin  from  leaking  out  of 
the  molten  resin  passage  in  the  first  mold  as  well  as  35 
preventing  accumulation  of  unwanted  air  in  the  mol- 
ten  resin  passage,  and  a  generation  of  heat  caused 
by  the  compression  of  the  accumulated  air  during  the 
subsequent  injection  operation. 

40 
Brief  Explanation  of  the  Drawings 

Figure  1  is  a  front  view  of  a  first  embodiment  of 
a  closed  mold  of  an  injection  molding  apparatus  of  the 
present  invention.  45 

Figure  2  is  a  cross  sectional  view  of  the  main  sec- 
tion  of  the  apparatus  shown  in  Figure  1,  and  corre- 
sponds  to  an  initial  state  before  beginning  the  injec- 
tion  step. 

Figure  3  is  a  cross  sectional  view  of  the  main  sec-  50 
tion  of  the  apparatus  shown  in  Figure  1,  and  corre- 
sponds  to  a  state  of  performing  the  injection  step. 

Figure  4  is  a  cross  sectional  view  of  the  main  sec- 
tion  of  the  apparatus  shown  in  Figure  1,  and  corre- 
sponds  to  a  state  of  the  movable  member  being  push-  55 
ed  in. 

Figure  5  is  a  cross  sectional  view  of  the  main  sec- 
tion  of  the  apparatus  shown  in  Figure  1,  and  corre- 

sponds  to  a  state  after  the  transfer  device  has  moved 
to  the  initial  position  after  pushing  in  the  movable 
member. 

Figure  6  is  a  cross  sectional  view  of  the  main  sec- 
tion  of  the  apparatus  shown  in  Figure  1,  and  corre- 
sponds  to  a  state  of  the  mold  being  opened. 

Figure  7  shows  the  main  elements  in  the  fluid 
pressure  circuit  of  the  control  device  for  the  injection 
molding  apparatus  of  the  first  embodiment. 

Figure  8  is  a  block  diagram  of  the  control  device 
for  Figure  7. 

Figure  9  shows  a  general  timing  chart  for  each  of 
the  actuators  during  the  injection  molding  process. 

Figure  1  0  is  a  front  view  of  the  main  elements  of 
a  closed  mold  of  a  second  embodiment  of  an  injection 
molding  apparatus  of  the  present  invention,  and  cor- 
responds  to  an  initial  state  before  the  injection  step. 

Figure  11  is  a  cross  sectional  view  of  the  main  ele- 
ments,  and  corresponds  to  a  state  of  performing  the 
injection  step. 

Figure  12  is  a  cross  sectional  view  of  the  main 
elements,  and  corresponds  to  a  state  of  the  movable 
member  being  pushed  in. 

Figure  13  is  a  cross  sectional  view  of  the  main 
elements,  and  corresponds  to  a  state  of  open  mold  af- 
ter  the  transport  device  has  moved  to  the  initial  pos- 
ition  after  pushing  in  the  movable  member. 

Figure  14  shows  the  main  elements  of  the  fluid 
pressure  circuit  of  the  control  device  for  a  third  em- 
bodiment  of  the  injection  apparatus. 

Figure  15  shows  a  timing  chart  for  an  injection 
solenoid  and  a  forward  solenoid  in  the  electromag- 
netic  valves  operating  during  the  injection  step  in  the 
third  embodiment. 

Figure  1  6  shows  a  timing  chart  for  each  actuator 
during  the  push  in  step  in  a  fourth  embodiment. 

Figure  17  shows  a  first  variation  in  the  timing 
chart  in  the  fourth  embodiment. 

Figure  18  shows  a  second  variation  in  the  timing 
chart  in  the  fourth  embodiment. 

Figure  19  shows  an  example  of  an  arrangement 
of  the  hopper  and  the  waste  materials. 

Figure  20  is  a  schematic  illustration  of  an  exam- 
ple  of  recycling  of  waste  materials  based  on  the  em- 
bodiments  of  the  present  invention. 

Preferred  Embodiments  of  the  Invention 

A  first  embodiment  will  be  explained  with  refer- 
ence  to  Figures  1  to  9. 

Figure  1  shows  a  first  embodiment  of  a  horizontal 
injection  apparatus  of  an  in-line  screw  type.  The  in- 
jection  apparatus  has  a  machine  base  1,  an  injection 
device  2,  a  molding  device  3  and  a  mold  pressing  de- 
vice  4  which  are  disposed  on  the  machine  base  1  .  The 
injection  device  2  is  made  up  primarily  of  an  injection 
cylinder  5  and  a  heating  cylinder  6.  The  molding  de- 
vice  3  comprises  a  fixed  mold  (a  first  mold)  7  attached 
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to  a  fixed  block  9  which  is  fixed  on  the  machine  base 
1  ,  and  a  movable  mold  (a  second  mold)  8  attached  to 
a  movable  block  1  0  which  is  movably  fixed  on  the  ma- 
chine  base  1  .  The  fixed  block  7  and  the  movable  block 
8  are  disposed  so  as  to  oppose  each  other.  The  mold  5 
pressing  device  4  has  a  hydraulic  cylinder  11  for 
pressing  on  the  mold,  and  a  toggle  device  12,  and 
performs  closing  of  the  mold  by  moving  the  movable 
block  1  0  towards  the  fixed  block  9,  or  performs  open- 
ing  of  the  mold  by  moving  the  movable  block  10  away  w 
from  the  fixed  block  9. 

The  hydraulic  cylinder  11  and  the  toggle  device 
1  2  are  provided  on  an  end  plate  1  3  which  is  firmly  con- 
nected  to  the  fixed  block  9  through  a  plurality  of  tie- 
rods  (not  shown).  The  movable  block  1  0  moves  along  15 
the  tie-rods. 

As  shown  in  Figures  2  to  6,  the  fixed  block  9  is 
provided  with  a  nozzle  section  20,  disposed  at  the  tip 
of  the  heating  cylinder  6  extending  in  the  direction  of 
motion  of  the  movable  mold  8.  The  nozzle  section  20  20 
is  maintained  at  a  temperature  to  keep  the  resin  in  a 
molten  state. 

A  screw  14,  which  acts  as  the  device  for  injecting 
the  resin,  is  disposed  at  a  location  slightly  inside  of 
the  opening  edge  of  the  nozzle  section  20.  The  screw  25 
14  is  rotated  by  a  hydraulic  motor  35  shown  in  Figure 
7,  and  is  moved  back  and  forth  along  the  direction  of 
motion  of  the  movable  mold  8  by  means  of  the  injec- 
tion  cylinder  5  so  as  to  inject  the  molten  resin.  The 
nozzle  section  20  can  also  be  moved  back  and  forth  30 
in  the  direction  of  motion  of  the  movable  mold  8  by 
means  of  a  feed  cylinder  31  . 

The  fixed  mold  7  has  a  mating  surface  7a  dis- 
posed  at  right  angles  to  the  direction  of  motion  of  the 
movable  mold  8  to  mate  with  the  movable  mold  8.  The  35 
fixed  mold  7  has  a  hole  section  16a,  at  right  angles  to 
the  mating  surface  7a,  which  has  the  same  diameter 
as  and  is  coaxial  with  the  inner  surface  section  20a 
of  the  nozzle  section  20.  The  inner  surface  section 
20a  of  the  nozzle  section  20  and  the  hole  section  16a  40 
constitute  the  molten  resin  passage  18  in  the  fixed 
mold  7. 

The  movable  mold  8  has  a  mating  surface  8a 
which  contacts  the  mating  surface  7a  of  the  fixed 
mold  7,  and  the  mating  surface  8a  is  provided  with  a  45 
depression  section  19  directed  from  the  mating  sur- 
face  8a  in  the  direction  away  from  the  fixed  mold  7. 
When  the  movable  mold  8  and  the  fixed  mold  7  are 
closed  together,  the  depression  section  19  and  the 
mating  surface  7a  of  the  fixed  mold  7  define  a  mold  50 
cavity  1  7.  The  depression  section  1  9  comprises  a  first 
depression  section  1  9a  and  a  second  depression  sec- 
tion  19b,  for  example. 

The  first  depression  section  19a  extends  out- 
wards  radially  from  the  point  opposing  the  hole  sec-  55 
tion  16a.  The  second  depression  section  19b  is  dis- 
posed  radially  outside  of  the  first  depression  section 
1  9a,  and  has  a  depth,  measured  from  the  mating  sur- 

face  8a,  which  is  deeper  than  that  of  the  first  depres- 
sion  section  19a  by  a  specific  amount.  The  space 
formed  by  the  second  depression  section  1  9b  and  the 
mating  surface  7a  of  the  fixed  mold  7  corresponds  to 
the  shape  of  the  final  molded  product.  The  space 
formed  by  the  first  depression  section  19a  and  the 
mating  surface  7a  of  the  fixed  mold  7  forms  a  gate  for 
injecting  the  molten  resin  into  the  second  depression 
section  19b,  and  corresponds  to  waste  materials.  The 
boundary  sections  between  the  second  depression 
section  19b  and  the  first  depression  section  19a  are 
provided  with  protrusion  parts  19c  for  facilitating  sep- 
aration  of  the  formed  product  24  and  the  waste  by- 
product  26. 

In  the  first  embodiment,  the  movable  mold  8  is 
provided  with  a  hole  section  16b.  The  hole  section 
16b  has  the  same  diameter  as  and  is  coaxial  with  the 
hole  section  16a  formed  on  the  fixed  mold  7  so  as  to 
be  contiguous  with  each  other.  The  hole  section  16b 
extends  away  from  the  screw  14  beyond  the  opening 
of  the  hole  section  16b  formed  on  the  mold  cavity  17. 
The  hole  section  16b  constitutes  the  molten  resin 
passage  for  the  movable  mold  8. 

The  movable  mold  8  is  provided  with  a  moving  de- 
vice  (moving  means)  27  for  moving  back  and  forth  in 
the  hole  section  16b  opposite  to  the  fixed  mold  7.  The 
moving  device  27  comprises  a  first  ejection  plate  21 
disposed  in  the  space  communicating  with  the  hole 
section  16b  which  is  provided  with  an  action  pin  22, 
extending  towards  the  fixed  mold  7,  which  freely  mov- 
ably  engages  with  the  hole  section  16b.  Opposite  to 
the  first  ejection  plate  21,  a  hydraulically-operated 
ejector  1  5a  is  provided.  The  ejector  1  5a  is  a  piston  rod 
for  the  hydraulic  eject  cylinder  15  disposed  on  the 
movable  mold  8. 

The  moving  device  27  advances  the  ejector  15a, 
the  first  ejection  plate  21  and  the  action  pin  22  formed 
on  the  ejection  plate  21  towards  the  fixed  mold  7 
when  the  eject  cylinder  1  5  is  pressurized.  Conversely, 
the  moving  device  27  retracts  the  ejector  1  5a,  the  first 
ejection  plate  21  and  the  action  pin  22  when  the  fluid 
is  drained  from  the  eject  cylinder  15. 

A  second  ejection  plate  23  associated  with  the 
first  ejection  plate  21  is  provided  near  the  fixed  mold 
7.  The  second  ejection  plate  23  has  a  central  hole 
section  23a  for  passing  the  action  pin  22  there- 
through,  and  a  plurality  of  ejection  pins  25  extending 
towards  the  fixed  mold  7.  The  ejection  pins  25  freely 
movably  engages  with  the  hole  section  25a  formed 
through  the  movable  mold  8  and  communicating  with 
the  second  depression  section  19b. 

The  second  ejection  plate  23  touches  the  first 
ejection  plate  21  when  the  first  ejection  plate  21 
moves  a  specific  distance  towards  the  fixed  mold  7. 
When  the  first  ejection  plate  moves  further  towards 
the  fixed  mold  7,  the  second  ejection  plate  23  moves 
together  with  the  first  ejection  plate  21  by  being  push- 
ed  by  the  first  ejection  plate  21  towards  the  fixed  mold 
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7.  The  result  is  that  the  ejection  pins  25  protrude  into 
the  mold  cavity  1  7,  and  separate  the  molded  product 
24  from  the  movable  mold  8.  Therefore,  it  can  be  seen 
that  the  second  ejection  plate  21  ,  together  with  the 
ejection  cylinder  15  and  the  first  ejection  plate  21,  5 
constitute  a  hydraulic  ejection  device  28.  Therefore, 
the  ejection  cylinder  15  performs  a  dual  duty  of  oper- 
ating  the  moving  device  27  as  well  as  the  ejection  de- 
vice  28. 

In  the  first  embodiment,  an  independent  cylindri-  w 
cal  reciprocating  member  34  is  freely  movably  engag- 
ed  in  the  molten  resin  passages  16b,  18.  The  outer  di- 
ameter  of  the  reciprocating  member  34  is  made  small- 
er  than  the  inner  diameter  of  the  molten  resin  passag- 
es  16b,  18  by  the  smallest  necessary  amount  to  per-  15 
mit  the  reciprocating  member  34  to  move  freely  inside 
the  passages  16b,  18. 

The  length  of  the  reciprocating  member  34  and 
the  stroke  distance  of  first  ejection  plate  21  and  the 
action  pin  22  operated  by  the  ejection  cylinder  15  of  20 
the  moving  device  27  are  determined  by  the  relation- 
ship  described  below. 

When  one  end  of  the  reciprocating  member  34  is 
in  contact  with  the  action  pin  22  of  the  first  ejection 
plate  21  ,  when  the  ejection  plate  21  is  at  the  farthest  25 
point  from  the  fixed  mold  7  (which  corresponds  to  the 
state  shown  in  Figure  3),  the  other  end  of  the  recipro- 
cating  member  34  is  retracted  from  the  first  depres- 
sion  section  19a  at  a  distance  L1  towards  the  action 
pin  22.  This  location  of  the  reciprocating  member  34  30 
is  defined  as  the  injection  position.  There  is  another 
position  of  the  reciprocating  member  34  which  is  de- 
fined  as  the  back  position.  The  back  position  of  the  re- 
ciprocating  member  is  as  follows.  The  ejection  pins  25 
attached  to  the  second  ejection  plate  23  are  not  pro-  35 
jecting  into  the  mold  cavity  1  7  in  this  position,  and  the 
second  ejection  plate  23  is  in  contact  with  the  first 
ejection  plate  21.  The  one  end  of  the  reciprocating 
member  34  is  touching  the  tip  of  the  action  pin  22  of 
the  first  ejection  plate  21  (the  state  shown  in  Figure  40 
4),  and  is  positioned  slightly  towards  action  pin  22  be- 
yond  the  first  cavity  section  1  9a,  and  the  other  end  of 
the  reciprocating  member  34  is  roughly  coincident 
with  the  edge  of  the  opening  of  the  nozzle  section  20. 

The  reciprocating  member  34  is  positioned  so  45 
that  part  of  it  will  remain  in  the  fixed  mold  7  when  the 
molds  are  separated.  For  example,  when  the  recipro- 
cating  member  34  is  in  the  back  position,  more  than 
a  half  of  the  reciprocating  member  34  remains  in  the 
fixed  mold  7,  as  shown  in  Figure  6.  When  the  molds  50 
are  separated,  to  make  certain  that  the  reciprocating 
member  34  to  remain  in  the  fixed  mold  7,  it  is  also  pos- 
sible  to  enlarge  the  diameter  of  the  molten  resin  pas- 
sage  16b  of  the  movable  mold  8  in  comparison  to  the 
diameter  of  the  molten  resin  passage  18  of  the  fixed  55 
mold  7.  The  reciprocating  member  34  then  remains  in 
the  molten  resin  passage  having  a  smaller  diameter. 

When  the  molded  product  is  to  be  ejected,  the 

molds  are  opened  by  separating  the  movable  mold  8 
from  the  fixed  mold  7,  and  activating  the  ejection  cy- 
linder  15  towards  the  fixed  mold  7.  By  so  doing,  the 
second  ejection  plate  23,  to  which  the  first  ejection 
plate  21  is  bearing  against,  is  pressed  and  both  are 
moved  together.  The  result  is  that  the  ejection  pins  25 
project  out  into  the  mold  cavity  17,  and  separates  the 
molded  product  24  from  the  movable  mold  8. 

Next,  the  hydraulic  circuit  of  the  control  device  for 
the  injection  molding  apparatus  will  be  explained  with 
reference  to  Figures  7  and  8. 

In  Figure  7,  the  fluid  supplied  from  the  pressure 
pump  29  is  adjusted  for  its  flow  rate  by  an  electromag- 
netic  flow  control  valve  30,  after  which  it  is  branched 
into  a  feed  cylinder  31  for  controlling  the  motion  of 
nozzle  20  for  the  molds  7,  8,  the  injection  cylinder  5 
and  a  hydraulic  motor  35  for  rotating  the  screw. 

The  electromagnetic  (shortened  to  em)  flow  con- 
trol  valve  30  is  able  to  provide  a  multi-level  speed  con- 
trol  (e.g.  four  levels)  the  flow  rate  ofthe  pressure  fluid, 
particularly  for  injection  cylinder  5  to  conform  to  those 
shown  in  the  timing  chart  in  Figure  9  in  accordance 
with  the  injection  times.  The  em  valves  32,  33  and  36 
are,  respectively,  disposed  in  the  circuit  between  the 
branching  point  and  the  injection  cylinder  5,  the  motor 
35  and  the  feed  cylinder  31  .  The  em  valves  32,  33  are 
able  to  change  the  acting  direction  ofthe  injection  cy- 
linders  5,  31. 

There  is  also  an  em  pressure  control  valve  65 
which  is  able  to  provide  a  multi-level  pressure  control 
(e.g.  four  levels).  The  pressure  control  valve  65  is 
connected  to  em  flow  control  valve  30  via  an  em  valve 
64.  For  this  reason,  the  fluid  pressure  supplied  to  the 
injection  cylinder  5  from  the  em  flow  control  valve  30 
is  able  to  be  controlled  in  four  levels  to  provide  appro- 
priate  injection  speeds  (flow  rate)  and  fluid  pressures. 

The  fluid  circuit  for  the  ejection  cylinder  15  is  pro- 
vided  separately  from  the  above-mentioned  hydraulic 
pressure  source,  and  comprises  a  switching  em  valve 
37  and  a  control  section  38  for  changing  the  forward 
and  reverse  direction  of  motion  of  the  ejection  15a 
and  controlling  the  speed  thereof.  The  switching  em 
valve  37  has  a  forward  solenoid  37a  for  moving  the 
ejector  1  5a  forward  and  a  reverse  solenoid  37b  for  re- 
versing  the  ejector  15a,  and  switching  em  valve  37  is 
controlled  by  the  on/off  action  ofthe  reverse  solenoid 
37b  and  the  forward  solenoid  37a. 

The  control  section  38  comprises  a  pressure  re- 
ducing  valve  40  which  is  connected  to  a  pressure 
source,  and  the  pressure  regulated  by  the  pressure 
reducing  valve  40  is  introduced  in  the  em  flow  control 
valve  42  via  the  pressure  compensation  valve  41  .  The 
speed  of  the  ejector  15a  is  selected  by  the  em  flow 
control  valve  42.  The  fluid  pressure  controlled  by  the 
em  flow  control  valve  42  is  transmitted  to  the  switch- 
ing  em  valve  37.  Also,  the  pressure  reducing  valve  40 
is  connected  to  an  em  relief  valve  43. 

The  operation  of  the  ejection  cylinder  15  is  con- 
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trolled  by  a  pressure  control  device  45  shown  in  Fig- 
ure  8. 

The  pressure  control  device  45  comprises:  a  for- 
ward  speed  setting  device  46a  for  controlling  the  for- 
ward  speed  of  the  ejector  1  5a  during  the  product  ejec-  5 
tion  stage;  a  reverse  speed  setting  device  46b  for 
controlling  the  reverse  speed  of  the  ejector  1  5a  during 
the  product  ejection  stage;  an  ejector  forward  speed 
setting  device  47a  for  controlling  the  forward  speed 
of  the  ejector  1  5a  during  the  pushing  stage  of  the  re-  w 
ciprocating  member  34  during  the  pushing  stage  of 
the  reciprocating  member  34  to  the  back  position;  an 
ejector  reverse  setting  device  47b  for  controlling  the 
reverse  speed  of  the  ejector  15a  during  the  pushing 
stage  of  the  reciprocating  member  34;  an  ejector  15 
pressure  setting  device  48  for  controlling  the  pres- 
sure  applied  to  the  ejector  15a  during  the  ejection  of 
the  molded  product;  an  ejector  pressure  setting  de- 
vice  49  for  controlling  the  pressure  applied  to  the  ejec- 
tor  15a  during  the  pushing  stage  of  the  reciprocating  20 
member  34.  All  of  these  components  are  electrically 
connected  to  a  setting  switching  section  50.  The  set- 
ting  switching  section  50  is  electrically  connected  to 
a  CPU  51  of  the  injection  apparatus. 

The  operating  speed  of  the  ejector  1  5a  during  the  25 
pushing  stage  of  the  reciprocating  member  34  is  se- 
lected  to  be  higher  than  the  operating  speed  of  the 
ejector  15a  during  the  product  ejection  stage.  By  this 
arrangement,  residual  resin  is  quickly  returned  to  the 
nozzle  20  and  is  melted.  30 

The  fluid  flow  rate  is  controlled  by  the  em  flow 
control  valve  42  in  accordance  with  the  signals  deter- 
mined  by  the  setting  switching  section  50  and  ampli- 
fied  by  the  amplifier  53,  depending  on  wether  the 
process  step  is  in  the  product  ejection  stage  or  the  35 
pushing  stage  for  the  reciprocating  member  34.  Sim- 
ilarly,  the  fluid  pressure  is  controlled  by  the  em  relief 
valve  43  in  accordance  with  the  signals  made  in  the 
setting  switching  section  50  and  amplified  by  the  am- 
plifier  54,  depending  on  whether  the  process  step  is  40 
in  the  product  ejection  stage  or  the  pushing  stage  for 
the  reciprocating  member  34. 

Next,  the  timing  of  the  pushing  stage  for  the  reci- 
procating  member  34  is  controlled  by  a  timing  timer 
56,  and  the  position  of  the  screw  at  the  time  of  initiat-  45 
ing  the  pushing  stage  for  the  reciprocating  member  34 
is  determined  by  the  screw  position  setting  device  57. 
These  devices  are  electrically  connected  to  a  switch- 
er  58. 

Further,  triggering  data,  for  determining  the  tim-  50 
ing  of  initiating  the  pushing  stage  of  the  reciprocating 
member  34,  are  usually  selected  from  one  of  the  three 
methods:  detection  of  the  position  of  the  screw  14, 
measurement  of  the  injection  time,  or  a  combination 
of  the  two.  The  selection  of  which  method  is  to  be  se-  55 
lected  is  made  by  the  timing  timer  56.  The  switcher  58 
is  connected  to  a  comparator  59.  The  comparator  59 
receives  signals  from  the  screw  position  setting  de- 

vice  57  at  the  time  of  initiating  pushing  stage  of  the 
reciprocating  member  34,  and  from  a  screw  position 
sensor  60.  These  signals  are  compared  with  the  sig- 
nals  indicating  the  position  of  the  screw  from  the 
screw  position  setting  device  57.  The  output  signal 
from  the  comparator  59  and  the  signal  from  the  push 
timer  61  for  measuring  the  duration  of  pushing  stage 
for  the  reciprocating  member  34  are  both  entered  into 
CPU  51,  and  when  the  detected  position  coincides 
with  the  set  position  of  the  screw,  CPU  51  command 
that  the  reciprocating  member  34  to  begin  pushing, 
and  begins  measurement  of  the  duration  of  pushing 
stage  of  the  reciprocating  member  34. 

CPU  51  commands  the  output  device  62  to  output 
signals  to  the  forward  solenoid  37a  or  to  the  reverse 
solenoid  37b  for  operating  the  ejector  15a. 

The  operation  of  the  first  embodiment  of  the 
structure  presented  above  will  be  explained  with  ref- 
erence  to  Figures  2  to  6  which  present  illustrations  of 
pushing  stage  or  ejection  stage  of  the  reciprocating 
member. 

First,  as  shown  in  Figure  2,  in  the  stand-by  con- 
dition  of  the  injection  apparatus  before  injection  of  the 
resin  in  which  the  fixed  mold  7  is  in  contact  with  the 
movable  mold  8,  the  reciprocating  member  34  is  in  the 
back  position  as  a  result  of  the  completion  of  the  pre- 
vious  cycle,  and  the  operation  of  the  moving  device 
27.  In  this  condition,  the  action  pin  22  is  made  to  be 
farthest  removed  from  the  fixed  mold  7  and  is  also  re- 
mote  from  the  reciprocating  member  34  by  means  of 
the  moving  device  27. 

In  this  condition,  when  the  injection  device  2  is 
operated,  the  screw  14  injects  molten  resin  from  the 
nozzle  20  of  the  heating  cylinder6  by  the  action  of  the 
injection  cylinder  5.  Then,  as  shown  in  Figure  3,  the 
reciprocating  member  34  moves  to  the  injection  pos- 
ition  by  the  force  of  the  injected  molten  resin,  and  con- 
tacts  the  action  pin  22  of  the  moving  device  27.  In  this 
condition,  the  molten  resin  passages  16b,  18  are 
communicated  with  the  mold  cavity  17,  and  the  mol- 
ten  resin  fills  the  mold  cavity  17. 

In  the  meantime,  suppose  that  the  screw  position 
is  being  selected  as  the  trigger  for  initiating  the  push- 
ing  of  the  reciprocating  member  34,  then  the  timing 
timer  56  inputs  the  position  signal  in  CPU  51  via  the 
switcher  58  and  the  comparator  59.  Then,  the  switch- 
er  58  switches  the  connection  so  that  it  can  receive 
the  signal  from  the  screw  position  setting  device  57. 

The  comparator  59  receives  a  signal  indicating 
that  the  reciprocating  member  34  started  the  pushing 
step  from  the  screw  position  setting  device  57,  and  a 
signal  to  indicate  the  position  of  the  screw  from  the 
screw  position  sensor  60.  These  signals  are  com- 
pared,  and  when  the  measured  position  signal  from 
the  screw  position  sensor  60  becomes  coincident  with 
the  set  position  signal  from  the  screw  position  setting 
device  57,  the  comparator  59  outputs  a  signal  to  CPU 
51.  Upon  receiving  this  signal,  CPU  51  outputs  sig- 

6 
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nals  to  the  setting  switching  section  50  and  to  output 
device  62  to  start  pushing  the  reciprocating  member 
34. 

In  addition,  if  the  trigger  for  the  timing  timer  56  to 
initiate  pushing  the  reciprocating  member  34  is  chos-  5 
en  to  be  the  measurement  of  the  injection  time  or  a 
combination  of  both,  then,  instead  of  the  steps  descri- 
bed  above  or  in  addition  to  these  steps,  measure- 
ments  of  the  injection  time  are  carried  out. 

The  output  device  62  energizes  the  forward  sol-  w 
enoid  of  the  em  valve  37.  At  the  same  time,  the  setting 
switching  section  50  selects  an  input  signal  from  the 
ejector  forward  speed  setting  device  47a  (at  the  time 
of  the  pushing  step)  and  an  input  signal  from  the  ejec- 
tor  pressure  setting  device  49  (at  the  time  of  the  push-  15 
ing  step),  and  forwards  these  signals  to  the  em  flow 
control  valve  42  and  the  em  relief  valve  43,  respec- 
tively.  By  so  doing,  the  flow  volume  in  the  hydraulic 
circuit  and  the  fluid  pressure  for  pushing  of  the  reci- 
procating  member  34  are  determined,  and  the  speed  20 
of  the  ejector  15a  by  the  eject  cylinder  15  is  deter- 
mined  in  accordance  with  the  speed  of  the  pushing  of 
the  reciprocating  member  34. 

When  the  injection  process  is  completed,  as 
shown  in  Figure  4,  the  pressure  is  applied  to  the  eject  25 
cylinder  15  of  the  moving  device  27  to  advance  the 
piston  a  given  amount,  so  as  to  move  the  action  pin 
22  towards  the  fixed  mold  7,  and  the  first  ejection 
plate  21  to  about  touch  the  second  ejection  plate  23. 
This  moves  the  reciprocating  member  34  towards  the  30 
fixed  mold  7,  and  places  the  reciprocating  member  34 
in  the  back  position.  By  so  doing,  the  residual  resin 
which  existed  inside  the  molten  resin  passages  16b, 
18  is  returned  towards  the  screw  14. 

Next,  when  a  specific  duration  measured  by  the  35 
push  timer  61  (for  measuring  the  duration  of  pushing 
of  the  reciprocating  member  34)  has  passed,  the  for- 
ward  solenoid  37a  of  the  em  valve  37  is  de-energized, 
and  the  reverse  solenoid  37b  is  energized.  At  the 
same  time,  the  setting  switching  section  50  receives  40 
signals  from  the  reverse  speed  setting  device  47b 
and  the  pressure  setting  device  49,  and  the  ejector 
1  5a  is  reversed  at  a  certain  speed  and  pressure.  The 
first  ejection  plate  21  and  the  action  pin  22  move 
away  from  the  fixed  mold  7,  and  are  moved  to  the  ini-  45 
tial  position  as  shown  in  Figure  5.  The  reciprocating 
member  34  is  retained  in  the  back  position. 

After  a  certain  period  of  cooling,  the  movable 
mold  8  is  separated  from  the  fixed  mold  7,  as  shown 
in  Figure  6.  The  reciprocating  member  34  is  retained  50 
in  the  back  position  in  the  fixed  mold  7.  The  result  is 
that  the  molten  resin  passage  18  in  the  fixed  mold  7 
is  sealed  by  the  reciprocating  member  34. 

When  the  mold  opening  step  is  completed,  CPU 
51  outputs  a  signal  via  the  output  device  62  to  ener-  55 
gize  the  forward  solenoid  37a  of  the  em  valve  37 
again.  Also,  the  setting  switching  section  50  determi- 
nes  the  speed  and  the  pressure  in  the  hydraulic  circuit 

in  accordance  with  the  signals  from  the  forward 
speed  setting  device  46a  (at  the  time  of  molded  prod- 
uct  ejection)  and  from  the  ejector  pressure  setting  de- 
vice  48  (at  the  time  of  molded  product  ejection),  and 
the  determined  values  are  forwarded  to  the  em  flow 
control  device  42  and  the  em  relief  valve  43,  respec- 
tively.  By  so  doing,  the  ejector  15a  is  operated,  and 
the  first  ejection  plate  21  is  moved  at  a  relatively  low 
speed  through  a  long  stroke,  and  the  second  ejection 
plate  23  is  moved  together  with  the  first  ejection  plate 
21. 

Thus,  the  ejection  pins  25  protrude  into  the  mold 
cavity  1  7,  and  the  molded  product  24  is  removed  from 
the  mold  cavity  17. 

In  the  first  embodiment,  the  flow  volume  and  the 
pressure  in  the  ejection  cylinder  15  are  automatically 
selected,  however,  it  is  also  permissible  to  manually 
set  the  flow  volume  and  the  pressure  to  be  used  sep- 
arately  for  pushing  the  reciprocating  member  and 
ejecting  the  molded  product  by  judicious  combination 
of  throttling  valves,  pressure  reduction  valves  and  em 
valves,  as  necessary. 

As  presented  above,  the  first  embodiment  of  the 
injection  apparatus  enable  to  eliminate  residual  resin 
from  the  molten  resin  passages  16b,  18,  by  arranging 
the  reciprocating  member  34  to  be  freely  movable 
within  the  molten  resin  passages  16b,  18,  and  oper- 
ating  the  apparatus  so  that  during  the  injection  step, 
the  reciprocating  member  34  moves  into  the  injection 
position  in  the  movable  mold  8  by  the  force  of  the  mol- 
ten  resin  being  injected  by  the  screw  14  into  the  mold 
cavity  17.  After  the  injection  process  is  completed, 
the  reciprocating  member  34  is  moved  to  the  back 
position  by  the  action  of  the  moving  device  27  towards 
the  fixed  mold  7,  thereby  returning  the  residual  resin 
inside  the  molten  resin  passages  16b,  18  towards  the 
screw  14. 

In  this  design  of  the  reciprocating  member  34,  it 
is  freely  and  independently  movable  inside  the  mol- 
ten  resin  passages  16b,  18.  Therefore,  after  the  com- 
pletion  of  the  injection  step  and  when  the  molds  7,  8 
are  separated,  and  the  molten  resin  passages  16b,  18 
are  closed  by  the  reciprocating  member  34  left  in  the 
fixed  mold  7  (moved  by  the  moving  device  27). 

Therefore,  it  is  possible  to  prevent  leaking  of  mol- 
ten  resin  from  the  openings  of  the  molten  resin  pas- 
sages  16b,  18,  and  to  prevent  burning  in  the  molded 
product  caused  by  the  accumulation  of  unwanted  air. 

Also,  the  moving  device  27  moves  the  reciprocat- 
ing  member  34  to  a  position  to  enable  the  residual  res- 
in  left  in  the  molten  resin  passages  to  be  returned  re- 
liably  to  the  nozzle  section  20  to  be  melted.  Therefore, 
there  is  no  danger  of  solid  resin  residues  left  in  the 
passages,  thus  enabling  to  continuously  perform  the 
injection  operation. 

In  this  case,  it  is  permissible  to  arrange  so  that  the 
reciprocating  member  34  is  moved  inside  the  nozzle 
section  20  by  the  moving  device  27.  This  design  al- 
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lows  not  only  returning  of  the  residual  resin  inside  the 
nozzle  to  be  melted,  but  also  allows  the  reciprocating 
member  34  to  be  heated  so  that  any  resin  films  ad- 
hering  to  the  reciprocating  member  34  can  also  be 
melted  to  keep  the  reciprocating  member  34  moving  5 
freely. 

Also,  when  the  reciprocating  member  34  is  in  the 
injection  position,  it  is  disposed  away  from  the  screw 
14  by  a  distance  L1  from  the  opening  of  the  molten 
resin  passage  to  the  mold  cavity  17.  Therefore,  the  w 
temperature  of  the  molten  resin  which  is  in  contact 
with  the  reciprocating  member  34  is  lowered,  and  the 
resin  may  sometimes  solidify.  However,  because  the 
solidified  resin  exists  in  the  region  away  from  the 
opening  of  the  molten  resin  passages  to  the  mold  cav-  15 
ity  17  (of  the  movable  mold  8),  there  is  no  danger  of 
the  solidified  resin  blocking  the  communication  of  the 
screw  14  with  the  mold  cavity  17. 

Furthermore,  the  moving  device  27  performs  the 
dual  function  of  operating  the  ejection  cylinder  15  as  20 
well  as  the  ejection  device  28.  This  design  allows  re- 
duction  in  the  number  of  components  necessary,  and 
thus  to  lower  the  production  cost. 

A  second  embodiment  of  the  injection  apparatus 
is  shown  in  Figures  10  to  13.  This  design  permits  the  25 
application  of  the  concept  of  the  first  embodiment  to 
those  injection  apparatus  which  do  not  have  an  ejec- 
tion  device. 

The  injection  apparatus  of  the  second  embodi- 
ment  differ  from  the  injection  apparatus  of  the  first  30 
embodiment  in  that  it  is  provided  with  a  moving  device 
27  but  is  not  provided  with  an  ejection  device  (i.e.  the 
second  ejection  plate,  ejection  pins  and  the  holes 
therefor).  Those  components  which  are  the  same  as 
those  in  the  first  embodiment  are  given  the  same  ref-  35 
erence  numbers,  and  their  explanations  are  omitted. 

In  the  first  embodiment,  the  speed  and  pressure 
of  the  pushing  step  of  the  ejector  15a  (determined  by 
the  operating  fluid  volume  and  pressure  in  the  ejec- 
tion  cylinder  15)  and  the  ejection  of  the  molded  prod-  40 
uct  24  can  be  set  separately  and  individually.  The  val- 
ues  can  be  selected  appropriately  to  suit  the  required 
speed  of  the  action  pin  22. 

The  second  embodiment  can  be  modified  as 
shown  in  Figures  9,  14  and  15  to  produce  a  third  em-  45 
bodiment. 

In  Figure  14,  unlike  in  the  first  embodiment,  the 
control  section  38  is  not  connected  to  the  hydraulic 
circuit  for  the  ejection  cylinder  1  5.  Instead  of  using  the 
control  section  38,  the  hydraulic  circuitforthe  ejection  50 
cylinder  15  is  connected  to  a  fluid  path  downstream 
to  the  em  fluid  flow  control  valve  30. 

In  the  conventional  injection  apparatus,  the 
speeds  and  pressures  of  the  actuators  of  the  injection 
cylinder  5  during  the  injection  step  are  controlled  in  55 
multi-levels  by  the  operation  of  the  em  flow  control 
valve  30  and  the  em  pressure  control  valve  65,  as 
shown  in  Figure  9.  However,  it  is  not  common  that  the 

same  speeds  and  pressures  are  used  throughout  the 
entire  process  of  injection.  The  speeds  and  pressures 
of  the  em  flow  control  valve  30  and  the  em  pressure 
control  valve  65,  during  the  final  stages  of  injection 
(i.e  filled  mold  cavity),  are  not  used  because  the  in- 
jection  stage  is  completed. 

Therefore,  in  the  third  embodiment  shown  in  Fig- 
ure  15,  during  the  final  stages  of  filling  the  mold  cav- 
ity,  the  ejection  solenoid  36a  of  the  em  valve  36  is  de- 
energized,  and  after  a  certain  time  lag,  the  forward 
solenoid  37a  of  the  em  valve  37  for  the  ejection  cylin- 
der  15  is  energized. 

By  so  doing,  the  speeds  and  pressures  of  the  em 
flow  control  valve  30  and  the  em  pressure  control 
valve  65  for  controlling  the  injection  cylinder  5,  which 
existed  during  the  final  stages  of  injection,  are  applied 
to  the  ejection  cylinder  15.  This  type  of  operation  en- 
able  the  pushing  speed  of  operation  of  the  ejector  1  5a 
for  pushing  of  the  reciprocating  member  34  to  be  set 
higher  than  that  of  the  ejection  speed  for  the  molded 
product. 

In  the  third  embodiment,  the  operating  conditions 
for  the  ejection  cylinder  15  by  the  em  flow  control 
valve  30  and  the  em  pressure  control  valve  65  are  set 
at  four-levels  (though  single  level  is  also  permissible), 
and  the  reciprocating  member  34  are  operated  under 
the  same  condition  as  those  during  the  final  stages  of 
injection.  However,  when  the  operating  conditions  for 
the  injection  cylinder  are  set  at  multi-levels,  the  oper- 
ating  conditions  for  the  reciprocating  member,  after 
the  mold  cavity  is  filled,  can  also  be  set  at  multi-lev- 
els. 

For  example,  in  a  multi-level  setting,  the  two  set- 
tings  can  be  used  to  control  injection  process,  and  the 
remaining  two  levels  can  be  used  to  control  the  ejec- 
tor  when  the  reciprocating  member  is  to  be  pushed. 

The  control  actions  for  the  above  type  of  opera- 
tion  can  be  performed  by  a  CPU  according  to  the  tim- 
ing  chart  shown  in  Figure  15. 

In  the  third  embodiment,  the  control  action  for  the 
ejector  1  5a  has  been  simplified  by  reducing  the  num- 
ber  of  selectable  operating  conditions,  for  example, 
by  controlling  the  ejector  15a  in  accordance  with  the 
operational  values  of  the  em  flow  valve  30  and  the  em 
pressure  control  valve  65  at  the  time  of  completion  of 
the  injection  stage.  Therefore,  compared  with  the  first 
embodiment,  the  need  for  new  control  sections  is  re- 
duced  without  sacrificing  the  performance  of  the  in- 
jection  apparatus.  The  manufacturing  cost  is  reduced 
and  the  need  for  additional  spaces  is  controlled. 

The  need  to  push  molten  resin  into  the  nozzle 
section  20  during  the  operation  the  reciprocating 
member  is  satisfied  by  the  following  arrangement. 

In  a  fourth  embodiment,  as  in  the  third  embodi- 
ment,  it  is  possible  to  control  the  operating  speeds  for 
the  ejector  1  5a  during  the  pushing  step  of  the  recipro- 
cating  member  34  by  de-energizing  the  injection  sol- 
enoid  36a  of  the  em  valve  36,  during  the  duration  of 
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the  injection  step,  and  after  a  certain  time  lag,  the  for- 
ward  solenoid  37a  for  the  eject  cylinder  15  is  energ- 
ized. 

In  the  above  case,  the  pressure  on  the  resin  in  the 
mold  cavity  1  7  and  the  molten  resin  passage  26  is  re-  5 
duced  by  de-energizing  the  injection  solenoid  36a  of 
the  em  valve  36  and  providing  a  time  lag  t.  After  the 
time  lag  t,  the  forward  solenoid  37a  is  energized  to 
push  the  reciprocating  member  34  under  the  condi- 
tions  of  near  zero  pressure  in  various  parts  of  the  res-  w 
in. 

The  operation  of  de-energizing  of  the  injection 
solenoid  36a  and  energizing  of  the  forward  solenoid 
37a  after  the  time  lag  t  are  controlled  by  CPU. 

A  first  variation  of  the  fourth  embodiment  is  15 
shown  in  Figure  17.  In  addition  to  the  actions  shown 
in  Figure  16,  de-energizing  of  the  injection  solenoid 
36a  and  energizing  of  the  forward  solenoid  after  the 
time  lag  t,  the  reverse  solenoid  32b  for  the  em  valve 
32  for  controlling  the  injection  cylinder  5  can  be  energ-  20 
ized  after  the  time  lag  t.  In  this  case,  the  reverse  sol- 
enoid  32b  permits  the  screw  14  to  be  retracted  with- 
out  rotation. 

Therefore,  the  screw  14  in  the  heating  cylinder  6 
can  reverse  without  rotation,  and  the  resin  pressure  25 
inside  the  nozzle  section  20  becomes  negative,  and 
this  is  advantageous  because  the  residual  resin  in- 
side  the  molten  resin  passages  1  6b,  1  8  can  be  readily 
returned  to  the  nozzle  section  20  by  the  action  of  the 
reciprocating  member  34.  30 

Asecond  variation  of  the  fourth  embodiment  is  as 
follows.  As  shown  in  Figure  18,  it  is  permissible  to  ar- 
range  so  that  in  addition  to  de-energizing  the  injection 
solenoid  36a  and  energizing  of  the  forward  solenoid 
37a  shown  in  Figure  16,  the  injection  cylinder  5  can  35 
be  given  a  back  pressure,  after  a  time  lag  t',  by  acti- 
vating  the  back  pressure  solenoid  64a  of  the  back 
pressure  valve  64. 

In  this  arrangement,  the  residual  resin  inside  the 
molten  resin  passages  16b,  18  is  returned  to  the  noz-  40 
zle  section  20  by  the  action  of  the  reciprocating  mem- 
ber  34,  but  at  the  same  time,  during  the  time  interval 
t',  a  back  pressure  is  generated  inside  the  heating  cy- 
linder  6  by  the  injection  cylinder  5,  leading  to  a  low 
positive  pressure  being  applied  to  the  residual  resin  45 
inside  the  molten  resin  passages  16b,  18.  The  result 
is  an  increase  in  the  resin  density  inside  the  molten 
resin  passages  16b,  18.  This  variation  therefore  pro- 
vides  a  benefit  that  the  unwanted  by-products  is  easi- 
ly  removable,  in  addition  to  the  benefits  already  ex-  50 
plained  that  rejects  are  reduced  and  the  mold  life  is 
prolonged. 

The  inventions  presented  in  Figures  16  to  18 
have  been  explained  in  relation  to  the  configuration  of 
the  third  embodiment,  but  this  invention  is  not  limited  55 
to  such  a  configuration.  It  is  applicable  to  other  types 
of  injection  systems,  including  conventional  systems. 

In  principle,  any  configuration  can  be  used  so 

long  as  it  permits  the  injection  solenoid  36a  to  be  de- 
energized,  and  after  a  time  lag  t,  the  forward  solenoid 
37a  to  be  energized  so  as  to  control  the  action  of  the 
ejector  1  5a. 

According  to  the  four  embodiments  presented, 
because  the  unwanted  by-products  can  be  made 
smaller,  therefore,  a  system  can  be  devised  to  recycle 
the  unwanted  by-products.  For  example,  unwanted 
particles  of  less  than  about  8  mm  sizes  for  mid-sized 
injection  machine  and  unwanted  particles  of  less  than 
about  5  mm  fora  small  sized  injection  machines,  can 
be  charged  into  the  channels  of  the  screw  98  in  a  hop- 
per  99,  shown  in  Figure  1  9  without  pulverizing  the  un- 
wanted  by-products.  Therefore,  the  unwanted  by- 
products  can  be  used  directly  as  feed  to  the  injection 
apparatus. 

This  arrangement,  in  combination  with  an  appa- 
ratus  (disclosed  in  a  Japanese  Patent  Application, 
First  Publication,  H5-1  77674,  "Method  for  separating 
sprues  and  runners  from  molded  products  in  injection 
molding  apparatus"),  will  produce  a  recycling  forming 
apparatus  100,  shown  in  Figure  19,  for  recycling  the 
unwanted  by-products  26  into  the  hopper  99  of  an  in- 
jection  apparatus  2,  to  produce  only  the  final  molded 
products  24. 

Claims 

1  .  A  method  for  forming  synthetic  resin  products  by 
using  a  synthetic  resin  product  forming  apparatus 
comprising  a  first  mold;  a  separable  second  mold; 
an  injection  device  communicating  with  said  first 
mold;  comprising  the  steps  of:  injecting  molten 
resin  in  a  mold  cavity,  comprising  said  first  mold 
and  said  second  mold,  through  a  molten  resin 
passage  to  form  a  molded  resin  product;  and  re- 
moving  said  molded  resin  product  from  said  mold 
cavity; 

wherein  said  molten  resin  passage  ex- 
tends  from  said  first  mold  to  said  second  mold; 

an  independent  reciprocating  member  is 
disposed  wholly  or  partially  in  said  first  mold  dur- 
ing  an  injection  stage,  and  moves  through  said 
molten  resin  passage  to  said  second  mold  by  the 
force  of  said  molten  resin  being  injected  into  said 
mold  cavity;  and 

after  the  completion  of  said  injection 
stage,  said  reciprocating  member  is  moved  whol- 
ly  or  partially  to  said  first  mold  and  said  first  mold 
is  separated  from  said  second  mold,  thereby  re- 
turning  resin  remaining  in  said  molten  resin  pas- 
sage  to  said  injection  device,  and  preventing  mol- 
ten  resin  from  leaking  from  said  first  mold  by  dis- 
posing  said  reciprocating  member  wholly  or  par- 
tially  in  said  first  mold. 

2.  A  synthetic  resin  product  forming  apparatus  for 
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making  molded  resin  products  by  delivering  mol- 
ten  resin  to  a  separable  mold  cavity  comprised  of 
a  first  mold  and  a  separable  second  mold,  by 
means  of  an  injection  device  communicating  with 
said  first  mold  through  a  molten  resin  passage  5 
provided  in  said  first  mold,  characterized  by  hav- 
ing  a  moving  device  having: 

means  for  extending  said  molten  resin 
passage  to  said  second  mold; 

means  for  coupling  an  independent  reci-  w 
procating  member  inside  said  molten  resin  pas- 
sage,  wherein  said  reciprocating  member  moves 
between  an  injection  position  functioning  to  com- 
municate  said  mold  cavity  with  said  molten  resin 
passage,  located  in  said  second  mold,  and  a  back  15 
position  wholly  or  partially  located  on  said  first 
mold; 

means  for  moving  said  reciprocating  mem- 
ber  to  said  back  position; 

wherein  said  reciprocating  member  is  dis-  20 
posed  wholly  or  partially  in  said  first  mold  when 
said  first  mold  is  separated  from  said  second 
mold  so  as  to  remove  a  molded  resin  product 
from  said  mold  cavity. 

25 
An  apparatus  as  claimed  in  claim  2,  wherein  said 
molten  resin  passage  in  said  first  mold  comprises 
a  nozzle  section  of  said  injection  device  which  is 
maintained  at  a  temperature  sufficient  to  melt 
said  resin;  and  said  moving  device  operates  said  30 
reciprocating  member  so  as  to  return  the  resin  re- 
maining  in  said  molten  resin  passage  to  said  noz- 
zle  section. 

wherein  said  reciprocating  member  forms  a  pas- 
sage  portion  in  said  molten  resin  passage  com- 
municating  with  said  mold  cavity,  resulting  that 
unwanted  by-products  of  not  more  than  8  mm  are 
formed  in  said  passage  portion. 

9.  An  apparatus  as  claimed  in  claim  5,  wherein  said 
reciprocating  member  forms  a  passage  portion  in 
said  molten  resin  passage  communicating  with 
said  mold  cavity,  resulting  that  unwanted  by- 
products  of  not  more  than  8  mm  are  formed  in 
said  passage  portion. 

10.  An  apparatus  as  claimed  in  claim  6,  wherein  said 
reciprocating  member  forms  a  passage  portion  in 
said  molten  resin  passage  communicating  with 
said  mold  cavity,  resulting  that  unwanted  by- 
products  of  not  more  than  8  mm  are  formed  in 
said  passage  portion. 

11.  An  apparatus  as  claimed  in  claim  7,  wherein  said 
reciprocating  member  forms  a  passage  portion  in 
said  molten  resin  passage  communicating  with 
said  mold  cavity,  resulting  that  unwanted  by- 
products  of  not  more  than  8  mm  are  formed  in 
said  passage  portion. 3. 

4.  An  apparatus  as  claimed  in  claim  3,  wherein  said 
moving  device  moves  said  reciprocating  member 
to  said  nozzle  section. 

35 

5.  An  apparatus  as  claimed  in  one  of  claims  2  to  4, 
wherein  said  reciprocating  member  when  placed  40 
in  said  injection  position  is  disposed  away  from 
an  opening  of  said  molten  resin  passage  opposite 
to  said  injection  device. 

6.  An  apparatus  as  claimed  in  one  of  claims  2  to  4,  45 
wherein  said  moving  device  and  an  ejection  de- 
vice  which  projects  ejector  pins  into  said  mold 
cavity  for  separating  molded  products  from  said 
mold  cavity  shares  a  common  means  for  opera- 
tion.  50 

7.  An  apparatus  as  claimed  in  claim  5,  wherein  said 
moving  device  and  an  ejection  device  which  pro- 
jects  ejector  pins  into  said  mold  cavity  for  sepa- 
rating  molded  products  from  said  mold  cavity 
shares  a  common  means  for  operation. 

8.  An  apparatus  as  claimed  in  one  of  claims  2  to  4, 

55 
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