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Description

Technical Field

[0001] The present invention relates to a control appa-
ratus for an internal combustion engine that includes a
valve stopping mechanism that is favorably used, for ex-
ample, as a vehicle engine.

Background Art

[0002] As the conventional technology, a control ap-
paratus for an internal combustion engine that includes
a valve stopping mechanism that stops a valve in a closed
state (subjects a valve to closed-valve stopping) is
known, as disclosed, for example, in JP 2001-182570.
According to the conventional technology, a configura-
tion is adopted so that, when executing a fuel-cut oper-
ation, at least one of an intake valve and an exhaust valve
is subjected to closed-valve stopping. Thus, according
to the conventional technology, a configuration is adopt-
ed that attempts to prevent fresh air (oxygen) that has
been taken in during a fuel-cut operation from reaching
a catalyst, and thereby protect the catalyst from degra-
dation.
[0003] The applicants are aware of the following liter-
ature, which includes the above described literature, as
literature related to the present invention. Similar teach-
ings can be found in JP 2001-182570, JP 2007-9779, JP
7-119502, JP 2007-107433 and JP 6-346711
[0004] Documents US 2007/163531 A1 and US
2005/279323 A1 disclose a control apparatus for an in-
ternal combustion engine, comprising: an intake closed-
valve stopping mechanism that is capable of stopping an
intake valve in a closed state; an exhaust open-valve
stopping mechanism that is capable of stopping an ex-
haust valve in an open state; and valve stopping control
means that, in a case of executing a fuel-cut operation,
including at a time the internal combustion engine is
stopped, causes all intake valves in all cylinders to stop
in a closed state by means of the intake closed-valve
stopping mechanism, and causes at least one exhaust
valve in all cylinders to stop in an open state by means
of the exhaust open-valve stopping mechanism.

Summary of Invention

Technical Problem

[0005] According to the conventional technology, a
configuration is adopted which subjects a valve to closed-
valve stopping at the time of a fuel-cut operation. How-
ever, for example, in a case where an intake valve is
subjected to closed-valve stopping, each time that an
exhaust stroke ends and an exhaust valve closes, the
inside of the cylinder enters an airtight state. In this state,
since a large negative pressure arises inside the cylinder
when the piston descends, the amount of oil that is

sucked into the cylinder from the crankcase increases.
Consequently, according to the conventional technology,
not only is there the problem that the amount of oil con-
sumption increases and early replenishment of oil is re-
quired, there is also the problem that the oil that has been
sucked into the cylinder mixes in with exhaust gas and
causes the exhaust emissions to deteriorate
[0006] In addition, for example, with respect to hybrid
vehicles, there are cases where the engine is stopped
while the vehicle is running, and hence there is a desire
to protect the catalyst by executing the control of the con-
ventional technology also when executing a fuel-cut op-
eration that stops the engine. However, when the intake
valve has been stopped in a closed state when the engine
is stopped, in some cases the engine is restarted with
the intake valve as it is in that state. In that case, since
cranking is performed in a state in which the intake port
is closed, the resistance when a piston is driven in a re-
ciprocating motion becomes greater and the cranking
load increases. Consequently, there is the problem that
when the control of the conventional technology is ap-
plied to a fuel-cut operation at a time that the engine is
stopped, the electric power consumption of the starter at
startup increases and vibrations at cranking time also
increase. Moreover, at cranking time, since the actual
compression ratio increases due to the intake valve being
stopped in a closed state, injected fuel is liable to spon-
taneously ignite prior to ignition and there is a concern
that a shock such as a cranking shock will occur.
[0007] On the other hand, according to the control of
the conventional technology, a configuration is also con-
ceivable that subjects an exhaust valve to closed-valve
stopping at the time of a fuel-cut operation. However, in
this case, there is a concern that when the intake valve
has opened, exhaust gas that is generated immediately
prior to the fuel-cut operation will blow back into the intake
passage. As a result, the problem will arise that an ex-
haust gas scavenging failure will occur when reverting
from the fuel-cut operation and the exhaust emissions
will deteriorate, and startability when restarting the en-
gine will deteriorate.
[0008] The present invention has been conceived to
solve the above described problems, and an object of
the present invention is to provide a control apparatus
for an internal combustion engine that, in the case of
performing a fuel-cut operation, including a fuel-cut op-
eration when the internal combustion engine is stopped,
is capable of reducing the amount of oil consumption and
suppressing electric power consumption and vibrations
at cranking time, even in a state in which an intake valve
is stopped in a closed state.

Means for Solving the Problem

[0009] A first aspect of the present invention is a control
apparatus for an internal combustion engine, comprising:

an intake closed-valve stopping mechanism that is
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capable of stopping an intake valve in a closed state;
an exhaust open-valve stopping mechanism that is
capable of stopping an exhaust valve in an open
state; and
valve stopping control means that, in a case of exe-
cuting a fuel-cut operation, including at a time the
internal combustion engine is stopped, causes all
intake valves in all cylinders to stop in a closed state
by means of the intake closed-valve stopping mech-
anism, and causes at least one exhaust valve in all
cylinders to stop in an open state by means of the
exhaust open-valve stopping mechanism.

[0010] Wherein:

the valve stopping control means comprises first
valve stopping control means that stops the exhaust
valves in an open state at the timing which is delayed
by at least one combustion cycle or more after stop-
ping the intake valves in a closed state, and second
valve stopping control means that executes an op-
eration that stops the intake valves in a closed state
and an operation that stops the exhaust valves in an
open state during a same combustion cycle;
the control apparatus further comprising control
switching means
that determines if a fuel-cut operation is executed,
and
that determines whether or not a crankshaft is
caused to continue idle running rotation during the
fuel-cut operation, and
that actuates the first valve stopping control means,
when the crankshaft (16) continues idle running dur-
ing the fuel-cut operation, and actuates the second
valve stopping control means, when the crank shaft
(16) stops in a case where the execution of the fuel-
cut operation stops the internal combustion engine
(10).

[0011] In a second aspect of the present invention, the
control apparatus for an internal combustion engine fur-
ther comprising:

valve state detection means that detects a parameter
in which an operating state of the intake valves is
reflected; and
intake failure detection means that performs failure
detection with respect to the intake valves by means
of the valve state detection means during a delay
period which is at least one combustion cycle or
more, and the delay period is a period from a time
point at which it is estimated that the intake valves
stop in a closed state until the exhaust valves stop
in an open state.

[0012] In a third aspect of the present invention, the
control apparatus for an internal combustion engine fur-
ther comprising operating-time valve reversion control

means that, in a case of reverting from a fuel-cut opera-
tion in a state in which the crankshaft of the internal com-
bustion engine rotates, causes the intake valves to revert
from a stopped state after causing the exhaust valves to
revert from a stopped state.
[0013] In a fourth aspect of the present invention, the
control apparatus for an internal combustion engine fur-
ther comprising:

valve state detection means that detects a parameter
in which an operating state of the exhaust valves is
reflected; and
exhaust failure detection means that performs failure
detection with respect to the exhaust valves by
means of the valve state detection means during a
period from a time point at which it is estimated that
the exhaust valves revert from a stopped state until
the intake valves revert from a stopped state.

[0014] In an fifth aspect of the present invention, the
control apparatus for an internal combustion engine fur-
ther comprising starting-time valve reversion control
means that, in a case of restarting the internal combustion
engine, causes the intake valves to revert from a stopped
state, and causes the exhaust valves to revert from a
stopped state at a time point at which the intake valves
revert or thereafter.
[0015] In a sixth aspect of the present invention, where-
in the starting-time valve reversion control means is con-
figured to cause the exhaust valves to revert from a
stopped state after cranking is started.

Advantageous Effects of Invention

[0016] According to the first invention, when executing
a fuel-cut operation, the valve stopping control means
can cause intake valves of each cylinder to stop in a
closed state (closed-valve stopping), and also cause at
least one exhaust valve of each cylinder to stop in an
open state (open-valve stopping). Therefore, when exe-
cuting a fuel-cut operation, while protecting a catalyst
from deterioration caused by contact with intake air by
the closed-valve stopping of the intake valves, needless
compression can be avoided by the open-valve stopping
of the exhaust valves. Accordingly, the amount of oil con-
sumption of the internal combustion engine can be sup-
pressed, and at a time of restarting, the electric power
consumption of the starter, and vibrations and a tendency
to spontaneously ignite at cranking time and the like can
be improved.
[0017] The valve stopping control means can subject
exhaust valves to open-valve stopping after subjecting
intake valves to closed-valve stopping. Therefore, for ex-
ample, even when there are response variations or the
like in a valve train, closed-valve stopping of intake valves
can be executed prior to open-valve stopping of exhaust
valves. Accordingly, a situation in which open-valve stop-
ping is executed first due to response variations in a valve
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train or the like can be prevented, and intake air can be
reliably prevented from flowing out to the exhaust side
at the time of a fuel-cut operation.
[0018] The valve stopping control means can execute
an operation that subjects intake valves to closed-valve
stopping and an operation that subjects exhaust valves
to open-valve stopping during (that is, as early as possi-
ble in) the same combustion cycle. Therefore, for exam-
ple, even when using a hydraulic valve stopping mech-
anism that does not operate when the internal combus-
tion engine is stopped, when a fuel-cut operation is per-
formed at a time that the internal combustion engine is
stopped, both closed-valve stopping of intake valves and
open-valve stopping of exhaust valves can both be com-
pleted without fail. Accordingly, by using the valve stop-
ping control means, an advantageous effect when re-
starting can be stably exerted. Further, a period in which
only intake valves are stopped can be shortened to less
than a single cycle, and suction of oil (the amount of oil
consumption) can be suppressed to a minimum.
[0019] The control switching means can appropriately
use first valve stopping control means that corresponds
to the second invention and second valve stopping con-
trol means that corresponds to the third invention in ac-
cordance with whether or not rotation of the crankshaft
is continuing at the time of execution of a fuel-cut oper-
ation. It is thus possible to exert to the maximum the
advantageous effects obtained by the valve stopping
control means in respective operating states.
[0020] According to the second invention, the intake
failure detection means can perform an operation to de-
tect a failure of an intake valve during a period from a
time point at which it is estimated that the intake valve
has stopped in a closed state until an exhaust valve stops
in an open state. Accordingly, for example, even without
executing valve control for failure detection or the like, a
valve failure can be easily detected by utilizing a delay
period that arises when stopping valves and thus the sys-
tem reliability can be improved.
[0021] According to the third invention, when reverting
from a fuel-cut operation performed in a state in which
the crankshaft rotated, the operating-time valve rever-
sion control means can cause exhaust valves to revert
from open-valve stopping and thereafter cause intake
valves to revert from closed-valve stopping. Thus, when
reverting from a fuel-cut operation also, it is possible to
reliably prevent intake valves from opening first and in-
take air from reaching the catalyst.
[0022] According to the fourth invention, the exhaust
failure detection means can perform an operation to de-
tect a failure of an exhaust valve during a period from a
time point at which it is estimated that the exhaust valve
has reverted from open-valve stopping until an intake
valve reverts from closed-valve stopping. Accordingly, a
valve failure can be easily detected by utilizing a delay
period at a time of valve reversion, and thus the system
reliability can be improved.
[0023] According to the fifth invention, the starting-time

valve reversion control means can cause intake valves
to open before exhaust valves close at a time of restart-
ing, and thus a situation in which the inside of a cylinder
enters an airtight state at cranking time can be avoided.
As a result, since the cranking load can be reduced, elec-
tric power consumption of the starter can be decreased
and vibrations at cranking time can be lessened.
[0024] According to the sixth invention, at least at an
initial stage of cranking, an exhaust valve can be opened
in advance, and an adequate rotational inertial force can
be imparted to a flywheel or the like in a state in which
the resistance of a piston (crankshaft) is small. Accord-
ingly, even if exhaust valves close and the rotational re-
sistance of the crankshaft increases, the load of the start-
er can be reduced by utilizing a rotational inertial force
of the flywheel or the like, and the electric power con-
sumption of the starter can be reduced further.

Brief Description of Drawings

[0025]

[Figure 1] Figure 1 is an overall configuration dia-
gram for describing the system configuration of un-
claimed Embodiment 1.
[Figure 2] Figure 2 is an explanatory drawing that
illustrates an operating state of each valve when a
fuel-cut operation is executed according to un-
claimed Embodiment 1.
[Figure 3] Figure 3 is a timing chart that illustrates a
control state (lift amount) of each valve at the time
of a fuel-cut operation.
[Figure 4] Figure 4 is a characteristics diagram that
illustrates the relationship between in-cylinder pres-
sure and in-cylinder volume when intake valves are
closed in a stopped state.
[Figure 5] Figure 5 is a characteristics diagram that
illustrates torque that is required for cranking when
an intake valve is stopped in a closed state.
[Figure 6] Figure 6 is a flowchart that illustrates con-
trol that is executed by the ECU according to un-
claimed Embodiment 1.
[Figure 7] Figure 7 is a timing chart that illustrates
first valve stopping control and Figure 8 is a timing
chart that illustrates second valve stopping control
in Embodiment 2 of the present invention.
[Figure 8] Figure 8 is a timing chart that illustrates
second valve stopping control in Embodiment 2 of
the present invention.
[Figure 9] Figure 9 is a flowchart that illustrates con-
trol that is executed by the ECU according to Em-
bodiment 2 of the present invention.
[Figure 10] Figure 10 is a timing chart that illustrates
operating-time valve reversion control that is per-
formed when reverting from a fuel-cut operation.
[Figure 11] Figure 11 is a timing chart that illustrates
starting-time valve reversion control that is per-
formed when restarting the engine according to Em-
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bodiment 3 of the present invention.
[Figure 12] Figure 12 is a flowchart that illustrates
control that is executed by the ECU according to Em-
bodiment 3 of the present invention.

Description of Embodiments

Unclaimed Embodiment 1

[Configuration of unclaimed Embodiment 1]

[0026] Hereunder, unclaimed Embodiment 1 is de-
scribed for exemplary reasons as background art while
referring to Figure 1 to Figure 6. Figure 1 is an overall
configuration diagram for describing the system config-
uration of unclaimed Embodiment 1. The system of the
present unclaimed embodiment includes an engine 10
as an internal combustion engine. In each cylinder of the
engine 10, a combustion chamber 14 is formed by a pis-
ton 12, and the piston 12 is connected to a crankshaft 16
of the engine. The engine 10 includes an intake passage
18 that draws intake air into each cylinder, and an exhaust
passage 20 through which exhaust gas is discharged
from each cylinder. An electronically controlled throttle
valve 22 that adjusts an intake air amount is provided in
the intake passage 18. A catalyst 24 such as a three-way
catalyst that purifies exhaust gas is provided in the ex-
haust passage 20.
[0027] Each cylinder is provided with a fuel injection
valve 26 that injects fuel into an intake port, a spark plug
28 that ignites an air-fuel mixture in the cylinder, an intake
valve 30 that opens and closes the intake port with re-
spect to the inside of the cylinder, and an exhaust valve
32 that opens and closes an exhaust port with respect
to the inside of the cylinder. The engine 10 also includes
an intake variable valve mechanism 34 that variably sets
valve opening characteristics of the intake valve 30, and
an exhaust variable valve mechanism 36 that variably
sets valve opening characteristics of the exhaust valve
32.
[0028] The intake variable valve mechanism 34 has a
known configuration as described, for example, in Jap-
anese Patent Laid-Open No. 2008-45460. Specifically,
the intake variable valve mechanism 34 is equipped with
two arms which are swingably supported, respectively,
and a connecting mechanism that executes operations
to connect the respective arms and to release a connec-
tion therebetween. The two arms are disposed between
a drive cam provided on a camshaft on the intake side
of the engine and a rocker arm of the intake valve 30. In
a state in which the respective arms are connected, since
an input of the drive cam is transmitted from one of the
arms to the other of the arms, the intake valve 30 opens
and closes. In contrast, when the connection between
the arms is released, swinging of one of the arms is not
transmitted to the other of the arms, and the intake valve
30 is stopped in a closed state. Thus, the intake variable
valve mechanism 34 is equipped with a function that

causes intake valves 30 of the respective cylinders to
stop in a closed state (hereunder, referred to as "closed-
valve stopping") even in an intake stroke, and constitutes
an intake closed-valve stopping mechanism of the
present unclaimed embodiment.
[0029] On the other hand, the exhaust variable valve
mechanism 36 is constituted by an electromagnetically-
driven valve mechanism or the like as described, for ex-
ample, in Japanese Patent Laid-Open No. 2007-16710,
and includes a solenoid that is capable of causing the
exhaust valve 32 to open by magnetic force. By control-
ling a time period in which a current is applied to the
solenoid and an applied voltage and the like, the exhaust
variable valve mechanism 36 can variably set valve
opening characteristics (opening timing, closing timing
and lift amount) of the exhaust valve 32. Thus, the ex-
haust variable valve mechanism 36 is equipped with a
function that causes exhaust valves 32 of the respective
cylinders to stop in an open state (hereunder, referred to
as "open-valve stopping") even at a timing other than an
exhaust stroke, and constitutes an exhaust open-valve
stopping mechanism of the present unclaimed embodi-
ment.
[0030] Note that, although the electromagnetically
driven exhaust variable valve mechanism 36 is described
as an example according to the present unclaimed em-
bodiment, the present invention is not limited thereto, and
a configuration may be adopted in which a hydraulic var-
iable valve mechanism is used as the exhaust open-valve
stopping mechanism. As one example, in a hydraulic ex-
haust variable valve mechanism that may be applied to
the present invention, two drive cams are provided on a
cam shaft on an exhaust side in correspondence with a
single exhaust valve, and a configuration is adopted so
that the single exhaust valve is opened and closed by
means of the two drive cams. The two drive cams have
working angles in which the phases deviate from each
other, and a hydraulic actuator can be used to connect
the two drive cams to each other or to release the con-
nection therebetween. When subjecting the exhaust
valve to open-valve stopping, by connecting the two drive
cams, the working angles of the respective drive cams
are combined and thus the working angle of the cam
overall is increased. It is thereby possible to extend the
open period of the exhaust valve and realize substantial
open-valve stopping.
[0031] Next, a control system of the system will be de-
scribed. The system according to the present unclaimed
embodiment includes a sensor system that includes re-
spective sensors 38, 40 and 42, and an ECU (Electronic
Control Unit) 50 that controls the operating state of the
engine 10. First, the sensor system will be described. A
crank angle sensor 38 outputs a signal that is synchro-
nous with rotation of the crankshaft 16. An airflow sensor
40 detects an intake air amount of the engine. Further,
an intake air pressure sensor 42 detects a pressure (in-
take air pressure) inside the intake passage 18. The in-
take air pressure is one of the parameters in which the
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operating states of the intake valve 30 and the exhaust
valve 32 are reflected, and the intake air pressure sensor
42 constitutes valve state detection means of the present
unclaimed embodiment.
[0032] The sensor system also includes various sen-
sors that are required to control the engine 10 or a vehicle
in which the engine 10 is mounted (for example, a water
temperature sensor that detects a temperature of the en-
gine cooling water, an air-fuel ratio sensor that detects
the exhaust air-fuel ratio, and an accelerator sensor that
detects an accelerator operation amount of a driver).
These sensors, including the respective sensors 38, 40
and 42, are connected to an input side of the ECU 50.
Further, various actuators including the throttle valve 22,
the fuel injection valve 26, the spark plug 28, and the
variable valve mechanisms 34 and 36 are connected to
an output side of the ECU 50.
[0033] The ECU 50 is constituted, for example, by an
arithmetic processing apparatus that includes a storage
circuit such as a ROM or a RAM, and an input/output
port. The ECU 50 controls the operation of the engine 10
by driving each actuator based on operating information
of the engine that is detected by the sensor system. More
specifically, the ECU 50 detects the number of engine
revolutions and the crank angle based on the output of
the crank angle sensor 38, and calculates a load based
on an intake air amount that is detected by the airflow
sensor 40 and the number of engine revolutions. The
ECU 50 also calculates a fuel injection amount based on
the number of engine revolutions, the load and the like,
and decides the fuel injection timing and the ignition tim-
ing based on the crank angle. For each cylinder, the ECU
50 drives the fuel injection valve 26 at a time point at
which a fuel injection timing has been reached, and drives
the spark plug 28 at a time point at which an ignition
timing has been reached.
[0034] Thus, the ECU 50 can cause an air-fuel mixture
inside the combustion chamber 14 of each cylinder to
combust and thereby operate the engine 10. Note that,
the above described operation control includes a fuel-cut
operation that stops fuel injection from the fuel injection
valve 26 at a time of deceleration of the engine or when
the engine is stopped. The above described operation
control also includes valve timing control that controls
valve opening characteristics of each intake valve 30 and
exhaust valve 32 by driving the variable valve mecha-
nisms 34 and 36 based on the operating state of the
engine.

[Features of unclaimed Embodiment 1]

[0035] Figure 2 is an explanatory drawing that illus-
trates an operating state of each valve when a fuel-cut
operation is executed according to unclaimed Embodi-
ment 1 of the present invention. Figure 3 is a timing chart
that illustrates a control state (lift amount) of each valve
at the time of a fuel-cut operation. As shown in Figures
2 and 3, according to the present unclaimed embodiment,

when a fuel-cut operation is executed, all the intake
valves 30 of the respective cylinders are subjected to
closed-valve stopping by the intake variable valve mech-
anism 34 and at least one exhaust valve 32 in each of
the cylinders is subjected to open-valve stopping by the
exhaust variable valve mechanism 36. In the following
description, this control is referred to as "valve stopping
control". Fuel-cut operations that are the object of valve
stopping control include not only a fuel-cut operation that
is executed at a time of deceleration of the engine, but
also a fuel-cut operation that is executed when the engine
is stopped.
[0036] Next, operational advantages of the valve stop-
ping control are described. First, at a time of execution
of a fuel-cut operation, when intake valves and exhaust
valves perform normal opening/closing operations there
is a risk that air that is drawn into the engine will pass
through the inside of the cylinders and reach the catalyst
24, and that consequently the catalyst 24 will come in
contact with oxygen and deteriorate. Therefore, at the
time of a fuel-cut operation, it is preferable to stop the
intake valves or exhaust valves in a closed state to block
the circulation of air. However, in a case where valves
are merely stopped in a closed state, such as in the con-
ventional technology, a timing arises at which both the
intake valves and exhaust valves are closed during a
combustion cycle, and consequently at such time the in-
side of the cylinder enters an airtight state. Figure 4 is a
characteristics diagram that illustrates the relationship
between in-cylinder pressure and in-cylinder volume
when intake valves are closed in a stopped state. As
shown in Figure 4, when intake valves have been sub-
jected to closed-valve stopping, in an intake stroke a large
load arises inside the relevant cylinder that has entered
an airtight state. As a result, oil on the crankcase side is
sucked up strongly into the cylinder and the amount of
oil consumption increases.
[0037] In contrast, according to the present unclaimed
embodiment, since the intake valve 30 stops in a closed
state and the exhaust valve 32 stops in an open state,
the pressure inside the cylinder can be released by
means of the exhaust valve 32 while blocking the flow of
air to the catalyst 24 by means of the intake valve 30.
Thus, at a time of a fuel-cut operation, during an intake
stroke as shown in Figure 4 also, the pressure inside the
cylinder can be maintained at a similar level (level close
to atmospheric pressure) as that during an exhaust
stroke. As a result, suction of oil can be suppressed and
the amount of oil consumption can be reduced, and ex-
haust emissions can also be improved. Further, since
the intake valve 30 is subjected to closed-valve stopping,
it is possible to prevent exhaust gas that remains inside
a cylinder from blowing back into the intake passage 18,
and thus exhaust gas scavenging characteristics can be
improved.
[0038] According to the present unclaimed embodi-
ment, valve stopping control is executed not only at the
time of a fuel-cut operation that is performed during op-
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eration of the engine, but also when executing a fuel-cut
operation that stops the engine. The reason for this is as
follows. Generally, since rotation of the crankshaft 16
stops after execution of a fuel-cut operation that stops
the engine, intake air does not reach the catalyst 24. How-
ever, for example, in a case where the engine is stopped
while the vehicle is running downhill or the like, in some
cases the crankshaft 16 is dragged by the inertial force
of the vehicle and continues to rotate even after execution
of the fuel-cut operation (hereunder, rotation of the crank-
shaft after the engine stopped is referred to as "idle run-
ning"). In addition, for example, in a hybrid vehicle that
combines the use of an engine and a motor, in some
cases the crankshaft 16 is caused to run idle by the motor
after execution of a fuel-cut operation. In these cases,
even in a state in which the engine is stopped, there is a
risk that intake air will be supplied to the catalyst 24 ac-
companying idle running of the crankshaft 16.
[0039] In this respect, according to the valve stopping
control, the intake valve 30 can be subjected to closed-
valve stopping even when the engine is stopped. Accord-
ingly, it is possible to prevent intake air being supplied to
the catalyst 24 accompanying idle running of the crank-
shaft 16, and thereby protect the catalyst 24 from contact
with oxygen. Further, if the intake valve 30 is subjected
to closed-valve stopping when the engine is stopped, at
a time of restarting, in some cases cranking may be per-
formed in a state in which the intake valve 30 is main-
tained in a closed-valve stopped state. In particular, in a
hydraulic variable valve mechanism, since release of
closed-valve stopping is delayed at startup when the hy-
draulic pressure supply is insufficient, a situation is liable
to occur in which cranking is started while the intake valve
30 is stopped in a closed state. Figure 5 is a character-
istics diagram that illustrates torque that is required for
cranking when an intake valve is stopped in a closed
state. As shown in Figure 5, when the intake valve 30 is
stopped in a closed state at startup, since the piston is
driven in a reciprocating motion in a state in which the
intake port is closed, the cranking load increases due to
an air reaction force inside the cylinder.
[0040] However, according to the valve stopping con-
trol, since the exhaust valve 32 is subjected to open-valve
stopping when the engine is stopped, at a time of restart-
ing, cranking can be smoothly performed while releasing
the pressure in the cylinder by means of the exhaust valve
32. Thus, even when the intake valve 30 is stopped in a
closed state, the cranking load can be reduced, and the
electric power consumption of the starter and the vibra-
tions when cranking can be suppressed. Further, by per-
forming the open-valve stopping with respect to the ex-
haust valve 32, the actual compression ratio when crank-
ing can be decreased and the occurrence of spontaneous
ignition of injected fuel or cranking shock or the like can
be avoided.
[0041] Furthermore, according to the valve stopping
control, since the intake valve 30 is subjected to closed-
valve stopping when the engine is stopped, it is possible

to prevent a situation in which exhaust gas that has blown
back due to a residual pressure of intake negative pres-
sure remains in the intake passage 18. Consequently,
when restarting, it is possible to prevent the occurrence
of a starting failure that is caused by residual blowback
gas in the intake passage 18, and thereby improve the
startability.

[Specific processing to realize unclaimed Embodiment 1]

[0042] Next, specific processing for implementing the
above described control is described with reference to
Figure 6. Figure 6 is a flowchart that illustrates control
that is executed by the ECU according to unclaimed Em-
bodiment 1 of the present invention. It is assumed that
the routine shown in Figure 6 is repeatedly executed
while the engine is operating (also including when the
engine stops). According to the routine shown in Figure
6, first, in step 100, based on an output of the sensor
system, the ECU 50 determines whether or not the cur-
rent timing is a timing at which to execute a fuel-cut op-
eration. If the result determined in step 100 is affirmative,
in step 102 the ECU 50 causes the intake valve 30 to be
subjected to closed-valve stopping by the intake variable
valve mechanism 34. Furthermore, in step 104, the ECU
50 causes the exhaust valve 32 to be subjected to open-
valve stopping by the exhaust variable valve mechanism
36.
[0043] As described above, according to the present
unclaimed embodiment, when executing a fuel-cut oper-
ation, while protecting the catalyst 24 from deterioration,
needless compression can be avoided by open-valve
stopping of the exhaust valve 32. As a result, the amount
of oil consumption of the engine, the electric power con-
sumption and vibrations at cranking time, and a tendency
for spontaneous ignition to occur can be improved. In
particular, in a hybrid vehicle, because a motor is used
as auxiliary power, the frequency at which stopping and
restarting of the engine 10 and execution of a fuel-cut
operation are performed is high. Further, in a vehicle that
performs idling stop control also, stopping and restarting
of the engine 10 are repeated at high frequency. Accord-
ingly, in these vehicles, the advantageous effects of valve
stopping control can be noticeably exerted. Note that,
the term "idling stop control" refers to known control that
temporarily stops the engine at the time of an idling op-
eration, and automatically restarts the engine when re-
verting to normal operation.
[0044] In the above described unclaimed Embodiment
1, steps 100, 102 and 104 in Figure 6 represent a specific
example of "valve stopping control means". Further, in
Figure 6, as a control example, an example is described
in which step 104 in which the exhaust valve 32 is sub-
jected to open-valve stopping is executed after step 102
in which the intake valve 30 is subjected to closed-valve
stopping. However, according to the present invention it
is sufficient to execute steps 102 and 104 as a series of
operations, and the order of execution is not limited to
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that described in Figure 6. That is, according to the
present invention, valve stopping control may be execut-
ed in the order of steps 102 and 104, or the intake valve
30 may be subjected to closed-valve stopping after sub-
jecting the exhaust valve 32 to open-valve stopping. Fur-
thermore, closed-valve stopping and open-valve stop-
ping may be executed at the same time.
[0045] Further, the present invention is intended to per-
form operations to stop the respective valves 30 and 32
when executing a fuel-cut operation, and the present in-
vention does limit a temporal before-and-after relation-
ship between the execution timing of a fuel-cut operation
(timing at which fuel injection is stopped) and valve stop-
ping. That is, according to the present invention, when
executing a fuel-cut operation, valve stopping may be
executed after stopping fuel injection, or conversely fuel
injection may be stopped after executing valve stopping,
or furthermore, stopping of fuel injection and valve stop-
ping may be executed simultaneously.
[0046] In addition, according to unclaimed Embodi-
ment 1, in Figure 2, a configuration is illustrated in which
two intake ports and two exhaust ports are provided in
each cylinder of a four-cylinder engine. However, the
present invention is not limited to the configuration of
Figure 2, and may be applied to an internal combustion
engine with an arbitrary number of cylinders, including
one cylinder, and an arbitrary number of intake ports and
exhaust ports.

Embodiment 2

[0047] Next, Embodiment 2, which is subject-matter of
the present invention, is described with reference to Fig-
ure 7 to Figure 9. A feature of the present embodiment
is that, with a similar configuration to that of the above
described Embodiment 1, the timing for stopping each
valve is set in accordance with the operating state during
a fuel-cut operation. Note that, according to the present
embodiment, components that are the same as in Em-
bodiment 1 are denoted by the same reference symbols,
and a description of such components is omitted here-
under.

[Features of Embodiment 2]

[0048] Figure 7 is a timing chart that illustrates first
valve stopping control and Figure 8 is a timing chart that
illustrates second valve stopping control in Embodiment
2 of the present invention. According to the present em-
bodiment a configuration is adopted that executes the
first valve stopping control when a fuel-cut operation in
which the crankshaft 16 runs idle is executed, and exe-
cutes the second valve stopping control when a fuel-cut
operation in which the crankshaft 16 stops is executed.
Hereunder, these valve stopping controls are described.

(First valve stopping control)

[0049] Fuel-cut operations in which the crankshaft 16
runs idle include (1) a fuel-cut operation that is performed
in a case where, even when the engine is stopped, the
crankshaft 16 is dragged by an inertial force of the vehicle
and continues to rotate, and (2) in a hybrid vehicle, a fuel-
cut operation that is performed in a case where rotation
of the crankshaft 16 is continued by a motor in a state in
which the engine is stopped. According to the first valve
stopping control, when these fuel-cut operations are ex-
ecuted, valve stopping and the like is executed in the
order illustrated in Figure 7.
[0050] More specifically, according to the first valve
stopping control, when a decision to execute a fuel-cut
operation has been made, first, the intake valve 30 is
subjected to closed-valve stopping in synchrony with the
fuel-cut operation. Further, after a certain period of time
has elapsed after closed-valve stopping, for example, at
a delay position (a) in Figure 7, the exhaust valve 32 is
subjected to open-valve stopping. This delay position is
set, for example, as a timing that is delayed by between
about one to several cycles of a fuel cycle (720° CA) of
the engine with respect to an earliest position at which,
theoretically, open-valve stopping can be executed ear-
liest after a decision to perform a fuel-cut operation has
been made.
[0051] As a result, a delay period is provided within a
period from a time point at which the intake valve 30
stopped in a closed state until the exhaust valve 32 stops
in an open state (see Figure 7). As described later, a
configuration may be adopted that executes failure de-
tection control with respect to the intake valve 30 during
this delay period. Note that, although the delay position
(a) in Figure 7 represents an example of a case where
timing of open-valve stopping is delayed by one cycle
and a delay position (b) represents an example of a case
where timing of open-valve stopping is delayed by two
cycles, the present invention is not limited to these delay
positions. Further, in a case where there are no con-
straints in terms of the system, including the exhaust var-
iable valve mechanism 36 and the like, it is not necessary
to set delay positions in combustion cycle units.
[0052] According to the above described first valve
stopping control, the following advantageous effects can
be obtained. First, there are cases where response var-
iations caused by mechanical differences or individual
differences arise between an intake valve train and an
exhaust valve train, and this tendency is particularly no-
ticeable when using a hydraulic variable valve mecha-
nism. Therefore, for example, when a hydraulic mecha-
nism is adopted as the intake variable valve mechanism
34, there are cases where a response delay occurs when
subjecting the intake valve 30 to closed-valve stopping.
However, even in such a case, according to the first valve
stopping control, the closed-valve stopping of the intake
valve 30 can be executed before the open-valve stopping
of the exhaust valve 32. Accordingly, it is possible to pre-
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vent open-valve stopping being executed first due to re-
sponse variations of a valve train including the variable
valve mechanisms 34 and 36 or the like, and reliably
prevent intake air from flowing out to the exhaust side at
the time of a fuel-cut operation.
[0053] In addition, during a fuel-cut operation in which
the crankshaft 16 runs idle, even when a hydraulic ex-
haust variable valve mechanism is adopted, a hydraulic
pressure supply can be received and operations per-
formed. That is, when executing valve stopping control,
a situation does not occur in which the crankshaft 16
abruptly stops at a time point at which the intake valve
30 is subjected to closed-valve stopping and it is not pos-
sible to execute open-valve stopping with respect to the
exhaust valve 32. Consequently, open-valve stopping of
the exhaust valve 32 can be intentionally delayed, and a
delay of the open-valve stopping can be allowed. There-
fore, according to the first valve stopping control, a delay
period that is in accordance with a delay of the open-
valve stopping can be provided, and failure detection
control with respect to the intake valve can be executed
utilizing this delay period, and thus the system reliability
can be improved.
[0054] Further, for the above described reasons, since
it is not necessary to subject the exhaust valve 32 to
open-valve stopping at the earliest position, a response
delay of a certain extent can be allowed in the exhaust
variable valve mechanism 36. Therefore, for example,
an inexpensive exhaust variable valve mechanism in
which the level of responsiveness is not particularly high
can be employed to thereby lower the cost of the system.
Note that, during the aforementioned delay period, since
a negative pressure in the cylinder increases, suction of
oil is liable to proceed. However, since the suction of oil
proceeds comparatively sluggishly, the oil suction can
be ignored in a short time period of around several cycles.

(Intake valve failure detection control)

[0055] Failure detection control is executed based on
an intake air pressure detected by the intake air pressure
sensor 42 during the delay period. When the intake valve
30 stops in a closed state normally, the intake negative
pressure decreases compared to when normal open-
ing/closing operations are performed, and the intake air
pressure becomes substantially equal to the atmospheric
pressure. For example, an intake air pressure during
closed-valve stopping is previously stored as a determi-
nation value in the ECU 50. Subsequently, in the failure
detection control, during a delay period in which it is es-
timated that closed-valve stopping has been completed,
if a detection value of the intake air pressure is lower than
the determination value, the ECU 50 determines that a
failure whereby the intake valve 30 has not stopped in a
closed state has occurred. Further, in a case where the
detection value of the intake air pressure is substantially
equal to the determination value, it is determined that the
intake valve 30 is normal. Note that, when executing the

above described failure detection control, it is preferable
to previously confirm by means of another failure detec-
tion control that the exhaust valve 32 is normal.
[0056] Thus, according to the present embodiment, for
example, even without executing valve control for failure
detection or the like, a failure of the intake valve 30 can
be easily detected by utilizing a delay period at the time
of valve stopping. Note that, it is preferable to set the
delay period to a length of, for example, around three to
five cycles in order to accurately perform failure detection
control. It is thereby possible to suppress oil suction to a
minimum while preventing erroneous detection of a fail-
ure.

(Second valve stopping control)

[0057] On the other hand, the second valve stopping
control shown in Figure 8 is executed when a fuel-cut
operation in which the crankshaft 16 stops is executed.
In this case, fuel-cut operations in which the crankshaft
16 stops include: (1) a fuel-cut operation performed when
the engine is stopped in a state in which an inertial force
of the vehicle does not act on the crankshaft 16 (state in
which the vehicle has stopped or the like); (2) in a hybrid
vehicle, a fuel-cut operation performed in a case where,
while the vehicle is running, the crankshaft 16 is discon-
nected from the power system and rotation thereof is
stopped; and (3) a fuel-cut operation that is performed
when the engine is stopped together with the crankshaft
16 in a case where the ignition key is not turned to the
"off" position during idling stop control.
[0058] In a case where a fuel-cut operation in which
the crankshaft 16 stops is executed, there is a risk that
the crankshaft 16 will stop at a time point at which valve
stopping corresponding to only one of closed-valve stop-
ping and open-valve stopping is executed and that the
valve stopping control will be incomplete. Particularly,
with a hydraulic variable valve mechanism or the like,
since the variable valve mechanism does not operate
when the supply of hydraulic pressure ends due to stop-
ping of the crankshaft 16, it is necessary to complete
valve stopping control as early as possible during rotation
of the crankshaft 16. Therefore, according to the second
valve stopping control, when a decision to execute a fuel-
cut operation has been made, the exhaust valve 32 is
subjected to open-valve stopping at the aforementioned
earliest position and, further, closed-valve stopping of
the intake valve 30 is also executed at a timing that is as
early as possible. Therefore, closed-valve stopping of
the intake valve and open-valve stopping of the exhaust
valve are executed in the same combustion cycle.
[0059] According to the above described second valve
stopping control, the following advantageous effects can
be obtained. First, even when using a hydraulic variable
valve mechanism or the like, valve stopping control (both
closed-valve stopping and open-valve stopping) when
the engine is stopped can be reliably completed, and
advantageous effects when restarting that are obtained
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by the valve stopping control can be stably exerted. Fur-
ther, a period in which only the intake valve is stopped
can be shortened to less than a single cycle, and oil suc-
tion (the amount of oil consumption) can be suppressed
to a minimum.

[Specific processing to realize Embodiment 2]

[0060] Next, specific processing for implementing the
above described control is described with reference to
Figure 9. Figure 9 is a flowchart that illustrates control
that is executed by the ECU according to Embodiment 2
of the present invention. It is assumed that the routine
shown in Figure 9 is repeatedly executed while the ve-
hicle is operating (also including when the engine stops).
According to the routine shown in Figure 9, first, in step
200, the ECU 50 determines whether or not the current
timing is a timing at which to execute a fuel-cut operation.
If the result determined in step 200 is affirmative, in step
202 the ECU 50 determines whether or not the fuel-cut
operation is an operation in which rotation of the crank-
shaft 16 continues.
[0061] Examples of the specific determination
processing in step 202 are as follows: (1) in a hybrid
vehicle, processing that determines whether or not the
crankshaft 16 is caused to run idle by the motor during
a fuel-cut operation, for example, based on a signal that
is inputted from an ECU for running control that controls
the power distribution of the engine and motor; (2)
processing that determines that the crankshaft 16 runs
idle in the fuel-cut operation during running in a non-hy-
brid vehicle or the like; and (3) processing that determines
that the crankshaft 16 stops in a case where the ignition
key is turned to the "off" position or a case where a re-
quest to stop the engine has been generated by idling
stop control.
[0062] In step 202, if it is determined that rotation of
the crankshaft 16 continues, the ECU 50 executes the
first valve stopping control. In this case, first, in step 204,
the ECU 50 subjects the intake valve 30 to closed-valve
stopping. Next, in step 206, the ECU 50 executes failure
detection control with respect to the intake valve 30. Sub-
sequently, in step 208, the ECU 50 subjects the exhaust
valve 32 to open-valve stopping. In contrast, in step 202,
if it is determined that rotation of the crankshaft 16 stops,
the ECU 50 executes the second valve stopping control.
In this case, in steps 210 and 212, the ECU 50 executes
closed-valve stopping of the intake valve 30 and open-
valve stopping of the exhaust valve 32 during the same
combustion cycle.
[0063] According to the present embodiment config-
ured in this manner also, approximately the same oper-
ational advantages as in the foregoing Embodiment 1
can be obtained. In particular, according to the present
embodiment, the first and second valve stopping controls
can be appropriately used in accordance with the rota-
tional state of the crankshaft 16 at the time of a fuel-cut
operation, and the advantageous effects of valve stop-

ping control in the respective operating states can be
exerted to the maximum.
[0064] Further, according to Embodiment 2, an exam-
ple is described in which failure detection control with
respect to the intake valve 30 is executed based on the
intake air pressure. However, the present invention is not
limited thereto, and a configuration may also be adopted
that executes failure detection control based on an arbi-
trary parameter other than the intake air pressure as long
as the parameter is one in which the operating state of
the intake valve 30 is reflected. As one example, accord-
ing to the present invention, a failure of the intake valve
30 may also be detected based on the torque of the en-
gine. When the intake valve 30 stops in a closed state
normally, the torque decreases compared to a case
where normal opening/closing operations are performed,
and hence a failure can be detected based on this ten-
dency. Note that, the torque may be calculated based on
the number of engine revolutions or the load or the like,
or may be detected by a sensor.

Embodiment 3

[0065] Next, Embodiment 3 of the present invention is
described with reference to Figure 10 to Figure 12. A
feature of the present embodiment is that, in addition to
having a similar configuration and executing similar con-
trol to the above described Embodiment 2, valve rever-
sion control is executed when reverting from a fuel-cut
operation. Note that, according to the present embodi-
ment, components that are the same as in Embodiment
2 are denoted by the same reference symbols, and a
description of such components is omitted hereunder.

[Features of Embodiment 3]

[0066] Figure 10 is a timing chart that illustrates oper-
ating-time valve reversion control that is performed when
reverting from a fuel-cut operation, and Figure 11 is a
timing chart that illustrates starting-time valve reversion
control that is performed when restarting the engine ac-
cording to Embodiment 3 of the present invention. Ac-
cording to the present embodiment a configuration is
adopted that executes the operating-time valve reversion
control when reverting from a fuel-cut operation in which
the crankshaft 16 runs idle, and executes the starting-
time valve reversion control when reverting from a fuel-
cut operation in which the crankshaft 16 is stopped (that
is, when restarting the engine). These valve reversion
controls are described hereunder.

(Operating-time valve reversion control)

[0067] When reverting from a fuel-cut operation, the
intake valve 30 and the exhaust valve 32 are caused to
revert from a stopped state. However, when the crank-
shaft 16 is rotating (running idle), if reversion of the intake
valve 30 is performed first, both of the valves 30 and 32
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will enter an open state, and hence intake air will be sup-
plied to the catalyst 24 by the reciprocating motion of the
piston. Consequently, in the operating-time valve rever-
sion control, as shown in Figure 10, when reverting from
a fuel-cut operation in which the crankshaft 16 is in an
idle running state, first, the exhaust valve 32 is caused
to revert from open-valve stopping (= close), and there-
after the intake valve 30 is caused to revert from closed-
valve stopping (= open) in synchrony with fuel injection.
It is thereby possible to reliably prevent a situation in
which the intake valve 30 opens first and intake air reach-
es the catalyst 24 when reverting from a fuel-cut opera-
tion also.

(Exhaust valve failure detection control)

[0068] In the above described operating-time valve re-
version control, a delay period arises from a time point
at which it is estimated that the exhaust valve 32 has
reverted until the intake valve 30 reverts (see Figure 10).
A configuration may be adopted that executes failure de-
tection control with respect to the exhaust valve 32, de-
scribed below, during this delay period. Similarly to the
failure detection control described according to Embod-
iment 2, this failure detection control is executed based
on an intake air pressure detected by the intake air pres-
sure sensor 42. In a case where the exhaust valve 32
has reverted (closed) normally, an intake negative pres-
sure increases compared to a case where open-valve
stopping thereof is being maintained. For example, an
intake air pressure (negative pressure) in a state in which
the exhaust valve 32 opens and closes normally is pre-
viously stored as a determination value in the ECU 50.
[0069] According to the failure detection control, during
a delay period in which it is estimated that reversion from
open-valve stopping is completed, when a detection val-
ue of the intake air pressure is higher than the aforemen-
tioned determination value, the ECU 50 determines that
a failure has occurred in which the exhaust valve 32 does
not revert from open-valve stopping. Further, when the
detection value of the intake air pressure is approximately
equal to the determination value, the ECU 50 determines
that the exhaust valve 32 is normal. Thus, according to
the present embodiment, even without executing valve
control for failure detection or the like, a failure of the
exhaust valve 32 can be easily detected by utilizing a
delay period at a time of valve reversion. Note that, when
executing the above described failure detection control,
it is preferable to previously confirm by means of another
failure detection control that the intake valve 30 is normal.

(Starting-time valve reversion control)

[0070] On the other hand, when restarting the engine,
the starting-time valve reversion control shown in Figure
11 is executed. As shown in Figure 11, in the starting-
time valve reversion control, first the intake valve 30 is
caused to revert from closed-valve stopping. Further, at

the same time as reversion of the intake valve 30 or after
the reversion has been performed, the exhaust valve 32
is caused to revert from open-valve stopping. Therefore,
when restarting, the intake valve 30 can be caused to
open before the exhaust valve 32 closes, and a situation
in which the inside of the cylinder enters an airtight state
at cranking time can be avoided. As a result, the cranking
load can be reduced, and hence the electric power con-
sumption of the starter can be decreased and vibrations
at cranking time can be lessened.
[0071] In addition, according to the starting-time valve
reversion control, after cranking has started (preferably,
after the number of engine revolutions produced by
cranking has risen moderately), the exhaust valve 32 is
caused to revert from open-valve stopping. Consequent-
ly, in at least an initial stage of cranking, the exhaust valve
32 can be caused to open, and an adequate rotational
inertial force can be imparted to a flywheel or the like in
a state in which the resistance of the piston (crankshaft)
is small. Accordingly, even if the exhaust valve 32 closes
and the rotational resistance of the crankshaft 16 increas-
es, the load of the starter can be reduced by utilizing the
rotational inertial force of the flywheel or the like, and the
electric power consumption of the starter can be further
reduced.

[Specific processing to realize Embodiment 3]

[0072] Next, specific processing for implementing the
above described control is described with reference to
Figure 12. Figure 12 is a flowchart that illustrates control
that is executed by the ECU according to Embodiment 3
of the present invention. It is assumed that the routine
shown in Figure 12 is repeatedly executed while the ve-
hicle is operating (including at startup) concurrently with
the routine shown in Figure 6 or Figure 9 described
above. According to the routine shown in Figure 12, first,
in step 300, based on an output of the sensor system,
the ECU 50 determines whether or not the current timing
is a timing at which to revert from a fuel-cut operation. If
the result determined in step 300 is affirmative, in step
302 the ECU 50 determines whether or not the current
timing is an engine restarting time.
[0073] If the current timing is not an engine restarting
time, that is, when reverting from a fuel-cut operation in
which the crankshaft 16 runs idle, first, in step 304, the
ECU 50 causes the exhaust valve 32 to revert from open-
valve stopping. Next, in step 306, the ECU 50 executes
failure detection control with respect to the exhaust valve
32. Thereafter, in step 308, the ECU 50 causes the intake
valve 30 to revert from closed-valve stopping. In contrast,
at an engine restarting time, in step 310, the ECU 50
starts cranking, and in step 312 the ECU 50 causes the
intake valve 30 to revert from closed-valve stopping.
Next, in step 314, the ECU 50 causes the exhaust valve
32 to revert from open-valve stopping.
[0074] Thus, according to the present embodiment, in
addition to the operational advantages at the time of a
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fuel-cut operation described in Embodiment 2, the vari-
ous operational advantages described above can be ob-
tained when reverting from a fuel-cut operation also. In
particular, according to the present embodiment the op-
erating-time valve reversion control and the starting-time
valve reversion control can be appropriately used in ac-
cordance with the form of reversion from a fuel-cut op-
eration (normal reversion in which the crankshaft 16 runs
idle, or reversion when restarting the engine), and the
advantageous effects of the valve reversion control can
be exerted to the maximum in respective operating
states.
[0075] Note that, in the above described Embodiment
3, steps 304 and 308 in Figure 12 represent a specific
example of operating-time valve reversion control means
according to claim 6, and steps 310, 312 and 314 repre-
sent a specific example of starting-time valve reversion
control means according to claims 8 and 9. Further, step
306 represents a specific example of exhaust failure de-
tection means according to claim 7.
[0076] In addition, although in Embodiment 3 a config-
uration is adopted that appropriately uses the operating-
time valve reversion control and the starting-time valve
reversion control according to the situation, according to
the present invention it is not necessarily the case that
these valve reversion controls must be used together.
More specifically, according to the present invention, a
configuration may also be adopted which executes the
operating-time valve reversion control when reverting
from a normal fuel-cut operation and does not adopt the
starting-time valve reversion control, or a configuration
may also be adopted which executes the starting-time
valve reversion control when restarting the engine and
does not adopt the operating-time valve reversion con-
trol.
[0077] Further, according to Embodiment 3, an exam-
ple is described in which failure detection control with
respect to the exhaust valve 32 is executed based on the
intake air pressure. However, the present invention is not
limited thereto, and a configuration may also be adopted
that, similarly to when performing failure detection control
with respect to the intake valve that is described above,
for example, executes failure detection control based on
other parameters including the torque.
[0078] Furthermore, according to Embodiment 3, con-
trol when reverting from a fuel-cut operation is added to
the control of Embodiment 2.

Description of Reference Numerals

[0079] 10 engine (internal combustion engine), 12 pis-
ton, 14 combustion chamber, 16 crankshaft, 18 intake
passage, 20 exhaust passage, 22 throttle valve, 24 cat-
alyst, 26 fuel injection valve, 28 spark plug, 30 intake
valve, 32 exhaust valve, 34 intake variable valve mech-
anism, 36 exhaust variable valve mechanism, 40 airflow
sensor, 42 intake air pressure sensor (valve state detec-
tion means), 50 ECU

Claims

1. A control apparatus for an internal combustion en-
gine, comprising:

an intake closed-valve stopping mechanism
(34) that is capable of stopping an intake valve
(30) in a closed state;
an exhaust open-valve stopping mechanism
(36) that is capable of stopping an exhaust valve
(32) in an open state; and
valve stopping control means that, in a case of
executing a fuel-cut operation, including at a
time the internal combustion engine (10) is
stopped, causes all intake valves (30) in all cyl-
inders to stop in a closed state by means of the
intake closed-valve stopping mechanism (34),
and causes at least one exhaust valve (32) in
all cylinders to stop in an open state by means
of the exhaust open-valve stopping mechanism
(36),
wherein:

the valve stopping control means comprises
first valve stopping control means that stops
the exhaust valves (32) in an open state at
the timing which is delayed by at least one
combustion cycle or more after stopping the
intake valves (30) in a closed state, and
second valve stopping control means that
executes an operation that stops the intake
valves (30) in a closed state and an opera-
tion that stops the exhaust valves (32) in an
open state during a same combustion cycle;
the control apparatus characterized by fur-
ther comprising control switching means
that determines if a fuel-cut operation is ex-
ecuted, and
that determines whether or not a crankshaft
is caused to continue idle running rotation
during the fuel-cut operation, and
that actuates the first valve stopping control
means, when the crankshaft (16) continues
idle running during the fuel-cut operation,
and actuates the second valve stopping
control means, when the crank shaft (16)
stops in a case where the execution of the
fuel-cut operation stops the internal com-
bustion engine (10).

2. The control apparatus for an internal combustion en-
gine according to claim 1, further comprising:

valve state detection means (42) that detects a
parameter in which an operating state of the in-
take valves (30) is reflected; and
intake failure detection means that performs fail-
ure detection with respect to the intake valves
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(30) by means of the valve state detection
means (42) during a delay period which is at
least one combustion cycle or more, and the de-
lay period is a period from a time point at which
it is estimated that the intake valves (30) stop in
a closed state until the exhaust valves (32) stop
in an open state.

3. The control apparatus for an internal combustion en-
gine according to any one of claims 1 to 2, further
comprising operating-time valve reversion control
means that, in a case of reverting from a fuel-cut
operation in a state in which the crankshaft (16) of
the internal combustion engine (10) rotates, causes
the intake valves (30) to revert from a stopped state
after causing the exhaust valves (32) to revert from
a stopped state.

4. The control apparatus for an internal combustion en-
gine according to claim 3, further comprising:

valve state detection means (42) that detects a
parameter in which an operating state of the ex-
haust valves (32) is reflected; and
exhaust failure detection means that performs
failure detection with respect to the exhaust
valves (32) by means of the valve state detection
means (42) during a period from a time point at
which it is estimated that the exhaust valves (32)
revert from a stopped state until the intake
valves (30) revert from a stopped state.

5. The control apparatus for an internal combustion en-
gine according to any one of claims 1 to 4, further
comprising starting-time valve reversion control
means that, in a case of restarting the internal com-
bustion engine (10), causes the intake valves (30)
to revert from a stopped state, and causes the ex-
haust valves (32) to revert from a stopped state at a
time point at which the intake valves (30) revert or
thereafter.

6. The control apparatus for an internal combustion en-
gine according to claim 5, wherein the starting-time
valve reversion control means is configured to cause
the exhaust valves (32) to revert from a stopped state
after cranking is started.

Patentansprüche

1. Steuervorrichtung für einen Verbrennungsmotor,
mit:

einem Einlassventil-Schließstoppmechanis-
mus (34), der in der Lage ist, ein Einlassventil
(30) in einem geschlossenen Zustand zu stop-
pen;

einem Auslassventil-Öffnungsstoppmechanis-
mus (36), der in der Lage ist, ein Auslassventil
(32) in einem offenen Zustand zu stoppen; und
einer Ventilstoppsteuerungseinrichtung, die bei
Ausführung eines Kraftstoffzufuhrunterbre-
chungsvorgangs, einschließlich des Falles, bei
dem der Verbrennungsmotor (10) gestoppt wird,
veranlasst, dass alle Einlassventile (30) in allen
Zylindern mittels des Einlassventil-
Schließstoppmechanismus (34) in einem ge-
schlossenen Zustand gestoppt werden und
dass zumindest ein Auslassventil (32) in allen
Zylindern mittels des Auslassventil-Öffnungs-
stoppmechanismus (36) in einem offenen Zu-
stand gestoppt wird, wobei
die Ventilstoppsteuerungseinrichtung aufweist:

eine erste Ventilstoppsteuerungseinrich-
tung, die die Auslassventile (32) zu einem
Zeitpunkt, der gegenüber einem Zeitpunkt,
an dem die Einlassventile (30) in einem ge-
schlossenen Zustand gestoppt wurden, um
mindestens einen Verbrennungszyklus
oder mehr verzögert ist, in einem geöffne-
ten Zustand stoppt, und
eine zweite Ventilstoppsteuerungseinrich-
tung, die einen Vorgang, der die Einlass-
ventile (30) in einem geschlossenen Zu-
stand stoppt, und einen Vorgang, der die
Auslassventile (32) in einem offenen Zu-
stand stoppt, während desselben Verbren-
nungszyklus ausführt;

dadurch gekennzeichnet, dass
die Steuervorrichtung ferner eine Steuerschalt-
einrichtung aufweist,
die bestimmt, ob ein Kraftstoffzufuhrunterbre-
chungsvorgang ausgeführt wird,
die bestimmt, ob eine Kurbelwelle während des
Kraftstoffzufuhrunterbrechungsvorgangs im
Leerlauf weiterläuft, und
die die erste Ventilstoppsteuerungseinrichtung
betätigt, wenn die Kurbelwelle (16) während des
Kraftstoffzufuhrunterbrechungsvorgangs im
Leerlauf weiterläuft, und die zweite Ventilstopp-
steuerungseinrichtung betätigt, wenn die Kur-
belwelle (16) in einem Fall stoppt, in dem die
Ausführung des Kraftstoffzufuhrunterbre-
chungsvorgangs den Verbrennungsmotor (10)
stoppt.

2. Steuervorrichtung für einen Verbrennungsmotor
nach Anspruch 1, ferner mit:

einer Ventilzustandserfassungseinrichtung
(42), die einen Parameter erfasst, der einen Be-
triebszustand der Einlassventile (30) reflektiert;
und
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einer Einlassfehlererfassungseinrichtung, die
eine Fehlererfassung in Bezug auf die Einlass-
ventile (30) mittels der Ventilzustandserfas-
sungseinrichtung (42) während einer Verzöge-
rungsperiode durchführt, die mindestens ein
Verbrennungszyklus oder mehr beträgt, wobei
die Verzögerungsperiode eine Periode von ei-
nem Zeitpunkt, an dem geschätzt wird, dass die
Einlassventile (30) in einem geschlossenen Zu-
stand stoppen, bis zu einem Zeitpunkt, an dem
die Auslassventile (32) in einem offenen Zu-
stand stoppen, ist.

3. Steuervorrichtung für einen Verbrennungsmotor
nach einem der Ansprüche 1 bis 2, ferner mit einer
Betriebszeit-Ventilumkehr-Steuereinrichtung, die im
Falle einer Umkehrung von einem Kraftstoffzufuhr-
unterbrechungsvorgang in einen Zustand, in dem
sich die Kurbelwelle (16) des Verbrennungsmotors
(10) dreht, bewirkt, dass die Einlassventile (30) aus
einem gestoppten Zustand zurückkehren, nachdem
die Auslassventile (32) aus einem gestoppten Zu-
stand zurückkehren.

4. Steuervorrichtung für einen Verbrennungsmotor
nach Anspruch 3, ferner mit:

einer Ventilzustandserfassungseinrichtung
(42), die einen Parameter erfasst, der einen Be-
triebszustand der Auslassventile (32) reflektiert;
und
einer Auslassfehlererfassungseinrichtung, die
eine Fehlererfassung in Bezug auf die Auslass-
ventile (32) mittels der Ventilzustandserfas-
sungseinrichtung (42) während einer Periode
von einem Zeitpunkt, zu dem geschätzt wird,
dass die Auslassventile (32) aus einem ge-
stoppten Zustand zurückkehren, bis zu einem
Zeitpunkt, an dem die Einlassventile (30) aus
einem gestoppten Zustand zurückkehren,
durchführt.

5. Steuervorrichtung für einen Verbrennungsmotor
nach einem der Ansprüche 1 bis 4, ferner mit einer
Startzeitpunkt-Ventilumkehr-Steuereinrichtung, die
bei einem Neustart des Verbrennungsmotors (10)
bewirkt, dass die Einlassventile (30) aus einem ge-
stoppten Zustand zurückkehren und die Auslass-
ventile (32) zu einem Zeitpunkt, an dem die Einlass-
ventile (30) aus dem gestoppten Zustand zurückkeh-
ren, oder danach aus einem gestoppten Zustand zu-
rückkehren.

6. Steuervorrichtung für einen Verbrennungsmotor
nach Anspruch 5, wobei die Startzeit-Ventilumkehr-
Steuereinrichtung derart ausgebildet ist, dass sie be-
wirkt, dass die Auslassventile (32) nach Beginn ei-
nes Anlassvorgangs aus einem gestoppten Zustand

zurückkehren.

Revendications

1. Dispositif de commande pour un moteur à combus-
tion interne, comprenant :

un mécanisme d’arrêt de soupape d’admission
fermée (34) qui peut arrêter une soupape d’ad-
mission (30) dans un état fermé ;
un mécanisme d’arrêt de soupape d’échappe-
ment ouverte (36) qui peut arrêter une soupape
d’échappement (32) dans un état ouvert ; et
des moyens de commande d’arrêt de soupape
qui, dans un cas d’exécution d’une opération de
coupure de carburant, incluant à un moment où
le moteur à combustion interne (10) est arrêté,
font que toutes les soupapes d’admission (30)
dans tous les cylindres s’arrêtent dans un état
fermé au moyen du mécanisme d’arrêt de sou-
pape d’admission fermée (34), et font qu’au
moins une soupape d’échappement (32) dans
tous les cylindres s’arrête dans un état ouvert
au moyen du mécanisme d’arrêt de soupape
d’échappement ouverte (36),
dans lequel :

les moyens de commande d’arrêt de sou-
pape comprennent des premiers moyens
de commande d’arrêt de soupape qui arrê-
tent les soupapes d’échappement (32) dans
un état ouvert au moment qui est retardé
d’au moins un cycle de combustion ou plus
après l’arrêt des soupapes d’admission (30)
dans un état fermé, et
des seconds moyens de commande d’arrêt
de soupape qui exécutent une opération qui
arrête les soupapes d’admission (30) dans
un état fermé et une opération qui arrête les
soupapes d’échappement (32) dans un état
ouvert pendant un même cycle de
combustion ;

le dispositif de commande étant caractérisé en
ce qu’il comprend en outre des moyens de com-
mutation de commande
qui déterminent si une opération de coupure de
carburant est exécutée, et
qui déterminent si ou non un vilebrequin conti-
nue à tourner au ralenti pendant l’opération de
coupure de carburant, et
qui actionnent les premiers moyens de com-
mande d’arrêt de soupape, quand le vilebrequin
(16) continue à tourner au ralenti pendant l’opé-
ration de coupure de carburant, et actionnent
les seconds moyens de commande d’arrêt de
soupape, quand le vilebrequin (16) s’arrête dans
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un cas où l’exécution de l’opération de coupure
de carburant arrête le moteur à combustion in-
terne (10).

2. Dispositif de commande pour un moteur à combus-
tion interne selon la revendication 1, comprenant en
outre :

des moyens de détection d’état de soupape (42)
qui détectent un paramètre dans lequel un état
de fonctionnement des soupapes d’admission
(30) est reflété ; et
des moyens de détection de panne d’admission
qui réalisent une détection de panne concernant
les soupapes d’admission (30) au moyen des
moyens de détection d’état de soupape (42)
pendant une période de retard qui est au moins
un cycle de combustion ou plus, et la période
de retard est une période depuis un point de
temps auquel il est estimé que les soupapes
d’admission (30) s’arrêtent dans un état fermé
jusqu’à ce que les soupapes d’échappement
(32) s’arrêtent dans un état ouvert.

3. Dispositif de commande pour un moteur à combus-
tion interne selon l’une quelconque des revendica-
tions 1 à 2, comprenant en outre des moyens de
commande de retour des soupape en fonctionne-
ment qui, dans un cas de retour depuis une opération
de coupure de carburant dans un état dans lequel
le vilebrequin (16) du moteur à combustion interne
(10) tourne, fait que les soupapes d’admission (30)
reviennent depuis un état arrêté après avoir fait que
les soupapes d’échappement (32) reviennent depuis
un état arrêté.

4. Dispositif de commande pour un moteur à combus-
tion interne selon la revendication 3, comprenant en
outre :

des moyens de détection d’état de soupape (42)
qui détectent un paramètre dans lequel un état
de fonctionnement des soupapes d’échappe-
ment (32) est reflété ; et
des moyens de détection de panne d’échappe-
ment qui réalisent une détection de panne con-
cernant les soupapes d’échappement (32) au
moyen des moyens de détection d’état de sou-
pape (42) pendant une période depuis un point
de temps auquel il est estimé que les soupapes
d’échappement (32) reviennent depuis un état
arrêté jusqu’à ce que les soupapes d’admission
(30) reviennent depuis un état arrêté.

5. Dispositif de commande pour un moteur à combus-
tion interne selon l’une quelconque des revendica-
tions 1 à 4, comprenant en outre des moyens de
commande de retour de soupape au moment du dé-

marrage qui, dans un cas de redémarrage du moteur
à combustion interne (10), font que les soupapes
d’admission (30) reviennent depuis un état arrêté,
et font que les soupapes d’échappement (32) revien-
nent depuis un état arrêté en un point de temps
auquel les soupapes d’admission (30) reviennent ou
après cela.

6. Dispositif de commande pour un moteur à combus-
tion interne selon la revendication 5, dans lequel les
moyens de commande de retour de soupape au mo-
ment du démarrage sont configurés pour faire que
les soupapes d’échappement (32) reviennent depuis
un état arrêté après que le démarrage est commen-
cé.
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