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Description

BACKGROUND

1. Technical Field

[0001] The present disclosure relates to surgical clip
appliers and, more particularly, to a novel endoscopic
surgical clip applier.

2. Background of Related art

[0002] Endoscopic staplers and clip appliers are
known in the art and are used for a number of distinct
and useful surgical procedures. In the case of a laparo-
scopic surgical procedure, access to the interior of an
abdomen is achieved through narrow tubes or cannulas
inserted through a small entrance incision in the skin.
Minimally invasive procedures performed elsewhere in
the body are often generally referred to as endoscopic
procedures. Typically, a tube or cannula device is ex-
tended into the patient’s body through the entrance inci-
sion to provide an access port. The port allows the sur-
geon to insert a number of different surgical instruments
therethrough using a trocar and for performing surgical
procedures far removed from the incision.
[0003] During a majority of these procedures, the sur-
geon must often terminate the flow of blood or another
fluid through one or more vessels. The surgeon will often
apply a surgical clip to a blood vessel or another duct to
prevent the flow of body fluids therethrough during the
procedure. An endoscopic clip applier is known in the art
for applying a single clip during an entry to the body cavity.
Such single clip appliers are typically fabricated from a
biocompatible material and are usually compressed over
a vessel. Once applied to the vessel, the compressed
clip terminates the flow of fluid therethrough.
[0004] Endoscopic clip appliers that are able to apply
multiple clips in endoscopic or laparoscopic procedures
during a single entry into the body cavity arc described
in commonly-assigned U.S. Pat. Nos. 5,084,057 and
5,100,420 to Green et al.. Another multiple endoscopic
clip applier is disclosed in commonly-assigned U.S. Pat.
No. 5,607,436 to Pratt et al.,. These devices are typically,
though not necessarily, used during a single surgical pro-
cedure. U.S. patent application Ser. No. 08/515,341 now
U.S. Pat. No. 5,695,502 to Pier et al., discloses a rester-
ilizable surgical clip applier. The clip applier advances
and forms multiple clips during a single insertion into the
body cavity. This resterilizable clip applier is configured
to receive and cooperate with an interchangeable clip
magazine so as to advance and form multiple clips during
a single entry into a body cavity. One significant design
goal is that the surgical clip be loaded between the jaws
without any compression of the clip from the loading pro-
cedure. Such bending or torque of the clip during loading
often has a number of unintended consequences. Such
compression during loading may alter slightly the align-

ment of the clip between the jaws. This will cause the
surgeon to remove the clip from between the jaws for
discarding the clip. Additionally such preloading com-
pression may slight compress parts of the clip and
change a geometry of the clip. This will cause the surgeon
to remove the compressed clip front between the jaws
for discarding the clip.
[0005] Endoscopic or laparoscopic procedures are of-
ten performed remotely from the incision. Consequently,
application of clips may be complicated by a reduced
field of view or reduced tactile feedback for the user at
the proximal end of the device. It is therefore desirable
to improve the operation of the instrument by providing
indication to the user of a firing of an individual clip, the
depletion of the clips contained in the loading unit, or any
other surgical event. It is also desirable to provide a sur-
gical clip applier that promotes a successful loading of
the clip and that wedges the jaws of the surgical clip ap-
plier open, then loads the clip between the jaws in order
to prevent any damage or excessive compression of the
clip and prevents compression of the jaws on the clip
before firing. Patent documents EP 1 908 423 and US
2006/079913 disclose instruments according to the pre-
amble of claim 1.

SUMMARY

[0006] The present invention is defined in claim 1 and
certain embodiments thereof are defined in the depend-
ent claims.
[0007] According to an aspect of the present disclo-
sure, an apparatus for application of surgical clips to body
tissue is provided. The apparatus includes a handle as-
sembly; a shaft assembly extending distally from the han-
dle assembly and defining a longitudinal axis; a plurality
of surgical clips disposed within the shaft assembly; a
jaw mounted adjacent a distal end portion of the shaft
assembly, the jaw being movable between an open
spaced-apart condition and a closed approximated con-
dition; and a pusher bar reciprocally disposed within the
shaft assembly, the pusher bar being configured to load
a distal-most surgical clip into the jaws while the jaws are
in the open condition and remain in contact with the load-
ed surgical clip during an approximation of the jaws.
[0008] The pusher bar may include a pusher formed
at a distal end thereof. The pusher may have a narrow
profile for contacting the loaded surgical staple at a single
location. The pusher may define a plane that is oriented
substantially orthogonal to a plane of the loaded surgical
staple.
[0009] The apparatus may further include a connector
plate reciprocally disposed within the shaft assembly.
The connector plate may be selectively connected to the
pusher bar. In use, during an initial distal movement of
the connector plate, the pusher bar may be distally ad-
vanced and during a further distal movement of the con-
nector plate the connector plate may be disconnected
from the pusher bar.
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[0010] The pusher bar may include a first spring clip
supported thereon for selectively engaging a feature of
the shaft assembly when the pusher bar is in an advanced
position for selectively maintaining the pusher bar in the
advanced position. The pusher bar may further include
a second spring clip supported thereon for selectively
engaging a first feature of the connector plate. The first
feature of the connector plate may selectively disengage
from the second spring clip following the initial distal
movement of the connector plate.
[0011] The apparatus may further include an advancer
plate reciprocally disposed within the shaft assembly.
The advancer plate may include at least one fin selec-
tively engageable by a shoulder of the pusher bar. In use,
the shoulder of the pusher bar may engage the at least
one fin of the advancer plate during a distal and a proximal
movement of the pusher bar to effectuate one of a distal
and proximal movement of the advancer plate.
[0012] The apparatus may further include a clip follow-
er slidably supported in the shaft assembly for urging the
plurality of surgical clips in a distal direction. The clip fol-
lower may include a first tab projecting from a first surface
thereof and a second tab projecting from a second sur-
face thereof. In use, the first tab of the clip follower may
engage the advancer plate as the advancer plate is
moved distally such that the clip follower is moved distally
to advance the plurality of surgical clips, and wherein the
second tab of the clip follower may engage a stationary
feature as the advancer plate is moved proximally such
that the clip follower remains stationary.
[0013] The apparatus may further include a clip carrier
disposed in the shaft assembly, wherein the clip carrier
is configured to retain the plurality of surgical clips and
the clip follower, and wherein the second tab of the clip
follower may engage features formed in the clip carrier.
[0014] The clip follower may be incrementally ad-
vanced through the shaft assembly. The clip follower may
include a catch extending from a surface thereof, wherein
the catch may engage the pusher bar following firing of
a last surgical clip and may prevent movement of the
pusher bar in a proximal direction.
[0015] The apparatus may further include a ratchet as-
sembly disposed in the handle assembly. The ratchet
assembly may be prevented from re-setting when the
pusher bar does not return to a proximal position.
[0016] The apparatus may further include a counter
supported in the housing assembly. The counter may
provide an indication when a surgical clip has been fired.
[0017] The apparatus may further include an indicator
supported in the housing assembly. The indicator may
provide at least one of an audible and a tactile indication
when at least one of a surgical clip is loaded into the jaws,
a surgical clip is fired and the apparatus is reset.
[0018] The apparatus may further include a wedge
plate reciprocally disposed within the shaft assembly.
The wedge place may be movable between a position
where a distal and thereof is disposed in the jaws and a
position where the distal end thereof is free from said

jaws. The wedge plate may further include a third spring
clip supported thereon for selectively engaging a second
feature of the connector plate, wherein the second fea-
ture of the connector plate selectively disengages from
the third spring clip following an initial distal movement
of the connector plate.
[0019] The apparatus may further include a drive bar
actuatable by the handle assembly and connected to the
connector plate for effecting movement of the connector
plate. The apparatus may further include a drive channel
reciprocally disposed within the shaft assembly, wherein
the drive bar selectively engages the drive channel to
effect translation of the drive channel. A distal end of the
drive channel may engage a surface of the jaws upon
distal advancement thereof to effectuate approximation
of the jaws.
[0020] The drive channel may actuate a wedge lock
release upon distal advancement thereof to cause prox-
imal movement of the wedge plate to withdraw the distal
end of the wedge plate from the jaws and permit the drive
channel to approximate the jaws.
[0021] The shaft assembly may be rotatable, about the
longitudinal axis, with respect to the handle assembly.
The shaft assembly may include a guard supported
therein, wherein the guard may prevent the third spring
clip from splaying outwardly as the third spring clip trans-
lates thereacross.
[0022] The wedge plate and/or the drive channel may
be biased to a proximal position.
[0023] According to another aspect of the present dis-
closure, an apparatus for application of surgical clips to
body tissue is provided. The apparatus includes a handle
assembly; a shaft assembly extending distally from the
handle assembly and defining a longitudinal axis; a plu-
rality of surgical clips disposed within the shaft assembly;
a jaw mounted adjacent a distal end portion of the shaft
assembly, the jaw being movable between an open
spaced-apart condition and a closed approximated con-
dition; and a clip follower slidably supported in the shaft
assembly for urging the plurality of surgical clips in a distal
direction. The clip follower includes a first tab projecting
from a first surface thereof and a second tab projecting
from a second surface thereof. The first tab of the clip
follower engages the advancer plate as the advancer
plate is moved distally such that the clip follower is moved
distally to advance the plurality of surgical clips, and the
second tab of the clip follower engages a stationary fea-
ture as the advancer plate is moved proximally such that
the clip follower remains stationary.
[0024] The apparatus may further include an advancer
plate reciprocally disposed within the shaft assembly.
The advancer plate may define a plurality of windows
formed along a length thereof. In use, the first tab of the
clip follower may selectively engage a window of the plu-
rality of windows as the advancer plate reciprocates.
[0025] The apparatus may further include a pusher bar
reciprocally disposed within the shaft assembly. The
pusher bar may be configured to load a distal-most sur-
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gical clip into the jaws while the jaws are in the open
condition and remain in contact with the loaded surgical
clip during an approximation of the jaws.
[0026] The advancer plate may include at least one fin
selectively engageable by a shoulder of the pusher bar.
The shoulder of the pusher bar may engage the at least
one fin of the advancer plate during a distal and a proximal
movement of the pusher bar to effectuate one of a distal
and proximal movement of the advancer plate.
[0027] The pusher bar may include a pusher formed
at a distal end thereof, wherein the pusher has a narrow
profile for contacting the loaded surgical staple at a single
location. The pusher may define a plane that is oriented
substantially orthogonal to a plane of the loaded surgical
staple.
[0028] The apparatus may further include a connector
plate reciprocally disposed within the shaft assembly.
The connector plate may be selectively connected to the
pusher bar. In use, during an initial distal movement of
the connector plate the pusher bar may be distally ad-
vanced and during a further distal movement of the con-
nector plate the connector plate may be disconnected
from the pusher bar.
[0029] The pusher bar may include a first spring clip
supported thereon for detachably connecting to a feature
of the shaft assembly when the pusher bar is in an ad-
vanced position for maintaining the pusher bar in the ad-
vanced position. The pusher bar may further include a
second spring clip supported thereon for detachably con-
necting to a first feature of the connector plate, wherein
the first feature of the connector plate disconnects from
the second spring clip following the initial distal move-
ment of the connector plate.
[0030] The apparatus may further include a clip carrier
disposed in the shaft assembly. The clip carrier may be
configured to retain the plurality of surgical clips and the
clip follower. The second tab of the clip follower may en-
gage features formed in the clip carrier, The clip follower
may be incrementally advanced through the shaft as-
sembly. The clip follower may include a catch extending
from a surface thereof. The catch may engage the pusher
bar following firing of a last surgical clip and may prevent
movement of the pusher bar in a proximal direction.
[0031] The apparatus may further include a ratchet as-
sembly disposed in the handle assembly. The ratchet
assembly may be prevented from re-setting when the
pusher bar does not return to a proximal position.
[0032] The apparatus may further include a counter
supported in the housing assembly, wherein the counter
may provide an indication when a surgical clip has been
loaded or fired. The apparatus may further include an
indicator supported in the housing assembly, wherein the
indicator may provide at least one of an audible and a
tactile indication when at least one of a surgical clip is
loaded into the jaws, a surgical clip is fired and the ap-
paratus is re-set.
[0033] The apparatus may further include a wedge
plate reciprocally disposed within the shaft assembly.

The wedge plate may be movable between a position
where a distal end thereof is disposed in the jaws and a
position where the distal end thereof is free from said
jaws. The wedge plate may further include a third spring
clip supported thereon for selectively engaging a second
feature of the connector plate, wherein the second fea-
ture of the connector plate may selectively disengage
from the third spring clip following an initial distal move-
ment of the connector plate.
[0034] The apparatus may further include a drive bar
actuatable by the handle assembly and connected to the
connector plate for effecting movement of the connector
plate. The apparatus may further include a drive channel
reciprocally disposed within the shaft assembly, wherein
the drive bar may selectively engage the drive channel
to effect translation of the drive channel, and wherein a
distal end of the drive channel may engage a surface of
the jaws upon distal advancement thereof to effectuate
approximation of the jaws. The drive channel may actu-
ate a wedge lock plate upon distal advancement thereof
to cause proximal movement of the wedge plate to with-
draw the distal end of the wedge plate from the jaws and
may permit the drive channel to approximate the jaws.
[0035] The shaft assembly may be rotatable, about the
longitudinal axis, with respect to the handle assembly.
The shaft assembly may include a cuff supported therein,
wherein the cuff may prevent the third spring clip from
splaying outwardly as the third spring clip translates the-
reacross.
[0036] The wedge plate and/or drive channel may be
biased to a proximal position.
[0037] According to a further aspect of the present dis-
closure an apparatus for application of surgical clips to
body tissue is provided wherein the apparatus includes
a handle assembly and a shaft assembly extending dis-
tally from the handle assembly and defining a longitudinal
axis. The handle assembly includes a trigger and a drive
bar reciprocally translatable by the trigger upon an actu-
ation thereof. The shaft assembly includes a housing; a
plurality of surgical clips disposed within the housing; a
jaw mounted adjacent a distal end portion of the housing,
the jaw being movable between an open spaced-apart
condition and a closed approximated condition; a pusher
bar reciprocally disposed within the housing, the pusher
bar being configured to load a distal-most surgical clip
into the jaws while the jaws are in the open condition and
remain in contact with the loaded surgical clip during an
approximation of the jaws; an advancer plate reciprocally
disposed within the housing, adjacent to the pusher bar,
the advancer plate including at least one fin selectively
engageable by a shoulder of the pusher bar, wherein the
shoulder of the pusher bar engages the at least one fin
of the advance plate during a distal and a proximal move-
ment of the pusher bar to effectuate one of a distal and
proximal movement of the advancer plate; a clip carrier
disposed within the housing adjacent the advancer plate,
wherein the clip carrier is configured to retain the plurality
of surgical clips; a clip follower slidably supported in the

5 6 



EP 2 335 614 B1

5

5

10

15

20

25

30

35

40

45

50

55

clip carrier at a location proximal of the plurality of surgical
clips, the clip follower being configured to urge the plu-
rality of surgical clips in a distal direction, the clip follower
including a first tab projecting from a first surface thereof
and a second tab projecting from a second surface there-
of, wherein the first tab of the clip follower engages the
advancer plate as the advancer plate is moved distally
such that the clip follower is moved distally to advance
the plurality of surgical clips, and wherein the second tab
of the clip follower engages the clip carrier as the ad-
vancer plate is moved proximally such that the clip fol-
lower remains stationary; a drive channel reciprocally dis-
posed within the housing adjacent the clip carrier, where-
in the drive bar selectively engages the drive channel to
effect translation of the drive channel, wherein a distal
end of the drive channel engages a surface of the jaws
upon distal advancement thereof to effectuate approxi-
mation of the jaws; and a wedge plate reciprocally dis-
posed within the housing adjacent the drive channel the
wedge plate being movable between a position where a
distal end thereof is disposed in the jaws and a position
where the distal end thereof is free from said jaws.
[0038] The pusher bar may include a pusher formed
at a distal end thereof. The pusher may have a narrow
profile for contacting the loaded surgical staple at a single
location. The pusher may define a plane that is oriented
substantially orthogonal to a plane of the loaded surgical
staple. The pusher bar may include a first spring clip sup-
ported thereon for selectively engaging a feature of the
housing of shaft assembly when the pusher bar is in an
advanced position for selectively maintaining the pusher
bar in the advanced position. The pusher bar may further
include a second spring clip supported thereon for selec-
tively engaging a first feature of the connector plate,
wherein the first feature of the connector plate selectively
disengages from the second spring clip following the in-
itial distal movement of the connector plate.
[0039] The clip follower may be incrementally ad-
vanced through the shaft assembly. The clip follower may
include a catch extending from a surface thereof. In use,
the catch may engage the pusher bar following firing of
a last surgical clip and may prevent movement of the
pusher bar in a proximal direction.
[0040] The handle assembly may further include a
ratchet assembly disposed therein. In use, the ratchet
assembly may be prevented from re-setting when the
pusher bar does not return to a proximal position. The
handle assembly may further includes a counter support-
ed in the housing assembly, wherein the counter may
provide an indication when a surgical clip has been fired.
The handle assembly may still further include an indicator
supported therein. The indicator may provide at least one
of an audible and a tactile indication indicating an event.
For example, the event may be at least one of a surgical
clip is loaded into the jaws, a surgical clip is fired and the
apparatus is re-set
[0041] The wedge plate may further include a third
spring clip supported thereon for selectively engaging a

second feature of the connector plate. In use, the second
feature of the connector plate may selectively disengage
from the third spring clip following an initial distal move-
ment of the connector plate.
[0042] The shaft assembly may include a wedge plate
lock. In use, the drive channel may actuate the wedge
plate lock upon distal advancement thereof to cause
proximal movement of the wedge plate to withdraw the
distal end of the wedge plate from the jaws and permit
the drive channel to approximate the jaws.
[0043] The shaft assembly may be rotatable, about the
longitudinal axis, with respect to the handle assembly.
The shaft assembly may include a cuff supported in the
housing, wherein the cuff prevents the third spring clip
from splaying outwardly as the third spring clip translates
thereacross.
[0044] The wedge plate and/or the drive channel may
be biased to a proximal position.

BRIEF DESCRIPTION OF THE DRAWINGS

[0045] The present clip applier will be more fully ap-
preciated as the same becomes better understood from
the following detailed description when considered in
connection with the following drawings, in which:
[0046] FIG. 1 is a front, perspective view of a surgical
clip applier according to the present disclosure;
[0047] FIG. 2 is a rear, perspective view of the clip ap-
plier of FIG. 1 illustrating a rotation of a shaft assembly
thereof;
[0048] FIG. 3 is a front, perspective view of a distal end
of the shaft assembly of the clip applier of FIGS. 1 and 2;
[0049] FIG. 4 is a top, plan view of the clip applier of
FIGS. 1 and 2;
[0050] FIG. 5 is a side, elevational view of the clip ap-
plier of FIGS. 1 and 2;
[0051] FIG. 6 is a perspective view of a handle assem-
bly of the clip applier of FIG. 1-5, illustrated with a left
side housing half-section removed therefrom;
[0052] FIG. 7 is a perspective view of a handle assem-
bly of the clip applier of FIG. 1-5, illustrated with a right
side housing half-section removed therefrom;
[0053] FIG. 8 is a perspective view, with parts sepa-
rated, of the handle assembly of the clip applier of FIGS.
1-5:
[0054] FIG. 8A is a perspective view of the handle as-
sembly of FIGS, 6-8, with a trigger removed therefrom;
[0055] FIG. 8B is a perspective view of a feedback
member of the handle assembly of FIGS. 6-8;
[0056] FIG. 9 is a perspective view, with parts sepa-
rated, of the shaft assembly of the clip applier of FIGS.
1-5;
[0057] FIG. 10 is a right side, front perspective view of
the shaft assembly of FIG. 9, shown in an assembled
condition;
[0058] F1G. 11 is an enlarged view of the indicated
area of detail of FIG. 10;
[0059] FIG. 12 is a right side, front perspective view of
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the shaft assembly of FIGS. 9-11, shown with an upper
housing removed therefrom;
[0060] FIG. 13 is an enlarged view of the indicated area
of detail of FIG. 12;
[0061] FIG. 14 is an enlarged view of the indicated area
of detail of FIG. 12;
[0062] FIG. 15 is an enlarged view of the indicated area
of detail of FIG. 12;
[0063] FIG. 16 is a perspective view, with parts sepa-
rated, of a proximal end of a pusher bar and a snap clip
of the shaft assembly of FIGS. 9-15;
[0064] FIG. 17 is a bottom, plan view of the shaft as-
sembly of FIGS. 9-15, illustrating the proximal end of the
pusher bar and the snap clip disposed in the upper hous-
ing;
[0065] FIG.18 is a right side, front perspective view of
the shaft assembly of FIGS. 9-17, shown with an upper
housing and the pusher bar removed therefrom;
[0066] FIG. 19 is an enlarged view of the indicated area
of detail of FIG. 18;
[0067] FIG. 20 is an enlarged view of the indicated area
of detail of FIG. 18;
[0068] FIG. 21 is a right side, front perspective view of
the shaft assembly of FIGS. 9-20, shown with an upper
housing, the pusher bar and an advancer plate removed
therefrom;
[0069] FIG. 22 is an enlarged view of the indicated area
of detail of FIG. 21;
[0070] FIG. 23 is a perspective view, with parts sepa-
rated, of a clip follower and lock-out plate;
[0071] FIG. 23A is a top, perspective view of the as-
sembled clip follower and lock-out plate of FIG. 23;
[0072] FIG. 24 is a bottom, perspective view of the clip
follower of FIG. 23;
[0073] FIG. 25 is a right side, front perspective view of
a distal end of the shaft assembly of FIGS. 9-23, shown
with an upper housing, the pusher bar, the advancer plate
and a clip carrier removed therefrom;
[0074] FIG. 26 is a right side, front perspective view of
the distal end of the shaft assembly of FIG. 25, shown
with an upper housing, the pusher bar, the advancer
plate, the clip carrier and a drive channel removed there-
from;
[0075] FIG. 27 is a left side, front perspective view of
the shaft assembly of FIGS. 9-26, shown with an upper
housing, the pusher bar, the advancer plate, the clip car-
rier, the drive channel and a wedge plate removed there-
from;
[0076] FIG. 28 is an enlarged view of the indicated area
of detail of FIG. 27;
[0077] FIG. 29 is an enlarged view of the indicated area
of detail of FIG. 27;
[0078] FIG. 30 is a left side, front perspective view of
a lower housing of the shaft assembly of FIGS. 9-29;
[0079] FIG. 31 is an enlarged view of the indicated area
of detail of FIG. 30;
[0080] FIG. 31A is an enlarged view of the indicated
area of detail of FIG. 30;

[0081] FIG. 32 is a longitudinal, cross-sectional view
of the clip applier of FIGS. 1-31A, illustrating the clip ap-
plier in an unactuated condition;
[0082] FIG. 33 is an enlarged view of the indicated area
of detail of FIG. 32;
[0083] FIG. 34 is a longitudinal, cross-sectional view
of a distal end of the shaft assembly of the clip applier of
FIGS. 1-31A;
[0084] FIG. 35 is a cross-sectional view as taken
through 35-35 of FIG. 34;
[0085] FIG. 36 is an enlarged view of the indicated area
of detail of FIG. 34;
[0086] FIG. 37 is a cross-sectional view as taken
through 37-37 of FIG. 36;
[0087] FIG. 38 is an enlarged view of the indicated area
of detail of FIG. 34;
[0088] FIG. 39 is a cross-sectional view as taken
through 39-39 of FIG. 38;
[0089] FIG. 40 is an enlarged view of the indicated area
of detail of FIG. 34;
[0090] FIG. 41 is a cross-sectional view as taken
through 41-41 of FIG. 40;
[0091] FIG. 42 is an enlarged view of the indicated area
of detail of FIG. 34;
[0092] FIG. 43 is a cross-sectional view as taken
through 43-43 of FIG. 42;
[0093] FIG. 44 is a longitudinal, cross-sectional view
of the clip applier of FIGS. 1-43, illustrating the clip applier
during an initial actuation thereof;
[0094] FIG. 45 is an enlarged view of the indicated area
of detail of FIG. 44;
[0095] FIG. 46 is an enlarged view of the indicated area
of detail 36 of FIG. 34, during the initial actuation of the
clip applies
[0096] FIG. 47 is an enlarged view of the indicated area
of detail 40 of FIG. 34. during the initial actuation of the
clip applier;
[0097] FIG. 47A is a top, plan view of the pusher bar,
illustrating a movement of the pusher bar during the initial
actuation of the clip applier,
[0098] FIGS. 47B and 47C are each longitudinal,
cross-sectional views of the shaft assembly, illustrating
a movement of the wedge plate during the initial actuation
of the clip applier;
[0099] FIGS. 48 and 49 are enlarged views of the
cross-section taken through 41-41 of FIG. 40 of the shaft
assembly, during the initial actuation of the clip applier,
[0100] FIG. 50 is an enlarged view of the indicated area
of detail 42 of FIG. 34, during the initial actuation of the
clip applier;
[0101] FIG. 51 is a bottom, left side perspective view
of a distal end of the shaft assembly, during the initial
actuation of the clip applier,
[0102] FIGS. 52-54 are each longitudinal, cross-sec-
tional views of the shaft assembly, illustrating a further
movement of the wedge plate during the initial actuation
of the clip applier and a disengagement of a stem of a
connector plate from a snap clip of the wedge plate;
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[0103] FIG. 55 is a longitudinal, cross-sectional view
of the clip applier of FIGS. 1-54, illustrating the clip applier
during a further actuation thereof;
[0104] FIG. 56 is an enlarged view of the indicated area
of detail of FIG. 55;
[0105] FIG. 56A is a right side, perspective view of the
shaft assembly, with the upper housing removed, illus-
trating a movement of the pusher bar during the further
actuation of the clip applier,
[0106] FIGS. 56B and 56C are each bottom plan views
of the advancer plate illustrating a movement of the ad-
vancer plate during the further actuation of the clip ap-
plier,
[0107] FIG. 57 is an enlarged view of the indicated area
of detail 36 of FIG. 34, during the further actuation of the
clip applier.
[0108] FIG. 58 is an enlarged view of the indicated area
of detail 40 of FIG. 34, during the further actuation of the
clip applier.
[0109] FIGS. 59 and 60 are longitudinal, cross-section-
al views of the shaft assembly illustrating a movement of
the pusher bar during the further actuation of the clip
applier, and a connection of a clip supported thereon to
a boss of the upper housing;
[0110] FIG. 61 is an enlarged view of the indicated area
of detail 40 of FIG. 34, during the further actuation of the
clip applier;
[0111] FIG. 62 is an enlarged view of the indicated area
of detail 42 of FIG. 34, during the further actuation of the
clip applier,
[0112] FIG. 63 is a longitudinal cross-sectianal view of
the shaft assembly illustrating a movement of the drive
bar during a further actuation of the clip applier.
[0113] FIGS. 64 and 65 are enlarged views of the
cross-section taken through 41-41 of FIG. 40 of the shaft
assembly, during the further actuation of the clip applier;
[0114] FIG. 66 is a top, left side perspective view of a
distal end of the shaft assembly, during the further actu-
ation of the clip applier,
[0115] FIGS. 67-69 are longitudinal cross-sectional
views of the shaft assembly illustrating a movement of a
connector plate during the further actuation of the clip
applier;
[0116] FIGS. 67A-69A are longitudinal eross-sectional
views of the shaft assembly illustrating a movement of a
connector plate during the further actuation of the clip
applier, according to an alternate embodiment of the
present disclosure;
[0117] FIG. 70 is a longitudinal, cross-sectional view
of the clip applier of FIGS. 1-69, illustrating the clip applier
during a final actuation thereof;
[0118] FIG. 71 is an enlarged view of the indicated area
of detail of FIG. 70;
[0119] FIG. 72 is an enlarged view of the indicated area
of detail 42 of FIG. 34, during the final actuation of the
clip applied,
[0120] FIGS. 73 and 74 are front, perspective views of
the distal end of the shaft assembly illustrating an actu-

ation of the jaws during the final actuation of the clip ap-
plier;
[0121] FIG. 75 is a perspective view illustrating a sur-
gical clip applied to a vessel;
[0122] F1G. 76 is an enlarged view of the indicated
area of detail 71 of FIG. 70, during a release of the trigger
of the clip applier;
[0123] FIG. 76A is a side, elevational view of the handle
assembly during a release of the trigger following a full
actuation thereof;
[0124] FIG. 77 is a longitudinal cross-sectional view of
the shaft assembly illustrating a movement of the con-
nector plate during the release of the trigger:
[0125] F1G. 78 is a longitudinal, cross-sectional view
of the shaft assembly illustrating a movement of the push-
er bar during the release of the trigger, and a disconnec-
tion of the clip supported thereon from the boss of the
upper housing;
[0126] FIG. 79 is a right side, perspective view of the
shaft assembly, with the upper housing removed, illus-
trating a movement of the pusher bar during the release
of the trigger.
[0127] FIG. 80 is an enlarged view of the indicated area
of detail 40 of FIG. 34, during the release of the trigger,
[0128] FIG. 81 is a longitudinal cross-seclional view of
the shaft assembly illustrating a reconnection of a stem
of the connector plate to a snap clip of the pusher bar,
during the release of the trigger.
[0129] FIGS. 82 and 83 are each longitudinal,
cross-sectional views of the shaft assembly, illustrating
a movement of the wedge plate during the release of the
trigger and a reengagement of the stem of the connector
plate to a snap clip of the wedge plate:
[0130] FIG. 84 is front, perspective view of a distal end
of the shaft assembly when the clip applier is in a
locked-out condition;
[0131] FIG. 85 is an enlarged view of the indicated area
of detail 42 of FIG. 34. when the clip applier is in a
locked-out condition; and
[0132] FIG. 86 is an enlarged view of the indicated area
of detail 71 of FIG. 70, when the clip applier is in a
locked-out condition.

DETAILED DESCRIPTION

[0133] Example of surgical clip appliers in accordance
with the present disclosure will now be described in detail
with reference to the drawing figures wherein like refer-
ence numerals identify similar or identical structural ele-
ments. As shown in the drawings and described through-
out the following description, as is traditional when refer-
ring to relative positioning on a surgical instrument, the
term "proximal" refers to the end of the apparatus which
is closer to the user and the term "distal" refers to the
end of the apparatus which is further away from the user.
[0134] Referring now to FIGS. 1-5. a surgical clip ap-
plier in accordance with an example of the present dis-
closure is generally designated as 100. Clip applier 100
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includes a handle assembly 102 and an endoscopic por-
tion including a shaft assembly 104 extending distally
from handle assembly 102.
[0135] Shaft assembly 104 has an outer diameter of
about 10mm. Shaft assembly 104 may have various elon-
gated or shortened lengths depending on intended use,
such as, for example, in bariatric surgery.
[0136] As seen in FIGS. 1-5, surgical clip applier 100
includes a pair of jaws 106 mounted on a distal end of
shaft assembly 104 and actuatable by a trigger 108 of
handle assembly 102. Jaws 106 are formed of a suitable
biocompatible material such as, for example, stainless
steel or titanium and define a channel 106a therebetween
for receipt of a surgical clip "C" therein. When jaws 106
are in an open or un-approximated condition relative to
each other, a width of jaws 106 measures greater than
an outer diameter of shaft assembly 104.
[0137] Jaws 106 are mounted in the distal end of shaft
assembly 104 such that they are longitudinally stationary
relative thereto. A knob 110 may be rotatably mounted
on a distal end of handle assembly 102 and affixed to
shaft assembly 104 to transmit and/or provide 360° ro-
tation to shaft assembly 104 and jaws 106 about a lon-
gitudinal axis thereof (see FIG. 2).
[0138] Referring now to FIGS, 1-8, handle assembly
102 of surgical clip applier 100 is shown. Handle assem-
bly 102 includes a housing 103 having a first or right side
half-section 103a and a second or left side half-section
103b. Handle assembly 102 includes a trigger 108 piv-
otably supported between right side half-section 103a
and left side half-section 103b. Handle assembly 102 de-
fines a window 103c formed in housing 103 for supporting
and displaying a counter mechanism, as will be dis-
cussed in greater detail below. Housing 103 of handle
assembly 102 may be formed of a suitable plastic mate-
rial.
[0139] Housing 103 supports a drive assembly 120 be-
tween right side half-section 103a and left side half-sec-
tion 103b. Drive assembly 120 includes a wishbone link
122 having a first end pivotally connected to trigger 108,
and a second end pivotally connected to a crank plate
124. As seen in FIGS. 6-9, drive assembly 120 further
includes a drive connector 134 rotatably connected to
crank plate 124, a plunger 135 interconnected to drive
connector 134, and a spring 136 supported on drive con-
nector 134. Plunger 135 defines a longitudinal slot 135a
configured and adapted to receive a proximal end of a
drive bar 140 therein.
[0140] Drive bar 140 is connected to plunger 135 via
an integral pin 135b (see FIG. 9). A cap 144 is provided
through which plunger 135 extends. A seal (not shown)
is provided to create an air-tight seal between plunger
135 and an outer tube 150,
[0141] As seen in FIGS. 6-8. handle assembly 102 fur-
ther includes a rack 124a formed in/on crank plate 124
such that rack 124a is movable therewith. Rack 124a
includes a plurality of teeth interposed between a distal
recess 124b and a proximal recess 124c defined in crank

plate 124. Recesses 124b and 124c are provided to allow
pawl 224 to reverse and advance back over the teeth of
rack 124a when crank plate 124 changes between prox-
imal and distal movement.
[0142] Handle assembly 102 further includes a pawl
224 pivotally connected to housing 103 by a pawl pin 226
at a location wherein pawl 224 is in substantial operative
engagement with rack 124a of crank plate 124. Pawl 224
includes a pawl tooth 224a which is selectively engage-
able with the teeth of rack 124a of crank plate 124. Pawl
tooth 224a is engageable with the rack teeth to restrict
longitudinal movement of rack 124a and, in turn, crank
plate 124 within handle assembly 102. A pawl spring 228
is provided to bias pawl 224 into operative engagement
with rack 124a of crank plate 124.
[0143] As seen in FIGS. 6-8, crank plate 124 is pivot-
ably connected to wishbone link 122 via a pin 123. Crank
plate 124 defines a series of ratchet teeth 124a formed
therein for selective engagement with pawl 224.
[0144] As seen in FIGS. 8, 8A and 8B, handle assembly
102 further includes an audible/tactile feedback member
126 operatively associated with trigger 108 so as to rotate
together with and about a common axis as trigger 108 is
actuated. Feedback member 126 defines a race 126a
defining a plurality of ratchets or steps 126b. A deflectable
arm 127 is provided and includes a first end operative
connected or disposed in race 126a, in contact with steps
126b, of feedback member 126 and a second end con-
nected to housing 103. In operation, as trigger 108 is
actuated, arm 127 rides through and/or along race 126a
formed in feedback member 126. As will be discussed in
greater detail below, as arm 127 moves over steps 126b
of feedback member 126, arm 127 snaps over steps 126b
and creates an audible sound/click and/or a tactile vibra-
tion.
[0145] Audible/tactile feedback member 126 includes
sufficient steps 126b so as to create an audible/tactile
indication after a clip has been fully loaded into the jaws
of surgical clip applier 100, after the loaded clip has been
formed by the jaws of surgical clip applier 100, and when
surgical clip applier 100 is reset to the home position and
ready to fire/form another clip.
[0146] As seen in FIGS. 6,7,8 and 8A, handle assem-
bly 102 of surgical clip applier 100 further includes a coun-
ter mechanism 132 supported in housing 103 and visible
through window 103c defined in housing 103. Counter
mechanism 132 includes a display 132a, a processor
132b, and an energy source (not shown) in the form of
a battery or the like.
[0147] Display 132a may be any device known in the
art to provide an indication of an event. The event may
be related to the procedure or the operation of the clip
applier 100. Display 132a is a liquid crystal display (LCD).
[0148] Display 132a displays one or more operating
parameters of clip applier 100 to the surgeon. The oper-
ating parameter displayed by display 132a includes an
amount or number of clips remaining, a number of clips
that have been used, a position parameter, a surgical
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time of usage, or any other parameter of the procedure.
[0149] A Mylar or another polymeric insulating material
is disposed between battery or energy source and a con-
tact of processor 132b which prevents the battery or en-
ergy source from becoming drained during storage. The
tab expends out of housing 103 of surgical clip applier
100 in order to allow for easy removal of the tab therefrom.
Once the tab is removed, battery or energy source comes
into electrical contact with the contact of processor 132b
and in turn energizes display 132a.
[0150] As seen in FIGS. 6, 7, 8 and 8A, handle assem-
bly 102 of surgical clip applier 100 further includes a coun-
ter actuation mechanism including a counter actuation
lever 130 having a first arm 130a configured and adapted
to operatively, selectively engage processor 132b of
counter mechanism 132. Counter actuation lever 130 fur-
ther includes a second arm 130b configured and adapted
to operatively, slidably engage a slot 128a formed in an
actuator plate 128 slidably supported in housing 103.
[0151] In operation, as will be described in greater de-
tail below, as trigger 108 is squeezed, trigger 108 causes
wishbone link 122 to be advanced distally, causing crank
plate 124 to be advanced distally. When arm 124d of
crank plate 124 is advanced a predetermined distance,
arm 124d engages or contacts finger 128b of actuator
plate 128. As crank plate 124 is further advanced distally,
crank plate 124 forces or pulls actuator plate 128 in a
distal direction thereby actuating counter actuation lever
130 to activate counter mechanism 132.
[0152] In particular, when actuator plate 128 is moved
distally a sufficient distance, second arm 130b of counter
actuation lever 130 is cammed within slot 128b thereof
and rotates counter actuation lever 130 resulting in first
arm 130a. When actuator plate 128 is moved proximally
a sufficient distance, second arm 130b of counter actu-
ation lever 130 is returned to a home position resulting
in first arm 130a of counter actuation lever 130 disen-
gaging counter mechanism 132.
[0153] Turning now to FIGS. 9-31A, shaft assembly
104 of surgical clip applier 100 is shown and described
hereinbelow. Shaft assembly 104 and the components
thereof may be formed of suitable biocompatible mate-
rials, such as, for example, stainless steel, titanium, plas-
tics and the like. Shaft assembly 104 includes an outer
tube 150 having a proximal end 150a supported within
housing 103, a distal end 150b, and a lumen 150c ex-
tending therethrough. Outer tube 150 is secured within
housing 103 by a flange projecting from an outer surface
thereof. Shaft assembly 104 further includes an upper
housing 152a and a lower housing 152b, each disposed
within lumen 150c of outer tube 150. A rear upper housing
154 is disposed within outer tube 150 and proximal of
upper housing 152a.
[0154] As seen in FIGS. 9, 12 and 13, shaft assembly
104 further includes a pusher bar 156 slidably disposed
within upper housing 152a and a rear upper housing 154.
Pusher bar 156 includes a distal end 156a defining a
narrow-profile pusher 156c configured and adapted to

selectively engage/move (i.e., distally advance) a distal-
most clip "C1" of a stack of clips "C" and to remain in
contact with the distal-most clip "C1" during an initial for-
mation thereof. Pusher bar 156 further includes a proxi-
mal end 156b. Pusher bar 156 defines a distal window
156d having a catch 156e, a pair of recesses 156f located
proximal of distal window 156d and formed in each side
edge thereof, an elongate slot 156g located proximal of
side recesses 156f, and a proximal-most window 156h
located proximal of slot 156g.
[0155] As seen in FIGS. 9 and 14, pusher bar 156 sup-
ports a first snap clip 157a along an upper surface thereof
at a location distal of side recesses 156f of pusher bar
156. First snap clip 157a is configured in such a manner
that the tines thereof project or are spaced an amount
from an upper surface of pusher bar 156.
[0156] As seen in FIGS. 9 and 15, pusher bar 156 sup-
ports a second snap clip 157b along a lower surface
thereof at a location proximal of a proximal-most window
156b of pusher bar 156. Second snap clip 157b is orient-
ed in such a manner that the tines thereof project an
amount sufficient to overlie proximal-most window 156h
of pusher bar 156. The tines of second soap clip 157b
are spaced from one another by an amount that is less
than a width of proximal-most window 156h of pusher
bar 156.
[0157] As seen in FIGS. 9 and 16-20, shaft assembly
104 further includes an advancer plate 162 reciprocally
supported beneath pusher bar 156. As seen in FIGS. 16
and 17, a fourth snap clip 157d is supported at a proximal
end of advancer plate 162. Snap clip 157d includes a
pair of tines that are detachably connected in proximal
retaining grooves 152m and distal retaining grooves
152n formed in upper housing 152a. In this manner, in
use, snap clip 157d detachably engage retaining grooves
152m and distal retaining grooves 152n to maintain ad-
vancer plate 162 in a proximal or a distal position. Upon
distal advancement of advancer plate 162, the tines of
snap clip 157d cam inward and allow advancer plate 152
to continue to move distally.
[0158] As seen in FIGS. 18-20, advancer plate 162 in-
cludes a series of windows 162a formed therein and ex-
tending along a length thereof. As seen in FIG. 19, each
window 162a defines a proximal edge that extends below
a surface of advancer plate 162 so as to define a lip or
ledge 162c. Advancer plate 162 further includes a pair
of side fin 162b extending from a side edge thereof, in a
direction toward upper housing 152a. As seen in FIG.
15. a pair of side fins 162b are slidably disposed within
side recesses 156f of pusher bar 156.
[0159] As seen in FIGS. 9 and 21-22, shaft assembly
104 further includes a clip carrier 164 disposed within
upper housing 152a, and beneath advancer plate 162.
Clip carrier 164 is generally a box-like structure having
an upper wall, a pair of side walls and a lower wall defining
a channel therethrough. Clip carrier 164 includes a plu-
rality of spaced apart windows 164a (see FIG. 9) formed
in the lower wall and extending longitudinally along a
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length thereof. Clip carrier 164 includes an elongate win-
dow formed in the upper wall and extending longitudinally
along a length thereof.
[0160] As seen in FIGS. 9 and 21, a stack of surgical
clips "C" is loaded and/or retained within the channel of
clip carrier 164 in a manner so as to slide therewithin
and/or thercalong. The channel of clip carrier 164 is con-
figured and dimensioned to slidably retain a stack or plu-
rality of surgical clips "C" in tip-to-tail fashion therewithin.
[0161] As seen in FIG. 19, a distal end of clip carrier
164 includes a pair of spaced apart, resilient tangs 164b.
Tangs 164b are configured and adapted to detachably
engage a backspan of a distal-most surgical clip "C1" of
the stack of surgical clips "C" retained within clip carrier
164.
[0162] As seen in FIGS. 9 and 21-24, shaft assembly
104 of clip applier 100 further includes a clip follower 166
slidably disposed within the channel of clip carrier 164.
As will be described in greater detail below, clip follower
166 is positioned behind the stack of surgical clips "C"
and is provided to urge the stack of clips "C" forward
during an actuation of clip applier 100. As will be de-
scribed in greater detail below, clip follower 166 is actu-
ated by the reciprocating forward and backward motion
of advancer plate 162.
[0163] As seen in FIGS. 23, 23A and 24, clip follower
166 includes body portion 166a, a distai tab 166b extend-
ing substantially upwardly and rearwardly from body por-
tion 166a, and a proximal tab 166c extending substan-
tially downwardly and rearwardly from body portion 166a.
[0164] Distal tab 166b of clip follower 166 is configured
and dimensioned to selectively engage ledges 162c of
windows 162a of advancer plate 162. In use, engage-
ment of distal tab 166b of clip follower 166 against ledges
162c of windows 162a of advancer plate 162 causes clip
follower 166 to incrementally advance or travel distally
as advancer plate 162 is advanced or moved in a distal
direction.
[0165] Proximal tab 166c is configured and dimen-
sioned to selectively engage windows 164a formed in
clip carrier 164. In use, engagement of proximal tab 166c
of clip follower 166 in a window 164a formed clip carrier
164 prevents clip follower 166 from traveling or moving
in a proximal direction.
[0166] Clip follower 166 includes a lock-put plate 165
supported thereon or alternatively, integrally formed
therewith. Lock-out plate 165 includes a resilient tail
165a, defining a window 165b, extending therefrom, in a
direction upwardly and rearwardly from body portion
166a of clip follower 166.
[0167] As seen in FIGS. 9, 25 and 38, shaft assembly
104 further includes a drive channel 168 reciprocally sup-
ported in channel assembly 104 at a location below clip
carrier 164. Drive channel 168 is a substantially
U-shaped channel including a pair of spaced apart side
walls 168b extending from a backspan 168c thereof, in
a direction away from clip carrier 164 and towards lower
housing 152b. Drive channel 168 further includes a tab

168d projecting from backspan 168c, at a location prox-
imal of slot 168a. and extending in the direction of side
walls 168b. As seen in F1G. 41, drive channel 168 defines
a slot or window 168e formed in one of side walls 168b
for selectively receiving a tooth 194c of wedge plate re-
lease 194.
[0168] As seen in FIGS. 9 and 25, shaft assembly 104
of clip applier 100 includes a drive channel strap 167
secured to drive channel 168. Strap 167 is secured to
side walls 168b of drive channel 168 so as to extend
transversely thereacross. Strap 167 is secured to drive
channel 168 at a location distal of elongate slot 168a.
Strap 167 is secured to drive channel 168 such that
wedge plate 172 extends between backspan 168c of
drive channel 168 and jaws 106.
[0169] As seen in FIGS. 9, 26 and 27, clip applier 100
includes a pair of jaws 106 mounted on or at a distal end
of shaft assembly 104 and actuatable by trigger 108.
Jaws 106 are formed of a suitable biocompatible material
such as, for example, stainless steel or titanium.
[0170] Jaws 106 are mounted adjacent a distal end of
drive channel 168, via bosses formed in lower housing
152b that engage receiving slots formed in jaws 106,
such that jaws 106 are held stationary relative to drive
channel 168. As seen in FIG. 25. jaws 106 define a chan-
nel 106a therebetween for receipt of a surgical clip "C"
therein.
[0171] As seen in FIGS. 9, 25 and 26, shaft assembly
104 of clip applier 100 further includes a wedge plate 172
having a distal end interposed between drive channel
168 and jaws 106 and a proximal end extending through
shaft assembly 104. Wedge plate 172 includes a sub-
stantially tapered distal end 172a for selective operative
interposition between jaws 106. As seen in FIG. 26,
wedge plate 172 defines a fin or tab 172b projecting from
a lower surface thereof. As seen in FIG. 22, wedge plate
172 defines a proximal-most slot 172c formed therein for
slidably receiving a second stem 174c of a connector
plate 174 therein.
[0172] As seen in FIG. 22, a third snap clip 157c is
supported at a proximal end of wedge plate 172. Third
snap clip 157c is oriented in such a manner that the tines
thereof project an amount sufficient to overlie proxi-
mal-most window 172c formed in wedge plate 172. The
tines of third snap clip 157c are spaced from one another
by an amount that is less than a width of proximal-most
window 172c of wedge plate 172.
[0173] As seen in FIGS. 9,18, 20 and 36, shaft assem-
bly 104 of clip applier 100 further includes a connector
plate 174 slidably interposed between pusher bar 156
and wedge plate 172 and detachably connectable to
each of pusher bar 156 and wedge plate 172. Connector
plate 174 includes a tapered distal end 174a, a first stem
174b extending from an upper surface thereof and a sec-
ond stem 174c extending from a bottom surface thereof
Each stem 174b, 174c has a substantially tear-drop
shaped profile wherein a distal end of each stem 174b,
174c is larger than a proximal end thereof.
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[0174] In operation, first stem 174b of connector plate
174 is configured and dimensioned for detachable con-
nection with second snap clip 157b that is secured to
pusher bar 156, and second stem 174c of connector plate
174 is configured and dimensioned for detachable con-
nection with third snap clip 157c that is secured to wedge
plate 172.
[0175] As seen in FIGS. 22, 36 and 37, second stem
174c of connector plate 174 extends into a window 140b
defined in drive bar 140. In this manner, as drive bar 140
is also reciprocated, connector plate 174 is reciprocated
therewith.
[0176] As seen in FIG. 31A, a guard 198 is supported
in lower housing 152b at a location so as to maintain the
relative distance between the tines of the third snap-clip
157c during an initial distal advancement thereof. In this
manner, second stem 174b of connector plate 174 can
not prematurely disengage from third snap clip 157c until
third snap clip 157c has surpassed guard 198.
[0177] As seen in FIGS. 9, 27, 29 and 41, shaft assem-
bly 104 of clip applier 100 further includes a slider joint
180 slidably supported within a channel of lower housing
152b. Slider joint 180 includes a body portion 182 and a
rod 184 extending therefrom. When properly positioned
within the channel of lower housing 152b, rod 184 of slider
joint 180 extends in a substantially distal direction. Rod
184 of slider joint 180 slidably passes through a stub
152d formed in and extending from the channel of lower
housing 152b (see FIG. 29). Shaft assembly 104 further
includes a biasing member 186, in the form of a com-
pression spring, supported on rod 184 and interposed
between stub 152d of lower housing 152b and body por-
tion 182 of slider joint 180.
[0178] Body portion 182 of slider joint 180 includes a
boss 182a formed near a proximal end thereof, and con-
figured and adapted for slidable engagement in elongate
slot 140a of drive bar 140 (see FIG. 29). Body portion
182 of slider joint 180 further includes a pocket 182b
formed near a distal end thereof, and configured and
adapted for receiving tab 168d of drive channel 168 there-
in (see FIGS. 38 and 39).
[0179] As seen in FIGS. 9, 27 and 28, shaft assembly
104 of clip applier 100 further includes a wedge plate lock
190 slidably supported in the channel of lower housing
152b and in drive channel 168. Wedge plate lock 190
includes a body portion 190a, a rod 190b extending dis-
tally from body portion 190a, a tail 190c extending prox-
imally from body portion 190a, a pocket 190d formed in
an upper surface of body portion 190a, and a stem or
tooth 190e extending from tail 190c. Shaft assembly 104
further includes a biasing member 192, in the form of a
compression spring, supported on rod 190b and inter-
posed between lower housing 152b of and body portion
190a of wedge plate lock 190.
[0180] Shaft assembly 104 of clip applier 100 further
includes a wedge plate release 194 rotatably supported
in the channel of lower housing 152b. Wedge plate re-
lease 194 includes a stem 194a configured for engage-

ment with tooth 190e extending from tail 190c of wedge
lock plate 190, a hammer 194b extending outwardly from
stem 194a in a direction toward tail 190c of wedge plate
lock 190, and a tooth 194c extending outwardly from stem
194a in a direction away from tail 190c of wedge plate
lock 190.
[0181] The operation of surgical clip applier 100, to
form or crimp a surgical clip around a target tissue, such
as, for example, a vessel, will now be described. With
reference to FIGS. 32-43, surgical clip applier 100 is
shown prior to any operation or use thereof. As seen in
FIG. 32 and 33, prior to use or firing of clip applier 100,
trigger 108 is generally in an uncompressed or unactu-
ated state. As such, crank plate 124 of drive assembly
120 is at a retracted or proximal-most position and thus,
plunger 135 and drive bar 140 are also at a retracted
position. When crank plate 124 is in the retracted position,
pawl 224 is disposed within distal recess 124b defined
in crank plate 124.
[0182] When drive assembly 120 and drive bar 140 are
in the retracted position, as seen in FIGS. 35-37, con-
nector plate 174 is located at a retracted or proximal-most
position. With connector plate 174 at a retracted or prox-
imal-most position, pusher bar 156 is also at a retracted
or proximal-most position and first tear-drop stem 174b
of connector plate 174 is disposed at a proximal end of
proximal-most window 156h of pusher bar 156 and re-
tained in snap-fit engagement in the tines of second snap
clip 157b. Also, with connector plate 174 at a retracted
or proximal-most position, wedge plate 172 is also at a
retracted or proximal-most position and second tear-drop
stem 174c of connector plate 174 is disposed at a prox-
imal end of proximal-most window 172c of wedge plate
172 and retained in snap-fit engagement in the tines of
third snap clip 157c.
[0183] As seen in FIGS. 36 and 37, when drive assem-
bly 120 and drive bar 140 are in the retracted position,
tab 182a of slider joint 182 is located at a distal-most
position in elongate slot 140a of drive bar 140.
[0184] As seen in FIGS. 38 and 39, when drive assem-
bly 120 and drive bar 140 are in the retracted position,
clip follower 166 is located at a proximal-most end of the
channel of clip carrier 164, wherein distal tab 166b of clip
follower 166 is operatively disposed within a proximal-
most window 162a of advancer plate 162 and proximal
tab 166c is operatively disposed within a proximal-most
window 164a of clip carrier 164.
[0185] With continued reference to FIGS. 38 and 39,
when drive assembly 120 and drive bar 140 are in the
retracted position, slider joint 180 is located at a proxi-
mal-most position and since tab 168d of drive channel
168 is disposed within pocket 182b of slider joint 180,
drive channel 168 is also located at a proximal-most po-
sition. As seen in FIGS. 38 and 39, slider joint 180 abuts
against a physical stop 152e (see FIG. 30) projecting
from lower housing 152b.
[0186] As seen in FIGS. 40 and 41, when drive assem-
bly 120 and drive bar 140 are in the retracted position,
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wedge plate lock 190 is located at a proximal-most po-
sition such that tooth 190e extending from tail 190c there-
of is disposed proximal of a ramped ledge 152f formed
in lower housing 152b (see FIGS. 30 and 31). As seen
in FIG. 41, wedge plate lock 190 abuts against a physical
stop 152g projecting from lower housing 152b. Also as
seen in FIG. 41, wedge plate release 194 is disposed in
a first position such that tooth 194c thereof projects into
window 168e formed in side wall 168b of drive channel
168.
[0187] As seen in FIGS. 42 and 43, when drive assem-
bly 120 and drive bar 140 are in the retracted position,
pusher 156c of pusher bar 156 is disposed proximal of
a backspan of a distal-most clip "C" retained in clip carrier
164. Distal-most clip "C" is retained within the channel of
clip carrier 164 by tangs 164b thereof. Also, in this posi-
tion, as described above, wedge plate 172 is located at
a proximal-most position such that distal end 172a there-
of is positioned proximal of jaws 106.
[0188] As seen in FIG. 43, with drive channel 168 at a
proximal-most position, a distal end thereof is disen-
gaged from proximal camming surfaces 106b of jaws
106.
[0189] Turning now to FIGS. 44-54, as trigger 108 is
squeezed or actuated from the initial position, during a
first stage of an initial stroke, trigger 108 causes wishbone
link 122 to move crank plate 124 in a distal direction
which, in turn, causes drive connector 134 and plunger
135 to move distally and to move drive bar 140 distally.
As plunger 135 is moved distally, spring 136 is com-
pressed an initial amount.
[0190] Simultaneously therewith, as crank plate 124 is
moved distally the teeth of rack 124a engage tooth 224a
of pawl 224 as pawl 224 is moved out or rotated of distal
recess 124a of crank plate 124. In this manner, crank
plate 124 can not return to a proximal-most position with-
out completing a full distal stroke.
[0191] As seen in FIG. 44, as trigger 108 is squeezed
an initial amount, arm 127 begins tn translate through
race 126a of feedback member 126.
[0192] As seen in FIG. 46, as drive bar 140 is moved
in a distal direction, drive bar 140 pushes connector plate
174 in a distal direction. Since pusher bar 156 is selec-
tively connected to connector plate 174 via second snap
clip 157b, pusher bar 156 is advanced or pulled in a distal
direction. Also, since wedge plate 172 is selectively con-
nected to connector plate 174 via third snap clip 157c,
wedge plate 172 is also advanced or dragged in a distal
direction.
[0193] As drive bar 140 is moved in the distal direction,
elongate slot 140a thereof is also moved in a distal di-
rection such that tab 182a of slider joint 182 is translated
in a proximal direction relative thereto.
[0194] As seen in FIG. 47-49, as wedge plate 172 is
moved in a distal direction, since tab 172b of wedge plate
172 is retained in pocket 190d of wedge plate lock 190,
wedge plate lock 190 is moved or dragged in a distal
direction causing tooth 190e of tail 190c thereof to cam

over ramped ledge 152f formed in lower housing 152b,
thereby moving from a position proximal of ramped ledge
152f to a position distal of ramped ledge 152f. As wedge
plate lock 190 is moved in a distal direction, biasing mem-
ber 192 is compressed an initial amount. As seen in FIG.
49, wedge plate lock 190 is moved in a distal direction
until wedge plate lock 190 abuts against a physical stop
formed in lower housing 152b.
[0195] As seen in FIG. 47A, as pusher bar 156 is
moved in a distal direction, fins 162b of advancer plate
162 translate, a predetermined distance, within side re-
cesses 156f of pusher bar 156 until fins 162b contact or
engage a proximal end of side recesses 156f of pusher
bar 156.
[0196] As seen in FIGS. 47B and 47C, as wedge plate
172 is moved in the distal direction, due to the connection
of second stem 174c of connector plate 174 with third
snap clip 157c, second stem 174c nf connector plate 174
is prevented from prematurely disconnecting from third
snap clip 157c by guard 198. In particular, guard 198 acts
on the tips of the tines of third snap clip 157c to prevent
the tines from splaying outward due to the forces acting
thereon by the distal forces generated by second stem
174c as connector plate 174 is moved in the distal direc-
tion.
[0197] As seen in FIG. 50, as pusher bar 156 is moved
in a distal direction pusher 156c thereof engages a back-
span of a distal-most clip "C" and begins to urge distal-
most clip "C" in a distal direction. As pusher bar 156
moves distal-most clip "C" in a distal direction, distal-most
clip "C" snaps out from behind tangs 164b of clip carrier
164 and begins to enter into channels 106a of jaws 106.
[0198] As seen in FIG. 51, as wedge plate 172 is moved
in a distal direction, distal end 172a thereof enters be-
tween jaws 106 causing jaws 106 to splay outwardly.
[0199] Wedge plate 172 is prevented from further
movement in the distal direction, as seen in FIGS. 52-54,
once wedge plate lock 190 abuts against the physical
stop formed in lower housing 152b. However, drive bar
140 continues to move connector plate 174 in a distal
direction. Since connector plate 174 is continued to be
forced distally, once the tips of the tines of third snap clip
157c move distally beyond guard 198, the forces acting
on second stem 174c are sufficient to cause the tines of
third snap clip 157c to splay outward and allow second
stem 174c to snap out from therebetween thereby allow-
ing for connector plate 174 to continue to move in a distal
direction.
[0200] Turning now to FIGS. 55-69, as trigger 108 is
further squeezed or actuated from the first stage of the
initial stroke through a second stage of the initial stroke,
trigger 108 causes wishbone link 122 to further move
crank plate 124 in a distal direction which, in turn, causes
drive connector 134 and subsequently plunger 135 to
further move distally and to further move drive bar 140
distally. As plunger 135 is moved distally, spring 136 is
compressed a further amount.
[0201] Simultaneously therewith, as crank plate 124 is
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moved distally the teeth of rack 124a thereof move further
proximally with respect to tooth 224a of pawl 224. As
such, crank plate 124 still can not return to a proxi-
mal-most position without completing a full distal stroke.
[0202] As seen in FIG. 55, as crank plate 124 is moved
distally, after a predetermine distance, arm 124d thereof
engages or contacts finger 128b of actuator plate 128.
As crank plate 124 is further advanced distally, crank
plate 124 forces or pulls actuator plate 128 in a distal
direction thereby actuating counter actuation lever 130
to activate counter mechanism 132.
[0203] In particular, when actuator plate 128 is moved
distally a sufficient distance, second arm 130b of counter
actuation lever 130 is cammed within slot 128b thereof
and is urged to rotate resulting in first arm 130a of counter
actuation lever 130 engaging counter mechanism 132
and thereby effectuating a change in the display thereof.
In particular, the display, which displays the number of
clips remaining in surgical clip applier 100, will reduce by
one. Alternatively, the clip counter mechanism will incre-
ment by one or produce some other change.
[0204] As trigger 108 is squeezed further, arm 127 con-
tinues to translate through race 126a of feedback mem-
ber 126. At this point in the squeezing of trigger 108, a
surgical clip is loaded into the jaws 106. Accordingly, arm
127 will interact with a step 126b formed in race 126a of
feedback member 126 and create an audible/tactile in-
dication advising the user that a clip has been loaded
into the jaws.
[0205] As seen in FIG. 57, as drive bar 140 is moved
further in a distal direction, drive bar 140 continues to
push connector plate 174 in a distal direction. Since push-
er bar 156 is still selectively connected to connector plate
174 via second snap clip 157b, pusher bar 156 is further
advanced or dragged in the distal direction. However,
since third snap clip 157c of wedge plate 172 is discon-
nected from second stem 174c of connector plate 174,
wedge plate 172 is not further advanced or dragged in
the distal direction.
[0206] As seen in FIGS. 56A to 56C, as pusher bar
156 is continued to be moved in a distal direction, with
the pair of fins 162b of advancer plate 162 engaged by
the proximal end of side recesses 156f of pusher bar 156,
pusher bar 156 advances or drags advancer plate 162
in a distal direction.
[0207] As seen in F1GS. 56B and 56C, as advancer
plate 162 is advanced distally, snap clip 157d disengages
proximal retaining grooves 152m and engages distal re-
taining grooves 152n formed in upper housing 152a.
[0208] As seen in FIG. 57, drive bar 140 is moved in
the distal direction until tab 182a of slider joint 182 is
relatively translated to a proximal-most position in clon-
gate slot 140a of drive bar 140.
[0209] As pusher bar 156 continues to move in a distal
direction, pusher bar 156 continues to urge advancer
plate 162 in a distal direction via fins 162b. As seen in
FIG. 58, as advancer plate 162 is moved in a distal di-
rection, distal tab 166b of clip follower 166 is engaged

by a proximal edge of a window 162a receiving distal tab
166b of clip follower 166 in order to urge clip follower 166
in a distal direction, relative to clip carrier 164, and there-
by advance the stack of clips "C" by an incremental
amount. As clip follower 166 is moved in a distal direction,
proximal tab 166c thereof is caused to be advanced dis-
tally, one window 164a, from a relatively proximal window
164a of clip carrier 164 to a relatively distal window 164a
of clip carrier 164.
[0210] As seen in FIGS. 58-60, as pusher bar 156 is
moved in a distal direction, first snap clip 157a, supported
on pusher bar 156, snaps onto boss 152h of upper hous-
ing 152a, thus maintaining pusher bar 156 in a forward
position.
[0211] Additionally, as seen in FIG. 61, as pusher bar
156 continues to move in a distal direction, the stack of
clips "C" is caused to move in a distal direction.
[0212] As seen in FIG. 62, as pusher bar 156 is moved
in a distal direction pusher 156c thereof continues to
move a distal-most clip "C1" in a distal direction until dis-
tal-most clip "C1" completely enters into channels 106a
of jaws 106. In operation, pusher 156c of pusher bar 156
remains in contact with the backspan of the loaded clip
"C" during the formation of said clip "C" in order to provide
stability thereto and to maintain the proper position there-
of.
[0213] As seen in FIG. 63, as drive bar 140 is moved
further in the distal direction, shoulders 140c thereof con-
tact a proximal-most end of drive channel 168. In this
manner, as drive bar 140 is moved further in the distal
direction, drive bar 140 moves or urges drive channel
168 in the distal direction.
[0214] As seen in FIG. 64, as drive channel 168 is
moved in a distal direction, a proximal edge of window
168e formed in side wall 168b of drive channel 168 con-
tacts against tooth 194c of wedge plate release 194 caus-
ing wedge plate release 194 to rotate. As wedge plate
release 194 rotates, hammer 194b thereof, passes
against tooth 190c of wedge plate lock 190 to urge or
kick tooth 190e out from behind ramped ledge 152f. In
so doing, as seen in FIG. 65. biasing member 192 is
permitted to decompress thus moving wedge plate lock
190 in a proximal direction. As seen in FIG. 66, as wedge
plate lock 190 is moved in a proximal direction, and since
wedge plate 172 is connected thereto, wedge plate 172
is moved in a proximal direction to withdraw distal end
172a thereof out of engagement from jaws 106.
[0215] As seen in FIGS. 58 and 67-69, since pusher
bar 156 is maintained in the distal position by the con-
nection of first snap clip 157a with boss 152h, as drive
bar 140 is moved further in a distal direction, the forces
acting on connector plate 174 cause second snap clip
157b to disengage from first stem 174b of connector plate
174 thereby allowing for connector plate 174 to continue
to move in a distal direction.
[0216] As seen in FIGS. 67A-69A, the tips of the tines
of second snap clip 157b may be configured to project
outwardly so as to engage a surface of rear upper hous-
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ing 154 (see FIG. 9), thereby preventing premature dis-
engagement of second snap clip 157b from first stem
174b of connector plate 174. In this example, recesses
may be formed in the surfaces of rear upper housing 154
coinciding with locations at which the tines of second
snap clip 157b may splay outward thus allowing first stem
174b of connector plate 174 to disengage an to continue
to move in a distal direction.
[0217] As seen in F1GS. 70-75, as trigger 108 is actu-
ated through a final stage of the initial stroke, trigger 108
causes wishbone link 122 to further move crank plate
124 in a distal direction which, in turn, causes drive con-
nector 134 and plunger 135 to further move distally and
to further move drive bar 140 distally. As drive connector
134 is moved distally, spring 136 is compressed a further
amount.
[0218] Simultancously therewith, as crank plate 124 is
moved distally the teeth of rack 124a thereof move further
proximally with respect to tooth 224a of pawl 224 to a
position where 124a thereof move further proximally with
respect to tooth 224a of pawl 224 to a position where the
teeth of rack 124a disengage from tooth 224a of pawl
224 as tooth 224a of pawl 224 enters proximal recess
124c of crank plate 124 and thus resets itself As such,
crank plate 124 may return to a proximal-most position
upon a release of tigger 108.
[0219] As seen in FIGS. 72-74, during the final stage
of the initial stroke of trigger 108, drive channel 168 and
strap 167 are moved in a distal direction relative to jaws
106 such that a distal edge of drive channel 168 engages
against camming surfaces 106b of jaws 106 causing jaws
106 to close and form the clip "C1" positioned therebe-
tween. As seen in FIG. 74, pusher 156c of pusher bar
156 remains at a distal position, in contact with a back-
span of said clip "C" during the formation thereof.
[0220] As seen in FIG. 55. as trigger 108 is squeezed
a final amount, arm 127 continues to translate through
race 126a of feedback member 126. At this point in the
squeezing of trigger 108, surgical clip "C1" has been fully
formed by jaws 106. Accordingly, ann 127 will interact
with another step 126b formed in race 126a of feedback
member 126 and create an audible/tactile indication ad-
vising the user that surgical clip "C1" has been formed
by jaws 106.
[0221] As seen in FIG. 75, surgical clip "C1" may be
formed or crimped onto a vessel "V" or any other biolog-
ical tissue.
[0222] Turning now to FIGS. 76-84, the operation of
clip applier 100 as trigger 108 is returned to an
un-squeezed or unactuated position, is shown. As scen
in FIG. 76, as the trigger is returned to the un-squeezed
position, the spring is permitted to uncompress, thus urg-
ing crank plate 124 to move in a proximal direction which,
in turn, causes the plunger to move proximally and to
move the drive bar proximally. Since pawl 224 has been
reset, crank plate 124 is now permitted to move proxi-
mally until tooth 224a of pawl 224 re-enters the distal
recess of crank plate 124.

[0223] As seen in FIG. 76A, as crank plate 124 is
moved proximally, arm 124d thereof disengages finger
128b of actuator plate 128 allowing actuator plate 128 to
move in a proximal direction. As actuator plate 128 is
moved proximally, second arm 130b of counter actuation
lever 130 is cammed within slot 128b thereof and is urged
to rotate resulting in first arm 130a of counter actuation
lever 130 disengaging from counter mechanism 132.
[0224] As seen in FIG. 77, as drive bar 140 is moved
in a proximal direction, drive bar 140 pulls on connector
plate 174, via first stem 174b. As connector plate 174 is
moved in a proximal direction, first stem 174b engages
the tines of second snap clip 157b and urges pusher bar
156 in a proximal direction via second snap clip 157b.
[0225] As seen in FIG. 78, as forces act on pusher bar
136 to move pusher bar 156 in a proximal direction, said
forces overcome the retention force of first snap clip 157a
with boss 152h of upper housing 152a, thus releasing
first snap clip 157a from boss 152h and allowing pusher
bar 156 to move in the proximal direction.
[0226] As seen in F1G. 79, as pusher bar 156 contin-
ues to move in the proximal direction, a distal end of side
recesses 156f thereof engage fins 162b of advancer plate
162 and cause advancer plate 162 to move in a proximal
direction. As pusher bar 156 moves in the proximal di-
rection, pusher bar nose 156c snaps behind a distal-most
clip of the remaining stack of clips "C" and thus becomes
the new distal-most clip "C1".
[0227] As seen in FIG. 80, as advancer plate 162 is
moved in a proximal direction, proximal tab 166c of clip
follower 166 engages a proximal edge of a window 164a
of clip carrier 164 in order to maintain the relative position
of clip follower 166 in clip carrier 164. As advancer plate
162 is moved in a proximal direction, distal tab 166b
thereof is caused to be advanced distally, one window
162a, from a relatively proximal window 162a of advancer
plate 162 to a relatively distal window 162a of advancer
plate 162.
[0228] As seen in FIG. 81, when pusher bar 156 stops
its proximal movement, upon engagement thereof with
a boss protruding from an inner surface of upper housing
half 152a, continued proximal movement of connector
plate 174 will cause first stem 174b to re-engage with
second snap clip 157b. With proximal movement of push-
er bar 15b stopped, continued proximal movement of
connector plate 174 will cause first stem 174b to re-en-
gage with second snap clip 157b.
[0229] As seen in FIGS. 82 and 83, as connector plate
174 is moved in a proximal direction, as a result of the
proximal movement of drive bar 140, second stem 174c
engages the tines of third snap clip 157c and urges
wedge plate 172 in a proximal direction via third snap
clip 157c. As wedge plate 172 is moved in a proximal
direction, wedge plate lock 190 is moved in a proximal
direction until wedge plate lock 190 contacts a physical
stop in lower housing half 152b, thereby stopping proxi-
mal movement of wedge plate 172. Once the tips of the
tines of third snap clip 157c move proximally, past guard

25 26 



EP 2 335 614 B1

15

5

10

15

20

25

30

35

40

45

50

55

198, when wedge plate 172 stops its proximal movement,
continued proximal movement of connector plate 174 will
cause second first stem 174c to re-engage with third snap
clip 157c.
[0230] When trigger 108 is returned to the unactuated
position, arm 127 will translate though race 126a of feed-
back member 126 and interact with another step 126b
formed in race 126a of feedback member 126 and create
an audible/tactile indication advising the user that surgi-
cal clip applier 100 has been reset and is ready to fire
again.
[0231] Turning now to FIGS. 84-85, the configuration
of surgical clip applier 100, following application of the
last surgical clip "C", is shown. As seen in FIGS. 84 and
85, when the last surgical clip has been advanced and
formed, with pusher bar 156 still in an advanced or distal
position, clip follower 166 has been incrementally ad-
vances, by indexer plate 158, an amount sufficient that
lock-out plate 165 thereof biases upwardly through a win-
dow 162a of advancer plate 162 and into distal window
156d of pusher bar 156, Positioning of lock-out plate 165
in distal window 156d of pusher bar 156 allows for the
catch 156e thereof to enter and engage in window 165b
of lock-out plate 165. In this manner, since clip follower
166 is maintained in the distal position by proximal tab
166c thereof engaging in distal window 164a of clip car-
rier 164, lock-out plate 165 engages catch 156e of pusher
bar 156 and prevents pusher bar 156 from returning to
a proximal-most position to reset pawl 224.
[0232] Since pusher bar 156 can not or is prevented
from moving to its fully proximal position, as seen in FIG.
86, pawl 224 remains engaged with rack 124a of crank
plate 124 and is not permitted to enter proximal recess
124c and thus reset itself Since pawl 224 can not reset
itself, crank plate 124 is locked or stopped from distal or
proximal movement.
[0233] It should be understood that the foregoing de-
scription is only illustrative of the present disclosure. Var-
ious alternatives and modifications can be devised by
those skilled in the art without departing from the disclo-
sure. Accordingly, the present disclosure is intended to
embrace all such alternatives, modifications and varianc-
es. The examples described with reference to the at-
tached drawing figures are presented only to demon-
strate certain examples of the disclosure. Other ele-
ments, steps, methods and techniques that are insub-
stantially different from those described above and/or in
the appended claims are also intended to be within the
scope of the disclosure.

Claims

1. An apparatus (100) for application of surgical clips
to body tissue, the apparatus comprising:

a handle assembly (102) including a trigger
(108) and a drive bar (140) reciprocally translat-

able by the trigger (108) upon an actuation there-
of; and
a shaft assembly (104) extending distally from
the handle assembly (102) and defining a lon-
gitudinal axis, the shaft assembly (104) includ-
ing:

a housing (150);
a jaw (106) mounted adjacent a distal end
portion of the housing (150), the jaw (106)
being movable between an open spaced-
apart condition and a closed approximated
condition;
a plurality of surgical clips (C) disposed with-
in the housing (150); and
a pusher bar (156) reciprocally disposed
within the housing (150) of the shaft assem-
bly (104), the pusher bar (156) being con-
figured to load a distal most surgical clip
(C1) into the jaw (106) during distal move-
ment;

characterized in that:

a connector plate (174) is reciprocally dis-
posed within the shaft assembly (104),
wherein the connector plate (174) is detach-
ably connectable to the pusher bar (156)
and operatively connected to the drive bar
(140), and wherein the drive bar (140) ef-
fectuates movement of the connector plate
(174) upon an actuation of the trigger (108);
during an initial actuation of the trigger
(108), the drive bar (140) is advanced to dis-
tally advance the connector plate (174) and
the pusher bar (156); and
during a further distal movement of the con-
nector plate (174) the connector plate (174)
is disconnected from the pusher bar (156).

2. The apparatus (100) according to either of claims 1
or 2, wherein the pusher bar (156) includes a pusher
(156c) formed at a distal end thereof, wherein the
pusher (156c) has a narrow profile for contacting the
loaded surgical clip (C) at a single location.

3. The apparatus (100) according to claim 2, wherein
the pusher (156c) defines a plane that is oriented
substantially orthogonal to a plane of the loaded sur-
gical staple (C).

4. The apparatus (100) according to any preceding
claim, wherein the pusher bar (156) includes a first
spring clip (157a) supported thereon for connecting
to a stationary feature provided in the housing (150)
of the shaft assembly (104) when the pusher bar
(156) is in an advanced position for maintaining the
pusher bar (156) in the advanced position.
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5. The apparatus (100) according to claim 4, wherein
the pusher bar (156) further includes a second spring
clip (157b) supported thereon for engaging a first
feature of the connector plate (174), wherein the first
feature of the connector plate (174) disengages from
the second spring clip (157b) following the initial dis-
tal movement of the connector plate (174).

6. The apparatus (100) according to any preceding
claim, further comprising an advancer plate (162)
reciprocally disposed within the shaft assembly
(104), the advancer plate (162) including at least one
fin (162b) detachably connectable to a shoulder of
the pusher bar (156), wherein the shoulder of the
pusher bar (156) engages the at least one fin (162b)
of the advancer plate (162) during a distal and a prox-
imal movement of the pusher bar (156) to effectuate
one of a distal and proximal movement of the ad-
vancer plate (162).

7. The apparatus (100) according to claim 6, further
comprising:

a clip follower (166) slidably supported in the
shaft assembly (104) for urging the plurality of
surgical clips (C) in a distal direction;
wherein the clip follower (166) includes a first
tab (166b) projecting from a first surface thereof
and a second tab (166c) projecting from a sec-
ond surface thereof, wherein the first tab (166b)
of the clip follower (166) engages the advancer
plate (162) as the advancer plate (162) is moved
distally such that the clip follower (166) is moved
distally to advance the plurality of surgical clips
(C), and wherein the second tab (166c) of the
clip follower (166) engages a feature as the ad-
vancer plate (162) is moved proximally such that
the clip follower (166) remains stationary.

8. The apparatus (100) according to claim 7, further
comprising a clip carrier (164) disposed in the shaft
assembly (104), wherein the clip carrier (164) is con-
figured to retain the plurality of surgical clips (C) and
the clip follower (166).

9. The apparatus (100) according to claim 8, wherein
the second tab (166) of the clip follower (166) en-
gages features formed in the clip carrier (164).

10. The apparatus (100) according to any of claims 7 to
9, wherein the clip follower (166) is incrementally ad-
vanced through the shaft assembly (104).

11. The apparatus (100) according to any preceding
claim, further comprising a ratchet assembly (124,
224) disposed in the handle assembly (102), wherein
the ratchet assembly (124, 224) is prevented from
re-setting when the pusher bar (156) does not return

to a proximal position.

12. The apparatus (100) according to any preceding
claim, wherein the clip follower (166) includes a catch
(165, 165a) extending from a surface thereof, where-
in the catch (165, 165a) engages the pusher bar
(156) following a firing of a last surgical clip and pre-
vents movement of the pusher bar (156) in a proximal
direction.

Patentansprüche

1. Vorrichtung (100) zum Anbringen von chirurgischen
Klammern an Körpergewebe, welche Vorrichtung
enthält:

eine Handgriffanordnung (102), die einen Aus-
löser (108) und eine von dem Auslöser (108) bei
Betätigung desselben hin und her verschiebba-
re Antriebsstange (140) enthält; und
eine Schaftanordnung (104), die distal von der
Handgriffanordnung (102) verläuft und eine
Längsachse definiert, welche Schaftanordnung
(104) enthält:

ein Gehäuse (150);
eine Zange (106), die nahe an einem dista-
len Endabschnitt des Gehäuses (150) an-
gebracht ist, welche Zange (106) zwischen
einem offenen, beabstandeten Zustand
und einem geschlossenen, angenäherten
Zustand bewegbar ist;
eine Vielzahl von innerhalb des Gehäuses
(150) angeordneten chirurgischen Klam-
mern (C); und
eine Schubstange (156), die innerhalb des
Gehäuses (150) der Schaftanordnung
(104) hin und her bewegbar angeordnet ist,
welche Schubstange (156) dafür konfigu-
riert ist, eine am weitesten distal gelegene
chirurgische Klammer (C1) während der di-
stalen Bewegung in die Zange (106) zu la-
den;
dadurch gekennzeichnet, dass:

innerhalb der Schaftanordnung (104) eine Ver-
bindungsplatte (174) hin und her bewegbar an-
geordnet ist, wobei die Verbindungsplatte (174)
mit der Schubstange (156) lösbar verbunden
werden kann und mit der Antriebsstange (140)
wirkverbunden ist, und wobei die Antriebsstan-
ge (140) die Bewegung der Verbindungsplatte
(174) auf die Betätigung des Auslösers (108) hin
bewirkt;
wobei während einer anfänglichen Betätigung
des Auslöser (108) die Antriebsstange (140)
vorgeschoben wird, so dass die Verbindungs-
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platte (174) und die Schubstange (156) distal
vorgeschoben werden; und
wobei während einer weiteren distalen Bewe-
gung der Verbindungsplatte (174) die Verbin-
dungs Platte (174) von der Schubstange (156)
gelöst wird.

2. Vorrichtung (100) nach einem der Ansprüche 1 oder
2, bei welcher die Schubstange (146) einen an einem
distalen Ende derselben gebildeten Schieber (156c)
aufweist, wobei der Schieber (156c) ein schmales
Profil hat, so dass er mit der geladenen chirurgischen
Klammer (C) an einer einzigen Stelle in Berührung
kommt.

3. Vorrichtung (100) nach Anspruch 2, bei welcher der
Schieber (156c) eine Ebene definiert, die im Wesent-
lichen senkrecht zu einer Ebene der geladenen chir-
urgischen Klammer (C) ausgerichtet ist.

4. Vorrichtung (100) nach einem der vorhergehenden
Ansprüche, bei welcher die Schubstange (156) ei-
nen ersten Federclip (157a) aufweist, der an dieser
zur Verbindung mit einem in dem Gehäuse (150) der
Schaftanordnung (104) vorgesehenen feststehen-
den Merkmal, wenn die Schubstange (156) in einer
vorgeschobenen Position ist, angebracht ist, um die
Schubstange (156) in der vorgeschobenen Position
zu halten.

5. Vorrichtung (100) nach Anspruch 4, bei welcher die
Schubstange (156) ferner einen zweiten Federclip
(157b) aufweist, der an dieser zum Eingriff mit einem
ersten Merkmal der Verbindungsplatte (174) ange-
bracht ist, wobei das erste Merkmal der Verbin-
dungsplatte (174) auf die anfängliche distale Bewe-
gung der Verbindungsplatte (174) folgend außer
Eingriff mit dem zweiten Federclip (157b) kommt.

6. Vorrichtung (100) nach einem der vorhergehenden
Ansprüche, ferner enthaltend eine Vorschubplatte
(162), die hin und her bewegbar innerhalb der
Schaftanordnung (104) angeordnet ist, wobei die
Vorschubplatte (162) mindestens eine Finne (162b)
enthält, die mit einem Ansatz der Schubstange (156)
lösbar in Verbindung bringbar ist, wobei der Ansatz
der Schubstange (156) mit der mindestens einen
Finne (162b) der Vorschubplatte (162) während ei-
ner distalen und proximalen Bewegung der Schub-
stange (156) in Eingriff kommt, um entweder eine
distale oder eine proximale Bewegung der Vor-
schubplatte (162) zu bewirken.

7. Vorrichtung (100) nach Anspruch 6, ferner enthal-
tend:

eine Klammernnachrückeinrichtung (166), die
in der Schaftanordnung (104) verschiebbar ge-

halten ist, um die Vielzahl der chirurgischen
Klammern (C) in eine distale Richtung zu drük-
ken;
wobei die Klammernnachrückeinrichtung (166)
eine erste Zunge (166b) aufweist, die von einer
ersten Oberfläche derselben vorspringt, und ei-
ne zweite Zunge (166c), die von einer zweiten
Oberfläche derselben vorspringt, wobei die er-
ste Zunge (166b) der Klammernnachrückein-
richtung (166) mit der Vorschubplatte (162) in
Eingriff kommt, wenn die Vorschubplatte (162)
distal bewegt wird, so dass die Klammernnach-
rückeinrichtung (166) distal bewegt wird, um die
Vielzahl der chirurgischen Klammern (C) vorzu-
schieben, und wobei die zweite Zunge (166c)
der Klammernnachrückeinrichtung (166) mit ei-
ner Merkmal in Eingriff kommt, wenn die Vor-
schubplatte (162) proximal bewegt wird, so dass
die Klammernnachrückeinrichtung (166) statio-
när bleibt.

8. Vorrichtung (100) nach Anspruch 7, ferner enthal-
tend einen Klammernträger (164), der in der
Schaftanordnung (104) angeordnet ist, wobei der
Klammernträger (164) dafür konfiguriert ist, die Viel-
zahl der chirurgischen Klammern (C) und die Klam-
mernnachrückeinrichtung (166) zu halten.

9. Vorrichtung (100) nach Anspruch 8, bei welcher die
zweite Zunge (166) der Klammernnachrückeinrich-
tung (166) mit in dem Klammernträger (164) gebil-
deten Merkmalen in Eingriff kommt.

10. Vorrichtung (100) nach einem der Ansprüche 7 bis
9, bei welcher die Klammernnachrückeinrichtung
(166) durch die Schaftanordnung (104) inkremental
vorgeschoben wird.

11. Vorrichtung (100) nach einem der vorhergehenden
Ansprüche, ferner enthaltend eine in der Handgrif-
fanordnung (102) angeordnete Ratschenanordnung
(124, 224), wobei das Rückstellen der Ratschenan-
ordnung (124, 224) verhindert wird, wenn die Schub-
stange (156) nicht in eine proximale Position zurück-
kehrt.

12. Vorrichtung (100) nach einem der vorhergehenden
Ansprüche, bei welcher die Klammernnachrückein-
richtung (166) eine von einer Oberfläche derselben
ausgehende Sperrklinke (165, 165a) aufweist, wo-
bei die Sperrklinke (165, 165a) auf das Abschießen
einer letzten chirurgischen Klammer folgend mit der
Schubstange (156) in Eingriff kommt und die Bewe-
gung der Schubstange (156) in einer proximalen
Richtung verhindert.
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Revendications

1. Appareil (100) pour l’application d’agrafes chirurgi-
cales à un tissu corporel, l’appareil comprenant :

un ensemble de poignée (102) comprenant une
détente (108) et une barre d’entraînement (140)
qui peut être transférée en va-et-vient par la dé-
tente (108) lors d’un actionnement de celle-ci ; et
un ensemble de tige (104) s’étendant de maniè-
re distale depuis l’ensemble de poignée (102)
et définissant un axe longitudinal, l’ensemble de
tige (104) comprenant :
un boîtier (150) ;
un mors (106) monté adjacent à une portion
d’extrémité distale du boîtier (150), le mors (106)
pouvant se déplacer entre un état ouvert espacé
et un état fermé rapproché ;
une pluralité d’agrafes chirurgicales (C) dispo-
sées dans le boîtier (150) ; et
une barre poussoir (156) disposée de façon à
pouvoir effectuer un mouvement de va-et-vient
dans le boîtier (150) de l’ensemble de tige (104),
la barre poussoir (156) étant configurée pour
charger une agrafe chirurgicale la plus distale
(C1) dans le mors (106) au cours d’un mouve-
ment distal ;
caractérisé en ce que :

une plaque de liaison (174) est disposée en
mouvement de va-et-vient à l’intérieur de
l’ensemble de tige (104), dans lequel la pla-
que de liaison (174) peut être raccordée de
manière détachable à la barre poussoir
(156) et raccordée en service à la barre
d’entraînement (140), et dans lequel la bar-
re d’entraînement (140) assure un mouve-
ment de la plaque de liaison (174) lors d’un
actionnement de la détente (108) ;
au cours d’un actionnement initial de la dé-
tente (108), la barre d’entraînement (140)
est avancée pour faire avancer de manière
distale la plaque de liaison (174) et la barre
poussoir (156) ; et
au cours d’un autre mouvement distal de la
plaque de liaison (174), la plaque de liaison
(174) est dégagée de la barre poussoir
(156).

2. Appareil (100) selon l’une quelconque des revendi-
cations 1 ou 2, dans lequel la barre poussoir (156)
comprend un poussoir (156c) formé à son extrémité
distale, dans lequel le poussoir (156c) a un profil
étroit pour venir en contact avec l’agrafe chirurgicale
chargée (C) en un seul emplacement.

3. Appareil (100) selon la revendication 2, dans lequel
le poussoir (156c) définit un plan qui est orienté de

manière sensiblement orthogonale à un plan de
l’agrafe chirurgicale chargée (C).

4. Appareil (100) selon l’une quelconque des revendi-
cations précédentes, dans lequel la barre poussoir
(156) comprend une première agrafe élastique
(157a) qui y est supportée pour se raccorder à un
élément saillant stationnaire prévu dans le boîtier
(150) de l’ensemble de tige (104) lorsque la barre
poussoir (156) est en position avancée afin de main-
tenir la barre poussoir (156) dans la position avan-
cée.

5. Appareil (100) selon la revendication 4, dans lequel
la barre poussoir (156) comprend par ailleurs une
seconde agrafe élastique (157b) qui y est supportée
pour s’engager sur un premier élément saillant de la
plaque de liaison (174), dans lequel le premier élé-
ment saillant de la plaque de liaison (174) se dégage
de la seconde agrafe élastique (157b) après le mou-
vement distal initial de la plaque de liaison (174).

6. Appareil (100) selon l’une quelconque des revendi-
cations précédentes, comprenant par ailleurs une
plaque d’avancement (162) disposée en va-et-vient
dans l’ensemble de tige (104), la plaque d’avance-
ment (162) comprenant au moins une ailette (162b)
qui peut être raccordée de manière détachable à un
épaulement de la barre poussoir (156), dans lequel
l’épaulement de la barre poussoir (156) s’engage
sur la au moins une ailette (162b) de la plaque
d’avancement (162) au cours d’un mouvement distal
et d’un mouvement proximal de la barre poussoir
(156) pour assurer l’un ou l’autre d’un mouvement
distal et d’un mouvement proximal de la plaque
d’avancement (162).

7. Appareil (100) selon la revendication 6, comprenant
par ailleurs :

un suiveur d’agrafe (166) supporté à coulisse-
ment dans l’ensemble de tige (104) pour presser
la pluralité d’agrafes chirurgicales (C) dans une
direction distale ;
dans lequel le suiveur d’agrafe (166) comprend
une première patte (166b) faisant saillie de sa
première surface et une seconde patte (166c)
faisant saillie de sa seconde surface, dans le-
quel la première patte (166b) du suiveur d’agrafe
(166) s’engage sur la plaque d’avancement
(162) lorsque la plaque d’avancement (162)
s’est déplacée de manière distale de sorte que
le suiveur d’agrafe (166) soit déplacé de maniè-
re distale afin de faire avancer la pluralité d’agra-
fes chirurgicales (C), et dans lequel la seconde
patte (166c) du suiveur d’agrafe (166) s’engage
sur un élément saillant à mesure que la plaque
d’avancement (162) se déplace de manière
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proximale de sorte que le suiveur d’agrafe (166)
reste stationnaire.

8. Appareil (100) selon la revendication 7, comprenant
en outre un support d’agrafe (164) disposé dans l’en-
semble de tige (104), dans lequel le support d’agrafe
(164) est configuré pour retenir la pluralité d’agrafes
chirurgicales (C) et le suiveur d’agrafe (166).

9. Appareil (100) selon la revendication 8, dans lequel
la seconde patte (166) du suiveur d’agrafe (166)
s’engage sur des éléments saillants formés dans le
support d’agrafe (164).

10. Appareil (100) selon l’une quelconque des revendi-
cations 7 à 9, dans lequel le suiveur d’agrafe (166)
est avancé de manière incrémentale à travers l’en-
semble de tige (104).

11. Appareil (100) selon l’une quelconque des revendi-
cations précédentes, comprenant par ailleurs un en-
semble à rochet (124, 224) disposé dans l’ensemble
de poignée (102), dans lequel on empêche l’ensem-
ble à rochet (124, 224) de se réajuster lorsque la
barre poussoir (156) ne retourne pas à une position
proximale.

12. Appareil (100) selon l’une quelconque des revendi-
cations précédentes, dans lequel le suiveur d’agrafe
(166) comprend un cliquet (165, 165a) s’étendant
de sa surface, dans lequel le cliquet (165, 165a) s’en-
gage sur la barre poussoir (156) après l’application
d’une dernière agrafe chirurgicale et empêche le
mouvement de la barre poussoir (156) dans une di-
rection proximale.
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