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Description

BACKGROUND OF THE INVENTION

Field of the Invention

[0001] The present invention relates to an image pro-
jection apparatus such as a liquid crystal projector, and
particularly to an image projection apparatus having a
projection lens shifting function and a temperature focus
correcting function.

Description of the Related Art

[0002] Image projection apparatuses introduce light
from a light source to a projection lens (projection optical
system) through a light modulating element such as a
liquid crystal panel or a digital micro-mirror device, and
project an image onto a projection surface such as a
screen through the projection lens.
[0003] In such image projection apparatuses, variation
in temperature thereof often generates focus variation of
the projection lens, which causes the apparatus to project
an out-of-focus image. Thus, some image projection ap-
paratuses are provided with a temperature focus correc-
tion function to correct the focus variation of the projection
lens due to the temperature variation, see e.g. JP 2003
262893 A and US 2005/00/9990 A1. Japanese Patent
Laid-Open No. 2007-241260 discloses an image projec-
tion apparatus that controls a position of a focus lens
included in a projection lens depending on a temperature
detected by a temperature sensor to perform tempera-
ture focus correction of the projection lens.
[0004] Moreover, Japanese Patent Laid-Open No.
05-027324 discloses an image projection apparatus that
has a lens shift mechanism to move (shift) a projection
lens in a direction orthogonal to its optical axis with re-
spect to a light modulating element so as to adjust a pro-
jection position of an image on a projection surface.
[0005] However, such lens shift changes an area (light
passing area) of the projection lens through which light
from the light modulating element passes, and therefore
focus variation amounts (that is, out-of-focus amounts of
projected images) for a same temperature variation
amount are mutually different.
[0006] FIG. 9 shows (A) a situation in which a projection
lens 105 is located at a shift position where light from a
light modulating element 102 passes through a central
area of the projection lens 105 to reach a projection sur-
face 401, and (B) a situation in which the projection lens
105 is located at another shift position where the light
from the light modulating element 102 passes through a
marginal area of the projection lens 105 to reach the pro-
jection surface 401. In FIG. 9, reference numeral 402
denotes a lens shift amount, and reference numeral 403
denotes a shift amount of the projected image on the
projection surface 401. Reference numeral 101 denotes
a light source lamp.

[0007] In the two situations (A) and (B) shown in FIG.
9, since optical path lengths from the projection lens 105
to the projection surface 401 are different from each oth-
er, the out-of-focus amounts of the projected images on
the projection surface 401 are mutually different even if
the temperature variation amounts are equal to each oth-
er.
[0008] The temperature focus correction performed in
the apparatus disclosed in Japanese Patent Laid-Open
No. 2007-241260 cannot reduce such out-of-focus
amounts corresponding to the shift positions (shift
amounts) of the projection lens only by itself.

SUMMARY OF THE INVENTION

[0009] The present invention provides an image pro-
jection apparatus capable of performing sufficient tem-
perature focus correction while having a projection lens
shift function.
[0010] The present invention in its first aspect provides
an image projection apparatus as specified in claims 1
to 3.
[0011] Further features of the present invention will be-
come apparent from the following description of exem-
plary embodiments with reference to the attached draw-
ings.

BRIEF DESCRIPTION OF THE DRAWINGS

[0012]

FIG. 1 is a block diagram showing a configuration of
an image projection apparatus that is Embodiment
1 of the present invention.
FIG. 2 is a flowchart showing a temperature focus
correction process in Embodiment 1.
FIG. 3 is a graph showing a relationship between
temperature variation amounts and focus correction
amounts in Embodiment 1.
FIG. 4 is a graph showing a relationship between
temperature variation amounts and focus correction
amounts depending on lens shift positions in Em-
bodiment 1.
FIG. 5 shows a shiftable range of a projection lens
in Embodiment 1.
FIG. 6 shows a data table including focus correction
amounts depending on temperature variation
amounts and lens shift positions in an image projec-
tion apparatus that is Embodiment 2 of the present
invention.
FIG. 7 is a flowchart showing a temperature focus
correction process in an image projection apparatus
that is Embodiment 3 of the present invention.
FIG. 8 is a graph showing a relationship between
temperature variation amounts and focus correction
amounts depending on lens shift positions in Em-
bodiment 3.
FIG. 9 shows a difference of focus variation amounts
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depending on lens shift.

DESCRIPTION OF THE EMBODIMENTS

[0013] Exemplary embodiments of the present inven-
tion will hereinafter be described with reference to the
accompanying drawings.

[Embodiment 1]

[0014] FIG. 1 shows a configuration of a liquid crystal
projector (image projection apparatus) 1 that is a first
embodiment (Embodiment 1) of the present invention.
[0015] Light emitted from a light source lamp 101 en-
ters a liquid crystal panel 102 as a light modulating ele-
ment. The liquid crystal panel 102 forms an original image
corresponding to a video signal input to the projector 1,
and therefore the light entering the liquid crystal panel
102 is modulated according to the original image to be-
come modulated light 112.
[0016] The modulated light 112 is projected onto a pro-
jection surface such as a screen (not shown) through a
projection lens (projection optical system) 105 as projec-
tion light 113. The projection lens 105 includes a focus
lens (focus element) 104 that is movable in an optical
axis direction of the projection lens 105. Thus, an image
(projected image) is displayed on the projection surface.
[0017] The projector 1 includes a lens shift mechanism
103 that moves (shifts) the projection lens 105 in a hor-
izontal direction and a vertical direction that are directions
including a directional component orthogonal to the op-
tical axis direction of the projection lens 105. The lens
shift mechanism 103 includes two shift motors 109, and
shifts the projection lens 105 in the horizontal direction
by a driving force from the one shift motor 109 and shifts
the projection lens 105 in the vertical direction by a driving
force from the other shift motor 109.
[0018] The lens shift mechanism 103 includes linear
encoders 107 to detect shift positions of the projection
lens 105 (hereinafter referred to as "lens shift positions")
in the horizontal and vertical directions. Each of the linear
encoders 107 outputs a signal corresponding to a shift
amount (movement amount) of the projection lens 105,
that is, the lens shift position, with respect to a predeter-
mined reference shift position.
[0019] The focus lens 104 included in the projection
lens 105 moves in the optical axis direction of the pro-
jection lens 105 by a driving force from a focus motor
108. Moving the focus lens 104 changes a focus state of
the projected image.
[0020] Inside the projector 1, a temperature sensor 106
is installed. The projector 1 performs a temperature focus
correction process, which will be described later, depend-
ing on a temperature detected by the temperature sensor
106. It is desirable that the temperature sensor 106 be
placed near the projection lens 105. However, the tem-
perature sensor 106 may be placed at a position away
from the projection lens 105 as long as it is a position

where a correlation of variation amounts of an output
from the temperature sensor 106 and variation amounts
of the focus state of the projected image is established.
Plural temperature sensors may be installed in the pro-
jector 1 to use a mean value of temperatures detected
thereby for the temperature focus correction process.
[0021] The projector 1 includes a main controller 300
as an electric circuit. The main controller 300 is provided
with an operation part 301 including operation members
such as switches, buttons and dials, and outputs opera-
tion signals corresponding to operations of the operation
members by a user to a lamp controller 304, an image
processing circuit 303, a lens shift controller 306 and a
focus controller 308.
[0022] The lamp controller 304 switches on and off of
the light source lamp 101 in response to a lamp on/off
operation signal from the operation part 301. A video sig-
nal input part 302 receives a video signal from an external
image supply apparatus (not shown) such as a personal
computer, and sends it to the image processing circuit
303. The image processing circuit 303 performs scaling,
transformation and color conversion on the received vid-
eo signal, and transmits image data produced by these
processes to a panel driver 305. Moreover, the image
processing circuit 303 produces an OSD image showing
a menu image or the like, and transmits it to the panel
driver 305.
[0023] The panel driver 305 drives the liquid crystal
panel 102 based on the image data transmitted from the
image processing circuit 303 to cause the liquid crystal
panel 102 to form the original image.
[0024] The lens shift controller 306 drives the above-
described two shift motors 109 in response to a horizon-
tal/vertical lens shift operation signal from the operation
part 301 to move the lens shift mechanism 103 so as to
shift the projection lens 105 in the horizontal direction or
the vertical direction.
[0025] A lens shift position detection part 307 reads
the outputs from the linear encoders 107 installed in the
lens shift mechanism 103 to acquire the lens shift posi-
tions in the horizontal and vertical directions. Then, the
lens shift position detection part 307 sends information
on the lens shift positions to the focus controller 308. The
linear encoders 107 and the lens shift position detection
part 307 constitute a shift position detector.
[0026] A temperature sensor controller 309 acquires
the temperatures detected by the temperature sensor
106 at a predetermined time interval, and sends informa-
tion on the acquired temperatures to the focus controller
308. The temperature sensor 106 and the temperature
sensor controller 309 constitute a temperature detector.
[0027] The focus controller 308 as a controller drives
the focus motor 108 in response to a focus operation
signal from the operation part 301 to move the focus lens
104. Moreover, the focus controller 308 performs the
temperature focus correction process by using a detec-
tion result of the lens shift position from the lens shift
position detection part 307 and a detection result of the
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temperature from the temperature sensor controller 309.
[0028] Next, description will be made of the tempera-
ture focus correction process performed by the focus
controller 308 with reference to a flowchart shown in FIG.
2. The focus controller 308 executes this process accord-
ing to a computer program.
[0029] In response to power-on of the projector 1, the
focus controller 308 performs initialization of the temper-
ature focus correction process. In this initialization, the
focus controller 308 at step 40 acquires information on
a current temperature (temperature at the time of power-
on) from the temperature sensor controller 309, and
stores it as a variable To to a memory (not shown).
[0030] After the initialization of the temperature focus
correction process, the focus controller 308 starts the
temperature focus correction process in response to an
instruction for starting this process through the operation
part 301 or an arrival of a predetermined timing that is
automatically counted.
[0031] First at step 41, the focus controller 308 ac-
quires information on a current temperature (temperature
at the time of executing this step) from the temperature
sensor controller 309, and stores it as a variable Tn to
the memory.
[0032] Next, at step 42, the focus controller 308 calcu-
lates a temperature variation amount that is a difference
(To-Tn) between the variables To and Tn, and stores the
temperature variation amount as a variable Td to the
memory.
[0033] Next, at step 43, the focus controller 308 com-
pares the temperature variation amount stored to the
memory as the variable Td with a predetermined thresh-
old. If the temperature variation amount (Td) is larger
than the threshold, the focus controller 308 proceeds to
step 44. If the temperature variation amount (Td) is equal
to or smaller than the threshold, the focus controller 308
proceeds to step 46.
[0034] At step 44, the focus controller 308 calculates
a movement amount of the focus lens 104 (hereinafter
referred to as a "focus correction amount") by using a
function f including the temperature variation amount (Td)
as a parameter, and stores it as a variable D to the mem-
ory. The focus correction amount includes information
on a direction to move the focus lens 104. A more detailed
description of the function f will be made later.
[0035] Next at step 45, the focus controller 308 drives
the focus motor 108 to move the focus lens 104 by the
focus correction amount (D). Then, at step 46, the focus
controller 308 stores the value of the variable Tn as the
variable To, and ends one routine of the temperature
focus correction process.
[0036] Thereafter, the focus controller 308 periodically
performs such a temperature focus correction process
(processes from step 41 to step 46) at a predetermined
time interval (for example, at one minute interval).
[0037] Next, description will be made of the function f.
This function f is a function to calculate the focus correc-
tion amounts for the temperature variation amounts. This

embodiment defines the focus correction amount f(x) for
the temperature variation amount x(=To-Tn) by the fol-
lowing expression (1) as one example: 

[0038] FIG. 3 shows the expression (1). In FIG. 3, a
horizontal axis show the temperature variation amount
x, and a vertical axis shows the focus correction amount
f(x).
[0039] This embodiment changes coefficients A, B and
C in the expression (1) depending on the lens shift posi-
tion, which changes the focus correction amount f(x) for
the respective lens shift positions even though the tem-
perature variation amount x is fixed.
[0040] FIG. 5 shows a relationship of actual shift posi-
tions of the projection lens 105 and horizontal and vertical
lens shift positions sx and sy where (sx2+sy2) is equal to
or smaller than 1 (≤1). A lens shift position where a po-
sition of the optical axis of the projection lens 105 coin-
cides with a center of the original image formed on the
liquid crystal panel 102 is shown by sx=sy=0.
[0041] FIG. 5 shows the projection lens 105 viewed
from the optical axis direction. The modulated light (pro-
jected light) from the liquid crystal panel 102 should pass
through an effective area 51 of the projection lens 105.
The shift of the projection lens 105 changes an area (par-
tial area) through which the modulated light passes in
the effective area 51.
[0042] A light passing area 54 is a partial area through
which the modulated light passes in the effective area 51
when the position of the optical axis of the projection lens
105 coincides with the center of the original image and
a center of the projected image. Such a position of the
projection lens 105 corresponds to the above-described
reference shift position. A light passing area 53 is a partial
area through which the modulated light passes in the
effective area 51 when the projection lens 105 is shifted
to a horizontal shift end position from the reference shift
position. A light passing area 55 is a partial area through
which the modulated light passes in the effective area 51
when the projection lens 105 is shifted to a vertical shift
end position from the reference shift position.
[0043] Since this embodiment projects an image hav-
ing a longer horizontal side length than a vertical side
length, a vertical lens shiftable amount is larger than a
horizontal lens shiftable amount. When the larger vertical
lens shiftable amount from the reference shift position is
defined as 1, a lens shiftable range 52 showing variable
ranges of sx and sy becomes an elliptical range as shown
in FIG. 5.
[0044] FIG. 4 shows the function f (the coefficients are
shown by A0, B0 and C0) when the horizontal and vertical
lens shift positions sx and sy are 0, and the function f
(the coefficients are shown by A1, B1 and C1) when a
distance of the shift position of the projection lens 105
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from the reference shift position is 1, that is, sx2+sy2=1.
In addition, FIG. 4 also shows the function f (the coeffi-
cients are shown by A, B and C) when the horizontal and
vertical lens shift positions sx and sy are neither 0 nor
values satisfying sx2+sy2=1. In FIG. 4, a horizontal axis
shows the temperature variation amount x, and a vertical
axis shows the focus correction amount f(x). As under-
stood from FIG. 4, the focus correction amount f(x) in-
creases as the temperature variation amount x increas-
es, and the focus correction amount f(x) for the same
temperature variation amount increases as the distance
of the shift position of the projection lens 105 from the
reference shift position increases.
[0045] The coefficients A, B and C corresponding to
the respective lens shift positions can be obtained by the
following calculation expressions (2) to (5) using the co-
efficients A0, B0, C0, A1, B1 and C1 decided in design or
by experiments. K represents a lens shift amount corre-
sponding to the shift amount of the projection lens 105
from the reference shift position. 

[0046] Then, applying the coefficients A, B and C cal-
culated by the above calculation expressions (3) to (5)
to the expression (1) makes it possible to calculate the
focus correction amounts f(x) depending on the temper-
ature variation amount and on the lens shift position, in
other words, to calculate the focus correction amounts
f(x) for the respective temperature variation amounts ap-
propriate for the respective lens shift positions.
[0047] As described above, this embodiment corrects
(changes) the focus correction amount for the tempera-
ture variation amount depending on the lens shift posi-
tion. Therefore, this embodiment can sufficiently correct
focus variation of the projection optical system due to
temperature variation, that is, reduce an out-of-focus
amount of the projected image, regardless of the shift
position of the projection lens 105.
[0048] Although this embodiment defines the function
f as a quadratic function, definition of the function f may
be made by using other functions such as a linear func-
tion, a cubic function and an exponent function as long
as using a function capable of well approximating the
focus correction amounts for the temperature variation
amounts. This also applies to Embodiment 3 described
later.

[Embodiment 2]

[0049] Next, description will be made of a second em-
bodiment (Embodiment 2) of the present invention. Al-
though Embodiment 1 described the case where the tem-
perature focus correction process shown in FIG. 2 per-
forms calculation of the focus correction amount at step
44 by using the function f including the temperature var-
iation amount as a parameter, the focus correction
amount may be read from a data table prestored in the
memory.
[0050] FIG. 6 shows a data table including data of focus
correction amounts corresponding to representative lens
shift amounts (representative shift amounts from the ref-
erence shift position) K and to representative tempera-
ture variation amounts x. The representative lens shift
amounts K are calculated by the expression (2) described
in Embodiment 1. The data table sets the representative
temperature variation amounts x within a range from
-40°C to +40°C at 1°C intervals, and sets the represent-
ative lens shift amounts K within a range from 0.0 to 1.0
at 0.2 intervals, and therefore stores 486(=81x6) focus
correction amounts. The ranges and the intervals of the
representative temperature variation amounts and the
representative lens shift amounts may be arbitrarily
changed.
[0051] If the detected temperature variation amount or
the detected lens shift amount is a value between two
representative values (representative temperature vari-
ation amounts or representative lens shift amounts), a
focus correction value corresponding to a closer one of
the two representative values to the detected value than
the other may be used. Moreover, a focus correction val-
ue being used may be calculated by interpolation using
the two representative values.
[0052] Then, at step 45 shown in FIG. 2, the focus con-
troller 308 drives the focus motor 108 to move the focus
lens 104 by the focus correction amount (D) decided us-
ing such a data table, which enables performing of the
temperature focus correction appropriate for the shift po-
sition of the projection lens 105.

[Embodiment 3]

[0053] Next, description will be made of a third embod-
iment (Embodiment 3) of the present invention. Although
Embodiments 1 and 2 described the cases where the
focus correction amount for the detected lens shift posi-
tion (lens shift amount) and the detected temperature
variation amount is obtained by calculation or by reading
from the data table, Embodiment 3 corrects (changes) a
detected temperature variation amount depending on a
lens shift position (lens shift amount), and then obtains
a focus correction amount for the corrected (changed)
temperature variation amount.
[0054] FIG. 7 shows a flowchart showing a tempera-
ture focus correction process in this embodiment. Same
steps in this embodiment (FIG. 7) as those in Embodi-
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ment 1 (FIG. 2) are denoted by same reference numerals
as those in FIG.2, and descriptions thereof are omitted.
[0055] In this embodiment, step 71 is added next to
step 42. At step 71, the focus controller 308 corrects the
temperature variation amount Td (=To-Tn) calculated at
step 42 by a function g including the temperature variation
amount Td as a parameter. The calculated temperature
variation amount Td is hereinafter referred to as a "de-
tected temperature variation amount". Then, the focus
controller 308 restores the corrected detected tempera-
ture variation amount (hereinafter simply referred to as
a "corrected temperature variation amount") as the var-
iable Td to the memory.
[0056] Thereafter, at next step 43’, the focus controller
308 compares the corrected temperature variation
amount (Td) with a predetermined threshold. If the cor-
rected temperature variation amount (Td) is larger than
the threshold, the focus controller 308 proceeds to step
44’. If the corrected temperature variation amount (Td)
is not larger than the threshold, the focus controller 308
proceeds to step 46.
[0057] At step 44’, the focus controller 308 calculates
a focus correction amount by using a function f’ including
the corrected temperature variation amount (Td) as a pa-
rameter, and stores the calculated focus correction
amount as a variable D to the memory. A more detailed
description of the function f’ will be made later.
[0058] Description will be made of the function g being
used at step 71. This function g is a function to correct
the detected temperature variation amount x depending
on the lens shift amount. This embodiment defines the
corrected temperature variation amount g(x) as follows: 

where R represents an arbitrary coefficient decided in
design or by experiments, and K represents the lens shift
amount defined by the expression (2) shown in Embod-
iment 1.
[0059] As an example, FIG. 8 shows various corrected
temperature variation amounts g(x) when R is +0.5. As
shown in FIG. 8, changing the lens shift amount K chang-
es the corrected temperature variation amount g(x) for a
same detected temperature variation amount x. Specif-
ically, the corrected temperature variation amount g(x)
for the same detected temperature variation amount x
increases as the lens shift amount K increases.
[0060] Next, description will be made of the function f’
being used at step 44’. The function f’ is a function to
calculate the focus correction amount for the corrected
temperature variation amount g(x). This embodiment us-
es, as the function f’, the expression (1) including the
fixed coefficients A, B and C regardless of the lens shift
amount (see FIG. 3). The coefficients A, B and C are
decided in design or by experiments such that the func-
tion f’ shows a focus correction amount when the projec-

tion lens 105 is located at the reference shift position
(sx=sy=0).
[0061] This embodiment also changes the focus cor-
rection amount for the temperature variation amount de-
pending on the lens shift position. Therefore, this embod-
iment also can sufficiently correct focus variation of the
projection optical system due to temperature variation,
that is, reduce an out-of-focus amount of the projected
image, regardless of the shift position of the projection
lens 105.
[0062] In addition, this embodiment can further reduce
an entire calculation amount to obtain the focus correc-
tion amount as compared with Embodiment 1.
[0063] This embodiment described the case where the
detected temperature variation amount (To-Tn) is cor-
rected depending on the lens shift position to obtain the
corrected temperature variation amount. However, the
corrected temperature variation amount may be obtained
as a difference between the temperatures To and Tn de-
tected and corrected depending on the respective lens
shift amounts.
[0064] Although each of the above embodiments de-
scribed the liquid crystal projector, alternative embodi-
ments of the present invention include projectors, other
than the liquid crystal projector, using a digital micro-mir-
ror device or a laser scanning device.
[0065] Moreover, in the embodiments of the present
invention, the projection optical system is not limited to
a lens system, and may be an optical system formed by
using other optical elements such as a prism or a mirror.
[0066] Furthermore, in the embodiments of the present
invention, the projector is not limited to a projection-lens-
integrated projector, and may be a projection-lens-inter-
changeable projector.
[0067] While the present invention has been described
with reference to exemplary embodiments, it is to be un-
derstood that the invention is not limited to the disclosed
exemplary embodiments. The scope of the following
claims is to be accorded the broadest interpretation so
as to encompass all such modifications and equivalent
structures and functions.

Claims

1. An image projection apparatus (1) configured to
project an image onto a projection surface through
a projection optical system (105) including a focus
element (104) movable in an optical axis direction,
the apparatus comprising:

a shift mechanism (103) configured to move the
projection optical system in a shift direction in-
cluding a directional component orthogonal to
the optical axis direction so as to move a position
of the projected image on the projection surface;
a shift position detector (107, 307) configured to
detect a shift position of the projection optical
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system moved by the shift mechanism;
a temperature detector (106, 309) configured to
detect a temperature inside the image projection
apparatus; and
a controller (308) configured to calculate a focus
correction amount and to move the focus ele-
ment by said focus correction amount,
characterized in that the controller is config-
ured to move the focus element depending on
the temperature detected by the temperature
detector and on the shift position detected by
the shift position detector.

2. An image projection apparatus (1) according to claim
1,

wherein the controller (308) is configured to de-
cide, as the focus correction amount, a move-
ment amount of the focus element depending
on a variation amount of the temperature detect-
ed by the temperature detector (106, 309), and
wherein the decided movement amount for a
first shift position as the shift position detected
by the shift position detector (107, 307) is differ-
ent from the decided movement amount for a
second shift position as the shift position differ-
ent from the first shift position.

3. An image projection apparatus (1) according to claim
1, wherein the controller (308) is configured to
change the temperature or a variation amount of the
temperature detected by the temperature detector
(106, 309) depending on the shift position detected
by the shift position detector (107, 307), and to move
the focus element (104) according to the changed
temperature or the changed temperature variation
amount.

Patentansprüche

1. Bildprojektionsvorrichtung (1), die konfiguriert ist, ein
Bild auf eine Projektionsfläche zu projizieren, und
zwar durch ein optisches Projektionssystem (105),
das ein in Richtung einer optischen Achse verschieb-
bares Fokuselement (104) enthält, wobei die Vor-
richtung umfasst:

einen Verschiebemechanismus (103), der kon-
figuriert ist, das optische Projektionssystem in
einer Verschieberichtung zu bewegen, die eine
Richtungskomponente orthogonal zur Richtung
der optischen Achse enthält, sodass eine Posi-
tion des projizierten Bilds auf der Projektionsflä-
che bewegt wird;
einen Verschiebepositionsdetektor (107, 307)
der konfiguriert ist, eine Verschiebeposition des
durch den Verschiebemechanismus bewegten

optischen Projektionssystems zu detektieren;
einen Temperaturdetektor (106, 309), der kon-
figuriert ist, eine Temperatur innerhalb der Bild-
projektionsvorrichtung zu detektieren; und
eine Steuerung (308), die konfiguriert ist, einen
Fokuskorrekturbetrag zu berechnen und das
Fokuselement um den Fokuskorrekturbetrag zu
bewegen,
dadurch gekennzeichnet, dass die Steuerung
konfiguriert ist, das Fokuselement abhängig von
der durch den Temperaturdetektor detektierten
Temperatur und der durch den Verschiebeposi-
tionsdetektor detektierten Verschiebeposition
zu bewegen.

2. Bildprojektionsvorrichtung (1) nach Anspruch 1,

wobei die Steuerung (308) konfiguriert ist, als
den Fokuskorrekturbetrag, abhängig von einem
durch den Temperaturdetektor (106, 309) de-
tektierten Variationsbetrag der Temperatur, ei-
nen Bewegungsbetrag des Fokuselements zu
bestimmen, und
wobei der bestimmte Bewegungsbetrag für eine
erste Verschiebeposition als vom Verschiebe-
detektor (107, 307) detektierte Verschiebeposi-
tion verschieden ist vom bestimmten Bewe-
gungsbetrag für eine zweite Verschiebeposition
als von der ersten Verschiebeposition verschie-
dene Verschiebeposition.

3. Bildprojektionsvorrichtung (1) nach Anspruch 1, wo-
bei die Steuerung (308) konfiguriert ist, abhängig von
der vom Verschiebepositionsdetektor (107, 307) de-
tektierten Verschiebeposition, die Temperatur oder
einen vom Temperaturdetektor (106, 309) detektier-
ten Variationsbetrag der Temperatur zu ändern und
das Fokuselement (104) entsprechend der geänder-
ten Temperatur oder dem geänderten Variationsbe-
trag der Temperatur zu bewegen.

Revendications

1. Appareil de projection d’image (1) configuré pour
projeter une image sur une surface de projection par
l’intermédiaire d’un système optique de projection
(105) comportant un élément de mise au point (104)
mobile dans une direction d’axe optique, l’appareil
comprenant :

un mécanisme de décalage (103) configuré
pour déplacer le système optique de projection
dans une direction de décalage comportant une
composante de direction orthogonale à la direc-
tion de l’axe optique de façon à déplacer une
position de l’image projetée sur la surface de
projection ;
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un détecteur de position de décalage (107, 307)
configuré pour détecter une position de décala-
ge du système optique de projection déplacé
par le mécanisme de décalage ;
un détecteur de température (106, 309) confi-
guré pour détecter une température à l’intérieur
de l’appareil de projection d’image ; et
une unité de commande (308) configurée pour
calculer un degré de correction de mise au point
et pour déplacer l’élément de mise au point con-
formément audit degré de correction de mise au
point,
caractérisé en ce que l’unité de commande est
configurée pour déplacer l’élément de mise au
point en fonction de la température détectée par
le détecteur de température et de la position de
décalage détectée par le détecteur de position
de décalage.

2. Appareil de projection d’image (1) selon la revendi-
cation 1,
dans lequel l’unité de commande (308) est configu-
rée pour choisir, en tant que degré de correction de
mise au point, un degré de mouvement de l’élément
de mise au point en fonction d’un degré de variation
de la température détectée par le détecteur de tem-
pérature (106, 309) et
dans lequel le degré de mouvement choisi pour une
première position de décalage en tant que position
de décalage détectée par le détecteur de position
de décalage (107, 307) est différent du degré de
mouvement choisi pour une deuxième position de
décalage en tant que position de décalage différente
de la première position de décalage.

3. Appareil de projection d’image (1) selon la revendi-
cation 1, dans lequel l’unité de commande (308) est
configurée pour modifier la température ou un degré
de variation de la température détectée par le dé-
tecteur de température (106, 309) en fonction de la
position de décalage détectée par le détecteur de
position de décalage (107, 307), et pour déplacer
l’élément de mise au point (104) conformément à la
température modifiée ou au degré de variation de
température modifié.
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