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Description

CROSS-REFERENCE TO RELATED APPLICA-
TIONS/INCORPORATION BY REFERENCE

[0001] This patent application makes reference to,
claims priority to and claims benefit from United States
Provisional Application Serial No. 61/351,696 filed on
June 4, 2010.
[0002] Tompros et al: "Enabling applicability of energy
saving applications on the appliances of the home envi-
ronment", IEEE Network, US, vol. 23, no. 6, 1 November
2009, pages 8-16, refers to the energy waste problem in
contemporary households and the consequent need for
optimal energy use, and presents a network architecture
generically applicable on domestic appliances and ca-
pable of performing real-time management of their ener-
gy consumption. The proposed architecture enables def-
inition of energy saving applications targeting on minimal
energy consumption.
[0003] WO 2010/039239 A2 discloses a method and
system relating to electrical energy consumption, where-
in information relating to electrical energy usage for a
given account is associated with a time segment that
corresponds to a period when the electrical energy was
received from an electrical energy distribution system.
An electrical energy generation carbon impact informa-
tion indicates carbon released to generate the electrical
energy during the corresponding time segment, a carbon
credit is calculated according to the retrieved electrical
energy generation carbon impact information, and the
calculated carbon credit is used to update a display of
carbon credit related information.
[0004] US 2010/082174 A1 describes accessing an
energy usage rule for a device coupled with a first struc-
ture, wherein energy usage of the device is monitored.
The energy usage rule and the energy usage is com-
pared, and based on the comparing, an instruction is gen-
erated to modify an energy usage profile of said device
to correlate with said energy usage, thereby enabling ef-
ficient energy management.

FIELD OF THE INVENTION

[0005] Certain embodiments of the invention relate to
audio processing. More specifically, certain embodi-
ments of the invention relate to a method and system for
energy efficient based service optimization by a broad-
band gateway.

BACKGROUND OF THE INVENTION

[0006] With the continuous growth of digital television
or broadcast multimedia, and/or broadband access,
which may be used in conjunction with online businesses,
social networks, and/or other online services and appli-
cations, users may desire having access to a larger
number of providers and/or a broader range of content

in a manner that is flexible and/or suits the users’ life-
styles. Most users connect to the Internet using web
browsers running on personal computers (PCs) and/or
mobile devices such as Smartphones. Furthermore,
most households may have one or more televisions that
may be used to view television broadcasts and/or multi-
media content. Television broadcasts may include ter-
restrial TV, Cable-Television (CATV), satellite TV and/or
Internet Protocol television (IPTV) based broadcasts. To
protect against unauthorized reception and/or use of mul-
timedia content, service providers may require use of
dedicated set-top boxes (STBs) that may be used to en-
crypt broadcast signals communicated from the service
providers to generate suitable video and/or audio
streams that may be played via televisions and/or other
display/playback devices in the household.
[0007] Further limitations and disadvantages of con-
ventional and traditional approaches will become appar-
ent to one of skill in the art, through comparison of such
systems with some aspects of the present invention as
set forth in the remainder of the present application with
reference to the drawings.

BRIEF SUMMARY OF THE INVENTION

[0008] A system and/or method is provided for energy
efficient based service optimization by a broadband gate-
way, substantially as shown in and/or described in con-
nection with at least one of the figures, as set forth more
completely in the claims.
[0009] According to an aspect of the present invention,
a method is provided as defined in the attached inde-
pendent method claim.
[0010] According to an aspect of the present invention,
a system is provided as defined in the attached inde-
pendent system claim.

BRIEF DESCRIPTION OF SEVERAL VIEWS OF THE 
DRAWINGS

[0011]

FIG. 1A is a block diagram illustrating an exemplary
communication system that comprises a home net-
work serviced by a broadband gateway, in accord-
ance with an embodiment of the invention.

FIG. 1B is a block diagram illustrating an exemplary
communication system that comprises a broadband
gateway providing energy efficient based services
delivery to a home network, in accordance with an
embodiment of the invention.

FIG. 1C is a diagram illustrating energy consumption
saving that may result from utilizing links with lower
bitrates during delivery of content to a home network,
in accordance with an embodiment of the invention.
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FIG. 2 is a block diagram illustrating an exemplary
broadband gateway, in accordance with an embod-
iment of the invention.

FIG. 3A is a flow chart that illustrates exemplary
steps for utilizing a broadband gateway to generate
and/or update device or service profiles for use in
conjunction with energy efficient based service man-
agement, in accordance with an embodiment of the
invention.

FIG. 3C is a flow chart that illustrates exemplary
steps for utilizing micro-leases to provide energy ef-
ficient delivery of content and/or service to a home
network via a broadband gateway, in accordance
with an embodiment of the invention.

FIG. 4 is a block diagram that illustrates exemplary
energy based messaging protocol for use in provid-
ing energy efficient service delivery to a home net-
work, in accordance with an embodiment of the in-
vention.

DETAILED DESCRIPTION OF THE INVENTION

[0012] Certain embodiments of the invention may be
found in a method and system for energy efficient based
service optimization by a broadband gateway. In various
embodiments of the invention, a broadband gateway,
which may be communicatively coupled to a plurality of
devices in a home network, and/or which may be oper-
able to handle one or more physical layer connections
to corresponding one or more network access service
providers, may be utilized to provide energy efficient
management of services provided and/or delivered to the
home network. The energy efficient service management
may comprise determining energy-related costs associ-
ated with providing a service to one or more of the plurality
of devices, wherein the energy-related costs may be
based on use of at least one of the plurality of physical
layer connections in conjunction with providing services.
In this regard, service provisioning may enable reduction
and/or optimization of power consumption within access
networks based on the service provisioning. The service
may be provisioned based on the determined energy-
related costs associated with that service. The service
may comprise obtaining and/or delivering content for
consumption by the one or more of the plurality of devices
in the network. The broadband gateway may negotiate
with network access service providers during the config-
uration of the services. The negotiations may comprise
requesting credits for performing the service provision-
ing. In this regard, the credit may comprise energy-saving
credits provided for enable reduction and/or optimization
of power consumption within access networks. The serv-
ice configuration may comprise controlling and/or adjust-
ing bitrate selection, physical (PHY) layer selection,
and/or service level agreement (SLA) parameters.

[0013] The broadband gateway may determine and/or
acquire energy-related information for use in providing
the energy efficient service management. The energy-
related information may correspond to the managed
services, and/or to home devices that may be utilized in
conjunction with the managed services. The energy-re-
lated information may comprise energy requirements,
energy limitations, device use pattern, time of use related
data, and/or energy-saving options. The broadband
gateway may track actual energy use by each of the one
or more serviced devices, and the broadband gateway
may update and/or modify the stored energy-related in-
formation based on that tracking. The stored energy-re-
lated information may comprise service and/or device
profiles corresponding to each of the managed services
and/or devices associated with the managed services.
The profiles may be configurable, wherein the profile con-
figuration may comprise initializing and/or modifying en-
ergy-related information corresponding to associated
services or devices. The broadband gateway may display
activity associated with the energy management service
via a user interface. This may comprise displaying energy
related activities and/or data associated with each of the
managed services or devices. A dedicated energy-relat-
ed messaging protocol may be used for exchanging en-
ergy-related messages and/or data within the home net-
work, and/or with the network access service providers.
[0014] FIG. 1A is a block diagram illustrating an exem-
plary communication system that comprises a home net-
work serviced by a broadband gateway, in accordance
with an embodiment of the invention. Referring to FIG.
1A, there is shown a home network 100a, a plurality of
distribution networks 110, a plurality of service providers
120, and a plurality of content providers 130. The home
network 100a may be serviced by a broadband gateway
102. Also shown in FIG. 1A are additional home networks
100b, ..., 100n, and an emergency services provider net-
work 140. Each of the home networks 100b, ..., 100n
may also be serviced by a broadband gateway 102.
[0015] The service providers 120 may comprise vari-
ous entities which may provide various services to broad-
band gateways 102 and/or to devices serviced by the
broadband gateways 102, such as the plurality of home
devices 104a-104j. Some of the service providers 120
may comprise network access service providers which
provide physical layer connections to the broadband
gateway 102. Such physical layer connections may then
be utilized to access content provided by the content pro-
viders 130, access services provided by other ones of
the service providers 120, and/or access an intranet or
the Internet at-large. In this regard, "network access serv-
ice provider" as utilized herein, is distinguished from the
more generic term "service provider" which may encom-
pass services other than providing physical layer access
to a network. Cable television providers, plain old tele-
phone service (POTS) providers, digital subscriber line
(DSL) providers, cellular providers, WiMAX providers,
and satellite providers are examples of network access
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service providers. In an exemplary embodiment of the
invention, the broadband gateway 102 may enable con-
necting to multiple service providers 120 to facilitate re-
ceiving content originating from one or more of the con-
tent providers 130.
[0016] The content providers 130 may comprise vari-
ous entities and/or networks which may generate, cap-
ture, and/or package content that may be distributed to
end-users (i.e. "subscribers"), via the service providers
120 and/or the distribution networks 110. In this regard,
content may comprise audio, video, multimedia, e-book,
gaming, and/or other content. Exemplary content provid-
ers may comprise commercial providers of multimedia
content, such as major film or television production
and/or distribution companies (e.g. Paramount Pictures
or Warner Bros.), and/or providers of personal content
(e.g. user-generated content). The content may be, for
example, downloadable and/or streaming, rented and/or
purchased. Content originating from the content provid-
ers 130 may be distributed to the end-users (e.g. con-
sumers) by the service providers 120. In some instances,
content providers 120 and service providers 120 may be
separate entities. In some instances, however, a single
provider may provide both content and services. That is,
an entity that functions as a network access service pro-
vider may also provide content and/or services other than
network access and, thus, that entity may also be accu-
rately referred to as a "content provider" and/or a "service
provider." The content and/or services that are provided
by the content provider and/or the service provider may
be provided to the broadband gateways 102 via one or
more physical connections provided by a network access
service provider.
[0017] The plurality of distribution networks 110 may
comprise one or more networks that may be operable to
enable wireless and/or wired communication among a
plurality of local and/or remote entities, based on one or
more networking and/or communication infrastructures.
In this regard, the plurality of distribution network 110
may be utilized to enable distributing multimedia content
generated by the content providers 130, directly and/or
via the service providers 120, to end-users. The network
connectivity available via the plurality of distribution net-
works 110 may be based on one or more communication
standards and/or protocols. The plurality of distribution
networks 110 may comprise, for example, Internet 110a,
the Cable Television (CATV) network 110b, Satellite Tel-
evision (TV) network 110c, wireless local network ar-
ea/wide network area (LAN/WAN) 110d, and/or cellular
network 110e.
[0018] The Internet 110a may comprise a system of
interconnected networks to enable exchange of data
among a plurality of nodes, based on one or more net-
working standards, including, for example, the Internet
Protocol (IP). The Internet 110a may enable connectivity
among a plurality of private and public, academic, busi-
ness, and/or government nodes and/or networks. The
physical connectivity in the Internet 110a may be provid-

ed via, for example, the Public Switched Telephone Net-
work (PSTN), copper wires, fiber-optic cables, wireless
interfaces, and/or other protocols and/or standards-
based interfaces. The transport functionality in the Inter-
net 110a may be performed based on, for example, one
or more transport protocols, such as the Transmission
Control Protocol/IP (TCP/IP), for example. The CATV
network 110b may comprise suitable distribution nodes,
systems, and/or subnetworks that may enable forward-
ing of communication between CATV providers and a
plurality of cable-TV consumers. For example, the CATV
network 110b may comprise a network of fiber optics
and/or coaxial cables for use in CATV broadcasts. The
satellite TV network 110c may comprise suitable distri-
bution nodes, systems, and/or subnetworks that may en-
able communication of satellite TV broadcast by satellite
TV providers to a plurality of consumers. For example,
the satellite network 110c may comprise a plurality of
orbiting satellite nodes and/or one or more terrestrial
centers in a satellite-TV system.
[0019] The LAN/WAN network 110d may comprise
suitable logic, circuitry, interfaces, and/or code that may
be operable to enable implementation of one or more
wired and/or wireless LAN or WAN standards and/or pro-
tocols. Exemplary WAN technologies comprise, for ex-
ample, WiMAX-based networks. Exemplary LAN tech-
nologies may comprise, for example, those based on
IEEE 802.11 standards, including, for example, WiFi-
based networks. The cellular network 110e may com-
prise suitable logic, circuitry, interfaces and/or code that
may be operable to enable communication via one or
more cellular technologies. Exemplary cellular technol-
ogies may comprise Code Division Multiple Access (CD-
MA), wideband CDMA (WCDMA), CDMA1000, High-
Speed Downlink Packet Access (HSDPA), Global Sys-
tem for Mobile Communications (GSM), General Packet
Radio Services (GPRS), Enhanced Data Rates for Glo-
bal Evolution (EDGE), and/or Universal Mobile Telecom-
munication System (UMTS). The cellular network 110e
may comprise, for example, a plurality of control and/or
switching nodes, and a plurality of base stations that en-
able transmission and/or reception of cellular based com-
munications between the cellular network 110e and cel-
lular capable devices.
[0020] Each of the home networks 100a-100n may cor-
respond to a location that may comprise a plurality of
devices, such as a plurality of home devices 104a-104j
in the home network 100a, which may be serviced and/or
managed by an instance of the broadband gateway 102.
In this regard, the location may be a residence (e.g.,
home, apartment), a small business, a school, a library,
and/or other like settings in which users may want to ob-
tain access to service and/or to content provider net-
works. The broadband gateway 102 may be utilized in a
home network, such as the home network 100a, to pro-
vide connectivity between the home network and one or
more of the service providers 120 (and/or one or more
of the content providers 130) via the distribution networks
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110.
[0021] The broadband gateway 102 may comprise
suitable logic, circuitry, interfaces, and/or code that may
be operable to implement various aspects of the inven-
tion. In this regard, the broadband gateway 102 may be
operable to communicate with the content providers 130,
the service providers 120, and the plurality of home de-
vices 104a-104j. In this manner, the broadband gateway
102 may enable bidirectional communication of content
and/or other information between the content providers
130, the service providers 120 and the devices 104a-
104j. Communications between the broadband gateway
102 and the content providers 130 and/or service provid-
ers 120 may be carried over optical, wired, and/or wire-
less links of the distribution network(s) 110. Similarly,
Communications between the broadband gateway 102
and the devices 104a-104j may be carried over optical,
wired, and/or wireless links. In an exemplary aspect of
the invention, a single broadband gateway 102 may be
operable to handle multiple physical layer (i.e., layer 1 of
the open-systems interconnection model (OSI)) connec-
tions 108 to multiple ones, or portions, of the distribution
network(s) 110, where different ones or portions of the
distribution network(s) 110 may be owned, operated,
leased, or otherwise associated with different ones of the
network access service providers 120. For example, a
first network access service provider may provide net-
work access to the broadband gateway 102 via a DSL
connection over twisted-pair cabling, and a second net-
work access service provider may provide network ac-
cess to the broadband gateway 102 via a cable television
connection over coaxial cabling. In some instances, the
broadband gateway 102 may be operable to concurrently
communicate over the multiple physical layer connec-
tions provided by the multiple network access service
providers.
[0022] The broadband gateway 102 may operate as
an interface device that may allow one or more service
and/or content providers to interact with various devices
in the home network. In this regard, the broadband gate-
way 102 may be operable to perform and/or provide var-
ious services that may pertain to enabling and/or facili-
tating reception of content from one or more content pro-
viders 130, wherein the content may be delivered through
one or more services providers 120. For example, the
broadband gateway 102 may be operable to perform
such operations as network access related processing
(e.g. PHY/MAC, and/or transport layer processing), en-
cryption and/or decryption, user and/or account authen-
tication, and/or at least some of video and/or audio
processing operations which may be necessary for con-
sumption of multimedia content.
[0023] The broadband gateway 102 may communicate
with various devices in the home networks using optical,
wired and/or wireless communication links. Devices
serviced by, and/or connected with the broadband gate-
way 102 may comprise content consuming devices
and/or other, non-content consuming household or home

devices that may be operable to interact with the broad-
band gateway 102. For example, the broadband gateway
102 may service, and/or may communicate with the plu-
rality of home devices 104a-104j in the home network
100a. The home devices may comprise, for example,
one or more of a television 104a, a laptop computer 104b,
a smoke detector, a carbon monoxide detector, and/or a
security alarm 104c, a computer and/or server 104d, a
mobile phone 104e, a speaker 104f, an AM/FM radio
104g, an appliance 104h (e.g., refrigerator), a phone
104i, and a digital video recorder (DVR) or personal video
recorder (PVR) 104j. The broadband gateway 102 may
interact with each of the home devices 104a-104j via cor-
responding links 106a-106j, which may be supported by
the broadband gateway 102 and the corresponding home
device. For example, the link 106a between the broad-
band gateway 102 and the television 104a may comprise
a High-Definition Multimedia Interface (HDMI) cable. The
link 106b may comprise, for example, a wired Ethernet
link, a wireless Ethernet link, a Universal Serial Bus
(USB) link, or an IEEE 1394 link. The link 106c may com-
prise, for example, a two-wire link or a wireless link. The
link 106d may comprise, for example, a wired Ethernet
link, a wireless Ethernet link, a USB link, or an IEEE 1394
link. The link 106e may comprise, for example, a wireless
Ethernet link, a USB link, or a cellular link. The link 106f
may comprise speaker wire and/or a wireless link. The
link 106g may comprise, for example, AM and/or FM radio
transmissions broadcast received using the broadband
gateway 102. The link 106h may comprise, for example,
a wired or wireless link. The link 106i may comprise, for
example, a phone line. The link 106j may comprise, for
example, a wired or a wireless link.
[0024] The broadband gateway 102 may also be op-
erable to provide and/or support various other, non-con-
tent related services in the home network 100a. For ex-
ample, the broadband gateway 102 may provide emer-
gency-related services in the home network 100a. For
example, the emergency services provider network 140
may be connected to the distribution networks 110 via a
link 112. The emergency services provider network 140
may be associated with one or more emergency service
provider entities. For example, a public entity such as a
911 center and/or a private entity such as a security com-
pany may be able to interact with the broadband gateway
102 in the home network 100a via the distribution net-
works 110.
[0025] The broadband gateway 102 may also be op-
erable to provide various energy related services. The
energy related services provided by the broadband gate-
way 102 may enable optimization and/or reduction of en-
ergy use or consumption, and/or may also enable receiv-
ing compensation and/or claiming, capturing, and/or re-
deeming energy saving credits/rewards for enabling
and/or facilitating any such energy consumption optimi-
zation and/or reduction. The broadband gateway 102
may be operable to provide, for example, energy efficient
management of services delivered to a home network,
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such as to the home network 100a, by service and/or
content providers, such as one or more of the service
providers 120 and/or the content provider 130. Energy
efficient management of services delivered through the
broadband gateway 102 may enable optimizing and/or
reducing energy use or consumption on the network-
side, wherein that energy use or consumption may result
from and/or correspond to operations performed on the
network-side to facilitate delivery of the services to the
home network 100a via the broadband gateway 102. In
this regard, "network-side" operations may comprise op-
erations performed external to the home network 100a.
This may comprise, for example, operations performed
by the service providers 120 and/or the content providers
130, and/or operations performed to provide and/or sup-
port connectivity and/or interactions between the broad-
band gateway 102 and the service providers 120, via the
distribution networks 110 for example. In this regard, es-
tablishing connections to the broadband gateway 102,
within the distribution networks 110 for example, and/or
utilizing these connections, such as to communicate con-
tent via these connections, may require energy use. The
energy consumption reduction and/or optimization may
result from, for example, selecting energy efficient con-
nections, and/or utilizing connections in a manner that
enable reducing energy consumption by ensuring, for ex-
ample, that the connections are only setup and utilized
when content is requested. Accordingly, the energy effi-
cient service management may comprise configuring
and/or managing network-side connectivity and/or inter-
actions between the broadband gateway 102 and the
service providers 120, based on energy related informa-
tion corresponding to home networks, and/or devices
therein, serviced by broadband gateway.
[0026] While the broadband gateway 102 is shown in
FIG. 1A as a single and separate device, the invention
need not be so limited. In one embodiment of the inven-
tion, the broadband gateway functionality may be imple-
mented in a distributed manner over two or more devices.
Furthermore, the broadband gateway may be imple-
mented as a virtual platform, for example in instances
where it may be implemented in distributed manner. In
another embodiment of the invention, some or all of the
functionality of the broadband gateway may be imple-
mented within one of the televisions available in the
home.
[0027] As illustrated in FIG. 1A, a plurality of home net-
works 100b, ..., 100n, may also be connected to the dis-
tribution networks 110. These home networks 100b, ...,
100n may operate in substantially the same manner as
the home network 100a. By having multiple home net-
works connected to the distribution networks 110, various
applications, such as peer-to-peer communication
and/or data aggregation operations may be possible by
utilizing the broadband gateways 102 in the home net-
works.
[0028] In operation, the broadband gateway 102 may
be utilized as an interface device that may allow one or

more service providers 120, content providers 130,
and/or emergency service provider networks 140 to in-
teract with various devices in a home network, such as
in the home network 100a. In this regard, the broadband
gateway 102 may support configuring and/or using the
plurality of broadband connections 108. The broadband
connections 108 may comprise optical, wired and/or
wireless connections between the broadband gateway
102 and the distribution networks 110, to enable com-
munication between the broadband gateway 102 and the
service providers 120, content providers 130, and/or
emergency service provider networks 140 for example.
The broadband gateway 102 may be operable to perform
and/or provide various services that may pertain to ena-
bling and/or facilitating reception of data, such as multi-
media content, for example, from one or more content
providers, wherein the content may be delivered through
one or more services providers. The broadband gateway
102 may distribute the received content to one or more
devices in a home network, for consumption, and/or may
perform, directly and/or indirectly using other devices,
any processing and/or operations (e.g., decryption
and/or account validation) that may be needed to ensure
that the content may be consumed by the target home
device(s).
[0029] The broadband gateway 102 may also provide
and/or support various other services in the home net-
work 100a beyond reception and/or download of content.
For example, the broadband gateway 102 may be oper-
able to provide energy management in the home network
100a, by controlling and/or adjusting configuration of one
or more devices in the home network to reduce power
consumption for example. The broadband gateway 102
may also provide emergency-related services in the
home network 100a, including allowing first responders
to provide alerts to a select group of users by accessing
the broadband gateway 102 via secure links provided by
the service/content providers.
[0030] The broadband gateway 102 may also provide
and/or support various other services in the home net-
work 100a beyond, and/or in conjunction with supporting
or facilitating reception, download, and/or consumption
of content. For example, the broadband gateway 102
may provide energy related services in the home network
100a. In this regard, the broadband gateway 102 may
provide energy efficient management of services deliv-
ered to the home network 100a, to enable optimizing
and/or reducing energy use or consumption on the net-
work-side, and/or to also enable claiming, capturing,
and/or redeeming energy saving credits/rewards for en-
abling and/or facilitating any such energy consumption
optimization and/or reduction. The energy efficient serv-
ice management provided by the broadband gateway
102 may comprise configuring and/or managing network-
side connectivity and/or interactions between the broad-
band gateway 102 and the service providers 120, based
on energy related information corresponding to home
networks, and/or devices therein, which may be serviced

9 10 



EP 2 393 235 B1

7

5

10

15

20

25

30

35

40

45

50

55

by broadband gateway.
[0031] In this regard, the broadband gateway 102 may
provide energy efficient management of service delivery
to the home network 100a, to enable optimizing and/or
reducing energy use or consumption on the network-
side, and/or to enable claiming, capturing, and/or re-
deeming energy-saving credits/rewards in exchange for
enabling such energy consumption optimization and/or
reduction. The broadband gateway 102 may interact
and/or negotiate with service (or content) providers dur-
ing energy efficient service management, to facilitate en-
ergy consumption reduction and/or optimization during
service delivery, and/or obtaining energy-saving credits
based thereon. The energy efficient service manage-
ment may comprise configuring and/or managing net-
work-side connectivity and/or interactions between the
broadband gateway 102 and the service providers 120,
via the distribution networks 110 for example. This may
enable reducing energy use and/or consumption result-
ing from and/or corresponding to operations performed
on the network-side to facilitate providing and/or deliver-
ing services, such as content delivery, to the home net-
work 100a via the broadband gateway 102. For example,
during energy efficient service management, the broad-
band gateway 102 may optimize energy consumption on
the network-side by adaptively and/or dynamically per-
forming one or more of bitrate selection, physical (PHY)
layer selection, and/or service contract configuration. In
this regard, service contract configuration may comprise
adjusting and/or modifying service performance param-
eters, such as latency and/or quality of service, for ex-
ample.
[0032] The energy efficient service management pro-
vided by the broadband gateway 102 may be performed
based on energy related information corresponding to
managed services. In this regard, the broadband gate-
way 102 may determine and/or utilize energy costs with
various configurable aspects of the service delivery, such
as available bitrates, PHY layers, and/or service perform-
ance parameters. The broadband gateway 102 may also
utilize information pertaining to serviced devices within
the home network 102 to further enhance and/or optimize
energy consumption on the network-side. In this regard,
the broadband gateway 102 may utilize energy related
information pertaining to devices that may be used in
conjunction with, and/or based on the managed services,
to enable reducing and/or optimizing energy consump-
tion on the network-side, and/or to obtain credits on be-
half of users of the broadband gateway and/or users of
the serviced device for facilitating any such energy con-
sumption and/or reduction. The energy related informa-
tion may comprise, for example, energy requirements
and/or limitations, and/or energy saving options in the
serviced devices. The devices specific energy data may
be utilized, for example, during negotiations with service
providers 120. For example, based on determination of
the capabilities of the television 104a, the broadband
gateway 102 may request content with lesser video mode

(e.g. 720p instead of 1080p), which would translate into
less communicated data via the distribution networks 110
thus potentially allowing for reduction in energy con-
sumption during the data communication.
[0033] In one exemplary embodiment of the invention,
certain content may be requested from the broadband
gateway 102 by a device and/or a user in the home net-
work 100a. Accordingly, the broadband gateway 102
may determine whether the content may be obtained
and/or delivered in various ways, and may determine en-
ergy-related costs associated with each of the available
means for obtaining and/or delivering the requested con-
tent. The broadband gateway 102 may negotiate with
service and/or content providers to offer to obtain the
requested content in manner that may enable reducing
and/or optimizing energy consumption during delivery of
the content, through the distribution networks 110, for
example. In this regard, the broadband gateway 102 may
request, for example, energy-saving credits in exchange
for agreeing to receive the requested content in energy
efficient manner. The energy-saving credits may be uti-
lized to, for example, discount payments assessed
against users of the broadband gateway 102 and/or may
be redeemed for future purchases of other content.
[0034] The energy consumption reduction and/or op-
timization may result directly from energy saving resulting
from the (re)configuration of the broadband gateway ex-
ternal/network connectivity (i.e., "last-mile" or "last kilom-
eter" connectivity). The network-side energy consump-
tion reduction and/or optimization may also resuit indi-
rectly, such as from reduction in processing and/or stor-
age requirement through out the delivery path all the way
from the source down to the broadband gateway 102,
and/or from freeing resources that may otherwise be re-
served to ensure the delivery parameters and/or criteria
associated with higher bitrates and/or higher quality-of-
service (QoS) classes.
[0035] FIG. 1B is a block diagram illustrating an exem-
plary communication system that comprises a broad-
band gateway providing energy efficient based services
delivery to a home network, in accordance with an em-
bodiment of the invention. Referring to FIG. 1B, there is
shown the distribution networks 110. In this regard, the
distribution networks 110 may provide access network
related services, which may enable communication with,
and/or delivery of data (e.g., content) to the broadband
gateway 102 for example. The broadband gateway 102
shown therein may service a home network 150, which
may be similar to the home networks 100a-100n of FIG.
1. Also shown in FIG. 1B are home devices 152a, 152b,
and 152c; connections 162, 164, and 164; service pro-
viders 170a-170n; and content providers 180a-180m.
[0036] The devices 152a, 152b, and 152c may com-
prise electronic devices that may be serviced by the
broadband gateway 102 in the home network 100a. Each
of the devices 152a, 152b, and 152c may correspond to
one or more of the plurality of devices 104a-104j, sub-
stantially as described with regard to FIG. 1A. In this re-
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gard, each of the devices 152a, 152b, and 152c may be
operable to consume content, such as multimedia con-
tent, or may be inoperable to consume content. For ex-
ample, the device 152a may be a digital television that
may be utilized for playing received multimedia streams,
whereas the device 152c may comprise an appliance,
such as a refrigerator. The service providers 170a-170n
may be similar to the service providers 120, substantially
as described with regard to FIG. 1A. The content provid-
ers 180a-180m may be similar to the content providers
130, substantially as described with regard to FIG. 1A.
The relationship between content providers and servicer
providers need not be limited to one-to-one association.
In this regard, a service provider, such as the service
provider 170n, may be operable to provide and/or deliver
content from multiple content providers, such as the con-
tent providers 180b and 180m. Similarly, a content pro-
vider, such as the content provider 180b, may be oper-
able to provide the content via multiple service providers,
such as the service providers 170b and 170n. Accord-
ingly, multiple service options for obtaining the same con-
tent and/or multiple content sources for some desired
content may be available. In some instances, as demon-
strated by dashed line 172, content and service provid-
ers, such as the content provider 180a and the service
provider 170a, may be merged as singular entities that
may provide both content and network access servicing
that may be utilized for delivering offered content.
[0037] The connections 162, 164, and 166 may com-
prise various connections available between the broad-
band gateway 102 and the service providers 170a-170n,
such as via the distribution networks 110 for example. In
this regard, the connections 162, 164, and 166 may be
similar to the plurality of broadband connections 108,
substantially as described with regard to FIG. 1A. For
example, each of the connections 162, 164, and 166 may
comprise a different type of wireless or wired connection,
with corresponding different physical (PHY) layer that
may be supported by the broadband gateway 102.
[0038] In operation, the broadband gateway 102 may
provide energy efficient management of service delivery
to the home network 150, substantially as described with
regard to FIG. 1A, which may enable optimizing and/or
reducing energy consumption on network-side, and/or to
enable claiming, capturing, and/or redeeming energy-
saving credits for enabling and/or facilitating any such
energy consumption optimization and/or reduction. The
energy efficient service management provided by the
broadband gateway 102 to the home network 150 may
comprise configuring and/or managing network-side
connectivity and/or interactions between the broadband
gateway 102 and the service providers 170a-170n. The
services subjected to energy efficient management by
the broadband gateway 102 may comprise obtaining
and/or delivering content originating from one or more of
the content providers 180a-180m. During energy efficient
service management, the broadband gateway 102 may
optimize energy consumption on the network-side by

adaptively and/or dynamically performing one or more of
bitrate selection, physical (PHY) layer selection, and/or
service performance configuration.
[0039] With regard to service performance configura-
tion, the energy efficient service management may com-
prise adaptively and/or dynamically setting up, configur-
ing, controlling and/or modifying service level agree-
ments (SLAs) pertaining to managed services. In this re-
gard, the energy efficient management may comprise
setting and/or modifying various service performance
and/or delivery related parameters, such as latency
and/or quality. For example, a SLA may guarantee a user
in the home network 150 a fixed 100 mbps link all the
time. Some services, however, may not require the max-
imum guaranteed bitrate, and/or may not require real-
time delivery. Accordingly, the energy efficient manage-
ment may comprise negotiating with services providers
170a-170n to offer accepting lower bitrates and/or less
guaranteed or timely delivery, which may enable reduced
energy consumption in the distribution networks 110 due
to use of smaller rates and/or for performing the neces-
sary operations at times of lower network loads. The
broadband gateway 102 may seek, in exchange, energy-
saving credits.
[0040] In one exemplary embodiment of the invention,
micro-leases may be utilized in lieu of, and/or in conjunc-
tion with SLAs to enable controlling and/or modifying
service performance parameters based on actual needs
and/or requirements. In this regard, a SLA may comprise
a fixed, non-adjustable service contract with long dura-
tion, such as one or more years, whereas a micro-lease
may comprise a dynamically established service con-
tract, for much shorter durations, such as on hourly, daily,
or weekly basis, with negotiable performance require-
ments, such as latency and/or quality of service, which
are only applicable to these shorter durations. Accord-
ingly, instead of being bound by a long standing SLA,
which is configured in a fixed manner based on, and/or
guaranteeing maximum possible performance require-
ments, subscribers may configure and/or utilize micro-
leases only when services are actually needed, for only
the actually required duration, and/or only based on ac-
tually needed performance requirements. Accordingly,
the broadband gateway 102 may configure different mi-
cro-leases for the managed services based on deter-
mined actual needs and/or limitations. In this regard, the
broadband gateway 102 may establish the micro-leases
based on negotiating with the service providers. The ne-
gotiations may apply to such parameters as transmission
bitrates, time of delivery, and/or quality of service, and/or
apportionment and/or characteristics of content in in-
stances where the request may comprise obtaining con-
tent. For example, a user in the home network 150 may
have a SLA for obtaining content from content provider
180a, via service provider 170a under some guaranteed
conditions and/or criteria. In this regard, service provider
180a may correspond to user’s cable service provider
for example and the SLA may be associated with the
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user’s cable service. In instances where certain content
is requested, the broadband gateway 102 may determine
that the requested content may also be obtained from
other content providers, such as the content provider
180b. Furthermore, the broadband gateway 102 may al-
so determined that one or more micro-leases may be
utilized in conjunction with obtaining the requested con-
tent from the content provider 180b. In this regard, the
micro-leases may represent one-time, short time con-
tracts for delivery of requested content via service pro-
viders 170b and 170n, respectively. Accordingly, the
broadband gateway 102 may evaluate the energy con-
sumption requirements associated with obtaining the re-
quested content via the existing SLA and all available
micro-leases, and may select the most energy efficient
option to obtain that content.
[0041] The energy efficient management may also
comprising utilizing physical (PHY) layer selection. In this
regard, the broadband gateway 102 may adaptively
and/or dynamically select one or more PHY layers that
may be utilized in conjunction with performing the re-
quested service, such as in communicating requested
content to the broadband gateway via the distribution net-
works 110 for example. In this regard, selection of PHY
layers may have energy implications since each PHY
layer may require different amount of energy for trans-
mitting the same amount of data. For example, wired
based PHY layers generally require less power than wire-
less based PHY layers. Also, within each category, such
as within wired or wireless category, different types of
connections may require different energy consumption.
For example, within wired based connections, fibre
based PHY layer typically require less power than copper
based PHY layers. Similarly, cellular based PHY layers
generally require less power than WiFi based PHY lay-
ers.
[0042] In an exemplary embodiment of the invention,
the broadband gateway 102 may determine energy costs
for utilizing each of the connections 162, 164, and/or 166,
which may be determined based on corresponding PHY
layers utilized for these connections. The broadband
gateway 102 may then utilize the connection with the
least energy cost. The broadband gateway 102 may ne-
gotiate with the service providers 170a-170n offering use
of connection with less energy cost, such as connection
164 for example, in exchange for energy-saving credits.
In one exemplary embodiment, the broadband gateway
102 may also assess use of multiplexing in determining
energy use profile that may enable optimal energy con-
sumption reduction. For example, rather than selecting
only one of connections 162, 164, and 166, the broad-
band gateway 102 may determine an optimal PHY layer
selection which may comprise utilizing connection 162
for 20% of data communication, connection 164 for 30%
of data connection, and connection 166 for 50% of data
communication.
[0043] The energy efficient management may also be
performed based on knowledge of energy related infor-

mation pertaining to home devices that may be utilized
in conjunction with the requested device. For example,
the home device 152a may support high definition (HD)
whereas the home device 152b may only support stand-
ard definition (SD). Therefore, the broadband gateway
102 may offer receiving content with SD based resolution
when the requested content is destined for the home de-
vice 152b rather than the home device 152a. Accordingly,
the broadband gateway may maintain energy related da-
ta pertaining to supported services and/or devices, which
may be utilized in conjunction with providing the network-
side energy efficient service management performed by
the broadband gateway 102. The service and/or device
energy related information may be preconfigured, pre-
determined, and/or may comprise default parameters
that may be utilized until more accurate data may be de-
termined, based on tracking and/or monitoring, and/or
from requesting and obtaining the information for the per-
tinent devices or services.
[0044] FIG. 1C is a diagram illustrating energy con-
sumption saving that may result from utilizing links with
lower bitrates during delivery of content to a home net-
work, in accordance with an embodiment of the invention.
Referring to FIG. 1C, there is shown 2-dimensional plans
190a and 190b, each comprising two axis. In this regard,
the vertical axis (y-axis) may correspond to energy con-
sumption associated with link as function of the link’s
data rate, and the horizontal axis (x-axis) may correspond
to time. Accordingly, the area below curves shown there-
in may represent energy consumption.
[0045] The plans 190a and 190b may demonstrate en-
ergy consumption optimization and/or reduction that may
result from reconfiguring links utilized in delivering data,
such as content, to networks managed or serviced by
broadband gateways, such as the broadband gateway
102. In this regard, the energy consumption reduction
and/or optimization may result from reconfiguring links
to operate at lower data rates. For example, when pro-
viding services to a home device, such as the home de-
vice 152a, the broadband gateway 102 may determine
service delivery requirement and/or limitations. In this re-
gard, the service may comprise delivery of content, from
one or more of the content providers 180a-180m, via one
or more of the service providers 170a-170n. Accordingly,
the broadband gateway 102 may reconfigure the con-
nection 164, which may be utilized in delivering the con-
tent, to achieve energy consumption optimization and/or
reduction, by reducing the data rate used therein.
[0046] For example, the plane 190a may demonstrate
energy consumption associated with configuring the con-
nection 164 to operate at a first data rate R1(x), such as
at 2 Gbps for example. In this regard, energy consump-
tion associated with data delivery via the connection 164
may be represented by, for example, the hashed area
192a. The plane 190b may demonstrate energy con-
sumption associated with configuring the connection 164
to operate at a second, lower data rate R2(x), such as at
1 Gbps for example. In this regard, energy consumption
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associated with data delivery via the connection 164 may
be represented by the hashed area 192b. As demonstrat-
ed by planes 190a and 190b, reconfiguring a link, such
as connection 164, to reduce it by a certain factor to op-
erate at lower data rate, may result in reducing energy
consumption associated with use and/or operation of the
link by a second, different factor which may be greater
than the link data rate reduction factor. For example, re-
ducing the data rate of connection 164 by half (1/2), from
2 Gbps to 1 Gbps, as shown in planes 190a and 190b,
may result in reducing the associated energy consump-
tion by a factor that is greater than half. In this regard,
the shaded area 192c may represent additional energy
consumption saving beyond halving the energy con-
sumption associated with 2 Gbps data rate, as demon-
strated by region 192a of plane 190a.
[0047] The greater energy consumption reduction sav-
ings when reducing link data rates may be attributed to
various reasons. Increasing data rates may entail non-
linear energy consumption increases, such that in expo-
nential based manner for example. This may result from,
for example, added complexity and/or operations needed
to compress and/or communication the additional data
using the same physical medium. For example, assum-
ing that link configured as a 1Gbps Ethernet link has a
power consumption rate of © Watt, reconfiguring it as a
10 Gbps Ethernet link result in a power consumption rate
of 10 Watts. Accordingly, reducing data rates may results
in greater energy consumption reductions. Furthermore,
using reduced data rates may enable achieving addition-
al energy consumption savings resulting from requiring
less processing and/or storage in the delivery path from
the original source all the way down to the end recipient
(e.g. broadband gateway 102).
[0048] FIG. 2 is a block diagram illustrating an exem-
plary broadband gateway, in accordance with an embod-
iment of the invention. Referring to FIG. 2, there is shown
a broadband gateway 200 that may be substantially sim-
ilar to the broadband gateway 102 described above with
respect to FIGs. 1A and 1B.
[0049] The broadband gateway 200 may comprise
suitable logic, circuitry, code, and/or interfaces that may
be operable to provide connectivity between one or more
external networks, such as the distribution networks 110
shown in FIG. 1A, for example, and one or more devices
in a home network, such as the home devices 104a-104j
in the home network 100a shown in FIG. 1A. In this re-
gard, the broadband gateway 200 may operate as an
interface device that allows one or more service providers
120, content providers 130, and/or emergency service
providers 140, to interact with various devices in a home
network serviced by the broadband gateway 200, and/or
among the home devices themselves within the serviced
home network.
[0050] The broadband gateway 200 may interact with
serviced devices in a home network, such as the home
network 100a, via wired and/or wireless communication
links, to support communicating between the broadband

gateway 200 and the home devices, and/or among the
home devices via the broadband gateway 200. In this
regard, the broadband gateway 200 may comprise suit-
able hardware and/or software to provide some or all of
the functions and/or operations of one or more of a mo-
dem, a router, and a switch. The modem functions and/or
operations may be those of a digital subscribed line (DSL)
modem, a cable modem, or a wireless cable modem, for
example. The router functions and/or operations may be
those of a wireless router, for example. The switch func-
tions and/or operations may be those of a network switch,
or a local area network (LAN) switch, for example. In
some instances, the broadband gateway 200 may com-
municate with the various devices in the home via more
than one home network.
[0051] The broadband gateway 200 may comprise a
plurality of modules, each of which may comprise hard-
ware, software, or a combination thereof that may be
utilized to perform various operations associated with the
broadband gateway 200. For example, in an embodiment
of the invention, shown in FIG. 2, the broadband gateway
200 may comprise a processing subsystem 202, a stor-
age subsystem 204, a provider interfacing subsystem
210, and a client-network interfacing subsystem 220. In
some instances, the broadband gateway 200 may be
such that the various modules listed above may be dis-
tributed over multiple devices. Moreover, the modules
listed above are provided by way of illustration and not
of limitation. Other configurations and/or architectures of
the broadband gateway 200 may be implemented. For
example, the broadband gateway 200 may be a virtual
gateway setup in a network by utilizing virtual machines
(VMs) and/or next-generation (NG) data centers.
[0052] The processing subsystem 202 may comprise
suitable logic, circuitry, interfaces, and/or code that may
be operable to process data received from the service
and/or content providers and/or data received from one
or more devices in the home network 100a. In this regard,
the processing subsystem 202 may comprise one or
more portions that are suitable to handle certain types of
data such as video data and/or audio data, for example.
The processing subsystem 202 may also be operable to
control and/or manage operations of the broadband gate-
way 200, and/or performing tasks and/or applications
therein. For example, the processing subsystem 202 may
enable execution of applications, programs and/or code,
which may be stored in the storage subsystem 204 for
example. In this regard, the processing subsystem 202
may be operable to configure and/or control operations
of various components and/or subsystems of the broad-
band gateway 200, and/or other devices managed by
and/or connected to broadband gateway 200, by utilizing,
for example, one or more control signals. The processing
subsystem 202 may also control data transfers within the
broadband gateway 200, in the course of performing var-
ious applications and/or tasks for example. The process-
ing subsystem 202 may comprise, for example, a plurality
of processors, which may be general and/or specialized
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processors (e.g. CPU, video processors, and/or audio
processors). While the processing subsystem 202 is
shown herein as a single block, the invention needs not
be so limited. Accordingly, in instances where the broad-
band gateway 200 is implemented a distributed platform,
some of the operations and/or functions described herein
with regard to the processing subsystem 202 may be
performed by different components that may be located
in different devices. In an exemplary aspect of the inven-
tion, the processing subsystem 202 may comprise an
energy management block 206. In this regard, the energy
management block 206 may comprise suitable logic, cir-
cuitry, interfaces, and/or code that may be operable to
perform, control, and/or manage energy related services
provided by the broadband gateway 200, substantially
as described with regard to FIGs. 1A and 1B. In this re-
gard, the energy management block 206 may be opera-
ble to provide energy efficient management of services
provided and/or delivered to a home network serviced
by the broadband gateway 200. This may comprise con-
figuring, controlling, and/or managing external connec-
tions and/or interactions between the broadband gate-
way 200 and service or content providers accessed
and/or utilized for providing the managed services.
[0053] The storage subsystem 204 may comprise suit-
able logic, circuitry, interfaces, and/or code that may be
operable to store data utilized in the operations of the
broadband gateway 200. In this regard, the storage sub-
system 204 may comprise one or more memory devices
that may enable permanent and/or non-permanent stor-
age, buffering, and/or fetching of data, code and/or other
information which may be used, consumed, and/or han-
dled in the broadband gateway 200. For example, the
storage subsystem 204 may be utilized to store config-
uration data, parameters, device information, tracking
and/or monitoring information, security information, and
intermediate processing data, for example. The storage
subsystem 204 may comprise storage media integrated
in the broadband gateway 200 and/or one or more re-
movable storage devices. The storage subsystem 204
may comprise different memory technologies, including,
for example, read-only memory (ROM), random access
memory (RAM), and/or Flash memory. In an exemplary
aspect of the invention, the storage subsystem 204 may
be utilized to store energy-related data and/or code,
which may be utilized in conjunction with energy related
services provided by the broadband gateway 200, sub-
stantially as described with regard to FIGs. 1A and 1B.
[0054] The provider interfacing subsystem 210 may
comprise suitable logic, circuitry, interfaces, and/or code
that may be operable to communicate data via one or
more physical layer connections 208a-208j, to one or
more corresponding network access service providers
via the distribution networks 110 for example. The pro-
vider interfacing subsystem 210 may be operable to sup-
port multiple communication protocols, standards, and/or
data transport technologies. In this regard, each of the
physical layer connections 208a-208j may connect the

gateway 200 to different network access service provid-
er, and may comprise a wired, optical, or wireless con-
nection. Each of the physical layer connections 208a-
208j may utilize different physical media and/or different
physical layer protocols. For example, the connection
208a may comprise a DSL over twisted-pair connection
whereas and the connection 208j may comprise a CATV
over coaxial cable connection. Accordingly, the provider
interfacing subsystem 210 may enable accessing and/or
communicating with one or more service providers 120
and/or content providers 120, via the distribution net-
works 110. The provider interfacing subsystem 210 may
also be utilized to communicate data to and/or from third
parties. In this regard, the provider interfacing subsystem
210 may enable gateway-to-gateway communication
and/or interactions between the broadband gateway 200
and communication devices located outside the home
network 100a, directly and/or indirectly through distribu-
tion networks corresponding to one or more service pro-
viders. The provider interfacing subsystem 210 may en-
able concurrently communicating with multiple and/or dif-
ferent service/content providers and/or devices. In an ex-
emplary aspect of the invention, one or more of the con-
nections 208a-208j may be configured, controlled, and/or
managed based on energy efficient service management
performed by the broadband gateway 200, substantially
as described with regard to FIGs. 1A and 1B.
[0055] The client-network interfacing subsystem 220
may comprise suitable logic, circuitry, interfaces, and/or
code that may be operable to send data to one or more
devices in the home network serviced and/or managed
by the broadband gateway, such as the home network
100a. The client-network interfacing subsystem 220 may
also be operable to receive data from one or more de-
vices in the home network 100a. The client-network in-
terfacing subsystem 220 may be operable to support mul-
tiple communication protocols, standards, and/or data
transport technologies. For example, the client-network
interfacing subsystem 220 may support the links 106a-
106j.
[0056] In operation, the broadband gateway 200 may
be utilized as an interface device that may interact with
a plurality of devices in a home network, such as such
as the devices 104a-104j in the home network 100a,
and/or may provide connectivity between the devices in
the home network and service and/or content providers.
The broadband gateway 200 may also interact with a
plurality of home devices in a home network, such as the
devices 104a-104j in the home network 100a, using the
client-network interfacing subsystem 220. In this regard,
the client-network interfacing subsystem 220 may sup-
port use of one or more of the links 106a-106j. Further-
more, the broadband gateway 200 may interact with one
or more service providers 120 via the provider interfacing
subsystem 210, to enable exchanging messages and/or
content for example, via one or more of the distribution
networks 110. Accordingly, the broadband gateway 200
may enable and/or facilitate obtaining content (e.g. mul-
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timedia content) from one or more content providers 130,
wherein the content may be delivered through one or
more services providers 120. The broadband gateway
200 may distribute the received content to one or more
of the plurality of home devices 104a-104j, for content
consumption, and/or may perform, directly via the
processing subsystem 202 and/or indirectly utilizing oth-
er devices communicatively coupled to the broadband
gateway 200, any processing and/or procedures (e.g.
decryption and/or account validation) that may be nec-
essary to ensure that the content may be consumed by
the home device(s).
[0057] The broadband gateway 200 may be operable
to run or execute an agent to extract content, rating, cop-
yright, language, privacy rules, and automatically add us-
er generated content, for example. Such agent may be
run or executed in connection with the processing sub-
system 202 of the broadband gateway 200, for example.
Furthermore, the broadband gateway 200 may be oper-
able to combine and/or blend multiple contents for use
as single content in the home network. Such combination
may be performed in one or more of the modules of the
broadband gateway 200. For example, the broadband
gateway 200 may blend different video and audio con-
tents for an event by accessing one or more service/con-
tent providers and providing automatic and/or manual
content synchronization.
[0058] The broadband gateway 200 may also provide
various services and/or tasks beyond, in addition to,
and/or in conjunction with content delivery to home de-
vices. For example, the broadband gateway 200 may
perform content search, transport discovery, ranking,
and/or sorting. In this regard, some operations may be
performed based on content quality, price, quality-of-
service (QoS), and network protocols supported by the
devices in the home network, such as service level agree-
ments (SLAs), for example.
[0059] The broadband gateway 200 may provide user
interface services in the home network. In this regard,
the broadband gateway 200 may be operable to support
user interfaces, and/or to generate and/or store data cor-
responding thereto, which may be utilized to enable in-
teractions between the broadband gateway 200 and us-
ers, such as in the home network 100a for example. Ex-
emplary user interfaces may comprise graphic user in-
terfaces (GUIs), which may enable visually displaying
and/or providing interaction with users, to provide visual
interaction with customized content for example. Infor-
mation inputted and/or outputted using the user interfac-
es may be stored in the broadband gateway 200, via the
storage subsystem 204 for example. The user interfaces
may enable configuring the broadband gateway 200,
and/or any applications and/or services provided there-
by, and/or may also be utilized to configure and/or adjust
other devices in the home network 100a. GUIs, and like
interfaces, may be displayed using one or more devices
coupled to the broadband gateway 200. For example,
interfaces generated and/or used by the broadband gate-

way 200 may be displayed using the television 104a.
[0060] The broadband gateway 200 may also be uti-
lized to create, maintain, and/or update a plurality of pro-
files corresponding to users, devices, and/or services
available in the home network 100a. Furthermore, user
interfaces supported and/or used by the broadband gate-
way 200 may be utilized to enable displaying and/or mod-
ifying user, device, and/or service profiles. Data corre-
sponding to these profiles may be stored in the storage
subsystem 204 of the broadband gateway 200. For ex-
ample, device-profiles may be utilized to store informa-
tion associated with particular devices that may be cou-
pled to and/or serviced by the broadband gateway 200.
In this regard, device-profiles may be utilized for storage
of information pertaining to device capabilities, limita-
tions, requirements, and/or configuration parameters
therefor. User-profiles may be utilize to store information
associated with particular users, such as setting prefer-
ences for various devices and/or services that may be
utilized by a particular user in conjunction with the broad-
band gateway 200. The broadband gateway 200 may
utilize user and/or home device profile information to, for
example, select iayered video service(s) and/or trans-
mission. In some instances, the programming and/or en-
hanced video layers received by the broadband gateway
200 may be aggregated midstream by one or more net-
work or routing nodes.
[0061] The gateway functionality associated with a us-
er, such as security features, preferences, applications,
electronic programming guides (EPGs), and user profile,
for example, may be ported from the broadband gateway
200 to one or more other broadband gateways 200 in
other locations. In some instances, a visitor may be al-
lowed access to their content outside their service/con-
tent provider service area by, for example, classifying the
access level for different users and/or by providing limited
access to content. Moreover, the broadband gateway
200 may allow multiple user interface software structures
by, for example, standardizing an interface to serv-
ice/content providers and devices in the home network.
[0062] In various embodiments of the invention, the
broadband gateway 200 may provide, via the energy
management block 206 for example, energy related serv-
ices to a network serviced by the broadband gateway
200, such as the home network 150 for example. In this
regard, the energy management block 206 may be uti-
lized to provide energy efficient service management,
substantially as described with regard to FIGs. 1A and/or
1B. The energy efficient service management may com-
prise configuring, managing, and/or controlling interac-
tions with, and/or connectivity to service or content pro-
viders, to enable reducing and/or optimizing energy con-
sumption on the network side. Data and/or code utilized
in these operations may be stored in, and/or retrieved
from the storage subsystem 204. Furthermore, the
broadband gateway 200 may interact with the managed
devices via the client-network interfacing subsystem 220
when providing the energy efficient service manage-
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ment.
[0063] For example, the broadband gateway 200 may
be operable to configure one or more services that may
be requested within the home network 150. In this regard,
the service configuration may comprise performing
and/or utilizing physical (PHY) layer selection, bitrate se-
lection, and/or service performance configuration and/or
management, substantially as described with regard to
FIG. 1B. The energy efficient management may be per-
formed based on energy-related information pertaining
to requested services and/or devices that may utilized in
conjunction with the requested services. The energy re-
lated information may comprise energy requirements
and/or limitations, and/or available energy-saving op-
tions. In this regard, the energy management block 206
may determine when and/or if the requested services
may be configured and/or adjusted to enable network-
side energy consumption reduction and/or optimization.
The energy management block 206 may communicate,
via the provider interfacing subsystem 210, with service
or content providers to negotiate for providing energy ef-
ficient modification and/or configuration of requested
services, which may be provided or agreed to in ex-
change for energy-saving credits for example.
[0064] In one exemplary embodiment of the invention,
the broadband gateway 200 may be operable to create
and/or maintain an energy related database, which may
be utilized in conjunction with energy management serv-
ices provided by the broadband gateway 200. In this re-
gard, the energy related database may be utilized to store
energy related information corresponding to services
performed and/or devices serviced by the broadband
gateway 200, and/or to operations performed thereby,
substantially as described with regard to, for example,
FIGs. 1A and 1B. The energy related database, or por-
tions thereof, may be stored into, and/or retrieved from
the storage subsystem 204, for example.
[0065] The broadband gateway 200 may continually
or periodically monitor and/or track, via the energy man-
agement block 206 for example, operations and/or con-
ditions of serviced devices, access or distribution net-
works, and/or service performed, to determine and/or up-
date energy related information corresponding to servic-
es and/or devices, which may be utilized in conjunction
with energy management services provided by the
broadband gateway 200. In this regard, the broadband
gateway 200 may create and/or update corresponding
service and/or device profiles in the energy related da-
tabase. Furthermore, actual power consumption may be
tracked and/or aggregated, to create actual usage data
for each of the services or devices. The actual usage
data may be made available, and/or may be reported
within the serviced network, and/or external to the serv-
iced network, such as to energy providers, using the pro-
vider interfacing subsystem 210 for example.
[0066] In an exemplary embodiment of the invention,
a dedicated protocol and/or interface may be utilized dur-
ing energy optimization related operations in broadband

gateways. In this regard, the energy related protocol may
be utilized within the home network, in conjunction with
communications between the broadband gateway 200
and home devices. For example, dedicated energy mes-
sages, or fields within existing messages, may be utilized
to enable the broadband gateway 200, for example, to
request and/or obtain energy-related information, and/or
to specify and/or provide energy related configuration or
operation parameters and/or criteria. In this regard, the
client-network interfacing subsystem 220 may be config-
ured to support and/or incorporate any such energy pro-
tocol.
[0067] The energy related protocol may also be utilized
external to the home network. In this regard, the energy
related protocol may be utilized to enable communication
of energy related information between the broadband
gateway 200 and entities external to the home network
managed by the broadband gateway 200, to enable en-
ergy consumption reduction and/or optimization. The ex-
ternal entities may correspond to various entities within
delivery infrastructure utilized in delivery content to the
broadband gateway 200 for example. In this regard, the
delivery infrastructure may comprise service providers,
content providers, and/or any additional support devices
and/or systems. In this regard, the provider interfacing
subsystem 210 may be configured to support and/or in-
corporate any such energy protocol. The energy protocol
may also be utilized to provide energy related communi-
cation among the external entities. For example, the en-
ergy related protocol may define dedicated energy mes-
sages, and/or energy related fields that may be incorpo-
rated into existing protocols or messages thereof, to en-
able, for example, requesting and/or obtaining energy-
related information, and/or for facilitating energy related
configuration or operation modifications.
[0068] FIG. 3A is a flow chart that illustrates exemplary
steps for utilizing a broadband gateway to generate
and/or update device or service profiles for use in con-
junction with energy efficient based service manage-
ment, in accordance with an embodiment of the inven-
tion. Referring to FIG. 3A, there is shown a flow chart
300 comprising a plurality of exemplary steps that may
be performed by a broadband gateway to enable gener-
ating and/or updating efficient energy related device or
service profiles.
[0069] In step 302, a broadband gateway may create
service and/or device energy-related profiles. For exam-
ple, the broadband gateway 200 may create a device
profile, as an entry in the energy management database
for example, for each device in a network serviced by the
broadband gateway 200. Similarly, the broadband gate-
way 200 may create a service profile, as an entry in the
energy management database for example, for each
service provided to via the broadband gateway 200, spe-
cifically for services that require use and/or access of
external networks, during which energy may be con-
sumed. In step 304, the broadband gateway 200 may
populate service and/or device profiles with energy re-
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lated data. In this regard, the service and/or device pro-
files may be populated based on preconfigured, prede-
termined, dynamically determined and/or default param-
eters. The service profiles may be utilized to store serv-
ice-specific energy related parameters and/or informa-
tion, which may correspond to various energy-cost com-
binations for providing the associated service, based on
use of different bitrates, PHY layers, and/or service
agreements for example. The device profiles may be uti-
lized to store device-specific energy related parameters
and/or information, such as energy requirements and/or
limitations, energy-related configuration data, and/or en-
ergy-saving options. In step 306, the broadband gateway
200 may update service and/or device profiles, based on
autonomous monitoring and/or tracking by the broad-
band gateway 200, and/or based on information provided
to broadband gateway 200.
[0070] FIG. 3B is a flow chart that illustrates exemplary
steps for utilizing the broadband gateway to provide en-
ergy efficient based management of service delivery to
a home network, in accordance with an embodiment of
the invention. Referring to FIG. 3B, there is shown a flow
chart 330 comprising a plurality of exemplary steps that
may be performed by a broadband gateway to provide
energy efficient based management of service delivery
to a home network, such as the home network 150.
[0071] In step 332, a broadband gateway may receive
a request to provide a service to a home network serviced
by the broadband gateway. For example, the broadband
gateway 102 may receive a request from a user and/or
a home device in the home network 150, to provide a
service by service provider 170a. In step 334, the broad-
band gateway 102 may negotiate with service providers
to facilitate performing the requested service, based on
existing service (and/or device) profiles and/or default
energy efficient data, if available. In this regard, the ne-
gotiation may comprise determining various energy-
based combinations for providing the requested service.
For example, the broadband gateway 102 may negotiate
with the service provider 170a to determine whether a
requested service may be performed in various ways,
with corresponding combinations of energy costs and/or
energy-saving credits. In step 336, the broadband gate-
way may configure performance and/or delivery of the
service. This may comprise, for example, configuring as-
pects relating to connectivity and/or interactions between
the broadband gateway and service providers. For ex-
ample, the broadband gateway 102 may configure such
aspects as bitrate selection, physical (PHY) layer selec-
tion, and/or service agreement related parameters. In
step 338, the broadband gateway may continually mon-
itor and/or adjust configuration of service, and/or connec-
tions, based on energy related information.
[0072] FIG. 3C is a flow chart that illustrates exemplary
steps for utilizing micro-leases to provide energy efficient
delivery of content and/or service to a home network via
a broadband gateway, in accordance with an embodi-
ment of the invention. Referring to FIG. 3C, there is

shown a flow chart 360 comprising a plurality of exem-
plary steps that may be performed by a broadband gate-
way to configure service delivery to a home network, such
as the home network 150, using available micro-leases.
[0073] In step 362, a broadband gateway may receive
a request to provide a service to a home network serviced
by the broadband gateway. For example, the broadband
gateway 102 may receive a request from a user and/or
a home device in the home network 150, to provide a
service by service provider 170a. In this regard, the serv-
ice may comprise obtaining certain content. In step 364,
the broadband gateway 102 may search for available
micro-leases for use in providing requested service. In
this regard, micro-leases may comprise dynamically es-
tablished service contracts, for short durations, such as
on hourly, daily, or weekly basis, with negotiable perform-
ance requirements, such as latency and/or quality of
service, which are only applicable to the duration of the
particular micro-lease (contract). Accordingly, micro-
leases may be an alternative to, and/or may be used in
lieu of long running service level agreements (SLAs),
which are typically configured and/or structured in fixed
manner based on, and/or guaranteeing maximum pos-
sible performance requirements. In step 366, the broad-
band gateway may determine whether providing the re-
quested service via any discovered micro-lease offers
energy consumption reduction and/or optimization, com-
pared to using existing SLAs for example. In this regard,
the broadband gateway 102 may evaluate energy con-
sumption criteria, comprising requirement and/or limita-
tions for example, associated with providing the request-
ed service based on any discovered micro-leases, and/or
any existing SLAs. In instances where the broadband
gateway 102 may determine that providing the requested
service via a discovered micro-lease may offer energy
consumption reduction and/or optimization, the exem-
plary steps may proceed to step 368. In step 368, the
broadband gateway may configure performance and/or
delivery of the requested service based on the selected
micro-lease.
[0074] FIG. 4 is a block diagram that illustrates exem-
plary energy based messaging protocol for use in pro-
viding energy efficient service delivery to a home net-
work, in accordance with an embodiment of the invention.
Referring to FIG. 4, there is shown a delivery infrastruc-
ture 420 that may be utilized in delivery services to a
subscriber 400 via the broadband gateway 102. In this
regard, services provided by the delivery infrastructure
400 may comprise delivering content requested by sub-
scriber 400.
[0075] The delivery infrastructure 420 may comprise
the plurality of content providers 180a-180m, the plurality
of service providers 170a-170n, and/or any additional
support entities, such as devices, networks, and/or sys-
tems, which may be utilized to facilitate and/or support
service delivery via the broadband gateway 102.
[0076] In an exemplary embodiment of the invention,
energy related information may be exchanged and/or uti-
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lized when providing services via the delivery infrastruc-
ture 400. In this regard, energy related information may
be exchanged when requesting, offering, and/or config-
uring services delivered by the delivery infrastructure 400
to the broadband gateway 102. Exchange of energy in-
formation may be via dedicated energy packets, and/or
by incorporating energy related into existing protocols or
messages thereof. The invention is not limited to any
particular type of packets. In this regard, energy related
information may be exchanged via L2, L3, and/or L4
based packets for example. Furthermore, exchange of
energy related information is not limited to particular me-
dium. For example, energy related information may be
exchange over Ethernet and/or non-Ethernet connec-
tions, such as DOCSIS for example.
[0077] The exchange of energy related information
may be incorporated into, and/or performed dynamically
as part of service providing procedure. For example, sub-
scriber 400 may communicate a service request 402. The
service request 402 may comprise a plurality of fields
4031 - 403M. In this regard, fields 4031 - 403M may be
configured and/or set to indicate various desired aspects
of the requested service. For example, when the request-
ed services comprise delivery of content, the fields 4031
- 403M may specify such parameters and/or criteria as
display options, resolution preferences, latency prefer-
ences (e.g., real-time vs. download), quality of service,
etc. In an exemplary aspect of the invention, one or more
of the fields 4031 - 403M may also be utilized to provide
subscriber energy consumption preferences.
[0078] The broadband gateway 102 may respond with
one or more service response messages 404. The serv-
ice response 404 may comprise a plurality of fields 4051
- 405N. In this regard, fields 4051 - 405N may specify
various aspects of offered services. For example, when
requested services comprises delivery of content, the
fields 4051 - 405N may specify such parameters and/or
criteria as available display options, available resolution,
available latency (e.g., real-time vs. download), available
quality of service, etc. In an exemplary aspect of the in-
vention, one or more of the fields 4051 - 405N may also
be utilized to provide additional information, such as cost
related information and/or energy consumption related
information. In this regard, the energy consumption op-
tions may comprise energy saving options and/or corre-
sponding credits and/or rewards that may be offered in
exchange for selection thereof.
[0079] To generate service responses 404, the broad-
band gateway 102 may communicate with the delivery
infrastructure 420, and/or entities therein such as content
providers 180a-180m and/or service providers 170a-
170n, to determine service options availability. Further-
more, entities within the delivery infrastructure 420 may
also exchange information when determining availability
of requested services, and/or parameters thereof. For
example, the broadband gateway 102, the content pro-
viders 180a-180m and/or service providers 170a-170n
may exchange service information packets 410. In this

regard, the service information packet 410 may comprise
a plurality of fields 4111 - 411K. In this regard, fields 4111
- 411K may specify various aspects of offered services.
For example, the fields 4111 - 411K may be utilized to
provide information pertaining to application require-
ments, which may be relevant to requested and/or of-
fered service options. Exemplary application require-
ments may comprise, for example, latency, bandwidth,
and/or link reservation information (e.g. time). In an ex-
emplary aspect of the invention, one or more of the fields
4111 - 411K may also be utilized to provide additional
information, such as associated cost information (pref-
erences and/or costs) and/or associated energy con-
sumption related information (preferences and/or costs).
Accordingly, the service information packets 410 may be
exchanged between the broadband gateway 102 and the
delivery infrastructure 420, and/or within the delivery in-
frastructure 420 to enable specifying energy consump-
tion preferences and/or discovering energy consumption
optimization or reduction options when searching for
services options in response to service requests, and/or
configuring service provided based thereon. Further-
more, the service information packets 410 may be con-
tinually exchanged, to enable, for example, discovering
and/or determining when conditions change in a manner
that affect energy consumption during service delivery
via the broadband gateway 102.
[0080] Various embodiments of the invention may
comprise a method and system for energy efficient based
service optimization by a broadband gateway. The
broadband gateway 200 may provide, via the energy
management block 206 for example, energy efficient
management of services provided and/or delivered to
home networks, such the home network 150. The energy
management service may enable reducing and/or opti-
mizing energy consumption external to the home net-
works, such as when using the distribution networks 110
to perform and/or deliver the corresponding managed
services. The energy efficient service management may
comprise determining, via the energy management block
206, energy-related costs associated with providing a
service to the home network 150, wherein the energy-
related costs may be based on, for example, use of at
least one of the connections 162, 164, and 166. The serv-
ice may be configured by the energy management block
206 based on determined energy-related costs associ-
ated with that service. The service may comprise obtain-
ing and/or delivering content for consumption by the one
or more of the plurality of devices in the network.
[0081] The broadband gateway 200 may negotiate
with the service providers during the configuration of the
services. The negotiations may comprise requesting en-
ergy-saving credits in exchange for performing the serv-
ice configuration in a manner enabling energy consump-
tion optimization and/or reduction. The service configu-
ration may comprise controlling and/or adjusting bitrate
selection, physical (PHY) layer selection, and/or service
level agreement (SLA) parameters. The broadband gate-
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way 200 may determine and/or acquire energy-related
information for use in providing the energy efficient serv-
ice management. The energy-related information may
correspond to the managed services, and/or to home de-
vices, such as the home device 152a, 152b, and/or 152c,
which may be utilized in conjunction with the managed
services. The energy-related information may comprise
energy requirements, energy limitations, device use pat-
tern, time of use related data, and/or energy-saving op-
tions.
[0082] The broadband gateway 200 may track actual
energy usage for each of the one or more serviced de-
vices, and the broadband gateway 200 may update
and/or modify the stored energy-related information
based on that tracking. The stored energy-related infor-
mation may comprise service and/or device profiles cor-
responding to each of the managed services and/or de-
vices associated with the managed services. The profiles
may be configurable, wherein the profile configuration
may comprise initializing and/or modifying energy-relat-
ed information corresponding to associated services or
devices. The broadband gateway 200 may display activ-
ity associated with the energy management service via
a user interface. This may comprise displaying energy
related activities and/or data associated with each of the
managed services or devices.
[0083] Other embodiments of the invention may pro-
vide a non-transitory computer readable medium and/or
storage medium, and/or a non-transitory machine read-
able medium and/or storage medium, having stored ther-
eon, a machine code and/or a computer program having
at least one code section executable by a machine and/or
a computer, thereby causing the machine and/or com-
puter to perform the steps as described herein for energy
efficient based service optimization by a broadband gate-
way.
[0084] Accordingly, the present invention may be re-
alized in hardware, software, or a combination of hard-
ware and software. The present invention may be real-
ized in a centralized fashion in at least one computer
system, or in a distributed fashion where different ele-
ments are spread across several interconnected compu-
ter systems. Any kind of computer system or other ap-
paratus adapted for carrying out the methods described
herein is suited. A typical combination of hardware and
software may be a general-purpose computer system
with a computer program that, when being loaded and
executed, controls the computer system such that it car-
ries out the methods described herein.
[0085] The present invention may also be embedded
in a computer program product, which comprises all the
features enabling the implementation of the methods de-
scribed herein, and which when loaded in a computer
system is able to carry out these methods. Computer
program in the present context means any expression,
in any language, code or notation, of a set of instructions
intended to cause a system having an information
processing capability to perform a particular function ei-

ther directly or after either or both of the following: a)
conversion to another language, code or notation; b) re-
production in a different material form.
[0086] While the present invention has been described
with reference to certain embodiments, it will be under-
stood by those skilled in the art that various changes may
be made and equivalents may be substituted without de-
parting from the scope of the present invention. In addi-
tion, many modifications may be made to adapt a partic-
ular situation or material to the teachings of the present
invention without departing from its scope. Therefore, it
is intended that the present invention not be limited to
the particular embodiment disclosed, but that the present
invention will include all embodiments falling within the
scope of the appended claims.

Claims

1. A method carried out by a broadband gateway (102,
200) communicatively coupled to a plurality of de-
vices (104, 152), wherein said broadband gateway
(102, 200) is operable to handle at least one physical
layer connection (208) to at least one corresponding
network access service provider (120, 170):

providing energy management of services to
one or more of said plurality of devices (104,
152), wherein said providing of said energy man-
agement comprises:

determining energy-related costs associat-
ed with providing a service to said one or
more of said plurality of devices (104, 152)
utilizing said at least one physical layer con-
nection (208) at different data rates;
provisioning said service based on said de-
termined energy-related costs; and
determining and/or acquiring energy-relat-
ed information for use in providing said en-
ergy management; and

negotiating and/or configuring one or more mi-
cro-leases during said provisioning of said serv-
ice for supporting at least a portion of said serv-
ice; wherein
said micro-leases are utilized in lieu of, or in con-
junction with service level agreements to enable
controlling and/or modifying service perform-
ance parameters based on actual needs and/or
requirements.

2. The method according to claim 1, wherein said
broadband gateway (102, 200) is operable to handle
a plurality of physical layer connections (208) to a
plurality of corresponding access service providers
(120, 170), and wherein each of said plurality of phys-
ical layer connections (208) corresponds to a respec-
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tive one of said plurality of corresponding access
service providers (120, 170).

3. The method according to claim 1, wherein said en-
ergy management further comprises configuring
said at least one physical layer connection (208)
and/or interactions between the broadband gateway
(102, 200) and the service providers (120, 170),
based on energy-related information corresponding
to said one or more of said plurality of devices (104,
152) and/or home networks (100, 150) serviced by
broadband gateway (102, 200).

4. The method according to claim 1, wherein said ne-
gotiating further comprises negotiating with said ac-
cess service providers (120, 170) to offer accepting
lower bitrates and/or less guaranteed or timely de-
livery of said service.

5. The method according to claim 1, wherein said ne-
gotiating apply to transmission bitrates, time of de-
livery, quality of service, apportionment and/or char-
acteristics of content in instances where said service
comprises obtaining content.

6. The method according to claim 1, wherein said serv-
ice comprises obtaining and/or delivering content for
consumption by said one or more of said plurality of
devices (104, 152).

7. The method according to claim 1, wherein said ne-
gotiations comprises requesting credits for provi-
sioning of said service to modify energy consumption
due to said use of said at least one physical layer
connection (208).

8. The method according to claim 1, comprising con-
trolling and/or modifying bitrate selection, physical
layer selection, and/or service level agreement pa-
rameters during said provisioning of said service.

9. The method according to claim 1, further comprising
evaluating energy consumption requirements asso-
ciated with obtaining requested content via an exist-
ing service level agreement and available micro-
leases; and
selecting the most energy efficient option to obtain
said content.

10. The method according to claim 1, comprising re-
questing and/or obtaining energy-related informa-
tion to specify and provide energy related configu-
ration or operation parameters and/or criteria.

11. The method according to claim 1, further comprising
adaptively and/or dynamically selecting one or more
physical layers utilized in conjunction with perform-
ing said service, and/or reconfiguring said physical

layer connection (208).

12. A system comprising:

a broadband gateway (102, 200) comprising
one or more circuits and/or processors commu-
nicatively coupled to a plurality of devices (104,
152), wherein said broadband gateway (102,
200) is operable to handle at least one physical
layer connection (208) to at least one corre-
sponding network access service provider (120,
170), said one or more circuits and/or proces-
sors being operable to provide energy manage-
ment of services to one or more of said plurality
of devices (104, 152), wherein said providing of
said energy management comprises:

determining energy-related costs associat-
ed with providing a service to said one or
more of said plurality of devices (104, 152)
utilizing said at least one physical layer con-
nection (208) at different data rates;
provisioning said service based on said de-
termined energy-related costs; and
determining and/or acquiring energy-relat-
ed information for use in providing said en-
ergy management; and

negotiating and/or configuring one or more mi-
cro-leases during said provisioning of said serv-
ice for supporting at least a portion of said serv-
ice; wherein
said micro-leases are utilized in lieu of, or in con-
junction with service level agreements to enable
controlling and/or modifying service perform-
ance parameters based on actual needs and/or
requirements.

13. The system according to claim 12, wherein service
profiles are utilized to store service-specific energy
related parameters and/or information, which corre-
spond to energy-cost combinations for providing the
associated service, based on use of different bi-
trates, physical layers, and/or service agreements.

14. The system according to claim 12, wherein said pro-
files are utilized to store device-specific energy re-
lated parameters and/or information, such as energy
requirements and/or limitations, energy-related con-
figuration data, and/or energy-saving options.

15. The system according to claim 12, wherein the
broadband gateway (102, 200) is enabled to monitor
and/or adjust configuration of said service and/or
connections provided to said one or more of said
plurality of devices (104, 152), based on said energy
related information.
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Patentansprüche

1. Verfahren, das durch ein Breitband-Gateway (102,
200) ausgeführt wird, welches kommunikationsfähig
mit einer Mehrzahl Einrichtungen (104, 152) verbun-
den ist, wobei das Breitband-Gateway (102, 200) be-
triebsfähig dafür ausgelegt ist, wenigstens eine Bit-
übertragungsschichtverbindung (208) mit wenigs-
tens einem entsprechenden Netzwerkzugriffs-
dienstanbieter (120, 170) handzuhaben:

- Vorsehen einer Energieverwaltung von Diens-
ten für eine oder mehrere der Mehrzahl Einrich-
tungen (104, 152), wobei das Vorsehen der En-
ergieverwaltung umfasst:

- Bestimmen energiebezogener Kosten, die
mit dem Vorsehen eines Dienstes für die
eine oder mehreren der Mehrzahl Einrich-
tungen (104, 152) verbunden sind, welche
die wenigstens eine Bitübertragungs-
schichtverbindung (208) mit unterschiedli-
chen Datenraten nutzen;
- Bereitstellen des Dienstes basierend auf
den bestimmten energiebezogenen Kos-
ten; und
- Bestimmen und/oder Erfassen energiebe-
zogener Informationen zur Verwendung
beim Vorsehen der Energieverwaltung; und

- Aushandeln und/oder Gestalten eines oder
mehrerer Mikromietverträge (Micro-Leases)
während des Bereitstellens des Dienstes zum
Unterstützen wenigstens eines Teils des Diens-
tes, wobei
- die Mikromietverträge an Stelle von oder in
Verbindung mit Dienstgütevereinbarungen
(Service Level Agreements) genutzt werden,
um basierend auf einem tatsächlichen Bedarf
und/oder tatsächlichen Erfordernissen ein Steu-
ern und/oder Modifizieren von Dienstleistungs-
parametern zu ermöglichen.

2. Verfahren nach Anspruch 1, wobei das Breitband-
Gateway (102, 200) betriebsfähig dafür ausgelegt
ist, eine Mehrzahl Bitübertragungsschichtverbin-
dungen (208) mit einer Mehrzahl entsprechender
Zugriffsdienstanbieter (120, 170) handzuhaben, und
wobei jede der Mehrzahl Bitübertragungsschichtver-
bindungen (208) einem jeweiligen der Mehrzahl ent-
sprechender Zugriffsdienstanbieter (120, 170) ent-
spricht.

3. Verfahren nach Anspruch 1, wobei die Energiever-
waltung ferner ein Konfigurieren der wenigstens ei-
nen Bitübertragungsschichtverbindung (208)
und/oder von Interaktionen zwischen dem Breit-
band-Gateway (102, 200) und den Dienstanbietern

(120, 170) basierend auf energiebezogenen Infor-
mationen umfasst, die der einen oder den mehreren
der Mehrzahl Einrichtungen (104, 152) und/oder
durch das Breitband-Gateway (102, 200) bedienten
Heimnetzwerken (100, 150) entsprechen.

4. Verfahren nach Anspruch 1, wobei das Aushandeln
ferner ein Verhandeln mit den Zugriffsdienstanbie-
tern (120, 170) umfasst, um eine Inkaufnahme nied-
rigerer Bitraten und/oder einer weniger zugesicher-
ten oder zeitnahen Lieferung des Dienstes anzubie-
ten.

5. Verfahren nach Anspruch 1, wobei das Aushandeln
in Fällen, in denen der Dienst das Erhalten von In-
halten umfasst, Übertragungsbitraten, die Lieferzeit,
die Dienstgüte, die Zuteilung und/oder Charakteris-
tika von Inhalten betrifft.

6. Verfahren nach Anspruch 1, wobei der Dienst ein
Erhalten und/oder Liefern von Inhalten zum Konsum
durch die eine oder mehreren der Mehrzahl Einrich-
tungen (104, 152) umfasst.

7. Verfahren nach Anspruch 1, wobei die Verhandlun-
gen ein Anfordern von Gutschriften für das Bereit-
stellen des Dienstes umfassen, um den Energiever-
brauch infolge der Verwendung der wenigstens ei-
nen Bitübertragungsschichtverbindung (208) zu mo-
difizieren.

8. Verfahren nach Anspruch 1, das ein Steuern
und/oder Modifizieren der Bitratenwahl, Bitübertra-
gungsschichtwahl und/oder Dienstgütevereinba-
rungsparameter während des Bereitstellens des
Dienstes umfasst.

9. Verfahren nach Anspruch 1, das ferner ein Bewerten
des mit dem Erhalten von angeforderten Inhalten
verbundenen Energieverbrauchsbedarfs über eine
bestehende Dienstgütevereinbarung und verfügba-
re Mikromietverträge und das Auswählen der ener-
gieeffizientesten Option zum Erhalten der Inhalte
umfasst.

10. Verfahren nach Anspruch 1, das ein Anfordern
und/oder Erhalten von energiebezogenen Informa-
tionen umfasst, um energiebezogene Konfigurati-
ons- oder Betriebsparameter und/oder -kriterien vor-
zugeben und vorzusehen.

11. Verfahren nach Anspruch 1, das ferner ein adaptives
und/oder dynamisches Auswählen einer oder meh-
rerer Bitübertragungsschichten, die in Verbindung
mit dem Ausführen des Dienstes genutzt werden,
und/oder ein Rekonfigurieren der Bitübertragungs-
schichtverbindung (208) umfasst.
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12. System, das umfasst:

- ein Breitband-Gateway (102, 200), das eine(n)
oder mehrere Schaltungen und/oder Prozesso-
ren umfasst, die kommunikationsfähig mit einer
Mehrzahl Einrichtungen (104, 152) verbunden
sind, wobei das Breitband-Gateway (102, 200)
betriebsfähig dafür ausgelegt ist, wenigstens ei-
ne Bitübertragungsschichtverbindung (208) mit
wenigstens einem entsprechenden Netzwerk-
zugriffsdienstanbieter (120, 170) handzuhaben,
wobei die/der eine oder die mehreren Schaltun-
gen und/oder Prozessoren betriebsfähig dafür
ausgelegt sind, eine Energieverwaltung von
Diensten für eine oder mehrere der Mehrzahl
Einrichtungen (104, 152) vorzusehen, wobei
das Vorsehen der Energieverwaltung umfasst:

- Bestimmen energiebezogener Kosten, die
mit dem Vorsehen eines Dienstes für die
eine oder mehreren der Mehrzahl Einrich-
tungen (104, 152) verbunden sind, welche
die wenigstens eine Bitübertragungs-
schichtverbindung (208) mit unterschiedli-
chen Datenraten nutzen;
- Bereitstellen des Dienstes basierend auf
den bestimmten energiebezogenen Kos-
ten; und
- Bestimmen und/oder Erfassen energiebe-
zogener Informationen zur Verwendung
beim Vorsehen der Energieverwaltung; und

- Aushandeln und/oder Gestalten eines oder
mehrerer Mikromietverträge (Micro-Leases)
während des Bereitstellens des Dienstes zum
Unterstützen wenigstens eines Teils des Diens-
tes, wobei
- die Mikromietverträge an Stelle von oder in
Verbindung mit Dienstgütevereinbarungen
(Service Level Agreements) genutzt werden,
um basierend auf einem tatsächlichen Bedarf
und/oder tatsächlichen Erfordernissen ein Steu-
ern und/oder Modifzieren von Dienstleistungs-
parametern zu ermöglichen.

13. System nach Anspruch 12, wobei Dienstprofile dazu
genutzt werden, dienstspezifische, energiebezoge-
ne Parameter und/oder Informationen, die Energie-
Kosten-Kombinationen zum Vorsehen des zugeord-
neten Dienstes entsprechen, basierend auf der Ver-
wendung unterschiedlicher Bitraten, Bitübertra-
gungsschichten und/oder Dienstvereinbarungen zu
speichern.

14. System nach Anspruch 12, wobei die Profile dazu
genutzt werden, einrichtungsspezifische, energie-
bezogene Parameter und/oder Informationen, wie
etwa den Energiebedarf und/oder Energiebegren-

zungen, energiebezogene Konfigurationsdaten
und/oder Energiesparmöglichkeiten, zu speichern.

15. System nach Anspruch 12, wobei das Breitband-
Gateway (102, 200) dazu fähig ist, die Konfiguration
des Dienstes und/oder der Verbindungen, der/die für
die eine oder mehreren der Mehrzahl Einrichtungen
(104, 152) vorgesehen werden, basierend auf den
energiebezogenen Informationen zu überwachen
und/oder einzustellen.

Revendications

1. Procédé mis en oeuvre par une passerelle à large
bande (102, 200) couplée de manière communica-
tive à une pluralité de dispositifs (104, 152), dans
lequel ladite passerelle à large bande (102, 200) peut
être actionnée pour gérer au moins une connexion
de couche physique (208) sur au moins un fournis-
seur (120, 170) de services d’accès de réseau
correspondant :

fournir une gestion énergétique de services à
un ou plusieurs parmi ladite pluralité de dispo-
sitifs (104, 152), dans lequel ladite fourniture de
ladite gestion énergétique consiste à :

déterminer des coûts liés à l’énergie asso-
ciés à la fourniture d’un service auxdits un
ou plusieurs parmi ladite pluralité de dispo-
sitifs (104, 152) utilisant ladite au moins une
connexion de couche physique (208) à dif-
férents débits de données ;
approvisionner ledit service sur la base des-
dits coûts liés à l’énergie déterminés ; et
déterminer et/ou acquérir des informations
liées à l’énergie pour une utilisation dans la
fourniture de ladite gestion énergétique ; et

négocier et/ou configurer une ou plusieurs mi-
cro-locations pendant ledit approvisionnement
dudit service pour prendre en charge au moins
une partie dudit service ; dans lequel
lesdites micro-locations sont utilisées à la place,
ou conjointement avec, des accords de niveau
de service pour permettre de commander et/ou
de modifier des paramètres de performance de
service sur la base des besoins et/ou des exi-
gences réels.

2. Procédé selon la revendication 1, dans lequel ladite
passerelle à large bande (102, 200) peut être action-
née pour gérer une pluralité de connexions de cou-
che physique (208) sur une pluralité de fournisseurs
(120, 170) de services d’accès correspondants, et
dans lequel chacune parmi ladite pluralité de con-
nexions (208) de couche physique correspond à un
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fournisseur respectif parmi ladite pluralité de four-
nisseurs (120, 170) de services d’accès correspon-
dants.

3. Procédé selon la revendication 1, dans lequel ladite
gestion énergétique consiste en outre à configurer
ladite au moins une connexion de couche physique
(208) et/ou des interactions entre la passerelle à lar-
ge bande (102, 200) et les fournisseurs (120, 170)
de services, sur la base d’informations liées à l’éner-
gie correspondant auxdits un ou plusieurs parmi la-
dite pluralité de dispositifs (104, 152) et/ou de ré-
seaux domestiques (100, 150) desservis par une
passerelle à large bande (102, 200).

4. Procédé selon la revendication 1, dans lequel ladite
négociation consiste en outre à négocier avec lesdits
fournisseurs de services d’accès (120, 170) pour of-
frir l’acceptation de débits binaires inférieurs et/ou
une livraison garantie ou en temps opportun dudit
service.

5. Procédé selon la revendication 1, dans lequel ladite
négociation s’applique à des débits binaires de
transmission, un délai de livraison, une qualité de
service, une répartition et/ou des caractéristiques de
contenu dans des cas où ledit service consiste à
obtenir un contenu.

6. Procédé selon la revendication 1, dans lequel ledit
service consiste à obtenir et/ou à livrer un contenu
pour une consommation par lesdits un ou plusieurs
parmi ladite pluralité de dispositifs (104, 152).

7. Procédé selon la revendication 1, dans lequel lesdi-
tes négociations consistent à demander des crédits
pour l’approvisionnement dudit service afin de mo-
difier la consommation d’énergie dû à ladite utilisa-
tion de ladite au moins une connexion de couche
physique (208).

8. Procédé selon la revendication 1, consistant à com-
mander et/ou modifier une sélection de débits binai-
res, une sélection de couche physique, et/ou des
paramètres d’accords de niveau de service pendant
ledit approvisionnement dudit service.

9. Procédé selon la revendication 1, consistant en outre
à évaluer des exigences de consommation d’énergie
associées à l’obtention d’un contenu demandé par
le biais d’un accord de niveau de services existant
et de micro-locations disponibles ; et
sélectionner l’option la plus efficace en énergie pour
obtenir ledit contenu.

10. Procédé selon la revendication 1, consistant à de-
mander et/ou obtenir des informations liées à l’éner-
gie pour spécifier et fournir des paramètres et/ou des

critères de fonctionnement ou de configuration liés
à l’énergie.

11. Procédé selon la revendication 1, consistant en outre
à sélectionner de manière adaptative et/ou dynami-
que une ou plusieurs couches physiques utilisées
conjointement avec l’exécution dudit service, et/ou
à reconfigurer ladite connexion de couche physique
(208).

12. Système comprenant :

une passerelle à large bande (102, 200) com-
prenant un ou plusieurs circuits et/ou proces-
seurs couplés de manière communicative à une
pluralité de dispositifs (104, 152), dans lequel
ladite passerelle à large bande (102, 200) peut
être actionnée pour gérer au moins une con-
nexion de couche physique (208) sur au moins
un fournisseur (120, 170) de services d’accès
de réseau correspondant, lesdits un ou plu-
sieurs circuits et/ou processeurs pouvant être
actionnés pour fournir une gestion énergétique
de services à un ou plusieurs parmi ladite plu-
ralité de dispositifs (104, 152), dans lequel ladite
fourniture de ladite gestion énergétique consiste
à :

déterminer des coûts liés à l’énergie asso-
ciés à la fourniture d’un service auxdits un
ou plusieurs parmi ladite pluralité de dispo-
sitifs (104, 152) utilisant ladite au moins une
connexion de couche physique (208) à dif-
férents débits de données ;
approvisionner ledit service sur la base des-
dits coûts liés à l’énergie déterminés ; et
déterminer et/ou acquérir des informations
liées à l’énergie pour une utilisation dans la
fourniture de ladite gestion énergétique ; et

négocier et/ou configurer une ou plusieurs mi-
cro-locations pendant ledit approvisionnement
dudit service pour prendre en charge au moins
une partie dudit service ; dans lequel
lesdites micro-locations sont utilisées à la place,
ou conjointement avec, des accords de niveau
de service pour permettre de commander et/ou
de modifier des paramètres de performance de
service sur la base des besoins et/ou des exi-
gences réels.

13. Système selon la revendication 12, dans lequel les
profils de services sont utilisés pour stocker des pa-
ramètres et/ou des informations liés à l’énergie spé-
cifique du service, qui correspondent à des combi-
naisons coûts-énergie pour fournir le service asso-
cié, basés sur l’utilisation de différents débits binai-
res, couches physiques, et/ou accords de services.
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14. Système selon la revendication 12, dans lequel les-
dits profils sont utilisés pour stocker des paramètres
et/ou des informations liés à l’énergie spécifique du
dispositif, tels que des exigences et/ou des limita-
tions énergétiques, des données de configuration
liées à l’énergie, et/ou des options d’économie
d’énergie.

15. Système selon la revendication 12, dans lequel la
passerelle à large bande (102, 200) est activée pour
surveiller et/ou régler une configuration dudit service
et/ou des connexions fournies auxdits un ou plu-
sieurs parmi ladite pluralité de dispositifs (104, 152),
sur la base desdites informations liées à l’énergie.
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