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Description 

The  present  invention  relates  to  reciprocating  en- 
gines  such  as  gasoline  engines  ordiesel  engines. 

In  reciprocating  engines,  a  technique  for  bringing 
rollers  provided  on  a  skirt  portion  of  the  piston  into 
rolling  contact  with  the  inner  surface  of  the  side  wall 
of  the  cylinder  is  proposed  in  order  to  decrease  the 
sliding  frictional  resistance  between  the  inner  surface 
of  the  side  wall  of  the  cylinder  and  the  side  surface 
of  the  piston  through  piston  rings  and  the  like  in  the 
reciprocation  of  the  piston. 

According  to  the  technique  using  such  rollers,  the 
weight  of  the  piston  increases  and  the  inertia  of  the 
piston  during  reciprocation  increases.  As  a  result,  the 
responsiveness  of  the  engine  is  reduced.  For  exam- 
ple,  driving  performance  such  as  acceleration  perfor- 
mance  is  deteriorated,  and  hence  driving  becomes 
difficult. 

In  view  of  the  above,  it  is  an  object  of  the  present 
invention  to  provide  an  engine  for  decreasing  the  fric- 
tional  resistance  in  the  piston  reciprocation  by  float- 
ing,  e.g.  the  lateral-pressure  receiving  side  of  the  pis- 
ton  from  the  inner  surface  of  the  side  wall  of  the  cy- 
linder  by  using  a  gas  chamber  which  is  provided  be- 
tween  the  side  surface  of  the  piston  and  the  inner 
surface  of  the  side  wall  of  the  cylinder  without  in- 
creasing  the  weight  of  the  piston. 

Another  object  of  the  present  invention  is  to  pro- 
vide  an  engine  with  a  simple  structure  and  high  dur- 
ability  by  floating  the  lateral  pressure  receiving  side 
of  the  piston  from  the  inner  surface  of  the  side  wall 
of  the  cylinder  by  using  the  gas  pressure  of  a  gas 
chamber  into  which  the  gas  pressure  is  introduced 
from  the  combustion  chamber,  the  gas  chamber  be- 
ing  formed  between  the  inner  surface  of  the  side  wall 
of  the  cylinder  and  the  side  surface  of  the  piston  op- 
posite  to  the  inner  surface  of  the  side  wall  of  the  cy- 
linder. 

GB-A-  1,417,855  describes  the  use  of  an  inclined 
piston  ring  to  reduce  piston  slip  at  top  dead  centre  of 
the  stroke.  US-A-4719846  discloses  a  gas  passage 
connecting  the  combustion  chamber  of  an  internal 
combustion  engine  to  a  biased  gas  chamber,  provided 
on  the  lateral  side  of  the  piston. 

According  to  the  present  invention,  there  is  pro- 
vided  an  engine  comprising:- 

a  piston  disposed  within  cylindrical  side  walls; 
and 

a  first  upper  ring  fitted  on  said  piston  disposed 
adjacent  to  an  upper  surface  of  the  piston  which  de- 
fines  an  engine  combustion  chamber;  and 

a  second  lower  ring  fitted  on  said  piston  and 
disposed  adjacent  to  said  first  upper  ring; 

a  biased  space  which  is  a  gas  chamber  de- 
fined  between  an  inner  surface  of  said  cylindrical  side 
walls,  an  outer  surface  of  said  piston,  said  first  upper 
ring  and  said  second  lower  ring;  and 

a  first  gas  passage  communicating  between 
said  gas  chamber  and  an  engine  combustion  cham- 
ber  wherein  a  gas  pressure  from  said  engine  combus- 
tion  chamber  may  be  introduced  into  said  biased 

5  space  through  said  first  gas  passage. 
In  a  first  embodiment  the  gas  chamber  is  further 

detailed  by  partition  members  fitted  on  the  piston  and 
connecting  the  first  and  second  rings  for  forming  a 
gas  chamber  at  the  side  surface  of  the  piston,  and  a 

10  gas  passage  for  communicating  the  gas  chamber  to 
an  upper  surface  of  the  piston. 

The  first  and  second  piston  rings  may  be  so  pro- 
vided  on  the  piston  that  the  area  of  the  piston  side 
surface  which  receives  the  gas  pressure  in  the  gas 

15  chamber  increases  from  one  oscillating  side  surface 
of  the  piston  to  the  other  opposite  oscillating  side  sur- 
face.  The  first  and  second  piston  rings  may  be  so  pro- 
vided  on  the  piston  that  the  distance  between  the  first 
and  second  piston  rings  increases  gradually  from  one 

20  oscillating  side  surface  of  the  piston  to  the  other  op- 
posite  oscillating  side  surface. 

Thus,  in  a  second  preferred  embodiment  the  first 
piston  ring  is  disposed  on  the  side  surface  of  the  pis- 
ton  substantially  parallel  to  the  upper  surface  of  the 

25  piston  which  defines  the  engine  combustion  cham- 
ber,  and  the  second  piston  ring  is  disposed  on  the 
side  surface  of  the  piston  and  tilted  to  the  first  piston 
ring. 

Preferably,  one  of  the  oscillating  side  surfaces  of 
30  the  piston  is  an  opposite-to-thrust  side  surface  of  the 

piston  and  the  other  of  the  oscillating  side  surfaces 
is  a  thrust  side  surface  of  the  piston.  The  area  of  the 
side  surface  of  the  piston  which  receives  the  gas 
pressure  is  preferably  larger  at  the  side  surface  of  the 

35  piston  on  the  thrust  side  opposite  to  the  side  surface 
of  the  piston  on  the  opposite-to-thrust  side  than  at 
the  side  surface  of  the  piston  on  the  opposite-to- 
thrust  side.  The  first  and  second  piston  rings  may  be 
so  provided  on  the  piston  that  the  distance  between 

40  the  first  and  second  piston  rings  increases  gradually 
from  the  side  surface  of  the  piston  on  the  opposite- 
to-thrust  side  toward  the  side  surface  of  the  piston  on 
the  thrust  side  opposite  to  the  side  surface  of  the  pis- 
ton  on  the  opposite-to-thrust  side.  The  engine  may 

45  further  comprises  a  piston  pin  for  connecting  a  con- 
necting  rod  to  the  piston,  the  pin  preferably  being  pro- 
vided  on  the  piston  such  that  the  center  of  the  pin  is 
displaced  from  the  center  of  the  piston  toward  the  op- 
posite-to-thrust  side. 

so  The  gas  passage  may  be  a  gap  between  spaced 
opposite  ends  of  the  first  piston  ring.  Alternatively,  the 
gas  passage  may  be  a  concavity  or  a  through  hole 
provided  in  the  first  piston  ring.  Alternatively,  the  gas 
passage  may  be  a  combination  of  such  gap,  concav- 

55  ity  and  through  hole.  In  summary,  the  gas  passage 
may  be  formed  at  the  position  of  the  first  piston  ring 
such  that  the  gas  chamber  and  the  engine  combus- 
tion  chamber  are  communicated  to  each  other. 

2 
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The  opposite  ends  of  the  second  piston  ring  in  the 
present  engine  preferably  closely  contact  or  fit  to 
each  other  such  that  no  gas  in  the  gas  chamber  leaks 
out  through  a  possible  space  between  the  opposite 
ends  of  the  second  piston  ring.  More  preferably,  a 
third  piston  ring  is  provided  on  the  piston  so  as  to  pre- 
vent  a  possible  leakage  of  the  gas  from  the  space  be- 
tween  opposite  ends  of  the  second  piston  ring. 

In  a  preferred  embodiment  the  gas  passage  com- 
municates,  when  the  piston  is  at  a  position  in  a  range 
corresponding  to  from  0  to  20  degrees  of  crank  angle. 

In  one  embodiment  of  the  engine  of  the  present 
invention,  the  gas  passage  is  formed  on  the  inner 
surface  of  the  side  wall  of  the  cylinder  so  as  to  com- 
municate  the  biased  gas  chamber  to  the  engine  com- 
bustion  chamber  with  a  maximum  opening  when  the 
piston  is  at  a  position  corresponding  substantially  to 
1  0  degrees  of  crank  angle. 

In  another  embodiment,  the  gas  passage  is 
formed  on  the  inner  surface  of  the  side  wall  of  the  cy- 
linder  so  as  to  close  the  communication  of  the  biased 
gas  chamber  to  the  engine  combustion  chamber  or  to 
slightly  communicate  the  biased  gas  chamber  to  the 
engine  combustion  chamber  when  the  piston  is  at  a 
position  corresponding  substantially  to  0  degree  of 
crank  angle.  Preferably,  the  gas  passage  in  the 
above  engines  is  formed  on  the  inner  surface  of  the 
side  wall  of  the  cylinder  opposite  to  the  side  surface 
of  the  piston  on  the  thrust  side.  In  one  embodiment, 
the  gas  passage  is  formed  on  the  inner  surface  of  the 
side  wall  of  the  cylinder  so  as  to  close  the  communi- 
cation  between  the  biased  gas  chamber  and  the  en- 
gine  combustion  chamber  when  the  piston  is  at  a  pos- 
ition  substantially  more  than  20  degrees  of  crank  an- 
gle.  Particularly,  the  gas  passage  is  preferably  em- 
bodied  a  spherical  concavity  formed  on  the  inner  sur- 
face  of  the  side  wall  of  the  cylinder. 

In  a  further  preferred  embodiment  of  the  present 
invention,  there  is  provided  an  engine  comprising  an 
annular  space  formed  between  a  first  piston  ring  dis- 
posed  adjacent  to  an  upper  surface  of  a  piston  that 
defines  the  engine  combustion  chamber  and  a  sec- 
ond  piston  ring  disposed  adjacent  to  the  first  piston 
ring,  the  annular  space  being  partitioned  into  a  half 
annular  space  on  the  thrust  side  and  a  half  annular 
space  on  the  opposite-to-thrust  side,  a  first  gas  pas- 
sage  formed  on  the  side  wall  of  the  cylinder  for  com- 
municating  the  half  annular  space  on  the  thrust  side 
to  the  engine  combustion  chamber  when  the  piston  is 
in  the  vicinity  of  the  top  dead  centre,  and  a  second 
gas  passage  for  communicating  the  half  annular 
space  on  the  opposite-to-thrust  side  to  the  engine 
combustion  chamber. 

In  the  above  engine,  preferably,  the  first  gas  pas- 
sage  is  formed  on  the  inner  surface  of  the  side  wall 
of  the  cylinder  so  as  to  communicate  the  half  annular 
space  on  the  thrust  side  to  the  engine  combustion 
chamber  when  the  piston  is  at  a  position  substantially 

in  a  range  from  0  to  20  degrees  of  crank  angle,  and 
to  communicate  the  half  annular  space  on  the  thrust 
side  to  the  engine  combustion  chamber  with  a  maxi- 

5  mum  opening  when  the  piston  is  at  a  position  of  sub- 
stantial  10  degrees  of  crank  angle.  The  first  gas  pas- 
sage  may  be  embodied  by  a  spherical  concavity 
formed  on  the  inner  surface  of  the  side  wall  of  the  cy- 
linder  or  may  be  formed  in  the  piston.  In  one  embodi- 

10  ment,  the  second  gas  passage  is  formed  on  the  first 
piston  ring.  In  another  embodiment,  the  second  gas 
passage  is  disposed  between  opposing  ends  of  the 
first  piston  ring. 

The  present  invention  will  be  described  herein- 
15  after  in  more  detail  with  respect  to  the  embodiments 

thereof  shown  in  the  drawings.  By  this  description, 
the  above  invention  and  its  advantages  as  well  as 
other  inventions  and  their  advantages  will  be  clari- 
fied.  It  is  to  be  noted  that  the  present  invention  is  not 

20  at  all  limited  to  these  embodiments. 
Fig.  1  is  a  sectional  view  of  a  preferred  embodi- 
ment  of  the  present  invention; 
Fig.  2  is  a  right  side  view  of  the  piston  of  the  em- 
bodiment  shown  in  Fig.  1; 

25  Fig.  3  is  a  plan  view  of  the  piston  ring  of  the  em- 
bodiment  shown  in  Fig.  1; 
Fig.  4  is  a  partially  sectional  view  of  the  piston  of 
the  embodiment  shown  in  Fig.  1; 
Fig.  5  is  a  partially  sectional  view  of  the  piston  of 

30  another  preferred  embodiment  of  the  present  in- 
vention; 
Fig.  6  is  a  sectional  view  of  a  further  preferred 
embodiment  of  the  present  invention; 
Fig.  7  is  a  sectional  view  of  a  fourth  preferred  em- 

35  bodiment  of  the  present  invention; 
Fig.  8  is  a  sectional  plan  view  of  the  embodiment 
shown  in  Fig.  7; 
Fig.  9  is  a  sectional  view  of  a  fifth  preferred  em- 
bodiment  of  the  present  invention; 

40  Fig.  1  0  is  a  sectional  plan  view  of  the  embodiment 
shown  in  Fig.  7; 
Fig.  11  is  a  sectional  view  of  a  sixth  preferred  em- 
bodiment  of  the  present  invention; 
Fig.  12  is  a  sectional  view  of  an  seventh  preferred 

45  embodiment  of  the  present  invention; 
Fig.  13  is  a  sectional  view  of  an  eighth  preferred 
embodiment  of  the  present  invention; 
Fig.  14  is  a  sectional  view  of  a  ninth  preferred  em- 
bodiment  of  the  present  invention; 

so  Fig.  15  is  a  sectional  view  of  embodiment  shown 
in  Fig.  14  taken  along  the  line  XVII-XVII;  and 
Figs.  16  and  17  illustrate  the  operation  of  the  em- 
bodiment  shown  in  Fig.  14. 
Referring  to  Figs.  1  to  4,  piston  rings  3,  4  and  an 

55  oil  ring  5  are  fitted  into  grooves  formed  on  an  upper 
side  surface  31  of  a  piston  2  disposed  in  a  cylinder  1. 
The  piston  rings  3  and  4  are  disposed  at  a  wider  in- 
terval  than  usual. 

An  annular  space  8  between  the  piston  ring  i.e., 

3 
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the  top  ring  3  disposed  adjacent  to  an  upper  surface 
7  of  the  piston  2  that  defines  an  engine  combustion 
chamber  6,  and  the  piston  ring,  i.e.,  the  second  ring 
4  disposed  adjacent  to  the  top  ring,  is  gas-tightly  par- 
titioned  into  a  half  annular  space  11  on  the  thrust  side 
and  a  half  annular  space  12  on  the  opposite-to-thrust 
side  by  partitioning  members  9  and  10  disposed  be- 
tween  the  piston  rings  3  and  4.  The  respective  defin- 
ing  members  9  and  10  are  provided  trough  spring  in 
grooves  13  formed  on  the  side  surface  31  of  the  pis- 
ton  2  and  are  in  contact  with  the  inner  surface  of  the 
side  wall  of  the  cylinder  14  so  as  to  slide  freely  by  the 
resiliency  of  the  spring.  Aflow  adjusting  gas  passage 
15  which  makes  the  half  annular  space  11,  that  is,  a 
gas  chamber,  communicate  to  the  engine  combustion 
chamber  6  is  embodied  by  a  gap  formed  between  op- 
posite  ends  16  and  17  of  the  piston  ring  3  spaced  wid- 
er  than  usual.  Rotation  stopping  means  is  provided  to 
the  piston  ring  3  such  t  hat  t  he  gas  passage  1  5  always 
exists  at  the  position  where  the  engine  combustion 
chamber  6  is  communicated  to  the  half  annular  space 
1  1  through  the  passage  1  5  during  the  reciprocation  of 
the  piston  2. 

A  connecting  rod  19  is  connected  to  the  piston  2 
through  a  piston  pin  18. 

In  the  engine  20  thus  composed,  a  compressed 
gas  is  introduced  into  the  half  annular  space  11 
through  the  gas  passage  1  5  from  the  engine  combus- 
tion  chamber  6  in  the  compression  stroke  where  the 
piston  2  is  moved  upward  and  the  connecting  rod  19 
is  on  the  thrust  side.  The  compressed  gas  introduced 
into  the  half  annular  space  11  on  the  thrust  side  acts 
on  the  piston  2  so  as  to  push  the  piston  2  back  toward 
the  opposite-to-thrust  side,  i.e.,  toward  the  inner  sur- 
face  22  of  the  side  wall  of  the  cylinder  on  the  oppo- 
site-to-thrust  side  against  the  lateral  pressure  from 
the  piston  2  toward  the  inner  surface  21  of  the  side 
wall  of  the  cylinder  on  the  thrust  side  through  the  pis- 
ton  rings  3,  4  and  the  oil  ring  5.  Thus,  the  lateral  pres- 
sure  from  the  piston  2  to  the  inner  surface  21  of  the 
side  wall  of  the  cylinder  on  the  thrust  side  through  the 
piston  rings  3,  4  and  the  oil  ring  5  developed  in  the 
compression  stroke  is  canceled,  so  that  the  piston  2 
is  moved  upward  in  a  state  where  the  sliding  frictional 
resistance  between  the  piston  and  the  inner  surface 
21  of  the  cylinder  on  the  thrust  side  is  decreased 
enough. 

On  the  other  hand,  in  the  explosion  stroke  where 
the  piston  2  is  moved  downward  and  the  connecting 
rod  19  is  on  the  opposite-to-thrust  side,  a  high  pres- 
sure  combustion  gas  is  introduced  into  the  half  annu- 
lar  space  11  through  the  gas  passage  15  with  a  time 
lag.  The  high  pressure  combustion  gas  introduced 
into  the  half  annular  space  11  on  the  thrust  side  acts 
on  the  piston  2  so  as  to  push  the  piston  2  back  toward 
the  opposite-to-thrust  side,  i.e.,  toward  the  inner  sur- 
face  22  of  the  side  wall  of  the  cylinder  on  the  oppo- 
site-to-thrust  side  against  the  lateral  pressure  from 

the  piston  2  to  the  inner  surface  21  of  the  cylinder  on 
the  thrust  side  through  the  piston  rings  3,  4  and  the 
oil  ring  5.  As  a  result,  the  lateral  pressure  from  the  pis- 

5  ton  2  toward  the  inner  surface  21  of  the  cylinder  on 
the  thrust  side  through  the  piston  rings  3,4  and  the 
oil  ring  5  developed  in  the  explosion  stroke  is  can- 
celed,  so  that  the  piston  2  is  moved  downward  in  a 
state  where  the  sliding  frictional  resistance  between 

10  the  piston  2  and  the  inner  surface  21  of  the  cylinder 
on  the  thrust  side  is  decreased  enough. 

As  described  above,  in  the  engine  20  of  the  pres- 
ent  embodiment,  the  piston  2  is  supported  in  a  state 
where  the  lateral  pressure  receiving  side  of  the  piston 

15  2  is  floated  from  the  inner  surface  14  of  the  side  wall 
of  the  cylinder,  especially  from  the  inner  surface  21 
of  the  side  wall  of  the  cylinder  on  the  thrust  side  by 
the  gas  pressure  introduced  into  the  half  annular 
space  11  that  is  the  gas  chamber.  In  such  gas-floated 

20  state,  the  piston  2  is  moved  in  the  cylinder  1.  There- 
fore,  the  piston  2  is  reciprocated  very  lightly  because 
the  frictional  resistance  of  piston  2  to  the  inner  sur- 
face  14  of  the  cylinder  through  the  piston  ring  3  and 
the  like  is  low  as  well  as  rollers  and  the  like  are  not 

25  installed  on  the  piston  2. 
The  piston  2  is  moved  parallel  to  the  inner  sur- 

face  14  of  the  cylinder  in  the  state  always  pushed  to 
one  side  by  the  gas  pressure  introduced  into  the  gas 
chamber,  and  hence  t  he  heating  caused  by  a  tilt  of  t  he 

30  piston  or  the  like,  and  a  collision  of  the  piston  with  the 
inner  surface  14  of  the  cylinder  and  the  like  are  pre- 
vented.  Therefore,  collision  noise  which  would  other- 
wise  be  caused  in  conventional  diesel  engines  will  be 
greatly  reduced.  The  lateral  pressure  of  the  piston  is 

35  low  since  a  tilt  of  the  piston  is  difficult  to  occur.  The 
frictional  resistance  of  the  piston  to  the  inner  surface 
14  of  the  cylinder  is  low  since  the  piston  is  in  the  gas- 
floated  state  even  if  the  piston  receives  the  lateral 
pressure,  and  as  a  result,  the  driving  responsiveness 

40  of  the  engine  is  high. 
While  in  the  engine  20,  the  gas  passage  1  5  is  em- 

bodied  by  the  gap  between  the  opposite  ends  of  the 
piston  ring  3,  arrangement  may  be  such  that  a 
through  hole  26  to  communicate  the  engine  combus- 

45  tion  chamber  6  to  the  half  annular  space  11  is  formed 
in  the  body  25  of  the  piston  2,  so  that  the  gas  pres- 
sure  of  the  engine  combustion  chamber  6  is  intro- 
duced  intothe  half  annular  space  11  through  the  hole 
26  as  shown  in  Fig.  5. 

so  Another  preferred  embodiment  of  the  present  in- 
vention  will  be  described  hereinafter  with  respect  to 
the  Fig.  6. 

Referring  to  Fig.  6,  the  piston  rings  3  and  4  as  well 
as  the  oil  ring  5  are  fitted  to  the  upper  portion  of  the 

55  piston  2  disposed  in  the  cylinder  1  also  in  an  engine 
30  of  the  present  embodiment.  The  opposite  ends  16 
and  1  7  of  the  piston  ring  3  provided  on  the  outer  cir- 
cumferential  surface  of  the  piston  2  substantially  par- 
allel  to  an  upper  surface  7  of  the  piston  2  that  defines 

4 
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the  engine  combustion  chamber  6  are  spaced  to  form 
a  flow  adjusting  gas  passage  15  in  the  same  way  as 
described  above.  The  gas  passage  1  5  communicates 
the  annular  space  8  between  the  piston  ring  3  and  the 
piston  ring  4  disposed  adjacent  to  the  piston  ring  3  to 
the  engine  combustion  chamber  6.  In  the  present  em- 
bodiment,  the  overall  annular  space  8  is  the  gas 
chamber. 

The  piston  ring  4  is  so  disposed  on  the  side  sur- 
face  31  of  the  piston  2  and  tilted  to  the  piston  ring  3 
that  the  distance  between  the  piston  rings  3  and  4 
lengthens  gradually  from  the  piston  side  surface  32 
on  the  opposite-to-thrust  side  that  is  one  of  the  os- 
cillating  side  surfaces  of  the  piston  2  toward  the  pis- 
ton  side  surface  33  on  the  thrust  side  that  is  the  other 
one  of  the  oscillating  side  surfaces  opposite  to  the 
side  surface  32,  in  other  words,  that  the  distance  D2 
is  longer  than  the  distance  of  D1  .  Thus,  the  pressure 
receiving  area  of  the  side  surface  31  of  the  piston  2 
which  receives  the  gas  pressure  in  the  annular  space 
8  is  larger  on  the  side  surface  33  of  the  piston  on  the 
thrust  side  than  on  the  side  surface  32  of  the  piston 
on  the  opposite-to-thrust  side. 

In  the  engine  30  thus  composed,  the  gas  pres- 
sure  generated  by  explosion  in  the  combustion  cham- 
ber  6  in  the  explosion  stroke  is  adjusted  in  flow 
through  the  gas  passage  15,  and  as  a  result,  intro- 
duced  into  the  annular  space  8  with  a  time  lag  com- 
pared  to  the  generation  of  the  gas  pressure  in  the 
combustion  chamber  6.  The  piston  2  including  the  pis- 
ton  ring  3  and  the  like  receives  the  biased  lateral  pres- 
sure  in  the  annular  space  8  to  be  put  into  the  state 
floated  from  the  inner  surface  14  of  the  side  wall  of 
the  cylinder,  especially  from  the  inner  surface  21  of 
the  side  wall  of  the  cylinder  on  the  thrust  side  in  the 
reciprocation.  The  piston  2  floated  by  the  gas  pres- 
sure  from  the  inner  surface  21  of  the  cylinder  is  reci- 
procated  with  extremely  low  frictional  resistance,  and, 
an  oscillation  of  the  piston  2  in  the  direction  Aaround 
the  piston  pin  18  in  the  reciprocation  is  prevented  by 
the  biased  gas  pressure  in  the  annular  space  8  de- 
scribed  above.  As  a  result,  the  piston  2  is  capable  of 
reciprocating  without  the  side  surface  31  of  the  piston 
2  on  the  thrust  side,  i.e.,  the  side  surface  33  of  the 
piston  abutting  on  the  inner  surface  21  of  the  side  wall 
of  the  cylinder  1  on  the  thrust  side,  as  well  as  is  ca- 
pable  of  reciprocating  with  extremely  low  frictional  re- 
sistance  in  addition  to  the  above,  and  consequently, 
the  fuel  economy  of  the  engine  is  improved. 

Still  another  embodiment  of  the  present  invention 
will  be  described  hereinafter  with  respect  to  Figs.  7 
and  8. 

Referring  to  Figs.  7  and  8,  in  a  engine  40  of  the 
present  embodiment  both  opposite  ends  16  and  17  of 
the  piston  ring  3  are  fitted  closely  to  each  other  with- 
out  forming  such  as  a  gas  passage  15  therebetween 
so  that  the  gas  introduced  into  the  biased  annular 
space  8  will  not  leak. 

Also  in  this  embodiment,  the  piston  ring  4  is  so 
disposed  on  the  side  surface  31  of  the  piston  2  and 
tilted  to  the  piston  ring  3  that  the  distance  between 

5  the  piston  rings  3  and  4  increases  gradually  from  the 
side  surface  32  of  the  piston  2  on  the  opposite-to- 
thrust  side  toward  the  side  surface  33  on  the  thrust 
side  opposite  to  the  side  surface  32  on  the  opposite- 
to-thrust  side,  in  other  words,  that  the  distance  D2  is 

10  greater  than  the  distance  D1.  In  the  engine  40  of  the 
present  embodiment,  a  concavity  41  as  the  gas  pas- 
sage  that  communicates  the  annular  space  8  as  the 
biased  gas  chamber  to  the  engine  combustion  cham- 
ber  6  is  formed  on  the  inner  surface  21  of  the  side  wall 

15  of  the  cylinder  facing  the  side  surface  33  of  the  piston 
2  on  the  thrust  side  when  the  piston  2  is  a  position 
substantially  in  a  range  from  0  to  20  degrees  of  crank 
angle. 

In  the  engine  40  thus  composed,  the  gas  pres- 
20  sure  generated  by  explosion  in  the  engine  combus- 

tion  chamber  6  in  the  explosion  stroke  is  introduced 
into  the  annular  space  8  through  the  concavity  41  .  In 
the  reciprocation,  the  piston  2  is  floated  from  the  in- 
ner  surface  14  of  the  cylinder,  particularly  from  the  in- 

25  ner  surface  21  of  the  cylinder  facing  the  side  surface 
33  of  the  piston  on  the  thrust  side,  by  receiving  the 
biased  lateral  pressure  in  the  annular  space  8  on  the 
basis  of  the  introduced  gas  pressure.  The  piston  2 
floated  from  the  inner  surface  21  of  the  cylinder  by 

30  the  gas  pressure  is  reciprocated  with  extremely  low 
sliding  frictional  resistance,  and  as  a  result,  the  fuel 
economy  of  the  engine  is  improved. 

When  the  piston  2  is  moved  to  a  position  of  al- 
most  more  than  20  degrees  of  crank  angle,  the  annu- 

35  lar  space  8  and  the  engine  combustion  chamber  6  are 
not  communicated  to  each  other.  Thus,  the  gas  pres- 
sure  introduced  into  the  annular  space  8  through  the 
concavity  41  by  explosion  in  the  engine  combustion 
chamber  6  when  the  piston  2  is  a  position  in  a  range 

40  of  almost  from  0  to  20  degrees  of  crank  angle  will  be 
maintained  as  it  is  even  if  the  piston  2  is  moved  to  a 
position  of  more  than  20  degrees  of  crankangle.  Con- 
sequently,  the  piston  2  is  reciprocated  with  sufficient- 
ly  reduced  sliding  frictional  resistance  to  the  inner 

45  surface  14  of  the  cylinder  1  also,  while  it  is  moving  at 
a  position  of  almost  more  than  20  degrees  of  crank 
angle. 

Although  the  gas  passage  embodied  by  the  con- 
cavity  41  may  be  disposed  at  any  place  in  the  inner 

so  surface  14  of  the  cylinder  with  respect  to  the  circum- 
ferential  direction  thereof,  it  is  preferable  that  it  is  dis- 
posed  on  the  inner  surface  21  of  the  cylinder  facing 
to  the  thrust  side  of  the  piston  2  as  in  the  present  em- 
bodiment.  Moreover,  while  the  gas  passage  is  em- 

55  bodied  by  the  concavity  41  in  the  engine  40,  it  may 
be  embodied  instead  by  a  through  hole  provided  in 
the  inner  surface  14  of  the  cylinder.  The  number  of 
such  concavities  orthrough  holes  as  the  gas  passage 
may  be  one.  Alternatively,  more  than  one  concavity 

5 
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or  hole  may  be  provided  in  the  inner  surface  14  of  the 
cylinder  at  positions  shifted  to  each  otherwith  respect 
to  the  circumferential  direction  and  in  the  direction  of 
reciprocation  of  the  piston  2  or  at  the  same  position.  5 

The  concavity  41  may  be  a  hemispherical  one  51 
as  shown  in  Figs.  9  and  10.  An  engine  50  thus  com- 
posed  not  only  operates  in  the  same  manner  as  the 
engine  40  but  also  is  capable  of  decreasing  a  prob- 
ability  that  the  gas  passage  will  be  stopped  up  with  w 
carbon  residues  deposited  thereon  because  the  gas 
passage  which  communicates  the  annular  space  8, 
that  is,  the  gas  chamber,  to  the  engine  combustion 
chamber  6  is  the  hemispherical  concavity  51  formed 
on  the  inner  surface  14  of  the  cylinder.  15 

As  shown  in  Fig.  11,  and  like  the  engine  30  shown 
in  Fig.  6,  an  engine  80  may  be  so  formed  that  the  pis- 
ton  ring  4  is  disposed  on  the  side  surface  31  of  the 
piston  2  and  tilted  to  the  piston  ring  3  such  that  the 
distance  between  the  piston  rings  3  and  4  increases  20 
gradually  from  the  side  surface  32  of  the  piston  2  on 
the  opposite-to-thrust  toward  the  side  surface  33  of 
the  piston  on  the  thrust  side  opposite  to  the  side  sur- 
face  32  of  the  piston  2  on  opposite-to-thrust,  in  other 
words,  such  that  the  distance  D2  is  greater  than  the  25 
distance  D1,  and  hence  the  biased  space  8,  that  is, 
the  annular  gas  chamber,  is  formed  such  that  the 
area  of  the  side  surface  31  of  the  piston  2  that  re- 
ceives  the  gas  pressure  is  larger  at  the  side  surface 
33  of  the  piston  on  the  thrust  side  than  at  the  side  30 
surface  32  of  the  piston  on  the  opposite-to-thrust 
side,  that  a  gas  passage  1  5  is  embodied  by  a  gap  be- 
tween  the  spaced  opposite  ends  of  the  piston  ring  3 
disposed  at  the  side  surface  31  of  the  piston  2  sub- 
stantially  parallel  to  the  upper  surface  7  of  the  piston  35 
2  that  defines  the  engine  combustion  chamber6  in  or- 
der  to  introduce  the  gas  into  the  biased  annular  space 
8  through  the  gas  passage  15,  and  that  a  piston  pin 
1  8  is  attached  to  the  piston  2  such  that  a  center  62  is 
displaced  by  a  distance  D3  from  the  center  63  of  the  40 
piston  2  toward  the  side  surface  32  of  the  piston  on 
the  opposite-to-thrust  side. 

The  gas  pressure  generated  by  explosion  in  the 
engine  combustion  chamber  6  in  the  explosion  stroke 
is  introduced  into  the  biased  space  8  through  the  gas  45 
passage  15  also  in  the  engine  80  shown  in  Fig.  11. 
The  piston  2  is  floated  from  the  innersurface  14  of  the 
cylinder,  especially  from  the  inner  surface  21  of  the 
cylinder  on  the  thrust  side  by  receiving  the  biased  lat- 
eral  pressure  in  the  biased  space  8  in  its  reciproca-  50 
tion.  Also,  in  the  engine  80  of  the  present  embodiment 
wherein  the  piston  2  floated  from  the  innersurface  21 
of  the  cylinder  by  the  gas  pressure  is  reciprocated 
with  extremely  low  sliding  frictional  resistance,  and 
the  piston  pin  18  is  so  attached  to  the  piston  2  that  the  55 
center  62  thereof  is  displaced  by  the  distance  D3  from 
the  center  63  of  the  piston  2  toward  the  side  surface 
32  of  the  piston  on  the  opposite-to-thrust  side,  the 
clockwise  rotation  (oscillating)  moment  is  greater 

than  the  counterclockwise  rotation  (oscillating)  mo- 
ment  opposite  to  the  clockwise  rotation  moment  in 
Fig.  11,  as  compared  with  the  engine  wherein  the  pis- 
ton  pin  18  is  attached  to  the  piston  2  with  the  center 
thereof  coinciding  with  the  center  63  of  the  piston  2. 
Thus,  the  counterclockwise  rotation  (oscillating)  mo- 
ment  based  on  the  biased  lateral  gas  pressure  in  the 
space  8  is  canceled  positively,  as  well  as  the  piston 
top  64  is  prevented  positively  from  abutting  on  the  in- 
ner  surface  14  of  the  cylinder,  and  as  a  result,  an  un- 
desirable  situation  such  as  galling  is  avoided. 

While  in  the  engine  80  shown  in  Fig.  11,  the  gas 
passage  15  is  the  gap  between  the  spaced  opposite 
ends  of  the  piston  ring  3,  an  engine  90  as  shown  in 
Fig.  12  like  the  engines  40  and  50  shown  in  Fig.  7  and 
Fig.  5  may  be  so  formed  that  the  opposite  ends  of  the 
piston  3  are  contacted  to  each  other  closely  and  a 
concavity  41  or  51  is  formed  as  the  gas  passage  on 
the  innersurface  14  of  the  cylinder  1,  and  the  piston 
pin  18  is  attached  eccentrically  to  the  piston  2  in  the 
same  way  as  described  above.  Here,  if  the  number, 
shape  and  position  of  concavities  41  or  51  are  so  se- 
lected  that  the  biased  space  8  and  the  engine  com- 
bustion  chamber  6  is  communicated  to  each  other 
with  a  maximum  opening  at  10  degrees  of  crank  an- 
gle,  that  they  are  not  communicated  at  all  or  are  com- 
municated  with  a  minute  opening  at  the  top  dead  cen- 
ter,  and  that  the  communication  between  the  biased 
space  8  and  the  engine  combustion  chamber6  is  pre- 
vented  completely  at  more  than  20  degrees  of  crank 
angle,  the  gas  pressure  from  the  engine  combustion 
chamber  6  will  be  utilized  favorably  and  the  piston  2 
will  be  floated  satisfactorily  from  the  innersurface  14 
of  the  cylinder  1. 

While  in  the  engines  60,  70,  80  and  90  described 
above,  any  one  of  the  piston  rings  3  and  4  is  tilted  to 
form  the  biased  space  8,  arrangement  may  be  such 
that  as  shown  in  Fig.  13,  and  as  in  the  engine  20 
shown  in  Fig.  1  ,  the  piston  rings  3  and  4  are  disposed 
parallel  to  the  upper  surface  7,  and  the  partitioning 
members  9  and  10  that  partition  the  annular  space  8 
between  the  piston  rings  3  and  4  into  two  half  annular 
spaces  11  and  12  are  disposed  between  the  piston 
rings  3  and  4  so  that  a  biased  space  is  formed  in  the 
annular  space  8  between  the  piston  rings  3  and  4  to 
form  the  gas  chamber,  wherein  the  half  annular 
space  11  is  communicated  to  the  engine  combustion 
chamber  6  through  the  gas  passage  15.  Therefore, 
even  the  engine  100  of  the  embodiment  shown  in  Fig. 
13  operates  in  the  same  manner  as  the  engines  60, 
70,  80  and  90  described  above. 

The  eccentric  value  of  the  piston  pin  18  may  be 
selected  such  that  it  is  capable  of  canceling  satisfac- 
torily  the  rotation  moment  of  the  piston  2  by  the  gas 
pressure  in  the  gas  chamber.  In  a  preferred  embodi- 
ment,  it  is  selected  from  a  range  of  about  0.5  mm  to 
2.7  mm  for  80  mm  of  the  diameter  of  the  piston. 

In  the  engine  60  and  the  like  wherein  the  piston 

6 
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pin  1  8  that  connects  the  connecting  rod  1  9  to  the  pis- 
ton  2  is  provided  eccentrically  from  the  center  of  the 
piston  toward  the  opposite-to-thrust  side,  the  rotation 
moment  of  the  piston  2  based  on  the  reactive  force 
from  the  connecting  rod  19  is  greater  than  the  oppo- 
site  rotation  moment  of  the  piston  2  by  the  gas  pres- 
sure  in  the  gas  chamber.  Therefore,  the  oscillation  of 
the  piston  2  by  the  gas  pressure  in  the  gas  chamber 
is  prevented  satisfactorily 

While  according  to  the  embodiments  of  Figs.  11 
to  13,  the  gas  passage  15  is  embodied  by  either  the 
gap  between  the  opposite  ends  of  the  piston  ring  or 
the  concavities,  this  invention  is  not  limited  to  these 
embodiments.  The  concavity  orthe  through  hole  may 
be  formed  as  the  gas  passage  in  at  least  one  of  the 
piston  2,  piston  ring  3  and  cylinder  1.  In  the  embodi- 
ments  having  the  gas  passage,  the  gas  pressure  gen- 
erated  by  explosion  in  the  engine  combustion  cham- 
ber  8  can  be  introduced  into  the  gas  chamber  with  ap- 
propriate  time  lag.  Thus,  the  rotation  (oscillation)  of 
the  piston  2  is  further  decreased,  and  the  sliding  of 
the  piston  on  the  innersurface  14  of  the  cylinder  1  is 
decreased  satisfactorily. 

Another  embodiment  of  the  present  invention  will 
be  described  hereinafter  with  respect  to  the  Fig.  14 
and  Fig.  15. 

Referring  to  the  Fig.  14  and  Fig.  15,  the  piston 
rings  3  and  4  of  an  engine  110  of  the  present  embodi- 
ment  are  disposed  with  a  wider  spacing  as  in  the  en- 
gine  20  than  usual  therebetween.  In  the  engine  110, 
a  first  gas  passage  111  that  communicates  the  half 
annular  space  11  on  the  thrust  side  to  the  engine 
combustion  chamber  6  when  the  piston  2  is  in  the  vi- 
cinity  of  its  top  dead  center  is  formed  on  the  innersur- 
face  21  of  side  wall  in  the  form  of  a  hemispherical  con- 
cavity.  The  gas  passage  111  communicates  the  half 
annular  space  11  to  the  engine  combustion  chamber 
6  when  the  piston  2  is  at  a  position  in  a  range  of  almost 
from  0  to  20  degrees  of  crank  angle,  and  the  gas  pas- 
sage  111  communicates  the  half  annular  space  11  to 
the  engine  combustion  chamber  6  with  a  maximum 
opening  when  the  piston  2  is  at  a  position  of  almost 
1  0  degrees  of  crank  angle. 

A  second  gas  passage  112  that  communicates 
the  half  annular  space  12  to  the  engine  combustion 
chamber  6  is  embodied  by  a  gap  between  the  oppo- 
site  ends  16  and  17,  spaced  wider  than  usual,  of  the 
piston  ring  3  in  the  present  embodiment  as  in  the  en- 
gine  20  or  the  like.  One  example  of  the  gap  is  about 
0.6  mm  in  distance. 

In  the  engine  110  thus  composed,  the  com- 
pressed  gas  is  introduced  into  the  half  annular  cham- 
ber  12  from  the  engine  combustion  chamber  6 
through  the  gas  passage  112  in  the  compression 
stroke  wherein  the  piston  2  is  moved  upward,  i.e.  in 
the  direction  B,  and  the  connecting  rod  19  is  on  the 
thrust  side,  as  shown  in  Fig.  16.  The  compressed  gas 
introduced  into  the  half  annular  space  12  on  the  op- 

posite-to-thrust  side  acts  on  the  piston  2  so  as  to 
push  the  piston  2  back  toward  the  thrust  side,  i.e.,  to- 
ward  the  innersurface  21  of  the  cylinder  on  the  thrust 

5  side  against  the  lateral  pressure  from  the  piston  2  to 
the  inner  surface  22  of  cylinder  on  the  opposite-to- 
thrust  side  through  the  piston  rings  3,  4  and  the  oil 
ring  5.  Thus,  in  the  compression  stroke  the  piston  2 
is  moved  in  the  direction  B  in  a  state  where  the  lateral 

10  pressure  exerted  from  the  piston  2  to  the  inner  sur- 
face  22  of  the  cylinder  on  the  opposite-to-thrust  side 
through  the  piston  rings  3,  4  and  the  oil  ring  5  is  can- 
celed  so  that  the  sliding  frictional  resistance  of  the 
piston  2  to  the  innersurface  22  of  the  cylinder  on  the 

15  opposite-to-thrust  is  decreased  enough.  In  the  com- 
pression  stroke,  when  the  piston  2  is  at  a  position  in 
a  range  of  almost  from  0  to  20  degrees  of  crank  angle, 
the  engine  combustion  chamber  6  and  the  half  annu- 
lar  space  11  are  communicated  to  each  other  by  the 

20  gas  passage  1  1  1  ,  so  t  hat  t  he  compressed  gas  is  also 
introduced  into  the  half  annular  space  11.  However, 
that  introduction  does  not  greatly  affect  a  decrease  in 
the  sliding  frictional  resistance  to  the  inner  surface  22 
of  the  cylinder  on  the  opposite-to-thrustside  because 

25  the  compressed  gas  is  introduced  into  the  space  11 
through  the  gas  passage  111  later  than  through  the 
gas  passage  112. 

On  the  other  hand,  in  the  explosion  stroke  where 
the  piston  2  is  moved  downward,  i.e.  in  the  direction 

30  C  and  the  connecting  rod  19  is  on  the  opposite-to- 
thrust  side,  as  shown  in  Fig.  17,  and  in  more  detail, 
while  the  piston  2  is  at  a  position  a  range  of  almost 
from  0  to  20  degrees  of  crank  angle  after  the  explo- 
sion  of  the  compressed  gas  in  the  engine  combustion 

35  chamber  6,  a  high  pressure  combustion  gas  is  intro- 
duced  into  the  half  annular  space  11  mainly  through 
the  gas  passage  111.  The  high  pressure  combustion 
gas  introduced  into  the  half  annular  space  11  on  the 
thrust  side  acts  on  the  piston  2  so  as  to  push  the  pis- 

40  ton  2  back  toward  the  opposite-to-thrustside,  i.e.,  to- 
ward  the  inner  surface  22  of  the  cylinder  on  the  op- 
posite-to-thrust  side  against  the  lateral  pressure  from 
the  piston  2  to  the  innersurface  21  of  the  cylinder  on 
the  thrust  side  through  the  piston  rings  3,  4  and  the 

45  oil  ring  5.  Consequently,  the  piston  2  is  moved  in  the 
direction  C  in  a  state  where  the  lateral  pressure  from 
the  piston  2  to  the  innersurface  21  of  the  cylinder  on 
the  thrust  side  through  the  piston  rings  3,  4  and  the 
oil  ring  5  in  the  explosion  stroke  is  canceled  so  that 

so  the  sliding  frictional  resistance  of  the  piston  2  to  the 
inner  surface  21  of  the  cylinder  on  the  thrust  side  is 
decreased  enough.  Since  the  communication  of  the 
engine  combustion  chamber  6  to  the  half  annular 
space  11  through  the  gas  passage  111  is  interrupted 

55  when  the  piston  2  is  moved  to  a  position  of  more  than 
20  degrees  of  crankangle,  the  high  pressure  combus- 
tion  gas  introduced  into  the  half  annular  space  11  is 
maintained  as  it  is  in  some  degree  to  thereby  act  on 
the  piston  2  so  as  to  push  it  back  toward  the  inner  sur- 

7 
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face  22  of  the  cylinder  on  the  opposite-to-  thrust  side, 
and,  consequently,  the  sliding  friction  resistance  of 
the  piston  2  to  the  innersurface  21  of  the  cylinder  on 
the  thrust  side  is  decreased.  While  in  the  explosion 
stroke,  high  pressure  combustion  gas  is  also  intro- 
duced  into  the  half  annular  space  12  from  the  engine 
combustion  chamber  6  through  the  gas  passage  112, 
the  above  operation  is  performed  positively  because 
the  diameters  of  the  gas  passages  111  and  112  are 
so  set  that  the  amount  of  high  pressure  combustion 
gas  introduced  into  the  half  annular  space  11  through 
the  gas  passage  111  is  more  than  the  amount  of  high 
pressure  combustion  gas  introduced  into  the  half  an- 
nular  space  12  through  the  gas  passage  112. 

According  to  the  engine  110  as  described  above, 
the  piston  2  can  be  subjected  into  the  air-floated  state 
from  the  inner  surface  of  the  cylinder  in  any  strokes, 
and  as  a  result,  the  piston  2  can  be  reciprocated  with 
the  reduced  sliding  frictional  resistance  to  the  inner 
surface  14  of  the  cylinder. 

When  the  opposite  ends  of  the  piston  ring  3  are 
disposed  with  a  spacing  there  between  to  embody 
the  gas  passage  112,  for  example,  either  protuber- 
ances  or  concavities  may  be  formed  on  the  inside  cir- 
cumferential  surface  or  the  like  of  the  piston  ring  3, 
and  concavities  or  protuberances  that  engage  protu- 
berances  or  concavities  on  the  piston  ring  2  may  be 
formed  on  the  groove  for  receiving  the  piston  ring  of 
the  piston  2,  so  that  the  piston  ring  3  is  fixed  to  the 
piston  2,  in  order  to  prevent  the  rotation  of  the  piston 
ring  3  around  the  piston  2  as  well  as  to  dispose  at  all 
times  the  spacing  between  the  opposite  ends  of  the 
piston  ring  3  at  the  position  where  the  half  annular 
space  12  on  the  opposite-to-thrust  side  is  communi- 
cated  to  the  engine  combustion  chamber  6  through 
the  spacing  during  the  operation  of  the  engine. 

Claims 

1.  An  engine  comprising:- 
a  piston  (2)  disposed  within  cylindrical  side 

walls  (1);  and 
a  first  upper  ring  (3)  fitted  on  said  piston  (2) 

disposed  adjacent  to  an  upper  surface  (7)  of  the 
piston  (2)  which  defines  an  engine  combustion 
chamber  (6);  and 

a  second  lower  ring  (4)  fitted  on  said  piston 
(2)  and  disposed  adjacent  to  said  first  upper  ring 
(3) 

a  biased  space  which  is  a  gas  chamber  (8, 
11)  defined  between  an  innersurface  of  said  cyl- 
indrical  side  walls  (14),  an  outer  surface  of  said 
piston  (2),  said  first  upper  ring  (3)  and  said  sec- 
ond  lower  ring  (4);  and 

a  first  gas  passage  (15,  26,  41,  51,  111) 
communicating  between  said  gas  chamber  (8, 
11)  and  said  engine  combustion  chamber  (6) 

wherein  a  gas  pressure  from  said  engine  com- 
bustion  chamber  (6)  may  be  introduced  into  said 
biased  space  (8,  11)  through  said  first  gas  pas- 

5  sage  (15,  26,  41,  51,  111). 

2.  An  engine  according  to  claim  1  in  which  an  area 
of  the  piston  side  surface  which  receives  the  gas 
pressure  in  the  biased  space  (8,  11  ,  61)  increases 

10  from  one  oscillating  side  surface  (32)  of  the  pis- 
ton  (2)  to  the  other  opposite  oscillating  side  sur- 
face  (33). 

3.  An  engine  according  to  claim  1  or  claim  2  wherein 
15  one  of  the  oscillating  side  surfaces  (32)  of  the  pis- 

ton  (2)  is  the  side  surface  thereof  on  an  opposite- 
to-thrust  side  and  the  other  of  the  oscillating  sur- 
faces  (33)  is  the  side  surface  thereof  on  a  thrust 
side. 

20 
4.  An  engine  according  to  any  preceding  claim 

wherein  an  area  of  the  piston  (2)  which  receives 
the  gas  pressure  is  larger  at  the  side  surface  of 
the  piston  (2)  on  the  or  a  thrust  side  (33)  than  at 

25  the  side  surface  on  the  or  an  opposite-to-thrust 
side  (32). 

5.  An  engine  according  to  any  preceding  claim 
wherein  the  first  and  second  rings  (3,  4)  are  so 

30  disposed  on  the  piston  (2)  that  a  distance  be- 
tween  the  first  and  second  rings  (3,4)  increases 
gradually  from  one  oscillating  side  surface  (32)  of 
the  piston  (2)  to  the  other  opposite  oscillating 
side  surface  (33). 

35 
6.  An  engine  according  to  any  preceding  claim 

wherein  the  first  ring  (3)  is  disposed  on  an  outer 
circumferential  surface  of  the  piston  substantially 
parallel  to  the  upper  surface  (7)  of  the  piston  (2) 

40  which  defines  the  engine  combustion  chamber 
(6);  and  the  second  ring  (4)  is  disposed  on  the 
outer  circumferential  surface  of  the  piston  (2)  and 
tilted  relative  to  the  first  ring  (3). 

45  7.  An  engine  according  to  any  preceding  claim 
wherein  the  gas  chamber  (11)  is  further  defined 
by  partition  members  (9,  10)  fitted  on  the  piston 
(2)  and  connecting  said  first  and  second  rings  (3, 
4). 

50 
8.  An  engine  according  to  claim  7  wherein  said  first 

and  second  rings  (3,  4)  are  disposed  on  an  outer 
circumferential  surface  of  the  piston  (2)  substan- 
tially  parallel  to  an  upper  surface  (7)  of  the  piston 

55  (2)  which  defines  the  engine  combustion  cham- 
ber  (6). 

9.  An  engine  according  to  claim  7  or  claim  8  in  which 
said  partition  members  (9,  10)  are  fitted  to  pro- 

8 
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vide  a  half  annular  space  (11)  on  the  or  a  thrust 
side  comprising  the  gas  chamber  and  a  further 
half  annular  space  (12)  on  the  or  an  opposite-to- 
thrust  side. 

10.  An  engine  according  to  claim  9  further  compris- 
ing  a  second  gas  passage  (112)for  communicating 
the  half  annular  space  (12)  on  the  opposite-to- 
thrust  side  to  the  engine  combustion  chamber  (6). 

11.  An  engine  according  to  any  preceding  claim 
wherein  said  first  gas  passage  (41,  51,  111)  com- 
municates  said  gas  chamber  (8,11)  to  the  engine 
combustion  chamber  (6)  when  the  piston  (2)  is  at 
a  position  in  a  range  corresponding  to  from  0°  to 
20°  of  crank  angle. 

12.  An  engine  according  to  any  preceding  claim 
wherein  said  first  gas  passage  (41,  51,  111)  com- 
municates  the  gas  chamber  (8,  11)  to  the  engine 
combustion  chamber  (6)  with  a  maximum  open- 
ing  when  the  piston  (2)  is  at  a  position  corre- 
sponding  to  10°  of  crank  angle. 

13.  An  engine  according  to  any  preceding  claim 
wherein  said  first  gas  passage  (41,  51,  111)  is 
formed  so  as  to  close  the  communication  of  the 
gas  chamber  (8,  11)  to  the  engine  combustion 
chamber  (6)  or  to  slightly  communicate  the  gas 
chamber  (8,  11)  to  the  engine  combustion  cham- 
ber  (6)  when  the  piston  (2)  is  at  a  position  corre- 
sponding  to  0°  of  crank  angle. 

14.  An  engine  as  claimed  in  any  preceding  claim 
wherein  said  first  gas  passage  (41,  51,  111)  is 
formed  so  as  to  close  the  communication  be- 
tween  the  gas  chamber  (8,  11)  and  the  engine 
combustion  chamber  (6)  when  the  piston  (2)  is  at 
a  position  corresponding  to  more  than  20°  of 
crank  angle. 

15.  An  engine  according  to  any  preceding  claim 
wherein  said  first  gas  passage  (15,  111)  or  said 
second  gas  passage  (112)  is  a  gap  between 
spaced  opposite  ends  of  the  first  upper  ring  (3). 

16.  An  engine  according  to  any  preceding  claim 
wherein  said  first  gas  passage  (15,  26,  41,  51, 
111)  or  said  second  gas  passage  (112)  is  a 
through  hole,  a  concavity  or  a  spherical  concavity 
formed  in  the  piston  (2),  the  first  upper  ring  (3)  or 
the  cylindrical  side  wall  (14). 

17.  An  engine  according  to  any  preceding  claim  fur- 
ther  comprising  a  piston  pin  (18)  for  connecting  a 
connecting  rod  (19)  to  the  piston  (2),  the  pin  (18) 
being  provided  at  the  piston  (2)  such  that  a  centre 
of  the  pin  (18)  is  displaced  from  the  centre  of  the 

piston  (2)  toward  the  or  an  opposite-to-thrust 
side. 

5 
Patentanspruche 

1.  Maschine,  umfassend: 
einen  Kolben  (2),  der  innerhalb  zylindri- 

10  scher  Seitenwande  (1)  angeordnet  ist;  und 
einen  ersten  oberen  Ring  (3),  der  an  dem 

Kolben  (2)  angebracht  und  nahe  einer  oberen 
Flache  (7)  des  Kolbens  (2)  angeordnet  ist,  welche 
eine  Verbrennungskammer  (6)  der  Maschine  be- 

15  stimmt;  und 
einen  zweiten  unteren  Ring  (4),  der  an 

dem  Kolben  (2)  angebracht  und  nahe  dem  ersten 
oberen  Ring  (3)  angeordnet  ist, 

einen  unter  Vorspannung  stehenden 
20  Raum,  der  eine  Gaskammer  (8,11)  ist,  die  zwi- 

schen  einer  Innenflache  der  zylindrischen  Sei- 
tenwande  (14),  einer  Aulienflache  des  Kolbens 
(2),  dem  ersten  oberen  Ring  (3)  und  dem  zweiten 
unteren  Ring  (4)  gebildet  ist,  und 

25  einen  ersten  Gasdurchgang  (15,26,41,51, 
111),  der  eine  Verbindung  schafft  zwischen  der 
Gaskammer  (8,11)  und  der  Verbrennungskam- 
mer  (6)  der  Maschine,  wobei  Gasdruck  aus  der 
Verbrennungskammer  (6)  der  Maschine  uber  den 

30  ersten  Gasdurchgang  (15,26,41,51,111)  in  den 
unter  Vorspannung  stehenden  Raum  (8,11)  ein- 
gefuhrt  werden  kann. 

2.  Maschine  nach  Anspruch  1,  wobei  ein  Bereich 
35  der  Kolbenseitenflache,  der  den  Gasdruck  in 

dem  unter  Vorspannung  stehenden  Raum 
(8,11,61)  empfangt,  sich  von  einer  oszillierenden 
Seitenflache  (32)  des  Kolbens  (2)  zu  deranderen 
gegenuberliegenden  oszillierenden  Seitenflache 

40  (33)  vergroliert. 

3.  Maschine  nach  Anspruch  1  oder  2,  wobei  eine 
(32)  der  oszillierenden  Seitenflachen  des  Kol- 
bens  (2)  seine  Seitenflache  auf  einer  der 

45  Schubseite  gegenuberliegenden  Seite  ist  und  die 
andere  (33)  der  oszillierenden  Seitenflachen  sei- 
ne  Seitenflache  auf  der  Schubseite  ist. 

4.  Maschine  nach  irgendeinem  vorhergehenden 
so  Anspruch,  wobei  ein  Bereich  des  Kolbens  (2),  der 

den  Gasdruck  empfangt,  an  der  Seitenflache  des 
Kolbens  (2)  an  der  oder  einer  Schubseite  (33) 
grolier  ist  als  an  der  Seitenflache  der  oder  einer 
der  Schubseite  gegenuberliegenden  Seite  (32). 

55 
5.  Maschine  nach  irgendeinem  vorhergehenden 

Anspruch,  wobei  der  erste  und  der  zweite  Ring 
(3,4)  an  dem  Kolben  (2)  derart  angeordnet  sind, 
dali  ein  Abstand  zwischen  dem  ersten  und  dem 

9 
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zweiten  Ring  (3,4)  sich  von  einer  oszillierenden 
Seitenflache  (32)  des  Kolbens  (2)  zu  deranderen 
gegenuberliegenden  oszillierenden  Seitenflache 
(33)  allmahlich  vergroliert. 

6.  Maschine  nach  irgendeinem  vorhergehenden 
Anspruch,  wobei  der  erste  Ring  (3)  an  einer  au- 
lieren  Umfangsflache  des  Kolbens  im  wesentli- 
chen  parallel  zu  der  oberen  Flache  (7)  des  Kol- 
bens  (2)  angeordnet  ist,  welche  die  Verbren- 
nungskammer  (6)  der  Maschine  bestimmt;  und 
der  zweite  Ring  (4)  an  der  aulieren  Umfangsfla- 
che  des  Kolbens  (2)  angeordnet  und  relativ  zu 
dem  ersten  Ring  (3)  schraggestellt  ist. 

7.  Maschine  nach  irgendeinem  vorhergehenden 
Anspruch,  wobei  die  Gaskammer  (11)  weiter  be- 
stimmt  ist  durch  Trennteile  (9,  1  0),  die  an  dem  Kol- 
ben  (2)  angebracht  sind  und  den  ersten  und  den 
zweiten  Ring  (3,4)  verbinden. 

8.  Maschine  nach  Anspruch  7,  wobei  der  erste  und 
der  zweite  Ring  (3,4)  an  einer  aulieren  Umfangs- 
flache  des  Kolbens  (2)  im  wesentlichen  parallel 
zu  einer  oberen  Flache  (7)  des  Kolbens  (2)  ange- 
ordnet  sind,  welche  die  Verbrennungskammer  (6) 
der  Maschine  bestimmt. 

9.  Maschine  nach  Anspruch  7  oder  8,  wobei  die 
Trennteile  (9,  10)  angebracht  sind,  urn  einen  halb- 
ringformigen  Raum  (11)  auf  der  oder  einer 
Schubseite,  welcher  die  Gaskammer  aufweist, 
und  einen  weiteren  halbringformigen  Raum  (12) 
auf  der  oder  einer  der  Schubseite  gegenuberlie- 
genden  Seite  zu  schaffen. 

1  0.  Maschine  nach  Anspruch  9,  weiterhin  umfassend 
einen  zweiten  Gasdurchgang  (112)  zum  Verbin- 
den  des  halbringformigen  Raums  (12)  auf  der  der 
Schubseite  gegenuberliegenden  Seite  mit  der 
Verbrennungskammer  (6)  der  Maschine  zu  ver- 
binden. 

11.  Maschine  nach  irgendeinem  vorhergehenden 
Anspruch,  wobei  der  erste  Gasdurchgang 
(41,51,111)  die  Gaskammer  (8,11)  mit  der  Ver- 
brennungskammer  (6)  der  Maschine  verbindet, 
wenn  der  Kolben  (2)  sich  an  einer  Position  in  ei- 
nem  Bereich  befindet,  der  einem  Kurbelwinkel 
von  0°  bis  20°  entspricht. 

12.  Maschine  nach  irgendeinem  vorhergehenden 
Anspruch,  wobei  der  erste  Gasdurchgang 
(41,51,111)  die  Gaskammer  (8,11)  mit  der  Ver- 
brennungskammer  (6)  der  Maschine  mit  einer 
maximalen  Offnung  verbindet,  wenn  der  Kolben 
(2)  sich  an  einer  Position  befindet,  die  einem  Kur- 
belwinkel  von  10°  entspricht. 

13.  Maschine  nach  irgendeinem  vorhergehenden 
Anspruch,  wobei  der  erste  Gasdurchgang 
(41,51,111)  derart  gebildet  ist,  dali  die  Verbin- 

5  dung  der  Gaskammer  (8,11)  mit  der  Verbren- 
nungskammer  (6)  der  Maschine  geschlossen  ist 
oder  die  Gaskammer  (8,11)  geringfugig  mit  der 
Verbrennungskammer  (6)  der  Maschine  verbun- 
den  ist,  wenn  der  Kolben  (2)  sich  an  einer  Position 

10  befindet,  die  einem  Kurbelwinkel  von  0°  ent- 
spricht. 

14.  Maschine  nach  irgendeinem  vorhergehenden 
Anspruch,  wobei  der  erste  Gasdurchgang 

15  (41,51,111)  derart  gebildet  ist,  dali  die  Verbin- 
dung  zwischen  der  Gaskammer  (8,11)  und  der 
Verbrennungskammer  (6)  der  Maschine  ge- 
schlossen  ist,  wenn  der  Kolben  (2)  sich  an  einer 
Position  befindet,  die  einem  Kurbelwinkel  von 

20  grolier  als  20°  entspricht. 

15.  Maschine  nach  irgendeinem  vorhergehenden 
Anspruch,  wobei  der  erste  Gasdurchgang 
(15,111)  oder  der  zweite  Gasdurchgang  (112)  ein 

25  Spaltzwischen  beabstandeten  gegenuberliegen- 
den  Enden  des  ersten  oberen  Ringes  (13)  ist. 

16.  Maschine  nach  irgendeinem  vorhergehenden 
Anspruch,  wobei  der  erste  Gasdurchgang 

30  (15,26,41,51,111)  oder  der  zweite  Gasdurchgang 
(112)  ein  durchgehendes  Loch,  eine  Konkavitat 
oder  eine  spharische  bzw.  kugelformige  Konka- 
vitat  ist,  das  bzw.  die  in  dem  Kolben  (2),  dem  er- 
sten  oberen  Ring  (3)  oder  der  zylindrischen  Sei- 

35  tenwand  (14)  gebildet  ist. 

17.  Maschine  nach  irgendeinem  vorhergehenden 
Anspruch,  weiter  umfassend  einen  Kolbenzapfen 
(18)  zum  Verbinden  einer  Pleuelstange  (19)  mit 

40  dem  Kolben  (2),  wobei  der  Zapfen  (18)  an  dem 
Kolben  (2)  derart  vorgesehen  ist,  dali  eine  Mitte 
des  Zapfens  (18)  von  der  Mitte  des  Kolbens  (2)  in 
Richtung  gegen  die  oder  eine  der  Schubseite  ge- 
genuberliegende  Seite  verschoben  ist. 

45 

Revendications 

1.  Moteur  comprenant: 
so  un  piston  (2)  dispose  a  I'interieurd'une  pa- 

roi  laterale  cylindrique  (1);  et 
un  premier  segment  superieur  (3)  monte 

sur  ledit  piston  (2)  au  voisinage  d'une  surface  su- 
perieure  (7)  de  ce  piston  (2)  qui  def  init  une  cham- 

55  bre  de  combustion  (6)  de  moteur;  et 
un  second  segment  inferieur  (4)  monte  sur 

ledit  piston  (2)  au  voisinage  dudit  premier  seg- 
ment  superieur  (3); 

un  espace  de  poussee  qui  est  une  cham- 
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bre  (8,  11)  a  gaz  definie  entre  une  surface  inte- 
rieure  de  ladite  paroi  laterale  cylindrique  (14),  une 
surface  exterieure  dudit  piston  (2),  ledit  premier 
segment  superieur  (3)  et  ledit  second  segment  in- 
ferieur  (4);  et 

un  premier  passage  (15,  26,  41,  51,  111) 
d'acheminement  de  gaz  faisant  communiquer  la- 
dite  chambre  a  gaz  (8,  11)  et  ladite  chambre  de 
combustion  (6)  du  moteur,  une  pression  de  gaz 
en  provenance  de  ladite  chambre  de  combustion 
(6)  du  moteur  pouvant  etre  introduite  dans  ledit 
espace  de  poussee  (8,  11)  parl'intermediaire  du- 
dit  premier  passage  (15,  26,  41,  51,  111)  d'ache- 
minement  de  gaz. 

2.  Moteur  selon  la  revendication  1  ,  dans  lequel  une 
zone  de  la  surface  laterale  du  piston  qui  recoit  la 
pression  de  gaz  regnant  dans  I'espace  de  pous- 
see  (8,11,61)  augmente  depuis  une  (32)  des  sur- 
faces  laterales  oscillantes  du  piston  (2)  jusqu'a 
I'autre  surface  laterale  oscillante  opposee  (33). 

3.  Moteur  selon  la  revendication  1  ou  la  revendica- 
tion  2,  dans  lequel  une  (32)  des  surfaces  latera- 
les  oscillantes  du  piston  (2)  est  la  surface  laterale 
de  ce  dernier  situee  sur  le  cote  oppose  a  la  pous- 
see  et  I'autre  (33)  des  surfaces  oscillantes  est  la 
surface  laterale  du  piston  situee  sur  le  cote  oil  est 
exercee  la  poussee. 

4.  Moteur  selon  n'importe  quelle  revendication  pre- 
cedents,  dans  lequel  la  zone  du  piston  (2)  qui  re- 
go  it  la  pression  du  gaz  est  plus  grande  sur  la  sur- 
face  laterale  du  piston  (2)  situee  sur  le  ou  un  cote 
oil  est  exercee  la  poussee  (33)  que  sur  la  surface 
laterale  situee  sur  le  ou  un  cote  (32)  oppose  a  la 
poussee. 

5.  Moteur  selon  n'importe  quelle  revendication  pre- 
cedents,  dans  lequel  les  premier  et  second  seg- 
ments  (3,  4)  sont  disposes  de  maniere  telle  sur  le 
piston  (2)  que  la  distance  entre  les  premier  et  se- 
cond  segments  (34)  augmente  progressivement 
depuis  une  (32)  des  surfaces  laterales  oscillan- 
tes  du  piston  (2)  jusqu'a  I'autre  surface  laterale 
oscillante  opposee  (33). 

6.  Moteur  selon  n'importe  quelle  revendication  pre- 
cedents,  dans  lequel  le  premier  segment  (3)  est 
dispose  sur  la  surface  circonferentielle  exterieure 
du  piston  de  facon  sensiblement  parallele  a  la 
surface  superieure  (7)  du  piston  (2)  qui  definit  la 
chambre  de  combustion  (6)  du  moteur;  et  le  se- 
cond  segment  (4)  est  dispose  sur  la  surface  cir- 
conferentielle  exterieure  du  piston  (2)  et  est  incli- 
ne  par  rapport  au  premier  segment  (3). 

7.  Moteur  selon  n'importe  quelle  revendication  pre- 

cedente,  dans  lequel  la  chambre  a  gaz  (11)  est  en 
outre  definie  par  des  elements  formant  cloisons 
(9,  10)  montes  sur  le  piston  (2)  et  reliant  lesdits 

5  premier  et  second  segments  (3,  4). 

8.  Moteur  selon  la  revendication  7,  dans  lequel  les 
premier  et  second  segments  (3,  4)  sont  disposes 
sur  la  surface  circonferentielle  exterieure  du  pis- 

10  ton  (2)  de  facon  sensiblement  parallele  a  la  sur- 
face  superieure  (7)  du  piston  (2)  qui  definit  la 
chambre  de  combustion  (6)  du  moteur. 

9.  Moteur  selon  la  revendication  7  ou  la  revendica- 
15  tion  8,  dans  lequel  lesdits  elements  formant  cloi- 

sons  (9,  1  0)  sont  montes  de  maniere  a  former  sur 
le  ou  un  cote  ou  est  exercee  la  poussee  un  demi- 
espace  annulaire  (11)  comprenant  la  chambre  a 
gaz  et  un  autre  demi  espace  annulaire  (12)  sur  le 

20  ou  un  cote  situe  a  I'oppose  de  la  poussee. 

10.  Moteur  selon  la  revendication  9,  comprenant  en 
outre  un  second  passage  (112)  d'acheminement 
de  gaz  pour  faire  communiquer  le  demi-espace 

25  annulaire  (1  2)  situe  sur  le  cote  oppose  a  la  pous- 
see  avec  le  chambre  de  combustion  (6)  du  mo- 
teur. 

11.  Moteur  selon  n'importe  quelle  revendication  pre- 
30  cedente,  dans  lequel  ledit  premier  passage  (41, 

51,  111)  d'acheminement  de  gaz  fait  communi- 
quer  ladite  chambre  a  gaz  (8,  11)  avec  la  chambre 
de  combustion  (6)  du  moteur  lorsque  le  piston  (2) 
se  trouve  dans  une  position  situee  dans  une  pla- 

35  ge  correspondant  a  0°-20°  de  Tangle  de  vilebre- 
quin. 

12.  Moteur  selon  n'importe  quelle  revendication  pre- 
cedente,  dans  lequel  le  premier  passage  (41,51, 

40  111)  d'acheminement  de  gaz  fait  communiquer  la 
chambre  a  gaz  (8,  11)  avec  la  chambre  de 
combustion  (6)  du  moteur  avec  une  ouverture 
maximale  lorsque  le  piston  (2)  se  trouve  dans  une 
position  correspondant  a  10°  de  Tangle  de  vile- 

45  brequin. 

13.  Moteur  selon  n'importe  quelle  revendication  pre- 
cedente,  dans  lequel  ledit  premier  passage  (41, 
51,  111)  d'acheminement  de  gaz  est  forme  de 

so  maniere  a  fermer  la  communication  entre  la 
chambre  a  gaz  (8,  11)  et  la  chambre  de  combus- 
tion  (6)  du  moteur  ou  a  faire  communiquer  lege- 
rement  la  chambre  a  gaz  (8,  11)  et  la  chambre  de 
combustion  (6)  du  moteur  lorsque  le  piston  (2)  se 

55  trouve  dans  une  position  correspondant  a  0°  de 
Tangle  de  vilebrequin. 

14.  Moteur  selon  n'importe  quelle  revendication  pre- 
cedente,  dans  lequel  ledit  premier  passage  (41, 
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51,  111)  d'acheminement  de  gaz  est  forme  de 
maniere  a  fermer  la  communication  entre  la 
chambre  a  gaz  (8,  11)  et  la  chambre  de  combus- 
tion  (6)  du  moteur  lorsque  le  piston  (2)  se  trouve  5 
dans  une  position  correspondant  a  plus  de  20°  de 
Tangle  de  vilebrequin. 

15.  Moteur  selon  n'importe  quelle  revendication  pre- 
cedents,  dans  lequel  ledit  premier  passage  (15,  10 
111)  d'acheminement  de  gaz  ou  ledit  second  pas- 
sage  (112)  d'acheminement  de  gaz  est  un  inter- 
vals  entre  les  extremites  opposees  espacees  du 
premier  segment  superieur  (3). 

15 
16.  Moteur  selon  n'importe  quelle  revendication  pre- 

cedents,  dans  lequel  ledit  premier  passage  (15, 
26,  41,  51,  111)  d'acheminement  de  gaz  ou  ledit 
second  passage  (112)  d'acheminement  de  gaz 
est  un  trou  traversant,  une  concavite  ou  une  20 
concavite  spherique  formee  dans  le  piston  (2),  le 
premier  segment  superieur  (3)  ou  la  paroi  laterale 
cylindrique  (14). 

17.  Moteur  selon  n'importe  quelle  revendication  pre-  25 
cedents  comprenant  ,  en  outre,  un  axe  (18)  de 
piston  pour  relier  une  bielle  (19)  pour  piston  (2), 
Taxe  (18)  etant  monte  sur  le  piston  (2)  de  telle 
sorte  que  le  centre  de  Taxe  (18)  soit  decale  par 
rapport  au  centre  du  piston  (2)  en  direction  du  ou  30 
d'un  cote  oppose  a  la  poussee. 
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