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(54) Image displaying device

(57) It is an object to prevent the image quality dete-
rioration of a moving image likely to include a plurality of
the same consecutive images such as a movie video
image or a CG video image due to the motion-compen-
sated frame rate conversion (FRC) processing. An image
displaying device is provided with an FRC portion (10)
for converting the number of frames in an input image
signal by interpolating an image signal to which a motion
compensation processing has been given between the
frames in the input image signal, a controlling portion (14)
for controlling each portion according to an image tone
mode selected by a user.; The FRC portion (10) includes
a motion vector detecting portion (11e) for detecting a
motion vector between the frames of the input image sig-
nal, an interpolating vector evaluating portion (11f) for
allocating an interpolating vector between the frames
based on the motion vector information, and an interpo-
lating frame generating portion (12d) for generating an
interpolating frame from the interpolating vector. In the
case that the image tone mode selected by the user is a
predetermined image tone mode, the controlling portion
(14) set the motion vector detected by the motion vector

detecting portion (11e) to zero-vector to make the motion
compensation processing of the FRC portion (10) inef-
fective.
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Description

TECHNICAL FIELD

[0001] The present invention relates to an image dis-
playing device and method having a function of convert-
ing a frame rate or field rate, and more particularly, to an
image displaying device and an image displaying method
of the device, which include preventing the image quality
deterioration of a moving image likely to include a plurality
of the same consecutive images due to a motion-com-
pensated rate conversion processing.

BACKGROUND OF THE INVENTION

[0002] As compared to conventional cathode-ray
tubes (CRTs) primarily used for realizing moving images,
LCDs (Liquid Crystal Displays) have a drawback, so-
called motion blur, which is the blurring of outline of a
moving portion perceived by a viewer when displaying a
moving image. It is pointed out that this motion blur arises
from the LCD display mode itself (see, e.g., Specification
of Japanese Patent No. 3295437; "Ishiguro Hidekazu
and Kurita Taiichiro, "Consideration on Motion Picture
Quality of the Hold Type Display with an octuple-rate
CRT", IEICE Technical Report, Institute of Electronics,
Information and Communication Engineers, EID96-4
(1996-06), p.19-26").
[0003] Since fluorescent material is scanned by an
electron beam to cause emission of light for display in
CRTs, the light emission of pixels is basically impulse-
like although slight afterglow of the fluorescent material
exists. This is called an impulse display mode. On the
other hand, in the case of LCDs, an electric charge is
accumulated by applying an electric field to liquid crystal
and is retained at a relatively high rate until the next time
the electric field is applied. Especially, in the case of the
TFT mode, since a TFT switch is provided for each dot
composing a pixel and each pixel normally has an aux-
iliary capacity, the ability to retain the accumulated
charge is extremely high. Therefore, the light emission
is continued until the pixels are rewritten by the applica-
tion of the electric field based on the image information
of the next frame or field (hereinafter, represented by the
frame). This is called a hold display mode.
[0004] Since the impulse response of the image dis-
playing light has a temporal spread in the above hold
display mode, spatial frequency characteristics deterio-
rate along with temporal frequency characteristics, re-
sulting in the motion blur. Since the human eye can
smoothly follow a moving object, if the light emission time
is long as in the case of the hold type, the movement of
image seems jerky and unnatural due to the time inte-
gration effect.
[0005] To improve the motion blur in the above hold
display mode, a frame rate (number of frames) is con-
verted by interpolating an image between frames in a
known technology. This technology is called FRC (Frame

Rate Converter) and is put to practical use in liquid crystal
displaying devices, etc.
[0006] Conventionally known methods of converting
the frame rate include various techniques such as simply
repeating read-out of the same frame for a plurality of
times and frame interpolation using linear interpolation
between frames (see, e.g., Yamauchi Tatsuro, "TV
Standards Conversion", Journal of the Institute of Tele-
vision Engineers of Japan, Vol. 45, No. 12, pp.1534-1543
(1991)). However, in the case of the frame interpolation
processing using the linear interpolation, unnaturalness
of motion (jerkiness, judder) is generated due to the frame
rate conversion, and the motion blur disturbance due to
the above hold display mode cannot sufficiently be im-
proved, resulting in inadequate image quality.
[0007] To eliminate effects of the jerkiness, etc., and
improve quality of moving images, a motion-compensat-
ed frame interpolation processing using motion vectors
is proposed. Since a moving image itself is captured to
compensate the image movement in this processing,
highly natural moving images may be acquired without
deteriorating the resolution and generating the jerkiness.
Since interpolation image signals are generated with mo-
tion compensation, the motion blur disturbance due to
the above hold display mode may sufficiently be im-
proved.
[0008] Above Specification of Japanese Patent No.
3295437 discloses a technology of motion-adaptively
generating interpolating frames to increase a frame fre-
quency of a display image for improving deterioration of
spatial frequency characteristics causing the motion blur.
In this case, at least one interpolation image signal inter-
polated between frames of a display image is motion-
adaptively generated from the previous and subsequent
frames, and the generated interpolation image signals
are interpolated between the frames and are sequentially
displayed.
[0009] Fig. 1 is a block diagram of a schematic config-
uration of an FRC drive display circuit in a conventional
liquid crystal displaying device and, in Fig. 1, the FRC
drive display circuit includes an FRC portion 100 that
converts the number of frames of the input image signal
by interpolating the image signals to which the motion
compensation processing has been given between
frames of the input video signal, an active-matrix liquid
crystal display panel 104 having a liquid crystal layer and
an electrode for applying the scan signal and the data
signal to the liquid crystal layer, and an electrode driving
portion 103 for driving a scan electrode and a data elec-
trode of the liquid crystal display panel 104 based on the
image signal subjected to the frame rate conversion by
the FRC portion 100.
[0010] The FRC portion 100 includes a motion vector
detecting portion 101 that detects motion vector informa-
tion from the input image signal and an interpolating
frame generating portion 102 that generates interpolating
frames based on the motion vector information acquired
by the motion vector detecting portion 101.
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[0011] In the above configuration, for example, the mo-
tion vector detecting portion 101 may obtain the motion
vector information with the use of a block matching meth-
od and a gradient method described later or if the motion
vector information is included in the input image signal
in some form, this information may be utilized. For ex-
ample, the image data compression-encoded with the
use of the MPEG format includes motion vector informa-
tion of a moving image calculated at the time of encoding,
and this motion vector information may be acquired.
[0012] Fig. 2 is a diagram for explaining a frame rate
conversion processing by the conventional FRC drive
display circuit shown in Fig. 1. The FRC portion 100 gen-
erates interpolating frames (gray-colored images in Fig.
2) between frames with the motion compensation using
the motion vector information output from the motion vec-
tor detecting portion 101 and sequentially outputs the
generated interpolation signals along with the input frame
signals to perform processing of converting the frame
rate of the input image signal from 60 frames per second
(60 Hz) to 120 frames per second (120 Hz).
[0013] Fig. 3 is a diagram for explaining an interpolat-
ing frame generation processing of the motion vector de-
tecting portion 101 and the interpolating frame generating
portion 102. The motion vector detecting portion 101 us-
es the gradient method to detect a motion vector 105
from, for example, a frame #1 and a frame #2 shown in
Fig. 3. The motion vector detecting portion 101 obtains
the motion vector 105 by measuring a direction and an
amount of movement in 1/60 second between the frame
#1 and the frame #2. The interpolating frame generating
portion 102 then uses the obtained motion vector 105 to
allocate an interpolating vector 106 between the frame
#1 and the frame #2. An interpolating frame 107 is gen-
erated by moving an object (in this case, an automobile)
from a position of the frame #1 to a position after 1/120
second based on the interpolating vector 106.
[0014] By performing the motion-compensated frame
interpolation processing with the use of the motion vector
information to increase a display frame frequency in this
way, the display state of the LCD (the hold display mode)
can be made closer to the display state of the CRT (the
impulse display mode) and the image quality deteriora-
tion can be improved which is due to the motion blur
generated when displaying a moving image.
[0015] In the motion-compensated frame interpolation
processing, it is essential to detect the motion vectors for
performing the motion compensation. For example, the
block matching method and the gradient method are pro-
posed as representative techniques for the motion vector
detection. In these methods, the motion vector is detect-
ed for each pixel or small block between two consecutive
frames and this motion vector is used to interpolate each
pixel or small block of the interpolating frame between
two frames. An image at an arbitrary position between
two frames is interpolated at an accurately compensated
position to convert the number of frames.
[0016] Since the frames are highly correlated in mov-

ing images and has continuity in the time axis direction,
a pixel or a small block moving in one frame tends to
move with the same movement amount in the subse-
quent frame or the previous frame. For example, in the
case of a moving image of a ball rolling from the right to
the left of a screen, the ball area moves with similar move-
ment amounts in every frame. Consecutive frames tend
to have the continuity of motion vectors.
[0017] Therefore, the motion vector in the next frame
may more easily or more accurately be detected by ref-
erence to a motion vector detection result of preceding
frames. For example, in the iterative gradient method,
which is an improved gradient method, a motion vector
of a neighboring block already detected in the previous
frame or the current frame is defined as an initial deflec-
tion vector, which is used as a starting point to repeat
calculations of the gradient method for a detected block.
With this method, a substantially accurate movement
amount can be acquired by repeating the gradient meth-
od about two times.
[0018] A motion vector may also efficiently be detected
in the block matching method in such a way that a refer-
ence is made to the motion vector detection result of the
previous frame to change the search order. When de-
tecting a motion vector, for example, the frame rate con-
version may be processed in real time by utilizing the
motion vector already detected.

DISCLOSURE OF THE INVENTION

PROBLEMS TO BE SOLVED BY THE INVENTION

[0019] Video signals may be sourced from videos from
movie films and videos from computer graphics (CG) in
addition to videos shot by normal television video cam-
eras. Therefore, television broadcast signals and video
disc reproduction signals in the NTSC mode or the PAL
mode often include video signals from movie films or CG.
Due to the recent development in storage capacity of
recording medium (e.g., DVD (digital versatile disc), HD
(hard disc)) and the digitization of transmission methods,
video signals from various sources may be mixed.
[0020] For example, a normal movie film has 24 frames
per second and, when this film is output to a display hav-
ing a frame rate of 60 Hz, the video having a frame rate
of 24 Hz is to which the 2-3 pull-down processing has
been given and is converted into and output as video
signals having a frame rate of 60 Hz by outputting the
same images for every two or three frames.
[0021] When a filmed movie having 30 frames per sec-
ond, or animation or a game video image that is produced
using CG is output on a display whose frame rate is 60
Hz, the video image whose frame rate is 30 Hz is 2-2-
pull-down-processed and the same image is output for
every two frames and, thereby, the video image is con-
verted into and output as a video image signal whose
frame rate is 60 Hz. When a filmed movie having 24
frames per second is output on a display whose frame

3 4 



EP 2 439 944 A1

4

5

10

15

20

25

30

35

40

45

50

55

rate is 50 Hz, the video image whose frame rage is 24
Hz is 2-2-pull-down-processed and the same image is
output for every two frames.
[0022] As above, the original images of many filmed
movies, many pieces of animation, and many game video
images that are produced using CG, have a frame rate
of 60 Hz or lower and they are output to display as a
video image signal at 60 Hz by consecutively outputting
a plurality of same images.
[0023] The case of a film movie having 24 frames per
second described above will be described with reference
to Fig. 4. Frame #1 to #10 of Fig. 4 represents an image
sequence converted into 60 Hz from a 24-Hz movie video
through the 2-3 pull-down processing. The frames #1 and
#2, the frames #3 to #5, the frames #6 and #7, and the
frames #8 to #10 are the same images, respectively.
[0024] In a video likely to include a plurality of the same
output images, the continuity of motion vectors becomes
impaired between frames. For example, it is assumed
that some kind of a moving obj ect is shot in the video of
Fig. 4. Although a motion vector is detected between the
frames #5 and #6 since these frames are different imag-
es, a motion vector to be detected should completely be
zero between the next frames #6 and #7 since these
frames are the same images. Since the next frames #7
and #8 are different images, a motion vector is detected
between these frames.
[0025] With regard to the motion vectors of the suc-
cessive frames from the frame #5 to the frame #7 of Fig.
4, no continuity of the motion vectors exists between ad-
jacent frames since "motion vector exists", "motion vector
is zero", and "motion vector exists" are mixed in this order.
[0026] If the processing for detecting the motion vector
in the next frame is executed by referring to the motion
vector detection result of the previous frame as above
for such a video likely to include a plurality of the same
output images, it is problematic that the motion vector is
erroneously detected since no continuity of the motion
vector exists between the frames.
[0027] In the above example, although a motion vector
to be detected should completely be zero between the
frames #6 and #7 since these frames are the same im-
ages, a motion vector between the previous frames #5
and #6 is not zero and, therefore, a vector other than
zero may erroneously be detected by referring to this
vector.
[0028] Although a motion vector should be detected
between the frames #7 and #8 since these frames are
different images, a motion vector between the previous
frames #6 and #7 is zero and, therefore, a zero vector
may erroneously be detected by referring to this vector.
It is problematic that such an erroneous detection of the
motion vector may cause the image quality deterioration
in the displayed video.
[0029] In the above type of image displaying device, a
plurality of image tones that a user is able to select are
usually equipped to designate and adjust the image qual-
ity of a displayed image corresponding to the viewing

environment and the video image software. For example,
a "standard mode" that sets a standard image that is
definite, a "dynamic mode" that adjusts an image to be
clear and to have strong contrast, a "movie (cinema/
theater) mode" that adjusts a dark image to be a viewable
image by weakening the sense of contrast for video im-
ages such as a movie, and a "game mode" that adjusts
an image of a video game, etc., to be an eye-friendly
image by suppressing the luminance are generally set.
[0030] Adjustment values for the luminance, the gray
scale, the black level, the color thickness, the hue, the
contour emphasis etc. , of a screen are stored in advance
corresponding to each of the above image tone modes
and, thereby, the user selects a desired image tone
mode. Thereby, easy and quick execution of an appro-
priate image quality adjustment corresponding to the
viewing environment and the video image software is en-
abled. For example, when a movie program or movie
software is viewed, the user is able to execute the image
quality adjustment suitable for viewing a movie by select-
ing the "movie (cinema/theater) mode".
[0031] Therefore, in the case where an image tone
mode such as the "movie (cinema/theater) mode" or the
"game mode" is selected by the user, since a moving
image that may include sections having the plurality of
consecutive same images such as a movie video image
or a CG video image is input, it is highly probable that
degradation of the image quality of the display video im-
age is caused by the above reason.
[0032] The present invention was conceived in view of
the above problems and it is therefore the object of the
present invention to provide an image displaying device
and method capable of preventing the image quality de-
terioration of a moving image likely to include a plurality
of the same consecutive images such as a movie video
and a game (CG) video due to the motion-compensated
frame rate conversion (FRC) processing.

MEANS FOR SOLVING THE PROBLEMS

[0033] A first invention of the present application is an
image displaying device having a rate converting means
that interpolates an image signal to which a motion com-
pensation processing has been given between frames
or fields of an input image signal to convert and output
the number of frames or fields of the input image signal
to a display panel, wherein the motion compensation
processing in the rate converting means is made ineffec-
tive when a predetermined image tone mode of a plurality
of image tone modes set in the image displaying device
is selected by a user.
[0034] A second invention of the present application
is an image displaying device, wherein the rate convert-
ing means includes a motion vector detecting portion that
detects motion vector information between consecutive
frames or fields included in the input image signal, an
interpolating vector allocating portion that allocates an
interpolating vector between the frames or the fields
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based on the detected motion vector information, an in-
terpolation image generating portion that generates an
interpolation image signal from the allocated interpolat-
ing vector, and an image interpolating portion that inter-
polates the generated interpolation image signal be-
tween the frames or the fields.
[0035] A third invention of the present application is an
image displaying device, wherein when a predetermined
image tone mode of the plurality of image tone modes
set in the image displaying device is selected by a user,
the motion vector detected by the motion vector detecting
portion is set to zero-vector to make the motion compen-
sation processing ineffective.
[0036] A fourth invention of the present application is
an image displaying device, wherein when a predeter-
mined image tone mode of the plurality of image tone
modes set in the image displaying device is selected by
a user, the interpolating vector allocated by the interpo-
lating vector allocating portion is set to zero-vector to
make the motion compensation processing ineffective.
[0037] A fifth invention of the present application is an
image displaying device having a rate converting means
that interpolates an image signal to which a motion com-
pensation processing has been given between frames
or fields of an input image signal to convert and output
the number of frames or fields of the input image signal
to a display panel, wherein the input image signal is out-
put to the display panel without converting the number
of frames or fields of the input image signal when a pre-
determined image tone mode of a plurality of image tone
modes set in the image displaying device is selected by
a user.
[0038] A sixth invention of the present application is
an image displaying device, wherein the drive frequency
of the display panel displaying the image signals is var-
iable and the drive frequency of the display panel is varied
in accordance with the frame frequency or the field fre-
quency of the input image signal when a predetermined
image tone mode of the plurality of image tone modes
set in the image displaying device is selected by a user.
[0039] A seventh invention of the present application
is an image displaying device having a rate converting
means that interpolates an image signal to which a mo-
tion compensation processing has been given between
frames or fields of an input image signal to convert and
output the number of frames or fields of the input image
signal to a display panel, wherein another rate converting
means that inserts an image signal to which the motion
compensation processing has not been given between
frames or fields of the input image signal to convert the
number of frames or fields of the input image signal is
also included and the image signal with the number of
frames or fields converted by the another rate converting
means is output to the display panel when a predeter-
mined image tone mode of a plurality of image tone
modes set in the image displaying device is selected by
a user.
[0040] An eighth invention of the present application

is an image displaying device, wherein the another rate
converting means inserts an image signal of the frames
or fields between frames or fields of the input image signal
to convert the number of frames or fields of the input
image signal.
[0041] A ninth invention of the present application is
an image displaying device, wherein the another rate
converting means interpolates an image signal to which
a linear interpolation processing has been given between
frames or fields of the input image signal to convert the
number of frames or fields of the input image signal.
[0042] A tenth invention of the present application is
an image displaying device, wherein the another rate
converting means inserts a predetermined monochro-
matic image signal between frames or fields of the input
image signal to convert the number of frames or fields of
the input image signal.
[0043] An eleventh invention of the present application
is an image displaying device having a rate converting
means that interpolates an image signal to which a mo-
tion compensation processing has been given between
frames or fields of an input image signal to convert and
output the number of frames or fields of the input image
signal to a display panel, wherein the compensation in-
tensity of the motion compensation processing in the rate
converting means is varied when a predetermined image
tone mode of a plurality of image tone modes set in the
image displaying device is selected by a user.
[0044] A twelfth invention of the present application is
an image displaying device, wherein the rate converting
means includes an interpolation image generating por-
tion that performs weighted addition of the image signal
to which the motion compensation processing has been
given and an image signal to which a linear interpolation
processing has been given at a predetermined rate to
generate an interpolation image signal and the weighted
addition rate is varied when a predetermined image tone
mode of a plurality of image tone modes set in the image
displaying device is selected by a user.
[0045] A thirteenth invention of the present application
is an image displaying device, wherein when a predeter-
mined image tone mode of a plurality of image tone
modes set in the image displaying device is selected by
a user, the interpolation image generating portion defines
the image signal to which the linear interpolation process-
ing has been given as the interpolation image signal, and
wherein when an image tone mode other than the pre-
determined image tone mode of a plurality of image tone
modes set in the image displaying device is selected by
a user, the interpolation image generating portion defines
the image signal to which the motion compensation
processing has been given as the interpolation image
signal.
[0046] A fourteenth invention of the present application
is an image displaying device, wherein the predeter-
mined image tone mode is movie mode.
[0047] A fifteenth invention of the present application
is an image displaying device, wherein the predeter-
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mined image tone mode is game mode.
[0048] A sixteenth invention of the present application
is an image displaying device, wherein the rate convert-
ing means converts a frame frequency or field frequency
of the input image signal into integral multiples of each.
[0049] A seventeenth invention of the present applica-
tion is an image displaying method having the step of
interpolating an image signal to which a motion compen-
sation processing has been given between frames or
fields of an input image signal to convert the number of
frames or fields of the input image signal, wherein the
step of determining whether an image tone mode select-
ed by a user is a predetermined image tone mode of a
plurality of image tone modes set in the image displaying
device and the step of making the motion compensation
processing ineffective when it is determined that the se-
lected image tone mode is the predetermined image tone
mode are included.
[0050] An eighteenth invention of the present applica-
tion is an image displaying method having the step of
interpolating an image signal to which a motion compen-
sation processing has been given between frames or
fields of an input image signal to convert the number of
frames or fields of the input image signal, wherein the
step of determining whether an image tone mode select-
ed by a user is a predetermined image tone mode of a
plurality of image tone modes set in the image displaying
device and the step of changing a drive frequency of a
display panel in accordance with the frame frequency or
the field frequency of the input image signal when it is
determined that the selected image tone mode is the pre-
determined image tone mode are included.
[0051] A nineteenth invention of the present applica-
tion is an image displaying method having the step of
interpolating an image signal to which a motion compen-
sation processing has been given between frames or
fields of an input image signal to convert the number of
frames or fields of the input image signal, wherein the
step of determining whether an image tone mode select-
ed by a user is a predetermined image tone mode of a
plurality of image tone modes set in the image displaying
device and the step of inserting between frames or fields
of the input image signal an image signal of the frames
or fields to convert the number of frames or fields of the
input image signal when it is determined that the selected
image tone mode is the predetermined image tone mode
are included.
[0052] A twentieth invention of the present application
is an image displaying method having the step of inter-
polating an image signal to which a motion compensation
processing has been given between frames or fields of
an input image signal to convert the number of frames
or fields of the input image signal, wherein the step of
determining whether an image tone mode selected by a
user is a predetermined image tone mode of a plurality
of image tone modes set in the image displaying device
and the step of interpolating an image signal to which a
linear interpolation processing has been given between

frames or fields of the input image signal to convert the
number of frames or fields of the input image signal when
it is determined that the selected image tone mode is the
predetermined image tone mode are included.
[0053]  A twenty-first invention of the present applica-
tion is an image displaying method having the step of
interpolating an image signal to which a motion compen-
sation processing has been given between frames or
fields of an input image signal to convert the number of
frames or fields of the input image signal, wherein the
step of determining whether an image tone mode select-
ed by a user is a predetermined image tone mode of a
plurality of image tone modes set in the image displaying
device and the step of inserting a predetermined mono-
chromatic image signal between frames or fields of the
input image signal to convert the number of frames or
fields of the input image signal when it is determined that
the selected image tone mode is the predetermined im-
age tone mode are included.
[0054] A twenty-second invention of the present appli-
cation is an image displaying method having the step of
interpolating an image signal to which a motion compen-
sation processing has been given between frames or
fields of an input image signal to convert the number of
frames or fields of the input image signal, wherein the
step of determining whether an image tone mode select-
ed by a user is a predetermined image tone mode of a
plurality of image tone modes set in the image displaying
device and
the step of varying the compensation intensity of the mo-
tion compensation processing when it is determined that
the selected image tone mode is the predetermined im-
age tone mode are included.

EFFECTS OF THE INVENTION

[0055]  According to the present invention, the image
quality determination of displayed images may effectively
be prevented by not executing the interpolation process-
ing through motion compensation when a predetermined
image tone mode determined in advance (such as the
movie mode or the game mode) of a plurality of image
tone modes set in the image displaying device is selected
by a user.

BRIEF DESCRIPTION OF DRAWINGS

[0056]

[Fig. 1] Fig. 1 is a block diagram of a schematic con-
figuration of an FRC-driven display circuit in a con-
ventional liquid crystal displaying device.
[Fig. 2] Fig. 2 is a diagram for explaining a frame rate
conversion processing by the conventional FRC
drive display circuit shown in Fig. 1.
[Fig. 3] Fig. 3 is a diagram for explaining an interpo-
lating frame generation processing of a motion vec-
tor detecting portion and an interpolating frame gen-
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erating portion.
[Fig. 4] Fig. 4 is a diagram for explaining an image
sequence when a 24-Hz filmed movie is converted
by the 2-3-pull-down processing into a 60-Hz.
[Fig. 5] Fig. 5 is a block diagram of an exemplary
configuration of a frame rate converting portion in-
cluded in an image displaying device of the present
invention.
[Fig. 6] Fig. 6 is a diagram for explaining an example
of an interpolating frame generation processing of a
frame generating portion.
[Fig. 7] Fig. 7 is a block diagram of an exemplary
main configuration of a liquid crystal displaying de-
vice according to a first embodiment of the present
invention.
[Fig. 8] Fig. 8 is a diagram for explaining the order
of selecting and switching image tone modes of the
liquid crystal displaying device according to the first
embodiment of the present invention.
[Fig. 9] Fig. 9 is a block diagram of an exemplary
main configuration of a liquid crystal displaying de-
vice according to a second embodiment of the
present invention.
[Fig. 10] Fig. 10 is a block diagram of an exemplary
main configuration of a liquid crystal displaying de-
vice according to a third embodiment of the present
invention.
[Fig. 11] Fig. 11 is a diagram of a relationship be-
tween input data and output data according to the
third embodiment of the present invention.
[Fig. 12] Fig. 12 is a block diagram of an exemplary
main configuration of a liquid crystal displaying de-
vice according to a fourth embodiment of the present
invention.
[Fig. 13] Fig. 13 is a diagram of a relationship be-
tween input data and output data according to the
fourth embodiment of the present invention.
[Fig. 14] Fig. 14 is a block diagram of an exemplary
main configuration of a liquid crystal displaying de-
vice according to a fifth embodiment of the present
invention.
[Fig. 15] Fig. 15 is a diagram of a relationship be-
tween input data and output data according to the
fifth embodiment of the present invention.
[Fig. 16] Fig. 16 is a block diagram of an exemplary
main configuration of a liquid crystal displaying de-
vice according to a sixth embodiment of the present
invention.
[Fig. 17] Fig. 17 is a diagram of a relationship be-
tween input data and output data according to the
sixth embodiment of the present invention.
[Fig. 18] Fig. 18 is a block diagram of an exemplary
main configuration of an FRC portion according to a
seventh embodiment of the present invention.
[Fig. 19] Fig. 19 is a flowchart for explaining an ex-
ample of an image displaying method by the image
displaying device of the present invention.
[Fig. 20] Fig. 20 is a flowchart for explaining another

example of the image displaying method by the im-
age displaying device of the present invention.
[Fig. 21] Fig. 21 is a flowchart for explaining another
example of the image displaying method by the im-
age displaying device of the present invention.

EXPLANATIONS OF REFFERENCE NUMERALS

[0057] 10, 100...frame rate converting (FRC) portion,
11...vector detecting portion, 11a...luminance signal ex-
tracting portion, 11b...preprocessing filter, 11c...motion
detection frame memory, 11d...initial vector memory,
11e, 101...motion vector detecting portion, 11f...interpo-
lating vector evaluating portion, 12...frame generating
portion, 12a...interpolating frame memory, 12b, 102...in-
terpolating frame generating portion, 12c...time base
conversion frame memory, 12d...time base converting
portion, 12e...compensation intensity varying portion,
13...remote control light receiving portion, 19...controlling
portion, 15...image quality adjusting portion, 16...switch-
ing portion, 17...zero vector, 18, 103...electrode driving
portion, 19, 104...liquid crystal display panel, 20...path,
21...memory, 22...linear interpolation processing portion,
23...black level signal insertion processing portion,
105...motion vector, 106...interpolating vector, 107...in-
terpolating frame

PREFERRED EMBODIMENT OF THE INVENTION

[0058] A preferred embodiment of an image displaying
device of the present invention will now be described
referring to the accompanying drawings. Although the
present invention is applicable to either field signals and
interpolation field signals or frame signals and interpo-
lating frame signals, the frame signals and the interpo-
lating frame signals will be described as a representative
example since both (field and frame) are in a similar re-
lationship with each other.
[0059] Fig. 5 is a block diagram of an exemplary con-
figuration of a motion compensated frame rate converting
portion included in the image displaying device of the
present invention, in Fig. 5, reference numeral 10 de-
notes a frame rate converting portion (hereinafter, FRC
portion), and the FRC portion 10 corresponds to a rate
converting means of the present invention and is com-
prised of a vector detecting portion 11 that detects a mo-
tion vector between two consecutive frames included in
an input image signal and a frame generating portion 12
that generates an interpolating frame (interpolation im-
age) based on the detected motion vector. Although the
iterative gradient method is used for the motion vector
detection in the description of the vector detecting portion
11, the method is not limited to the iterative gradient meth-
od and may be the block matching method.
[0060] A feature of the iterative gradient method is that
several types of movement amounts may be detected,
and a motion vector may be detected even from a moving
object having a small region since a motion vector may
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be detected for each block. The circuit configuration
thereof may be realized in a smaller scale than other
modes (such as the block matching method). In the iter-
ative gradient method, an already detected motion vector
of a neighboring block is defined as an initial deflection
vector, which is used as a starting point to repeat calcu-
lations of the gradient method for a detected block. With
this method, a substantially accurate movement amount
may be acquired by repeating the gradient method about
two times.
[0061] In Fig. 5, the vector detecting portion 11 in-
cludes a luminance signal extracting portion 11a that ex-
tracts a luminance signal (Y signal) from an input image
signal (RGB signal), a preprocessing filter 11b that limits
a high bandwidth by applying LPF to the extracted Y sig-
nal, a motion detection frame memory 11c, an initial vec-
tor memory 11d that accumulates initial vector candi-
dates, a motion vector detecting portion 11e that detects
motion vectors between frames with the use of the iter-
ative gradient method, and an interpolating vector eval-
uating portion 11f that allocates an interpolating vector
between the frames based on the detected motion vec-
tors.
[0062] The FRC portion 10 corresponds to the rate
converting means of the present invention; the motion
vector detecting portion 11e corresponds to a motion vec-
tor detecting portion of the present invention; and the
interpolating vector evaluating portion 11f corresponds
to an interpolating vector allocating portion of the present
invention.
[0063] Since a differential component of a pixel is used
for the calculations of the above iterative gradient meth-
od, the method is easily affected by noises and calcula-
tion errors are increased if large gradient variations exist
in a detected block and, therefore, the LPF is applied by
the preprocessing filter 11b to limit the high bandwidth.
In the initial vector memory 11d, motion vectors (initial
vector candidates) already detected in a frame immedi-
ately before the previous frame are accumulated as initial
vector candidates.
[0064] The motion vector detecting portion 11e selects
a motion vector closest to the motion vector of the de-
tected block for an initial vector from the initial vector
candidates accumulated in the initial vector memory 11d.
The initial vector is selected by the block matching meth-
od from the already detected motion vectors (initial vector
candidates) in neighboring blocks of the detected block.
The motion vector detecting portion 11e uses the select-
ed initial vector as a starting point to detect a motion
vector between a previous frame and a current frame
through the calculations of the gradient method.
[0065] The interpolating vector evaluating portion 11f
evaluates the motion vectors detected by the motion vec-
tor detecting portion 11e, allocates an optimum interpo-
lating vector to an interpolation block between frames
based on the evaluation result, and outputs the vector to
the frame generating portion 12.
[0066] The frame generating portion 12 includes an

interpolating frame memory 12a that accumulates two
input frames (previous frame and current frame), an in-
terpolating frame generating portion 12b that generates
an interpolating frame based on the two input frames
from the interpolating frame memory 12a and the inter-
polating vector from the interpolating vector evaluating
portion 11f, a time base conversion frame memory 12c
for accumulating the input frames (previous frame and
current frame), and a time base converting portion 12d
that inserts the interpolating frame from the interpolating
frame generating portion 12b into the input frames from
the time base conversion frame memory 12c to generate
an output image signal (RGB signal).
[0067] The interpolating frame generating portion 12b
corresponds to an interpolation image generating portion
of the present invention and the time base converting
portion 12d corresponds to an image interpolating portion
of the present invention.
[0068] Fig. 6 is a diagram for explaining an example
of the interpolating frame generating processing of the
frame generating portion 12. The interpolating frame gen-
erating portion 12b stretches an interpolating vector V
allocated to the interpolation block into the previous
frame and the current frame and uses pixels located ad-
jacent to the intersecting points with the frames to inter-
polate the pixels in the interpolation block. For example,
in the previous frame F1, the luminance of a point A is
calculated from three adjacent points. In the current
frame F2, the luminance of a point B is calculated from
three adjacent points. In the interpolating frame F12, the
luminance of a point P is interpolated using the luminance
of the points A and B. The luminance of the point P may
be an average of the luminance of the point A and the
luminance of the point B, for example.
[0069] The interpolating frame F12 generated as above
is sent to the time base converting portion 12d. The time
base converting portion 12d sandwiches the interpolating
frame F12 between the previous frame F1 and the current
frame F2 to perform processing of converting a frame
rate. In this way, the FRC portion 10 may convert the
input image signal (60 frames/sec) into a motion-com-
pensated output image signal (120 frames/sec), which
may be output to a display panel to reduce the motion
blur and improve the moving image quality. Although the
60-frame/sec input image signal is converted into the
120-frame/sec (double) output image signal in the frame
rate conversion of this description, this is obviously ap-
plicable to the case of acquiring 90-frame/sec (1.5 times)
and 180-frame/sec (three times) output image signals,
for example.
[0070] The image displaying device of the present in-
vention includes the FRC portion 10 shown in Fig. 5 and
the main object thereof is to make the motion compen-
sation processing of the FRC portion 10 ineffective over
the entire screen (full screen) to prevent the image quality
deterioration due to the FRC processing if the input image
signals are image signals likely to include a plurality of
the same consecutive images such as a movie video and
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an animation video because of the 2-3 pull-down
processing or the 2-2 pull-down processing. Although the
present invention is applicable to general image display-
ing devices having the hold-type display characteristics
such as liquid crystal displays, organic EL displays, and
electrophoretic displays, a representative example de-
scribed in the following embodiments will be the case of
applying the present invention to a liquid crystal display-
ing device using a liquid crystal display panel for a display
panel.
[0071] In a first embodiment of the present invention,
the output of the motion vector detecting portion 11e is
forced to be zero vector to make the motion compensa-
tion processing of the FRC portion 10 ineffective when a
predetermined image tone mode such as, for example,
the movie mode or the game mode of a plurality of image
tone modes set in the liquid crystal displaying device is
selected by a user.
[0072] Fig. 7 is a block diagram of an exemplary main
configuration of a liquid crystal displaying device accord-
ing to the first embodiment of the present invention and
the liquid crystal device includes the FRC portion 10, a
remote control light receiving portion 13, a controlling por-
tion 14, an image quality adjusting portion 15, a switching
portion 16, a zero vector portion 17, an electrode driving
portion 18, and a liquid crystal display panel 19. The
switching portion 16 is disposed between the motion vec-
tor detecting portion 11e and the interpolating vector
evaluating portion 11f within the FRC portion 10 and
switches over the motion vector from the motion vector
detecting portion 11e to the zero vector portion 17 in ac-
cordance with the instruction from the controlling portion
14.
[0073] The remote control light receiving portion 13 re-
ceives a remote control signal transmitted from a remote
control (remote control device) (not shown), and outputs
the received signal to the controlling portion 14. The con-
trolling portion 14 analyzes the remote control signal re-
ceived by the remote control light receiving portion 13
and controls each portion according to an operation in-
struction of the user. In this case, in the liquid crystal
device of the embodiment, a "standard mode" a "dynamic
mode" a "movie mode", and a "game mode" are set as
the image tone modes and the user is able to instruct the
device to select any one of the image tone modes by
operating a remote controller (not shown).
[0074] The controlling portion 14 analyzes the remote
control signal received by the remote control light receiv-
ing portion 13 and when it is instructed to select an image
tone mode by the user, it outputs to the image quality
adjusting portion 15 adjustment values for luminance,
gray scale, black level, color thickness, hue, contour em-
phasis (sharpness), etc., of the screen that are stored
corresponding to the image tone mode. The image qual-
ity adjusting portion 15 applies a predetermined image
quality adjustment to the input image signal based on the
output from the controlling portion 14.
[0075]  For example, when a movie program or movie

software is viewed, a user operates a remote controller
(not shown), selects the "movie mode" and, thereby, is
able to adjust the image quality that is suitable for viewing
of a movie. Similarly, when a video game is viewed, the
user selects the "game mode" and, thereby, is able to
adjust the image quality that is suitable for viewing of the
video game. That is, when the user selects the "movie
mode", a movie video image is highly probably input and,
when the user selects the "game mode", a game (CG)
video image is highly probably input.
[0076] In the embodiment, as shown in Fig. 8, every
time an image tone mode selection button provided on
the remote controller (not shown) is pressed, the image
tone mode is shifted in order of "standard mode" → "dy-
namic mode" → "movie mode" → "game mode" →
"standard mode ... However, the method of selection op-
eration of the image tone mode is not limited to this.
[0077] The liquid crystal display panel 19 is an active-
matrix liquid crystal display that includes a liquid crystal
layer and electrodes to apply a scan signal and a data
signal to the liquid crystal layer. The electrode driving
portion 18 is a display driver to drive the scan electrodes
and the data electrodes of the liquid crystal panel 19
based on the image signal to which the frame rate con-
version by the FRC portion 10 has been given. The con-
trolling portion 14 includes a CPU for controlling the
above portions and performs control such that the motion
compensation processing of the FRC portion 10 is made
ineffective when it is determined that an image tone mode
selected by a user is a predetermined image tone mode.
[0078] The drive frequency of the liquid crystal display
panel 19 is a frame frequency converted by the FRC por-
tion 10. Therefore, if an image signal input with a frame
frequency of 60 Hz is converted by the FRC portion 10
into a frame frequency of 120 Hz, the drive frequency of
the liquid crystal display panel 19 is 120 Hz. However, if
the frame frequency conversion of the FRC processing
is not performed and the input image signal is directly
displayed and output, the drive frequency of the liquid
crystal display panel 19 is the frame frequency of the
input image signal.
[0079] Because a movie video image or a CG video
image is highly probably input when the image tone mode
selected by a user is "movie mode" or "game mode", the
controlling portion 14 switches the switching portion 16
to the zero-vector 17 to forcibly replace the motion vector
detected by the motion vector detecting portion 11e with
the zero-vector. When the image tone mode selected by
the user is a mode other than "movie mode" and "game
mode" (that is "standard mode" or "dynamic mode" in the
embodiment), the switching portion 16 is switched to the
motion vector detecting portion 11e to input the motion
vector detected by the motion vector detecting portion
11e to the interpolating vector evaluating portion 11f.
[0080] Therefore, the moving image quality may be im-
proved by the motion-compensated FRC processing at
the time of the normal moving image display and, when
a moving image such as movie or game (CG) likely to
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include a plurality of the same consecutive images is in-
put, the detection errors, the motion compensation er-
rors, etc., of the motion vector due to the discontinuity of
the image movement are eliminated and the image qual-
ity may effectively be prevented from deteriorating due
to the motion-compensated FRC processing by making
the motion compensation processing ineffective with the
motion vector set to zero-vector.
[0081] In a second embodiment of the present inven-
tion, when a predetermined image tone mode such as,
for example, movie mode or game mode of a plurality of
image tone modes set in the liquid crystal displaying de-
vice is selected by a user, the interpolating vector from
the interpolating vector evaluating portion 11f is set to
zero-vector to make the motion compensation process-
ing of the FRC portion 10 ineffective so that no interpo-
lation can occur between pixels located at different po-
sitions.
[0082] Fig. 9 is a block diagram of an exemplary main
configuration of a liquid crystal displaying device accord-
ing to the second embodiment of the present invention
and the liquid crystal displaying device includes the FRC
portion 10, the remote control light receiving portion 13,
the controlling portion 14, the image quality adjusting por-
tion 15, the switching portion 16, the zero-vector portion
17, the electrode driving portion 18, and the liquid crystal
display panel 19. The switching portion 16 is disposed
between the interpolating vector evaluating portion 11f
and the interpolating frame generating portion 12b within
the FRC portion 10 and switches the interpolating vector
from the interpolating vector evaluating portion 11f to the
zero-vector 17 in accordance with the instruction from
the controlling portion 14.
[0083] Because a movie video image or a CG video
image is highly probably input when the image tone mode
selected by a user is "movie mode" or "game mode", the
controlling portion 14 switches the switching portion 16
to the zero-vector 17 to set the interpolating vector allo-
cated by the interpolating vector evaluating portion 11f
to zero-vector. When the image tone mode selected by
the user is "standard mode" or "dynamic mode", the
switching portion 16 is switched to the interpolating vector
evaluating portion 11f to input the interpolating vector
allocated by the interpolating vector evaluating portion
11f to the interpolating frame generating portion 12b.
[0084] When the moving image such as movie or game
(CG) likely to include a plurality of the same consecutive
images is input, the detection errors, the motion compen-
sation errors, etc., of the motion vector due to the dis-
continuity of the image movement are eliminated in the
same was as described in the first embodiment and the
image quality may effectively be prevented from deteri-
orating due to the motion-compensated FRC processing
by making the motion compensation processing ineffec-
tive with the interpolating vector forcibly set to zero-vec-
tor.
[0085] In a third embodiment of the present invention,
a path is provided to bypass the FRC portion 10 and,

when a predetermined image tone mode such as, for
example, movie mode or game mode of the plurality of
image tone modes set in the liquid crystal displaying de-
vice is selected by a user, the input image signal is input
to the bypass to change the drive frequency of the liquid
crystal display panel 19 in conformity with the frame fre-
quency of the input image signal. When a predetermined
image tone mode determined in advance is selected, the
switching is performed such that the input image signal
is directly output and displayed on the liquid crystal dis-
play panel 19 without performing the frame rate conver-
sion.
[0086] Fig. 10 is a block diagram of an exemplary main
configuration of a liquid crystal displaying device accord-
ing to the third embodiment of the present invention and
the liquid crystal displaying device includes the FRC por-
tion 10, the remote control light receiving portion 13, the
controlling portion 14, the image quality adjusting portion
15, the switching portion 16, the electrode driving portion
18, the liquid crystal display panel 19, and a path 20 for
bypassing the FRC portion 10. The switching portion 16
is disposed on the previous stage of the FRC portion 10
and switches the input image signal to input whether to
the FRC portion 10 or to the path 20 in accordance with
the instruction from the controlling portion 14.
[0087] When the image tone mode selected by the us-
er is "movie mode" or "game mode", the controlling por-
tion 14 shifts the switching portion 16 to the path 20 to
bypass the FRC portion 10. When the image tone mode
selected by the user is "standard mode" or "dynamic
mode", the switching portion 16 is shifted to the FRC
portion 10 to perform the FRC processing (motion-com-
pensated frame interpolation processing) for the input
image signal. The switching portion 16 may be disposed
on the subsequent stage of the FRC portion 10 such that
the output signal of the FRC portion 10 and the output
signal of the path 20 are switched over to output to the
liquid crystal display panel 19.
[0088] In this embodiment, the controlling portion 14
may change the drive frequency of the liquid crystal dis-
play panel 19, and when "movie mode" or "game mode"
is selected, the input image signal is input to the path 20
to change the drive frequency of the liquid crystal display
panel 19 in conformity with the frame frequency of the
input image signal.
[0089] Fig. 11 is a diagram of a relationship between
input data and output data according to the third embod-
iment of the present invention. Fig. 11(A) depicts the input
data to the path 20 and Fig. 11(B) depicts the output data
from the path 20. As shown in Fig. 11(A), if the input
image signal (input data) is input to the path 20 with a
frame frequency of 60 Hz, the display time per frame is
about 16.7 ms. The controlling portion 15 controls the
electrode driving portion 18, which is the display driver,
to change the drive frequency of the liquid crystal display
panel 19 from 120 Hz to 60 Hz and causes the input data
to be output from the path 20 at 60 Hz without performing
the frame rate conversion as shown in Fig. 11(B).
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[0090] Since the liquid crystal display panel 19 displays
the frame output from the path 20 without the frame rate
conversion at the drive frequency of 60 Hz, the display
time per frame is still about 16.7 ms.
[0091] Therefore, the moving image quality may be im-
proved by the motion-compensated FRC processing at
the time of the normal moving image display and, when
the moving image such as movie or game (CG) likely to
include a plurality of the same consecutive images is in-
put, the detection errors, the motion compensation er-
rors, etc., of the motion vector due to the discontinuity of
the image movement are eliminated and the image qual-
ity may effectively be prevented from deteriorating due
to the motion-compensated FRC processing by prohib-
iting the frame rate conversion itself with the FRC
processing bypassed.
[0092] In a fourth embodiment of the present invention,
a path is provided to bypass the FRC portion 10 and,
when a predetermined image tone mode such as, for
example, movie mode or game mode of the plurality of
image tone modes set in the liquid crystal displaying de-
vice is selected by a user, the input image signal is input
to the bypass to accumulate the input image signal in a
memory on the path and the frame rate is converted by
rapidly and repeatedly reading the image signal of the
same frame from the memory more than once. When a
predetermined image tone mode is selected, the switch-
ing is performed such that the input image signal is rapidly
and sequentially output to convert the frame rate and is
output and displayed on the liquid crystal display panel
19 without performing the motion-compensated frame
rate conversion.
[0093]  Fig. 12 is a block diagram of an exemplary main
configuration of a liquid crystal displaying device accord-
ing to the fourth embodiment of the present invention and
the liquid crystal displaying device includes the FRC por-
tion 10, the remote control light receiving portion 13, the
controlling portion 14, the image quality adjusting portion
15, the switching portion 16, the electrode driving portion
18, the liquid crystal display panel 19, the path 20 for
bypassing the FRC portion 10, and a memory 21 on the
path 20. The switching portion 16 is disposed on the pre-
vious stage of the FRC portion 10 and switches the input
image signal to input whether to the FRC portion 10 or
to the path 20 in accordance with the instruction from the
controlling portion 14.
[0094] When the image tone mode selected by a user
is "movie mode" or "game mode", the controlling portion
14 shifts the switching portion 16 to the path 20 to bypass
the FRC portion 10 and to accumulate the input image
signal in the memory 21. The frame insert processing is
subsequently performed by repeatedly reading the same
frame from the memory 21 more than once. When the
image tone mode selected by the user is "standard mode"
or "dynamic mode", the switching portion 16 is switched
to the FRC portion 10 to perform the FRC processing
(motion-compensated frame interpolation processing)
for the input image signal. The switching portion 16 may

be disposed on the subsequent stage of the FRC portion
10 such that the output signal of the FRC portion 10 and
the output signal of the memory 21 are switched over to
output to the liquid crystal display panel 19.
[0095]  In this embodiment, the drive frequency of the
liquid crystal display panel 19 is not changed and is main-
tained at 120 Hz. When "movie mode" or "game mode"
is selected, the controlling portion 14 and the memory 21
comprise a means for converting the number of frames
of the input image signal by inserting an image signal of
the previous or subsequent frame between the frames
of the input image signal. The frame rate (the number of
frames) of the display image signal input to the electrode
driving portion 18 is always the same.
[0096] Fig. 13 is a view of a relationship between input
data and output data according to the fourth embodiment
of the present invention. Fig. 13 (A) shows the input data
to the path 20 and Fig. 13(B) shows the output data from
the path 20. As shown in Fig. 13(A), if the input image
signal (input data) is input to the path 20 with a frame
frequency of 60 Hz, the display time per frame is about
16.7 ms. The input data are temporarily accumulated in
the memory 21, and an image signal of the frame (in Fig.
13, frame A) is output which is repeatedly read from the
memory 21 at double speed as shown in Fig. 13 (B).
[0097] The liquid crystal display panel 19 displays the
output data into which the image signal of the same frame
has been inserted, at the drive frequency of 120 Hz. Since
the number of frames is converted by repeatedly reading
the same frame twice, the display time per frame is about
8.3 ms in this case.
[0098] When the moving image such as movie or game
(CG) likely to include a plurality of the same consecutive
images is input, the detection errors, the motion compen-
sation errors, etc., of the motion vector due to the dis-
continuity of images are eliminated and the image quality
may effectively be prevented from deteriorating due to
the motion-compensated FRC processing by not per-
forming the interpolation processing through motion
compensation for the input image signal. Since the frame
rate is converted by repeatedly reading the same frame
in this case, the drive frequency of the liquid crystal dis-
play panel 19 does not need to be changed.
[0099] In a fifth embodiment of the present invention,
a path is provided to bypass the FRC portion 10 and,
when a predetermined image tone mode such as, for
example, movie mode or game mode of the plurality of
image tone modes set in the liquid crystal displaying de-
vice is selected by a user, the input image signal is input
to the bypass and the input image signal is input to a
linear interpolation processing portion on the path to in-
terpolate an image signal to which the linear interpolation
has been performed. When a predetermined image tone
mode is selected, the switching is performed such that
the frame rate is converted by performing the linear in-
terpolation processing rather than the interpolation
processing through motion compensation.
[0100] Fig. 14 is a block diagram of an exemplary main
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configuration of a liquid crystal displaying device accord-
ing to the fifth embodiment of the present invention and
the liquid crystal displaying device includes the FRC por-
tion 10, the remote control light receiving portion 13, the
controlling portion 14, the image quality adjusting portion
15, the switching portion 16, the electrode driving portion
18, the liquid crystal display panel 19, the path 20 for
bypassing the FRC portion 10, and a linear interpolation
processing portion 22 on the path 20. The switching por-
tion 16 is disposed on the previous stage of the FRC
portion 10 and switches the input image signal to input
whether to the FRC portion 10 or to the path 20 in ac-
cordance with the instruction from the controlling portion
14.
[0101] When the image tone mode selected by a user
is "movie mode" or "game mode", the controlling portion
14 shifts the switching portion 16 to the path 20 to bypass
the FRC portion 10 and the input image signal is input to
the linear interpolation processing portion 22. The linear
interpolation processing portion 22 inserts an interpolat-
ing frame to which the linear interpolation processing has
been given between frames. When the image tone mode
selected by the user is "standard mode" or "dynamic
mode", the switching portion 16 is switched to the FRC
portion 10 to perform the FRC processing (motion-com-
pensated frame interpolation processing) for the input
image signal. The switching portion 16 may be disposed
on the subsequent stage of the FRC portion 10 such that
the output signal of the FRC portion 10 and the output
signal of the linear interpolation processing portion 22
are switched over to output to the liquid crystal display
panel 19.
[0102] In this embodiment, the drive frequency of the
liquid crystal display panel 19 is not changed and is main-
tained at 120 Hz. The frame rate (the number of frames)
of the display image signal input to the electrode driving
portion 18 is always the same. When "movie mode" or
"game mode" is selected, the linear interpolation
processing portion 22 comprises a means for converting
the number of frames of the input image signal by inter-
polating an image signal to which the linear interpolation
processing has been given between the frames of the
input image signal. In the linear interpolation processing,
as described in the above document (Yamauchi Tatsuro,
"TV Standards Conversion", Journal of the Institute of
Television Engineers of Japan, Vol. 45, No. 12, pp.
1534-1593 (1991)), an interpolating frame is acquired
through linear interpolation using a frame interpolation
ratio α from the signal of the previous frame and the signal
of the current frame.
[0103] Fig. 15 is a view of a relationship between input
data and output data according to the fifth embodiment
of the present invention. Fig. 15 (A) shows the input data
to the path 20 and Fig. 15(B) shows the output data from
the path 20. As shown in Fig. 15 (A), if the input image
signal (input data) is input to the path 20 with a frame
frequency of 60 Hz, the display time per frame is about
16.7 ms. The input data are input to the linear interpola-

tion processing portion 22, and the image signal to which
the linear interpolation processing has been given (in Fig.
15, frame A+B) is interpolated and output between the
frames (in this case, between frames A and B) as shown
in Fig. 15(B).
[0104] The liquid crystal display panel 19 displays the
output data into which the image signal to which the linear
interpolation processing has been given, is interpolated
at the drive frequency of 120 Hz. Since the number of
frames is converted by interpolating the image signal to
which the linear interpolation processing has been given,
the display time per frame is about 8.3 ms in this case.
[0105] When the moving image such as movie or game
(CG) likely to include a plurality of the same consecutive
images is input, the detection errors, the motion compen-
sation errors, etc., of the motion vector due to the dis-
continuity of images are eliminated and the image quality
may effectively be prevented from deteriorating due to
the motion-compensated FRC processing by not per-
forming the interpolation processing through motion
compensation for the input image signal. Since the frame
rate is converted by interpolating the image signal to
which the linear interpolation processing has been given
in this case, the drive frequency of the liquid crystal dis-
play panel 19 does not need to be changed.
[0106] In a sixth embodiment of the present invention,
a path is provided to bypass the FRC portion 10 and,
when a predetermined image tone mode such as, for
example, movie mode or game mode of the plurality of
image tone modes set in the liquid crystal displaying de-
vice is selected by a user, the input image signal is input
to the bypass and the input image signal is input to a
black-level signal insertion processing portion on the path
to insert a predetermined monochromatic image signal
such as a black-level signal. When a predetermined im-
age tone mode is selected, the switching is performed
such that the frame rate is converted by performing the
monochromatic image insertion processing rather than
the interpolation processing through motion compensa-
tion.
[0107] Fig. 16 is a block diagram of an exemplary main
configuration of a liquid crystal displaying device accord-
ing to the sixth embodiment of the present invention and
the liquid crystal displaying device includes the FRC por-
tion 10, the remote control light receiving portion 13, the
controlling portion 14, the image quality adjusting portion
15, the switching portion 16, the electrode driving portion
18, the liquid crystal display panel 19, the path 20 for
bypassing the FRC portion 10, and a black-level signal
insertion processing portion 23 on the path 20. The
switching portion 16 is disposed on the previous stage
of the FRC portion 10 and switches the input image signal
to input whether to the FRC portion 10 or to the path 20
in accordance with the instruction from the controlling
portion 14.
[0108] When the image tone mode selected by a user
is "movie mode" or "game mode", the controlling portion
14 shifts the switching portion 16 to the path 20 to bypass
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the FRC portion 10 and the input image signal is input to
the black-level signal insertion processing portion 23.
The black-level signal insertion processing portion 23
performs the time scale compression (frame rate conver-
sion) for the input image signal, for example, with the use
of a memory to insert the predetermined monochromatic
image signal such as a black-level signal between the
input frames. When the image tone mode selected by
the user is "standard mode" or "dynamic mode", the
switching portion 16 is shifted to the FRC portion 10 to
perform the FRC processing (motion-compensated
frame interpolation processing) for the input image sig-
nal. The switching portion 16 may be disposed on the
subsequent stage of the FRC portion 10 such that the
output signal of the FRC portion 10 and the output signal
of the black-level signal insertion processing portion 23
are switched over to output to the liquid crystal display
panel 19.
[0109] In this embodiment, the drive frequency of the
liquid crystal display panel 19 is not changed and is main-
tained at 120 Hz. The frame rate (the number of frames)
of the display image signal input to the electrode driving
portion 18 is always the same. When "movie mode" or
"game mode" is selected, the black-level signal insertion
processing portion 23 comprises a means for converting
the number of frames of the input image signal by insert-
ing the predetermined monochromatic image signal such
as a black-level signal between the frames of the input
image signal. Another embodiment of the black-level sig-
nal insertion processing may be configured such that the
electrode driving portion 18 applies a voltage for writing
black to the liquid crystal display panel 19 for a predeter-
mined period (in the case of this example, 1/120 second).
[0110] Fig. 17 is a view of a relationship between input
data and output data according to the sixth embodiment
of the present invention. Fig. 17 (A) shows the input data
to the path 20 and Fig. 17(B) shows the output data from
the path 20. As shown in Fig. 17 (A), if the input image
signal (input data) is input to the path 20 with a frame
frequency of 60 Hz, the display time per frame is about
16.7 ms. The input data are input to the black-level signal
insertion processing portion 23, and a black-level signal
(in Fig. 17, black-colored frame) is inserted and output
between the frames (in this case, between the frames A
and B) as shown in Fig. 17(B).
[0111] Although the image quality deterioration due to
the motion blur is improved and the image quality dete-
rioration due to the motion compensation error is not gen-
erated by inserting the black image signal between the
frames of the input image signal in this way, the emission
luminance must be increased in a backlight (not shown)
disposed on the backside of the liquid crystal display pan-
el 19 to compensate the reduction of the display lumi-
nance due to the shortening of the image display period.
[0112] The liquid crystal display panel 19 displays the
output data, into which the black-level signal has been
inserted, at the drive frequency of 120 Hz. Since the
number of frames is converted by inserting the black-

level signal, the display time per frame is about 8.3 ms
in this case.
[0113] When a moving image such as movie or game
(CG) likely to include a plurality of the same consecutive
images is input, the detection errors, the motion compen-
sation errors, etc., of the motion vector due to the dis-
continuity of images are eliminated and the image quality
may effectively be prevented from deteriorating due to
the motion-compensated FRC processing by not per-
forming the interpolation processing through motion
compensation for the input image signal. Since the frame
rate is converted by inserting the monochromatic image
signal in this case, the drive frequency of the liquid crystal
display panel 19 does not need to be changed. The mov-
ing image quality improving effect may also be main-
tained in this case.
[0114] Other than the above embodiment, when a pre-
determined image tone mode such as movie mode or
game mode is selected, the image quality may be pre-
vented from deteriorating due to the motion-compensat-
ed FRC processing and the moving image quality im-
proving effect may be maintained at the same time by
dividing the original image of the input frame into a plu-
rality of frame images at a predetermined luminance ratio
for the frame rate conversion.
[0115] In a seventh embodiment of the present inven-
tion, when a predetermined image tone mode such as,
for example, movie mode or game mode of the plurality
of image tone modes set in the liquid crystal displaying
device is selected by a user, the compensation intensity
of the motion compensation processing may be varied
in the interpolating frame generating portion. Specifically,
the weighted addition rate may be varied when the pull-
down converted image signal is input by providing the
interpolating frame generating portion that performs
weighted addition of the image signal to which the motion
compensation processing has been given and the image
signal to which the linear interpolation processing has
been given at a predetermined rate to generate an inter-
polating frame.
[0116] Fig. 18 is a block diagram of an exemplary main
configuration of the FRC portion 10 according to the sev-
enth embodiment of the present invention, and the frame
generating portion 12 of the FRC portion 10 includes the
interpolating frame memory 12a, the interpolating frame
generating portion 12b, and a compensation intensity
varying portion 12e that may vary the compensation in-
tensity of the motion compensation processing in the
FRC portion 10. In Fig. 18, V denotes an interpolating
vector; α denotes a frame interpolation ratio; and β de-
notes interpolation intensity (weighted addition rate).
[0117] Generally, for example, the frame interpolation
through the linear interpolation between two frames and
the frame interpolation using motion vectors (motion
compensated interpolation) are known as methods of the
frame interpolation processing. In the former case, an
interpolating frame is acquired by the linear interpolation
from the signal of the previous frame and the signal of
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the current frame at a frame interpolation ratio α. There-
fore, using this linear interpolation may prevent the image
quality deterioration due to the motion compensation er-
rors in the FRC processing.
[0118] On the other hand, to acquire an interpolating
frame from the previous frame and the current frame in
the latter case, the interpolating vector V is detected from
the motion vectors between the previous frame image
and the current frame image, and the interpolating frame
is acquired from the weighted addition of a signal of the
previous frame image shifted by a degree of αV obtained
by dividing the value (interpolating vector V) by the frame
interpolation ratio α and a signal of the current frame
image shifted by (1-α)V. Although good image quality
may be acquired without deteriorating the resolution
since a moving image itself is captured and compensated
by using this motion-compensated interpolation, the im-
age quality may be deteriorated in the pulled-down video
due to this processing.
[0119] Therefore, in this embodiment, the compensa-
tion intensity varying portion 12e is disposed in the frame
generating portion 12. When the image tone mode se-
lected by a user is "movie mode" or "game mode", the
compensation intensity varying portion 12e varies the
weighted addition rate β. The weighted addition rate β is
a rate for performing the weighted addition of the image
signal to which the motion compensation processing has
been given and the image signal to which the linear in-
terpolation processing has been given. The interpolating
frame generating portion 12b of this embodiment per-
forms the weighted addition of the linear interpolation and
the motion-compensated interpolation in accordance
with the weighted addition rate β to generate the inter-
polating frame.
[0120] For example, when the image tone mode se-
lected by the user is "movie mode" or "game mode", the
compensation intensity varying portion 12e sets the
weighted addition rate β=0 and defines the image signal
to which the linear interpolation processing has been giv-
en as the interpolating frame to prevent the image dete-
rioration. On the other hand, when the image tone mode
selected by the user is "standard mode" or "dynamic
mode", the weighted addition rate β=1 is set to define the
image signal to which the motion compensation process-
ing has been given as the interpolating frame to achieve
better image quality for the moving image.
[0121] Since the weighted addition rate β may arbitrar-
ily and variably be set, the rate may be set to a substan-
tially intermediate value between zero and one. This en-
ables to control the deterioration of the image quality and
to perform the motion compensation in the interpolating
frame image at the same time, and this may appropriately
improve both the image quality deterioration due to the
motion blur and the image quality deterioration due to
the motion compensation errors.
[0122] Since the compensation intensity may be varied
(weakened) in the motion compensation processing in
the FRC when the moving image such as movie or game

(CG) likely to include a plurality of the same consecutive
images is input, the image quality deterioration due to
the motion-compensated FRC process may effectively
be controlled by reducing the effects of the detection er-
rors, the motion compensation errors, etc., of the motion
vector due to the discontinuity of images.
[0123] Fig. 19 is a flowchart for explaining an example
of an image displaying method by the image displaying
device of the present invention. An example of the image
displaying method in the first embodiment will be de-
scribed. First, the image displaying device determines
whether the image tone mode selected by a user is "mov-
ie mode" based on a remote control signal received (step
S1), and if it is determined that the image tone mode is
"movie mode" (in the case of YES), the motion vector or
the interpolating vector is set to zero-vector to make the
motion compensation processing of the FRC portion 10
ineffective (step S2). If it is determined at step S1 that
the image tone mode selected by the user is not "movie
mode" (in the case of NO), it is determined whether the
image tone mode selected by the user is "game mode"
(step S3).
[0124] If it is determined at step S3 that the image tone
mode is "game mode" (in the case of YES), the motion
vector or the interpolating vector is set to zero-vector to
make the motion compensation processing of the FRC
portion 10 ineffective (step S2), and if it is determined
that the image tone mode is not "game mode" (in the
case of NO), the motion compensation processing of the
FRC portion 10 is executed as usual (step S4). The image
signal with the frame frequency converted in this way is
displayed and output from the liquid crystal display panel
19 (step S5).
[0125] Fig. 20 is a flowchart for explaining another ex-
ample of the image displaying method by the image dis-
playing device of the present invention. An example of
the image displaying method in the second to sixth em-
bodiments will be described. First, the image displaying
device determines whether the image tone mode select-
ed by a user is "movie mode" based on a remote control
signal received (step S11), and if it is determined that the
image tone mode is "movie mode" (in the case of YES),
the motion-compensated frame interpolation processing
of the FRC portion 10 is bypassed and the input image
signal is input to the other path 20 (step S12).
[0126]  On the bypassing path 20, the image signal is
output after the frame rate is converted by executing any
one of the inter-frame interpolation of the image signal
to which the linear interpolation processing has been giv-
en, the inter-frame interpolation of the image signal of
the same frame, and the inter-frame interpolation of the
predetermined monochromatic image signal such as a
black-level signal, or the input image signal is directly
output to execute processing such as changing the drive
frequency of the liquid crystal display panel 19.
[0127] If it is determined at step S11 that the image
tone mode selected by the user is not "movie mode" (in
the case of NO), it is determined whether the image tone
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mode selected by the user is "game mode" (step S13).
If it is determined at step S13 that the image tone mode
is "game mode" (in the case of YES), the motion-com-
pensated frame interpolation processing of the FRC por-
tion 10 is bypassed and the input image signal is input
to the other path 20 (step S12), and the image signal is
output after the frame rate is converted by executing any
one of the inter-frame interpolation of the image signal
to which the linear interpolation processing has been giv-
en, the inter-frame interpolation of the image signal of
the same frame, and the inter-frame interpolation of the
predetermined monochromatic image signal such as a
black-level signal, or the input image signal is directly
output to execute processing such as changing the drive
frequency of the liquid crystal display panel 19. If it is
determined at step S13 that the image tone mode is not
"game mode" (in the case of NO), the image signal is
output that is given the motion-compensated interpola-
tion processing of the FRC portion 10 (step S14). Finally,
the image is displayed and output from the liquid crystal
display panel 19 (step S15).
[0128] Fig. 21 is a flowchart for explaining another ex-
ample of the image displaying method by the image dis-
playing device of the present invention. An example of
the image displaying method in the seventh embodiment
will be described. First, the image displaying device de-
termines whether the image tone mode selected by a
user is "movie mode" based on a remote control signal
received (step S21), and if it is determined that the image
tone mode is "movie mode" (in the case of YES), the
compensation intensity is varied (weakened) in the mo-
tion compensation processing of the FRC portion 10
(step S22). If it is determined at step S21 that the image
tone mode selected by the user is not "movie mode" (in
the case of NO), it is determined whether the image tone
mode selected by the user is "game mode" (step S23).
[0129] If it is determined at step S23 that the image
tone mode is "game mode" (in the case of YES), the
compensation intensity is varied (weakened) in the mo-
tion compensation processing of the FRC portion 10
(step S22). If it is determined at step S23 that that the
image tone mode is not "game mode" (in the case of NO),
the compensation intensity is increased as usual in the
motion compensation processing of the FRC portion 10
(step S24). The image signal with the frame frequency
converted in this way is displayed and output from the
liquid crystal display panel 19 (step S25).
[0130]  As above, according to the present invention,
when an image tone mode such as movie mode or game
mode is selected, a moving image signal likely to include
a plurality of the same consecutive images is highly prob-
ably input and, since displaying and outputting are per-
formed by making the motion compensation processing
in the frame rate converting (FRC) portion ineffective, the
image quality may effectively be prevented from deteri-
orating due to the motion compensation errors. It is need-
less to say that the image signal is not limited to the tel-
evision image signal and may be an image signal repro-

duced from an external medium.
[0131] In the above embodiment, the image displaying
device has been described that has the four image tone
modes set therein and that controls the motion compen-
sation processing of the frame rate converting (FRC) por-
tion when "movie mode" or "game mode" of the four
modes is selected by a user. However, the image tone
modes set in the image displaying device may be those
other than the above modes and, in the case where, for
example, a PC (Personal Computer) mode suitable for
a PC video image and an animation mode suitable for
an animation video image are provided, when the PC
mode or the animation mode is selected, the image dis-
playing device may control the motion compensation
processing by the frame rate converting (FRC) portion.
[0132] Although the exemplary embodiments related
to the image displaying device and method of the present
invention have been described as above, the above de-
scription will facilitate understanding of an image display-
ing program operable to drive a computer to execute the
image displaying method as a program and a program
recording medium, which is a computer-readable record-
ing medium having the image displaying program record-
ed thereon.
[0133] Support for the claims and further embodiments
are defined in the following itemized list:

1. An image displaying device having a rate convert-
ing means that interpolates an image signal to which
a motion compensation processing has been given
between frames or fields of an input image signal to
convert and output the number of frames or fields of
the input image signal to a display panel, wherein
the motion compensation processing in the rate con-
verting means is made ineffective when a predeter-
mined image tone mode of a plurality of image tone
modes set in the image displaying device is selected
by a user.

2. An image displaying device as defined in item 1,
wherein
the rate converting means includes a motion vector
detecting portion that detects motion vector informa-
tion between consecutive frames or fields included
in the input image signal,
an interpolating vector allocating portion that allo-
cates an interpolating vector between the frames or
the fields based on the detected motion vector infor-
mation,
an interpolation image generating portion that gen-
erates an interpolation image signal from the allo-
cated interpolating vector, and
an image interpolating portion that interpolates the
generated interpolation image signal between the
frames or the fields.

3. An image displaying device as defined in item 2,
wherein
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when a predetermined image tone mode of the plu-
rality of image tone modes set in the image displaying
device is selected by a user, the motion vector de-
tected by the motion vector detecting portion is set
to zero-vector to make the motion compensation
processing ineffective.

4. An image displaying device as defined in item 2,
wherein
when a predetermined image tone mode of the plu-
rality of image tone modes set in the image displaying
device is selected by a user, the interpolating vector
allocated by the interpolating vector allocating por-
tion is set to zero-vector to make the motion com-
pensation processing ineffective.

5. An image displaying device having a rate convert-
ing means that interpolates an image signal to which
a motion compensation processing has been given
between frames or fields of an input image signal to
convert and output the number of frames or fields of
the input image signal to a display panel, wherein
the input image signal is output to the display panel
without converting the number of frames or fields of
the input image signal when a predetermined image
tone mode of a plurality of image tone modes set in
the image displaying device is selected by a user.

6. An image displaying device as defined in item 5,
wherein
the drive frequency of the display panel displaying
the image signals is variable and
the drive frequency of the display panel is varied in
accordance with the frame frequency or the field fre-
quency of the input image signal when a predeter-
mined image tone mode of the plurality of image tone
modes set in the image displaying device is selected
by a user.

7. An image displaying device having a rate convert-
ing means that interpolates an image signal to which
a motion compensation processing has been given
between frames or fields of an input image signal to
convert and output the number of frames or fields of
the input image signal to a display panel, wherein
another rate converting means that inserts an image
signal to which the motion compensation processing
has not been given between frames or fields of the
input image signal to convert the number of frames
or fields of the input image signal is also included and
the image signal with the number of frames or fields
converted by the another rate converting means is
output to the display panel when a predetermined
image tone mode of a plurality of image tone modes
set in the image displaying device is selected by a
user.

8. An image displaying device as defined in item 7,

wherein
the another rate converting means inserts an image
signal of the frames or fields between frames or fields
of the input image signal to convert the number of
frames or fields of the input image signal.

9. An image displaying device as defined in item 7,
wherein
the another rate converting means interpolates an
image signal to which a linear interpolation process-
ing has been given between frames or fields of the
input image signal to convert the number of frames
or fields of the input image signal.

10. An image displaying device as defined in item 7,
wherein
the another rate converting means inserts a prede-
termined monochromatic image signal between
frames or fields of the input image signal to convert
the number of frames or fields of the input image
signal.

11. An image displaying device having a rate con-
verting means that interpolates an image signal to
which a motion compensation processing has been
given between frames or fields of an input image
signal to convert and output the number of frames
or fields of the input image signal to a display panel,
wherein
the compensation intensity of the motion compen-
sation processing in the rate converting means is
varied when a predetermined image tone mode of a
plurality of image tone modes set in the image dis-
playing device is selected by a user.

12. An image displaying device as defined in item
11, wherein
the rate converting means includes an interpolation
image generating portion that performs weighted ad-
dition of the image signal to which the motion com-
pensation processing has been given and an image
signal to which a linear interpolation processing has
been given at a predetermined rate to generate an
interpolation image signal and
the weighted addition rate is varied when a prede-
termined image tone mode of a plurality of image
tone modes set in the image displaying device is
selected by a user.

13. An image displaying device as defined in item
12, wherein
when a predetermined image tone mode of a plurality
of image tone modes set in the image displaying de-
vice is selected by a user, the interpolation image
generating portion defines the image signal to which
the linear interpolation processing has been given
as the interpolation image signal, and wherein
when an image tone mode other than the predeter-
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mined image tone mode of a plurality of image tone
modes set in the image displaying device is selected
by a user, the interpolation image generating portion
defines the image signal to which the motion com-
pensation processing has been given as the inter-
polation image signal.

14. The image displaying device as defined in any
one of items 1 to 13, wherein
the predetermined image tone mode is movie mode.

15. The image displaying device as defined in any
one of items 1 to 13, wherein the predetermined im-
age tone mode is game mode.

16. An image displaying device as defined in any
one of items 1 to 15, wherein the rate converting
means converts a frame frequency or field frequency
of the input image signal into integral multiples of
each.

17. An image displaying method having the step of
interpolating an image signal to which a motion com-
pensation processing has been given between
frames or fields of an input image signal to convert
the number of frames or fields of the input image
signal, wherein
the step of determining whether an image tone mode
selected by a user is a predetermined image tone
mode of a plurality of image tone modes set in the
image displaying device and
the step of making the motion compensation
processing ineffective when it is determined that the
selected image tone mode is the predetermined im-
age tone mode are included.

18. An image displaying method having the step of
interpolating an image signal to which a motion com-
pensation processing has been given between
frames or fields of an input image signal to convert
the number of frames or fields of the input image
signal, wherein
the step of determining whether an image tone mode
selected by a user is a predetermined image tone
mode of a plurality of image tone modes set in the
image displaying device and
the step of changing a drive frequency of a display
panel in accordance with the frame frequency or the
field frequency of the input image signal when it is
determined that the selected image tone mode is the
predetermined image tone mode are included.

19. An image displaying method having the step of
interpolating an image signal to which a motion com-
pensation processing has been given between
frames or fields of an input image signal to convert
the number of frames or fields of the input image
signal, wherein

the step of determining whether an image tone mode
selected by a user is a predetermined image tone
mode of a plurality of image tone modes set in the
image displaying device and
the step of inserting between frames or fields of the
input image signal an image signal of the frames or
fields to convert the number of frames or fields of the
input image signal when it is determined that the se-
lected image tone mode is the predetermined image
tone mode are included.

20. An image displaying method having the step of
interpolating an image signal to which a motion com-
pensation processing has been given between
frames or fields of an input image signal to convert
the number of frames or fields of the input image
signal, wherein
the step of determining whether an image tone mode
selected by a user is a predetermined image tone
mode of a plurality of image tone modes set in the
image displaying device and
the step of interpolating an image signal to which a
linear interpolation processing has been given be-
tween frames or fields of the input image signal to
convert the number of frames or fields of the input
image signal when it is determined that the selected
image tone mode is the predetermined image tone
mode are included.

21. An image displaying method having the step of
interpolating an image signal to which a motion com-
pensation processing has been given between
frames or fields of an input image signal to convert
the number of frames or fields of the input image
signal, wherein
the step of determining whether an image tone mode
selected by a user is a predetermined image tone
mode of a plurality of image tone modes set in the
image displaying device and
the step of inserting a predetermined monochromat-
ic image signal between frames or fields of the input
image signal to convert the number of frames or
fields of the input image signal when it is determined
that the selected image tone mode is the predeter-
mined image tone mode are included.

22. An image displaying method having the step of
interpolating an image signal to which a motion com-
pensation processing has been given between
frames or fields of an input image signal to convert
the number of frames or fields of the input image
signal, wherein
the step of determining whether an image tone mode
selected by a user is a predetermined image tone
mode of a plurality of image tone modes set in the
image displaying device and
the step of varying the compensation intensity of the
motion compensation processing when it is deter-
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mined that the selected image tone mode is the pre-
determined image tone mode are included.

Claims

1. An image displaying device having a rate converting
means that converts the number of frames or fields
of an input image signal by interpolating an interpo-
lation image signal between frames or fields of the
input image signal, wherein
a mode setting means for a user to select and set
an image tone mode to set and adjust the image
quality of a display image from a plurality of image
tone modes prepared in advance, wherein
the rate converting means comprises an interpola-
tion image generating portion that generates an in-
terpolation image signal by giving the motion com-
pensation processing to the input image signal
based on motion vector information between the
frames or fields of the input image signal, and
interpolates an interpolation image signal generated
by reducing the strength of the compensation of the
motion compensation processing between frames
or fields of the input image signal when the image
tone mode set by the mode setting means is a pre-
determined image tone mode suitable for displaying
a video image including a moving image likely to in-
clude the same consecutive images in a plurality of
frames or fields.

2. The image displaying device as defined in claim 1,
wherein
the interpolation image generating portion generates
an interpolation image signal by performing weight-
ed addition of the image signal to which the motion
compensation processing has been given and an
image signal to which the motion compensation
processing has not been given at a predetermined
rate, and
the rate of the weighted addition is varied when the
genre determined by the determining means is the
predetermined genre.

3. The image displaying device as defined in claim 2,
wherein
the interpolation image generating portion defines
the image signal to which the motion compensation
processing has not been given as the interpolation
image signal when the image tone mode set by the
mode setting means is the predetermined image
tone mode, and
defines the image signal to which the motion com-
pensation processing has been given as the inter-
polation image signal when the image tone mode set
by the mode setting means is not the predetermined
image tone mode.

4. The image displaying device as defined in claim 2
or 3, wherein
the interpolation image generating portion uses an
image signal to which a linear interpolation process-
ing has been given between the frames or fields of
the input image signal as the image signal to which
the motion compensation processing has not been
given.

5. The image displaying device as defined in any one
of claims 1 to 4, wherein
the predetermined image tone mode is movie mode.

6. The image displaying device as defined in any one
of claims 1 to 4, wherein
the predetermined image tone mode is game mode.
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