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Description 

BACKGROUND  OF  THE  INVENTION 

Field  of  the  Invention 

The  present  invention  relates  to  a  detecting 
device  for  detecting  the  position  of  an  electronic 
component  in  which  the  component  is  held  by  a 
holder,  by  irradiating  the  electronic  component  so 
as  to  produce  a  projection  image  of  the  compo- 
nent.  More  particularly,  the  present  invention  is 
concerned  with  improvements  of  the  detecting  de- 
vice  for  simple  and  accurate  detection. 

Discussion  of  the  Prior  Art 

The  above  type  of  detecting  device  is  known  in 
the  art.  An  example  of  such  a  detecting  device  is 
disclosed  in  laid-open  Publication  No.  60-28298  of 
unexamined  Japanese  Patent  Application,  in  which 
a  light  emitter  projects  light  toward  a  reflecting 
plate  so  that  the  light  is  reflected  by  the  reflecting 
plate  toward  the  electronic  component,  and  then 
received  by  a  charge-coupled  device  to  provide  a 
projection  image  of  the  electronic  component.  In 
this  type  of  device,  the  reflecting  plate  and  the 
charge-coupled  device  are  disposed  on  the  op- 
posite  sides  of  the  electronic  component,  while  the 
light  emitter  is  disposed  on  the  same  side  as  the 
charge-coupled  device  to  project  light  toward  the 
reflecting  plate.  In  this  arrangement,  if  the  light 
emitted  by  the  light  emitter  is  directly  incident 
upon  and  reflected  by  the  electronic  component, 
the  reflected  light  is  received  by  the  charge-coup- 
led  device,  causing  adverse  influence  on  the  pro- 
jection  image  of  the  electronic  component,  which 
results  in  reduced  detecting  accuracy  of  the  de- 
vice.  For  avoiding  this  inconvenience,  the  electronic 
component  is  provided  with  a  shielding  plate  so  as 
to  prevent  the  light  emitted  by  the  light  emitter 
from  impinging  directly  on  the  component. 

However,  if  the  electronic  component  to  be 
held  by  the  device  is  changed  in  size,  the  shielding 
plate  for  shielding  the  electronic  component  must 
be  replaced  by  another,  in  accordance  with  the 
size  of  the  component.  In  this  respect,  it  is  to  be 
noted  that  when  the  electronic  component  is  ex- 
posed  to  the  light  reflected  by  the  reflecting  plate 
to  provide  the  projection  image  thereof,  the  shield- 
ing  plate  is  required  to  prevent  direct  exposure  of 
the  electronic  component  to  the  light  emitted  from 
the  light  emitter,  and  also  to  allow  the  light  to 
impinge  on  a  portion  of  the  reflecting  plate  which  is 
sufficiently  close  to  the  component  holder,  so  that 
the  reflecting  plate  can  reflect  the  light  at  that 
portion  which  lies  within  the  outline  of  the  elec- 
tronic  component,  as  well  as  the  surrounding  por- 

tion  outside  the  periphery  of  the  component.  This 
requirement  increases  as  the  size  of  the  electronic 
component  becomes  smaller.  When  the  shielding 
plate  appropriate  for  relatively  large  electronic  com- 

5  ponents  is  used  for  shielding  a  relatively  small 
component,  only  the  outer  portion  of  the  reflecting 
plate  remote  from  the  component  holder  is  irradi- 
ated  by  the  light  from  the  light  emitter,  resulting  in 
an  insufficient  amount  of  light  reflected  by  the 

io  reflecting  plate.  On  the  other  hand,  when  the 
shielding  plate  appropriate  for  relatively  small  elec- 
tronic  components  is  used  for  shielding  a  relatively 
large  component,  the  shielding  plate  cannot  suffi- 
ciently  prevent  direct  exposure  of  the  electronic 

75  component  to  the  light  emitted  from  the  light  emit- 
ter.  For  these  reasons,  it  is  necessary  to  provide  a 
shielding  plate  which  is  suited  for  each  size  of  the 
electronic  component,  resulting  in  an  increased 
cost  of  the  detecting  device,  which  may  require 

20  many  kinds  of  shielding  plates.  Further,  a  cum- 
bersome  procedure  is  necessary  to  change  the 
shielding  plate  each  time  the  size  of  the  electronic 
component  is  changed. 

25  SUMMARY  OF  THE  INVENTION 

It  is  therefore  an  object  of  the  present  invention 
to  provide  a  detecting  device  which  is  capable  of 
detecting  a  hold  position  of  an  electronic  compo- 

30  nent  with  improved  reliability,  irrespective  of  a 
change  in  the  size  of  the  electronic  component. 

The  above  object  may  be  accomplished  ac- 
cording  to  the  principle  of  the  present  invention, 
which  provides  a  detecting  device  for  detecting  a 

35  position  of  an  electronic  component  as  defined  in 
claim  1. 

The  first  and  second  electromagnetic  radiation 
indicated  in  claim  1  should  be  interpreted  to  mean 
not  only  visible  light,  but  also  any  other  kind  of 

40  electromagnetic  radiation,  such  as  infrared  rays, 
ultraviolet  rays,  X  rays  and  y  rays.  For  example, 
the  first  radiation  consists  of  an  ultraviolet  radiation 
while  the  second  radiation  consists  of  a  visible 
radiation.  Alternatively,  the  first  and  second  radi- 

45  ations  consist  of  visible  radiations  having  different 
wavelengths,  respectively. 

In  the  detecting  device  constructed  as  defined 
in  claim  1,  the  photoelectric  means  is  adapted  to 
produce  a  projection  image  of  the  electronic  com- 

50  ponent  based  on  the  second  radiation  emitted  by 
the  second  radiation  emitter.  Since  this  photoelec- 
tric  means  is  insensitive  to  the  first  radiation  emit- 
ted  by  the  first  radiation  emitter,  the  projection 
image  is  not  affected  by  the  first  radiation,  even  if 

55  the  photoelectric  means  is  exposed  to  the  first 
radiation  reflected  by  the  electronic  component  or 
the  surrounding  parts  of  the  holding  device,  or 
even  if  the  first  radiation  directly  reaches  the  pho- 
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toelectric  means.  Thus,  a  clear,  high-contrast  pro- 
jection  image  of  the  electronic  component  can  be 
obtained. 

As  described  above,  the  detecting  device  ac- 
cording  to  the  present  invention  does  not  require 
provision  or  replacement  of  conventionally  used 
shielding  plates  for  shielding  the  electronic  compo- 
nent,  since  the  first  radiation  from  the  first  radiation 
emitter  has  no  influence  on  the  projection  image  of 
the  electronic  component.  Thus,  the  present  de- 
tecting  device  is  capable  of  easily  and  accurately 
detecting  the  hold  position  of  the  electronic  compo- 
nent,  in  which  the  component  is  held  by  the  holder. 

BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

The  foregoing  and  optional  objects,  features 
and  advantages  of  the  present  invention  will  be 
better  understood  by  reading  the  following  detailed 
description  of  presently  preferred  embodiments, 
when  considered  in  connection  with  the  accom- 
panying  drawings  in  which: 

Fig.  1  is  a  front  elevational  view  partially  in  cross 
section,  showing  a  holding  device  for  holding  an 
electronic  component,  which  includes  one  em- 
bodiment  of  the  detecting  device  according  to 
the  present  invention; 
Fig.  2  is  a  front  elevational  view  in  cross  section, 
showing  another  form  of  a  second  light  emitter 
used  in  the  detecting  device  of  Fig.  1;  and 
Fig.  3  is  a  front  elevational  view  in  partially  cross 
section,  showing  an  electric  component  holding 
device,  which  includes  another  embodiment  of 
the  detecting  device  according  to  the  present 
invention. 

DETAILED  DESCRIPTION  OF  THE  PREFERRED 
EMBODIMENTS 

Referring  first  to  Fig.  1,  there  is  illustrated  a 
holding  device  for  holding  an  electronic  component 
to  place  the  same  on  a  printed-wiring  board.  In  Fig. 
1,  reference  numeral  8  designates  a  frame,  to 
which  an  X-Y  table  10  is  attached  such  that  the  X-Y 
table  10  is  movable  in  the  horizontal  plane,  in  the  X 
and  Y  directions  which  intersect  each  other  at  right 
angles.  The  X-Y  table  10  is  driven  by  a  servomotor 
or  other  driving  system,  so  that  the  table  10  is 
positioned  at  an  intended  position  in  the  horizontal 
plane  with  high  accuracy.  Further,  the  X-Y  table  10 
is  provided  with  a  linear  slide  12  which  is  moved  in 
the  vertical  direction  by  a  driving  system  (not 
shown).  To  the  linear  slide  12,  there  is  fixed  a 
holder  14  which  has  an  arm  portion  16  extending 
from  its  lower  end  portion  in  the  horizontal  direc- 
tion.  An  cylindrical  member  18  is  supported  by  the 
arm  portion  16  of  the  holder  14  through  a  sleeve 
20,  such  that  the  cylindrical  member  18  is  rotatable 

about  its  vertical  axis  perpendicular  to  the  direction 
of  extension  of  the  arm  portion  16. 

The  cylindrical  member  18  takes  a  stepped 
configuration,  that  is,  consists  of  a  small-diameter 

5  portion  26  and  a  large-diameter  portion  28.  The 
small-diameter  portion  26  of  the  cylindrical  mem- 
ber  18  engages  the  inner  surface  of  the  sleeve  20 
such  that  the  cylindrical  member  18  is  axially 
slidably  movable  relative  to  the  sleeve  20.  At  the 

io  same  time,  the  cylindrical  member  18  is  prevented 
from  rotating  relative  to  the  sleeve  20,  due  to 
engagement  between  an  engaging  hole  30  formed 
in  the  large-diameter  portion  28,  and  an  engaging 
protrusion  32  provided  on  the  upper  end  face  of 

is  the  sleeve  20.  Further,  the  cylindrical  member  18 
has  an  air  passage  34  formed  through  its  radially 
central  portion  over  the  entire  axial  length  thereof, 
and  a  nut  36  is  fixed  to  the  upper  end  face  of  the 
cylindrical  member  18.  A  connector  40  is  threaded 

20  to  the  nut  36  for  connection  with  a  vacuum  rubber 
hose  38,  so  that  the  cylindrical  member  18  is 
connected  to  a  vacuum  source  (not  shown), 
through  the  nut  36,  connector  40  and  vacuum  hose 
38.  Between  the  sleeve  20  and  a  lower  portion  of 

25  the  cylindrical  member  18  which  protrudes  from 
the  sleeve  20,  there  is  provided  a  compression  coil 
spring  46  to  hold  the  large-diameter  portion  28  of 
the  cylindrical  member  18  in  abutting  contact  with 
the  upper  end  face  of  the  sleeve  20. 

30  The  holding  device  further  includes  a  large- 
diameter  gear  50  which  is  formed  as  a  part  of  the 
sleeve  20  at  its  upper  end  portion  which  protrudes 
upwardly  from  the  arm  portion  16,  and  a  small- 
diameter  gear  52  which  is  rotatably  supported  by 

35  the  arm  portion  16  and  meshing  with  the  large- 
diameter  gear  50.  The  small-diameter  gear  52  is 
fixed  to  an  intermediate  gear  54,  which  meshes 
with  a  drive  gear  58.  In  operation,  the  drive  gear  58 
is  rotated  by  a  servomotor  60,  which  is  attached  to 

40  the  linear  slide  12  by  means  of  a  bracket  59.  As  a 
result,  the  large-diameter  gear  50  integral  with  the 
sleeve  20  is  rotated  by  the  drive  gear  58,  through 
the  intermediate  gear  54  and  small-diameter  gear 
52,  and  consequently,  the  sleeve  20  is  rotated  with 

45  the  cylindrical  member  18. 
The  cylindrical  member  18  has  an  outward 

flange  64  formed  at  its  lower  end  portion  which 
protrudes  downwardly  from  the  sleeve  20.  To  the 
lower  surface  of  the  outward  flange  64  is  secured  a 

50  light-emitting  plate  66  by  means  of  screws  68.  The 
light-emitting  plate  66  includes  a  body  70  fixed  to 
the  outward  flange  64,  and  a  light-emitting  layer  72 
which  is  formed  by  coating  the  lower  surface  of  the 
body  70  with  a  fluorescent  paint.  The  light-emitting 

55  plate  66  has  an  air  passage  74  formed  thereth- 
rough  in  the  direction  of  thickness  thereof,  such 
that  the  air  passage  74  is  concentric  with  the  air 
passage  34  formed  through  the  cylindrical  member 
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18.  The  air  passage  74  is  open  at  its  one  end  in 
the  central  portion  of  the  surface  of  the  light-emit- 
ting  layer  72,  and  is  connected  at  the  other  end  to 
the  vacuum  source  through  the  air  passage  34. 
The  holding  device  further  has  a  highly  wear-resis- 
tant  suction  tube  78  made  of  metal,  which  is  press- 
fitted  in  the  one  end  of  the  air  passage  74  which  is 
open  in  the  surface  of  the  light-emitting  layer  72. 
The  suction  tube  78  has  a  cross-sectional  area 
which  is  smaller  than  that  of  an  electronic  compo- 
nent  80  to  be  held  by  the  holding  device.  The 
suction  tube  78  has  an  outer  circumferential  sur- 
face  which  is  coated  with  a  fluorescent  paint,  to 
thereby  form  a  light-emitting  layer  82  which  ex- 
tends  from  the  light-emitting  layer  72  formed  on 
the  body  70  of  the  light-emitting  plate  66.  In  opera- 
tion,  the  suction  tube  78  is  adapted  to  suck  or 
release  the  electronic  component  80,  according  to 
switching  operation  of  an  electromagnetic  direc- 
tional  control  valve  of  the  vacuum  source. 

The  light-emitting  plate  66  serves  as  part  of  a 
detecting  device  for  detecting  the  position  of  the 
electronic  component  80  which  is  retained  under 
suction  of  the  air  by  the  suction  tube  78.  The 
detecting  device  further  includes  photoelectric 
means  in  the  form  of  a  charge-coupled  device 
(CCD)  84  attached  to  the  frame  8.  The  charge- 
coupled  device  84  has  a  lens  86  and  a  camera  88, 
and  is  disposed  so  as  to  face  the  light-emitting 
plate  66,  such  that  the  electronic  component  80 
held  by  the  suction  tube  78  is  interposed  between 
the  charge-coupled  device  84  and  the  plate  66, 
when  the  suction  tube  78  is  positioned  right  above 
the  charge-coupled  device  84.  Around  the  lens  86 
of  the  charge-coupled  device  84,  there  is  disposed 
a  first  light  emitter  in  the  form  of  a  ring  lamp  90, 
which  is  attached  to  the  frame  8  through  a  bracket 
(not  shown).  The  ring  lamp  90  is  adapted  to  gen- 
erate  a  first  radiation  which  is  ultraviolet  light.  On 
one  of  the  opposite  sides  of  the  ring  lamp  90  which 
faces  the  light-emitting  plate  66,  there  is  disposed 
an  annular  first  filter  92  which  is  supported  by  the 
bracket  indicated  above,  to  permit  only  ultraviolet 
light  to  be  transmitted  therethrough.  In  this  arrange- 
ment,  the  light-emitting  plate  66  is  exposed  to  only 
the  ultraviolet  light  which  is  generated  by  the  ring 
lamp  90  and  transmitted  through  the  first  filter  92. 
The  light-emitting  layers  72,  82  of  the  plate  66, 
which  are  formed  of  the  fluorescent  paint,  are  ca- 
pable  of  absorbing  incident  ultraviolet  light  and 
emitting  visible  light  upon  exposure  to  the  ultra- 
violet  light.  Namely,  the  wavelength  of  the  incident 
light  to  which  the  light-emitting  plate  66  is  exposed 
is  different  from  that  of  the  light  which  is  emitted 
by  the  light-  emitting  plate  66.  The  charge-coupled 
device  84  further  includes  a  second  filter  94,  which 
is  supported  by  the  bracket  supporting  the  first 
filter  92,  and  is  disposed  inside  the  filter  92  and 

adjacent  the  lens  86,  so  as  to  face  the  electronic 
component  80.  This  second  filter  94  is  adapted  to 
absorb  ultraviolet  light  and  permit  visible  light  to  be 
transmitted  therethrough.  Thus,  the  charge-coupled 

5  device  84  receives  only  the  visible  light  which  is 
emitted  by  the  light-emitting  layers  72,  82. 

The  holding  device  constructed  as  described 
above  is  operated  to  pick  up  the  electronic  compo- 
nent  80  from  a  well  known  component  supply  de- 

io  vice,  and  place  the  component  80  on  a  printed- 
wiring  board.  The  charge-coupled  device  84  is  dis- 
posed  between  the  position  in  which  the  holding 
device  picks  up  the  electronic  component  80,  and 
the  position  in  which  the  electronic  component  80 

is  is  placed  on  the  printed-wiring  board,  so  that  the 
position  of  the  electronic  component  80  at  which  it 
is  held  by  the  holding  device  is  detected  by  the 
charge-coupled  device  84.  The  electronic  compo- 
nent  80  is  placed  on  the  printed-wiring  board  only 

20  after  any  error  in  the  hold-position  of  the  compo- 
nent  80  has  been  corrected  in  the  manner  as 
described  later. 

When  the  holding  device  picks  up  the  elec- 
tronic  component  80  from  the  supply  device,  the 

25  suction  tube  78  is  positioned  right  above  the  elec- 
tronic  component  80  to  be  mounted  on  the  printed- 
wiring  board,  and  then  the  linear  slide  12  is  lower- 
ed  to  bring  the  suction  tube  78  into  abutment  with 
the  upper  surface  of  the  electronic  component  80. 

30  Although  the  linear  slide  12  is  slightly  lowered  after 
the  suction  tube  78  abuts  on  the  component  80, 
the  electronic  component  80  and  suction  tube  78 
are  protected  against  damage,  since  the  suction 
tube  78  can  be  moved  in  its  upward  direction 

35  relative  to  the  sleeve  20,  due  to  compression  of  the 
compression  coil  spring  46.  In  this  condition,  the 
suction  tube  78  is  brought  into  communication  with 
the  vacuum  source,  so  as  to  suck  the  electronic 
component  80. 

40  Subsequently,  the  linear  slide  12  is  lifted  up, 
and  the  X-Y  table  10  is  moved  in  the  horizontal 
plane  to  bring  the  suction  tube  78  into  a  position 
just  above  the  charge-coupled  device  84.  Then,  the 
ring  lamp  90  generates  light,  of  which  only  the 

45  ultraviolet  light  is  transmitted  through  the  first  filter 
92  to  irradiate  the  light-emitting  plate  66.  As  a 
result,  the  light-emitting  layers  72,  82  of  the  light- 
emitting  plate  66  absorb  the  ultraviolet  light  and 
project  visible  light  toward  the  electronic  compo- 

50  nent  80,  so  that  the  visible  light  passes  through  the 
lens  86  to  thereby  produce  a  projection  image  of 
the  electronic  component  80  on  a  solid  charge- 
coupled  element  of  the  charge-coupled  device  84. 
In  this  case,  the  ultraviolet  light  emitted  by  the  ring 

55  lamp  90  also  irradiates  the  electronic  component 
80  and  the  surrounding  parts  of  the  holding  device, 
and  some  rays  of  the  light  reflected  by  these 
component  80  and  parts  are  directed  toward  the 
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charge-coupled  device  84.  Nonetheless,  since  the 
second  filter  94  is  provided  for  absorbing  the  ul- 
traviolet  light,  the  charge-coupled  device  84  can 
produce  a  clear  projection  image  of  the  electronic 
component  80  by  the  visible  light  emitted  by  the 
light-emitting  plate  66,  without  being  affected  by 
the  ultraviolet  light  of  the  ring  lamp  90  reflected  by 
the  electronic  component  80  and  the  surrounding 
components  of  the  device.  Thereafter,  the  charge- 
coupled  device  84  converts  the  projection  image 
into  binary  coded  signals,  which  are  applied  to  a 
suitable  control  device.  The  control  device  com- 
pares  the  received  binary  coded  signals  with  refer- 
ence  position  signals  representing  the  nominal  po- 
sition  of  the  electronic  component  80,  which  refer- 
ence  position  signals  are  stored  in  a  memory  of  the 
control  device,  in  order  to  calculate  an  angular  or 
rotational  error  A0  of  the  electronic  component  80 
from  the  nominal  position  about  its  center  (i.e., 
about  the  center  line  of  the  suction  pipe  78),  and 
errors  AX  and  AY  by  which  the  center  of  the 
component  80  deviates  from  the  nominal  position 
in  the  X  and  Y  directions,  respectively. 

After  the  position  of  the  electronic  component 
80  is  detected  by  the  charge-coupled  device  84, 
the  component  80  is  moved  into  the  position  in 
which  the  component  80  is  mounted  on  the  print- 
ed-wiring  board.  Prior  to  the  mounting  of  the  com- 
ponent  80,  the  X-Y  position  errors  AX  and  AY  are 
corrected  by  adjusting  the  distances  of  the  horizon- 
tal  ovements  of  the  X-Y  table  10,  and  the  rotational 
error  A0  is  corrected  by  driving  the  servomotor  60 
to  rotate  the  suction  tube  78  by  a  suitable  angle. 
Accordingly,  when  the  suction  tube  78  is  located  in 
the  position  in  which  the  electronic  component  80 
is  placed  on  the  printed-wiring  board,  the  compo- 
nent  80  and  the  printed-wiring  board  are  held  in  a 
proper  positional  relationship  with  each  other,  per- 
mitting  the  component  80  to  be  properly  mounted 
on  the  board.  In  this  condition,  the  linear  slide  12  is 
lowered,  and  the  electronic  component  80  held  by 
the  suction  tube  78  is  pushed  against  the  printed- 
wiring  board,  and  is  fixed  at  the  predetermined 
position  by  bonding,  for  example.  At  the  same 
time,  the  suction  tube  78  is  brought  into  commu- 
nication  with  the  atmosphere  by  switching  opera- 
tion  of  the  electromagnetic  directional  control  valve 
indicated  above,  whereby  the  electronic  component 
80  is  released  from  the  suction  tube  78.  Thus,  the 
mounting  of  the  component  80  on  the  printed- 
wiring  board  is  accomplished  when  the  suction 
tube  78  is  lifted  away  from  the  board. 

In  the  holding  device  of  the  present  embodi- 
ment,  the  position  of  the  electronic  component  80 
held  by  the  suction  tube  78  is  detected  based  on 
the  light  emitted  by  the  ring  lamp  90  which  is 
disposed  on  the  side  of  the  charge-coupled  device 
84.  Since  the  second  filter  94  serves  to  intercept 

the  light  which  has  been  emitted  by  the  ring  lamp 
90  and  reflected  by  the  holding  device,  the  charge- 
coupled  device  84  is  prevented  from  receiving  the 
reflected  light  generated  by  the  ring  lamp  90. 

5  Therefore,  the  present  detecting  device  is  able  to 
detect  the  hold-position  of  the  electronic  compo- 
nent  80  with  ease  and  high  accuracy,  so  as  to 
obtain  a  clear  projection  image  of  the  component 
80,  without  requiring  a  shielding  plate  for  shielding 

io  the  electronic  component  80  from  the  light  of  the 
ring  lamp  90. 

In  the  present  embodiment,  since  the  outer 
circumferential  surface  of  the  suction  tube  78  as 
well  as  the  surface  of  the  light-emitting  plate  66  is 

is  coated  with  the  fluorescent  paint,  to  form  the  light- 
emitting  layer  82  for  emitting  visible  light,  the  de- 
tecting  device  can  provide  a  clear  projection  image 
of  the  electronic  component  80  even  if  the  size  of 
the  component  80  is  considerably  small. 

20  Further,  the  light-emitting  plate  66  is  adapted 
to  emit  the  visible  light  in  response  to  the  incident 
ultraviolet  light  which  has  been  emitted  by  the  ring 
lamp  90  for  irradiating  the  fluorescent  paint  of  the 
light-emitting  layers  72,  82.  Therefore,  unlike  a 

25  light-emitting  element  or  device  which  generates 
light  with  an  electrical  supply  from  a  power  source, 
the  light-emitting  plate  66  of  the  present  detecting 
device  does  not  need  an  electric  cable  or  other 
power  connection  components  for  electrical  con- 

30  nection  between  the  plate  66  and  the  power 
source.  Namely,  no  special  provisions  are  neces- 
sary  for  avoiding  twisting  of  the  electric  cable, 
when  the  plate  66  is  lifted  or  rotated  together  with 
the  cylindrical  member  18.  Thus,  the  present  de- 

35  tecting  device  can  be  simplified  in  construction. 
Moreover,  the  component  detecting  device  of 

the  present  invention  is  available  at  a  relatively  low 
cost,  as  compared  with  the  conventional  counter- 
part  using  a  light-emitting  device  having  a  multiplic- 

40  ity  of  light-emitting  elements. 
While  the  light-emitting  plate  66  consists  of  the 

body  77  and  light-emitting  layer  72  in  the  illustrated 
embodiment  of  Fig.  1,  the  light-emitting  plate  66 
may  be  replaced  by  a  light-emitting  plate  100 

45  formed  of  a  synthetic  resin  such  as  acrylic  resin  or 
polyacetal  resin  (e.g.,  Duracon  available  from  Poly 
Plastic  Co.  and  Delrin  available  from  Du  Pont  Co.), 
which  contains  a  fluorescent  paint.  An  example  of 
the  material  for  the  light-emitting  plate  100  is 

50  "Clear  Color"  available  from  Takiron. 
In  the  illustrated  embodiments  of  Figs.  1  and  2, 

the  ring  lamp  90  is  disposed  around  the  charge- 
coupled  device  84  such  that  the  lamp  90  is  located 
on  the  side  of  the  electrical  component  80  remote 

55  from  the  light-emitting  plate  66,  100.  However,  it  is 
possible  to  provide  a  ring  lamp  104  on  the  other 
side  of  the  electrical  component  80  remote  from 
the  charge-coupled  device  84,  as  shown  in  Fig.  3, 

5 
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so  that  the  ring  lamp  104  projects  light  downward 
to  irradiate  the  upper  surface  of  a  light-emitting 
plate  106.  The  ring  lamp  104,  which  is  of  the  same 
type  as  the  ring  lamp  90  indicated  above,  is  dis- 
posed  around  the  cylindrical  member  18  while  be- 
ing  supported  by  a  bracket  (not  shown).  The  light- 
emitting  plate  106  employed  in  this  modified  em- 
bodiment  consists  of  a  body  108  fixed  to  the  out- 
ward  flange  64  of  the  cylindrical  member  18,  and  a 
light-emitting  layer  110  which  is  formed  on  the 
upper  surface  of  the  body  108  facing  the  ring  lamp 
104  and  which  consists  of  a  fluorescent  paint.  The 
body  108  of  the  light-emitting  plate  106  is  made  of 
a  translucent  material  having  a  property  of  diffusing 
light.  In  this  embodiment,  a  suction  tube  112  is 
secured  to  the  bottom  surface  of  the  body  108 
which  faces  the  charge-coupled  device  84.  As  in 
the  preceding  embodiments,  the  charge-coupled 
device  84  has  a  filter  114  which  is  capable  of 
absorbing  ultraviolet  light  and  permitting  transmis- 
sion  of  light  whose  wavelength  is  different  from  that 
of  the  ultraviolet  light. 

In  this  modified  embodiment,  the  light-emitting 
layer  110  functions  to  absorb  the  ultraviolet  light 
emitted  by  the  ring  lamp  104,  and  generate  visible 
light.  The  visible  light  emitted  by  the  layer  110  is 
transmitted  through  the  translucent  body  108  while 
being  diffused,  to  consequently  irradiate  the  elec- 
tronic  component  80,  so  that  the  visible  light  is 
received  by  the  charge-coupled  device  84  to  form 
a  projection  image  of  the  component  80.  Thus,  the 
position  of  the  electrical  component  80  held  by  the 
suction  tube  78  is  detected.  Since  the  ring  lamp 
104  is  disposed  on  the  side  of  the  light-emitting 
plate  106  remote  from  the  charge-coupled  device 
84,  most  of  the  ultraviolet  light  emitted  by  the  ring 
lamp  104  is  absorbed  by  the  light-emitting  layer 
110,  without  the  ultraviolet  light  affecting  the  pro- 
jection  image  of  the  electronic  component  80.  In 
some  cases,  however,  the  ultraviolet  light  gener- 
ated  by  the  ring  lamp  104  is  directed  to  the 
charge-coupled  device  84.  For  example,  a  portion 
of  the  ultraviolet  light  of  the  ring  lamp  104  impinges 
on  the  surrounding  parts  of  the  device,  and  is 
reflected  by  those  parts  toward  the  charge-coupled 
device  84.  When  the  light-emitting  plate  106  is 
replaced  by  another  one  having  a  smaller  size,  in 
accordance  with  reduction  in  the  size  of  the  elec- 
trical  component  80,  a  portion  of  the  light  of  the 
ring  lamp  104  reaches  the  charge-coupled  device 
84  beyond  the  light-emitting  plate  106.  In  these 
cases,  however,  the  most  part  of  the  ultraviolet  light 
is  absorbed  by  the  filter  114  provided  on  the 
charge-coupled  device  84,  and  therefore,  the  pro- 
jection  image  of  the  electronic  component  80  is 
less  likely  to  be  affected  by  the  light  of  the  ring 
lamp  104,  assuring  improved  sensing  accuracy  of 
the  present  detecting  device. 

While  the  translucent  body  108  is  used  for  the 
light-emitting  plate  106  in  the  modified  embodi- 
ment,  the  body  108  may  be  made  of  a  transparent 
material. 

5  It  is  also  possible  in  this  embodiment  to  pro- 
vide  a  filter  for  absorbing  the  visible  light  which  is 
generated  by  the  ring  lamp  104  together  with  the 
ultraviolet  light. 

While  the  first  light  emitter  is  disposed  above 
io  or  below  the  electronic  component  80  in  the  illus- 

trated  embodiments,  it  may  be  disposed  so  as  to 
face  the  side  surface  of  the  electronic  component 
80,  or  may  be  disposed  above  or  below  and  to  the 
right  or  left  of  the  electronic  component  80,  so  that 

is  the  first  light  emitter  projects  light  in  a  direction 
different  from  those  (upward  and  downward  direc- 
tions)  in  the  illustrated  embodiments.  In  this  case,  a 
suitable  filter  is  provided  for  removing  the  light 
having  the  same  wavelength  as  that  of  the  light 

20  emitted  by  the  second  light-emitting  body,  if  the 
light  of  the  first  light  emitter  may  be  incident  upon 
irradiate  the  charge-coupled  device  or  the  elec- 
tronic  component. 

While  the  first  light  emitter  is  adapted  to  gen- 
25  erate  ultraviolet  light  while  the  second  light  emitter 

generate  visible  light  in  the  illustrated  embodi- 
ments,  these  first  and  second  light  emitters  may 
respectively  generate  different  wavelengths  of 
lights  other  than  the  ultraviolet  and  visible  rays.  In 

30  this  case,  the  detecting  device  is  provided  with  a 
filter  or  filters  as  needed,  which  are  suited  for  the 
wavelengths  of  the  light  emitted  by  the  first  and 
second  light  emitters.  For  example,  the  first  light 
emitter  may  generate  infrared  light  while  the  sec- 

35  ond  light  emitter  absorb  infrared  light  and  generate 
visible  light.  It  is  also  possible  that  the  first  and 
second  light  emitters  generate  respective  visible 
lights  having  different  wavelengths. 

Further,  the  provision  of  the  filters  for  the  first 
40  light  emitter  and  charge-coupled  device  is  not  es- 

sential  to  the  principle  of  the  present  invention. 
Rather,  the  filter  for  the  first  light  emitter  may  be 
eliminated  if  the  first  light  emitter  is  capable  of 
generating  only  a  specific  wavelength  of  light.  The 

45  filter  for  the  charge-coupled  device  may  be  elimi- 
nated  if  the  charge-coupled  device  is  not  sensitive 
to  the  light  emitted  by  the  first  light  emitter,  but 
sensitive  only  to  the  light  emitted  by  the  second 
light  emitter. 

50  While  the  second  light  emitter  takes  the  form 
of  a  plate  in  the  illustrated  embodiments,  it  may 
take  a  tapered  tubular  shape  or  any  other  suitable 
shape.  It  is  also  possible  to  dispose  the  second 
light  emitter  in  an  inclined  posture,  if  the  electronic 

55  component  is  held  by  the  holding  device  while  the 
cylindrical  member  18  is  moved  in  a  direction  other 
than  the  vertical  direction  thereof.  In  either  case, 
the  first  light  emitter  may  take  any  suitable  form 

6 
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other  than  the  ring  lamp,  provided  the  first  light 
emitter  is  oriented  to  generate  light  toward  the 
second  light  emitter.  According  to  the  present  in- 
vention,  since  the  lights  emitted  by  the  first  and 
second  light  emitters  have  different  wavelengths, 
the  projection  image  of  the  electrical  component 
does  not  suffer  from  any  adverse  influence  caused 
by  the  light  of  the  first  light  emitter.  Accordingly, 
the  first  light  emitter  is  located  in  any  position 
which  enables  the  second  light  emitter  to  uniformly 
and  efficiently  irradiate  the  electronic  component. 
In  the  case  where  the  present  invention  is  applied 
to  a  detecting  device  incorporated  in  a  holding 
device  having  a  plurality  of  suction  tubes  for  hold- 
ing  the  corresponding  number  of  electronic  compo- 
nents,  the  first  light  emitter  can  be  located  any- 
where  provided  that  all  the  electronic  components 
held  by  the  suction  tubes  are  uniformly  irradiated 
by  the  light  of  the  second  light  emitter,  so  as  to 
obtain  a  high  contrast  projection  image  of  the  elec- 
tronic  components. 

While  the  light-emitting  plate  66,  100,  106  is 
adapted  to  hold  or  support  the  suction  tube  78,  112 
in  the  illustrated  embodiments  so  that  the  elec- 
tronic  component  80  is  irradiated  by  the  light- 
emitting  plate  positioned  considerably  close  to  the 
component  80,  the  light-emitting  plate  may  be  af- 
fixed  to  the  arm  portion  16  or  any  other  suitable 
component  other  than  the  suction  tube  78,  112. 

Claims 

1.  A  detecting  device  for  detecting  a  position  of 
an  electronic  component,  comprising: 

a  holder  (78,  112)  for  holding  said  compo- 
nent  (80); 

a  first  electromagnetic  radiation  emitter 
(90,  104)  for  emitting  a  first  radiation  toward  a 
second  electromagnetic  radiation  emitter  (66, 
100,  106), 

the  second  electromagnetic  radiation  emit- 
ter  (66,  100,  106)  being  disposed  in  the  vicinity 
of  said  holder  (78,  112),  for  absorbing  said  first 
radiation,  and  for  emitting  a  second  radiation 
having  a  wavelength  different  from  that  of  said 
first  radiation,  toward  said  electronic  compo- 
nent;  and 

photoelectric  means  (84)  disposed  on  one 
of  opposite  sides  of  said  holder  which  is  re- 
mote  from  said  second  electromagnetic  radi- 
ation  emitter,  said  photoelectric  means  being 
insensitive  to  said  first  radiation  and  receiving 
a  projection  image  of  said  electronic  compo- 
nent  formed  by  said  second  radiation. 

2.  A  detecting  device  according  to  claim  1, 
wherein  said  first  radiation  consists  of  an  ul- 
traviolet  radiation  while  said  second  radiation 

consists  of  a  visible  radiation. 

3.  A  detecting  device  according  to  claim  1, 
wherein  said  first  and  second  radiations  consist 

5  of  visible  radiations  having  different 
wavelengths,  respectively. 

4.  A  detecting  device  according  to  any  one  of 
claims  1-3,  wherein  said  first  electromagnetic 

io  radiation  emitter  comprises  a  ring  lamp  (90, 
104)  which  is  concentric  with  said  holder  (78, 
112)  and  said  photoelectric  means  (84),  at 
least  when  said  holder  and  said  photoelectric 
means  are  placed  in  a  concentric  positional 

is  relationship  with  each  other. 

5.  A  detecting  device  according  to  any  one  of 
claims  1-4,  wherein  said  second  electromag- 
netic  radiation  emitter  (66)  comprises  a  body 

20  (70)  and  a  electromagnetic  radiation-emitting 
layer  (72,  82)  which  is  formed  on  said  body  so 
as  to  face  said  electronic  component  (80). 

6.  A  detecting  device  according  to  any  one  of 
25  claims  1-4,  wherein  said  holder  (78)  comprises 

a  suction  tube  (78)  having  an  air  suction  pas- 
sage  (34)  which  is  open  at  a  free  end  thereof, 
and  said  second  electromagnetic  radiation  em- 
itter  (66)  comprises  a  flange  (70)  extending 

30  radially  outwardly  from  an  outer  surface  of  said 
suction  tube,  and  a  electromagnetic  radiation- 
emitting  layer  (72,  82)  formed  on  said  outer 
surface  of  said  suction  tube  and  one  of  op- 
posite  surfaces  of  said  flange  which  is  adjacent 

35  to  said  free  end  of  said  suction  passage. 

7.  A  detecting  device  according  to  any  one  of 
claims  1-4,  wherein  said  second  electromag- 
netic  radiation  emitter  (106)  comprises  a  elec- 

40  tromagnetic  radiation-emitting  layer  (110)  and 
a  diffusion  layer  (108)  which  are  superposed 
on  each  other,  said  diffusion  layer  diffusing 
said  second  radiation  received  from  said  elec- 
tromagnetic  radiation-emitting  layer,  said  elec- 

45  tromagnetic  radiation-emitting  layer  facing  said 
first  electromagnetic  radiation  emitter,  while 
said  diffusion  layer  facing  said  electronic  com- 
ponent  (80)  held  by  said  holder  (112). 

50  8.  A  detecting  device  according  to  any  one  of 
claims  5-7,  wherein  said  electromagnetic  radi- 
ation-emitting  layer  (72,  82,  110)  comprises  a 
fluorescent  paint. 

55  9.  A  detecting  device  according  to  any  one  of 
claims  1-4,  wherein  said  second  electromag- 
netic  radiation  emitter  (100)  consists  of  a  trans- 
lucent  member  which  contains  electromagnetic 

7 
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radiation-emitting  particles. 

10.  A  detecting  device  according  to  claim  9, 
wherein  said  electromagnetic  radiation-emitting 
particles  are  fluorescent  particles. 

11.  A  detecting  device  according  to  any  one  of 
claims  1-10,  further  comprising  at  least  one  of 
a  first  filter  (92)  disposed  between  said  first 
and  second  electromagnetic  radiation  emitters 
(90,  66)  and  a  second  filter  (94,  114)  disposed 
between  said  second  electromagnetic  radiation 
emitter  (66)  and  said  photoelectric  means  (88), 
said  first  filter  permitting  said  first  radiation  to 
transmit  therethrough  while  preventing  said 
second  radiation  from  transmitting  thereth- 
rough,  said  second  filter  permitting  said  sec- 
ond  radiation  to  transmit  therethrough  while 
preventing  said  first  radiation  from  transmitting 
therethrough. 

12.  A  detecting  device  according  to  any  one  of 
claims  1-5  and  7-11,  wherein  said  holder  com- 
prises  a  suction  tube  (78,  112)  having  an  air 
suction  passage  (34)  which  is  open  at  a  free 
end  thereof,  and  said  second  electromagnetic 
radiation  emitter  (66,  100,  106)  is  disposed 
around  said  suction  tube. 

13.  A  detecting  device  according  to  any  one  of 
claims  1-12,  wherein  said  holder  (78,  112)  is 
capable  of  effecting  at  least  one  of  a  first  linear 
movement  parallel  to  a  centerline  thereof,  a 
second  linear  movement  perpendicular  to  said 
centerline,  and  a  third  rotating  movement 
about  said  centerline. 

Patentanspruche 

1.  Erfassungseinrichtung  zur  Bestimmung  der  Po- 
sition  eines  elektronischen  Bauteils,  mit 

einem  Trager  (78,  112)  zum  Halten  des 
Bauteils  (80), 

einer  ersten  elektromagnetischen  Strah- 
lungsquelle  (90,  104)  zum  Aussenden  einer 
ersten  Strahlung  in  Richtung  einer  zweiten 
elektromagnetischen  Strahlungsquelle  (66,  100, 
106), 

wobei  die  zweite  elektromagnetische 
Strahlungsquelle  (66,  100,  106)  zur  Absorption 
der  ersten  Strahlung  und  zur  Ausstrahlung  ei- 
ner  zweiten  Strahlung  mit  einer  anderen  Wel- 
lenlange  als  die  der  ersten  Strahlung  in  Rich- 
tung  des  elektronischen  Bauteils  in  der  Nahe 
des  Tragers  (78,  112)  angeordnet  ist,  und 

einer  photoelektrischen  Einrichtung  (84), 
die  auf  einer  der  gegenuberliegenden  Seiten 
des  Tragers,  die  der  zweiten  elektromagneti- 

schen  Strahlungsguelle  abgewandt  ist,  ange- 
ordnet  ist,  unempfindlich  gegenuber  der  ersten 
Strahlung  ist  und  ein  von  der  Zweiten  Strah- 
lung  erzeugtes  Projektionsbild  des  elektroni- 

5  schen  Bauteils  empfangt. 

2.  Erfassungseinrichtung  gemaB  Anspruch  1,  wo- 
bei  die  erste  Strahlung  aus  ultravioletter  Strah- 
lung  und  die  zweite  Strahlung  aus  sichtbarer 

io  Strahlung  besteht. 

3.  Erfassungseinrichtung  gemaB  Anspruch  1,  wo- 
bei  die  erste  und  die  zweite  Strahlung  aus 
sichtbarer  Strahlung  unterschiedlicher  Wellen- 

15  lange  bestehen. 

4.  Erfassungseinrichtung  gemaB  einem  der  An- 
spruche  1  bis  3,  wobei  die  erste  elektromagne- 
tische  Strahlungsquelle  eine  Ringlampe  (90, 

20  104)  umfaBt,  die  zu  dem  Trager  (78,  112)  und 
der  photoelektrischen  Einrichtung  (84)  konzen- 
trisch  ist,  zumindest  dann,  wenn  der  Trager 
und  die  photoelektrische  Einrichtung  in  einer 
konzentrischen  Lage  zueinander  angeordnet 

25  sind. 

5.  Erfassungseinrichtung  gemaB  einem  der  An- 
spruche  1  bis  4,  wobei  die  zweite  elektroma- 
gnetische  Strahlungsquelle  (66)  einen  Korper 

30  (70)  und  eine  Schicht  (72,  82)  umfaBt,  die 
elektromagnetische  Strahlung  aussendet  und 
sich  so  auf  dem  Korper  befindet,  daB  sie  ge- 
genuber  dem  elektronischen  Bauteil  (80)  liegt. 

35  6.  Erfassungseinrichtung  gemaB  einem  der  An- 
spruche  1  bis  4,  wobei  der  Trager  (78)  ein 
Saugrohr  (74)  umfaBt,  das  einen  an  einem  frei- 
en  Ende  offenen  Luftansaugweg  (34)  hat,  und 
die  zweite  elektromagnetische  Strahlungsquel- 

40  le  (66)  einen  Flansch  (70),  der  sich  radial  nach 
auBen  von  der  AuBenseite  des  Saugrohrs  aus- 
dehnt,  und  eine  Schicht  (72,  82)  umfaBt,  die 
elektromagnetische  Strahlung  aussendet  und 
sich  auf  der  AuBenseite  des  Saugrohrs  und  auf 

45  einer  der  gegenuberliegenden  Seiten  des  Flan- 
sches  befindet,  der  neben  dem  freien  Ende 
des  Ansaugwegs  liegt. 

7.  Erfassungseinrichtung  gemaB  einem  der  An- 
50  spruche  1  bis  4,  wobei  die  zweite  elektroma- 

gnetische  Strahlungsquelle  (106)  eine  elektro- 
magnetische  Strahlung  aussendende  Schicht 
(110)  und  eine  Diffusionsschicht  (108)  umfaBt, 
die  aufeinandergeschichtet  sind,  wobei  die  Dif- 

55  fusionsschicht  die  von  der  elektromagnetische 
Strahlung  aussendende  Schicht  empfangene 
zweite  Strahlung  streut  und  sich  die  elektroma- 
gnetische  Strahlung  aussendende  Schicht  ge- 
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genuber  der  ersten  elektromagnetischen  Strah- 
lungsquelle  befindet,  wahrend  sich  die  Diffu- 
sionsschicht  gegenuber  dem  von  dem  Trager 
(112)  gehaltenen  elektronischen  Bauteil  (80) 
befindet. 

8.  Erfassungseinrichtung  gemaB  einem  der  An- 
spruche  5  bis  7,  wobei  die  elektromagnetische 
Strahlung  aussendende  Schicht  (72,  82,  110) 
aus  einer  fluoreszierenden  Farbe  besteht. 

9.  Erfassungseinrichtung  gemaB  einem  der  An- 
spruche  1  bis  4,  wobei  die  zweite  elektroma- 
gnetische  Strahlungsguelle  (100)  aus  einem 
lichtdurchlassigem  Korper  besteht,  der  Partikel 
beinhaltet,  die  elektromagnetische  Strahlung 
aussenden. 

10.  Erfassungseinrichtung  gemaB  Anspruch  9,  wo- 
bei  die  Partikel,  die  elektromagnetische  Strah- 
lung  aussenden,  fluoreszierende  Partikel  sind. 

11.  Erfassungseinrichtung  gemaB  einem  der  An- 
spruche  1  bis  10,  mit  mindestens  einem  ersten 
Filter  (92),  das  zwischen  der  ersten  und  der 
Zweiten  elektromagnetischen  Strahlungsquelle 
(90,  66)  angeordnet  ist,  und  einem  zweiten 
Filter  (94,  114),  das  zwischen  der  zweiten  elek- 
tromagnetischen  Strahlungsquelle  (66)  und  der 
photoelektrischen  Einrichtung  (88)  angeordnet 
ist,  wobei  das  erste  Filter  die  erste  Strahlung 
durchlaBt,  wahrend  es  verhindert,  daB  die 
zweite  Strahlung  durchgelassen  wird,  und  das 
zweite  Filter  die  zweite  Strahlung  durchlaBt, 
wahrend  es  verhindert,  daB  die  erste  Strahlung 
durchgelassen  wird. 

12.  Erfassungseinrichtung  gemaB  einem  der  An- 
spruche  1  bis  5  und  7  bis  11,  wobei  der 
Trager  ein  Saugrohr  (78,  112)  mit  einem  Luft- 
ansaugweg  (34)  umfaBt,  der  an  einem  freien 
Ende  offen  ist,  und  die  zweite  elektromagneti- 
sche  Strahlungsquelle  (66,  100,  106)  urn  das 
Saugrohr  herum  angeordnet  ist. 

13.  Erfassungseinrichtung  gemaB  einem  der  An- 
spruche  1  bis  12,  wobei  der  Trager  (78,  112) 
mindestens  eine  erste  lineare  Bewegung  paral- 
lel  zu  seiner  Mittelachse,  eine  zweite  lineare 
Bewegung  senkrecht  zur  Mittelachse  und  eine 
dritte  Rotationsbewegung  urn  die  Mittelachse 
ausfuhren  kann. 

Revendicatlons 

1.  Dispositif  de  detection  permettant  de  detecter 
une  position  d'un  composant  electronique, 
comprenant  : 

un  support  (78,  112)  pour  supporter  ledit 
composant  (80)  ; 

un  premier  emetteur  de  rayonnement  elec- 
tromagnetique  (90,  104)  pour  emettre  un  pre- 

5  mier  rayonnement  en  direction  d'un  second 
emetteur  de  rayonnement  electromagnetique 
(66,  100,  106)  ; 

le  second  emetteur  de  rayonnement  elec- 
tromagnetique  (66,  100,  106)  etant  dispose  au 

io  voisinage  dudit  support  (78,  112)  pour  absor- 
ber  ledit  premier  rayonnement  et  pour  emettre 
un  second  rayonnement  presentant  une  lon- 
gueur  d'onde  differente  de  celle  dudit  premier 
rayonnement  en  direction  dudit  composant 

is  electronique  ;  et 
un  moyen  photoelectrique  (84)  dispose  sur 

I'un  des  cotes  opposes  dudit  support  qui  est 
eloigne  dudit  second  emetteur  de  rayonne- 
ment  electromagnetique,  ledit  moyen  photoe- 

20  lectrique  etant  insensible  audit  premier  rayon- 
nement  et  recevant  une  image  en  projection 
dudit  composant  electronique  formee  par  ledit 
second  rayonnement. 

25  2.  Dispositif  de  detection  selon  la  revendication  1  , 
dans  lequel  ledit  premier  rayonnement  est 
constitue  par  un  rayonnement  ultraviolet  tandis 
que  ledit  second  rayonnement  est  constitue 
par  un  rayonnement  visible. 

30 
3.  Dispositif  de  detection  selon  la  revendication  1  , 

dans  lequel  lesdits  premier  et  second  rayonne- 
ments  sont  respectivement  constitues  par  des 
rayonnements  visibles  presentant  des  lon- 

35  gueurs  d'onde  differentes. 

4.  Dispositif  de  detection  selon  I'une  quelconque 
des  revendications  1  a  3,  dans  lequel  ledit 
premier  emetteur  de  rayonnement  electroma- 

40  gnetique  comprend  une  lampe  en  anneau  (90  ; 
104)  qui  est  concentrique  audit  support  (78, 
112)  et  audit  moyen  photoelectrique  (84),  au 
moins  lorsque  ledit  support  et  ledit  moyen 
photoelectrique  sont  places  de  fagon  concen- 

45  trique  I'un  par  rapport  a  I'autre. 

5.  Dispositif  de  detection  selon  I'une  quelconque 
des  revendications  1  a  4,  dans  lequel  ledit 
second  emetteur  de  rayonnement  electroma- 

50  gnetique  (66)  comprend  un  corps  (70)  et  une 
couche  emettrice  de  rayonnement  electroma- 
gnetique  (72,  82)  qui  est  formee  sur  ledit  corps 
de  maniere  a  faire  face  audit  composant  elec- 
tronique  (80). 

55 
6.  Dispositif  de  detection  selon  I'une  quelconque 

des  revendications  1  a  4,  dans  lequel  ledit 
support  (78)  comprend  un  tube  d'aspiration 

9 
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(78)  comportant  un  passage  d'aspiration  d'air 
(34)  qui  est  ouvert  au  niveau  de  son  extremite 
libre  et  ledit  second  emetteur  de  rayonnement 
electromagnetique  (66)  comprend  un  flanc  (70) 
s'etendant  radialement  vers  I'exterieur  depuis  5 
une  surface  externe  dudit  tube  d'aspiration  et 
une  couche  emettrice  de  rayonnement  electro- 
magnetique  (72,  82)  formee  sur  ladite  surface 
externe  dudit  tube  d'aspiration  et  sur  I'une  des 
surfaces  opposees  dudit  flanc  qui  est  adjacen-  10 
te  a  ladite  extremite  libre  dudit  passage  d'aspi- 
ration. 

7.  Dispositif  de  detection  selon  I'une  quelconque 
des  revendications  1  a  4,  dans  lequel  ledit  is 
second  emetteur  de  rayonnement  electroma- 
gnetique  (106)  comprend  une  couche  emettri- 
ce  de  rayonnement  electromagnetique  (110)  et 
une  couche  de  diffusion  (108)  qui  sont  super- 
posees  I'une  sur  I'autre,  ladite  couche  de  diffu-  20 
sion  diffusant  ledit  second  rayonnement  regu 
depuis  ladite  couche  emettrice  de  rayonne- 
ment  electromagnetique,  ladite  couche  emettri- 
ce  de  rayonnement  electromagnetique  faisant 
face  audit  premier  emetteur  de  rayonnement  25 
electromagnetique  tandis  que  ladite  couche  de 
diffusion  fait  face  audit  composant  electronique 
(80)  supporte  par  ledit  support  (112). 

rayonnement  de  passer  au  travers,  ledit  se- 
cond  filtre  permettant  audit  second  rayonne- 
ment  de  passer  au  travers  tout  en  empechant 
ledit  premier  rayonnement  de  passer  au  tra- 
vers. 

12.  Dispositif  de  detection  selon  I'une  quelconque 
des  revendications  1  a  5  et  7  a  1  1  ,  dans  lequel 
ledit  support  comprend  un  tube  d'aspiration 
(78,  112)  comportant  un  passage  d'aspiration 
d'air  (34)  qui  est  ouvert  au  niveau  de  son 
extremite  libre  et  ledit  second  emetteur  de 
rayonnement  electromagnetique  (66,  100,  106) 
est  dispose  autour  dudit  tube  d'aspiration. 

13.  Dispositif  de  detection  selon  I'une  quelconque 
des  revendications  1  a  12,  dans  lequel  ledit 
support  (78,  112)  permet  d'effectuer  au  moins 
un  premier  deplacement  lineaire  parallelement 
a  sa  ligne  centrale,  un  second  deplacement 
lineaire  perpendiculairement  a  sa  ligne  centra- 
le  et  un  troisieme  deplacement  de  rotation 
autour  de  ladite  ligne  centrale. 

8.  Dispositif  de  detection  selon  I'une  quelconque  30 
des  revendications  5  a  7,  dans  lequel  ladite 
couche  emettrice  de  rayonnement  electroma- 
gnetique  (82,  110)  comprend  une  peinture  fluo- 
rescente. 

35 
9.  Dispositif  de  detection  selon  I'une  quelconque 

des  revendications  1  a  4,  dans  lequel  ledit 
second  emetteur  de  rayonnement  electroma- 
gnetique  (100)  est  constitue  par  un  element 
translucide  qui  contient  des  particules  emettri-  40 
ces  de  rayonnement  electromagnetique. 

10.  Dispositif  de  detection  selon  la  revendication  9, 
dans  lequel  lesdites  particules  emettrices  de 
rayonnement  electromagnetique  sont  des  parti-  45 
cules  fluorescentes. 

11.  Dispositif  de  detection  selon  I'une  quelconque 
des  revendications  1  a  10,  comprenant  en 
outre  au  moins  un  filtre  pris  parmi  un  premier  so 
filtre  (92)  dispose  entre  lesdits  premier  et  se- 
cond  emetteurs  de  rayonnement  electroma- 
gnetique  (90,  66)  et  un  second  filtre  (94,  114) 
dispose  entre  ledit  second  emetteur  de  rayon- 
nement  electromagnetique  (66)  et  ledit  moyen  55 
photoelectrique  (88),  ledit  premier  filtre  per- 
mettant  audit  premier  rayonnement  de  passer 
au  travers  tout  en  empechant  audit  second 
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